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(54) ATTACHMENT OF CARGO HOLDING BELT TO A VEHICLE LOADING PLATFORM

(57) A loading platform(9) configured for attachment
of cargo holding belts (16) by means of a hook (17), the
platform comprising a substantially rectangular frame
supporting a loading surface (11), the frame including
two longitudinal side members (10), and platform walls
(12) attached to outer sides of the frame members, inner
surfaces (12a) of the platform walls delimiting a generally
flat loading area. On a side facing away from the loading
area each side member is provided with a protruding
edge (15) for engaging a hook of a cargo holding belt,
wherein the edge extends beyond the loading area, and
is received by a recess (18) in a platform wall.
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Description

Field of the invention

[0001] The present invention relates to cargo holding
belts which can be secured to a loading platform of a
vehicle. In particular, the invention relates to attachment
of such belts by means of hooks engaging the edge of
the loading platform.

Background of the invention

[0002] Some transport vehicles, such small and medi-
um sized trucks and lorries, are equipped with loading
platforms, i.e. a flat surface on which goods can be
placed. The loading platform may be equipped with a
variety of different body structures depending on the use
of the vehicle.
[0003] In some cases, the loading platform is provided
with movable sides, so called dropsides. Such dropsides
are typically rotatable around one of their longitudinal
sides, and releasably connectable to posts or pillars fixed
to the platform. One example of a system comprising
such pillars and dropsides is the Armaton ® system from
Forankra AB in Sweden.
[0004] In other cases, the loading platform is provided
with a body forming a closed loading compartment. There
are also numerous other examples of different structures
which are mounted to the loading platform of a truck.
[0005] In these and other cases, it may be advanta-
geous to provide belts for securing the cargo on the plat-
form. Such "cargo holding belts" maybe attached with
hooks to suitable structures in the loading platform.
[0006] An example of such attachment of cargo holding
belts is disclosed in DE 10 2012 108 604. Figure 1 is a
reproduction of figure 3b of this document, and shows a
hook attached to a loading platform to which rotateably
dropsides are also mounted. In this prior art design, the
side of the platform 1 is formed with an edge 2 around
which the hook 3 may be secured. In order to allow for
easy mounting of the hook 3, the edge 2 is located at a
distance from the inner wall 4 of the dropside 5. As a
consequence, the hook 3 and the cargo holding belt will
intrude on the loading surface, and thus impact negative-
ly on the loading capacity of the vehicle.

General disclosure of the invention

[0007] It is an object of the present invention to provide
attachment of a cargo holding belt hook to a loading plat-
form in a way that has less negative impact the loading
capacity of the vehicle.
[0008] This and other objects are achieved by a loading
platform configured for attachment of cargo holding belts
by means of a hook, the platform comprising a substan-
tially rectangular frame supporting a loading surface, the
frame including two longitudinal side members, and plat-
form walls attached to outer sides of the frame members,

inner surfaces of the platform walls delimiting a generally
flat loading area. On a side facing away from the loading
area each side member is provided with a protruding
edge for engaging a hook of a cargo holding belt, wherein
the edge extends beyond the loading area, and is re-
ceived by a recess in a platform wall.
[0009] Contrary to prior art solutions, the recess in the
side member therefore allows a hook to be connected
outside the active loading area of the loading platform.
Put differently, while the hook engaging edge according
to prior art is located inside the outer edge of the loading
area, the edge according to the present invention is lo-
cated outside the outer edge of the loading platform. This
allows for a more efficient use of the loading surface,
while still allowing connection and disconnection of the
cargo holding belt hooks with the platform walls in place.
[0010] By "active loading area" is intended to indicate
the generally flat area inside the walls of the loading plat-
form. The walls may be fixed, such as walls of a loading
compartment, or be movable, such as rotatable drop-
sides.
[0011] The platform wall may be a so called "dropside",
i.e. a wall section rotatable around an axis parallel to a
side of the loading platform between a closed position,
in which the dropside delimits the loading area, and an
open position. The recess in the side member may then
allow a hook to be connected without opening the drop-
side. Alternatively, the dropside may serve to "lock" the
hook, i.e. the recess in the dropside may be configured
to receive the hook tightly, making it impossible to remove
the hook with the dropside in its closed position.
[0012] Such dropsides are typically rotatable between
a closed position, in which they extend substantially ver-
tically from the loading platform as sidewalls, and an open
position, in which they hang down from the sides of the
loading platform. A dropside arranged along the rear
transversal element of the frame is often referred to as
a tailgate. The dropsides may be of a type known per se,
e.g. a dropside system under the trademark Armaton ®.
[0013] The platform wall may otherwise be rigidly con-
nected to the side member, i.e. forming more stationary
walls. In this case, a lower part of the platform wall may
be integrated with the side member, and the recess may
be formed in this lower part. The loading platform may
further be provided with a top cover (roof) and a tailgate
or back door, thereby forming a closed cargo compart-
ment.
[0014] In one embodiment, the loading platform is a
modular loading platform, wherein each side member is
formed by an inner frame member having at least two
parallel grooves extending along an outside of the inner
member, and an outer mounting element having parallel
protrusions which have been inserted into engagement
with the parallel grooves in the inner member, and where-
in the edge is formed in said outer mounting element.
The outer mounting elements then form a structure on
which additional parts of the loading platform may be
mounted, such as dropsides or platform walls.
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[0015] The parallel grooves allow for easy and reliable
attachment of the mounting elements which have corre-
sponding protrusions which engage the grooves. The
mounting elements may be slidable along the grooves
while being rotationally fixed. If require, some or all of the
mounting elements may be secured by suitable fastening
means, such as screws. The modular loading platform
thus offers a general purpose loading platform which may
be easily adapted in a cost efficient manner.
[0016] When attached, the mounting elements provide
a structure for mounting additional parts, such as platform
dropsides, tailgate, walls, etc. The mounting elements
thus provide a flexible adaptation of the frame for various
uses. The same frame can thus be used in a variety of
applications.
[0017] An example of a modular loading platform is
disclosed in co-pending European application with title
"Modular loading platform for a vehicle", filed in the same
day as the present application, and herewith incorporated
by reference. Such a platform comprises a substantially
rectangular frame composed of a plurality of intercon-
nected extruded frame members, the frame members
including two side members, and a front member and a
rear member connected transversally between the ends
of the side members, wherein the rear member and the
side members are each provided with at least two parallel
grooves extending along the members and facing away
from the frame, a set of mounting elements, each mount-
ing element having parallel protrusions which have been
inserted into engagement with the parallel grooves in one
of the rear member and the side members, the mounting
elements forming a structure on which additional parts
of the loading platform may be mounted.
[0018] In one embodiment, the outer mounting ele-
ments may be a hinge element, and the loadign platform
may further comprise platform dropsides hingedly at-
tached to the hinge elements, so as to be rotatable
around an axis parallel to a side of the loading platform,
wherein the recess is formed in the dropside.
[0019] In another embodiment, the mounting elements
may include wall panel mounting elements forming a low-
er portion of fixed platform walls
[0020] The side members, also referred to as "profiles",
are preferably made of a light weight metal or metal alloy,
such as aluminum. Aluminum profiles with desired cross-
section are relatively easy to manufacture at low cost,
and are available from commercial suppliers.

Brief description of the drawings

[0021] The present invention will be described in more
detail with reference to the appended drawings, showing
currently preferred embodiments of the invention.

Figure 1 shows a cargo holding belt attached to a
loading platform according to prior art.
Figure 2 shows a cargo holding belt attached to a
loading platform with dropsides according to an em-

bodiment of the present invention.
Figure 3 shows a cargo holding belt attached to a
loading platform with dropsides according to a further
embodiment of the present invention.
Figure 4 shows a cargo holding belt attached to a
loading platform with walls according to an embod-
iment of the present invention.

Detailed description of preferred embodiments

[0022] The loading platform 9 in figure 2 has a frame
of structural members, e.g. extruded aluminum profiles,
of which only one, referred to as a side member 10, is
shown in figure 2. Of course, the frame members does
not have to be extruded, but may be rolled, e.g. as was
shown in figure 1, or otherwise manufactured. The frame
supports a cargo loading surface 11, e.g. a board of alu-
minum, wood, plywood or suitable laminate.
[0023] Dropsides 12 are hingedly mounted to the mem-
bers 10 by means of a profile portion 13 which is engaged
with a hinge portion 14 formed in the member 10. The
dropside 12 is thus rotatable around an axis parallel to a
side of the loading platform 9 between a closed position,
in which the inside 12a of the dropside 12 delimits an
active loading area, and an open position, where the
dropside 12 hangs from the hinge portion 14. In the illus-
trated case, the dropside 12 is formed by an extruded
profile, e.g. an aluminum profile, and may be provided
with end pieces (not shown) to seal the dropside.
[0024] The member 10 has a protruding edge 15, to
which a cargo holding belt 16 may be secured by means
of a hook 17. The dropside 12 is provided with a recess
18, which receives the edge and the hook 17 when the
dropside 12 is in its closed position. The edge 15, and
thus also the point of engagement of the hook 17, are
thus located beyond the inner wall 12a of the dropside
12, and thus outside the active loading area of the plat-
form.
[0025] Figure 3 shows a further embodiment, where
the loading platform is a "modular" loading platform as
described in co-pending European application with title
"Modular loading platform for a vehicle", filed on the same
day as the present application, and herewith incorporated
by reference.
[0026] In figure 3, each side member 10 is formed by
an inner frame member 10a having at least two parallel
grooves 21 extending along an outside of the inner mem-
ber 10a, and an outer mounting element 10b having par-
allel protrusions 22 which have been inserted into en-
gagement with said parallel grooves 21 in the inner mem-
ber 10a. The edge 15, similar to the edge in figure 2, and
the hinge portion 13, are here formed in the outer mount-
ing element 10b. The dropside 12 is identical to the drop-
side in figure 2.
[0027] In yet another embodiment, shown in figure 4,
a wall mounting element 23 is attached to the inner mem-
ber 10. Of course, the wall mounting element 23 and
inner member 10a may be formed by one single profile,
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similar to the profile 10 in figure 2.
[0028] The wall mounting elements 23 have recesses
24 in which wall panels 25 may be mounted. The wall
mounting element thus form a lower part 26 of rigid, fix-
edly mounted platform wall, and the recess 18 is formed
in this lower part 26. An edge 15 for connecting a hook
17 is provided in a similar manner as in figures 2 and 3.
[0029] The person skilled in the art realizes that the
present invention by no means is limited to the preferred
embodiments described above. On the contrary, many
modifications and variations are possible within the
scope of the appended claims. For example, the exact
design of the profile cross sections may deviate from what
is shown herein, without departing from the inventive con-
cept. Also, the shape of the hooks and the hook engaging
edges may be modified depending on the application.

Claims

1. A loading platform configured for attachment of car-
go holding belts by means of a hook, said platform
comprising:

a substantially rectangular frame supporting a
loading surface, said frame including two longi-
tudinal side members,
platform walls attached to outer sides of said
frame members, inner surfaces of said platform
walls delimiting a generally flat loading area,
characterized in that
each side member on a side facing away from
the loading area is provided with a protruding
edge for engaging a hook of a cargo holding belt,
wherein said edge extends beyond said loading
area, and is received by a recess in a platform
wall.

2. The loading platform according to claim 1, wherein
said platform wall is a dropside rotatable around an
axis parallel to a side of the loading platform between
a closed position, in which the dropside delimits the
loading area, and an open position.

3. The loading platform according to claim 1, wherein
said platform wall is rigidly connected to said side
member.

4. The loading platform according to claim 3, wherein
a lower part of said platform wall is integrated with
the side member, and wherein said recess is formed
in said lower part.

5. The loading platform according to claim 1, wherein
each side member is formed by an inner frame mem-
ber having at least two parallel grooves extending
along an outside of the inner member, and an outer
mounting element having parallel protrusions which

have been inserted into engagement with said par-
allel grooves in the inner member, and wherein said
edge is formed in said outer mounting element.

6. The loading platform according to claim 5, wherein
said outer mounting elements is a hinge element,
and further comprising platform dropsides hingedly
attached to said hinge elements, so as to be rotatable
around an axis parallel to a side of the loading plat-
form, wherein said recess is formed in said dropside.

7. The loading platform according to claim 5, wherein
said outer mounting elements include wall panel
mounting elements forming a lower portion of said
platform walls.
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