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(54) A FREQUENCY TUNED DAMPER ASSEMBLY, AND A METHOD FOR ASSEMBLING SUCH A 
DAMPER ASSEMBLY

(57) A frequency tuned damper assembly for damp-
ening vibrations of a vibrating structure comprises a mass
element (20) being elastically supported at opposite ends
in a console via two elastic damper elements (30). At
least a first damper element forms part of a first snap-lock
mechanism and is in a biased state by being elastically
compressed in a longitudinal direction of the mass ele-
ment (20) for maintaining the snap-lock mechanism in a
locked state in which the mass element (20) is held in a

locked mounted position, wherein the snap-lock mecha-
nism for assembling the damper assembly is arranged
to allow, by an elastic compression in the longitudinal
direction of the first damper element, the mass element
to be brought into its locked mounted position by a trans-
verse movement in relation to the longitudinal direction.
A method for assembling a frequency tuned damper as-
sembly is also disclosed.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of fre-
quency tuned dampers, also known as tuned mass
dampers or tuned vibration dampers. Such dampers can
be mounted in structures, for instance in motor vehicles,
to reduce the amplitude of vibrations in the structure. The
present inventive concept is related to a tuned damper
assembly, and to a method for assembling such a damper
assembly.

BACKGROUND

[0002] The function of frequency tuned vibration damp-
ers is based on a dampened spring-mass system which
counteracts and reduces vibrations in a structure or sur-
face to which the damper is connected. Such vibrations
may be in directions WO 01/92752 A1, WO 2013/167524
A1, and WO 2008/127157 A1 disclose examples of fre-
quency tuned vibration dampers.
[0003] A known type of a frequency tuned damper
comprises a longitudinal vibration body or mass element
which at two opposite ends is elastically supported in a
console or fixture via two elastic damper elements. The
mass element is typically made at least in part from metal,
such as steel. The elastic damper elements are typically
made from an elastic material comprising rubber, such
as silicon rubber. The mass element and the two elastic
damper elements are together frequency tuned to one
or more resonance frequencies matching the frequency
or frequencies of the vibrating structure. During the
damping operation, the elastically supported mass ele-
ment will vibrate out or phase with the vibrations of the
structure, thereby reducing or absorbing the vibrations
thereof.
[0004] Although such known vibration dampers are ef-
ficient in their damping operation, they still present some
drawbacks relating to the cost and time for manufacturing
and assembling

SUMMARY OF INVENTION

[0005] In the light of the above, it is an object of the
present inventive concept to provide a frequency tuned
damper assembly, and a method for assembling a fre-
quency tuned damper assembly, presenting advantages
in terms of time and cost for manufacturing and assem-
bling.
[0006] According to a first aspect of the inventive con-
cept, there is provided a frequency tuned damper assem-
bly for dampening vibrations of a vibrating structure, said
damper assembly comprising:

a damper having a longitudinal direction and includ-
ing at least two elastic damper elements and at least
one mass element, said mass element extending in

the longitudinal direction between two opposite ends
thereof and being elastically supported at each one
of said opposite ends via an associated one of said
two elastic damper elements, and said mass element
and said two elastic damper elements together form-
ing a spring-mass system which is frequency tuned
to vibrations of the vibrating structure; and
a console comprising two support portions, which
are mutually spaced in the longitudinal direction and
which support the damper therebetween;
wherein at least a first damper element of the two
elastic damper elements forms part of a first snap-
lock mechanism and is in a biased state by being
elastically compressed in the longitudinal direction
for maintaining the first snap-lock mechanism in a
locked state in which the mass element is held in a
locked mounted position, said first snap-lock mech-
anism in its locked state being arranged to prevent
the mass element from being disengaged from the
console in a transverse direction relative to the lon-
gitudinal direction; and
wherein said first snap-lock mechanism for assem-
bling the damper assembly is arranged to allow, by
an elastic compression in the longitudinal direction
of the first damper element, the mass element to be
brought into its locked mounted position

[0007] According to a second aspect of the inventive
concept, there is provided a method for assembling a
frequency tuned damper assembly, said method com-
prising:

bringing a mass element into a mounted position be-
tween two supporting portions of a console by mov-
ing at least one of the mass element and the console,
in a transverse direction relative to a longitudinal di-
rection of the mass element, towards the other one
of the mass element and the console, wherein the
mass element in its mounted position is elastically
supported by the support portions via two elastic
damper element which are arranged at opposite
ends of the mass element; and
as a result of bringing the mass element into its
mounted position, snap-locking at least a first one of
said two opposite ends of the mass element in the
transverse direction by means of a first snap-lock
mechanism, in which a first one of said two elastic
damper elements operates to bring the first snap-
lock mechanism into a locked state and to maintain
the first snap-lock mechanism it its locked state

[0008] Preferred embodiments of the inventive con-
cept are set out in the dependent claims. The inventive
concept presents at least the following advantages:

- The inventive concept makes it possible to manu-
facture and assemble a damper assembly of the type
described above to a lower cost and in a shorter time.

1 2 
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Since the elastic property of the damper element is
used for dual purposes - frequency damping and
snap-locking - the number of components in the as-
sembly can be reduced.

- Also, by arranging at least one snap-lock mechanism
for automatically locking the mass element in the
transverse direction during insertion operation, the
mass element may be mounted and locked in the
console by one operation only.

- The inventive concept also makes it possible to keep
the mass element securely in place in its mounted
position - both in the longitudinal direction and in the
transverse direction - solely by the action of the snap-
lock mechanism(s).

- A further advantage of the inventive concept relates
to the actual vibration damping function of the damp-
er. Since at least one of the two damper elements is
held in a biased state, by being elastically com-
pressed in the longitudinal direction for maintaining
the first snap-lock mechanism in the locked state, a
pre-compression is present making it possible to
avoid or reduce problems related to built-in tensions
in the elastic elements resulting from shrinkage of
the elastic material.

the In the following description of certain embodiments
of the inventive concept, all statements referring to a first
side of the assembly only, such as the first damper ele-
ment, the first snap-lock mechanism, etc., applies also
to the second opposite side of the damper assembly,
since it is possible to implement the inventive concept at
one side only or at both sides. Thus, the two opposite
sides of the damper assembly may be substantially iden-
tical in terms of both structure and function.
[0009] In some embodiments, the first damper element
comprises an elastic component made from an elastic
material and a locking component made from a more
rigid material than the elastic material. The elastic com-
ponent forms part of the spring-mass system and is elas-
tically compressed in the longitudinal direction in the
mounted position of the mass element. The more rigid
locking component forms a first locking part of the first
snap-lock mechanism and is maintained by the longitu-
dinally compressed elastic component in a locked en-
gagement with a second locking part of the first snap-
lock mechanism.
[0010] In such embodiments, the damper element may
comprise more than one elastic component and also
more than one rigid locking component.
[0011] One of the first and the second locking parts
may be a female-type locking part and the other may be
a male-type locking part extending at least partly in the
longitudinal direction. The locking parts may be arranged
to snap into a locking engagement with each other at the
moment when the mass element reaches its correct

mounted position in the console during the assembly
process.
[0012] In preferred embodiments, the first snap-lock
mechanism is arranged at an interface between the first
elastic damper element and an associated first support
portion of said two support portions of the console. The
rigid locking component of the first damper element is
facing the associated first support portion of the console
during the assembly. The associated first support portion
of the console is provided with the second locking part
of the first snap-lock mechanism.
[0013] In such embodiments, the mass element and
the two damper elements may be arranged to be held
together as a damper unit during the assembly process.
Thus, the damper elements may be pre-mounted on or
pre-engaged with the mass element to form a damper
unit before the insertion process, and this damper unit
comprising the damper elements and the mass element
may thereafter be inserted into and snap-locked in the
console, at one or both ends of the damper unit.
[0014] In some embodiments, the elastic properties of
the elastic damper element may be used not only for the
two functions described above - frequency dampening
and snap-locking - but also for mechanically connecting
the damper elements both in the longitudinal direction
and the transverse direction. In such preferred, the elastic
component of the first damper element may comprise at
least one angled engagement portion extending at an
angle in relation to the longitudinal direction. The angle
may typically be between 0 and 90 degrees, for example
about 45 degrees. In the assembled damper assembly,
the angled engagement portion of the elastic component
may be located at an interface between the first elastic
damper element and the mass element. The angled en-
gagement portion is arranged to convert part of a longi-
tudinal force generated by the longitudinally compressed
damper component into a transverse engagement force.
The angled engagement portion may engage directly
with the mass element, or with an intermediary connector
element as will be described below.
[0015] An advantage of this solution of engaging the
elastic damper element with the mass element, or op-
tionally with an intermediate connector element as de-
scribed below, is that the use of vulcanization and/or ad-
hesives may be completely avoided, as well as the need
for any screw connections. The biasing forces acting in
the longitudinal direction on the elastic damper elements
are at least partly converted into transverse engagement
forces for establishing the required engagement. A spe-
cial advantage of this solution is that this engagement
may be automatically achieved as a direct and automatic
result of mounting the damper in the console, creating
the biasing forces in the longitudinal direction, thereby
further reducing manufacturing time.
[0016] A further advantage of this solution is that the
resonance frequency or frequencies may be tuned by
changing one or more parameters of the one or more
angled portions of the elastic component, such as the
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angle, the wall thickness, the longitudinal extension,
number of grooves or openings in the material, etc.
[0017] In some embodiments, the first snap-lock
mechanism is provided with co-operating guide surfaces
which are being structured and arranged, when assem-
bling the damper assembly:

- to provide a gradually increasing compression of the
first elastic damper element in the longitudinal direc-
tion for allowing the mass element to be brought into
its mounted position, and

- to subsequently allow the first elastic damper ele-
ment to expand to its biased state for bringing the
first snap-lock mechanism to its locked state.

[0018] In such embodiments, the first elastic damper
element will present different degrees of compression in
the longitudinal direction during and after the assembly
process. Before the assembly is initiated, the damper
element is un-compressed. During the insertion move-
ment of the mass element into the console, the damper
element will be gradually compressed in response to said
guide surfaces sliding in relation to each other, up to the
moment when the correct mounted position has been
reached. At that moment, the snap-lock mechanism is
activated under the action of the compressed damper
element which is now allowed to expand to a less com-
pressed but still biased state in which the damper element
maintains the first snap-lock mechanism in its locked
state.
[0019] In some embodiments, the locking component
is made at least partly from metal. In other embodiments,
the elastic component and the more rigid locking com-
ponent of the damper element are in the form of a 2K
element made by a 2K process. As an example, the elas-
tic component may be made from rubber, such as silicone
rubber, and the other more rigid component may be made
from a synthetic resin, such as a thermoplastic or ther-
mosetting material.
[0020] Since the elastic damper element is held in a
biased state in the final assembly, it may also be possible
in some embodiments to design a damper element in
which the locking component and the elastic component
thereof are simply held together but not bonded together
during the insertion process. In the final assembly, the
elastic force generated by the longitudinally compressed
damper element may be sufficient to keep the two com-
ponents in their correct assembled positions.
[0021] In preferred embodiments of the inventive con-
cept, the damper assembly is provided with a snap-lock
mechanism at both ends, whereby both damper ele-
ments are used for snap-locking purposes as described
above for the first damper element. In such embodi-
ments, the transverse insertion direction may be sub-
stantially perpendicular to the longitudinal direction, and
the two ends of the damper may be locked essentially at
the same time in the console during the insertion process.

[0022] In other embodiments including a snap-lock
mechanism at one end only, the transverse insertion di-
rection may be at a different and varying angle. One end
of the mass element may be first inserted into the console
at an angle and held against one of the support portions
of the console. Thereafter, the mass element is angled
into its final mounted position between the support por-
tions in which it is snap-locked at the other support portion
of the console and merely held locked in the transverse
direction at the first-mentioned support portion.
[0023] In some embodiments, the assembly further
comprises two intermediate connector elements, each
connector element having a first engagement side in di-
rect engagement with an associated one of the two op-
posite ends of the mass element, and an opposite second
engagement side in direct engagement with an associ-
ated one of the two elastic damper elements. Such inter-
mediate connector elements may as an example be
made from a material comprising a synthetic resin, such
as thermoplastic materials or thermosetting materials. In
preferred embodiments, each connector element
presents on its first engagement side a mass-engaging
sleeve into which an associated end of the mass element
is inserted with a press-fit engagement.
[0024] The use of such intermediate connector ele-
ments makes it possible to avoid or at least substantially
reduce the manufacturing time and cost for cleaning and
blasting the mass elements made from metal. Metal
mass elements with an untreated and rougher surface
may be used. Untreated raw steel material may be cut
to suitable lengths and thereafter be used directly in the
assembly with no or only a limited surface treatment. The
intermediate connector elements may be manufactured
to a low cost from any suitable material, e.g. synthetic
resin, such as thermoplastic materials or thermosetting
materials. During the manufacturing process, the con-
nector elements may be quickly and easily attached to
the ends of the mass element by press-fitting, without
any need for additional connection means between the
metal surface and the connector elements, such as ad-
hesives or screws, and without any need for forming
threaded screw holes in the ends of the metal mass el-
ements. In a manufacturing process involving the making
of dampers tuned to different resonance frequencies,
mass elements of different length but with the same cross
section may be used and connected to one standard-
type of connector element.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] The inventive concept, some non-limiting pre-
ferred embodiments, and further advantages of the in-
ventive concept will now be described with reference to
the drawings in which:

Figs 1A to 1C illustrate a first embodiment of a fre-
quency tuned damper.

Figs 2A and 2B illustrate an elastic damper element.
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Figs 3A to 3C illustrate a connector element.
Figs 4A to 4C illustrate a console.
Figs 5A to 5C illustrate assembly steps of the first

embodiment.
Figs 6A and 6B are sectional views of the assembly

steps.
Figs 7A to 7D illustrate the operation of a snap-lock

mechanism in the first embodiment.
Figs 8A and 8B illustrate a deflection-limiting mech-

anism.
Fig. 9 illustrates a second embodiment of

a frequency tuned damper.
Figs 10A to 10C illustrate the operation of a snap-lock

mechanism in the second embodi-
ment.

Figs 11A to 11C illustrate assembly steps of the sec-
ond embodiment.

Fig. 12 illustrates an alternative embodi-
ment with no deflection-limiting
mechanism.

Fig. 13 illustrates an alternative embodi-
ment of attaching a damper element
to the mass element.

DETAILED DESCRIPTION OF PREFERRED EMBOD-
IMENTS

[0026] The present inventive concept relates in gener-
al to frequency tuned dampers. Such dampers may be
used to dampen vibrations in a vibrating surface or struc-
ture, such as a vibrating component in the body of a motor
vehicle. The damper comprises a mass acting as a vi-
bration body, and two elastic damper elements. The
mass element and the two elastic damper elements to-
gether provide a dampened spring-mass system, and
may be connected to the vibrating surface of a structure
by means of a console. The console may be attached to
the vibrating structure or optionally be an integral part
thereof.
[0027] The weight of the mass, and the stiffness and
damping of the elastic damper elements are selected to
provide a damping effect on the vibrating structure, which
can be expected to vibrate at one or more predetermined
target frequencies. When the vibrating structure vibrates
at a target frequency, the mass or vibration body is
caused to oscillate/resonate at the same frequency as
the structure but out of phase, such that the vibration of
the structure is substantially dampened. The vibration
body may vibrate with an amplitude substantially greater
than the vibration amplitude of the vibrating structure.

1st embodiment

[0028] Figs 1A to 1C illustrate a first embodiment of a
frequency tuned damper 10. As a non-limiting example,
the damper 10 may be used as a tailgate damper in a
vehicle. The main components of the damper 10 include
a rod-shaped vibration body or mass element 20, two at

elastic damper elements 30, and two connector elements
50. The line D represents a longitudinal direction of the
damper 10, in this case a line of rotational symmetry. Fig
1A is an exploded perspective view of the non-assembled
damper 10, Fig. 1B is a perspective view of the assem-
bled damper 10, and Fig. 1C is a sectional view of one
end of the assembled damper 10. An elastic element 30
is illustrated in detail in Figs 2A and 2B, and a connector
element 50 is illustrated in detail in Figs 3A to 3C.
[0029] In Fig. 1A, arrows illustrate how each connector
element 50 is arranged to be brought into engagement
with an associated end 22 of the mass element 22, and
how each elastic damper element 30 is arranged to be
brought into engagement with an associated connector
element 50.
[0030] In the illustrated embodiment in Fig. 1A to 1C,
each one of the elements 20, 30 and 50 is circularly sym-
metrical in relation to the line D. In other embodiments,
as in the second and third embodiments described below,
these elements may have a non-circular configuration,
for instance a rectangular cross section.
[0031] As shown in Figs 2A and 2B, in this embodiment
the elastic damper element 30 is a two-component ele-
ment, comprising an elastic component 32 and a more
rigid component 34. The elastic component 32 forms the
elastic part of the frequency tuned spring-mass system
and may typically be made of rubber, such as silicon rub-
ber. The rigid component 34 is typically non-elastic and
made of a more rigid material, such as metal or a synthetic
resin. The rigid component 34 forms a first locking part
of a snap-lock mechanism and is arranged to co-operate
with a second locking part of the snap-lock mechanism
for mounting and locking the damper 10 in a console as
will be described in detail below.
[0032] When the damper 10 is to be assembled ac-
cording to Figs 1A and 1B, the elastic component 32 and
the rigid component 34 are preferably already united into
one unit or sub-assembly forming the elastic damper el-
ement 30. According to one alternative, the elastic com-
ponent 32 may be molded directly onto the rigid compo-
nent 34. In some embodiments, the elastic component
32 and the rigid component 34 may be manufactured as
one integral unit in a 2K process.
[0033] In an alternative embodiment, the two compo-
nents 32 and 34 are first formed separately and then
united in a suitable manner, for instance by adhesive
and/or by forming the elastic component 32 with attach-
ment means for mechanically engaging the rigid compo-
nent 34. As an example, the elastic material may be at-
tached to the rigid component 34 by forming through-
holes in the rigid component 34 and molding the elastic
material into such holes.
[0034] In the illustrated embodiment, the rigid mount-
ing component 34 of the damper element 30 has the form
of a mounting ring 34 made of metal or any other suitable
material which preferably is more rigid or stiff than the
material used for the elastic component 32. The mounting
ring 34 has a radially outer peripheral engagement sur-
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face 34a, a radially inner surface 34b forming a central
opening 35 of the mounting ring 34, an axially outer en-
gagement surface 34c facing away from the elastic com-
ponent 32, and an axially inner surface 34d facing to-
wards the elastic component 32.
[0035] The elastic component 32 has at least one an-
gled part 36 to be brought into engagement with the as-
sociated connector element 50. In this embodiment, the
angled part is in the form of a frusto-conical skirt 36 having
a wide end 36a, which faces towards the connector ele-
ment 50 and which presents two perpendicular engage-
ment surfaces: a radially outer engagement surface 36b
and an axially inner engagement surface 36c facing to-
wards the connector element 50. The elastic component
32 further comprises a transversally extending portion
38a covering the axially inner surface 34d of the mounting
ring 34, a radially inner tubular portion 38b covering the
inner peripheral surface 34b of the mounting ring 34, and
a smaller radially outer portion 38c covering a part of the
outer peripheral mounting surface 34a of the mounting
ring 34. The three parts 38a, 38b and 38c of the elastic
component 32 forms a mounting cavity for the mounting
ring 34 and may be molded around the mounting ring 34
and/or may be attached to the mounting ring 34 via a
suitable adhesive or via vulcanization.
[0036] Figs 3A to 3C illustrate a non-limiting embodi-
ment of a connector element 50 for use in the damper
10. The connector element 50 is preferably made from
a more rigid material than the elastic component 32, but
may preferably also present some limited flexibility for
the press-fit engagement with the mass element 20. Pre-
ferred materials may comprise synthetic resins, such as
thermoplastic materials or thermosetting materials. Each
connector element 50 may preferably be made as one
integral component as in the illustrated embodiment, but
it is also possible to design a connector element from
different parts, optionally from different materials.
[0037] As shown in Figs. 1C and 3C, the connector
element 50 has a first engagement side 52 facing towards
the mass element 20 and a second engagement side 54
facing towards the associated elastic damper element
30. The first engagement side 52 is arranged to be in
engagement with the mass element 20, whereas the op-
posite second side 54 of the connector element 50 is
arranged to be in engagement with the associated damp-
er element 30. Thereby, each connector element 50 will
act as an intermediate connector element 30 between
the mass element 30 and the associated damper element
30. This arrangement thus avoids the need for attaching
the silicon rubber directly to the mass element 20. It also
opens up for many possible ways of designing the en-
gagement between the second engagement side 54 and
the elastic damper element 30.
[0038] Each connector element 50 has on its first en-
gagement side 52 a cylindrical mass-engaging sleeve 56
forming a mass-receiving cavity 57 into which an asso-
ciated end 22 the mass element 20 is to be inserted with
a press-fit engagement. In this embodiment, the inside

of the sleeve 56 is provided with a plurality of press-fit
tabs 58 mutually spaced in the circumferential direction
about the axis D. Each press-fit tab 58 has a beveled
outer end forming a guide surface 58a for the end 22 of
the mass element 20. The radially inner surfaces of the
press-fit tabs 58 together form a press-fit surface the di-
ameter of which substantially corresponds to, but is
somewhat smaller than the outer diameter of the mass
element 20. Thereby, the first engagement side 52 of the
connector element 50 may be brought into direct engage-
ment with an associated end 22 of the mass element 20
by press-fitting the engagement sleeve 56 over the as-
sociated end 22.
[0039] Each connector element 50 further comprises
an intermediate wall 60 which in this embodiment is in-
tegrally formed with the mass-engaging sleeve 56, and
which extends transversally to the longitudinal direction
D between the associated end 22 of the mass element
20 and the associated elastic damper element 30. In this
embodiment, the periphery of the intermediate wall 60
corresponds essentially to the cross section of the mass
element 20. In the final engagement position shown in
Fig. 1C, when the connector element 50 has been press-
fitted over the end 22 of the mass element 20, the end
22 of the mass element 20 will be in contact with the
intermediate wall 60.
[0040] Each connector element 50 further comprises
a deflection limiter 61, which in this embodiment is inte-
grally formed with the wall 60 and extends in a direction
towards the elastic damper element 30 coaxially with the
center line D on the second engagement side 54 of the
connector element 50.
[0041] On its second engagement side 54, each con-
nector element 50 comprises a cylindrical second sleeve
62 forming a second cavity 63 for receiving at least a part
of the associated elastic damper element 30. Reference
numeral 64 indicates a circumferentially extending inner
corner area between the wall 60 and the second sleeve
62.
[0042] The assembled damper 10 shown in Fig. 1B
may be attached to a vibrating surface or structure (not
shown) via a supporting console 80 as illustrated in Figs
4A to 4C. The console 80 is essentially U-shaped and
comprises a base 82 and two support portions 84 for
supporting the damper 10 therebetween. The base 82 is
provided with mounting holes 86 for mounting the con-
sole 80 to the vibrating structure. In other embodiments,
the console or at least the supporting portions 84 may
be integrally formed with the vibrating structure, such as
a car body. The vibrations to be dampened may typically
be directed both in transverse directions in relation to the
longitudinal direction D, as well as in the longitudinal di-
rection D. The console 80 may be made from any suitable
material, such as metal or a relatively rigid plastic mate-
rial, and may preferably be made in one integral piece.
[0043] Stiffeners 88 are arranged between each sup-
port portion 84 and the base 82 for preventing unwanted
outward flexing of the support portions 84 when the
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damper 10 is mounted in the console 80. A damper-re-
ceiving mounting recess or cavity 90 is formed in each
support portion 84 at the inside thereof. In the preferred
embodiment, the shape of the mounting cavities 90 cor-
responds to the shape of the axially outer engagement
surface 34c of the mounting ring 34 so that the mounting
ring 34 may be received and locked in the mounting cavity
90 with only a little clearance. The mounting cavity 90
forms the second locking part of the above-mentioned
snap-lock mechanism.
[0044] As shown in Fig. 4A, the upper side of each
support portion 84 has a recess 91 for receiving a mount-
ing ring 34. Each recess 91 continues into a beveled
guide surface 92 extending to the mounting cavity 91.
The two beveled guide surfaces 92 are arranged at a
mutual distance which decreases downward towards the
mounting cavity 90. At the location where the beveled
guide surface 92 meets the mounting cavity 90, the inside
of the support portion 82 presents a step 93, i.e. a sudden
decrease in wall thickness.
[0045] The manufacture and the assembly of the
damper 10, and the subsequent mounting of the assem-
bled damper 10 in the console 80 for forming a final damp-
er assembly 1 will now be described with reference to
Figs 1A to 1C, 5A to 5C, 6A and 6B, and 7A to 7D. Before
the assembly is initiated, the mass element 20 and the
two-component elastic damper elements 30 are manu-
factured. The two-component elastic damper elements
30 are manufactured as described above. The mass el-
ement 20 may preferably be cut from a longitudinal metal
body having a substantial uniform cross-section corre-
sponding to the cavities 57 of the connector elements
50. The length of the mass element 20 is cut to a suitable
tuning mass/length, and a corresponding console size is
selected. An advantage of using the intermediate con-
nector elements 50 is that no or only a limited treatment
of the mass element 20 is needed. Especially, blasting
will not be needed since the silicon rubber does not have
to be bonded to the mass element 20.
[0046] As a first assembly step, the connector ele-
ments 50 may be press-fitted onto the ends 22 of the
mass element 20, as shown in Figs 1A and 1B, and 5A
and 5B. The mass-engagement sleeve 56 is guided over
the associated end 22 of the mass element 20 by the
beveled surfaces 58a of the press-fit tabs 58, and the
end 22 is brought into engagement with the wall 60 of
the connector element 50.
[0047] As a second assembly step, each elastic damp-
er element 30 is inserted into the second inner cavity 63
of its associated connector element 50. More specifically,
the frusto-conical skirt 36 of the elastic component 32 is
received in the inner cavity 63 as shown in Fig. 1C such
that the wide end 36a of the frusto-conical skirt 36 is
brought into contact with the inner corner area 64 of the
cavity 63. In this position, the radially outer engagement
surface 36b of the elastic component 32 is facing the
inside of the second sleeve 62, and the axially inner en-
gagement surface 36c of the elastic component 32 is

facing the intermediate wall 60. In this position, as shown
in Fig. 1C, the deflection limiter 61 of the connector ele-
ment 60 is received in the central opening 35 of the
mounting ring 34, with a radial distance d between the
deflection limiter 61 and the tubular portion 38b of the
elastic component 32.
[0048] The damper 10 is now assembled as shown in
Fig. 1B and is ready for mounting in the console 80. Op-
tionally, the first assembly step and the second assembly
step above may be performed in reverse order. The con-
sole mounting procedure is illustrated in Figs 5B and 5C,
and Figs 6A and 6B. The damper 10 is positioned in re-
lation to the console 80 such that the mounting rings 34
are aligned with the recesses 91 in the support portions
84. Next, the damper 10 is forced by a single transverse
movement in relation to the longitudinal direction D into
the console 80 to its mounted position in Figs 5C and 6B.
Thereby, each mounting ring 34 is received and snap-
locked in an associated one of the mounting cavities 90.
In the resulting damper assembly 1, each end 22 of the
mass element 20 is elastically supported by an associ-
ated support portion 84 of the console 80 via an elastic
damper element 30 and an intermediate connector ele-
ment 50. All of the elements 20, 30 and 50 forming the
damper 10 are "locked" to each other both in the longi-
tudinal direction and the transverse direction, preventing
the damper 10 from being disassembled and preventing
the damper 10 from being disconnected from the console
80.
[0049] Figs 7A to 7D illustrate in more detail the oper-
ation of the snap-lock mechanism for mounting and lock-
ing the damper 10 in the console 80.
[0050] In Fig. 7A, the damper 10 is illustrated in its state
before the insertion is initiated. In this state, the elastic
component 36 is un-compressed and the mounting ring
34 is in a longitudinal position p1.
[0051] In Fig. 7B, the transverse insertion of the damp-
er 10 into the console 80 has been initiated. Each mount-
ing ring 34 is brought into engagement with the associ-
ated beveled guide surface 92 of the console 80. Due to
the elastic properties of the elastic skirt 36, the mounting
ring 34 is gradually moved axially towards the connector
element 50 and the mass element 20 during the insertion
phase. The mounting rings 34 are thus gradually forced
axially towards each other by the beveled guide surfaces
92, as indicated by arrows in Figs 7B and 7C. During this
operation and also in the final mounted assembly, the
stiffeners 88 prevent unwanted outward bending of the
support portions 82.
[0052] In Fig. 7C, the insertion phase has reached a
point where the mounting ring 34 has passed over the
step 93 of the support portion 82 and the elastic skirt 36
thereby has been compressed to a "maximum" level as
indicated by a position p2 in Fig. 7C.
[0053] In Fig. 7D, the insertion phase has reached a
point where the mass element 20 has been brought into
its final mounted position in the console 80. When this
insertion position is reached, the snap-lock mechanism
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is activated under the action of the compressed elastic
skirt 36. When the whole mounting ring 34 has passed
over the step 93 it will click or snap, under the influence
of the compressed elastic skirt 36, into the mounting cav-
ity 91 of the console 80 as indicated by arrows in Fig. 7D.
The snap-lock mechanism is now in its locked state in
which the mounting ring 34 is in a locking engagement
with the mounting cavity 91, preventing the mass element
20 from being disengaged from the console 80 in the
transverse direction. As shown in Fig. 7D, the mounting
ring 34 will now assume an intermediary position p3 in
which the elastic skirt 36 is compressed to a less degree
but still biased to maintain the snap-lock mechanism in
its locked state.
[0054] The forced axial displacement of the mounting
rings 34 which occurs during the insertion phase and
remains to a certain degree also in the final mounted
position not only allows the mounting rings 34 to reach
their locked positions in the mounting cavities 91. The
axial displacement of the mounting rings 34 also results
in that the elastic skirt 36 is maintained in a compressed
and/or deformed state, creating radial and axial biasing
forces F1, F2 between the wide end 36a of the skirt 36
and the second engagement side 54 of the connector
element 50, as indicated with arrows in Fig. 7D.
[0055] The elastically compression in the longitudinal
direction of the damper element 30 may in this embodi-
ment involve mainly a change of shape of the angled
portion 36 (shear forces) as illustrated in Figs 7A to 7D,
but optionally also some compression (compression forc-
es) of the elastic material as such.
[0056] In the assembled damper 1, the mounting ring
34 will preferably not return fully to its original state in
Fig. 7A but will preferably be held biased axially against
the mounting cavity 91 under the influence of the elastic
skirt 36. As a result, the damper 10 will be held firmly in
place in the console 80, the snap-lock mechanism will
be held in its locked state, and biasing forces F1 and F2
indicated by arrows in Fig. 7D will create an engagement
between elastic damper element 30 and the connector
element 50. Specifically, the radially outer engagement
surface 36b will be pressed radially outwards into en-
gagement with the inside of the second sleeve 62, and
the axially inner engagement surface 36c will be pressed
axially into engagement with the wall 62. As a result, each
elastic damper element 30 may be firmly engaged with
the associated connector element 50, especially without
any other means, such as adhesives or vulcanization. It
may also be noted that this engagement may be achieved
as a direct result of inserting the damper 10 into the con-
sole 80, thereby avoiding time and cost for attaching the
elastic material to the connector element 50 in some other
way before inserting the damper 10 into the console 80.
[0057] It will be realized from the above that the elastic
properties of the elastic damper element 30 is advanta-
geously used for several purposes or functions in the
illustrated embodiment:

- The first function is the conventional function of act-
ing as a dampened spring element in the frequency
tuned damper.

- The second function is to form part of a snap-lock
mechanism as described with reference to Figs 7A
to 7D, securely locking the damper 10 to the console
80 without the need for any further elements or op-
erations for locking the damper 10 to the console 80.

- The third function is to establish an engagement with
the connector element 50 due to the angled portion
36 and the biasing forces F1, F2 in the mounted as-
sembly.

[0058] During normal damping operation of the damp-
er 10, the damper 10 may be arranged to dampen vibra-
tions of the vibrating structure directed transversely to
the longitudinal axis D. During such normal operation,
the mass element 20 will vibrate slightly in the transverse
direction, involving a slight deflection back and forth of
the elastic skirt 36. The distance d in Fig. 1C in the de-
flection limiting mechanism formed by the deflection lim-
iter 61 and the central opening 35 is preferably selected
sufficiently large to prevent any deflection limitation dur-
ing such normal damping operation. In other words, dur-
ing normal damping operation, the distance d will be
greater than zero.
[0059] Figs 8A and 8B schematically illustrate the de-
flection limiting operation. As an illustrative example, the
damper 10 may be mounted as a tailgate damper on the
inside of a tailgate of a motor vehicle. If the vehicle passes
a pothole in the road, the wheels may suddenly go down
into and up from the pothole, whereby the damper 10
may be subjected to relatively strong transient forces.
Due to the inertia of the mass element 20, the mass el-
ement 20 will first move downwards in relation to the
opening 35 as indicated by an arrow in Fig. 8A, and there-
after upwards as indicated by an arrow in Fig 8B. In this
situation, and if the external transient forces are strong
enough, the deflection limiting mechanism will operate.
The deflection limiter 61 will first hit or strike against a
lower part of the tubular portion 38b of the elastic damper
element 30, as shown in Fig. 8A. Thereafter, as the mass
element 20 tends to move upwards relative to elastic
damper element 30, an upper part of the deflection limiter
61 will in the same way hit or strike against an upper part
of the tubular portion 38b of the elastic component 32,
as indicated by an arrow in Fig. 8B. This deflection limiting
mechanism will prevent excessive transverse movement
of the elastic component 32. It will be noted that the
present embodiment makes it possible to implement a
deflection limiting mechanism in a simple and cost-effi-
cient manner during the assembly of the damper 10, with-
out the need for any further specific deflection-limiting
components or assembly operations.
[0060] The illustrated first embodiment presents a
number advantages relating to the time and cost for the
manufacture and assembly as discussed above. How-
ever, there are also substantial advantages with respect
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to tuning options. Fine-tuning may be done by varying
one or more parameters of the elastic component 32,
such as the material thereof, as well as the wall thickness,
the length and/or the angle of the frusto-conical skirt 36.
It may also be possible to tune the elastic component 32
by using a plurality of inclined legs instead of a continuous
frusto-conical skirt. Larger tuning steps may be obtained
by varying the weight of the mass element. The illustrated
embodiment makes it possible to easily cut the starting
material into mass elements 20 of suitable lengths for
providing such larger tuning steps.

2nd embodiment

[0061] Figs 9, 10A to 10D, and 11A to 11C illustrate a
second embodiment of a frequency tuned damper 10.
The same reference numerals are used as in the first
embodiment used except where the embodiments differ.
The second embodiment illustrates that the inventive
concept of using one or two snap-lock mechanisms as
described above can be used also without any connector
elements. Also, the concept of using the angled portion
36 of the elastic component 32 for providing a quick and
efficient engagement of the elastic component 32 may
be implemented without any intermediate connector el-
ements 50. In the second embodiment, each end 22 of
the mass element 20 is shaped essentially in accordance
with the second engagement side 54 of the connector
element 50 in the first embodiment. Thus, each end 22
of the mass element 20 has been provided with an inner
cavity 25 which is defined by a sleeve 23 and which re-
ceives the elastic skirt 36. In all other aspects, the first
and second embodiments are the same as to structure
and operation.

Alternative embodiments

[0062] The embodiments described above and as
shown in the figures may be varied in many ways without
departing from scope of the claims.
[0063] Fig. 12 discloses a variant of the first embodi-
ment with a somewhat modified elastic damper element
30’ and a somewhat modified connector element 50’. The
modified elastic damper element 30’ has no deflection-
limiting mechanism. The rigid component of the damper
element 30’ is formed as a circular plate 34’. The con-
nector element 50’differs in that the unbroken wall 60 in
the first embodiment is replaced by a ring-shaped wall
60’ engaging the end of the mass only around the outer
periphery.
[0064] In the first embodiment, the angled portion of
the elastic part 32 is in the form of a frusto-conical skirt
having its wider end facing towards the mass element
20. As illustrated schematically in Fig. 13, it may be pos-
sible to have one or more angled portions 36’ pointing
inwards instead for engagement with one or more central
parts as illustrated in Fig. 13, or a combination of out-
wardly and inwardly angled components. Also, the skirt

50 may in some embodiments be formed by a plurality
of individual legs instead of one single part. Furthermore,
it may be possible to bond the elastic material to the con-
nector element 50 in some way, e.g. by adhesive, before
the assembly of the damper is initiated. It may also be
possible to obtain such a pre-engagement by using a
skirt 36 which has to be somewhat radially compressed
in order to fit into the second inner cavity 63.

Claims

1. A frequency tuned damper assembly for dampening
vibrations of a vibrating structure, said damper as-
sembly comprising:

a damper having a longitudinal direction and in-
cluding at least two elastic damper elements and
at least one mass element, said mass element
extending in the longitudinal direction between
two opposite ends thereof and being elastically
supported at each one of said opposite ends via
an associated one of said two elastic damper
elements, and said mass element and said two
elastic damper elements together forming a
spring-mass system which is frequency tuned
to vibrations of the vibrating structure; and
a console comprising two support portions,
which are mutually spaced in the longitudinal
direction and which support the damper there-
between;
wherein at least a first damper element of the
two elastic damper elements forms part of a first
snap-lock mechanism and is in a biased state
by being elastically compressed in the longitu-
dinal direction for maintaining the first snap-lock
mechanism in a locked state in which the mass
element is held in a locked mounted position,
said first snap-lock mechanism in its locked state
being arranged to prevent the mass element
from being disengaged from the console in a
transverse direction relative to the longitudinal
direction; and
wherein said first snap-lock mechanism for as-
sembling the damper assembly is arranged to
allow, by an elastic compression in the longitu-
dinal direction of the first damper element, the
mass element to be brought into its locked
mounted position.

2. The damper assembly according to claim 1, wherein:

the first damper element comprises an elastic
component made from an elastic material and
a locking component made from a more rigid
material than the elastic material;
the elastic component forms part of the spring-
mass system and is elastically compressed in
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the longitudinal direction in the mounted position
of the mass element; and
the locking component forms a first locking part
of the first snap-lock mechanism and is main-
tained by the compressed elastic component in
a locked engagement with a second locking part
of the first snap-lock mechanism.

3. The damper assembly according to claim 2, wherein
the first snap-lock mechanism is arranged at an in-
terface between the first elastic damper element and
an associated first support portion of said two sup-
port portions of the console; and wherein the first
support portion of the console is provided with the
second locking part of the first snap-lock mechanism.

4. The damper assembly according to claim 3, wherein
the elastic component of the first damper element
comprises at least one angled engagement portion,
which is arranged at an interface between the first
elastic damper element and the mass element and
which extends at an angle in relation to the longitu-
dinal direction and which is arranged to convert part
of a longitudinal force generated by the longitudinally
compressed elastic component into a transverse en-
gagement force.

5. The damper assembly according to any of the pre-
ceding claims, wherein the first snap-lock mecha-
nism is provided with co-operating guide surfaces
which structured and arranged, when assembling
the damper assembly:

- to provide a gradually increasing compression
of the first elastic damper element in the longi-
tudinal direction for allowing the mass element
to be brought into its mounted position, and
- to subsequently allow the first elastic damper
element to expand to its biased state for bringing
the first snap-lock mechanism to its locked state.

6. The damper assembly according to any of claims 2
to 5, wherein the locking component is made at least
partly from metal.

7. The damper assembly according to any of claims 2
to 5, wherein the elastic component and the more
rigid locking component of the damper element are
in the form of a 2K element made by a 2K process.

8. The damper assembly according to any of the pre-
ceding claims, wherein:

a second elastic damper element of said two
elastic damper elements forms part of a second
snap-lock mechanism, said second snap-lock
mechanism being configured according to the
first snap-lock mechanism as defined in any of

the preceding claims.

9. The damper assembly according to any of the pre-
ceding claims, further comprising two intermediate
connector elements, each connector element having
a first engagement side in direct engagement with
an associated one of the two opposite ends of the
mass element, and an opposite second engagement
side in direct engagement with an associated one of
the two elastic damper elements.

10. The damper according to claim 9, wherein each con-
nector element on its first engagement side presents
a mass-engaging sleeve into which the associated
end of the mass element is inserted with a press-fit
engagement.

11. A method for assembling a frequency tuned damper
assembly, said method comprising:

bringing a mass element into a mounted position
between two supporting portions of a console
by moving at least one of the mass element and
the console, in a transverse direction relative to
a longitudinal direction of the mass element, to-
wards the other one of the mass element and
the console, wherein the mass element in its
mounted position is elastically supported by the
support portions via two elastic damper element
which are arranged at opposite ends of the mass
element; and
as a result of bringing the mass element into its
mounted position, snap-locking at least a first
one of said two opposite ends of the mass ele-
ment in the transverse direction by means of a
first snap-lock mechanism, in which a first one
of said two elastic damper elements operates to
bring the first snap-lock mechanism into a locked
state and to maintain the first snap-lock mech-
anism it its locked state.

12. The method according to claim 11, further compris-
ing, as a result of bringing the mass element into its
mounted position, snap-locking a second one of the
two opposite ends of the mass element in the trans-
verse direction by means of a second snap-lock
mechanism, in which a second one of said two elastic
damper elements operates to bring the second snap-
lock mechanism into a locked state and to maintain
the second snap-lock mechanism it its locked state.

13. The method according to claim 11 or 12, wherein:

- as a result of moving at least one of the mass
element and the console in the transverse direc-
tion towards the other one of the mass element
and the console, gradually compressing the two
elastic elements in the longitudinal direction;
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and
- as a result of the mass element reaching its
mounted position, allowing the elastic damper
elements to expand in the longitudinal direction
into a biased state.
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