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(54) ARM ADAPTED TO BE ATTACHED TO A MICROSCOPE, AND MICROSCOPE

(57) The invention relates to an arm (1) adapted to
be attached to a microscope (10), in particular a surgical
microscope (10), wherein the arm (1) comprises at a dis-

tal end (21) a light beam deflection member (3) or a cam-
era. An inventive microscope (10) comprises an arm (1).
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Description

[0001] The invention relates to the field of micro-
scopes, in particular surgical microscopes.
[0002] Such microscopes are often used to inspect the
operation area at which surgery is performed. In many
cases, it is necessary to not only have an overview of the
operation area but also of the neighboring area, for ex-
ample of a cavity in which surgery takes place. In current
solutions, the microscope is removed from the operation
area and an endoscope is used in its stead to get an
overview. This is however time-consuming and cumber-
some.
[0003] It is the object of the invention to provide a so-
lution that is more time efficient, easy to use, more intu-
itive, requires very little or no training, and could be safer.
[0004] According to the invention, this is achieved by
an arm adapted to be attached to a microscope, in par-
ticular a surgical microscope, wherein the arm comprises
at a distal end at least one of a light beam deflection
member or a camera.
[0005] When the arm is attached to the microscope,
the surgeon no longer has to remove the microscope
from the operation area and insert an endoscope. Rather,
the arm can be used with the arm already in place to
inspect the area neighboring the operation area. The dis-
tal end is to be understood as the end that is opposite a
proximal end where the arm is attached to the micro-
scope.
[0006] A microscope according to the invention com-
prises an arm according to the invention.
[0007] The inventive solution can be improved by the
following further improvements and advantageous em-
bodiments, which are advantageous on their own and
can be combined arbitrarily as desired.
[0008] For example, the at least one light beam deflec-
tion member or camera may be rotatable around at least
one axis. This allows the inspection of a wide spherical
area.
[0009] The arm can comprise a bearing that allows a
rotation of the light beam deflection member or the cam-
era around the axis. In a compact design, the bearing
can be located within the arm.
[0010] The arm or the microscope can comprise a drive
system to drive the rotation of the light beam deflection
member or the camera. The drive system can for example
comprise a motor or a piezo drive to rotate the light beam
deflection member. The drive system can be integrated
into the arm or be remote from the arm.
[0011] In an alternative or in addition, the microscope
can comprise a bearing that allows a rotation of the entire
arm around the axis relative to the rest of the microscope.
[0012] In a further embodiment, at least two cameras
may be provided, wherein the optical axes of said cam-
eras are different. Therefore, an inspection of a wide area
is possible without the need of a rotatable camera. Pref-
erably at least four cameras may be provided, wherein
the cameras can be positioned in a cross formation, so

that each camera is showing away from the opposing
camera. This allows the inspection of a wide area.
[0013] In an advantageous development, the light
beam deflection member can be a mirror. This can be
simple to manufacture and to operate.
[0014] In an alternative, the light beam deflection mem-
ber can comprise a prism, a fiber or any device in which
the input direction of the light differs from the output di-
rection. Such a solution can be easy to implement.
[0015] In an advantageous development, the light
beam deflection member or the camera can be rotatable
around at least two axes. This allows an inspection of a
wider spherical area. Ideally, the rotation around the at
least two axes allows an inspection of an entire spherical
area (4 π) or an area that is close to an entire spherical
area.
[0016] The arm can comprise a camera module, a field
of view of the camera module being directed to the light
beam deflection member. In such a solution, the light
beam does not have to be directed through long areas
and an adjustment of the beam path is easy. Further, the
modifications necessary to the rest of the microscope are
of minor nature as most of the additional devices are
located in the arm.
[0017] In an alternative, the arm can be hollow. This
allows to guide the light beam through the hollow arm.
The camera module can be located in another part of the
microscope. This can for example allow for an easy in-
terchangeability of an arm. Further, the arm can be light-
er. No obstruction of the light path can take place.
[0018] In order to allow a closer inspection of the neigh-
boring area, the arm can comprise a magnification as-
sembly for the camera module or the camera. The mag-
nification assembly can comprise lenses.
[0019] In an advantageous development, the arm can
comprise at least one collision detector that is adapted
to detect a contact with a tissue. Thereby, it can be avoid-
ed that the arm damages sensitive tissue when it is being
moved.
[0020] Such a collision detector, or at least parts of it,
can be located at the distal end of the arm, in particular
at a front end to detect a contact when the arm is being
moved towards the patient. In addition or in an alternative,
the collision detector or parts of it can be located at a
side of the arm to avoid a contact when the arm is being
moved sideways.
[0021] The collision detector can comprise a touch
sensor that detects when something comes in direct me-
chanical contact with the arm. Such an embodiment can
be easy to manufacture and implement.
[0022] In a further embodiment, the collision detector
can comprise a hardware or software module. The hard-
ware or software module can be adapted to detect a con-
tact or collision based on data from other modules or
units. It can be adapted to detect a collision based on for
example currents that are used to drive the arm. If the
arm contacts something, the driving current can increase
as the control unit can try to move the arm despite the
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obstacle. The module can detect this increase and de-
duct that a collision has taken place.
[0023] The collision detector or the microscope can be
adapted to provide an alarm signal in case of a contact.
Such an alarm signal can either be an acoustic or visual
signal that can be perceived by a surgeon so that he or
she can take countermeasures. The alarm signal can
also be a signal that is provided to other parts of the
microscope, for example a control unit of the microscope
so that countermeasures are taken automatically by the
control unit. For instance, a further movement of the arm
along the movement direction can be blocked and/or the
arm can automatically be retracted at least slightly when
the alarm signal is on.
[0024] In order to avoid collisions, the arm can com-
prise at least one proximity detector that is adapted to
measure and evaluate the proximity to the tissue. There-
by, damages to sensitive tissue when the arm is being
moved can be avoided.
[0025] Such a proximity detector, or at least parts of it,
can be located at the distal end of the arm, in particular
at a front end to measure and evaluate the proximity to
the tissue when the arm is being moved towards the pa-
tient. In addition or in an alternative, the proximity detector
or parts of it can be located at a side of the arm to measure
and evaluate the proximity of the arm to the tissue when
said arm is being moved sideways.
[0026] In a further embodiment, the proximity detector
can comprise a hardware or software module. The hard-
ware or software module can be adapted to detect the
proximity of the arm to the tissue based on data from
other modules or units. The hardware or software module
of the proximity detector may define different sections of
proximity between the arm and the tissue.
[0027] The proximity detector or the microscope can
be adapted to provide an alarm signal in case of a close
proximity of the arm to the tissue. Such an alarm signal
can either be an acoustic or visual signal that can be
perceived by a surgeon so that he or she can take coun-
termeasures. The alarm signal may be different for dif-
ferent proximity zones, wherein for example in close
proximity the alarm may give a different signal than in a
proximity zone with a larger distance between the arm
and the tissue. The alarm signal can also be a signal that
is provided to other parts of the microscope, for example
a control unit of the microscope so that countermeasures
are taken automatically by the control unit. For instance,
a further movement of the arm along the movement di-
rection can be blocked and/or the arm can automatically
be retracted at least slightly when the alarm signal is on.
Furthermore, the speed of the movement may be auto-
matically reduced upon close proximity of the arm to the
tissue.
[0028] The proximity detector and the collision detector
may be separate detectors or in an alternate embodiment
one detector may be a feature of the other detector.
[0029] The proximity detector can comprise an ultra-
sonic member, a laser member, a radar-like member or

a capacitive detector to allow an efficient and fast detec-
tion.
[0030] In order to allow a better inspection, the arm
can comprise an illumination device. The illumination de-
vice can in particular be located at the distal end to
achieve a good illumination. It can also be attached to or
integrated into a camera module or a camera to keep the
arm compact.
[0031] The illumination device can in addition or in an
alternative be adapted for illuminating the operation area
where surgery is performed. This makes further illumi-
nation devices unnecessary.
[0032] The illumination device can be adapted to illu-
minate a field of view of the camera module to give the
surgeon a good view of the neighboring area.
[0033] The arm can at least in sections be elastically
deformable around at least one axis that is essentially
perpendicular to the longitudinal axis of the arm. There-
fore, injury risks through collision of the arm with the tis-
sue may be reduced.
[0034] The arm may be elastically deformable by the
force applied upon contact with for example the tissue,
so that the damage to the tissue is reduced compared to
the contact with a rigid arm.
[0035] In another advantageous embodiment, the arm
can be elastically deformed manually by the user, giving
the user more control in exactly positioning the arm and
therefore, reducing the risk of contact with the tissue.
[0036] Additionally or in an alternative embodiment,
the arm can be elastically deformed around at least one
axis that is essentially perpendicular to the longitudinal
axis of the arm automatically depending on the proximity
of the arm to the tissue. Therefore, the contact between
the arm and the tissue may be avoided, since the arm
will automatically be elastically deformed away from the
tissue upon close proximity.
[0037] Preferably, the arm can be elastically deformed
around at least two axes which are essentially perpen-
dicular to one another and are both arranged essentially
perpendicular to the longitudinal axis of the arm.
[0038] In order to facilitate the deformation, the arm
can comprise a deformation device. The deformation de-
vice can comprise force generating members like motors
and/or Piezo elements or force transmitting members like
gears or cables.
[0039] In an advantageous development, the arm com-
prises a 3D-scanning member for creating a 3D-image
of the operation area where surgery is to be performed.
This allows the surgeon to have a better overview of the
entire region. In an advantageous embodiment, the cam-
era is configured to as the 3D-scanning member.
[0040] The 3D-scanning member can be located at a
distal end of the arm so that the 3D-image of the cavity
can be taken efficiently.
[0041] The 3D-scanning member can comprise an ul-
trasonic member, a laser member or radar-like member
to allow an efficient and fast scanning.
[0042] Advantageously, two sensors of the 3D-scan-
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ning member are spaced apart from each other. In this
manner, the 3D-image can be created easily.
[0043] A 3D-image may be or include a stereoscopic
image. Therefore, it is possible to display the image on
a 2D screen creating the illusion of 3D depth.
[0044] A 3D-image may include a z-axis measure-
ment, giving the user a perception of depth in a 2D image.
[0045] A 3D-image may include a spherical image
around the imaging position. Therefore a wide image of
the surroundings is provided without a blind angle.
[0046] The proximity detector and the 3D-scanning
member may be separate detectors or in an alternate
embodiment one detector may be a feature of the other
detector.ln an advantageous development, the arm can
be a telescopic arm. By this, the distal end can be moved
through a telescoping of the arm and no movement of
other parts of the microscope is necessary.
[0047] In an alternative, or in addition, the arm can be
movable together with other parts of the microscope, in
particular the rest of the microscope. This can allow a
simple design and control.
[0048] In a further alternative, the arm can be movable
relative to other parts of the microscope, in particular the
rest of the microscope. The arm could be moved into and
out of a body of the microscope. Such a design can be
easier to implement.
[0049] Advantageously, the microscope can be adapt-
ed to control a rotation of the light beam deflection device
or the camera. This can make the operation simpler, for
example compared to a manual rotation of the light beam
deflection device or the camera.
[0050] The microscope can for example comprise a
control module for rotating the beam deflection device or
the camera. This module can comprise hardware or soft-
ware. It can be integrated into a control module for the
entire microscope, in order to keep the construction sim-
ple.
[0051] In an advantageous development, the micro-
scope may comprise a motion controller for controlling a
movement of the arm and/or a rotation of the light beam
deflection member or the camera. This can allow a simple
control by the user. The motion controller can for example
comprise a joystick for an intuitive control.
[0052] In another advantageous embodiment, the mi-
croscope may comprise microscope handles that may
function as a motion controller, wherein the movements
of the handles is replicated by the imaging axis determin-
ing the field of view. This makes the orientation for the
surgeon easier.
[0053] A separate motion controller for adjusting the
elastic deformation of the arm may be provided. The mi-
croscope can comprise a positioning device adapted to
move the arm relative to the rest of the microscope in at
least one direction. This allows the positioning of the arm
in a simple manner.
[0054] The positioning device can comprise an X-Y-
stage that allows a positioning in a plane perpendicular
to an extension direction of the arm. The position device

can further comprise a drive for a z-movement that means
a movement in an extension direction of the arm.
[0055] In order to keep the construction compact, the
arm can be located at a center of a beam path of the
microscope.
[0056] In another embodiment, the arm can be ar-
ranged parallel to the longitudinal axis of the beam path
of the microscope. This solution can be simple and ef-
fective.
[0057] Alternatively, the arm can be arranged in an an-
gle to the longitudinal axis of the beam path of the micro-
scope. This can allow an accessibility of areas that are
difficult to view.
[0058] The microscope can comprise an image
processing module for collecting and merging images
taken along different rotational orientations into a spher-
ical image or a 3D-image of the operation area and/or
the neighboring area. This simplifies the orientation as
the user can then view a spherical image or a 3D-image
of the neighboring area and/or the operation area.
[0059] Similarly, the microscope can comprise a mod-
ule adapted to collect data taken by the 3D-scanning
member and to merge them into a spherical image or a
3D-image of the operation area and/or the neighboring
area. Again, this makes the orientation for the surgeon
easy.
[0060] In an advantageous development, a position
detector can be provided that provides data representa-
tive of the rotational position of the arm. By this, the ro-
tational position can be known at all times. The rotational
position can for example be a rotational position of the
arm relative to the microscope or relative to other refer-
ences. The positioning device can be located on the arm
or on the microscope.
[0061] The microscope can comprise an image
processing module, wherein the image processing mod-
ule is adapted to add directional information into an im-
age. The surgeon can then see from the image in which
direction this images is taken.
[0062] The directional information can be based on
control or positional information of the arm or the micro-
scope, for example from a position detector. The direc-
tional information can be referenced to a reference di-
rection.
[0063] The directional information can be a numerical
angular value, for example two angles relative to a ref-
erence direction.
[0064] In an alternative, the directional information can
be verbal information like left, right, dorsal or the like, to
make the operation for the surgeon easier.
[0065] The image processing module can be adapted
to merge further information into the image like informa-
tion obtained by fluoroscopy, to simplify the operation.
[0066] In order to give the surgeon an intuitive way of
exploring the neighboring area, the microscope can com-
prise a visualization device providing a virtual reality ex-
perience.
[0067] A retrofit kit can comprise at least an arm ac-
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cording to the invention. Such a retrofit kit can be used
to turn a regular microscope into a microscope according
to the invention. The arm can therefore comprise inter-
faces like mechanical interfaces and/or electrical or elec-
tronic interfaces. these interfaces can in particular be a
standardized according to industry or internal standards.
For example, a mechanical interface can comprise a
plate and/or fixation members , wherein the configuration
of the plate and/or the fixation members is standardized.
Electrical or electronic interfaces can comprise plugs and
sockets that can be standardized.
[0068] In the following, the inventive solutions will be
explained in more detail and with reference to the draw-
ings. The features shown in the further developments
and advantageous embodiments can be combined as
desired and are advantageous on their own.
[0069] In the Figs.:

Fig. 1 shows a schematic view of an embodiment of
a microscope;

Fig. 2 shows a schematic diagram of the creation of
a spherical or 3D-image and the viewing of this
by a surgeon.

[0070] In Fig. 1, an arm 1 is attached to a microscope
10. The microscope 10 is used as a surgical microscope
10 to inspect an operation area 5, for example inside a
human head during brain surgery. The operation area 5
is in direct line of sight of optics of the microscope 10.
However, for the surgeon it is also important to be able
to look at a neighboring area 9 next to the operation area
5. Conventionally, the microscope is removed and an
endoscope is used to look at the neighboring area 9.
However, due to the inventive solution, it is possible to
look at the neighboring area 9 without removing the mi-
croscope 10.
[0071] The arm 1 comprises at a distal end 21 that is
opposite a proximal end 22 at which the arm 1 is attached
to the microscope 10, a light beam deflection member 3
that is rotatable around at least one axis 51, 52. In the
embodiment of fig. 1, the rotatable light beam deflection
member 3 is rotatable around two axes 51, 52, one of
which is parallel to an extension direction 41 of the arm
1 and the other one of which is perpendicular to the ex-
tension direction 41.
[0072] The arm 1 comprises bearings 27 (shown only
schematically) to allow the rotation of the light beam de-
flection member 3 relative to the rest of the arm 1. Further,
the arm 1 comprises a non-depicted drive system to drive
a rotation of the light beam deflection member 3.
[0073] The light beam deflection member 3 is embod-
ied as a mirror 31, but could also take other forms. It can
for example be a prism or a fibre that redirects the light
beam.
[0074] The arm 1 further comprises a camera module
40. The field of view 45 of the camera module 40 is di-
rected onto the light beam deflection member 3 and then

redirected sideways. The fact that the camera module
40 is located in the arm 1 makes the design simple. In
other designs, however, the camera module 40 could be
located in other parts of the microscope 10. For example,
the arm 1 can be a hollow arm 1 and the field of view 45
of the camera module 40 can be guided through the hol-
low arm 1 and the camera module 40 can be located at
an upper part of the microscope 10 outside the arm 1.
[0075] The arm 1 can comprise a magnification assem-
bly (not shown in detail) for the camera module 40 to
allow a closer inspection of the neighboring area 9.
[0076] The arm 1 can be part of a retrofit kit that allows
to upgrade a prior art microscope into a microscope ac-
cording to the invention. To achieve this, interfaces like
mechanical interfaces or electric or electronic interfaces
can be standardized according to industry or internal
standards. The retrofit kit can for example additionally
comprise adapters.
[0077] The arm 1 also comprises a collision detector
60 that is partially located on a side 24 of the arm 1. The
collision detector 60 serves to detect a potentially dam-
aging contact with a tissue 7. The collision detector 60
can also be located at a front surface at the distal end 21
to detect a contact for example when the arm 1 is moved
towards the operation area 5.
[0078] The collision detector 60 can output an alarm
signal in case of a contact. This alarm signal can give
the surgeon a direct feedback, for example through an
acoustic or a visual alarm signal. The alarm signal can
also be processed in other parts of the microscope 10,
in particular a control unit of the microscope 10. The con-
trol unit can then automatically stop a movement of the
arm 1 or the microscope 10 or cause a retraction of the
arm 1 or the microscope 10.
[0079] The arm 1 may also comprises a proximity de-
tector 61 that is partially located on a side 24 of the arm
1. The proximity detector 61 serves to measure and eval-
uate the proximity of the arm 1 to a tissue 7. The proximity
detector 61 can also be located at a front surface at the
distal end 21 to measure and evaluate the proximity for
example when the arm 1 is moved towards the operation
area 5. The proximity detector 61 may be an additional
feature of the collision detector 60 and vice versa.
[0080] The collision detector 60 and/or proximity de-
tector 61 can output an alarm signal in case of a contact
or close proximity respectively. This alarm signal can give
the surgeon a direct feedback, for example through an
acoustic or a visual alarm signal. The alarm signal can
also be processed in other parts of the microscope 10,
in particular a control unit of the microscope 10. The con-
trol unit can then automatically stop a movement of the
arm 1 or the microscope 10 or cause a retraction of the
arm 1 or the microscope 10.
[0081] The proximity detector 61 may have defined dif-
ferent proximity sections which are segmented according
to the distance between the arm 1 and the tissue 7,
wherein the alarm signal differs according to the proximity
section. For example, in case of a visual alarm signal the
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color of the alarm signal may change upon close prox-
imity of the arm 1 to the tissue 7 or the frequency of an
acoustic alarm signal can be raised, giving the surgeon
a direct feedback. Upon close proximity the control unit
can automatically reduce the speed of a movement of
the arm 1 or the microscope 10.
[0082] An illumination device 70 can serve to provide
light to the operating area 5 and/or the neighboring area
9.
[0083] The arm 1 comprises a 3D-scanning member
80 for creating a 3D-image of the operation area 5 and
the neighboring area 9. The 3D-scanning member 80
therefore comprises two sensors 81 that are spaced
apart from each other in an extension direction 41 of the
arm 1. The sensors 81 can for example be laser sensors,
radar sensors or ultrasonic sensors.
[0084] The proximity detector 61 may be an additional
feature of the 3D-scanning member 80 and vice versa.
[0085] The arm 1 is in this embodiment a telescopic
arm 11 so that the distal end 21 of the arm 1 and thus
the light beam deflection member 3 can be moved along
the extension direction 41 of the arm without moving the
microscope 10 or the entire arm 1. Rather, parts of the
telescopic arm 11 can be moved relative to other parts
of the telescopic arm 11 and in particular slide into and
out of the other parts.
[0086] In a non-depicted other embodiment, the arm 1
could be a single element, for instance a single rod. The
arm 1 could then for example be moved into and moved
out of other parts of the microscope to achieve a move-
ment along the extension direction 41. In a further em-
bodiment, the arm could be moved together with the mi-
croscope 10.
[0087] In order to keep the construction compact, the
arm 1 is located at a centre 95 of the beam path 90 of
the microscope 10, wherein the longitudinal axis 124 of
the arm is essentially parallel to the beam path 90. It is
possible to simultaneously take microscopic images with
the microscope 10 and images of the neighboring area
9 through the camera module 40 and the rotatable light
beam deflection member 3.
[0088] The microscope 10 is adapted to control a ro-
tation of the light beam deflection device 3. It comprises
a control module 150 and motion controller 120 which
comprises a joystick 121. The motion controller 120 can
be used to control the rotation of the light beam deflection
member 3 in an intuitive manner.
[0089] The arm 1 may be elastically deformable around
at least two axes 122, 123 that are essentially perpen-
dicular to one another and are both arranged essentially
perpendicular to the longitudinal axis 124 of the arm 1.
Therefore, the risk of an injury due to collision of the arm
1 with the tissue 7 is further reduced. The elastic defor-
mation of the arm 1 may be adjusted by the motion con-
troller 120.
[0090] In a non-depicted embodiment, a separate mo-
tion controller for adjusting the elastic deformation of the
arm may be provided.

[0091] In a non-depicted embodiment, a rotatable
camera could be used instead of the rotatable light beam
deflection member 3.
[0092] In Fig. 2, it is shown how the inventive solution
can be used to give a surgeon a good overview of the
operation area 5 and the neighboring area 9. The camera
module 40 takes several images 14 at different rotational
directions for example to the left and the right and up and
down. These images are merged or stitched together by
an image processing module 140 so that a spherical im-
age 144 or 3D-image 145 of the operation area 5 and
the neighboring area 9 is created.
[0093] The image processing module 140 can also add
directional information 190, for example arrows or nu-
merical values to give the surgeon information in which
direction the image is taken, for example relative to a
reference direction 191. The relative position of the field
of view 45 of the camera 40 can be detected by a position
detector 18 (see fig. 1) that for example detects the rel-
ative position of the arm 1 relative to the rest of the mi-
croscope 10.
[0094] Similarly, the image processing module 100 can
use 3D-data obtained by the 3D-scanning member 80 in
order to create a 3D-image or a 3D-model or a spherical
image of the operation area 5 and the neighboring area
9. The image processing module 140 can also combine
the data from the 3D-scanning member 80 and the im-
ages 14 taken by the camera module 40.
[0095] The image processing module 140 can in a non-
depicted embodiment also merge further information or
images obtained for example by fluoroscopy into the im-
age 14 to make the operation easier.
[0096] The microscope can also comprise a visualisa-
tion device 200, for example in the form of a virtual reality
set that provides a virtual reality experience. The surgeon
200 can then experience the operation area 5 and the
neighboring area 9 by rotating the head. Alternatively or
in addition, the visualisation device 200 can for example
be a tablet.

REFERENCE NUMERALS

[0097]

1 arm
3 light beam deflection member
5 operation area
7 tissue
8 cavity
10 microscope
11 telescopic arm
14 image
18 position detector
21 distal end
22 proximal and
24 side
27 bearing
31 mirror
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40 camera module
41 extension direction
45 field of view
51 axis
52 axis
60 collision sensor
61 proximity sensor
70 illumination device
80 3D-scanning member
81 sensor
90 beam path
95 centre
120 motion controller
121 joystick
122 axis
123 axis
124 longitudinal axis
130 positioning device
140 image processing module
144 spherical image
145 3D-image
150 control module
190 directional information
191 reference direction
200 visualisation device

Claims

1. Arm (1) adapted to be attached to a microscope (10),
in particular a surgical microscope (10), wherein the
arm (1) comprises at a distal end (21) at least one
of a light beam deflection member (3) or a camera.

2. Arm (1) according to claim 1, wherein the light beam
deflection member or camera is rotatable around at
least one axis (51, 52).

3. Arm (1) according to one of claims 1 or 2, wherein
the arm (1) comprises a camera module (40), a field
of view (45) of the camera module (40) being directed
to the light beam deflection member (3).

4. Arm (1) according to one of claims 1 to 3, wherein
the arm (1) comprises at least one collision detector
(60) that is adapted to detect a contact with a tissue
(7) and/orat least one proximity detector (61) that is
adapted to measure and evaluate the proximity to
the tissue (7).

5. Arm (1) according to one of claims 1 to 4, wherein
the arm (1) is elastically deformable around at least
one axis (122, 123) that is essentially perpendicular
to the longitudinal axis (124) of the arm (1).

6. Arm (1) according to one of claims 1 to 5, wherein
the arm (1) comprises an illumination device (70).

7. Arm (1) according to one of claims 1 to 6, wherein
the arm (1) comprises a 3D-scanning member (80)
for creating a 3D-image (145) of the operation area
(5) where surgery is to be performed and/or a neigh-
boring area (9).

8. Arm (1) according to one of claims 1 to 7, wherein
the arm (1) is a telescopic arm (11).

9. Microscope (10), comprising an arm (1) according
to one of claims 1 to 8.

10. Microscope (10) according to claim 9, wherein the
microscope (10) is adapted to control a rotation of
the light beam deflection device (3) or the camera.

11. Microscope (10) according to claim 9 or 10, wherein
the microscope (10) comprises a motion controller
(120) for controlling a movement of the arm (1) and/or
a rotation of the beam deflection member (3) or the
camera.

12. Microscope (10) according to one of claims 9 to 11,
wherein the arm (1) is located at a center (95) of a
beam path (90) of the microscope (10).

13. Microscope (10) according to one of claims 9 to 12,
wherein the microscope (10) comprises an image
processing module (140) for collecting and merging
images (14) taken along different rotational orienta-
tions into a spherical image (144) or a 3D image (145)
of the operation area (5) and/or the neighboring area
(9).

14. Microscope (10) according to one of claims 9 to 13,
wherein the microscope (10) comprises an image
processing module (140), wherein the image
processing module (140) is adapted to add direction-
al information (190) into an image (14).

15. Microscope (10) according to one of claims 9 to 14,
wherein the microscope (10) comprises a visualiza-
tion device (200) providing a virtual reality experi-
ence.
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