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(54) MOBILE TERMINAL

(57) A mobile terminal may include a housing (20);
a mother board (30); a first display screen (60). The first
display screen (60) may be arranged on a front side face
of the housing (20). A storage groove (27) may be defined
on a top end face of the housing (20). The storage groove
(27) may be located between a front and a rear side faces
(21, 28) and may extend to and penetrate a left and a

right side faces (23, 24) of the housing (20). The mobile
terminal may further include a mounting frame (40); a
first camera (410) arranged on the mounting frame (40).
The mounting frame (40) may be configured to extend
itself out of the storage groove (27) to expose the first
camera (410) or retract itself into the storage groove (27)
to hide the first camera (410) into the housing (20).
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Description

FIELD

[0001] The described embodiments relate to electronic
technology, and more particularly, to a mobile terminal
and an electronic apparatus.

BACKGROUND

[0002] Existing mobile terminals, such as mobile
phones, tablet computers, etc., usually have electronic
devices such as a front camera assembly, a loudspeaker
assembly, and a light sensor on a front top side of the
mobile terminal. In order to pursue a better visual expe-
rience, a full screen mobile phone has become a new
trend in the development of mobile phones. However,
the front camera assembly, the loudspeaker assembly,
and the light sensor and other electronic devices on the
front top side of existing full screen mobile phones may
occupy a part of area of a front face of the mobile terminal.
Therefore, the increase in a screen-to-body ratio of mo-
bile phone may be limited.

SUMMARY OF THE DISCLOSURE

[0003] According to an aspect of the present disclo-
sure, a mobile terminal includes a housing. The housing
includes a front side face, a rear side face away from the
front side face, a left side face and a right side face op-
posite to each other, a top end face. The housing further
includes a mother board arranged into the housing, a first
display screen coupled to the mother board and arranged
on the front side face of the housing, and a mounting
frame. A first camera is arranged on the mounting frame,
and the first camera is coupled to the mother board. The
mounting frame is configured to extend itself out of the
storage groove to expose the first camera or retract itself
into the storage groove to hide the first camera into the
housing. A storage groove is defined on the top end face
of the housing. The storage groove is located between
the front side face and the rear side face and extends to
the left side face and the right side face to penetrate the
left side face and the right side face of the housing.

BRIEF DESCRIPTION OF THE DRAWINGS

[0004] In order to clearly illustrate the technical solu-
tions of the present disclosure, the drawings used in the
description of the embodiments will be briefly described.
It is understood that the drawings described herein are
merely some embodiments of the present disclosure.
Those skilled in the art may derive other drawings from
these drawings without inventive effort.

Fig. 1 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.

Fig. 2 is an exploded view of Fig. 1, shown from an-
other view.
Fig. 3 is a front view of a mobile terminal in accord-
ance with an embodiment in the present disclosure.
Fig. 4 is a side view of a mobile terminal in accord-
ance with an embodiment in the present disclosure.
Fig. 5 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure, wherein the mobile terminal is in
one state when it is used.
Fig. 6 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.
Fig. 7 is a perspective assembly view of Fig. 6, shown
from another view.
Fig. 8 is a side view of a mobile terminal in accord-
ance with an embodiment in the present disclosure.
Fig. 9 is a side view of a mobile terminal in accord-
ance with an embodiment in the present disclosure.
Fig. 10 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure, wherein the mobile terminal is in
one state when it is used.
Fig. 11 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.
Fig. 12 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.
Fig. 13 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.
Fig. 14 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.
Fig. 15 is a perspective assembly view of a mobile
terminal in accordance with an embodiment in the
present disclosure.

DETAILED DESCRIPTION

[0005] The detailed description set forth below is in-
tended as a description of the subject technology with
reference to the appended figures and embodiments. It
is understood that the embodiments described herein in-
clude merely some parts of the embodiments of the
present disclosure, but do not include all the embodi-
ments. Based on the embodiments of the present disclo-
sure, all other embodiments that those skilled in the art
may derive from these embodiments are within the scope
of the present disclosure.
[0006] In the specification of the present disclosure, it
is to be understood that terms such as "front", "rear",
"left", "right", "inner", "outer", "top", and "bottom" refer to
the orientations and locational relations illustrated in the
drawings, and for describing the present disclosure and
for describing in a simple manner, and which are not in-
tended to indicate or imply that the device or the elements
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are disposed to locate at the specific directions or are
structured and performed in the specific directions, which
could not to be understood as limiting the present disclo-
sure.
[0007] The disclosure relates to a mobile terminal. The
mobile terminal may include a housing including a front
side face a rear side face away from the front side face,
a left side face and a right side face opposite to each
other, and a top end face; a mother board arranged into
the housing; a first display screen coupled to the mother
board and arranged on the front side face of the housing;
and a mounting frame. A storage groove may be defined
on the top end face of the housing. The storage groove
may be located between the front side face and the rear
side face and extends to the left side face and the right
side face to penetrate the left side face and the right side
face of the housing. A first camera may be arranged on
the mounting frame and coupled to the mother board.
The mounting frame may be configured to extend itself
out of the storage groove to expose the first camera or
retract itself into the storage groove to hide the first cam-
era into the housing.
[0008] In at least one embodiment, a back plate may
be arranged on the rear side face of the housing, and the
storage groove defined on the top end face of the housing
may be located between the first display screen and the
back plate.
[0009] In at least one embodiment, a front side of the
storage groove may extend to the front side face of the
housing. A back side of the storage groove may extend
to the rear side face of the housing. A second display
screen coupled to the mother board may be arranged on
the rear side face of the housing. The storage groove
defined on the top end face of the housing may be located
between the first display screen and the second display
screen. A top end face of the second display screen may
be aligned with a top end face of the first display screen.
[0010] In at least one embodiment, the mounting frame
may include a mounting box. The first camera may be
mounted on the mounting box. A left side face of the
mounting box may be aligned with the left side face of
the housing. A right side face of the mounting box may
be aligned with the right side face of the housing. A sec-
ond camera coupled to the mother board may be ar-
ranged on a face of the mounting box facing away the
first display screen. The second camera and the first cam-
era may be misaligned.
[0011] In at least one embodiment, the first camera
may be arranged on a face of the mounting box facing
the first display screen. A loudspeaker coupled to the
mother board may be arranged on the face of the mount-
ing box facing the first display screen, and may be adja-
cent to the top end face of the mounting box. The loud-
speaker and the first camera may be misaligned.
[0012] In at least one embodiment, a gap may be de-
fined on the top end face of the mounting box adjacent
to the loudspeaker, and the gap may extend to the loud-
speaker. The gap may be configured to transmit sound

from the loudspeaker without extending the mounting box
out of the storage groove.
[0013] In at least one embodiment, a baffle may be
arranged on a face of the mounting box facing the first
display screen. The baffle may extend from the left side
face of the mounting box to the right side face of the
mounting box. The baffle may be placed on the top end
face of the first display screen when the mounting frame
is retracted into the storage groove.
[0014] In at least one embodiment, a front side face of
the baffle may be aligned with a front side face of the first
display screen. A gap may be defined on the baffle, and
the gap may extend to the loudspeaker. The gap may be
configured to transmit sound from the loudspeaker with-
out extending the mounting box out of the storage groove.
[0015] In at least one embodiment, a connecting frame
may be arranged around peripheral sides of the first dis-
play screen. A storage notch may be defined on a top
end face of the connecting frame corresponding to a po-
sition of the baffle. The storage notch may extend to the
storage groove. The baffle may be retracted into the stor-
age notch when the mounting box is retracted into the
storage groove.
[0016] In at least one embodiment, an inclined guiding
face may be arranged on a side of the baffle adjacent to
the first display screen. One end of the guiding face may
extend to the front side face of the mounting frame, and
the other end of the guiding face may extend to an edge
on a top end face of the baffle facing the first display
screen. A sliding face fit to the guiding face may be ar-
ranged on an inner wall of the storage groove.
[0017] In at least one embodiment, a gap may be de-
fined on the top end face of the mounting frame adjacent
to the loudspeaker, and the gap may extend to the loud-
speaker. The gap may be configured to transmit sound
from the loudspeaker without extending the mounting box
out of the storage groove.
[0018] In at least one embodiment, the mobile terminal
may further include a driving device. The driving device
may be configured to drive the mounting frame to extend
itself out of the storage groove or retract itself into the
storage groove.
[0019] In at least one embodiment, the driving device
may include a driving component fixed in the housing
and coupled to the mother board; a transmission rod ar-
ranged on the driving component; a spiral groove defined
on transmission rod. The transmission rod may extend
along a direction that the mounting frame extends itself
out of the storage groove or retract itself into the storage
groove. The mounting frame may include an extending
bar extending along the direction that the mounting frame
extends itself out of the storage groove or retract itself
into the storage groove; and a block arranged on the
extending bar and engaged with the spiral groove slida-
bly. The driving component may drive the transmission
rod to rotate. The block may slide along the spiral groove
to slide the extending bar. The extending bar may extend
slidably along the direction that the mounting frame ex-
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tends itself out of the storage groove or retract itself into
the storage groove, so that the mounting frame extends
itself out of the storage groove or retract itself into the
storage groove.
[0020] In at least one embodiment, the driving device
may include a motor fixed in the housing and coupled to
the mother board; and a screw rod coupled to the motor.
The screw rod may extend along the direction that the
mounting frame extends itself out of the storage groove
or retract itself into the storage groove. A screw hole may
be defined on the mounting frame. The screw hole may
be screwed to the screw rod. The motor may drive the
screw rod to rotate to drive the mounting frame, so that
the mounting frame extends itself out of the storage
groove or retract itself into the storage groove.
[0021] In at least one embodiment, the driving device
may include a motor fixed in the housing and coupled to
the mother board; a driving gear coupled to the motor;
and a rack arranged on the mounting frame and extend-
ing along the direction that the mounting frame extends
itself out of the storage groove or retract itself into the
storage groove. Teeth of the rack and teeth of the driving
gear may be engaged. The motor may drive the driving
gear to rotate, to drive the rack to slide, so that the mount-
ing frame extends itself out of the storage groove or re-
tract itself into the storage groove.
[0022] In at least one embodiment, the driving device
may include an electromagnet fixed in the housing and
coupled to the mother board; and a magnet arranged on
the mounting frame and corresponding to the electro-
magnet. When the mother board supplies power to the
electromagnet, and magnetic poles between the electro-
magnet and the magnet are same, and the electromagnet
and the magnet are mutually repelled, the mounting
frame may be driven to extend itself out of the storage
groove. When the mother board supplies power to the
electromagnet and changes the power supply direction,
and the magnetic poles between the electromagnet and
the magnet become different, and the electromagnet and
the magnet attract each other, the mounting frame may
be driven to retract itself into the storage groove.
[0023] In at least one embodiment, the driving device
may include a motor fixed in the housing and coupled to
the mother board; a driving gear coupled to the motor;
and a transmission rod adjacent to the motor and extend-
ing along the direction that the mounting frame extends
itself out of the storage groove or retract itself into the
storage groove. A connecting rod adjacent to the trans-
mission rod may slide along the direction that the mount-
ing frame extends itself out of the storage groove or re-
tract itself into the storage groove. A driven gear may be
arranged on one end of the transmission rod. Teeth of
the driven gear and teeth of the driving gear may be en-
gaged. A spiral groove may be defined on an outer pe-
ripheral face of the transmission rod along the direction
that the mounting frame extends itself out of the storage
groove or retract itself into the storage groove. A top end
of the connecting rod may be coupled to mounting box.

A sliding block may be arranged slidably on a bottom end
of the connecting rod. The sliding block may be config-
ured to be engaged with the spiral groove corresponding
to the transmission rod.
[0024] In at least one embodiment, the driving device
may include a first elastic component elastically coupled
between the housing and the mounting frame; a guiding
bar arranged on the mounting frame along the direction
that the mounting frame extends itself out of the storage
groove or retract itself into the storage groove; and an
alignment structure. The alignment structure may include
a rotating component rotatably coupled to the housing;
a pressing component rotatably coupled to one end of
the rotating component; an alignment sliding block rotat-
ably coupled to the rotating component away from the
other end coupled to the pressing component; and an
second elastic component coupled to the alignment slid-
ing block and configured to force the alignment sliding
block to resume its original position. The alignment slid-
ing block may be configured to align the guiding bar. The
pressing component may extend away from the rotating
component to extend from the housing. The pressing
component may be pressed to drive the rotating compo-
nent to rotate, so that the rotating component drives the
alignment sliding block out of an alignment of the guiding
bar, and the first elastic component resumes from its de-
formation to push the mounting frame to extend itself out
of the storage groove.
[0025] The disclosure further relates to a mobile termi-
nal. The mobile terminal may include a housing. The
housing may include a front shell and a back shell con-
nected to the front shell. A screen may be embedded in
the front shell and having a display area. A frame may
include a pair of spaced and parallel wall and wall, en-
gaged with the front shell and back shell to define a cham-
ber. The frame may have a top connected with the wall
and the wall, and may be lower than tops of the front shell
and the back shell such that a storage space may be
defined by a top of the frame and the front shell and the
back shell. The chamber and the storage space may be
divided by the top of the housing. A mother board may
be received in the chamber. A slidable device may be
received in the storage space and configured to move
between a first position at which the slidable device ex-
tends out of the storage space and a second position at
which the slidable device retracts into the storage space.
A camera may be arranged on the slidable device and
connected with the mother board. When the slidable de-
vice is at the first position, the camera may be exposed
out of the storage space; when the slidable device is at
the second position, the slidable device may be covered
by the display area and the camera may be received in
the storage space. A driving mechanism may be con-
nected to the mother board, and may be received in the
chamber and may be configured to drive the slidable de-
vice with the camera to move between the first position
and the second position. The slidable device may include
a pair of flanges at two opposite faces. When the slidable
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device is in the second position, the flanges may engage
with the tops of the front shell and the back shell.
[0026] The disclosure further relates to an electronic
apparatus. The electronic apparatus may include a hous-
ing. The housing may include a pair of spaced and par-
allel wall and wall and a top connected with the wall and
the wall. A first screen may be engaged with the wall and
the wall to define a chamber. The first screen may have
a top extending beyond the top of the housing such that
a storage space may be defined by the top of the housing
and the first screen. A mother board may be received in
the chamber. A slidable device may be received in the
storage space and may be configured to move between
a first position at which the slidable device extends out
of the storage space and a second position at which the
slidable device retracts into the storage space. A camera
may be arranged on the slidable device and connected
with the mother board. When the slidable device is at the
first position, the camera may be exposed out of the stor-
age space; when the slidable device is at the second
position, the slidable device may be covered by the dis-
play area and the camera may be received in the storage
space. A second screen having a top may be higher than
the top of the housing, and the first screen and second
screen and the top of the housing may cooperatively de-
fine the storage space.
[0027] Referring to Figs. 1 to 3. Fig. 1 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure. Fig. 2 is an
exploded view Fig. 1, shown from another view. Fig. 3 is
a front view of a mobile terminal in accordance with an
embodiment in the present disclosure. The present dis-
closure provides a mobile terminal 100, which may in-
clude a housing 20, a mother board 30 arranged into the
housing 20, and a first display screen 60 coupled to the
mother board 30. The housing 20 may include a front
side face 21, a rear side face 28 away from the front side
face 21, a left side face 23 and a right side face 24 op-
posite to each other, and a top end face 26. The first
display screen 60 may be arranged on the front side face
21 of the housing 20. A storage groove 27 may be defined
on the top end face 26 of the housing 20. The storage
groove 27 may be located between the front side face
21 and the rear side face 28, and may extend to the left
side face 23 and the right side face 24 to penetrate the
left side face 23 and the right side face 24 of the housing
20. The mobile terminal 100 may further include a mount-
ing frame 40, a first camera 410 arranged on the mount-
ing frame 40 and also coupled to the mother board 30.
The mounting frame 40 may be driven by a driving device
50, to extend itself out of the storage groove 27 to expose
the first camera 410 or retract itself into the storage
groove 27 to hide the first camera 410 into the housing
20. When the first camera 410 extends out of the storage
groove 27 and exposes from the housing 20, a lighting
face of the first camera 410 may be not blocked by other
devices of the mobile terminal 100. In this embodiment,
the mobile terminal 100 may be a mobile phone. In other

embodiments, the mobile terminal may be, but may not
be limited to, a satellite or a cellular phone; a personal
communication system (PCS) terminal that can combine
cellular radiotelephone with data processing, fax, and da-
ta communication capabilities. The mobile terminal may
include a radiotelephone, a pager, an internet/intranet
access, a web browser, a notepad, a calendar, and/or a
global positioning system (GPS) receiver personal digital
assistant (PDA), and a conventional laptop, and/or a
palmtop receiver or other mobile terminals including ra-
diotelephone transceivers.
[0028] In this embodiment, the housing 20 may be a
middle frame of the mobile terminal 100, and the storage
groove 27 may be defined on the top end face of the
middle frame and may penetrate the left side face and
the right side face of the middle frame. The first display
screen 60 may be electrically and signally coupled to the
mother board 30, and the first camera 410 may be elec-
trically and signally coupled to the mother board 30. In
the present disclosure, the front side face of the housing
20 may refer to a side face facing the first display screen
60, and the rear side face of the housing 20 may refer to
a side face facing away from the first display screen 60.
[0029] In the mobile terminal 100 provided by the
present disclosure, the storage groove 27 may be defined
on the top end face 26 of the housing 20 and the back
of the first display screen 60. The driving device 50 may
drive the mounting frame 40 to extend itself out of the
storage groove 27 to expose the first camera 410 or re-
tract itself into the storage groove 27 to hide the first cam-
era 410 into the housing 20, i.e., when it is necessary to
use the first camera 410, the driving device 50 may drive
the mounting frame 40 to extend itself out of the storage
groove 27 for a convenient use by a user; when it is not
necessary to use the first camera 410, the driving device
50 may drive the mounting frame 40 to retract itself into
the storage groove 27. Because the first camera 410 may
be arranged on the mounting frame 40, and the mounting
frame 40 may be retracted into the storage groove 27,
the first camera 410 may not occupy an area of the first
display screen 60 of the mobile terminal 100, thereby the
screen-to-body ratio of the mobile terminal 100 may be
more than 85%, and even more than 95%, the visual
experience may be improved. In addition, when a user
wants to use the first camera 410 of the mobile terminal
100, the mounting frame 100 has to extend itself out of
the storage groove 27. It may prevent other users from
maliciously controlling the first camera 410 of the mobile
terminal 100 to take photographs of the user of the mobile
terminal 100, thereby privacy of the user of the mobile
terminal may not be inadvertently leaked, so that the safe-
ty of the mobile terminal 100 may be improved.
[0030] A back plate 29 may be arranged on the rear
side face 28 of the housing 20. The storage groove 27
defined on the top end face 26 of the housing 20 may be
located between the first display screen 60 and the back
plate 29. In this embodiment, the back plate 29 may be
detachably coupled to the housing 20, and a top end face
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of the back plate 29 may be aligned with a top end face
of the first display screen 60. A front side face of the
storage groove 27 may extend to a rear side face of the
first display screen 60, and a rear side face of the storage
groove 27 may extend to a front side face of the back
plate 29.
[0031] In other embodiments, the housing may be in-
tegrally formed by the middle frame and the back plate.
The top end face of the housing may define a storage
groove extending to the left side face of the housing in a
left direction and extending to the right side face of the
housing in a right direction. The storage groove may or
may not extend to the front side face of the housing. When
the storage groove extends to the front side of the hous-
ing, a display screen on the front side of the housing and
the housing may define the storage groove that may store
the mounting frame 40; when the front side of the storage
groove does not extend to the front side of the housing,
the top end face of the housing may define the storage
groove, i.e., when the mounting frame 40 is stored in the
storage groove, the first camera 410 may be hidden be-
hind the display screen.
[0032] In this embodiment, the back plate 29 may be
a second display screen arranged on the rear side face
28 of the housing 20, and the second display screen may
be entire or a part of the back plate 29. The second display
screen may be coupled to the mother board 30, i.e., the
mobile terminal 100 may be a double-sided screen mo-
bile phone. A front side of the storage groove 27 may
extend to the front side face 21 of the housing 20, and a
back side of the storage groove 27 may extend to the
rear side face 28 of the housing 20. A top end face of the
second display screen may be aligned with a top end
face of the first display screen 60. The storage groove
27 defined on the top end face of the housing 20 may be
located between the first display screen 60 and the sec-
ond display screen. The mounting frame 40 may be sli-
dably stored in the storage groove 27 in a direction par-
allel to the first display screen 60. The second display
screen may be electrically and signally coupled to the
mother board 30.
[0033] An operation button 201 may be further ar-
ranged on the right side face 24 of the housing 20, which
may be configured to control the driving device 50, i.e.,
the driving device 50 drive the mounting frame 40 to ex-
tend itself out of the storage groove 27 or retract itself
into the storage groove 27 when the operation button 201
is pressed. In this embodiment, a number of the operation
buttons 201 may be two, and the two operation buttons
201 may be coupled to the mother board 30. One of the
operation buttons 201 may control the driving device to
drive the mounting frame 40 to extend itself out of the
storage groove 27; and the other operation button 201
may control the driving device to drive the mounting frame
40 to retract itself into the storage groove 27. Both the
two operation buttons 201 may be electrically and sig-
nally coupled to the mother board 30.
[0034] A storage space 212 may be defined in a middle

portion of the housing 20, which may be configured to
store electronic devices such as the mother board 30 and
a battery. A connecting plate 214 may be arranged on
the housing 20, and the connecting plate 214 may be
located between the storage space 212 and the storage
groove 27, i.e., the connecting plate 214 may be a bottom
plate of the storage groove 27. A number of through holes
216 may be defined on the connecting plate 214, and
extend to the storage space 212.
[0035] The mounting frame 40 may include a mounting
box 41 and at least one connecting component 45 cou-
pled to the mounting box 41. The mounting box 41 may
be configured to install other electronic devices such as
a camera, a loudspeaker, a flash, and fingerprint recog-
nition. The mounting box 41 may include a front side face
413 facing the first display screen 60, a rear side face
414 facing the second display screen, a left side face 415
and a right side face 416 opposite to each other, and a
top end face 417. The first camera 410 may be arranged
on the front side face 413. A second camera 42 and a
flash 43 may be arranged on the rear side face 414 of
the mounting box 41 and may be coupled to the mother
board 30. A loudspeaker 46 and a photosensitive device
47 may be further arranged on the front side 413 of the
mounting box 41 and may be coupled to the mother board
30. The first camera 410, the second camera 42, the flash
43, the loudspeaker 46, and the photosensitive device
47 may be all misaligned on the mounting box 41, i.e.,
these electronic devices may not overlap in a direction
toward the front side face 413 in the mounting box 41,
and it may reduce a thickness of the mounting frame 40,
thereby an overall thickness of the mobile terminal 100
may be reduced. The first camera 410, the second cam-
era 42, the flash 43, the loudspeaker 46, and the photo-
sensitive device 47 may be coupled to the mother board
30 via one of the through holes 216 of the housing 20 by
a data line 49, thereby these electronic devices may be
coupled to the mother board 30. In this embodiment, the
loudspeaker 46 may be located at top of the first camera
410, i.e., the loudspeaker 46 may be adjacent to the top
end face 417 of the mounting box 41. The second camera
42, the flash 43, the loudspeaker 46, and the photosen-
sitive device 47 may be electrically and signally coupled
to the mother board 30.
[0036] In this embodiment, a number of at least one
connecting component 45 may be two. One of the con-
necting components 45 may be arranged at left of a bot-
tom end face of the mounting box 41, and the other con-
necting components 45 may be arranged at right of the
bottom end face of the mounting box 41. Each of the
connecting components 45 may include an extending bar
extending outward from the bottom end face of the
mounting box 41, and a block 452 may be arranged on
an end of extending bar away from the mounting box 41.
The driving device 50 may include two driving compo-
nents 51 fixed in the housing 20 and coupled to the moth-
er board 30, and a transmission component 53 is ar-
ranged on each driving component 51. Each of the trans-
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mission components 53 may be a transmission rod ex-
tending along a direction that the mounting frame 41 ex-
tends itself out of the storage groove 27 or retract itself
into the storage groove 27, and may pass through via
the corresponding through hole 216. A spiral groove 532
may be defined on the transmission rod and extend along
the direction that the mounting frame 41 extends itself
out of the storage groove 27 or retracts itself into the
storage groove 27. Each of the blocks 452 on the con-
necting components 45 may be slidably engaged with
the spiral grooves 532 defined on the two transmission
rods. The two driving components 51 may respectively
drive the two transmission components 53 to rotate, so
that the block 452 of each connecting component 45 may
slide along the corresponding spiral groove 532, so that
each connecting component 45 may extend from or back
into its corresponding through hole 216, to drive the
mounting box 41 to extend itself out of the storage groove
27 or retract itself into the storage groove 27. The two
driving components 51 may be electrically and signally
coupled to the mother board 30.
[0037] Referring to Figs. 1-5. Fig. 4 is a side view of a
mobile terminal in accordance with an embodiment in the
present disclosure. Fig. 5 is a perspective assembly view
of a mobile terminal in accordance with an embodiment
in the present disclosure, wherein the mobile terminal is
in one state when it is used. When a user wants to use
the first camera 410 or the second camera 42 for photo-
graphing or when a user wants to use the loudspeaker
46 to answer a call, the operation button 201 may be
pressed to send a trigger signal to a controller on the
mother board 30. When the controller receives the trigger
signal, the controller may control the two driving compo-
nents 51 to drive each of the transmission components
53 to rotate, so that the block 452 of each connecting
component 45 may slide along the corresponding spiral
groove 532, so that each connecting component 45 may
extend from its corresponding through hole 216, to drive
the mounting box 41 to extend itself out of the storage
groove 27. Until the first camera 410 and the loudspeaker
46 are exposed from the top end face of the housing 20
and the second camera 42 is exposed from the top end
face of the housing 20, the two driving components 51
may stop driving each of the transmission components
53 to rotate. The mounting box 41 may be fixed outside
the housing 20 to facilitate to use electronic devices such
as the first camera 410, the second camera 42, or the
loudspeaker 46.
[0038] When a user wants to store the mounting box
41, the operation button 201 may be pressed to send a
trigger signal to a controller on the mother board 30.
When the controller receives the trigger signal, and the
controller may control the two driving components 51 to
drive each of the transmission components 53 to rotate
inversely, so that the block 452 of each of the connecting
component 45 may slide along the corresponding spiral
groove 532, so that each of the connecting components
45 may insert into its corresponding through hole 216, to

drive the mounting box 41 to retract itself into the storage
groove 27. Until the first camera 410, the second camera
42 and the loudspeaker 46 are both hidden in the storage
groove 27, the two driving components 51 may stop driv-
ing each of the transmission components 53 to rotate. In
this case, the mounting box 41 may be fixed inside the
storage groove 27. A left side face 415 of the mounting
box 41 may be aligned with the left side face 23 of the
housing 20; a right side face 416 of the mounting box 41
may be aligned with the right side face 24 of the housing
20; and a top end face 417 of the mounting box 41 may
be aligned with a top end face of the first display screen
60.
[0039] In the present disclosure, the storage groove
27 may be defined on the top end face 26 of the housing
20. The storage groove 27 may be located between the
first display screen 60 and the second display screen.
The mounting box 41 may be slidably stored in the stor-
age slot 27. The controller on the mother board 30 may
control the driving device 50 to drive the mounting box
41 to extend itself out of the storage groove 27 or retract
itself into the storage groove 27, so that electronic devic-
es such as the first camera 410, the second camera 42,
the flash 43, the loudspeaker 46, and the photosensitive
device 47 on the mounting box 41 may be exposed out
of the storage groove 27 or hidden in the storage groove
27. Because the electronic devices may be arranged on
the mounting box 41, an area of the electronic devices
may be not occupied an area of the first display screen
60 and the second display screen of the mobile terminal
100, so that the screen-to-body ratio of the mobile termi-
nal 100 may be improved.
[0040] In other embodiments, the operation button
may be icon displayed on the first display screen 60 or
the second display screen. When the icon is touched, a
trigger signal may be sent to a controller on a mother
board. The controller may receive the trigger signal and
control the two driving components 51 to drive each of
the transmission components 53 to rotate.
[0041] In other embodiments, the operation button
may be a telephone answering button arranged on the
first display screen 60 or the second display screen.
When the telephone answering button is touched to get
through a call, a trigger signal may be sent to a controller
on the mother board by clicking the icon, and the con-
troller may receive the trigger signal and control the two
driving components 51 to drive each of the transmission
components 53 to rotate. When the telephone answering
button is touched to cut off a call, a trigger signal may
not be sent to a controller on the mother board by clicking
the icon, and the controller may receive the trigger signal
and control the two driving components 51 to drive each
of the transmission components 53 to rotate.
[0042] In other embodiments, a gap may be defined
on the top end face 417 of the mounting box 41 adjacent
to the loudspeaker 46, and the gap may extend to the
loudspeaker 46. When the mobile terminal 100 get
through a call, the gap may be configured to transmit
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sound from the loudspeaker 46 without extending the
mounting box 41 out of the storage groove 27.
[0043] Referring to Fig. 6 to Fig. 8. Fig. 6 is a perspec-
tive assembly view of a mobile terminal in accordance
with an embodiment in the present disclosure. Fig. 7 is
a perspective assembly view of Fig. 6, shown from an-
other view. Fig. 8 is a side view of a mobile terminal in
accordance with an embodiment in the present disclo-
sure. A structure of the mobile terminal in this embodi-
ment may be similar to that of the above-mentioned em-
bodiment, and the difference is that two baffles 44 may
be arranged on the face of the mounting box 41 facing
the first display screen 60 and facing away from the first
display screen 60, and each of the baffle 44 may extend
from the left side of the mounting box to the right side of
the mounting box 41. When the mounting frame 40 is
retracted into the storage groove 27, the two baffles 44
may be placed on the top end face of the first display
screen 60 and on top end face of the back plate 29, re-
spectively. Sides of the two baffles 44 away from the
mounting box 41 may be respectively aligned with the
front side face of the first display screen 60 and the rear
side face of the back panel 29. The two baffles 44 ar-
ranged on the mounting box 41 may prevent partial dust
from directly entering the mobile terminal. In addition, as
an embodiment, the mounting box 41 may be manually
pulled out of the storage groove 27 by grabbing the two
baffles 44 outward, which may be convenient to use.
[0044] The loudspeaker 46 may be arranged on a low-
er side of the corresponding baffle 44. A gap may be
defined on the corresponding baffle 44 adjacent to the
loudspeaker 46, and the gap extends to the loudspeaker
46. When the mobile terminal 100 get through a call, the
gap may be configured to transmit sound from the loud-
speaker 46 without extending the mounting box 41 out
of the storage groove 27.
[0045] A connecting frame 402 may be arranged
around peripheral sides of the first display screen 60, and
one of the baffles 44 may cover the connecting frame
402 at the top face of the first display screen 60. A gap
may be defined on the connecting frame 402 adjacent to
the loudspeaker 46, and the gap extends to the loud-
speaker 46. When the mobile terminal 100 get through
a call, the gap may be configured to transmit sound from
the loudspeaker 46 without extending the mounting box
41 out of the storage groove 27.
[0046] Referring to Fig. 9 and Fig. 10. Fig. 9 is a side
view of a mobile terminal in accordance with an embod-
iment in the present disclosure. Fig. 10 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure, wherein the
mobile terminal is in one state when it is used. A structure
of the mobile terminal in this embodiment may be similar
to that of the above-mentioned embodiment. In this em-
bodiment, the difference is that two storage notches 405
may be defined on a top end face of the connecting frame
402 corresponding to a position of the baffle 44 and a
top end face of the back panel 29 corresponding to a

position of the baffle 44, respectively. When the mounting
frame 40 is retracted into the storage groove 27, the one
of the two baffles 44 may be retracted into one of the two
storage notch 405, respectively. It may not only prevent
partial dust from directly entering the mobile terminal, but
also may reduce the volume of the mobile terminal, so
that a structure of the mobile terminal may be more rea-
sonable. An inclined guiding face 440 may be arranged
on a side of each baffle 44 facing to the corresponding
storage notch 405. One end of the guiding face 440 may
extend to the front side face of the mounting frame 40,
and the other end of the guiding face 440 may extend to
an edge on a top end face of the baffle 44 facing the first
display screen 60. A sliding face fit to the guiding face
440 may be arranged on an inner wall of the storage
notch 405.
[0047] Referring to Fig. 11. Fig. 11 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure. A structure of
the mobile terminal in this embodiment may be similar to
that of the above-mentioned embodiment. In this embod-
iment, the difference is that the driving device of the mo-
bile terminal of this embodiment may be different from
the driving device of the mobile terminal of the above-
mentioned embodiment. In this embodiment, the driving
device may include two motors 51a fixed in the housing
20 and coupled to the mother board 30, and a screw rod
53a respectively coupled to each of the motor 51a. Each
of the screw rods 53a may extend along the direction that
the mounting frame 40 extends itself out of the storage
groove 27 or retract itself into the storage groove 27. Two
screw holes 45a may be defined on the mounting frame
40, and each of the screw hole 45a may be respectively
screwed to one of the screw rod 53a. The mother board
30 may control the two motors 51a to drive each of the
corresponding screw rods 53a to rotate to drive the
mounting frame 40, so that the mounting frame 40 may
extend itself out of the storage groove 27 or retract itself
into the storage groove 27. The two motors 51a may be
electrically and signally coupled to the mother board 30.
[0048] In other embodiments, the driving device may
include a motor 51a fixed in the housing 20 and coupled
to the mother board 30, and a screw rod 53a coupled to
the motor 51a. The screw rod 53a may extend along the
direction that the mounting frame 40 extends itself out of
the storage groove 27 or retract itself into the storage
groove 27. A screw hole 45a may be defined on the
mounting frame 40, and the screw holes 45a may be
screwed to the two screw rods 53a. The mother board
30 may control the motors 51a may drive the screw rod
53a to rotate to drive the mounting frame 40, so that the
mounting frame 40 may extend itself out of the storage
groove 27 or retract itself into the storage groove 27.
[0049] Referring to Fig. 12. Fig. 12 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure. A structure of
the mobile terminal in this embodiment may be similar to
that of the above-mentioned embodiment. In this embod-
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iment, the difference is that the driving device of the mo-
bile terminal of this embodiment may be different from
the driving device of the mobile terminal of the above-
mentioned embodiment. In this embodiment, the driving
device may include a motor 51b fixed in the housing 20
and coupled to the mother board 30, a driving gear 53b
coupled to the motor 51b, and a rack 45b arranged on
the mounting frame 40 and extending along the direction
that the mounting frame 40 extends itself out of the stor-
age groove 27 or retract itself into the storage groove 27.
Teeth of the rack 45b and teeth of the driving gear 53b
may be engaged. The motor 51b may drive the driving
gear 53b to rotate, to drive the rack 45b to slide, so that
the mounting frame 40 may extend itself out of the stor-
age groove 27 or retract itself into the storage groove 27.
[0050] In this embodiment, a guide structure may be
further arranged between the housing 20 and the mount-
ing frame 40. The guide structure may include a guide
rod 550 extending along the direction that the mounting
frame 40 extends itself out of the storage groove 27 or
retract itself into the storage groove 27, an alignment
block 552 arranged in the housing 20 and corresponding
to the guide rod 550, and a stopping block 554 arranged
at an end of the guide rod 550 away from the mounting
frame 40. A guiding hole may be defined on the alignment
block 552 along the direction that the mounting frame 40
extends itself out of the storage groove 27. The guide
rod 550 may be slidably inserted into the guiding hole.
When the mounting frame 40 extends itself out of the
storage groove 27, the guide rod 550 may slide along
the guiding hole on the alignment block 552. The stopping
block 554 may block the end of the guide rod 550 away
from the mounting frame 40 to prevent the mounting
frame 40 from separating from the housing 20.
[0051] Referring to Fig. 13. Fig. 13 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure. A structure of
the mobile terminal in this embodiment may be similar to
that of the above-mentioned embodiment. In this embod-
iment, the difference is that the driving device of the mo-
bile terminal of this embodiment may be different from
the driving device of the mobile terminal of the above-
mentioned embodiment. In this embodiment, the driving
device may include an electromagnet 51c fixed in the
housing 20 and coupled to the mother board 30, and a
magnet 45c arranged on the mounting frame 40 and cor-
responding to the electromagnet 51c. When it is neces-
sary to extend the mounting frame 40 out of the storage
groove 27, the mother board 30 may supply power to the
electromagnet 51c. Magnetic poles between the electro-
magnet 51c and the magnet 45c may be same, and the
electromagnet 51c and the magnet 45c may be mutually
repelled, so that the mounting frame 40 may be driven
to extend itself out of the storage groove 27. When it is
necessary to store the mounting frame 40 into the storage
groove 27, the mother board 30 may supply power to the
electromagnet 51c and change the power supply direc-
tion. The magnetic poles between the electromagnet 51c

and the magnet 45c may become different, and the elec-
tromagnet 51c and the magnet 45c may attract each oth-
er, so that the mounting frame 40 may be driven to retract
itself into the storage groove 27.
[0052] When the mounting frame 40 extends itself out
of the storage groove 27, the guide rod 550 may slide
along the guiding hole on the alignment block 552. The
stopping block 554 may block the end of the guide rod
550 away from the mounting frame 40 to prevent the
mounting frame 40 from separating from the housing 20.
[0053] In other embodiments, the magnet 45c in this
embodiment may also be replaced by an electromagnet
electrically coupled to the mother board 30. The mother
board 30 may supply power to the two electromagnets
and may change the power supply direction. The mag-
netic poles between the two electromagnets may be the
same or different, thereby the mounting frame 40 may
be driven to extend itself out of the storage groove 27 or
retract itself into the storage groove 27.
[0054] In other embodiments, the driving device may
include a magnet fixed in the housing 20, and an elec-
tromagnet arranged on the mounting frame 40 and cor-
responding to the magnet. The electromagnet may be
electrically coupled to the mother board 30. When the
mother board 30 supplies power to the electromagnet,
the magnetic poles between the magnet and the electro-
magnet may be same and mutually repelled to drive the
mounting frame 40 to extend itself out of the storage
groove 27. When the mother board 30 stops supplying
power to the electromagnet, the mounting frame 40 may
retract itself into the storage groove 27 by attracting an
iron core of the electromagnet on the mounting frame 40
and the magnet on the housing 20.
[0055] Referring to Fig. 14. Fig. 14 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure. A structure of
the mobile terminal in this embodiment may be similar to
that of the above-mentioned embodiment. In this embod-
iment, the difference is that the driving device of the mo-
bile terminal of this embodiment may be different from
the driving device of the mobile terminal of the above-
mentioned embodiment. In this embodiment, the driving
device may include two motors 51d fixed in the housing
20 and coupled to the mother board 30, a driving gear
514 coupled to each of the motors 51d, a transmission
rod 53d adjacent to each of the motor 51d and extending
along the direction that the mounting frame 40 extends
itself out of the storage groove 27 or retract itself into the
storage groove 27, and a connecting rod 45d adjacent
to each of the transmission rod 53d and sliding along the
direction that the mounting frame 40 extends itself out of
the storage groove 27 or retract itself into the storage
groove 27. A driven gear 534 may be arranged on one
end of each of the transmission rod 53d, and teeth of the
driven gear 534 and teeth of the driving gear 514 on the
motor 51d may be engaged. A spiral groove 532 may be
defined on an outer peripheral face of each of the trans-
mission rod 53d along the direction that the mounting
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frame 40 extends itself out of the storage groove 27 or
retract itself into the storage groove 27. A top end of each
of the connecting rod may be coupled to mounting box
41. A sliding block may be arranged slidably on a bottom
end of each of the connecting rod 53d, and the sliding
block may be configured to be engaged with the spiral
groove 532 corresponding to the transmission rod 53d.
The mother board 30 may control the two motors 51d to
drive each of the corresponding driving gear 514 to rotate,
to drive the driven gear 534 to rotate. Thereby, each of
the transmission rods 53d may be rotated to drive the
sliding block of the corresponding connecting rod 45d to
slide along the corresponding spiral groove 532, so that
the mounting frame 40 may extend itself out of the stor-
age groove 27 or retract itself into the storage groove 27.
The two motors 51d may be electrically and signally cou-
pled to the mother board 30.
[0056] Referring to Fig. 15. Fig. 15 is a perspective
assembly view of a mobile terminal in accordance with
an embodiment in the present disclosure. A structure of
the mobile terminal in this embodiment may be similar to
that of the above-mentioned embodiment. In this embod-
iment, the difference is that the driving device of the mo-
bile terminal of this embodiment may be different from
the driving device of the mobile terminal of the above-
mentioned embodiment. In this embodiment, the driving
device may include a first elastic component 56 elasti-
cally coupled between the housing 20 and the mounting
frame 40, a guide structure 57 arranged between the
mounting frame 40 and the housing 20, and an alignment
structure 58 arranged on the housing 20. The first elastic
component 56 may be configured to push the mounting
frame 40 to extend out of the storage groove 27. In this
embodiment, the first elastic component 56 may be a
spring coupled between the mounting frame 40 and the
housing 20. The guide structure 57 may include a guiding
bar 571 arranged on the mounting frame 40 along the
direction that the mounting frame 40 extends itself out of
the storage groove 27 or retract itself into the storage
groove 27, an alignment block 573 arranged in the hous-
ing 20 and corresponding to the guiding bar 571, and a
stopping block 575 arranged at an end of the guiding bar
571 away from the mounting frame 40. A guiding hole
may be defined on the alignment block 573 and may ex-
tend along the direction that the mounting frame extends
itself out of the storage groove or retract itself into the
storage groove, and the guide bar 571 may be slidably
inserted into the guiding hole. The stopping block 575
may block the end of the alignment block 573 away from
the mounting frame 40 to prevent the mounting frame 40
from separating from the housing 20. A first alignment
slot 5711 may be defined in a peripheral wall of the guid-
ing bar 571 adjacent to the mounting frame 40, and a
second alignment slot 5713 may be defined in the pe-
ripheral wall of the guiding bar 571 away from the mount-
ing frame 40. The alignment structure 58 may include a
rotating component 581 rotatably coupled to the housing
20, a pressing component 583 rotatably coupled to one

end of the rotating component 581, an alignment sliding
block 585 rotatably coupled to the rotating component
581 away from the other end coupled to the pressing
component 583; and an second elastic component 587
coupled to the alignment sliding block 585 and configured
to force the alignment sliding block 585 to return its orig-
inal position. A guiding face 5852 may be defined on the
alignment sliding block 585 adjacent to one end of the
guiding bar 571. The pressing component 583 may ex-
tend away from the end of the rotating component 581,
to extend out of the housing 20 to form an operating but-
ton. The operating button pressing the pressing compo-
nent 583 may drive the rotating component 581 to rotate,
so that the rotating component 581 may drive the align-
ment sliding block 585 to slide out of the first alignment
slot 5711 or the second alignment slot 5713. The second
elastic component 587 may be elastically deformed.
[0057] When the mounting frame 40 is stored in the
storage groove 27, the first elastic component 56 may
be pressed to be elastically deformed between the
mounting frame 40 and the housing 20. The end of the
alignment sliding block 585 away from the rotating com-
ponent 581 may be inserted into the first alignment slot
5711 to prevent the first elastic component 56 from push-
ing the mounting frame 40 out of the first alignment slot
5711.
[0058] When it is necessary to extend the mounting
frame 40 out of the storage groove 27, the operation but-
ton of the pressing component 583 may be pressed to
push the rotating component 581 to rotate. The rotating
component 581 may drive the alignment sliding block
585 to slide away from the guiding bar 571 and may sep-
arate from a inserting with the first alignment slot 5711,
so that the second elastic component 587 may be elas-
tically deformed. The first elastic component 56 may be
release its deformation to push the mounting frame 40
out of the storage groove 27, and the guiding bar 571
may slide along the guiding hole on the alignment block
573 until the mounting frame 40 is extended out of the
storage groove 27. At this time, the stopping block 575
may stop at the alignment block 573 to prevent the mount-
ing frame 40 from separating from the housing 20. When
the alignment sliding block 585 faces the second align-
ment slot 5713, the second elastic component 587 may
release its elastic deformation to push the second elastic
component 587 to be inserted into the second alignment
slot 5713, to align the mounting frame 40.
[0059] When it is necessary to store the mounting
frame 40 into the storage groove 27, the mounting frame
40 may be pressed toward the storage groove 27 to slide
the mounting frame 40 into the storage groove 27. An
upper face of the second alignment slot 5713 on the guid-
ing bar 571 may slidingly push against a sliding face 5852
on the guiding bar 571, so that the guiding bar 571 may
slide away from the second alignment slot 5713 and may
separate from a inserting with the guiding bar 571. The
first elastic component 56 and the second elastic com-
ponent 587 may be both elastically deformed. When the
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guiding bar 571 slides to the first alignment slot 5711 and
faces the alignment sliding block 585, the second elastic
component 587 may release its deformation, so that the
alignment sliding block 585 may be inserted into the first
alignment slot 5711 to align the mounting frame 40 to
retract itself into the storage groove 27.
[0060] In this embodiment, by the first elastic compo-
nent 56 elastically coupled between the housing 20 and
the mounting frame 40, the guide structure 57 arranged
between the mounting frame 40 and the housing 20, and
the alignment structure 58 arranged on the housing 20,
the mounting frame 40 may extend itself out of the stor-
age groove or retract itself into the storage groove. The
first camera 410 may not occupy an area of the first dis-
play screen 60 of the mobile terminal 100, thereby the
screen-to-body ratio of the mobile terminal 100 may be
increased, and energy consumption may be saved and
a user’s operation feeling may be improved.
[0061] Referring to Fig. 6 and Fig. 7, in an embodiment,
a mobile terminal 100 may include a housing. The hous-
ing may include a front shell 402 and a back shell 29
connected to the front shell 402. A screen 60 may be
embedded in the front shell 402 and having a display
area. A frame 20 may include a pair of spaced and parallel
wall 23 and wall 24 (referring to Fig. 1), engaged with the
front shell 402 and back shell 29 to define a chamber 212
(referring to Fig. 2). The frame 20 may have a top con-
nected with the wall 23 and the wall 24, and may be lower
than tops of the front shell 402 and the back shell 29 such
that a storage space 27 may be defined by a top of the
frame 20 and the front shell 402 and the back shell 29.
The chamber 212 and the storage space 27 may be di-
vided by the top of the housing 20. A mother board 30
(referring to Fig. 2) may be received in the chamber 212.
A slidable device 40 may be received in the storage space
27 and configured to move between a first position at
which the slidable device 40 extends out of the storage
space 27 and a second position at which the slidable
device 40 retracts into the storage space 27. A camera
410 may be arranged on the slidable device 40 and con-
nected with the mother board 30. When the slidable de-
vice 40 is at the first position, the camera 410 may be
exposed out of the storage space 27; when the slidable
device 40 is at the second position, the slidable device
40 may be covered by the display area and the camera
410 may be received in the storage space 27. A driving
mechanism 50 (referring to Fig. 2) may be connected to
the mother board 30, and may be received in the chamber
212 and may be configured to drive the slidable device
40 with the camera 410 to move between the first position
and the second position. The slidable device 40 may in-
clude a pair of flanges 44 at two opposite faces. When
the slidable device 40 is in the second position, the flang-
es 44 may engage with the tops of the front shell 402 and
the back shell 29.
[0062] Referring to Fig. 1 and Fig. 2, in an embodiment,
an electronic apparatus 100 may include a housing 20.
The housing 20 may include a pair of spaced and parallel

wall 23 and wall 24 and a top connected with the wall 23
and the wall 24. A first screen 60 may be engaged with
the wall 23 and the wall 24 to define a chamber 212. The
first screen 60 may have a top extending beyond the top
of the housing 20 such that a storage space 27 may be
defined by the top of the housing 20 and the first screen
60. A mother board 30 may be received in the chamber
212. A slidable device 40 may be received in the storage
space 27 and may be configured to move between a first
position at which the slidable device 40 extends out of
the storage space 27 and a second position at which the
slidable device 40 retracts into the storage space 27. A
camera 410 may be arranged on the slidable device 40
and connected with the mother board 30. When the sli-
dable device 40 is at the first position, the camera 410
may be exposed out of the storage space 27; when the
slidable device 40 is at the second position, the slidable
device 40 may be covered by the display area and the
camera 410 may be received in the storage space 27. A
second screen having a top may be higher than the top
of the housing 20, and the first screen 60 and second
screen and the top of the housing 20 may cooperatively
define the storage space 27.
[0063] It is understood that the descriptions above are
only embodiments of the present disclosure. It is not in-
tended to limit the scope of the present disclosure. Any
equivalent transformation in structure and/or in scheme
referring to the instruction and the accompanying draw-
ings of the present disclosure, and direct or indirect ap-
plication in other related technical field, are included with-
in the scope of the present disclosure.

Claims

1. A mobile terminal, characterized in that the mobile
terminal comprises:

a housing (20), comprising:

a front side face (21);
a rear side face (28) away from the front
side face (21);
a left side face (23) and a right side face
(24) opposite to each other; and
a top end face (26);

wherein

a storage groove (27) is defined on the top end
face (26) of the housing (20);
the storage groove (27) is located between the
front side face (21) and the rear side face (28)
and extends to the left side face (23) and the
right side face (24) to penetrate the left side face
(23) and the right side face (24) of the housing
(20);
a mother board (30) arranged into the housing
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(20);
a first display screen (60) coupled to the mother
board (30) and arranged on the front side face
(21) of the housing (20); and
a mounting frame (40), wherein a first camera
(410) is arranged on the mounting frame (40)
and coupled to the mother board (30); the
mounting frame (40) is configured to extend it-
self out of the storage groove (27) to expose the
first camera (410) or retract itself into the storage
groove (27) to hide the first camera (410) into
the housing (20).

2. The mobile terminal according to claim 1, wherein

a back plate (29) is arranged on the rear side
face (28) of the housing (20), and
the storage groove (27) defined on the top end
face (26) of the housing (20) is located between
the first display screen (60) and the back plate
(29).

3. The mobile terminal according to claim 1, wherein

a front side of the storage groove (27) extends
to the front side face (21) of the housing (20);
a back side of the storage groove (27) extends
to the rear side face (28) of the housing (20);
a second display screen coupled to the mother
board (30) is arranged on the rear side face (28)
of the housing (20);
the storage groove (27) defined on the top end
face (26) of the housing (20) is located between
the first display screen (60) and the second dis-
play screen; and
a top end face of the second display screen is
aligned with a top end face of the first display
screen (60).

4. The mobile terminal according to any one of claims
1-3, wherein

the mounting frame (40) comprises a mounting
box (41), and the first camera (410) is mounted
on the mounting box (41);
a left side face (415) of the mounting box (41)
is aligned with the left side face (23) of the hous-
ing (20);
a right side face (416) of the mounting box (41)
is aligned with the right side face (24) of the
housing (20); and
a second camera (42) coupled to the mother
board (30) is arranged on a face of the mounting
box (41) facing away the first display screen
(60), and the second camera (42) and the first
camera (410) are misaligned.

5. The mobile terminal according to claim 4, wherein

the first camera (410) is arranged on a face of
the mounting box (41) facing the first display
screen (60); and
a loudspeaker (46) coupled to the mother board
(30) is arranged on the face of the mounting box
(41) facing the first display screen (60), and is
adjacent to the top end face of the mounting box;
and
the loudspeaker (46) and the first camera (410)
are misaligned.

6. The mobile terminal according to claim 5, wherein

a gap is defined on the top end face (417) of the
mounting box (41) adjacent to the loudspeaker
(46), and the gap extends to the loudspeaker
(46); and
the gap is configured to transmit sound from the
loudspeaker (46) without extending the mount-
ing box (41) out of the storage groove (27).

7. The mobile terminal according to claim 5, wherein

a baffle (44) is arranged on a face of the mount-
ing box (41) facing the first display screen (60),
and the baffle (44) extends from the left side face
(23) of the mounting box (41) to the right side
face (24) of the mounting box (41); and
the baffle (44) is placed on the top end face of
the first display screen (60) when the mounting
frame (40) is retracted into the storage groove
(27).

8. The mobile terminal according to claim 7, wherein

a front side face of the baffle (44) is aligned with
a front side face of the first display screen (60);
a gap is defined on the baffle (44), and the gap
extends to the loudspeaker (46); and
the gap is configured to transmit sound from the
loudspeaker (46) without extending the mount-
ing box (41) out of the storage groove (27).

9. The mobile terminal according to claim 7, wherein

a connecting frame (402) is arranged around pe-
ripheral sides of the first display screen (60);
a storage notch (405) is defined on a top end
face of the connecting frame (402) correspond-
ing to a position of the baffle (44), and the stor-
age notch (405) extends to the storage groove
(27); and
the baffle (44) is retracted into the storage notch
(405) when the mounting box (41) is retracted
into the storage groove (27).

10. The mobile terminal according to claim 9, wherein
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an inclined guiding face (440) is arranged on a
side of the baffle (44) adjacent to the first display
screen (60); one end of the guiding face (440)
extends to the front side face of the mounting
frame (40), and the other end of the guiding face
(440) extends to an edge on a top end face of
the baffle (44) facing the first display screen (60);
and
a sliding face fit to the guiding face (440) is ar-
ranged on an inner wall of the storage groove
(27).

11. The mobile terminal according to claim 9, wherein

a gap is defined on the top end face (417) of the
mounting frame (40) adjacent to the loudspeak-
er (46), and the gap extends to the loudspeaker
(46); and
the gap is configured to transmit sound from the
loudspeaker (46) without extending the mount-
ing box (41) out of the storage groove (27).

12. The mobile terminal according to any one of claims
1-3, wherein
the mobile terminal further comprises a driving de-
vice (50), and the driving device (50) is configured
to drive the mounting frame (40) to extend itself out
of the storage groove (27) or retract itself into the
storage groove (27).

13. The mobile terminal according to claim 12, wherein
the driving device (50) is one of following first to sixth
driving devices:

wherein the first driving device (50) comprises:

a driving component (51) fixed in the hous-
ing (20) and coupled to the mother board
(30); and
a transmission rod (53) arranged on the
driving component (51); the transmission
rod (53) extending along a direction that the
mounting frame (40) extends itself out of the
storage groove (27) or retract itself into the
storage groove (27); and
a spiral groove (532) defined on transmis-
sion rod (53);
the mounting frame (40) comprises:

an extending bar extending along the
direction that the mounting frame (40)
extends itself out of the storage groove
(27) or retract itself into the storage
groove (27); and
a block (452) arranged on the extend-
ing bar and engaged with the spiral
groove (532) slidably;

wherein
the driving component (51) drives the trans-
mission rod (53) to rotate, and the block
(452) slides along the spiral groove (27) to
slide the extending bar, the extending bar
extends slidably along the direction that the
mounting frame (40) extends itself out of the
storage groove (27) or retract itself into the
storage groove (27), so that the mounting
frame (40) extends itself out of the storage
groove (27) or retract itself into the storage
groove (27);

wherein the second driving device (50) compris-
es:

a motor (51a) fixed in the housing (20) and
coupled to the mother board (30); and
a screw rod (53a) coupled to the motor
(51a); the screw rod (53a) extending along
the direction that the mounting frame (40)
extends itself out of the storage groove (27)
or retract itself into the storage groove (27);
a screw hole (45a) is defined on the mount-
ing frame (40), and the screw hole (45a) is
screwed to the screw rod (53a); and the mo-
tor (51a) drives the screw rod (53a) to rotate
to drive the mounting frame (40), so that the
mounting frame (40) extends itself out of the
storage groove (27) or retract itself into the
storage groove (27).

wherein the third driving device (50) comprises:

a motor (51b) fixed in the housing (20) and
coupled to the mother board (30);
a driving gear (53b) coupled to the motor
(51b); and
a rack (45b) arranged on the mounting
frame (40) and extending along the direc-
tion that the mounting frame (40) extends
itself out of the storage groove (27) or retract
itself into the storage groove (27);
teeth of the rack (45b) and teeth of the driv-
ing gear (53b) are engaged; and the motor
(51b) drives the driving gear (53b) to rotate,
to drive the rack (45b) to slide, so that the
mounting frame (40) extends itself out of the
storage groove (27) or retract itself into the
storage groove (27);

wherein the fourth driving device (50) compris-
es;

an electromagnet (51c) fixed in the housing
(20) and coupled to the mother board (30);
and
a magnet (45c) arranged on the mounting
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frame (40) and corresponding to the elec-
tromagnet (51c);
when the mother board (30) supplies power
to the electromagnet (51c), and magnetic
poles between the electromagnet (51c) and
the magnet (45c) are same, and the elec-
tromagnet (51c) and the magnet (45c) are
mutually repelled, the mounting frame (40)
is driven to extend itself out of the storage
groove (27); and
when the mother board (30) supplies power
to the electromagnet (51c) and changes the
power supply direction, and the magnetic
poles between the electromagnet (51c) and
the magnet (45c) become different, and the
electromagnet (51c) and the magnet (45c)
attract each other, the mounting frame (40)
is driven to retract itself into the storage
groove (27);

wherein the fifth driving device (50) comprises:

a motor (51d) fixed in the housing (20) and
coupled to the mother board (30);
a driving gear (514) coupled to the motor
(51d); and
a transmission rod (53d) adjacent to the mo-
tor (51d) and extending along the direction
that the mounting frame (40) extends itself
out of the storage groove (27) or retract itself
into the storage groove (27);
a connecting rod (45d) adjacent to the trans-
mission rod (53d) and sliding along the di-
rection that the mounting frame (40) ex-
tends itself out of the storage groove (27)
or retract itself into the storage groove (27);
a driven gear (534) arranged on one end of
the transmission rod (53d), and teeth of the
driven gear (534) and teeth of the driving
gear (514) are engaged;

wherein

a spiral groove (532) is defined on an outer
peripheral face of the transmission rod
(53d) along the direction that the mounting
frame (40) extends itself out of the storage
groove (27) or retract itself into the storage
groove (27);
a top end of the connecting rod (45d) is cou-
pled to mounting box (41); and
a sliding block is arranged slidably on a bot-
tom end of the connecting rod (45d); and
the sliding block is configured to be engaged
with the spiral groove (532) corresponding
to the transmission rod (53d);

wherein the sixth driving device (50) comprises:

a first elastic component (56) elastically
coupled between the housing (20) and the
mounting frame (30);
a guiding bar (57) arranged on the mounting
frame (40) along the direction that the
mounting frame (40) extends itself out of the
storage groove (27) or retract itself into the
storage groove (27); and
an alignment structure (58);
the alignment structure comprises:

a rotating component (581) rotatably
coupled to the housing (20);
a pressing component (583) rotatably
coupled to one end of the rotating com-
ponent (581);
an alignment sliding block (585) rotat-
ably coupled to the rotating component
(581) away from the other end coupled
to the pressing component (583); and
an second elastic component (587)
coupled to the alignment sliding block
(585) and configured to force the align-
ment sliding block (585) to resume its
original position;

wherein

the alignment sliding block (585) is config-
ured to align the guiding bar (57);

the pressing component (583) extends
away from the rotating component
(581) to extend from the housing (20);
and
the pressing component (583) is
pressed to drive the rotating compo-
nent (581) to rotate, so that the rotating
component (581) drives the alignment
sliding block (585) out of an alignment
of the guiding bar (57), and the first
elastic component (56) resumes from
its deformation to push the mounting
frame (40) to extend itself out of the
storage groove (27).
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