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(54) FUSELAGE EMBEDDED FUEL TANK

(57) One embodiment is a system (300) comprising
fuel tank (310) comprising a pressure vessel for storing
fuel for a vehicle, the fuel tank (310) disposed within a
fuselage (302) of the vehicle and extending a majority of
a length of the fuselage (302), wherein a center of gravity
of the fuel tank (310) is substantially aligned with a center
of gravity of the fuselage (302). The fuel tank (310) may

be disposed within the fuselage (302) such that the fuel
tank (310) bears at least a portion of a load borne by the
fuselage (302). Alternatively, the fuel tank (310) may be
disposed within the fuselage (302) such that the fuel tank
(310) is isolated from loads borne by the fuselage (302).
In certain embodiments, the fuel tank (310) comprises a
filament wound pressure vessel.
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Description

TECHNICAL FIELD

[0001] This disclosure relates in general to the field of
aircraft and, more particularly, though not exclusively, to
a fuel tank designed to be embedded in the fuselage of
an aircraft.

BACKGROUND

[0002] A fuel tank is generally defined as a safe con-
tainer for holding flammable fluids (e.g., fuel). The term
fuel tank is typically applied to the part of an engine sys-
tem in which fuel is stored and from which it is propelled
or released into the engine. Fuel tanks range in size and
complexity depending on the particular application and
purpose for which they are designed. At a minimum, a
fuel tank should provide for storage of a given amount of
fuel in a manner that prevents leakage and evaporative
emissions. A fuel tank should also be fillable in a safe
manner, provide for a method of determining an amount
of fuel remaining in the tank, be vented, and provide
means by which the fuel may be propelled or released
into the engine of the vehicle in which it is disposed.

SUMMARY

[0003] According to one aspect of the present disclo-
sure, one embodiment is a system comprising fuel tank
comprising a pressure vessel for storing fuel for a vehicle,
the fuel tank disposed within a fuselage of the vehicle
and extending a majority of a length of the fuselage,
wherein a center of gravity of the fuel tank is substantially
aligned with a center of gravity of the fuselage. The fuel
tank may be disposed within the fuselage such that the
fuel tank bears at least a portion of a load borne by the
fuselage. Alternatively, the fuel tank may be disposed
within the fuselage such that the fuel tank is isolated from
loads borne by the fuselage. In certain embodiments, the
fuel tank comprises a filament wound pressure vessel.
[0004] The fuselage may include a number of load-
bearing frame members, wherein the fuel tank is sup-
ported within the fuselage by the frame members. A rub-
ber member may be disposed on an inner surface of each
one of the frame members for supporting a bottom of the
tank. In certain embodiments, the fuel tank may include
at least one C-channel around a circumference thereof,
the system further comprising a strap disposed within the
C-channel, the strap having a first end attached to a first
one of the frame members on a first side of the fuel tank
and a second end attached to the first one of the frame
members on a second side of the fuel tank. At least one
of the first and second ends of the strap may be remov-
ably attached to the first one of the frame members. Ad-
ditionally, a bottom portion of the first one of the frame
members may be received within a portion of the C-chan-
nel disposed along a bottom portion of the fuel tank. In

some embodiments, the vehicle is an unmanned aerial
vehicle ("UAV").

BRIEF DESCRIPTION OF THE DRAWINGS

[0005] To provide a more complete understanding of
the present disclosure and features and advantages
thereof, reference is made to the following description,
taken in conjunction with the accompanying figures, in
which like reference numerals represent like elements.

FIGURES 1A-1B are simplified schematic diagrams
of an example aircraft, in accordance with certain
embodiments.
FIGURE 2 is a simplified schematic diagram of an-
other example aircraft, in accordance with certain
embodiments.
FIGURE 3A is an isometric view of a fuselage-em-
bedded fuel tank system in accordance with certain
embodiments described herein.
FIGURE 3B is a cross-sectional view of the fuselage-
embedded fuel tank system of FIGURE 3A at a line
3B-3B.
FIGURE 4 is an isometric view of a fuselage-embed-
ded fuel tank system in accordance with certain em-
bodiments described herein.
FIGURE 5A is a more detailed view of a portion of
the fuselage-embedded fuel tank system of FIGURE
4.
FIGURE 5B is a more detailed view of an embodi-
ment of a strap attachment mechanism of the fuse-
lage-embedded fuel tank system of FIGURE 4.
FIGURE 6 is a more detailed view of another portion
of the fuselage-embedded fuel tank system of FIG-
URE 4.
FIGUREs 7A and 7B illustrate more detailed views
of an embodiment of a fore-aft restraint mechanism
of the fuselage-embedded fuel tank system of FIG-
URE 4.
FIGURE 8A is an isometric view of a fuselage-em-
bedded fuel tank system in accordance with certain
embodiments described herein.
FIGURE 8B is a cross-sectional view of the fuselage-
embedded fuel tank system of FIGURE 8A at a line
8B-8B.

DETAILED DESCRIPTION

[0006] The following disclosure describes various illus-
trative embodiments and examples for implementing the
features and functionality of the present disclosure. While
particular components, arrangements, and/or features
are described below in connection with various example
embodiments, these are merely examples used to sim-
plify the present disclosure and are not intended to be
limiting. It will of course be appreciated that in the devel-
opment of any actual embodiment, numerous implemen-
tation-specific decisions may be made to achieve the de-
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veloper’s specific goals, including compliance with sys-
tem, business, and/or legal constraints, which may vary
from one implementation to another. Moreover, it will be
appreciated that, while such a development effort might
be complex and time-consuming; it would nevertheless
be a routine undertaking for those of ordinary skill in the
art having the benefit of this disclosure.
[0007] In the Specification, reference may be made to
the spatial relationships between various components
and to the spatial orientation of various aspects of com-
ponents as depicted in the attached drawings. However,
as will be recognized by those skilled in the art after a
complete reading of the present disclosure, the devices,
components, members, apparatuses, etc. described
herein may be positioned in any desired orientation.
Thus, the use of terms such as ’above’, ’below’, ’upper’,
’lower’, ’top’, ’bottom’ or other similar terms to describe
a spatial relationship between various components or to
describe the spatial orientation of aspects of such com-
ponents, should be understood to describe a relative re-
lationship between the components or a spatial orienta-
tion of aspects of such components, respectively, as the
components described herein may be oriented in any
desired direction. When used to describe a range of di-
mensions or other characteristics (e.g., time, pressure,
temperature) of an element, operations, and/or condi-
tions, the phrase "between X and Y" represents a range
that includes X and Y.
[0008] Further, the present disclosure may repeat ref-
erence numerals and/or letters in the various examples.
This repetition is for the purpose of simplicity and clarity
and does not in itself dictate a relationship between the
various embodiments and/or configurations discussed.
Example embodiments that may be used to implement
the features and functionality of this disclosure will now
be described with more particular reference to the ac-
companying FIGURES.
[0009] FIGURES 1A-1B illustrate an example embod-
iment of a rotorcraft 100. FIGURE 1A portrays a side view
of rotorcraft 100, while FIGURE 1B portrays an isometric
view of rotorcraft 100. Rotorcraft 100 includes a rotor
system 102 with a plurality of rotor blades 104. The pitch
of each rotor blade 104 can be managed or adjusted in
order to selectively control direction, thrust, and lift of
rotorcraft 100. Rotorcraft 100 further includes a fuselage
106, tail rotor or anti-torque system 108, an empennage
110, and a tail structure 112. In the illustrated embodi-
ment, tail structure 112 may be used as a horizontal sta-
bilizer. Torque is supplied to rotor system 102 and anti-
torque system 108 using at least one engine and at least
one gearbox. At least one gearbox 120 associated with
rotor system 102 is illustrated in the embodiment of FIG-
URE 1A. In some embodiments, anti-torque system 108
may also include an associated at least one gearbox 122,
as illustrated in the embodiment of FIGURE 1B.
[0010] FIGURE 2 illustrates a perspective view of an
example tiltrotor aircraft 200. Tiltrotor aircraft 200 in-
cludes nacelles 203a and 203b, a wing 205, a fuselage

206, and a tail structure 212. Nacelles 203a and 203b
respectively include rotor systems 202a and 202b, and
each rotor system 202a and 202b includes a plurality of
rotor blades 204. Moreover, each nacelle 203a and 203b
may include an engine and at least one gearbox 220a
and 220b, respectively, for driving rotor systems 202a
and 202b, respectively. In some embodiments, nacelles
203a and 203b may each be configured to rotate between
a helicopter mode, in which the nacelles 203a and 203b
are approximately vertical, and an airplane mode, in
which the nacelles 203a and 203b are approximately hor-
izontal. In the illustrated embodiment, tail structure 212
may be used as a vertical stabilizer.
[0011] It should be appreciated that rotorcraft 100 of
FIGURES 1A-1B and tiltrotor aircraft 200 of FIGURE 2
are merely illustrative of a variety of aircraft that can be
used to implement embodiments of the present disclo-
sure. Other aircraft implementations can include, for ex-
ample, fixed wing airplanes, hybrid aircraft, unmanned
aircraft, gyrocopters, a variety of helicopter configura-
tions, and drones, among other examples. Moreover, it
should be appreciated that even though aircraft are par-
ticularly well suited to implement embodiments of the
present disclosure, the described embodiments can also
be implemented using non-aircraft vehicles and devices.
[0012] As the name implies, unmanned aerial vehicles
("UAVs"), or drones, are aircraft that do not have a human
pilot aboard. Together, a UAV, a ground-based control-
ler, and a system of communications between the two
constitutes an unmanned aircraft system ("UAS"). UAVs
may operate under remote control by a human operator
or autonomously under the control of an onboard com-
puter system. While UAVs were originally primarily de-
signed for military applications, their use has expanded
to other applications, such as surveillance, product de-
livery, aerial photography, and myriad other commercial,
scientific, and recreational purposes. A UAV may be de-
signed to be expendable or recoverable and to carry le-
thal or non-lethal payloads.
[0013] Because UAVs are by definition unmanned, a
generous portion of the fuselage volume may be devoted
to fuel tanks. Embodiments described herein consolidate
fuel into fewer, larger tanks near the aircraft center of
gravity, rather than employing many small tanks distrib-
uted throughout the aircraft, thereby reducing fuel system
components and minimizing boundaries between non-
fuel and fuel-filled volumes, which are often heavy to en-
sure a fuel-tight seal. Embodiments further contain fuel
in an inherently stiff structure, such as a pressure vessel,
thereby to handle pressure differentials between the fuel
system and the rest of the aircraft in a weight efficient
manner. In contrast, fuel tanks with flat structure as fuel
boundaries can carry a significant weight penalty as ma-
terial is added to increase out-of-plane stiffness.
[0014] Particular embodiments include a fuselage
structural layout that leverages a large central pressure
vessel fuel tank. In some embodiments (e.g., FIGUREs
3A-3B and 8A-8B), the fuel tank is configured as a load-
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bearing member; in other embodiments (e.g., FIGUREs
4-7B), the fuel tank is isolated and not load-bearing. The
structural arrangement is essentially a tube within a tube,
with the outer tube comprising an outer mold line ("OML")
of the aircraft fuselage and the inner tube comprising the
fuel tank. Load bearing structural elements such as
frames, beams, and stringers are disposed between the
inner and outer tubes as required to react loads on the
aircraft.
[0015] FIGURE 3A is an isometric view of a fuselage-
embedded fuel tank system 300 in accordance with cer-
tain embodiments described herein. As shown in FIG-
URE 3A, the system 300 includes an aircraft fuselage
302 including a plurality of frame members 304, a pair of
keel beams 306 (only one of which is visible in FIGURE
3A, but the other of which is disposed on the opposite
side of fuselage 302), and a pair of roof beams 308. The
system 300 further includes an embedded fuel tank 310.
As shown in FIGURE 3A, the frame members 304 are
connected at opposite sides of top portions thereof to the
roof beams 308 and at opposite sides of bottom portions
thereof to the keel beams 306. The frame members 304
surround and provide support for the fuel tank 310, as
described in greater detail below.
[0016] FIGURE 3B is a cross-sectional view of the sys-
tem 300 of FIGURE 3A at a line 3B-3B. In addition to the
elements shown in FIGURE 3A (i.e., fuselage 302, frame
member 304, keel beams 306, roof beams 308, and fuel
tank 310), also shown in FIGURE 3B is the fuselage OML
312 and a payload bay area 314 disposed beneath the
fuel tank 310 and the bottom of the frame members 304
that support the fuel tank. In certain embodiments, the
bottom of the payload bay 314 includes doors at the OML
312 through which munitions may be dropped when the
doors are open. A section of the frame at the top of the
payload bay may act as a load path from the left to right
hand frames. As shown in FIGURE 3B, frame members
304 extend between the fuselage OML 312 and fuel tank
310. In some embodiments, aircraft mechanical and elec-
trical systems routing equipment (e.g., cables, wires,
etc.) may be disposed in and routed through areas 316
below and outboard the fuel tank 310. Additionally and/or
alternatively, such systems routing equipment may be
disposed above the fuel tank 310 at the center of the
fuselage 302.
[0017] In accordance with features of certain embodi-
ments described herein, the fuel tank 310 is positioned
within the fuselage 302 such that the center of gravity of
the fuel tank 310 is substantially aligned with the center
of gravity of the aircraft such that, as the tank 310 is grad-
ually depleted of fuel during a flight, the center of gravity
of the tank, and hence the aircraft, remains substantially
unaffected. Those of ordinary skill in the art would ap-
preciate that a consistent aircraft center of gravity is a
benefit to stability and control because deflections of con-
trol surfaces to trim the aircraft remain consistent as fuel
is burned. This simplifies flight controls, control surface
sizing, and may eliminate the need for a complex fuel

management system to manage aircraft center of gravity
during flight.
[0018] FIGURE 4 illustrates a partial isometric view of
another fuselage-embedded fuel tank system 400 in ac-
cordance with embodiments described herein. As shown
in FIGURE 4, the system 400 includes an aircraft fuse-
lage 402 including a plurality of frame members 404, a
pair of keel beams, such as keel beam 406, and a pair
of roof beams 408. In the embodiment illustrated in FIG-
URE 4, a fuel tank 410 is secured within the fuselage 402
by straps 412 that extend from one side of a respective
frame member 404 to the other side of the same frame
member over the top of fuel tank 410. The bottom of the
fuel tank 410 is supported, or cradled, by the bottom por-
tion of the frame members 404, as will be described in
greater detail below. The straps 412 may be constructed
of nylon, cotton, or other type of webbing, for example.
[0019] Referring now to FIGURE 5A, illustrated therein
is a more detailed view of a portion of the system 400.
As shown in FIGURE 5A, the fuel tank 410 includes a
plurality of C-channels, such as a channel 500, each of
which aligns with a respective frame member 404 such
that the corresponding strap 412 may be connected to
one side of the frame member 404 via an attachment
mechanism 502 and lie within the C-channel over and
across the top of the tank 410 and attached on the other
side of the tank to the opposite side of the frame member
in a similar and/or corresponding fashion. In certain em-
bodiments, the interior surface of each of the C-channels
500 may be reinforced to add stiffness to the tank under-
neath the strap 412. Additionally, the C-channels 500
add stiffness to the tank to prevent the tank from deflect-
ing substantially when the strap 412 is tightened. A pur-
pose of the C-channels 500 is to prevent fore and aft
movement of the strap 412 along the surface of the fuel
tank 410 over which it extends, thereby providing addi-
tional security for the fuel tank 410. FIGURE 5B illustrates
a more detailed view of the strap attachment mechanism
502. As illustrated in FIGURE 5B, a rubber member 510
may be provided within each of the C-channels 500,
which extends around the bottom portion of the fuel tank
410 for providing extra cushioning of the tank against the
frame member 404, as will be shown and described in
greater detail below. It will be recognized that the mem-
bers 510 may be constructed of a cushioning material
other than rubber in various embodiments. A variety of
mechanisms may be used to implement the strap attach-
ment mechanism 502, including, but not limited to, a lad-
der lock, a cinch lock, a tri glide, a custom bracket or
mount, a buckle system, and a hook. It will be noted that
different mechanisms may be deployed on opposite
sides of the tank/member, with one side being a more
permanent attachment structure and the other providing
a releasable and/or adjustable structure, thereby to en-
able the fuel tank 410 to be easily removed from and
installed in the fuselage 402.
[0020] FIGURE 6 is a more detailed view of a portion
of the system 400. As shown in FIGURE 6, each of the
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frame members 404 is configured such that the bottom
portion of the frame member may rest within the corre-
sponding C-channel 500 along the bottom portion of the
tank 410. The rubber member 510 provides additional
cushioning for the fuel tank 410 where the tank is in con-
tact with the frame member 404. A slight clearance may
be provided between the frame 404 and the tank 410
along the top portion of the tank over which the strap 412
is disposed to allow for the tank to be installed. Addition-
ally, as the top of the tank 410 is held in place by the
straps 412, there is no need for the frames 404 to be in
contact with the upper side of the tank.
[0021] Although the combination of the C-channel 500,
straps 412, and frame members 404 operate to provide
some restraint of fore and aft movement of the fuel tank
410 within the fuselage 402, it will be recognized that a
primary purpose of the combination is to prevent up and
down movement of the fuel tank 410. Therefore, it may
be beneficial in some embodiments to provide additional
restraints to further secure the fuel tank 410 and prevent
fore-aft movement. Referring now to FIGUREs 7A and
7B, illustrated therein is a portion of the system 400 show-
ing a fore-aft restraint 700 for further restraining fore and
aft shifting of the fuel tank 410 within the fuselage 402,
especially during flight. As shown in FIGUREs 7A and
7B, the fore-aft restraint 700 includes a block attached
to the keel beam 406 recessed inside of the C-channel
500 in a manner that inhibits fore-aft movement of the
tank 410. Although not shown, it will be recognized that
a corresponding restraint may be disposed on the oppo-
site side of the tank 410 in the same manner. Additionally,
multiple such restraints may be disposed along the length
of the fuel tank 410 at each C-channel 500 on one or
both sides of the tank 410. Other embodiments of fore-
aft restraints may include vertical fasteners disposed be-
tween the beam and the tank 410 and a strut between
the beam and tank in the fore-aft direction.
[0022] It will be noted that either the roof beam or the
keel beam may be used to provide a fore-aft load path;
however, the keel beam is more likely to be used to pro-
vide such a load path, since the strap is not in the way
at that location. Because the tank already has additional
structure at the strap location, the fore-aft restraint may
be located there as well. A variety of different embodi-
ments may be used to implement fore-aft restraint. For
example, the restraint may be implemented using a fitting
with a stud projecting vertically downward from the tank
and in alignment with a hole in a cap of the keel beams
on the left- and right-hand sides. Alternatively, instead of
a stud, the tank could have a fitting with a threaded insert
or nut plate and a bolt could be installed through a hole
in the keel beam cap and into the threaded fitting on the
left- and right-hand sides. Still further, instead of a single
bolt on each side, there could be multiple bolts installed
into a fitting located at the C-channel on the left- and
right-hand sides.
[0023] A strut, like the fasteners, may be provided on
both the left- and right-hand sides of the tank. As with

the fasteners, the keel beam is more likely than the roof
beam to be used to provide the load path, since the strap
is not in the way. A fitting should be provided on the tank
for the strut to connect to. The extra structure provided
by the C-channel makes it a likely location for the strut.
The fittings may be disposed directly above the keel
beam, with clearance between the top of the keel beam
and the bottom of the tank so that there is enough room
for the strut to pass through. A corresponding fitting may
be provided on the top of the keel beam, either fore or
aft of the one on the tank. The strut may be bolted to
each of the fittings.
[0024] FIGUREs 8A and 8B illustrate simplified views
of an alternative embodiment of a fuselage-embedded
fuel tank system 800 in accordance with embodiments
described herein. Unlike the embodiment shown in FIG-
UREs 3A and 3B, the fuselage is simplified to a round
shape and does not contain added features such as a
payload bay. As shown in FIGURE 8, the system 800
includes a fuselage 802 including a number of frame
members 804, pressure bulkheads 806, 808. FIGURE
8B is a cross-sectional view of the system 800 shown in
FIGURE 8A. As shown in FIGURE 8A, the fuel tank 810
includes an inner skin (i.e., fuel tank wall) 820, and an
outer skin 822 (i.e., fuselage skin) separated by a frame
member 804. A plurality of longerons 824 are provided
as necessary. In accordance with features of embodi-
ments described herein, the longerons and frames can
take any form; their design is driven by what is needed
to react to loads on the aircraft. Additionally, the elements
tie the OML skin to the fuel tank skin, forcing the two
pieces of structure to function together to carry the load.
The space between the tank and the OML is used to
route systems, as described above.
[0025] In certain embodiments, the fuel tank may be
filament wound as one large part or multiple individual
parts, thus saving on additional fasteners at wet-dry
boundaries. In certain embodiments, the fuel tank may
be filament wound in the same manner in which compos-
ite fuselage sections are wound. In particular, a large
mandrel holding a tool spins and the composite (e.g.,
carbon) fiber is wound around it. At a splice between two
sections of the tank, a strap may be disposed that runs
around the outside and is fastened to both sections with
two or more rows of fasteners on each side of the joint.
[0026] Embodiments described herein make lightning
strike less of a concern, as the fuel tank can be isolated
from the outer skin of the fuselage. The single fuel tank
consolidates a large volume of fuel into one tank at center
of gravity, adds stiffness to the fuselage and is inherently
stiff for pressure loads, and renders system routing near
fuselage OML more accessible.
[0027] It will be noted that in the embodiments illustrat-
ed in FIGUREs 3A-3B and 8A-8B, the fuel tank is built
into the fuselage structure and designed to be take loads
(i.e., load-bearing), whereas in the embodiments illus-
trated in FIGUREs 4-7B, the fuel tank is isolated from the
fuselage structure and designed to react only to fuel
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loads. In each of the embodiments, the fuel tank may be
positioned such that the center of gravity thereof is
aligned with that of the fuselage, thereby providing the
benefits outlined above.
[0028] The flowcharts and diagrams in the Figures il-
lustrate the architecture, functionality, and operation of
possible implementations of various embodiments of the
present disclosure. It should also be noted that, in some
alternative implementations, the function(s) associated
with a particular block may occur out of the order specified
in the FIGURES. For example, two blocks shown in suc-
cession may, in fact, be executed substantially concur-
rently, or the blocks may sometimes be executed in the
reverse order or alternative orders, depending upon the
functionality involved.
[0029] Although several embodiments have been illus-
trated and described in detail, numerous other changes,
substitutions, variations, alterations, and/or modifica-
tions are possible without departing from the spirit and
scope of the present disclosure, as defined by the ap-
pended claims. The particular embodiments described
herein are illustrative only and may be modified and prac-
ticed in different but equivalent manners, as would be
apparent to those of ordinary skill in the art having the
benefit of the teachings herein. Those of ordinary skill in
the art would appreciate that the present disclosure may
be readily used as a basis for designing or modifying
other embodiments for carrying out the same purposes
and/or achieving the same advantages of the embodi-
ments introduced herein. For example, certain embodi-
ments may be implemented using more, less, and/or oth-
er components than those described herein. Moreover,
in certain embodiments, some components may be im-
plemented separately, consolidated into one or more in-
tegrated components, and/or omitted. Similarly, methods
associated with certain embodiments may be implement-
ed using more, less, and/or other steps than those de-
scribed herein, and their steps may be performed in any
suitable order.
[0030] Numerous other changes, substitutions, varia-
tions, alterations, and modifications may be ascertained
to one of ordinary skill in the art and it is intended that
the present disclosure encompass all such changes, sub-
stitutions, variations, alterations, and modifications as
falling within the scope of the appended claims.
[0031] One or more advantages mentioned herein do
not in any way suggest that any one of the embodiments
described herein necessarily provides all the described
advantages or that all the embodiments of the present
disclosure necessarily provide any one of the described
advantages. Note that in this Specification, references
to various features included in ’one embodiment’, ’exam-
ple embodiment’, ’an embodiment’, ’another embodi-
ment’, ’certain embodiments’, ’some embodiments’, ’var-
ious embodiments’, ’other embodiments’, ’alternative
embodiment’, and the like are intended to mean that any
such features are included in one or more embodiments
of the present disclosure, but may or may not necessarily

be combined in the same embodiments.
[0032] As used herein, unless expressly stated to the
contrary, use of the phrase ’at least one of, ’one or more
of and ’and/or’ are open ended expressions that are both
conjunctive and disjunctive in operation for any combi-
nation of named elements, conditions, or activities. For
example, each of the expressions ’at least one of X, Y
and Z’, ’at least one of X, Y or Z’, ’one or more of X, Y
and Z’, ’one or more of X, Y or Z’ and ’A, B and/or C’ can
mean any of the following: 1) X, but not Y and not Z; 2)
Y, but not X and not Z; 3) Z, but not X and not Y; 4) X
and Y, but not Z; 5) X and Z, but not Y; 6) Y and Z, but
not X; or 7) X, Y, and Z. Additionally, unless expressly
stated to the contrary, the terms ’first’, ’second’, ’third’,
etc., are intended to distinguish the particular nouns (e.g.,
element, condition, module, activity, operation, etc.) they
modify. Unless expressly stated to the contrary, the use
of these terms is not intended to indicate any type of
order, rank, importance, temporal sequence, or hierarchy
of the modified noun. For example, ’first X’ and ’second
X’ are intended to designate two X elements that are not
necessarily limited by any order, rank, importance, tem-
poral sequence, or hierarchy of the two elements. As
referred to herein, ’at least one of, ’one or more of, and
the like can be represented using the ’(s)’ nomenclature
(e.g., one or more element(s)).
[0033] In order to assist the United States Patent and
Trademark Office (USPTO) and, additionally, any read-
ers of any patent issued on this application in interpreting
the claims appended hereto, Applicant wishes to note
that the Applicant: (a) does not intend any of the append-
ed claims to invoke paragraph (f) of 35 U.S.C. Section
112 as it exists on the date of the filing hereof unless the
words "means for" or "step for" are specifically used in
the particular claims; and (b) does not intend, by any
statement in the specification, to limit this disclosure in
any way that is not otherwise reflected in the appended
claims.

Claims

1. A system comprising:

a fuel tank comprising a pressure vessel for stor-
ing fuel for a vehicle, the fuel tank disposed with-
in a fuselage of the vehicle and extending a ma-
jority of a length of the fuselage, wherein a center
of gravity of the fuel tank is substantially aligned
with a center of gravity of the fuselage.

2. An aircraft comprising:

a fuel system, the fuel system comprising:

a fuel tank comprising a pressure vessel for
storing fuel for the aircraft, the fuel tank dis-
posed within a fuselage of the aircraft and
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extending a majority of a length of the fuse-
lage, wherein a center of gravity of the fuel
tank is substantially aligned with a center of
gravity of the fuselage.

3. An unmanned aerial vehicle ("UAV") comprising:

an elongated fuselage; and
a fuel system comprising:

a fuel tank comprising a pressure vessel for
storing fuel for the aircraft, the fuel tank dis-
posed within the fuselage and extending a
majority of a length of the fuselage, wherein
a center of gravity of the fuel tank is sub-
stantially aligned with a center of gravity of
the fuselage.

4. The system of Claim 1 or the aircraft of claim 2, or
the UAV of claim 3, wherein the fuel tank is disposed
within the fuselage such that the fuel tank bears at
least a portion of a load borne by the fuselage.

5. The system of Claim 1 or the aircraft of claim 2, or
the UAV of claim 3, wherein the fuel tank is disposed
within the fuselage such that the fuel tank is isolated
from loads borne by the fuselage.

6. The system of Claim 1 or 4 or 5, or the aircraft of
claim 2 or 4 or 5, or the UAV of any of claims 3 to 5,
wherein the fuel tank comprises a filament wound
pressure vessel.

7. The system of any preceding system claim, or the
aircraft of any preceding aircraft claim, or the UAV
of any preceding UAV claim, wherein the fuselage
comprises a plurality of load-bearing frame members
and wherein the fuel tank is supported within the fu-
selage by the frame members.

8. The system, aircraft or UAV of Claim 7 further com-
prising a rubber member disposed on an inner sur-
face of each one of the frame members for support-
ing a bottom of the tank.

9. The system, aircraft or UAV of Claim 7 or 8, wherein
the fuel tank comprises at least one C-channel
around a circumference thereof, the system further
comprising a strap disposed within the C-channel,
the strap having a first end attached to a first one of
the frame members on a first side of the fuel tank
and a second end attached to the first one of the
frame members on a second side of the fuel tank;
wherein the C-chanel is optionally a reinforced C-
chanel.

10. The system, aircraft or UAV of claim 9, wherein at
least one of the first and second ends of the strap is

removably attached to the first one of the frame mem-
bers.

11. The system, aircraft or UAV of claim 9 or 10, wherein
a bottom portion of the first one of the frame members
is received within a portion of the C-channel dis-
posed along a bottom portion of the fuel tank.

12. The system of any preceding system claim, or the
aircraft of any preceding aircraft claim, wherein the
vehicle comprises an unmanned aerial vehicle
("UAV") fuselage.
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