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RECEIVER AND METHOD FOR NAVIGATION AND POSITIONING OF THE RECEIVER
er-phase observation equation; constructing a second
observation according to the corrected pseudorange observation equation and the corrected carrier-phase observation equation; and jointly solving the obtained first
observations and second observations of the plurality of
satellites to obtain an operation result of user positioning,
wherein the correction parameters is selected from the
following combinations: a partition comprehensive correction x4; and a combination of the partition comprehensive correction x4 and at least one of an orbit correction
x1, a clock difference correction x2 and an ionosphere
correction x3.
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The present application provides a method for
navigation and positioning of a receiver, comprising:receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing a
pseudorange observation equation and a carrier-phase
observation equation corresponding to each of satellites
respectively; correcting the pseudorange observation
equation and the carrier-phase observation equation using the received correction parameters to obtain the corrected pseudorange observation equation and the corrected carrier-phase observation equation; constructing
a first observation according to the corrected pseudorange observation equation and the corrected carri-
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Description
TECHNICAL FIELD OF THE DISCLOSURE
5

[0001] The present application relates to the field of navigation and positioning, and in particular to a method for
navigation and positioning of a receiver, a receiver and a computer readable medium.
BACKGROUND
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[0002] At present, the Global Navigation Satellite System (GNSS) is becoming more and more popular, the application
of GNSS systems and the use of GNSS receivers are becoming more and more widespread. In an actual practice, there
is at least a problem that the accuracy of positioning of a GNSS receiver is not high enough and that the convergence
thereof is slow.
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[0003] In view of this, the technical schemes proposed by the present application are described in detail below.
[0004] In one aspect,the present application provides a method for navigation and positioning of a receiver, the method
comprising: receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing
a pseudorange observation equation and a carrier-phase observation equation corresponding to each of satellitesrespectively based on the received basic broadcast messages; correcting the pseudorange observation equation and the
carrier-phase observation equation using the received correction parameters corresponding to each of satellites to obtain
the corrected pseudorange observation equation and the corrected carrier-phase observation equation; constructing an
ionosphere-free combined observation of each of satellites as a first observation according to the corrected pseudorange
observation equation and the corrected carrier-phase observation equation; constructing a second observation corresponding to each of satellites according to the corrected pseudorange observation equation and the corrected carrierphase observation equation; and jointly solving the obtained first observations and second observations of the plurality
of satellites to obtain anoperation result of user positioning, wherein the correction parameters is selected from the
following combinations: a partition comprehensive correction x4; and a combination of the partition comprehensive
correction x4 and at least one of an orbit correction x1, a clock difference correction x2 and an ionosphere correction x3.
[0005] In some embodiments, the method can be applied to a single-frequency, dual-frequency or tri-frequency receiver.
[0006] In another aspect,the present application provides a receiver, comprising: an antenna for receiving basic broadcast messages and correction parameters; at least one storage apparatus for storing the basic broadcast messages
and the correction parametersreceived; a processing module for processing the basic broadcast messages and correction
parameters in the storage apparatus to obtain an operation result of user positioning; and a user interaction module for
indicating the result of the user positioning, wherein the processing module is used to perform the following operations:
receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing a pseudorange
observation equation and a carrier-phase observation equation corresponding to each of satellitesrespectively based
on the received basic broadcast messages; correcting the pseudorange observation equation and the carrier-phase
observation equation using the received correction parameters corresponding to each of satellites to obtain the corrected
pseudorange observation equation and the corrected carrier-phase observation equation; constructing an ionospherefree combined observation of each of satellites as a first observation according to the corrected pseudorange observation
equation and the corrected carrier-phase observation equation; constructing a second observation corresponding to
each of satellites according to the corrected pseudorange observation equation and the corrected carrier-phase observation equation; and jointlysolving the obtained first observations and second observations of the plurality of satellites
to obtain the operation result of the user positioning, wherein the correction parameters is selected from the following
combinations: a partition comprehensive correction x4; and a combination of the partition comprehensive correction x4
and at least one of anorbit correction x1, a clock difference correction x2 and an ionosphere correction x3.
[0007] In a further aspect of the present application, the present application provides a non-transitory computer readable
medium comprising instructions which, when executed by at least one processing module, cause the at least one
processing module to perform a method for navigational and positioning, the method comprising: receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing a pseudorange observation equation
and a carrier-phase observation equation corresponding to each of satellites respectively based on the received basic
broadcast messages; correcting the pseudorange observation equation and the carrier-phase observation equation
using the received correction parameters corresponding to each of satellites to obtain the corrected pseudorange observation equation and the corrected carrier-phase observation equation; constructing an ionosphere-free combined
observation of each of satellites as a first observation according to the corrected pseudorange observation equation and
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the corrected carrier-phase observation equation; constructing a second observation corresponding to each of satellites
according to the corrected pseudorange observation equation and the corrected carrier-phase observation equation;
and jointlysolving the obtained first observations and second observations of the plurality of satellites to obtain the
operation result of the user positioning, wherein the correction parameters is selected from the following combinations:
a partition comprehensive correction x4; and a combination of the partition comprehensive correction x4 and at least one
of anorbit correction x1, a clock difference correction x2 and an ionosphere correction x3.
[0008] Embodiments of the present invention have at least one of the following beneficial effects.
[0009] The embodiments of the present invention,by receiving and using the correction parameters, refine the error
correction in the positioning and improve the accuracyof positioning of the receiver (achieve at least the decimeter-level
accuracy of positioning), thereby meeting the requirements of high-accuracy positioning of different industries including,
but not limited to, measurement, mechanical control, precision agriculture, intelligent transportation, logistics and asset
tracking, engineering management, engineering construction, blind navigation, early warning monitoring, emergency
rescue, etc. Furthermore, the embodiments of the invention further improve the convergence speed,are able toconverge
quickly and shorten the initialization time of the receiver, so that the receiver is quickly brought into a substantial highaccuracy positioning working state.
[0010] Other aspects and embodiments of the present application will become apparent from the following detailed
description, and the principles of the present application are explained by way of example in conjunction with the drawings.
BRIEF DESCRIPTION OF THE DRAWINGS
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[0011] In order to more clearly explain the technical schemes of the embodiments of the present invention, the attached
drawings of the embodiments will be briefly introduced below. Obviously, the attached drawings in the following description
merely relate to some embodiments of the present invention, they do not limit the present invention.
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Fig.1 shows a satellite positioning system according to an embodiment of the present invention;
Fig.1A schematically shows the structure of a correction parameters information generating apparatus 100;
Fig.2 schematically shows the flow of superimposing a correction parameters with a basic navigation message
protocol;
Fig.3A is a timing matching schematic diagram of superimposing an orbit correction and a partition comprehensive
correction on the basis of a basic navigation message;
Fig.3B is a timing matching schematic diagram of superimposing a clock difference correction and a partition comprehensive correction on the basis of a basic navigation message;
Fig.3C is another timing matching schematic diagram of superimposing a clock difference correction and a partition
comprehensive correction on the basis of a basic navigation message;
Fig.3D is a timing matching schematic diagram of superimposing an orbit correction, a clock difference correction
and a partition comprehensive correction on the basis of a basic navigation message;
Fig.3E is another timing matching schematic diagram of superimposing an orbit correction, a clock difference correction and a partition comprehensive correction on the basis of a basic navigation message;
Fig.4 shows a block diagram of the configuration of main units of a message broadcast apparatus for an enhanced
parameter in a satellite navigation system according to an embodiment of the present invention;
Fig.5 is a schematic diagram illustrating a navigation message frame structure model according to an embodiment
of the present invention;
Fig.6 is a schematic diagram illustrating navigation message information contents in a navigation message frame
structure model according to an embodiment of the present invention;
Fig.7 is a schematic diagram illustrating an arrangement relationship in time of pages of a sub-frame in a navigation
message frame structure model according to an embodiment of the present invention;
Figs.8A to 8L are schematic diagrams respectively illustrating examples of message arrangements of pages 1∼6
of sub-frames 2∼4 for broadcasting partition comprehensive correction parameters according to an embodiment of
the present invention;
Figs.9A to 9B are schematic diagrams respectively illustrating examples of message arrangements of pages 5∼6
of sub-frame 3 for broadcasting satellite clock difference correction parameters according to an embodiment of the
present invention;
Figs.10A to 10E are schematic diagrams respectively illustrating examples of message arrangements of pages
23∼30, 83∼90 of sub-frame 5 for broadcasting GPS partition comprehensive correction parameters according to an
embodiment of the present invention;
Figs. 11A to 11E are schematic diagrams respectively illustrating examples of message arrangements of pages
117∼120, 31, 91 of sub-frame 5 for broadcasting satellite orbit correction parameters according to an embodiment
of the present invention;
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Fig.12 is a flowchart illustrating a message broadcast method for an enhanced parameter in a satellite navigation
system according to another embodiment of the present invention;
Fig.13 shows a schematic structural block diagram of a receiver system according to an embodiment of the present
application;
Fig.14 shows a flowchart of a navigation and positioning method of a single-frequency receiver using correction
parameters including a partition comprehensive correction x4, an orbit correction x1, a clock difference correction
x2 and an ionosphere correction x3 according to another embodiment of the present application;
Fig.15 shows a flowchart of a dual-frequency navigation and positioning method of a dual-frequency receiver using
correction parameters including a partition comprehensive correction x4, an orbit correction x1, a clock difference
correction x2 and an ionosphere correction x3 according to another embodiment of the present application;
Fig.16 shows a flowchart of a navigation and positioning method of a single-frequency receiver using correction
parameters including a partition comprehensive correction x4, a clock difference correction x2 and an ionosphere
correction x3 according to another embodiment of the present application;
Fig.17 shows a flowchart of a navigation and positioning method of a dual-frequency receiver using correction
parameters including a partition comprehensive correction x4, a clock difference correction x2 and an ionosphere
correction x3 according to another embodiment of the present application;
Fig.18 shows a flowchart of a navigation and positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction x4, an orbit correction x1, a clock difference correction x2 and
an ionosphere correction x3 according to another embodiment of the present application;
Fig.19 shows a flowchart of a navigation and positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction x4, a clock difference correction x2 and an ionosphere correction
x3 according to another embodiment of the present application;
Fig.20 shows a flowchart of a navigation and positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction x4, an orbit correction x1, a clock difference correction x2 and
an ionosphere correction x3 according to another embodiment of the present application;
Fig.21 shows a flowchart of a navigation and positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction x4, a clock difference correction x2 and an ionosphere correction
x3 according to another embodiment of the present application;
Fig.22 shows a flowchart of a navigation and positioning method of a single-frequency receiver using correction
parameters including a partition comprehensive correction x4 according to another embodiment of the present
application;
Fig.23 shows a flowchart of a navigation and positioning method of a dual-frequency receiver using correction
parameters including a partition comprehensive correction x4 according to another embodiment of the present
application;
Fig.24 shows a flowchart of a navigation and positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction x4 according to another embodiment of the present application;
Fig.25 shows a flowchart of a navigation and positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction x4 according to another embodiment of the present application.
[0012] In the following specification, reference is made to attached drawings that form a part thereof and in which it
is shown by way of setting forth specific exemplary embodiments in which the disclosure is practiced. These embodiments
are described in sufficient detail to enable those skilled in the art to practice the concepts disclosed herein, and it should
be understood that modifications to various embodiments disclosed may be made and other embodiments may be used
without departing from the scope of the present disclosure. Therefore, the following detailed description shall not to be
considered as with a limiting implication.
DETAILED DESCRIPTION
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[0013] In order to make the objectives, technical schemes and advantages of embodiments of the present invention
clearer, the technical schemes of the embodiments of the present invention will be described clearly and completely in
conjunction with the attached drawings of the embodiments of the present invention in the following. Obviously, the
described embodiments are a part of the embodiments of the present invention, not all of the embodiments. All other
embodiments obtained by those ordinary skills in the art based on the described embodiments of the present invention
without creative efforts are within the scope of protection of the present invention.
[0014] Unless otherwise defined, technical terms or scientific terms used herein should be of general meanings as
understood by those ordinary skills in the art to which the present invention belongs. The terms "first", "second" and the
like, as used in the specification and claims of the present invention patent application, do not denote any order, quantity
or importance, but rather are used to distinguish between different components. Similarly, "a" or "an" or the like does
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not mean a quantitative limitation but means that at least one exists.
[0015] A navigation satellite usually broadcasts only basic navigation message to meet the user’s requirement for 10meter-level basic navigation and positioning. In order to improve the accuracy of positioning, the correction parameters
are usually supplied to the user terminal (receiver) via a communication satellite or through a network. That is to say,
the user terminal (receiver) employs the received basic navigation message and correction parameters to determine its
own position, so that the accuracy of positioning can be improved. However, the accuracy of positioning in the prior art
can only reach meter-level, still cannot meet the requirements for accuracy of positioning of certain industries, for example,
industries such as precision agriculture, high-accuracy measurement and the like, which require achieving decimeterlevel accuracy of positioning to meet the needs of daily work.
[0016] The aforementioned correction parameters can also be broadcast through an independent satellite navigation
enhancement system. For example, the current navigation enhancement systems mainly include the WAAS (Wide Area
Augmentation System) system in the United States, the EGNOS (European Geostationary Navigation Overlay Service)
system in Europe, the MSAS (Multi-functional Satellite Augmentation System) in Japan, and the SDCM (Differential
Corrections and Monitoring) system in Russia, etc. These systems are operational control systems independent of GPS
or GLONASS.
[0017] Correction parameters is for the purpose of improving the accuracy of the system’s real-time service, the basic
idea is to distinguish between the main error sources such as satellite orbit error, satellite clock difference and ionosphere
delay, establish a model of each error source, and generate corrections for correcting the errors of these parameters
(clock difference, orbit, etc.) in the basic navigation. The calculated corrections are referred to as correction parameters
(or enhanced parameters, enhanced corrections, enhancement information), the correction parameters are broadcast
to the user terminal (user end, receiver) via a satellite communication link or through a network.
[0018] In view of this, according to a satellite positioning method and a satellite positioning system of an embodiment
of the present invention, by designing a high-accuracy wide-area differential parameter model, correction parameters
are broadcast in a satellite navigation message, and a method of protocol superimposition is employed to achieve the
integrated design of the basic navigation message plus correction parameters, for example, the correction parameters
are broadcast on the basis of the basic navigation message, the correction parameters include the orbit correction, the
satellite clock difference correction, the ionosphere correction and the partition comprehensive correction, etc. and the
superimposed fusion matching of the correction parameters can be realized, then the correction parameters are directly
broadcast uniformly by the navigation satellite of the satellite navigation system. Through the wide-area difference model,
an integrated service based on the basic navigation, navigation enhancement and precision positioning of the satellite
navigation system itself can be realized, and wide-area navigation and positioning of the decimeter-level accuracy can
be realized without adding other communication channels.
[0019] In addition, existing navigation systems, such as GPS, have a basic navigation message structure employing
a fixed frame structure, and the scalability thereof is poor; and the basic navigation information and correction parameters
are not uniformly broadcast, but are broadcast separately by two systems, a satellite navigation system and a satellite
navigation enhancement system (e.g., GPS and WAAS), resource consumption is large, the link resource occupation
is large, not the combination of fast and slow, and the flexibility is low.
[0020] According to the satellite positioning method and the satellite positioning system of the embodiment of the
present invention, it is also possible to realize the message arrangement and the message broadcasting for various
error corrections (for example, clock difference correction, orbit correction, partition comprehensive correction, etc.) in
the satellite navigation system. For example, in accordance with the byte sizes and the update frequencies of respective
parameters involved in the error correction that needs to be broadcast, their respective insertion positions (page positions
of a sub-frame) in the reserved space in the original navigation message frame structure model (including the basic
navigation information) is determined to perform the message arrangement, and a ground station uploads the arranged
message via an uplink injection link to a satellite for broadcasting.
[0021] According to the satellite positioning method and the satellite positioning system of the embodiment of the
present invention, it is further possible to provide a method for navigation and positioning of a receiver, a receiver and
a computer readable medium. According to the type of parameters received by the receiver and the specific conditions
of the receiver, the receiver can provide matching strategies of different algorithms to properly process the received
parameters to correct the obtained observation values of pseudoranges and carrier-phases, thereby realizing the positioning calculation which improves accuracy.
[0022] Fig.1 shows a satellite positioning system according to an embodiment of the present invention. As shown in
Fig.1, the satellite positioning system includes navigation satellites, a base station, an observation station, and may also
include a receiver.
[0023] The observation station includes a monitoring terminal and a correction parameters information generating
apparatus. The monitoring terminal receives the observation data transmitted from the navigation satellites, and the
correction parameters information generating apparatus generates correction parameters based on the received observation data, then these correction parameters are transmitted by the monitoring terminal to the base station. For example,
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the correction parameters information generating apparatus first performs preprocessing, precise orbit determination
and time synchronization processing on the satellite observation data, then calculates one or more of the following
parameters: the ionosphere correction, the real-time clock difference correction, the real-time orbit correction, the partition
comprehensive correction, etc. according to specific requirements.
[0024] The correction parameters generated by the correction parameters information generating apparatus at the
observation station are transmitted by the observation station monitoring terminal to the base station.
[0025] A switch and an apparatus for superimposing, encoding, and broadcasting of message parameters are provided
at the base station. The switch receives the basic navigation message from the satellites, the apparatus for superimposing,
encoding and broadcasting of message parameters encodes the correction parameters for enhancement into the basic
navigation message through protocol superimposition to realize the integration of the message, and set the broadcasting.
For example, the apparatus for superimposing, encoding and broadcasting of message parameters may also set the
broadcast frequencies of the correction parameters, select the link for the message broadcasting, set the broadcast
format and the broadcast strategy of the message, verify the message broadcast performance, and transmit the data
message to be injected to the satellite in the uplink to the switch. The switch of the satellite base station transmits the
integrated-coded message to the satellite via the uplink injection link, with the satellite being a satellite (i.e., a navigation
satellite) for providing navigation and positioning which may belong to different satellite navigation systems, for example,
may be a GPS satellite, a Beidou satellite, or the like.
[0026] The navigation satellite broadcasts the integrated satellite navigation message, that it receives from the base
station, in which the correction parameters is added, and it can be received by the receiver. The receiver includes a
receiving-end message processing apparatus which decodes the integrated satellite navigation message received by
the receiver, decodes correction parameters for enhancement therefrom, and constructs observations, performs parameter correction (embodiments of the present invention have no limitation on the order of constructing observations and
performing parameter correction), the positioning solution, etc., to obtain the positioning information based on the correction parameters, and may also perform the accuracy evaluation.
[0027] Next, the above-described signal and data processing procedures performed at the observation station, the
base station and the receiver are separately described.
[0028] As described above, there is provided at the observation station a correction parameters information generating
apparatus which may generate correction parameters such as an ionosphere correction, a real-time clock difference
correction, a real-time orbit correction, and a partition comprehensive correction, to enhance the satellite navigation
(positioning) accuracy, then multiple parameters therein are superimposed at the base station.
[0029] In order to achieve the superimposition of the correction parameters, a model of a correction parameters is first
established and a correction parameters is generated based on the model.
[0030] According to the satellite positioning method and the satellite positioning system of the embodiment of the
present invention, not only the correction parameters can be realized through being broadcast only by a navigation
satellite, but the correction parameters may also be broadcast through a ground-based network.
[0031] The satellite orbit in the basic navigation message generally needs to be forecasted for 1∼2 hours, and its
forecast error will increase over time. The satellite orbit correction parameters is to make use of the observation data of
the ground observation station network and resolve the error of the satellite orbit forecast in real time so as to correct
the satellite orbit in the basic navigation message in real time, it may include satellite identifiers, satellite orbit corrections
and the equivalent distance error status identifiers of the satellite orbit corrections.
[0032] For example, for orbit corrections, a model may be established as follows:
Orbit corrections of n Beidou satellites and m GPS satellites at time t0 may be expressed as:
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[0033] In the above equation, dx,dy,dz,dx,dy,dz each represents the corrections and the rates of change of the threedimensional vector value XYZ of the satellite orbit correction, and the superscript indicates whether the satellite is a
GPS or BDS satellite, the subscript is a satellite number.
[0034] From time t0 to time ti, within the effective time of the satellite orbit correction, the satellite orbit corrections dx,
dy, dz may be calculated by the following equation:

25

30

35

40

45

[0035] Through the above-mentioned orbit correction model, the satellite orbit correction may be calculated by using
different methods. By accurately correcting spatial signals, satellite orbit corrections represent an orbit normal error
correction, an orbit radial error correction and an orbit tangential error correction in different viewing directions. For
example, the satellite orbit correction (correction value) may be comprehensively resolved by using a pseudorange
observation value and a carrier-phase observation value.
[0036] As mentioned before, the satellite clock difference in the basic navigation message generally needs to be
forecasted for 1∼2 hours, its forecast error will increase over time. The satellite clock difference correction is to make
use of the observation data of the ground observation station network and resolve the error of the satellite clock difference
forecast in real time so as to correct the satellite clock difference parameters in the basic navigation message in real
time, it may include satellite identifiers, satellite clock difference corrections, the satellite clock difference correction
truncation errors and the satellite differential equivalent distance error status identifiers.
[0037] For example, for a clock difference correction, a model may be established as follows:
Clock difference corrections of n Beidou satellites and m GPS satellites at time t0 may be expressed as:

50

[0038] From time t0 to time ti, within the effective time of the satellite clock difference correction, the satellite clock
difference correction dt may be calculated by the following equation:
55
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[0039] The satellite clock difference correction dtti indicates the comprehensive influence of the satellite ephemeris
error and the satellite star clock error on the user distance error for the i-th satellite, and is used to correct the comprehensive error of the satellite ephemeris and the satellite clock difference in the navigation message. In addition, the
satellite clock difference correction residue dtresi may be further calculated and used. The satellite clock difference
correction residue represents the part of the i-th satellite star clock difference correction that below 0.1 m, and is used
to correct the error of the satellite clock difference correction below 0.1 m, thereby the performance of the parameters
is further improved and spatial signals are accurately corrected.
[0040] The basic navigation message provides model parameters for ionosphere delay correction, but it is a function
that fits the measured results into 8 or 14 parameters, resulting in the loss of accuracy, and generally its update frequency
is low and the forecast time is long. The ionosphere correction is suitable for the correction of the real-time ionosphere
delay.
[0041] For example, for an ionosphere correction, a model dI may be established as follows:
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wherein,
is the vertical ionosphere delay on the pierce grid and is divided into [1, In] intervals in the longitude
direction and [1, bn] intervals in the latitude direction according to the defined area. From time t0 to time ti, within the
effective time of the ionosphere correction, the ionosphere correction is a function of the ionosphere delay with the
latitude and the longitude of the pierce point being b and 1 respectively. Further, the ionosphere delay function with the
latitude and the longitude of the pierce point being (b, 1) can be regarded as the bilinear difference of ionosphere delays
off our adjacent grid points.
[0042] The environment segment area comprehensive correction is mainly used to correct the orbit clock difference
residual error and the common residual error of the space environment segment error in the area.
[0043] The partition comprehensive correction parameters according to the embodiment of the present invention is
further improved on the basis of the environment segment area comprehensive correction parameters (including troposphere and space segment compensation). Due to the high-accuracy orbit correction, clock difference correction and
ionosphere correction, and correction of the troposphere empirical model, the rest of the error is relatively stable. Therefore, the partition setting is added, that is, partition is performed according to the observation areas, one correction is
designed per area (region) and per satellite, so as to form a partition comprehensive correction parameters model to
further improve the effect of the error improvement.
[0044] For example, the design of the partition comprehensive correction is based on the assumption that within a
certain distance, the errors of the user (receiver) on the satellite side and the propagation path are relevant. Therefore,
the observation area may be divided into multiple partitions (regions), the partition comprehensive correction is obtained
by integrating the first result calculated in real time using the observation data from observation stations in each partition
with the first result from observation stations in one partition, and is broadcast to the user in real time, thus realizing realtime high-accuracy positioning of the navigation user. The first result may include a carrier-phase observation residual.
[0045] For example, for a partition comprehensive correction, a model dΦ may be established as follows:
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wherein, each row represents a partition, and different columns represent partition comprehensive corrections of GPS
satellites and BDS satellites in each partition. From time t0 to time ti, within the effective time of the partition comprehensive
correction, the partition comprehensive correction of each satellite may be calculated by the following equation:
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[0046] The above correction parameters generated by the correction parameters information generating apparatus at
the observation station side are transported to the apparatus for superimposing, encoding and broadcasting of message
parameters at the base station side. The apparatus for superimposing, encoding and broadcasting of message parameters superimposes one or more of these correction parameters with the basic navigation message as needed by way
of protocol superimposition.
[0047] Fig.1A schematically shows the structure of a correction parameters information generating apparatus 100. As
shown in Fig.1A, the correction parameters information generating apparatus 100 includes an orbit correction generation
unit 101, a clock difference correction generation unit 102, an ionosphere correction generation unit 103, a partition
comprehensive correction generation unit 104 and a correction parameters output unit 105.
[0048] The orbit correction generation unit 101, the clock difference correction generation unit 102, the ionosphere
correction generation unit 103 and the partition comprehensive correction generation unit 104 respectively generate an
orbit correction, a clock difference correction, an ionosphere correction and a partition comprehensive correction as
needed, the generated correction parameters are input to the correction parameters output unit 105, and the correction
parameters output unit 105 outputs these correction parameters to the base station as needed for performing subsequent
processes such as protocol superimposition, encoding, broadcasting and the like.
[0049] Fig.2 schematically shows the flow of protocol superimposition. In Fig.2, A1 represents the superimposed orbit
correction x1, A2 represents the superimposed clock difference correction x2, A3 represents the superimposed ionosphere
correction x3, and A4 represents the superimposed partition comprehensive correction x4.
[0050] The protocol superimposition can be a combination of multiple superimpositions of different correction parameters, for example:
[0051] (1) The clock difference correction, the partition comprehensive correction (or the partition correction, the
comprehensive correction) are superimposed on the basis of the basic navigation message. For example, the clock
difference correction and the partition comprehensive correction may be solved accordingly by way of iteration. The
specific steps of the protocol superimposition include:
S11 of generating a clock difference correction x2: superimposing the clock difference correction on the basis of the
basic navigation message, its observation equation is abbreviated as follows:
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wherein P is the theoretical satellite-earth distance, and δt, δts are the clock difference of the observation station
and the satellite clock difference in the basic navigation message respectively, T is the troposphere delay, x2 is the
satellite clock difference correction, and c is the speed of light. In equation (a), the satellite clock difference correction
x2 can be obtained by way of iterative calculation;
S12 of generating a partition comprehensive correction x4: on the basis of step S11, superimposing the partition
comprehensive correction, the observation equation is abbreviated as follows:
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wherein x4 is the partition comprehensive correction, x4 | x2 represents that the partition comprehensive correction
x4 issolved on the basis of x2 (that is, on the basis of the satellite clock difference correction x2 having been obtained).In
equation (b), the partition comprehensive correction x4 can be obtained by way of iterative calculation.
(2) The orbit correction, the clock difference correction and the partition comprehensive correction are superimposed
on the basis of the basic navigation message, the orbit correction (or satellite orbit correction), the clock difference
correction and the partition comprehensive correction are solved accordingly by way of iteration. The specific steps
of the protocol superimposition include:
S21 of generating an orbit correction x1: superimposing the orbit correction on the basis of the basic navigation
message, its observation equation is abbreviated as follows:
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wherein Δρ(x1) is the correction for the theoretical satellite-earth distance and is a function of the satellite orbit
correction x1. The meanings of other variables are the same as above, and will no longer be described here.
In equation (c), the satellite orbit correction x1 can be obtained by way of iterative calculation;
S22 of generating a clock difference correction x2: on the basis of step S21, superimposing the clock difference
correction x2, the observation equation is abbreviated as follows:

wherein x2 | x1 represents that clock difference correction x2 issolved on the basis of x1 (that is, on the basis of
the satellite orbit correction x1 having been obtained).The meanings of other variables are the same as above,
and will no longer be described here. In equation (d), the clock difference correction x2 can be obtained by way
of iterative calculation;
S23 of generating a partition comprehensive correction x4: on the basis of step S22, further superimposing the
partition comprehensive correction, the observation equation is abbreviated as follows:

35

40

wherein x4 represents the partition comprehensive correction, x4 | x1,2 represents the partition comprehensive
correction x4 issolved on the basis of x1 and x2 (that is, on the basis of the satellite orbit correction x1 and the
satellite clock difference correction x2 having been obtained).The meanings of other variables are the same as
above, and will no longer be described here. In equation (e), the partition comprehensive correction x4 can be
obtained by way of iterative calculation.

45

(3) The orbit correction and the partition comprehensive correction are superimposed on the basis of the basic
navigation message, and the orbit correction and the partition comprehensive correction are solved accordingly by
way of iteration. The specific steps of the protocol superimposition include:
50

S31 of generating an orbit correction x1: it is the same as step S21, and therefore will no longer be described here;
S32 of generating a partition comprehensive correction x4: on the basis of step S31, superimposing the partition
comprehensive correction, the observation equation is abbreviated as follows:

55

wherein x4 | x1 represents the partition comprehensive correction x4 is solved on the basis of x1 (that is, on the
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basis of the satellite orbit correction x1 having been obtained).The meanings of other variables are the same
as above, and will no longer be described here. In equation (g), the partition comprehensive correction x4 can
be obtained by way of iterative calculation.
5

10

(4) The ionosphere correction and the partition comprehensive correction are superimposed on the basis of the
basic navigation message, and the ionosphere correction and the partition comprehensive correction are solved
accordingly. The specific steps of the protocol superimposition include:
S41 of generating an ionosphere correction x3: superimposing the ionosphere correction on the basis of the
basic navigation message, the observation equation is abbreviated as follows:

15

20

25

wherein x3(b,l) represents that the ionosphere correction x3 is a function of latitude and longitude (b, 1), and
the meanings of other variables are the same as above and will no longer be described here. Multiple observation
stations obtain the ionosphere delay amount by using pseudorange observation values (the pseudorange observation value may be the original pseudorange observation value P, or may be the pseudorange observation
value P(x) corrected by the correction parameters, which is not limited by the embodiment of the present
invention)of multiple frequency points within a certain period of time, and generates an ionosphere grid model
or an 8-parameter model or a 14-parameter model by modeling to obtain an ionosphere correction x3(b,l), so
as to generate an ionosphere correction x3;
S42 of generating a partition comprehensive correction x4: on the basis of step S41, further superimposing the
partition comprehensive correction, the observation equation is abbreviated as follows:

30

35

wherein x4 | x3 represents that the partition comprehensive correction x4 is solved on the basis of x3 (that is,
on the basis of the ionosphere correction x3 having been obtained). The meanings of other variables are the
same as above, and will no longer be described here. In equation (e), the partition comprehensive correction
x4 can be obtained by way of iterative calculation;
(5) The orbit correction, the ionosphere correction and the partition comprehensive correction are superimposed on
the basis of the basic navigation message, and the orbit correction, the ionosphere correction and the partition
comprehensive correction are solved accordingly. The specific steps of the protocol superimposition include:

40

S51 of generating an orbit correction x1: it is the same as step S21, and therefore will no longer be described here;
S52 of generating an ionosphere correction x3: on the basis of step S51, superimposing the ionosphere correction, the observation equation is abbreviated as follows:

45

50

wherein x3 | x3 represents that the ionosphere correction x3is solved on the basis of x1 (that is, on the basis of
the orbit correction x1 having been obtained) and the meanings of other variables are the same as above and
will no longer be described here;
S53 of generating a partition comprehensive correction x4: on the basis of step S52, further superimposing the
partition comprehensive correction, the observation equation is abbreviated as follows:

55

wherein x4 | x1,3 represents that the partition comprehensive correction x4 is solved on the basis of x1 and x3
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(that is, on the basis of the satellite orbit correction x1 and the ionosphere correction x3 having been obtained).The
meanings of other variables are the same as above, and will no longer be described here. In equation (j), the
partition comprehensive correction x4 can be obtained by way of iterative calculation.
5

(6) The clock difference correction, the ionosphere correction and the partition comprehensive correction are superimposed on the basis of the basic navigation message, and the clock difference correction, the ionosphere
correction and the partition comprehensive correction are solved accordingly. The specific steps of the protocol
superimposition include: S61 of generating a clock difference correction x2: it is the same as step S11, and therefore
will no longer be described here;

10

S62 of generating an ionosphere correction x3: on the basis of step S61, superimposing the ionosphere correction, the observation equation is abbreviated as follows:

15

20

wherein x3 | x2 represents that the ionosphere correction x3 is solved on the basis of x2 (that is, on the basis of
the clock difference correction x2 having been obtained) and the meanings of other variables are the same as
above and will no longer be described here;
S63 of generating a partition comprehensive correction x4: on the basis of step S62, further superimposing the
partition comprehensive correction, the observation equation is abbreviated as follows:

25

30

35

40

wherein x4 | x2,3 represents that the partition comprehensive correction x4 is solved on the basis of x2 and x3
(that is, on the basis of the clock difference correction x2 and the ionosphere correction x3 having been obtained).
The meanings of other variables are the same as above, and will no longer be described here. In equation (m),
the partition comprehensive correction x4 can be obtained by way of iterative calculation.
(7) The orbit correction, the clock difference correction, the ionosphere correction and the partition comprehensive
correction are superimposed on the basis of the basic navigation message, and the orbit correction, the clock
difference correction, the ionosphere correction and the partition comprehensive correction are solved accordingly.
The specific steps of the protocol superimposition include:
S71 of generating an orbit correction x1: it is the same as step S21, and therefore will no longer be described here;
S72 of generating a clock difference correction x2: it is the same as step S22, and therefore will no longer be
described here;
S73 of generating an ionosphere correction x3: on the basis of step S72, further superimposing the ionosphere
correction, the observation equation is abbreviated as follows:

45

50

wherein x3 | x1,2 represents that the ionosphere correction x3 is solved on the basis of x1 and x2 (that is, on the
basis of the satellite orbit correction x1 and the clock difference correction x2having been obtained), and the
meanings of other variables are the same as above and will no longer be described here;
S74 of generating a partition comprehensive correction x4: on the basis of step S73, further superimposing the
partition comprehensive correction, the observation equation is abbreviated as follows:

55

wherein x4 | x1,2,3 represents that the partition comprehensive correction x4 is solved on the basis of x1, x2 and
x3 (that is, on the basis of the satellite orbit correction x1, the clock difference correction x2 and the ionosphere
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correction x3 having been obtained). The meanings of other variables are the same as above, and will no longer
be described here. In equation (y), the partition comprehensive correction x4 can be obtained by way of iterative
calculation.
5
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[0052] It should be noted that the above examples (1)-(7) can all be applied to a single-frequency receiver and a multifrequency receiver (such as a dual-frequency receiver and a tri-frequency receiver), which is not limited by the embodiment
of the present invention. It should be further noted that: 1. the partition comprehensive correction x4 includes, but is not
limited to, at least one of a Beidou partition comprehensive correction or a GPS partition comprehensive correction; the
ionospheric correction x3 uses models including, but being not limited to, a grid ionosphere model, an 8-parameter model
or a 14-parameter model, etc., preferably uses the grid ionosphere model; 2. the orbit correction is also called the satellite
orbit correction, and the clock difference correction is also called the satellite clock difference correction, which will no
longer be described throughout the description; 3. the way of iteration or the way of iterative calculation mentioned in
the embodiment of the present invention is only an example and not a limitation, and in other embodiments, a numerical
calculation method such as recursion may be used, and a calculation method such as integration may further be used,
on which the embodiment of the present invention does not impose any limitation, and in actual practice, those skilled
in the art can reasonably make a choice as needed.
[0053] According to an embodiment of the present invention, in order to improve the accuracy of positioning, correction
parameters(for example, including an orbit correction, a clock difference correction, an ionosphere correction, or a
partition comprehensive correction (including a troposphere correction, a space segment correction and an environment
segment correction)) are defined and modeled, and correction parameters can provide multiple types of user error
correction modes such as DGNSS1 (clock difference correction), DGNSS2 (orbit correction, clock difference correction),
DGNSS3 (orbit correction, clock difference correction, ionosphere correction), D+PPGNSS1 (clock difference correction,
comprehensive correction or partition comprehensive correction), D+PPGNSS2 (orbit correction, clock difference correction, comprehensive correction or partition comprehensive correction), D+PPGNSS3 (orbit correction, clock difference
correction, ionosphere correction, comprehensive correction or partition comprehensive correction),D+PPGNSS3 (clock
difference correction, comprehensive correction or partition comprehensive correction), including single-frequency, dualfrequency, tri-frequency receiver positioning, and including, but not limited to, GNSS single Beidou, single GPS and
Beidou-GPS combined positioning. By superimposing the partition comprehensive correction, the decimeter-level positioning can be realized.
[0054] After determining the correction parameters such as the orbit correction, the clock difference correction, the
ionosphere correction and the partition comprehensive correction, the apparatus for superimposing, encoding and broadcasting of message parameters further set the broadcast frequencies and the broadcast strategies of respective parameters based on, on one hand, the consideration of the resource limitation of the message and the resource limitation of
the satellite communication link Additionally, on the other hand, the consideration of the accuracy attenuations in respective update periods of respective correction parameters.
[0055] By employing the aforementioned correction parameters, the improved accuracy of positioning can be achieved
in a wide range. The corresponding representation symbols of respective parameters (including correction parameters)
in the message and the specific design typical values of respective parameters can be seen in the following table. The
specific design values can also be adjusted suitably in conjunction with the communication capability.
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Parameter name

Representation
symbol

Number
of bits

Quantization
unit

Range

Unit

Satellite clock difference correction

Δti

13*

0.1

6409.6

meter

Satellite clock difference correction
residue

Δtresi

4*

2-7

60.0625

meter

User distance accuracy identifier

RURAI

4

1

0-15

--

User differential distance accuracy
identifier

UDREI

4

1

0-15

--

Orbit
correction

ΔX

12*

2-5

6 64

meter

Satellite bro adcast
ephemeris correction

55
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(continued)
Representation
symbol

Number
of bits

Quantization
unit

Range

Unit

ΔY

12*

2-5

6 64

meter

ΔZ

12*

2-5

6 64

meter

EPREI

4

1

0-15

--

Ionosphere grid correction

dτ i

9

2-3

0-63.625

meter

Grid point ionosphere vertical delay
correction error flag

GIVEI

4

1

0-15

--

Partition comprehensive correction

ΔTij

8*

2-4

68

nanosecond

GPS partition comprehensive
correction

ΔTGij

8*

2-4

68

nanosecond

Area identifier

AREAI

30

1

--

--

Satellite identifier

BDIDI

63

1

--

--

GPS area identifier

AREAGI

30

1

--

--

GPS satellite identifier

GPSI

36

1

--

--

Parameter name
5

Equivalent distance
error status identifier of
the ephemeris
correction

10

15

20

Other
auxiliary
information
25

Note: The parameters with * are represented by two’s complements, and the highest bit is the sign bit.
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[0056] The GPS partition comprehensive correction (ΔTGij) is the same as the partition comprehensive correction
(ΔTij) in terms of definition and usage. The partition comprehensive correction ΔTGij of each satellite in each area
indicates the comprehensive correction value of the j-th GPS satellite in the i-th area at an epoch time. The area identifier
(AREAI) indicates the area where the broadcast partition comprehensive correction is located. The number of area
identifiers broadcast by the system corresponds to the defined integer number of partitions. When the corresponding
information bit is "1", it indicates that the corresponding partition comprehensive correction parameters is broadcast;
when it is "0", it indicates that broadcasting is not performed. Each satellite broadcasts partition comprehensive corrections
of a certain number of partitions. The correspondence between the specific satellite code and the broadcast partition
code can use the typical broadcast strategy shown in the following table. The execution of superimposition of correction
parameters is not limited thereto, and the user perform identification according to identification bits.
Typical example of broadcast strategy for partition comprehensive corrections
Satellite code

Partition code

Description

SAT1

1∼8, 11

140-degreeGEOsatellite

SAT2

1, 9, 12∼ 18

80-degree GEO satellite

SAT3

1, 7∼ 14

110.5-degree GEO satellite

SAT4

1∼8, 11

160-degree GEO satellite

SAT5

9, 10, 12∼18

58.75-degree GEO satellite

[0057] The satellite identifier (BDIDI) indicates the satellite corresponding to the broadcast satellite orbit correction
and partition comprehensive correction. The system broadcasts a total of 63 bits of satellite identifiers, corresponding
to 63 Beidou satellites. When the corresponding information bit is "1", it indicates that the correction parameters of the
corresponding satellite is broadcast; when it is "0", it indicates that broadcasting is not performed.
[0058] The user may decide to perform the positioning resolution using the correction parameters of a certain satellite
in a certain area based on the above-mentioned auxiliary information such as area identifiers, satellite identifiers and
the like.
[0059] The GPS area identifier (AREAGI) indicates the area where the broadcast GPS partition comprehensive cor-
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rection is located. The definition of area identifiers broadcast by the system corresponds to the defined integer number
of partitions. When the corresponding information bit is "1", it indicates that the corresponding partition comprehensive
correction parameters is broadcast; when it is "0", it indicates that broadcasting is not performed.
[0060] The GPS satellite identifier (GPSI) indicates the satellite corresponding to the broadcast GPS partition comprehensive correction. The system broadcasts a total of 36bits of satellite identifiers, corresponding to 36 GPS satellites.
When the corresponding information bit is "1", it indicates that the correction parameters of the corresponding satellite
is broadcast; when it is "0", it indicates that broadcasting is not performed.
[0061] According to the scheme of the embodiment of the present invention, the broadcast quantity of correction
parameters can be controlled to be less than 100bps on average, so that broadcasting of correction parameters can be
implemented in the 250-500bps navigation message. Higher or lower broadcast frequencies of parameters may also
be used, thus reducing the initialization time, or controlling the acceptable initial usage time extension.
[0062] In addition, considering the broadcast capabilities of the system and the communication link, the broadcast
frequencies thereof cannot be too high. However, the broadcast frequency being low will cause the loss of accuracy of
corrections. On the basis of the accurate calculation of corrections, the accuracy of user positioning and the broadcast
efficiency of the system are compared under different broadcast frequencies, thereby determining the appropriate broadcast frequency of the correction parameters, and the smooth control is performed in combination with the different fast
or slow broadcast frequencies of the correction parameters. Thus, fast speed, fast frequency and high accuracy can all
be achieved.
[0063] Based on the above correction parameters model, the broadcast frequencies of the parameters can be designed
as: the orbit correction parameters being 3∼6 minutes; the clock difference correction parameters being 18 seconds∼2
minutes; the ionosphere correction parameters being 3∼6 minutes; the comprehensive correction parameters or the
partition comprehensive correction parameters being 30∼180 seconds.
[0064] For example, the specific broadcast frequencies selected according to the performance requirements may be
as follows: the orbit correction is of the frequency of 6 minutes; the error of the clock difference correction within the
frequency of 2 minutes can be controlled at 0.2 meters; and the error of the partition correction of the frequency of 3
minutes can be controlled at about 0.06 meters, as the meanings of the numbers in the above table.
[0065] The broadcast strategy only has to ensure that a predetermined accuracy can obtain within this range when it
is broadcast to the user for reception and use. The accuracies of respective correction parameters are reduced within
their respective update periods: therefore, if the frequency of the clock difference correction is within 2 minutes and the
frequency of the partition correction is within 3 minutes, the performance can be guaranteed. Generally, the higher the
broadcast frequency, the better the performance. Typical values are like that the orbit correction is of frequency of 6
minutes, the clock difference correction is of frequency of 18 seconds, and the partition correction is of frequency of 36
seconds. In this way, while the quantity of broadcast is small, the performance can be guaranteed (meeting the accuracy
requirement), and the initialization time for the user to enter the substantially high-accuracy working state will not be
made too long, and the user receives the measurement with high accuracy, the processing time is basically matched,
and the user’s use area is large, so as to achieve wide-area differential performance improvement.
[0066] The update of the correction parameters can be combined with the aforementioned protocol superimposition
(protocol superimposition is the superimposition of correction parameters, for example, example (1) - example (7) are
also various superimposition combinations of different correction parameters). Details are as follows.
[0067] For example, Fig.3A is a timing matching schematic diagram of superimposing an orbit correction and a partition
comprehensive correction on the basis of a basic navigation message, corresponding to the above example (3). As
shown in Fig.3A, the update period of the orbit correction is m minutes, where m is a positive number and 3≤m≤ 6. Within
the period of time between the previous broadcast ephemeris update time t and the current broadcast ephemeris update
time t0: the time m’ is the update time point of the last orbit correction; within the period of time between the current
broadcast ephemeris update time t0 and the next broadcast ephemeris update time t1: the time t0+b1 is the update time
point of one partition comprehensive correction, the time t0+b2 is the update time point of another partition comprehensive
correction, and the time m’+m is the update time point of the first orbit correction (one valid period of time is from m’ to
m’+m, the next valid period of time is from m’+m to m’+2m, and so on, which will no longer be described), the time m’+2m
is the update time point of the second orbit correction, where b1 and b2 are both positive numbers, and
t0+b1<m’+m<t0+b2<m’+2m; specific examples are as follows:
[0068] For example, at the time t0+b1, superimposing the orbit correction and the partition comprehensive correction
on the basis of the basic navigation message corresponding to the above example (3) comprises: 1. based on the basic
navigation message generated at the previous broadcast ephemeris update time t, solving the orbit correction at the
time m’ through the above equation (c); 2. based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the orbit correction at time m’ obtained by solution, solving the partition comprehensive
correction through the above equation (g).
[0069] As in another example, at the time t0+b2, superimposing the orbit correction and the partition comprehensive
correction on the basis of the basic navigation message corresponding to the above example (3) comprises: 1. based
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on the basic navigation message generated at the current broadcast ephemeris update time t0, solving the orbit correction
at the time m’+m through the above equation (c); 2. based on the basic navigation message generated at the current
broadcast ephemeris update time t0 and the orbit correction at the time m’+m obtained by solution, solving the partition
comprehensive correction through the above equation (g).
[0070] It should be noted as follows:
1. The time t0+b1, the time m’, the time t0+b2 and the time m’+m mentioned in the embodiment of the present
invention are merely examples and not limitation. In the actual practice, it is sufficient to meet the following requirements: within the period of time between the current broadcast ephemeris update time t0 and the next broadcast
ephemeris update time t1, for the time t0+d, superimposing the orbit correction and the partition comprehensive
correction on the basis of the basic navigation message comprises:
1) if t0+d<m’+m, at first, based on the basic navigation message generated at the previous broadcast ephemeris
update time t, solving the orbit correction at the time m’ through the above equation (c); then, based on the
basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit correction
at the time m’ obtained by solution, solving the partition comprehensive correction through the above equation (g);
2) if m’+(n)*m≤ t0+d<m’+(n+1)*m, at first, based on the basic navigation message generated at the current
broadcast ephemeris update time t0, solving the orbit correction at the time m’+n*m through the above equation
(c); then, based on the basic navigation message generated at the current broadcast ephemeris update time
t0 and the orbit correction at the time m’+n*m obtained by solution, solving the partition comprehensive correction
through the above equation (g);
wherein d is a positive number and n is a positive integer.
2. The times such as time t0+b1, the time m’, the time t0+b2 and the time m’+m for the identification shown in Fig.3A
are all used to only describe the embodiment instead of the actual time identification, and the length of the identification
in Fig.3A does not represent the actual length of the identification.
[0071] For example, Fig.3B is a timing matching schematic diagram of superimposing a clock difference correction
and a partition comprehensive correction on the basis of a basic navigation message, corresponding to the above
example (1). In one implementation, the update frequency of the partition comprehensive correction is faster than the
update frequency of the clock difference correction. As shown in Fig.3B, the update period of the clock difference
correction is a minutes, where a is a positive number and 0.3≤ a≤2. With the period of time between the previous
broadcast ephemeris update time t and the current broadcast ephemeris update time t0: the time a’ is the update time
point of the last clock difference correction; within the period of time between the current broadcast ephemeris update
time t0 and the next broadcast ephemeris update time t1: the time t0+b1 is the update time point of one partition
comprehensive correction, the time t0+b2 is the update time point of another partition comprehensive correction, the
time a’+a is the update time point of the first clock difference correction (one valid period of time is from a’ to a’+a, the
next valid period of time is from a’+a to a’+2a and so on, which will no longer be described), the time a’+2a is the update
time point of the second clock difference correction, wherein b1 and b2 are both positive numbers, and t0+b1< a’+a≤t0+
b2< a’+2a. Specific examples are as follows:
For example, at the time t0+b1, superimposing the orbit correction and the partition comprehensive correction on the
basis of the basic navigation message corresponding to the above example (1) comprises: 1. based on the basic
navigation message generated at the previous broadcast ephemeris update time t, solving the clock difference correction
at time a’ through the above equation (a); 2. based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the clock difference correction at the time a’ obtained by solution, solving the partition
comprehensive correction through the above equation (b).
[0072] As in another example, at the time t0+b2, superimposing the clock difference correction and the partition
comprehensive correction on the basis of the basic navigation message corresponding to the above example (1) comprises: 1. based on the basic navigation message generated at the current broadcast ephemeris update time t0, solving
the clock difference correction at the time a’+a through the above equation (a); 2. based on the basic navigation message
generated at the current broadcast ephemeris update time t0 and the clock difference correction at the time a’+a obtained
by solution, solving the partition comprehensive correction through the above equation (b).
[0073] It should be noted as follows:
1. The time identifiers such as the time t0+b1, the time a’, the time t0+b2 and the time a’+a mentioned in the
embodiment of the present invention are only examples and not limitation. In the actual practice, it is sufficient to
meet the following requirements: within the period of time between the current broadcast ephemeris update time t0
and the next broadcast ephemeris update time t1, for the time t0+d, superimposing the clock difference correction
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and the partition comprehensive correction on the basis of the basic navigation message comprises: 1) if t0+d<a’+a,
at first, based on the basic navigation message generated at the previous broadcast ephemeris update time t, solving
the clock difference correction at the time a’ through the above equation (a); then, based on the basic navigation
message generated at the current broadcast ephemeris time t0 and the clock difference correction at the time a’
obtained by solution, solving the partition comprehensive correction through the above equation (b); 2) if
a’+(n)*a≤t0+d<a’+(n+1)*a, at first, based on the basic navigation message generated at the current broadcast
ephemeris update time t0, solving the clock difference correction at the time a’+(n)*a through the above equation
(a); then, based on the basic navigation message generated at the current broadcast ephemeris update time t0 and
the clock difference correction at the time a’+(n)*a obtained by solution, solving the partition comprehensive correction
through the above equation (b), wherein d is a positive number and n is a positive integer.
2. The time identifiers such as the time t0+b1, the time a’, the time t0+b2 and the time a’+a for the identification
shown in Fig.3B are all used to only describe the embodiment, but not the actual time identifiers, and the length of
the identification in Fig.3B does not represent the actual length of the identification.
3. The update period of the clock difference correction can be, for example, 18 seconds. For the Beidou system,
the satellite clock difference corrections of the frequency pointsB1 and B2 are different, and each frequency point
only broadcasts the satellite clock difference correction corresponding to the frequency point.
[0074] For example, in another implementation, the update frequency of the partition comprehensive correction may
be slower than the update frequency of the clock difference correction:Fig.3C is another timing matching schematic
diagram of superimposing a clock difference correction and a partition comprehensive correction on the basis of a basic
navigation message, corresponding to the above example (1). As shown in Fig.3C, the update period of the clock
difference correction is a minutes, where a is a positive number and 0.3≤ a≤2. Within the period of time between the
previous broadcast ephemeris update time t and the current broadcast ephemeris update time t0: the time a’ is the
update time point of the last clock difference correction; within the period of time between the current broadcast ephemeris
update time t0 and the next broadcast ephemeris update time t1: the time t0+d is the update time point of one partition
comprehensive correction, and meantime a’+(n)*a≤ t0+d<a’+(n+1)*a is met, where d is a positive number and n is a
positive integer. Specific examples are as follows:
At the time t0+d, superimposing the clock difference correction and the partition comprehensive correction on the basis
of the basic navigation message corresponding to the above example (1) comprises: at first, based on the basic navigation
message generated at the current broadcast ephemeris update time t0, solving the clock difference correction at time
a’+(n)*a through the above equation (a); then, based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the clock difference correction at the time a’+(n)*a obtained by solution, solving the partition
comprehensive correction through the above equation (b).
[0075] It should be noted that the time identifiers such as the time t0+b1 and the time a’+a for the identification shown
in Fig.3C are all used to only describe the embodiment, but not the actual time identifiers, and the length of the identification
in Fig.3B does not represent the actual length of the identification.
[0076] For example, in one embodiment, the update frequency of the partition comprehensive correction is faster than
the update frequency of the clock difference correction, and the update frequency of the clock difference correction is
faster than the update frequency of the orbit correction, as shown in Fig.3D. Fig.3D is a timing matching schematic
diagram of superimposing an orbit correction, a clock difference correction and a partition comprehensive correction on
the basis of a basic navigation message corresponding to the above example (2). As shown in Fig.3D, the update period
of the orbit correction is m minutes, and the update period of the clock difference correction is a minutes, where m and
a are positive numbers, and 3≤m≤6, 0.3≤a≤2, a<m. Within the period of time between the previous broadcast ephemeris
update time t and the current broadcast ephemeris update time t0: the time m’ is the update time point of the last orbit
correction, and the time a’ is the update time point of the last clock difference correction; within the period of time between
the current broadcast ephemeris update time t0 and the next broadcast ephemeris update time t1: the time t0+b1 is the
update time point of one partition comprehensive correction, the time t0+b2 is the update time point of another partition
comprehensive correction, the time t0+b3 is the update time point of yet another partition comprehensive correction,
the time m’+m is the update time point of the first orbit correction, and the time a’+a is the update time of the first clock
difference correction, wherein b1, b2 and b3 are all positive numbers, and t0+b1<a’+a<m’+m, a’+h*a<t0+b2<m’+m,
(t0+b2)-(a’+h*a)<a, m’+e*m<a’+f*a <t0+b3<m’+(e+1)*m, (t0+b3)-(a’+f*a)<a, where h, e and f are all positive integers.
Specific examples are as follows:
For example, at the time t0+b1, superimposing the orbit correction, the clock difference correction and the partition
comprehensive correction on the basis of the basic navigation message corresponding to the above example (2)
comprises: 1. based on the basic navigation message generated at the previous broadcast ephemeris update time
t, solving the orbit correction at the time m’ is through the above equation (c); 2. based on the basic navigation
message generated the previous broadcast ephemeris update time t and the orbit correction at the time m’ obtained
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by solution, solving the clock difference correction at the time a’ through the above equation (d); 3. based on the
basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit correction at
the time m’ obtained by solution, solving the partition comprehensive correction through the above equation (e);
For example, at the time t0+b2, superimposing the orbit correction, the clock difference correction and the partition
comprehensive correction on the basis of the basic navigation message corresponding to the above example (2)
comprises: 1. based on the basic navigation message generated at the previous broadcast ephemeris update time
t, solving the orbit correction at the time m’ through the above equation (c); 2. based on the basic navigation message
generated at the current broadcast ephemeris update time t0 and the orbit correction at the time m’ obtained by
solution, solving the clock difference correction at the time a’+(h)*a through the above equation (d); 3. based on the
basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit correction at
the time m’ and the clock difference correction at the time a’+(h)*a obtained by solution, solving the partition comprehensive correction through the above equation (e);
For example, at the time t0+b3, superimposing the orbit correction, the clock difference correction and the partition
comprehensive correction on the basis of the basic navigation message corresponding to the above example (2)
comprises: 1. based on the basic navigation message generated at the current broadcast ephemeris update time
t0, solving the orbit correction at the time m’+(e)*m through the above equation (c); 2. based on the basic navigation
message generated at the current broadcast ephemeris update time t0 and the orbit correction at the time m’+(e)*m
obtained by solution, solving the clock difference correction at the time a’+(f)*a through the above equation (d); 3.
based on the basic navigation message generated at the current broadcast ephemeris update time t0and the orbit
correction at the time m’+(e)*m and the clock difference correction at the time a’+(f)*a obtained by solution, solving
the partition comprehensive correction through the above equation (e);
For example, in one embodiment, the update frequency of the clock difference correction is faster than the update
frequency of the partition comprehensive correction, and the update frequency of the partition comprehensive correction is faster than the update frequency of the orbit correction.Fig.3E is another timing matching schematic
diagram of superimposing an orbit correction, a clock difference correction and a partition comprehensive correction
on the basis of a basic navigation message, corresponding to the above example (2). As shown in Fig.3E, the update
period of the orbit correction is m minutes, and the update period of the clock difference correction is a minutes,
where m and a are positive numbers, and 3≤m≤6, 0.3≤a≤2. Within the period of time between the previous broadcast
ephemeris update time t and the current broadcast ephemeris update time t0: the time m’ is the update time point
of the last orbit correction, and the time a’ is the update time point of the last clock difference correction; within the
period of time between the current broadcast ephemeris update time t0 and the next broadcast ephemeris update
time t1 :the time t0+b1 is the update time point of one partition comprehensive correction, and the time t0+b2 is the
update time point of another partition comprehensive correction, where a’+h*a<t0+b1<m’+m,
m’+e*m<a’+f*a<t0+b2<(e+1)*m, (t0+b1)-(a"+h*a)<a, (t0+b2)-(a’+f*a)<a, where b1, b2 are positive numbers, and h,
f, e are positive integer. Specific examples are as follows:
For example, at the time t0+b1, superimposing the orbit correction, the clock difference correction and the
partition comprehensive correction on the basis of the basic navigation message corresponding to the above
example (2) comprises: at first, based on the basic navigation message generated at the previous broadcast
ephemeris update time t, solving the orbit correction at the time m’ through the above equation (c); then, based
on the basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit
correction at the time m’ obtained by solution, solving the clock difference correction at time a’+h*a through the
above equation (d), and finally, based on basic navigation message generated at the current navigation
ephemeris update time t0 and the orbit correction at the time m’ and the clock difference correction at the time
a’+h*a obtained by solution, solving the partition comprehensive correction through the above equation (e);
For example, at the time t0+b2, superimposing the orbit correction, the clock difference correction and the
partition comprehensive correction on the basis of the basic navigation message corresponding to the above
example (2) comprises: at first, based on the basic navigation message generated at the current broadcast
ephemeris update time t0, solving the orbit correction at the time m’+(e)*m through the above equation (c); then,
based on the basic navigation message generated at the current broadcast ephemeris update time t0 and the
orbit correction at the time m’+(e)*m obtained by solution, solving the clock difference correction at the time
a’+(f)*a through the above equation (d), and finally, based on the basic navigation message generated at the
current broadcast ephemeris update time t0 and the orbit correction at time m’+(e)*m and the clock correction
at time a’+(f)*a obtained by solution, solving the partition comprehensive correction through the above equation
(e).
[0077] For the ionosphere correction, the update period can be, for example, 3∼6 minutes. The ionosphere correction
is the correction for the propagation segment (or environment segment) error. As mentioned before, multiple observation
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stations obtain the ionosphere delay amount by using pseudorange observation values (the pseudorange observation
value may be the original pseudorange observation value P, or may be the pseudorange observation value P(x) corrected
by the correction parameters, which is not limited by the embodiment of the present invention)of multiple frequency
points within a certain period of time, and generates an ionosphere grid model or an 8-parameter model or a 14-parameter
model by modeling to obtain an ionosphere corrections x3(b,l).Therefore, there is no need to perform the timing matching
for the ionosphere correction.
[0078] Therefore, for the example (5), the same parts between its timing matching procedure and the timing matching
procedure of the example (3) will no longer be described, the difference thereof is as follows:
For example, at the time t0+b1, superimposing the orbit correction, the ionosphere correction and the partition comprehensive correction on the basis of the basic navigation message corresponding to the above example (5) comprises: 2.
based on the basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit
correction at the time m’ obtained by solution, solving the ionosphere correction through the above equation (i); 3. based
on the basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit correction
at the time m’ obtained by solution and the ionosphere correction, solving the partition comprehensive correction through
the above equation (j).
[0079] As another example, at the time t0+b2, superimposing the orbit correction, the ionosphere correction and the
partition comprehensive correction on the basis of the basic navigation message corresponding to the above example
(5) comprises: 2. based on the basic navigation message generated at the current broadcast ephemeris update time t0
and the orbit correction at the time m’+m obtained by solution, solving the ionosphere correction through the above
equation (i); 3. based on the basic navigation message generated at the current broadcast ephemeris update time t0
and the orbit correction at the time m’+m obtained by solution and the ionosphere correction, solving the partition
comprehensive correction through the above equation (j).
[0080] For the example (6), the same parts between its timing matching procedure and the timing matching procedure
of the example (1) will no longer be described:

25

1) When the update frequency of the partition comprehensive correction is faster than the update frequency of the
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30

35

40

45

50

55

For example, at the time t0+b1, superimposing the orbit correction, the ionosphere correction and the partition
comprehensive correction on the basis of the basic navigation message corresponding to the above example
(6) comprises: 2. based on the basic navigation message generated at the current broadcast ephemeris update
time t0 and the clock difference correction at the time a’ obtained by solution, solving the ionosphere correction
through the above equation (k); 3. based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the clock difference correction at the time a’ obtained by solution and the ionosphere correction, solving the partition comprehensive correction through the above equation (m);
For example, at the time t0+b1, superimposing the orbit correction, the ionosphere correction and the partition
comprehensive correction on the basis of the basic navigation message corresponding to the above example
(6) comprises: 2. based on the basic navigation message generated at the current broadcast ephemeris update
time t0 and the clock difference correction at time a’+a obtained by solution, solving the ionosphere correction
through the above equation (k); 3. based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the clock difference correction at time a’+a obtained by solution and the ionosphere
correction, solving the partition comprehensive correction through the above equation (m).
2) When the update frequency of the partition comprehensive correction is slower than the update frequency of the
clock difference correction, the difference thereof is as follows:
At the time t0+d, superimposing the clock difference correction, the ionosphere correction and the partition comprehensive correction on the basis of the basic navigation message corresponding to the above example (6) comprises: further based on basic navigation generated at the current broadcast ephemeris update time t0 and the clock
difference correction at the time a’+(n)*a obtained by solution, solving the ionosphere correction through the above
equation (k); finally, based on the basic navigation message generated at the current broadcast ephemeris update
time t0 and the clock difference correction at the time a’+(n)*a obtained by solution and the ionosphere correction,
solving the partition comprehensive correction through the above equation (b).
[0081] For the example (7), the same parts between its timing matching procedure and the timing matching procedure
of the example (3) will no longer be described:
1) When the update frequency of the partition comprehensive correction is faster than the update frequency of the
clock difference correction and the update frequency of the clock difference correction is faster than the update
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frequency of the orbit correction, the difference thereof is as follows:
For example, at the time t0+b1, superimposing the orbit correction, the clock difference correction, the ionosphere
correction and the partition comprehensive correction based on the basic navigation message corresponding to the
above example (7) comprises: 3. then, based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the orbit correction at the time m’ and the clock difference correction time at the time
a’ obtained by solution, solving the ionosphere correction through the above equation (n); 4. finally, based on the
basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit correction at
the time m’ and the clock difference correction at the time a’ obtained by solution and the ionosphere correction,
solving the partition comprehensive correction through the above equation (y);
For example, at the time t0+b2, superimposing the orbit correction, the clock difference correction, the ionosphere
correction and the partition comprehensive correction on the basis of the basic navigation message corresponding
to the above example (7) comprises: 3. then, based on the basic navigation message generated at the current
broadcast ephemeris update time t0 and the orbit correction at the time m’ and the clock difference correction at
the time a’+h*a obtained by solution, solving the ionosphere correction through the above equation (n); 4. finally,
based on the basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit
correction at the time m’ and the clock difference correction at the time a’+h*a obtained by solution and the ionosphere
correction, solving the partition comprehensive correction through the above equation (y).
For example, at the time t0+b3, superimposing the orbit correction, the clock difference correction, the ionosphere
correction and the partition comprehensive correction on the basis of the basic navigation message corresponding
to the above example (7) comprises: 3. then, based on the basic navigation message generated at the current
broadcast ephemeris update time t0 and the orbit correction at the time m’+(e)*m and the clock difference correction
at the time a’+(f)*a obtained by solution, solving the ionosphere correction through the above equation (n); 4. finally,
based on the basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit
correction at the time m’+(e)*m and the clock difference correction at the time a’+(f)*a and the ionosphere correction,
solving the partition comprehensive correction through the above equation (y).
2) When the update frequency of the clock difference correction is faster than the update frequency of the partition
comprehensive correction and the update frequency of the partition comprehensive correction is faster than the
update frequency of the orbit correction, the difference thereof is as follows:
For example, at the time t0+b1, superimposing the orbit correction, the clock difference correction, the ionosphere
correction and the partition comprehensive correction on the basis of the basic navigation message corresponding
to the above example (7) comprises: then, based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the orbit correction at the time m’ and the clock difference correction at the time
a’+h*a, solving the ionosphere correction through the above equation (n); and finally, based on the basic navigation
message generated at the current broadcast ephemeris update time t0 and the orbit correction at the time m’ and
the clock difference correction at the time a’+h*a and the ionosphere correction, solving the partition comprehensive
correction through the above equation (y);
For example, at the time t0+b2, superimposing the orbit correction, the clock difference correction, the ionosphere
correction and the partition comprehensive correction on the basis of the basic navigation message corresponding
to the above example (7) comprises: then, based on the basic navigation message generated at the current broadcast
ephemeris update time t0 and the orbit correction at the time m’+(e)*m and the clock difference correction at the
time a’+(f)*a obtained by solution, solving the ionosphere correction by the above equation (n);and finally, based
on the basic navigation message generated at the current broadcast ephemeris update time t0 and the orbit correction
at the time m’+(e)*m and the clock difference correction at the time a’+(f)*a and the ionosphere correction, solving
the partition comprehensive correction through the above equation (y).

45

50

55

[0082] It should be noted that when receiving and/or using the correction parameters, the user end (receiver) needs
to perform matching with the received correction parameters (including, but not limited to, matching in time and matching
on the type of correction parameters).
[0083] The partition comprehensive correction is the comprehensive correction of a satellite currently observed in
each partition. Limited by the satellite-earth interface resources, and considering the impact of the update frequency of
the partition comprehensive correction on the performance, when the update time is less than 2 minutes, there is no
significant difference in the accuracy of user positioning; after the update time exceeds 2 minutes, the accuracy of
positioning drops significantly.
[0084] In order to meet the requirements of the broadcasting, the embodiments of the present invention describe a
procedure and a method of correction parameters superimposition, and a matching procedure between them.
[0085] The use of multiple superimposition combinations of different correction parameters (i.e., multiple protocol
superimpositions) may enable the user to achieve positioning requirements of different levels of accuracy under different
hardware and software environments. For example, after the protocol superimposes the partition comprehensive cor-
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rection, the positioning requirement of decimeter-accuracy can be realized.
[0086] When the protocol superimposition is applied to a satellite positioning system, it is required to broadcast the
correction parameters to the user in the form of a navigation message through a navigation satellite. Therefore, the
satellite navigation system proposed by the present invention must consider the method and strategy of parameter
arrangement. The message arrangement of the correction parameters needs to consider the following factors:
(1) the design of the message frame structure of the navigation message in a compatible satellite navigation system;
(2) the use of unused fields (reserved bits)of the message resources to perform the arrangement;
(3) the loss of the message expression accuracy of the correction parameters is less.
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[0087] In view of the above factors, the present invention also provides a message arrangement and broadcast method
for an enhanced parameter in a satellite navigation system, which can fully utilize the remaining resources in the navigation
message of the satellite navigation system, Additionally, in accordance with the repetition periods of respective pages,
superframes, main frames and sub-frames of the remaining resources, arrange the different correction parameters
according to their respective characteristics to be integrated with the navigation message and broadcast to the user.
The message arrangement and broadcast method can be implemented by the above apparatus for superimposing,
encoding and broadcasting of message parameters set at the base station, where the enhanced parameter is the
correction parameters, and will no longer be described throughout the description.
[0088] For example, the message broadcast apparatus 40 shown in Fig.4 may implement functions of message
encoding (arrangement) and broadcast setting of the above apparatus for superimposing, encoding and broadcasting
of message parameters, and the message broadcast apparatus 40 may also include a transmitter to implement the
function oftransmitting a signal by the switch of the base station to satellites.
[0089] Fig.4 shows a block diagram of the configuration of main units of a message broadcast apparatus 40 for an
enhanced parameter in a satellite navigation system according to an embodiment of the present invention.
[0090] As shown in Fig.4, the message broadcast apparatus 40 include a processor 401 and a transmitter 402. The
processor 401 determines an insertion position of the enhanced parameter in a reserved space in a navigation message
frame structure model according to the byte size and the broadcast frequency of the enhanced parameter that needs
to be broadcast, so as to perform the message arrangement of the enhanced parameter. The transmitter 402uploads
the arranged message to a broadcast satellite for broadcasting the message.
[0091] In the message broadcast apparatus 40, the navigation message frame structure model is defined by a superframe, a main frame and a sub-frame,with each of superframes containing 120 main frames, each of main frames
containing 5 sub-frames, each of sub-frames containing 10 words and each of words containing 30 bits and lasting 0.06
second. Additionally, among the 5 sub-frames, sub-frame 1 is used to broadcast the present satellite’s basic navigation
information of the satellite navigation system, and information in a group of sub-frames 1 is transmitted by 10 pages in
a time division manner, that is, one transmission of the present satellite’s basic navigation information is accomplished
by 10 pages composed of 10 sub-frames 1 (that is, a group of sub-frames 1 constitutes a group of pages); sub-frame
2 to sub-frame 4 are used to broadcast the integrity and differential information of the satellite navigation system, and
information in respective groups of sub-frames2~4 is transmitted by 6 pages respectively in a time division manner, that
is, the transmission of the integrity and differential information of the satellite navigation system at one time is accomplished
respectively by 6 pages composed of 6 sub-frames 2∼4 (that is, a group of sub-frames 2∼4 constitutes a group of pages
respectively); and sub-frame 5 is used to broadcast all the satellite almanacs, ionosphere information and time synchronization information with other systems of the satellite navigation system, and information in a group of sub-frames 5 is
transmitted by 120 pages in a time division manner, that is, one transmission of all the satellite almanacs, ionosphere
information and time synchronization information with other systems of the satellite navigation system is accomplished
by 120 pages composed of 120 sub-frames 5.
[0092] As described above, a satellite-based enhanced parameter is for improving the accuracy of the system’s realtime service, and it differentiates the main error sources such as satellite orbit error, satellite clock difference an dionosphere delay, and establishes a model for each type of error source for correcting errors of these parameters in the
basic navigation. For example, taking the Beidou system as an example, the satellite-based enhanced parameter may
include satellite clock difference correction parameters, satellite orbit correction parameters, ionosphere correction parameters and partition comprehensive correction parameters, which will be described in detail hereinafter. It should be
understood that the above-described satellite-based enhanced parameter is merely one example of an enhanced parameter for ease of explanation, rather than limiting the present invention thereto. The invention can also be applied to
ground-based enhancedparameters.
[0093] In order to facilitate the understanding of the navigation message frame structure model as described above,
the description will be made in conjunction with Fig.5 in the following. Fig.5 is a schematic diagram illustrating a navigation
message frame structure model according to an embodiment of the present invention. As shown in Fig.5, the navigation
message frame structure is defined by a superframe, a main frame and a sub-frame. Each of superframes is 180000
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bits and lasts 6 minutes. Each of superframes includes 120 main frames, as shown by main frame 1, main frame 2 ...
main frame n ... main frame 120 in Fig.5. Each of main frames is 1500 bits and lasts 3 seconds. Each of main frames
includes 5 sub-frames, as shown by sub-frame 1, sub-frame 2, sub-frame 3, sub-frame 4 and sub-frame 5 in Fig.5. Each
of sub-frames is 300 bits and lasts 0.6 seconds. Each of sub-frames further includes 10 words, as shown by word 1,
word 2, ..., word 10 in Fig.5. Each of words is 30 bits and lasts 0.06 seconds. Each of words includes two portions, i.e.,
navigation message information (or data) and a check code. No error-correction coding is performed on the first 15 bits
of the first word (i.e., word 1) of each sub-frame, and the last 11 bits of the information are error-corrected by employing
the BCH (15,11,1) manner. As shown in Fig.5, word 1 contains 26-bit information bits and a 4-bit check code. The other
9 words (i.e., words 2∼10) of each sub-frame are error-correction coded by employing the BCH(15,11,1) plus interleaving
manner. As shown in Fig.5, each of words 2∼10 contains 22-bit information bits and an8-bit check code.
[0094] To illustrate the message arrangement in the navigation message frame structure model, refer to Fig.6. Fig.6
is a schematic diagram illustrating navigation message information contents in a navigation message frame structure
model according to an embodiment of the present invention. Taking the Beidou system as an example, the navigation
message includes the present satellite’s basic navigation information, all the satellite almanacs, the time synchronization
information with other systems, the integrity and differential information of the Beidou system and ionosphere information.
Specifically, as shown in Fig.6, sub-frame 1 is used to broadcast the present satellite’s basic navigation information,
sub-frames 2∼4 are used to broadcast the integrity and differential information of the Beidou system, and sub-frame 5
is used to broadcast all the satellite almanacs, the ionosphere information and the time synchronization information with
other systems.
[0095] Since the broadcast frequencies (or update periods) of these navigation information are different, different
broadcast frequencies can be achieved by making the sub-frames broadcasting them respectively constitute separate
pages. As shown in Fig.6, completing one transmission of the present satellite’s basic navigation information requires
a group of pages of sub-frame 1 to broadcast, in which a group of pages of sub-frame 1 consists of 10 pages (that is,
transmitted in a time division manner), that is, one transmission of the present satellite’s basic navigation information is
completed by ten continuous sub-frames 1 in the time domain. It can be seen that the update period of the present
satellite’s basic navigation information is 30 seconds (each sub-frame 1 is 1 page, therefore 10 pages are 10 sub-frames
1, and the update period of 1 sub-frame 1 is 3 seconds, so the update period of a group of pages of sub-frame 1 is 3
seconds * 10 = 30 seconds). Completing one transmission of the integrity and differential information of the Beidou
system requires a group of pages of sub-frames 2∼4 to broadcast, in which a group of pages of sub-frames 2∼4 consists
of 6 pages (that is, transmitted in a time division manner) respectively, that is, one transmission of the integrity and
differential information of the Beidou system is completed by 6 consecutive sub-frames 2∼4 in the time domain respectively. It can be seen that the update period of the integrity and differential information of the Beidou system is 18 seconds
(each of sub-frames 2∼4 is 1 page respectively, therefore 6 pages are 6 sub-frames 2∼4 respectively, and the update
period of a group of pages of sub-frames 2∼4 is 3 seconds * 6 = 18 seconds). A group of pages of sub-frame 5 consists
of 120 pages (that is, transmitted in a time division manner), that is, one transmission of all the satellite almanacs, the
ionosphere information and the time synchronization information with other systems is completed by continuous 120
sub-frames 5 in the time domain. It can be seen that the update period of all the satellite almanacs, the ionosphere
information and the time synchronization information with other systems is 6 minutes (each sub-frame 5 is 1 page,
therefore 120 pages are 120 sub-frames 5, and the update period of a group of pages of sub-frame 5 is 3 seconds *
120 = 360 seconds = 6 minutes).
[0096] A page reflects the sequential changes of each sub-frame in the time domain. In order for easier understanding
of the concept of a page, refer to Fig.7. Fig.7 is a schematic diagram illustrating an arrangement relationship in time of
pages of a sub-frame in a navigation message frame structure model according to an embodiment of the present
invention. As shown in Fig.7, along a time axis T, main frames each including 5 sub-frames are sequentially broadcast.
That is to say, after sub-frame 1, sub-frame 2, sub-frame 3, sub-frame 4 and sub-frame 5 of the first main frame are
broadcast in sequence, the followed is sub-frame 1, sub-frame 2, sub-frame 3, sub-frame 4 and sub-frame 5 of the
second main frame, and so on. It can be seen that the repetition period of the same sub-frame is equivalent to the length
of one main frame, that is, 3 seconds.
[0097] In Fig.7, taking sub-frame 2 as an example, sub-frame 2 of the first main frame is page 1 of sub-frame 2, subframe 2 of the second main frame is page 2 of sub-frame 2, sub-frame 2 of the third main frame is page 3 of sub-frame
2, sub-frame 2 of the fourth main frame is page 4 of sub-frame 2, sub-frame 2 of the fifth main frame is page 5 of subframe 2, and sub-frame 2 of the sixth main frame is page 6 of sub-frame 2. That is to say, sub-frames 2 of the six main
frames consecutive in time constitute 6 pages of sub-frame 2, and the message information broadcast by these 6 pages
(that is, 6 sub-frames 2) is different between each other. Therefore, the broadcast frequency (that is, update frequency)
of the message information broadcast by the 6 pages of sub-frame 2 is 18 seconds. Similarly, sub-frames 2 of the
seventh to twelfth main frames may constitute 6 pages of the next group (that is, the next update period) of sub-frame
2 for broadcasting the updated message information.
[0098] In the navigation message frame structure model as described above, in addition to information bits for broad-
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casting the present satellite’s basic navigation information, all the satellite almanacs, the time synchronization information
with other systems, the integrity and differential information of the Beidou system and the ionosphere information, unused
information bits are usually reserved. Specifically, in the navigation message frame structure model shown in Fig.5, the
lower 150 bits of pages 1~10 of sub-frame 1, pages 1∼6 of sub-frame 4 and pages 14∼34, pages 74∼94,pages 103∼120
of sub-frame 5 are reserved information bits. In addition, it can be known according to the usage case of the navigation
message link resource that, currently, the lower 120 bits of sub-frame 3, sub-frame 4 and pages 117∼120 of sub-frame
5 are reserved information bits (that is, free resource bits). Therefore, satellite-level enhanced parameters can be further
broadcast by using these reserved information bits.
[0099] Considering the page setting of each sub-frame shown in Fig.5 and the case of reserved information bits of
each sub-frame as described above synthetically, the message information broadcast by sub-frame 3 and sub-frame 4
can implement an update period of 3 seconds and an integral multiple thereof while the message information broadcast
by sub-frame 5 may implement an update period of6minutes. Therefore, the processor 401 may determine into which
reserved information bit in which page of which sub-frame the enhanced parameter is inserted to be broadcast according
to the byte size and the broadcast frequency of the enhanced parameter (e.g., a satellite-based enhanced parameter)
that needs to be broadcast. For example, according to the use requirement of the satellite clock difference correction,
its update period is 18 seconds. Therefore, the satellite clock difference correction can be inserted into reserved information bits of sub-frame 2/3 to be broadcast, so as to achieve the broadcast frequency of 18 seconds. The update period
of the satellite orbit correction is 6 minutes, thus it can be inserted into reserved information bits of sub-frame 5 to be
broadcast, so as to achieve the broadcast frequency of 6minutes.
[0100] After the processor 401 completes the message arrangement of the enhanced parameter, the transmitter 402
may upload the arranged message to a broadcast satellite (e.g., the I-branch of the GEO satellite)for broadcasting the
message. Thereby, a user terminal can receive the broadcast message, thus obtain the enhanced parameter so as to
correct the error in the basic navigation information to improve the navigation accuracy.
[0101] It should be noted that although the navigation message frame structure model given in Fig.5 and Fig.6 takes
the Beidou system as an example, the present invention is not limited thereto, and those skilled in the art can employ
the navigation message frame structure model of any other suitable navigation system.
[0102] In the message broadcast apparatus 40 for the enhanced parameter in the satellite navigation system according
to the embodiment of the present invention, by making the basic navigation information and enhanced information be
uniformly broadcast, the scalability of the navigation message is improved, the satellite-and-earth-integrated flexible
broadcast of the navigation message is realized, the flexibility of message broadcasting is improved, the user performance
is improved, and the utilization of channel link resources is improved.
[0103] Optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite navigation
system, the processor 401 may determine the byte size and the broadcast frequency of the enhanced parameter according
to a quantization range and a quantization accuracy of the enhanced parameter respectively.
[0104] Specifically, the accuracy of basic navigation satellite broadcast ephemeris is usually better than 10 meters.
The URE (User Range Error) increases when orbit maneuvers. When the URE is greater than a certain numerical value,
this satellite may be regarded as being unavailable in the short term, and the orbital radial error is classified as a clock
difference. For this reason, the range of an orbit correction may be set as a range of 3 times, that is, 630 meters can
meet the requirements. Taking into account further abnormal cases, this range can be appropriately enlarged, for example,
the typical value is set to 664 meters. Taking into account the need for decimeter-level wide-area differential accuracy,
the quantization accuracy of this parameter can be designed on the centime ters-level.
[0105] The existing clock difference can represent 6409 meters with a quantization error of 0.1 meters. In order to
improve the accuracy of the clock difference correction, the clock difference correction residue is increased, and the
range of the residue is 60.0625 meters. Taking into account the need for decimeter-level wide-area differential accuracy,
the quantization accuracy can be designed on the centime ters-level.
[0106] The partition correction is made on the basis of the correction of the clock difference. The calculation of the
highest accuracy of positioning needs using such correction. The accuracy of the resolving and the parameter fitting of
the clock difference is usually better than 1 nanosecond, and the accuracy of the orbit correction is also better than 2
nanoseconds. Therefore, the range of the partition correction is set at 65 nanoseconds so as to satisfy the representation
requirement of the parameter. This range can be set as 68 nanoseconds in consideration of further abnormal cases.
Other cases beyond the representation range will be uniformly classified into the clock difference parameter. Taking into
account the requirement of high accuracy, the quantization unit of this parameter can be 0.0625 nanoseconds, and the
truncation error at this time is 1 cm.
[0107] Ionosphere correction parameters use models including, but being not limited to, grid ionosphere models, 8parameter models, or 14-parameter models, and preferably use grid ionosphere models. The accuracy of the resolving
of the grid ionosphere is about 0.5 meters and the quantization accuracy of too high is a waste for resources. The design
for the quantization accuracy of 0.1 meter can meet the requirement. The maximum delay is generally no more than 50
meters, and larger delays can be marked as unavailable. Therefore, the value of this parameter can be designed in the
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range of tens of meters, with a typical value being 63 meters.
[0108] According to the above design considerations for the quantization range and the quantization accuracy of each
enhanced parameter, the byte size and the update period of each enhanced parameter may be determined. For example,
the update period of the satellite clock difference correction parameters is preferably 18 seconds, the update period of
the satellite orbit correction parameters is preferably 6 minutes, the update period of the partition comprehensive correction parameters is preferably 36 seconds, and the update period of the ionosphere correction parameter is preferably
3 minutes. As another example, each partition comprehensive correction occupies 8 bits of information bits, and each
satellite’s satellite orbit correction occupies 40 bits of information bits, and so on. As described above, the message
arrangement scheme of each enhanced parameter in the navigation message frame structure model may be determined
according to the byte size and update period of each enhanced parameter.
[0109] Optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite navigation
system, the enhanced parameter may include satellite clock difference correction parameters and partition comprehensive correction parameters, and the processor 401 may insert the satellite clock difference correction parameters into
a first group of predetermined positions in the reserved space of sub-frame 2 and sub-frame 3 and transmits the satellite
clock difference correction parameters by 6 pages in a time division manner (that is, one broadcast of the satellite clock
difference correction parameters is completed by 6 pages), and insert the partition comprehensive correction parameters
into a second group of predetermined positions in the reserved space of sub-frame 2 to sub-frame 4 and transmits the
partition comprehensive correction parameters by the 12 pages in a time division manner (that is, one broadcast of the
partition comprehensive correction parameters is completed by 12 pages in sub-frame 2 to sub-frame 4 respectively).
[0110] Specifically, as described above, the update period of the satellite clock difference correction is 18 seconds.
As shown in Fig.5, the update period of the integrity and differential information of the Beidou system broadcast by subframes 2∼4 via 6 pages is also 18 seconds. Therefore, the satellite clock difference correction parameters may be
inserted into certain information bits in the reserved space in sub-frames 2∼4 to achieve the update period of 18 seconds.
Here, it should be understood that choosing to insert the satellite clock difference correction parameters into the first
group of predetermined positions in the reserved space of sub-frame 2 and sub-frame 3 is only as an example, and the
present invention is not limited thereto. Those skilled in the art may select other suitable reserved information bits
according to the teachings of the present invention.
[0111] As described above, the update period of the partition comprehensive correction is 36 seconds. Although, as
shown in Fig.5, the update period of the integrity and differential information of the Beidou system broadcast by subframes 2∼4 via 6 pages is 18 seconds, if two groups of 6 pages(i.e., 12 pages) of sub-frames 2∼4 are used to broadcast,
an update period of 36seconds can also be achieved. For example, taking Fig.7 as an example, the partition comprehensive correction parameters may be broadcast through certain information bits in the reserved space of sub-frames
2∼4 in the first to twelfth main frames, and thereby one broadcast of the partition comprehensive correction parameters
may be achieved.
[0112] It should be understood that the first group of predetermined positions and the second group of predetermined
positions described herein is in order for distinguishing a set of reserved information bits for broadcasting the satellite
clock difference correction parameters from a set of reserved information bits for broadcasting the partition comprehensive
correction parameters. However, it is possible that a part of the positions in the first group of predetermined positions
coincide with a part of positions in the second group of predetermined positions, that is, the broadcasting of the satellite
clock difference correction parameters and the broadcasting of the partition comprehensive correction parameters may
share some reserved information bits. The message arrangements of the satellite clock difference correction parameters
and the partition comprehensive correction parameters will be further described in detail by way of examples hereinafter.
[0113] As described above, sub-frames 2∼4 may not be fixed to be composed of 6 pages respectively, that is, the
update period of the message broadcast may not be fixed at 18 seconds, but may be implemented as an update period
of a multiple of 3 seconds. Therefore, by flexibly arranging pages of a sub-frame, the dynamic adjustment, the flexible
allocation and the combination of the rapid and slow update frequencies of the message arrangement are realized,
thereby saving resources.
[0114] Optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite navigation
system, the enhanced parameter includes partition comprehensive correction parameters, and the partition comprehensive correction parameters include partition comprehensive corrections, area identifiers and satellite identifiers. Additionally, the area identifiers are used for, for each of areas in the satellite navigation system, employing a 1-bit information
bit respectively to identify whether there is a partition comprehensive correction that needs to be broadcast, and the
processor 401 inserts the area identifiers into a third group of predetermined positions in the reserved space of page 1
of sub-frame 2.Additionally, the satellite identifiers are used for, for each of satellites in the satellite navigation system,
employing a 1-bit information bit respectively to identify whether there is a partition comprehensive correction that needs
to be broadcast, and the processor 401 inserts the satellite identifiers into a fourth group of predetermined positions in
the reserved space of page 2 to page 4 of sub-frame 2. Additionally, the processor 401 inserts partition comprehensive
corrections, which correspond to different areas and different satellites respectively and needs to be broadcast, into a

24

EP 3 525 011 A2

5

10

15

20

25

30

35

40

45

50

55

fifth group of predetermined positions in the reserved space of page 1 to page 6 of sub-frame 3 and sub-frame 4
sequentially. Wherein. the broadcast period of the partition comprehensive correction parameters is 30 seconds to 3
minutes, and preferably 36 seconds. The embodiment of the present invention takes 36 seconds as an example, but is
merely an example, not a limitation.
[0115] Specifically, the satellite navigation system can be divided into multiple areas, and each of areas broadcasts
one partition comprehensive correction. Limited by satellite downlink navigation signal link resources, different satellites
may broadcast different partition comprehensive corrections. Here, for the sake of easily understanding, the Beidou
satellite navigation system is still taken as an example for illustration by way of examples. In the Beidou satellite navigation
system, for example, if the system is divided into 30 areas, there are a total of 63 satellites. Therefore, for combinations
of different areas and different satellites, there may be a total of 30 3 63 = 1890 partition comprehensive corrections.
However, usually only a part of the areas and a part of satellites need to broadcast the corresponding partition comprehensive corrections. Therefore, if information bits are allocated for all possible partition comprehensive corrections for
broadcasting them, excessive channel link resources will be occupied, resulting in a waste of resources.
[0116] In order to save resources, the present invention dynamically adjusts the information resource mode and
broadcasts partition comprehensive corrections by employing a shared identification bit. In order to facilitate understanding of the specific message arrangement manner of the present invention, a detailed description will be made in conjunction with Figs. 8A to 8L below. Figs.8A to 8L are schematic diagrams respectively illustrating examples of message
arrangements of pages 1~6 of sub-frames 2~4 for broadcasting partition comprehensive correction parameters according
to an embodiment of the present invention. As shown on the far left of each figure, a sub-frame number and page number
i are shown. The numbers above the information bit sequence indicate the bit numbers of the corresponding information
bits in the page, MSB represents the most significant bit, and LSB represents the least significant bit.
[0117] Firstly, area identifiers are set to be used for, for each of 30 areas, employing a 1-bit information bit respectively
to identify whether there is a partition comprehensive correction that needs to be broadcast. Fig.8A shows the message
arrangement of page 1 of sub-frame 2. As shown in Fig.8A, the 134th bit is used to broadcast the area identifier AREAI1
of area 1, and when this identification bit is "1", it indicates that there is a partition comprehensive correction that needs
to be broadcast in area 1, and when this identification bit is "0", it indicates that there is no partition comprehensive
correction that needs to be broadcast in area 1. Similarly, although not shown in Fig.8A, the 135th bit is used to broadcast
the area identifier AREAI2 of area 2, and when this identification bit is "1", it indicates that there is a partition comprehensive
correction that needs to be broadcast in area 2, and when this identification bit is "0", it indicates that there is no partition
comprehensive correction that needs to be broadcast in area 2, and so on. Finally, the 171th bit is used to broadcast
the area identifier AREAI30 of area 30, and when this identification bit is "1", it indicates that there is a partition comprehensive correction that needs to be broadcast in area 30, and when this identification bit is "0", it indicates that there is
no partition comprehensive correction that needs to be broadcast in area 30. It should be noted that "P" in the figure
represents 8bits of check bits. It can be understood that, here, the 134th bit to the 142th bit and the 151th bit to the 170th
bit may correspond to the third group of predetermined positions as described above, for broadcasting the area identifiers
AREI1 to AREI30 of 30 areas.
[0118] Secondly, satellite identifiers are set to be used for, for each of the 63 satellites, employing a 1-bit information
bit respectively to identify whether there is a partition comprehensive correction that needs to be broadcast. Figs.8B to
8D show the message arrangements of pages 2~4 of the sub-frame 2 respectively. As shown in Fig.8B, the 134th bit
in page 2 of sub-frame 2 is used to broadcast the satellite identifier BDID1 of satellite 1, and when this identification bit
is "1", it indicates that there is a partition comprehensive correction that needs to be broadcast for satellite 1, and when
this identification bit is "0", it indicates that there is no partition comprehensive correction that needs to be broadcast for
satellite 1. Similarly, although not shown in Fig.8B, the 135th bit is used to broadcast the area identifier BDID2 of satellite
2, and when this identification bit is "1", it indicates that there is a partition comprehensive correction that needs to be
broadcast for satellite 2, and when this identification bit is "0", it indicates that there is no partition comprehensive
correction that needs to be broadcast for satellite 2, and so on. Finally, the 171st bit is used to broadcast the satellite
identifier BDID30 of satellite 30, and when this identification bit is "1", it indicates that there is a partition comprehensive
correction that needs to be broadcast for satellite 30, and when this identification bit is "0", it indicates that there is no
partition comprehensive correction that needs to be broadcast for satellite 30. As mentioned before, "P" in the figure
represents 8bits of check bits. It can be understood that, here, the 134th bit to the 142th bit and the 151th bit to the 170th
bit are used to broadcast the satellite identifiers BDID1 to BDID30 of the 30 satellites of satellites 1∼30.
[0119] Fig.8C shows the message arrangement of page 3 of sub-frame 2. As shown in Fig.8C, the 134th bit to the
142th bit and the 151th bit to the 170th bit of page 3 of sub-frame 2 are used to broadcast the satellite identifiers BDID31
to BDID60 of the 30 satellites of satellites 31∼60, details thereof is similar with those of Fig.8B and will no longer be
described here. Fig.8D shows the message arrangement of page 4 of sub-frame 2. As shown in Fig.8D, the 134th bit
to 136th bit of page 4 of sub-frame 2 are used to broadcast the satellite identifiers BDID61 to BDID63 of the three
satellites of satellites 61∼63. The 137th bit to the 142th bit and the 151th bit to the 170th bit can be used to broadcast
other information or remain reserved. It can be understood that, here, the 134th bits to the 142th bits and the 151th bits
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to the 170th bits of pages 2-3 of sub-frame 2and the 134th bit to the 136th bit of page 4 of sub-frame 2 may correspond
to the fourth group of predetermined positions as described above, for broadcasting the satellite identifiers BDID1 to
BDID63 of 63 satellites.
[0120] Fig.8E shows the message arrangements of pages 5∼6 of sub-frame 2. As shown in Fig.8E, the 134th bits to
the 142th bits and the 151th bits to the170th bits of pages 5∼6 of sub-frame 2 are still reserved (as indicated by Rev)
for future use.
[0121] Finally, partition comprehensive corrections, which correspond to different areas and different satellites respectively and needs to be broadcast, are inserted into a fifth group of predetermined positions in the reserved space of page
1 to page 6 of sub-frame 3 and sub-frame 4 sequentially. Specifically, Fig.8F to Fig.8K respectively show the message
arrangements of pages 1∼6 of sub-frame 3. As shown in Fig.8F, each partition comprehensive correction occupies 8
bits of information bits, and the 257th to 262th bits of page 1 of sub-frame 3 are used to broadcast the upper 6 bits of
the first partition comprehensive correction (ΔT1), while the 271th bit to the 272th bit of page 1 of sub-frame 3 are used
to broadcast the lower 2 bits of the first partition comprehensive correction (ΔT1). The 273th bit to the 280th bit of page
1 of sub-frame 3 are used to broadcast the second partition comprehensive correction (ΔT2), the 281th bit to the 288th
bit of page 1 of sub-frame 3 are used to broadcast the third partition comprehensive correction(ΔT3), and the 289th bit
to the 292th bit of page 1 of sub-frame 3 are used to broadcast the upper 4 bits of the fourth partition comprehensive
correction (ΔT4). It can be seen that 3.5 partition comprehensive corrections can be broadcast through the 28 information
bits of the 257th bit to the 262th bit and the 271th bit to the 292th bit of page 1 of sub-frame 3.
[0122] Similarly, as shown in Fig.8G to Fig.8K, each page of pages 2∼6 of sub-frame 3 may broadcast 3.5 the partition
comprehensive corrections respectively by employing the 28 information bits of the 257th bit to the 262th bit and the
271th bit to the 292th bit. The details thereof are similar with those of Fig.8F and thus will no longer be described here.
[0123] Fig.8L shows the message arrangement of pages 1∼6 of sub-frame 4. As shown in Fig.8L, the 44th bit to the
47th bit are used to broadcast the lower 4 bits of the last partition comprehensive correction broadcast by the preceding
sub-frame 3. For example, the 44th bit to the 47th bit of page 1 of sub-frame 4 are used to broadcast the lower 4 bits of
the fourth partition comprehensive correction(ΔT4). The 48th bits to the 52th bits, the 61th bits to the 82th bits, the 91th
bits to the 142th bits and the 151th bits to the 167th bits of pages 1∼6 of sub-frame 4 are used to broadcast 11 partition
comprehensive corrections. That is to say, each of pages 1∼6 of sub-frame 4 can broadcast 11.5 partition comprehensive
corrections. Therefore, a total of 90 partition comprehensive corrections can be broadcast by pages 1∼6 of sub-frame
3 and sub-frame 4, and a total of 180 partition comprehensive corrections can be broadcast by two groups of pages 1∼6.
[0124] It can be understood that, here, the 257th bits to the 262th bits and the 271th bits to the 292th bits of pages
1∼6 of sub-frame 3and the 48th bits to the 52th bits, the 61th bits to the 82th bits, the 91th bits to the 142th bits and the
151th bits to the 167th bits of pages 1∼6 of sub-frame 4 may correspond to the fifth group of predetermined positions
as described above, for sequentially broadcasting the existing partition comprehensive corrections.
[0125] It should be noted that since the update period of the partition comprehensive correction parameters is 36
seconds, that is, updating is performed once every 12 pages. Specifically, in the time domain, for example, in the first
period of 36 seconds, the number of partition comprehensive corrections that need to be broadcast by sub-frames 3
and sub-frames 4 in the first to twelfth main frames and which area and which satellite each of the partition comprehensive
corrections corresponds to are determined according to the area identifiers and the satellite identifiers broadcast in subframes 2 in the first to sixth main frames in the time domain. Similarly, in the second period of 36seconds, the number
of partition comprehensive corrections that need to be broadcast by sub-frames 3 and sub-frames 4 in the 13th to 24th
main frames and which area and which satellite each of the partition comprehensive corrections corresponds to are
determined according to the updated area identifiers and the updated satellite identifiers broadcast in sub-frames 2 in
the 13th to 18th main frames in the time domain, and so on.
[0126] It should be understood that although at most 180 partition comprehensive corrections can be broadcast as
described above, if only 100 partition comprehensive corrections for example need to be broadcast in a certain period
of 36 seconds, remaining information bits, after the 100 partition comprehensive corrections are sequentially broadcast,
in the fifth group of predetermined positions of sub-frame 3 and sub-frame 4 may be empty or as reserved bits.
[0127] Since the area identifiers and the satellite identifiers are used to identify which areas and which satellites have
partition comprehensive corrections that need to be broadcast as described above, the fifth group of predetermined
positions in sub-frame 3 and sub-frame 4 can be used only for broadcasting the partition comprehensive corrections
that need to be broadcast without allocating fixed information bits for partition comprehensive corrections that do not
need to be broadcast, thus saving channel link resources. Moreover, after each of update periods, since the area
identifiers and the satellite identifiers may change, partition comprehensive corrections that need to be broadcast will
also change, so the fifth group of predetermined positions of sub-frame 3 and sub-frame 4 may broadcast the updated
partition comprehensive corrections corresponding to different areas and different satellites. It can be seen that all
satellites in the satellite navigation system can share identification bits and perform dynamic adjustment, thus saving
resources and realizing fast uploading.
[0128] Further optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite
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[0129] Wherein n denotes the number of the broadcast partition comprehensive correction, and x denotes the total
number of satellites that needs to broadcast partition comprehensive corrections.
[0130] Specifically, as described above, partition comprehensive corrections that need to be broadcast are sequentially
inserted into all pages of sub-frame 3 and sub-frame 4, that is, the messages of these partition comprehensive corrections
are sequentially arranged. For example, the value of n corresponding to the first partition comprehensive correction
(ΔT1) broadcast in page 1 of sub-frame 3 is"1", the value of n corresponding to the second partition comprehensive
correction (ΔT2) broadcast in page 1 of sub-frame 3 is"2"...The value of n corresponding to the first partition comprehensive
correction broadcast in page 1 of sub-frame 4 is "4", the value of n corresponding to the second partition comprehensive
correction broadcast in page 1 of sub-frame 4 is "5", and so on.
[0131] As mentioned before, although there are a total of 63 satellites, not every satellite has a partition comprehensive
correction that needs to be broadcast. For example, it is assumed that x=10, that is, when the total number of satellites
broadcasting the partition comprehensive corrections is 10, for the first partition comprehensive correction ΔT76 in page
6 of sub-frame 3, n=76, so its corresponding area index i = INT(76, 10) + 1 = 8, and its corresponding satellite index j =
MOD (76, 10) = 6. That is to say, the partition comprehensive correction ΔT76 corresponds to area 8 and satellite 6.
[0132] Through the above formula, specific area and satellite corresponding to each of the broadcast partition comprehensive corrections may be derived. Therefore, by combining area identifiers, satellite identifiers and partition comprehensive corrections, it is possible to achieve the accurate broadcast of the partition comprehensive corrections and
to save resources.
[0133] Optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite navigation
system, the enhanced parameter includes satellite clock difference correction parameters, and the satellite clock difference correction parameters include satellite identifiers and satellite clock difference correction residues. Additionally,
the satellite identifiers are used for, for each of satellites in the satellite navigation system, employing a 1-bit information
bit respectively to identify whether there is a satellite clock difference correction residue that needs to be broadcast, and
the processor 401 inserts the satellite identifiers into a third group of predetermined positions in the reserved space of
page 1 of sub-frame 2.Additionally, the processor 401 inserts the satellite clock difference correction residues, which
correspond to different satellites respectively and need to be broadcast, into a sixth group of predetermined positions
in the reserved space of page 5andpage 6 of sub-frame 4 sequentially. Additionally, the broadcast period of the satellite
clock difference correction parameters is 18 seconds to 2 minutes, and preferably 18 seconds. The 18 seconds of the
embodiment of the present invention is merely an example, not a limitation.
[0134] Specifically, for convenience of explanation, the Beidou satellite navigation system is still taken as an example.
As mentioned before, the Beidou satellite navigation system has a total of 63 satellites. However, similar to the aforementioned partition comprehensive corrections, not every satellite has a satellite clock difference correction residue that
needs to be broadcast. Therefore, it is also possible to set satellite identifiers for employing, for each of 63 satellites, a
1-bit information bit respectively to identify whether there is a satellite clock difference correction residue that needs to
be broadcast. For the satellite identifier of each satellite, when this identification bit is "1", it indicates that there is a
satellite clock difference correction residue that needs to be broadcast forth is satellite, and when this identification bit
is "0", it indicates that there is no satellite clock difference correction residue that needs to be broadcast forth is satellite.
[0135] Here, the satellite identifiers used for the satellite clock difference correction residues are different from the
satellite identifiers used for the partition comprehensive corrections, but their effects are similar with each other and will
no longer be described here.
[0136] Each of satellite clock difference correction residues consists of 4 bits of information bits. Usually, each GEO
satellite can broadcast satellite clock difference correction residues of 18 satellites. Figs.9A to 9B are schematic diagrams
respectively illustrating examples of message arrangements of pages 5∼6 of sub-frame 3 for broadcasting satellite clock
difference correction parameters according to an embodiment of the present invention. As shown on the far left of each
figure, a sub-frame number and page number i are shown. Numbers above the information bit sequence indicates the
bit numbers of the corresponding information bits in the page, MSB represents the most significant bit, and LSB represents
the least significant bit. As shown in Fig.9A, information bits different from those broadcasting partition comprehensive
corrections in page 5 of sub-frame 3 broadcast satellite clock difference correction residues of the frequency point B1of
the 18 satellites, as shown by Δtres1, Δtres2...Δtres18. Similarly, as shown in Fig.9B, information bits different from those
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broadcasting partition comprehensive corrections in page 6 of sub-frame 3 broadcast satellite clock difference correction
residues of the B2 frequency point of the 18 satellites, as shown by Δtres1, Δtres2...Δtres18.
[0137] It should be understood that if the total number of satellites that there are satellite clock difference correction
residues that need to be broadcast is less than 18, some information bits in the predetermined positions for broadcasting
satellite clock difference correction residues shown in Fig.9A and Fig.9B may be empty or as reserved information bits.
[0138] As described above, the update period of the satellite clock difference correction residues is 18 seconds while
the update period of the partition comprehensive corrections is 36 seconds. With flexible message arrangement, it is
possible to realize the rapid-slow combination of different broadcast frequencies between the satellite clock difference
correction residues and the partition comprehensive corrections.
[0139] Further optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite
navigation system, the processor 401 inserts a broadcast information category identifier into a predetermined 1-bit
information bit in the reserved space of page 4 of sub-frame 2, and the satellite clock difference correction residues are
broadcast in the sixth group of predetermined positions when the broadcast information category identifier is one of 1
and 0, and GPS satellite differential fast change information is broadcast in the sixth group of predetermined positions
when the broadcast information category identifier is the other of 1 and 0.
[0140] Specifically, still referring to Fig.8D, after BDID63, a 1-bit information bit may be used to broadcast the information
category identifier, as shown by GPS flag. For example, when this identification bit GPS flag is "1", it indicates that the
sixth group of predetermined positions as described above is used to broadcast satellite clock difference correction
residues, and the message arrangement is as shown in Figs.9A and 9B. When this identification bit GPS flag is "0", it
indicates that the sixth group of predetermined positions as described above is used to broadcast the GPS satellite
differential fast change information, as shown in Figs.8J and 8K. Specifically, RUAIi1∼RUAIi3 and ΔtGPSi1∼ΔtGPSi3 in
Figs.8J and 8K represent the GPS satellite differential fast change information.
[0141] It should be understood that, obviously, the meanings of "1" and "0" of the identification bit GPS flag are not
limited to the above-described exemplary case, but may be interchanged.
[0142] By setting the information category identifier, resource sharing between different satellite navigation systems
can be realized, channel link resources are saved, and the message arrangement can be flexibly and dynamically
adjusted.
[0143] Optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite navigation
system, the enhanced parameter includes GPS partition comprehensive correction parameters, and the GPS partition
comprehensive correction parameters include GPS partition comprehensive corrections, GPS area identifiers and GPS
satellite identifiers. Additionally, the GPS area identifiers are used for, for each of GPS areas, employing a 1-bit information
bit respectively to identify whether there is a GPS partition comprehensive correction that needs to be broadcast, and
the processor 401 inserts the GPS area identifiers into a seventh group of predetermined positions in the reserved space
of page 23 and page 83 of sub-frame 5.Additionally, the GPS satellite identifiers are used for, for each of GPS satellites,
employing a 1-bit information bit respectively to identify whether there is a GPS partition comprehensive correction that
needs to be broadcast, and the processor 401 inserts the GPS satellite identifiers into an eighth group of predetermined
positions in the reserved space of page 23 and page 83 of sub-frame 5.Additionally, the processor 401 inserts the GPS
partition comprehensive corrections, which correspond to different GPS areas and different GPS satellites respectively
and need to be broadcast, into a ninth group of predetermined positions in the reserved space of page 23 to page 30
and page 83 to page 90 of sub-frame 5 sequentially. Additionally, the broadcast period of the GPS partition comprehensive
correction parameters is 30 seconds to 3 minutes, and preferably36 seconds. The 36 seconds mentioned in the embodiment of the present invention is merely an example, not a limitation.
[0144] Specifically, although the current GPS satellite navigation system are not divided by regions like the Beidou
system, in practice, regional division may be conducted on the GPS satellite navigation system and the GPS partition
comprehensive corrections may be further applied. Figs.10A to 10E are schematic diagrams respectively illustrating
examples of message arrangements of pages 23∼30, 83∼90 of sub-frame 5 for broadcasting GPS partition comprehensive
correction parameters according to an embodiment of the present invention. As shown on the far left of each figure, a
sub-frame number and page number i are shown. Numbers above the information bit sequence indicate the bit numbers
of the corresponding information bits in the page, MSB represents the most significant bit, and LSB represents the least
significant bit.
[0145] Similarly with the aforementioned partition comprehensive corrections for the Beidou system, for example, the
GPS satellite navigation system is divided into 30 GPS areas, and each of GPS areas broadcasts one GPS partition
comprehensive correction. Correspondingly, the GPS area identifiers are set for employing, for each of 30 GPS areas,
a 1-bit information bit respectively to identify whether there is a GPS partition comprehensive correction that needs to
be broadcast. Fig.10A shows the message arrangement of pages 23, 83 of sub-frame 5. As shown in Fig.10A, AREAI1,
AREAI2, ..., AREAI30 respectively represent the GPS area identifiers of the 30 GPS areas. When a certain identification
bit is "1", it indicates that there is a GPS partition comprehensive correction that needs to be broadcast for the GPS area
identified by it, and when this identification bit is "0", it indicates that there is no GPS partition comprehensive correction
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that needs to be broadcast for the GPS area identified by it. It can be understood that, here, the 30bits of information
bits for broadcasting the GPS area identifiers AREI1 to AREI30 of the 30 GPS areas in pages 23, 83 of sub-frame 5
may correspond to the seventh group of predetermined positions as described above.
[0146] Unlike the Beidou satellite navigation system, the GPS satellite navigation system has a total of 36 GPS
satellites. The GPS satellite identifiers are set for employing, for each of 36 GPS satellites, a 1-bit information bit respectively to identify whether there is a GPS partition comprehensive correction that needs to be broadcast. As shown
in Fig.10A, GPS1, GPS2, ..., GPS36 respectively indicate the GPS satellite identifiers of the 36 GPS satellites. When a
certain identification bit is "1", it indicates that there is a GPS partition comprehensive correction that needs to be
broadcast for the GPS satellite identified by it, and when this identification bit is "0", it indicates that there is no GPS
partition comprehensive correction that needs to be broadcast for the GPS satellite identified by it. It can be understood
that, here, the 36 bits of information bits for broadcasting the GPS satellite identifiers GPS1 to GPS36of the 36 GPS
satellites in pages 23, 83 of sub-frame 5 may correspond to the eighth group of predetermined positions as described
above.
[0147] The GPS partition comprehensive corrections, which correspond to different GPS areas and different GPS
satellites respectively and need to be broadcast, are inserted into a ninth group of predetermined positions in the reserved
space of pages23∼30, 83∼90 of sub-frame 5 sequentially. Specifically, similarly with the Beidou system, each GPS
partition comprehensive correction is composed of 8 bits. Referring to Fig. 10A, the 228th bits to the 232th bits, the 241th
bits to the 262th bits and the 271th bits to the 291th bits of pages 23, 83 of sub-frame 5 are used to broadcast 6 GPS
partition comprehensive corrections, as shown by ΔTG1 to ΔTG6. Fig.10B shows the message arrangement of pages
24∼29 of sub-frame 5. As shown by ΔTGa1 to ΔTGa22, 22 GPS partition comprehensive corrections can be broadcast
per page. Fig. 10C shows the message arrangement of pages 84∼89 of sub-frame 5. Similarly with Fig. 10B, as shown
by ΔTGa1 to ΔTGa22, 22 GPS partition comprehensive corrections can be broadcast per page. Figs.10D and 10E show
the message arrangements of page 30 and page 90 of sub-frame 5, respectively. As shown by ΔTGa1 to ΔTGa13 in
Figs.10D and 10E, each of page 30 and page 90 can broadcast 13 GPS partition comprehensive corrections. Therefore,
a total of 151 GPS partition comprehensive corrections can be broadcast by pages 23∼30 of sub-frame 5, and similarly,
a total of 151 GPS partition comprehensive corrections can be broadcast by pages 83∼90 of sub-frame 5.
[0148] As described above in conjunction with Fig.5, sub-frame 5 in the navigation message frame structure model is
composed of 120 pages, and can achieve the broadcast frequency of 6minutes. Here, since pages 23∼30 differ from
pages 83∼90 by 60 pages, the update period of the GPS partition comprehensive corrections can be implemented as
3 minutes. That is to say, based on the GPS area identifiers and the GPS satellite identifiers in page 23 of sub-frame 5,
the corresponding GPS partition comprehensive corrections can be broadcast in pages 23∼30; the GPS area identifiers
and the GPS satellite identifiers broadcast in page 83 of sub-frame 5 may be different from those in page 23, that is, the
GPS area identifiers and the GPS satellite identifiers are updated after 3 minutes, therefore, the GPS partition comprehensive corrections broadcast in pages 83∼90 of sub-frame 5 are based on the GPS area identifiers and the GPS satellite
identifiers broadcast in page 83 of sub-frame 5.
[0149] The GPS area index and the GPS satellite index corresponding to each GPS partition comprehensive correction
may be determined similarly with the foregoing partition comprehensive correction for the Beidou system, and will no
longer be described here.
[0150] It should be understood that although at most 151 GPS partition comprehensive corrections can be broadcast
every 3-minute period as described above, if only 100 GPS partition comprehensive corrections need to be broadcast
in a certain 3-minute period, remaining information bits, after the 100 partition comprehensive corrections are sequentially
broadcast, in the ninth group of predetermined positions of sub-frame 5 may be empty or as reserved bits.
[0151] Since the GPS area identifiers and the GPS satellite identifiers are used to identify which GPS areas and which
GPS satellites have GPS partition comprehensive corrections that need to be broadcast as described above, the ninth
group of predetermined positions in sub-frame 5 can be used only for broadcasting the GPS partition comprehensive
corrections that need to be broadcast without allocating fixed information bits for GPS partition comprehensive corrections
that do not need to be broadcast, thus saving channel link resources. Moreover, after each of update periods, since the
GPS area identifiers and the GPS satellite identifiers may change, GPS partition comprehensive corrections that need
to be broadcast will also change, so the ninth group of predetermined positions of sub-frame 5may broadcast the updated
GPS partition comprehensive corrections corresponding to different GPS areas and different GPS satellites. It can be
seen that all GPS satellites in the GPS satellite navigation system can share identification bits and perform dynamic
adjustment, thus saving resources and realizing fast uploading. In addition, since the broadcast position of the GPS
partition comprehensive correction parameters is different from the broadcast position of the partition comprehensive
corrections for the Beidou system as described above, enhanced parameters of different satellite navigation systems
can be simultaneously broadcast at different update frequencies in the same navigation message frame structure model,
and thus the scalability of the navigation message is further improved.
[0152] Optionally, in the above message broadcast apparatus 40 for the enhanced parameter in the satellite navigation
system, the enhanced parameter includes satellite orbit correction parameters, and the satellite orbit correction param-
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eters include satellite identifiers, satellite broadcast ephemeris corrections and equivalent distance error status identifiers
of satellite ephemeris corrections. Additionally, the satellite identifiers are used for, for each of satellites in the satellite
navigation system, employing a 1-bit information bit respectively to identify whether there are a satellite broadcast
ephemeris correction and an equivalent distance error status identifier of the satellite ephemeris correction that need to
be broadcast, and the processor 401 inserts the satellite identifiers into a tenth group of predetermined positions in the
reserved space of page 23 of sub-frame 5.Additionally, the processor 401 inserts the satellite broadcast ephemeris
corrections and the equivalent distance error status identifiers of satellite ephemeris corrections, which correspond to
different satellites respectively and need to be broadcast, into a eleventh group of predetermined positions in the reserved
space of page 117 to page 120, page 31 and page 91 of sub-frame 5. Additionally, the broadcast period of the satellite
orbit correction parameters is 3-6 minutes, and preferably6minutes.The embodiment of the present invention take the
6minutesas an example, but it is merely an example, not a limitation.
[0153] Specifically, the Beidou satellite navigation system is still taken as an example for illustration by way of examples.
As mentioned before, the Beidou satellite navigation system has a total of 63 satellites. However, not every satellite has
a satellite broadcast ephemeris correction and an equivalent distance error status identifier of the satellite ephemeris
correction that need to be broadcast. Usually, the GEO satellite broadcasts satellite broadcast ephemeris corrections
and equivalent distance error status identifiers of the satellite ephemeris corrections of 18 satellites. As shown in Fig.10A,
the satellite identifiers of the Beidou system can be further broadcast in pages 23, 83 of sub-frame 5, as shown by BDID1
to BDID63. When a certain identification bit is "1", it indicates that there is a satellite broadcast ephemeris correction
and an equivalent distance error status identifier of the satellite ephemeris correction that need to be broadcast for the
satellite identified by it, and when this identification bit is "0", it indicates that there is no satellite broadcast ephemeris
correction and equivalent distance error status identifier of the satellite ephemeris correction that need to be broadcast
for the satellite identified by it.
[0154] Based on respective satellite identifiers broadcast in page 23 of sub-frame 5, satellite broadcast ephemeris
corrections and equivalent distance error status identifiers of the satellite ephemeris corrections that need to be broadcast
are sequentially broadcast in pages 117∼120, 31, 91 of sub-frame 5. Figs.11A to 11E are schematic diagrams respectively
illustrating examples of message arrangements of pages 117∼120, 31, 91 of sub-frame 5 for broadcasting satellite orbit
correction parameters according to an embodiment of the present invention. As shown on the far left of each figure, a
sub-frame number and page number i are shown. Numbers above the information bit sequence indicate the bit numbers
of the corresponding information bits in the page, MSB represents the most significant bit, and LSB represents the least
significant bit.
[0155] As shown in Fig.11A, a group of ΔX, ΔY, ΔZ represents one satellite broadcast ephemeris correction, and ΔX,
ΔY, ΔZ each occupy 12 bits. Page 117 of sub-frame 5 can broadcast 4complete satellite broadcast ephemeris corrections
and the complete ΔX, ΔY and the upper 10 bits of ΔZ in the 5th satellite broadcast ephemeris correction. As shown in
Fig.11B, page 118 of sub-frame 5 can broadcast the lower 2 bits of ΔZ in the 5th satellite broadcast ephemeris correction,
the 6th to 9th complete satellite broadcast ephemeris corrections, and the complete ΔX, ΔY and the upper 8 bits of ΔZ
in the 10th satellite broadcast ephemeris correction. As shown in Fig. 11C, page 119 of sub-frame 5 can broadcast the
lower 4 bits of ΔZ in the 10th satellite broadcast ephemeris correction, the 11th to 14th complete satellite broadcast
ephemeris corrections, and the complete ΔX, ΔY and the upper 6 bits of ΔZ in the 15th satellite broadcast ephemeris
correction. As shown in Fig.11D, page 120 of sub-frame 5 can broadcast the lower 6 bits of ΔZ in the 15th satellite
broadcast ephemeris correction, the 16th to 18th complete satellite broadcast ephemeris corrections, and equivalent
distance error status identifiers of 16 satellite ephemeris corrections (as shown by EPREI1 to EPREI16). As shown in
Fig.11E, page 31 and page 91 of sub-frame 5 are used to broadcast the equivalent distance error status identifiers of
the 17th and 18th satellite ephemeris corrections (as shown by EPREI17 and EPREI18). The equivalent distance error
status identifier of each satellite ephemeris correction occupies 4 bits.
[0156] Note that since the update period of the satellite orbit correction parameters is 6 minutes, EPREI17 and EPREI18
broadcast in page 31and page 91 of sub-frame 5 are the same, that is, repeated; in addition, BDID1∼BDID63 in page
83 of sub-frame 5 are not used for satellite broadcast ephemeris corrections and equivalent distance error status identifiers
of the satellite ephemeris corrections.
[0157] In addition, it should be noted that in addition to the above-mentioned specific reserved information bits for
broadcasting respective enhanced parameters, other information bits that have been used for broadcasting the basic
navigation information currently are shown in Figs.8A to 11E. Specifically, for example, Pre represents a frame synchronization code, FraID represents a sub-frame count, SOW represents a second-of-week count, EncF2 to EncF5 represent
system use bits, Pnum2 represents an integrity and differential information page number, SatH2 represents integrity
and differential autonomic health information, BD2ID1 to BD2ID30 represent BD2 system satellite identifiers, GPSID1
to GPSID30 represent GPS satellite identifiers, UDREI1 to UDREI18 represent user differential distance error indexes,
RURAIi1 to RURAIi3 represent area user distance accuracy indexes, Δti1 to Δti3 represent equivalent clock difference
corrections, ΔtGPSi1 to ΔtGPSi3 and Δtave represent GPS area user distance accuracy indexes, Pnum represents a page
number. Since these already used information bits are well known to those skilled in the art, they will no longer be
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described in order to avoid obscuring the inventive points of the present invention.
[0158] The message broadcast apparatus 40 for the enhanced parameter in the satellite navigation system according
to embodiments of the present invention is described above with reference to Figs.4-11E. In the message broadcast
apparatus 40 for the enhanced parameter in the satellite navigation system, by combining a frame and a data block in
a navigation message structure, the satellite-and-earth-integrated flexible broadcast of the navigation message is realized, the basic navigation information and the enhanced information can be uniformly broadcast, the scalability of the
navigation message is improved, the flexibility of message broadcasting is improved, the user’s use performance is
improved, and the utilization of channel link resources is improved.
[0159] Note that since the ionosphere correction parameters can utilize the message arrangement of the existing
ionosphere correction parameters in the navigation message frame structure model, it will no longer be described in
detail here.
[0160] It should be understood that although the description is made above by taking the Beidou satellite navigation
system and the GPS satellite navigation system as examples, the present invention is not limited thereto, and those
skilled in the art can apply the present invention to any suitable satellite navigation system in accordance with the
teachings of the present invention.
[0161] In the following, a message broadcast method 120 for an enhanced parameter in a satellite navigation system
according to another embodiment of the present invention will be described with reference to Fig. 12. Fig. 12 is a flowchart
illustrating a message broadcast method 120 for an enhanced parameter in a satellite navigation system according to
an embodiment of the present invention.
[0162] As shown in Fig.12, the message broadcast method 120 for the enhanced parameter in the satellite navigation
system begins at step S1201. At step S1201, an insertion position of the enhanced parameter in a reserved space in a
navigation message frame structure model is determined according to the byte size and the broadcast frequency of the
enhanced parameter that needs to be broadcast, so as to perform the message arrangement of the enhanced parameter.
Next, at step S1201, the arranged message is uploaded by a ground base station to a broadcast satellite for broadcasting
the message. The navigation message frame structure model is defined by a superframe, a main frame and a subframe, with each of superframes containing 120 main frames, each of main frames containing 5 sub-frames, each of
sub-frames containing 10 words and each of words containing 30 bits and lasting 0.06 second, and among the 5 subframes, sub-frame 1 is used to broadcast the present satellite’s basic navigation information of the satellite navigation
system and transmitted by 10 pages in a time division manner, sub-frame 2 to sub-frame 4 are used to broadcast the
integrity and differential information of the satellite navigation system and transmitted respectively by 6 pages in a time
division manner, and sub-frame 5 is used to broadcast all the satellite almanacs, ionosphere information and time
synchronization information with other systems of the satellite navigation system and transmitted by 120 pages in a time
division manner. After step S1202, the message broadcast method 120 for the enhanced parameter in the satellite
navigation system is ended.
[0163] Optionally, although not shown in Fig. 12, the enhanced parameter comprises satellite clock difference correction
parameters and partition comprehensive correction parameters, and the satellite clock difference correction parameters
are inserted into a first group of predetermined positions in the reserved space of sub-frame 2 and sub-frame 3 and
transmitted by 6 pages in a time division manner, and the partition comprehensive correction parameters are inserted
into a second group of predetermined positions in the reserved space of sub-frame 2 to sub-frame 4 and transmitted by
the 12 pages in a time division manner.
[0164] Optionally, although not shown in Fig. 12, the enhanced parameter comprises partition comprehensive correction parameters, and the partition comprehensive correction parameters comprise partition comprehensive corrections,
area identifiers and satellite identifiers. Additionally, the area identifiers are used for, for each of areas in the satellite
navigation system, employing a 1-bit information bit respectively to identify whether there is a partition comprehensive
correction that needs to be broadcast, and the area identifiers are inserted into a third group of predetermined positions
in the reserved space of page 1 of sub-frame 2.Additionally, the satellite identifiers are used for, for each of satellites in
the satellite navigation system, employing a 1-bit information bit respectively to identify whether there is a partition
comprehensive correction that needs to be broadcast, and the satellite identifiers are inserted into a fourth group of
predetermined positions in the reserved space of page 2 to page 4 of sub-frame 2. Additionally, partition comprehensive
corrections, which correspond to different areas and different satellites respectively and needs to be broadcast, are
inserted into a fifth group of predetermined positions in the reserved space of page 1 to page 6 of sub-frame 3 and subframe 4 sequentially. Additionally, the broadcast period of the partition comprehensive correction parameters is 30
seconds to 3 minutes, preferably, it is 36 seconds. The embodiment of the present invention takes 36 seconds as an
example, but is merely an example, not a limitation.
[0165] Optionally, although not shown in Fig. 12,a area index i and a satellite index j corresponding to each of the
broadcast partition comprehensive corrections are respectively defined as follows: i=INT(n, x)+1;j=MOD(n, x). Wherein,
n denotes the number of the broadcast partition comprehensive correction, and x denotes the total number of satellites
where there are partition comprehensive corrections that needs to be broadcast.
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[0166] Optionally, although not shown in Fig.12, the enhanced parameter comprises satellite clock difference correction
parameters, and the satellite clock difference correction parameters comprise satellite identifiers and satellite clock
difference correction residues. Additionally, the satellite identifiers are used for, for each of satellites in the satellite
navigation system, employing a 1-bit information bit respectively to identify whether there is a satellite clock difference
correction residue that needs to be broadcast, and the satellite identifiers are inserted into a third group of predetermined
positions in the reserved space of page 1 of sub-frame 2.Additionally, the satellite clock difference correction residues,
which correspond to different satellites respectively and needs to be broadcast, are inserted into a sixth group of predetermined positions in the reserved space of page 5andpage 6 of sub-frame 4 sequentially. Additionally, the broadcast
period of the satellite clock difference correction parameters is 18 seconds to 2 minutes, preferably 18 seconds. The
embodiment of the present invention takes the 18 seconds as an example, but is merely an example, not a limitation.
[0167] Optionally, although not shown in Fig. 12, a broadcast information category identifier is inserted into a predetermined 1-bit information bit in the reserved space of page 4 of sub-frame 2, and the satellite clock difference correction
residues are broadcast in the sixth group of predetermined positions when the broadcast information category identifier
is one of 1 and 0, and GPS satellite differential fast change information is broadcast in the sixth group of predetermined
positions when the broadcast information category identifier is the other of 1 and 0.
[0168] Optionally, although not shown in Fig. 12, the enhanced parameter comprises GPS partition comprehensive
correction parameters, and the GPS partition comprehensive correction parameters comprise GPS partition comprehensive corrections, GPS area identifiers and GPS satellite identifiers. Additionally, the GPS area identifiers are used
for, for each of GPS areas, employing a 1-bit information bit respectively to identify whether there is a GPS partition
comprehensive correction that needs to be broadcast, and the GPS area identifiers are inserted into a seventh group
of predetermined positions in the reserved space of page 23 and page 83 of sub-frame 5.Additionally, the GPS satellite
identifiers are used for, for each of GPS satellites, employing a 1-bit information bit respectively to identify whether there
is a GPS partition comprehensive correction that needs to be broadcast, and the GPS satellite identifiers are inserted
into an eighth group of predetermined positions in the reserved space of page 23 and page 83 of sub-frame 5.Additionally,
the GPS partition comprehensive corrections, which correspond to different GPS areas and different GPS satellites
respectively and needs to be broadcast, are inserted into a ninth group of predetermined positions in the reserved space
of page 23 to page 30 and page 83 to page 90 of sub-frame 5 sequentially. Additionally, the broadcast period of the
GPS partition comprehensive correction parameters is 30 seconds to 3 minutes and preferably 36 seconds. The embodiment of the present invention takes 36 seconds as an example, but is merely an example, not a limitation.
[0169] Optionally, although not shown in Fig. 12, the enhanced parameter comprises satellite orbit correction parameters, and the satellite orbit correction parameters comprise satellite identifiers, satellite broadcast ephemeris corrections
and equivalent distance error status identifiers of satellite ephemeris corrections. Additionally, the satellite identifiers are
used for, for each of satellites in the satellite navigation system, employing a 1-bit information bit respectively to identify
whether there are a satellite broadcast ephemeris correction and an equivalent distance error status identifier of the
satellite ephemeris correction that need to be broadcast, and the satellite identifiers are inserted into a tenth group of
predetermined positions in the reserved space of page 23 of sub-frame 5. Additionally, the satellite broadcast ephemeris
corrections and the equivalent distance error status identifiers of satellite ephemeris corrections, which correspond to
different satellites respectively and need to be broadcast, are inserted into a eleventh group of predetermined positions
in the reserved space of page 117 to page 120, page 31 and page 91of sub-frame 5. Additionally, the broadcast period
of the satellite orbit correction parameters is 3-6 minutes and preferably6minutes.The 6 minutes mentioned by the
embodiment of the present invention is merely an example, not a limitation.
[0170] Optionally, although not shown in Fig. 12, the byte size and the broadcast frequency of the enhanced parameter
are determined according to the quantization range and the quantization accuracy of the enhanced parameter respectively.
[0171] Optionally, although not shown in Fig. 12, the satellite navigation system is Beidou satellite navigation system.
[0172] The specific operation of various steps of the message broadcast method 120 for the enhanced parameter in
the satellite navigation system has been described in detail in message broadcast apparatus 40 for the enhanced
parameter in the satellite navigation system described with reference to Figs. 1-11E,and will not be repeated here.
[0173] With the message broadcast method 120 for the enhanced parameter in the satellite navigation system, by
combining a frame and a data block in a navigation message structure, the satellite-and-earth-integrated flexible broadcast of the navigation message is realized, the basic navigation information and the enhanced information can be
uniformly broadcast, the scalability of the navigation message is improved, the flexibility of message broadcasting is
improved, the user’s use performance is improved, and the utilization of channel link resources is improved.
[0174] In the above, the message broadcast apparatus and method for the enhanced parameter in the satellite navigation system according to embodiments of the present invention is described with reference to Figs. 4-12.
[0175] Fig. 13 is a block diagram of a receiver according to an embodiment of the present application. It should be
noted that the receiver of the embodiment of the present invention includes but is not limited to a GNSS receiver, a
handheld portable device, etc., and may be any module or apparatus with a function of navigation and positioning.
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Furthermore, the receiver of the embodiment of the present invention may be a single-mode receiver or a multimode
receiver.
[0176] Referring to Fig.13, a receiver 1300 is divided into an antenna 1310, a storage apparatus 1320, a processing
module 1330 and a user interaction module 1340 according to functions.
[0177] The receiver 1300 receives basic broadcast messages and correction parameters broadcast by multiple satellites via the antenna 1310.In some embodiments, the correction parameters include a partition comprehensive correction x4, and in other embodiments, the correction parameters include the partition comprehensive correction x4 and
further includes at least one parameter of an orbit correction x1, a clock difference correction x2 and an ionosphere
correction x3, wherein, the ionosphere correction x3 uses modules including, but not limited to, a grid ionosphere model,
an 8-parameter model or a 14-parameter model, and preferably uses the grid ionosphere model. The orbit correction is
also called the satellite orbit correction, and the clock difference correction is also called the satellite clock difference
correction, which will no longer be described below.
[0178] The storage apparatus 1320 is coupled with the antenna 1310, and stores the multiple basic broadcast messages
and the above correction parameters received and transmits them to the processing module 1330.
[0179] The processing module 1330 further processes the received multiple basic broadcast messages and correction
parameters to obtain a positioning position of the receiver by operation, then the receiver transmits the determined
positioning position to the user interaction module 1340 so as to indicate the obtained positioning result to the user.
[0180] Specifically, the positioning operation performed by the processing module is different according to the difference
of correction parameters that the receiver is able to receive and the difference of frequencies received by the receiver,
wherein, the partition comprehensive correction x4 is used to comprehensively correct multiple errors, the orbit correction
x1 is used to correct the orbit error, the clock difference correction x2 is used to correct the clock difference error, and
the ionosphere correction x3 is used to correct the ionosphere delay error, which will no longer be described below.
[0181] The procedure of the method for performing navigation and positioning of a single-frequency, dual-frequency
and tri-frequency receiver using a partition comprehensive correction or using the partition comprehensive correction in
combination with other correction parameters will be described by way of example with further reference to Figs. 14-25
below.
[0182] First, refer to Fig. 14, which shows a flowchart of a navigation and positioning method of a single-frequency
receiver using correction parameters including a partition comprehensive correction x4, an orbit correction x1, a clock
difference correction x2 and an ionosphere correction x3 according to an embodiment of the present application.
[0183] At step S1400, the processing module receives the basic broadcast messages and the correction parameters
including the orbit correction x1, the clock difference correction x2, the ionosphere correction x3 and the partition comprehensive correction x4 of N satellites, and the processing module obtains a single-frequency pseudorange observation
equation P1 and a carrier-phase observation equation L1 for each satellite based on the broadcast ephemeris:
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[0184] Wherein, P1 and L1 are pseudorange and carrier-phase observation functions respectively; ρ is a satellite-earth
geometric distance (the coordinate of the observation station); c is the speed of light, δt is a clock difference of the
observation station, and δts is the satellite clock difference calculated by the broadcast ephemeris; f1 is a first carrier
frequency; I1 is an ionosphere delay at the first frequency calculated using parameters of a broadcast ephemeris ionosphere model; T is a troposphere delay correction; λ1·N 1 is an unknown ambiguity; λ1 is a carrier wavelength, W is a
carrier-phase winding correction in units of weeks; εP1, εL1 are observation noises of pseudorange and carrier-phase
respectively.
[0185] In addition, the definition and generation of the orbit correction x1, the clock difference correction x2, the ionosphere correction x3 and the partition comprehensive correction x4 have been described in the specification, and thus
will no longer be described herein.
[0186] At step S1410, the established pseudorange observation equation and carrier-phase observation equation are
corrected by using all of the above quadruple correction parameters x1, x2, x3 and x4, so that the corrected pseudorange
observation equation P1(x) and carrier-phase observation equation L1(x) may be obtained:
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[0187]

In the above equation, Δρ(x1) is the distance correction calculated based on the orbit correction x1; x2 is the

clock difference correction; I1(x3) is the ionosphere delay at the first frequency calculated using the ionosphere correction
x3;
10

15

and εP1’ are the parameter-corrected observation noises after combing pseudorange and carrier-phase, in which

the partition comprehensive correction may use at least one or both of the GPS partition comprehensive correction and
the Beidou partition comprehensive correction.
[0188] At step S1420, by combining the above-described corrected pseudorange observation equation P1(x) and
carrier-phase observation equation L1(x), that is, in equations (3) and (4), it can constitute a combination that eliminates
the influence of the ionosphere, that is, an ionosphere-free combined observation, as a first observation (the following
equation(5)):
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[0189] At step S1430, the corrected pseudorange observation equation P1(x), that is, the above equation (3) is taken
as a second observation.
[0190] At step S1440, by jointly solving the first observation and the second observation of each satellite of the N
satellites, the operation result of the user positioning is obtained. In order to solve all the parameters, the number N of
satellites observed needs to be greater than 4.
[0191] Specifically, the above equations (3) and (5) constitute observation equations for single-frequency navigation
and positioning, and the corresponding observation equations are:
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[0192] In the equation, [X0,Y0,Z0] is the approximate coordinate of the observation station; [X1,Y1,Z1···Xn,Yn,Zn] is the
coordinate of a satellite; [dX,dY,dZ] is the coordinate correction parameters of the observation station; M wet is the
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troposphere wet delay mapping function; dZTDW is the troposphere wet zenith delay correction parameters; w is the
carrier-phase winding correction; B is the carrier-phase ambiguity parameter in units of distance. According to the above
observation equation, those skilled in the art can solve the final operation result of the user positioning.
[0193] In addition, because the accuracies of different observation equations are not uniform, it is necessary to perform
weight determination on the observation equations (that is, configure the corresponding weighting ratios for the observations) and establish a stochastic model thereof. The observation equation noise is mainly composed of the errors of
respective models:
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[0194] In the above equation, σ is the observation equation noise, and σeph,σclk,σion,σtrop,σmp,σnoise indicate the satellite
orbit accuracy, the satellite clock difference accuracy, the ionosphere model accuracy, the troposphere model accuracy,
the multipath model accuracy, and the observation noise accuracy respectively. Further, in order to simplify the models,
the above observation equation can be divided into components (σeph,σclk) that are independent of the elevation angle,
and other parts are classified as components related to the elevation angle (σ2(ele)), as follows:
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[0195]

In the above equation, the weight of σ2(ele) is generally determined according to the elevation angle:

[0196]

Therefore, the stochastic model is as follows:
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[0197] In the above equation, Q is the weight matrix of the observation, R is the covariance matrix of the observation.
Through the solution of the above-mentioned weight matrix of the observation, the empirical value of the weighting ratio
of the observation can be obtained as: the amplitude range of the weighting ratio is from 1:0.01 to 1:0.05, and the optimal
weighting ratio is preferably 1:0.05.
[0198] Next, a navigation and positioning method of a dual-frequency receiver using correction parameters including
a partition comprehensive correction x4, an orbit correction x1, a clock difference correction x2 and an ionosphere
correction x3 according to an embodiment of the present application is described with reference to Fig.15.
[0199] At step S1500, since it is a dual-frequency receiver, the processing module here, in addition to receiving
parameters and establishing the pseudo-range observation equation P1 (i.e., equation (1)) and the carrier-phase observation equation L1 (i.e., equation (2))of the first frequency f1 as described above with reference to Fig.14,:
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further introduces a pseudo-range observation P2 (that is, equation (6)) and a carrier-phase observation L2 (that is,
equation (7)) of a second frequency f2 other than the first frequency f1:
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[0200] The meanings of the variables in the above equations (6) and (7) are the same as those in the equations (1)
and (2), except that here it is the second frequency f2 which is different from the first frequency f1.
[0201] At step S1510, the established pseudorange observation equations (equation (1) and equation (6)) and carrierphase observation equations (equations (2) and (7)) are corrected by using the correction parameters (the correction
parameters include the partition comprehensive correction x4, the orbit correction x1, the clock difference correction x2
and the ionosphere correction x3), so that the corrected pseudorange observation equation P1(x) (i.e., equation (3)) and
carrier-phase observation equation L1(x) (i.e., equation (4)) of the first frequency and the corrected pseudorange observation equation P2(x) (i.e., equation (8)) and carrier-phase observation equation L2(x) (i.e., equation (9)) of the second
frequency may be obtained:
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[0202] The meanings of the variables in the above equations (8) and (9) are the same as those in the equations (3)
and (4).
[0203] At step S1520, the carrier-phase observation equation L1(x) and the carrier-phase observation equation L2(x)
of the above equations (4) and (9) are combined to construct a carrier-phase ionosphere-free combination, that is, a
first observation:
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[0204] At step S1530, the pseudorange observation equation P1(x) and the pseudorange observation equation P2(x)
of the above equations (3) and (8) are combined to construct a pseudorange ionosphere-free combination, that is, a
second observation:
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[0205]

At step S1540, the first observation and the second observation of each of the N satellites are jointly solved by
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a solution procedure similar to the above, to obtain the operation result of the user positioning, where N is greater than
4. It should be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by
the above weight determination formula similar to that in step S1440, so that it can be obtained that the range of the
weighting ratio is from 1:0.01 to 1:0.05, with the optimal weighting ratio being preferred as 1:0.01.
[0206] On the other hand, in the use procedure of the user, in order to simplify the processing procedure of the receiver,
it is also possible to receive and use only a part of the quadruple correction parameters to correct the operation result.
In other words, the receiver can receive or use only the partition comprehensive correction x4 and any combination of
the triple correction parameters, the orbit correction x1, the clock difference correction x2 and the ionosphere correction
x3, to correct the positioning operation. In the following, the description will be made through an example in which the
processing module receives or uses only the triple correction parameters, the partition comprehensive correction x4, the
clock difference correction x2 and the ionosphere correction x3. However, it should also be noted that, as will be understood
by those skilled in the art, the scheme of the present application is not limited to the following embodiment, but may be
applied to the technical schemes using the partition comprehensive correction x4 and one or any two of the other three
correction parameters.
[0207] Fig. 16 shows a flowchart of a navigation and positioning method of a single-frequency receiver using correction
parameters including a partition comprehensive correction x4, a clock difference correction x2 and an ionosphere correction x3 according to an embodiment of the present application.
[0208] Referring to Fig.16, at step S1600, the processing module receives basic broadcast messages, partition comprehensive corrections x4 and at least one of orbit corrections x1, clock difference corrections x2 and ionosphere corrections x3 of N satellites. For example, in this embodiment, the correction parameters received or used include the
partition comprehensive corrections x4, the clock difference corrections x2 and the ionosphere corrections x3.
[0209] Based on the broadcast ephemeris, the single-frequency pseudorange observation equation P1 and carrierphase observation equation L1 of each satellite can be, like the above, written as:
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[0210] The definition of the parameters is as described above, and thus will no longer be described.
[0211] At step S1610, the established pseudorange observation equation (equation (1)) and carrier-phase observation
equation (equation (2)) are corrected by using correction parameters, with the correction parameters including the
partition comprehensive correction x4, the clock error correction x2 and the ionosphere correction x3. In this way, the
pseudorange observation equation P1(x) (equation (13)) and the carrier-phase observation equation L1(x) (equation
(12)) corrected by the correction parameters can be obtained:

40

45

50

[0212] The definition of the parameters is as described above, and thus will no longer be described. The partition
comprehensive correction may use at least one or both of the GPS partition comprehensive correction and the Beidou
partition comprehensive correction. Here, the Beidou partition comprehensive correction is taken as an example.
[0213] At step S1620, by combining the above pseudorange observation equation P1(x) (equation (13)) and carrierphase observation equation L1(x) (equation (12))corrected, i.e., in equations (12), (13), it can constitute a combination
that eliminates the influence of the ionosphere, that is, anionosphere-free combined observation, as a first observation
(the following equation (14)):
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[0214] At step S1630, the corrected pseudorange observation equation P1(x), that is, the above equation (13), is taken
as a second observation.
[0215] At step S1640, the first observation (equation (14)) and the second observation (equation (13)) of each of the
N satellites are jointly solved to obtain the operation result of the user positioning, where N is greater than 4. It should
be noted that, in the procedure of the joint solution, the weighting ratios of the observations are configured by the above
weight determination formula similar to that in step S1440, so that it can be obtained that the weighting ratio of experience
here is optimally preferred as 1:0.05 and that the amplitude range of the weighting ratio is from 1:0.01 to 1:0.05.
[0216] Fig.17 shows a flowchart of a navigation and positioning method of a dual-frequency receiver using correction
parameters including a partition comprehensive correction x4, a clock difference correction x2 and an ionosphere correction x3 according to another embodiment of the present application.
[0217] At step S1700, since it is a dual-frequency receiver, the processing module here, in addition to receiving
parameters and establishing the pseudo-range observation equation P1 (i.e., equation (1)) and the carrier-phase observation equation L1 (i.e., equation (2))of the first frequency f1 as described above with reference to Fig.14,:
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further introduces a pseudo-range observation P2 (i.e., equation (15)) and a carrier-phase observation L2 (i.e., equation
(16)) of a second frequency f2 other than the first frequency f1:
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[0218] The definition of the parameters is as described above, and thus will no longer be described.
[0219] The meanings of the variables in the above equations (15) and (16) are the same as those in the equations
(1) and (2), only except that the second frequency f2 is different from the first frequency f1.
[0220] At step S1710, the established pseudorange observation equations (equation (1) and equation (15)) and carrierphase observation equations (equation (2) and equation(16)) are corrected by using the correction parameters (including
the partition comprehensive correction x4, the clock difference correction x2 and the ionosphere correction x3), so that
the corrected pseudorange observation equation P1(x) (equation (17)) and carrier-phase observation equation L1(x)
(equation (18))of the first frequency f1 and the corrected pseudorange observation equation P2(x) (equation (19)) and
carrier-phase observation equation L2(x) (equation (20)) of the second frequency f2 may be obtained:
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[0221] The meanings of the variables in the above equations (19) and (20) are the same as those in the equations
(17) and (18).
[0222] At step S1720, the carrier-phase observation equation L1(x) and the carrier-phase observation equation L2(x)of
the above equations (18) and (20) are combined to construct a carrier-phase ionosphere-free combination, that is, a
first observation:
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[0223] At step S1730, the pseudorange observation equation P1(x) and the pseudorange observation equation P2(x)of
the above equations (17) and (19) are combined to construct a pseudorange ionosphere-free combination, that is, a
second observation:
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[0224] At step S1740, the first observation (equation (21)) and the second observation (equation (22)) of each of the
N satellites are jointly solved to obtain the operation result of the user positioning, where N is greater than 4. It should
be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by the above
weight determination formula similar to that in step S1440, so that it can be obtained that the weighting ratio is optimally
preferred as 1:0.01 and that the amplitude range of the weighting ratio is from 1:0.01 to 1:0.05.
[0225] With the above description, those skilled in the art have already understood the principles and operation modes
of the single-frequency and dual-frequency receivers implemented according to the embodiments of the present invention.
It can be understood that the operation principle of the tri-frequency receiver implemented according to an embodiment
of the present invention is also similar to the content described above. In the following, various implementations of a trifrequency receiver and its navigation and positioning method according to embodiments of the present application will
be explained by way of example with reference to Figs. 18-21, with the description of the principle same with those of
the single-frequency and dual-frequency receiver sections being omitted to avoid unnecessary confusion.
[0226] Firstly, referring to Fig. 18, which shows a flowchart of a navigation and positioning method of a tri-frequency
receiver using correction parameters including a partition comprehensive correction x4, an orbit correction x1, a clock
difference correction x2 and an ionosphere correction x3 according to an embodiment of the present application. In one
implementation, the processing module of the tri-frequency receiver can make a choice for the received observation
data of three different frequencies.
[0227] For example, at step S1800, the processing module here receives the observation parameters corresponding
to three frequencies f1, f2, f3 respectively, and the processing module can select any two frequencies thereof (for example,
the processing module can select frequencies f1 and f2, or select frequencies f1 and f3, or select frequencies f2 and f3)
and establish pseudorange observation equations and carrier-phase observation equations for the selected two frequencies.
[0228] For example, assuming that the frequencies selected by the processing module are f1 and f2, a pseudorange
observation equation P1 and a carrier-phase observation equation L1 corresponding to the first frequency f1 and a pseudo
observation equation P2 and a carrier-phase observation equation L2 corresponding to the second frequency f2 are
respectively established for the two frequencies:
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[0229] Here, the above observation equations are the same as the equations at step S1500, and the meanings of
their variables are also the same, and therefore will no longer be described here.
[0230] At step S1810, the established pseudorange observation equations (equation (1) and equation (6)) and carrierphase observation equations (equations (2) and (7)) are corrected by using the correction parameters (the correction
parameters include the partition comprehensive correction x4, the orbit correction x1, the clock difference correction x2
and the ionosphere correction x3), so that the pseudorange observation equation P1(x) (i.e., equation (3)) and carrierphase observation equation L1(x) (i.e., equation (4))of the first frequency corrected by the correction parameters and
the corrected pseudorange observation equation P2(x) (i.e., equation (8)) and carrier-phase observation equation L2(x)
(i.e., equation (9)) of the second frequency may be obtained. The observation equations corrected by the correction
parameters are the same as the equations (3), (4), (8) and (9) at step S1510, and therefore will no longer be described here.
[0231] At step S1820, similar to step S1520, the carrier-phase observation equation L1(x) and the carrier-phase observation equation L2(x)of the equations (4) and (9) are combined to construct a carrier-phase ionosphere-free combination, that is, a first observation:
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[0232] At step S1830, similar to S1530, the pseudorange observation equation P1(x) and the pseudorange observation
equation P2(x) of the equations (3) and (8) are combined to construct a pseudorange ionosphere-free combination, that
is, a second observation:
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[0233] At step S1840, the first observation and the second observation of each of the N satellites are jointly solved by
a solution procedure similar to the above, to obtain the operation result of the user positioning, where N is greater than
4. It should be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by
the above weight determination formula similar to that in step S1440, so that it can be obtained that the range of the
weighting ratio is from 1:0.01 to 1:0.05, with the optimal weighting ratio being preferred as 1:0.01.
[0234] Similarly, in the use procedure of the user, the correction parameters used may further include at least one of
the orbit correction x1, the clock difference correction x2 and the ionosphere correction x3 on the basis of including the
partition comprehensive correction x4. For example, refer to Fig. 19, which shows a flowchart of a navigation and
positioning method of a tri-frequency receiver using correction parameters including a partition comprehensive correction
x4, a clock difference correction x2 and an ionosphere correction x3 according to another embodiment of the present
application.
[0235] At step S1900, the processing module here receives the observation parameters corresponding to three frequencies f1, f2, f3 respectively, and the processing module can select any two frequencies thereof (for example, the
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processing module can select frequencies f1 and f2, or select frequencies f1 and f3, or select frequencies f2 and f3) and
establish pseudorange observation equations and carrier-phase observation equations for the selected two frequencies.
[0236] For example, assuming that the frequencies selected by the processing module are f1 and f2, a pseudorange
observation equation P1 and a carrier-phase observation equation L1 corresponding to the first frequency f1 and a pseudo
observation equation P2 and a carrier-phase observation equation L2 corresponding to the second frequency f2 are
respectively established for the two frequencies:
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[0237] The definition of the parameters is as described above, and thus will no longer be described.
[0238] At step S1910, the established pseudorange observation equations and carrier-phase observation equations
are corrected by using the correction parameters (the correction parameters include the partition comprehensive correction x4, the clock difference correction x2 and the ionosphere correction x3), so that the corrected pseudorange
observation equation P1(x) (equation (17)) and carrier-phase observation equation L1(x) (equation (18))of the first frequency f1 and the corrected pseudorange observation equation P2(x) (equation (19)) and carrier-phase observation
equation L2(x) (equation (20)) of the second frequency f2 may be obtained:
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[0239] The meanings of the variables in the above equations (19) and (20) are the same as those in the equations
(17) and (18).
[0240] At step S1920, the carrier-phase observation equation L1(x) and the carrier-phase observation equation L2(x)
of the above equations (18) and (20) are combined to construct a carrier-phase ionosphere-free combination, that is, a
first observation:
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[0241] At step S1930, the pseudorange observation equation P1(x) and the pseudorange observation equation P2(x)of
the above equations (17) and (19) are combined to construct a pseudorange ionosphere-free combination, that is, a
second observation:
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[0242] At step S1940, the first observation (equation (21)) and the second observation (equation (22)) of each of the
N satellites are jointly solved to obtain the operation result of the user positioning, where N is greater than 4. Similarly,
it should be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by the
above weight determination formula similar to that in step S1440, so that it can be obtained that the weighting ratio is
optimally preferred as 1:0.01 and that the amplitude range of the weighting ratio is from 1:0.01 to 1:0.05.
[0243] In addition, the navigation and positioning method using tri-frequency is not limited to the above implementation
of selecting two frequencies thereof; instead, a method of simultaneously using three frequencies to perform navigation
and positioning operation can be realized. For example, Figs.20-21 show flowcharts of navigation and positioning methods
for another tri-frequency receiver using correction parameters according to embodiments of the present application.
[0244] Refer to Fig.20, which shows a flowchart of a navigation and positioning method of a tri-frequency receiver
using correction parameters including a partition comprehensive correction x4, an orbit correction x1, a clock difference
correction x2 and an ionosphere correction x3 according to an embodiment of the present application.
[0245] At step S2000, since it is a tri-frequency receiver, the processing module here receives observation parameters
corresponding to three frequencies f1, f2, f3 respectively, and the processing module respectively establishes three
pseudorange observations P1 (equation (1)), P2 (equation (15)), P 3 (equation (23)) and three carrier-phase observations
L1 (equation (2)), L2 (equation (16)), L3 (equation (24))corresponding to f1, f2 and f3:
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[0246] The definition of the parameters is as described above, and thus will no longer be described.
[0247] At step S2010, the established three groups of pseudorange observation equations(equation (1), equation (15)
and equation (23)) and carrier-phase observation equations(equation (2), equation (6) and equation (24)) are corrected
by using the correction parameters (the correction parameters include the partition comprehensive correction x4, the
orbit correction x1, the clock difference correction x2 and the ionosphere correction x3), so that the corrected pseudorange
observation equation P1(x) (equation (3)) and carrier-phase observation equation L1(x) (equation (4))of the first frequency
f1, the corrected pseudorange observation equation P2(x) (equation (8)) and carrier-phase observation equation L2(x)
(equation (9)) of the second frequency f2, and the corrected pseudorange observation equation P3(x) (equation (25))
and carrier-phase observation equation L3(x) (equation (26)) of the second frequency f3 may be obtained:
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[0248] At step S2020, the above carrier-phase observation equations L1(x1-X4)-L3(x1-X4) corrected by the correction
parameters are combined to construct a carrier-phase ionosphere-free combination, that is, a first observation (equation
(29)):
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[0249] α, β, γ are the corresponding coefficients of three frequency observations respectively, F(α, β, γ) are the combination of coefficients, the selection of α, β, γ and F(α, β, γ) are applicable to a combination commonly used by a trifrequency receiver currently, and the ionosphere is eliminated by the above combination.
[0250] At step S2030, the above pseudorange observation equations P1(x1-x4)-P3(x1-x4) corrected by the correction
parameters are combined to construct a pseudorange ionosphere-free combination, that is, a second observation (equation (30)):
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[0251] α , β, γ are the corresponding coefficients of three frequency observations respectively, F(α, β, γ) are the
combination of coefficients, the selection of α, β, γ and F(α, β, γ) are applicable to a combination commonly used by a
tri-frequency receiver currently, and the ionosphere is eliminated by the above combination.
[0252] At step S2040, the first observation and the second observation of each of the N satellites are jointly solved by
a solution procedure similar to the above, to obtain the operation result of the user positioning, where N is greater than
4. It should be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by
the above weight determination formula similar to that in step S1440, so that it can be obtained that the range of the
weighting ratio is from 1:0.01 to 1:0.05, with the optimal weighting ratio being preferred as 1:0.01.
[0253] In addition, in the use procedure of the user, in order to simplify the processing procedure of the receiver, it is
also possible to receive and use only a part of the quadruple correction parameters to correct the operation result. For
example, refer to Fig.21, which shows a flowchart of a navigation and positioning method of a tri-frequency receiver
using correction parameters including a partition comprehensive correction x4, a clock difference correction x2 and an
ionosphere correction x3 according to an embodiment of the present application.
[0254] At step S2100, since it is a tri-frequency receiver, the processing module here receives observation parameters
corresponding to three frequencies f1, f2, f3 respectively, and the processing module respectively establishes three
pseudorange observations P1 (equation (1)), P2 (equation (15)), P 3 (equation (23)) and three carrier-phase observations
L1 (equation (2)), L2 (equation (16)), L3 (equation (24))corresponding to f1, f2 and f3:
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[0255] The definition of the parameters is as described above, and thus will no longer be described.
[0256] At step S2110, the processing module may correct the above-described observation equations using only the
partition comprehensive correction x4 and the correction parameters including at least one of the orbit corrections x1,
the clock difference correction x2 and the ionosphere correction x3. For example, in this embodiment, the above-describe
observation equations are corrected using only the partition comprehensive correction x4, the clock difference correction
x2 and the ionosphere correction x3.
[0257] For example, the established pseudorange observation equations P1 (equation (1)), P2 (equation (15)) and P3
(equation (23)) and carrier-phase observation equations L1 (equation (2)), L2 (equation (16)) and L3 (equation (24)) are
corrected by using the partition comprehensive correction x4, the clock difference correction x2 and the ionosphere
correction x3in the correction parameters, so that the corrected pseudorange observation equation P1(x) (equation (17))
and carrier-phase observation equation L1(x) (equation (18))of the first frequency f1, the corrected pseudorange observation equation P2(x) (equation (19)) and carrier-phase observation equation L2(x) (equation (20)) of the second frequency
f2,and the corrected pseudorange observation equation P3(x) (equation (27)) and carrier-phase observation equation
L3(x) (equation (28)) of the second frequency f3 may be obtained:
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[0258] At step S2120, the above carrier-phase observations L1(x2-X4)-L3(x2-x4) corrected by the correction parameters
are combined to construct a carrier-phase ionosphere-free combination, that is, a first observation (equation (31)):
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[0259] α, β, γ are the corresponding coefficients of three frequency observations respectively, F(α, β, γ) are the combination of coefficients, the selection of α, β, γ and F(α, β, γ) are applicable to a combination commonly used by a trifrequency receiver currently, and the ionosphere is eliminated by the above combination.
[0260] At step S2130, the above corrected/enhanced pseudorange observations P1(x2-x4)-P3(x2-x4) are combined to
construct a pseudorange ionosphere-free combination, that is, a second observation (equation (32)):

[0261] α, β, γ are the corresponding coefficients of three frequency observations respectively, F(α, β, γ) are the combination of coefficients, the selection of α, β, γ and F(α, β, γ) are applicable to a combination commonly used by a trifrequency receiver currently, and the ionosphere is eliminated by the above combination.
[0262] At step S2140, the first observation and the second observation of each of the N satellites are jointly solved by
a solution procedure similar to the above, to obtain the operation result of the user positioning, where N is greater than
4. It should be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by
the above weight determination formula similar to that in step S1440, so that it can be obtained that the range of the
weighting ratio is from 1:0.01 to 1:0.05, with the optimal weighting ratio being preferred as 1:0.01.
[0263] In addition to the above implementations, embodiments of the present application may also receive and use
only the partition comprehensive correction x4 to correct the observation equations. In the following, description will be
made by implementations of the single-frequency, dual-frequency and tri-frequency receivers using the partition comprehensive correction x4.
[0264] Fig.22 shows a flowchart of a navigation and positioning method of a single-frequency receiver using correction
parameters including a partition comprehensive correction x4 according to an embodiment of the present application.
[0265] Referring to Fig.22, at step S2200, the processing module receives the basic broadcast messages and the
partition comprehensive corrections x4 of N satellites. Based on the broadcast ephemeris, the pseudorange observation
equation P1 and the carrier-phase observation equation L1 of a single frequency of each satellite may be written, as
above, as:
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[0266] The definition of the parameters is as described above, and thus will no longer be described.
[0267] At step S2210, the established pseudorange observation equation (equation (1)) and carrier-phase observation
equation (equation (2)) are corrected by using the correction parameters including the partition comprehensive correction
x4, so that the pseudorange observation equation P1(x) (equation (34)) and the carrier-phase observation equation L1(x)
(equation (33))corrected by the correction parameters may be obtained:

55

45

EP 3 525 011 A2

5

10

wherein,

and εP1’ are the parameter-corrected observation noises after combing pseudorange and carrier-phase ,

and the definition of other parameters is as described above, and thus will no longer be described. The partition comprehensive correction may also be at least one or both of the GPS partition comprehensive correction and the Beidou
partition comprehensive correction. Here, the Beidou partition comprehensive correction is taken as an example.
[0268] At step S2220, by combining the above pseudorange observation equation P1(x) and carrier-phase observation
equation L1(x) corrected, i.e., in equations (33), (34), it can constitute a combination that eliminates the influence of the
ionosphere, that is, an ionosphere-free combined observation, as a first observation (the following equation (35)):
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[0269] At step S2230, the corrected pseudorange observation equation P1(x), that is, the above equation (34), is taken
as a second observation.
[0270] At step S2240, the first observation (equation (35)) and the second observation (equation (34)) of each of the
N satellites are jointly solved to obtain the operation result of the user positioning, where N is greater than 4. Specifically,
the above equations (35) and (34) are combined to form the observation equation of the navigation and positioning of
the single-frequency receiver. The corresponding observation equation is as follows:
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[0271] In the equation, [X0,Y0,Z0] is the approximate coordinate of the observation station; [X1,Y1,Z1···Xn,Yn,Zn] is the
coordinate of a satellite; [dX,dY,dZ] is the coordinate correction parameters of the observation station; M wet is the
troposphere wet delay mapping function; dZTDW is the troposphere wet zenith delay correction parameters; w is the
carrier-phase winding correction; B is the carrier-phase ambiguity parameter in units of distance. According to the above
observation equation, those skilled in the art can solve the final operation result of the user positioning.
[0272] In addition, because the accuracies of different observation equations are not uniform, it is necessary to perform
weight determination on the observation equations (that is, configure the corresponding weighting ratios for the observations) and establish a stochastic model thereof. The observation equation noise is mainly composed of the errors of
respective models:
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[0273] In the above equation, σ is the observation equation noise, and σeph,σclk,σion,σtrop,σmp,σnoise indicate the satellite
orbit accuracy, the satellite clock difference accuracy, the ionosphere model accuracy, the troposphere model accuracy,
the multipath model accuracy, and the observation noise accuracy respectively. Further, in order to simplify the models,
the above observation equation can be divided into components (σeph,σclk) that are independent of the elevation angle,
and other parts are classified as components related to the elevation angle (σ2(ele)), as follows:
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[0274]

In the above equation, the weight of σ2(ele) is generally determined according to the elevation angle:

[0275]

Therefore, the stochastic model is as follows:
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[0276] In the above equation, Q is the weight matrix of the observation, R is the covariance matrix of the observation.
Through the solution of the above-mentioned weight matrix of the observation, it can be obtained that the empirical
weighting ratio here is optimally preferred as 1:0.05 and that the amplitude range of the weighting ratio is from1:0.01 to
1:0.05.
[0277] Fig.23 shows a flowchart of a navigation and positioning method of a dual-frequency receiver using correction
parameters including a partition comprehensive correction x4 according to another embodiment of the present application.
[0278] At step S2300, since it is a dual-frequency receiver, the processing module here, in addition to receiving
parameters and establishing the pseudo-range observation equation P1 (equation (1)) and the carrier-phase observation
equation L1 (equation (2))of the first frequency f1 as described above with reference to Fig.22,:
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further introduces a pseudo-range observation P2 (equation (15)) and a carrier-phase observation L2 (equation (16)) of
a second frequency f2 other than the first frequency f1:
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[0279] The definition of the parameters is as described above, and thus will no longer be described.
[0280] The meanings of the variables in the above equations (15) and (16) are the same as those in the equations
(1) and (2), except only that the second frequency f2 is different from the first frequency f1.
[0281] At step S2310, the established pseudorange observation equations (equation (1) and equation (15)) and carrierphase observation equations (equations (2) and (16)) are corrected by using the correction parameters (the correction
parameters include the partition comprehensive correction x4), so that the corrected pseudorange observation equation
P1(x) (equation (34)) and carrier-phase observation equation L1(x) (equation (33))of the first frequency f1 and the corrected
pseudorange observation equation P2(x) (equation (36)) and carrier-phase observation equation L2(x) (equation (37))
of the second frequency f2 may be obtained:
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[0282] The meanings of the variables in the above equations (36) and (37) are the same as those in the equations
(34) and (33).
[0283] At step S2320, the carrier-phase observation equation L1(x) and the carrier-phase observation equation L2(x)
of the above equations (33) and (37) are combined to construct a carrier-phase ionosphere-free combination, that is, a
first observation:
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[0284] At step S2330, the pseudorange observation equation P1(x) and the pseudorange observation equation P2(x)of
the above equations (34) and (36) are combined to construct a pseudorange ionosphere-free combination, that is, a
second observation:
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[0285] At step S2340, the first observation (equation (38)) and the second observation (equation (39)) of each of the
N satellites are jointly solved to obtain the operation result of the user positioning, where N is greater than 4. It should
be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by the above
weight determination formula similar to that in step S2240, so that it can be obtained that the weighting ratio is optimally
preferred as 1:0.01, and the amplitude range of the weighting ratio is from 1:0.01 to 1:0.05.
[0286] Refer to Fig.24, which shows a flowchart of a navigation and positioning method of a tri-frequency receiver
using correction parameters including a partition comprehensive correction x4 according to another embodiment of the
present application.
[0287] At step S2400, the processing module here receives the observation parameters corresponding to three frequencies f1, f2, f3 respectively, and the processing module can select any two frequencies thereof (for example, the
processing module can select frequencies f1 and f2, or select frequencies f1 and f3, or select frequencies f2 and f3) and
establish pseudorange observation equations and carrier-phase observation equations for the selected two frequencies.
[0288] For example, assuming that the frequencies selected by the processing module are f1 and f2, a pseudorange
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observation equation P1 and a carrier-phase observation equation L1 corresponding to the first frequency f1 and a pseudo
observation equation P2 and a carrier-phase observation equation L2 corresponding to the second frequency f2 are
respectively established for the two frequencies:
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[0289] The definition of the parameters is as described above, and thus will no longer be described.
[0290] The meanings of the variables in the above equations (15) and (16) are the same as those in the equations
(1) and (2), except only that the second frequency f2 is different from the first frequency f1.
[0291] At step S2410, the established pseudorange observation equations (equation (1) and equation (15)) and carrierphase observation equations (equations (2) and (16)) are corrected by using the correction parameters (including the
partition comprehensive correctionx4), so that the corrected pseudorange observation equation P1(x) (equation (34))
and carrier-phase observation equation L1(x) (equation (33))of the first frequency f1 and the corrected pseudorange
observation equation P2(x) (equation (36)) and carrier-phase observation equation L2(x) (equation (37)) of the second
frequency f2 may be obtained:
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[0292] The meanings of the variables in the above equations (36) and (37) are the same as those in the equations
(34) and (33).
[0293] At step S2420, the carrier-phase observation equation L1(x) and the carrier-phase observation equation L2(x)of
the above equations (33) and (37) are combined to construct a carrier-phase ionosphere-free combination, that is, a
first observation:
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[0294] At step S2430, the pseudorange observation equation P1(x) and the pseudorange observation equation P2(x)
of the above equations (34) and (36) are combined to construct a pseudorange ionosphere-free combination, that is, a
second observation:
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[0295] At step S2440, the first observation (equation (38)) and the second observation (equation (39)) of each of the
N satellites are jointly solved to obtain the operation result of the user positioning, where N is greater than 4. It should
be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by the above
weight determination formula similar to that in step S2240, so that it can be obtained that the weighting ratio is optimally
preferred as 1:0.01, and the amplitude range of the weighting ratio is from 1:0.01 to 1:0.05.
[0296] In addition, the navigation and positioning method using tri-frequency is not limited to the above implementation
of selecting two frequencies thereof; instead, a method of simultaneously using three frequencies to perform navigation
and positioning operation can be realized.
[0297] For example, Fig.25 shows a flowchart of another navigation and positioning method of a tri-frequency receiver
using correction parameters (the correction parameters include a partition comprehensive correction x4) according to
an embodiment of the present application.
[0298] Referring to Fig.25, at step S2500, since it is a tri-frequency receiver, the processing module here receives
observation parameters corresponding to three frequencies f1, f2, f3 respectively, and the processing module respectively
establishes three pseudorange observations P1 (equation (1)), P 2 (equation (15)), P3 (equation (23)) and three carrierphase observations L1 (equation (2)), L2 (equation (16)), L3 (equation (24))corresponding to f1, f2 and f3:
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[0299] The definition of the parameters is as described above, and thus will no longer be described.
[0300] At step S2110, the established three groups of pseudorange observation equations(equation (1), equation (15)
and equation (23)) and carrier-phase observation equations(equation (2), equation (16) and equation (24)) are corrected
by using the correction parameters(the correction parameters include the partition comprehensive correction x 4), so that
the corrected pseudorange observation equation P1(x) (equation (34)) and carrier-phase observation equation L1(x)
(equation (33))of the first frequency f1, the corrected pseudorange observation equation P2(x) (equation (36)) and carrierphase observation equation L2(x) (equation (37)) of the second frequency f2, and the corrected pseudorange observation
equation P3(x) (equation (40)) and carrier-phase observation equation L3(x) (equation (41)) of the second frequency f3
may be obtained:
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[0301] At step S2520, the above carrier-phase observation equations L1(x4)-L3(x4) corrected by the correction parameters are combined to construct a carrier-phase ionosphere-free combination, that is, a first observation (equation (42)):
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[0302] α, β, γ are the corresponding coefficients of three frequency observations respectively, F(α, β, γ) are the combination of coefficients, the selection of α, β, γ and F(α, β, γ) are applicable to a combination commonly used by trifrequency currently, and the ionosphere is eliminated by the above combination.
[0303] At step S2530, the above pseudorange observation equations P1(x4)-P3(x4) corrected by the correction parameters are combined to construct a pseudorange ionosphere-free combination, that is, a second observation (equation
(43)):
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[0304] α, β, γ are the corresponding coefficients of three frequency observations respectively, F(α, β, γ) are the combination of coefficients, the selection of α, β, γ and F(α, β, γ) are applicable to a combination commonly used by trifrequency currently, and the ionosphere is eliminated by the above combination.
[0305] At step S2540, the first observation and the second observation of each of the N satellites are jointly solved by
a solution procedure similar to the above, to obtain the operation result of the user positioning, where N is greater than
4. It should be noted that, in the procedure of joint solution, the weighting ratios of the observations are configured by
the above weight determination formula similar to that in step S2240, so that it can be obtained that the range of the
weighting ratio is from 1:0.01 to 1:0.05, with the optimal weighting ratio being preferred as 1:0.01.
[0306] Embodiments of the present invention have at least one of the following beneficial effects:
The embodiments of the invention improve the accuracy of positioning (achieve at least the decimeter-level accuracy
of positioning) through the superimposition of the correction parameters (protocol superimposition) and the cooperation
of the updating of the correction parameters with the protocol superposition, thereby meeting the requirements of highaccuracy positioning of different industries including, but not limited to, measurement, mechanical control, precision
agriculture, intelligent transportation, logistics and asset tracking, engineering management, engineering construction,
navigation for the blind, early warning monitoring, emergency rescue, etc. Furthermore, the embodiments of the present
invention further reduce the hardware complexity of the user end and can also realize real-time high-accuracy navigation
and positioning, and/or the embodiments of the invention further improve the convergence speed and achieve fast
convergence, thereby shortening the initialization time of the receiver, so that the receiver is quickly brought into a
substantial high-accuracy positioning working state.
[0307] It should be noted that, in this specification, the terms "include", "comprise" or any other variations thereof are
intended to cover non-exclusive inclusions so that a procedure, method, article or device that includes a series of elements
includes not only those elements, but also includes other elements that are not explicitly listed, or elements that are
inherent to such a procedure, method, article or device. With no more limitation, the element defined by the sentence
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"include one... " does not exclude that there is another same element in the procedure, method, article, or device including
the element.
[0308] Finally, it should also be noted that the above-described series of processes includes not only processes
performed chronologically in the order described herein but also processes performed in parallel or individually rather
than chronologically.
[0309] With the above description of the embodiments, those skilled in the art can clearly understand that the present
invention can be implemented by means of software plus a necessary hardware platform, and of course can also be
implemented entirely by hardware. Based on such understanding, all or part of the contribution of the technical scheme
of the present invention to the background can be embodied in the form of a software product which can be stored in a
storage medium such as a ROM/RAM, a magnetic disk, an optical disk, etc. and includes several instructions for causing
a computer device (which may be a personal computer, a server, or a network device, etc.) to perform the methods
described in various embodiments of the present invention or certain portions of the embodiments.
[0310] In embodiments of the present invention, units/modules may be implemented in software for execution by
various types of processors. For example, an identified executable code module may include one or more physical or
logical blocks of computer instructions, which may be constructed as objects, procedures, or functions, for example.
Nevertheless, the executable codes of the identified modules need not be physically located together, but may include
different instructions stored in different bits. When these instructions are logically combined together, they constitute a
unit/module and implement the specified purpose of the unit/ module.
[0311] When the unit/module can be implemented by means of software, taking into account the level of the existing
hardware process, for the unit/module can be implemented in software, the corresponding hardware circuit can be built
by those skilled in the art to achieve the corresponding function without considering the cost, the hardware circuit including
conventional Very Large Scale Integration (VLSI) circuits or gate arrays and existing semiconductors such as logic chips,
transistors or the like, or other discrete components. The module can also be implemented with programmable hardware
devices such as field programmable gate arrays, programmable array logic, programmable logic devices, and the like.
[0312] The present invention has been described in detail above, and the principles and implementations of the present
invention are elaborated using specific examples herein. The above explanation of embodiments is only used for helping
to understand the methods of the present invention and the core ideas thereof; meanwhile, for the ordinary skill in the
art, in light of the ideas of the present invention, there will be changes in specific implementations and application scopes.
In summary, the contents of this specification should not be construed as the limiting of the present invention.
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Claims
1.

A method for navigation and positioning of a receiver, the method comprising:

35

receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing a
pseudorange observation equation and a carrier-phase observation equation corresponding to each of satellites
respectively based on the received basic broadcast messages;
correcting the pseudorange observation equation and the carrier-phase observation equation using the received
correction parameters corresponding to each of satellites to obtain the corrected pseudorange observation
equation and the corrected carrier-phase observation equation;
constructing an ionosphere-free combined observation of each of satellites as a first observation according to
the corrected pseudorange observation equation and the corrected carrier-phase observation equation;
constructing a second observation corresponding to each of satellites according to the corrected pseudorange
observation equation and the corrected carrier-phase observation equation; and
jointly solving the obtained first observations and second observations of the plurality of satellites to obtain an
operation result of user positioning,
wherein the correction parameters is selected from the following combinations:
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a partition comprehensive correction x4; and
a combination of the partition comprehensive correction x4 and at least one of anorbit correction x1, a clock
difference correction x2 and an ionosphere correction x3.
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2.

A receiver, comprising:

55

an antenna for receiving basic broadcast messages and correction parameters;
at least one storageapparatus for storing the basic broadcast messages and the correction parametersreceived;
a processing module for processing the basic broadcast messages and correction parameters in the storage
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apparatus to obtain an operation result of user positioning; and
a user interaction module for indicating the result of the user positioning,
wherein the processing module is used to perform the following operations:
receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing
a pseudorange observation equation and a carrier-phase observation equation corresponding to each of
satellitesrespectively based on the received basic broadcast messages;
correcting the pseudorange observation equation and the carrier-phase observation equation using the
received correction parameters corresponding to each of satellites to obtain the corrected pseudorange
observation equation and the corrected carrier-phase observation equation;
constructing an ionosphere-free combined observation of each of satellites as a first observationaccording
to the corrected pseudorange observation equation and the corrected carrier-phase observation equation;
constructing a second observation corresponding to each of satellites according to the corrected pseudorange observation equation and the corrected carrier-phase observation equation; and
jointly solving the obtained first observations and second observations of the plurality of satellites to obtain
the operation result of the user positioning,
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wherein the correction parameters is selected from the following combinations:
a partition comprehensive correction x4; and
a combination of the partition comprehensive correction x4 and at least one of anorbit correction x1, a clock
difference correction x2 and an ionosphere correction x3.
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3.

The receiver according to claim 2, wherein for a single-frequency receiver, the ionosphere-free combined observation
is (P1+L1)/2, where P1 is the pseudorange observation equation and L1 is the carrier-phase observation equation.

4.

The receiver according to any one of claims 2 or 3,wherein for the single-frequency receiver, the first observation
is (P1(x)+L1(x))/2, where P1(x) is the pseudorange observation equation corrected by the correction parameters and
L1(x) is the carrier-phase observation equation corrected by the correction parameters.

5.

The receiveraccording to any one of claims 2 or 3, wherein for the single-frequency receiver, the second observation
is P1(x).

6.

The receiver according to claim 2, wherein for a dual-frequency receiver, the first observation is the ionospherefree combined observation: (f12L1(x)-f22L2(x))/(f12-f22), where L1(x) and L2(x) are the carrier-phase observation equations corrected by the correction parameters, and f1 is a first frequency while f2 is a second frequency, the first
frequency being different from the second frequency.

7.

The receiver according to claim 2, wherein for the dual-frequency receiver, the second observation is
(f12P1(x)-f22P2(x))/(f12-f22) where P1(x) and P2(x) are the pseudorange observation equations corrected by the correction parameters, and f1 is a first frequency while f2 is a second frequency, the first frequency being different from
the second frequency.

8.

The receiver according to claim 2, wherein for a tri-frequency receiver, any two of three frequencies f1, f2 and f3 are
selected, the first observation (f12 L1(x)-f22L2(x))/(f12-f22) and the second observation (f12P1(x)-f22P2(x))/(f12-f22) are
established, where L1(x) and L2(x) are the carrier-phase observation equations corrected by the correction parameters and P1(x) and P2(x) are the pseudorange observation equations corrected by the correction parameters, and
f1 and f2 represent any two frequencies of a first frequency, a second frequency and a third frequency, the first
frequency, the second frequency and the third frequency being different from each other.

9.

The receiver according to claim 8, wherein for the tri-frequency receiver, the three frequencies f1, f2 and f3 to construct
the first observation as (αL1(x)+βL2(x)+γL3(x))/F(α, β, y)and to construct the second observation as
(αP1(x)+βP2(x)+γP3(x))/F(α, β, γ), where L1(x), L2(x)and L3(x) are the carrier-phase observation equations corrected
by the correction parameters and P1(x), P2(x) and P3(x) are the pseudorange observation equations corrected by
the correction parameters, and f1 is a first frequency, f2 is a second frequency and f3 is a third frequency, and α, β,
γ are the corresponding coefficients of observations of the three frequencies respectively and F(α, β, γ) is a combination of the coefficients, and the first frequency, the second frequency and the third frequency are different from
each other.
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10. The receiver according to any one of claims 2-9, wherein the number of the plurality of satellites is greater than the
number of corrections used.

5

11. The receiver according to any one of claims 2-10, wherein the partition comprehensive correction is at least one or
both of a GPS partition comprehensive correction and a Beidou partition comprehensive correction.
12. The receiver according to any one of claims 3-9, wherein the positioning of a user is solved jointly based on the first
observations and the second observation obtained by the plurality of satallites, and wherein the amplitude range of
the weighting ratio of the first observations and the second observations is from 1:0.01 to 1:0.05.
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13. The receiver according to claims 3-5, wherein the positioning of a user is solved jointly based on the first observations
and the second observation obtained by the plurality of satallites, and wherein the weighting ratio of the first observations and the second observations is 1:0.05.
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14. The receiver according to any one of claims 6-9, wherein the positioning of a user is solved jointly based on the first
observations and the second observation obtained by the plurality of satallites, and wherein the weighting ratio of
the first observations and the second observations is 1:0.01.
15. A non-transitory computer readable medium comprising instructions which, when executed by at least one processing
module, cause the at least one processing module to perform a method for navigational and positioning, the method
comprising:
receiving basic broadcast messages and correction parameters of a plurality of satellites, and establishing a
pseudorange observation equation and a carrier-phase observation equation corresponding to each of satellitesrespectively based on the received basic broadcast messages;
correcting the pseudorange observation equation and the carrier-phase observation equation using the received
correction parameters corresponding to each of satellites to obtain the corrected pseudorange observation
equation and the corrected carrier-phase observation equation;
constructing an ionosphere-free combined observation of each of satellites as a first observation according to
the corrected pseudorange observation equation and the corrected carrier-phase observation equation;
constructing a second observation corresponding to each of satellites according to the corrected pseudorange
observation equation and the corrected carrier-phase observation equation; and
jointly solving the obtained first observations and second observations of the plurality of satellites to obtain the
operation result of the user positioning,
wherein the correction parameters is selected from the following combinations:
a partition comprehensive correction x4; and
a combination of the partition comprehensive correction x4 and at least one of anorbit correction x1, a clock
difference correction x2 and an ionosphere correction x3.
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