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(54) FUEL CELL STACK

(57) A fuel cell stack includes: a stacked body includ-
ing unit cells stacked; end plates sandwiching the
stacked body in a stacking direction in which the unit cells
are stacked; a tension plate fastening the end plates; and
fixing mechanisms fixing the tension plate to the end
plates, wherein at least one of the fixing mechanisms
includes: a recessed portion formed in an outer periph-
eral edge of one of the end plates; a bolt hole formed in
the one of the end plates, formed concentrically with the
recessed portion, and having an inner diameter smaller
than the recessed portion; a through hole formed in the
tension plate; a sleeve formed into a cylindrical shape

with a through hole, and fitted into the through hole of
the tension plate and the recessed portion; and a bolt
penetrating through the through hole of the sleeve and
screwed into the bolt hole, the through hole of the tension
plate includes a tapered inner peripheral surface whose
inner diameter gradually decreases toward the one of
the end plates in an axial direction of the bolt, the sleeve
includes a tapered outer peripheral surface whose outer
diameter gradually decreases toward the one of the end
plates in the axial direction, and the tapered outer pe-
ripheral surface is in surface contact with the tapered
inner peripheral surface.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a fuel cell stack.

BACKGROUND

[0002] There is known a fuel cell stack that includes a
stacked body including stacked unit cells, and end plates
sandwiching the stacked body from the stacking direc-
tion. In such a fuel cell stack, in consideration of reducing
a contact resistance between the unit cells and ensuring
a sealing property therebetween, a pair of the end plates
is preferably fastened by a tension plate so that a desired
pressure can be applied to the stacked body in the stack-
ing direction. The tension plate is fixed to the end plate
as follows. A bolt hole is formed in an outer peripheral
edge of the end plate. A through hole is formed in the
tension plate so as to be aligned with the bolt hole. The
tension plate is fixed to the end plate by screwing the bolt
into the bolt hole through the through hole from the ten-
sion plate in a state where the through hole and the bolt
hole are aligned with each other (see, for example, Jap-
anese Unexamined Patent Application Publication No.
2008-152942).
[0003] In order to suppress an increase in size of the
fuel cell stack, it is considered to make the tension plate
thin. However, in a case where the tension plate is
thinned, the durability of the tension plate might deterio-
rate. Herein, for example, in a case where the fuel cell
stack is mounted on the vehicle, slippage might occur
between a seat surface of the bolt and the tension plate
due to a driving vibration or the like, so that a local load
might exert on an inner circumference of the through hole
of the tension plate from a shaft portion of the bolt. This
might enlarge the through hole. When the through hole
of the tension plate is enlarged, rattling might occur be-
tween the through hole and the bolt, and the pressure in
the stacking direction applied to the stacked body might
decrease.

SUMMARY OF THE INVENTION

[0004] It is an object of the present invention to provide
a fuel cell stack suppressing a decrease in pressure ap-
plied to a stacked body in a stacking direction.
[0005] The above object is achieved by a fuel cell stack
including: a stacked body including unit cells stacked;
end plates sandwiching the stacked body in a stacking
direction in which the unit cells are stacked; a tension
plate fastening the end plates; and fixing mechanisms
fixing the tension plate to the end plates, wherein at least
one of the fixing mechanisms includes: a recessed por-
tion formed in an outer peripheral edge of one of the end
plates; a bolt hole formed in the one of the end plates,
formed concentrically with the recessed portion, and hav-
ing an inner diameter smaller than the recessed portion;

a through hole formed in the tension plate; a sleeve
formed into a cylindrical shape with a through hole, and
fitted into the through hole of the tension plate and the
recessed portion; and a bolt penetrating through the
through hole of the sleeve and screwed into the bolt hole,
the through hole of the tension plate includes a tapered
inner peripheral surface whose inner diameter gradually
decreases toward the one of the end plates in an axial
direction of the bolt, the sleeve includes a tapered outer
peripheral surface whose outer diameter gradually de-
creases toward the one of the end plates in the axial
direction, and the tapered outer peripheral surface is in
surface contact with the tapered inner peripheral surface.
[0006] The tapered outer peripheral surface of the
sleeve is in surface contact with the tapered inner pe-
ripheral surface of the through hole of the tension plate,
thereby ensuring a contact area between both surfaces
and bringing both surfaces into close contact with each
other. It is thus possible to suppress local load concen-
tration on the tapered inner peripheral surface of the
through hole of the tension plate and to suppress en-
largement of the through hole of the tension plate. As a
result, occurrence of rattling between the sleeve and the
tension plate is suppressed, and a decrease in pressure
in the stacking direction applied to the stacked body is
suppressed.
[0007] The recessed portion may include a cylindrical
inner peripheral surface whose inner diameter is constant
in the axial direction, the sleeve may include a cylindrical
outer peripheral surface whose outer diameter is con-
stant in the axial direction from the tapered outer periph-
eral surface, and the cylindrical inner peripheral surface
may be fitted with the cylindrical outer peripheral surface.
[0008] A chamfered portion may be formed at an open-
ing edge of the recessed portion so as to avoid contact
with the tapered outer peripheral surface.
[0009] A depth of the recessed portion in the axial di-
rection may be greater than a length of the cylindrical
outer peripheral surface of the sleeve in the axial direc-
tion.
[0010] An inner diameter of the through hole of the
sleeve may be greater than an outer diameter of a shaft
portion, by a predetermined amount, of the bolt penetrat-
ing through the through hole of the sleeve.

EFFECTS OF THE INVENTION

[0011] According to the present invention, it is possible
to provide a fuel cell stack suppressing a decrease in
pressure applied to a stacked body in a stacking direction.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012]

FIG. 1 is a perspective view of a fuel cell stack ac-
cording to the present embodiment;
FIG. 2 is a partially enlarged view of FIG. 1;
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FIG. 3 is a cross-sectional view illustrating a periph-
ery of a fixing mechanism fixing a tension plate to an
end plate;
FIG. 4A is a partially enlarged view of FIG. 3, and
FIG. 4B is an enlarged view of a sleeve inserted
deeply into a recessed portion; and
FIG. 5 is a view illustrating a cross section of a pe-
riphery of a fixing mechanism according to a varia-
tion.

DETAILED DESCRIPTION

[0013] FIG. 1 is a perspective view of a fuel cell stack
1 (hereinafter referred to as a stack 1) according to the
present embodiment. The stack 1 includes a stacked
body 12, end plates 14a and 14b, tension plates 24, and
fixing mechanisms 30. The stacked body 12 includes
stacked unit cells 11, terminal plates 13a and 13b ar-
ranged at respective end portions of these unit cells 11,
and a pressure plate 13c arranged between the terminal
plate 13a and the end plate 14a. FIG. 1 illustrates a stack-
ing direction LD in which the unit cells 11 and the like are
stacked. The unit cell 11 is a polymer electrolyte fuel cell
that generates electric power by being supplied with a
fuel gas (for example, hydrogen) and an oxidant gas (for
example, air) as reaction gases. The terminal plates 13a
and 13b are arranged so as to sandwich the unit cells
11. In the present embodiment, each of the terminal
plates 13a and 13b has a terminal portion for extracting
the generated electric power from the stack 1 to the out-
side and protruding outside the stacked body 12 .
[0014] The end plates 14a and 14b sandwich the
stacked body 12 in the stacking direction LD, and the end
plates 14a and 14b are fastened by the tension plates
24 so as to apply a desired pressure to the stacked body
12 in the stacking direction LD. This ensures a decrease
in contact resistance between the unit cells 11, and en-
sures a sealing property between the unit cells 11. Each
of the end plates 14a and 14b is made of, for example,
a metal. The end plate 14b includes a portion protruding
in a direction perpendicular to the stacking direction LD
from the stacked body 12. For example, in a case of
mounting the stack 1 on a vehicle, the end plate 14b is
fixed to a member constituting the vehicle body. The end
plate 14b is provided with supply ports for supplying the
fuel gas, the oxidant gas, and the cooling water to the
unit cells 11, and discharge ports for discharging them.
[0015] The tension plate 24, facing an outer peripheral
surface of the stacked body 12, extends in the stacking
direction LD and fastens the end plates 14a and 14b.
Specifically, the tension plate 24 is fixed to outer periph-
eral edges 14a1 and 14b1 of the respective end plates
14a and 14b such that a desired pressure in the stacking
direction LD is applied to the stacked body 12 by the end
plates 14a and 14b. The tension plate 24 is made of a
metal. The tension plates 24 are provided around the
stacked body 12. The tension plate 24 is formed thinner
than its length in the longitudinal direction and its width

in the short direction perpendicular to the longitudinal di-
rection. This suppresses an increase in size of the stack
1, specifically, in a plane direction perpendicular to the
stacking direction LD. The fixing mechanism 30 is a
mechanism for fixing the tension plate 24 to the end
plates 14a and 14b. The fixing mechanism 30 will be
described later.
[0016] The pressure plate 13c arranged between the
end plate 14a and the terminal plate 13a is pressed by
end portions of adjustment screws 14c attached to the
end plate 14a. Specifically, by adjusting a screwing
amount of the adjustment screw 14c into a screw hole
formed in the end plate 14a, a protruding amount of the
adjustment screw 14c toward the pressure plate 13c from
the end plate 14a is adjusted. Thus, the pressure in the
stacking direction LD applied to the stacked body 12 is
finely adjusted. In addition, each insulator not illustrated
for ensuring insulation is provided between the terminal
plate 13a and the pressure plate 13c and between the
terminal plate 13b and the end plate 14b.
[0017] Next, the fixing mechanism 30 will be described.
One end of the tension plate 24 is fixed to the end plate
14a by the two fixing mechanisms 30, and the other end
of the tension plate 24 is also fixed to the end plate 14b
by the two fixing mechanisms 30. FIG. 2 is a partially
enlarged view of FIG. 1. The fixing mechanism 30 in-
cludes a bolt 40, a sleeve 50 through which the bolt 40
penetrates, a through hole 25 formed in the tension plate
24, and the like. As will be described in detail later, the
bolt 40 is screwed into a bolt hole formed in the end plate
14a so as to fix the sleeve 50 to the end plate 14a by the
bolt 40, and the tension plate 24 is fixed to the end plate
14a by the sleeve 50. The bolt 40 fixes the sleeve 50 to
the end plate 14a in a posture in which an axial direction
AD of the bolt 40 is perpendicular to the stacking direction
LD.
[0018] FIG. 3 is a cross-sectional view illustrating the
periphery of the fixing mechanism 30 fixing the tension
plate 24 to the end plate 14a. Although not illustrated in
FIG. 2, a recessed portion 15 is formed on the outer pe-
ripheral edge 14a1 of the end plate 14a as illustrated in
FIG. 3. The recessed portion 15 has a circular shape
when viewed in the axial direction AD of the bolt 40. Spe-
cifically, the recessed portion 15 includes a cylindrical
inner peripheral surface 17 and a bottom surface 18. A
bolt hole 19 is formed in the end plate 14a. The bolt hole
19, formed concentrically with the recessed portion 15,
has an inner diameter smaller than that of the recessed
portion 15. An inner peripheral surface of the bolt hole
19 is formed with a thread groove to be screwed with a
shaft portion 46 of the bolt 40 described later. In addition,
the fixing mechanism 30 includes not only the bolt 40 and
the sleeve 50 but also the recessed portion 15 and the
bolt hole 19 that are formed in the end plate 14a.
[0019] The through hole 25 of the tension plate 24 in-
cludes a tapered inner peripheral surface 25a whose in-
ner diameter gradually decreases toward the end plate
14a in the axial direction AD. The minimum inner diam-
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eter of the tapered inner peripheral surface 25a is sub-
stantially equal to or greater than the inner diameter of
the cylindrical inner peripheral surface 17 of the recessed
portion 15 of the end plate 14a. Additionally, the fixing
mechanism 30 also includes the through hole 25 of the
tension plate 24. The through hole 25 will be described
later in detail.
[0020] The bolt 40, made of a metal, includes a head
portion 42, a seat surface 44, and the shaft portion 46.
The shaft portion 46 is screwed into the bolt hole 19 of
the end plate 14a. An outer diameter of the seat surface
44 is larger than each outer diameter of the head portion
42 and the shaft portion 46. The shaft portion 46, formed
with a screw thread on the outer peripheral surface there-
of, is screwed into the thread groove of the bolt hole 19.
[0021] The sleeve 50, made of a metal and formed into
a substantially cylindrical shape, is fitted into the through
hole 25 of the tension plate 24 and the recessed portion
15 of the end plate 14a. The sleeve 50 includes an upper
surface 54, a tapered outer peripheral surface 55, a
through hole 56, a cylindrical outer peripheral surface 57,
and a bottom surface 58. The upper surface 54 in contact
with the seat surface 44 of the bolt 40 is pressed toward
the end plate 14a. Additionally, the outer diameter of the
seat surface 44 of the bolt 40 is smaller than that of the
upper surface 54 such that the seat surface 44 does not
protrude outside the sleeve 50. The shaft portion 46 of
the bolt 40 penetrates through the through hole 56. Unlike
the bolt hole 19, the through hole 56 is formed into a
smooth cylindrical shape without forming the thread
groove on the inner peripheral surface thereof. The outer
diameter of the tapered outer peripheral surface 55 grad-
ually decreases toward the end plate 14a in the axial
direction AD. On the other hand, the outer diameter of
the cylindrical outer peripheral surface 57 is constant in
the axial direction AD. As compared with the tapered out-
er peripheral surface 55, the cylindrical outer peripheral
surface 57 is close to the end plate 14a. The outer diam-
eter of the cylindrical outer peripheral surface 57 is sub-
stantially equal to or smaller than the minimum value of
the outer diameter of the tapered outer peripheral surface
55. The tapered outer peripheral surface 55 is in contact
with the tapered inner peripheral surface 25a of the
through hole 25 of the tension plate 24. The cylindrical
outer peripheral surface 57 is in contact with the cylindri-
cal inner peripheral surface 17 of the recessed portion 15.
[0022] As described above, in a state where the sleeve
50 is fitted into the through hole 25 of the tension plate
24 and the recessed portion 15 of the end plate 14a, the
shaft portion 46 of the bolt 40 is screwed into the bolt
hole 19 through the through hole 56. Thus, the sleeve 50
is fixed to the end plate 14a. As described above, each
diameter of the tapered inner peripheral surface 25a of
the through hole 25 and the tapered outer peripheral sur-
face 55 of the sleeve 50 gradually decreases toward the
end plate 14a in the axial direction AD, in other words,
each diameter gradually increases away from the end
plate 14a in the axial direction AD. Therefore, in the state

in which the sleeve 50 is fitted into the through hole 25
of the tension plate 24 fixed to the end plate 14a, the
tension plate 24 is suppressed from being detached from
the sleeve 50 away from the end plate 14a. That is, the
fastening force between the end plate 14a and the bolt
40 exerts on the sleeve 50, and the force exerting on the
sleeve 50 exerts on the tension plate 24, thereby fixing
the tension plate 24 to the end plate 14a. The same ap-
plies to the fixing mechanisms 30 that fix the other tension
plates 24 to the end plate 14b.
[0023] The tapered inner peripheral surface 25a of the
through hole 25 and the tapered outer peripheral surface
55 of the sleeve 50, each formed into a tapered shape
with substantially the same gradient, are in surface con-
tact with each other. As a result, the contact area between
the tapered inner peripheral surface 25a and the tapered
outer peripheral surface 55 is ensured to maintain a close
contact state. Since both surfaces are in close contact
with each other in such a manner, the load applied to the
tapered inner peripheral surface 25a from the tapered
outer peripheral surface 55 is dispersed, thereby sup-
pressing the local load concentration on the tapered inner
peripheral surface 25a. This suppresses enlargement of
the through hole 25. For example, even when vibration
of the vehicle equipped with the stack 1 is transmitted
thereto, the enlargement of the through hole 25 is sup-
pressed, since the tapered inner peripheral surface 25a
is in close contact with the tapered outer peripheral sur-
face 55. Accordingly, a decrease in pressure in the stack-
ing direction LD applied to the stacked body 12 is sup-
pressed.
[0024] For example, it is considered that an inner pe-
ripheral surface of a through hole of the tension plate
whose inner diameter is constant in the axial direction is
in contact with an outer peripheral surface of a sleeve
whose outer diameter is constant in the axial direction.
In this case, it might be difficult to bring the inner periph-
eral surface of the through hole of the tension plate and
the outer peripheral surface of the sleeve into uniform
contact with each other, due to a dimensional error, as-
sembly error, or the like caused by processing accuracy.
Thus, it might be difficult to stably ensure the contact area
between both surfaces. Accordingly, the stress might
concentrate on a part of the inner peripheral surface of
the through hole of the tension plate, which might enlarge
the through hole of the tension plate. In particular, in the
case where the tension plate 24 is thin like the present
embodiment, such a problem tends to occur. In the
present embodiment, as described above, the tapered
inner peripheral surface 25a and the tapered outer pe-
ripheral surface 55 are tapered and are brought into close
and surface contact with each other, thereby suppressing
the enlargement of the through hole 25.
[0025] Further, as described above, the thread groove
is not formed in the through hole 56 of the sleeve 50, and
the inner diameter of the through hole 56 is larger than
the outer diameter of the shaft portion 46 of the bolt 40
by a predetermined amount. For this reason, in a state
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in which the bolt 40 is inserted into the through hole 56,
the sleeve 50 can slightly move relative to the bolt 40.
Since the sleeve 50 can slightly move relative to the bolt
40 in such a way, it is possible to absorb dimensional
errors and the like of each member, and to bring the ta-
pered outer peripheral surface 55 of the sleeve 50 and
the tapered inner peripheral surface 25a of the through
hole 25 into close contact with each other. Further, a
difference between the inner diameter of the through hole
56 and the outer diameter of the shaft portion 46 of the
bolt 40 may be set in consideration of a dimensional error
and the like of each member, and may be, for example,
0.5 mm or more, 1.0 mm or more, or 1.5 mm or more.
[0026] In addition, the outer diameter of the cylindrical
outer peripheral surface 57 is constant in the axial direc-
tion AD, and the inner diameter of the cylindrical inner
peripheral surface 17 is also constant in the axial direction
AD. For example, it is considered that the cylindrical outer
peripheral surface 57 and the cylindrical inner peripheral
surface 17 are each formed into a tapered shape such
that its diameter gradually decreases toward the end
plate 14a in order to be in surface contact with each other,
like the tapered outer peripheral surface 55 and the ta-
pered inner peripheral surface 25a. In this case, the re-
cessed portion 15 and the sleeve 50 might be brought
into excessively close contact with each other, and it
might be difficult to detach the sleeve 50 from the re-
cessed portion 15. A case of detaching the sleeve 50
from the recessed portion 15 is assumed as follows. For
example, when a few unit cells 11 are needed to be re-
placed in consideration of test results of the completed
stack 1, the stack 1 may be disassembled. In such a
case, if it is difficult to detach the sleeve 50 from the re-
cessed portion 15, it might be also difficult to detach the
tension plate 24 fixed to the end plate 14a by the sleeve
50, so the disassembling workability of the stack 1 might
deteriorate. In the present embodiment, since each di-
ameter of the cylindrical outer peripheral surface 57 and
the cylindrical inner peripheral surface 17 is constant in
the axial direction AD, the recessed portion 15 and the
sleeve 50 are suppressed from coming into excessively
close contact with each other, which suppresses the de-
terioration of the disassembling workability.
[0027] FIG. 3 illustrates a depth L1 of the recessed
portion 15 and a length L5 of the cylindrical outer periph-
eral surface 57 of the sleeve 50. The depth L1 is greater
than the length L5. That is, the tension plate 24 is fixed
to the end plate 14a with the bottom surface 58 of the
sleeve 50 not contacting with the bottom surface 18 of
the recessed portion 15. For example, if the bottom sur-
faces 58 and 18 are in contact with each other, the press-
ing force exerting on the sleeve 50 from the bolt 40 is
dispersed not only to the tension plate 24 but also to the
end plate 14a. Thus, the force applied to the tension plate
24 from the sleeve 50 might decrease, so the tension
plate 24 cannot be fixed to the end plate 14a with suffi-
cient force. Since the bottom surfaces 58 and 18 do not
contact with each other as described above in the present

embodiment, the force applied to the sleeve 50 from the
bolt 40 can be transmitted to the tension plate 24 without
being dispersed to the end plate 14a. Therefore, the ten-
sion plate 24 can be fixed to the end plate 14a with suf-
ficient force.
[0028] FIG. 4A is a partially enlarged view of FIG. 3. A
chamfered portion 151 is formed all around an opening
edge of the recessed portion 15 of the end plate 14a. A
depressed portion 551, extending in the peripheral direc-
tion of the sleeve 50 and having an annual shape, is
formed between the tapered outer peripheral surface 55
and the cylindrical outer peripheral surface 57. The de-
pressed portion 551 is inevitably formed in the manufac-
turing process, and the sleeve 50 is not limited to have
the depressed portion 551.
[0029] FIG. 4B is an enlarged view of the sleeve 50
inserted deeply into the recessed portion 15. FIG. 4B
corresponds to FIG. 4A. For example, due to a dimen-
sional error or the like of each member, the sleeve 50
may be inserted deeply into the recessed portion 15 more
than expected. Even in such a case, contact between
the end plate 14a and the sleeve 50 is avoided by the
chamfered portion 151. Even with such a configuration,
the force applied to the sleeve 50 from the bolt 40 can
be transmitted to the tension plate 24 without being dis-
persed to the end plate 14a, and it is thus possible to fix
the tension plate 24 to the end plate 14a with sufficient
force. In addition, since the chamfered portion 151 is
formed, it is easy to insert the sleeve 50 into the recessed
portion 15 when the tension plate 24 is fixed to the end
plate 14a, and the assembling workability of the stack 1
is also improved.
[0030] In the present embodiment, the tension plates
24 are fixed to the end plates 14a and 14b by the fixing
mechanisms 30, but at least one tension plate may be
fixed to at least one of the end plates 14a and 14b by the
fixing mechanism 30.
[0031] Next, a variation will be described. In the vari-
ation, the same components are denoted by the same
reference numerals, and duplicated explanation is omit-
ted. FIG. 5 is a view illustrating a cross section of the
periphery of a fixing mechanism 30A according to a var-
iation. Unlike the above-described embodiment, a sleeve
50A of the fixing mechanism 30A is not formed with the
cylindrical outer peripheral surface 57, but with a tapered
outer peripheral surface 55A throughout the axial direc-
tion. Further, unlike the above-described embodiment, a
recessed portion 15A of an end plate 14aA is not formed
with the cylindrical inner peripheral surface 17 having a
constant inner diameter, but with a tapered inner periph-
eral surface 17A having an inner diameter gradually de-
creasing toward the end plate 14aA. As described above,
the sleeve 50A is easier to manufacture than the sleeve
50 in the above-described embodiment, which thereby
suppressing an increase in manufacturing cost.
[0032] Although some embodiments of the present in-
vention have been described in detail, the present inven-
tion is not limited to the specific embodiments but may
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be varied or changed within the scope of the present
invention as claimed.

Claims

1. A fuel cell stack comprising:

a stacked body (12) including unit cells (11)
stacked;
end plates (14a, 14b) sandwiching the stacked
body (12) in a stacking direction in which the unit
cells (11) are stacked;
a tension plate (24) fastening the end plates
(14a, 14b);
fixing mechanisms (30) fixing the tension plate
(24) to the end plates (14a, 14b);
wherein
at least one of the fixing mechanisms (30) in-
cludes:

a recessed portion (15) formed in an outer
peripheral edge (14al) of one of the end
plates (14a, 14b);
a bolt hole (19) formed in the one of the end
plates (14a, 14b), formed concentrically
with the recessed portion (15), and having
an inner diameter smaller than the recessed
portion (15);
a through hole (25) formed in the tension
plate (24);
a sleeve (50) formed into a cylindrical shape
with a through hole (56), and fitted into the
through hole (25) of the tension plate (24)
and the recessed portion (15); and
a bolt (40) penetrating through the through
hole (56) of the sleeve (50) and screwed
into the bolt hole (19),

the through hole (25) of the tension plate (24)
includes a tapered inner peripheral surface
(25a) whose inner diameter gradually decreas-
es toward the one of the end plates (14a, 14b)
in an axial direction of the bolt (40),
the sleeve (50) includes a tapered outer periph-
eral surface (55) whose outer diameter gradu-
ally decreases toward the one of the end plates
(14a, 14b) in the axial direction, and
the tapered outer peripheral surface (55) is in
surface contact with the tapered inner peripheral
surface (25a).

2. The fuel cell stack of claim 1, wherein
the recessed portion (15) includes a cylindrical inner
peripheral surface (17) whose inner diameter is con-
stant in the axial direction,
the sleeve (50) includes a cylindrical outer peripheral
surface (57) whose outer diameter is constant in the

axial direction from the tapered outer peripheral sur-
face (55), and
the cylindrical inner peripheral surface (17) is fitted
with the cylindrical outer peripheral surface (57).

3. The fuel cell stack of claim 2, wherein a chamfered
portion (151) is formed at an opening edge of the
recessed portion (15) so as to avoid contact with the
tapered outer peripheral surface (55).

4. The fuel cell stack of claim 2 or 3, wherein a depth
of the recessed portion (15) in the axial direction is
greater than a length of the cylindrical outer periph-
eral surface (57) of the sleeve (50) in the axial direc-
tion.

5. The fuel cell stack of any one of claims 1 to 4, wherein
an inner diameter of the through hole (56) of the
sleeve (50) is greater than an outer diameter of a
shaft portion (46), by a predetermined amount, of
the bolt (40) penetrating through the through hole
(56) of the sleeve (50).
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