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(54) WEARABLE BINOCULAR OPTOELECTRONIC DEVICE FOR MEASURING LIGHT SENSITIVITY 
THRESHOLD OF A USER

(57) The invention provides a binocular optoelectron-
ic device (10) wearable by a user for measuring a light
sensitivity threshold of the user, comprising:
- a diffuser (12) configured to face eyes of the user,
- at least one light source (14) for emitting light toward

said diffuser (12),
wherein the diffuser (12) comprises predetermined pa-
rameters allowing to provide a quasi-homogeneous light
diffusion to at least one eye of the user from light emitted
by said at least one light source (14).
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Description

[0001] The invention relates to the field of the measurement of light sensitivity. Particularly, the invention is directed
to a wearable binocular optoelectronic device for measuring light sensitivity threshold of a user. The invention further
concerns a method for measuring a light sensitivity threshold of a user using such a binocular optoelectronic device.
[0002] Comfort and visual acuity of a subject may vary depending on the lenses filtering properties applied to lenses
worn by said subject. Lenses filtering properties notably comprise intensity, spectral or intensity spatial repartition filtering
properties. It is known from the art to determine the light sensitivity of a subject before prescribing tinted lenses to provide
him with the most appropriate tinted lenses. Particularly, it is known from the art to measure the subject’s light sensitivity
by exposing the subject to glare or light possessing significant intensity.
[0003] For example, it is known from US 6,099,126 an interactive testing system comprising an imaging device for
displaying images upon a viewing screen set at a predetermined distance from an observation area from which an
observer may view the images. An illumination source projects varying degrees of intensity onto the screen resulting in
possible discomfort to the observer’s eyes. A response indicator controlled by the observer indicates at which point the
light intensity causes such discomfort and determines the need for filtering lenses.
[0004] Said interactive testing system has significant bulkiness and heaviness that requires to dispose this system on
a support, as a table. Therefore, this interactive testing system is difficult to move so that it is intended to be stationary.
This may render the measurement of the subject’s light sensitivity laborious and not practical.
[0005] Furthermore, said interactive testing system allows to determine at which point particular light conditions in the
device cause discomfort to the subject. However, it is not possible to determine a light sensitivity threshold of the subject
corresponding to an effective luminance. Indeed, light in the interactive testing system is not homogeneous enough to
determine such a threshold.
[0006] Another example of light sensitivity measurement system is US 4,784,483 A which describes a monocular
brightness acuity tester allowing to assess functional visual acuity in bright light conditions and to test for recovery of
visual activity after photostressing the retina of a subject. Said tester comprises a device forming a cavity intended to
be disposed in front of a subject’s eye. The cavity comprises an aperture allowing the subject to see through the tester.
Furthermore, a source of illumination is provided in the cavity to simulate bright light condition in the cavity.
[0007] However, said monocular brightness acuity tester does not allow to determine a light sensitivity threshold of
the subject corresponding to an effective luminance. Indeed, it has been observed that light sensitivity threshold is a
global value that can be only determined globally, i.e. by simultaneously testing both eyes of the subject. Furthermore,
said brightness acuity tester is not configured to provide a sufficient homogeneity to the subject’s eye.
[0008] A problem that the invention aims to solve is thus to provide a portable binocular device configured to provide
sufficient light homogeneity for measuring light sensitivity threshold of a user.
[0009] To solve this problem, the invention provides a binocular optoelectronic device wearable by a user for measuring
a light sensitivity threshold of the user, comprising:

- a diffuser configured to face eyes of the user,
- at least one light source for emitting light toward said diffuser,

wherein the diffuser comprises predetermined parameters allowing to provide a quasi-homogeneous light diffusion to
at least one eye of the user from light emitted by said at least one light source.
[0010] Providing a binocular optoelectronic device with a light source and a diffuser configured to provide quasi-
homogeneous light diffusion allows to simultaneously glare both user’s eyes with a quasi-homogeneous light. In doing
so, it is possible to precisely measure a light sensitivity threshold of the user.
[0011] Furthermore, the wearable configuration of the binocular optoelectronic device enables easy handling of the
device so that a light sensitivity threshold measurement may be performed quickly. Combining a precise measurement
with easy and practical handling allows to consider new uses for the device. Indeed, said binocular optoelectronic device
may be used directly by the eye care professional without the need of a bulky measurement machine. Said device may
also be used by the user himself at home or in various conditions, for example by measuring its light sensitivity threshold
at different times of the day, months and/or years.
[0012] Moreover, such predetermined parameters of the diffuser allow to obtain a quasi-homogeneity diffusion with
lower energy consumption of the light source with respect to known devices. It is particularly useful for a wearable device
that consequently needs batteries with reduced power energy.
[0013] According to an embodiment of the binocular optoelectronic device, said predetermined parameters comprise
at least one among: shape, geometry and material of the diffuser.
[0014] According to an embodiment of the binocular optoelectronic device, said predetermined parameters allow to
provide a light diffusion with a homogeneity of at least 80%, preferably of at least 90%, most preferably of at least 95%.
[0015] According to an embodiment of the binocular optoelectronic device, said diffuser is concave.
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[0016] According to an embodiment of the binocular optoelectronic device, said diffuser comprises at least two concave
portions having a centre of curvature distinct from each other.
[0017] According to an embodiment of the binocular optoelectronic device, at least one among said at least two concave
portions is at least partially spherical, the centre of curvature of said at one among said at least two concave portions
being the centre of the sphere.
[0018] According to an embodiment of the binocular optoelectronic device, the diffuser is configured to dispose the
centre of curvature of a concave portion between an eye of the user and said concave portion.
[0019] According to an embodiment of the binocular optoelectronic device, the binocular optoelectronic device is
dimensioned to receive therein an optical device worn by the user.
[0020] According to an embodiment of the binocular optoelectronic device, said at least one light source is disposed
at the periphery of the diffuser.
[0021] According to an embodiment of the binocular optoelectronic device, said at least one light source comprises a
light emitting axis oriented toward at least one among said centres of curvature.
[0022] According to an embodiment of the binocular optoelectronic device, the diffuser comprises an internal surface
having an albedo of at least 80%, preferably of at least 90%, most preferably of at least 95%.
[0023] According to an embodiment of the binocular optoelectronic device, it further comprises at least one among:

- a sensor configured to determine at least one user parameter representative of the light sensitivity of the user,
- a controller configured to provide at least one among: controlling the luminance of light emitted by said at least one

light source, controlling the duration of the light emission, spatial repartition of the light emission and the spectrum
of the light emission.

[0024] The invention further provides a method for measuring a light sensitivity threshold of a user, comprising:

- providing a user with a binocular optoelectronic device as described above,
- providing the user with a quasi-homogeneous light diffusion from light emitted by said at least one light source,

- determining a light sensitivity threshold of the user depending of user parameter.

[0025] According to an embodiment of the measuring method, the step of providing the user with a quasi-homogeneous
light diffusion comprises a step of varying the luminance of light emitted by said at least one light source.
[0026] According to an embodiment of the measuring method, it further comprises during the varying step:

- detecting a first user parameter representative of a first light sensitivity value of the user at a first luminance value,
- detecting a second user parameter representative of a second light sensitivity value of the user at a second luminance

value,

wherein said light sensitivity threshold is determined depending on at least one among the first and second user param-
eters.
[0027] The invention is described in more detail below by way of the figures that show only one preferred embodiment
of the invention.

Figure 1 schematically shows a perspective view of an embodiment of a binocular optoelectronic device comprising
a planar diffuser.
Figure 2 schematically shows a cross section profile of an embodiment of a concave diffuser.
Figures 3 and 4 schematically show perspective views of an embodiment of a binocular optoelectronic device
comprising a partially spherical diffuser.
Figure 5 schematically shows luminance distribution of the partially spherical diffuser of figures 3 and 4.

[0028] The present invention provides a binocular optoelectronic device and a method for measuring a light sensitivity
threshold of a user.
[0029] By "sensitivity to light" of the user, what is meant is any relatively intense and prolonged reaction or modification
of comfort or visual performance in relation to a temporary or continuous light flux or stimuli.
[0030] The quantity representative of the sensitivity of the eye of the user to said characteristic light flux is the light
sensitivity threshold and is chosen from at least one of the following quantities:

- an objective physiological measurand of the user,
- an objective physical measurand of the user,
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- a subjective measurand related to the perception or to the expression of the user.

[0031] By "objective physiological measurand" of the user, what is meant is any value relative to the measurement of
at least one parameter or of at least one characteristic related to the integrity and to the operation of a component of
the ocular system or of structures related to this system. The choice of such a representative quantity allows the phys-
iological capacities of the eye or of related elements to treat all or some of the characteristics of the characteristic light
flux to be evaluated. This analysis allows the conditions under or situations in which the user will not be able to naturally
manage the light flux to be identified. The prescription of a filter will then allow the associated loss of vision and/or visual
comfort to be compensated for.
[0032] By "objective physical measurand" of the user, what is meant is any value relative to the measurement of at
least one parameter characteristic of a state of the structure and ocular functions or of the related structures via an
optical and/or photometric measurement. The addition of a physical gauge allows a component of the ocular or related
structure to be characterized and quantified inferentially. The choice of such a representative quantity makes it possible
to quantify, via a physical measurement, the capacities and performance of one or more ocular or related structures in
relation with the glare processes. Depending on the studied structure and the results obtained, the characteristics of the
filter will be orientated differently in order to optimize the comfort and/or visual performance depending on the fragili-
ty/fragilities of the ocular and related structure in question.
[0033] By "subjective measurand related to the perception or to the expression" of the user, what is meant is all the
verbal responses expressed by the user or any action of the user representative of its discomfort or visual perception.
The choice of such a representative quantity allows the visual performance and/or visual discomfort experienced and
expressed by the user to be determined subjectively. This evaluation allows the conditions under or situations in which
the user obtains an optimal comfort and optimal performance, and also the conditions of discomfort and/or loss of visual
performance, to be defined.
[0034] As shown on figure 1, a binocular optoelectronic device 10 comprises a diffuser 12 configured to face eyes of
a user when the binocular optoelectronic device 10 is used. The binocular optoelectronic device 10 further comprises
at least one light source 14 for emitting light toward said diffuser 12. Said light source 14 and diffuser 12 are preferably
lodged in a cavity 16 formed by the binocular optoelectronic device 10. The diffuser 12 forms at least partially a bottom
surface of the cavity 16 so as to face user’s eyes when positioned in front of the cavity 16. Providing the binocular
optoelectronic device 10 with a cavity 16 into which the diffuser 12 is formed allows to improve the homogeneity of light
diffusion. Alternatively, the binocular optoelectronic device 10 may be formed without any cavity 16 if the diffuser 12 and
the light source 14 provides a sufficient light homogeneity to the user’s eyes.
[0035] Light source 14 extends at least partially along the diffuser 12. In a general way, light source 14 may be disposed
in any position allowing to emit light toward the diffuser 12. Preferably, light source 14 is disposed at the periphery of
the diffuser 12 to facilitate light emission toward the diffuser 12. A plurality of light sources 14 may be provided to emit
light toward the diffuser 12. In this case, light sources 14 may be positioned to selectively emit light toward certain areas
of the diffuser 12. As shown on figure 1, light source 14 may be disposed along a bottom area 18 of the diffuser 12.
Alternatively or in combination, light source 14 may be disposed along one or more side areas 20 and/or along an upper
area (not shown) of the diffuser 12 to emit light toward the diffuser 12. Binocular optoelectronic device 10 may also be
configured to act as a monocular optoelectronic device by emitting light toward only one side of the diffuser 12.
[0036] Light source 14 preferably comprises at least one light-emitting diode (LED) able to have variable light spectrum
as RGB LEDs (Red-Green-Blue light emitting diodes) or RGB-W LEDs ((Red-Green-Blue-White light emitting diodes).
Alternatively, light source 14 may be configured to provide a predetermined single white light spectrum or, alternatively,
a spectrum having all visible radiations with substantially the same intensity, in contrast with a spectrum having peaks.
Said at least one light source 14 is preferably controlled with a constant current to obtain a constant light flux coming
out said at least one light source 14. Providing the user with a constant light flux allows to reduce or avoid biological
effects disturbances compared to light sources controlled with Pulse Width Modulation (PWM).
[0037] Furthermore, when the binocular optoelectronic device 10 comprises a plurality of light sources 14, at least
one light source 14 may be disposed at a median area of the diffuser 12 to face at least one eye of the user. In this case,
said at least one light source 14 forms a punctual light source configured to emit light toward at least one eye of the
user. When such a punctual light source is combined with homogeneous light diffusion, the binocular optoelectronic
device 10 is configured to expose the user to either a homogeneous light or punctual light, or both simultaneously.
[0038] Diffuser 12 is configured to provide the user’s eyes with a diffused light when enlightened by the light source
14. Particularly, diffuser 12 comprises predetermined parameters allowing to provide a quasi-homogeneous light diffusion
to at least one eye of the user from light emitted by said at least one light source 14. Preferably, said quasi-homogeneous
light diffusion is provided to both eyes of the user. By "quasi-homogeneous light diffusion", we mean light diffusion with
a homogeneity of at least 80%, preferably of at least 90%, most preferably of at least 95%. Homogeneity is determined
depending on the luminance distribution of the light flux provided by the diffuser 12. Particularly, homogeneity is deter-
mined depending on a maximum and a minimum values of the luminance distribution of the light flux provided in any
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point of the diffuser 12. Homogeneity may be obtained using the following equation: 

wherein :

H (%) is the percentage of homogeneity
Lmax is the maximum luminance value (cd/m2)
Lmin is the minimum luminance value (cd/m2).

[0039] Maximum and minimum values of the luminance distribution may be obtained with a cartography of the luminance
distribution of the diffuser (see figure 5 described below). Alternatively, said maximum and minimum values of the
luminance distribution may be obtained by calculating the illumination level at predetermined points of the diffuser 12.
This illumination level may be obtained with a spectrometer combined to a cosine receiving fiber. Preferably, the homo-
geneity is determined for different light intensities of the light source 14 to average the homogeneity. Furthermore,
homogeneity of light diffusion may be determined for the whole surface of the diffuser 12 or, alternatively, for only
predetermined areas of the diffuser surface. Thus, homogeneity may be determined only for areas of the diffuser located
in front of user’s eyes, e.g. a left and a right areas of the diffuser surface each configured to face an eye of the user.
Hence, quasi-homogeneity may be determined for an area of the diffuser surface, preferably at least one surface area
facing at least one user’s eye.
[0040] Said predetermined parameters comprise at least one among: shape, geometry and material of the diffuser 12.
[0041] Regarding shape parameter, diffuser 12 may be of any shape allowing to provide quasi-homogeneous light
diffusion when enlightened by the light source 14. As shown on figure 1, diffuser 12 may be planar. In this case, the light
source 14 is selectively disposed to emit light toward the diffuser 12 with a various intensity along the diffuser 12. Indeed,
when the diffuser 12 is planar a light diffusion with less homogeneity is observed toward the periphery of the diffuser
12. Therefore, a plurality of light sources 14 is preferred when the diffuser 12 is planar to facilitate the variable enlight-
enment of the diffuser 12.
[0042] Alternatively, diffuser 12 may be concave. The centre of curvature of said concavity may be configured to
improve homogeneity of light diffusion. For example, said diffuser 12 may comprise at least two concave portions having
a centre of curvature distinct from each other. Figure 2 shows an example of a profile of a diffuser 12 comprising two
concave portions 22 disposed on each side of a planar central portion 24. Each concave portion 22 is configured to be
disposed in front of an eye 26 of the user when the binocular optoelectronic device 10 is worn. These concave portions
22 enable to direct light rays emitted by the light source 14 toward user’s eyes so as to improve homogeneity of light
diffusion. In the case where concave portions 22 are partially cylindrical, a variable enlightenment of the diffuser 12 is
preferable along cylinder’s generatrix to ensure that light diffusion is at least quasi-homogeneous. Particularly, a larger
number of light sources 14 or light sources with more intensity is preferable toward the periphery of the cylinder’s
generatrix. When the diffuser 12 is concave, at least one light source 14 comprises a light emitting axis oriented toward
the centre of curvature of the concavity. In the case where the diffuser 12 comprises two concave portions, said at least
one light source 14 comprises a light emitting axis oriented toward at least one among said centres of curvature.
[0043] Most preferably, at least one among said at least two concave portions 22 is at least partially spherical to even
more direct light emitted by the light source 14 toward user’s eyes. The best homogeneity is obtained when the centre
of curvature 28 of said at least one among said at least two concave portions 22 is the centre of the sphere. Preferably,
centres of curvature 28 of both concave portions 22 are the centre of the sphere. Figures 3 and 4 show an embodiment
of the binocular optoelectronic device 10 having a diffuser 12 with two partially spherical portions 30. Particularly, each
spherical portion 30 forms a quarter sphere connected to each other by a central portion 24. Central portion 24 is
preferably U-shaped to provide a continuous transition between the two spherical portions 30 to improve light homoge-
neity. Alternatively, the central portion 24 may be planar as shown on figure 2. In the case where the diffuser 12 comprises
spherical portions 30, at least one light source 14 comprises a light emitting axis oriented toward at least one among
said centres of sphere. The combination of partially spherical diffuser 12 and a light source 14 oriented toward the centre
of the sphere allows to improve the homogeneity of the light diffusion leading the light sensitivity measurement to be
more accurate.
[0044] Regarding geometry parameter, i.e. position of the diffuser 12 with respect to the user’s eyes, diffuser 12 is
preferably configured to dispose the centre of curvature of each of concave portions 22 between an eye of the user and
said concave portion 22. Particularly, diffuser 12 may be configured to dispose each of said centres of curvature in a
transversal anatomic plane at the user’s eyes. The more user’s eyes are close to the centres of curvature, the more
homogeneous the light will be received by the user. In the case where the diffuser 12 comprises at least partially spherical
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portions 30, the same geometry parameters may be applied to the diffuser 12 replacing said centres of curvature by
said centres of the sphere.
[0045] Regarding material parameter, diffuser 12 may comprise an internal surface having an albedo of at least 80%,
preferably of at least 90%, most preferably of at least 95%. In other words, the internal surface of the diffuser 12 is
chosen to reflect the maximum intensity of light emitted by the light source 14. Furthermore, said internal surface is
preferably a diffusely reflecting surface. In other words, there is equal luminance when viewed from all directions lying
in the half-space adjacent to the surface. For example, the internal surface of the diffuser 12 may comprise a coating
made of barium sulfate to have a diffusely reflecting surface with an albedo of at least 80%.
[0046] Figures 3 and 4 show a preferred embodiment of the binocular optoelectronic device 10 comprising a casing
31 forming a cavity 33 in which the diffuser 12 is lodged. As indicated above, diffuser 12 comprises in this embodiment
two partially spherical portions 30 connected to each other by a central portion 24. The binocular optoelectronic device
10 may further comprise a cutout 32 configured to cooperate with the nose of the user to position the diffuser 12 in front
of the user’s eyes. To precisely position the diffuser 12 with regard to user’s eyes, the binocular optoelectronic device
10 may also comprise a positioning surface 34 disposed at the opposite of the cutout 32 with respect to the diffuser 12
to contact user’s forehead.
[0047] In the embodiment of figures 3 and 4, the binocular optoelectronic device 10 comprises three light sources 14
disposed at the periphery of the diffuser 12 and directed to the centre of the sphere defined by the two partially spherical
portions 30. Alternatively, a quasi-homogeneous light diffusion may be obtained with at least two light sources 14 each
emitting light toward one of the concave portions 22 or partially spherical portions 30. Particularly, the diffuser 12 comprises
holes in which light sources 14 are lodged. Preferably, light sources 14 are disposed near the positioning surface 34.
Said positioning surface 34 may extend partially inside the cavity 33 to avoid light rays to be emitted from light sources
14 directly toward user’s eyes.
[0048] The binocular optoelectronic device 10 may also comprise measuring means configured to determine at least
one user parameter representative of the light sensitivity of the user. These measuring means preferably comprises a
switch 36 reachable by the user on the periphery of the binocular optoelectronic device 10. This switch 36 allows the
user to communicate to the binocular optoelectronic device 10 information representative of its light sensitivity. These
measuring means mays also comprise sensors configured to be oriented toward the user’s head. These sensors may
detect or determine parameters representative of a user’s response to light emission. The binocular optoelectronic device
10 may also comprise controlling means configured to provide at least one among: controlling the luminance of light
emitted by said at least one light source 14, controlling the duration of the light emission, spatial repartition of the light
emission and the spectrum of the light emission. Said controlling means may be inserted in the casing 31, for example
behind the diffuser 12. Furthermore, binocular optoelectronic device 10 preferably comprises one or more battery con-
figured to supply the at least one light source 14 and controlling means. Binocular optoelectronic device 10 may further
comprise communication means configured to transmit information to an external module and/or to receive information
from this external module. Said module may be a smartphone or a computer. Furthermore, the binocular optoelectronic
device 10 may comprise a target configured to be disposed between user’s eyes and the diffuser 12. Said diffuser 12
may also comprise at least one vision orifice (not shown) configured to be disposed in front of each user’s eye by which
the user can look through the binocular optoelectronic device 10. This at least one vision orifice allows to perform
additional measurements regarding light sensitivity when the user look at external target. Preferably, the binocular
optoelectronic device 10 comprises means for obstructing the vision orifice to perform light sensitivity threshold meas-
urement.
[0049] The binocular optoelectronic device 10 is configured to be wearable by a user. In other words, dimensions and
weight of the binocular optoelectronic device 10 are configured to make it possible for a user to handle it in front of its
eyes using supporting means. Said supporting means may be its hands so that the user handles the binocular optoe-
lectronic device 10 as binoculars. Alternatively, supporting means may be means for fastening the binocular optoelectronic
device 10 to the user’s head as straps able to surround the user’s head. Alternatively, supporting means may be a
support leg configured to sit on a table or on the ground. Support means are preferably removable from the binocular
optoelectronic device 10.
[0050] To allow the binocular optoelectronic device 10 to be adapted to different morphologies, the diffuser 12 may
have adjustable dimensions. Particularly, the diffuser’s length may be variable to adjust the pupillary distance. To this
end, the diffuser may be telescopic to adjust the distance between said two concave portions 22 or said partially spherical
portions 30. In a preferred embodiment, binocular optoelectronic device 10 is dimensioned to receive therein an optical
device worn by the user. Hence, light sensitivity may be measured while the user wears eyeglasses.
[0051] Figure 5 shows luminance distribution of the partially spherical diffuser 12 of the embodiment of figures 3 and
4. The luminance distribution defines a first 40, a second 42, a third 44 and fourth 46 luminance areas corresponding
to different luminance values. Luminance value of the luminance distribution increases from the first 40 to the fourth 46
luminance areas. Particularly, this luminance distribution extends from a minimum luminance value of 6500 cd/m2 in the
first luminance area 40 to a maximum luminance value of 7600 cd/m2 in the fourth luminance area 46 with the three
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light sources 14 powered with a current of 330 mA. Applying the equation provided above to determine homogeneity of
light diffusion provided by the diffuser 12, we can determine that homogeneity of light diffusion is here around 85,5%.
[0052] Furthermore, the binocular optoelectronic device 10 may be provided with a filter configured to control light flux
provided to the user’s eyes or test its comfort in light condition. This filter may be a monocular or binocular occluder
comprising different cutouts allowing to isolate selected areas of the diffuser 12. Alternatively, said filter may be an
electrochromic glass configured to be disposed between user’s eyes and the diffuser 12 to vary the user’s perception
of the diffuser 12. Alternatively or in combination, the filter may have a transmission value allowing to reduce the luminance
of the homogeneous light flux provided to the user. Preferably, a plurality of filters with different transmission values may
be provided to the binocular optoelectronic device 10 to determine the impact of these transmission values on the light
sensitivity threshold. In a most preferable case, transmission values are chosen to correspond to transmission values
that a photochromic lens may have depending on ultraviolet level. Furthermore, an ultraviolet source may be also provided
to binocular optoelectronic device 10 to best simulate real light conditions. In this latter case, the binocular optoelectronic
device 10 is preferably provided with a filter able to filter ultraviolet so as to protect the user from this ultraviolet source.
[0053] The present invention also provides a method for measuring a light sensitivity threshold of a user with a binocular
optoelectronic device 10 as described above. The user is first equipped with the binocular optoelectronic device 10 with
the diffuser 12 facing user’s eyes. In the embodiment of figures 3 and 4, each eye of the user is aligned with a center
of the sphere. Then, the user is provided with a quasi-homogeneous light diffusion from light emitted by said at least
one light source 14. A light sensitivity threshold of the user is finally determined depending of at least one user parameter.
Step of providing the user with a quasi-homogeneous light diffusion may comprises a step of varying the luminance of
light emitted by said at least one light source 14. Hence, an increase or decrease of light intensity may be provided to
the user. Preferably, the varying step comprises increasing light luminance so as to start light emission with a comfortable
luminance for the user. Furthermore, light sensitivity threshold is easier to determine when the luminance is increased
than the opposite. The light sensitivity threshold is determined when a predetermined user parameter value or state is
detected. For example, when the binocular optoelectronic device 10 comprises a switch 36, the user may choose himself
when the luminance is uncomfortable by pressing the switch 36. User’s light sensitivity threshold may be determined
depending to the luminance at which the user pressed the switch 36.
[0054] To improve the accuracy of the light sensitivity measurement, said method may comprise a predetermined
scenario wherein the varying step comprises two successive detecting steps corresponding to different discomfort states
of the user. Varying step may comprise a first step of detecting a first user parameter representative of a first light
sensitivity value of the user at a first luminance value and a second step of detecting a second user parameter repre-
sentative of a second light sensitivity value of the user at a second luminance value. Then, user’s light sensitivity threshold
is determined depending on at least one among the first and second user parameters. When the binocular optoelectronic
device 10 comprises a switch 36, the first user parameter may be a first switch press representative of a starting light
discomfort and the second user parameter may be a second switch press representative of a high light discomfort. It
has been observed that when the user is asked to step his light discomfort by at least two switch presses, he is able to
better evaluate his maximum light discomfort.
[0055] Said varying step may be performed by the user himself. The user may vary the luminance of the light source
14 and the kinetics of this variation. In this case, determining step may comprise a step of determining the luminance
variation and the kinetics thereof.
[0056] Furthermore, said varying step may further comprise varying the spatial repartition of the light emission and/or
the spectrum of the light emission, alternatively or in combination to the luminance variation of the light emitted by the
light source 14.

Claims

1. A binocular optoelectronic device (10) wearable by a user for measuring a light sensitivity threshold of the user,
comprising:

- a diffuser (12) configured to face eyes of the user,
- at least one light source (14) for emitting light toward said diffuser (12),

wherein the diffuser (12) comprises predetermined parameters allowing to provide a quasi-homogeneous light
diffusion to at least one eye of the user from light emitted by said at least one light source (14).

2. The binocular optoelectronic device (10) according to claim 1, wherein said predetermined parameters comprise at
least one among: shape, geometry and material of the diffuser (12).
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3. The binocular optoelectronic device (10) according to claim 1 or 2, wherein said predetermined parameters allow
to provide a light diffusion with a homogeneity of at least 80%, preferably of at least 90%, most preferably of at least
95%.

4. The binocular optoelectronic device (10) according to any one of claims 1 to 3, wherein said diffuser (12) is concave.

5. The binocular optoelectronic device (10) according to claim 4, wherein said diffuser (12) comprises at least two
concave portions (22) having a centre of curvature (28) distinct from each other.

6. The binocular optoelectronic device (10) according to claim 5, wherein at least one among said at least two concave
portions (22) is at least partially spherical, the centre of curvature (28) of said at one among said at least two concave
portions (22) being the centre of the sphere.

7. The binocular optoelectronic device (10) according to claim 5 or 6, wherein the diffuser (12) is configured to dispose
the centre of curvature (28) of a concave portion (22) between an eye of the user and said concave portion (22).

8. The binocular optoelectronic device (10) according to any one of the preceding claims, wherein the binocular opto-
electronic device (10) is dimensioned to receive therein an optical device worn by the user.

9. The binocular optoelectronic device (10) according to any one of the preceding claims, wherein said at least one
light source (14) is disposed at the periphery of the diffuser (12).

10. The binocular optoelectronic device (10) according to any one of the preceding claims in combination with claim 5,
wherein said at least one light source (14) comprises a light emitting axis oriented toward at least one among said
centres of curvature.

11. The binocular optoelectronic device (10) according to any one of the preceding claims, wherein the diffuser (12)
comprises an internal surface having an albedo of at least 80%, preferably of at least 90%, most preferably of at
least 95%.

12. The binocular optoelectronic device (10) according to any one of the preceding claims, further comprising at least
one among:

- a sensor configured to determine at least one user parameter representative of the light sensitivity of the user,
- a controller configured to provide at least one among: controlling the luminance of light emitted by said at least
one light source, controlling the duration of the light emission, spatial repartition of the light emission and the
spectrum of the light emission.

13. Method for measuring a light sensitivity threshold of a user, comprising:

- providing a user with a binocular optoelectronic device (10) according to any one of claims 1 to 12,
- providing the user with a quasi-homogeneous light diffusion from light emitted by said at least one light source
(14),

- determining a light sensitivity threshold of the user depending of user parameter.

14. Method according to claim 13, wherein the step of providing the user with a quasi-homogeneous light diffusion
comprises a step of varying the luminance of light emitted by said at least one light source (14).

15. Method according to claim 14, further comprising during the varying step:

- detecting a first user parameter representative of a first light sensitivity value of the user at a first luminance value,
- detecting a second user parameter representative of a second light sensitivity value of the user at a second
luminance value,

wherein said light sensitivity threshold is determined depending on at least one among the first and second user
parameters.
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