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(54) AN AIR SWIRLER ARRANGEMENT FOR A FUEL INJECTOR OF A COMBUSTION CHAMBER

(57) An air swirler arrangement (52) comprises a co-
axial arrangement of an inner and an outer air swirler
passage (54, 56). Each air swirler passage (54, 56) com-
prises a radial flow swirler (58,60). The air swirler ar-
rangement (52) comprises a coaxial arrangement of first,
second and third members (62,66,72). The second mem-
ber (66) has a radially extending upstream portion (68)
spaced axially from the first member (62) and a conver-
gent portion (70). The third member (72) has a radially
extending upstream portion (74) spaced axially from the
upstream portion (68) of the second member (66) and a
radially inner surface (76) having convergent and diver-
gent downstream portions (78,80) and a radially outer
surface (82) having a divergent downstream portion (84).
The first, second and third members (62,66,72), the
vanes (86, 88) of the radial flow swirlers (58, 60) is a
monolithic structure. A plurality of circumferentially
spaced passages (94) are provided within the third mem-
ber (72) and each passage (94) has an inlet (96) in the
surface (82) and an outlet (98) arranged to direct fluid
onto the divergent portion (80,84) of the surface (76) or
the surface (82) of the third member (72).
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Description

[0001] The present disclosure relates to an air swirler
arrangement for a fuel injector of a combustion chamber
and in particular to an air swirler arrangement for a fuel
injector for a gas turbine engine combustion chamber.
[0002] A known gas turbine engine combustion cham-
ber arrangement comprises a combustion chamber and
a plurality of rich burn fuel injectors. The combustion
chamber comprises an upstream end wall which has a
plurality of apertures. Each fuel injector comprises a fuel
feed arm and a fuel injector head having an air-blast fuel
injector. The fuel injector head of each fuel injector lo-
cates coaxially in a corresponding one of the apertures
in the upstream wall of the combustion chamber. The air-
blast fuel injector comprises an air swirler arrangement
having a coaxial arrangement of an inner air swirler pas-
sage, an intermediate air swirler passage and an outer
air swirler passage. Each air swirler passage comprises
an axial flow swirler. A fuel supply passage is arranged
to supply fuel to the inner air swirler passage.
[0003] Another known gas turbine engine combustion
chamber arrangement comprises a combustion cham-
ber, a plurality of air swirler arrangements and a plurality
of rich burn fuel injectors. The combustion chamber com-
prises an upstream end wall which has a plurality of ap-
ertures. Each air swirler arrangement is arranged coax-
ially with a corresponding one of the apertures in the up-
stream wall of the combustion chamber. Each air swirler
arrangement comprises a coaxial arrangement of an in-
ner air swirler passage and an outer air swirler passage.
Each air swirler passage comprises a radial flow swirler.
Each fuel injector comprises a fuel feed arm and a fuel
injector head and the fuel injector head of each fuel in-
jector is arranged coaxially in a corresponding one of the
air swirler arrangements. Each fuel injector head has fuel
supply passage arranged to supply fuel to the inner air
swirler passage of the corresponding air swirler arrange-
ment.
[0004] The present disclosure seeks to provide an im-
proved air swirler arrangement of the latter type.
[0005] According to a first aspect of the present disclo-
sure there is provided an air swirler arrangement com-
prising a coaxial arrangement of an inner air swirler pas-
sage and an outer air swirler passage, each air swirler
passage comprising a radial flow swirler,

the air swirler arrangement comprising a first mem-
ber arranged radially relative to the axis of the air
swirler arrangement, the first member having a cen-
tral aperture,
a second member spaced axially from the first mem-
ber and arranged coaxially with the axis of the air
swirler arrangement, the second member having a
radially extending upstream portion and a conver-
gent portion,
a third member arranged coaxially around the sec-
ond member, the third member having a radially ex-

tending upstream portion spaced axially from the ra-
dially extending upstream portion of the second
member, the third member having a radially inner
surface having a convergent portion and a divergent
downstream portion and a radially outer surface hav-
ing a divergent downstream portion,
a first plurality of circumferentially spaced swirl vanes
extending axially between the first member and the
radially extending upstream portion of the second
member,
a second plurality of circumferentially spaced swirl
vanes extending axially between the radially extend-
ing upstream portion of the second member and the
radially extending upstream portion of the third mem-
ber,
the first member, the second member, the third mem-
ber, the first plurality of swirl vanes and the second
plurality of swirl vanes is a unitary monolithic struc-
ture,
a plurality of circumferentially spaced passages with-
in the third member, each passage has an inlet in a
radially outer surface of the third member and an
outlet arranged to direct fluid onto the divergent por-
tion of the radially inner surface of the third member
or arranged to direct fluid onto the divergent portion
of the radially outer surface of the third member.

[0006] Each passage may have a convergent portion
between the inlet and the outlet.
[0007] Each passage may have a convergent portion
adjacent the outlet.
[0008] Each passage may have a circular outlet or a
rectangular outlet. Each passage may have a divergent
outlet. The outlet of each passage may open into an an-
nular slot.
[0009] The outlet of each passage may be arranged
tangentially to the divergent portion of the radially outer
surface of the third member.
[0010] The outlet of each passage may be arranged
at a shallow angle to the divergent portion of the radially
inner surface of the third member. The shallow angle may
be 20° or less. The shallow angle may be 15° or less.
The shallow angle may be 10° or less.
[0011] Each passage may have one or more axially
extending portions each one of which is circular cross-
section. Each passage may have one or more radially
and axially extending portions each one of which is part
circular in cross-section and has an angled roof defined
by two intersecting tangents to the part circular portion,
the angled roof defines the radially outer surface of the
passage.
[0012] The third member may have an annular cham-
ber arranged therein. At least some of the passages may
have a first portion connecting the inlet and the annular
chamber and a second portion connecting the annular
chamber and the outlet. The annular chamber may have
a circular cross-section and there is a second plurality of
circumferentially spaced passages within the third mem-
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ber, each second passage has an inlet in a radially outer
surface of the third member and an outlet arranged to
direct fluid into the annular chamber.
[0013] The annular chamber may be arranged coaxi-
ally within the third member.
[0014] There may be a first plurality of circumferentially
spaced passages within the third member, each passage
of the first plurality of circumferentially spaced passages
has an inlet in a radially outer surface of the third member
and an outlet arranged to direct fluid onto the divergent
portion of the radially inner surface of the third member
and a second plurality of circumferentially spaced pas-
sages within the third member, each passage of the sec-
ond plurality of circumferentially spaced passages has
an inlet in a radially outer surface of the third member
and an outlet arranged to direct fluid onto the divergent
portion of the radially outer surface of the third member.
[0015] According to a second aspect of the present
disclosure there is provided a combustion chamber com-
prising an upstream end wall having a least one aperture,
each aperture having an air swirler arrangement ar-
ranged coaxially therein, each aperture having an asso-
ciated fuel injector,

each air swirler arrangement comprising a coaxial
arrangement of an inner air swirler passage and an
outer air swirler passage, each air swirler passage
comprising a radial flow swirler,
the air swirler arrangement comprising a first mem-
ber arranged radially relative to the axis of the air
swirler arrangement, the first member having a cen-
tral aperture,
a second member spaced axially from the first mem-
ber and arranged coaxially with the axis of the air
swirler arrangement, the second member having a
radially extending upstream portion and a conver-
gent portion,
a third member arranged coaxially around the sec-
ond member, the third member having a radially ex-
tending upstream portion spaced axially from the ra-
dially extending upstream portion of the second
member, the third member having a radially inner
surface having a convergent portion and a divergent
downstream portion and a radially outer surface hav-
ing a divergent downstream portion,
a first plurality of circumferentially spaced swirl vanes
extending axially between the first member and the
radially extending upstream portion of the second
member,
a second plurality of circumferentially spaced swirl
vanes extending axially between the radially extend-
ing upstream portion of the second member and the
radially extending upstream portion of the third mem-
ber,
the first member, the second member, the third mem-
ber, the first plurality of swirl vanes and the second
plurality of swirl vanes is a unitary monolithic struc-
ture,

a plurality of circumferentially spaced passages with-
in the third member, each passage has an inlet in a
radially outer surface of the third member and an
outlet arranged to direct fluid onto the divergent por-
tion of the radially inner surface of the third member
or arranged to direct fluid onto the divergent portion
of the radially outer surface of the third member, each
air swirler arrangement having a fuel injector ar-
ranged in the aperture in the first member.

[0016] The combustion chamber may be an annular
combustion chamber and the upstream end wall having
a plurality of circumferentially spaced apertures.
[0017] The combustion chamber may be a tubular
combustion chamber and the upstream end wall having
a single aperture.
[0018] According to a third aspect of the present dis-
closure there is provided a method of manufacturing an
air swirler arrangement, the air swirler arrangement com-
prising a coaxial arrangement of an inner air swirler pas-
sage and an outer air swirler passage, each air swirler
passage comprising a radial flow swirler,

the air swirler arrangement comprising a first mem-
ber arranged radially relative to the axis of the air
swirler arrangement, the first member having a cen-
tral aperture,
a second member spaced axially from the first mem-
ber and arranged coaxially with the axis of the air
swirler arrangement, the second member having a
radially extending upstream portion and a conver-
gent portion,
a third member arranged coaxially around the sec-
ond member, the third member having a radially ex-
tending upstream portion spaced axially from the ra-
dially extending upstream portion of the second
member, the third member having a radially inner
surface having a convergent portion and a divergent
downstream portion and a radially outer surface hav-
ing a divergent downstream portion,
a first plurality of circumferentially spaced swirl vanes
extending axially between the first member and the
radially extending upstream portion of the second
member,
a second plurality of circumferentially spaced swirl
vanes extending axially between the radially extend-
ing upstream portion of the second member and the
radially extending upstream portion of the third mem-
ber,
the first member, the second member, the third mem-
ber, the first plurality of swirl vanes and the second
plurality of swirl vanes is a unitary monolithic struc-
ture,
a plurality of circumferentially spaced passages with-
in the third member, each passage has an inlet in a
radially outer surface of the third member and an
outlet arranged to direct fluid onto the divergent por-
tion of the radially inner surface of the third member
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or arranged to direct fluid onto the divergent portion
of the radially outer surface of the third member,
the method comprising manufacturing the air swirler
arrangement by additive manufacturing.

[0019] The method may comprise manufacturing the
air swirler arrangement by powder bed deposition.
[0020] The method may comprise manufacturing the
air swirler arrangement by powder bed laser deposition
or powder bed electron beam deposition.
[0021] The method may comprise building the air swirl-
er arrangement layer by layer in an axial direction of the
air swirler arrangement.
[0022] The skilled person will appreciate that except
where mutually exclusive, a feature described in relation
to any one of the above aspects may be applied mutatis
mutandis to any other aspect. Furthermore except where
mutually exclusive any feature described herein may be
applied to any aspect and/or combined with any other
feature described herein.
[0023] Embodiments will now be described by way of
example only, with reference to the Figures, in which:

Figure 1 is a cross-sectional side view of a gas tur-
bine engine.

Figure 2 is an enlarged cross-sectional view of an
annular combustion chamber of the gas turbine en-
gine.

Figure 3 is a further enlarged cross-sectional view
of an air swirler arrangement according to the
present disclosure.

Figure 3A is an enlarged cross-sectional view in the
direction of arrows Z-Z in figure 3

Figure 3B is an enlarged cross-sectional vies in the
direction of arrows W-W in figure 3.

Figure 4 is a further enlarged cross-sectional view
of a portion of the air swirler arrangement according
to the present disclosure.

Figure 5 is a further enlarged cross-sectional view
of a portion of an alternative air swirler arrangement
according to the present disclosure.

Figure 6 is a further enlarged cross-sectional view
of a portion of another air swirler arrangement ac-
cording to the present disclosure.

Figure 7 is a part cross-sectional perspective view
of a further air swirler arrangement according to the
present disclosure.

Figure 8 is a further enlarged cross-sectional view
of a portion of the air swirler arrangement shown in

figure 7.

Figure 9 is a cross-sectional view of a portion of an
additional air swirler arrangement according to the
present disclosure.

[0024] With reference to figure 1, a gas turbine engine
is generally indicated at 10, having a principal and rota-
tional axis X. The engine 10 comprises, in axial flow se-
ries, an air intake 11, a propulsive fan 12, an intermediate
pressure compressor 13, a high-pressure compressor
14, combustion equipment 15, a high-pressure turbine
16, an intermediate pressure turbine 17, a low-pressure
turbine 18 and an exhaust nozzle 19. A nacelle 20 gen-
erally surrounds the engine 10 and defines both the in-
take 11 and the exhaust nozzle 19.
[0025] The gas turbine engine 10 works in the conven-
tional manner so that air entering the intake 11 is accel-
erated by the fan 12 to produce two air flows: a first air
flow into the intermediate pressure compressor 13 and
a second air flow which passes through a bypass duct
21 to provide propulsive thrust. The intermediate pres-
sure compressor 13 compresses the air flow directed into
it before delivering that air to the high pressure compres-
sor 14 where further compression takes place.
[0026] The compressed air exhausted from the high-
pressure compressor 14 is directed into the combustion
equipment 15 where it is mixed with fuel and the mixture
combusted. The resultant hot combustion products then
expand through, and thereby drive the high, intermediate
and low-pressure turbines 16, 17, 18 before being ex-
hausted through the nozzle 19 to provide additional pro-
pulsive thrust. The high, intermediate and low pressure
turbines 17, 18 and 19 respectively drive the high pres-
sure compressor 15, intermediate pressure compressor
14 and the fan 13 respectively, each by a suitable inter-
connecting shaft 26, 28 and 30 respectively.
[0027] Other gas turbine engines to which the present
disclosure may be applied may have alternative config-
urations. By way of example such engines may have an
alternative number of interconnecting shafts (e.g. two)
and/or an alternative number of compressors and/or tur-
bines. Further the engine may comprise a gearbox pro-
vided in the drive train from a turbine to a compressor
and/or fan.
[0028] The combustion chamber 15 is shown more
clearly in figure 2. The combustion chamber 15 is an an-
nular combustion chamber and comprises an inner an-
nular wall 32, an outer annular wall 34 and an upstream
wall 36. The upstream end wall 36 has a plurality of cir-
cumferentially spaced apertures, for example equicir-
cumferentially spaced apertures, 38. The combustion
chamber 15 is surrounded by a combustion chamber cas-
ing 40 and the combustion chamber casing 40 has a plu-
rality of circumferentially spaced apertures 42. The com-
bustion chamber 15 also has a plurality of fuel injectors
44 and each fuel injector 40 extends radially through a
corresponding one of the apertures 42 in the combustion
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chamber casing 40 and locates in a corresponding one
of the apertures 38 in the upstream end wall 36 of the
combustion chamber 15 to supply fuel into the combus-
tion chamber 15.
[0029] The fuel injector 44 comprises a fuel feed arm
46 and a fuel injector head 48. The fuel feed arm 46 has
a fuel passage 50 for the supply of fuel to the fuel injector
head 48. The fuel injector head 48 has an axis Y and the
fuel feed arm 46 extends generally radially with respect
to the axis Y of the fuel injector head 48 and also generally
radially with respect to the axis X of the turbofan gas
turbine engine 10. The axis Y of each fuel injector head
48 is generally aligned with the axis of the corresponding
aperture 38 in the upstream end wall 36 of the combustion
chamber 15.
[0030] The combustion chamber 15 also has a plurality
of air swirler arrangements 52 and each aperture 38 has
a corresponding one of the air swirler arrangements 52
arranged coaxially therein. Each air swirler arrangement
52, as shown more clearly in figures 3 and 4, has an axis
U and comprises a coaxial arrangement of an inner air
swirler passage 54 and an outer air swirler passage 56.
Each air swirler passage 54, 56 comprises a radial flow
swirler 58 and 60 respectively. The air swirler arrange-
ment 52 comprises a first member 62 arranged radially
relative/perpendicularly to the axis of the air swirler ar-
rangement 52 and the first member 62 has a central ap-
erture 64. A second member 66 is spaced axially from
the first member 62 and arranged coaxially with the axis
of the air swirler arrangement 52. The second member
66 has a radially extending upstream portion 68 and a
convergent portion 70. A third member 72 is arranged
coaxially around the second member 66. The third mem-
ber 72 has a radially extending upstream portion 74
spaced axially from the radially extending upstream por-
tion 68 of the second member 66. The third member 72
has a radially inner surface 76 having a convergent por-
tion 78 and a divergent downstream portion 80 and a
radially outer surface 82 having a divergent downstream
portion 84. A first plurality of circumferentially spaced
swirl vanes 86 extend axially between the first member
62 and the radially extending upstream portion 68 of the
second member 66 and a second plurality of circumfer-
entially spaced swirl vanes 88 extend axially between
the radially extending upstream portion 68 of the second
member 66 and the radially extending upstream portion
74 of the third member 72. The first member 62, the sec-
ond member 66, the third member 72, the first plurality
of swirl vanes 86 and the second plurality of swirl vanes
88 is a unitary monolithic structure.
[0031] The combustion chamber 15 also has a plurality
of fuel injector seals, not shown. Each fuel injector seal
is provided between a fuel injector head 48 and the cor-
responding air swirler arrangement 52 to allow the fuel
injector head 48 to move radially relative to the aperture
64 in the corresponding air swirler arrangement 52 and
hence to move radially and/or circumferentially relative
to the upstream end wall 36 of the combustion chamber

15.
[0032] The radially outer boundary of the inner air swirl-
er passage 54 is defined by the second member 66 and
the entrance to the inner swirler passage 54 is provided
by the passages between the swirl vanes 86 of the radial
flow swirler 58. The outer air swirler passage 56 is defined
radially between the second member 66 and the third
member 72 and the entrance to the outer air swirler pas-
sage 56 is provided by the passages between the swirl
vanes 88 of the radial flow swirler 60. The radial flow
swirlers 58 and 60 may be arranged to swirl the air in the
same direction or in opposite directions.
[0033] The second member 66 has a downstream end
90 and the second member 72 has a minimum diameter,
throat, 92 at the transition from the convergent portion
78 to the divergent downstream portion 80 of the radially
inner surface 76 of the third member 72. The downstream
end 90 of the second member 66 is arranged upstream
of the throat 92 of the third member 72.
[0034] A plurality of circumferentially spaced passages
94 are provided within the third member 72. Each pas-
sage 94 has an inlet 96 in the radially outer surface 82
of the third member 72 and an outlet 98 arranged to direct
fluid onto the divergent portion 84 of the radially outer
surface 82 of the third member 72.
[0035] Each passage 94 has one or more axially ex-
tending portions 94A, each one of which has a circular
cross-section. Each passage 94 has one or more radially
and axially extending portions 94B. Each one of the ra-
dially and axially extending portions 94B is part circular
in cross-section and has an angled roof 95 defined by
two intersecting tangents 93 to the part circular portion,
the angled roof 95 defines the radially outer surface of
the passage, as shown in figure 3A. Alternatively, the
radially and axially extending portions 94B are circular in
cross-section. Each passage 94 may have one or more
radially extending portions, each one of which is part cir-
cular in cross-section and has an angled roof 95 defined
by two intersecting tangents 93 to the part circular portion,
the angled roof 95 defines the axially downstream sur-
face of the passage 94, as shown in figure 3A. The two
intersecting tangents 93 are each arranged at an angle
θ to a radius of the circle of the passage 94 and at an
angle to the axial direction of the air swirler arrangement
52 and the angle θ is less than or equal to 60° and more
than or equal to 30°. Alternatively, each of the radially
extending portions or radially and axially extending por-
tions may have a pentagonal cross-section with two of
the intersecting sides forming an angled roof, the angled
roof defines the axially downstream surface of the pas-
sage or the radially outer surface of the passage. The
two intersecting sides are each arranged at an angle θ
to the axial direction of the air swirler arrangement 52
and the angle θ is less than or equal to 60° and more
than or equal to 30°.
[0036] In the air swirler arrangement 52 shown in fig-
ures 3 and 4, each passage 94 of the third member 72
comprises in flow series an inlet 96 in the radially outer
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surface 82 of the third member 72, a radially and axially
extending portion 94B, an axially extending portion 94A
and an outlet 98. Each passage 94 has a smooth transi-
tion from the radially and axially extending portion 94B
to the axially extending portion 94A.
[0037] Each passage 94 has a circular outlet or a rec-
tangular outlet. Each passage 94 may have a divergent
outlet. The outlet 98 of each passage 94 may open into
an annular slot. The outlet 98 of each passage 94 may
be arranged tangentially to the divergent portion 84 of
the radially outer surface 82 of the third member 72.
[0038] Each of the passages between the swirl vanes
86 of the air swirler 58 also has an angled roof 85, the
angled roof 85 defines the axially downstream surface
of the passage, as shown in figure 3B. Thus, the axially
upstream surface 69 of the radially extending upstream
portion 68 of the second member 66 facing the first mem-
ber 62 is shaped to define the angled roofs 85 of the
passages between the swirl vanes 86 of the air swirler
58. The two intersecting sides 87 are each arranged at
an angle θ to the axial direction of the air swirler arrange-
ment 52 and the angle θ is less than or equal to 60° and
more than or equal to 30°. Similarly, each of the passages
between the swirl vanes 88 of the air swirler 60 also has
an angled roof 89, the angled roof 89 defines the axially
downstream surface of the passage. Thus, the axially
upstream surface 75 of the radially extending upstream
portion 74 of the third member 72 facing the radially ex-
tending upstream portion 68 of the second member 66
is shaped to define the angled roofs of the passages be-
tween the swirl vanes 88 of the air swirler 60. The two
intersecting sides are each arranged at an angle θ to the
axial direction of the air swirler arrangement 52 and the
angle θ is less than or equal to 60° and more than or
equal to 30°.
[0039] In operation a flow of coolant, for example air,
A flows into the inlets 96 of the passages 94 and flows
B through the radially and axially extending portions 94B
and an axially extending portions 94A and out of the out-
lets 98. The flow of coolant through the passages 94 pro-
vides internal cooling of the air swirler arrangement 52.
The flow of coolant C exiting the outlets 98 of the pas-
sages 94 is directed onto the divergent portion 84 of the
radially outer surface 82 of the third member 72 to provide
cooling of the divergent portion of the third member 72.
The coolant issuing from the outlets 98 forms a film of
coolant, air, on the divergent portion 84 of the radially
outer surface 82 of the third member 72. The divergent
portion of the third member 72 is in close proximity to and
is subjected to the hot gases within the combustion cham-
ber 15.
[0040] The addition of the passages 94 helps to extend
the service life of the air swirler arrangement 52 by re-
ducing thermal loads. The passages 94 allow regions of
the air swirler arrangement 52 exposed to the highest
thermal load, highest temperatures, to be cooled through
the use of complex cooling passages in specific regions
of the air swirler arrangement 52. Hence degradation of

the air swirler arrangement 52 due to adverse operating
conditions, e.g. the very high temperatures in the com-
bustion chamber, is reduced and the service life of the
air swirler arrangement 52 is increased.
[0041] An alternative air swirler arrangement 152 ac-
cording to the present disclosure is shown in figure 5.
The air swirler arrangement 152 is similar to the air swirler
arrangement 52 shown in figures 3 and 4 and like parts
are denoted by like numerals. The air swirler arrange-
ment 152 differs in that it has a different arrangement of
passages 194. A plurality of circumferentially spaced
passages 194 are provided within the third member 72.
Each passage 194 has an inlet 196 in the radially outer
surface 82 of the third member 72 and an outlet 198 ar-
ranged to direct fluid onto the divergent portion 80 of the
radially inner surface 76 of the third member 72.
[0042] Each passage 194 has one or more axially ex-
tending portions 194A, 194B 194C, each one of which
has a circular cross-section. Each one of the radially and
axially extending portions 194A, 194B, 194C is part cir-
cular in cross-section and has an angled roof defined by
two intersecting tangents to the part circular portion, the
angled roof 95 defines the radially outer surface of the
passage, as shown in figure 3A. Alternatively, the radially
and axially extending portions 194A, 194B, 194C are cir-
cular in cross-section. Each passage 94 may have one
or more radially extending portions, each one of which
is part circular in cross-section and has an angled roof
defined by two intersecting tangents to the part circular
portion, the angled roof defines the axially downstream
surface of the passage, as shown in figure 3A. The two
intersecting tangents are each arranged at an angle θ to
a radius of the circle of the passage and at an angle to
the axial direction of the air swirler arrangement 52 and
the angle θ is less than or equal to 60° and more than or
equal to 30°. Alternatively, each of the radially extending
portions or radially and axially extending portions may
have a pentagonal cross-section with two of the inter-
secting sides forming an angled roof, the angled roof de-
fines the axially downstream surface of the passage or
the radially outer surface of the passage. The two inter-
secting sides are each arranged at an angle θ to the axial
direction of the air swirler arrangement 52 and the angle
θ is less than or equal to 60° and more than or equal to
30°.
[0043] In the air swirler arrangement 152 shown in fig-
ure 5, each passage 194 of the third member 172 com-
prises in flow series an inlet 196 in the radially outer sur-
face 82 of the third member 72, a radially and axially
extending portion 194B, a radially and axially extending
portion 194A, a radially and axially extending portion
194C and an outlet 198. Each passage 194 has a smooth
transition from the radially and axially extending portion
194B to the radially and axially extending portion 194A
and a smooth transition from the radially and axially ex-
tending portion 194A to the radially and axially extending
portion 194C. The radially and axially extending portions
194B and 194A are arranged at different angles to the
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axis of the air swirler arrangement 152 and they extend
radially inwardly from the inlet 196 to the radially and
axially extending portion 194C. The radially and axially
extending portion 194C extends radially outwardly from
the radially and axially extending portion 194A to the out-
let 198.
[0044] Each passage 194 has a circular outlet or a rec-
tangular outlet. Each passage 194 may have a divergent
outlet. The outlet 198 of each passage 194 may open
into an annular slot.
[0045] The outlet 198 of each passage 194 is arranged
at a shallow angle α to the divergent portion 80 of the
radially inner surface 76 of the third member 72. The
shallow angle α is 20° or less. The shallow angle α may
be 15° or less. The shallow angle α may be 10° or less.
[0046] In operation a flow of coolant, for example air,
D flows into the inlets 196 of the passages 194 and flows
E through the radially and axially extending portions
194B, 194A and 194C and out of the outlets 198. The
flow of coolant through the passages 194 provides inter-
nal cooling of the air swirler arrangement 152. The flow
of coolant F exiting the outlets 198 of the passages 194
is directed onto the divergent portion 80 of the radially
inner surface 76 of the third member 72 to provide cooling
of the divergent portion of the third member 72. The di-
vergent portion of the third member 72 is in close prox-
imity to and is subjected to the hot gases within the com-
bustion chamber 15. The flow of coolant F exiting the
outlets 198 of the passages 194 re-energises the bound-
ary layer on the divergent portion 80 of the radially inner
surface 76 of the third member 72. The flow of coolant
issuing from the outlets 98 forms a film of coolant on the
divergent portion 80 of the radially inner surface 76 of
the third member 72
[0047] The addition of the passages 194 helps to ex-
tend the service life of the air swirler arrangement 152
by reducing thermal loads. The passages 194 allow re-
gions of the air swirler arrangement 152 exposed to the
highest thermal load, highest temperatures, to be cooled
through the use of complex cooling passages in specific
regions of the air swirler arrangement 152. Hence deg-
radation of the air swirler arrangement 152 due to ad-
verse operating conditions, e.g. the very high tempera-
tures in the combustion chamber, is reduced and the
service life of the air swirler arrangement 152 is in-
creased.
[0048] The passages 194 within the third member 172
are arranged to provide additional aerodynamic benefits
by controlled ejection of air jets over the divergent portion
80 of the radially inner surface 76 of the third member
72. The controlled flow of air is compensates for the dis-
advantage of a poor surface finish produced by additive
manufacturing. Passages at a shallow angle relative to
a surface, essential to maximising the benefit of boundary
layer control, are typically difficult to manufacture using
traditional manufacturing techniques but may be pro-
duced by additive manufacturing. Thus, the passages
194 enable the air swirler arrangement 152 to be pro-

duced by additive manufacturing without the need for
post processing, e.g. polishing, of the divergent portion
80 of the radially inner surface 76 of the third member 72.
[0049] Another air swirler arrangement 252 according
to the present disclosure is shown in figure 6. The air
swirler arrangement 252 is similar to the air swirler ar-
rangement 52 shown in figures 3 and 4 and like parts are
denoted by like numerals. The air swirler arrangement
252 differs in that the axially extending portion 94A of
each passage 94 is a convergent portion of the passage
94 between the inlet 96 and the outlet 98. The convergent
portion of each passage 94 may be adjacent the outlet
98. The radially and axially extending portion 94B of each
passage 94 has a larger cross-sectional area than the
axially extending portion 94A and the axially extending
portion 94A converges towards the outlet 98. The flow
of air through the passages 94 experiences less losses
because the cross-sectional area is larger in the portion
94B, which is important when the passages 94 have a
rough surface finish due to being produced by additive
manufacturing. The flow of air through the passages 94
is throttled because of the convergent portion of the pas-
sage 94A which increases the velocity of the air and
hence increase the length of an air formed on the diver-
gent portion 84 of the radially outer surface 82 of the third
member 72.
[0050] Each passage 94 may have a circular outlet or
a rectangular outlet. Each passage 94 may have a diver-
gent outlet. The outlet 98 of each passage 94 may open
into an annular slot. The outlet 98 of each passage 94
may be arranged tangentially to the divergent portion 84
of the radially outer surface 82 of the third member 72.
[0051] A further air swirler arrangement 352 according
to the present disclosure is shown in figures 7 and 8. The
air swirler arrangement 352 is similar to that shown in
figures 3 and 4 and like parts are denoted by like numer-
als. The air swirler arrangement 352 differs in that the
third member 72 has an annular chamber 300 arranged
therein. The annular chamber 400 is arranged coaxially
within the third member 72. Each passage 94 has a first
portion connecting the inlet 96 and the annular chamber
300 and a second portion connecting the annular cham-
ber 300 and the outlet 98. The first portions are the radially
and axially extending portions 94B and the second por-
tions are the axially extending portions 94A. The axially
extending portions 94A are convergent, but may have a
uniform cross-sectional area along there length.
[0052] An additional air swirler arrangement 452 ac-
cording to the present disclosure is shown in figure 9.
The air swirler arrangement 352 is similar to that shown
in figures 3 and 4 and like parts are denoted by like nu-
merals. The air swirler arrangement 452 differs in that
the third member 72 has an annular chamber 400 ar-
ranged therein. The annular chamber 400 is arranged
coaxially within the third member 72. The annular cham-
ber 400 has a circular cross-section and there is a second
plurality of circumferentially spaced passages 402 within
the third member 72, each second passage 402 has an
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inlet 404 in the radially outer surface 82 of the third mem-
ber 72 and an outlet 406 arranged to direct fluid into the
annular chamber 400. The annular chamber 400 does
not have any other outlets. The third member 72 also has
the passages 94D to direct coolant onto divergent portion
84 of the radially outer surface 82 of the third member
72. Alternatively, the third member 72 also has the pas-
sages 94E to direct coolant onto the divergent portion 80
of the radially inner surface 76 of the third member 72,
as shown by the dashed lines.
[0053] In operation the flow of coolant through the pas-
saged 40 into the annular chamber 400 provides internal
cooling of the bulk of the material of the third member
72. The annular chamber 400 takes the form of a donut
shaped ring within the third member 72. The annular
chamber 400 promotes mixing of coolant therein which
improves heat transfer to the coolant, e.g. air. However,
the mixing of coolant, air, within the annular chamber 400
reduces pressure from the flow of coolant, and hence
would reduce the effectiveness of a cooling film if the
coolant was discharged from the annular chamber 400
onto the divergent portion 84 of the radially outer surface
82 of the third member 72 or onto the divergent portion
80 of the radially inner surface 76 of the third member
72. To overcome this, the passages 94 used for cooling
the divergent portion 84 of the radially outer surface 82
of the third member 72 or the divergent portion 80 of the
radially inner surface 76 of the third member 72 are sep-
arate from the annular chamber 400.
[0054] In an additional air swirler arrangement, as
shown in figure 9, the third member 72 has a first plurality
of circumferentially spaced passages 94D to direct cool-
ant onto the divergent portion 80 of the radially inner sur-
face 76 of the third member 72 and the third member 72
also has a second plurality of circumferentially passages
94E to direct coolant onto divergent portion 84 of the
radially outer surface 82 of the third member 72, as shown
by the dashed lines. The first plurality of circumferentially
spaced passages 94D and the second plurality of cir-
cumferentially spaced passages 94E are provided alter-
nately circumferentially around the third member 72.
[0055] Each of the air swirler arrangements described
is produced by additive manufacturing, such that the first
member 62, the second member 66, the third member
72, the first plurality of swirl vanes 86 and the second
plurality of swirl vanes 88 is a unitary monolithic structure.
The air swirler arrangements may be produced by pow-
der bed deposition, e.g. powder bed laser deposition or
powder bed electron beam deposition. The air swirler
arrangements are built up layer by layer in the axial di-
rection of the air swirler arrangement. In order to manu-
facture the air swirler arrangements in one piece any ra-
dially extending coolant passages are built such that the
coolant passages have angled roofs 95, as shown in fig-
ure 3A, in which the angle θ represents the maximum
overhang angle which may vary from 30° to 60° relative
to the axial direction. Similarly any radially extending pas-
sages formed the swirl vanes of the air swirlers have

angled roofs 85, 89, as shown in figure 3B, in which the
angle θ represents the maximum overhang angle which
may vary from 30° to 60° relative to the axial direction.
[0056] Each of the air swirler arrangements described
comprises an annular first member, an annular second
member and an annular third member.
[0057] Although the present disclosure has been de-
scribed with reference to an annular combustion cham-
ber it is equally applicable to a tubular combustion cham-
ber of a can-annular combustion chamber.
[0058] It will be understood that the invention is not
limited to the embodiments above-described and various
modifications and improvements can be made without
departing from the concepts described herein. Except
where mutually exclusive, any of the features may be
employed separately or in combination with any other
features and the disclosure extends to and includes all
combinations and subcombinations of one or more fea-
tures described herein.

Claims

1. An air swirler arrangement (52) comprising a coaxial
arrangement of an inner air swirler passage (54) and
an outer air swirler passage (56), each air swirler
passage (54, 56) comprising a radial flow swirler (58,
60),
the air swirler arrangement (52) comprising a first
member (62) arranged radially relative to the axis of
the air swirler arrangement (52), the first member
(62) having a central aperture (64),
a second member (66) spaced axially from the first
member (62) and arranged coaxially with the axis of
the air swirler arrangement (52), the second member
(66) having a radially extending upstream portion
(68) and a convergent portion (70),
a third member (72) arranged coaxially around the
second member 66), the third member (72) having
a radially extending upstream portion (74) spaced
axially from the radially extending upstream portion
(68) of the second member (66), the third member
(72) having a radially inner surface (76) having a
convergent portion (78) and a divergent downstream
portion (80) and a radially outer surface (82) having
a divergent downstream portion (84),
a first plurality of circumferentially spaced swirl vanes
(86) extending axially between the first member (62)
and the radially extending upstream portion (68) of
the second member (66),
a second plurality of circumferentially spaced swirl
vanes (88) extending axially between the radially ex-
tending upstream portion (68) of the second member
(66) and the radially extending upstream portion (74)
of the third member (72),
the first member (62), the second member (66), the
third member (72), the first plurality of swirl vanes
(86) and the second plurality of swirl vanes (88) is a

13 14 



EP 3 524 886 A1

9

5

10

15

20

25

30

35

40

45

50

55

unitary monolithic structure,
a plurality of circumferentially spaced passages (94)
within the third member (72), each passage (94) has
an inlet (96) in a radially outer surface (82) of the
third member (72) and an outlet (98) arranged to
direct fluid onto the divergent portion (80) of the ra-
dially inner surface (76) of the third member (72) or
arranged to direct fluid onto the divergent portion (84)
of the radially outer surface (82) of the third member
(72).

2. An air swirler arrangement as claimed in claim 1
wherein each passage (94) has a convergent portion
between the inlet (96) and the outlet (98).

3. An air swirler arrangement as claimed in claim 1 or
claim 2 wherein each passage (94) has a convergent
portion adjacent the outlet (98).

4. An air swirler arrangement as claimed in claim 1,
claim 2 or claim 3 wherein each passage (94) has a
circular outlet or a rectangular outlet.

5. An air swirler arrangement as claimed in claim 1,
claim 2, claim 3 or claim 4 wherein each passage
(94) has a divergent outlet.

6. An air swirler arrangement as claimed in claim 1,
claim 2, claim 3, claim 4 or claim 5 wherein the outlet
(98) of each passage (94) opens into an annular slot.

7. An air swirler arrangement as claimed in any of
claims 1 to 6 wherein the outlet (98) of each passage
(94) is arranged tangentially to the divergent portion
(84) of the radially outer surface (82) of the third
member (72).

8. An air swirler arrangement as claimed in any of
claims 1 to 6 wherein the outlet (98) of each passage
(94) is arranged at a shallow angle (α) to the diver-
gent portion (80) of the radially inner surface (76) of
the third member (72).

9. An air swirler arrangement as claimed in claim 8
wherein the shallow angle (α) is 20° or less.

10. An air swirler arrangement as claimed in any of
claims 1 to 9 wherein each passage (94 has one or
more axially extending portions (94A) each one of
which is circular cross-section.

11. An air swirler arrangement as claimed in any of
claims 1 to 10 wherein each passage (94) has one
or more radially and axially extending portions (94B)
each one of which is part circular in cross-section
and has an angled roof (95) defined by two intersect-
ing tangents (93) to the part circular portion, the an-
gled roof (95) defines the radially outer surface of

the passage (94).

12. An air swirler arrangement as claimed in any of
claims 1 to 11 wherein the third member (72) has an
annular chamber (300, 400) arranged therein.

13. An air swirler arrangement as claimed in claim 12
wherein at least some of the passages (94) have a
first portion (94B) connecting the inlet (96) and the
annular chamber (300) and a second portion (94A)
connecting the annular chamber (300) and the outlet
(98).

14. An air swirler arrangement as claimed in claim 12
wherein the annular chamber (400) has a circular
cross-section and there is a second plurality of cir-
cumferentially spaced passages (402) within the
third member (72), each second passage (402) has
an inlet (404) in a radially outer surface (82) of the
third member (72) and an outlet (406) arranged to
direct fluid into the annular chamber (400).

15. An air swirler arrangement as claimed in claim 12,
claim 13 or claim 14 wherein the annular chamber
(300, 400) is arranged coaxially within the third mem-
ber (72).

16. A combustion chamber (15) comprising an upstream
end wall (36) having a least one aperture (38), each
aperture (38) having an air swirler arrangement as
claimed in any of claims 1 to 15 arranged coaxially
therein, each aperture (38) having an associated fuel
injector (44, 52).

17. A method of manufacturing an air swirler arrange-
ment (52), the air swirler arrangement (52) compris-
ing a coaxial arrangement of an inner air swirler pas-
sage (54) and an outer air swirler passage (56), each
air swirler passage (54, 56) comprising a radial flow
swirler (58, 60),
the air swirler arrangement (52) comprising a first
member (62) arranged radially relative to the axis of
the air swirler arrangement (52), the first member
(62) having a central aperture (64),
a second member (66) spaced axially from the first
member (62) and arranged coaxially with the axis of
the air swirler arrangement (52), the second member
(66) having a radially extending upstream portion
(68) and a convergent portion (70),
a third member (72) arranged coaxially around the
second member (66), the third member (72) having
a radially extending upstream portion (74) spaced
axially from the radially extending upstream portion
(68) of the second member (66), the third member
(72) having a radially inner surface (76) having a
convergent portion (78) and a divergent downstream
portion (80) and a radially outer surface (82) having
a divergent downstream portion (84),
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a first plurality of circumferentially spaced swirl vanes
(86) extending axially between the first member (62)
and the radially extending upstream portion (68) of
the second member (66),
a second plurality of circumferentially spaced swirl
vanes (88) extending axially between the radially ex-
tending upstream portion (68) of the second member
(66) and the radially extending upstream portion (74)
of the third member (72),
the first member (62), the second member (66), the
third member (72), the first plurality of swirl vanes
(86) and the second plurality of swirl vanes (88) is a
unitary monolithic structure,
a plurality of circumferentially spaced passages (94)
within the third member (72), each passage (94) has
an inlet (96) in a radially outer surface (82) of the
third member (72) and an outlet (98) arranged to
direct fluid onto the divergent portion (80) of the ra-
dially inner surface (76) of the third member (72) or
arranged to direct fluid onto the divergent portion (84)
of the radially outer surface (82) of the third member
(72), the method comprising manufacturing the air
swirler arrangement (52) by additive manufacturing.

18. A method as claimed in claim 17 comprising building
the air swirler arrangement (52) layer by layer in an
axial direction of the air swirler arrangement (52).
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