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(54) AIRCRAFT PRIVACY DOOR AND DOOR FRAME ASSEMBLY

(57) A privacy door assembly for installation in an
aircraft relative to a flight deck door of the aircraft includes
a door frame having a first post and a second post, where
the second post comprises a latch recess. The privacy
door assembly also includes a privacy door rotatably cou-
pleable to the first post via a set of hinges, where the

privacy door comprises a decompression latch arranged
to engage the latch recess when the privacy door is in a
closed position within the door frame, and where the de-
compression latch is configured to disengage from the
latch recess in response to a decompression detected
on a forward side of the privacy door.
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Description

[0001] The present disclosure generally relates to an
aircraft privacy door and related door frame assembly.
[0002] During both ground operations and flight oper-
ations of an aircraft, it may be necessary to open the flight
deck door that separates the flight deck, or cockpit, from
the cabin of the aircraft. For instance, when a flight crew
is replaced during ground operations, one flight crew will
leave the flight deck and another flight crew will enter the
flight deck. In the case of a passenger aircraft, this often
occurs while passengers are deplaning and boarding,
which frequently takes place near the front of the aircraft,
adjacent to the flight deck. In such situations, it would be
desirable to provide separation between the flight deck
and the cabin of the aircraft. In some cases, a simple
curtain is drawn to separate the flight deck from the cabin
area, while the flight crew moves in and out of the aircraft.
[0003] Similarly, during flight operations, a member of
the flight crew may need to leave the flight deck tempo-
rarily, requiring the flight deck door to be opened. Again,
in these situations, it would be desirable to separate the
cabin area from the flight deck when the flight deck door
must be opened during flight operations to provide the
privacy, security, or both, that may be needed.
[0004] What is needed is an improved way to provide
separation between different areas of an aircraft during
both flight and ground operations.
[0005] In one example, a method for establishing a pri-
vacy door relative to a flight deck door of an aircraft is
described, where the flight deck door, when in a closed
position, separates a flight deck area of the aircraft from
a cabin area of the aircraft. The method includes posi-
tioning a door frame in the cabin area, aft of the flight
deck door, where the door frame comprises a first post
and a second post, and where the second post comprises
a latch recess. The method also includes coupling the
door frame to the aircraft. The method also includes cou-
pling the privacy door to the first post via a set of hinges
such that the privacy door, when in a closed position,
separates the cabin area into an intermediate cabin area
between the privacy door and the flight deck door and a
main cabin area aft of the privacy door, where the privacy
door is rotatable via the set of hinges into the intermediate
cabin area to an open position, where the privacy door
comprises a decompression latch arranged to engage
the latch recess when the privacy door is in the closed
position, and where the decompression latch is config-
ured to disengage from the latch recess in response to
a decompression of the aircraft detected forward of the
privacy door.
[0006] In another example, a privacy door system is
described including a flight deck door, where the flight
deck door, when in the closed position, separates the
flight deck area of the aircraft from the cabin area of the
aircraft. The privacy door system also includes a privacy
door disposed within the cabin area of the aircraft and
aft of the flight deck door such that the privacy door, when

in the closed position, separates the cabin area into the
intermediate cabin area between the privacy door and
the flight deck door and the main cabin area aft of the
privacy door, where the privacy door further comprises
the decompression latch. The privacy door system also
includes a door frame comprising the first post and the
second post, where the privacy door is rotatably coupled
to the first post via the set of hinges such that the privacy
door is rotatable into the intermediate cabin area to the
open position. The privacy door system also includes a
latch recess positioned within the second post, where
the latch recess is arranged to engage the decompres-
sion latch of the privacy door when the privacy door is in
the closed position, and where the decompression latch
is configured to disengage from the latch recess in re-
sponse to the decompression of the aircraft detected for-
ward of the privacy door.
[0007] In another example, a privacy door assembly
for installation in an aircraft relative to a flight deck door
of the aircraft is described. The privacy door assembly
includes a door frame having a first post and a second
post, where the second post comprises a latch recess.
The privacy door assembly also includes a privacy door
rotatably coupleable to the first post via a set of hinges,
where the privacy door comprises a decompression latch
arranged to engage the latch recess when the privacy
door is in a closed position within the door frame, and
where the decompression latch is configured to disen-
gage from the latch recess in response to a decompres-
sion detected on a forward side of the privacy door.
[0008] In another example, an aircraft is described in-
cluding a flight deck door, where the flight deck door,
when in a closed position, separates a flight deck area
of the aircraft from a cabin area of the aircraft. The aircraft
also includes a privacy door disposed within the cabin
area of the aircraft and aft of the flight deck door such
that the privacy door, when in a closed position, sepa-
rates the cabin area into an intermediate cabin area be-
tween the privacy door and the flight deck door and a
main cabin area aft of the privacy door, where the privacy
door further comprises a decompression latch. The air-
craft also includes a door frame comprising a first post
and a second post, where the privacy door is rotatably
coupled to the first post via a set of hinges such that the
privacy door is rotatable into the intermediate cabin area
to an open position. The aircraft also includes a latch
recess positioned within the second post, where the latch
recess is arranged to engage the decompression latch
of the privacy door when the privacy door is in the closed
position, and where the decompression latch is config-
ured to disengage from the latch recess in response to
a decompression of the aircraft detected forward of the
privacy door.
[0009] In another example, a method for operation of
a privacy door on an aircraft is described, wherein the
aircraft comprises a flight deck door that, when in a closed
position, separates a flight deck area of the aircraft from
a cabin area of the aircraft. The method includes, before
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opening the flight deck door from the closed position,
closing the privacy door such that the privacy door is
closed when the flight deck door is open, where the pri-
vacy door is disposed within the cabin area of the aircraft
and aft of the flight deck door such that the privacy door,
when in a closed position, separates the cabin area into
an intermediate cabin area between the privacy door and
the flight deck door and a main cabin area aft of the pri-
vacy door, where the privacy door is rotatably coupled
to a first post of a door frame via a set of hinges, and
where closing the privacy door comprises engaging a
decompression latch of the privacy door with a latch re-
cess positioned within a second post of the door frame.
The method also includes opening the flight deck door.
The method also includes, before opening the privacy
door, closing the flight deck door such that the flight deck
door is closed when the privacy door is open. The method
also includes manually opening the privacy door from the
closed position to an open position, where manually
opening the privacy door comprises disengaging the de-
compression latch from the latch recess.
[0010] The disclosure also includes the following
clauses:

1. A privacy door assembly for installation in an air-
craft, which aircraft has a flight deck separated from
a cabin by a flight deck door, the privacy door as-
sembly installable between the flight deck door and
the cabin, the privacy door assembly comprising:

- a door frame comprising a first post and a sec-
ond post, wherein the second post comprises a
latch recess;

- a privacy door rotatably coupleable to the first
post via a set of hinges, wherein the privacy door
comprises

- a decompression latch arranged to engage the
latch recess when the privacy door is in the
closed position within the door frame, and
wherein,

- the decompression latch is configured to disen-
gage from the latch recess in response to a de-
compression detected on a forward, side of the
privacy door.

2. The privacy door assembly according to clause 1,
wherein the set of hinges includes a hinge spring
positioned to bias the privacy door from the closed
position to an open position when the decompres-
sion latch and the latch recess are disengaged.

3. The privacy door assembly according to clause 1
or 2, wherein the privacy door comprises a slam latch
positioned to engage a slot in the first post of the
door frame when the privacy door is in the open po-
sition and when the slam latch is in a first position,
wherein the slam latch is coupled to a lever posi-
tioned on a forward side of the privacy door, and

wherein the lever is operable to move the slam latch
away from the first post to a second position so as
to disengage the slam latch from the slot.

4. The privacy door assembly according to any one
of the clauses 1 - 3, wherein the privacy door further
comprises a slam latch spring positioned to bias the
slam latch toward the first post, wherein the first post
comprises a cylindrical striker, and wherein the cy-
lindrical striker comprises the slot.

5. The privacy door assembly according to any one
of the clauses 1 - 4, wherein the privacy door further
comprises a decompression spring positioned to bi-
as the decompression latch toward the first post so
as to disengage the decompression latch from the
latch recess in response to the decompression de-
tected on the forward side of the privacy door.

6. The privacy door assembly according to any one
of the clauses 1 - 5, wherein the second post includes
a gate movable between an open position and a
closed position configured to retain the decompres-
sion latch within the latch recess, wherein the gate
is coupled to a knob positioned on a forward side of
the second post, and wherein the knob is operable
to move the gate to the open position such that the
gate does not retain the decompression latch within
the latch recess.

7. The privacy door assembly according to clause 6,
further comprising a flight deck cable coupleable to
the gate and extendable from the second post for-
ward of the privacy door, wherein the flight deck ca-
ble is operable to move the gate from the open po-
sition to the closed position so as to retain the de-
compression latch within the latch recess and lock
the privacy door in the closed position, and/or where-
in the flight deck cable is operable to move the gate
from the closed position to the open position such
that the gate does not retain the decompression latch
in the latch recess.

8. The privacy door assembly according to clause 6,
further comprising a flight deck cable coupleable to
the gate and extendable from the second post for-
ward of the privacy door, wherein the flight deck ca-
ble is operable to move the gate from the closed
position to the open position such that the gate does
not retain the decompression latch in the latch re-
cess.

9. The privacy door assembly according to any one
of the clauses 6 - 8, further comprising a main cabin
cable coupleable to the gate and extendable from
the second post aft of the privacy door, wherein the
main cabin cable is operable to move the gate from
the closed position to the open position such that the
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gate does not retain the decompression latch within
the latch recess.

10. The privacy door assembly according to any one
of the clauses 1 - 9, wherein the privacy door further
comprises:

- an aperture; and
- a panel rotatably coupled to the privacy door,

wherein the panel comprises a panel decom-
pression latch configured to engage the privacy
door and maintain the panel in a closed position
such that the panel covers the aperture, wherein
the panel is rotatable from the closed position
to an open position on an aft side of the privacy
door, and wherein the panel decompression
latch is further configured to disengage from the
privacy door in response to a decompression
detected on the aft side of the privacy door.

11. A privacy door system for an aircraft, which air-
craft has a flight deck separated from a cabin by a
flight deck door, the system comprising the privacy
door assembly according to any of the preceding
clauses disposed between the flight deck door and
the cabin of the aircraft, which flight deck door is
moveable between a closed position and an open
position, in which closed position the flight deck door
separates a flight deck of the aircraft from a cabin
area of the aircraft.

12. The privacy door system according to clause 11,
wherein the privacy door is disposed within the cabin
area, aft of the flight deck door, such that the privacy
door, when in the closed position, separates the cab-
in area into an intermediate cabin area between the
privacy door and the flight deck door, and a main
cabin area aft of the privacy door.

13. The privacy door system according to clause 12,
wherein the privacy door is rotatable into the inter-
mediate cabin area into the open position.

14. The privacy door system according to any one
of the preceding clauses 11 -13, wherein the flight
deck cable is operable from within the flight deck to
move the gate between its open and closed position.

15. The privacy door system according to clause 14,
wherein when the gate is in its closed position, the
decompression latch is retained in the latch recess
and the privacy door is locked in the closed position,
so that the intermediate cabin area is secured from
the main cabin area.

16. The privacy door system according to any one
of the preceding clauses 12 - 15, wherein the privacy
door further comprises a vent having a plurality of

openings forming a fluid connection between the in-
termediate cabin area and the main cabin area when
the privacy door is in the closed position, and wherein
the plurality of openings comprise an open area suf-
ficient to convey an airflow rate from the intermediate
cabin area to the main cabin area in response to a
decompression of the aircraft detected aft of the pri-
vacy door.

17. The privacy door system according to any one
of the clauses 12 - 15, wherein the aperture in the
privacy door has an open area sufficient to convey
an airflow rate from the intermediate cabin area to
the main cabin area in response to a decompression
of the main cabin area when the privacy door is in
the closed position.

18. The privacy door system according to any one
of the preceding clauses 11 - 17, wherein the door
frame comprises a connector for coupling the door
frame to an adjacent structure of the aircraft, wherein
the connector, when coupled to the adjacent struc-
ture of the aircraft, provides at least one degree of
freedom of movement for the door frame with respect
to the adjacent structure.

19. A method for establishing a privacy door relative
to a flight deck door of an aircraft, wherein the flight
deck door, when in a closed position, separates a
flight deck area of the aircraft from a cabin area of
the aircraft, the method comprising:

- positioning a door frame in the cabin area, aft of
the flight deck door, wherein the door frame
comprises a first post and a second post, and
wherein the second post comprises a latch re-
cess;

- coupling the door frame to the aircraft; and
- coupling the privacy door to the first post via a

set of hinges such that the privacy door, when
in a closed position, separates the cabin area
into an intermediate cabin area between the pri-
vacy door and the flight deck door and a main
cabin area aft of the privacy door, wherein the
privacy door is rotatable via the set of hinges
into the intermediate cabin area to an open po-
sition, wherein the privacy door comprises a de-
compression latch arranged to engage the latch
recess when the privacy door is in the closed
position, and wherein the decompression latch
is configured to disengage from the latch recess
in response to a decompression of the aircraft
detected forward of the privacy door.

20. The method according to clause 19, wherein the
second post includes a gate movable between an
open position, and a closed position configured to
retain the decompression latch within the latch re-
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cess, the method further comprising:

- extending a flight deck cable from the gate into
the flight deck area such that the flight deck cable
is operable from the flight deck area to move the
gate to the closed position so as to retain the
decompression latch in the latch recess and lock
the privacy door in the closed position, securing
the intermediate cabin area from the main cabin
area aft of the privacy door.

21. The method according to clause 19 or 20, where-
in the second post includes a gate movable between
an open position, and a closed position configured
to retain the decompression latch within the latch
recess, the method further comprising:

- extending a flight deck cable from the gate into
the flight deck area such that the flight deck cable
is operable from the flight deck area to move the
gate to the open position such that the gate does
not retain the decompression latch in the latch
recess.

22. The method according to clause 21, the method
further comprising:
extending a main cabin cable from the gate through
the second post and into the main cabin area such
that the main cabin cable is operable from the main
cabin area to move the gate from the closed position
to the open position such that the gate does not retain
the decompression latch in the latch recess, to en-
able the privacy door to be opened from the main
cabin area.

23. The method according to any one of the clauses
19 - 22, wherein the door frame comprises a con-
nector for coupling the door frame to an adjacent
structure of the aircraft, and wherein coupling the
door frame to the aircraft comprises coupling the
connector to the adjacent structure such that the
door frame maintains at least one degree of freedom
of movement with respect to the adjacent structure.

24. The method according to clause 23, wherein the
connector comprises a slip pin positioned at an upper
end of the first post and wherein the adjacent struc-
ture comprises a ceiling bracket, and wherein cou-
pling the connector to the adjacent structure com-
prises coupling the slip pin to the ceiling bracket such
that the door frame maintains at least two degrees
of freedom of movement with respect to the ceiling
bracket.

25. The method according to any one of the clauses
19 - 24, wherein the privacy door comprises a slam
latch positioned to engage a slot in the first post of
the door frame when the privacy door is in the open

position and the slam latch is in a first position, the
method further comprising:

- after coupling the privacy door to the first post
via the set of hinges, rotating the privacy door
to the open position; and

- engaging the slam latch within the slot.

26. The method according to clause 25, wherein the
slam latch is coupled to a lever positioned on a for-
ward side of the privacy door, the method further
comprising:

- operating the lever to move the slam latch away
from the first post to a second position, wherein
moving the slam latch to the second position dis-
engages the slam latch from the slot.

27. The method according to any one of the clauses
19 - 26, for establishing a privacy door relative to a
flight deck door of an aircraft, using a privacy door
assembly according to any of the preceding clauses
1-10 or a privacy door system according to any of
the preceding clauses 11-18.

[0011] The features, functions, and advantages that
have been discussed can be achieved independently in
various examples or may be combined in yet other ex-
amples, further details of which can be seen with refer-
ence to the following description and drawings.
[0012] The novel features believed characteristic of the
illustrative examples are set forth in the appended claus-
es. The illustrative examples, however, as well as a pre-
ferred mode of use, further objectives and descriptions
thereof, will best be understood by reference to the fol-
lowing detailed description of an illustrative example of
the present disclosure when read in conjunction with the
accompanying Figures.

Figure 1 illustrates a perspective view of a privacy
door relative to a flight deck door of an aircraft, ac-
cording to an example implementation.
Figure 2 illustrates a plan view of a privacy door rel-
ative to a flight deck door of an aircraft, according to
an example implementation.
Figure 3 illustrates an exploded view of a privacy
door assembly, according to an example implemen-
tation.
Figure 4 illustrates an aft-facing view of a privacy
door in a closed position, as indicated in Figure 2,
according to an example implementation.
Figure 5 illustrates a cross-sectional view of a panel
in both closed and open positions, as indicated in
Figure 4, according to an example implementation.
Figure 6 illustrates an outboard-facing view of a pri-
vacy door in an open position, as indicated in Figure
2, according to an example implementation.
Figure 7 illustrates another outboard-facing view of
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the privacy door shown in Figure 6, according to an
example implementation.
Figure 8 illustrates an aft-facing view of a privacy
door in a closed position, according to an example
implementation.
Figure 9 illustrates another aft-facing view of a pri-
vacy door in a closed position, according to an ex-
ample implementation.
Figure 10A illustrates internal components of the de-
compression latch and the second post, according
to an example implementation.
Figure 10B illustrates internal components of the de-
compression latch and the second post, according
to an example implementation
Figure 11 illustrates a slip pin of a door frame coupled
to a ceiling bracket of an aircraft, according to an
example implementation.
Figure 12 shows a flowchart of an example method
for operation of a privacy door on an aircraft, accord-
ing to an example implementation.
Figure 13 shows a flowchart of an example method
for establishing a privacy door relative to a flight deck
door of an aircraft, according to an example imple-
mentation.

[0013] Disclosed examples will now be described more
fully with reference to the accompanying Figures, in
which some, but not all of the disclosed examples are
shown. Indeed, several different examples may be de-
scribed and should not be construed as limited to the
examples set forth herein. Rather, these examples are
described so that this disclosure will be thorough and
complete and will fully convey the scope of the disclosure
to those skilled in the art.
[0014] Examples discussed herein include systems
and methods for establishing and operating a privacy
door in an aircraft, relative to a flight deck door of the
aircraft. The privacy door may be situated aft of the flight
deck door, and may be closed whenever the flight deck
door needs to be opened.
[0015] By the term "about" or "substantial" and "sub-
stantially" or "approximately", with reference to amounts
or measurement values, it is meant that the recited char-
acteristic, parameter, or value need not be achieved ex-
actly. Rather, deviations or variations, including, for ex-
ample, tolerances, measurement error, measurement
accuracy limitations, and other factors known to those
skilled in the art, may occur in amounts that do not pre-
clude the effect that the characteristic was intended to
provide.
[0016] Referring now to Figures 1 and 2, a portion of
an aircraft 400 is shown, immediately aft of the flight deck
area 200, or cockpit. The aircraft 400 may be, for exam-
ple, a passenger aircraft, and may include a flight deck
door 104. As shown in Figures 1 and 2, the flight deck
door 104, when in a closed position 106, separates the
flight deck area 200 of the aircraft 400 from the cabin
area 300 of the aircraft 400. Similarly, the forward bulk-

head 201, shown in Figures 1 and 2 and discussed further
below, separates the flight deck area 200 from the cabin
area 300 of the aircraft 400.
[0017] As noted above, it may be desirable in some
situations to maintain privacy and/or security of the flight
deck area 200 and/or flight crew on the aircraft 400, in-
cluding during instances where the flight deck door 104
may need to be moved to an open position 105. Accord-
ingly, the aircraft 400 includes a privacy door 101 dis-
posed within the cabin area 300 of the aircraft 400 and
aft of the flight deck door 104. The privacy door 101,
when in a closed position 103, separates the cabin area
300 into an intermediate cabin area 301 between the
privacy door 101 and the flight deck door 104, and a main
cabin area 302 aft of the privacy door 101. In this config-
uration, the privacy door 101 may be closed when the
flight deck door 104 needs to be opened. The flight deck
door 104 and the privacy door 101 may together be con-
sidered part of a privacy door system 100, as indicated
in the perspective view of Figure 1.
[0018] Figure 2 shows a plan view indicating both the
closed positions and the open positions, in dashed lines,
of the flight deck door 104 and the privacy door 101.
Figure 2 shows the intermediate cabin area 301, which
may include, for example, a lavatory 303. Figure 2 also
indicates two cross-sectional views of the privacy door
101. The first cross-sectional view, labeled 4-4, is facing
aft when the privacy door 101 is in the closed position
103, and is detailed in Figure 4. The second cross-sec-
tional view of the privacy door is labeled 6-6, and faces
in the outboard direction toward the right side of the air-
craft 400, when the privacy door 101 is in the open po-
sition 102, and is detailed in Figure 6.
[0019] The privacy door system 100 of the aircraft 400
further includes a door frame 107 which, in conjunction
with the privacy door 101, may be considered a privacy
door assembly 150, as shown in the exploded view of
Figure 3. As shown in Figure 3, the door frame 107 may
include a first post 108 and a second post 109. The pri-
vacy door 101 may be rotatably coupled to the first post
108 via a set of hinges 124, such that the privacy door
101 is rotatable into the intermediate cabin area 301 to
an open position 102, as can be seen in Figure 2.
[0020] As shown in Figure 3, a latch recess 111 may
be positioned within the second post 109 of the door
frame 107. The latch recess 111 is arranged to engage
a decompression latch 112 of the privacy door 101 when
the privacy door 101 is in the closed position 103. Further,
the decompression latch 112 may be configured to dis-
engage from the latch recess 111 in response to a de-
compression of the aircraft 400 detected forward of the
privacy door 101.
[0021] In some implementations, the privacy door 101
may generally remain open during operation of the air-
craft, as the cabin crew (e.g., flight attendants) move be-
tween the intermediate cabin area 301 and main cabin
area 302, and while the flight deck door 104 generally
remains closed. Accordingly, in some embodiments the
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set of hinges 124 may include a hinge spring 125 posi-
tioned to bias the privacy door 101 from the closed po-
sition 103 to the open position 102 when the decompres-
sion latch 112 and the latch recess 111 are disengaged.
As shown in Figure 3, the set of hinges 124 may include
a hinge spring 125 in each of the multiple individual hing-
es, or there may alternatively be a single hinge spring
125. Further, the privacy door 101 or the door frame 107
may include other springs or similar components to bias
the privacy door 101 to the open position 102 when the
decompression latch 112 and the latch recess 111 are
disengaged.
[0022] As noted above, the decompression latch 112
may disengage from the latch recess 111 in response to
a decompression of the aircraft 400 detected forward of
the privacy door 101. For example, a decompression of
the aircraft 400 may be detected in the flight deck area
200, which may cause higher pressure air from the main
cabin area 302 to be drawn forward, toward the flight
deck area 200. Because the volume of air in the main
cabin area 302 may be much larger than the volume of
air in the flight deck area 200, the rate of airflow in the
forward direction may be quite high. In this situation, the
decompression latch 112 may disengage from the latch
recess 111, as further discussed below, allowing the pri-
vacy door 101 to open. The flight deck door 104 may be
configured similarly. This may allow both doors to fully
open during a decompression in the flight deck area 200,
which may help to reduce the forces acting on the forward
bulkhead 201 as a result of the decompression.
[0023] Alternatively, a decompression of the aircraft
400 may be detected aft of the privacy door 101. In this
situation, it may not be necessary for the privacy door
101 or the flight deck door 104 to fully open, because a
relatively smaller volume of higher pressure air from the
flight deck area 200 would be moving into the relatively
larger volume of the main cabin area 302. Accordingly,
as shown in Figure 3, the privacy door 101 may include
a vent 140, as shown in Figure 3. The vent 140 may
include a plurality of openings 141 forming a fluid con-
nection between the intermediate cabin area 301 and the
main cabin area 302 when the privacy door 101 is in the
closed position 103. Further, the plurality of openings 141
may include an open area that is sufficient to convey an
airflow rate from the intermediate cabin area 301 to the
main cabin area 302 in response to a decompression of
the aircraft 400 detected aft of the privacy door. For ex-
ample, the open area may be large enough to convey
the higher pressure air to the area of lower pressure with-
out imposing excessive structural loads on the privacy
door 101, the door frame 107, and the adjacent structure
of the aircraft 400. In this way, the privacy door 101 may
not need to open in response to a decompression in the
main cabin area 302.
[0024] Other arrangements are also possible. For ex-
ample, the privacy door 101 may include an aperture 142
that is covered by a panel 143, as shown in Figures 4
and 5. Figure 4 shows an aft-facing view of the privacy

door 101 in the closed position 103, and thus shows the
forward side 133 of the privacy door 101. Figure 5 shows
the cross-sectional view of the aperture 142 and panel
143 indicated in Figure 4. The aperture 142 may have
an open area sufficient to convey an airflow rate from the
intermediate cabin area 301 to the main cabin area 302
in response to a decompression of the main cabin area
302 when the privacy door is in the closed position 103,
as discussed above. The panel 143 may be rotatably
coupled to the privacy door 101 and may further include
a panel decompression latch 146 configured to engage
the privacy door 101 and maintain the panel 143 in the
closed position 145 such that the panel 143 covers the
aperture 142. In response to a decompression of the air-
craft 400 detected aft of the privacy door 101, the panel
decompression latch 146 is further configured to disen-
gage from the privacy door 101, and the panel 143 may
be rotatable into the main cabin area 302 from the closed
position 145 to an open position 144.
[0025] For instance, Figures 4 and 5 illustrate a panel
143 that is rotatably coupled to the privacy door 101 along
the panel’s bottom edge, and includes a panel decom-
pression latch 146 along its top edge. Accordingly, when
the panel decompression latch 146 disengages from the
privacy door 101, the panel 143 rotates aft and down-
ward, into the main cabin area 302, as seen in Figure 5.
In some embodiments, the panel 143 may include a plu-
rality of openings 141 to facilitate normal air flow between
the intermediate cabin area 301 and the main cabin area
302 when the privacy door is closed. However, the plu-
rality of openings 141 may not have an open area suffi-
cient to convey the airflow rate resulting from a decom-
pression event, and thus the panel 143 will rotate to the
open position 144. In other implementations, the panel
143 may be solid, without any openings. Other arrange-
ments are also possible.
[0026] Figure 4 also illustrates a slam latch 130 that
may be included in the privacy door 101, including a lever
132 that includes a second position 136, as well as a first
position 135 shown in a dashed line. The slam latch 130
and lever 132 will now be discussed in more detail with
respect to Figure 6.
[0027] As noted above, the view shown in of Figure 6
faces in the outboard direction toward the right side of
the aircraft 400, when the privacy door 101 is in the open
position 102. For clarity, some elements such as the set
of hinges 124 and the second post 109 are not shown in
Figure 6. As previously mentioned, the privacy door 101
may generally remain in the open position 102 during
operation of the aircraft 400. Accordingly, the privacy
door 101 may include a slam latch 130 positioned to en-
gage a slot 131 in the first post 108 of the door frame 107
when the privacy door 101 is in the open position 102,
and when the slam latch 130 is in a first position 135.
The slam latch 130 may be located internally within the
privacy door 101, and thus it is shown in a dashed line
in Figure 6.
[0028] The privacy door 101 may further include a slam
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latch spring 137 positioned to bias the slam latch 130
toward the first post 108. Similar to the slam latch 130,
the slam latch spring 137 may be contained within the
privacy door 101. Other arrangements are also possible.
[0029] Further, the slam latch 130 may be coupled to
a lever 132 positioned on the forward side 133 of the
privacy door 101. Because the view shown in Figure 6
shows the privacy door 101 in the open position 102, it
illustrates the aft side 134 of the privacy door 101. The
lever 132 is therefore shown as a dashed line in Figure
6, as it is on the opposite side of the privacy door 101.
[0030] The lever 132 may be operable to move the
slam latch 130 away from the first post 108 to a second
position 136 so as to disengage the slam latch 130 from
the slot 131. This is shown in Figure 7, which shows the
same view of the privacy door 101 as that shown in Figure
6. As can be seen in Figure 7, the slam latch spring 137
is compressed as the lever 132 is moved from the first
position 135 to the second position 136. Once the slam
latch 130 is disengaged from the slot 131, the privacy
door 101 may be rotated from the open position 102 to
the closed position 103, for example.
[0031] After disengaging the slam latch 130 from the
slot 131, the lever 132 may be released, and the slam
latch spring 137 may bias the slam latch back toward the
first post 108. This may cause the slam latch 130 to abut
the first post 108 while the privacy door is rotating from
the open position 102 to the closed position 103. There-
fore, in some embodiments, the first post 108 may include
a cylindrical striker 138, and the cylindrical striker 138
may include the slot 131, as shown in Figures 6 and 7.
The cylindrical striker 138 may generally protect the first
post 108 from strikes from the slam latch 130 during
opening and closing of the privacy door 101. Further, in
an embodiment where the first post 108 is square or rec-
tangular in cross section, the cylindrical striker 138 may
allow the privacy door 101 to rotate more smoothly, with-
out the tip of the slam latch 130 binding on the corners
of the first post 108.
[0032] Turning now to Figures 8 and 9, and aft-facing
view of the privacy door 101 in the closed position 103
is shown. Accordingly, the forward side 133 is the privacy
door 101 is depicted, and the lever 132 can be seen.
Further, the lever 132 is in the second position 136, as
the slam latch 130 is disengaged from the slot 131. The
slam latch spring 137 is compressed, and biases the slam
latch 130 toward the first post 108, where the slam latch
130 abuts the cylindrical striker 138.
[0033] In some embodiments, the second post 109 in-
cludes a gate 113 movable between an open position
114, and a closed position 115. The closed position 115
of the gate 113 is shown in Figure 8, and the open position
114 can be seen in Figure 9. The gate 113 may be con-
figured to retain the decompression latch 112 within the
latch recess 111. Further, the gate 113 may be coupled
to a knob 127 positioned on a forward side 110 of the
second post 109, and the knob 127 may be operable to
move the gate 113 to the open position 114 such that the

gate 113 does not retain the decompression latch 112 in
the latch recess 111. As shown in Figure 9, the gate 113
and the knob 127 have moved upward, so that the de-
compression latch is free to move out of the latch recess
111.
[0034] In this arrangement, with the knob 127 posi-
tioned on the forward side 110 of the second post 109,
it may be possible to open the privacy door 101 from the
intermediate cabin area 301. Conversely, the aft side of
the second post 109 might not include any components
for operating the knob 127, or the gate 113. Thus, the
privacy door 101 might not be openable via a handle or
knob from the main cabin area 302 when the gate 113
is in the closed position 115, which may enhance the
privacy and/or security of the privacy door 101.
[0035] Nonetheless, it may be desirable to provide for
the ability to open the privacy door 101 from the main
cabin area 302, should the need arise. The ability to do
so may be discreet, although it may be known to the cabin
crew, flight crew, or others. For example, the gate 113
may be coupled to a main cabin cable 118 extending
from the second post 109 to the main cabin area 302 of
the aircraft 400. The main cabin cable 118 may be oper-
able from the main cabin area 302 to move the gate 113
from the closed position 115 to the open position 114
such that the gate 113 does not retain the decompression
latch 112 in the latch recess 111. For instance, the op-
erable portion of the main cabin cable 118 may extend
into the main cabin area 302 and be located somewhere
that is not readily visible, such as behind a panel, or in a
closet, among other possibilities.
[0036] Once the gate 113 is moved to the open position
114, the privacy door 101 can be pushed open from the
main cabin area 302. In some embodiments, the hinge
spring 125 may bias the privacy door 101 to the open
position 102 once the gate 113 is moved to the open
position 114, and decompression latch 112 is no longer
engaged in the latch recess 111.
[0037] In some embodiments, it may be desirable to
allow for the privacy door 101 to be opened from the flight
deck area 200. In one example, the privacy door 101 may
be closed during flight of the aircraft 400. For instance,
the cabin crew may disengage the slam latch 130 and
close the privacy door 101 behind them as they enter the
main cabin area 302 and proceed with in-flight opera-
tions. This may allow the flight deck door 104 to be
opened so that the pilot can enter the intermediate cabin
area 301 and use the lavatory 303, for example. Once
the pilot returns to the flight deck area 200 and closes
the flight deck door 104, there may be no crew members
in the intermediate cabin area 301 to reopen the privacy
door 101 via the knob 127. Therefore, the gate 113 may
be coupled to a flight deck cable 117 extending from the
second post 109 to the flight deck area 200 of the aircraft
400. The flight deck cable 117 may be operable from the
flight deck area 200 to move the gate 113 from the closed
position 115 to the open position 114 such that the gate
113 does not retain the decompression latch 112 in the
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latch recess 111.
[0038] The privacy door system 100 discussed here
may include one or both of the main cabin cable 118 and
the flight deck cable 117. Similar to the operation of the
main cabin cable 118 discussed above, moving the gate
113 to the open position 114 via the flight deck cable 117
may allow the privacy door 101 to be pushed open from
the main cabin area 302. Additionally or alternatively, the
hinge spring 125 may bias the privacy door 101 to the
open position 102 once the gate 113 is moved to the
open position 114, and decompression latch 112 is no
longer engaged in the latch recess 111.
[0039] In some embodiments, the privacy door 101
may be rotated to the closed position 103, but the gate
113 may be left in the open position 114. This may allow
the privacy door 101 to be closed in situations where the
flight deck door 104 will not be opened. In such embod-
iments, the set of hinges 124 might not include a hinge
spring 125 to bias the privacy door 101 to the open po-
sition 102. Alternatively, the latch recess 111 may include
a minor detent to lightly engage the decompression latch
112 such that the hinge spring 125 cannot rotate the pri-
vacy door 101, but such that a crew member can push
the privacy door 101 to disengage the decompression
latch 112 from the detent.
[0040] In these implementations, the flight deck cable
117 may be operable from the flight deck area 200 to
move the gate 113 to the closed position 115 so as to
retain the decompression latch 112 within the latch re-
cess 111 and lock the privacy door 101 in the closed
position 103, to secure the intermediate cabin area 301
from the main cabin area 302. This may then allow the
pilot to open the flight deck door 104.
[0041] In an example embodiment shown in Figure
10A, some internal components of the decompression
latch 112 and the second post 109 can be seen. For
instance, the gate 113 may be movable by the flight deck
cable 117 between the open position 114 and the closed
position 115. With the gate 113 in the open position 114,
the privacy door 101 may be closed such that the de-
compression latch 112 engages with the minor detent in
the latch recess 111, in which position the privacy door
101 is closed but not locked by the gate 113. While the
privacy door 101 is closed, the flight deck cable 117 is
operable from the flight deck area 200 to move the gate
113 from the open position 114 to the closed position 115
so as to retain the decompression latch 112 in the latch
recess 111 and lock the privacy door 101 in the closed
position 103. With the gate 113 closed and the privacy
door 101 closed, the privacy door 101 is locked to secure
the intermediate cabin area 301 from the main cabin area
302. Similarly, while the privacy door 101 is open, the
flight deck cable 117 is operable from the flight deck area
200 to move the gate 113 to the closed position 115, and
a crew member in the main cabin area 302 may close
the privacy door 101 whereupon the decompression latch
112 may retract and slide past the gate 113 into the latch
recess 101 where the decompression latch 112 is re-

tained, to lock the privacy door 101 and secure the inter-
mediate cabin area 301 from the main cabin area 302.
With the privacy door 101 locked, the flight crew may exit
the flight deck area 200 into the intermediate cabin area
301. To then unlock the privacy door 101, the flight deck
cable 117 is operable from the flight deck area 200 to
move the gate 113 to the open position 114 that does
not retain the decompression latch 112 within the latch
recess 111, such that the privacy door 101 is unlocked
and can be pulled open from the intermediate cabin area
301, or pushed open from the main cabin area 302, to
disengage the decompression latch 112 from the minor
detent in the latch recess 111.
[0042] Figure 10B shows a view an alternate imple-
mentation of the decompression latch 112 and the gate
113 in the closed position 115, including some internal
components of the decompression latch 112 and the sec-
ond post 109. For example, the gate 113 may additionally
include a gate spring 116 positioned to bias the gate 113
into the closed position 115 so as to retain the decom-
pression latch 112 within the latch recess 111. In some
implementations, when flight crew plans to exit the flight
deck area 200 and the privacy door 101 is open, a crew
member in the main cabin area 302 may close the privacy
door 101, whereupon the decompression latch 112 re-
tracts and slides past the gate 113 into the latch recess
111 where the decompression latch 112 is retained to
lock the privacy door 101. With the gate 113 biased into
the closed position 115 and the privacy door 101 closed,
the privacy door 101 remains locked to secure the inter-
mediate cabin area 301 from the main cabin area 302,
such that the flight crew may exit the flight deck area 200
into the intermediate cabin area 301. When the flight crew
returns to the flight deck area 200, the flight deck cable
117 is operable from the flight deck area 200 to move
the gate 113 to the open position 114, compressing the
gate spring 116, such that the gate 113 does not retain
the decompression latch 112 within the latch recess 111.
Thereafter, and as noted in examples above, the privacy
door 101 may be moved to the open position 102 via the
hinge spring 125 biasing the door open (absent any de-
tent in the latch recess 111 to engage decompression
latch 112). Similarly, moving the gate 113 to the open
position 114 via operation of the knob 127, or via oper-
ation of the main cabin cable 118, as discussed in the
examples above, may also involve compression the gate
spring 116.
[0043] As noted above, the decompression latch 112
may be configured to disengage from the latch recess
111 in response to a decompression of the aircraft 400
detected forward of the privacy door 101. In some em-
bodiments, as shown in Figure 10A and 10B, the privacy
door 101 may include a decompression spring 126 po-
sitioned to bias the decompression latch 112 toward the
first post 108 so as to disengage the decompression latch
112 from the latch recess 111. For instance, the decom-
pression spring 126 may be retained by a pin or a similar
structure that is released when the forward decompres-
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sion is detected, which may then allow the decompres-
sion spring 126 to bias the decompression latch 112 out
of the latch recess 111.
[0044] One useful feature of the privacy door assembly
150 is that it may be possible to retrofit the door frame
107 and privacy door 101 into an existing aircraft 400.
However, it may be desirable in such situations to mini-
mize the additional structural loads that may be imposed
on the aircraft 400 by the privacy door assembly 150. For
instance, if the door frame 107 is connected to both the
floor and ceiling of the aircraft 400 with fixed connections,
then some otherwise expected deflections in the floor
structure of the aircraft 400, for example, may induce
additional loads at the ceiling structure, transferred by
the door frame 107, that otherwise would not be present.
[0045] Therefore, the door frame 107 may be installed
such that one or more of the connections to the aircraft
400 maintains at least one degree of freedom of move-
ment, to reduce the load transfer along the door frame
107. For example, and with reference to Figure 11, the
door frame 107 may include a connector 119 for coupling
the door frame 107 to an adjacent structure 120 of the
aircraft 400. The connector 119, when coupled to the
adjacent structure 120 of the aircraft 400, may provide
at least one degree of freedom of movement for the door
frame 107 with respect to the adjacent structure 120.
[0046] For instance, as shown in the example of Figure
11, the connector 119 may include a slip pin 121 posi-
tioned at an upper end 122 of the first post 108, and the
adjacent structure 120 may comprises a ceiling bracket
123 of the aircraft 400. The slip pin 121, when coupled
to the ceiling bracket 123, may include at least two de-
grees of freedom of movement for the door frame 107
with respect to the ceiling bracket 123. In the example
shown in Figure 11, the slip pin 121 is free to move both
vertically and from left to right in the ceiling bracket 123.
In this way, any slight deflections of the floor of the aircraft
400, where the door frame 107 may have be fixed, might
not cause an additional structural load on the ceiling
bracket 123, by way of the door frame 107.
[0047] Referring now to Figure 12, a flowchart of a
method 500 for operation of a privacy door on an aircraft
is shown, according to an example implementation.
Method 500 shown in Figure 12 presents an example of
a method that, for instance, could be used with the privacy
door 101 on the aircraft 400, as shown in Figures 1-11
and discussed above. It should be understood that for
this and other processes and methods disclosed herein,
flowcharts show functionality and operation of one pos-
sible implementation of present examples. Alternative
implementations are included within the scope of the ex-
amples of the present disclosure, in which functions may
be executed out of order from that shown or discussed,
including substantially concurrently, depending on the
functionality involved, as would be understood by those
reasonably skilled in the art.
[0048] At block 502, the method 500 includes, before
opening the flight deck door 104 from the closed position

106, closing the privacy door 101 such that the privacy
door 101 is closed when the flight deck door 104 is open.
As discussed above, the aircraft 400 includes a flight deck
door 104 that, when in a closed position 106, separates
a flight deck area 200 of the aircraft 400 from a cabin
area 300 of the aircraft 400. The privacy door 101 is dis-
posed within the cabin area 300 of the aircraft 400 and
aft of the flight deck door 104 such that the privacy door
101, when in a closed position 103, separates the cabin
area 300 into an intermediate cabin area 301 between
the privacy door 101 and the flight deck door 104 and a
main cabin area 302 aft of the privacy door 101. As noted
previously, the privacy door 101 may be rotatably cou-
pled to a first post 108 of a door frame 107 via a set of
hinges 124. Further, closing the privacy door 101 may
include engaging a decompression latch 112 of the pri-
vacy door 101 with a latch recess 111 positioned within
a second post 109 of the door frame 107.
[0049] For example, during ground operations when a
flight crew first enters the aircraft 400, the flight crew may
enter the intermediate cabin area 301, and then close
the privacy door 101 behind them before opening the
flight deck door 104 to enter the flight deck 200. As an-
other example, during flight operations, the pilot of the
aircraft 400 may contact the cabin crew from the flight
deck area 200 over an intercom or similar communica-
tions device, and let the cabin crew know the flight deck
door 104 needs to be opened. The cabin crew may then
close the privacy door 101, as discussed in the examples
above.
[0050] Further, closing the privacy door 101 may in-
clude first operating the lever 132 to move the slam latch
130 away from the first post 108, from the first position
135 to the second position 136. This may disengage the
slam latch 130 from the slot 131, before rotating the pri-
vacy door 101 to the closed position 103, as shown in
Figure 8.
[0051] At block 504, the method 500 includes opening
the flight deck door 104. For example, the flight crew may
open the flight deck door 104 for the reasons discussed
above, including the rotation of flight crew between
flights, or if the flight crew needs to exit the flight deck
area 200 during flight operations.
[0052] At block 506, the method 500 includes, before
opening the privacy door 101, closing the flight deck door
104 such that the flight deck door 104 is closed when the
privacy door 101 is open. In this way, the flight crew and
the cabin crew can maintain a privacy and security barrier
between the main cabin area 302 and the flight deck area
200 by maintaining either the flight deck door 104 or the
privacy door 101 in a closed position while the other door
is open.
[0053] At block 508, the method 500 includes manually
opening the privacy door 101 from the closed position
103 to the open position 102. As noted above, manually
opening the privacy door 101 may include disengaging
the decompression latch 112 from the latch recess 111.
In some implementations, the set of hinges 124 may in-
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clude a hinge spring 125, which may bias the privacy
door 101 to the open position after the decompression
latch 112 is disengaged from the latch recess 111.
[0054] As discussed above and as shown in Figures
6-8, the privacy door 101 may include a slam latch 130
positioned to engage a slot 131 in the first post 108 of
the door frame 107 when the privacy door 101 is in the
open position 102 and when the slam latch 130 is in a
first position 135. Accordingly, manually opening the pri-
vacy door 101 from the closed position 103 to the open
position 102 may include engaging the slam latch 130
within the slot 131.
[0055] Further, the slam latch 130 may include a slam
latch spring 137, and engaging the slam latch 130 within
the slot 131 may include biasing the slam latch 130 to-
ward the first post 108 and into the slot 131 via the slam
latch spring 137. In some implementations, the slam latch
spring 137 may not be included in the privacy door 101,
and engaging the slam latch 130 within the slot 131 may
alternatively include operating the lever 132 to move the
slam latch to the first position 135 to engage the slam
latch 130 within the slot 131.
[0056] In some embodiments, the first post 108 may
include a cylindrical striker 138, which may include the
slot 131. In such embodiments, closing the privacy door
101 may include biasing the slam latch 130 toward the
first post 108 via the slam latch spring 137 such that the
slam latch 130 abuts the cylindrical striker 138, as dis-
cussed above.
[0057] To facilitate the manual opening of the privacy
door 101, the second post 109 may include a gate 113
that is movable between an open position 114 and a
closed position 115 configured to retain the decompres-
sion latch 112 within the latch recess 111, as discussed
above and shown in Figures 8-9. Further, the gate 113
may be coupled to a knob 127 that is positioned on a
forward side 110 of the second post 109. Accordingly, in
some examples, manually opening the privacy door 101
at block 508 of the method 500 may include operating
the knob 127 to move the gate 113 from the closed po-
sition 115 to the open position 114 so that the gate 113
does not retain the decompression latch 112 within the
latch recess 111. The privacy door 101 may then be
pulled open from within the intermediate cabin area 301
using the knob 127, for example. Alternatively, the hinge
spring 125 may bias the privacy door 101 to the open
position 102 once the decompression latch 112 is no
longer retained within the latch recess 111.
[0058] Further, although it may not be part of the nor-
mal operation of the privacy door 101, it may be possible
to manually open the privacy door 101 from the main
cabin area 302 as well, according to the examples dis-
cussed above. In particular, the gate 113 may be coupled
to a main cabin cable 118 extending from the second
post 109 to the main cabin area 302 of the aircraft 400,
as shown in Figures 8-9. Thus, in some embodiments,
manually opening the privacy door 101 at block 508 of
the method 500 may include operating the main cabin

cable 118 from the main cabin area 302 to move the gate
113 from the closed position 115 to the open position 114
in which the gate 113 does not retain the decompression
latch 112 in the latch recess 111. As discussed above,
the operable portion of the main cabin cable 118 may be
discreetly located within the main cabin area 302.
[0059] In some implementations, the privacy door 101
may also be manually openable from the flight deck area
200, as previously discussed. For instance, the gate 113
may be coupled to a flight deck cable 117 extending from
the second post 109 to the flight deck area 200 of the
aircraft 400, as shown in Figures 8-9. Accordingly, in
some examples, manually opening the privacy door 101
at block 508 of the method 500 may include operating
the flight deck cable 117 from the flight deck area 200 to
move the gate 113 to the open position 114 such that the
gate 113 does not retain the decompression latch 112 in
the latch recess 111. As discussed above, the privacy
door 101 may then be biased to the open position 102
by the hinge spring 125, or it may be pushed or pulled
open by a member of the cabin crew. Further, the gate
113 may include a gate spring 116 to bias the gate 113
to the closed position 115, as shown in Figure 10B. Ac-
cordingly, moving the gate 113 to the open position 114
in the examples above may involve compressing the gate
spring 116.
[0060] Additionally, the flight deck cable 117 may also
be operable to move the gate 113 to the closed position
115, as described in the examples above. Therefore, it
is also possible that closing the privacy door 101 at block
502 of the method 500 may involve operating the flight
deck cable 117 from the flight deck area 200 to move the
gate 113 to the closed position 115 such that the gate
113 retains the decompression latch 112 in the latch re-
cess 111, to thereby lock the privacy door 101 in the
closed position 103 and secure the intermediate cabin
area 301 from the main cabin area 302.
[0061] As noted above, the privacy door 101 may be
configured to respond to a decompression event on the
aircraft 400 during flight operations. For example, the
method 500 for operation of the privacy door 101 may
further include the steps of detecting a decompression
of the aircraft 400 forward of the privacy door 101 when
the privacy door 101 is in the closed position 103. Further,
in response to the detected decompression of the aircraft
400 forward of the privacy door 101, the method 500 may
include automatically disengaging the decompression
latch 112 from the latch recess 111.
[0062] In some implementations, as shown in Figures
10A and 10B, the privacy door 101 may include a de-
compression spring 126. In such implementations, auto-
matically disengaging the decompression latch 112 from
the latch recess 111 may include biasing the decompres-
sion latch 112 toward first post 108 via the decompres-
sion spring 126 such that decompression latch 112 dis-
engages the latch recess 111.
[0063] As mentioned in previous examples, the privacy
door 101 may also be configured to respond to a decom-
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pression aft of the privacy door 101. For instance, as
shown in Figures 4-5, the privacy door 101 may include
a panel 143 having a panel decompression latch 146
configured to engage the privacy door 101 and maintain
the panel 143 in a closed position 145 such that the panel
143 covers an aperture 142 in the privacy door 101.
[0064] In this arrangement, the method 500 for oper-
ation of the privacy door 101 may further include detect-
ing a decompression of the aircraft 400 aft of the privacy
door 101 when the privacy door 101 is in the closed po-
sition 103. In response to the detected decompression
of the aircraft 400 aft of the privacy door 101, the method
500 may include disengaging the panel decompression
latch 146 from the privacy door 101. For instance, the
panel decompression latch 146 may disengage from the
privacy door 101 in a similar manner to the decompres-
sion latch 112 discussed above.
[0065] Further, in some embodiments, the panel 143
may be rotatably coupled to the privacy door 101. In such
embodiments, and in response to the detected decom-
pression of the aircraft 400 aft of the privacy door 101,
the method 500 may further include rotating the panel
143 into the main cabin area 302 to an open position 144
such that the aperture 142 conveys an airflow rate from
the intermediate cabin area 301 to the main cabin area
302, as shown in Figure 5 and discussed in the examples
above.
[0066] Referring now to Figure 13, a flowchart of a
method 600 for establishing a privacy door relative to a
flight deck door of an aircraft is shown, according to an
example implementation. Method 600 shown in Figure
13 presents an example of a method that, for instance,
could be performed by the privacy door system 100, as
shown in Figures 1-11 and discussed above. It should
be understood that for this and other processes and
methods disclosed herein, flowcharts show functionality
and operation of one possible implementation of present
examples. In this regard, each block in the flowchart may
represent a module, a segment, or a portion of program
code, which includes one or more instructions executable
by a processor for implementing or causing specific log-
ical functions or steps in the process. For example, the
method 600 may be implemented by one or more com-
puting devices of a robotic assembly system. Alternative
implementations are included within the scope of the ex-
amples of the present disclosure, in which functions may
be executed out of order from that shown or discussed,
including substantially concurrently, depending on the
functionality involved, as would be understood by those
reasonably skilled in the art.
[0067] At block 602, the method 600 includes position-
ing a door frame, such as the door frame 107 shown in
Figures 1 and 3, in the cabin area 300 of the aircraft 400,
aft of the flight deck door 104. The door frame 107 is a
part of the privacy door system 100, as indicated in Figure
1, which also includes the flight deck door 104 and the
privacy door 101, along with some or all of the additional
features described in the examples above.

[0068] As previously described, the flight deck door
104, when in a closed position 106, separates a flight
deck area 200 of the aircraft 400 from a cabin area 300
of the aircraft 400. Further, the door frame 107 may in-
clude a first post 108 and a second post 109, and the
second post 109 may include a latch recess 111, as
shown in Figure 3.
[0069] At block 604, the method 600 includes coupling
the door frame 107 to the aircraft 400. To facilitate this,
the door frame 107 may include a connector 119 for cou-
pling the door frame 107 to an adjacent structure 120 of
the aircraft 400. As discussed above it may be desirable
to couple the door frame 107 to the aircraft 400 in such
a way that the likelihood of the door frame 107 imposing
additional structural loads on the aircraft 400 is reduced.
Consequently, coupling the door frame 107 to the aircraft
400 may include coupling the connector 119 to the ad-
jacent structure 120 such that the door frame 107 main-
tains at least one degree of freedom of movement with
respect to the adjacent structure 120.
[0070] In some implementations, as shown in Figure
11, the connector 119 may include a slip pin 121 posi-
tioned at an upper end 122 of the first post 108, and the
adjacent structure 120 may include a ceiling bracket 123.
Accordingly, coupling the connector 119 to the adjacent
structure 120 may include coupling the slip pin 121 to the
ceiling bracket 123 such that the door frame 107 main-
tains at least two degrees of freedom of movement with
respect to the ceiling bracket 123, as discussed above.
[0071] At block 606, the method 600 includes coupling
the privacy door 101 to the first post 108 via a set of
hinges 124 such that the privacy door 101, when in a
closed position 103, separates the cabin area 300 into
an intermediate cabin area 301 between the privacy door
101 and the flight deck door 104 and a main cabin area
302 aft of the privacy door 101. The privacy door 101 is
rotatable via the set of hinges 124 into the intermediate
cabin area 301 to an open position 102. Further, the pri-
vacy door 101 may include a decompression latch 112
as discussed in the examples above, configured to dis-
engage from the latch recess 111 in the first post 108 in
response to a decompression of the aircraft 400 detected
forward of the privacy door 101.
[0072] As noted previously, and as shown in Figure
8-9, the second post 109 may include a gate 113 that is
movable between an open position 114 and a closed
position 115 configured to retain the decompression latch
112 within the latch recess 111. The second post 109
may further include a knob 127 for moving the gate 113
to the open position 114 and then opening the privacy
door 101 from the intermediate cabin area 301. In some
embodiments, it may also be desirable to be able to move
the gate 113 to the open position from the main cabin
area 302. Accordingly, the method 600 may further in-
clude extending a main cabin cable 118 from the gate
113 through the second post 109 and into the main cabin
area 302 such that the main cabin cable 118 is operable
from the main cabin area 302 to move the gate 113 from
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the closed position 115 to the open position 114, such
that the gate 113 does not retain the decompression latch
112 in the latch recess 111. As discussed above, the
main cabin cable 118 may be extended to a discreet lo-
cation within the main cabin area 302.
[0073] Similarly, the method 600 may include extend-
ing a flight deck cable 117 from the gate 113 into the flight
deck area 200 such that the flight deck cable 117 is op-
erable from the flight deck area 200 to move the gate 113
to the open position 114 such that the gate 113 does not
retain the decompression latch 112 in the latch recess
111.
[0074] In some embodiments, the flight deck cable 117
may be extended into the flight deck area 200 such that
the flight deck cable 117 is operable from the flight deck
area 200 to move the gate 113 to the closed position 115
so as to retain the decompression latch 112 in the latch
recess 111 and lock the privacy door 101 in the closed
position 103, securing the intermediate cabin area 301
from the main cabin area 302 aft of the privacy door 101.
This functionality may be provided in addition to, or as
an alternative to, the operation of the flight deck cable
117 to move the gate 113 to the open position 114.
[0075] As discussed in some of the implementations
above, the privacy door 101 may include a slam latch
130, as shown in Figures 6-8. The slam latch 130 may
be positioned to engage a slot 131 in the first post 108
of the door frame 107 when the privacy door 101 is in
the open position 102 and the slam latch 130 is in a first
position 135. Accordingly, after coupling the privacy door
101 to the first post 108 via the set of hinges 124, the
method 600 may include rotating the privacy door 101 to
the open position 102 and engaging the slam latch 130
within the slot 131.
[0076] In some embodiments, as previously men-
tioned, the method the slam latch 130 may be coupled
to a lever 132 positioned on a forward side 133 of the
privacy door 101. In such embodiments, the method 600
may further include operating the lever 132 to move the
slam latch 130 away from the first post 108 to a second
position 136. As discussed above and shown in Figures
6-7, moving the slam latch 130 to the second position
136 disengages the slam latch 130 from the slot 131.
[0077] As mentioned above, the method 600 may be
performed by the privacy door system 100. In addition to
the features discussed with respect to the performance
of method 600, the privacy door system 100 may include
additional features as discussed in the other examples
above. For instance, the privacy door 101 may be rotat-
ably coupled to the door frame 107 via a set of hinges
124. In some embodiments, the set of hinges 124 in-
cludes a hinge spring 125 positioned to bias the privacy
door 101 from the closed position 103 to the open position
102 when the decompression latch 112 and the latch
recess 111 are disengaged.
[0078] Further, the slam latch 130 discussed above
with respect to method 600 may further include a slam
latch spring 137 positioned to bias the slam latch 130

toward the first post 108. Further, the first post 108 may
include a cylindrical striker 138, which may include the
slot 131.
[0079] As discussed in previous examples, the privacy
door system 100 may include features that may allow air
to flow from an area of high pressure to an area of low
pressure, in the event of a decompression of the aircraft
400. For instance, the privacy door 101 may include a
decompression spring 126, as shown in Figures 10A and
10B, that is positioned to bias the decompression latch
112 toward the first post 108 so as to disengage the de-
compression latch 112 from the latch recess 111 in re-
sponse to the decompression of the aircraft 400 detected
forward of the privacy door 101.
[0080] The privacy door system 100 may also provide
for airflow in the event of an aft decompression. For ex-
ample, the privacy door 101 may include a vent 140, as
shown in Figure 3. The vent 140 may include a plurality
of openings 141 forming a fluid connection between the
intermediate cabin area 301 and the main cabin area 302
when the privacy door 101 is in the closed position 103.
The plurality of openings 141 may include an open area
sufficient to convey an airflow rate from the intermediate
cabin area 301 to the main cabin area 302 in response
to a decompression of the aircraft 400 detected aft of the
privacy door 101, as discussed above.
[0081] Alternatively, the privacy door 101 may include
an aperture 142 having an open area sufficient to convey
an airflow rate from the intermediate cabin area 301 to
the main cabin area 302 in response to a decompression
of the main cabin area 302 when the privacy door 101 is
in the closed position 103. As shown in Figures 4-5 and
discussed in above, a panel 143 may be rotatably cou-
pled to the privacy door 101, and the panel 143 may
include a panel decompression latch 146 configured to
engage the privacy door 101 and maintain the panel 143
in a closed position 145 such that the panel 143 covers
the aperture 142.
[0082] The panel decompression latch 146 may be
configured to disengage from the privacy door 101 in
response to a decompression of the aircraft 400 detected
aft of the privacy door 101, as noted previously. Further,
the panel 143 may be rotatable into the main cabin area
302 from the closed position 145 to an open position 144.
[0083] As discussed above, the privacy door system
100 may be established in an existing aircraft 400,
through a retrofit installation of the privacy door assembly
150 shown in Figure 3. In this way, the privacy door as-
sembly 150 may be viewed as an installation kit, which
may have standard dimensions that are compatible with
multiple models of aircraft 400 within a given fleet.
[0084] The privacy door assembly 150 may include a
door frame 107, such as the door frame 107 shown in
Figure 3, which includes a first post 108 and a second
post 109, where the second post 109 comprises a latch
recess 111. The privacy door assembly 150 also includes
a privacy door 101 rotatably coupleable to the first post
108 via a set of hinges 124. The privacy door 101 further
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includes a decompression latch 112 arranged to engage
the latch recess 111 when the privacy door 101 is in a
closed position 103 within the door frame 107. Addition-
ally, the decompression latch 112 may be configured to
disengage from the latch recess 111 in response to a
decompression detected on a forward side 133 of the
privacy door 101, similar to the examples discussed
above.
[0085] As above, the set of hinges 124 in the privacy
door assembly 150 may include a hinge spring 125 po-
sitioned to bias the privacy door 101 from the closed po-
sition 103 to an open position 102 when the decompres-
sion latch 112 and the latch recess 111 are disengaged.
[0086] Further, the privacy door assembly 150 may in-
clude a slam latch 130 as discussed above and as gen-
erally shown in Figures 6-8. The slam latch 130 may be
positioned in the privacy door 101 to engage a slot 131
in the first post 108 of the door frame 107 when the privacy
door 101 is in the open position 102 and when the slam
latch 130 is in a first position 135. The slam latch 130
may be coupled to a lever 132 positioned on a forward
side 133 of the privacy door 101. As in previous exam-
ples, the lever 132 is operable to move the slam latch
130 away from the first post 108 to a second position 136
so as to disengage the slam latch 130 from the slot 131.
[0087] The privacy door 101 of the privacy door as-
sembly 150 may further include a slam latch spring 137
positioned to bias the slam latch 130 toward the first post
108. As in the examples above, the first post 108 may
include a cylindrical striker 138, and the cylindrical striker
138 may include the slot 131.
[0088] The privacy door assembly 150 may also in-
clude, as a part of the second post 109, a gate 113 mov-
able between an open position 114, and a closed position
115 configured to retain the decompression latch 112
within the latch recess 111, as shown in Figures 8-9 and
discussed above. The gate 113 may be coupled to a knob
127 positioned on a forward side 110 of the second post
109, and the knob 127 may be operable to move the gate
113 to the open position 114 such that the gate 113 does
not retain the decompression latch 112 within the latch
recess 111.
[0089] Further, the privacy door assembly 150 may in-
clude a flight deck cable 117 coupleable to the gate 113
and extendable from the second post 109 forward of the
privacy door 101. The flight deck cable 117 may be op-
erable to move the gate 113 from the open position 114
to the closed position 115 so as to retain the decompres-
sion latch 112 within the latch recess 111 and lock the
privacy door 101 in the closed position 103. Additionally
or alternatively, the flight deck cable 117 may be operable
to move the gate 113 from the closed position 115 to the
open position 114 such that the gate 113 does not retain
the decompression latch 112 in the latch recess 111.
[0090] In some implementations, the privacy door as-
sembly 150 may include a main cabin cable 118 couple-
able to the gate 113 and extendable from the second
post 109 aft of the privacy door 101. The main cabin cable

118 may be operable to move the gate 113 from the
closed position 115 to the open position 114 such that
the gate 113 does not retain the decompression latch
112 within the latch recess 111. Further, the gate 113
may include a gate spring 116 to bias the gate 113 to the
closed position 115. Accordingly, moving the gate 113
to the open position 114 in the examples discussed above
may include compression the gate spring 116.
[0091] The privacy door assembly 150 may also in-
clude the decompression considerations noted above.
For instance, the privacy door 101 of the privacy door
assembly 150 may include a decompression spring 126
as shown in Figures 10A and 10B. The decompression
spring 126 may be positioned to bias the decompression
latch 112 toward the first post 108 so as to disengage
the decompression latch 112 from the latch recess 111
in response to the decompression detected on the for-
ward side 133 of the privacy door 101.
[0092] The privacy door 101 of the privacy door as-
sembly 150 may also include the vent 140, including the
plurality of openings 141, as shown in Figure 3 and dis-
cussed above. In some other embodiments, the privacy
door 101 may include an aperture 142, and a panel 143
rotatably coupled to the privacy door 101, as shown in
Figures 4-5. The panel 143 may include a panel decom-
pression latch 146 configured to engage the privacy door
101 and maintain the panel 143 in a closed position 145
such that the panel 143 covers the aperture 142. Further
the panel 143 may be rotatable from the closed position
145 to an open position 144 on an aft side 134 of the
privacy door 101. Additionally, the panel decompression
latch 146 may be configured to disengage from the pri-
vacy door 101 in response to a decompression detected
on the aft side 134 of the privacy door 101.
[0093] The description of the different advantageous
arrangements has been presented for purposes of illus-
tration and description, and is not intended to be exhaus-
tive or limited to the examples in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art. Further, different advantageous
examples may describe different advantages as com-
pared to other advantageous examples. The example or
examples selected are chosen and described in order to
explain the principles of the examples, the practical ap-
plication, and to enable others of ordinary skill in the art
to understand the disclosure for various examples with
various modifications as are suited to the particular use
contemplated.

Claims

1. A privacy door assembly for installation in an aircraft,
which aircraft has a flight deck separated from a cab-
in by a flight deck door, the privacy door assembly
installable between the flight deck door and the cab-
in, the privacy door assembly comprising:
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- a door frame comprising a first post and a sec-
ond post, wherein the second post comprises a
latch recess;
- a privacy door rotatably coupleable to the first
post via a set of hinges, wherein the privacy door
comprises
- a decompression latch arranged to engage the
latch recess when the privacy door is in the
closed position within the door frame, and
wherein,
- the decompression latch is configured to dis-
engage from the latch recess in response to a
decompression detected on a forward, side of
the privacy door,

wherein the second post includes a gate movable
between an open position and a closed position con-
figured to retain the decompression latch within the
latch recess,
wherein the gate is coupled to a knob positioned on
a forward side of the second post, and wherein the
knob is operable to move the gate to the open posi-
tion such that the gate does not retain the decom-
pression latch within the latch recess, and/or wherein
the gate is coupled to a flight deck cable extending
from the
second post forward of the privacy door, wherein the
flight deck cable is operable to move the gate from
the open position to the closed position so as to retain
the decompression latch within the latch recess and
lock the privacy door in the closed position, and/or
wherein the flight deck cable is operable to move the
gate from the closed position to the open position
such that the gate does not retain the decompression
latch in the latch recess.

2. The privacy door assembly according to claim 1,
wherein the set of hinges includes a hinge spring
positioned to bias the privacy door from the closed
position to an open position when the decompres-
sion latch and the latch recess are disengaged.

3. The privacy door assembly according to claim 1 or
2, wherein the privacy door comprises a slam latch
positioned to engage a slot in the first post of the
door frame when the privacy door is in the open po-
sition and when the slam latch is in a first position,
wherein the slam latch is coupled to a lever posi-
tioned on a forward side of the privacy door, and
wherein the lever is operable to move the slam latch
away from the first post to a second position so as
to disengage the slam latch from the slot.

4. The privacy door assembly according to any one of
the claims 1 - 3, wherein the privacy door further
comprises a slam latch spring positioned to bias the
slam latch toward the first post, wherein the first post
comprises a cylindrical striker, and wherein the cy-

lindrical striker comprises the slot.

5. The privacy door assembly according to any one of
the claims 1 - 4, wherein the privacy door further
comprises a decompression spring positioned to bi-
as the decompression latch toward the first post so
as to disengage the decompression latch from the
latch recess in response to the decompression de-
tected on the forward side of the privacy door.

6. The privacy door assembly according to any one of
the preceding claims further comprising a main cabin
cable coupleable to the gate and extendable from
the second post aft of the privacy door, wherein the
main cabin cable is operable to move the gate from
the closed position to the open position such that the
gate does not retain the decompression latch within
the latch recess.

7. The privacy door assembly according to any one of
the preceding claims, wherein the privacy door fur-
ther comprises:

- an aperture; and
- a panel rotatably coupled to the privacy door,
wherein the panel comprises a panel decom-
pression latch configured to engage the privacy
door and maintain the panel in a closed position
such that the panel covers the aperture, wherein
the panel is rotatable from the closed position
to an open position on an aft side of the privacy
door, and wherein the panel decompression
latch is further configured to disengage from the
privacy door in response to a decompression
detected on the aft side of the privacy door.

8. A privacy door system for an aircraft, which aircraft
has a flight deck separated from a cabin by a flight
deck door, the system comprising the privacy door
assembly according to any of the preceding claims
disposed between the flight deck door and the cabin
of the aircraft, which flight deck door is moveable
between a closed position and an open position, in
which closed position the flight deck door separates
a flight deck of the aircraft from a cabin area of the
aircraft, preferably
wherein the privacy door is disposed within the cabin
area, aft of the flight deck door, such that the privacy
door, when in the closed position, separates the cab-
in area into an intermediate cabin area between the
privacy door and the flight deck door, and a main
cabin area aft of the privacy door, more preferably
wherein the privacy door is rotatable into the inter-
mediate cabin area into the open position.

9. The privacy door system according to claim 8,
wherein the flight deck cable is operable from within
the flight deck to move the gate between its open
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and closed position, preferably
wherein when the gate is in its closed position, the
decompression latch is retained in the latch recess
and the privacy door is locked in the closed position,
so that the intermediate cabin area is secured from
the main cabin area.

10. The privacy door system according to claims 8 or 9
with one or more of the following:

wherein the privacy door further comprises a
vent having a plurality of openings forming a fluid
connection between the intermediate cabin area
and the main cabin area when the privacy door
is in the closed position, and wherein the plurality
of openings comprise an open area sufficient to
convey an airflow rate from the intermediate
cabin area to the main cabin area in response
to a decompression of the aircraft detected aft
of the privacy door;
wherein the aperture in the privacy door has an
open area sufficient to convey an airflow rate
from the intermediate cabin area to the main
cabin area in response to a decompression of
the main cabin area when the privacy door is in
the closed position;
wherein the door frame comprises a connector
for coupling the door frame to an adjacent struc-
ture of the aircraft, wherein the connector, when
coupled to the adjacent structure of the aircraft,
provides at least one degree of freedom of
movement for the door frame with respect to the
adjacent structure.

11. A method for establishing a privacy door relative to
a flight deck door of an aircraft, wherein the flight
deck door, when in a closed position, separates a
flight deck area of the aircraft from a cabin area of
the aircraft, the method comprising:

positioning a door frame in the cabin area, aft of
the flight deck door, wherein the door frame
comprises a first post and a second post, and
wherein the second post comprises a latch re-
cess;
coupling the door frame to the aircraft; and
coupling the privacy door to the first post via a
set of hinges such that the privacy door, when
in a closed position, separates the cabin area
into an intermediate cabin area between the pri-
vacy door and the flight deck door and a main
cabin area aft of the privacy door, wherein the
privacy door is rotatable via the set of hinges
into the intermediate cabin area to an open po-
sition, wherein the privacy door comprises a de-
compression latch arranged to engage the latch
recess when the privacy door is in the closed
position, and wherein the decompression latch

is configured to disengage from the latch recess
in response to a decompression of the aircraft
detected forward of the privacy door wherein the
second post includes a gate movable between
an open position, and a closed position config-
ured to retain the decompression latch within
the latch recess, the method further comprising:
extending a flight deck cable from the gate into
the flight deck area such that the flight deck cable
is operable from the flight deck area to move the
gate to the open position such that the gate does
not retain the decompression latch in the latch
recess and/or operable from the flight deck area
to move the gate to the closed position so as to
retain the decompression latch in the latch re-
cess and lock the privacy door in the closed po-
sition, securing the intermediate cabin area from
the main cabin area aft of the privacy door.

12. The method according to claim 11, the method fur-
ther comprising:
extending a main cabin cable from the gate through
the second post and into the main cabin area such
that the main cabin cable is operable from the main
cabin area to move the gate from the closed position
to the open position such that the gate does not retain
the decompression latch in the latch recess, to en-
able the privacy door to be opened from the main
cabin area.

13. The method according to claims 11 or 12 wherein
the door frame comprises a connector for coupling
the door frame to an adjacent structure of the aircraft,
and wherein coupling the door frame to the aircraft
comprises coupling the connector to the adjacent
structure such that the door frame maintains at least
one degree of freedom of movement with respect to
the adjacent structure, preferably wherein the con-
nector comprises a slip pin positioned at an upper
end of the first post and wherein the adjacent struc-
ture comprises a ceiling bracket, and wherein cou-
pling the connector to the adjacent structure com-
prises coupling the slip pin to the ceiling bracket such
that the door frame maintains at least two degrees
of freedom of movement with respect to the ceiling
bracket.

14. The method according to any one of the claims
11-13, wherein the privacy door comprises a slam
latch positioned to engage a slot in the first post of
the door frame when the privacy door is in the open
position and the slam latch is in a first position, the
method further comprising:
after coupling the privacy door to the first post via
the set of hinges, rotating the privacy door to the
open position; and engaging the slam latch within
the slot, preferably
wherein the slam latch is coupled to a lever posi-
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tioned on a forward side of the privacy door, the
method further comprising:
operating the lever to move the slam latch away from
the first post to a second position, wherein moving
the slam latch to the second position disengages the
slam latch from the slot.

15. The method according to any one of the claims 11-14
for establishing a privacy door relative to a flight deck
door of an aircraft, using a privacy door assembly
according to any of the preceding claims 1-7 or a
privacy door system according to any of the preced-
ing claims 8-10.

31 32 



EP 3 524 512 A1

18



EP 3 524 512 A1

19



EP 3 524 512 A1

20



EP 3 524 512 A1

21



EP 3 524 512 A1

22



EP 3 524 512 A1

23



EP 3 524 512 A1

24



EP 3 524 512 A1

25



EP 3 524 512 A1

26



EP 3 524 512 A1

27



EP 3 524 512 A1

28



EP 3 524 512 A1

29



EP 3 524 512 A1

30

5

10

15

20

25

30

35

40

45

50

55



EP 3 524 512 A1

31

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

