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(57) A scissor gear assembly 1 has a main gear 3
provided with main teeth 4 over its entire circumference
and an auxiliary gear 5 being concentric to the main gear
and being in axial direction near the main gear. The aux-
iliary gear being provided with auxiliary teeth 6. The scis-
sor gear assembly further has a pretensioned resilient
element 7 in between both gears such that it acts a force
in tangential direction on both gears. A part 11 of the
circumference of the auxiliary gear has no teeth and has
a circumferential radius 12 being smaller than the foot
radius 15 of the teeth 4 of the main gear. The remaining
part 13 of the circumference of the auxiliary gear being
provided with the auxiliary teeth 6 and has a top radius
14 equal to the top radius 16 of the teeth 4 of the main
gear.
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Description

Technical filed of the invention

[0001] The invention relates to a scissor gear assembly
comprising:

- a main gear provided with main teeth (over its entire
circumference) having a top radius and a foot radius;

- an auxiliary gear being concentric to the main gear
and being in axial direction near the main gear, said
auxiliary gear being provided with auxiliary teeth hav-
ing a top radius and a foot radius; and

- at least one resilient element in between both gears
and having two ends, one of them being in contact
with the main gear and the other with the auxiliary
gear.

Background of the invention

[0002] A scissor gear assembly is well known in the
industry and often used in combustion engines for driving
cam shafts, balancer shafts, fuel injection pumps or air
compressors to prevent rattling noise because of load
reversals and/or crank torsion vibrations. The scissor
gear comprises a main and an auxiliary gear rotatable
on a mutual axis and in rotation direction connected by
a resilient member. The resilient member can be a spring
with an annular shape, a torsion spring, or one or multiple
compression springs. Preferably the spring is selected
in this way that the negative torque due to load reversals
and crank vibrations are eliminated. The scissor gear as-
sembly has contact with both the driving flank and coast
flank of its mating gear and because of this rattling is
prevented. Especially the rattling noise at low rpm for
instance at idling is noticeable and not wanted.
[0003] A disadvantage of using a scissor gear is that
the constant load introduced by the spring, and the intro-
duction of an additional gear mesh will increase the level
of high frequent noise (other than rattling noise). The high
frequent noise has in most cases a first, second or third
teeth order frequency of the engine speed. This due to
repetition of a tooth-to-tooth pitch error or a repetition of
a small tooth-to-tooth flank deviation that will give a rep-
etition of a first, second or third order transmission error
(change of speed). Especially for a scissor gear where
the constant spring load is forcing both flanks of the gear
assembly in contact and where rattling noise is not mask-
ing the high frequent noise, this is critical for noise, vi-
bration, and harshness assessment.
[0004] A further disadvantage is that because of the
friction between the main and the auxiliary gear the hys-
teresis of the resilient member and the extra tooth friction
of the complementary gear mesh will give also energy
losses.

Summary of the invention

[0005] An object of the invention is to reduce the high
frequent noise and reduce efficiency loss when introduc-
ing a scissor gear and still eliminate the backlash. To this
end the scissor gear assembly according to the invention
is characterized in that at least one part of the circumfer-
ence of the auxiliary gear has a circumferential radius
being equal to or smaller than the foot radius of the main
gear and the remaining part of the circumference of the
auxiliary gear being provided with the auxiliary teeth and
has a top radius greater than the foot radius of the main
gear.
[0006] Preferably, said at least one part of the auxiliary
gear is not provided with teeth, so that the auxiliary gear
rim is not fully circumferentially closed. The toothed part
preferably has the shape of a circle sector.
[0007] For some applications for instance for a one
stage air compressor gear drive or a four cylinder com-
bustion engine balancer gear drive the load reversals
take only place once per revolution. In these applications
the position of the load reversals in the gear train is ex-
actly known. For instance for a four cylinder combustion
engine the balancer speed is twice the crank shaft speed.
During two rotations of the crank shaft there will be four
times ignition which is giving a positive torque, so two
times per revolution of the crank shaft and one time per
revolution of the balancer shaft. The positive torque takes
place in approximately 108° area of a full rotation of the
balancer gear. This means the gear mesh driving the
balancer shaft will change two times from tooth flank side
during one rotation when the torque is changing from
negative to positive and from positive to negative again.
[0008] For these kind of gear transmission the spring
load on the main and auxiliary gears needs only to occur
at the area of load reversals so no extra high frequent
noise is generated and no extra energy is lost during the
time the load reversals will not occur. By elimination of
the spring load over the gear mesh during the time the
gear mesh will have no load reversals the repetition of
the high frequent transmission error would be broken and
the high frequent noise could be reduced. Also the effi-
ciency of the gear transmission would be improved be-
cause of less friction lost.
[0009] The resilient element of the scissor gear assem-
bly according to the present invention being in between
and in contact with the main gear and the auxiliary gear.
Preferably one end of said resilient element is connected
to the main gear and the other end is connected to the
auxiliary gear, so that the main and auxiliary gears are
connected to each other in a rotational direction.
[0010] The resilient element is preloaded in the assem-
bly. The relative rotational freedom of the loaded main
gear and the auxiliary gear is limited by an end position
member. This end position member preferably is a stop
surface on the main gear abutting a cooperating stop
surface on the auxiliary gear. This way the preload of the
resilient element is kept even when the scissor gear as-
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sembly is not in mesh with a counter gear.
[0011] The auxiliary gear has a segmented gear tooth
rim with only a row of teeth in the area where the gear
mesh will go through the backlash. The teeth of the main
gear and the row teeth of the auxiliary gear have a small
rotational offset defined by the end position member. If
the auxiliary gear tooth row is not in mesh with the mesh-
ing gear, the spring force between the auxiliary gear and
the main gear is transferred over the end position mem-
ber. During rotation when the first tooth of the row teeth
on the auxiliary gear will come in contact, the gear gap
between the auxiliary gear and the main gear will be
forced to open and the end position member will lose
contact. The resilient member will transfer the spring load
from the main gear via the gear in mesh back to the aux-
iliary gear and via the auxiliary gear back to the main
gear. During further rotation while the auxiliary gear teeth
row is still in mesh, the load reversal(s) should occur.
When the load reversal(s) of the transmission has been
occurred the gear mesh with the row of tooth can end
and when the last tooth of the row has lost contact with
the gear in mesh the spring load will be transferred di-
rectly from the main gear to the auxiliary gear over the
end position member.
[0012] Preferably the first couple of teeth and the last
couple of teeth of the teeth row have a gradually changing
pitch distance so the tooth gap of the scissor gear as-
sembly is gradually becoming bigger and smaller again.
This to make the impact of the first couple and last couple
of gear teeth smaller and divide the rotational offset when
the gear is not in mesh, gradually over more than one
tooth. For instance the rotational offset can be divided
over the first and last three teeth of the gear row so the
impact of the first tooth coming into mesh and the end
position member is coming in contact again will be small-
er.
[0013] Alternatively if the reduction of the rotational off-
set cannot be divided over more teeth and the impact
noise of the stopping member is still noticeable, the im-
pact can be further reduced by a local damping element
forming the end stop member. This can be performed by
coating the stop surfaces on the main gear and/or on the
auxiliary gear or providing an additional component from
a damping material (polymer/rubber).
[0014] While the auxiliary gear does not need teeth
over the fully circumferential area, the design can be sim-
plified. The auxiliary gear can be executed as a circle
segment or a number of segments when more rows of
gear teeth are necessary. Unnecessary material can be
removed. This way a more cost effective design can be
created.
[0015] A further embodiment of the scissor gear as-
sembly according to the invention is characterized in that
the main gear is provided with a recess in an axial end
surface of the main gear, said recess having a depth
smaller than the width of the main gear, wherein the aux-
iliary gear being present in said recess. The recess pref-
erably has the shape of a sector. The width of the auxiliary

gear is preferably equal to or smaller than the depth
(width) of the recess, so that the auxiliary gear is fully
inside the recess. Thus the segmented gear can be within
the main gear width so that no additional width is neces-
sary to implement a scissor gear assembly. Especially
for internal combustion engines timing gears this is ben-
eficial because this will reduce complete engine size and
further reduce engine total cost and in case for passenger
cars engine compartment space.
[0016] The invention further relates to an internal com-
bustion engine having a crank shaft and at least one of
the following parts: a timed balancer shaft, a timed air
compressor and a fuel pump. Said engine further having
a gear train connecting the crank shaft with the at least
one of said parts, said gear train comprising gears and
at least one scissor gear assembly according to the in-
vention as described above.

Brief description of the drawings

[0017] The invention will be further elucidated below
on the basis of drawings. These drawings show embod-
iments of the scissor gear assembly according to the
present invention. In the drawings:

Figure 1 is an exploded view of a first embodiment
of the scissor gear assembly according to the inven-
tion;
Figure 2 is a front view of the scissor gear assembly
of Fig. 1 in assembled situation;
Figure 3 is a back view of the scissor gear assembly
of Fig. 1;
Figure 4 is a side view of the scissor gear assembly
of Fig. 1;
Figure 5 is the scissor gear assembly of Fig. 1 being
in mesh with a counter gear;
Figure 6 is an exploded view of a second embodi-
ment of the scissor gear assembly according to the
invention;
Figure 7 is a front view of the scissor gear assembly
of Fig. 6 in assembled situation;
Figure 8 is a back view of the scissor gear assembly
of Fig. 6;
Figure 9 is a side view of the scissor gear assembly
of Fig. 6;
Figure 10 is a part of an engine having a gear train
provided with a scissor gear assembly according to
the invention; and
Figure 11 is a graph of the acceleration of the crank
shaft over the revolution of the crank shaft.

Detailed description of the drawings

[0018] In figures 1 to 4 a first embodiment of the scissor
gear assembly according to the invention is shown in
different views. The scissor gear assembly 1 has a main
gear 3 provided with main teeth 4 over its entire circum-
ference and an auxiliary gear 5 being concentric to the
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main gear and being in axial direction near the main gear.
The auxiliary gear being provided with auxiliary teeth 6.
The scissor gear assembly further has a resilient element
7 being integral with the auxiliary gear and being in be-
tween both gears. One end of the resilient element is
attached to the auxiliary gear and the other end is in con-
tact with the wall of an protrusion 9 on the main gear.
[0019] The resilient element is pretensioned such that
it acts a force in tangential direction on both gears. To
keep the resilient member under pretension while the
auxiliary gear tooth are not in mesh with a counter gear,
the main and auxiliary gears being provided with stop
surfaces 17 and 18 abutting each other and limiting the
relative rotation of the gears with respect to each other.
Both stop surfaces being coated with a damping layer.
[0020] A part 11 of the circumference of the auxiliary
gear has no teeth and has a circumferential radius 12
being smaller than the foot radius 15 of the teeth 4 of the
main gear. The remaining part 13 of the circumference
of the auxiliary gear being provided with the auxiliary
teeth 6 and has a top radius 14 equal to the top radius
16 of the teeth 4 of the main gear.
[0021] The in rotation direction 19 first few of the teeth
6 of the auxiliary gear 5 have a circular pitch modification
such that during rotation the resilient member 7 is grad-
ually tensioned. The circular pitch of the main and aux-
iliary gears are the same in the middle of the teeth row
of the auxiliary gear. However, the circular pitch of the
auxiliary gear between the first two teeth in rotation di-
rection are larger than that in the middle of the teeth row
of the auxiliary pitch and the circular pitch between the
second and third teeth in rotation direction is in between
that of the middle part and the first two teeth. The circular
pitch between the last three teeth of the teeth row of the
auxiliary gear decreases in rotation direction. Because
of this circular pitch modification the resilient element ten-
sions gradually and the impact of the stop surfaces is
reduced.
[0022] Figure 5 shows the scissor gear assembly 1 in
mesh with a counter gear 20 (only a small part is shown
of this counter gear). The teeth of the main gear are in
contact with one of the flanks of the teeth of the counter
gear and the teeth of the auxiliary gear are in contact with
the other flank of the teeth of the counter gear due to the
resilient element which urges the teeth of the main and
auxiliary gear away from each other.
[0023] In figures 6 to 9 a second embodiment of the
scissor gear assembly according to the invention is
shown in different views. In this scissor gear assembly
21 the auxiliary gear 25 has two sectors 25a and 25b
provided with auxiliary teeth 26. The main gear 23 is pro-
vided with main teeth 24 and has a recess 23a in an axial
end surface. The auxiliary gear is accommodated in this
recess in the main gear. The recess has a depth smaller
than the width of the main gear. This depth is equal to
the width of the auxiliary gear so that no additional width
is necessary to implement a scissor gear assembly.
[0024] The resilient element of this scissor gear as-

sembly 21 is embodied by a compression spring 27. This
spring is in a hole 23b in the main gear and is with one
end in contact with an end wall of this hole and with the
other end in contact with a bounding wall of one of the
sectors 25b. The main and auxiliary gears being provided
with stop surfaces 37 and 38 abutting each other and
limiting the relative rotation of the gears with respect to
each other
[0025] In Fig. 10 parts of an internal combustion engine
are shown. The internal combustion engine 41 has a
crank shaft 43, two timed balancer shafts 45 and a gear
train 47 connecting the crank shaft with the balancer
shafts. The gear train consists of two gears 49 and the
scissor gear assembly 1. One of the gears is connected
to a crank shaft and the other gear is connected to one
of the balances shafts. The scissor gear assembly is con-
nected to the other balance shaft and is present between
the two gears.
[0026] Fig. 11 shows a graph of the acceleration of the
crank shaft (in rad/s2 on the vertical axis) over two full
revolutions (the angle of the crank shaft is on the hori-
zontal axis) of a 4-cylinder diesel engine. In one revolu-
tion of the crank shaft four backlashes take place (four
times the direction of acceleration changes). The balanc-
er shaft rotate two times as fast as the crank shaft and
during one revolution of the balancer shaft two backlash-
es occur. Because the parts in which the acceleration is
positive (in these parts the crank shaft is driven) are small,
only these regions of the auxiliary gear have to be pro-
vided with teeth. This can be realized with one segment
(first embodiment shown) or two small segments at dis-
tance from each other (second embodiment).
[0027] Although the invention has been described in
the foregoing based on the drawings, it should be ob-
served that the invention is not by any manner or means
restricted to the embodiment shown in the drawings. The
invention also extends to all embodiments deviating from
the embodiment shown in the drawings within the scope
defined by the claims. The resilient element can also be
connected to the main gear with one end and to the aux-
iliary gear with the other end, so that the main and aux-
iliary gears are connected to each other in a rotational
direction.

Claims

1. A scissor gear assembly (1; 21) comprising:

- a main gear (3; 23) provided with main teeth
(4; 24) having a top radius (16) and a foot radius
(15);
- an auxiliary gear (5; 25) being concentric to the
main gear and being in axial direction near the
main gear, said auxiliary gear being provided
with auxiliary teeth (6; 26) having a top radius
(14) and a foot radius (12); and
- at least one resilient element (7; 27) in between
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both gears and having two ends (7a, 7b), one
of them being in contact with the main gear and
the other with the auxiliary gear,

characterized in that at least one part (11) of the
circumference of the auxiliary gear (5; 25) has a cir-
cumferential radius being equal to or smaller than
the foot radius (15) of the main gear (3; 23) and the
remaining part (13) of the circumference of the aux-
iliary gear being provided with the auxiliary teeth (6;
26) and has a top radius (14) greater than the foot
radius (15) of the main gear.

2. The scissor gear assembly (1; 21) according to claim
1, characterized in that said main and auxiliary
gears (3, 5; 23, 25) being provided with stop surfaces
(17, 18; 37, 38) abutting each other and limiting the
relative rotation of the gears with respect to each
other, wherein said resilient element (7; 27) being
pretensioned such that it acts a force in tangential
direction on both gears.

3. Scissor gear assembly according to claim 2, char-
acterized in that at least one of said stop surfaces
being provided with a damping member.

4. The scissor gear assembly according to any one of
the preceding claims, characterized in that said re-
silient element with one end is connected to the main
gear and with the other end is connected to the aux-
iliary gear, so that the main and auxiliary gears are
connected to each other in a rotational direction.

5. The scissor gear assembly (1; 21) according to any
one of the preceding claims, characterized in that
said at least one part (11) of the auxiliary gear (5;
25) is not provided with teeth.

6. Scissor gear assembly (1) according to claim 5,
characterized in that the teeth (6) of the auxiliary
gear (5) have a circular pitch modification such that
during rotation the resilient member (7) is gradually
tensioned.

7. Scissor gear assembly (1) according to claim 5 or 6,
characterized in that in rotation direction (19) the
last few teeth of the auxiliary gear (5) have a circular
pitch modification so that the impact of the stop sur-
faces (17,18) is reduced.

8. Scissor gear assembly (21) according to any one of
the preceding claims, characterized in that the
main gear (23) is provided with a recess (23a) in an
axial end surface of the main gear, said recess hav-
ing a depth smaller than the width of the main gear,
wherein the auxiliary gear (25) being present in said
recess.

9. An internal combustion engine (41) having a crank
shaft (43) and at least one of the following parts: a
timed balancer shaft (45), a timed air compressor
and a fuel pump, said engine further having a gear
train (47) connecting the crank shaft with the at least
one of said parts, said gear train comprising gears
(49) and at least one scissor gear assembly (1) ac-
cording to one of the preceding claims.
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