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(54) HEAT TRANSFER PLATE AND SYSTEM FOR UNDERFLOOR HEATING

(57) A heat transfer plate (1) for a floor heating sys-
tem is disclosed. The heat transfer plate (1) comprises
a spacer plate (6, 10, 12, 14) having a topside and an
underside, wherein the spacer plate (6, 10, 12, 14) has
an outer circumference. The heat transfer plate (1) com-

prises a heat reflective layer (20) shaped as a foil or sheet
made of a heat reflective material (20), wherein the heat
reflective layer (20) has an outer circumference that is
arranged outside the outer circumference of the spacer
plate (6, 10, 12, 14) at at least one side.
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Description

Field of the invention

[0001] The present invention relates to a heat transfer plate and a system for underfloor heating. The heat transfer
plate and system according to the invention reduces the heat loos. The heat transfer plate and system according to the
invention can be laid onto an existing floor, e.g. such having a floor of boards, tiles or concrete, including not insulated
floors.
[0002] The invention relates to heat transfer plates to be applied in the system according to the invention. The heat
transfer plates according to the invention make possible to provide turning plates (loops) that comprise heat transfer
plates. Hereby, it is possible to provide underfloor heating that covers the entire floor area in contrast to the prior art
heat transfer plates for underfloor heating.

Prior art

[0003] Systems for underfloor heating most often apply heating coils suitable for hot water circulation. Some systems,
however, use electrical heating cables.
[0004] Often floor heating systems are provided as plates provided with recesses on their top surface. These plates
are normally laid on the top of floor joists. Floor systems or floorings are usually made from wooden materials.
[0005] The prior art floor slabs are provided with recesses, into which the heat transferring coils/cables are arranged.
The surface, including the recesses, are covered by a heat reflective material, e.g. a thin plate of aluminium. This plate
distributes the heat from the heating coils/heating cables to the flooring laid on top of the floor slabs.
[0006] Heat loos should obviously be avoided, in particular insofar the flooring onto which the floor joists or floor slabs
are laid is not insulated. Usually, an insulation of a foamed material is provided beneath the floor joists or floor slabs.
The insulating material is often provided as mats made from a foamed plastic material. However, this increases the floor
height and may therefore course problems with e.g. existing doors and doorsteps, when underfloor heating is desired.
It may even be necessary to replace doors and doorsteps.
[0007] Increased floor height may partly be avoided using electric cables for the floor heating as electric cables have
a smaller diameter as compared to hot water heating coils/cables. However, electrical heating is most often more
expensive than hot water-based heating due to high rates on electrical energy in most of the world.
[0008] Accordingly, there is a need for a floor heating system which reduces the heat loss, and which is further
compatible with existing interior such as doors and doorsteps.

Summary of the invention

[0009] The object of the present invention can be achieved by a heat transfer plate as defined in claim 1, a system
having the features as defined in claim 9 and by a method as defined in claim 12. Preferred embodiments are defined
in the dependent subclaims, explained in the following description and illustrated in the accompanying drawings.
[0010] The heat transfer plate according to the invention is a heat transfer plate for a floor heating system, wherein
the heat transfer plate comprises a spacer plate having a topside and an underside, wherein the spacer plate has an
outer circumference, wherein the heat transfer plate comprises a heat reflective layer shaped as a foil or sheet made of
a heat reflective material, wherein the heat reflective layer has an outer circumference that is arranged outside the outer
circumference of the spacer plate at at least one side.
[0011] Hereby, the heat reflective layer protrudes from the heat transfer plate at at least one side. Accordingly, it is
possible to provide an overlapping zone when multiple heat transfer plates are provided next to each other. The over-
lapping zone makes it possible to reduce the heat loss through thermal bridges.
[0012] The heat reflective material may be any suitable radiant barrier. In one embodiment, the heat reflective material
is a metal such as an aluminium foil.
[0013] The spacer plate has a topside and an underside, wherein the underside preferably is shaped to fit to a floor.
Accordingly, in a preferred embodiment, the underside has a planar geometry. In a preferred embodiment, the topside
has a planar geometry.
[0014] The spacer plate has an outer circumference. In a preferred embodiment the spacer plate is rectangular and
comprises two long sides and two shorter sides. However, for some purposes, it may be an advantage that the spacer
plate is formed as a square.
[0015] The heat transfer plate comprises a heat reflective layer shaped as a foil or sheet made of a heat reflective
material, wherein the heat reflective layer has an outer circumference that is arranged outside the outer circumference
of the spacer plate at at least one side.
[0016] This means that the heat reflective layer protrudes from the heat transfer plate at at least one side. The protruding
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portion of the heat reflective layer can be used to secure that the heat reflective layer of adjacent spacer plates is
overlapping. Thus, thermal bridges can be avoided.
[0017] In a preferred embodiment, the heat reflective layer has an outer circumference that is arranged outside the
outer circumference of the spacer plate at at least one side not being the topside or the underside. Thus, the heat
reflective layer should be arranged so as to enable an overlap with at least one side of an adjacent plate.
[0018] In a preferred embodiment, the heat reflective layer extends parallel to underside of the spacer plate.
[0019] In a preferred embodiment, the spacer plate comprises a planar underside.
[0020] It may be an advantage that the spacer plate has a circumference having two elongated sides and two shorter
sides, wherein the circumference of the heat reflective layer has two elongated sides and two shorter sides, and in that
the circumference of the heat reflective layer extends along one of the elongated sides of the spacer plate and extends
beyond the other elongated side of the spacer plate.
[0021] Hereby, the protruding portion of the heat reflective layer can be used to secure that the heat reflective layer
of adjacent spacer plates is overlapping in order to prevent thermal bridges.
[0022] It may be advantageous that the spacer plate has a circumference having two elongated sides and two shorter
sides, wherein the circumference of the heat reflective layer has two elongated sides and two shorter sides, wherein the
circumference of the heat reflective layer extends along one of the short sides of the spacer plate and extends beyond
the other shorter side of the spacer plate. In particular, the heat reflective layer may extend beyond one of the short
sides as well as extend beyond one of the elongated sides of the spacer plate.
[0023] In this embodiment, the spacer plate as well as the heat reflective layer are formed in such a manner that their
circumference has two elongated sides and two shorter side. The spacer plate and the heat reflective layer may have
a rectangular shape. Alternatively, the spacer plate may have a rectangular shape, and the heat reflective layer may be
a square, preferably such that the heat reflective layer extends beyond an elongated side as well as a shorter side of
the spacer plate.
[0024] It may be beneficial that the heat transfer plate comprises a plurality of heat transfer plates according to one
of the preceding claims, wherein a number of grooves are provided between the spacer plate, wherein the grooves are
configured to receive heating coils or heating cables. Hereby, it is possible to arrange the heating coils or heating cables
between adjacent heat transfer plate in a manner in which the heat transfer plate can be provided in a thickness that is
less or equal to the thickness of the heating coils or heating cables. Accordingly, this embodiment makes it possible to
provide a floor heating system that is thinner (has a shorter building height) than the prior art systems.
[0025] The grooves are not part of the heat transfer plates. The grooves are formed by arranging adjacent heat transfer
plates in a configuration, in which the space between the heat transfer plates constitute a groove. The bottom portion
of a groove is defined by the heat reflective layer extending between the adjacent heat transfer plates constituting the
groove (see Fig. 5).
[0026] It may be advantageous that the grooves extend along a straight line, preferably along the longitudinal axis of
one of the spacer plates. Hereby, it is possible to guide the heating coils or heating cables along the longitudinal axis of
one of the spacer plates.
[0027] In one embodiment, the grooves may extend along a straight line extending perpendicular to the longitudinal
axis of one of the spacer plates. Hereby, it is possible to guide the heating coils or heating cables along a line extending
perpendicular to the longitudinal axis of one of the spacer plates.
[0028] It may be beneficial, that the heat transfer plate comprises a number of additional spacer plates, wherein the
additional spacer plates are:

a) attached to the heat reflective layer or
b) arranged as a non-attached structure being spaced from one of the spacer plate,

wherein a number of arched grooves are provided between adjacent additional spacer plates, wherein the arched grooves
are configured to receive heating coils or heating cables.
[0029] Hereby, it is possible to bend the heating coils or heating cables by means of the arched grooves in a manner,
in which a short building height (short height of the spacer plates) can be achieved.
[0030] In one embodiment, the arched grooves are U-shaped.
[0031] In one embodiment, the additional spacer plates are not attached to the heat reflective layer. Instead, the
additional spacer plates may be arranged next to the heat reflective layer. In this manner, it is possible to individually
position adjacent additional spacer plates relative to each other in any desired configuration. This provides large degree
of freedom with respect to the position of the additional spacers and thus the width of the grooves provided there between.
[0032] It may be an advantage that the additional spacer plates comprise an outer circumference comprising at least
a sector of a circle. Hereby, a bending geometry along said outer circumference the can be provided.
[0033] In one embodiment, the additional spacer plates comprise an outer circumference comprising a semi-circular
geometry.
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[0034] In one embodiment, the additional spacer plates comprise an outer circumference comprising a quarter of a
circle. In another embodiment, the additional spacer plates comprise an outer circumference comprising a half of a circle.
[0035] It may be an advantage that the heat reflective layer comprises at least a first layer made of a metal foil or a
metal sheet plate, preferably an aluminium foil or an aluminium sheet plate. Hereby, it is possible to provide an effective
radiant barrier.
[0036] The system according to the is a system for underfloor heating comprising a plurality of heat transfer plates,
according to the invention, wherein the recesses are arranged and configured to receive and guide heating coils or
heating cables in such a manner that the heating coils or heating cables extend along the plurality of heat transfer plates
in an uninterrupted manner.
[0037] The system makes it possible to minimize the height of the underfloor heating.
[0038] It may be an advantage that the grooves are arranged and configured to receive and guide heating coils or
heating cables, wherein some of the arched grooves constitute a 180-degree U-shaped bend. Hereby, the system is
suitable for guiding heating coils or heating cables in a manner in which the guiding heating coils or heating cables
extend along parallel grooves connected to each other through a 180-degree U-shaped bend.
[0039] In one embodiment, the grooves are arranged and configured to receive and guide heating coils or heating
cables, wherein some of the grooves constitute a 90-degree bend.
[0040] In one embodiment, the recesses or grooves are arranged and configured to receive and guide heating coils
or heating cables, wherein some of the grooves constitute a 45-degree bend.
[0041] It may be an advantage that the system comprises a number of insulating plates provided underneath the heat
transfer plates. Hereby, the system is capable of limiting the heat loss towards the underside of the heat transfer plates.
The insulating plates may be made of any suitable material including expanded polystyrene.
[0042] The method according to the invention is a method for providing a system for underfloor heating, wherein the
method comprises the steps of:

- providing a number of heat transfer plates according to the,
- installing adjacent to each other in a planar configuration a number of heat transfer plates according to the invention,
- providing a number of grooves at least between the heat transfer plates, when the heat transfer plates are installed

on the floor, and
- determining the width of the grooves in dependency of a cross-sectional dimension, such as the diameter, of the

heating coils or the heating cables.

[0043] Hereby, it is possible to provide a floor heating system having a lower building height in a fast and easy manner.
Moreover, it is possible to adapt the width of the grooves to any heating coils or heating cables that is intended to be used.
[0044] It may be an advantage that the underfloor heating is established in a room.
[0045] The underfloor heating may, however, be established outside in order to prevent a floor from freezing during
cold periods (e.g. at winter time).
[0046] It may be an advantage that the width of the additional spacer plates is selected in dependency of the cross-
sectional area or diameter of the heating coils or heating cables being used.
[0047] The circumference of the heat reflective layer extending beyond the spacer plate contributes to the beneficial
properties of the heat transfer plate. The overlapping portion of the heat reflective layer makes it possible to minimise
the heat loss from heating coils or heating cables wards an existing flooring beneath the heat transfer plates.
[0048] Furthermore, the portion of the heat reflective layer that extends beyond the spacer plate ensures that heating
coils or heating cables can be laid in grooves provided between the spacer plates and instead of in grooves provided
in the spacer plates, while ensuring that heat from the heating coils/cables are reflected away from the existing flooring.
[0049] The heat reflective layer also ensures that heat can be distributed across the whole existing flooring, including
those walls against which the heating coils/cables loops.
[0050] In some embodiments, it is an advantage that a portion of the heat reflective layer extends beyond the spacer
plate on two sides. Thereby, it is possible to obtain an overlap between two adjacent spacer plates. Hereby, it is possible
minimising the risks of the formation of thermal bridges in the areas between adjacent spacer plates.
[0051] The heat transfer plate according to the invention may suitable be configured to receive heating coils or heating
cables extending along a straight parallel to the longitudinal axis of the heat transfer plate. Thus, the heat transfer plate
has a circumference having two elongated sides and two shorter sides. The heat transfer plate accordingly has a
rectangular shape. The foil or heat reflective material may thus extend beyond the spacer plate both on one of the
elongated sides and on one of the shorter sides of the spacer plate.
[0052] In some embodiments, a portion of heat reflective layer extends beyond both of the two shorter sides of the
spacer plate.
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Brief description of the drawings

[0053] The invention will become more fully understood from the detailed description given herein. The accompanying
drawings are given by way of illustration only, and, thus, are not limitative of the present invention. In the accompanying
drawings:

Fig. 1 shows a perspective view of a heat transfer plate according to the invention;
Fig. 2A shows a heat transfer plate comprising additional spacer plates according to the invention;
Fig. 2B shows another view of the heat transfer plate shown in Fig. 2A,
Fig. 3A shows an end portion of a spacer plate of a heat transfer plate according to the invention;
Fig. 3B shows another view of the spacer plate of the heat transfer plate shown in Fig. 3A;
Fig. 4 shows a cross-sectional view of a part of a system according to the invention and
Fig. 5 shows another cross-sectional view of a system according to the invention.

Detailed description of the invention

[0054] Referring in detail to the drawings for the purpose of illustrating preferred embodiments of the invention, Fig.
1 shows a perspective view of a heat transfer plate 1 according to the invention. The heat transfer plate 1 is configured
to be arranged on a floor 2 of any suitable type including floor slabs, floor plates or a concrete floor. The floor 2 is,
however, a plate flooring 2 arranged on joists (not shown), wherein the plates are attached to the joists by nails or screws.
[0055] It can be seen that a plurality of spacer plates 6 are arranged on top of the existing plate flooring 2. The system
shown in Fig. 1 comprises four spacer plates 6 having a rectangular shape and being arranged adjacent to each other
in a manner in which the spacer plates 6 extend parallel to each other in a manner so as to obtain parallel straight
grooves 8 extending between adjacent spacer plates 6. The system also comprises a number of additional spacer plates
10, 12, 14 shaped to make it possible to provide arched grooves 16 between adjacent additional spacer plates 10, 12,
14. The spacer plates 6, 10, 12, 14 are attached to the underlying plate flooring 2 by nails or screws 18.
[0056] The grooves 8, 16 provided between the spacer plates 6, 10, 12, 14 are configured to receive heating coils/cables
(not shown) for distributing hot water across the flooring. The grooves 8, 16 extending between the spacer plates 6, 10,
12, 14 may also be configured to receive cables (not shown) for distributing electrical heat across the flooring. To complete
the flooring, floor slabs, floor plates, carpets, vinyl plates or another flooring must be laid on top of the spacer plates 6,
10, 12, 14. The grooves 8, 16 are not part of the heat transfer plates 6 or the additional heat transfer plates 10, 12, 14.
The grooves 8, 16 are defined by the space provided between adjacent heat transfer plates 6, 10, 12, 14. Accordingly,
the space provided between adjacent heat transfer plates 6, 10, 12, 14 constitute the grooves 8, 16. The bottom portion
of a groove 8, 16 is defined by the heat reflective layer 20 extending between the adjacent heat transfer plates 6, 10,
12, 14 constituting the groove 8, 16.
[0057] The spacer plates 6, 10, 12, 14 may be made from various materials. In one embodiment, the spacer plates
6, 10, 12, 14 is made from a wooden material such as a particleboard or an MDF (medium density fibreboard) plate.
The spacer plates 6, 10, 12, 14 may, however, be made from another material, e.g. plastic such as polystyrene or fibre
plaster, if to be used in e.g. bathrooms. Spacer plates 6, 10, 12, 14 made of plastics may further be noise reducing.
[0058] In the embodiment shown in Fig. 1, the spacer plates 6, 10, 12, 14 are made of particleboards. The lower
surface of the particle board is covered by a heat reflective layer 20 (not shown), such as e.g. aluminium. The heat
reflective layer 20 reflects heat distributed downwards originating from the heating coils/heating cables. Thereby, unde-
sirable heating (overheating) of the flooring 2 forming the existing floor is minimised.
[0059] A thin foil or a sheet of noise-reducing material 22 (e.g. foamed plastic) is provided between the heat reflective
layer 20 and the flooring 2 (existing flooring). This results in a reduction of noise when walking on the flooring placed on
top of the spacer plates 6, 10, 12, 14. Alternatively, the spacer plates 6, 10, 12, 14 may be made from a noise-reducing
material, such as polystyrene, insofar the foil or sheet made of a noise-reducing material 22 is not desired.
[0060] The heat reflective layer 20 and optionally the noise-reducing material 22 may be fastened to the underside of
the spacer plates 6, 10, 12, 14 in order to form an integrated part of the spacer plates 6, 10, 12, 14. The use of separate
rolls of foil or sheets of noise-reducing material 22 may thus be avoided when establishing the underfloor heating system.
[0061] In other embodiments, the noise-reducing material 22 and the heat reflective layer 20 may be provided at the
same time. The heat reflective layer 20 may be fastened to an upper side of the noise-reducing material 22. The heat
reflective layer 20 may also be fastened to an underside of the noise-reducing material 22, so as to fix the heat reflective
layer 20 to the floor.
[0062] In some embodiments, an upper side of the spacer plates 6, 10, 12, 14 may, as the prior art heat transfer plates,
be provided with a heat reflective layer 20, such as aluminium, distributing the heat more efficient than the material, from
which the spacer plates 6, 10, 12, 14 are made.
[0063] The heat reflective layer 20 may extend along the upper side of the spacer plates 6, 10, 12, 14 and into the
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grooves 8, 16. Thereby, the heat reflective layer 20 distributes the heat from the heating source (heating coils or heating
cables) to the topside of the spacer plates 6, 10, 12, 14.
[0064] Fig. 2A illustrates a heat transfer plate 1 comprising several additional spacer plates 10, 12, 14 according to
the invention. Fig. 2B illustrates another view of the heat transfer plate 1 shown in Fig. 2A.
[0065] The spacer plates 10, 12, 14 suited to receive heating coils or heating cables in an arched groove 16, when
the heating coils or heating cables loop (turning) from one direction and into the opposite direction. The spacer plates
10, 12, 14 are configured to turn the heating coils/heating cables from one direction towards a wall of a room and to an
opposite direction in a direction towards an opposite wall of a room. Reference is also made to Fig. 1.
[0066] The heat reflective layer 20 is fastened to the lower side of the spacer plates 10, 12, 14. The heat reflective
layer 20 extends beyond the circumference of the spacer plates 10, 12, 14. In the embodiment shown in Fig. 2A and
Fig. 2B, the heat reflective layer 20 extends in a distance A being 30 mm from one side 24 of the spacer plates 10, 12,
14 and in a distance B being 30 mm from another side 26 of the spacer plates 10, 14. In some embodiments, the width
of the heat reflective layer 20 may be shorter.
[0067] The spacer plates 10, 12, 14 may have various sizes or may have standard sizes, depending on the size, type
and shape of the heating coils or the heating cables. The size of the spacer plates 10, 12, 14 may further depend on
the heat capacity of the heating coils or heating cables. In table 1 below, suitable sizes of the spacer plates 10, 12, 14
are indicated.

[0068] In the embodiment shown in Fig. 2A and Fig. 2B, the spacer plate 10 has a length, L10, of 676 mm, which is
suitable for heat transfer plates for underfloor heating for heating coils having a diameter of 12 mm. A length, L10, of
860 mm is suited for underfloor heating using heating coils/heating cables having a diameter of 16 mm. A length, L10,
of 1276 mm is suited for heating coils/heating cables of 12 mm. In the embodiment shown in Fig. 2A and Fig. 2B, the
spacer plate 10 has a width of 199 mm.
[0069] The spacer plates 10, 12, 14 may have a thickness comparable to the heating coils or heating cables being
used. The spacer plates 10, 12, 14 may, thus, preferably have a thickness of approximately 6 mm for use with an electrical
heating source. The spacer plates 10, 12, 14 may suitably have a thickness of 12 mm, 16 mm or 19 mm, respectively,
insofar the spacer plates 10, 12, 14 are made of a particleboard, and insofar the heating coils or heating cables have a
diameter of 12 mm, 16 mm and 20 mm, respectively.
[0070] The arched grooves 16 provided between the spacer plates 10, 12, 14 have a width equal to or larger than the
width (e.g. diameter) of the heating coils or heating cables used for the underfloor heating. The grooves 16 may thus
have a width of 12 mm, 16 mm or 20 mm, if the underfloor heating is provided with heating coils or heating cables having
a diameter of 12 mm, 16 mm, or 20 mm, respectively. The grooves 16 may suitably have a width being somewhat slightly
smaller than the diameter of the heating coils or heating cables to enable that heating coils or heating cables are fastened
securely into the grooves 16 in all directions. In one embodiment, the width of the grooves 16 is slightly larger than the
diameter of the heating coils or heating cables in order to ease the assembly process.
[0071] In Fig. 2B, it can be seen that the radius r of the circular arced structure of the spacer plates 12, 14 is slightly
smaller than the radius R of the semi-circular structure of the spacer plate 10. Accordingly, the space between the spacer
plate 12 and the spacer plates 10 defines an arched groove 16 (having a semi-circular shape). Likewise, the space
between the spacer plate 14 and the spacer plates 10 defines an arched groove 16 (constituting of quarter of a circle).
[0072] Fig. 3A and Fig. 3B show two different views of a spacer plate 6 of a heat transfer plate 1 according to the
invention. The spacer plate 6 is adapted to guide heating coils or heating cables in a straight direction along a groove
provided along the side portion of the spacer plate 6. Spacer plates 6 like the one shown in Fig. 3A and Fig. 3B are
suitable for guiding heating coils or heating cables along one direction (e.g. from a first wall in the room towards an
opposite wall in the room). Reference is further made to Fig. 1.
[0073] The heat reflective layer 20 is attached to the lower side of spacer plate 6. The heat reflective layer 20 extends

Table 1: Preferred sizes and dimensions (measured in mm).

Heating source diameter 12 16 20

Spacer plate thickness (6, 10, 12, 14) 12 16 19

Spacer plate dimension (6) 149 x 1180 199 x1180 299 x 1180

Groove width (8) 12 16 20

Spacer plate dimension (10) 120 x 643 150 x 862 200 x 636

Internal looping radius (r) 75 100 150

External looping radius (R) 99 132 190
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beyond and thus protrudes from the circumference of the spacer plate 6. In the embodiment shown in Fig. 3A and Fig.
3B, the heat reflective layer 20 has a length C of 55 mm (beyond the elongated side 28 of the spacer plate 6) and a
length D of 50 mm (beyond the shorter side 30 of the spacer plate 6). In other embodiments, the heat reflective layer
20 may be longer than lengths C and D shown.
[0074] The spacer plate 6 preferably has a thickness corresponding to the diameter of the heating coils or heating
cables arranged in the grooves. The spacer plate 6 may thus suitably have a thickness of 12 mm, 16 mm or 19 mm,
which are standard dimensions for particleboards for heating coils or heating cables having a diameter of 12mm, 16 mm
or 20 mm, respectively.
[0075] When a number of spacer plates 6 are laid on the floor plates 1 as shown in Fig. 1, the straight groove 8 provided
between adjacent spacer plates 6, will have a width corresponding to the diameter of the heating coils or heating cables
used. The straight groove 8 may, thus, suitably have a width of 6 mm for use with electrical heating cables. The straight
recesses 8 may suitably have a width of 12 mm, 16 mm or 20 mm, respectively, for use with heating coils or heating
cables having a dimeter of 12 mm, 16 mm or 20 mm, respectively. The straight groove 8 may suitably have a somewhat
smaller width to ensure secure fastening of the heating source. In one embodiment, the straight groove 8 may have a
width that is slightly larger than the diameter of the heating coils or heating cables in order to ease the mounting of the
floor heating system according to the invention.
[0076] In Fig. 3A and Fig. 3B it can be seen that the portion of the heat reflective layer 20 that protrudes from the side
28 of the spacer plate 6 has a rectangular shape. Likewise, the portion of the heat reflective layer 20 that protrudes from
the side 30 of the spacer plate 6 has a rectangular shape.
[0077] Fig. 4 is a cross-sectional view of system according to the invention. On top of a concrete layer 38, tiles 34 are
mounted using a suitable tile adhesive 36. On top of the non-insulated tiles 34, a particleboard plate 32 is provided.
[0078] The particleboard plate 32 insulates the installed heating coils or heating cables for heat loss in the downwards
direction. Furthermore, the particleboard plates 32 absorbs unevenness of the tiles 34. The particleboard plate 32 may
suitably have a thickness of 2-8 mm, preferably 3-6 mm. In a preferred embodiment, the particleboard plate 32 has a
thickness of 4 mm.
[0079] A spacer plate 6 having an aluminium foil 20 is provided above the particleboard plate 32. Fig. 4 shows that it
is possible to mount heat transfer plates according to the invention directly onto an existing, non-insulated flooring.
[0080] Fig. 5 illustrates a cross-sectional view of a system according to the invention. The system comprises a number
of heat transfer plate 1 arranged next to each other. Each heat transfer plate 1 comprises a spacer plate 6 arranged
that is attached to the topside of a heat reflective layer 20. The heat reflective layers are arranged on a flooring plate 2.
[0081] It can be seen that a space is provided between the adjacent spacer plates 6. Each space constitutes a groove
8 configured to receive a heating coil 40. It can be seen that the heat reflective layers 20 of the adjacent spacer plates
6 are overlapping in an overlapping zone Z. This means that heat from the heating coil 40 is prevented from escaping
to the underlying flooring plate 2 through a thermal bridge.
[0082] It can be seen that a heating coil 40’ is provided in an end zone E between the outermost (to the left) spacer
plate 6 and a wall 42 of the room, in which the system is installed. Accordingly, the system makes it possible to arrange
a heating coil 40’ in any desired distance (e.g. a zero distance) from wall 42. Since a heat reflective layer 20 is arranged
below the heating coil 40’, heat from the heating coil 40 is prevented from escaping to the underlying flooring plate 2
through a thermal bridge. Likewise, since a heat reflective layer 20 is arranged between the heating coil 40’ and the wall
42, heat from the heating coil 40 is prevented from escaping to the wall 42 through a thermal bridge.
[0083] The present invention makes it possible to install underfloor heating on non-insulated floorings and thus provide
an environmentally friendly and heat saving heating system.
[0084] The heat transfer plates according to the invention is in particular suited for apartments as well as other rooms
and buildings where further insulation is not possible.

List of reference numerals

[0085]

1 Heat transfer plate
2 Flooring plate
4 Nail or screw
6 Spacer plate
8 Groove
10 Additional spacer plate
12 Additional spacer plate
14 Additional space plate
16 Arched groove
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18 Nail or screw
20 Heat reflective layer (e.g. foil or sheet of a heat reflecting material)
22 Noise-reducing material
24 Elongated side of an additional spacer plate
26 Shorter side of an additional spacer plate
28 Elongated side of an additional spacer plate
30 Shorter side of an additional spacer plate
32 Particleboard plate
34 Tile
36 Tile adhesive
38 Concrete floor
40, 40’ Heating coil
42 Wall
A Dimension of a heat reflective layer
B Dimension of a heat reflective layer
C Dimension of a heat reflective layer
D Dimension of a heat reflective layer
E End zone
L6 Length of spacer plate 6
L10 Length of spacer plate 10
B10 Length of spacer plate 10
R, r Radius
Z Overlapping zone

Claims

1. A heat transfer plate (1) for a floor heating system, wherein the heat transfer plate (1) comprises a spacer plate (6,
10, 12, 14) having a topside and an underside, wherein the spacer plate (6, 10, 12, 14) has an outer circumference,
characterised in that the heat transfer plate (1) comprises a heat reflective layer (20) shaped as a foil or sheet
made of a heat reflective material (20), wherein the heat reflective layer (20) has an outer circumference that is
arranged outside the outer circumference of the spacer plate (6, 10, 12, 14) at at least one side.

2. A heat transfer plate (1) according to claim 1, wherein the spacer plate (6) has a circumference having two elongated
sides and two shorter sides, characterised in that the circumference of the heat reflective layer (20) has two
elongated sides and two shorter sides, and in that the circumference of the heat reflective layer (20) extends along
one of the elongated sides of the spacer plate (6) and extends beyond the other elongated side of the spacer plate (6).

3. A heat transfer plate (1) according to claim 1 or 2, wherein the spacer plate (6) has a circumference having two
elongated sides and two shorter sides, characterised in that the circumference of the heat reflective layer (20) has
two elongated sides and two shorter sides, and in that the circumference of the heat reflective layer (20) extends
along one of the short sides of the spacer plate (6) and extends beyond the other shorter side of the spacer plate (6).

4. A heat transfer plate (1) according to one of the preceding claims, characterised in that the heat transfer plate (1)
comprises a plurality of heat transfer plates (1) according to one of the preceding claims, wherein a number of
grooves (8) are provided between the spacer plate (6), wherein the grooves (8) are configured to receive heating
coils or heating cables.

5. A heat transfer plate (1) according to claim 4, characterised in that the grooves (8) extend along a straight line,
preferably along the longitudinal axis of one of the spacer plates (6).

6. A heat transfer plate (1) according to claim one of the preceding claims, characterised in that the heat transfer
plate (1) comprises a number of additional spacer plates (10, 12, 14), wherein the additional spacer plates (10, 12,
14) are:

a) attached to the heat reflective layer (20) or
b) arranged as a non-attached structure being spaced from one of the spacer plate (6),
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wherein a number of arched grooves (16) are provided between adjacent additional spacer plates (10, 12, 14),
wherein the arched grooves (16) are configured to receive heating coils or heating cables.

7. A heat transfer plate (1) according to claim 6, characterised in that the additional spacer plates (10, 12, 14) comprise
an outer circumference comprising at least a sector of a circle.

8. A heat transfer plate (1) according to any of the preceding claims 1-7, characterised in that the heat reflective layer
(20) comprises at least a first layer made of a metal foil or a metal sheet plate, preferably an aluminium foil or an
aluminium sheet plate.

9. A system for underfloor heating comprising a plurality of heat transfer plates (1), according to any of the preceding
claims 1-8, characterised in that the grooves (8, 16) are arranged and configured to receive and guide heating
coils or heating cables in such a manner that the heating coils or heating cables extend along the plurality of heat
transfer plates (1) in an uninterrupted manner.

10. A system according to claim 9, characterised in that the grooves (8, 16) are arranged and configured to receive
and guide heating coils or heating cables, wherein some of the arched grooves (16) constitute a 180-degree U-
shaped bend.

11. A system according to claim 9 or 10, characterised in that the system comprises a number of insulating plates
(32) provided underneath the heat transfer plates (1).

12. A method for providing a system for underfloor heating, characterised in that the method comprises the steps of:

- providing a number of heat transfer plates (1) according to any one of the claims 1-8,
- installing adjacent to each other in a planar configuration a number of heat transfer plates (1) on the floor,
- providing a number of grooves (8, 16) at least between the heat transfer plates (1), when the heat transfer
plates (1) are installed on the floor (1), and
- determining the width of the grooves (8, 16) in dependency of a cross-sectional dimension, such as the
diameter, of the heating coils or the heating cables.

13. A method according to claim 12, characterised in that the width of the additional spacer plates (10, 12, 14) is
selected in dependency of the cross-sectional area or diameter of the heating coils or heating cables being used.
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