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(54) FILM FOR DISPLAY DEVICE AND DISPLAY DEVICE INCLUDING THE SAME

(57) A display device according to an exemplary em-
bodiment includes: a display panel that includes a sub-
strate and an emission layer; and a support film that over-
laps the display panel, the display panel and the support

film including a bending area, and the support film includ-
ing a first groove disposed in the bending area and a first
crack prevention layer disposed in the first groove.
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Description

BACKGROUND

1. Field

[0001] The present disclosure relates to a film for a
display device, a display device including the same, and
a method for manufacturing the display device. For ex-
ample, the present disclosure relates to a film for a bend-
able display device, a display device including the same,
and a manufacturing method thereof.

2. Description of the Related Art

[0002] Examples of a flat panel display include a liquid
crystal display (LCD), a plasma display device (PDP), an
organic light emitting diode (OLED) display, a field effect
display device (FED), and an electrophoretic display.
[0003] Recently, such a display device has been de-
veloped to be flexible so as to be bent or folded.
[0004] In order to assure reliability of such a flexible
display device, a bending area of a display panel should
be rigidly supported to thereby prevent the display panel
from being damaged in the bending area (or to thereby
reduce a likelihood or amount of such damage).
[0005] The above information disclosed in this Back-
ground section is only for enhancement of understanding
of the background of the present disclosure, and there-
fore, it may contain information that does not form the
prior art that is already known in this country to a person
of ordinary skill in the art.

SUMMARY

[0006] The subject matter of the present disclosure has
been made in an effort to provide a film for display device
to support a bending area of the display device by pre-
venting damage to a support film that supports a display
panel, a display device including the same, and a method
for manufacturing the display device.
[0007] A support film that supports a display panel ac-
cording to exemplary embodiment includes a bending
area, and the support film includes a first groove disposed
in the bending area and a first crack prevention layer
disposed in the first groove.
[0008] A display device according to an exemplary em-
bodiment includes: a display panel that includes a sub-
strate and an emission layer; and a support film that over-
laps the display panel, wherein the display panel and the
support film include a bending area, and wherein the sup-
port film includes a first groove disposed in the bending
area and a first crack prevention layer disposed in the
first groove.
[0009] The first groove and the first crack prevention
layer may be disposed to be overlapped with edges of
the bending area.
[0010] The first groove and the first crack prevention

layer may be disposed adjacent to edges of the bending
area, and may extend in parallel (e.g., substantially in
parallel) with the edges of the bending area.
[0011] The support film may further include a second
groove that is disposed in the bending area and extends
in parallel (e.g., substantially in parallel) with the first
groove, and a second crack prevention layer that is dis-
posed in the second groove.
[0012] The first groove and the first crack prevention
layer may be disposed at a central portion of the bending
area, and the first groove may be formed to be concave
at a surface of the support film.
[0013] The support film may further include a second
groove that surrounds the first groove, and a second
crack prevention layer that is disposed in the second
groove.
[0014] The support film may further include a third
groove that is coupled or connected with the first groove
and formed in the shape of a closed curved line (e.g., a
closed curve), and a third crack prevention layer that is
disposed in the third groove.
[0015] According to the exemplary embodiments, the
support film that supports the display panel can be pre-
vented from being damaged such that the display device
can be supported while preventing the display panel from
being damaged in the bending area.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] The accompanying drawings, together with the
specification, illustrate embodiments of the subject mat-
ter of the present disclosure, and, together with the de-
scription, serve to explain principles of embodiments of
the subject matter of the present disclosure.

FIG. 1 is a perspective view of a display device ac-
cording to an exemplary embodiment.
FIG. 2 is a top plan view of an exemplary support
film of the display device according to an exemplary
embodiment.
FIG. 3 is a cross-sectional view of FIG. 2, taken along
the line III-III.
FIG. 4 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 5 is a cross-sectional view of FIG. 4, taken along
the line V-V.
FIG. 6 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 7 is a cross-sectional view of FIG. 6, taken along
the line VII-VII.
FIG. 8 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 9 is a cross-sectional view of FIG. 8, taken along
the IX-IX.
FIG. 10 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 11 is a top plan view of a support film of a display
device according to another exemplary embodiment.
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FIG. 12 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 13 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 14 is a perspective view of a support film of a
display device according to another exemplary em-
bodiment.
FIG. 15 is a cross-sectional view of the support film
of FIG. 14.
FIG. 16 is a top plan view of a support film of a display
device according to another exemplary embodiment.
FIG. 17 is a cross-sectional view of the support film
of FIG. 16.
FIG. 18 to FIG. 20 are cross-sectional views of a
method for manufacturing a display device accord-
ing to an exemplary embodiment.
FIG. 21 to FIG. 22 are cross-sectional views of a
method for manufacturing a display device accord-
ing to another exemplary embodiment.

DETAILED DESCRIPTION

[0017] The subject matter of the present disclosure will
be described more fully hereinafter with reference to the
accompanying drawings, in which exemplary embodi-
ments of the present disclosure are shown. As those
skilled in the art would realize, the described embodi-
ments may be modified in various different ways, all with-
out departing from the spirit or scope of the present dis-
closure.
[0018] The drawings and description are to be regard-
ed as illustrative in nature and not restrictive. Like refer-
ence numerals designate like elements throughout the
specification.
[0019] Further, in the drawings, size and thickness of
each element may be arbitrarily represented for better
understanding and ease of description, but the present
disclosure is not limited thereto. In the drawings, the thick-
ness of layers, films, panels, regions, etc., may be exag-
gerated for clarity.
[0020] It will be understood that when an element such
as a layer, film, region, or substrate is referred to as being
"on" another element, it can be directly on the other ele-
ment or intervening elements may also be present. In
contrast, when an element is referred to as being "directly
on" another element, there are no intervening elements
present. The word "on" or "above" means positioned on
or below the object portion, and does not necessarily
mean positioned on the upper side of the object portion
based on a gravitational direction.
[0021] In addition, unless explicitly described to the
contrary, the word "comprise" and variations such as
"comprises" or "comprising" will be understood to imply
the inclusion of stated elements but not the exclusion of
any other elements.
[0022] In addition, in this specification, the phrase "on
a plane" means viewing a target portion from the top, and
the phrase "on a cross-section" means viewing a cross-

section formed by vertically cutting a target portion from
a side.
[0023] Referring to FIG. 1 to FIG. 3, a display device
according to an exemplary embodiment will be de-
scribed. FIG. 1 is a perspective view of a display device
according to an exemplary embodiment, FIG. 2 is a top
plan view of an exemplary support film of the display de-
vice according to the exemplary embodiment, and FIG.
3 is a cross-sectional view of FIG. 2, taken along the line
III-III.
[0024] Referring to FIG. 1, a display device 1000 ac-
cording to an exemplary embodiment includes a display
panel 100 and a support film 200 that supports the display
panel 100.
[0025] The display device 1000 includes a bending ar-
ea BA. The display panel 100 and the support film 200
may be bent in the bending area BA. Although it is illus-
trated in FIG. 1 that the display device 1000 includes one
bending area BA, this is not restrictive. For example, the
display device 1000 may include a plurality of bending
areas BA.
[0026] The display panel 100 includes a flexible sub-
strate, a transistor, an emission portion, and the like.
[0027] The support film 200 is disposed below the dis-
play panel 100 and supports the display panel 100.
[0028] An additional layer such as an adhesive layer
may be disposed between the support film 200 and the
display panel 100. An additional layer such as a window
and/or the like may be included on the display panel 100.
[0029] The support film 200 may be provided as a plas-
tic or thin metal film.
[0030] The support film 200 includes a first crack pre-
vention portion 210 that is disposed in the bending area
BA. The first crack prevention portion 210 may include a
resin that can prevent damage due to an external impact
(or can reduce a likelihood or amount of damage due to
an external impact).
[0031] Next, referring to FIG. 2 and FIG. 3, the first
crack prevention portion 210 of the support film 200 will
be described in more detail.
[0032] Referring to FIG. 2 and FIG. 3, the first crack
prevention portion 210 of the support film 200 includes
a plurality of crack prevention layers that are disposed
at an end portion of the bending area BA. The plurality
of crack prevention layers of the first crack prevention
portion 210 includes a first crack prevention layer 210a
and a second crack prevention layer 210b.
[0033] The support film 200 includes a first groove 21a
and a second groove 21b, and the first crack prevention
layer 210a and the second crack prevention layer 210b
are disposed in the first groove 21a and the second
groove 21b.
[0034] The first crack prevention layer 210a of the first
crack prevention portion 210 is disposed in parallel (e.g.,
substantially in parallel) with an edge 20 of the support
film 200 along the edge 20.
[0035] The second crack prevention layer 210b of the
first crack prevention portion 210 is disposed in parallel
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(e.g., substantially in parallel) with the first crack preven-
tion layer 210a at a set or predetermined distance while
being adjacent thereto. The first crack prevention layer
210a and the second crack prevention layer 210b are
respectively disposed at opposite ends of a bending area
BA of the support film 200.
[0036] A width of each of the first crack prevention layer
210a and the second crack prevention layer 210b is al-
most the same as a width of the bending area BA of the
support film 200 with reference to a length direction in
which each of the first crack prevention layer 210a and
the second crack prevention layer 210b of the first crack
prevention portion 210 extends. As described, since the
width of each of the first crack prevention layer 210a and
the second crack prevention layer 210b of the first crack
prevention portion 210 is the same (e.g., substantially
the same) as the width of the bending area BA, a central
portion of the bending area BA may be surrounded by
the first crack prevention layer 210a and the second crack
prevention layer 210b of the first crack prevention portion
210 and an unbent area.
[0037] Referring to FIG. 3, a first thickness D1, which
is the largest or maximum thickness of a first groove 21a
and a second groove 21b where the first crack prevention
layer 210a and the second crack prevention layer 210b
are respectively disposed, may be about 20 % of a sec-
ond thickness D2 of the support film 200. In addition, in
the view in a direction that is perpendicular (e.g., sub-
stantially perpendicular) to a length direction of the first
crack prevention layer 210a and the second crack pre-
vention layer 210b, a cross-section of the first groove 21a
and a cross-section of the second groove 21b may have
a triangular shape, and a first angle θ1 formed by a side
surface of the first groove 21a and the second groove
21b and a surface of the support film 200 may be about
60 degrees.
[0038] In addition, a first width W1 of the first crack
prevention layer 210a may be narrower than a second
width W2 of the second crack prevention layer 210b with
reference to a direction that is perpendicular (e.g., sub-
stantially perpendicular) to the length direction of the first
crack prevention layer 210a and the second crack pre-
vention layer 210b.
[0039] When the first thicknesses D1 of the first groove
21a and the second groove 21b where the first crack
prevention layer 210a and the second crack prevention
layer 210b are disposed are too large, the support film
200 may be damaged at locations where the first groove
21a and the second groove 21b are formed, and when
the first angles θ1 formed by the side surfaces of the first
and second grooves 21a and 21b and the surface of the
support film 200 is less than 60 degrees, the width of the
first crack prevention layer 210a and the width of the sec-
ond crack prevention layer 210b disposed in the first
groove 21a and the second groove 21b may be exces-
sively increased. As described, the support film 200 can
be prevented from being damaged and generation and
dispersion of cracks can be prevented by adjusting thick-

nesses and inclination angles of the first groove 21a and
the second groove 21b.
[0040] As described, the display device 1000 accord-
ing to the present exemplary embodiment includes the
support film 200 that supports the display panel 100, and
the support film 200 includes the first crack prevention
layer 210a disposed at an end of the bending area BA
and the second crack prevention layer 210b disposed
adjacent to the first crack prevention layer 210a.
[0041] Since the first crack prevention layer 210a dis-
posed at the end of the bending area BA and the second
crack prevention layer 210b disposed adjacent to the end
of the bending area BA while being adjacent to the first
crack prevention layer 210a are included, cracks which
may be generated at edges of the bending area BA of
the support film 200 when the display device 1000 is bent
can be prevented (or a likelihood or degree of the gen-
eration of such cracks may be reduced), and the cracks
generated at the edges of the bending area BA can be
prevented from spreading to a central portion of the sup-
port film 200 (or a likelihood or degree of such spreading
may be reduced).
[0042] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0043] Next, referring to FIG. 4 and FIG. 5, a support
film of a display device according to another exemplary
embodiment will be described. FIG. 4 is a top plan view
of a support film of a display device according to another
exemplary embodiment, and FIG. 5 is a cross-sectional
view of FIG. 4, taken along the line V-V.
[0044] Referring to FIG. 4 and FIG. 5, a support film of
a display device according to the present exemplary em-
bodiment is similar to the support film of the display de-
vice according to the previous exemplary embodiment
described with reference to FIG. 2 and FIG. 3. Accord-
ingly, a detailed description of the same components al-
ready described will not be repeated here.
[0045] Similar to the support film 200 of the display
device 1000 of FIG. 2 and FIG. 3, a support film 200 of
a display device according to the present exemplary em-
bodiment includes first crack prevention portions 210 dis-
posed adjacent to edges of a bending area BA, each of
the first crack prevention portions 210 includes a plurality
of crack prevention layers, and the plurality of crack pre-
vention layers include first crack prevention layers 210a
and second crack prevention layers 210b.
[0046] The support film 200 includes a first groove 21a
and a second groove 21b, the first crack prevention layer
210a and the second crack prevention layer 210b are
respectively disposed in the first groove 21a and the sec-
ond groove 21b, and the first crack prevention layers
210a and the second crack prevention layers 210b ex-
tend in parallel (e.g., substantially in parallel) with edges
20 of the support film 200.
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[0047] Unlike the support film 200 of the display device
1000 of FIG. 2 and FIG. 3, in the support film 200 of the
display device according to the present exemplary em-
bodiment, not only the second crack prevention layer
210b but also the first crack prevention layer 210a is dis-
posed at a distance from the edge 20 of the support film
200.
[0048] The first crack prevention layer 210a is dis-
posed closer to the edge 20 of the support film 200 than
the second crack prevention layer 210b.
[0049] A width of each of the first and second crack
prevention layers 210a and 210b of the first crack pre-
vention portion 210 is almost the same as a width of the
bending area BA of the support film 200 with reference
to a length direction in which the first crack prevention
layer 210a and the second crack prevention layer 210b
extend.
[0050] The largest or maximum thicknesses of the first
groove 21a and the second groove 21b where the first
crack prevention layer 210a and the second crack pre-
vention layer 210b are respectively disposed may be
about 20 % of a thickness of the support film 200. In
addition, in the view in a direction that is perpendicular
(e.g., substantially perpendicular) to a length direction of
the first crack prevention layer 210a and the second crack
prevention layer 210b, a cross-section of the first groove
21a and a cross-section of the second groove 21b may
have a triangular shape, and a side surface of each of
the first groove 21a and the second groove 21b and a
surface of the support film 200 may form an angle of
about 60 degrees.
[0051] Since the support film 200 that supports the dis-
play panel 100 includes the first crack prevention layers
210a and the second crack prevention layers 210b that
are disposed adjacent to opposite edges 20 of the bend-
ing area BA, cracks which may be generated at edges
of the bending area BA of the support film 200 when the
display device 1000 is bent can be prevented (or a like-
lihood or degree of the generation of such cracks may
be reduced), and the cracks generated at the edges of
the bending area BA can be prevented from spreading
to a central portion of the support film 200 (or a likelihood
or degree of the spreading of such cracks may be re-
duced).
[0052] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0053] Next, referring to FIG. 6 and FIG. 7, a support
film of a display device according to another exemplary
embodiment will be described. FIG. 6 is a top plan view
of a support film of a display device according to another
exemplary embodiment, and FIG. 7 is a cross-sectional
view of FIG. 6, taken along the line VII-VII.
[0054] Referring to FIG. 6 and FIG. 7, a support film
200 of a display device according to the present exem-

plary embodiment includes a second crack prevention
portion 220 disposed in a bending area BA.
[0055] The second crack prevention portion 220 in-
cludes a plurality of crack prevention layers disposed at
a central portion of the bending area BA. The plurality of
crack prevention layers of the second crack prevention
portion 220 include a third crack prevention layer 220a,
a fourth crack prevention layer 220b, and a fifth crack
prevention layer 220c.
[0056] The support film 200 of the display device ac-
cording to the present exemplary embodiment includes
a third groove 22a, a fourth groove 22b, and a fifth groove
22c, and the third crack prevention layer 220a, the fourth
crack prevention layer 220b, and the fifth crack preven-
tion layer 220c of the second crack prevention portion
220 are respectively disposed in the third groove 22a,
the fourth groove 22b, and the fifth groove 22c that are
formed at the surface of the support film 200.
[0057] The third groove 22a, the fourth groove 22b,
and the fifth groove 22c formed at the surface of the sup-
port film 200 are disposed in the central portion of the
bending area BA. Referring to FIG. 6 and FIG. 7, the third
groove 22a, the fourth groove 22b, and the fifth groove
22c of the support film 200 may be different in size and
depth. The third groove 22a, the fourth groove 22b, and
the fifth groove 22c formed at the surface of the support
film 200 may be flaws formed at the surface of the support
film 200 during a manufacturing process of the support
film 200.
[0058] Since the crack prevention layers 220a, 220b,
and 220c are formed in the grooves 22a, 22b, and 22c
at the central portion of the bending area BA of the sup-
port film 200, cracks which may be generated at areas
adjacent to the center of the bending area BA of the sup-
port film 200 when the display device 1000 is bent can
be prevented (or a likelihood or degree of the generation
of such cracks may be reduced), and the cracks gener-
ated at the edges of the bending area BA can be pre-
vented from spreading to edges 20 of the support film
200 (or a likelihood or degree of the spreading of such
cracks may be reduced).
[0059] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0060] Next, a support film of a display device accord-
ing to another exemplary embodiment will be described
with reference to FIG. 8 and FIG. 9. FIG. 8 is a top plan
view of a support film of a display device according to
another exemplary embodiment, and FIG. 9 is a cross-
sectional view of FIG. 8, taken along the line IX-IX.
[0061] Referring to FIG. 8 and FIG. 9, a support film of
a display device according to the present exemplary em-
bodiment is similar to the support film of the display de-
vice according to the previous exemplary embodiment
described with reference to FIG. 6 and FIG. 7. Accord-
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ingly, a detailed description of the same components al-
ready described will not be repeated here.
[0062] Similar to the support film 200 of the display
device of FIG. 6 and FIG. 7, a support film 200 of a display
device according to the present exemplary embodiment
includes a second crack prevention portion 220 disposed
adjacent to a central portion of a bending area BA, and
the second crack prevention portion 220 includes a third
crack prevention layer 220a, a fourth crack prevention
layer 220b, and a fifth crack prevention layer 220c . The
support film 200 includes a third groove 22a, a fourth
groove 22b, and a fifth groove 22c formed at a surface
of the support film 200, and the third crack prevention
layer 220a, the fourth crack prevention layer 220b, and
the fifth crack prevention layer 220c of the second crack
prevention portion 220 are disposed in the third groove
22a, the fourth groove 22b, and the fifth groove 22c
formed at the surface of the support film 200.
[0063] The support film 200 of the display device ac-
cording to the present exemplary embodiment, unlike the
support film of the display device of FIG. 6 and FIG. 7,
further includes a sixth crack prevention layer 230a that
surrounds the second crack prevention portion 220 that
is disposed at the central portion of the bending area BA.
The support film 200 according to the present exemplary
embodiment includes a sixth groove 23a that surrounds
the third groove 22a, the fourth groove 22b, and the fifth
groove 22c that are formed at the surface of the central
portion of the bending area BA, and the sixth crack pre-
vention layer 230a is disposed in the sixth groove 23a.
[0064] The sixth groove 23a of the support film 200
may be formed to surround the third groove 22a, the
fourth groove 22b, and the fifth groove 22c that are
formed at the surface of the central portion of the bending
area BA. The sixth groove 23a and the sixth crack pre-
vention layer 230a each has a closed-curved line shape.
[0065] Similar to the first groove 21a and the second
groove 21b of the above-described exemplary embodi-
ments of FIG. 2, FIG. 3, FIG. 4, and FIG. 5, the sixth
groove 23a may have a triangular-shaped cross-section.
In addition, a side surface of the sixth groove 23a and
the surface of the support film 200 may form an angle of
about 60 degrees. Further, the largest or maximum depth
of the sixth groove 23a may be within 20 % of a thickness
of the support film 200.
[0066] As described, the support film 200 of the display
device according to the present exemplary embodiment
includes the second crack prevention portion 220 that is
formed at the surface of the central portion of the bending
area BA and the sixth crack prevention layer 230a that
surrounds the second crack prevention portion 220, and
thus cracks which may be generated at areas adjacent
to the center of the bending area BA of the support film
200 when the display device 1000 is bent can be pre-
vented (or a likelihood or degree of the generation of such
cracks may be reduced), and the cracks generated at
the center of the bending area BA can be prevented from
spreading to edges of the bending area BA (or a likelihood

or degree of the spreading of such cracks may be re-
duced).
[0067] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0068] Next, a support film 200 of a display device ac-
cording to another exemplary embodiment will be de-
scribed with reference to FIG. 10. FIG. 10 is a top plan
view of a support film 200 of a display device according
to another exemplary embodiment.
[0069] Referring to FIG. 10, a support film 200 of a
display device according to the present exemplary em-
bodiment is similar to the support film 200 of the display
device of FIG. 8 and FIG. 9. Accordingly, a detailed de-
scription of the same components already described will
not be repeated here.
[0070] Similar to the support film 200 of the display
device of FIG. 8 and FIG. 9, the support film 200 of the
display device according to the present exemplary em-
bodiment includes a second crack prevention portion 220
disposed adjacent to a central portion of a bending area
BA, and the second crack prevention portion 220 in-
cludes a third crack prevention layer 220a, a fourth crack
prevention layer 220b, and a fifth crack prevention layer
220c. The support film 200 includes a third groove 22a,
a fourth groove 22b, and a fifth groove 22c formed at a
surface thereof, and the third crack prevention layer
220a, the fourth crack prevention layer 220b, and the fifth
crack prevention layer 220c of the second crack preven-
tion portion 220 are disposed in the third groove 22a, the
fourth groove 22b, and the fifth groove 22c formed at the
surface of the support film 200. In addition, the support
film 200 includes a sixth groove 23a that surrounds the
second crack prevention portion 220 disposed at a cen-
tral portion of the bending area BA, and a sixth crack
prevention layer 230a disposed in the sixth groove 23a.
The support film 200 according to the present exemplary
embodiment further includes a seventh groove 23b and
an eighth groove 23c disposed at the central portion of
the bending area BA surrounded by the sixth groove 23a
and the sixth crack prevention layer 230a, and a seventh
crack prevention layer 230b and an eighth crack preven-
tion layer 230c disposed in the seventh groove 23b and
the eighth groove 23c. The seventh groove 23b and the
eighth groove 23c are coupled or connected with the third
crack prevention layer 220a, the fourth crack prevention
layer 220b, and the fifth crack prevention layer 220c re-
spectively disposed in the third groove 22a, the fourth
groove 22b, and the fifth groove 22c formed at the surface
of the central portion of the bending area BA.
[0071] The sixth groove 23a, the sixth crack prevention
layer 230a, the seventh groove 23b, the seventh crack
prevention layer 230b, the eighth groove 23c, and the
eighth crack prevention layer 230c each has a closed
curved line shape (e.g., each is a closed curve).
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[0072] As described above, the support film 200 of the
display device according to the present exemplary em-
bodiment further includes the seventh groove 23b and
the eighth groove 23c that are coupled or connected with
the second crack prevention portion 220 that is disposed
in a center portion of the bending area BA and surround
the center portion of the bending area BA, and the sev-
enth crack prevention layer 230b and the eighth crack
prevention layer 230c that are respectively disposed in
the seventh groove 23b and the eighth groove 23c. Thus,
cracks which may be generated in areas adjacent to the
center of the bending area BA of the support film 200
when a display device 1000 is bent in the bending area
BA of the display device 1000 can be prevented (or a
likelihood or degree of the generation of such cracks may
be reduced), and the cracks generated at the center of
the bending area BA can be prevented from being addi-
tionally spread toward edges of the bending area BA from
the central portion of the bending area BA (or a likelihood
or degree of the spreading of such cracks may be re-
duced).
[0073] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0074] Referring to FIG. 11, a support film of a display
device according to another exemplary embodiment will
be described. FIG. 11 is a top plan view of a support film
of a display device according to another exemplary em-
bodiment.
[0075] Referring to FIG. 11, a support film of a display
device according to the present exemplary embodiment
is similar to the support film of the display device of FIG.
2 and FIG. 3 and the support film of the display device
of FIG. 6 and FIG. 7. Accordingly, a detailed description
of the same components already described will not be
repeated here.
[0076] A support film 200 of the display device accord-
ing to the present exemplary embodiment includes first
crack prevention portions 210 disposed in a bending area
BA and a second crack prevention portion 220 disposed
adjacent to a central portion of the bending area BA.
[0077] The first crack prevention portion 210 of the sup-
port film 200 includes a first crack prevention layer 210a
and a second crack prevention layer 210b, the support
film 200 includes a first groove 21a and a second groove
21b, and the first crack prevention layer 210a and the
second crack prevention layer 210b are disposed in the
first groove 21a and the second groove 21b.
[0078] Further the second crack prevention portion
220 of the support film 200 includes a third crack preven-
tion layer 220a, a fourth crack prevention layer 220b, and
a fifth crack prevention layer 220c. The support film 200
includes a third groove 22a, a fourth groove 22b, and a
fifth groove 22c formed at a surface of the support film
200, and the third crack prevention layer 220a, the fourth

crack prevention layer 220b, and the fifth crack preven-
tion layer 220c of the second crack prevention portion
220 are disposed in the third groove 22a, the fourth
groove 22b, and the fifth groove 22c formed at the surface
of the support film 200.
[0079] Since the first crack prevention layers 210a dis-
posed at ends of the support film 200 that supports the
display panel 100 and the second crack prevention layers
210b disposed at end portions of the bending area BA
while being adjacent to the first crack prevention layers
210a are included, cracks which may be generated at
edges of the bending area BA of the display device 1000
when the display device 1000 is bent at the bending area
BA of the support film 200 can be prevented from being
generated, and the cracks generated at edges of the
bending area BA can be prevented from spreading to a
central portion of the support film 200. Further, since the
crack prevention layers 220a, 220b, and 220c are formed
in the grooves 22a, 22b, and 22c of the central portion
of the bending area BA of the support film 200, cracks
which may be generated in an area adjacent to the center
of the bending area BA of the support film 200 when the
display device 1000 is bent at the bending area BA of
the support film 200 can be prevented from being gen-
erated (or a likelihood or degree of the generation of such
cracks may be reduced), and the cracks generated at
the center of the bending area BA can be prevented from
spreading to the edges of the bending area BA (or a like-
lihood or degree of the spreading of such cracks may be
reduced).
[0080] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0081] Next, referring to FIG. 12, a support film of a
display device according to another exemplary embodi-
ment will be described. FIG. 12 is a top plan view of a
support film of a display device according to another ex-
emplary embodiment.
[0082] Referring to FIG. 12, a support film of a display
device according to the present exemplary embodiment
is similar to the support film of the display device of FIG.
2 and FIG. 3 and the support film of the display device
of FIG. 8 and FIG. 9. Accordingly, a detailed description
of the same components already described will not be
repeated here.
[0083] A support film 200 of the display device accord-
ing to the present exemplary embodiment includes first
crack prevention portions 210 disposed in a bending area
BA, a second crack prevention portion 220 disposed ad-
jacent to a central portion of the bending area BA, and a
sixth crack prevention layer 230a that surrounds the sec-
ond crack prevention portion 220.
[0084] The first crack prevention portion 210 of the sup-
port film 200 includes a first crack prevention layer 210a
and a second crack prevention layer 210b, the support
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film 200 includes a first groove 21a and a second groove
21b, and the first crack prevention layer 210a and the
second crack prevention layer 210b are disposed in the
first groove 21a and the second groove 21b.
[0085] In addition, the second crack prevention portion
220 of the support film 200 includes a third crack preven-
tion layer 220a, a fourth crack prevention layer 220b, and
a fifth crack prevention layer 220c. The support film 200
includes a third groove 22a, a fourth groove 22b, and a
fifth groove 22c formed at a surface thereof, and the third
crack prevention layer 220a, the fourth crack prevention
layer 220b, and the fifth crack prevention layer 220c of
the second crack prevention portion 220 are disposed in
the third groove 22a, the fourth groove 22b, and the fifth
groove 22c formed at the surface of the support film 200.
[0086] In addition, the sixth crack prevention layer
230a of the support film 200 surrounds the second crack
prevention portion 220 that is disposed at a central por-
tion of the bending area BA.
[0087] Since the first crack prevention layer 210a dis-
posed at the end of the bending area BA and the second
crack prevention layer 210b disposed adjacent to the end
of the bending area BA while being adjacent to the first
crack prevention layer 210a are included, cracks which
may be generated at edges of the bending area BA of
the support film 200 when the display device 1000 is bent
can be prevented (or a likelihood or degree of the gen-
eration of such cracks may be reduced), and the cracks
generated at the edges of the bending area BA can be
prevented from spreading to a central portion of the sup-
port film 200 (or a likelihood or degree of the spreading
of such cracks may be reduced). In addition, the crack
prevention layers 220a, 220b, and 220c are formed in
the grooves 22a, 22b, and 22c in the central portion of
the bending area BA of the support film 200 and the sixth
crack prevention layer 230a that surrounds the second
crack prevention portion 220 are included, and thus
cracks which may be generated at an area adjacent to
the center of the bending area BA of the support film 200
when the display device 1000 is bent can be prevented
or reduced, and the cracks generated at the center of the
bending area BA can be prevented from spreading to
edges of the bending area BA (or a likelihood or degree
of such spreading may be reduced).
[0088] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented, and thus damage to
the support film 200 due to the cracks can be prevented,
thereby stably supporting the display panel 100.
[0089] Next, a support film of a display device accord-
ing to another exemplary embodiment will be described
with reference to FIG. 13. FIG. 13 is a top plan view of a
support film of a display device according to another ex-
emplary embodiment.
[0090] Referring to FIG. 13, a support film 200 of a
display device according to the present exemplary em-
bodiment is similar to the support film 200 of the display
device of FIG. 2 and FIG. 3 and the support film 200 of

the display device of FIG. 10. Accordingly, a detailed de-
scription of the same components already described will
not be repeated here.
[0091] The support film 200 of the display device ac-
cording to the present exemplary embodiment includes
first crack prevention portions 210 disposed in a bending
area BA, a second crack prevention portion 220 disposed
adjacent to a central portion of the bending area BA, a
sixth crack prevention layer 230a that surrounds the sec-
ond crack prevention portion 220, and seventh and eighth
crack prevention layers 230b and 230c disposed in the
central portion of the bending area BA that is surrounded
by the sixth crack prevention layer 230a.
[0092] The first crack prevention portion 210 of the sup-
port film 200 includes a first crack prevention layer 210a
and a second crack prevention layer 210b, the support
film 200 includes a first groove 21a and a second groove
21b, and the first crack prevention layer 210a and the
second crack prevention layer 210b are disposed in the
first groove 21a and the second groove 21b.
[0093] In addition, the second crack prevention portion
220 of the support film 200 includes a third crack preven-
tion layer 220a, a fourth crack prevention layer 220b, and
a fifth crack prevention layer 220c. The support film 200
includes a third groove 22a, a fourth groove 22b, and a
fifth groove 22c formed at a surface thereof, and the third
crack prevention layer 220a, the fourth crack prevention
layer 220b, and the fifth crack prevention layer 220c of
the second crack prevention portion 220 are disposed in
the third groove 22a, the fourth groove 22b, and the fifth
groove 22c formed at the surface of the support film 200.
[0094] Further, the sixth crack prevention layer 230a
of the support film 200 surrounds the second crack pre-
vention portion 220 that is disposed at the central portion
of the bending area BA. The seventh crack prevention
layer 230b and the eighth crack prevention layer 230c of
the support film 200 are coupled or connected with the
second crack prevention portion 220 disposed at the cen-
tral portion of the bending area BA and thus surround the
center portion of the bending area BA.
[0095] Since the first crack prevention layer 210a dis-
posed at the end of the bending area BA and the second
crack prevention layer 210b disposed adjacent to the end
of the bending area BA while being adjacent to the first
crack prevention layer 210a are included, cracks which
may be generated at edges of the bending area BA of
the support film 200 when the display device 1000 is bent
can be prevented (or a likelihood or degree of the gen-
eration of such cracks may be reduced), and the cracks
generated at the edges of the bending area BA can be
prevented from spreading to a central portion of the sup-
port film 200 (or a likelihood or degree of the spreading
of such cracks may be reduced). In addition, the crack
prevention layers 220a, 220b, and 220c are formed in
the grooves 22a, 22b, and 22c in the central portion of
the bending area BA of the support film 200, and the
second crack prevention portion 220, the sixth crack pre-
vention layer 230a that surrounds the second crack pre-
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vention portion 220, and the seventh and eighth crack
prevention layers 230b and 230c that are coupled or con-
nected with the second crack prevention portion 220 and
disposed in a center area of the bending area BA sur-
rounded by the sixth crack prevention layer 230a are pro-
vided, and thus when the display device 1000 is bent in
the bending area BA of the display device 1000, cracks
which may be generated in an area adjacent to the center
of the bending area BA can be prevented from being
generated (or a likelihood or degree of the generation of
such cracks may be reduced), and spreading of the crack
generated in the center of the bending area BA to edges
of the bending area BA can be prevented or reduced.
[0096] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.
[0097] Next, referring to FIG. 14 and FIG. 15, a support
film of a display device according to another exemplary
embodiment will be described. FIG. 14 is a perspective
view of a support film of a display device according to
another exemplary embodiment, and FIG. 15 is a cross-
sectional view of the support film of FIG. 14.
[0098] Referring to FIG. 14 and FIG. 15, a support film
200 of a display device according to the present exem-
plary embodiment includes ridges and valleys 24 that are
arranged at regular intervals while having a set or pre-
determined gap therebetween in a bending area BA. The
ridges and valleys 24 of the support film 200 are formed
at opposite surfaces of the support film 200.
[0099] Third crack prevention portions 240 are formed
in the valleys 24 of the support film 200. The third crack
prevention portions 240 fill the valleys 24 provided at the
opposite surfaces of the support film 200.
[0100] As described, the bending area BA of the sup-
port film 200 includes the valleys 24, which are concave
portions arranged at regular intervals, and the third crack
prevention portions 240 disposed in the valleys 24, and
thus when the display device 1000 is bent, cracks which
may be generated in the bending area BA of the support
film 200 can be prevented from being generated and
spreading of the cracks can be prevented (or a likelihood
or degree of the generation and spreading of such cracks
may be reduced).
[0101] In addition, since the bending area BA has a flat
surface by the third crack prevention portions 240 of the
bending area BA, the crack prevention portion of the
bending area BA can be prevented from being visible to
the outside (or the visibility of the crack prevention portion
of the bending area BA can be reduced).
[0102] As described, the generation and spread of
cracks in the support film 200 due to bending of the dis-
play device 1000 can be prevented or reduced, and thus
damage to the support film 200 due to the cracks can be
prevented or reduced, thereby stably supporting the dis-
play panel 100.

[0103] Referring to FIG. 16 and FIG. 17, a support film
of a display device according to another exemplary em-
bodiment will be described. FIG. 16 is a top plan view of
a support film of a display device according to another
exemplary embodiment, and FIG. 17 is a cross-sectional
view of the support film of FIG. 16.
[0104] Referring to FIG. 16 and FIG. 17, a support film
200 of a display device according to the present exem-
plary embodiment includes a plurality of ninth grooves
25 arranged at regular intervals, and fourth crack pre-
vention portions 250 disposed in the plurality of ninth
grooves 25.
[0105] The plurality of ninth grooves 25 and the fourth
crack prevention portions 250 may be uniformly (e.g.,
substantially uniformly) disposed throughout the bending
area BA.
[0106] In the present exemplary embodiment, each
ninth groove 25 has a triangular-shaped cross-section,
but this is not restrictive. The largest or maximum thick-
ness of the ninth groove 25 may be about 20 % of a
thickness of the support film 200, and a side surface of
the ninth groove 25 and a surface of the support film 200
may form an angle of about 60 degrees.
[0107] As described, since the plurality of ninth
grooves 25 disposed at regular intervals throughout the
bending area BA of the support film 200 and the fourth
crack prevention portions 250 disposed in the plurality of
ninth grooves 25 are provided, when a display device
1000 is bent, cracks which may be generated in the bend-
ing area BA of the support film 200 can be prevented
from being generated, and spreading of the cracks can
be prevented (or a likelihood or degree of the generation
and spreading of such cracks may be reduced).
[0108] In addition, the fourth crack prevention portion
250 of the bending area BA has flat surface together with
the surface of the support film 200, and accordingly, the
bending area BA as a flat surface, thereby preventing or
reducing the crack prevention portion of the bending area
BA from being visible to the outside.
[0109] Next, a method for manufacturing a display de-
vice according to an exemplary embodiment will be de-
scribed with reference to FIG. 18 to FIG. 20. FIG. 18 to
FIG. 20 are cross-sectional views illustrating a manufac-
turing method of a display device according to an exem-
plary embodiment.
[0110] Referring to FIG. 18, a groove 21 is formed in
a support film 200. The groove 21 may be formed by
etching and/or the like. A first thickness D1 of the groove
21 may be about 20 % of a second thickness D2 of the
support film 200. A cross-section of the groove 21 may
have a triangular shape, and a first angle θ1 formed by
a side surface of the groove 21 and a surface of the sup-
port film 200 may be about 60 degrees.
[0111] Next, as shown in FIG. 19, a crack prevention
material layer 3 such as a resin and/or the like that forms
a crack prevention layer is applied to the groove 21.
[0112] Then, the crack prevention material layer 3 dis-
posed on the surface of the support film 200 is removed
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to planarize the surfaces of the support film 200 and a
crack prevention layer 2100 such that, as shown in FIG.
20, the crack prevention layers 2100 are formed in the
grooves 21 of the support film 200. The support film 200
including the grooves 21 and the crack prevention layers
2100 are attached to a display panel 100 that includes a
substrate, a transistor, and an emission portion such that
the display device 1000 shown in FIG. 1 is formed.
[0113] When the crack prevention layers 2100 are
formed in the grooves 21 of the support film 200, the
crack prevention portion of the bending area BA can be
prevented from being viewed to the outside (or the visi-
bility from the outside may be reduced) since the crack
prevention layer 2100 and the bending area BA have flat
surfaces.
[0114] Next, a method for manufacturing a support film
of a display device according to another exemplary em-
bodiment will be described with reference to FIG. 21 and
FIG. 22, together with FIG. 1 to FIG. 3. FIG. 21 to FIG.
22 are cross-sectional views of a manufacturing method
of a display device according to another exemplary em-
bodiment.
[0115] As shown in FIG. 21, grooves 21 are formed in
a support film 200 and crack prevention layers 2100 are
formed in the grooves 21, and as shown in FIG. 22, the
support film 200 is cut along a position V that overlaps
the first crack prevention layer 210a that is adjacent to a
first edge 20a of the support film 200 to form an edge 20
such that, the first crack prevention portion 210 that in-
cludes the first crack prevention layer 210a that extends
along an edge of the bending area BA of the support film
200, as shown in FIG. 1 to FIG. 3, is formed, and the
display device 1000 shown in FIG. 1 to FIG. 3 is formed
by attaching the support film 200 to a display panel 1000
that includes a substrate, a transistor, and an emission
portion.
[0116] As described, the grooves are formed in the
support film 200 that supports the display panel 100 of
the display device 1000 and the crack prevention layers
disposed in the grooves are formed to prevent or reduce
generation and spread of cracks, which may be gener-
ated due to bending of the display device 1000, in the
support film 200, thereby preventing the support film 200
from being damaged due to the cracks and stably sup-
porting the display panel 100.
[0117] It will be understood that, although the terms
"first," "second," "third," etc., may be used herein to de-
scribe various elements, components, regions, layers
and/or sections, these elements, components, regions,
layers and/or sections should not be limited by these
terms. These terms are used to distinguish one element,
component, region, layer or section from another ele-
ment, component, region, layer or section. Thus, a first
element, component, region, layer or section described
below could be termed a second element, component,
region, layer or section, without departing from the spirit
and scope of the present disclosure.
[0118] The terminology used herein is for the purpose

of describing particular embodiments only and is not in-
tended to be limiting of the present disclosure. As used
herein, the singular forms "a" and "an" are intended to
include the plural forms as well, unless the context clearly
indicates otherwise. As used herein, the term "and/or"
includes any and all combinations of one or more of the
associated listed items. Expressions such as "at least
one of," when preceding a list of elements, modify the
entire list of elements and do not modify the individual
elements of the list.
[0119] As used herein, the terms "substantially,"
"about," and similar terms are used as terms of approx-
imation and not as terms of degree, and are intended to
account for the inherent deviations in measured or cal-
culated values that would be recognized by those of or-
dinary skill in the art. Further, the use of "may" when
describing embodiments of the present disclosure refers
to "one or more embodiments of the present disclosure."
As used herein, the terms "use," "using," and "used" may
be considered synonymous with the terms "utilize," "uti-
lizing," and "utilized," respectively. Also, the term "exem-
plary" is intended to refer to an example or illustration.
[0120] Also, any numerical range recited herein is in-
tended to include all subranges of the same numerical
precision subsumed within the recited range. For exam-
ple, a range of "1.0 to 10.0" is intended to include all
subranges between (and including) the recited minimum
value of 1.0 and the recited maximum value of 10.0, that
is, having a minimum value equal to or greater than 1.0
and a maximum value equal to or less than 10.0, such
as, for example, 2.4 to 7.6. Any maximum numerical lim-
itation recited herein is intended to include all lower nu-
merical limitations subsumed therein, and any minimum
numerical limitation recited in this specification is intend-
ed to include all higher numerical limitations subsumed
therein. Accordingly, Applicant reserves the right to
amend this specification, including the claims, to ex-
pressly recite any sub-range subsumed within the ranges
expressly recited herein.

Description of some of the symbols

[0121]

100: display panel
200: support film
BA: bending area
210: first crack prevention portion
220: second crack prevention portion
240: third crack prevention portion
250: fourth crack prevention portion
21, 21a, 21b, 22a, 22b, 22c, 23a, 23b, 23c, 25:
groove
210a, 210b, 220a, 220b, 220c, 230a, 230b, 230c:
crack prevention layer

17 18 



EP 3 525 035 A1

11

5

10

15

20

25

30

35

40

45

50

55

Claims

1. A support film (200) for supporting a display panel
(100), comprising:

a bending area (BA),
a first groove (21a) disposed in the bending area
(BA),
characterized by
a first crack prevention layer (210a) disposed in
the first groove (21a).

2. The support film (200) of claim 1, wherein the first
groove (21a) and the first crack prevention layer
(210a) are disposed to overlap edges of the bending
area (BA) along the edges.

3. The support film (200) of at least one of claims 1 or
2, wherein the support film (200) further comprises
a second groove (21b) that is disposed in the bending
area (BA) and extends in parallel with the first groove
(21a), and a second crack prevention layer (210b)
that is disposed in the second groove (21b).

4. The support film (200) of at least one of claims 1 to
3, wherein the support film (200) further comprises
a second groove (21b) that is concave and disposed
at a central portion of the bending area (BA), and a
second crack prevention layer (210b) that is dis-
posed in the second groove (21b).

5. The support film (200) of at least one of claims 3 or
4, wherein the support film (200) further comprises
a third groove (22a) that surrounds the second
groove (21b), and a third crack prevention layer
(210c) that is disposed in the third groove (22a).

6. The support film (200) of claim 5, wherein the support
film (200) further comprises a fourth groove (22b)
that is coupled with the second groove (21b) and
formed in the shape of a closed curved line, and a
fourth crack prevention layer (220b) that is disposed
in the fourth groove (22b).

7. The support film (200) of at least one of claims 1 to
6, wherein the first groove and the first crack preven-
tion layer (220b) are disposed adjacent to edges of
the bending area (BA), and extend in parallel with
the edge of the bending area (BA).

8. The support film (200) of at least one of claims 1 to
7, wherein the support film (200) further comprises
a second groove (21b) disposed in the bending area
(BA) and extends in parallel with the first groove
(21a), and a second crack prevention layer (210b)
that is disposed in the second groove.

9. The support film (200) of at least one of claims 1 to

8, wherein the first groove and the first crack preven-
tion layer (210a) are disposed at a central portion of
the bending area (BA), and the first groove (21a) is
formed to be concave at a surface of the support film
(200).

10. The support film (200) of at least one of claims 1 to
9, wherein the support film (200) further comprises
a second groove (22a) that surrounds the first groove
(21a), and a second crack prevention layer (220a)
that is disposed in the second groove (22a).

11. The support film (200) of at least one of claims 5 to
10, wherein the support film (200) further comprises
a third groove (22a) that is coupled with the first
groove (21a) and formed in the shape of a closed
curved line, and a third crack prevention layer that
is disposed in the third groove (22a).

12. A display device (1000), comprising the display pan-
el (100) of at least one of claims 1 to 11,:

- the display panel (100) includes a substrate
and an emission layer;-the support film (200)
overlaps the display panel (100),

wherein the display panel and the support film com-
prise a bending area, and
wherein the support film comprises a first groove dis-
posed in the bending area and a first crack preven-
tion layer disposed in the first groove.

13. The display device (1000) of claim 12, character-
ized by the support film (200) as per at least one of
claims 1 to 12
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