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(54) FRAMEWORK FOR DEVELOPING AND DEPLOYING APPLICATIONS

(57) A system may determine one or more data
sources which the system is configured to access. The
system may provide a set of application programming
interfaces (APIs) for interacting with data stored in one
or more data sources. The APIs may be accessible to
one or more web applications which the system is con-
figured to serve. The system may determine that a web
application has requested an operation for interacting
with the data through one or more APIs in the set of APIs.
The system may determine one or more responses
based at least in part on the operation requested by the
web application. The system may provide the re-
sponse(s) to the web application.
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Description

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit under 35
U.S.C. § 119(e) of the United States Provisional Appli-
cation Serial No. 62/418,397, filed November 7, 2016,
the content of which is hereby incorporated by reference
in its entirety.

FIELD OF DISCLOSURE

[0002] This disclosure relates to a framework for de-
veloping and deploying applications.

BACKGROUND

[0003] Under conventional approaches, a data analy-
sis platform for analyzing various data may be deployed.
The data may be obtained from many disparate data
sources and, in some instances, the data may be ingest-
ed into one or more object-based data models that are
supported by the data analysis platform. Users can in-
teract with the data analysis platform using a workspace
through which various operations, or workflows, for ac-
cessing and manipulating data may be utilized. In some
instances, users may also need access to other types of
operations and/or data sources that are not yet supported
by the data analysis platform or whose integration with
the data analysis platform is not feasible. In such instanc-
es, the users will typically need to develop a separate
solution through which the other types of operations
and/or data sources can be surfaced. Having to create
and deploy such separate solutions that also easily inte-
grate with the data analysis platform can be both chal-
lenging and inefficient.

SUMMARY

[0004] Various embodiments of the present disclosure
can include systems, methods, and non-transitory com-
puter readable media configured to determine a first data
source which the system is configured to access; provide
a set of application programming interfaces (APIs) for
interacting with data stored in the first data source, the
APIs being accessible to a first web application which
the system is configured to serve; determine that the first
web application has requested a first operation for inter-
acting with the data through a first API in the set of APIs;
determine one or more first responses based at least in
part on the first operation requested by the first web ap-
plication; and provide the one or more first responses to
the first web application.
[0005] In some embodiments, the systems, methods,
and non-transitory computer readable media are config-
ured to determine that the first operation involves inter-
acting with the first data source; provide information de-
scribing the first operation to the first data source for

processing; and obtain the one or more first responses
from the first data source.
[0006] In some embodiments, the systems, methods,
and non-transitory computer readable media are config-
ured to determine that the first operation involves inter-
acting with the first data source; provide information de-
scribing the first operation to a data analysis platform for
processing; and obtain the one or more first responses
from the data analysis platform.
[0007] In some embodiments, the systems, methods,
and non-transitory computer readable media are config-
ured to cause the system to integrate with a data analysis
platform through which a second data source is acces-
sible, wherein the first data source is not accessible
through the data analysis platform; provide information
describing a second operation to the data analysis plat-
form for processing using data stored in the second data
source; and obtain one or more second responses from
the data analysis platform.
[0008] In some embodiments, the systems, methods,
and non-transitory computer readable media are config-
ured to configure the system to serve a second web ap-
plication, the second web application being deployed to
process data stored in a second data source; and cause
the system to integrate with the second data source, the
system being configured to restrict access to the second
data source to only the second web application.
[0009] In some embodiments, a server plugin provides
a second set of APIs for interacting with the data stored
in the first data source, the server plugin being deployed
in a workspace running on a computing device; wherein
the systems, methods, and non-transitory computer
readable media are configured to process requests from
the server plugin; determine that the server plugin has
requested a second operation for interacting with the data
through one or more of the set of APIs; determine one
or more second responses based at least in part on the
second operation requested by the server plugin; and
provide the one or more second responses to the server
plugin.
[0010] In some embodiments, the server plugin is con-
figured to serve a second web application deployed in
the workspace running on the computing device; and the
server plugin provides the one or more second responses
to the second web application.
[0011] In some embodiments, the second web appli-
cation is deployed a Java workspace running on the com-
puting device.
[0012] In some embodiments, the second web appli-
cation is able to be deployed separately for execution
through a web browser application.
[0013] In some embodiments, the first web application
is running a web browser application.
[0014] These and other features of the systems, meth-
ods, and non-transitory computer readable media dis-
closed herein, as well as the methods of operation and
functions of the related elements of structure and the
combination of parts and economies of manufacture, will
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become more apparent upon consideration of the follow-
ing description and the appended claims with reference
to the accompanying drawings, all of which form a part
of this specification, wherein like reference numerals des-
ignate corresponding parts in the various figures. It is to
be expressly understood, however, that the drawings are
for purposes of illustration and description only and are
not intended as a definition of the limits of the invention.

Brief Description of the Drawings

[0015]

FIGURE 1 illustrates an example block diagram of
a web application, a server, and a data source, ac-
cording to an embodiment of the present disclosure.
FIGURE 2 illustrates an example block diagram of
web applications, a server, and data sources, ac-
cording to an embodiment of the present disclosure.
FIGURE 3 illustrates an example block diagram of
a web application, a server, a data analysis platform,
and data sources, according to an embodiment of
the present disclosure.
FIGURE 4 illustrates an example block diagram of
a web application, a plugin-server, a data analysis
platform, and a data source, according to an embod-
iment of the present disclosure.
FIGURE 5 illustrates an example block diagram of
web applications, a plugin-server, a server, a data
analysis platform, and data sources, according to an
embodiment of the present disclosure.
FIGURE 6 illustrates an example method for serving
web applications, according to an embodiment of the
present disclosure.
FIGURE 7 illustrates a diagrammatic representation
of an embodiment of a computer system, within
which a set of instructions for causing the computer
system to perform one or more of the embodiments
described herein can be executed, according to an
embodiment of the present disclosure.

Detailed Description

[0016] Embodiments herein which are rooted in com-
puter technology overcome problems specifically arising
in the realm of computer technology. In various imple-
mentations, a computing system is configured to provide
a set of application programming interfaces (APIs) that
allow users to interact with the data analysis platform.
The computing system may also be configured to imple-
ment various modularized services through which oper-
ations for accessing and manipulating data can be per-
formed. Such operations can allow for querying data as
well as accessing and manipulating object graphs. The
computing system may also be configured to implement
various plugins that extend the functionality of the com-
puting system. One example plugin can allow the com-
puting system to access and ingest new data sources on

which various operations will be performed. In one ex-
ample, the computing system may be implemented as a
web server. Users can develop web applications that can
run on the web server and can utilize the various inte-
grations that have been configured through the web serv-
er. In another example, a plugin (e.g., an embedded web
server) that implements some, or all, of the features of
the web server can be installed in a workspace client. In
this example, any web applications that were developed
can be executed on the stand-alone workspace client.
[0017] FIG. 1 illustrates an example block diagram of
a web application A 122, an S-server 110, and a data
source A 132. The S-server 110 may include a processor
112, memory 114, and/or other components. The proc-
essor 112 may provide information processing capabili-
ties. The processor 112 may comprise one or more of a
digital processor, an analog processor, a digital circuit
designed to process information, a central processing
unit, a graphics processing unit, a microcontroller, an an-
alog circuit designed to process information, a state ma-
chine, and/or other mechanisms for electronically
processing information. The memory 114 includes elec-
tronic storage medium that electronically stores informa-
tion. The memory 114 may store software algorithms,
information determined by processor 112, information re-
ceived remotely, and/or other information needed for the
S-server 110 to operate. The memory 114 may store in-
structions 116 and/or other information. The instructions
116, when executed by processor 112, can cause the S-
server 110 to perform the various functions and/or oper-
ations disclosed herein.
[0018] In various embodiments, the S-server 110 pro-
vides a platform on which applications (e.g., web appli-
cations) can be developed and deployed. In some em-
bodiments, the S-server 110 is configured to operate as
a web server on which a set of application programming
interfaces (APIs) 100 that provide various functionality
are implemented. In one example, the web application A
122 may utilize the APIs 100 to request various opera-
tions to be performed on data (e.g., loading and storing
data objects with properties and links, searching for data
objects, tagging data objects, to name some examples).
Such data may be stored in a data source (or data store)
such as the data source A 132. In some embodiments,
the data may be stored in other data sources that are not
directly accessible to the S-server. For example, the data
sources may be accessible through a separate data anal-
ysis platform. In such instances, the APIs 100 and/or a
separate set of APIs implemented by the data analysis
platform may be utilized to request operations to be per-
formed on data stored in the other data sources, as de-
scribed below.
[0019] The S-server 110 may be configured to serve
the web application A 122. In one example, the S-server
110 may provide the web application A 122 with resourc-
es and/or access to data sources (e.g., the data source
A 132), for example, for purposes of accessing, creating,
and/or modifying data stored in the data source A 132.
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In general, an application (e.g., web application) may be
a software application that runs on one or more comput-
ing systems (e.g., S-server 110, P-server, etc.). A web
application may provide one or more frontend interfaces
through which various operations may be performed. In
general, web applications can be created using any gen-
erally known programming language including, for exam-
ple, the Java programming language. In performing such
operations, the web application may interact with one or
more data sources (and/or data analysis platform)
through a set of APIs provided by the one or more com-
puting systems (e.g., S-server 110 and/or a P-server). In
one example, the web application may be executed using
various browser applications (e.g., web browsers). In an-
other example, the same web applications may be con-
figured to execute as applications in a Java workspace,
as described below.
[0020] As mentioned, the S-server 110 provides the
set of APIs 100 through which applications, e.g., the web
application A 122, can request operations to be per-
formed. In one example, the web application A 122 can
utilize the APIs 100 to interact with data (e.g., access,
create, and/or modify data) stored in the data source A
132. The APIs 100 may provide mechanisms by which
web applications are able to communicate with other
computing systems (e.g., the S-server 110, a P-server,
a data analysis platform, and/or data sources). In some
embodiments, the APIs 100 may include one or more
sets of routines, protocols, and/or tools for building web
applications. The APIs may also specify routines, proto-
cols, and/or tools that define how a web application com-
municates with the computing systems. In various em-
bodiments, the APIs may be modular and individually
comprehensive packages for performing data opera-
tions, such as data read, data write, data search, data
tag, data promotion, and/or other operations, to name
some examples. In some embodiments, such data op-
erations may be used on object graphs to perform, for
example, object loads, searches, writes, organization,
and publication. In various embodiments, the APIs 100
may include a set of Hypertext Transfer Protocol (HT-
TP)/JavaScript Object Notation (JSON) APIs that provide
functionalities receiving and processing data operations
over one or more networks. For example, APIs 100 may
provide functionalities for loading, storing, editing,
searching, and/or otherwise interacting with data. The
APIs 100 can allow web applications to make API calls,
which may specify one or more actions, one or more pa-
rameters, and/or one or more values for interacting with
data. In some implementations, the S-server 110 can be
configured so that a web application may communicate
with other web applications using calls made through the
APIs 100.
[0021] In various embodiments, the S-server 110 can
be configured to access one or more data sources. In
some embodiments, the S-server 110 can be configured
to interact with data sources based on a configuration
file that provides information needed to access the re-

spective data sources. Such information can specify an
address (e.g., network address, etc.) for connecting to
the data source A 132, access credentials, type of data
source (e.g., type of database), to name some examples.
In some instances, a data source itself may be capable
of performing operations. For example, the data source
may provide data processing functionalities for data
stored in the data source including, for example, creating
objects, updating objects, searching for objects, aggre-
gating objects, to name some examples. In such instanc-
es, the S-server 110 can be configured to leverage the
capabilities of the data source when requesting opera-
tions to be performed. Some example data sources that
can include various types of databases, CSV files, text
files, to name some examples. In various embodiments,
the data source, e.g., the data source A 132, may refer
to an electronic storage and/or database that stores data
for use by web applications, an S-server, a P-server,
and/or a data analysis platform.
[0022] In the example of FIG. 1, the S-server 110 may
determine that the web application A 122 has requested
one or more operations for interacting with the data (e.g.,
accessing, creating, and/or modifying data) through one
or more of the APIs 100. The S-server 110 can process
the request(s) received from web application A 122
through one of more of the APIs 100 and determine
whether the web application A 122 (and/or a user ac-
cessing the web application) has access to the requested
data and/or access to perform the requested data oper-
ation(s). If the web application A 122 (or the user access-
ing the web application A 122) does not have access,
the S-server 110 can provide a response to the web ap-
plication A 122 indicating that the web application A 122
lacks access to perform the requested operation(s). How-
ever, if the web application A 122 has access, the S-
server 110 can provide one or more responses to the
requested operation(s). In some embodiments, the re-
sponses are generated and provided by the S-server
110. In some embodiments, the responses may be gen-
erated by the data source A 132 which is configured to
process the requested operation(s), for example, based
on the data stored in the data source A 132. For example,
the operation may request a search of data stored in the
data source A 132. In this example, the data source A
132 can be configured to perform the requested search
operation and provide one or more responses to the
search operation to be communicated to the web appli-
cation A 122 through the S-server 110. In some embod-
iments, the response(s) may be provided as JavaScript
Object Notation (JSON) objects.
[0023] FIG. 2 illustrates an example block diagram of
a web application A 222, a web application B 224, an S-
server 210, a data source A 232, a data source B 234,
and a set of APIs 200 that are provided by the S-server
210. The S-server 210 may include a processor 212,
memory 214, instructions 216, and/or other components.
In some embodiments, the S-server 210 can be config-
ured to implement some, or all, of the functionalities of
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the S-server 110 as described above. Similarly, in some
embodiments, the APIs 200 can be configured to imple-
ment some, or all, of the functionalities of the APIs 100
as described above.
[0024] In some implementations, the S-server 210 may
be integrated with, e.g., configured to communicate and
access, one or more data sources. For example, the S-
server 210 may be configured to access the data source
A 232 and the data source B 234. The S-server 210 may
provide access to data stored in the data source A 232
and/or the data source B 234 to web applications through
the set of APIs 200. In some embodiments, the S-server
210 can be configured to restrict access to the data sourc-
es. For example, the S-server 210 can be configured to
restrict access to the data source A 232 to the web ap-
plication A 222 and to restrict access to the data source
B 234 to the web application B 224. Such access restric-
tions may be granular so that web applications can be
restricted to perform one or more pre-defined operations
on data stored in a given data source.
[0025] In various embodiments, the S-server 210 may
be configured to run and serve both the web application
A 222 and the web application B 224. For example, the
S-server 210 may serve resources provided by the S-
server 210, the data source A 232, and/or data source B
234. Assuming they have been granted the appropriate
permissions, the web application A 222 and/or the web
application B 224 can interact with the S-server 210
through the APIs 200 to access, create, and/or modify
data that is stored in the data source A 232 and/or the
data source B 234. For example, the S-server 210 may
determine that the web application A 222 has requested
to perform one or more write operations to the data stored
in the data source A 232 through the APIs 200. The S-
server 210 can process the request from the web appli-
cation A 222 and determine the requested operations
involved. As mentioned, in some embodiments, the op-
erations may be performed by the respective data source
on which the data is stored. In such embodiments, for
example, if the web application A 222 requests one or
more operations to be performed using data stored in the
data source A 232, then the data source A 232 can per-
form the requested operations and provide responses to
the S-server 210 and/or the web application A 222. These
responses may include data requested by the web ap-
plication A 222 and/or messages from the data source A
232 (e.g., error messages, status messages, etc.). In
some embodiments, the operations may be performed
by the S-server 210 by interacting with the respective
data source on which the data is stored. For example, in
such embodiments, if the web application A 222 requests
one or more operations to be performed using data stored
in the data source A 232, then the S-server 210 can in-
teract with the data source A 232 to perform the request-
ed operations and provide responses to the web appli-
cation A 222.
[0026] FIG. 3 illustrates an example block diagram of
a web application A 322, an S-server 310, a data analysis

platform 340, a data source A 332, and a data source C
336. The S-server 310 may include a processor 312,
memory 314, instructions 316, and/or other components.
In some embodiments, the S-server 310 can be config-
ured to implement some, or all, of the functionalities of
the S-server described above. Similarly, in some embod-
iments, the APIs 300 can be configured to implement
some, or all, of the functionalities of the APIs described
above. In the example of FIG. 3, the S-server 310 may
be configured to access the data source A 332. Further,
the S-server 310 can be configured to access the data
source C 336 through the data analysis platform 340.
[0027] The S-server 310 may be configured to serve
the web application A 322, for example, using resources
from the S-server 310, the data analysis platform 340,
the data source A 332, and/or the data source C 336. In
various embodiments, the S-server 310 may implement
APIs 300 that can be used by the web application A 322
for purposes of interacting with data stored in the data
analysis platform 340, the data source A 332, and/or the
data source C 336, for example. For example, the S-
server 310 may determine that the web application A 322
has requested to perform one or more operations for in-
teracting with the data (e.g., accessing, creating, and/or
modifying data) through the APIs 300. In various embod-
iments, the S-server 310 may utilize the APIs 300 and/or
other APIs to interact with the data source A 332 and/or
the data analysis platform 340. In one example, the data
analysis platform 340 may provide a separate set of APIs
which are accessible to the S-server 310 for requesting
operations to be performed by the data analysis platform
340 and/or data to be retrieved through the data analysis
platform 340. In various embodiments, a data analysis
platform, e.g., the data analysis platform 340, may refer
to software and/or hardware that provides data process-
ing functionalities to one or more servers and/or one or
more web applications. In one example, the data analysis
platform may provide functionalities for accessing, cre-
ating, processing, and/or modifying data (or data objects)
stored in one or more data sources.
[0028] In some embodiments, the S-server 310 can
delegate, or route, the requested operations to the ap-
propriate data entity (e.g., the data source A 332, the
data analysis platform 340, etc.) for processing the op-
erations. The data entity can provide the S-server 310
with one or more responses that were determined based
at least in part on the operation(s) requested by the web
application A 322. For example, the web application A
322 may request an operation to search for various data
in the data source A 332. In this example, the web appli-
cation A 322 can interact with the data source A 332
using the APIs 300 provided by the S-server 310. The
data source A 332 can perform the requested operation
and provide one or more responses to the web applica-
tion A 322. For example, the data source A 332 can pro-
vide a response (e.g., a JSON object) with information
responsive to the requested search operation to the S-
server 310, which then forwards the response to the web
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application A 322. In another example, the web applica-
tion A 322 may request an operation to update (or modify)
data stored in the data source C 336. In this example,
the web application A 322 can interact with the data
source C 336 through the data analysis platform 340 us-
ing the APIs 300 provided by the S-server 310. The data
analysis platform 340 and/or the data source C 336 can
perform the requested operation and provide one or more
responses to the web application A 322. For example,
the data source C 336 can provide a response (e.g., a
JSON object) to the data analysis platform 340 with in-
formation responsive to the requested update operation.
In this example, the data analysis platform 340 can send
the response to the S-server 310 which then sends the
response to the web application A 322.
[0029] In some embodiments, the S-server 310 may
convert data stored in one or more data sources to a
native format that is recognized by the data analysis plat-
form 340. For example, the data in the data source A 332
may be stored in a legacy system. The operation of the
legacy system may be slow and/or the legacy system
may not allow for certain operations on the data stored
in data source A 332. In this example, a user accessing
the web application A 322 may request to perform oper-
ations that can be performed by the data analysis plat-
form 340 but that are not supported the by data source
A 332. In such instances, converting the legacy system
to a format recognized by the data analysis platform 340
may be slow and/or require vast amounts of process-
ing/storage resources. Instead, the S-server 310 may be
configured to selectively promote data stored in the data
source A 332. That is, rather than converting all of the
data stored in the data source A 332, the S-server 310
may "promote" the data required for the operation. In
some embodiments, promoting data may include select-
ing the relevant data in the data source A 332 and con-
verting the relevant data to a format that is recognized
by the data analysis platform 340. Promotion of data may
be performed in real-time. For example, in response to
a request for an operation on a particular data in data
source A 332, the S-server 310 may convert the particular
data so that the data is accessible by the data analysis
platform 340. The converted data may be stored in the
S-server 310, the data analysis platform 340, and/or oth-
er electronic storage accessible to the data analysis plat-
form 340 (e.g., data source C 336). When a subsequent
operation on the particular data in the data source A 332
is requested, the data analysis platform 340 may use the
converted data to perform the operation. Promotion of
the data may enable users accessing web applications
to make use of the data without having to fully integrate
the S-server 310 with the legacy server.
[0030] FIG. 4 illustrates an example block diagram of
a web application C 426, a P-server 450, a data analysis
platform 440, and a data source C 436. In some embod-
iments, the P-server 450 may be a software application
plugin that is implemented within a workspace 452 (e.g.,
a Java workspace) running on a computing system. In

such embodiments, the P-server 450 can be configured
to operate as a web server embedded in the workspace
452. In various embodiments, the P-server 450 may be
configured to provide some, or all, of the functionalities
that are provided by an S-server as described above.
[0031] The P-server 450 may implement a set of APIs
400 that are configured to implement some, or all, of the
functionalities of the APIs described above. As a result,
the P-server 450 can provide the workspace 452 with the
functionalities of the S-server without requiring a sepa-
rate web server to be deployed. In some embodiments,
implementation of the same APIs by an S-server and the
P-server 450 allows web applications to run on an S-
server and/or the P-server 450 while using the same
APIs. Thus, using the same APIs allows frontend appli-
cations (e.g., web applications) to be developed agnostic
of whether the frontend applications will be deployed on
top of an S-server (e.g., web server), P-server (e.g., with-
in a workspace), and/or future back-end systems. In var-
ious embodiments, the P-server 450 may utilize the APIs
400 and/or other APIs to interact with the data analysis
platform 440. In one example, the data analysis platform
440 may provide a separate set of APIs which are ac-
cessible to the P-server 450 for requesting operations to
be performed by the data analysis platform 440 and/or
data to be retrieved through the data analysis platform
440.
[0032] For example, the P-server 450 may determine
that the web application C 426 has requested one or more
operations for interacting with the data (e.g., accessing,
creating, and/or modifying data) through one or more of
the APIs 400. The P-server 450 can process the re-
quest(s) from the web application C 426 and determine
the requested operations involved. As mentioned, in
some embodiments, the operations may be performed
by the respective data source on which the data is stored.
For example, in such embodiments, if the web application
C 426 requests one or more operations to be performed
using data stored in the data source C 436, then the data
analysis platform 440 and/or the data source C 436 can
perform the requested operations and provide responses
to the P-server 450, for example, through the data anal-
ysis platform 440. In some embodiments, the operations
may be performed by the P-server 450 by interacting with
the respective data source on which the data is stored.
For example, in such embodiments, if the web application
C 426 requests one or more operations to be performed
using data stored in the data source C 436, then the P-
server 450 can interact with the data source C 436 directly
to perform the requested operations and provide re-
sponses to the web application C 426.
[0033] FIG. 5 illustrates an example block diagram of
a web application C 526, a web application D 528, an S-
server 510, a P-server 550, a data analysis platform 540,
a data source A 532, and a data source C 536. The S-
server 510 may include a processor 512, memory 514,
instructions 516, and/or other components. In various
embodiments, the S-server 510 may be configured to
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provide some, or all, of the functionalities that are pro-
vided by an S-server as described above. In various em-
bodiments, the P-server 550 may be configured to pro-
vide some, or all, of the functionalities that are provided
by a P-server as described above. In some embodi-
ments, the P-server 550 may implement a set of APIs
500 that are configured to implement some, or all, of the
functionalities of the APIs described above.
[0034] In the example of FIG. 5, the P-server 550 may
be configured to serve the web application C 526 and
the web application D 528. In various embodiments, the
P-server 550 may provide access to resources from the
P-server 550, the workspace 552, the data analysis plat-
form 540, and/or the data source C 536. Such resources
may be provided to the web application C 526 and/or the
web application D 528 for processing (e.g., accessing,
creating, and/or modifying) data stored in the workspace
552, the data analysis platform 540, and/or data source
C 536, for example. Moreover, the P-server 550 may be
configured to interact with the S-server 510 to provide
web applications 526, 528 with access to data stored in
the data source A 532.
[0035] In various embodiments, the P-server 550 pro-
vides a set of APIs 500 through which the web application
C 526 and/or web application D 528 can request one or
more operations for interacting with various data (e.g.,
accessing, creating, and/or modifying data). For exam-
ple, the web application C 526 can use the APIs 500 to
request operations to be performed on data stored in the
data source C 536. In this example, the data source C
536 can perform the operations and provide responses
to be delivered to the web application C 526. In some
embodiments, web applications can request operations
to be performed by the data analysis platform 540 on
various data. For example, the P-server 550 can interact
with the data analysis platform 540 to have the data anal-
ysis platform 540 perform the requested operations. As
mentioned, in some embodiments, the data analysis plat-
form 540 may provide a separate set of APIs which are
accessible to the P-server 550 for requesting operations
to be performed by the data analysis platform 540 and/or
data to be retrieved through the data analysis platform
540. Similarly, in some embodiments, the S-server 510
may provide a separate set of APIs which are accessible
to the P-server 550 for requesting operations to be per-
formed by the S-server 510 and/or data to be retrieved
through the S-server 510. When processing web appli-
cation requests, the P-server 550 can be configured to
determine whether the requesting web application has
been granted the appropriate level of permissions for per-
forming the requested operations.
[0036] As described above, the P-server 550 may de-
termine one or more responses based at least in part on
the operation(s) requested by web application C 526
and/or web application D 528. In some embodiments,
one or more response(s) may be determined by the P-
server 550. In some embodiments, the P-server 550 may
receive one or more of the responses from data source

C 536 and/or data analysis platform 540. The P-server
550 can then provide the response(s) to the web appli-
cation that requested the operations.
[0037] In some embodiments, the P-server 550 may
delegate data retrieval functionalities to S-server 510.
For example, the P-server 550 may want to access data
stored in the data source A 532. In this example, the S-
server 510 may receive the data retrieval request from
P-server 550, retrieve the requested data from data
source A 532, and provide the data to P-server 550. The
P-server 550 can then provide the requested data to web
application D 528. In some embodiments, the P-server
550 may delegate data operation functionalities to the S-
server 510. The S-server 510 may receive the data op-
eration request from P-server 550, retrieve the data from
data source A 532, perform the operation to the data,
generate the responses, and provide the responses to
the P-server 550. In some implementations, the S-server
510 may provide information describing the requested
data operations to the data source A 532 and the data
source A 532 may perform the requested operations.
[0038] Implementations of the disclosure may be made
in hardware, firmware, software, or any suitable combi-
nation thereof. Aspects of the disclosure may be imple-
mented as instructions stored on a machine-readable
medium, which may be read and executed by one or
more processors. A machine-readable medium may in-
clude any mechanism for storing or transmitting informa-
tion in a form readable by a machine (e.g., a computing
device). For example, a tangible computer readable stor-
age medium may include read only memory, random ac-
cess memory, magnetic disk storage media, optical stor-
age media, flash memory devices, and others. Firmware,
software, routines, or instructions may be described
herein in terms of specific exemplary aspects and imple-
mentations of the disclosure, and performing certain ac-
tions.
[0039] Any communication medium may be used to
facilitate interaction between any components of the dis-
closure. One or more components shown in FIGS. 1-6
may communicate with each other through hard-wired
communication, wireless communication, or both. By
way of non-limiting example, wireless communication
may include one or more of radio communication, Blue-
tooth communication, Wi-Fi communication, cellular
communication, infrared communication, or other wire-
less communication. Other types of communications are
contemplated by the present disclosure.
[0040] FIG. 6 illustrates an example method 600 for
serving applications (e.g., web applications) in accord-
ance with the current disclosure. The operations of meth-
od 600 presented below are intended to be illustrative.
Depending on the implementation, the example method
600 may include additional, fewer, or alternative steps
performed in various orders or in parallel. The example
method 600 may be implemented in various computing
systems or devices including one or more processors.
[0041] At block 601, a data source that is accessible
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may be determined. The data source may be the same
as or similar to data sources (e.g., 132, 232, 234,332,
336, 436, 532,536) described herein. The data source
may be accessible to a component the same as or similar
to S-server (e.g., 110, 210, 310, 510) described herein.
In some implementation, operation 201 may be per-
formed by a component the same as or similar to S-server
(e.g., 110, 210, 310, 510) described herein.
[0042] At block 602, a set of application programming
interfaces (APIs) for interacting with data stored in the
data source may be provided. The APIs may be acces-
sible to a web application. The web application may be
the same as or similar to web applications (e.g., 122,
222, 224, 322, 426, 526, 528) described herein. In some
implementation, operation 602 may be performed by a
component the same as or similar to S-server (e.g., 110,
210, 310, 510) described herein.
[0043] At block 603, an operation for interacting with
the data may be determined. The operation may have
been requested by the web application through an API
in the set of APIs. In some implementation, operation 603
may be performed by a component the same as or similar
to S-server (e.g., 110, 210, 310, 510) described herein.
[0044] At block 604, one or more responses may be
determined at least in part on the operation requested
by the web application. In some implementation, opera-
tion 604 may be performed by a component the same as
or similar to S-server (e.g., 110, 210, 310, 510,) described
herein.
[0045] At block 605, one or more responses may be
provided to the web application. In some implementation,
operation 605 may be performed by a component the
same as or similar to S-server (e.g., 110, 210, 310, 510)
described herein.

HARDWARE IMPLEMENTATION

[0046] FIG. 7 is a block diagram that illustrates a com-
puter system 700 upon which any of the embodiments
described herein may be implemented. The computer
system 700 includes a bus 702 or other communication
mechanism for communicating information, one or more
hardware processors 704 coupled with bus 702 for
processing information. Hardware processor(s) 704 may
be, for example, one or more general purpose microproc-
essors.
[0047] The computer system 700 also includes a main
memory 706, such as a random access memory (RAM),
cache and/or other dynamic storage devices, coupled to
bus 702 for storing information and instructions to be ex-
ecuted by processor 704. Main memory 706 also may
be used for storing temporary variables or other interme-
diate information during execution of instructions to be
executed by processor 704. Such instructions, when
stored in storage media accessible to processor 704,
render computer system 700 into a special-purpose ma-
chine that is customized to perform the operations spec-
ified in the instructions.

[0048] The computer system 700 further includes a
read only memory (ROM) 708 or other static storage de-
vice coupled to bus 702 for storing static information and
instructions for processor 704. A storage device 710,
such as a magnetic disk, optical disk, or USB thumb drive
(Flash drive), etc., is provided and coupled to bus 702
for storing information and instructions.
[0049] The computer system 700 may be coupled via
bus 702 to a display 712, such as a cathode ray tube
(CRT) or LCD display (or touch screen), for displaying
information to a computer user. An input device 714, in-
cluding alphanumeric and other keys, is coupled to bus
702 for communicating information and command selec-
tions to processor 704. Another type of user input device
is cursor control 716, such as a mouse, a trackball, or
cursor direction keys for communicating direction infor-
mation and command selections to processor 704 and
for controlling cursor movement on display 712. This in-
put device typically has two degrees of freedom in two
axes, a first axis (e.g., x) and a second axis (e.g., y), that
allows the device to specify positions in a plane. In some
embodiments, the same direction information and com-
mand selections as cursor control may be implemented
via receiving touches on a touch screen without a cursor.
[0050] The computing system 700 may include a user
interface module to implement a GUI that may be stored
in a mass storage device as executable software codes
that are executed by the computing device(s). This and
other modules may include, by way of example, compo-
nents, such as software components, object-oriented
software components, class components and task com-
ponents, processes, functions, attributes, procedures,
subroutines, segments of program code, drivers,
firmware, microcode, circuitry, data, databases, data
structures, tables, arrays, and variables.
[0051] In general, the word "module," as used herein,
refers to logic embodied in hardware or firmware, or to a
collection of software instructions, possibly having entry
and exit points, written in a programming language, such
as, for example, Java, C or C++. A software module may
be compiled and linked into an executable program, in-
stalled in a dynamic link library, or may be written in an
interpreted programming language such as, for example,
BASIC, Perl, or Python. It will be appreciated that soft-
ware modules may be callable from other modules or
from themselves, and/or may be invoked in response to
detected events or interrupts. Software modules config-
ured for execution on computing devices may be provid-
ed on a computer readable medium, such as a compact
disc, digital video disc, flash drive, magnetic disc, or any
other tangible medium, or as a digital download (and may
be originally stored in a compressed or installable format
that requires installation, decompression or decryption
prior to execution). Such software code may be stored,
partially or fully, on a memory device of the executing
computing device, for execution by the computing device.
Software instructions may be embedded in firmware,
such as an EPROM. It will be further appreciated that
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hardware modules may be comprised of connected logic
units, such as gates and flip-flops, and/or may be com-
prised of programmable units, such as programmable
gate arrays or processors. The modules or computing
device functionality described herein are preferably im-
plemented as software modules, but may be represented
in hardware or firmware. Generally, the modules de-
scribed herein refer to logical modules that may be com-
bined with other modules or divided into sub-modules
despite their physical organization or storage.
[0052] The computer system 700 may implement the
techniques described herein using customized hard-
wired logic, one or more ASICs or FPGAs, firmware
and/or program logic which in combination with the com-
puter system causes or programs computer system 700
to be a special-purpose machine. According to one em-
bodiment, the techniques herein are performed by com-
puter system 700 in response to processor(s) 704 exe-
cuting one or more sequences of one or more instructions
contained in main memory 706. Such instructions may
be read into main memory 706 from another storage me-
dium, such as storage device 710. Execution of the se-
quences of instructions contained in main memory 706
causes processor(s) 704 to perform the process steps
described herein. In alternative embodiments, hard-
wired circuitry may be used in place of or in combination
with software instructions.
[0053] The term "non-transitory media," and similar
terms, as used herein refers to any media that store data
and/or instructions that cause a machine to operate in a
specific fashion. Such non-transitory media may com-
prise non-volatile media and/or volatile media. Non-vol-
atile media includes, for example, optical or magnetic
disks, such as storage device 710. Volatile media in-
cludes dynamic memory, such as main memory 706.
Common forms of non-transitory media include, for ex-
ample, a floppy disk, a flexible disk, hard disk, solid state
drive, magnetic tape, or any other magnetic data storage
medium, a CD-ROM, any other optical data storage me-
dium, any physical medium with patterns of holes, a RAM,
a PROM, and EPROM, a FLASH-EPROM, NVRAM, any
other memory chip or cartridge, and networked versions
of the same.
[0054] Non-transitory media is distinct from but may
be used in conjunction with transmission media. Trans-
mission media participates in transferring information be-
tween non-transitory media. For example, transmission
media includes coaxial cables, copper wire and fiber op-
tics, including the wires that comprise bus 702. Trans-
mission media can also take the form of acoustic or light
waves, such as those generated during radio-wave and
infra-red data communications.
[0055] Various forms of media may be involved in car-
rying one or more sequences of one or more instructions
to processor 704 for execution. For example, the instruc-
tions may initially be carried on a magnetic disk or solid
state drive of a remote computer. The remote computer
can load the instructions into its dynamic memory and

send the instructions over a telephone line using a mo-
dem. A modem local to computer system 700 can receive
the data on the telephone line and use an infra-red trans-
mitter to convert the data to an infra-red signal. An infra-
red detector can receive the data carried in the infra-red
signal and appropriate circuitry can place the data on bus
702. Bus 702 carries the data to main memory 706, from
which processor 704 retrieves and executes the instruc-
tions. The instructions received by main memory 706
may retrieves and executes the instructions. The instruc-
tions received by main memory 706 may optionally be
stored on storage device 710 either before or after exe-
cution by processor 704.
[0056] The computer system 700 also includes a com-
munication interface 718 coupled to bus 702. Communi-
cation interface 718 provides a two-way data communi-
cation coupling to one or more network links that are con-
nected to one or more local networks. For example, com-
munication interface 718 may be an integrated services
digital network (ISDN) card, cable modem, satellite mo-
dem, or a modem to provide a data communication con-
nection to a corresponding type of telephone line. As an-
other example, communication interface 718 may be a
local area network (LAN) card to provide a data commu-
nication connection to a compatible LAN (or WAN com-
ponent to communicated with a WAN). Wireless links
may also be implemented. In any such implementation,
communication interface 718 sends and receives elec-
trical, electromagnetic or optical signals that carry digital
data streams representing various types of information.
[0057] A network link typically provides data commu-
nication through one or more networks to other data de-
vices. For example, a network link may provide a con-
nection through local network to a host computer or to
data equipment operated by an Internet Service Provider
(ISP). The ISP in turn provides data communication serv-
ices through the world wide packet data communication
network now commonly referred to as the "Internet". Lo-
cal network and Internet both use electrical, electromag-
netic or optical signals that carry digital data streams.
The signals through the various networks and the signals
on network link and through communication interface
718, which carry the digital data to and from computer
system 700, are example forms of transmission media.
[0058] The computer system 700 can send messages
and receive data, including program code, through the
network(s), network link and communication interface
718. In the Internet example, a server might transmit a
requested code for an application program through the
Internet, the ISP, the local network and the communica-
tion interface 718.
[0059] The received code may be executed by proc-
essor 704 as it is received, and/or stored in storage de-
vice 710, or other non-volatile storage for later execution.
[0060] The following clauses define example embodi-
ments comprising a part of the present disclosure.

1. A computer-implemented method, the method be-
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ing implemented by a computing system including
one or more processors and storage media storing
machine-readable instructions, the method compris-
ing
determining a first data source which the system is
configured to access;
providing a set of application programming interfac-
es (APIs) for interacting with data stored in the first
data source, the APIs being accessible to a first web
application which the system is configured to serve;
determining that the first web application has re-
quested a first operation for interacting with the data
through a first API in the set of APIs;
determining one or more first responses based at
least in part on the first operation requested by the
first web application; and
providing the one or more first responses to the first
web application.

2. The computer-implemented method of clause 1,
wherein determining the one or more first responses
based at least in part on the first operation requested
by the first web application further comprises:

determining that the first operation involves in-
teracting with the first data source;
providing information describing the first opera-
tion to the first data source for processing; and
obtaining the one or more first responses from
the first data source.

3. The computer-implemented method of clause 1,
wherein determining the one or more first responses
based at least in part on the first operation requested
by the first web application further comprises:

determining that the first operation involves in-
teracting with the first data source;
providing information describing the first opera-
tion to a data analysis platform for processing;
and
obtaining the one or more first responses from
the data analysis platform.

4. The computer-implemented method of clause 1,
the method further comprising:

causing the system to integrate with a data anal-
ysis platform through which a second data
source is accessible, wherein the first data
source is not accessible through the data anal-
ysis platform;
providing information describing a second oper-
ation to the data analysis platform for processing
using data stored in the second data source; and
obtaining one or more second responses from
the data analysis platform.

5. The computer-implemented method of clause 1,
the method further comprising:

configuring the system to serve a second web
application, the second web application being
deployed to process data stored in a second da-
ta source; and
causing the system to integrate with the second
data source, the system being configured to re-
strict access to the second data source to only
the second web application.

6. The computer-implemented method of clause 1,
wherein a server plugin provides a second set of
APIs for interacting with the data stored in the first
data source, the server plugin being deployed in a
workspace running on a computing device;
wherein the computing system processes requests
from the server plugin; and
the method further comprises:

determining that the server plugin has requested
a second operation for interacting with the data
through one or more of the set of APIs;
determining one or more second responses
based at least in part on the second operation
requested by the server plugin; and
providing the one or more second responses to
the server plugin.

7. The computer-implemented method of clause 6,
wherein:

the server plugin serves a second web applica-
tion deployed in the workspace running on the
computing device; and
the server plugin provides the one or more sec-
ond responses to the second web application.

8. The computer-implemented method of clause 7,
wherein the second web application is deployed a
Java workspace running on the computing device.

9. The computer-implemented method of clause 7,
wherein the second web application is able to be
deployed separately for execution through a web
browser application.

10. The computer-implemented method of clause 1,
wherein the first web application is running a web
browser application.

11. A system comprising:

one or more processors; and
a memory storing instructions that, when exe-
cuted by the one or more processors, cause the
system to perform the computer-implemented
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method of any preceding clause.

12. A non-transitory computer readable medium
comprising instructions that, when executed, cause
one or more processors to perform the computer-
implemented method of any of clauses 1 to 10.

[0061] Each of the processes, methods, and algo-
rithms described in the preceding sections may be em-
bodied in, and fully or partially automated by, code mod-
ules executed by one or more computer systems or com-
puter processors comprising computer hardware. The
processes and algorithms may be implemented partially
or wholly in application-specific circuitry.
[0062] The various features and processes described
above may be used independently of one another, or
may be combined in various ways. All possible combi-
nations and subcombinations are intended to fall within
the scope of this disclosure. In addition, certain method
or process blocks may be omitted in some implementa-
tions. The methods and processes described herein are
also not limited to any particular sequence, and the blocks
or states relating thereto can be performed in other se-
quences that are appropriate. For example, described
blocks or states may be performed in an order other than
that specifically disclosed, or multiple blocks or states
may be combined in a single block or state. The example
blocks or states may be performed in serial, in parallel,
or in some other manner. Blocks or states may be added
to or removed from the disclosed example embodiments.
The example systems and components described herein
may be configured differently than described. For exam-
ple, elements may be added to, removed from, or rear-
ranged compared to the disclosed example embodi-
ments.
[0063] Conditional language, such as, among others,
"can," "could," "might," or "may," unless specifically stat-
ed otherwise, or otherwise understood within the context
as used, is generally intended to convey that certain em-
bodiments include, while other embodiments do not in-
clude, certain features, elements and/or steps. Thus,
such conditional language is not generally intended to
imply that features, elements and/or steps are in any way
required for one or more embodiments or that one or
more embodiments necessarily include logic for decid-
ing, with or without user input or prompting, whether these
features, elements and/or steps are included or are to be
performed in any particular embodiment.
[0064] Any process descriptions, elements, or blocks
in the flow diagrams described herein and/or depicted in
the attached figures should be understood as potentially
representing modules, segments, or portions of code
which include one or more executable instructions for
implementing specific logical functions or steps in the
process. Alternate implementations are included within
the scope of the embodiments described herein in which
elements or functions may be deleted, executed out of
order from that shown or discussed, including substan-

tially concurrently or in reverse order, depending on the
functionality involved, as would be understood by those
skilled in the art.
[0065] It should be emphasized that many variations
and modifications may be made to the above-described
embodiments, the elements of which are to be under-
stood as being among other acceptable examples. All
such modifications and variations are intended to be in-
cluded herein within the scope of this disclosure. The
foregoing description details certain embodiments of the
invention. It will be appreciated, however, that no matter
how detailed the foregoing appears in text, the invention
can be practiced in many ways. As is also stated above,
it should be noted that the use of particular terminology
when describing certain features or aspects of the inven-
tion should not be taken to imply that the terminology is
being re-defined herein to be restricted to including any
specific characteristics of the features or aspects of the
invention with which that terminology is associated. The
scope of the invention should therefore be construed in
accordance with the appended claims and any equiva-
lents thereof.

Claims

1. A computer-implemented method, the method being
implemented by a computing system including one
or more processors and storage media storing ma-
chine-readable instructions, the method comprising
determining a first data source which the system is
configured to access;
providing a set of application programming interfac-
es (APIs) for interacting with data stored in the first
data source, the APIs being accessible to a first web
application which the system is configured to serve;
determining that the first web application has re-
quested a first operation for interacting with the data
through a first API in the set of APIs;
determining one or more first responses based at
least in part on the first operation requested by the
first web application;
providing the one or more first responses to the first
web application;
causing the system to integrate with a data analysis
platform through which a second data source is ac-
cessible, wherein the first data source is not acces-
sible through the data analysis platform;
providing information describing a second operation
to the data analysis platform for processing using
data stored in the second data source; and
obtaining one or more second responses from the
data analysis platform.

2. The computer-implemented method of claim 1, the
method further comprising:

configuring the system to serve a second web
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application, the second web application being
deployed to process data stored in a second da-
ta source; and
causing the system to integrate with the second
data source, the system being configured to re-
strict access to the second data source to only
the second web application.

3. The computer-implemented method of claim 1,
wherein determining the one or more first responses
based at least in part on the first operation requested
by the first web application further comprises:

determining that the first operation involves in-
teracting with the first data source;
providing information describing the first opera-
tion to the first data source for processing; and
obtaining the one or more first responses from
the first data source.

4. The computer-implemented method of claim 1,
wherein determining the one or more first responses
based at least in part on the first operation requested
by the first web application further comprises:

determining that the first operation involves in-
teracting with the first data source;
providing information describing the first opera-
tion to a data analysis platform for processing;
and
obtaining the one or more first responses from
the data analysis platform.

5. The computer-implemented method of claim 1,
wherein a server plugin provides a second set of
APIs for interacting with the data stored in the first
data source, the server plugin being deployed in a
workspace running on a computing device;
wherein the computing system processes requests
from the server plugin; and the method further com-
prises:

determining that the server plugin has requested
a second operation for interacting with the data
through one or more of the set of APIs;
determining one or more second responses
based at least in part on the second operation
requested by the server plugin; and
providing the one or more second responses to
the server plugin.

6. The computer-implemented method of claim 5,
wherein:

the server plugin serves a second web applica-
tion deployed in the workspace running on the
computing device; and
the server plugin provides the one or more sec-

ond responses to the second web application.

7. The computer-implemented method of claim 6,
wherein the second web application is deployed a
Java workspace running on the computing device.

8. The computer-implemented method of claim 6,
wherein the second web application is able to be
deployed separately for execution through a web
browser application.

9. The computer-implemented method of claim 1,
wherein the first web application is running a web
browser application.

10. A system comprising:

one or more processors; and
a memory storing instructions that, when exe-
cuted by the one or more processors, cause the
system to perform the computer-implemented
method of any preceding claim.

11. A non-transitory computer readable medium com-
prising instructions that, when executed, cause one
or more processors to perform the computer-imple-
mented method of any of claims 1 to 9.
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