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(54) PASSENGER SEAT WITH ARTICULATED PNEUMATIC SEAT CUSHION

(57) An aircraft passenger seat that includes a seat
frame including a seat back and at least one armrest, a
seat bottom that includes a seat pan and a foam seat
cushion positioned on the seat bottom above the seat
pan, a pneumatic cushion positioned on the seat bottom
between the seat pan and the foam seat cushion and
adapted to maintain a predetermined level of inflation
determined by air pressure within the pneumatic cushion,

and a pneumatic inflation device communicating with the
pneumatic cushion for permitting the air pressure within
the pneumatic cushion to be varied as desired to provide
additional comfort to the seat occupant. The pneumatic
cushion may include at least first and second lateral-
ly-separated cushion chambers providing lateral articu-
lation of the first and second cushion chambers relative
to each other.
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Description

[0001] The invention disclosed and claimed in this ap-
plication relates to an articulated pneumatic seat cushion
intended for use in a passenger seat, such as an aircraft
passenger seat. Aircraft passenger seats, particularly
ones found in the main cabin, typically have a metal seat
bottom base, or "seat pan", on top of which is positioned
a foam seat cushion, or foam cushion. These foam cush-
ions have a fixed firmness, shape and size, and therefore
must be intended for a "standard" size passenger. Some
seat occupants are shorter, taller, heavier or lighter than
the standard passenger and therefore must accommo-
date themselves to a less than ideal comfort level during
travel. In addition, some passengers prefer a softer, more
compressible seat than provided by typical main cabin
seat, or prefer to have more support under the upper leg,
or prefer a more raised leg position that better accom-
modates an articulated recline seating position.
[0002] The invention in one aspect is for an aircraft
passenger seat that permits a range of adjustment of the
shape, size, compressibility and articulation of the seat
bottom cushion. As described in this application, the in-
vention is disclosed with regard to an aircraft passenger
seat bottom, but also has potential application in seat
backs, leg rests and ottomans of seats in main cabin,
business and first class seating.
[0003] In one aspect, embodiments of the inventive
concepts disclosed are directed to a passenger seat bot-
tom that includes an articulated pneumatic cushion.
[0004] In a further aspect, a passenger seat bottom is
provided that includes an articulated pneumatic cushion
that includes an adjustment feature that allows the cush-
ion to be inflated or deflated by the seat occupant in order
to achieve a more comfortable seating position.
[0005] In a further aspect, a passenger seat bottom is
provided that includes an articulated pneumatic cushion
that includes an adjustment feature that allows the cush-
ion to be inflated or deflated by interconnection with an
aircraft pneumatic system that is enabled to adjust the
amount of air in the cushion based on the aircraft cabin
atmospheric pressure.
[0006] These and other aspects of the invention are
achieved by providing a passenger seat that includes a
seat base for attaching the seat to an aircraft deck, a seat
frame mounted on the seat base, and a seat bottom that
includes a seat pan and a foam seat cushion positioned
on the seat bottom above the seat pan. A pneumatic
cushion is positioned on the seat bottom between the
seat pan and the foam seat cushion and includes an in-
flation device that permits the air pressure within the
pneumatic cushion to be varied as desired to provide
additional comfort to the seat occupant.
[0007] In accordance with another aspect of the inven-
tion, the pneumatic cushion includes at least first and
second laterally-separated chambers providing lateral
articulation of the first and second chambers relative to
each other.

[0008] In accordance with another aspect of the inven-
tion, the inflation device includes a manual hand pump
operable by the seat occupant.
[0009] In accordance with another aspect of the inven-
tion, the aircraft seat includes a seat frame including a
seat back and at least one armrest and a seat bottom
that includes a seat pan and a foam seat cushion posi-
tioned on the seat bottom above the seat pan. A pneu-
matic cushion is positioned on the seat bottom between
the seat pan and the foam seat cushion and is adapted
to maintain a predetermined level of inflation determined
by air pressure within the pneumatic cushion. A pneu-
matic inflation device communicating with the pneumatic
cushion is provided for permitting the air pressure within
the pneumatic cushion to be varied as desired to provide
additional comfort to the seat occupant.
[0010] In accordance with another aspect of the inven-
tion, the pneumatic cushion includes at least first and
second laterally-separated cushion chambers providing
lateral articulation of the first and second cushion cham-
bers relative to each other.
[0011] In accordance with another aspect of the inven-
tion, the inflation device includes a manual hand pump
operable by the seat occupant to control the air pressure
within the pneumatic cushion.
[0012] In accordance with another aspect of the inven-
tion, the inflation device includes a pneumatic pump
adapted for connection to an aircraft cabin altitude con-
troller for controlling the air pressure within the pneumatic
cushion.
[0013] In accordance with another aspect of the inven-
tion, a mechanical attachment is carried by the seat pan
for securing the pneumatic cushion to the seat pan.
[0014] In accordance with another aspect of the inven-
tion, a mechanical attachment is carried by the foam
cushion for securing the pneumatic cushion to the foam
cushion.
[0015] In accordance with another aspect of the inven-
tion, a mechanical attachment is carried by the seat pan
for securing the pneumatic cushion to the seat pan and
a mechanical attachment is carried by the foam cushion
for securing the pneumatic cushion to the foam cushion.
[0016] In accordance with another aspect of the inven-
tion, a mechanical attachment is carried by the foam
cushion for securing the pneumatic cushion to the foam
cushion.
[0017] In accordance with another aspect of the inven-
tion, a mechanical attachment is carried by the seat pan
for securing the pneumatic cushion to the seat pan and
a mechanical attachment carried by the foam cushion for
securing the pneumatic cushion to the foam cushion.
[0018] In accordance with another aspect of the inven-
tion, a first pair of complimentary touch fastener elements
is carried by the foam cushion and pneumatic cushion,
respectively, for securing the foam cushion to the pneu-
matic cushion, and a second pair of complimentary touch
fastener elements is carried by the seat pan and the
pneumatic cushion, respectively, for securing the pneu-
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matic cushion to the seat pan.
[0019] In accordance with another aspect of the inven-
tion, the touch fasteners are complimentary hook and
loop elements.
[0020] In accordance with another aspect of the inven-
tion, the pneumatic cushion a has a shape that has a
forward end with a greater height dimension than a rear-
ward end of the pneumatic cushion and is adapted to
elevate a seat occupant’s upper leg in relation to the seat
occupant’s thigh.
[0021] In accordance with another aspect of the inven-
tion, in side elevation the pneumatic cushion defines an
elongate triangle having a base positioned at a forward
end of the seat pan.
[0022] In accordance with another aspect of the inven-
tion, an aircraft passenger seat is provided that includes
a seat base for being attached to a deck of the aircraft
and a seat frame carried by the seat base and including
a seat back and at least one armrest.
A seat bottom is carried by the seat frame that includes
a seat pan and a foam seat cushion positioned on the
seat bottom above the seat pan. A pneumatic cushion is
positioned on the seat bottom between the seat pan and
the foam seat cushion and is adapted to maintain a pre-
determined level of inflation determined by air pressure
within the pneumatic cushion. A pneumatic inflation de-
vice communicates with the pneumatic cushion for per-
mitting the air pressure within the pneumatic cushion to
be varied as desired to provide additional comfort to the
seat occupant. A rearward end of the pneumatic cushion
is adapted to elevate a seat occupant’s upper leg in re-
lation to the seat occupant’s thigh.
[0023] Embodiments of the inventive concepts can in-
clude one or more or any combination of the above as-
pects, features and configurations.
[0024] Implementations of the disclosed inventive con-
cepts are better understood when consideration is given
to the following detailed description. The description
makes reference to the included drawings, which are not
necessarily to scale, and in which some features may be
exaggerated and some features may be omitted or may
be represented schematically in the interest of clarity.
Like reference numerals in the drawings may represent
and refer to the same or similar element, feature, or func-
tion, possibly of alternative embodiments.
[0025] In the drawings:

Figure 1 is a partially exploded perspective view of
a pair of main cabin seats equipped with a pneumatic
cushion in accordance with one embodiment of the
invention;
Figure 2 is a top plan view of an articulated pneumatic
cushion according to one aspect of the invention;
Figure 3 is a side elevation view of the articulated
pneumatic cushion of Figure 2 according to one as-
pect of the invention;
Figure 4 is a front elevation view of the articulated
pneumatic cushion of Figure 2 according to one as-

pect of the invention;
Figure 5 is a partially exploded perspective view of
the seats of Figure 1 with the pneumatic cushion
positioned on the seat pan;
Figure 6 is a perspective view of the seats of Figure
1 with the pneumatic cushion installed over the seat
pan and under the foam seat bottom cushion;
Figure 7 is a perspective view of the seats of Figure
1 illustrating that activation of the inflation device ar-
ticulates the forward end of the pneumatic cushion
upwardly;
Figures 8 and 9 are side elevation views showing
the articulation of the pneumatic cushion when in-
flated in two different positions;
Figure 10 is a perspective view of a pair of main cabin
seats connected to an aircraft cabin altitude control-
ler and pneumatic pump controlled by the altitude
controller to vary the inflation of the pneumatic cush-
ion responsive to the cabin altitude; and
Figure 11 is a view showing a vertical section through
a passenger seat with pneumatic cushions installed
over the seat pan and under the foam seat bottom
cushion and between the seat back and foam seat
back cushion.

[0026] The inventive concepts are described with ref-
erence to the accompanying drawings in which exem-
plary embodiments are shown. However, the inventive
concepts may be embodied in many different forms and
should not be construed as limited to the representative
embodiments of this application.
[0027] In an exemplary embodiment according to the
invention, Figure 1 shows a grouping 100 of aircraft pas-
senger seats 102 positioned on a frame 104 and each
of which include a cushioned seat back 106, arm rests
108, and rigid seat pans 110 which provide a firm base
on which to support the weight of the seat occupant.
Foam seat cushions 112, also referred to as foam cush-
ions 112, are provided for being positioned above the
seat pans 110 and provide a direct cushioned seating
surface for the seat occupants of the seats 102. The
frame 104 and other components of the seat are carried
on a base 114 mounted to an aircraft deck by suitable
track fittings, not shown.
[0028] Each seat 102 includes a pneumatic cushion
120 (one only shown in Figure 1) that is positioned on
the top surface of the seat pan 110 and directly under
the foam cushion 112. As shown in further detail in other
drawings, the pneumatic cushion 120 is held in place by
mechanical attachments, for example, touch fasteners
such as hook and loop fastener elements 122 positioned
on the seat pan 110 and mating with loop fastener ele-
ments 124 positioned on the bottom surface of the pneu-
matic cushion 120. See Figures 2, 3 and 4. The pneu-
matic cushion 120 also includes touch fasteners such as
hook and loop fastener elements 126 positioned on its
top surface and mating with loop fastener elements 128.
Other fasteners may be used, and the touch fasteners
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may be the hook and loop type as described, or other
types such as mushroom, Christmas tree or other suita-
ble types.
[0029] Referring now to Figures 2, 3 and 4, the pneu-
matic cushion 120 is described in further detail. The pneu-
matic cushion 120 includes a bladder 130 fabricated of
flexible laminated plastic sheeting of a type used on air-
craft and that is capable of passing a required vertical
burn test. In one preferred embodiment, the bladder 130
includes two separate pneumatic chambers 132, 134,
each provided with a pneumatic port 136, 138. The cham-
bers 132, 134 are defined by a panel 140 of a predeter-
mined height secured into the bladder 130, for example,
by a sonic-welded continuous seam. As shown in Figure
3, the pneumatic cushion 120, when inflated, has a rel-
atively large height on the forward end, shown on the
right in Figure 3, that tapers to a small height on the rear-
ward end. The overall shape of the pneumatic cushion
120 is triangular, as shown in Figure 5. In the embodiment
of Figures 2, 3 and 4 the inflation of the cushion 120 can
be varied by varying the inflation of the chambers 132
and 134 relative to each other.
[0030] Further illustration of the position of the pneu-
matic cushion 120 in relation the seat 102 and particularly
the seat pan 110 and foam cushion 112 is shown in Fig-
ures 5, 6 and 7. The degree of inflation permits the seat
occupant to articulate the front of the foam cushion 112
up to provide greater comfort, particularly when the seat
back 106 is reclined, as shown in Figure 7.
[0031] When deflated, the pneumatic cushion 120 as-
sumes a relatively flat configuration as shown in Figure
8. Figures 8 and 9 illustrate the articulation of the pneu-
matic cushion 120 as it moves from a deflated, Figure 8,
to an inflated position, Figure 9.
[0032] Inflation and deflation may be achieved manu-
ally by the seat occupant or flight attendant during flight
by use of a squeezable bulb 146 connected to the pneu-
matic cushion by a hose 148, as shown in Figures 1, 5,
6, 7, 8 and 9. Embodiments of the cushion having more
than one chamber are provided with a pneumatic port for
each chamber. The bulb 146 is shown in the illustrated
position for clarity, but in use will likely be positioned in
or near the armrest 108 or next to the outboard side of
the foam cushion 112, and in instances where there is
more than one chamber, a bulb 146 or some other actu-
ator for each chamber.
[0033] As is well-known, aircraft cabin pressure while
on the ground is maintained at atmospheric pressure by
an open valve, known as a "dump valve", which closes
when the aircraft takes off and begins its ascent. Air pres-
sure inside the aircraft reduces as the aircraft gains alti-
tude but at a much lower rate than the rate of climb of
the aircraft. At typical passenger aircraft cruising altitudes
in the range 11,000-12,200 m (36,000 to 40,000 ft.), air
pressure in the aircraft cabin is equivalent to outside air
pressure at 1,800-2,400 m (6,000-8,000 ft.) above sea
level. For this reason, the pneumatic cushion 120, con-
taining a specific air pressure at ground level, will begin

to inflate as the aircraft climbs due to the differential be-
tween the pressure in the pneumatic cushion 120 and
the cabin altitude. In the embodiment described above
showing the manually operable squeeze bulb 146, the
seat occupant can add or release air by manipulating the
bulb 146 from time-to-time to maintain the desired seat-
ing position. A bleed valve, not shown, can bleed air as
necessary without seat occupant intervention.
[0034] Alternatively, as shown in Figure 10, the infla-
tion and deflation of the pneumatic cushion 120 can be
accomplished in the first instance by the seat occupant
by operating a switch 150 located in a convenient location
connected to a pneumatic pump 152 controlled by the
aircraft’s cabin altitude controller 154. Thereafter, as the
aircraft ascends or descends, the cabin altitude controller
154 can automatically maintain the desired pressure in
the pneumatic cushion 120 by bleeding air from or pump-
ing air into the pneumatic cushion 120, as needed. Typ-
ical pressure value is 3 psi (20.7kPa).
[0035] Figure 11 shows a vertical section through a
passenger seat 102 with pneumatic cushions 120, 220
installed over the seat pan 110 and under the foam seat
bottom cushion and between the seat back106b and
foam seat back cushion 106a. Pneumatic cushions 120,
220 can be operated similarly like the pneumatic cushion
120 discussed herein before. Inflation and deflation of
pneumatic cushion 220 may be achieved manually by
the seat occupant or flight attendant during flight by use
of a squeezable bulb 246 connected to the pneumatic
cushion 220 by a hose 248. Embodiments of the cushion
having more than one chamber are provided with a pneu-
matic port for each chamber. In an alternative embodi-
ment, pneumatic cushion 220 can be inflated and deflat-
ed by means of a pneumatic pump.
[0036] The foregoing description provides embodi-
ments of the invention by way of example only. It is en-
visioned that other embodiments within the scope of the
present invention are intended to be covered by the ap-
pended claims may perform similar functions and/or
achieve similar results.

Claims

1. A passenger seat (102), comprising;
a seat frame (104) including a seat back (106) and
at least one armrest (108);
a seat bottom including a seat pan (110) and a foam
seat cushion (112) positioned on the seat bottom
above the seat pan (110);
a pneumatic cushion (120) positioned on the seat
bottom between the seat pan (110) and the foam
seat cushion (112) and adapted to maintain a pre-
determined level of inflation determined by air pres-
sure within the pneumatic cushion (120); and
a pneumatic inflation device (146, 148; 152, 154)
communicating with the pneumatic cushion (120) for
permitting the air pressure within the pneumatic
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cushion (120) to be varied as desired to alter the
angle of the seat bottom in relation to the seat
back(106) to provide additional comfort to a seat oc-
cupant seated in the passenger seat (102).

2. The passenger seat according to claim 1, the pneu-
matic cushion (120) including at least first and sec-
ond laterally-separated cushion chambers (132,
134) providing lateral articulation of the first and sec-
ond cushion chambers (132, 134) relative to each
other.

3. The passenger seat according to claim 1 or 2, the
inflation device including a manual hand pump (146)
operable by the seat occupant to control the air pres-
sure within the pneumatic cushion (120).

4. The passenger seat according to one or more of
claims 1-3, the inflation device including a pneumatic
pump (152) adapted for connection to an aircraft cab-
in altitude controller (154) for controlling the air pres-
sure within the pneumatic cushion (120).

5. The passenger seat according to one or more of
claims 1-4, and including a mechanical attachment
(122) carried by the seat pan (110) for securing the
pneumatic cushion (120) to the seat pan (110).

6. The passenger seat according to one or more of
claims 1-5, and including a mechanical attachment
(128) carried by the foam seat cushion (112) for se-
curing the pneumatic cushion (120) to the foam seat
cushion (112).

7. The passenger seat according to one or more of
claims 1-6, and including a first pair of complimentary
touch fastener elements (128, 126) carried by the
foam seat cushion (112) and pneumatic cushion
(120), respectively, for securing the foam seat cush-
ion (112) to the pneumatic cushion (120), and a sec-
ond pair of complimentary touch fastener elements
(122, 124) carried by the seat pan (110) and the
pneumatic cushion (120), respectively, for securing
the pneumatic cushion (120) to the seat pan (110).

8. The passenger seat according to claim 7, wherein
the touch fasteners (122, 124; 126, 128) comprise
complimentary hook and loop elements.

9. The passenger seat according to one or more of
claims 1-8, wherein the pneumatic cushion (120) a
has a shape that has a forward end with a greater
height dimension than a rearward end of the pneu-
matic cushion (120) and is adapted to elevate a seat
occupant’s upper leg in relation to the seat occu-
pant’s thigh.

10. The passenger seat according to one or more of

claims 1-9, wherein in side elevation the pneumatic
cushion (120) defines an elongate triangle having a
base positioned at a forward end of the seat pan
(110).

11. The passenger seat according to one or more of
claims 1-10, comprising a seat back (106b) and a
foam seat back cushion (106a) positioned on the
seat back (106b), wherein a pneumatic cushion
(220) is positioned between the seat back (106b)
and the foam seat back cushion (106a) and is adapt-
ed to maintain a predetermined level of inflation de-
termined by air pressure within the pneumatic cush-
ion (220).

12. An aircraft passenger seat, comprising a seat base
(114) for being attached to a deck of the aircraft and
a passenger seat (102) according to one or more of
claims 1-11, wherein the seat frame (104) is carried
by the seat base (114).

13. An aircraft passenger seat (102), comprising;
a seat base (114) for being attached to a deck of the
aircraft;
a seat frame (104) carried by the seat base (114)
and including a seat back (106), a seat bottom, and
at least one armrest (108) carried by the seat frame
(104);
a foam seat bottom cushion (112) positioned on the
seat bottom and a foam seat back cushion positioned
on the seat back (106);
a pneumatic cushion (120) positioned between at
least one of the seat bottom and foam seat bottom
cushion (112) and the seat back (106b) and the foam
seat back cushion (106a) and adapted to maintain
a predetermined level of inflation determined by air
pressure within the pneumatic cushion (120); and
a pneumatic inflation device (148, 148; 152, 154)
communicating with the pneumatic cushion (120) for
permitting the air pressure within the pneumatic
cushion (120) to be varied as desired alter the angle
of the seat bottom in relation to the seat back (106)
to provide additional comfort to a seat occupant seat-
ed in the aircraft passenger seat (102).

14. The passenger seat according to one or more of
claims 1 or 3-13 in combination with claim 2, each
of the first and second laterally-separated cushion
chambers (132, 134) provided with a separate pneu-
matic inflation port for permitting individual inflation
of the first and second cushion chambers(132, 134).

15. The aircraft passenger seat according to claim 13 in
combination with one or more of claims 3-11.
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