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(54) DISTRIBUTED APERTURE SYSTEMS FOR OBSTACLE AVOIDANCE

(57) A distributed aperture system includes a first ap-
erture (106) and a second aperture (108). The first ap-
erture has a first field of regard (110) and a first resolution
(112). The second aperture has a second resolution
(116) and a second field of regard (114). The second
field of regard overlaps the first field of regard and the

second resolution is greater than the first resolution to
provide high resolution heading information and low res-
olution peripheral information in a common 3D image for
obstacle avoidance. Obstacle avoidance systems and
imaging methods are also described.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present disclosure relates to imaging, and
more to particularly to three-dimensional imaging using
LIDAR systems for obstacle avoidance during vehicle
navigation.

2. Description of Related Art

[0002] Vehicles, such as rotorcraft, commonly acquire
information about the vehicle environment using imaging
sensors carried by the vehicle. For example, some im-
aging sensors provide information showing terrain and
objects located in the direction of the vehicle heading.
Such heading imagery is useful for obstacle avoidance
for the immediate navigation of the vehicle. Other imag-
ing sensors provide information showing terrain and ob-
jects located in the vehicle periphery, i.e., off the vehicle
heading. Imagery of the vehicle periphery can be useful
in providing information of terrain and objects that the
vehicle may encounter at a future point in time and/or in
the event that heading changes are made, and can aid
in navigation of the vehicle.
[0003] High resolution is generally more important for
imaging sensors used to acquire heading imagery as
high resolution provides early indication of hazards lo-
cated along the direction of vehicle travel. As some haz-
ards can be difficult to image at low resolution, such as
power lines, high resolution advance indication of ap-
proaching hazards requiring response. Resolution is less
important than coverage for imaging sensors used to ac-
quire peripheral imagery, where incipient hazards and
prospective terrain and objects typically may not require
a response.
[0004] Such conventional methods and systems have
generally been considered satisfactory for their intended
purpose. However, there is still a need in the art for im-
proved imaging systems, imaging methods, and obstacle
avoidance systems employing such imaging systems
and methods. The present disclosure provides a solution
for this need.

SUMMARY OF THE INVENTION

[0005] A distributed aperture system includes a first
aperture and a second aperture. The first aperture has
a first field of regard and a first resolution. The second
aperture has a second aperture and a second resolution
and a second field of regard. The second field of regard
overlaps the first field of regard and the second resolution
is greater than the first resolution to provide high resolu-
tion heading information and low resolution peripheral
information in a common three-dimensional (3D) image
for obstacle avoidance.

[0006] In certain embodiments a first LIDAR system
can be optically coupled to the first aperture and config-
ured to generate point cloud data using electromagnetic
radiation received through the first aperture. A second
LIDAR system can be optically coupled to the second
aperture and configured to generate point cloud data us-
ing electromagnetic radiation received through the sec-
ond aperture. The first aperture can have a wide field of
view, the second aperture can have a narrow field of view,
and the narrow field of view can be smaller than the wide
field of view.
[0007] In accordance with certain embodiments, a third
aperture with a field of regard can overlap the field of
regard of the first and second apertures. The third aper-
ture can have a field of view that is about the same size
as the field of view of the first aperture. The third aperture
can have a field of view that is about the same size as
the field of view of the second aperture. A scanning mod-
ule can be operatively connected to the first aperture to
scan the first aperture about the first field of regard. It is
contemplated that a scanning module can be operatively
connected to the second aperture to scan the second
aperture about the second field of regard.
[0008] It is also contemplated that, in accordance with
certain embodiments, a controller can be operatively con-
nected to the first aperture and the second apertures.
The controller can be responsive to instructions recorded
on a non-transitory machine readable memory to gener-
ate first point cloud data using the electromagnetic radi-
ation received through the first aperture for a first field of
regard with a first resolution, generate second point cloud
data using the electromagnetic radiation received
through the second aperture for a second field of regard
with a second resolution, and construct a 3D image from
the first point cloud data and the second point cloud data.
The second resolution can be greater than the first res-
olution, the second field of regard can be smaller than
the first field of regard, and the second field of regard can
overlap the first field of regard.
[0009] An obstacle avoidance system can have a dis-
tributed aperture system as described above. The first
and second field of regard can include a direction of travel
of an aircraft in forward and level flight. The second field
of regard can include the periphery of the direction of
travel of the aircraft in forward and level flight. The 3D
image, or two-dimensional (2D) projection thereof, can
be displayed in a cockpit of an aircraft. An obstacle can
be avoided during flight of an aircraft using information
contained with the 3D image constructed by the distrib-
uted aperture system.
[0010] An imaging method includes receiving electro-
magnetic radiation through a first aperture, generating a
first point cloud data set using the electromagnetic radi-
ation received through the first aperture in a first field of
regard with a first resolution, and receiving electromag-
netic radiation through a second aperture. A second point
cloud data set is generated using the electromagnetic
radiation received through the second aperture in a sec-
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ond field of regard with a second resolution, the second
field of regard overlapping the first field of regard and
being smaller than the first field of regard. A 3D image is
constructed from the first and second point cloud data
sets, a 3D image portion constructed from the second
point cloud data set having higher resolution than a 3D
image portion constructed from the first point cloud data
set.
[0011] In certain embodiments receiving electromag-
netic radiation through the first aperture can include scan-
ning the first aperture about the first field of regard. In
accordance with certain embodiments, receiving electro-
magnetic radiation through the second aperture can in-
clude scanning the second aperture about the second
field of regard.
[0012] These and other features of the systems and
methods of the subject disclosure will become more read-
ily apparent to those skilled in the art from the following
detailed description of the preferred embodiments taken
in conjunction with the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] So that those skilled in the art to which the sub-
ject disclosure appertains will readily understand how to
make and use the devices and methods of the subject
disclosure without undue experimentation, embodiments
thereof will be described in detail herein below with ref-
erence to certain figures, wherein:

Fig. 1 is a schematic view of an exemplary embod-
iment of a vehicle with an obstacle avoidance system
constructed in accordance with the present disclo-
sure, showing the obstacle avoidance system imag-
ing the vehicle environment using a distributed ap-
erture arrangement;
Fig. 2 is a schematic view of the distributed aperture
arrangement of Fig. 1 according to an exemplary em-
bodiment, showing two apertures located within a
common field of regard;
Figs. 3-5 are schematic views of further embodi-
ments of the distributed aperture arrangement of Fig.
1, showing embodiments having four apertures, six
apertures, and eight apertures, respectively; and
Fig. 6 is a block diagram of an exemplary embodi-
ment of an imaging method, showing steps of the
method according to an exemplary embodiment.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0014] Reference will now be made to the drawings
wherein like reference numerals identify similar structural
features or aspects of the subject disclosure. For purpos-
es of explanation and illustration, and not limitation, a
partial view of an exemplary embodiment of a distributed
aperture arrangement in accordance with the disclosure
is shown in Fig. 1 and is designated generally by refer-

ence character 100. Other embodiments of distributed
aperture arrangements, obstacle avoidance systems,
and methods of avoiding obstacles using distributed ap-
erture arrangements in accordance with the disclosure,
or aspects thereof, are provided in Figs. 2-6, as will be
described. The systems and methods described herein
can be used for avoiding obstacles during the navigation
of vehicles, such as rotorcraft, though the present disclo-
sure is not limited to rotorcraft or to vehicle navigation in
general.
[0015] Referring to Fig. 1, distributed aperture system
100 is shown. Distributed aperture system 100 is carried
by a vehicle 10, e.g., a rotorcraft. Distributed aperture
system 100 is optically coupled to a scene 12 disposed
along a direction of level and forward flight 14 of vehicle
10 and is configured to generate point cloud data 16 of
scene 12. Distributed aperture system 100 is disposed
in communication with an obstacle avoidance system
102 and a display 104. Obstacle avoidance system 102
is configured to change the direction of vehicle 10, e.g.,
from direction level and forward flight 14 to an adjusted
direction 18, based on point cloud data 16 provided to
obstacle avoidance system 102 by distributed aperture
system 100. Display 104 is carried by aircraft 10 and is
configured to project a two-dimensional image 20 of
scene 12 using point cloud data 16 provided to display
104 by distributed aperture system 100.
[0016] Referring to Fig. 2, distributed aperture system
100 is shown. Distributed aperture system 100 includes
a first aperture 106 and a second aperture 108. First ap-
erture 106 has a first field of regard 110 and a first res-
olution 112. Second aperture 108 has a second field of
regard 114 and a second resolution 116. Second field of
regard 114 overlaps first field of regard 110, e.g., in an
overlap region 118, and second resolution 116 is greater
than first resolution 112 (as indicated by the relative size
of the exemplary structures identified by reference nu-
merals 116 and 112) to provide relatively high resolution
heading information and relatively low resolution periph-
eral information in a common 3D image 20 (shown in Fig.
1) for obstacle avoidance.
[0017] A first LIDAR (i.e., LiDAR, LADAR, etc.) system
120 is optically coupled to first aperture 106 and is con-
figured to generate point cloud data 22 using a portion
of electromagnetic radiation received through first aper-
ture 106. A second LIDAR system 122 is optically coupled
to second aperture 108 and is configured to generate
point cloud data 26 using electromagnetic radiation re-
ceived through second aperture 108.
[0018] As will be appreciated by those of skill in the art
in view of the present disclosure, use of LIDAR systems
can be advantageous in certain applications because
LIDAR systems are capable of imaging and providing
ranging (or depth) information, thereby providing point
cloud data suitable for constructing 2D projections (e.g.,
an image) of 3D models of a scene of interest. However,
as will be appreciated by those of skill in the art in view
of the present disclosure, imaging systems employing
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visible wavebands, infrared wavelengths, and infrared
wavebands such as SWIR wavebands can also incorpo-
rated into distributed aperture system 100, as suitable
for an intended application.
[0019] First aperture 106 has a wide field of view 126.
Second aperture has a narrow field of view 128. Narrow
field of view 128 is smaller than wide field of view 126,
collects more electromagnetic radiation from scene 12,
and therefore has better resolution but less coverage ar-
ea than wide field of view 126. As will be appreciated by
those of skill in the art in view of the present disclosure,
narrow field of view 128 can therefore resolve small fea-
tures such as power lines or wires 30 (shown in Fig. 1)
at longer distances than wide field of view 126. Wide field
of view 126, while less able to resolve small features,
e.g., power lines or wires 30, is capable of providing in-
formation about a relatively large coverage area relative
to narrow field of view 128. A drive module 130 is operably
connected to first LIDAR system 120 for scanning 134
first aperture 106 throughout first field of regard 110. A
drive module 132 is operably connected to second im-
aging system 122 for scanning 136 second aperture 108
throughout second field of regard 114.
[0020] Distributed aperture system 100 includes a con-
troller 140. Controller 140 is operably connected to dis-
play 104, first LIDAR system 120, drive module 130, sec-
ond LIDAR system 122, and drive module 132, is addi-
tionally disposed in communication with obstacle avoid-
ance system 102, and includes a processor 142, an in-
terface 144, and a memory 146 which are disposed in
communication with one another. Memory 146 includes
a non-transitory machine readable memory with a plu-
rality of program modules 148 recorded on it that, when
read by processor 142, cause controller 140 to undertake
certain actions. Among those actions are performing the
operations of imaging method 500 (shown in Fig. 6).
[0021] It is contemplated that controller 140 be opera-
tively associated with first aperture 106 and second ap-
erture 108, the instructions causing controller 140 to gen-
erate first point cloud data 22 using electromagnetic ra-
diation received through first aperture 106 for first field
of regard 110 with first resolution 112, generate second
point cloud data 26 using electromagnetic radiation re-
ceived through second aperture 108 for second field of
regard 104 with second resolution 116, and construct 3D
image 20 from first point cloud data 22 and second point
cloud data 26. Second resolution 116 is greater than first
resolution 112, second field of regard 114 being smaller
than first field of regard 110 and overlapping first field of
regard 110. In certain embodiments controller 140 further
causes display 104 (shown in Fig. 1) to project a 2D pro-
jection of the 3D image of scene 12 (shown in Fig. 1) on
display 104. In accordance with certain embodiments
controller 140 communicates the 3D image to obstacle
avoidance system 102 for navigating vehicle 10 (shown
in Fig. 1).
[0022] Referring to Figs. 3-5, distributed aperture sys-
tems 200-400 are shown. With reference to Fig. 3, dis-

tributed aperture system 200 is shown. Distributed aper-
ture system 200 is similar to distributed aperture system
100 (shown in Fig. 1) and additionally includes a third
aperture 206 and a fourth aperture 208. Third aperture
206 is similar to first aperture 106 and additionally has a
third field of regard 210. Third field of regard 210 is ar-
ranged to the right (level to direction of flight 14) of first
field of regard 110, third field of regard 210 forming a left-
side and first field of view 110 forming a right-side of a
composite field of view of distributed aperture system
200.
[0023] Third field of regard 210 is registered to first field
of regard 110 such that third field of regard 210 laterally
overlaps a portion of first field of regard 110. This allows
fourth aperture 208 to be assigned a fourth field of regard
214 adjacent to and partially overlapping second field of
regard 114, providing increased coverage of scene 12
(shown in Fig. 1) for both high resolution of feature along
the direction of travel and for situational awareness for
lower resolution peripheral features. In certain embodi-
ments distributed aperture arrangement 200 can have a
left-right span of coverage 220 that is about 110 degrees
with about 10 degrees of overlap, which is sufficient to
provide suitable situational awareness suitable for land-
ing a rotorcraft in austere conditions in degraded illumi-
nation conditions and advance indication of hazards ap-
proaching along direction of flight 14.
[0024] With reference to Fig. 4, distributed aperture
system 300 is shown. Distributed aperture system 300
is similar to distributed aperture system 200 (shown in
Fig. 3) and additionally includes a fifth aperture 306 and
a sixth aperture 308. Fifth aperture 306 is similar to first
aperture 106 and additionally has a fifth field of regard
310. Fifth field of regard 310 is arranged below (level to
direction of flight 14) first field of regard 110 and third
field of regard 206 for imaging scene 12 (shown in Fig.
1). First field of regard 110 forms an upper-left field of
regard, third field of regard 206 forms an upper-right field
of regard, and fifth field of regard 306 forms a lower field
of regard of a composite field of view of distributed ap-
erture system 300.
[0025] Fifth field of regard 306 is registered to first field
of regard 110 and third field of regard 210 such that about
fifth field of regard 306 overlaps a portion of both first
field of regard 110 and third field of regard 210 vertically
(relative to direction of travel 14). The vertical overlap
allows sixth aperture 308 to be assigned a field of regard
314 abutting and partially overlapping both second field
of regard 114 and fourth field or regard 214. Relative to
distributed aperture system 200, the fifth aperture 306
and sixth aperture 308 provide still further coverage of
scene 12 (shown in Fig. 1) for both high resolution of
feature along the direction of travel 14 and greater pe-
ripheral coverage. In certain embodiments distributed
aperture arrangement 300 can have a laterally-truncated
up-down right span of coverage 310 of about 320 de-
grees, which is sufficient in certain applications to provide
situational awareness suitable for landing a rotorcraft in
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austere conditions and/or during time intervals of degrad-
ed illumination.
[0026] With reference to Fig. 5, distributed aperture
system 400 is shown. Distributed aperture system 400
is similar to distributed aperture system 300 (shown in
Fig. 4) and additionally includes a seventh aperture 406
and an eighth aperture 408. Seventh aperture 406 is sim-
ilar to first aperture 106, e.g., is a wide field aperture, and
additionally has a seventh field of regard 410. Seventh
field of regard 410 is located below (relative to level to
direction of flight 14) both first field of regard 106 and
third field of regard 206. During imaging first field of re-
gard 110 and third field of regard 210 form upper-left and
upper-right fields of regard. Fifth field of regard 310 and
seventh field of regard 410 form lower-left and lower-right
fields of regard.
[0027] As with the embodiment shown in Fig. 4, third
field of regard 210 laterally overlaps a portion of first field
of regard 110. Fifth field of regard 310 is registered to
first field of regard 110 such that it longitudinally overlaps
a lower portion of first field of regard 110 along substan-
tially the entire longitudinal span of first field of regard
110. Seventh field of regard 410 is registered to first field
of regard 110 such that it both longitudinally overlaps a
lower portion of third field of regard 210 and laterally over-
laps a portion of seventh field of regard 410. In certain
embodiments the lateral and longitudinal overlap be
about 10 percent of the lateral and longitudinal width of
seventh field of regard 410.
[0028] The illustrated embodiment has three advan-
tages. First, the coverage area (within the outer solid
lines) defined in both the left-right direction and the up-
down direction (relative to direction of travel 14) of the
field of regard provided by the wide field apertures is
large, increasing the amount of peripheral information
acquired by distributed aperture system 500 during point
cloud data collection (or imaging). Second, the coverage
area (within the dotted lines) defined in both the left-right
direction and the up-down direction (relative to direction
of travel 14) of narrow field apertures is large, increasing
the coverage area where high resolution point cloud data
is acquired by distributed aperture system 500. Finally,
a region of duplicative overlap is present in the immediate
vicinity of direction of travel 14. This provides very high
resolution point cloud data in the direction of travel, which
can provide early indication of small objects in the direc-
tion of vehicle flight, e.g., power lines or wires 30 (shown
in Fig. 1).
[0029] With reference to Fig. 6, an imaging method 500
is shown. Method 500 includes receiving electromagnet-
ic radiation, e.g., electromagnetic radiation 24 (shown in
Fig. 1), as shown in box 510. The electromagnetic radi-
ation is received through a first aperture, e.g., first aper-
ture 106 (shown in Fig. 1), as shown with box 512, as
the first aperture is scanned through a first field of regard,
e.g., first field of regard 110 (shown in Fig. 2), as shown
with box 520. The electromagnetic radiation is also re-
ceived through a second aperture, e.g., second aperture

108 (shown in Fig. 1), as shown with box 514, as the
second aperture is scanned through a second field of
regard, e.g., second field of regard 114 (shown in Fig.
2), as shown with box 530.
[0030] Point cloud data is generated using the electro-
magnetic radiation received through the first aperture and
the second aperture, as shown with box 540. First point
cloud data, e.g., first point cloud data 22 (shown in Fig.
2), is generated from the electromagnetic radiation re-
ceived through the first aperture, as shown with box 540.
A second point cloud data set, e.g., second point cloud
data set 26 (shown in Fig. 2), is generated from the elec-
tromagnetic radiation received through the second aper-
ture, as shown with box 550. It is contemplated that the
first point cloud data have a first resolution, e.g., first res-
olution 112 (shown in Fig. 2), and the second point cloud
data have a second resolution, e.g., second resolution
116 (shown in Fig. 2), as shown with boxes 542 and 552.
[0031] A 3D image, e.g., 3D image 20 (shown in Fig.
1), is then constructed from the first and second point
cloud data sets, as shown with box 560. In certain em-
bodiments a 2D projection of the 3D image can be dis-
played, as shown with box 562. It is contemplated that a
3D image portion constructed from the second point
cloud data, including the direction of travel 14 (shown in
Fig. 1), have higher resolution than a 3D image portion
constructed from the first point cloud data. The direction
of travel 14 can be changed based on information con-
tained within the portion of the image constructed from
the first 3D image portion, as shown with box 570, such
as upon indication of an approaching obstacle like wire
or powerline 30 (shown in Fig. 1).
[0032] As will be appreciated by those skilled in the art,
aspects of the present disclosure may be embodied as
a system, method or computer program product. Accord-
ingly, aspects of the present invention may take the form
of an entirely hardware embodiment, an entirely software
embodiment (including firmware, resident software, mi-
cro-code, etc.) or an embodiment combining software
and hardware aspects that may all generally be referred
to herein as a "circuit," "module" or "system." Further-
more, aspects of the present invention may take the form
of a computer program product embodied in one or more
computer readable medium(s) having computer reada-
ble program code embodied thereon.
[0033] Any combination of one or more computer read-
able medium(s) may be utilized. The computer readable
medium may be a computer readable signal medium or
a computer readable storage medium. A computer read-
able storage medium may be, for example, but not limited
to, an electronic, magnetic, optical, electromagnetic, in-
frared, or semiconductor system, apparatus, or device,
or any suitable combination of the foregoing. More spe-
cific examples (a non-exhaustive list) of the computer
readable storage medium would include the following:
an electrical connection having one or more wires, a port-
able computer diskette, a hard disk, a random access
memory (RAM), a read-only memory (ROM), an erasable
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programmable read-only memory (EPROM or Flash
memory), an optical fiber, a portable compact disc read-
only memory (CD-ROM), an optical storage device, a
magnetic storage device, or any suitable combination of
the foregoing. In the context of this document, a computer
readable storage medium may be any tangible medium
that can contain, or store a program for use by or in con-
nection with an instruction execution system, apparatus,
or device.
[0034] A computer readable signal medium may in-
clude a propagated data signal with computer readable
program code embodied therein, for example, in base-
band or as part of a carrier wave. Such a propagated
signal may take any of a variety of forms, including, but
not limited to, electro-magnetic, optical, or any suitable
combination thereof. A computer readable signal medi-
um may be any computer readable medium that is not a
computer readable storage medium and that can com-
municate, propagate, or transport a program for use by
or in connection with an instruction execution system,
apparatus, or device.
[0035] Program code embodied on a computer read-
able medium may be transmitted using any appropriate
medium, including but not limited to wireless, wireline,
optical fiber cable, RF, etc., or any suitable combination
of the foregoing.
[0036] Computer program code for carrying out oper-
ations for aspects of the present invention may be written
in any combination of one or more programming languag-
es, including an object oriented programming language
such as Java, Smalltalk, C++ or the like and conventional
procedural programming languages, such as the "C" pro-
gramming language or similar programming languages.
The program code may execute entirely on the user’s
computer, partly on the user’s computer, as a stand-
alone software package, partly on the user’s computer
and partly on a remote computer or entirely on the remote
computer or server. In the latter scenario, the remote
computer may be connected to the user’s computer
through any type of network, including a local area net-
work (LAN) or a wide area network (WAN), or the con-
nection may be made to an external computer (e.g.,
through the Internet using an Internet Service Provider).
[0037] Aspects of the present disclosure are described
above with reference to flowchart illustrations and/or
block diagrams of methods, apparatus (systems) and
computer program products according to embodiments
of the invention. It will be understood that each block of
the flowchart illustrations and/or block diagrams, and
combinations of blocks in the flowchart illustrations
and/or block diagrams, can be implemented by computer
program instructions. These computer program instruc-
tions may be provided to a processor of a general pur-
pose computer, special purpose computer, or other pro-
grammable data processing apparatus to produce a ma-
chine, such that the instructions, which execute via the
processor of the computer or other programmable data
processing apparatus, create means for implementing

the functions/acts specified in the flowchart and/or block
diagram block or blocks.
[0038] These computer program instructions may also
be stored in a computer readable medium that can direct
a computer, other programmable data processing appa-
ratus, or other devices to function in a particular manner,
such that the instructions stored in the computer readable
medium produce an article of manufacture including in-
structions which implement the function/act specified in
the flowchart and/or block diagram block or blocks.
[0039] The computer program instructions may also
be loaded onto a computer, other programmable data
processing apparatus, or other devices to cause a series
of operational steps to be performed on the computer,
other programmable apparatus or other devices to pro-
duce a computer implemented process such that the in-
structions which execute on the computer or other pro-
grammable apparatus provide processes for implement-
ing the functions/acts specified in the flowchart and/or
block diagram block or blocks.
[0040] Fig. 2 is intended to provide a brief, general de-
scription of an illustrative and/or suitable exemplary en-
vironment in which embodiments of the above described
present invention may be implemented. Fig. 2 is exem-
plary of a suitable environment and is not intended to
suggest any limitation as to the structure, scope of use,
or functionality of an embodiment of the present inven-
tion. A particular environment should not be interpreted
as having any dependency or requirement relating to any
one or combination of components illustrated in an ex-
emplary operating environment. For example, in certain
instances, one or more elements of an environment may
be deemed not necessary and omitted. In other instanc-
es, one or more other elements may be deemed neces-
sary and added.
[0041] The methods and systems of the present dis-
closure, as described above and shown in the drawings,
provide for LIDAR-based imaging systems with superior
properties including the capability to image a very wide
field of regard and detect small objects at long range.
While the apparatus and methods of the subject disclo-
sure have been shown and described with reference to
preferred embodiments, those skilled in the art will readily
appreciate that changes and/or modifications may be
made thereto without departing from the scope of the
invention as defined by the claims.

Claims

1. A distributed aperture system, comprising:

a first aperture (106) having a first field of regard
(110) and a first resolution (112); and
a second aperture (108) having a second field
of regard (114) overlapping the first field regard
and a second resolution (116),
wherein the second resolution is greater than
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the first resolution, and wherein the second field
of regard is smaller than the first field of regard
to provide high resolution heading information
and low resolution peripheral information in a
common three-dimensional (3D) image (20) for
obstacle avoidance.

2. The distributed aperture system as recited in claim
1, further comprising a first LIDAR system (120) op-
tically coupled to the first aperture and configured to
generate point cloud data using electromagnetic ra-
diation received through the first aperture.

3. The distributed aperture system as recited in claim
2, further comprising a second LIDAR system (122)
optically coupled to the second aperture and config-
ured to generate point cloud data using electromag-
netic radiation received through the second aper-
ture.

4. The distributed aperture system as recited in claim
1, 2 or 3, wherein the first aperture has a wide field
of view (126), wherein the second aperture has a
narrow field of view (128), wherein the narrow field
of view is smaller than the wide field of view.

5. The distributed aperture system as recited in any
preceding claim, further comprising a scanning mod-
ule operatively connected to the first aperture and
configured to scan the first aperture about the first
field of regard, and/or further comprising a scanning
module (130) operatively connected to the second
aperture and configured to scan the second aperture
about the second field of regard.

6. The distributed aperture system as recited in any
preceding claim, further comprising a third aperture
with a field of regard overlapping the fields of regard
of the first and second apertures.

7. The distributed aperture system as recited in claim
6, wherein the third aperture has a field of view that
is about the same size as the field of view of the first
aperture, or
wherein the third aperture has a field of view that is
about the same size as the field of view of the second
aperture, or
wherein the third aperture has a field of regard that
is about the same size as the field of regard of the
first aperture, or
wherein the third aperture has a field of regard that
is about the same size as the field of regard of the
second aperture.

8. The distributed aperture system as recited in any
preceding claim, further comprising a controller
(140) operatively connected to the first aperture and
the second apertures, the controller responsive to

instructions recorded on a non-transitory machine
readable memory to:

generate first point cloud data using the electro-
magnetic radiation received through the first ap-
erture for a first field of regard with a first reso-
lution;
generate second point cloud data using the elec-
tromagnetic radiation received through the sec-
ond aperture for a second field of regard with a
second resolution, the second resolution greater
than the first resolution and the second field of
regard being smaller than the first field of regard;
and
construct a 3D image from the first point cloud
data and the second point cloud data, the sec-
ond field of regard overlapping the first field of
regard and the second field of regard.

9. The distributed aperture system as recited in claim
8, further comprising displaying the 3D image on a
display carried by an aircraft.

10. The distributed aperture system as recited in claim
8 or 9, further comprising avoiding an obstacle during
flight of an aircraft using information contained with
the 3D image constructed by the distributed aperture
system.

11. An obstacle avoidance system, comprising:
a distributed aperture system (100) as recited in any
preceding claim, wherein the first field of regard and
the second field of regard include a direction of travel
of an aircraft in forward and level flight, wherein the
second field of regard includes the periphery of the
direction of travel of the aircraft in forward and level
flight.

12. An imaging method, comprising:

receiving electromagnetic radiation through a
first aperture;
generating a first point cloud data set using the
electromagnetic radiation received through the
first aperture in a first field of regard with a first
resolution;
receiving electromagnetic radiation through a
second aperture;
generating a second point cloud data set using
the electromagnetic radiation received through
the second aperture in a second field of regard
with a second resolution, the second field of re-
gard overlapping the first field of regard and be-
ing smaller than the first field of regard; and
constructing a 3D image from the first point cloud
data set and the second point cloud data set, a
3D image portion constructed from the second
point cloud data set having higher resolution
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than a 3D image portion constructed from the
first point cloud data set.

13. The method as recited in claim 12, wherein receiving
electromagnetic radiation through the first aperture
includes scanning the first aperture about the first
field of regard.

14. The method as recited in claim 12, wherein receiving
electromagnetic radiation through the second aper-
ture includes scanning the second aperture about
the second field of regard.

15. The method as recited in claim 12, 13 or 14, further
comprising displaying a two-dimensional projection
of the 3D image.
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