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(54) ADDITIVELY MANUFACTURED AIRFLOW MASK TOOL

(57) An airflow mask tool (120) includes a pressure
side mask portion (124) to seal at least a portion of a
pressure side of a component (84) having an array of
internal passageways (110) and a suction side mask por-
tion (122) to seal at least a portion of a suction side of

the component (84), at least one of the suction side mask
portion (122) and the pressure side mask portion (124)
comprising at least one opening (160, 162) to expose at
least one exit (116A, 116B) from the array of internal
passageways (110).
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Description

BACKGROUND

[0001] The present disclosure relates to an additively
manufactured airflow mask, and more particularly, to an
airflow mask for a component having an array of internal
passageways to test airflow therethrough.
[0002] Gas turbine engines, such as those that power
modern commercial and military aircraft, generally in-
clude a compressor section to pressurize an airflow, a
combustor section to burn hydrocarbon fuel in the pres-
ence of the pressurized air, and a turbine section to ex-
tract energy from the resultant combustion gases.
[0003] Gas path components, such as turbine blades
and vanes, often include an array of internal cooling pas-
sageways to provide cooling such as external film cool-
ing, internal air impingement, and forced convection, ei-
ther separately, or in combination. The flow paths of the
array of internal passageways are typically sampled and
tested during production. In some tests, the airflow is
tested while exits are drilled, known as in-process, to
confirm that the hole drill process is within specification.
The airflow requirements may be average airflows be-
tween in-process and final airflow. Due to the complexity
of the array of internal cooling passageways, and the
number of flow paths thereof, external masking is typi-
cally utilized during testing to mask particular flow paths
of the array of internal cooling passageways.
[0004] Currently a manual masking method is utilized
to mask particular exits of the array of internal cooling
passageways. A removable material such as wax is used
to block exits which are not a part of the flow path which
is to be tested. This wax then needs to be washed or
burned out to then proceed to the next airflow test. The
time required for this masking and removing of masking
takes, on average, 30-60 minutes per flow path. The in-
creasing complexity of components currently in develop-
ment will only increase the time required for masking.

SUMMARY

[0005] An airflow mask tool according to one disclosed
non-limiting embodiment of the present disclosure in-
cludes a pressure side mask portion to seal at least a
portion of a pressure side of a component having an array
of internal passageways; and a suction side mask portion
to seal at least a portion of a suction side of the compo-
nent, at least one of the suction side mask portion and
the pressure side mask portion comprising at least one
opening to expose at least one exit from the array of
internal passageways.
[0006] A further aspect of the present disclosure in-
cludes that the pressure side mask portion fits to the suc-
tion side mask portion to enclose at least a portion of the
component.
[0007] A further aspect of the present disclosure in-
cludes that the pressure side mask portion is keyed to

the suction side mask portion via a multiple of apertures
and corresponding multiple of studs.
[0008] A further aspect of the present disclosure in-
cludes that the pressure side mask portion fits to the suc-
tion side mask portion to enclose an airfoil of the com-
ponent.
[0009] A further aspect of the present disclosure in-
cludes that the pressure side mask portion fits to the suc-
tion side mask portion to enclose an airfoil and a portion
of a platform of the component.
[0010] A further aspect of the present disclosure in-
cludes that the pressure side mask portion and the suc-
tion side mask portion respectively comprise a seal sur-
face and a support structure, the seal surface to seal
component.
[0011] A further aspect of the present disclosure in-
cludes that the seal surface is manufactured of a softer
material than the support structure.
[0012] A further aspect of the present disclosure in-
cludes that the seal surface is of a Shore 10A-50A on
the ASTM D2240 type A durometer scale.
[0013] A further aspect of the present disclosure in-
cludes that the seal surface of the pressure side mask
portion comprises an at least partially arcuate convex
portion that is formed to correspond with a sidewall of an
airfoil of the component.
[0014] A further aspect of the present disclosure in-
cludes that a leading edge of the partially arcuate convex
portion is displaced from an interface surface that inter-
faces with an interface surface of the suction side mask
portion.
[0015] A further aspect of the present disclosure in-
cludes that the seal surface of the suction side mask por-
tion comprises an at least partially arcuate concave por-
tion that is formed to correspond with a sidewall of the
airfoil.
[0016] A further aspect of the present disclosure in-
cludes that the seal surface of the suction side mask por-
tion comprises a leading edge section that at least par-
tially wraps around a leading edge of the airfoil.
[0017] A further aspect of the present disclosure in-
cludes that a leading edge portion of the support structure
extends to support the seal surface of the leading edge
section.
[0018] A further aspect of the present disclosure in-
cludes that the at least one opening to expose the at least
one exit from the array of internal passageways is located
adjacent to the leading edge of the airfoil.
[0019] A further aspect of the present disclosure in-
cludes that the at least one opening to expose the at least
one exit from the array of internal passageways is located
on a suction side of the airfoil.
[0020] A further aspect of the present disclosure in-
cludes that the pressure side mask portion and the suc-
tion side mask portion are additively manufactured.
[0021] A method of testing a portion of an array of in-
ternal passageways in a component according to one
disclosed non-limiting embodiment of the present disclo-
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sure includes enclosing a component having an array of
internal passageways within a pressure side mask por-
tion and a suction side mask portion to expose at least
one exit from the array of internal passageways; com-
municating airflow into the array of internal passageways
such that the airflow exits through at least one exit from
the array of internal passageways through one of the
pressure side mask portion and the suction side mask
portion; and nondestructively removing the pressure side
mask portion and the suction side mask portion subse-
quent to communicating the airflow.
[0022] A further aspect of the present disclosure in-
cludes keying the pressure side mask portion to the suc-
tion side mask portion.
[0023] A further aspect of the present disclosure in-
cludes sealing the pressure side mask portion and the
suction side mask portion to an airfoil of the component
to seal all exits other than the at least one exit from the
array of internal passageways.
[0024] A further aspect of the present disclosure in-
cludes sealing the pressure side mask portion and the
suction side mask portion to an airfoil of the component
to seal all exits other than the at least one exit from the
array of internal passageways, the pressure side mask
portion and the suction side mask portion additively man-
ufactured.
[0025] The foregoing features and elements may be
combined in various combinations without exclusivity,
unless expressly indicated otherwise. These features
and elements as well as the operation thereof will become
more apparent in light of the following description and
the accompanying drawings. It should be appreciated;
however, the following description and drawings are in-
tended to be exemplary in nature and non-limiting.

BRIEF DESCRIPTION OF THE DRAWINGS

[0026] Various features will become apparent to those
skilled in the art from the following detailed description
of the disclosed non-limiting embodiment. The drawings
that accompany the detailed description can be briefly
described as follows:

FIG. 1 is a schematic cross-section of an example
gas turbine engine architecture.

FIG. 2 is an exploded view of rotor assembly with an
example component having an array of internal pas-
sageways.

FIG. 3 is a cross-sectional illustration of the array of
internal passageways.

FIG. 4 is a lateral cross-sectional illustration of the
array of internal passageways from the top of the
component.

FIG. 5 is an exploded view of an airflow mask tool.

FIG. 6 is a perspective view of the airflow mask tool
with the component sealed therein.

FIG. 7 is a cross-sectional illustration of an example
airflow mask tool taken along line 7-7 in FIG. 6.

FIG. 8 is a view of the airflow mask tool that shows
a fixture interface.

FIG. 9 is a side view of the airflow mask tool.

FIG. 10 is a flow chart illustrating a method of airflow
testing a portion of an array of internal passageways
in the component using on example airflow mask
tool.

DETAILED DESCRIPTION

[0027] FIG. 1 schematically illustrates a gas turbine
engine 20. The gas turbine engine 20 as disclosed herein
is a two spool turbofan that generally incorporates a fan
section 22, a compressor section 24, a combustor section
26, and a turbine section 28. The fan section 22 drives
air along a bypass flowpath while the compressor section
24 drives air along a core flowpath for compression and
communication into the combustor section 26, then ex-
pansion through the turbine section 28. Although depict-
ed as a high bypass gas turbofan engine architecture in
the disclosed non-limiting embodiment, it should be ap-
preciated that the concepts described herein are not lim-
ited only thereto.
[0028] The engine 20 generally includes a low spool
30 and a high spool 32 mounted for rotation around an
engine central longitudinal axis A relative to an engine
case structure 36 via several bearings 38. The low spool
30 generally includes an inner shaft 40 that interconnects
a fan 42, a low pressure compressor ("LPC") 44 and a
low pressure turbine ("LPT") 46. The inner shaft 40 drives
the fan 42 directly or through a geared architecture 48 to
drive the fan 42 at a lower speed than the low spool 30.
An exemplary reduction transmission is an epicyclic
transmission, namely a planetary or star gear system.
The high spool 32 includes an outer shaft 50 that inter-
connects a high pressure compressor ("HPC") 52 and
high pressure turbine ("HPT") 54. A combustor 56 is ar-
ranged between the HPC 52 and the HPT 54.
[0029] With reference to FIG. 2, a rotor assembly 60
such as a turbine rotor assembly includes an array of
blades 84 (one shown) circumferentially disposed
around a disk 86. Each blade 84 includes a root 88, a
platform 90 and an airfoil 92. The blade root 88 is received
within a rim 94 of the disk 86 and the airfoil 92 extends
therefrom.
[0030] The platform 90 separates a gas path side in-
clusive of the airfoil 92 and a non-gas path side inclusive
of the root 88. The airfoil 92 defines a blade chord be-
tween a leading edge 98, which may include various for-
ward and/or aft sweep configurations, and a trailing edge
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100. A first sidewall 102 that may be convex to define a
suction side, and a second sidewall 104 that may be con-
cave to define a pressure side are joined at the leading
edge 98 and at the axially spaced trailing edge 100. The
tip 96 extends between the sidewalls 102, 104 opposite
the platform 90.
[0031] With reference to FIG. 3, to resist the high tem-
perature stress environment in the gas path of a turbine
engine, each blade 84 includes an array of internal pas-
sageways 110. The array of internal passageways 110
includes one or more feed passages 112 through the root
88 that communicates airflow into a multiple of cavities
114 (shown schematically) within the airfoil 92. The cav-
ities 114 distribute the cooling flow through exits 116 in
the sidewalls 102, 104, leading edge 98, and/or the trail-
ing edge 100 (also shown in FIG. 4). Impingement pas-
sages 118 may also be located though internal walls be-
tween one or more of the cavities 114. It should be ap-
preciated that various feed architectures, cavities, and
passageway arrangements will benefit herefrom. Al-
though a turbine blade will be used to illustrate the dis-
closed cooling passage testing method, other airflow
cooled components such as blade outer air seals, com-
bustor heat shields, and other combustor augmenter de-
tails will also benefit herefrom.
[0032] With reference to FIG. 5, an airflow mask tool
120 includes a suction side mask portion 122 to receive
a suction side of the airfoil 92 and a pressure side mask
portion 124 to receive a pressure side of the airfoil 92.
Although the suction side mask portion 122 and the pres-
sure side mask portion 124 are illustrated in this embod-
iment, various other or additional portions may be utilized
to assemble the airflow mask tool 120. The pressure side
mask portion 124 is keyed to the suction side mask por-
tion 122 via a multiple of studs 126 (one shown) on the
suction side mask portion 122 and corresponding aper-
tures 128 on the pressure side mask portion 124.
[0033] The suction side mask portion 122 and the pres-
sure side mask portion 124 are readily manufactured with
an additive manufacturing process that includes, but is
not limited to, Stereolithography (SLA), Direct Selective
Laser Sintering (DSLS), Electron Beam Sintering (EBS),
Electron Beam Melting (EBM), Laser Engineered Net
Shaping (LENS), Laser Net Shape Manufacturing
(LNSM), Direct Metal Deposition (DMD), Laser Powder
Bed Fusion (LPBF) and others. Although particular ad-
ditive manufacturing processes are disclosed, other suit-
able rapid manufacturing methods using layer-by-layer
construction or additive fabrication can alternatively be
used. The additively manufactured structure facilitates
heretofore unavailable detail to enclose and seal with the
associated component.
[0034] The pressure side mask portion 124 and the
suction side mask portion 122 are additively manufac-
tured to respectively include a seal surface 132, 130 and
a support structure 136, 134. The seal surface 130, 132
is a relatively soft material of Shore 10A-50A on the
ASTM D2240 type A durometer scale, more specifically

about 30A-40A, and still more specifically DM9850. The
support structure 134, 136 is a relatively hard material of
about of Shore 80A-100A, more specifically about 90A,
and still more specifically DM8510. The seal surface 130,
132 seals with the airfoil 92 to enclose up to, for example,
at least a portion of the platform 90 (FIG. 6). The support
structure 134, 136 includes a respective interface 138
that permits the airflow mask tool 120 to be received with-
in a fixture (not shown) to retain the airflow mask tool 120
in an assembled condition while permitting airflow to flow
though the airfoil 92. In one example, the airflow is at a
pressure of about 1-10 psi (6.9-69kPa) and more specif-
ically 5-7 psi (34.5-48.3kPa).
[0035] The seal surface 132 of the pressure side mask
portion 124 includes an at least partially arcuate convex
portion 140 that is formed to correspond with the first
sidewall 102 of the airfoil 92. A leading edge 142 of the
partially arcuate convex portion 140 extends from an in-
terface surface 144 of the seal surface 130 that includes
the key apertures 128. A ledge 146 is formed to corre-
spond with the tip 96 of the airfoil 92.
[0036] With reference to FIG. 7, the seal surface 130
of the suction side mask portion 122 includes an at least
partially arcuate concave portion 150 that is formed to
correspond with the second sidewall 104 of the airfoil 92.
The suction side mask portion 122 includes a leading
edge section 152 that at least partially wraps around the
leading edge 98 of the airfoil 92. That is, the seal surface
130 of the leading edge section 152 curls at least partially
abound the leading edge 98 of the airfoil 92 to interface
with the leading edge 142 of the partially arcuate convex
portion 140. A portion 154 of the support structure 134
extends to form an "L" shape to support the seal surface
130 of the leading edge section 152.
[0037] The suction side mask portion 122 includes, in
this example, a first opening 160 (FIG. 8) in the portion
154 of the support structure 134. The first opening 160
is associated with a first set of cooling passage exits 116A
in the leading edge 98 of the airfoil 92. A second opening
162 (FIG. 9) is located in the support structure 134 as-
sociated with a second set of cooling passage exits 116B
in the airfoil 92. The first opening 160 and the second
opening 162 permit a predetermined airflow to flow
through the airfoil 92 such that the airflow can be meas-
ured to assure proper formation. Other suction side mask
portions 122 and other pressure side mask portions 124
with additional and/or other openings may be utilized to
test other flow paths of the array of internal passageways
110. That is, a different set of suction side mask portions
122 and/or pressure side mask portions 124 may be as-
sembled to the same component to provide other test
flow paths.
[0038] With reference to FIG. 10, a method 200 for
testing the array of internal passageways 110 is illustrat-
ed in a schematic block diagram form. It should also be
appreciated that this application is not limited to aero-
space components and various other airflow cooled com-
ponent applications will benefit herefrom.
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[0039] Initially, the component is enclosed within the
airflow mask tool 120 (step 202). The assembled airflow
mask tool 120 is then located in an airflow test fixture
(step 204).
[0040] Airflow is then communicated into the feed pas-
sage 112 to flow through the airfoil 92 then, for example,
the first opening 160 and the second opening 162 of the
airflow mask tool 120 (step 206). This allows waxing to
be replaced by a reusable, durable, additively manufac-
tured structure which eliminates the time added to the
airflow process cycle due to masking and unmasking.
[0041] Next, once the airflow testing is complete the
first airflow mask tool 120 is removed (step 208). Another
airflow mask tool 120 may then be used to block different
exits which are not a part of the flow which is to be tested.
Often upwards of ten airflow tests with 10 different airflow
mask tools may be performed on a single component.
[0042] The airflow mask tool 120 standardizes the air-
flow masking. Through this standardization, the operator
dependent process of waxing is eliminated, creating a
level 1 mistake proof process. This also reduces potential
ergonomic issues from manual masking, as well as re-
duced risk of components escaping to the external cus-
tomer with masking still on the part. Cost savings are
seen in removing manual time. The trend toward com-
ponents of increasing complexity will only increase the
masking/removal time required, due to the number of
flows, as well as the complexity of the part structures.
[0043] The use of the terms "a", "an", "the", and similar
references in the context of description (especially in the
context of the following claims) are to be construed to
cover both the singular and the plural, unless otherwise
indicated herein or specifically contradicted by context.
The modifier "about" used in connection with a quantity
is inclusive of the stated value and has the meaning dic-
tated by the context (e.g., it includes the degree of error
associated with measurement of the particular quantity).
All ranges disclosed herein are inclusive of the endpoints,
and the endpoints are independently combinable with
each other.
[0044] Although the different non-limiting embodi-
ments have specific illustrated components, the embod-
iments of this invention are not limited to those particular
combinations. It is possible to use some of the compo-
nents or features from any of the non-limiting embodi-
ments in combination with features or components from
any of the other non-limiting embodiments.
[0045] It should be appreciated that like reference nu-
merals identify corresponding or similar elements
throughout the several drawings. It should also be ap-
preciated that although a particular component arrange-
ment is disclosed in the illustrated embodiment, other
arrangements will benefit herefrom.
[0046] Although particular step sequences are shown,
described, and claimed, it should be appreciated that
steps may be performed in any order, separated or com-
bined unless otherwise indicated and will still benefit from
the present disclosure.

[0047] The foregoing description is exemplary rather
than defined by the limitations within. Various non-limiting
embodiments are disclosed herein, however, one of or-
dinary skill in the art would recognize that various mod-
ifications and variations in light of the above teachings
will fall within the scope of the appended claims. It is
therefore to be appreciated that within the scope of the
appended claims, the disclosure may be practiced other
than as specifically described. For that reason, the ap-
pended claims should be studied to determine true scope
and content.

Claims

1. An airflow mask tool (120), comprising:

a pressure side mask portion (124) to seal at
least a portion of a pressure side (104) of a com-
ponent (84) having an array of internal passage-
ways (110); and
a suction side mask portion (122) to seal at least
a portion of a suction side (102) of the compo-
nent (84), at least one of the suction side mask
portion (122) and the pressure side mask portion
(124) comprising at least one opening (160, 162)
to expose at least one exit (116A, 116B) from
the array of internal passageways (110).

2. The airflow mask tool (120) as recited in claim 1,
wherein the pressure side mask portion (124) fits to
the suction side mask portion (122) to enclose at
least a portion of the component (84).

3. The airflow mask tool (120) as recited in claim 1 or
2, wherein the pressure side mask portion (124) is
keyed to the suction side mask portion (122) via a
multiple of apertures (128) and corresponding mul-
tiple of studs (126).

4. The airflow mask tool (120) as recited in claim 1, 2
or 3, wherein the pressure side mask portion (124)
fits to the suction side mask portion (122) to enclose
an airfoil (92) of the component (84) and, optionally,
a portion of a platform (90) of the component (84).

5. The airflow mask tool (120) as recited in any preced-
ing claim, wherein the pressure side mask portion
(124) and the suction side mask portion (122) re-
spectively comprise a seal surface (132, 130) and a
support structure (136, 134), the seal surface (132,
130) to seal the component (84).

6. The airflow mask tool (120) as recited in claim 5,
wherein:

the seal surface (132, 130) is manufactured of
a softer material than the support structure (136,
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134); and/or
the seal surface (132, 130) is of a Shore 10A-
50A on the ASTM D2240 type A durometer
scale.

7. The airflow mask tool (120) as recited in claim 5 or
6, wherein the seal surface (132) of the pressure
side mask portion (124) comprises an at least par-
tially arcuate convex portion (140) that is formed to
correspond with a sidewall (102) of an or the airfoil
(92) of the component (84).

8. The airflow mask tool (120) as recited in claim 7,
wherein a leading edge (142) of the partially arcuate
convex portion (140) is displaced from an interface
surface (144) that interfaces with an interface sur-
face of the suction side mask portion (122).

9. The airflow mask tool (120) as recited in claim 7 or
8, wherein the seal surface (130) of the suction side
mask portion (122) comprises an at least partially
arcuate concave portion (150) that is formed to cor-
respond with a second sidewall (104) of the airfoil
(92).

10. The airflow mask tool (120) as recited in claim 9,
wherein the seal surface (130) of the suction side
mask portion (122) comprises a leading edge section
(152) that at least partially wraps around a leading
edge (98) of the airfoil (92), and, optionally, a leading
edge portion (154) of the support structure (134) ex-
tends to support the seal surface (130) of the leading
edge section (152).

11. The airflow mask tool (120) as recited in claim 10,
wherein the at least one opening (160, 162) to ex-
pose the at least one exit (116A, 116B) from the array
of internal passageways (110) is located adjacent to
the leading edge (98) of the airfoil (92) or on a suction
side (102) of the airfoil (92).

12. A method of testing a portion of an array of internal
passageways (110) in a component (84), compris-
ing:

enclosing a component (84) having an array of
internal passageways (110) within a pressure
side mask portion (124) and a suction side mask
portion (122) to expose at least one exit (116A,
116B) from the array of internal passageways
(110);
communicating airflow into the array of internal
passageways (110) such that the airflow exits
through the at least one exit (116A, 116B) from
the array of internal passageways (110) through
one of the pressure side mask portion (124) and
the suction side mask portion (122); and
nondestructively removing the pressure side

mask portion (124) and the suction side mask
portion (122) subsequent to communicating the
airflow.

13. The method as recited in claim 12, wherein enclosing
the component (84) comprises keying the pressure
side mask portion (124) to the suction side mask
portion (122).

14. The method as recited in claim 12 or 13, wherein
enclosing the component (84) comprises sealing the
pressure side mask portion (124) and the suction
side mask portion (122) to an airfoil (92) of the com-
ponent (84) to seal all exits other than the at least
one exit (116A, 116B) from the array of internal pas-
sageways (110).

15. The airflow mask tool (120) or method as recited in
any preceding claim, wherein the pressure side
mask portion (124) and the suction side mask portion
(122) are additively manufactured.
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