
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

52
4 

44
8

A
1

TEPZZ¥5 4448A_T
(11) EP 3 524 448 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
14.08.2019 Bulletin 2019/33

(21) Application number: 19156831.0

(22) Date of filing: 13.02.2019

(51) Int Cl.:
B60C 25/14 (2006.01) B60C 25/138 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
KH MA MD TN

(30) Priority: 13.02.2018 IT 201800002648

(71) Applicant: NEXION S.p.A.
42015 Correggio (RE) (IT)

(72) Inventor: CORGHI, Giulio
42015 CORREGGIO (IT)

(74) Representative: Conti, Marco
Bugnion S.p.A. 
Via di Corticella, 87
40128 Bologna (IT)

(54) METHOD FOR INFLATING A TYRE

(57) A method for inflating a tyre (2) mounted on a
corresponding wheel rim (3) comprises the following
steps in sequence: placing a tool at an operating position,
where a first bead (201) of the tyre (2) is interposed be-
tween the tool and a second bead (202) of the tyre (2),
and one end of tool is positioned axially between a first
flange (3A) of the rim (3) and a first rib (3B) of the rim (3)
and positioned radially between an outside surface (30)

of the rim (3) and a tread (205) of the tyre (2); blowing a
gas under pressure through an inflation valve (206) of
the tyre (2) into a chamber (4) delimited by the tyre (2)
and by the rim (3), with the tool at the operating position,
so that the first sidewall (203) of the tyre (2) is pressed
against the end of the tool; removing the tool from the
operating position.
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Description

[0001] This invention relates to a method for inflating
a tyre using a tyre changing apparatus.
[0002] An apparatus for mounting and demounting a
tyre to and from the corresponding wheel rim, also known
as tyre changing apparatus, is a machine commonly used
by tyre mechanics to mount and demount vehicle wheel
tyres.
[0003] The apparatus may comprise an inflation unit
configured to inflate the tyre after it has been mounted
on the corresponding rim. The inflation unit comprises a
pressurized gas source (for example, a compressor). The
inflation unit comprises an inflation probe. The inflation
probe is connectable to the pressurized gas source. One
end of the inflation probe is configured to blow the gas
into a chamber which is delimited by the tyre and the rim.
[0004] The gas used for inflation is typically air or ni-
trogen. Usually, the end of the inflation probe is connect-
able to a stem of a tyre inflation valve through which the
gas is blown into the chamber. An inflation probe con-
nectable to a stem of a tyre inflation valve is known, for
example, from patent document EP1170184B1.
[0005] The tyre includes a first bead and a second bead
which, after mounting and inflation, are inserted into a
first seat and a second seat of the rim, respectively. The
first seat is defined by a first flange and a first rib of the
rim which are spaced from each other and jut out radially
from an outside surface of the rim. The second seat is
defined by a second flange and a second rib of the rim
which are opposite to the first flange and the first rib, and
which are spaced from each other and jut out radially
from an outside surface of the rim.
[0006] During mounting, the second bead is mounted
at a respective temporary position, between the second
rib and the first bead; similarly, the first bead is mounted
at a respective temporary position, between the first rib
and the second bead.
[0007] During inflation, the pressure of the chamber
delimited by the tyre and the rim increases, and creates
an expansive force in the chamber which pushes the first
bead past the first rib, causing it to settle between the
first rib and the first flange (that is, in the first seat) and
the second bead past the rib, causing it to settle between
the second rib and the second flange (that is, in the sec-
ond seat). Typically, the first bead and the second bead
do not move into the first seat and second seat round the
full circle all at once but instead the circular arc of the
first bead which moves into the first seat gradually in-
creases until only a last portion of the first bead remains
at the respective temporary position and, similarly, the
circular arc of the second bead which moves into the
second seat gradually increases until only a last portion
of the second bead remains at the respective temporary
position; thus, when the last portion of the first bead also
moves past the first rib, it strikes the first flange with great
force and makes a (first) loud noise; similarly, when the
last portion of the second bead also moves past the sec-

ond rib, it strikes the second flange with great force and
makes a (second) loud noise. This noise is particularly
unpleasant and harmful to operators responsible for in-
flating the tyre; the noise made by the first bead, which
is closer to the operator’s face is particularly unpleasant.
In effect, it is a harsh, sudden noise which operators are
forced to hear many times in the course of a working day
(twice for each tyre inflated). Moreover, the impact lifts
the dust that may be present on the tyre sidewall into the
air, with negative consequences on the healthiness of
the working place and thus on the health of operators
working there. Moreover, the impact of the tyre bead
against the rim flange may, over time, damage the rim
and/or the tyre.
[0008] Alternative tyre inflation methods are also
known which do not involve using the inflation valve. For
example, patent document EP2193875A1 provides an
inflation method using an inflation probe whose end is
positioned between a wheel flange and the tyre, at a po-
sition proximal to the respective seat of the respective
bead. The disadvantage of this method is that when the
tyre pressure pushes the bead towards the respective
flange, the end of the probe is compressed between the
tyre and the rim; thus, the probe must be made of a ma-
terial which is strong enough to resist crushing. To over-
come this disadvantage, patent document
US9840234B2 provides an inflation method which in-
volves interposing a stirrup between the tyre bead and
the rim flange to hold the bead down during inflation
enough to prevent crushing the probe. The methods
which involve placing an inflation probe directly between
the rim and the tyre (thus bypassing the inflation valve)
require an inflation apparatus and pressure monitoring
system of considerable complexity because they do not
allow blowing gas into the tyre once both the beads have
been placed in the respective seats. Other examples of
tyre fitting machines are disclosed in patent documents
EP0408921A1, EP1342593A1 and DE7540207U.
[0009] This disclosure has for an aim to provide a meth-
od for inflating a tyre using a tyre changing apparatus, a
tyre changing apparatus and an accessory for such ap-
paratus which overcome the above mentioned draw-
backs of the prior art.
[0010] This aim is fully achieved by the method and
apparatus of this disclosure as characterized in the ap-
pended claims.
[0011] This disclosure relates to a method for inflating
a tyre mounted on a corresponding wheel rim. More gen-
erally speaking, this disclosure relates to a method for
mounting and demounting a tyre to and from the corre-
sponding wheel rim. More generally speaking, this dis-
closure relates to a vehicle wheel service method.
[0012] The method is, more specifically, a method for
inflating a tyre. The tyre is mounted on a corresponding
wheel rim. The rim is mounted on a wheel-holder unit. In
one embodiment, the wheel-holder unit forms part of a
tyre changing apparatus. This disclosure therefore pro-
vides a method for inflating a tyre using a tyre changing
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apparatus (also known as apparatus for mounting and
demounting a tyre to and from a corresponding wheel
rim). In one embodiment, the wheel-holder unit has an
axis of rotation which coincides with an axis of rotation
of the wheel mounted thereon.
[0013] In one embodiment, the axis of rotation is ori-
ented in a vertical direction, that is, parallel to the force
of gravity. In this embodiment, the wheel has a first side,
hereinafter referred to as "upper", located at a certain
height from the floor, and a second side, hereinafter re-
ferred to as "lower", located at a height from the floor
lower than the first side. A tool (for example, a bead break-
er tool or a mounting/demounting tool) will be referred as
"upper" if configured to work on the upper side of the
wheel, and "lower" if configured to work on the lower side
of the wheel.
[0014] The wheel-holder unit is configured to lock the
wheel in place and set it in rotation about the axis of
rotation of the wheel. In one embodiment, the tyre chang-
ing apparatus is equipped with a tool (or at least one tool
or a plurality of tools). The tool may be used for mounting
and/or demounting the tyre to and from the rim. The tool
may be an auxiliary (dedicated) tool. The tool may be a
bead pressing tool. The tool may be an upper bead break-
er tool (that is, configured to work on an upper side of
the wheel). The tool may be a sidewall pressing tool. The
tool may be an upper demounting tool.
[0015] Hereinafter, the method is described with refer-
ence to the first bead; the description applies, mutatis
mutandis, also to the second bead. For the second bead,
a respective tool must be used. The respective tool for
the second bead may be an auxiliary (dedicated) tool, a
lower bead pressing tool, a lower demounting tool or a
lower bead breaker tool. For example, it is possible to
use the upper bead breaker tool to press the first side
wall of the tyre and the lower bead breaker tool to press
the second sidewall of the tyre simultaneously.
[0016] With regard to the tyre, In one embodiment of
the disclosure (method and apparatus), the tyre includes
a first bead. The first bead has a circular profile which is
symmetrical about an axis of rotation of the tyre. The tyre
includes a first sidewall. The first sidewall is connected
to the first bead. The tyre comprises a second bead. The
second bead has a circular profile which is symmetrical
about an axis of rotation of the tyre. The tyre includes a
second sidewall. The second sidewall is connected to
the second bead. The tyre includes a tread. The tyre tread
is cylindrically symmetrical about the axis of rotation of
the tyre. The first sidewall has the shape of a circular
crown (symmetrical about the axis of rotation of the tyre)
having an inner ring connected to the first bead and an
outer ring connected to the tyre tread. The second side-
wall has the shape of a circular crown (symmetrical about
the axis of rotation of the tyre) having an inner ring con-
nected to the second bead and an outer ring connected
to the tyre tread.
[0017] With regard to the rim, in one embodiment of
the disclosure (method and apparatus), the rim includes

an outside surface. The rim includes a first flange which
juts out from the outside surface. The rim includes a sec-
ond flange which juts out from the outside surface. In one
embodiment, the rim includes a first rib. In one embodi-
ment, the rim includes a second rib. The first and second
ribs are interposed between the first flange and the sec-
ond flange. The first rib juts out radially from the outside
surface. The second rib juts out radially from the outside
surface. The first rib and the second rib jut out radially
from the outside surface less than the first flange and the
second flange. The first rib is spaced from the first flange
to define a first seat for the first bead. The second rib is
spaced from the second flange to define a second seat
for the second bead.
[0018] In one embodiment, the rim includes a central
groove. The central groove is between the first rib and
the second rib. The central groove is recessed relative
to the outside surface of the rim.
[0019] In one embodiment of it, the method comprises
a step of mounting the tyre on the corresponding wheel
rim. In the step of mounting, the second bead is inserted
into the second seat. In the step of mounting, the first
bead is placed at a temporary position. At the temporary
position, the first bead is positioned between the first rib
and the second rib, near the first rib. At the temporary
position, the first bead is interposed between the first rib
and the central groove.
[0020] In one embodiment of it, the method comprises
a step of placing the tool at an operating position. The
step of placing the tool at an operating position follows
the step of mounting it.
[0021] In one embodiment, when the tool is at the op-
erating position, the first bead is interposed between the
tool and the second bead. When the tool is at the oper-
ating position, one end of it is at a radial position (per-
pendicular to the axis of rotation of the tyre) between the
outside surface of the rim and the tyre tread. Preferably,
the radial position of the end of the tool is near the first
flange of the rim. In one embodiment, when the tool is at
the operating position, the end of the tool is at an axial
position (parallel to the axis of rotation of the tyre) be-
tween the first flange and the first rib of the rim. In this
embodiment, the tool is able to come into contact with
the first sidewall of the tyre (to act on the noise caused
by the impact of the first bead on the first flange).
[0022] The method comprises a step of blowing pres-
surized gas into a chamber. The gas may be air. The gas
may be nitrogen. The chamber (or air chamber) is delim-
ited by the tyre and the rim. In one embodiment, the step
of blowing follows the step of placing the tool at an op-
erating position. During the step of blowing, the tool is
held at the operating position. The force applied by the
pressure inside the chamber pushes the first bead to
move past the first rib and closer to the first flange. The
first bead then comes into contact with the first flange in
a contact area which is progressively extended until the
first bead is in contacts with the first flange round the full
circle of it, with the exception of a last zone, where it
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remains between the first rib and the central groove. If
gas continues to be blown into the chamber, in the ab-
sence of the tool, the first bead would impact the first
flange in the last zone, causing a loud noise. Instead, in
the presence of the tool, the first sidewall is pressed
against the end of the tool (and thus abuts or rests on
the end of the tool). The first bead is thus prevented from
impacting the first flange. In effect, the tool applies a con-
trolled force on the first sidewall of the tyre as the first
bead moves from the first rib to the first flange. The tool
is suitable to contact the first flank of the tyre. In the pres-
ence of the tool (as a consequence of the presence of
the tool in that position) the tool applies a controlled force
on the first side (flank) of the tyre.
[0023] The method comprises a step of removing the
tool from the operating position. When the tool is removed
from the operating position, the first bead enters the first
seat completely. The contact area between the first bead
and the first flange is extended round the full circle of the
first bead (including the last zone). However, since the
end of the tool is axially interposed between the first
flange and the first rib, the distance which the first bead
travels from the abutment position against the end of the
tool is smaller than it would be if it started from the first
rib (in the absence of the tool) and thus its impact against
the flange, and the resulting noise, is minimized (or at
least reduced). Furthermore, the tool can be removed in
controlled manner to slow down the movement of the
bead against the first flange.
[0024] In one embodiment, when the tool is at the op-
erating position, the radial position of the end of the tool
is between an annular edge of the first flange and an
annular edge of the first rib. By annular edge of the first
flange and of the first rib is meant each of the respective
outer edges furthest away from the axis of rotation of the
wheel, that is to say, which jut out further from the outside
surface of the rim. Thus, in this embodiment, the end of
the tool is under the first flange. In this embodiment, when
the first sidewall of the tyre is pressed against the tool,
the tool is in turn pressed against the first flange. Thus,
instead of the first bead impacting the first flange, the tool
impacts the first flange. In one embodiment, the shape
of the tool is such as to reduce the effect of the contact
forces due to the tool’s impact against the flange, so as
to minimize the possible damage to the tool (for example,
the surface of the tool which comes into contact with the
first flange may be very inclined relative to the axis of
rotation of the wheel, substantially perpendicular to it).
In one embodiment, the tool is provided with a coat having
sound absorption properties. In this embodiment, at least
part of the outside surface of the tool is made from a
material with good sound absorption properties. That
way, if the tool impacts the first flange, the noise resulting
from the impact is minimized (or at least reduced).
[0025] In one embodiment, when the tool is at the op-
erating position, the radial position of the end of the tool
is between the annular edge of the first flange and the
tyre tread (in any case, near the first flange). In this em-

bodiment, if the tyre has good elasticity, it is possible for
the first bead to settle in the first seat (hence in contact
with the first flange) when the tool is still at the operating
position. Whatever the case, the presence of the tool
allows slowing the first bead and thus damping the impact
of the first bead against the first flange.
[0026] In one embodiment, the tool comprises an elas-
tic element. The elastic element is, in one embodiment,
a compressible rubber. In one embodiment, the elastic
element also has good sound absorption properties.
[0027] In one embodiment, the elastic element exter-
nally covers the tool.
[0028] The elastic element is, in one embodiment, in-
terposed between the end of the tool and a supporting
rod of the tool. The end of the tool is thus interposed
between the first sidewall of the tyre and the elastic ele-
ment.
[0029] In one embodiment, the elastic element is a
spring. The spring is preferably a compression spring: if
compressed, it causes the end of the tool to move closer
to the tool supporting rod. In an embodiment, when the
pressure of the gas blown into the chamber exceeds a
threshold value, the pressure inside the chamber presses
the first sidewall of the tyre against the end of the tool,
thereby compressing the spring. Compressing the spring
causes the tool to be removed from the operating posi-
tion. In one embodiment, compressing the spring causes
the tool to be placed at an intermediate position, inter-
mediate between the operating position and a rest posi-
tion where the tool is clear of the tyre. The threshold value
is the value where the force applied by the sidewall of
the tyre against the tool is equal to the elastic force of
the spring. Thus, in this embodiment, when the internal
pressure of the tyre reaches the threshold value (which
depends also on the rigidity of the spring, suitably select-
ed according to the desired tyre pressure), the first side-
wall displaces the tool from the operating position (plac-
ing it at the intermediate position) and the first bead
moves into the first seat. The spring allows reducing the
force with which the first bead strikes the first flange: in
effect, part of this force is absorbed by the spring.
[0030] In one embodiment, the spring may be an ex-
pansion spring.
[0031] In one embodiment, the tyre changing appara-
tus includes an actuator. The actuator is preferably pneu-
matic. The actuator might, however, also be hydraulic or
electrical. The actuator is configured to impart a move-
ment of the tool from a rest position, where it is clear of
the tyre, to the operating position, and vice versa.
[0032] In one embodiment, the actuator includes a lin-
er. The tool is connected to a rod. The rod is slidable in
the liner. In one embodiment, while gas is being blown
into the chamber, the liner is pressurized at a pressure
equal to the pressure inside the chamber. There is thus
pressure equilibrium between the liner of the actuator
and the chamber. The end of the tool is thus pressed
towards the rod by the pressure in the chamber and to-
wards the tyre sidewall by the actuator. Since the pres-
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sures in the liner and in the chamber are in equilibrium,
the resulting force applied on the tool is zero. The tool is
thus held at the operating position.
[0033] In a possible embodiment, when the pressure
in the chamber reaches a threshold value, the liner of the
actuator may be depressurized. In one embodiment, de-
pressurization of the chamber is accomplished by chok-
ing (in such a way as to control the motion of the tool and
thus the sidewall of the tyre). The threshold value corre-
sponds to a desired pressure inside the chamber. As a
consequence of the depressurization, the pressure in-
side the chamber presses the first sidewall of the tyre
against the end of the tool (to be removed from the op-
erating position). The first sidewall, being pressed
against the tool, causes the tool to be removed from the
operating position. In effect, the pressure inside the
chamber is no longer balanced by the pressure inside
the actuator liner.
[0034] In one embodiment, the pressure inside the
chamber is measured on the inflation device, preferably
in proximity to the inflation valve. In one embodiment, the
pressure inside the chamber is measured, during the step
of blowing, using a pressure gauge inserted in the cham-
ber. In one embodiment, the pressure inside the chamber
is measured, during the step of blowing, by measuring
the pressure of the compressed gas delivered to the in-
flation unit.
[0035] In one embodiment, the liner of the actuator is
connected to the pressurized gas source of the inflation
unit. The pressure inside the chamber can therefore be
measured, during the step of blowing, using a pressure
reducer connected to the actuator liner.
[0036] The method of this disclosure can also be ap-
plied in an embodiment in which the wheel-holder unit
forms part of a machine for inflating a tyre. In this em-
bodiment, the tool forms part of the machine for inflating
the tyre. This disclosure also relates to an apparatus for
mounting and demounting a tyre to and from the corre-
sponding wheel rim (also known as tyre changing appa-
ratus).
[0037] More generally speaking, this disclosure relates
to an apparatus for mounting and/or demounting a tyre
to and from the corresponding rim. More generally speak-
ing, this disclosure relates to a vehicle wheel service sys-
tem.
[0038] The apparatus is of the type described in patent
document EP2962876B1, in the name of the present Ap-
plicant and incorporated herein by reference. It is ex-
pressly understood that all the functional and structural
features of the apparatus of patent document
EP2962876B1 can be applied to the tyre changing ap-
paratus according to this embodiment.
[0039] The apparatus of this disclosure is used in par-
ticular to mount and/or demount a tyre to and from the
corresponding rim of a wheel of a light vehicle such as,
for example, a motor car. Nevertheless, it may be used
to mount and/or demount a tyre to and from the corre-
sponding rim of a wheel of a heavy vehicle.

[0040] The apparatus includes a wheel-holder unit.
The wheel-holder unit is configured to lock the rim in place
and set it in rotation about an axis of rotation of the wheel.
[0041] The apparatus includes an inflation unit. The
inflation unit has an active configuration in which it is con-
figured to blow a gas into a chamber which is delimited
by the tyre and the rim. The gas may be air. The gas may
be nitrogen. The tyre comprises an inflation valve which,
when open, affords a channel through which gas can
pass between the chamber and the outside. The gas is
blown in through the tyre inflation valve. In one embodi-
ment, the inflation unit comprises an inflation probe. In
one embodiment, the inflation unit comprises a pressu-
rized gas source. The inflation probe is connectable to
the pressurized gas source. One end of the inflation
probe is connectable to the tyre inflation valve. The in-
flation unit also has an inactive configuration in which
gas is prevented from flowing out of the end of the inflation
probe (and thus out of the inflation unit).
[0042] The tyre changing apparatus comprises a tool
(or at least one tool or a plurality of tools). The tool may
be used for mounting and/or demounting the tyre to and
from the rim. The tool may be a bead pressing tool. The
tool may be a bead breaker tool. The tool may be a side-
wall pressing tool. The tool may be a demounting tool.
The tool may be a supporting tool for the connector of
the inflation valve. The tool may be a device used to make
it easier to move the beads closer to the corresponding
ribs.
[0043] The tool is movable between a rest position and
an operating position. At the rest position, the tool is clear
of the tyre. When the tool is at the operating position, the
first bead is interposed between the tool and the second
bead. When the tool is at the operating position, one end
of it is positioned axially between the first flange and the
first rib. When the tool is at the operating position, one
end of it is positioned radially between the outside surface
of the rim and the tyre tread.
[0044] The apparatus includes an operating configu-
ration in which the tool is at the operating position and,
at the same time, the inflation unit is in the active config-
uration. Thus, when the apparatus is in the operating
configuration, the inflation unit is configured to blow a
gas into the chamber when the tool is at the operating
position.
[0045] In one embodiment, when the tool is at the op-
erating position, the radial position of the end of the tool
is between an annular edge of the first flange and an
annular edge of the first rib.
[0046] In one embodiment, the tool is provided with a
coat having sound absorption properties. In one embod-
iment, the tool has an outside surface which is made of
a material with a high sound absorption coefficient.
[0047] In one embodiment, when the tool is at the op-
erating position, the radial position of the end of the tool
is between the annular edge of the first flange and the
tyre tread (near the first flange).
[0048] In one embodiment, the tool includes an elastic
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element. The elastic element is, in one embodiment, a
compressible rubber. The compressible rubber is, in one
embodiment, interposed between the end of the tool and
a supporting rod of the tool. In another embodiment, the
compressible rubber covers the tool (it may be a fixed or
removable coat).
[0049] In one embodiment, the elastic element is a
spring. In one embodiment, the spring is a compression
spring. The spring has a first end which is connected to
a body of the tool (which the end of the tool is connected
to). The apparatus includes a tool supporting rod. The
spring has a second end which is connected to the tool
supporting rod. The spring is interposed between the rod
and the end of the tool. When the spring is compressed,
the end of the tool moves closer to the rod. In one em-
bodiment, the spring is a tension spring.
[0050] In one embodiment, the apparatus comprises
an actuator. The actuator is configured to move the tool
from the rest position to the operating position. The ac-
tuator is preferably pneumatic. The actuator might be hy-
draulic or electrical. The actuator includes a liner. The
tool supporting rod is slidable in the liner. In one embod-
iment, the inflation unit is selectively connectable to the
actuator liner. In one embodiment, the apparatus com-
prises a first valve. In one embodiment, the inflation unit
is selectively connectable to the actuator liner through
the first valve. More specifically, the pressurized gas
source is connectable to the actuator liner. That way, the
actuator liner can be pressurized at a pressure equal to
a pressure inside the chamber delimited by the rim and
the tyre.
[0051] In one embodiment, the apparatus comprises
a control unit.
[0052] In one embodiment, the apparatus comprises
a pressure sensor. The pressure sensor is, in one em-
bodiment, configured to measure a pressure of the cham-
ber (that is, inside the chamber). The pressure sensor is,
in one embodiment, configured to measure a pressure
of the actuator liner (that is, inside the actuator liner). The
pressure sensor is connected to the control unit. The
pressure sensor is configured to send a pressure signal
to the control unit. The pressure signal represents the
pressure of the chamber. The pressure signal represents
the pressure of the actuator liner.
[0053] In one embodiment, the apparatus comprises
a discharge valve. The discharge valve is connected to
the actuator liner. The discharge valve can be switched
between an open position, in which the liner is connected
to an outside atmosphere (for example by choking) and
a closed position, in which the liner is isolated from the
outside atmosphere.
[0054] In one embodiment, the control unit is pro-
grammed to control switching of the discharge valve from
the closed to the open position as a function of the pres-
sure signal. In one embodiment, the discharge valve is
configured to control the flow of air towards the outside
atmosphere. In one embodiment, controlling the flow of
air towards the outside atmosphere is accomplished

through the control unit.
[0055] In one embodiment, the control unit is pro-
grammed to control opening and/or closing of the first
valve as a function of the pressure signal.
[0056] The control unit is thus configured to control the
actuator.
[0057] In one embodiment, the apparatus comprises
an interface. The interface is configured to set a threshold
parameter representing a threshold pressure. The
threshold pressure may be, for example, the desired
pressure inside the chamber (also called "inflation pres-
sure"). In one embodiment, the control unit is pro-
grammed to control switching of the discharge valve from
the closed to the open position as a function of the pres-
sure signal and of the threshold parameter. In one em-
bodiment, the control unit is programmed to open and/or
close the first valve as a function of the pressure signal
and of the threshold parameter. More specifically, when
the pressure detected by the pressure sensor exceeds
the threshold pressure, the control unit is programmed
to switch the discharge valve to the open position and to
close the first valve. By closing the first valve, the actuator
liner is cut off from the pressurized gas source. By open-
ing the discharge valve, the actuator liner is depressu-
rized to an ambient pressure (which may be atmospheric
pressure).
[0058] In one embodiment, the apparatus comprises
a camera. The camera is, in one embodiment, configured
to capture an image representing a position of the first
flange and a position of the first rib. The camera is, in
one embodiment, configured to capture an image repre-
senting a position of the second flange and of the second
rib. The camera is connected to the actuator to place the
tool at the operating position as a function of the position
of the first flange and of the position of the first rib (or as
a function of the second flange and of the second rib). In
one embodiment, the camera is connected to the control
unit.
[0059] In one embodiment, the control unit is pro-
grammed to place the tool at the operating position just
before triggering the step of blowing (by starting the pres-
surized gas source). In one embodiment, the apparatus
includes a switch configured to start placing the tool at
the operating position.
[0060] In one embodiment, the control unit is pro-
grammed to switch on an alarm warning light if the tool
is not at the operating position when blowing starts. This
disclosure also provides an accessory for an apparatus
for mounting and demounting a tyre to and from a corre-
sponding wheel rim.
[0061] In one embodiment, the accessory comprises
a rod. The accessory comprises a tool. The tool is fixed
to the rod. The tool comprises an elastic element.
[0062] In one embodiment, the elastic element is a
compression spring. The spring has a first end which is
connected to the rod and a second end which is connect-
ed to a body of the tool. Thus, the spring allows moving
the end of the tool closer to the rod under the action of
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compressing the spring.
[0063] The elastic element is, in one embodiment, a
compressible rubber. In one embodiment, the compress-
ible rubber is an element having a first end which is con-
nected to the rod and a second end which is connected
to a body of the tool. In one embodiment, the compress-
ible rubber covers the tool. In one embodiment, the com-
pressible rubber also has sound insulation properties.
[0064] In one embodiment, the outside surface of the
tool or the outside surface at least of the end of the tool
is made from a material with good sound absorption prop-
erties (for example, felt or rubber). In one embodiment,
therefore, the outside surface of the tool (or the outside
surface at least of the end of the tool) has a high sound
absorption coefficient (in other words, it is sound absorb-
ing).
[0065] In one embodiment, the accessory includes a
coat made of a material having sound absorption prop-
erties (for example, felt or rubber). The end of the tool is
covered by the coat.
[0066] In one embodiment, the accessory comprises
a tool actuator. In one embodiment, the actuator includes
a liner in which the rod is slidable. The actuator may be
pneumatic. The actuator may be hydraulic. The actuator
may be electrical.
[0067] These and other features will become more ap-
parent from the following detailed description of a pre-
ferred, non-limiting embodiment, illustrated by way of ex-
ample in the accompanying drawings, in which:

- Figure 1 illustrates a tyre changing apparatus ac-
cording to this disclosure;

- Figure 2A illustrates a variant embodiment of a tool
of the apparatus of Figure 1 at an operating position;

- Figure 2B illustrates a possible variant embodiment
of the tool of Figure 2A at an operating position;

- Figure 3A illustrates the tool of Figure 2A;
- Figure 3B shows a cross section of Figure 3A;
- Figures 4A and 4B illustrate respective tools of the

apparatus of Figure 1 at an operating position;
- Figures 4C and 4D show the tool of Figure 2A in

respective cross sections;
- Figure 5 schematically illustrates a variant embodi-

ment of an inflation unit associated with a tool of the
apparatus of Figure 1, placed at the operating posi-
tion.

[0068] With reference to the accompanying drawings,
the numeral 1 denotes an apparatus according to this
disclosure, for mounting a tyre 2 on a corresponding
wheel rim 3.
[0069] The apparatus 1 comprises a base 5. The base
5 comprises a wheel-holder unit 6. The wheel-holder unit
6 is configured to receive the wheel and to cause it to
rotate about an axis of rotation A1 of the wheel in order
to allow mounting and demounting operations to be car-
ried out. Preferably, the axis of rotation A1 of the wheel
is vertical. In possible embodiments, the axis of rotation

A1 of the wheel is horizontal or oriented in another way.
[0070] The wheel-holder unit 6 comprises a hollow
shaft, connected to rotation means (not illustrated) and
a supporting table (not illustrated) with a hole through it
to allow a clamping rod 7 to pass through it.
[0071] The wheel is locked in place to allow it to turn
as one with the shaft of the wheel-holder unit 6. For this
purpose, once the wheel has been positioned on the sup-
porting table, the clamping rod 7 is inserted into a hole
in the wheel-holder unit 6 and then tightened to keep the
rim 3 locked in place.
[0072] When the wheel is positioned on a supporting
table with a vertical axis, the tyre 2 has a second sidewall
204 (or lower sidewall) facing towards the base 5 and a
first sidewall 203 (or upper sidewall) facing the opposite
direction relative to the lower side wall. Each of the two
sidewalls is connected to a respective bead, that is to
say, the reinforced edge of the tyre 2, in contact with the
rim 3. More specifically, the first sidewall 203 is connected
to a first bead 201. The second sidewall 204 is connected
to a second bead 202. The tyre comprises a tyre tread
205, interposed between and connected to the first side-
wall 203 and to the second sidewall 204.
[0073] The rim 3 has an outside surface 30. Jutting out
from the outside surface 30 are a first (annular) flange
3A and a second (annular) flange 3C. The second flange
3C (the bottom flange in the case of the wheel with a
vertical axis of rotation) faces towards the base 5, while
the first flange 3A (the upper flange in the case of the
wheel with a vertical axis of rotation) is opposite to the
second flange 3C. The outside surface 30 has a central
(annular) groove 31 between the first flange 3A and the
second flange 3C. Also jutting out from the outside sur-
face 30 are a first (annular) rib 3B and a second (annular)
rib 3D. It should be noted that the first rib 3B and the
second rib 3D jut out less than the first flange 3A and the
second flange 3C. The first rib 3B is interposed between
the central groove 31 and the first flange 3A. The second
rib 3D is interposed between the central groove 31 and
the second flange 3C.
[0074] The space between the first flange 3A and the
first rib 3B defines a first seat in which the first bead 201
of the tyre 2 is positioned when the tyre 2 is mounted and
inflated. The space between the second flange 3C and
the second rib 3D defines a second seat in which the
second bead 202 of the tyre 2 is positioned when the tyre
2 is mounted and inflated. More specifically, during
mounting operations, the second bead 202 enters the
second seat, while the first bead 201 remains at a tem-
porary position under the first rib 3B (that is, between the
first rib 3B and the central groove 31. During a subse-
quent step of inflating, the first bead 201 enters the first
seat.
[0075] The wheel-holder unit 6 is coupled to the base
5 to be moved in a direction perpendicular to the axis of
rotation of the wheel A1.
[0076] In one embodiment, the apparatus 1 comprises
a column 8, associated with the base 2 and extending in
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a direction parallel to the axis of rotation of the wheel A1.
Preferably, the column 8 extends vertically. The wheel-
holder unit 6 may therefore be moved towards or away
from the column 8, allowing the tyre changing machine
1 to operate on tyres of different diameters.
[0077] The column 8 comprises a guide 10 extending
along the main direction of extension of the column 8. An
upper carriage 11 is slidably constrained to the guide 10
to move up or down along the guide 10. A first drive sys-
tem 12 is associated with the upper carriage 11 with the
purpose of moving the upper carriage 11 between a first
upper end position and a second lower end position along
the guide 10.
[0078] The first drive system 12 associated with the
upper carriage 11 comprises a first piston 12A. The first
piston 12A is provided with an axial hole to be slidably
coupled to a first guide rod 12B. More specifically, the
first guide rod 12B is integral with the column 8 and the
upper end of the first piston 12A is coupled to the upper
carriage 11.
[0079] An upper arm 15 has a first and a second end.
The first end of the upper arm 15 is coupled to the upper
carriage 11. More specifically, the coupling is such as to
allow the upper arm 15 to rotate about a second, upper
axis of rotation B. Preferably, the upper axis of rotation
B is perpendicular to the axis of rotation A1 of the wheel.
The second end of the upper arm 15 is connected to an
upper operating head 16 which is integral with the upper
arm 15.
[0080] A lower carriage 13 is slidably constrained to
the guide 10 in order to move up or down along the guide
10. A second drive system 14 is associated with the lower
carriage 13 with the purpose of moving the lower carriage
13 between a first, lower end position and a second, up-
per end position along the guide 10. Preferably, the upper
carriage 11 and the lower carriage 13 are slidably con-
strained to the same guide 10.
[0081] The second drive system 14 comprises a sec-
ond piston 14A. The second piston 14A is provided with
an axial hole to be slidably coupled to a second guide
rod 14B. More specifically, the second guide rod 14B is
integral with the column 8 and the lower end of the second
piston 14A is coupled to the lower carriage 13.
[0082] A lower arm 23 has a first and a second end.
The first end of the lower arm 23 is fixed to the lower
carriage 13. The second end of the lower arm 23 is cou-
pled to a lower operating head 24.
[0083] The upper operating head 16 consists of a body
17 comprising at least one upper mounting tool 18 and
at least one further tool. The upper mounting tool 18 is
defined by an elongate body extending in one direction
so as to be operatively inserted between the first bead
201 of the tyre 2 and the first flange 3A of the rim 3.
[0084] Preferably, the upper mounting tool 18 and the
further tool are angularly spaced by a preset angle to be
selectively and alternately positionable in an operating
(that is, working) configuration by rotation of the upper
operating head 16.

[0085] Preferably, the further tool is an upper bead
breaker tool 19 or a demounting tool 20. The demounting
tool 20 is elongate in shape in one direction - for example,
claw-like - to be inserted between the first bead 201 of
the tyre 2 and the first flange 3A of the rim 3, in order to
grip and extract a portion of the first bead 201 from the
first seat. The upper bead breaker tool 19 comprises a
circular body supported by a supporting arm. The circular
body is configured to press the first bead 201 of the tyre
2 towards the second bead 202 in order to detach it from
the first flange 3A of the rim 3.
[0086] According to this disclosure, the apparatus in-
cludes a sidewall pressing tool 21. The sidewall pressing
tool 21 is connected to the upper operating head 16, pref-
erably rigidly.
[0087] In one embodiment, the upper operating head
16 comprises, in addition to the upper mounting tool 18
coupled to the sidewall pressing tool 21, two further tools,
namely the upper bead breaker tool 19 and the demount-
ing tool 20.
[0088] The rotational motion of the upper arm 15 is
controlled by a rack meshed with a toothed wheel. The
toothed wheel is coupled to the upper arm 15 to rotate
about the upper axis of rotation B.
[0089] The upper arm 15 can also be driven along the
upper axis of rotation B between a working position,
where the tools of the upper head 16 are aligned with the
first flange 3A of the rim 3 to perform all the operations,
and a disengaged position, where the upper operating
head 16 is away from the rim as to enable the wheel to
be placed on and removed from the wheel-holder unit 6.
[0090] The lower operating head 24 is coupled to the
second end of the lower arm 23 and is provided with at
least one lower tool which is designed to operate on the
second sidewall 202 of the tyre.
[0091] Preferably, the lower operating head 24 com-
prises at least two tools, namely a lower bead breaker
tool 32 and a lower mounting tool. Like the upper bead
breaker tool 19, the lower bead breaker tool 32 is con-
figured to press the second bead 202 of the tyre 2 and
to rotate about its axis when it is in contact with the wheel,
which is simultaneously rotating on the wheel-holder unit
6. The lower mounting tool is defined by an elongate body
extending in one direction so as to be operatively inserted
between the second bead 202 of the tyre 2 and the sec-
ond flange 3C of the rim 3 in order to place the second
bead 202 in the second seat.
[0092] Preferably, the tools of the lower operating head
24 are radially spaced by a predetermined angle so as
to be selectively and alternately positionable in an oper-
ating configuration by rotation of the lower operating head
24 about a lower axis of rotation C. Preferably, the lower
axis of rotation C and the upper axis of rotation B are
parallel.
[0093] In one embodiment, the tyre changing appara-
tus 1 comprises an auxiliary tool 38. The auxiliary tool 38
can be associated with the first sidewall 203 of the tyre
2 during the step of mounting. The auxiliary tool 38 is
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configured to press the first sidewall 203 of the tyre in a
zone where the bead 201 has already been inserted into
the first seat of the rim 3. When it is associated with the
first sidewall 203 of the tyre 2, the auxiliary tool 38 is
integral with the wheel which is rotating on the wheel-
holder unit 6.
[0094] In one embodiment, the auxiliary tool 38 is con-
nected to the column 8 by an articulated arm 39 which
allows it to move in a plane perpendicular to the axis of
rotation of the wheel A1. The auxiliary tool 38 can be
driven in a direction parallel to the axis of rotation A1 of
the wheel by an actuator 40 coupled to the articulated
arm 39. The actuator 40 comprises a liner 40A defining
a hole in which a rod 40B which supports the auxiliary
tool 38 is slidably coupled.
[0095] The tyre changing apparatus 1 comprises an
inflation unit 51. In one embodiment, the inflation unit
comprises an inflation probe 46. The inflation unit 51 can
be used in an active configuration in which it is configured
to blow air into the chamber 4 through the inflation probe
46. The inflation unit 51 can be used in an inactive con-
figuration in which air is prevented from being blown out
of an inflation probe 46.
[0096] In one embodiment, the inflation probe 46 com-
prises a hose 52 configured to have air or other gas flow-
ing through it. The hose 52 includes an end 53 which is
configured to be coupled to the valve 206 of the tyre to
blow air or other gas into the chamber 4.
[0097] In one embodiment, the hose 52 is extractable
from the supporting rod 40B of the tool 38. In one em-
bodiment, the hose 52 is removably fixed to the outside
of the supporting rod 40B of the tool 38. To connect the
hose 52 to the inflation valve 206, it is necessary to with-
draw it (extracting or detaching it) from the rod 40B and
place it manually in contact with the inflation valve 206.
[0098] In one embodiment, the inflation probe 46 com-
prises an inflation duct 54. The inflation duct 54 is con-
figured to convey compressed air between the first flange
3A of the rim and the first bead 201 of the tyre to blow
air or other gas into the chamber 4. In one embodiment,
the inflation duct 54 is formed inside the tool 38 and the
supporting rod 40B thereof. In one embodiment, when
compressed air is blown between the first flange 3A and
the first bead 201, the tool 38 is at the operating position.
This solution is useful when the size of the gap between
the first flange 3A and the first bead 201 is such that the
air blown in through the inflation valve 206 is able to es-
cape through the gap, making inflation impossible.
[0099] The inflation unit 51 comprises a pressure re-
ducer 44. The pressure reducer 44 is connected to a
compressor. In one embodiment, the compressor is out-
side the tyre changing apparatus. The pressure reducer
44 is connected to the inflation probe 46 to blow air (or
other gas) into a chamber 4 which is delimited by the tyre
2 coupled to the rim 3. The tyre 2 comprises an inflation
valve 206 to which one end of the inflation probe 46 is
connectable.
[0100] The auxiliary tool 38 is movable at least be-

tween a rest position, where it is away from the tyre 2,
and an operating position, where it is close to the tyre 2.
The apparatus 1 includes an operating configuration in
which the tool 38 is at the operating position and the
inflation unit is in the active configuration. The inflation
unit 51 is configured to blow air (or other gas) into the
chamber 4 when the auxiliary tool 38 is at the operating
position. More specifically, when the auxiliary tool 38 is
at the operating position, the first bead 201 is interposed
between the auxiliary tool 38 and the second bead 202.
Further, when the auxiliary tool 38 is at the operating
position, one end 38A of the auxiliary tool 38 is positioned
axially (that is, along a direction parallel to the axis of
rotation A1) between the first flange 3A and the first rib 3B.
[0101] In one embodiment, when the tool 38 is at the
operating position, the end 38A of the tool 38 is positioned
radially (that is along a centre axis A2 of the wheel, per-
pendicular to the axis of rotation A1 of the wheel) between
an annular edge of the first flange 3A and an annular
edge of the first rib 3B.
[0102] In one embodiment, when the tool 38 is at the
operating position, the end 38A of the auxiliary tool 38 is
positioned radially between an annular edge of the first
flange 3A and the tyre tread 205.
[0103] Like the auxiliary tool 38, the upper bead break-
er tool 19 is also movable at least between a rest position,
where it is away from the tyre 2, and an operating position,
where it is close to (in contact with) the tyre 2. The inflation
unit 51 is adapted to blow air (or other gas) into the cham-
ber 4 when the upper bead breaker tool 19 is at the op-
erating position. More specifically, when the upper bead
breaker tool 19 is at the operating position, the first bead
201 is interposed between the upper bead breaker tool
19 and the second bead 202. Further, when the upper
bead breaker tool 19 is at the operating position, one end
19A of the upper bead breaker tool 19 is positioned axially
(that is, along a direction parallel to the axis of rotation
A1) between the first flange 3A and the first rib 3B.
[0104] In one embodiment, when the upper bead
breaker tool 19 is at the operating position, the end 19A
of the upper bead breaker tool 19 is positioned radially
(that is along the wheel centre axis A2) between the an-
nular edge of the first flange 3A and the annular edge of
the first rib 3B. In one embodiment, when the upper bead
breaker tool 19 is at the operating position, the end 19A
of the upper bead breaker tool 19 is positioned radially
between an annular edge of the first flange 3A and the
tyre tread 205.
[0105] Like the auxiliary tool 38 and the upper bead
breaker tool 19, the upper mounting tool 18 is also mov-
able at least between a rest position, where it is away
from the tyre 2, and an operating position, where it is
close to the tyre 2. The inflation unit 51 is adapted to blow
air (or other gas) into the chamber 4 when the upper
mounting tool 18 is at the operating position. More spe-
cifically, when the upper mounting tool 18 is at the oper-
ating position, the first bead 201 is interposed between
the upper mounting tool 18 and the second bead 202.
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Further, when the upper mounting tool 18 is at the oper-
ating position, one end 18A of the upper mounting tool
18 is positioned axially (that is, along a direction parallel
to the axis of rotation A1) between the first flange 3A and
the first rib 3B.
[0106] In one embodiment, when the upper mounting
tool 18 is at the operating position, the end 18A of the
upper mounting tool 18 is positioned radially (that is along
the wheel centre axis A2) between the annular edge of
the first flange 3A and the annular edge of the first rib 3B.
[0107] In one embodiment, when the upper bead
breaker tool 19 is at the operating position, the end 19A
of the upper bead breaker tool 19 is positioned radially
between an annular edge of the first flange 3A and the
tyre tread 205.
[0108] In one embodiment, the lower bead breaker tool
32 is movable at least between a rest position, where it
is away from the tyre 2, and an operating position, where
it is close to the tyre 2. The inflation unit 51 is adapted to
blow air (or other gas) into the chamber 4 when the lower
bead breaker tool 32 is at the operating position. More
specifically, when the lower bead breaker tool 32 is at
the respective operating position, the second bead 202
is interposed between the lower bead breaker tool 32
and the first bead 201. Further, when the lower bead
breaker tool 32 is at the respective operating position,
one end of the lower bead breaker tool 32 is positioned
axially between the second flange 3C and the second rib
3B and positioned radially between the outside surface
of the rim 30 and the tyre tread 205.
[0109] In one embodiment, the lower demounting tool
is movable at least between a rest position, where it is
away from the tyre 2, and an operating position, where
it is close to the tyre 2. The inflation unit 51 is adapted to
blow air (or other gas) into the chamber 4 when the lower
demounting tool is at the operating position. More spe-
cifically, when the lower demounting tool is at the oper-
ating position, the second bead 202 is interposed be-
tween the lower demounting tool and the first bead 201.
Further, when the lower demounting tool is at the respec-
tive operating position, one end of the lower demounting
tool is positioned axially between the second flange 3C
and the second rib 3B and positioned radially between
the outside surface of the rim 30 and the tyre tread 205.
[0110] In one embodiment, the compressor is connect-
able to the liner 40A of the actuator 40 through a pressure
reducer 44. The inflation unit may comprise an actuating
branch 48 which connects the pressure reducer 44 to the
liner 40A. That way, the liner 40A may be pressurized at
a pressure equal to (or at a pressure proportional to) a
pressure of the chamber 4.
[0111] In one embodiment, the inflation unit 51 com-
prises a first valve 47, located in the actuating branch 48.
[0112] In one embodiment, the inflation unit 51 com-
prises a second valve 45, located in the inflation probe
46 to open and close the inflation probe 46.
[0113] In one embodiment, the inflation unit 51 com-
prises a discharge valve 49. The discharge valve 49 is

located in a discharge branch 50 which connects the ac-
tuating branch 48 (hence the liner 40A) to an outside
atmosphere. The discharge valve 49, when open, de-
pressurizes the liner 40A by putting it in communication
with the outside atmosphere. The discharge valve 49,
when closed, isolates the liner 40A from the outside at-
mosphere.
[0114] In one embodiment, the apparatus 1 comprises
a control unit 43. The inflation unit 51 can be controlled
by the control unit 43. More specifically, the control unit
43 is programmed to control the first valve 47 (to open
and close it). More specifically, the control unit 43 is pro-
grammed to drive the first valve 45 (to open and close
it). More specifically, the control unit 43 is programmed
to drive the discharge valve 49 (to open, close or partial-
ize it).
[0115] The control unit 43 is programmed to drive the
pressure reducer 44 to regulate the internal pressure of
the inflation unit. The pressure reducer 44 is connected
to the compressor. In one embodiment, the apparatus 1
comprises an interface 41 connected to the control unit
43. The interface 41 is configured to receive as a setting
from a user a threshold parameter representing a thresh-
old pressure (which may be the pressure required in the
chamber after inflation).
[0116] In one embodiment, the apparatus 1 comprises
a pressure sensor configured to measure a pressure of
the chamber 4. The pressure sensor is connected to the
control unit 43 to send it a pressure signal representing
the pressure of the chamber 4.
[0117] In one embodiment, the control unit 43 is pro-
grammed to control the opening of the discharge valve
49 as a function of the pressure signal and of the thresh-
old parameter (when the pressure in the chamber 4
reaches the threshold pressure).
[0118] In one embodiment, the auxiliary tool 38 com-
prises a compression spring 38B. The spring 38B is con-
nected to the rod 40B. The rod 40B supports the tool
whether it is slidable in the liner 40A or connected directly
to the articulated arm 39. When at rest, the spring 38B
keeps the end 38A of the tool 38 clear of the rod 40B.
When compressed, the spring 38B allows the end 38A
of the auxiliary tool 38 tol move close to the rod 40B.
[0119] In one embodiment, the upper bead breaker tool
19 comprises a compression spring which, if com-
pressed, allows the end 19A of the upper bead breaker
tool 19 close to the body 17 of the upper operating head
16.
[0120] In one embodiment, the upper mounting tool 18
comprises a compression spring which, if compressed,
allows the end 18A of the upper mounting tool 18 close
to the body 17 of the upper operating head 16.
[0121] In one embodiment, the auxiliary tool 38 (or at
least the end of it 38A) has an outside surface which is
made of (or covered by) a material with a high sound
absorption coefficient (for example, felt or rubber). In one
embodiment, the upper mounting tool 18 (or at least the
end of it 18A) has an outside surface which is made of
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(or covered by) a material with a high sound absorption
coefficient.
[0122] In one embodiment, the upper bead breaker tool
19 (or at least the end of it 19A) has an outside surface
which is made of (or covered by) a material with a high
sound absorption coefficient.
[0123] This description also provides an auxiliary ac-
cessory for a tyre changing apparatus 1.
[0124] In one embodiment, the accessory is an auxil-
iary accessory. The auxiliary accessory comprises a rod
40B. The auxiliary accessory comprises a tool 38 fixed
to the rod 40B and comprising a compression spring 38B.
The spring 38B is connected to the rod 40B and to one
end 38A of the tool 38 so as to allow the end 38A of the
tool 38 to move close to the rod 40B under the compres-
sive action of the spring 38B.
[0125] In one embodiment, the accessory is connect-
able to an upper operating head 16 comprising a body
17. In one embodiment, the accessory comprises an up-
per arm (or rod) 15. In one embodiment, the accessory
is structured like an upper bead breaker tool 19, connect-
ed to the body 17. In one embodiment, the accessory is
structured like an upper mounting tool 18, connected to
the body 17. The accessory may comprise a compres-
sion spring, connected to the body 17 and to one of either
the upper bead breaker tool 19 or the upper mounting
tool 18 to allow it to move close to the body 17 under the
compressive action of the spring.
[0126] In one embodiment, the accessory is covered
by a material having sound absorption properties (for ex-
ample, felt or rubber).
[0127] In one embodiment, the accessory is covered
by an elastic material (for example, rubber) having the
twofold function of damping the impact of the bead and
to deaden noise.
[0128] This disclosure also provides a method for in-
flating a tyre 2 mounted on a corresponding wheel rim 3.
The rim is fixed to a wheel-holder unit 6 of an apparatus
1 for mounting and demounting a tyre 2 to and from a
corresponding wheel rim 3 (also called tyre changing ap-
paratus 1).
[0129] The tyre changing apparatus 1 comprises a plu-
rality di tools. In one embodiment, the plurality of tools
comprises an auxiliary tool 38. In one embodiment, the
plurality of tools comprises an upper mounting tool 18.
In one embodiment, the plurality of tools comprises an
upper bead breaker tool 19.
[0130] The tyre 2 includes a first bead 201, a first side-
wall 203, a second bead 202, a second sidewall 204 and
a tyre tread 205.
[0131] The rim 3 includes an outside surface 30, a first
flange 3A, a first rib 3B, a second flange 3C, a second
rib 3D and a central groove 31. The first flange 3A and
the first rib 3B jut out radially from the outside surface 30
and are axially spaced from each other (along an axis of
rotation A1 of the wheel) to define a first seat for the first
bead 201. The second flange 3C and the second rib 3D
jut out radially from the outside surface 30 and are axially

spaced from each other (along an axis of rotation A1 of
the wheel) to define a second seat for the second bead
202. The central groove 31 is interposed between the
first flange 3A and the first rib 3B on one side and between
the second flange 3C and the second rib 3D on the other
side.
[0132] The method comprises a step of mounting the
tyre 2 to the rim 3 before proceeding to the step of inflat-
ing. During the step of mounting, the first bead 201 is not
inserted into the first seat but remains at a respective
temporary position between the first rib 3B and the central
groove 31 of the rim. Similarly, the second bead 202 is
not inserted into the second seat but remains at a re-
spective temporary position between the second rib 3D
and the central groove 31 of the rim.
[0133] Defined is a wheel centre axis A2 which is per-
pendicular to an axis of rotation A1 of the wheel, so that
the first flange 3A and the second flange 3C are equidis-
tant from the wheel centre axis A2. Defined is an axial
distance ’d" of an upper edge of the first rib 3B from the
wheel centre axis A2. By upper edge of the first rib 3B is
meant the annular surface of the first rib 3B facing to-
wards the first flange 3A. The distance of the first bead
201 from the wheel centre axis A2 after mounting and
before inflating (that is, at the temporary position) is less
than ’d’.
[0134] The step of inflating comprises a first step of
placing a tool at an operating position.
[0135] In one embodiment, the auxiliary tool 38 is
placed at the operating position.
[0136] When the auxiliary tool 38 is at the operating
position, one end of it 38A is spaced from the wheel centre
axis A2 by an axial distance ’h’. In one embodiment, the
axial distance ’h’ of the end 38A of the auxiliary tool 38
from the wheel centre axis A2 is greater than the axial
distance ’d’ of the upper edge of the first rib 3B from the
wheel centre axis A2. In one embodiment, the axial dis-
tance ’h’ of the end 38A of the auxiliary tool 38 from the
wheel centre axis A2 is less than the axial distance ’d’ of
the upper edge of the first rib 3B from the wheel centre
axis A2 but greater than a distance of the lower edge of
the first rib 3B from the wheel centre axis A2.
[0137] Also defined is an axial distance ’c’ of a lower
edge of the first flange 3A from the wheel centre axis A2.
By lower edge of the first rib 3A is meant the annular
surface of the first flange 3A facing towards the first rib
3B. The axial distance ’h’ of the end 38A of the auxiliary
tool 38 from the wheel centre axis A2 is less than the
axial distance ’c’ of the lower edge of the first flange 3A
from the wheel centre axis A2.
[0138] Defined is a radial distance ’a’ of an outer edge
of the first flange 3A from the axis of rotation A1 of the
wheel. By outer edge of the first flange 3A is meant a ring
portion of the first flange 3A which protrudes the most
from the outside surface of the rim 30.
[0139] Defined is a radial distance ’b’ of an outer edge
of the first rib 3B from the axis of rotation A1 of the wheel.
By outer edge of the first rib 3B is meant a ring portion
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of the first rib 3B which protrudes the most from the out-
side surface of the rim 30.
[0140] Defined is a radial distance ’r’ of the end 38A of
the auxiliary tool 38 from the axis of rotation A1 of the
wheel when the auxiliary tool 38 is at the operating po-
sition. The radial distance ’r’ of the end 38A of the auxiliary
tool 38 from the axis of rotation A1 of the wheel is greater
than the radial distance ’b’ of the outer edge of the first
rib 3B from the axis of rotation A1 of the wheel. In one
embodiment, the radial distance ’r’ of the end 38A of the
auxiliary tool 38 from the axis of rotation A1 of the wheel
is less than the radial distance ’a’ of the outer edge of
the first flange 3A from the axis of rotation A1 of the wheel.
In another embodiment, the radial distance ’r’ of the end
38A of the auxiliary tool 38 from the axis of rotation A1
of the wheel is greater than the radial distance ’a’ of the
outer edge of the first flange 3A from the axis of rotation
A1 of the wheel.
[0141] In one embodiment, the upper bead breaker tool
19 is placed at an operating position.
[0142] When the upper bead breaker tool 19 is at the
operating position, one end of it 19A is spaced from the
wheel centre axis A2 by an axial distance ’h1’. The axial
distance ’h1’ of the end 19A of the upper bead breaker
tool 19 from the wheel centre axis A2 is greater than the
axial distance ’d’ of the upper edge of the first rib 3B from
the wheel centre axis A2. The axial distance ’h1’ of the
end 19A of the upper bead breaker tool 19 from the wheel
centre axis A2 is less than the axial distance ’c’ of the
lower edge of the first flange 3A from the wheel centre
axis A2.
[0143] Defined is a radial distance ’r1’ of the end 19A
of the upper bead breaker tool 19 from the axis of rotation
A1 of the wheel when the upper bead breaker tool 19 is
at the operating position. The radial distance ’r1’ of the
end 19A of the upper bead breaker tool 19 from the axis
of rotation A1 of the wheel is greater than the radial dis-
tance ’b’ of the outer edge of the first rib 3B from the axis
of rotation A1 of the wheel. In one embodiment, the radial
distance ’r1’ of the end 19A of the upper bead breaker
tool 19 from the axis of rotation A1 of the wheel is less
than the radial distance ’a’ of the outer edge of the first
flange 3A from the axis of rotation A1 of the wheel.
[0144] In another embodiment, the radial distance ’r1’
of the end 19A of the upper bead breaker tool 19 from
the axis of rotation A1 of the wheel is greater than the
radial distance ’a’ of the outer edge of the first flange 3A
from the axis of rotation A1 of the wheel.
[0145] In one embodiment, the upper mounting tool 18
is placed at an operating position.
[0146] When the upper mounting tool 18 is at the op-
erating position, one end of it 18A is spaced from the
wheel centre axis A2 by an axial distance ’h2’. The axial
distance ’h2’ of the end 18A of the upper mounting tool
18 from the wheel centre axis A2 is greater than the axial
distance ’d’ of the upper edge of the first rib 3B from the
wheel centre axis A2. The axial distance ’h2’ of the end
18A of the upper mounting tool 18 from the wheel centre

axis A2 is less than the axial distance ’c’ of the lower
edge of the first flange 3A from the wheel centre axis A2.
[0147] Defined is a radial distance ’r2’ of the end 18A
of the upper mounting tool 18 from the axis of rotation
A1 of the wheel when the upper mounting tool 18 is at
the operating position. The radial distance ’r2’ of the end
18A of the upper mounting tool 18 from the axis of rotation
A1 of the wheel is greater than the radial distance ’b’ of
the outer edge of the first rib 3B from the axis of rotation
A1 of the wheel. In one embodiment, the radial distance
’r2’ of the end 18A of the upper mounting tool 18 from
the axis of rotation A1 of the wheel is less than the radial
distance ’a’ of the outer edge of the first flange 3A from
the axis of rotation A1 of the wheel. In another embodi-
ment, the radial distance ’r2’ of the end 18A of the upper
mounting tool 18 from the axis of rotation A1 of the wheel
is greater than the radial distance ’a’ of the outer edge
of the first flange 3A from the axis of rotation A1 of the
wheel.
[0148] Like the auxiliary tool 38, the upper mounting
tool 18 and the upper bead breaker tool 19, other tools
of the tyre changing apparatus 1 can be placed at the
operating position.
[0149] In one embodiment, the lower bead breaker tool
32 is placed at a respective operating position when one
end of it is positioned radially between the outside surface
30 of the rim 3 and the tyre tread 205 and axially between
the second rib 3C and the second flange 3D. In one em-
bodiment, the lower demounting tool is placed at a re-
spective operating position when one end of it is posi-
tioned radially between the outside surface 30 of the rim
3 and the tyre tread 205 and axially between the second
rib 3C and the second flange 3D.
[0150] The method comprises, after the step of placing
a tool at the operating position, a step of blowing pres-
surized gas into a chamber 4 delimited by the tyre 2 and
the rim 3. The gas is blown through an inflation valve 296
of the tyre 2.
[0151] During the step of blowing, if the tool placed at
the operating position is the auxiliary tool 38, the first
sidewall 203 of the tyre 2 is pressed against the end 38A
of the auxiliary tool 38.
[0152] During the step of blowing, if the tool placed at
the operating position is the upper bead breaker tool 19,
the first sidewall 203 of the tyre 2 is pressed against the
end 19A of the upper bead breaker tool 19.
[0153] During the step of blowing, if the tool placed at
the operating position is the upper mounting tool 18, the
first sidewall 203 of the tyre 2 is pressed against the end
18A of the upper mounting tool 18.
[0154] The method comprises a step of removing the
tool from the operating position (after the step of blowing).
In one embodiment, the auxiliary tool 38 is removed from
the operating position. In one embodiment, the upper
bead breaker tool 19 is removed from the operating po-
sition. In one embodiment, the upper mounting tool 18 is
removed from the operating position.
[0155] In one embodiment, where the tool at the oper-
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ating position is the auxiliary tool 38, the auxiliary tool 38
comprises a compression spring 38B which, at the end
of the step of blowing, is compressed by the first sidewall
203 which is pressed by the pressure of the chamber 4
against the end 38A of the tool. Compressing the spring
38B causes the auxiliary tool 38 to be displaced from the
operating position. In one embodiment, compressing the
spring 38B causes the tool 38 to be placed at an inter-
mediate position, intermediate between the operating po-
sition and a rest position where the tool is clear of the tyre.
[0156] In one embodiment, the auxiliary tool 38 is sup-
ported by a rod 40B which is slidable in a liner 40A of an
actuator 40. In one embodiment, the liner 40A is con-
nected to a compressor through a pressure reducer 44.
The pressure reducer 44 is also connected to an inflation
probe 46 to blow pressurized gas into the chamber 4
(through the inflation valve 206). In one embodiment, dur-
ing the step of blowing, the pressure reducer 44 receives
compressed air from the compressor to pressurize both
the chamber 4 and the liner 40A of the actuator 40 so as
to obtain a state of pressure equilibrium between the liner
40A and the chamber 4. The pressure equilibrium is such
that the first sidewall 203 (by effect of the pressure in the
chamber 4) pushes the auxiliary tool 38 towards the first
flange 3A, while the rod 40B (by effect of the pressure in
the liner 40A) pushes the auxiliary tool 38 towards the
first sidewall 203: since the pushing forces balance each
other out, the auxiliary tool 38 remains at the operating
position.
[0157] In one embodiment, when the pressure of the
chamber 4 (measured, for example, by a pressure sensor
inside or outside the chamber 4, or by a pressure sensor
in the liner 40A) reaches a threshold value, the liner 40A
is depressurized by opening a discharge valve 49: as a
result of depressurizing the liner 40A, the auxiliary tool
38 is pushed by the first sidewall 203 and thus removed
from the operating position.
[0158] Similarly, the actuator 40 can be connected to
the upper mounting tool 18, to the bead breaker 19 or to
another tool of the tyre changing apparatus 1 to keep it
at the operating position during the step of blowing and
to remove it from the operating position at the end of the
step of blowing. The present disclosure provides an ac-
cessory for an apparatus 1 for mounting and demounting
a tyre 2 to and from a corresponding wheel rim 3. The
accessory includes a rod 40B and a tool 38 supported
by the rod 40B. The tool 38 comprises an elastic element
connected to the rod 40B and to one end 38A of the tool,
so as to allow the end of the tool to move close to the rod
40B under a compressive action of the elastic element.
[0159] In said accessory, the tool 38 may optionally
have an outside surface which is made of a material hav-
ing sound absorption properties.

Claims

1. A method for inflating a tyre (2) by means of a tyre

changing apparatus (1) equipped with a tool (18, 19,
38), where the tyre (2) is mounted on a correspond-
ing wheel rim (3), the rim (3) being fixed to a wheel-
holder unit (6) of the tyre changing apparatus (1),
where the tyre (2) includes a first bead (201), a first
sidewall (203), a second bead (202), a second side-
wall (204) and a tread (205) and where the rim (3)
includes an outside surface (30), a first flange (3A)
and a first rib (3B), where the first flange (3A) and
the first rib (3B) jut out radially from the outside sur-
face (30) and are axially spaced from each other to
define a first seat for the first bead (201),
characterized in that it comprises the following
steps, in sequence:

- placing the tool (18, 19, 38) at an operating
position, where one end of it (18A, 19A, 38A) is
positioned axially between the first flange (3A)
and the first rib (3B) and radially between the
outside surface (30) of the rim (3) and the tyre
tread (205), where the first bead (201) is inter-
posed between the tool and the second bead
(202);
- blowing a gas under pressure through an in-
flation valve (206) into a chamber (4) delimited
by the tyre (2) and by the rim (3), while keeping
the tool (18, 19, 38) at the operating position
during blowing, so that a portion of the first side-
wall (203) of the tyre (2) is pressed against the
end (18A, 19A, 38A) of the tool (18, 19, 38);
- removing the tool (18, 19, 38) from the operat-
ing position.

2. The method according to claim 1, wherein, when the
tool (18, 19, 38) is at the operating position, the tool
(18, 19, 38) faces the first sidewall (203) of the tyre
(2).

3. The method according to claim 2, wherein, when the
tool (18, 19, 38) is at the operating position, the end
(18A, 19A, 38A) of the tool (18, 19, 38) is positioned
radially between an annular edge of the first rib (3B)
and the tyre tread (205).

4. The method according to claim 3, wherein, when the
tool (18, 19, 38) is at the operating position, the end
(18A, 19A, 38A) of the tool (18, 19, 38) is positioned
radially between the annular edge of the first rib (3B)
and an annular edge of the first flange (3A).

5. The method according to any one of the preceding
claims, wherein the tool (18, 19, 38) comprises an
elastic element, wherein when the gas blown in caus-
es the pressure of the chamber (4) to rise above a
threshold value, the pressure in the chamber (4), by
pressing the first sidewall (203) of the tyre (2) against
the end (18A, 19A, 38A) of the tool (18, 19, 38) com-
presses the elastic element and thus removes the
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tool from the operating position.

6. The method according to any one of the preceding
claims, wherein the tyre changing apparatus (1) in-
cludes an actuator (40), including a liner (40A) in
which there slides a rod (40B) connected to the tool
(18, 19, 38), wherein, during the step of blowing, the
liner (40A) of the actuator (40) is pressurized in order
to keep the tool (18, 19, 38) at the operating position,
wherein, when the pressure in the chamber (4)
reaches a threshold value, the liner (40A) is depres-
surized and the first sidewall (203) of the tyre (2) is
pressed against the tool (18, 19, 38), causing the
tool (18, 19, 38) to be removed from the operating
position.

7. The method according to any one of the preceding
claims, wherein the tool (18, 19, 38) has an outside
surface made of a material having sound absorption
properties.

8. The method according to any of the preceding
claims, wherein, in the presence of the tool, the first
sidewall is pressed against the end of the tool and
thus abuts or rests on the end of the tool.

9. An apparatus (1) for mounting and demounting a tyre
(2) to and from a corresponding rim (3) of a wheel
which has an axis of rotation (A1), where the tyre (2)
includes a first bead (201), a first sidewall (203), a
second bead (202), a second sidewall (204) and a
tread (205) and where the rim (3) includes an outside
surface (30), a first flange (3A) and a first rib (3B),
where the first flange (3A) and the first rib (3B) jut
out radially from the outside surface (30) and are
axially spaced from each other to define a first seat
for the first bead (201), the apparatus (1) comprising:

- a wheel-holder unit (6) for locking the rim (3)
in place and setting it in rotation about the axis
of rotation (A1) of the wheel;
- an inflation unit (51), having an active config-
uration, where it is configured to blow a gas into
a chamber (4) delimited by the tyre (2) and the
rim (3) through an inflation valve (206) of the tyre
(2), and an inactive configuration, where gas is
prevented from escaping from the inflation unit
(51);
- a tool (18, 19, 38) movable at least between a
rest position, where it is away from the tyre (2),
and an operating position, where the first bead
(201) is interposed between the tool (18, 19, 38)
and the second bead (202), one end (18A, 19A,
38A) of the tool (18, 19, 38) being positioned
axially between the first flange (3A) and the first
rib (3B) and radially between the outside surface
(30) of the rim (3) and the tyre tread (205);

characterized in that the apparatus (1) includes an
operating configuration in which the tool (18, 19, 38)
is at the operating position and the inflation unit (51)
is, at the same time, in the active configuration.

10. The apparatus (1) according to claim 9, wherein the
tool (18, 19, 38) includes an elastic element having
a first end connected to the end (18A, 19A, 38A) of
the tool (18, 19, 38) and a second end connected to
a rod (40B) which supports the tool (18, 19, 38), so
as allow the end (18A, 19A, 38A) of the tool (18, 19,
38) to move closer to the rod (40B) under a com-
pressive action of the elastic element.

11. The apparatus (1) according to claim 9 or 10, wherein
the tool (18, 19, 38) has an outside surface which is
made of a material having sound absorption proper-
ties.

12. The apparatus (1) according to any one of claims 9
to 11, comprising a pneumatic actuator (40) config-
ured to move the tool (18, 19, 38) from the rest po-
sition to the operating position, wherein the actuator
(40) includes a liner (40A), in which there slides a
rod (40B) that supports a the tool (18, 19, 38), and
wherein the inflation unit is selectively connectable
to the liner (40A) of the actuator (40) to pressurize it
at a pressure equal to a pressure inside the chamber
(4).

13. The apparatus (1) according to claim 12, comprising:

- a control unit (43);
- a pressure sensor configured to measure the
pressure of the chamber (4) and connected to
the control unit (43) to send it a pressure signal
representing the pressure of the chamber (4);
- a discharge valve (49) connected to the liner
(40A) of the actuator (40) and able to be
switched between an open position, in which the
liner (40A) of the actuator (40) is open onto an
outside atmosphere, and a closed position, in
which the liner (40A) of the actuator (40) is iso-
lated from the outside atmosphere;

wherein the control unit (43) is programmed to con-
trol switching of the discharge valve (49) from the
closed to the open position as a function of the pres-
sure signal.

14. The apparatus (1) according to claim 13, comprising
an interface (41) configured to receive as a setting
a threshold parameter representing a threshold
pressure, wherein the control unit (43) is pro-
grammed to control switching of the discharge valve
(49) from the closed to the open position as a function
of the pressure signal and of the threshold parame-
ter.

25 26 



EP 3 524 448 A1

15

5

10

15

20

25

30

35

40

45

50

55

15. The apparatus (1) according to any one of claims 12
to 14, comprising a camera configured to capture an
image representing a position of the first flange (3A)
and a position of the first rib (3B), and connected to
the actuator (40) to place the tool at the operating
position as a function of the position of the first flange
(3A) and of the position of the first rib (3B).
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