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(54) CONTROLLED STREAMING OF SEGMENTED CONTENT

(57) Methods and systems for enabling client-con-
trolled streaming of segmented content are described,
wherein said client-controlled streaming is on the basis
of a manifest file, said manifest file comprising one or
more segments identifiers and one or more associated
segment locators, preferably one or more URLs, for lo-
cating one or more delivery nodes configured to deliver
one or more segments identified by said segment iden-
tifiers to said client, and wherein said method comprises:

requesting the delivery of at least one segment on the
basis of at least a segment identifier selected from said
manifest file; on the basis of said requested segment,
selecting at least one further segment identifier from said
manifest file, said further segment identifier being asso-
ciated with an expected future segment request; and,
pre-resolving a first segment locator associated with said
selected further segment identifier for obtaining network
information associated with said first segment locator.
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Description

Field of the invention

[0001] The invention relates to controlled streaming of
segmented content and, in particular, though not exclu-
sively, to a method for enabling controlled streaming of
segmented content, a client for controlling streaming of
segmented content, a network node and a data structure
for use with a client and a computer program product
using such method.

Background of the invention

[0002] Currently an increasing number of video
streaming techniques make use of so-called segmenta-
tion. For example, HTTP adaptive streaming (HAS),
Scalable Video Coding (SVC) and spatially segmented
video (e.g. tiled video) use segmentation on the basis of
time, quality and space respectively. During the segmen-
tation process a so-called manifest file will be generated
which describes the relation between the different seg-
ment files and/or streams and the location where the seg-
ments may be retrieved. A segment file may relate to a
file comprising segment data, which may be retrieved by
a file retrieval protocol, e.g. HTTP or FTP. Similarly, a
segment stream may relate to a stream comprising seg-
ment data which may be retrieved by a streaming proto-
col, e.g. RTSP/RTP or HAS. A segment file or stream
hereafter will be referred to as a segment. Further, video,
or more in general, content rendered by a segmentation
scheme may be referred to as segmented content.
[0003] Segmented content may be used to dynamical-
ly adjust to changing bandwidth requirements, e.g. by
switching from a high to a low quality video stream. More-
over, segmented content may also allow for discrimina-
tion between popular and less popular video segments.
For example, typically content associated with the begin-
ning of a video will be watched (downloaded/ac-
cessed/retrieved) more often (more popular) than con-
tent at the end. Similarly, low-bitrate lower-quality video
content (e.g. the lowest resolution HAS segments or the
SVC base layer) will be watched (downloaded/ac-
cessed/retrieved) more frequently than high quality con-
tent (e.g. higher-resolution HAS segments or an SVC
enhancement layer).
[0004] Hence, when segmenting content, certain seg-
ments will be (much) more often requested by consumers
than other segments. This property may be advanta-
geously used by a content delivery network (CDN), which
is configured to deliver content to a consumer. It may for
example store the segments associated with more pop-
ular content at multiple nodes in the CDN so that the
bandwidth problem (as getting many popular segments
from a too remote server may clog up network bandwidth)
may be reduced and efficient delivery is guaranteed. A
CDN content location manager may centrally manage
the locations within the CDN where the segments may

be retrieved.
[0005] In order to enable a client to access segments
stored in a CDN, the client is provided with a so-called
manifest file identifying a list of segment identifiers and
segment locators pointing to locations in the network,
which enable the client to retrieve the segments. Typi-
cally, a client is configured to retrieve segments such that
the segment buffer associated with the client (device) is
loaded with a predetermined number of segments before
play-out is started. Furthermore, during play-out, the cli-
ent continuously retrieves segments on the basis of the
manifest file so that sufficient segments are kept in a
buffer. This way, latencies associated with segment re-
trieval do not interfere with the seamless play-out of the
segments.
[0006] In some cases however, a client may allow a
user to interact with the play-out of the content (e.g. fast-
forwarding, panning, zooming and/or tilting). Further, a
user may instruct a client to switch to another rate or
video quality. In all of the above cases, play-out of a seg-
ment may be required that is not available in the buffer,
so that the client will start retrieving that segment on the
fly (from the CDN or other network). This process how-
ever may take considerable time because the segment
needs to be located and retrieved using a resolving proc-
ess, which may involve DNS look-ups and HTTP redi-
rects. Moreover, in some cases (content) segments as-
sociated with a content item (e.g. a video/movie) may be
stored at (CDN/other network) nodes, which belong to
two or more different CDNs. In that case, no central lo-
cation manager is available to locate the segments in the
different CDN domains. Therefore, a manifest file asso-
ciated with a first CDN may only refer to a routing function
in the further CDNs as the first CDN has no knowledge
about the location of the segments in the second CDN.
Every time a segment from another (second) CDN is re-
quested, a routing request to that other (second) CDN is
required. In addition, one or more further routing requests
(and responses) may be generated in the other (second)
CDN. Such requests may generate request-routing de-
lays so that its takes a longer time, up to several seconds,
for a client to receive the requested segment.
[0007] Hence, from the above it follows that without
any user interaction, delays associated with DNS re-
quest, redirections and/or inter-CDN (CDN-I) request
routing will have little impact on the user perception of
the quality of the (video) stream, as the client will typically
have a few segments buffered, allowing for some slack.
If however user interaction with the (segmented) content
is allowed, play-out of a segment that is not available in
the buffer may take considerable time because the seg-
ment needs to be located using a resolving process. This
process may take up to several seconds in case of com-
plex or interconnected CDNs so that seamless play-out
of segmented (video) content is no longer possible and
the user experience is seriously downgraded.
[0008] Hence, there is a need in the art for efficient
streaming of segmented content to a client. In particular,
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there is a need for methods and systems providing seam-
less play-out of segmented content even in case a user
interacts with the segmented content.

Summary of the invention

[0009] It is an object of the invention to reduce or elim-
inate at least one of the drawbacks known in the prior art
and to provide in a first aspect of the invention to a method
for enabling streaming, preferably client-controlled
streaming, of segmented content on the basis of a man-
ifest file for locating one or more delivery nodes wherein
said method may comprise at least one of the steps of:
requesting the delivery of at least one segment on the
basis of said manifest file; on the basis of a segment
identifier associated with said segment request, selecting
at least one further segment identifier from said manifest
file, said further segment identifier being associated with
an expected future segment request; and, pre-resolving
at least part of a first segment locator associated with
said selected further segment identifier for obtaining net-
work information associated with said first segment lo-
cator. In an embodiment, a manifest file may comprise
one or more segments identifiers and/or one or more
associated segment locators. In another embodiment, a
delivery node may be configured to deliver one or more
segments identified by said segment identifiers to said
client. In yet another embodiment, a segment locator may
be a predetermined part of an URL pointing to a network
node.
[0010] Hence, the method allows a client to select seg-
ments, which are listed in a manifest file and which are
expected to be requested in the future, and to at least
partially pre-resolve one or more segment locators as-
sociated with these selected segments on the basis of
one or more segments which are requested by the client.
This way delays associated with request routing, DNS
requests and/or redirects are eliminated or at least sub-
stantially reduced so that seamless or at least substan-
tially seamless play-out of segments during user interac-
tion may be achieved.
[0011] In one embodiment, the network information
may comprise: information on at least part of a network
address associated with at least part of said first segment
locator; and/or, information whether a first segment lo-
cator associated with said selected further segment iden-
tifier points to a delivery node for delivery of a segment
associated with said expected future segment request or
points to a network node for redirection of said expected
future segment request; and/or, at least part of a second
segment locator associated with said selected further
segment locator. In another embodiment, said method
may comprise: pre-resolving at least part of said first seg-
ment locator into a second segment locator associated
with said selected further segment identifier, if said first
segment locator points to a network node for redirection.
In a further embodiment, comprising: modifying said
manifest file on the basis of said network information.

Hence, on the basis of the retrieved network information
the manifest file stored in a manifest cache may be up-
dated. This way the client, in particular the pre-resolving
function associated with the client, may continuously and
dynamically update the manifest file with fully and/or par-
tially pre-resolved segment locators.
[0012] In an embodiment, said method may comprise:
modifying said manifest file on the basis of said at least
part of said second segment locator, preferably said mod-
ifying comprising the step of replacing at least part of said
first segment locator with said at least part of said second
segment locator. The result of the pre-resolving step may
be used to replay and/or modify the original segment lo-
cator into a further partially pre-resolved segment locator
so that when a segment associated with the partially pre-
resolved segment locator is requested, the delay asso-
ciated with resolving the segment locator is substantially
reduced.
[0013] In a further embodiment, said method may com-
prise: modifying said manifest file on the basis of said
second segment locator, if said second segment locator
is associated with a network address of a delivery node
for delivery of a segment associated with said expected
future segment request. The result of the pre-resolving
step may be used to replay and/or modify the original
segment locator into a fully pre-resolved segment locator,
so that when the segment is requested resolution of the
segment request is not needed.
[0014] In yet further embodiment, said method may
comprise at least one of the steps of: sending a request
for network information to a network node associated with
said first segment locator; receiving a response mes-
sage; determining on the basis of said response mes-
sage whether said first segment locator associated with
said selected further segment identifier points to a deliv-
ery node for delivery of a segment associated with said
expected future segment request or to a network node
for redirection of said expected future segment request.
[0015] In yet another embodiment, said request for net-
work information may comprise an HTTP, RTSP and/or
DNS protocol message, preferably an HTTP HEAD mes-
sage or an RTSP DESCRIBE message and/or wherein
said response message is an HTTP or RTSP response
message.
[0016] In an embodiment said pre-resolving may be
executed as a background process during at least part
of the delivery of said at least one segment.
[0017] In an embodiment, said method may comprise:
selecting said at least one further segment identifier on
the basis of at least part of: a user profile, a user naviga-
tion history, user interaction with the segmented content
and/or the geo-location of the user. Hence, selection of
the segments associated with expected future segment
requests may be based on user-related information.
[0018] In an embodiment, said manifest file may com-
prise one or more markers for marking one or more fur-
ther segment identifiers for future segment requests,
preferably said marker comprising a ranking value. This
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way, selection of the segments for pre-resolving may be
based on information in the manifest file. This information
may be inserted into the manifest file by a CDN or by a
content provider.
[0019] In one variant, said pre-resolving may comprise
at least one of the steps of: transmitting a request for
network information, preferably an HTTP HEAD mes-
sage or an RTSP DESCRIBE message, to a first content
delivery network (CDN1), said request comprising at
least said selected further segment identifier; said first
content delivery network CDN1 transmitting an inter-
CDN request message, preferably an DELIVERY RE-
QUEST message, comprising said selected further seg-
ment identifier, to a second content delivery network
(CDN2) for negotiating future delivery of said segment
identified by said selected further segment identifier;
and/or, said first content delivery network CDN1 receiv-
ing an inter-CDN response message, preferably a DE-
LIVERY RESPONSE message, comprising location in-
formation, preferably a network address or a segment
locator associated with one or more delivery nodes in
said second content delivery network CDN2, said one or
more delivery nodes configured to deliver a segment
identified by said selected further segment identifier to a
client. Hence, during the pre-resolving process, a net-
work node of first CDN may recognize a request for net-
work information associated with pre-resolving a seg-
ment locator and forward the request to a network node
of a second CDN thereby improving the efficiency of the
pre-resolving process.
[0020] In an embodiment, said inter-CDN request mes-
sage may comprise a flag allowing said second content
delivery network CDN2 to determine that the inter-CDN
request message is associated with the pre-resolving of
a segment locator.
[0021] In another embodiment said inter-CDN request
message may be implemented on the basis of an HTTP
HEAD message or an RTSP DESCRIBE message there-
by allowing said second content delivery network CDN2
to determine that the inter-CDN message is associated
with the pre-resolving of a segment locator.
[0022] In yet another embodiment, said manifest file
may comprises first location information, preferably a net-
work address, associated with one or more delivery
nodes in a first content delivery network (CDN1) and sec-
ond location information, preferably a network address,
associated with one or more delivery nodes in a second
content delivery network (CDN2).
[0023] In a further embodiment wherein said segment-
ed content is temporally segmented content and wherein
said client uses a temporal proximity parameter defining
a temporal distance so that one or more segment iden-
tifiers identifying temporal segments arranged within the
temporal proximity distance from the temporal segment
that is currently processed by the client, may be marked
and/or selected for pre-resolving their one or more asso-
ciated segment locators; or,
wherein said segmented content is spatially segmented

content and wherein said client uses a spatial proximity
parameter defining a spatial distance so that one or more
segment identifiers identifying spatial segments ar-
ranged within the spatial proximity distance from the spa-
tial segment that is currently processed by the client, may
be marked and/or selected for pre-resolving their one or
more associated segment locators; or,
wherein said segmented content is qualitatively seg-
mented content and wherein said client uses a quality
proximity parameter defining a quality distance so that
one or more segment identifiers identifying quality seg-
ments arranged within the quality proximity distance from
the quality segment that is currently processed by the
client, may be marked and/or selected for pre-resolving
their one or more associated segment locators.
[0024] In a further aspect, the invention may relate to
a client for client-controlled streaming of segmented con-
tent hosted on one or more delivery nodes in the network,
said client comprising: a manifest cache for storing at
least part of a manifest file, said manifest file comprising
one or more segments identifiers and one or more asso-
ciated segment locators, preferably on or more URLs,
for locating one or more delivery nodes configured to
deliver one or more segments identified by said segment
identifiers to said client; a segment retrieval function for
requesting the delivery of at least one segment on the
basis of at least one segment identifier in said manifest
file; a segment selector configured for selecting on the
basis said at least one segment identifier, at least one
further segment identifier associated with at least one
expected future segment request; and, a pre-resolving
function for pre-resolving at least part of a first segment
locator associated with said at least one selected further
segment identifiers for obtaining network information as-
sociated with said first segment locator.
[0025] In another aspect, the invention may relate to a
network node for use with a client according as described
above, said network node being associated with a first
content delivery network (CDN1) and configured for: re-
ceiving from a client a request for network information
associated with a segment locator, preferably said re-
quest being based on the basis of an HTTP HEAD mes-
sage or an RTSP DESCRIBE message, said segment
locator being associated with a segment identifier iden-
tifying a segment; transmitting an inter-CDN request
message, preferably an DELIVERY REQUEST mes-
sage, comprising at least part of said segment locator
and/or segment identifier, to a second content delivery
network (CDN2) for negotiating future delivery of said
segment; wherein said inter-CDN request message com-
prises a flag or wherein said inter-CDN request message
is based on an HTTP HEAD message or an RTSP DE-
SCRIBE message, said flag or HTTP HEAD message or
an RTSP DESCRIBE message allowing said second
content delivery network CDN2 to determine that said
inter-CDN message is associated with the pre-resolving
of a segment locator requested by said client.
[0026] In yet a further aspect, the invention may relate
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to a data structure, preferably a manifest file, for use in
client as described above, said data structure comprising
one or more segments identifiers and one or more asso-
ciated segment locators, preferably URLs, for locating
one or more delivery nodes configured to deliver one or
more segments identified by said segment identifiers to
said client; said data structure further comprising one or
more markers associated with one or more of said seg-
ment identifiers, said one or more markers allowing a
pre-resolving function in said client to select further seg-
ments identifiers for a future segment request, preferably
said one or more markers being associated with a ranking
value, preferably a popularity score.
[0027] The invention also relates to a computer pro-
gram product comprising software code portions config-
ured for, when run in the memory of computer, executing
at least one of the method steps as described above.
[0028] The invention will be further illustrated with ref-
erence to the attached drawings, which schematically
will show embodiments according to the invention. It will
be understood that the invention is not in any way re-
stricted to these specific embodiments.

Brief description of the drawings

[0029]

Fig. 1A and 1B depict a conventional adaptive
streaming client and a manifest file for use in such
client.
Fig. 2 depicts a flow diagram segment retrieval and
playout process for conventional an AS client.
Fig. 3 depicts a client according to one embodiment
of the invention.
Fig. 4A and 4B depict a CDN-based content delivery
system and a flow diagram associated with a pre-
resolving process for resolving locations in a CDN-
based content delivery system according to one em-
bodiment of the invention.
Fig. 5 depicts the retrieval of a pre-resolved segment
according to one embodiment of the invention.
Fig. 6 depicts a flow diagram associated with the
segment pre-resolving and retrieval processes exe-
cuted by the client according to an embodiment of
the invention.
Fig. 7 depicts an example of pre-resolving at least
part of a manifest file stored in a manifest cache of
the client according to one embodiment of the inven-
tion.
Fig. 8 depicts a flow diagram of a process for re-
questing and play-out of a manifest file wherein un-
resolved segment URLs in the manifest file are pre-
resolved.
Fig. 9 provides depicts a detailed flow diagram of
process executed by the pre-resolving function in a
client according to an embodiment of the invention.
Fig. 10 depicts the selection of suitable segments
for pre-resolving according to one embodiment of

the invention.
Fig. 11 depicts the selection of suitable segments
for pre-resolving according to another embodiment
of the invention.
Fig. 12 depicts the selection of suitable segments
for pre-resolving according to yet another embodi-
ment of the invention.
Fig. 13 depicts at least part of a manifest file com-
prising segments, which are marked for pre-resolv-
ing according one embodiment of the invention.

Detailed description

[0030] Fig. 1A and 1B depict a conventional adaptive
streaming (AS) client and a manifest file for use with such
AS client respectively. The client 102 may be hosted on
a terminal (not shown), which is configured to communi-
cate with one or more media servers in the network and
to enable streaming of content on the basis of an adaptive
streaming protocol, e.g., such as Apple HTTP Live
Streaming [http://tools.ietf.org/html/draft-pantos-http-
live-streaming-07], Microsoft Smooth Streaming [ht-
tp://www.iis.net/download/ SmoothStreaming], Adobe
HTTP Dynamic Streaming [http://www.adobe.com/prod-
ucts/httpdynamicstreaming], 3GPP-DASH [TS 26.247
Transparent end-to-end Packet-switched Streaming
Service (PSS); Progressive Download and Dynamic
Adaptive Streaming over HTTP] and MPEG Dynamic
Adaptive Streaming over HTTP [MPEG DASH ISO/IEC
23001-6] .
[0031] The terminal may generally relate to a content
processing device, e.g. a (mobile) content play-out de-
vice such as an electronic tablet, a smart-phone, a note-
book, a media player, etc. In some embodiment, a ter-
minal may be a set-top box or content storage device
configured for processing and temporarily storing content
for future consumption by a content play-out device.
[0032] A user may connect a terminal to a network,
e.g. the Internet, browse a website of a content provider
comprising video title links and select one. Upon selec-
tion of a link, e.g. an URL, a so-called manifest file may
be sent to the client. Here, the term manifest file may
generally refer to a special data structure comprising seg-
ment identifiers (descriptors) identifying the segments
building the video title, location information of a (set of)
network node(s), e.g. media server(s), which may be con-
figured to either deliver the segments to the client or to
provide the client with information where the segments
may be retrieved and, optionally, segment control infor-
mation determining the relation between the segments
which may be used by the client to correctly determine
a sequence of segments for play-out. Different protocols
may use different names for a manifest file. For example,
in the DASH streaming protocol a manifest file may be
referred to as a media presentation description (MPD).
[0033] Fig. 1B depicts a schematic of a manifest file
comprising segment identifiers for identifying segments
building a content item and location information compris-
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ing references to one or more network nodes which are
configured to deliver the identified segments to a client
or which are configured to provide the client with infor-
mation where the segments may be retrieved. Hence,
such reference, which hereafter may be referred to as
segment locator, may point to a network node configured
to deliver an identified segment; or, alternatively, to a
network node that is able to determine one or more net-
work nodes which may be able to deliver an identified
segment. In yet another embodiment, a segment locator
may also point to location on a network node. For exam-
ple, different segment locators may point to different fold-
ers defined in one delivery node.
[0034] Fig. 1B depicts a schematic of a manifest file
which is used by the client to locate delivery nodes con-
figured to deliver segments identified in the manifest file
to the client. To that end, the manifest file may comprise
at least one segment identifier, e.g. a segment file name,
for identifying a segment and location information in the
form of at least one segment locator associated with a
segment identifier. A segment locator may be defined as
a pointer to one or more network nodes (or one or more
folders on a network node) which are configured to host
the identified segment and to deliver the segment to a
client or which are configured to determine one or more
further network nodes which may be able to deliver the
identified segment to the client.
[0035] In some embodiments, a segment identifier and
a segment locator may be part of a predetermined data
structure such as an URL. For example, the URL cen-
tral.cdnA.com/segment1-1.avi comprises a segment lo-
cator central.cdnA.com, i.e. a pointer (or a reference) to
a network node of CDN A and a segment identifier, i.e.
segment file name segment1-1.avi wherein the network
node associated with segment locator central.cdnA.com
may be configured to deliver a segment to the client or
may be configured to deliver one or more further segment
locators pointing to one or more network nodes which
may be able to deliver the segment segment1-1.avi. Al-
though the examples hereunder are described using
URLs, it is submitted that the invention is not limited there-
to. In another embodiment, the segment identifiers and
segment locators may take any suitable format suitable
for identifying and locating segments in the network. In
some embodiments, the segment identifier and the seg-
ment locator may coincide in the sense that either the
segment identifier or the segment locator may be used
for identifying and locating a segment in the network.
[0036] In the example of Fig. 1B, the manifest file com-
prises segment identifiers and segment locators associ-
ated with two different sets of segments, i.e. a first set of
low bitrate segments and a second set of high-bitrate
segments, wherein each set contains the video title.
Here, the segment locator part of the URLs associated
with the low-bitrate segments points to a network node
of a first content delivery network CDN A and the high-
bitrate segments points to a network node of a second
CDN B. The client may retrieve segments on the basis

of the segment URLs in the manifest file. This scheme
is described hereunder in more detail.
[0037] As illustrated in Fig. 1A, the manifest file may
be stored in a manifest cache 104 and parsed and struc-
tured into a segment list, i.e. a logical data structure, com-
prising information for retrieving segments, e.g. segment
identifiers (e.g. the segments file names) and segment
locators, e.g. a predetermined parts of URL(s), for deter-
mining where these segments may be retrieved, and
play-out control information for controlling the play-out of
the segments, i.e. the relation between the segments
(e.g. time relationship, quality relationship and/or spatial
relationship).
[0038] A segment retrieval function 106 may use the
location information in the manifest cache in order to re-
trieve segments from a media server or one or more de-
livery nodes associated with a content delivery network
(CDN). The segments may be retrieved using a (seg-
ment) transfer protocol (typically this would be HTTP, but
also RTSP/RTP, FTP and other protocols could be used)
and temporarily stored into a segment buffer 108. Fur-
ther, a video play-out function 110 (which may also re-
ferred to as the media engine) may play-out segments
stored in the segment buffer on the basis of the informa-
tion in the manifest cache.
[0039] The segment retrieval function may be config-
ured to retrieve segments such that the segment buffer
is loaded with a predetermined number of segments be-
fore play-out is started. Furthermore, during play-out, the
segment retrieval function continuously retrieves seg-
ments on the basis of the manifest file so that sufficient
segments are stored in the segment buffer. This way,
latencies associated with segment retrieval do not inter-
fere with the seamless play-out of the segments. The
segment retrieval function may accept and handle seg-
ment retrieval instructions from the user navigation func-
tion 112 so that a user is able to navigate through the
segmented content as defined by the manifest file. Here,
the segment retrieval instructions from the user naviga-
tion function may relate to temporal navigation (e.g. fast
forwarding) or spatial navigation (e.g. panning-zooming-
tilting).
[0040] One problem related to the conventional AS cli-
ent as depicted in Fig. 1A relates to the fact that if the
user navigation function requires play-out of a segment
that is not available in the segment buffer, the segment
retrieval function will start retrieving the required segment
on the fly. This process however may take considerable
time because the segment needs to be located using a
resolving process in which an (unresolved) segment lo-
cator in the manifest file is resolved into a network ad-
dress associated with a network node hosting the seg-
ment. This resolving process may involve DNS look-ups,
HTTP redirects and/or inter CDN (CDN-I) request rout-
ing. This process may take up to several seconds in case
of complex or interconnected CDNs. The process of
downloading the segment may also take significant time.
However, as the play-out process may already start be-
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fore the whole segment has been downloaded, the qual-
ity of experience as perceived by the user when navigat-
ing through the content is mainly determined by the seg-
ment resolving process.
[0041] Fig. 2 depicts the segment retrieval and play-
out process of a conventional client as depicted in Fig.
1A in more detail. The process may start at t=0 at which
the client may start playing out buffered segments, in this
case a first segment "segment1-1.avi" (step 200), which
were previously retrieved from a CDN by the segment
retrieval function on the basis of a manifest file as ex-
plained with reference to Fig. 1A and 1B. Once the play-
out of the first segment is finished, subsequent segments
at t=1 (segment1-2.avi) and t=2 (segment1-3.avi) may
be processed and played-out.
[0042] Then, at t=2, during play-out of a segment with
segment file name segment1-3.avi, the user may interact
with the content using the user navigation function in the
client (for example by selecting a button to go into a low
bitrate play-out mode). The result of the interaction may
be that a new segment, i.e. low bitrate segment2-4.avi,
is required that is not available in the segment buffer of
the terminal (step 202).
[0043] When the client determines that the segment is
not available in the buffer, it may trigger the segment
retrieval function to retrieve the location information, e.g.
a segment locators, of the low-bitrate segment
segment2-4.avi in the manifest file and resolve the seg-
ment locator central.cdnA.com by sending a DNS re-
quest message comprising the segment locator associ-
ated with a request routing function of CDN A central.cd-
nA.com to a DNS system, which may send a DNS re-
sponse message comprising a resolved IP address back
to the client (steps 204,206). In response, the client may
send a HTTP GET request for segment segment2-4.avi
to the DNS resolved IP address 123.45.67.89 (step 208)
of the request routing node of CDN A. In response to the
request, CDN A, an upstream CDN, may consult with
CDN B, a downstream CDN, about delivery of the re-
quested segment (steps 210, 212).
[0044] Here, communication between CDN A and
CDN B may be based on the CDNI Request Routing (RR)
interface as described in draft-ietf-cdni-problem-state-
ment-01. This interface allows the request routing nodes
in interconnected CDNs to communicate to ensure that
a user request may be (re)directed from an upstream
CDN (in this case CDN B) to a surrogate in the down-
stream CDN. The CDNI RR interface may allow the
downstream CDN to provide to the upstream CDN with
information (e.g. resources, footprint, load) to facilitate
selection of the downstream CDN by the upstream CDN
request routing system when processing content re-
quests.
[0045] After the inter-CDN consultation, the request
routing node of CDN A may determine that the delivery
of the segment for this particular user is best served by
CDN B. The request routing function of CDN A may there-
fore send a HTTP redirect response containing location

information of the request routing node of CDN B (cen-
tral.cdnB.com/segment2-4.avi) back to the client (step
214). Upon receiving the HTTP redirect, the client per-
forms another DNS query and sends a new HTTP GET
to the resolved IP address 98.65.45.201 of the request
routing node of CDN B (step 216-220).
[0046] Thereafter, the request node of CDN B, in par-
ticular the CDN control function (CDNCF) of CDN B, may
decide on the delivery node (DN) best suited to deliver
the particular segment to the client (steps 222,224) and
send a HTTP redirect containing a segment locator (in
this case node3.cdnB.com) back to the client. The client
may thereafter perform another DNS query in order to
retrieve the IP address 24.67.13.57 of the delivery node.
The client then sends an HTTP GET comprising the URL
24.67.13.57/segment2-4.avi to the thus resolved IP ad-
dress of the delivery node (step 228-232), which in re-
sponse sends the requested segment (segment2-4.avi)
to the client (step 234). Then at t=9 the client may receive
segment2-4.avi and start play-out.
[0047] Hence, as can be seen from Fig. 2, without user
interaction, redirection and request routing delays have
little effect on the user perception, as a client will typically
buffer a few segments before starting play-out. However,
when user interaction with a client is allowed, the client
has no knowledge which segment the user will select.
As illustrated in Fig. 2, temporal (fast forwarding), spatial
(panning/zooming) or switching to another rate in a multi-
rate scheme requires ad hoc segment retrieval, which
may take considerable latencies. For example, in Fig. 2
between the user interaction at t=2 and the reception of
the segment associated with that user action at t=9, la-
tencies up to several seconds in order to perform all pro-
tocol exchanges (DNS, HTTP redirection and inter CDN
signalling) are possible. Such latencies will interrupt
seamless play-out of the segments thereby spoiling the
user experience.
[0048] Fig. 3 depicts a client according to one embod-
iment of the invention. In particular, Fig. 3 depicts an AS
client comprising a pre-resolving function 314 which is
configured to pre-resolve a segment locator, e.g. at least
part of an URL, of a segment that is expected to be se-
lected by the client for playout in the near future.
[0049] In order to predict such segments, a segment
selector 313 may use user navigation information from
the user navigation function 312 in order to select at least
one segment from the segment list stored in the manifest
case 304. This process will described hereunder in more
detail. The client may further comprise a segment retriev-
al function 306, a segment buffer 308 and a video play-
out function 310 (media engine) similar to those de-
scribed with reference to Fig. 1.
[0050] On the basis of the segment that is played-out
and on the basis of the user navigation information pro-
vided by the user navigation function, the segment se-
lector may predict which segment(s) is(are) most likely
to be selected by the client in the near future. The user
navigation information thus provides contextual informa-
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tion, i.e. information that is user-specific (e.g. the user
profile, the user navigation history, the (geo)location of
the user, etc.), which is used by the segment selector for
predicting future segment play-out.
[0051] The pre-resolving function may also use gen-
eral navigation information associated with the played
segmented content, e.g. information regarding frequently
requested segments associated with a particular content
item. This general navigation information may be used
together with the user navigation information in order to
predict future segment play-out. In one embodiment, a
content provider or a control function in the CDN may
insert general content navigation information in the man-
ifest file (e.g. segments that are marked as popular) when
it is delivered to a client. This embodiment is described
in more detail with reference to Fig. 13. In another em-
bodiment, the pre-resolving function may receive general
navigation information via another communication chan-
nel from the content provider, the CDN or a third party.
[0052] If the predicted segment(s) is(are) not in the
segment cache, the pre-resolving function may start a
pre-resolving process wherein the segment locators of
predicted segments are fully or at least partially pre-re-
solved, without actually retrieving the predicted seg-
ments. Here, the term pre-resolving refers to a process
for obtaining network information associated with a seg-
ment locator of a predicted segment. Network information
may include an IP address, (part of) a further segment
locator and/or information whether a segment locator
points to a network node which is configured to deliver a
segment to a client (i.e. a delivery node) or to redirect
requests for network information. This process of pre-
resolving segment locators of predicted segments may
be executed in parallel (or as a background process) with
the playout of segments and may use techniques such
as DNS look-ups, redirects and/or inter-CDN request
routing without actually retrieving the segments.
[0053] The network information associated with a seg-
ment locator may be used to modify a manifest file in the
client. For example, in one embodiment, if the process
of pre-resolving a segment locator of a predicted seg-
ment results in a fully pre-resolved segment locator, i.e.
a segment locator pointing to a network address of a
delivery node configured to deliver a segment to a client,
the pre-resolving function may receive the pre-resolved
network address and use this network address to modify
or rewrite entries in segment list stored in the manifest
cache 304. Alternatively, the pre-resolving function may
add the resolved network address to the segment list.
Further, if the pre-resolving process of a segment locator
of a predicted segment results in a partially pre-resolved
segment locator, i.e. a further, second segment locator
(which needs one or more further pre-resolving steps in
order to resolve it into a fully pre-resolved segment loca-
tor), the pre-resolving function may use this partially pre-
resolved segment locator to update, e.g. modify or re-
write, entries in segment list stored in the manifest cache
304.

[0054] This way, when a fully or partially pre-resolved
segment is selected by the user via the user navigation
function, the client may skip all or at least part of the
resolving steps described with reference to Fig. 2, there-
by considerably reducing the retrieval time of a predicted
segment. Especially, if the segment locator is fully pre-
resolved the client may retrieve with a minimal request
routing delay the segments on the basis of the pre-re-
solved network address stored in the manifest cache,
which was determined earlier by the pre-resolving func-
tion.
[0055] Fig. 4A depicts a content streaming system ac-
cording one embodiment of the invention. In particular,
Fig. 4A illustrates a CDN-based content delivery system
comprising a first CDN 402 (also referred to as the up-
stream CDN) interconnected via an CDN interconnect
interface 464 to at least a second CDN 404 (also referred
to as the downstream CDN).
[0056] The content delivery system may further com-
prise a content source 406 connected via a transport net-
work 407 to one or more terminals 408 hosting a client.
The content source may relate to a content provider sys-
tem CPS, a content preparation system or another CDN.
A CPS may be configured to offer content, e.g. a video
title, to customers, which may purchase and receive the
content using an AS client as described with reference
to Fig. 3 for video play-out.
[0057] A CDN may comprise delivery nodes
410,413,414 and at least one central CDN node 416,418.
Each delivery node may comprise or be associated with
a controller 420,422,424 and a cache 440,442,444 for
storing and buffering content. Each central CDN node
may comprise or may be associated with an ingestion
node (or content origin function, COF) 425,427 for con-
trolling ingestion of content from an external source, e.g.
a content provider or another CDN, a content location
database 434,436 for maintaining information about
where content is stored within a CDN and a CDN control
function (CDNCF) 426,428 for controlling the distribution
of one or more copies of the content to the delivery nodes
and for redirecting clients to appropriate delivery nodes
(a process also known as request routing). In one em-
bodiment, the node hosting the CDNCF may be referred
to as the request routing (RR) node. A customer may
purchase content, e.g. video titles, from a CPS 430 by
sending a request to a web portal (WP) 432, which is
configured to provide title references identifying purchas-
able content items. The CDNCF may manage the loca-
tions where segments may be retrieved using the content
location database 434,436.
[0058] In the content delivery system of Fig. 4A, the
upstream CDN may outsource part of the delivery of seg-
ments to a client to the downstream CDN. For example,
in one embodiment, low-quality segments may be locat-
ed and delivered by a first CDN A (configured e.g. for
delivery of content to mobile devices) and high quality
segments may be located and delivered by a second
CDN B (configured e.g. for delivery of high-quality seg-
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ments to home media devices supporting HDTV technol-
ogy).
[0059] Fig. 4B depicts a flow diagram associated with
a pre-resolving process according to on embodiment of
the invention. In particular, Fig. 4B depicts a flow diagram
of an HTTP-based pre-resolving process wherein the HT-
TP HEAD message is used.
[0060] At t=2, during buffering and play-out of seg-
ments by the client, a user may interact with the content
using the user navigation function in the client (for exam-
ple by pressing a button to perform a panning operation).
During the interaction, the segment selector may deter-
mine (predict) that it is highly likely that a particular seg-
ment in the manifest file, segment2-4.avi, may be re-
quested by the play-out function in the near future and
that the segment associated with such request is current-
ly not available in the segment buffer of the terminal. Such
segment request may be referred to as an expected fu-
ture segment request.
[0061] When it is determined that this predicted seg-
ment is not available in the segment buffer, the client may
decide to partially or fully pre-resolve the (unresolved)
segment locator of the predicted segment by requesting
network information associated with a segment locator
from the network (step 452).
[0062] On the basis of this network information, the
pre-resolving function may e.g. modify the segment lo-
cator (in this case part of the URL pointing to a request
routing node central.cdnA.com) into a further segment
locator. Such further segment locator may relate to par-
tially pre-resolved segment locator or a fully pre-resolved
segment locator comprising a network address, e.g. an
IP address, associated with at least one delivery node
configured to deliver this segment to the client. This proc-
ess of pre-resolving segment locators will be described
hereunder in more detail.
[0063] The pre-resolving process may start by sending
a DNS request message comprising part of an URL (cen-
tral.cdnA.com) associated with of a network node, e.g. a
network node comprising a request routing function of
CDN A, to a resolving function in the network, e.g. DNS
system, and receive a response message comprising an
IP address of the network node, in this case a network
node comprising a request routing function associated
with CDN A (steps 454,456). Further, the client may
check whether this network node is able to deliver the
predicted segment. To that end, it may send a HTTP
HEAD request for segment segment2-4.avi to the DNS-
resolved IP address 123.45.67.89 (step 458). If this net-
work node is able to deliver the requested segment, it
may respond to the request with an HTTP 200 OK mes-
sage. If it is not able to deliver the requested segment, it
may respond with a HTTP REDIRECT message com-
prising a further segment locator, which needs to be pre-
resolved further in order to obtain the network address
of the network node which is configured to deliver the
requested segment to the client. As already mentioned
earlier, such further segment locator may hereafter be

referred to a partially pre-resolved segment locator.
[0064] Hence, when receiving the HTTP HEAD re-
quest message, the request routing function in CDN A
may consult with CDN B over the CDNI Request Routing
(RR) interface about delivery of the requested segment
(steps 460, 462).
[0065] In one embodiment, before redirecting the client
to CDN B, the RR node of CDN A may request confirma-
tion that CDN B is capable and willing to delivery a par-
ticular segment to a client. In that case, it may send an
inter-CDN message, e.g. an DELIVERY REQUEST mes-
sage, to the RR node of CDN B, wherein the request may
comprise a parameter identifying the requested segment
and location information, e.g. the IP address of the client.
The DELIVERY REQUEST may be implemented with a
HTTP GET message.
[0066] In another embodiment, the inter-CDN mes-
sage, e.g. an HTTP GET DELIVERY REQUEST mes-
sage, sent by the RR node of CDN A to the RR node of
CDN B, may include a flag indicating that the particular
inter-CDN message does not relate to an actual content
request by a client (e.g. an HTTP GET message) but to
a pre-resolving step performed by a client (e.g. on the
basis of an HTTP HEAD message). The flag may be used
to inform the RR node of CDN B the nature of the request,
allowing it to select an appropriate follow-up action (for
the purpose of charging, statistics, etc.).
[0067] In another embodiment, if the inter-CDN mes-
sage, e.g. the DELIVERY REQUEST, is related to a pre-
resolving step instead of a content request, the inter-CDN
message may be implemented with an HTTP HEAD mes-
sage instead of an HTTP GET message so that the RR
node of CDN B knows the nature of the request allowing
it to select an appropriate follow-up action (for the pur-
pose of charging, statistics, etc.). In this embodiment, in
response to the HTTP HEAD message, the HTTP 200
OK response message may comprise the requested seg-
ment and location information, e.g. the IP address of the
client, in its header (as response messages to an HTTP
HEAD request do not have a body).
[0068] After consultation with CDN B, the request rout-
ing node of CDN A may determine that the delivery of
this particular segment to this particular user is best
served by CDN B. It therefore may send a HTTP 302
REDIRECT response comprising a partially resolved
segment locator, i.e. part of the URL pointing to the re-
quest routing node of CDN B (central.cdnB.com), back
to the client (step 464). Messages send in response to
an HTTP HEAD message do not comprise a body, hence
the HTTP 302 REDIRECT message also does not com-
prise a body. This is however not a problem, as the re-
direct information, including the partially resolved seg-
ment locator, may be contained in its header so that no
message body is required.
[0069] Upon reception of the HTTP REDIRECT mes-
sage comprising the partially resolved segment locator,
the client may determine that the segment locator in the
request has not been fully pre-resolved into a network
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address. The pre-resolving function may then decide to
stop the pre-resolving process and rewrite part of the
manifest file in the manifest cache by replacing the orig-
inal segment locator central.cdnA.com with a partially
pre-resolved segment locator central.cdnB.com (not
shown in Fig. 4B).
[0070] Alternatively, upon receiving the HTTP redirect,
the AS client may decide to continue the pre-resolving
process by performing another DNS query (steps
466,468) and send a new HTTP HEAD to the resolved
IP address 98.65.45.210 of the request routing node of
CDN B (step 470).
[0071] Thereafter, the request node of CDN B, in par-
ticular the CDN control function (CDNCF) of CDN B, may
decide on the delivery node (DN), which is best suited to
deliver the particular segment to the client (steps
472,474) and send a HTTP redirect containing the loca-
tion of the selected delivery node (step 476), in this case
segment locator node3.cdnB.com, back to the client. Up-
on reception of the HTTP REDIRECT message, the client
may again determine to either stop the pre-resolving
process by and rewrite part of the manifest file in the
manifest cache by replacing the original segment locator
central.cdnA.com with a partially pre-resolved segment
locator node3.cdnB.com (resulting in a modified URL
node3.cdnB.com/segment2-4.avi) (not shown in Fig.
4B); or, to continue the pre-resolving process.
[0072] The client may continue the pre-resolving proc-
ess by performing another DNS query (steps 478,480)
in order to resolve the URL into a network address of the
delivery node (in this case IP address 24.67.13.57) con-
figured to deliver this segment to the client. Also, at this
point, the pre-resolving function may decide to stop the
pre-resolving process and to store the result, i.e. the seg-
ment locator 24.67.13.57, into the manifest cache (not
shown).
[0073] If the pre-resolving function continues the pre-
resolving process, the pre-resolving function again may
check whether the network node associated with the pre-
resolved segment locator is able to deliver the predicted
segment. To that end, it may send an HTTP HEAD to the
network address of the delivery node (step 482), which
in response sends an HTTP 200 OK message confirming
the pre-resolving function that the pre-resolving process
fully resolved the earlier segment locator (i.e. the one
used at the start or at an intermediate stage in the pre-
resolving process). This way it can be determined that
the segment may be retrieved on the basis of the URL
24.67.13.57/segment2-4.avi (step 484).
[0074] Then, at t=9 the pre-resolving function may re-
write part of the manifest file in the manifest cache by
replacing the original segment locator central.cdnA.com
with the fully pre-resolved segment locator 24.67.13.57
(resulting in the fully resolved URL
24.67.13.57/segment2-4.avi (step 486). A flag or an in-
dicator associated a segment locator may indicate
whether a segment locator is fully pre-resolved or par-
tially pre-resolved. The above-described process may be

repeated for other segments, wherein the user navigation
information determines which subsequent segments
may be partially or fully pre-resolved.
[0075] Hence, as can be derived from above, the pre-
resolving function, which partially or fully pre-resolves
predetermined segment locators in the manifest file in
the manifest cache of the AS client on the basis of network
information associated with a segment locator. In order
to obtain such network information, the pre-resolving
function may use predetermined protocol messages,
such as a DNS request or the HTTP HEAD request as
standardized in RFC2616. The HEAD request is identical
to the HTTP GET requests except that a network node
only returns the message header of a response. By send-
ing a HEAD request to an URL found in the manifest file,
the AS client may check on the basis of the response
message whether or not the URL hosts the actual seg-
ment. If the HTTP HEAD request returns an HTTP OK
response, the AS client knows that the URL is the final
destination and does not need to anticipate further re-
quest routing delays. If the response of the server is a
HTTP REDIRECT message, it may stop the pre-resolv-
ing process at that point and replace the unresolved seg-
ment URL with a partially resolved segment URL. Alter-
natively, the client may determine to continue the pre-
resolving process by sending another HTTP HEAD re-
quest to the URL listed in the redirect message. This
process may be repeated until the final fully pre-resolved
URL is received. It may then replace the URL stored in
the manifest cache with the URL obtained by the pre-
resolving process.
[0076] Although the process depicted in Fig. 4B is de-
scribed with reference to the HTTP protocol, it is not lim-
ited thereto. For example, if a manifest file comprises one
or ore RTSP segment locators, e.g. RTSP URLs, the
client may perform pre-resolving of segment locators us-
ing the RTSP DESCRIBE request. Further, in RTSP re-
directs may be handled in the same way as HTTP by
using 3xx response codes in the response. Hence, when
a client receives a 3xx response in response to an RTSP
DESCRIBE, the client knows that it has to send another
RTSP DESCRIBE request to the URL in the 3xx re-
sponse.
[0077] Fig. 5 depicts the retrieval of a segment on the
basis of a pre-resolved segment locator according to one
embodiment of the invention. In this particular example,
the process may start in a same way as the process de-
scribed with reference to Fig. 2, i.e. the play-out of buff-
ered segments, wherein the segment buffers is continu-
ously filled with further segments by the segment retrieval
function, which may be executed in parallel with the seg-
ment play-out process. Meanwhile, a pre-resolving proc-
ess as depicted in Fig. 4 is executed in the client as a
background process so that segment locators in the man-
ifest file, including the segment locator central.cdnA.com,
are pre-resolved on the basis of the user navigation in-
formation as explained with reference to Fig. 3.
[0078] Hence, as shown in Fig. 5, at t=0, the client may
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start playing out segments (in this case segment1-1.avi;
for sake of simplicity the segment retrieval process is not
shown in this figure) (step 500). Once the play-out of the
first segment is finished, subsequent segments at t=1
(segment1-2.avi) and t=2 (segment1-3.avi) may be proc-
essed and played-out. Then, at t=2, when the client is
playing out segment1-3.avi, the user may interact with
the content (for example by pressing a button to perform
a panning operation) wherein the result of the interaction
is that a new segment segment2-4.avi is required.
[0079] As the segment locator associated with this seg-
ment was already fully pre-resolved by the pre-resolving
function running in the background, the client may trans-
mit an HTTP GET to the address of the delivery node
wherein the HTTP GET message comprises the segment
identifier segment2-4.avi (step 532). The delivery node
at CDN B may respond by sending the requested seg-
ment segment2-4.avi in an HTTP 200 OK response mes-
sage to the client (step 534). Then, at t=4 the client starts
receiving and playing segment2-4.avi (step 536).
[0080] As can be seen from Fig. 5, the pre-resolving
function in the client significantly reduces delays intro-
duced by the segment retrieval process upon user inter-
action with the content. In case a segment is only partially
pre-resolved, the unfinished part of the pre-resolving
process needs to be finished before the segment can be
retrieved. Nevertheless, also in that case (especially with
a large numbers of segments need to be pre-resolved)
considerable improvements in reducing the request rout-
ing delays may be achieved. This way, perceived quality
of experience by the user when navigating through the
content may be considerably improved. Further, the pre-
resolving function may be used with existing network
technology only requiring an updated in the client soft-
ware.
[0081] Fig. 6 depicts a flow diagram associated with
the pre-resolving and segment retrieval processes exe-
cuted by the client according to an embodiment of the
invention. At some moment, while browsing on a website,
a user select on a link to a web video. Upon selection the
user’s client may sends a HTTP GET request to the URL
contained in the link. In this case the link points to a man-
ifest file named manifest.mf on the request routing node
of CDN A (step 600). Upon reception of the client’s re-
quest for the manifest file, the request routing node may
determine which delivery node is best suited to deliver
the manifest file to the client. It may then send an HTTP
REDIRECT message to the client containing the URL of
the chosen delivery node (step 601). Once the client re-
ceives the HTTP REDIRECT message, it may send a
new HTTP GET to the URL contained in the REDIRECT
message (in this case the URL
node1 .cdnA.com/manifest.mf)(step 602). The CDN A
delivery node may respond by sending the requested
manifest file to the client (step 603).
[0082] Upon receiving the manifest file, the client may
parse the manifest file to get an idea of the structure of
the content described by it (step 604). After parsing the

manifest file, the client process splits into (at least) two
separate processes (threads): a first process for request-
ing and playing out segments (first process 607) as de-
scribed with reference to Fig. 5 and second (background)
process for pre-resolving segment locators associated
with segments as selected by the segment selector (sec-
ond process 606) as described with reference to Fig. 3-4.
[0083] These message flows clearly illustrate that once
segment locators are pre-resolved, no further redirection
is necessary, since the client can immediately contact
the server hosting the segments on the basis of the pre-
resolved network addresses in the manifest cache. It also
shows that efficient retrieval of segments may be
achieved even if different segments are located on dif-
ferent nodes and even in different CDNs.
[0084] Fig. 7 depicts an example of pre-resolving seg-
ment locators of at least part of a manifest file according
to one embodiment of the invention. In particular, Fig. 7
depicts an example of how a client uses a pre-resolving
process in order to replace segment locators, e.g. pre-
determined parts of URLs stored in the manifest cache
of a terminal, wherein segment locators to be pre-re-
solved are selected by a segment selector on the basis
of user navigation information and content navigation in-
formation (as described with reference to Fig. 3).
[0085] A first manifest file 700 may be received by the
client from a CDN as described with reference to Fig. 6.
In this case, the manifest file refers to a number of so-
called spatial segment files, which may be used to stream
spatially segmented content to a client.
[0086] Spatially segmented content or tiled content is
used in a so-called tiled video system wherein multiple
resolution layers of a video content file may be generated.
An example of a tiled video system is described in Mav-
lankar et al. "An interactive region-of-interest video
streaming system for online lecturing viewing", proceed-
ing of ICIP 2010, p.4437-4440.
[0087] Spatially segmented content may be generated
by spatially dividing video frames in a video file into so-
called tiles, wherein each tile comprises content associ-
ated with a spatial region of the original video frame from
which the tile is generated from. On the basis of sequenc-
es of video frames, sequences of tiles associated one
spatial region may be generated and formatted as a sep-
arate stream, e.g. an MPEG stream. Such stream may
be referred to as a spatial segment stream or - in short -
a spatial segment.
[0088] Hence, spatial steams are encoded and distrib-
uted (i.e. streamed) independently from each other. A
video client in a terminal may request a specific spatial
region, a Region of Interest (ROI), and a server may sub-
sequently map the ROI request to one or more spatial
segments and transmit a selected group of spatial seg-
ments to the client, which is configured to combine the
spatial segment streams into one seamless video. Seg-
mented content is described in more detail with reference
to Fig. 10-12.
[0089] The manifest file in Fig. 7 indicates that the spa-
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tially segmented content was generated on the basis of
a content source file Movie_4 and that four separate spa-
tial segment streams defined by segment identifiers (file
names) Movie-4-1.seg, Movie-4-2.seg, Movie-4-3.seg
and Movie-4-4.seg are stored within the domain of CND
A wherein a predetermined part of the URLs cen-
tral.cdn_A.com (701a-701d) points to a general Request
Routing node within the CDN A. Hence, these segment
locators are unresolved in the sense that do not comprise
the network address of the nodes where a segment may
be retrieved. When this manifest file is used by the client
in a streaming process, a pre-resolving process may be
used as described in detail with reference to Fig. 4.
[0090] During that process, at least part of the unre-
solved segment locator central.cdn_A.com in the URLs
701a-701d associated with the four segments may be
replaced by a network address. This way four resolved
URLs 703a-703d may be formed each comprising the
network address of the delivery node where these seg-
ments may be retrieved. The resolved URLs may point
to e.g. one or more delivery nodes, some of which may
be located in e.g. a further CDN B. As can be seen in
Fig. 7, the segments may all be retrieved from one de-
livery node identified by network address 24.67.13.57.
[0091] Fig. 8 depicts a flow diagram of a process for
requesting and play-out of a manifest file wherein unre-
solved segment locators are at least partially pre-re-
solved. The process may start with a client requesting
the manifest file associated with the desired content (step
800). In response to the request, the client may receive
the manifest file from a server (step 801) and start play-
out of the video by requesting the first segments listed in
the manifest file (step 802).
[0092] During play-out, user interaction is analysed by
the segment selector to predict which segments and as-
sociated segment locators the user will probably require
in the near future (step 803). These predicted segment
locators are then marked by the segment selector for
(partial) pre-resolving. The pre-resolving function may
then partially or fully pre-resolve the segment locators
marked for pre-resolving (step 804). If the last segment
locator is processed (step 805), the process is stopped.
If not, a new round of pre-resolving starts.
[0093] Fig. 9 depicts a detailed flow diagram of a pre-
resolving process according to an embodiment of the in-
vention. In particular, Fig. 9 depicts a flow diagram of a
pre-resolving process wherein segments locators in a
manifest file are pre-resolved on the basis of network
information associated with these segment locators.
[0094] In a first step 900, the pre-resolving function
may receive a list of segment locators, e.g. URLs, that
need to be partially or fully pre-resolved, wherein each
segment associated with a segment locator is identified
by a particular segment identifier, e.g. a segment file
name. This list may be generated during step 803 in the
process described with reference to Fig. 8.
[0095] The pre-resolving function may fetch the first
segment locator, e.g. a predetermined part of an URL

pointing to a network node, from the list of segment lo-
cators needed to be resolved (step 901) and start obtain-
ing network information associated with the segment lo-
cator (step 902). The network information may be ob-
tained using one or more request messages for network
information as described e.g. with reference to Fig. 4B.
These message may include: one or more DNS messag-
es (e.g. a DNS query); and/or, one or more request mes-
sages for determining whether a segment locator points
to a network node for delivery of a segment or for redi-
rection of a request (e.g. an HTTP HEAD or an RTSP
DESCRIBE message); and/or one or more response
messages indicating whether a segment locator points
to a network node for delivery of a segment (a delivery
node) or to a network node for redirection of a request
(e.g. an HTTP 200 OK message or an 3xx RTSP error
message).
[0096] On the basis of these messages, the pre-resolv-
ing function may use the network information to update
the segment locator (step 903). If on the basis of the
network information it is established that the updated
segment locator points to a delivery node for delivering
a segment associated with the segment locator (step
904) (because e.g. an HTTP 200 OK message was re-
ceived), the pre-resolving function may determine that
the updated segment locator is a fully pre-resolved seg-
ment locater (step 905). The pre-resolving function may
further update the segment list by replacing the initial
segment locater in the manifest list with the fully pre-
resolved segment locator (step 906). Optionally, a flag
or indicator may be used to signal the client that the thus
modified segment locator relates to a fully pre-resolved
segment locator.
[0097] If on the basis of the network information, it is
established that the updated segment locator is not point-
ing to a delivery node, but e.g. to a node for redirection
(because e.g. a HTTP REDIRECT was received), the
pre-resolving function may determine whether or not to
stop the pre-resolving process (step 907). If the pre-re-
solving function decides to continue the pre-resolving
process (step 908), a process to obtain network informa-
tion is started (see step 902). If it is decided to stop the
pre-resolving process, the pre-resolving function may de-
termine that the updated segment locater is a partially
resolved segment locator (step 909). The pre-resolving
function may further update the segment list by replacing
the initial segment locater in the manifest list with at least
part of the partially pre-resolved segment locator (step
910). Optionally, a flag or indicator may be used to indi-
cate the client that the thus modified segment locator
relates to a fully pre-resolved segment locator.
[0098] After, the update of the segment list, the pre-
resolving function may determine whether further seg-
ment locators need to be pre-resolved (step 911). If this
is the case, the pre-resolving function may start the pre-
resolving process on the basis of the next segment loca-
tor (step 912).
[0099] This pre-resolving process may be executed at
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the background during the retrieving of segments from
the network. This way, the segment list is continuously
and dynamically updated with fully and/or partially pre-
resolved segment locators wherein segments locators to
be pre-resolved are selected by the segment selector on
the basis of predetermined information, e.g. user-related
information such as a user profile, the user navigation
history and/or the geo-location of the user; or, e.g. infor-
mation in the manifest file such as a segment marker for
marking a particular segment locator identified in the
manifest file so that the pre-resolving function is able to
select the marked segment locator for pre-resolving.
[0100] Fig. 10 depicts the selection of suitable seg-
ments locators for pre-resolving according to one em-
bodiment of the invention. In particular, Fig. 10 depicts
a simple algorithm for the segment selector to determine
which segments locators in a manifest file associated
with a temporally segmented video, e.g. a HAS-based
video stream, are suitable for pre-resolving. In this case,
the segments 1001 that are temporally close to the seg-
ment 1000 currently being watched are suitable for pre-
resolving. Temporal segments that are located further
far away in time (1002) from the segment currently being
watched are not (yet) suitable for pre-resolving. In one
embodiment, the client may use a temporal proximity pa-
rameter defining a temporal distance. The temporal prox-
imity parameter may be used for determining which seg-
ments identified in the manifest file are in close temporal
proximity to the segment currently being played-out by
the client. Segments identified in the manifest file, which
are fall within that temporal distance may be marked for
pre-resolving.
[0101] Fig. 11 depicts the selection of suitable seg-
ments locators for pre-resolving according to another em-
bodiment of the invention. In particular, Fig. 11 depicts
a simple algorithm for the segment selector to determine
which segments locators in a manifest file associated
with a qualitatively segmented video are suitable for pre-
resolving. In this case, segment locators associated with
quality layers 1101 which qualities are near (on the quality
scale) to the quality currently being watched (1100) are
suitable for pre-resolving. Segment locators associated
with quality layers 1102 with a quality far away from the
quality currently being watched are not suitable for pre-
resolving. In one embodiment, the client may use a qual-
ity proximity parameter defining a quality distance. The
quality proximity parameter may be used for determining
which segments identified in the manifest file are in close
quality proximity to the segment currently being played-
out by the client. Segments identified in the manifest file
which are within the quality proximity distance from the
currently watched segment may be marked for pre-re-
solving.
[0102] Fig. 12 depicts the selection of suitable seg-
ments locators for pre-resolving according to yet another
embodiment of the invention. In particular, Fig. 12 depicts
a simple algorithm for the segment selector to determine
which segments locators in a manifest file associated

with a spatially segmented video are suitable for pre-
resolving. The algorithm determines a matrix of spatial
segments wherein each spatial segment is associated
with content of a particular region (formed by the dotted
lines) within the total area covered by the matrix of spatial
segments. A user may select and watch one particular
spatial segment 1201. Hence, when a user starts inter-
acting with the content displayed on a terminal (e.g.
through a panning operation) there is a large chance that
one or more segments that are directly bordering the seg-
ment that is being watched are going to be selected by
the user for play-out. In this situation, spatial segment
locators suitable for pre-resolving are located directly
around the segment that is watched. Hence, if the user
navigation information indicates that a spatial segment
associated with particular area x,y is played-out, the seg-
ment selector may select a set of further segment loca-
tors, e.g. spatial segments locators associated with areas
at positions (x-1 ,y)(x-1,y-1)(x-1,y+1)(x,y+1)(x,y-
1)(Sx+1,y)(x+1,y-1)(x+1,y+1)as segments locators suit-
able for pre-resolving. On the basis the user navigation
information, the segment selector may determine that
other spatial segments are not (yet) suitable for pre-re-
solving. In one embodiment, the client may use a spatial
proximity parameter defining a spatial distance. Spatial
segments associated with areas located within the spatial
proximity distance from the currently watched spatial
segment(s) may be marked pre-resolving.
[0103] Fig. 13 depicts at least part of a manifest file
comprising an unresolved segment locator 1302 (as part
of an URL) which is marked for pre-resolving according
one embodiment of the invention. In this particular em-
bodiment, a content provider or CDN provider may insert
markers 1301a, 1301b for marking specific segment lo-
cators within a manifest file 1300. These markers may
be inserted on the basis of segment navigation statistics
so that popular segments, i.e. segments that are fre-
quently requested, can be identified by the client on the
basis of the markers in the manifest file. Such marker
identifies a segment locator as being suitable for pre-
resolving. In one embodiment, markers may be associ-
ated with a ranking value, e.g. a popularity score, so that
unresolved segment locators may be ranked in accord-
ance with a ranking. These markers may thus provide a
ranking scheme for the segment selector to select one
or more further segments locators for future segment re-
quests. This way unresolved segment locators associat-
ed with a high popularity score may pre-resolved earlier
than those with a lower popularity score. In one embod-
iment a content provider or a CDN may insert these mark-
ers into a manifest file. In another embodiment, a content
provider or a CDN may generate a new marked manifest
file.
[0104] It is to be understood that any feature described
in relation to any one embodiment may be used alone,
or in combination with other features described, and may
also be used in combination with one or more features
of any other of the embodiments, or any combination of
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any other of the embodiments.
[0105] One embodiment of the invention may be im-
plemented as a program product for use with a computer
system. The program(s) of the program product define
functions of the embodiments (including the methods de-
scribed herein) and can be contained on a variety of com-
puter-readable storage media. Illustrative computer-
readable storage media include, but are not limited to: (i)
non-writable storage media (e.g., read-only memory de-
vices within a computer such as CD-ROM disks readable
by a CD-ROM drive, flash memory, ROM chips or any
type of solid-state non-volatile semiconductor memory)
on which information is permanently stored; and (ii) wri-
table storage media (e.g., floppy disks within a diskette
drive or hard-disk drive or any type of solid-state random-
access semiconductor memory) on which alterable infor-
mation is stored. The invention is not limited to the em-
bodiments described above, which may be varied within
the scope of the accompanying claims.

Claims

1. Method for enabling streaming of segmented con-
tent on the basis of a manifest file, said manifest file
comprising one or more segment identifiers and one
or more associated segment locators for locating one
or more delivery nodes configured to deliver one or
more segments, identified by said segment identifi-
ers, to said client, said method comprising:

requesting the delivery of at least one segment
on the basis of at least a segment identifier in
said manifest file;
on the basis of said at least one segment iden-
tifier, selecting at least one further segment iden-
tifier from said manifest file, said further segment
identifier being associated with at least one ex-
pected future segment request; and,
pre-resolving at least part of a first segment lo-
cator associated with said selected further seg-
ment identifier for obtaining network information
associated with said first segment locator.

2. Method according to claim 1, wherein said network
information comprises: information on at least part
of a network address associated with at least part of
said first segment locator; and/or, information wheth-
er a first segment locator associated with said se-
lected further segment identifier points to a delivery
node for delivery of a segment associated with said
expected future segment request, or point s to a net-
work node for redirection of said expected future seg-
ment request; and/or, at least part of a second seg-
ment locator associated with said selected further
segment identifier.

3. Method according to claims 1 or 2, further compris-

ing:
pre-resolving at least part of said first segment loca-
tor into at least part of a second segment locator
associated with said selected further segment iden-
tifier, if said first segment locator points to a network
node for redirection.

4. Method according to any of claims 1-3, comprising:
modifying said manifest file on the basis of said net-
work information.

5. Method according to claims 2 or 3, comprising:
modifying said manifest file on the basis of said at
least part of said second segment locator, preferably
said modifying comprising the step of replacing at
least part of said first segment locator with said at
least part of said second segment locator.

6. Method according to any of claims 1-5, wherein said
pre-resolving comprises:

sending a request for network information to a
network node associated with said first segment
locator;
receiving a response message;
determining on the basis of said response mes-
sage whether said first segment locator associ-
ated with said selected further segment identifier
points to a delivery node for delivery of a seg-
ment associated with said expected future seg-
ment request or to a network node for redirection
of said expected future segment request.

7. Method according to claim 6, wherein said request
for network information comprises at least one of: an
HTTP, RTSP and/or DNS protocol message, pref-
erably an HTTP HEAD message or an RTSP DE-
SCRIBE message; and/or, wherein said response
message is an HTTP or RTSP response message.

8. Method according to any of claims 1-7, wherein said
pre-resolving is executed as a background process
during at least part of the delivery of said at least one
segment.

9. Method according to any of claims 1-8, comprising:
selecting said at least one further segment identifier
on the basis of at least part of: a user profile, a user
navigation history, user interaction with the segment-
ed content and/or a geo-location of the client and/or
the user.

10. Method according to any of claims 1-9 wherein said
manifest file comprises one or more markers for
marking one or more further segment identifiers for
future segment requests, preferably said marker
comprising a ranking value.
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11. Method according to any of claims 1-10, wherein said
pre-resolving comprises:

transmitting a request for network information,
preferably an HTTP HEAD message or an RTSP
DESCRIBE message, to a first content delivery
network (CDN1), said request comprising at
least said selected further segment identifier;
said first content delivery network (CDN1) trans-
mitting an inter-CDN request message, prefer-
ably an DELIVERY REQUEST message, com-
prising said selected further segment identifier,
to a second content delivery network (CDN2) for
negotiating future delivery of said segment iden-
tified by said selected further segment identifier;
said first content delivery network CDN1 receiv-
ing an inter-CDN response message, preferably
a DELIVERY RESPONSE message, compris-
ing location information, preferably a network
address or a segment locator associated with
one or more delivery nodes in said second con-
tent delivery network CDN2, said one or more
delivery nodes configured to deliver a segment
identified by said selected further segment iden-
tifier to a client,
wherein, optionally, said inter-CDN request
message comprises an indicator, preferably a
flag, allowing said second content delivery net-
work CDN2 to determine that the inter-CDN re-
quest message is associated with the pre-re-
solving of a segment locator or wherein said in-
ter-CDN request message is implemented on
the basis of an HTTP HEAD message or an RT-
SP DESCRIBE message thereby allowing said
second content delivery network CDN2 to de-
termine that the inter-CDN message is associ-
ated with the pre-resolving of a segment locator.

12. A client for client-controlled streaming of segmented
content hosted on one or more delivery nodes in the
network, said client comprising:

a manifest cache for storing at least part of a
manifest file, said manifest file comprising one
or more segment identifiers and one or more
associated segment locators for locating one or
more delivery nodes configured to deliver one
or more segments identified by said segment
identifiers to said client;
a segment retrieval function for requesting the
delivery of at least one segment on the basis of
at least one segment identifier in said manifest
file;
a segment selector configured for selecting on
the basis of said at least one segment identifier
from said segment retrieval function at least one
further segment identifier associated with at
least one expected future segment request; and,

a pre-resolving function for pre-resolving at least
part of a first segment locator associated with
said at least one further segment identifier for
obtaining network information associated with
said first segment locator.

13. A network node for use with a client according to
claim 12, said network node being associated with
a first content delivery network (CDN1) and config-
ured for:

receiving from a client a request for network in-
formation associated with a segment locator,
preferably said request comprising an HTTP
HEAD message or an RTSP DESCRIBE mes-
sage, said segment locator being associated
with a segment identifier identifying a segment;
transmitting an inter-CDN request message,
preferably an DELIVERY REQUEST message,
comprising at least part of said segment locator
and/or segment identifier, to a second content
delivery network (CDN2) for negotiating future
delivery of said segment;
wherein said inter-CDN request message com-
prises a flag or wherein said inter-CDN request
message is based on an HTTP HEAD message
or an RTSP DESCRIBE message, said flag or
HTTP HEAD message or an RTSP DESCRIBE
message allowing said second content delivery
network CDN2 to determine that said inter-CDN
message is associated with the pre-resolving of
a segment locator requested by said client.

14. A data structure, preferably a manifest file, for use
in a client according to claim 12, said data structure
comprising one or more segments identifiers and
one or more associated segment locators, preferably
URLs, for locating one or more delivery nodes con-
figured to deliver one or more segments identified
by said one or more segment identifiers to said client;
said data structure further comprising one or more
markers associated with one or more of said seg-
ment identifiers, said one or more markers allowing
a pre-resolving function in said client to select one
or more further segment identifiers associated with
one or more expected future segment requests, pref-
erably said one or more markers being associated
with a ranking value, preferably a popularity score.

15. A computer program product comprising software
code portions configured for, when run in the mem-
ory of a computer, executing the method steps ac-
cording to any of claims 1-11.
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