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(54) PROCEDURE FOR CALCINATION OF GRANULAR SILICATES

(57) Procedure for calcination of granular silicates
comprising the application on said granular silicates of
single-mode microwaves in the field E at frequencies be-
tween 3KHz and 300GHz, in an open chamber at con-

tinuous processing. The granular silicates may be heated
in the range of 400 to 1200°C. The granular silicates may
be granular phyllosilicates or silicate minerals containing
hydroxyl groups.
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Description

FIELD OF THE INVENTION

[0001] The present invention describes a procedure
for the industrial calcination of silicates, particularly hy-
droxyl-containing silicates and phyllosilicates. Metakao-
lin, thermal activated clay and in general any types of
calcined hydroxilated silicates, are products of common
use in the industry and very demanded for a wide range
of applications, from construction materials to pharmacy,
including the cement industry, paints, plastics, rubbers,
chemical, agriculture, animal food, soil treatments and
geotechnical between others. Metakaolin calcined with
carbonate minerals can also form lime-metakaolin, cal-
cined soil, lime-clays of industrial applications.

BACKGROUND ART

[0002] One of the most common used materials is me-
takaolin, obtained from the calcination of kaolin at tem-
peratures between 600 and 800 °C. It is widely used in
combination with lime to form hydraulic lime and as ad-
ditive for concrete. It is also used in soil stabilization or
slopes.
[0003] The raw material for the production of metaka-
olin is soft kaolin rock mainly composed by kaolinite (phyl-
losilicate with chemical composition Al2Si2O5(OH)4),
which has traditionally been used in the manufacture of
porcelain.
[0004] Calcination changes the kaolin structure from
crystalline to amorphous. The degree to which hydrous
kaolin undergoes changes in its crystalline form may de-
pend on the amount of heat to which it is subjected. At
an initial exposure occurs the dehydroxylation of the hy-
drous kaolin to obtain kaolinite. Further dehydroxylation
of kaolinite involves a calculated weight loss of 13.8%.
Complete dehydroxylation is produced between 450 and
700 °C, leading to the breakdown of Al and Si layers
yielding an amorphous product called metakaolinite,
whose formula according to different authors is Al2Si2O7.
Further heating to temperatures above about 900-950°C
results in further structural changes such as densifica-
tion. Calcination at these higher temperatures is com-
monly referred to as full calcination, and the product is
known as fully calcined kaolin. Additional calcination may
cause formation of mullite, which is a very stable alumin-
ium silicate.
[0005] Both degree of crystallinity and particle size of
the kaolinite, guidance the temperature at which the de-
hydroxylation process takes place. Temperature and
type of kaolinite used in the process have an influence
in the pozzolanic properties of the obtained product.
[0006] The most common methodologies for the pro-
duction of the metakaolin are currently "soak calciner"
(mass calcination) and "flash calciner" (flash calcination),
which are combustion processes. Apart of showing some
differences in the obtained product, each of them

presents certain advantages and limitations; in particular,
mass calcination shows a higher homogeneity, whereas
flash calcination seems to be a more efficient process.
In both cases, as the grain is exposed to the heat at the
external surface, the homogeneity of the result depends
at most on the grain size, shape and sorting as well as
on crystalline characteristics. Homogeneity depends al-
so on the temperature gradient, which is lower in soak
calciner and very high in flash calciner.
[0007] WO 9855418 A introduced Flash calcination in
a process carried out by injecting kaolin clay into a com-
bustion chamber or furnace, wherein a vortex rapidly re-
move the calcined clay from the combustion chamber.
The kaolin starting material is exposed to high tempera-
ture during some seconds for dehydroxylation, in order
to achieve particular pozzolanic advantages. The dehy-
droxylation grade is relevant to achieve these pozzolanic
characteristics. A partial dehydroxylation is indeed effi-
cient enough for else other applications on concrete (A.
Shvarzman et al. "The effect of dehydroxylation/ amor-
phization degree on pozzolanic activity of kaolinite". Ce-
ment and Concrete Research 33 (2003) 405-416).
[0008] The use of microwave for obtaining solid mate-
rials began to generate interest in the 1990s and some
of them have been implemented in the industry, particu-
larly at low temperature (generally lower than 250°C).
However, although some applications have been suc-
cessfully tested at laboratory at higher temperature, there
are still huge limitations for their implementation at indus-
trial scale, and even more for continuous treatment proc-
ess. There are several parameters that contribute this
lack of industrialization, such as complexity on the mi-
crowave applicator design, sensing and control, contin-
uous flow treatment, materials for construction of com-
ponents, homogeneity and quality of the treated materi-
als. There are two general methods for microwave ap-
plication, multimode and single-mode.
[0009] Microwave applicator using multimode meth-
ods have shown easier industrial scaling, but the elec-
tromagnetic field has not a fit distribution. Homogeneity
is very difficult when materials suffer transformations and
changes on dielectric properties causing non-uniform
heating, producing runway effects and hot spots (high
susceptibility points), limiting its application for low tem-
perature. In phyllosilicates and hydroxyl containing ma-
terial treated with multimode method microwave, after
dehydration and prior to dehydroxylation, it causes en-
ergy loss and un-homogenous heating that is unaccept-
able for industry.
[0010] Single-mode methods use the fundamental
mode only of the propagated waves. The traditional lim-
itations of these methods are that is limited to small size
and the high risk of undesirable formation of plasma. Most
of applications have being made for small devices, suit-
able for laboratory, or light industries with very high added
value materials and not for higher production ratio as
needed in the present case and in heavy industry.
[0011] WO 2010/070357 A2 discloses dehydration of
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phyllosilicates. This document describes vermiculite ex-
pansion using microwaves, by heating the structural wa-
ter causing material expansion. The vermiculite expan-
sion is achieved at low temperature, thus this document
does not provide any hint towards phyllosilicates dehy-
droxylation as per the present invention, of much higher
demanding requirements. In the present application, the
process of the invention not only requires microwave
treatment, but specifically a single-mode microwave in
the electrical field in order to concentrate the energy while
stirring to assure homogeneity.
[0012] WO2006127025 discloses a method of expand-
ing ores, particularly perlite using microwave. The ex-
pansion is achieved to higher temperature in hydrous
silicates, or silicates containing combined water, which
is present in the mineral structure that vaporizes and form
steam that acts to expand the softened material. Because
the water is occluded it can heat at higher temperature
were water is the susceptor of microwave. This document
does not provide any hint towards dehydroxylation as per
the present invention that must cover a temperature
range with very low microwave absorption of much higher
demanding requirements, and which capacity to heat wa-
ter-free materials.
[0013] The present invention solves a traditional prob-
lem for industrial calcination using microwave for silicate
dehydroxylation to obtain the related industrial products
(e.g. pop-metakaolin, calcined clays, calcined sepiolite,
lime-calcined clays). These materials need to be heated
at high temperatures, generally higher than 500 °C and
in general in the range of 400 up to 1100 °C, were sus-
ceptance to microwave is low (generally in the range of
0.05 to 0.005, but even less). The concentration of energy
make feasible and efficient the treatment, with advantag-
es of energy efficiency, fast treatment and versatile. In
combination with carbonates (e.g. calcite, dolomite)
these are also decarbonised in range up to 890 °C.
[0014] Subjected to microwaves, the kaolin suffers a
homogeneous exposure to a electromagnetic field at
grain level, having a low dependence of the grain char-
acteristics. The hydroxyl removal takes place suddenly,
generating a pop effect in the grain that improves disag-
gregation and homogenization. Kaolinite, as the main
mineral forming kaolin, is transformed into metakaolinite
after dehydroxylation in the form of an amorphous phase
with disordered layer structures. The present application
carries out a microwave calcination. The resultant prod-
ucts are "pop-calcined" (e.g. pop-metakaolin) due to their
features.
[0015] One of the most important limitations for the in-
dustrial application of conventional heat is the absence
of selectivity. Microwave energy applied in single-mode
microwave chamber as per in the present invention is
able, not only to heat the range up to dehydroxylation,
but also to heat pure materials in a selective way, mini-
mizing energy loss in non-pure materials, minimizing the
cost-effective process. The process is energy efficient in
a fully electrical energy device.

[0016] The objective technical problem is providing an
energy efficient procedure for calcination of granular sil-
icates.
[0017] The present invention offers an energy efficient
industrial process for calcination and dehydroxylation
that can include decarbonation and decomposition to
temperatures higher than 400 °C (and generally up to
1200°C). The procedure generates products with specific
characteristics after dehydroxylation (e.g. pop-metakao-
lin) or calcining (e.g. lime-calcined clays).

DESCRIPTION OF THE INVENTION

[0018] The present invention provides a procedure for
calcination of granular silicates comprising the applica-
tion on said granular silicates of single-mode microwaves
in the field E at frequencies between 3KHz and 300GHz,
in an open chamber at continuous processing, herewith
procedure of the invention.
[0019] Another embodiment is the procedure of the in-
vention, wherein said granular silicates are heated in the
range of 400 to 1200 °C.
[0020] Another embodiment is the procedure of the in-
vention, wherein said granular silicates are granular phyl-
losilicates or silicate minerals containing hydroxyl
groups.
[0021] Another embodiment is the procedure of the in-
vention, wherein said silicate minerals containing hy-
droxyl groups are selected from the group consisting of
minerals of the amphibole group, minerals of the zeolite
group, minerals of the humite group and minerals of the
sorosilicate class.
[0022] Another embodiment is the procedure of the in-
vention, wherein said granular silicates comprises car-
bonates.
[0023] Another embodiment is the procedure of the in-
vention, wherein said phyllosilicates are selected from
the group consisting of clays, minerals of the serpentine
group, minerals of the mica group and minerals of the
chlorite group.
[0024] Another embodiment is the procedure of the in-
vention, wherein said clays are selected from the group
consisting of minerals of the kaolinite group, minerals of
the smectite group, illite, vermiculite, talc, pyrophyllite,
sepiolite and palygorskite.
[0025] Another embodiment is the procedure of the in-
vention, wherein said minerals of the kaolinite group are
selected from the group consisting of kaolinite, dickite,
halloysite and nacrite.
[0026] Another embodiment is the procedure of the in-
vention, wherein said minerals of the smectite group are
selected from the group consisting of montmorillonite,
nontronite and saponite.
[0027] Another embodiment is the procedure of the in-
vention, wherein said minerals of the serpentine group
are selected from the group consisting of antigorite,
chrysolite and lizardite.
[0028] Another embodiment is the procedure of the in-
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vention, wherein said minerals of the mica group are se-
lected from the group consisting of biotite, muscovite,
phlogopite, lepidolite, margarite and glauconite.
[0029] The procedure of the invention is a procedure
for the dehydroxylation of silicates induced by electro-
magnetic energy in the frequency of microwaves to pro-
duce dehydroxylated silicates, dehydroxylated phyllosil-
icates, metakaolin and thermal activated clays by using
single-mode microwave treatment.
[0030] The procedure of the invention allows produc-
tion of microwave calcined metakaolin, herein referred
to as pop-metakaolin. The procedure of the invention se-
lectively heats the sensitive substances, so its energy
efficiency is even more noteworthy in raw materials of
greater impurity and allows a very fast calcination proc-
ess. The process is used for all types of silicates that
require a thermal activation in which is included the de-
hydroxylation step.
[0031] The thermal activation of silicates and calcined
clays is useful as construction materials such as pozzo-
lans in concrete for metakaolin, which is the most well
known and used. It is common used and increasingly
important in building, stabilization of soils, inertisation of
toxic deposits, alkali activation of cement, geopolymers
among others. It is also relevant for the prevention of
alkali-aggregate reactivity affecting concrete. In mixtures
with carbonates after microwave calcination can be ob-
tained lime-metakaolin as cementing materials.
[0032] The real-time control device does avoid punc-
tual overheating being the process open to allow a con-
tinuous material flow.
[0033] In addition to pozzolans applications, there are
a large wide number of potential applications. Metakaolin
applications, as general calcined phyllosilicates, display
an ample variety of applications that are being increas-
ingly widespread. For example, metakaolin is used in
plastics such as PVC cables to improve insulation, pol-
yethylene to improve the thermal filter effect (i.e. in agri-
cultural greenhouses plastic), polyolefins, in paints, and
so on. Other types of clays are also used in agriculture
and land conditioning such as sports fields, as well as
absorbents for adsorption-desorption processes (i.e.
heavy metals), in soil stabilization, etc. It is also used in
the synthesis of zeolites. Other materials such as sepi-
olite and dehydroxylated smectites (montmorillonite) are
used in the paper, ceramics, paints, pharmacy, catalysis,
water treatment industry among other uses.
[0034] The procedure of the invention can be applied
in the production of dehydroxylated phyllosilicates start-
ing from granular phyllosilicate-rich raw materials as ka-
olins, clays and clay minerals, sepiolite, micas, serpen-
tines and other sheet silicates, which are treated with
electromagnetic energy in the frequency of the micro-
waves in a single-mode microwave chamber.
[0035] The procedure of the invention comprises:

- A treatment of granular phyllosilicates, as kaolin, clay
mineral, clays and clayed materials, micas, sepio-

lite).
- A transformation of the raw phyllosilicate-rich mate-

rials into the dehydroxylated phases to produce the
subsequent products of metakaolin, thermal activat-
ed clays, calcined micas, calcined sepiolite as dehy-
droxilated phyllosilicates-rich products.

- A method where this dehydroxylation is made by di-
electric induced removal of hydroxyl groups.

- Drying and dehydration is produced during the same
process of microwave treatment.

- The raw phyllosilicates-rich is treated under an elec-
tromagnetic fields in a single-mode microwave
chamber.

- The strong dielectric absorption produces a sudden
dehydroxylation.

- The treatment in the single-mode microwave cham-
ber device allows to concentrate the energy in the
phyllosilicate minerals coincident with the tempera-
ture range of microwave absorption with loss factor
values even as low as 0.01 up to the absorption tem-
perature range of hydroxyl absorption range.

[0036] During the microwave treatment several ef-
fects, or stages, has been identified in the phyllosilicates.
[0037] The drying of moisture or free water heating us-
ing moderate energy absorption up to drying up to near
100 °C. Loss factor show values significantly higher than
0.1 as common, with 2 orders of magnitude rising de-
pending on the water content.
[0038] Dehydration constituted by a complex dehydra-
tion of adsorbed water, which by simplification has been
included adsorbed zeolitic water, bound water and inter-
layered bound water. Depending of the nature of the min-
eral, this stage can be made after several stages, with a
very wide range of temperatures, generally no more than
200°C (i.e. montmorillonite), but in some cases can have
some bound water or structural water up to 420°C (i.e.
sepiolite), or up to 560 °C as cited in scientific literature
using conventional heating. Values higher than 0.1 are
common during water bound and structural water.
[0039] Ranges of temperature characterize the low di-
electric behaviour with very low microwave energy abor-
tion due to a low "loss factor", generally in the range of
0.005 to 0.05, which must be saved using a high concen-
tration of the effective energy in the raw phyllosilicates.
[0040] At dehydroxylation stage a sudden loss factor
rising at values so high than 4 (some kaolinites) is pro-
duced. Generally in most of the cases the loss factor is
>0.2. In literature, values of loss factor below 0.1 are
widely referred as suitable for microwave heating, as well
as 0.01 is considered as "transparent to microwaves". In
the electrical field of microwave energy, the volumetric
heat can be expressed, according with literature, as fol-
lows: 
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where Qgen (W/m3) is refered to the volumetric heat gen-
erated by microwave energy; f(Hz) is the working fre-
quency; Eeff, is the effective electric field intensity applied
into the raw phyllosilicates; ε0 is de permittivity of the
vacuum, and ε" is the loss factor of the dielectric material
(or materials to be heated).
[0041] According with the above expression, the effec-
tive electric field intensity (Eeff) must be increased when
the loss factor (ε") decrease for a targeted heat. The
present invention concentrates the energy in the raw ma-
terial as to heat it in industrial way by using a single-mode
microwave open chamber allowing continuous process-
ing. As dielectric properties suffer a sudden rise during
dehydroxylation it allows a very high microwave energy
absorption. This energy absorption affects the hydroxyl
groups, being the process strongly selective in avoiding
any energy loss. This fast hydroxyl group sublimation
causes intergranular pressure that produces additional
disaggregation giving a particular "pop" effect (i.e. "pop
metakaolin", "pop calcining").
[0042] Metakaolin, as used herein refers to the ob-
tained product at the kaolin calcination up to the dehy-
droxylation of kaolinite. Kaolin is a naturally occuring clay
soft rock and an industrially pre-processed clay, which
is constituted by kaolinite as primary mineral component.
[0043] The dehydroxylation of kaolinite takes place
when heated to temperatures between 450°C and
650°C, which leads to transformation into the amorphous
phase metakaolinite. Metakaolinite is reactive in alkaline
solution.
[0044] The dehydroxylation happens at the hydroxyl
group (OH-) that form part of the interlaminar structure.
This is typical component in phyllosilicates and several
groups of silicates.
[0045] "Pop metakaolin", "pop calcined kaolin" as used
herein refers to the dehydroxylated kaolin when has been
produced with electromagnetic energy application with a
sudden dehydroxylation.
[0046] Disaggregation, as used herein refers to the
breakage of particles by internal overpressure when wa-
ter and hydroxyls groups show the dielectric sublimation
producing a comminution.
[0047] Thermally activated clays, as used herein refers
to calcined clays (or pop calcined clays) up to dehydrox-
ylation, which is take place, depending on the type of clay
around 430°C up to 950°C.
[0048] Phyllosilicate, as used herein refers to the min-
eral family of silicates known as sheet silicates or phyl-
losilicates, which form a subclass of silicates constituted
by tetrahedral structure of silica forming layers as struc-
tural unit of Si2O5 (ratio 2:5) forming alternances with
octahedral layers. They are formed by several mineral
groups, as follows:

- Clay minerals well known in literature and classified
as kaolinite group (kaolinite, dickite, halloysite,
nacrite), smectite group (montmorillonite, non-
tronite, saponite), illite, as well as others as vermicu-

lite, talc, pyrophyllite, sepiolite, palygorskite,
- Serpentine group (antigorite, chrysolite, lizardite),
- Mica group (biotite, muscovite, phlogopite, lepidolite,

margarite, glauconite)
- Chlorite group (chlorite).

[0049] Other silicate minerals (i.e. humite group, am-
phibole group, zeolite group, sorosilicates, tourmaline)
are also suitable for industrial dehydroxylation to be ap-
plied as dehydroxylated silicates.
[0050] In the scope of the present invention, the term
"single-mode" refers to the selection of one of the prop-
agation modes of the electromagnetic field, that is, one
of the possible solutions of the electric field.
[0051] Microwave applicator, as used herein refers to
the component in which the raw material is treated, con-
sisting of a microwave chamber and the raw material
transport unit which passes through said chamber.
[0052] Microwave chamber, as used herein refers to
the structure made of a conductor surface which has an
inner geometry specifically designed, which confines the
electromagnetic energy inside said structure, and de-
fines the mode of the electromagnetic field, and is a part
of the applicator.
[0053] Single-mode microwave applicator, as used
herein refers to an applicator having a microwave cham-
ber and tuned in such a way as to present a unique mode
of the electromagnetic field. A particular feature of the
chamber is to be resonant, that is, to have inside the
electromagnetic waves reflecting in such a way that a
stationary wave is set inside said chamber.
[0054] Open single-mode microwave applicator, as
used herein refers to an applicator having apertures large
enough to allow the raw materials entry and exit, together
with the transport unit.
[0055] Properties of the electromagnetically induced
dehydroxylation materials show some particularities,
such as high amorphous grade, disaggregation, colour,
homogeneity with independence of the grain size and
crystal size that improve the performance (i.e. reactivity
in alkaline media, absorption).
[0056] The present invention means an eco-efficient
solution to the industrial demand for a wider application
of the dehydroxylated phyllosilicates, capable to fabri-
cate metakaolin, thermal activated clays and generally
dehydroxylated phyllosilicates, turning suitable raw ma-
terials of lower purity (i.e. kaolinitic clays) and other prod-
uct range. It also creates new products as "pop phyllo-
silicates" by "pop dehydroxylation" induced by electro-
magnetic field that improves significantly the products
and even create new properties. A device covering the
single-mode microwave applicator in an open configura-
tion makes possible the industrialization, wich thanks to
its light configuration and fully electrical increase the add-
ed value for its portability reducing raw material transport
needs.
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BRIEF DESCRIPTION OF THE FIGURES

[0057]

Figure 1: Schematic microwave system developed
for silicate calcining in continuous flow. 1, microwave
power generator, consisting of power supply and mi-
crowave head; 2, isolator, consisting of circulator and
dummy load; 3, high power reflectometer; 4, coupling
network; 5, microwave applicator, where raw mate-
rial is treated in continuous flow.

Figure 2. Dielectrical properties (dielectric constant
and loss factor) during microwave heating in a kaolin
with more than 85% kaolinite, with minor content of
quartz and feldspar. (Dielectric constant, dashed line
with solid black circles represented in principal ver-
tical Y-axis; Loss factor, line with white squares in
secondary Y-axis).

Figure 3. Dielectrical properties changes with tem-
perature in a kaolinitic clay. The clay is a clay kaoli-
nite-illite, which contains 45% of kaolinite and 31%
illite by weight, as well as 4% of calcite, the other
present components were feldspar and quartz. De-
hydroxylation of kaolinite is evident at temperatures
above 400 °C and up to 700 °C. Dielectrical proper-
ties are indicative of crystalline disorder at these tem-
peratures. After sample is cooled, dielectric proper-
ties show evidence of the transformation with the
microwave heating treatment. The initial dielectric
constant was 2.67 and after calcination was of 4.4,
the initial loss constant of 0.04 was, after treatment
of 0.49. (Dielectric constant, dashed line with solid
black circles represented in principal vertical Y-axis;
Loss factor, line with white squares in secondary Y-
axis; Dielectric constant during cooling, dashed line;
Loss factor during cooling, solid line).

Figure 4. Dielectrical properties changes with tem-
perature in smectite clay. The clay is rich in montmo-
rillonite (65% montmorillonite by weight) and 27% of
quartz. The clay shows a typical dehydration up to
200 °C and a dehydroxylation in several phases at
a temperature near 580 °C. There is a sharp change
in crystalline disorder, evidenced by an increase in
the dielectric constant and loss factor. (Dielectric
constant, dashed line with solid black circles repre-
sented in principal vertical Y-axis; Loss factor, line
with white squares in secondary Y-axis).

Figure 5. Dielectrical properties changes with tem-
perature in sepiolite. Dehydration is more complex
in sepiolite. There is a sharp change from 350 °C to
430 °C, which corresponds to bound water, which is
typically very high in sepiolite. (Dielectric constant,
dashed line with solid black circles represented in
principal vertical Y-axis; Loss factor, line with white

squares in secondary Y-axis).

Figure 6. Dielectrical properties changes with tem-
perature in lepidolite (mineral of mica group). Dehy-
droxylation occur around 510-550 °C with small var-
iation in the properties. Increase in dielectric con-
stant and loss factor is high above 800 °C. (Dielectric
constant, dashed line with solid black circles repre-
sented in principal vertical Y-axis; Loss factor, line
with white squares in secondary Y-axis).

DETAILED DESCRIPTION OF PARTICULAR EMBOD-
IMENTS

[0058] The following examples are provided for the
purpose of showing the present invention in an illustrative
yet non-limiting manner.

Example 1. Obtaining metakaolin in a resonant sin-
gle-mode chamber

[0059] Example of calcination in applicator working un-
der frequency of 2.45 GHz adjusted in a working power
of 1.4 W having flow ratios of 1.25 kg/h of metakaolin.
[0060] Kaolin containing kaolinite as major component
and having minor content of quartz and feldspars was
processed under microwave equipment.
[0061] A lab-scale microwave device was developed
for the material treatment and monitoring (figure 1). It
includes a microwave power supply, which powers a 2.45
GHz magnetron. A high power reflectometer and imped-
ance meter is included to provide on-line measurements
of incoming and reflected powers in the system, giving
an estimation of the characteristics of the kiln load and
transformations. The microwave energy generated by
the source is conducted through microwave waveguide
to the applicator by means of a coupling network.
[0062] The applicator is made of microwave reflective
materials responding as a cavity resonator. Chamber is
optimized to have a high concentration of electric field at
the position where the raw material is placed and has
implemented adjustable coupling and tuning structures
to the different material characteristics. After being ex-
posed to the microwave energy, the material is dis-
charged through an opening. The application also con-
tains an exhaust port for gases removing.
[0063] Inspection ports allow temperature control dur-
ing the microwave treatment process. Each open port
has a filter choke to avoid any microwave leakage from
the chamber.
[0064] A sample of kaolin of high whiteness index was
selected with composition of >90% on kaolinite and minor
content of quartz and traces of feldspar, having grain size
below 0.02 mm. Kaolin was heated in a characterization
laboratory device using microwaves in a cylindrical cavity
where its dielectrical properties (dielectric constant and
loss factor) were measured. Results evidenced the hy-
droxylation at 419°C showing a sharp increasing in die-
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lectric constant and in loss factor (figure 2).
[0065] For the trials, the raw material (selected sample
of kaolin) at powder was treated under microwave in a
continuous flow single-mode applicator (figure 1), which
started from room temperature up to the range of
600-790°C inside the microwave chamber as controlled
by the pyrometer. Even the loss factor was as low as
0.0046 (at 270°C) it was heated properly. Microwave en-
ergy provided to the material was slowly increased from
500W to 1400W, until the target temperature was
reached. During heating, the cavity temperature was
monitored via thermocouples to ensure safe operation
conditions within the given material parameters. Further-
more, material inlet and outlet were monitored with py-
rometers. A continuous process was reached and main-
tained during 80 min, resulting in an output of processed
material of 1.1-1.3 kg/h. Average residence time was in
the range of 4 to 5 min resulting in a complete transfor-
mation from kaolinite to metakaolinite, as verified by X-
ray diffraction. When sample was introduced partially ag-
glomerated particles popping inside the device contrib-
uting to their disaggregation.

Example 2. Obtaining metakaolin in a resonant cham-
ber at 915 MHz

[0066] Example of calcination in scaled device with ap-
plicator working under frequency of 915MHz using flow
ratios of 5 kg/h of metakaolin (pop-metakaolin).
[0067] A scaled microwave device was developed for
the material treatment and monitoring following the con-
figuration shown in figure 1. It includes a microwave pow-
er supply with a magnetron working in a frequency of 915
MHz using an installed power of 30 kW. A high power
reflectometer and impedance meter is included to pro-
vide on-line measurements of incoming and reflected
powers in the system, giving an estimation of the char-
acteristics of the kiln load and transformations. The mi-
crowave energy generated by the source is conducted
through microwave waveguide to the applicator by
means of a coupling network.
[0068] A fully automated feed assured a constant flow
was assisting the system to have 5 kg/h that was proc-
essed in the applicator to have metakaolin. Temperature
was controlled to have 650°C by pyrometers assuring
the full transformation to have metakaolin (pop-metaka-
olin). The quality control of the product was made by an-
alytical technical to assure correct processing. X-ray dif-
fraction was used to determine any remain of unproc-
essed kaolinite and thermo-gravimetrical techniques
were used for quantification.

Example 3. Calcination of kaolinitic and smectitic 
clays

[0069] Example of processing of kaolinitic clay in con-
tinuous flow microwave applicator working under fre-
quency of 2.45GHz.

[0070] Mineral composition of the clay was determined
by x-ray diffraction and chemical analysis showing con-
tent on clay mineral of 76% (45% of kaolinite and 31%
illite) and rest mainly consisting in quartz (19%), feldspars
(1,5%) and siderite (3%).
[0071] Kaolinitic clay heating was made in a cylindrical
cavity where its dielectrical properties (dielectric constant
and loss factor) were measured (figure 3).
[0072] A raw kaolinitic clay partially agglomerated was
treated in the device schematized in figure 1, using a
temperature objective of 780°C (690 °C) using a contin-
uous flow of 1,3 kg/h. The analyzed calcined kaolinitic
clay treated with the lab-device shown not presence of
kaolinite (by x-ray diffraction) as was the objective.
[0073] Dielectric properties of smectitic clays were also
characterized (figure 4) and processed to validate the
efficience.

Example 4. Dehydroxylated sepiolite

[0074] Example of sepiolite calcination up to 1000°C
in applicator working under frequency of 2.45 GHz.
[0075] A sample of sepiolite, containing sepiolite (95%)
and smectite (5%) was firstly characterized in a cylindri-
cal cavity where its dielectrical properties (dielectric con-
stant and loss factor) were measured (figure 5).
[0076] Sepiolite was processes in a lab device of con-
tinuous flow (figure 1). The process at 550 °C was made
with a flow rate of 1.4 kg/h. For sepiolite treatment with
target of 950°C a ratios of 1 up to 1.1 kg/h were obtained.

Example 5. Dehydroxylated lepidolite

[0077] To validate capacity in the mica group, lepidolite
sample, which had associated to presence of muscovite,
quartz and feldspar, was measured to determine dielec-
tric properties. It was characterized in a cylindrical cavity
where its dielectrical properties (dielectric constant and
loss factor) were measured (figure 6). The dehydroxyla-
tion at 515°C was identified with low evidence than other
silicates. Since 800°C the microwave absorption in-
creased rapidly.

Claims

1. Procedure for calcination of granular silicates com-
prising the application on said granular silicates of
single-mode microwaves in the field E at frequencies
between 3KHz and 300GHz, in an open chamber at
continuous processing.

2. A procedure according to claim 1, characterized in
that said granular silicates are heated in the range
of 400 to 1200 °C.

3. A procedure according to claim 1 or 2, characterized
in that said granular silicates are granular phyllosil-
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icates or silicate minerals containing hydroxyl
groups.

4. A procedure according to claim 3, characterized in
that said silicate minerals containing hydroxyl
groups are selected from the group consisting of min-
erals of the amphibole group, minerals of the zeolite
group, minerals of the humite group and minerals of
the sorosilicate class.

5. A procedure according to any one of claims 1 to 4,
characterized in that said granular silicates com-
prises carbonates.

6. A procedure according to any one of claims 1 to 5,
characterized in that said phyllosilicates are select-
ed from the group consisting of clays, minerals of
the serpentine group, minerals of the mica group and
minerals of the chlorite group.

7. A procedure according to claim 6, characterized in
that said clays are selected from the group consist-
ing of minerals of the kaolinite group, minerals of the
smectite group, illite, vermiculite, talc, pyrophyllite,
sepiolite and palygorskite.

8. A procedure according to claim 7, charaterized in
that said minerals of the kaolinite group are selected
from the group consisting of kaolinite, dickite, hal-
loysite and nacrite.

9. A procedure according to claim 7, characterized in
that said minerals of the smectite group are selected
from the group consisting of montmorillonite, non-
tronite and saponite.

10. A procedure according to claim 7, characterized in
that said minerals of the serpentine group are se-
lected from the group consisting of antigorite, chrys-
olite and lizardite.

11. A procedure according to claim 7, characterized in
that said minerals of the mica group are selected
from the group consisting of biotite, muscovite,
phlogopite, lepidolite, margarite and glauconite.
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