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Description

TECHNICAL FILED

[0001] The present invention relates to a method of evaluating wetting characteristic (ease of wetting) of a surface of
an object such as a cell sheet and a culture dish, and a system which can be used for the method.

BACKGROUND ART

[0002] Mucosal epithelium is widely distributed over tissues in cornea, gastrointestinal tract and the like. Mucosal
epithelium maintains the moisture at a tissue surface, and serves to protect the body homeostasis against change in
the external environment. However, depending on various factors, the wetting characteristic of a tissue surface may
decrease, resulting in diseases such as dry eye and gastrointestinal tract ulcer.
[0003] In recent years, as a branch of regenerative medicine, a therapy has gathered attention in which a cell sheet
obtained by plane-culturing mucosal epithelial cells is transplanted in living tissues which have lost mucosal epithelium.
For example, a sheet of human mucosal epithelial cells is already in use for cornea transplantation.
[0004] However, the manufacture of a cell sheet generally requires complicated culture processes, and is susceptible
to cell conditions and culture environment. Accordingly, a technology for evaluating the quality of a manufactured cell
sheet is demanded. In particular, for a sheet of mucosal epithelial cells, wetting characteristic serves as an important
measure of whether the cell sheet is capable of covering affected tissues.
[0005] The wetting characteristic of an object may be evaluated, for example, by the contact angle between a liquid
and a surface of the object (the contact angle method). In other words, the larger is the value of the contact angle, the
lower is the wetting characteristic, and the smaller is the value of the contact angle, the higher is the wetting characteristic.
In the contact angle method, a droplet may be formed on a surface of an object for which wetting characteristic is to be
evaluated to measure the contact angle. Alternatively, in the contact angle method, a surface of an object for which
wetting characteristic is to be evaluated may be immersed into a liquid with face-down, and air and the like may be
supplied from below to allow the air to adhere on the surface. Then the contact angle may be measured.
[0006] The wetting characteristic of a planar object such as a sheet and a plate may also be evaluated based on the
force required to pull the object out of a liquid after the object is suspended in the liquid (the Wilhelmy plate method).
[0007] Meanwhile, in the field of cell biology, fluorescence microscopy is used for detecting specific intracellular proteins
(Nonpatent Literature 1). A cell sheet stiffness sensing system has been described (Non-patent Literature 2) as has the
use of high speed camera images for measuring loading and unloading phases (Non-patent Literature 3).

CITATION LIST

Nonpatent Literature

[0008]

Non-patent Literature 1: E. Lazarides and K. Weber, Proceedings of the National Academy of Sciences, Vol. 71,
1974, pp. 2268-2272.

Non-patent Literature 2: Uchida et al., Annual International Conference of the IEEE Engineering in Medicine and
Biology Society: (EMBC); Buenos Aires, Argentina, 31 August-4 September 2010, IEEE, Piscataway, NJ, USA, 31
August 2010, pp. 827-830.

Non-patent Literature 3: Tanaka et al., IEEE Transaction on Biomedical Engineering, IEEE Service Center, Piscat-
away, NJ, USA, Vol. 58, 2011, pp. 509-520.

SUMMARY OF INVENTION

Technical Problem

[0009] Mainly, the following three problems have been considered herein for evaluating properties of a cell sheet
during culture:

(1) A cell sheet during culture is unable to be separated from a culture dish.
(2) A cell sheet should be free from a contamination.
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(3) A cell sheet is fragile due to the thin thickness.

[0010] Therefore, it is difficult to apply Wilhelmy plate method to a cell sheet. Moreover, when the contact angle method
was applied to a cell sheet under water, the air supplied from below the cell sheet did not rest on a surface of the cell
sheet, clearly indicating that the contact angle could not be measured.
[0011] A method of detecting a specific protein by fluorescence microscopy can also be applied to the analysis of
functions of a cell sheet. However, it is difficult to use such a method in evaluating the quality of a manufactured cell
sheet because dyes generally have cytotoxicity and a cell sheet stained with a dye can not be used for medical purposes.
[0012] Accordingly, an object of the present invention is to provide a method of evaluating the wetting characteristic
of an object such as a cell sheet and a culture dish in a non-contact fashion.

Solution to Problem

[0013] After conducting extensive studies to achieve the above object, the present inventors have found that the
wetting characteristic of a cell sheet can be evaluated by jetting air at the cell sheet in a liquid medium to partly remove
the liquid medium, and then measuring a dimension of a region in which the residual medium after the completion of air
jetting remains removed. Then the present invention has been completed.
[0014] In other words, the present invention may be illustrated as follows.

[1] A method of evaluating the wetting characteristic of a sheet-like object or a container-like object, the method
comprising the steps of:

(1) removing a liquid by jetting a gas at a surface of the object covered with the liquid;
(2) measuring a value which reflects the extent of liquid exclusion of a region in which the liquid is removed
after the gas jetting; and
(3) evaluating the wetting characteristic of the object using the measured value as an index.

[2] The method according to [1], wherein the container-like object is a culture dish.
[3] The method according to [1], wherein the sheet-like object is a cell sheet.
[4] The method according to any one of [1] to [3], wherein the liquid is a culture medium.
[5] The method according to any one of [1] to [4], wherein the gas is air.
[6] The method according to any one of [1] to [5], wherein the step (2) is performed by photographing the region in
which the liquid is removed, and obtaining the value of the region in which the liquid is removed from the resulting
photographed image.
[7] The method according to [1], wherein the object is a cell sheet,

the gas is air, and
the liquid is a culture medium.

[8] The method according to [1], wherein the object is a cell sheet,

the gas is air,
the liquid is a culture medium, and
the step (2) is performed by photographing the region in which the liquid is removed, and obtaining the value
of the region in which the liquid is removed from the resulting photographed image.

[9] The method according to [1], wherein the object is a culture dish,

the gas is air, and
the liquid is a culture medium.

[10] The method according to [1], wherein the object is a culture dish,

the gas is air,
the liquid is a culture medium, and
the step (2) is performed by photographing the region in which the liquid is removed, and obtaining the value
of the region in which the liquid is removed from the resulting photographed image.
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[Item 11] The method of manufacturing a sheet-like object or a container-like object, the method comprising the
step of evaluating the wetting characteristic of the object by the method according to any one of [1] to [10].
[12] A system for evaluating the wetting characteristic of a sheet-like object or a container-like object, comprising:

(1) a means for removing a liquid by jetting a gas at a surface of the object covered with the liquid;
(2) a means for measuring a value which reflects the extent of liquid exclusion of a region in which the liquid is
removed; and
(3) a means for evaluating the wetting characteristic of the object using the measured value as an index.

[13] The system according to [12], wherein the means (2) comprises an imaging unit for photographing the region
in which the liquid is removed, and a value acquiring unit for obtaining the value of the region in which the liquid is
removed from the resulting photographed image.
[14] The method according to any one of [1] to [11], wherein the method is performed using the system according
to [12] or [13].

BRIEF DESCRIPTION OF DRAWINGS

[0015]

Fig. 1 shows the principle of wetting characteristic evaluation of a cell sheet.
Fig. 2 shows a schematic view of the contact between a culture medium and a cell sheet when an air jet is applied.
Fig. 3 shows a measurement system used in Example 1. (a) a schematic view of the system configuration and (b)
a photograph.
Fig. 4 shows photographs illustrating the appearances of cell sheets and culture media.
Fig. 5 shows a time-dependent width w of the squeezed area of a medium.
Fig. 6 shows a residual width wr of the squeezed area of a medium after the completion of air jet application.
Fig. 7 shows photographs illustrating results from biochemical analysis of cell sheets.
Fig. 8 shows photographs illustrating results from implantation of cell sheets.
Fig. 9 shows wetting characteristic evaluation after surface treatment of culture dishes. (a) a photograph showing
a measurement system used in Example 2, (b) a graph showing a residual width of the squeezed area of a medium
after the completion of air jet application, (c) a photograph showing the appearance of a culture dish without oxygen
plasma treatment (PS), (d) a photograph showing the appearance of a culture dish with oxygen plasma treatment
(OP).

DESCRIPTION OF EMBODIMENTS

<1> Evaluation method according to present invention

[0016] The evaluation method according to the present invention evaluate the wetting characteristic of an object.
[0017] The object may be a sheet-like object or a container-like object. The object may be, for example, a device or
raw material for medical use, for therapeutic use, for experimental use, or for cell cultures.
[0018] Objects having a sheet-like shape (also referred to as sheet-like objects) include, for example, a cell sheet. A
cell sheet may be manufactured from any types of cells. Specific examples of cell sources of cell sheets include embryonic
stem cells (ES cells), induced pluripotent stem cells (iPS cells), mesenchymal stem cells, neural stem cells, hepatic stem
cells, pancreatic stem cells, skin stem cells, oral mucosal epithelial cells, corneal limbus cells, periodontal ligament cells,
fibrocytes, hepatic cells, pancreatic cells, chondrocytes, nasal mucosal cells and myoblasts. Cell sources may be those
separated from living tissues, those obtained by culturing and/or differentiating cells separated from living tissues, or
those obtained by modifying them with a technology such as genetic engineering. There is no particular limitation for
organisms from which cells are derived, but may be appropriately selected depending on intended uses and the like.
Organisms from which cells are derived include, for example, mammals. Specific examples of mammals include human,
rat, mouse, guinea pig, marmoset, rabbit, canine, feline, sheep, swine and chimpanzee. When a cell sheet is used for
treating human, cells from, for example, human, swine or chimpanzee are preferably used. For a cell source, only one
type of cells may be used, or two or more types of cells may be used in combination.
[0019] A thickness of a sheet-like object may or may not be uniform. A thickness of a sheet-like object may be uniform
throughout the sheet-like object, or may be uniform at a portion of the sheet-like object. A thickness of a sheet-like object
may be uniform, for example, at least in a region where its surface is exposed by a gas jet. There is no particular limitation
for a thickness of a sheet-like object, but, for example, it may be 0.01 mm or more, 0.1 mm or more, 1 mm or more, or 3
mm or more, and may be 5 mm or less, 1 mm or less, 500 mm or less, or 100 mm or less. Specifically, a thickness of a
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sheet-like object may be 20 mm. A thickness of a sheet-like object may fall in the ranges illustrated above throughout
the sheet-like object, or may fall in the ranges illustrated above at a portion of the sheet-like object. A thickness of a
sheet-like object may fall in the ranges illustrated above at least in a region where its surface is exposed by a gas jet.
[0020] Objects having a container-like shape (also referred to as container-like objects) include, for example, a culture
dish. A culture dish can be used for cell culture, but it may also be employed for uses other than cell culture. A culture
dish may be made of, for example, plastics or glass. A surface of a culture dish may have been subjected to coating
treatment. Materials used for the coating treatment include, for example, collagen, extracellular matrix and a temperature
responsive polymer. In other words, specific examples of culture dishes include those coated with a temperature re-
sponsive polymer (a temperature responsive culture dish). Further, a culture dish may have been subjected to various
surface treatments. Surface treatments include oxygen plasma treatment.
[0021] The object under a condition where its surface is covered with a liquid is used for the evaluation method
according to the present invention. As long as a surface of the object to be evaluated for wetting characteristic is covered
with a liquid, other portions may or may not be covered with the liquid. For example, only a surface of a sheet-like object
at the side for wetting characteristic evaluation may be covered with a liquid, or both of the surfaces may be covered
with the liquid. Note that in the present invention, "a surface (of an object)" may mean that a surface for which wetting
characteristic is evaluated, and in other words, a surface at which a gas is jetted unless otherwise stated. As long as
wetting characteristic evaluation can be performed at a desired portion of an object, the entire surface may be covered
with a liquid, or a portion of the surface may be covered with the liquid. For example, the object may be covered with a
liquid on 50% or more, 80% or more, 90% or more, 95% or more, 99% or more, or 100% of its surface. The object may
have a surface inherently covered with a liquid, or may have a surface intentionally covered with a liquid for use in the
evaluation method according to the present invention. The object may be immersed into a liquid. It may be suspended
or may be sunk on the bottom in a liquid. It may or may not be fixed in a liquid. For example, the object may have a
surface covered with a liquid, and may be fixed to any member at its different portion. Specific examples of such an
aspect include a cell sheet which is attached on a culture device (for example, a culture dish and a culture insert), and
covered with a liquid culture medium. For example, a cell sheet formed on a culture device may be directly used for the
evaluation method according to the present invention. Alternatively it may be used for the evaluation method according
to the present invention after a culture medium is replaced with any liquid or after it is detached from the culture device
and immersed in any liquid. Further, in addition to a cell sheet, if a surface of a culture device involved in culturing which
is covered with a culture medium actually used for culturing is subjected to the evaluation method according to the
present invention, the wetting characteristic of the surface can be appropriately evaluated under the same conditions
as in the actual culture (see Example 2).
[0022] There is no particular limitation for liquids, and any desired liquids may be used for which the wetting characteristic
of an object is evaluated. Liquids include, for example, an aqueous medium. An aqueous medium may consists of water
or may comprise another component(s). With regard to the above another component(s), only one component may be
contained, or two or more components may be contained. Aqueous media include, for example, water, buffer solutions,
and liquid culture media. For example, a liquid may be a liquid culture medium which will be used or has been used for
cell culture of a cell sheet and the like.
[0023] A thickness of a liquid layer may or may not be uniform. A thickness of a liquid layer may be uniform over the
entire surface of an object or may be uniform at a portion of the surface. A thickness of a liquid layer may be uniform,
for example, at least in a region where a surface of an object is exposed by a gas jet. There is no particular limitation
for a thickness of a liquid layer as long as a surface of an object is exposed by a gas jet, but it can be suitably selected
depending on factors such as a type of the liquid, and the amount of a gas jet. A thickness of a liquid layer may be, for
example. 0.5 mm to 5 mm, or specifically, 1 mm. A thickness of a liquid layer may fall in the range illustrated above over
the entire surface of an object, or may fall in the ranges illustrated above at a portion of the surface. A thickness of a
liquid layer may fall in the range illustrated above at least in a region where a surface of an object is exposed by a gas jet.
[0024] An object under a condition where it can hold a liquid may be used for the evaluation method according to the
present invention. For example, an object under a condition where it is contained in an appropriate container together
with a liquid may be used for the evaluation method according to the present invention. Containers include, for example,
a cell culture dish. Further, for example, an object under a condition where the object itself holds a liquid as a container
may also be used for the evaluation method according to the present invention. Specific examples of such an aspect
include a case in which the wetting characteristic of an inner surface (inner bottom surface) of a culture dish holding a
liquid is evaluated. For example, an object positioned such that its surface is horizontal may be used for the evaluation
method according to the present invention. An object positioned such that the entirety or a portion of its surface is
horizontal may be used for the evaluation method according to the present invention. For example, an object positioned
such that its surface is horizontal at least in a region where the surface is exposed by a gas jet may be used for the
evaluation method according to the present invention.
[0025] The evaluation method according to the present invention comprises a step of jetting a gas at a surface of an
object covered with a liquid. This step is also referred to as "the gas jetting step." A liquid covering a surface of an object
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is temporarily removed by a gas jet, and the surface of the object is exposed at the bottom of a liquid layer. A range in
which a liquid is removed, i.e., a hole-like structure formed at the liquid layer is also referred to as a "liquid exclusion
region." The liquid exclusion region usually has a hole-like structure having a circular cross-section.
[0026] There is no particular limitation for a gas, but it can be suitably selected depending on factors such as a material
of the object. A gas having no negative effect on the object is preferably selected for use. Gases include air and inert
gases. Specific examples of inert gases include nitrogen and argon. The gas may be used after sterilization, or may be
used without sterilization. One type of gas may be used alone, or two or more types of gases may be used in combination.
[0027] The amount of a gas jet may be suitably selected depending on factors such as a material of the object, a type
of the liquid, and a thickness of the liquid layer. The amount of a gas jet may be such that the diameter of the liquid
exclusion region upon jetting a gas is, for example, 2 mm to 10 mm, specifically 5 mm. Further, the amount of a gas jet
may be such that a force applied to the object is, for example, 1 mN to 20 mN, specifically 5 mN. Moreover, the amount
of a gas jet may be such that a pressure applied to the object is, for example, 2 kPa to 50 kPa, specifically 14 kPa.
[0028] A gas is jetted from above the liquid layer. A gas may be jetted from vertically above the liquid layer, or may
be jetted from obliquely above the liquid layer. A gas is preferably jetted from vertically above the liquid layer. In a case
where a gas is jetted from obliquely above the liquid layer, there is no particular limitation for the angle as long as a
liquid exclusion region having a measurable dimension is formed, but it is preferably close to perpendicular to a surface
of the liquid layer.
[0029] Gas jetting may be performed only once, or twice or more. Gas jetting may be performed continuously or
intermittently. In a case where gas jetting is performed twice or more, conditions such as types of the gas, the amount
and duration of jetting may or may not be the same for each jetting. Further, in a case where gas jetting is performed
continuously, conditions such as types of the gas and the amount of jetting may or may not be constant throughout the
course of jetting. The duration of gas jetting may be, for example, 0.1 second to 5 seconds, and specifically 1 second.
Gas jetting may usually be performed continuously under constant conditions.
[0030] There is no particular limitation for a method of jetting a gas as long as a liquid exclusion region having a
measurable dimension is formed. Gas jetting can be performed using an appropriate gas jetting unit. For a gas jetting
unit, a gas jetting device and a gas feeder may be suitably used in combination. Gas jetting devices include a gas nozzle.
Gas feeders include a compressor and a gas cylinder. A gas jetting device may be connected to a gas feeder through
an appropriate gas flow line to allow a gas to be jetted from the gas jetting device. An inner diameter of a gas nozzle
may be suitably selected depending on factors such as the amount of gas jetting. An inner diameter of a gas nozzle
may be, for example, 10 mm to 100 mm, and specifically 50 mm. A gas jetting distance (a distance from a surface of a
liquid layer to a gas jetting device) may be suitably selected depending on factors such as the amount of gas jetting.
The gas jetting distance may be, for example. 0.5 mm to 5 mm, and specifically 1 mm.
[0031] A gas jet can be controlled by a suitable means for controlling a gas flow. For example, a gas jet can be
controlled by suitably combining an electropneumatic regulator with an electromagnetic valve. Specific examples of an
electropneumatic regulator include ITV2050-312CS-Q (SMC CORP., Japan). Specific examples of an electromagnetic
valve include a solenoid valve VA01PSP23-1P (KURODA Pneumatics Ltd., Japan). A gas jet may be controlled auto-
matically or manually. For example, a gas jet can be automatically controlled by controlling an electropneumatic regulator
and an electromagnetic valve via a computer.
[0032] The evaluation method according to the present invention comprises a step of measuring a value which reflects
the extent of a liquid exclusion region after the completion of gas jetting. This step is also referred to as "the dimension
measuring step." A "dimension of a liquid exclusion region" as used herein means a value which reflects the extent of
liquid exclusion, and specifically may be a value which reflects the radius of a liquid exclusion region. Specific examples
of a dimension include a radius, a diameter, a circumferential length, an area and a volume. For the dimension, only
one value may be measured, or two or more values may be measured.
[0033] With regard to the value, in general, a dimension (the diameter and the like) of a surface of an object exposed
at the bottom of a liquid exclusion region may be measured. Further, with regard to the value, a dimension (the diameter
and the like) of a liquid exclusion region at a surface of a liquid layer or at any depth in the liquid layer. These values
also reflect the extent of liquid exclusion.
[0034] There is no particular limitation for the timing of measuring a value as long as it is after the completion of gas
jetting. "After the completion of gas jetting" may be, for example, 1 second to 10 seconds after the completion of gas
jetting, and specifically 3 seconds after the completion of gas jetting. Note that "after the completion of gas jetting" means
after the completion of a continuous gas jet when gas jetting is performed continuously, and means after the completion
of the last gas jet when gas jetting is performed intermittently.
[0035] Measuring a dimension may be performed only once, or twice or more. "Measuring a dimension is performed
twice or more" may refer to performing multiple measurements of a dimension of a single liquid exclusion region, or may
refer to repeating a set of the formation of a liquid exclusion region by jetting a gas and a dimension measurement for
multiple times, or may refer to a combination thereof. In a case where the above set are repeated for multiple times, a
place to which a gas is jetted and a place at which a dimension is measured may or may not be the same for each time.
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In a case where gas jetting and a dimension measurement are performed at multiple places, the gas jetting and dimension
measurement may or may not be performed simultaneously at each place.
[0036] There is no particular limitation for a method of measuring a dimension as long as a target dimension can be
obtained in a non-contact fashion. Dimension measurements can be performed using an appropriate measurement
device. For example, a liquid exclusion region can be photographed to obtain a dimension of the liquid exclusion region
from the resulting photographed image. In other words, a measurement device may comprise, for example, an imaging
unit for photographing a liquid exclusion region, and may further comprise a dimension acquiring unit for obtaining a
dimension of the liquid exclusion region from the resulting photographed image.
[0037] There is no particular limitation for the imaging unit as long as it can capture an image from which a target
dimension can be obtained. The photographed image may be obtained as a two-dimensional image or a three-dimensional
image. The photographed image may be obtained as a video or a still image. The number of pixel and a frame rate of
a photographed image can be suitably selected depending on types of measurements.
[0038] The imaging unit may detect light selected from, for example, visible light, infrared light and ultraviolet light,
and may preferably detect visible light. As the imaging unit, for example, an appropriate digital camera may be used. In
a case where a three-dimensional image is captured, for example, a stereoscopic camera system may be assembled
with appropriate digital cameras for use as an imaging unit, or an appropriate 3D scanner may be used. The digital
camera may be a CCD camera or a CMOS camera. The digital camera may be a video camera or a still camera. Specific
examples of a CMOS digital video camera include HDR-SR1 (Sony Corporation, Japan).
[0039] There is no particular limitation for a dimension acquiring unit as long as a dimension of a liquid exclusion region
can be obtained from a photographed image. For example, a dimension of a liquid exclusion region in a photographed
image can be obtained by identifying a region corresponding to the liquid exclusion region in the photographed image
and measuring the identified region. A dimension may be obtained manually or automatically. In a case where a dimension
is obtained automatically, a target dimension can be obtained, for example, by automatically identifying a region corre-
sponding to the liquid exclusion region in a photographed image and measuring the identified region using an appropriate
image-processing software.
[0040] The value which reflects the extent of a liquid exclusion region in a photographed image obtained in this way
may be used for wetting characteristic evaluation directly or after appropriately processed. For example, correlation data
between an actual dimension of a liquid removed region and a dimension of the liquid removed region in a photographed
image may be used to calculate the actual dimension of the liquid removed region from the dimension of the liquid
removed region in the photographed image. Further, for example, given photographing conditions such as object dis-
tances and photographing angles, a dimension of a liquid exclusion region in a photographed image may be normalized.
Dimensions can be compared even between samples having different photographing conditions such as object distances
and photographing angles by using the standardized data. In other words, a measurement device may include, for
example, a calculation unit for computing an actual dimension of a liquid exclusion region from a dimension of the liquid
exclusion region in a photographed image, or a processing unit for standardizing the dimension of the liquid exclusion
region in the photographed image.
[0041] A "value which reflects the extent of liquid exclusion of a region" measured in the evaluation method according
to the present invention, and used as an index of wetting characteristic evaluation may be an actual dimension of the
liquid exclusion region, or may be data reflecting the actual dimension of the liquid removed region which can be compared
between samples. In other words, for "measuring a dimension of a liquid exclusion region," if data reflecting an actual
dimension of a liquid exclusion region which can be compared between samples are available, the actual dimension of
the liquid exclusion region needs not be computed. "Data reflecting an actual dimension of a liquid exclusion region"
include a dimension of the liquid exclusion region in a photographed image (for example, the number of pixels corre-
sponding to a diameter) and data obtained by subjecting the dimension of the liquid exclusion region in the photography
image to a processing such as standardization. Data of "a dimension of a liquid exclusion region" obtained in the
measurement step may be called "measured values."
[0042] There is no particular limitation for a direction of a dimension measurement as long as a target value can be
obtained. For example, the measurement can be performed from above the liquid layer. The measurement may be
performed from vertically above the liquid layer, or may be performed from obliquely above the liquid layer. Further, in
a case where an element involved in an implementation of the evaluation method according to the present invention
has sufficient transparency for a measurement device, a measurement may be performed through the element. Elements
involved in an implementation of the evaluation method according to the present invention may include, for example,
an object, a liquid, a container and a measurement system. A "container" here refers to a member in which an object
and liquid are contained. However, in a case where an object itself holds a liquid as a container, the "container" here
may mean the object itself. For example, in a case the liquid layer and the container have sufficient transparency for a
measurement device, a measurement may be performed from the transverse direction of the liquid layer. Further, for
example, in a case where the object and the container have sufficient transparency for a measurement device, a meas-
urement may be performed from below the object. Further, for example, in a case where the container is placed on the



EP 2 857 824 B1

8

5

10

15

20

25

30

35

40

45

50

55

stage, and where a measurement is performed through the stage from below the stage, the stage itself, as well as the
object and the container, has sufficient transparency for a measurement device. "Sufficient transparency for a meas-
urement device" refers to being transparent for a measurement device selected to the extent enough to allow a dimension
to be measured by the measurement device. Specifically, in a case where, for example, an imaging unit for detecting
visible light is used as a measurement device, "sufficient transparency for a measurement device" refers to a property
in which visible light penetrates through to the extent enough to obtain a photographed image from which a target
dimension can be obtained.
[0043] In the evaluation method according to the present invention, an implementation means at each step and a
sample to be evaluated (an object, a liquid, or a container containing thereof) may be physically moved if desired. For
example, in a case where both gas jetting and value measurements are performed from vertically above, a gas jetting
unit and a measurement unit may be physically moved, or a sample may be physically moved so that a liquid exclusion
region is positioned right under the measurement unit after the completion of gas jetting.
[0044] The evaluation method according to the present invention comprises a step of evaluating the wetting charac-
teristic of an object using a measured value which reflects the extent of liquid exclusion of a region as an index. This
step is also called a "wetting characteristic evaluation step." "Using a measured value as an index" means that the
measured value is directly or indirectly involved in the evaluation.
[0045] For example, the evaluation may be performed based on the measured value of a dimension itself. In this case,
the wetting characteristic of an object can be evaluated to be higher when a measured value is smaller.
[0046] Further, for example, the evaluation may be performed based on changes in measured values of dimensions
in a predetermined period of time. Examples of a predetermined period of time include a period from during gas jetting
to a predetermined time point after the completion of gas jetting. A "predetermined time point" may be, for example, a
time point of 0 to 10 seconds after the completion of gas jetting. Further, examples of a predetermined period of time
include a period from a first time point after the completion of gas jetting to a second time point after the completion of
a gas jetting. The "first time point" may be, for example, a time point of 0 to 0.5 seconds after the completion of gas
jetting and the "second time point" may be, for example, a time point of 1 to 10 seconds after the completion of gas
jetting. Examples of changes in measured values include differences between measured values and a rate of change
in measured values. The wetting characteristic of an object can be evaluated to be higher when changes in measured
values are larger.
[0047] Further, in a case where two or more measurements are performed, the evaluation may be performed consid-
ering all two or more measured values together. For example, the evaluation may be performed using, for example, the
average value, the median value, the minimum value or the maximum value of two or more measured values as an index.
[0048] The evaluation may be performed manually or automatically. In a case where the evaluation is performed
automatically, a degree of wetting characteristic can be automatically calculated, for example, based on correlation data
between predetermined measured values of dimensions and wetting characteristic using suitable analysis software.
[0049] The wetting characteristic of an object can be evaluated as described above. Note that "evaluating wetting
characteristic" includes not only evaluating wetting characteristic itself but also evaluating properties related to wetting
characteristic.
[0050] For example, for a cell sheet, higher wetting characteristic may be correlated with better transplant compatibility
of a cell sheet. In this case, "evaluating wetting characteristic" may correspond to evaluating transplant compatibility of
a cell sheet. In other words, one aspect of the evaluation method according to the present invention may be a method
of evaluating transplant compatibility of a cell sheet. For example, the evaluation method according to the present
invention can be used to evaluate the wetting characteristic (transplant compatibility) of a cell sheet, and to select a cell
sheet having high wetting characteristic (transplant compatibility) for use in transplantation.
[0051] Further, the wetting characteristic of a cell sheet can reflect a mucosal condition on a surface of a cell sheet.
For example, a higher wetting characteristic of a cell sheet may correlate with more mucin (for example, MUC4 protein
and the like) present on the surface of the cell sheet. In this case, "evaluating wetting characteristic" may correspond to
evaluating a mucosal condition (for example, the abundance of mucin) on a surface of cell sheet. In other words, one
aspect of the evaluation method according to the present invention may be a method of evaluating a mucosal condition
(for example, the abundance of mucin) on a surface of a cell sheet. Evaluating a mucosal condition is useful for drug
screening and drug efficiency evaluation. For example, the efficiency of a drug can be determined by exposing a cell
sheet to the drug in vitro, and evaluating its mucosal condition.

<2> Manufacturing method according to present invention

[0052] The manufacturing method according to the present invention is a method of manufacturing a sheet-like object
or a container-like object, comprising the step of evaluating the wetting characteristic of the object by the evaluation
method according to the present invention. The object can be manufactured using a conventional material and method
for manufacturing the object except that wetting characteristic is evaluated by the evaluation method according to the
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present invention. For example, for a method of
manufacturing a cell sheet, known methods can be referred (D. Murayama, et al., Biomaterials, Vol. 27, pp. 5518-5523,
2006.; Japanese Patent Laid-Open No. 2011-224334, WO2011/016423 and the like). Wetting characteristic evaluation
may be performed at any time during the steps of manufacturing an object, but in general, is preferably performed after
the completion of manufacturing the object. Among the objects manufactured, those having a desired wetting charac-
teristic can be selected for use, depending on factors such as intended uses.

<3> System according to present invention

[0053] The system according to the present invention is intended for evaluating the wetting characteristic of a sheet-
like object or a container-like object. The evaluation method according to the present invention can be performed, for
example, using the system according to the present invention.
[0054] The system according to the present invention comprises a means for jetting a gas onto a surface of an object
covered with a liquid. For such a means, gas jetting units as described above can be used. A liquid covering a surface
of an object is temporarily removed by jetting a gas, and the surface of the object is exposed at the bottom of a liquid
layer. A gas jetting unit may be used, for example, according to the implementation conditions in the gas jetting step as
described above.
[0055] The system according to the present invention comprises a means for measuring a value which reflects the
extent of liquid exclusion of a region. For such a means, measurement devices as described above may be used. A
measurement device may include an imaging unit for photographing a liquid exclusion region. A measurement device
may further include a value acquiring unit to obtain a
dimension of a liquid exclusion region from a photographed image obtained. The measurement device may further
include, for example a calculation unit for computing an actual dimension of a liquid exclusion region from a dimension
of the liquid exclusion region in a photographed image, and a processing unit for standardizing the dimension of the
liquid exclusion region in the photographed image. The measurement device may be used, for example, according to
the implementation conditions in the gas jetting step as described above.
[0056] The system according to the present invention may comprise an evaluation device for evaluating the wetting
characteristic of an object by using a value which reflects the extent of liquid exclusion of a region as an index. The
evaluation device may use, for example, a suitable analysis software which computes a degree of wetting characteristic
from a measured value based on the correlation data between pre-determined measured values of dimensions and
wetting characteristic. The evaluation device may be used, for example, according to the implementation conditions in
the wetting characteristic evaluation step as described above.
[0057] The system according to the present invention may comprise an illumination device for illuminating a liquid
exclusion region when photographing. For the illumination device, for example, a suitable illuminator may be used.
Illuminators include, for example, an incandescent lamp, a fluorescent lamp and a light emitting diode.
[0058] The system according to the present invention may comprise a holding device for holding an object and liquid.
[0059] The holding device may be, for example, a holder which directly holds an object and liquid. In other words, in
this case, a holder serves as a container for an object and liquid. A shape of the holder can be suitably selected depending
on factors such as a shape of the object and a volume of the liquid. The holder may be, for example, a member having
a concave portion for containing an object and liquid.
[0060] The holding device may be, for example, a holder which indirectly holds an object and liquid by holding a
container containing the object and liquid. However, in a case where an object itself holds a liquid as a container, the
"container" here may mean the object itself. A shape of the holder can be suitably selected depending on factors such
as a shape of the container. The holder may be, for example, a member having a scaffold on which the container is
placed, or a member having a clamp for holding and gripping the container.
[0061] In a case where a component of the system such as a holding device interferes with measurements, the system
according to the present invention is configured so that the component have sufficient transparency for a measurement
device.
[0062] Any components of the system according to the present invention may be fixed to the system or movably
configured. For example, a holder may be movable, or a gas jetting unit and an imaging unit may be movable. The
system according to the present invention may comprise a position adjuster for adjusting the position of a component.
[0063] For any components of the system according to the present invention, only one may be provided, or two or
more may be provide for each. For example, the system according to the present invention may comprise two or more
gas jetting units, and may comprise two or more imaging units.
[0064] One embodiment of the system according to the present invention is a measurement system (Fig. 3) used in
Examples described below.
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<4> Program

[0065] The program allows a computer to perform each step of the evaluation method according to the present invention.
[0066] In other words, one aspect of the program allows a computer to perform following steps (1) to (3):

(1) a step of removing a liquid by jetting a gas at a surface of an object covered with the liquid,
(2) a step of measuring a value which reflects the extent of liquid exclusion where the liquid is removed after the
gas jetting, and
(3) a step of evaluating the wetting characteristic of the object using the measured value as an index.

[0067] The step (2) may comprise a step of photographing the liquid exclusion region. The step (2) may further comprise
a step of obtaining the dimension of the liquid exclusion region from the resulting photographed image. The step (2)
may further comprise, for example, a step of computing an actual dimension of the liquid exclusion region from the
dimension of the liquid exclusion region in the photographed image and a step of standardizing the dimension of the
liquid exclusion region in the photographed image.
[0068] The program may be recorded and provided in a computer readable recording medium. The term "computer
readable recording medium" as used herein refers to that in which information such as data and programs are stored
by electrical, magnetic, optical, mechanical, chemical mechanisms or the like, and in addition, from which the information
stored therein can be retrieved via a computer. Such recording media include, for example a floppy disk®, a magneto-
optical disk, CD-ROM, CD-R/W, DVD-ROM, DVD-R/W, DVD-RAM, DAT, an 8 mm tape, a memory card, a hard disk,
ROM (read only memory), SSD and the like. The program may be recorded as a program which allows a computer to
perform each step only once, or may be recorded in separate programs for each, or in separate programs in any
combinations.

EXAMPLES

[0069] Although the present invention will be described in more detail with reference to the following Examples, these
should not, in any way, be construed as intended to limit the present invention.

Example 1: Wetting characteristic evaluation for cell sheet

[0070] In this Example, wetting characteristic evaluation was performed by using three cell sheets as samples which
were cultured under different conditions.

<1> Principle of measurements

[0071] A possible principle of wetting characteristic measurements is described below, but the present invention is
not intended to be bound by the following principle.
[0072] The outline of measurement procedures used in this Example is shown in Fig. 1. First, a cell sheet in a culture
dish is fixed under an air nozzle (Fig. 1 (a)). Then, an air jet (air jet flow) is applied from the air nozzle perpendicularly
to the cell sheet to temporarily remove a liquid medium covering a surface of the cell sheet such that the surface of the
cell sheet is exposed (Fig. 1 (b) and (c)). Subsequently, when the air jet is stopped, the liquid medium removed returns
toward the center (Fig. 1 (d)).
[0073] In equilibrium (Fig. 1 (c)), the squeezing force due to the pressure from the air jet will be in balance with the
surface force exerted between the liquid medium and the surface of the cell sheet. Therefore, a region where the liquid
medium is removed (squeezed area) depends on the wetting characteristic on the surface of the cell sheet. Specifically,
the squeezing force Ps due to the pressure from the air jet is represented by the following equation (1) from the Young-
Laplace’s equation.

wherein γ represents the surface tension of a liquid medium, Rx represents a radius of curvature of a surface of the liquid
medium at a contact point between the medium and a cell sheet, Rz represents a radius of curvature of the squeezed
area of a medium on the surface of the cell sheet, respectively. In a case where the directions of curvature for Rx and
Rz are mutually opposite, i.e., the surface of the medium forms a portion of a parabolic hyperboloid at the contact point
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between the medium and the cell sheet, the surface tension arises inward and outward against the squeezed area due
to the curvature of Rx and Rz, respectively. A larger value of Rx means higher wetting characteristic since the contact
angle between the medium and the cell sheet becomes smaller. Solving the equation (1) in terms of Rz will give the
following equation (2).

[0074] In other words, in a case where γ and Ps are constant, Rz is a function of Rx which reflects wetting characteristic.
The wetting characteristic of a cell sheet can be estimated by measuring a radius of curvature of the squeezed area of
a medium.

<2> Measurement system

[0075] Fig. 3 (a) and Fig. 3(b) show a schematics diagram of the measurement system used in this Example and its
picture, respectively. Air was supplied with an air compressor 101, and a flow rate of air was controlled using a high-
speed solenoid valve 103 (VA01PSP23-1P, KURODA Pneumatics LTD., Japan) with a maximum switching frequency
of 333 Hz and an electropneumatic regulator 102 (ITV2050-312 CS-Q, SMC Corporation, Japan) to jet an air jet 301
through an air nozzle 104 having an inner diameter of 0.2 mm. The solenoid valve 103 and the regulator 102 were
controlled by a laptop computer (ThinkPad X61, Lenovo Japan, Japan) through an analog input/output interface module
(CSI-360112, Interface Corporation, Japan). A surface of a cell sheet was observed using a digital video camera 105
(HDR-SR1, Sony Corporation, Japan) with a frame rate of 30 Hz. An air jet applying units 101 to 104 and the video
camera 105 were firmly fixed to a base 108 of the measurement system.

<3> Preparation of cell sheets

[0076] Three cell sheets were prepared in accordance with the following procedures for wetting characteristic com-
parison. Oral mucosa epithelial cells of a rat were inoculated on a temperature responsive cell culture insert at an initial
cell density of 5 x 104 cells/cm2, and cultured in a cell culture dish containing a medium for 7 to 14 days under 5% CO2
atmosphere at 37°C to obtain layered cell sheets. The detailed culture conditions are according to the previous report
(D. Murayama, et al., Biomaterials, Vol. 27, pp. 5518-5523, 2006). Keratinocyte culture media (KCM) described in the
followings (a) to (c) were each used for culture.

(a) Control: normal KCM
(b) Cyto D (+): KCM containing Cytochalasin D (Cyto D)
(c) FBS (-): KCM containing no fetal bovine serum (FBS)

[0077] Cyto D is a polymerization inhibitor for actin fiber. The normal KCM contains FBS, but not Cyto D.

<4> Wetting characteristic measurements

[0078] After culturing, each cell sheet was detached from the insert in accordance with the conventional method, and
transferred to a cell culture dish (cat. no. 353001, Becton, Dickinson and Company, US) containing 1.2 mL of the control
medium (normal KCM), which was subjected to the wetting characteristic measurement.
[0079] An air jet was applied to a surface of each cell sheet for 1 second (from t = 0.5 s to t = 1.5 s). The amount of
applied air jet was controlled so that the force (F) to be applied was 0.47 mN, 0.75 mN and 1.15 mN.
[0080] Fig. 4 shows changes in the appearance of the control and FBS (-) when F = 1.15 mN. The areas of the
squeezed area of a medium were almost the same for all cell sheets during air jet application (some are shown in Fig.
4). Further, after the completion of air jet application, the medium immediately covered the squeezed area again for the
control while the squeezed area of a medium remained for a while for Cyto D (+) and FBS (-) (some are shown in Fig.
4). Note that the squeezed area of a medium remained after the completion of air jet application was larger for FBS (-)
than for Cyto D (+).
[0081] Fig. 5 shows changes in a width w of the squeezed area of a medium under each condition. Further, Fig. 6
shows the average values of the width w of the squeezed area of a medium from t = 4 s to t = 5 s (from 2.5 s to 3.5 s
after the completion of air jet application) under each condition as a residual width wr of the squeezed area of a medium
after the completion of air jet application.
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[0082] When F = 0.47 mN and F = 0.75 mN, significant difference in wr was observed between the control and Cyto
D (+) and between Cyto D (+) and FBS (-) (P < 0.05; Fig. 6). Further, when F = 1.15 mN, significant difference in wr was
observed between the control and Cyto D (+), between the control and FBS (-) and between Cyto D (+) and FBS (-) (P
< 0.05; Fig. 6).
[0083] As described above, the differences in wetting characteristic of cell sheets were distinguished by a degree of
return of the medium after the completion of air jet application. Specifically, the residual width wr of the squeezed area
of a medium after the completion of air jet application was larger in the following order: FBS (-) > Cyto D (+) > the control.
In other words, the wetting characteristic of a cell sheet appeared to be larger in the following order: the control > Cyto
D (+) > FBS (-).
[0084] Note that an increased amount of an applied air jet can be preferred to obtain a better result as long as a cell
sheet is not damaged since significant difference was observed for each pair of the cell sheets when F = 1.15 mN.

<5> Biochemical analysis

[0085] Next, the control cell sheet which was evaluated to have large wetting characteristic and the FBS (-) cell sheet
which was evaluated to have small wetting characteristic were biochemically analyzed.
[0086] Possible causes for the difference in wetting characteristic may include, for example, different production levels
of specific proteins in cells, and different surface roughness of cell sheets. Mucin is known as a protein which is responsible
for wetting characteristic on a surface of a cell. Accordingly, the DNA microarray analysis was performed and the
expression levels of the mucin genes were compared. The results are shown in Table 1. They revealed that the control
cell sheet expressed the MUC4 gene 60 folds or more as compared with the FBS (-) cell sheet. Therefore, MUC4 was
assumed to be responsible for the difference in wetting characteristic observed in this Example.

[0087] Further, hematoxylin-eosin staining (HE staining), Alcian blue staining and MUC4 immunostaining were per-
formed. The results are shown in Table 7. From the Alcian blue staining, the localization of mucosal polysaccharides
on a surface layer of a cell sheet was observed specifically for the control cell sheet. Further, form the MUC4 immunos-
taining, the localization of MUC4 on a surface layer of a cell sheet was observed specifically for the control cell sheet.

<6> Implantation of cell sheets

[0088] Next, the control cell sheet which was evaluated to have large wetting characteristic and the FBS (-) cell sheet
which was evaluated to have small wetting characteristic were allotransplanted into rats. Fig. 8 shows photographs of
transplanted regions at Day 0 to 14 after transplantation. As a result of transplantation, the FBS (-) cell sheet disappeared
at the transplanted region while the control cell sheet remained in the transplanted region as a population of cells
distinguishable from adjacent cells. Therefore, a cell sheet having large wetting characteristic can be useful in terms of
regenerative medicine.

Example 2: Wetting characteristic evaluation for culture dishes

[0089] In this Example, wetting characteristic evaluation was performed using culture dishes as samples.
[0090] A polystyrene culture dish having a surface coated with a temperature responsive polymer was surface-treated
with oxygen plasma. The control medium (normal KCM) was added to a culture dish without oxygen plasma treatment
(PS) and a culture dish with oxygen plasma treatment (OP) for each to evaluate the wetting characteristic of an inner
surface (inner bottom surface) in accordance with the same procedure as in Example 1 using the measurement system
shown in Fig. 9(a). The appearances of each culture dish are shown in Fig. 9(c) and (d). The results are shown in Table
9 (b). The residual width wr of the squeezed area of a medium after the completion of air jet application was smaller for
the culture dish with oxygen plasma treatment (OP) as compared with the culture dish without oxygen plasma treatment

[Table 1]

Genes Expression (Control/FBS(-)) p values

MUC1 2.51 0.059
MUC3 0.997 1.00
MUC4 63.2 0.0062
MUC5ac 2.04 0.38
MUC10 0.436 0.43
MUC13 1.25 0.86
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(PS) (P < 0.001; Fig. 9 (b)). In other words, wetting characteristic was assumed to be larger for the culture dish with
oxygen plasma treatment (OP) as compared with the culture dish without oxygen plasma treatment (PS).

Industrial Applicability

[0091] According to the present invention, the wetting characteristic of an object such as a cell sheet and a culture
dish can be evaluated in a non-contact fashion.

<Description of Reference Numerals>

[0092]

101: Air Compressor
102: Electropneumatic regulator
103: Solenoid valve
104: Air nozzle
105: Video camera
106: Illuminator
107: Position adjuster
108: Base
109: Glass plate with heater
201: Cell sheet
202: Liquid medium
203: Culture dish
204: Sample (culture dish)
301: Air jet
302: Squeezed area of medium

Claims

1. A method of evaluating wetting characteristic of a sheet-like object or a container-like object, the method comprising
the steps of:

(1) removing a liquid by jetting a gas at a surface of the object covered with a liquid;
(2) measuring a value which reflects the extent of liquid exclusion of a region where the liquid is removed after
the gas jetting; and
(3) evaluating the wetting characteristic of the object using the measured value as an index.

2. The method according to claim 1, wherein the container-like object is a cell culture dish.

3. The method according to claim 1, wherein the sheet-like object is a cell sheet.

4. The method according to any one of claims 1 to 3, wherein the liquid is a culture medium.

5. The method according to any one of claims 1 to 4, wherein the gas is air.

6. The method according to any one of claims 1 to 5, wherein the step (2) is performed by photographing the region
in which the liquid is removed, and obtaining the value of the region in which the liquid is removed from the resulting
photographed image.

7. The method according to claim 1, wherein the object is a cell sheet, the gas is air, and the liquid is a culture medium.

8. The method according to claim 1, wherein the object is a cell sheet, the gas is air, the liquid is a culture medium,
and the step (2) is performed by photographing the region in which the liquid is removed, and obtaining the value
of the region in which the liquid is removed from the resulting photographed image.

9. The method according to claim 1, wherein the object is a culture dish, the gas is air, and the liquid is a culture medium.
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10. The method according to claim 1, wherein the object is a culture dish, the gas is air, the liquid is a culture medium,
and the step (2) is performed by photographing the region in which the liquid is removed, and obtaining the value
of the region in which the liquid is removed from the resulting photographed image.

11. The method of manufacturing a sheet-like object or a container-like object, the method comprising the step of
evaluating the wetting characteristic of the object by the method according to any one of claims 1 to 10.

12. A system for evaluating the wetting characteristic of a sheet-like object or a container-like object, comprising:

(1) a means for removing a liquid by jetting a gas at a surface of the object covered with the liquid;
(2) a means for measuring a value which reflects the extent of liquid exclusion of a region in which the liquid is
removed, characterized in that
(3) a means for evaluating the wetting characteristic of the object using the measured value as an index.

13. The system according to claim 12, wherein the means (2) comprises an imaging unit for photographing the region
in which the liquid is removed, and a value acquiring unit for obtaining the value of the region in which the liquid is
removed from the resulting photographed image.

14. The method according to any one of claims 1 to 11, wherein the method is performed using the system according
to claim 12 or 13.

Patentansprüche

1. Ein Verfahren zum Evaluieren der Benetzungscharakteristik eines blattähnlichen oder eines behälterähnlichen Ob-
jekts, wobei das Verfahren die Schritte umfasst:

(1) Entfernen einer Flüssigkeit durch Aufdüsen eines Gases auf eine Oberfläche des mit einer Flüssigkeit
bedeckten Objekts;
(2) Messen eines Werts, der das Ausmaß der Flüssigkeitsverdrängung eines Bereichs, in welchem die Flüs-
sigkeit entfernt wird, nach dem Gasaufdüsen wiedergibt; und
(3) Evaluieren der Benetzungscharakteristik des Objekts unter Verwendung des gemessenen Werts als ein
Index.

2. Das Verfahren nach Anspruch 1, wobei das behälterähnliche Objekt eine Zellkulturschale ist.

3. Das Verfahren nach Anspruch 1, wobei das blattähnliche Objekt ein Zellrasen ist.

4. Das Verfahren nach irgendeinem der Ansprüche 1 bis 3, wobei die Flüssigkeit ein Kulturmedium ist.

5. Das Verfahren nach irgendeinem der Ansprüche 1 bis 4, wobei das Gas Luft ist.

6. Das Verfahren nach irgendeinem der Ansprüche 1 bis 5, wobei der Schritt (2) durchgeführt wird durch Fotografieren
des Bereichs, in welchem die Flüssigkeit entfernt wird, und Erhalten des Werts des Bereichs, in welchem die
Flüssigkeit entfernt wird, aus dem sich ergebenden fotografierten Bild.

7. Das Verfahren nach Anspruch 1, wobei das Objekt ein Zellrasen ist, das Gas Luft ist und die Flüssigkeit ein Kultur-
medium ist.

8. Das Verfahren nach Anspruch 1, wobei das Objekt ein Zellrasen ist, das Gas Luft ist, die Flüssigkeit ein Kulturmedium
ist und der Schritt (2) durchgeführt wird durch Fotografieren des Bereichs, in welchem die Flüssigkeit entfernt wird,
und Erhalten des Werts des Bereichs, in welchem die Flüssigkeit entfernt wird, aus dem sich ergebenden fotogra-
fierten Bild.

9. Das Verfahren nach Anspruch 1, wobei das Objekt eine Kulturschale ist, das Gas Luft ist und die Flüssigkeit ein
Kulturmedium ist.

10. Das Verfahren nach Anspruch 1, wobei das Objekt eine Kulturschale ist, das Gas Luft ist, die Flüssigkeit ein Kul-
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turmedium ist und der Schritt (2) durchgeführt wird durch Fotografieren des Bereichs, in welchem die Flüssigkeit
entfernt wird, und Erhalten des Werts des Bereichs, in welchem die Flüssigkeit entfernt wird, aus dem sich erge-
benden fotografierten Bild.

11. Das Verfahren zum Herstellen eines blattähnlichen Objekts oder eines behälterähnlichen Objekts, wobei das Ver-
fahren den Schritt des Evaluierens der Benetzungscharakteristik des Objekts gemäß dem Verfahren nach irgendei-
nem der Ansprüche 1 bis 10 umfasst.

12. Ein System zum Evaluieren der Benetzungscharakteristik eines blattähnlichen Objekts oder eines behälterähnlichen
Objekts, umfassend:

(1) ein Mittel zum Entfernen einer Flüssigkeit durch Aufdüsen eines Gases auf eine Oberfläche des mit einer
Flüssigkeit bedeckten Objekts;
(2) ein Mittel zum Messen eines Werts, welcher das Ausmaß der Flüssigkeitsverdrängung aus einem Bereich
wiedergibt, in welchem die Flüssigkeit entfernt wird, gekennzeichnet durch
(3) ein Mittel zum Evaluieren der Benetzungscharakteristik des Objekts unter Verwendung des gemessenen
Werts als ein Index.

13. Das System nach Anspruch 12, wobei das Mittel (2) eine bildgebende Einheit zum Fotografieren des Bereichs, in
welchem die Flüssigkeit entfernt wird, und eine Werterfassungseinheit zum Erhalten des Werts des Bereichs, in
welchem die Flüssigkeit entfernt wird, aus dem sich ergebenden fotografierten Bild umfasst.

14. Das Verfahren nach irgendeinem der Ansprüche 1 bis 11, wobei das Verfahren durchgeführt wird unter Verwendung
des Systems gemäß Anspruch 12 oder 13.

Revendications

1. Procédé d’évaluation d’une caractéristique de mouillage d’un objet de type feuille ou d’un objet de type contenant,
le procédé comprenant les étapes de :

(1) retrait d’un liquide par éjection d’un gaz sur une surface de l’objet recouverte d’un liquide ;
(2) mesure d’une valeur qui reflète l’étendue de l’exclusion de liquide d’une région où le liquide est retiré après
l’éjection du gaz ; et
(3) évaluation de la caractéristique de mouillage de l’objet en utilisant la valeur mesurée comme indice.

2. Procédé selon la revendication 1, dans lequel l’objet de type contenant est une boîte de culture cellulaire.

3. Procédé selon la revendication 1, dans lequel l’objet de type feuille est une feuille de cellule.

4. Procédé selon l’une quelconque des revendications 1 à 3, dans lequel le liquide est un milieu de culture.

5. Procédé selon l’une quelconque des revendications 1 à 4, dans lequel le gaz est de l’air.

6. Procédé selon l’une quelconque des revendications 1 à 5, dans lequel l’étape (2) est réalisée par la photographie
de la région, dans laquelle le liquide est retiré, et l’obtention de la valeur de la région, dans laquelle le liquide est
retiré, à partir de l’image photographiée résultante.

7. Procédé selon la revendication 1, dans lequel l’objet est une feuille de cellule, le gaz est de l’air et le liquide est un
milieu de culture.

8. Procédé selon la revendication 1, dans lequel l’objet est une feuille de cellule, le gaz est de l’air, le liquide est un
milieu de culture, et l’étape (2) est réalisée par la photographie de la région, dans laquelle le liquide est retiré, et
l’obtention de la valeur de la région, dans laquelle le liquide est retiré, à partir de l’image photographiée résultante.

9. Procédé selon la revendication 1, dans lequel l’objet est une boîte de culture, le gaz est de l’air et le liquide est un
milieu de culture.
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10. Procédé selon la revendication 1, dans lequel l’objet est une boîte de culture, le gaz est de l’air, le liquide est un
milieu de culture, et l’étape (2) est réalisée par la photographie de la région, dans laquelle le liquide est retiré, et
l’obtention de la valeur de la région, dans laquelle le liquide est retiré, à partir de l’image photographiée résultante.

11. Procédé de fabrication d’un objet de type feuille ou d’un objet de type contenant, le procédé comprenant l’étape
d’évaluation de la caractéristique de mouillage de l’objet par le procédé selon l’une quelconque des revendications
1 à 10.

12. Système d’évaluation de la caractéristique de mouillage d’un objet de type feuille ou d’un objet de type contenant,
comprenant :

(1) un moyen pour retirer un liquide par éjection d’un gaz sur une surface de l’objet recouverte du liquide ;
(2) un moyen de mesure d’une valeur qui reflète l’étendue de l’exclusion de liquide d’une région, dans laquelle
le liquide est retiré, caractérisé par
(3) un moyen pour l’évaluation de la caractéristique de mouillage de l’objet en utilisant la valeur mesurée comme
indice.

13. Système selon la revendication 12, dans lequel le moyen (2) comprend une unité d’imagerie pour photographier la
région, dans laquelle le liquide est retiré, et une unité d’acquisition de valeur pour obtenir la valeur de la région,
dans laquelle le liquide est retiré, à partir de l’image photographiée résultante.

14. Procédé selon l’une quelconque des revendications 1 à 11, dans lequel le procédé est réalisé en utilisant le système
selon la revendication 12 ou 13.
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