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Description

[0001] The invention relates to a process for the preparation of 2,3,3,3-tetrafluoropropene.
[0002] 2,3,3,3-tetrafluoropropene is also known as HFO-1234yf, HFC-1234yf or simply 1234yf. Hereinafter, unless
otherwise stated, 2,3,3,3-tetrafluoropropene will be referred to as 1234yf. The known processes for preparing 1234yf
typically snuffer from disadvantages such as low yields, and/or the handling of toxic and/or expensive reagents, and/or
the use of extreme conditions, and/or the production of toxic by-products.
[0003] Methods for the preparation of 1234yf have been described in, for example, Journal Fluorine Chemistry (82),
1997, 171-174. In this paper, 1234yf is prepared by the reaction of sulphur tetrafluoride with trifluoroacetylacetone.
However, this method is only of academic interest because of the hazards involved in handling the reagents and their
expense.
[0004] Another method for the preparation of 1234yf is described in US-2931840. In this case, pyrolysis of C1 chlo-
rofluorocarbons with or without tetrafluoroethylene was purported to yield 1234yf. However, the yields described were
very low and again it was necessary to handle hazardous chemicals under extreme conditions. It would also be expected
that such a process would produce a variety of very toxic by-products. Knunyants et al. Bulletin of The Academy of
Sciences USSR, Division of Chemical Sciences, 1960, pages 1312-1317, describes the conversion of HFP (1216) to
1234yf via 236ea, 1225ye and 245eb in four discrete steps. In addition to addressing the disadvantages of the known
methods, it would be desirable to provide a new method for the preparation of 1234yf that use only readily available
feedstocks.
[0005] The listing or discussion of a prior-published document in this specification should not necessarily be taken as
an acknowledgement that the document is part of the state of the art or is common general knowledge.
[0006] The subject invention addresses the deficiencies of the known methods for preparing 1234yf by providing a
process for the preparation of 1234yf comprising (a) contacting 1,1,2,3,3,3-hexafluoropropene (referred to hereinafter
as 1216 or HFP) with hydrogen in the presence of a hydrogenation catalyst to produce 1,1,2,3,3,3-hexafluoropropane
(referred to hereinafter as 236ea); (b) dehydrofluorinating 236ea to produce 1,2,3,3,3-pentafluoropropene (referred to
hereinafter as 1225ye); (c) contacting 1225ye with hydrogen in the presence of a hydrogenation catalyst to produce
1,2,3,3,3-pentafluoropropane (referred to hereinafter as 245eb); and (d) dehydrofluorinating 245eb to produce 1234yf;
wherein the process is carried out in a semi-batch manner using one hydrogenation reactor and one dehydrofluorination
reactor, wherein steps (a), (b), (c) and (d) are conducted sequentially in that order. Unless otherwise stated, this will be
known hereinafter as the process of the invention.
[0007] 1225ye exists as the geometric isomers E-1225ye and Z-1225ye. Unless otherwise stated, as used herein,
1225ye shall refer to a mixture of the geometric isomers.
[0008] Each of steps (a) to (d) are carried out semi-batch-wise using any suitable apparatus, such as a static mixer,
a tubular reactor, a stirred tank reactor or a stirred vapour-liquid disengagement vessel. Preferably, the apparatus is
made from one or more materials that are resistant to corrosion, e.g. Hastelloy® or Inconel®.
[0009] In any of the aspects of the process of the invention described herein, the products from step (a), (b), (c) and/or
(d) may be subjected to a purification step. The purification may be achieved, for example, by separation of the desired
product(s) or reagents by one or more distillation, condensation or phase separation steps and/or by scrubbing with
water or aqueous base.
[0010] The process of the invention may be carried out using a variety of suitable reactor topologies. The process is
carried out with steps (a), (b), (c) and (d) being conducted sequentially in that order. The process of the invention is
carried out in a semi-batch manner using one hydrogenation reactor and one dehydrofluorination reactor, and with steps
(a), (b), (c) and (d) being conducted sequentially in that order. In such a semi-batch process, HFP is converted to 236ea
in the hydrogenation reactor and the 236ea is converted to 1225ye in the dehydrofluorination reactor. Both of these
reactions, steps (a) and (b), are carried out for a defined period, typically from about 1 to about 1000 hours, such as
from about 10 to about 500 hours, e.g. from about 20 to about 200 hours. The 1225ye produced is stored in a buffer
tank before the same hydrogenation and dehydrofluorination reactors are used to convert 1225ye to 245eb and 245eb
to 1234yf, respectively. Again, these reactions, steps (c) and (d), are carried out for a defined period, typically from about
1 to about 1000 hours, such as from about 10 to about 500 hours, e.g. from about 20 to about 200 hours.
[0011] Also described herein is a reaction topology wherein steps (a) and (c) of the process of the invention may be
carried out simultaneously in the same reactor. The hydrogenation of fluoroolefines such as HFP and 1225ye is known
to be highly exothermic. By combining the hydrogenation reactions it is thought that the exothermic nature of the reactions
can be controlled by taking advantage of the different heats of reaction and heat capacities of the products. This has
the advantages of lower capital cost and increased efficiency for the process.
[0012] The product of the reaction wherein steps (a) and (c) are conducted simultaneously in the same reactor com-
prises both 236ea and 245eb. These may be separated from each other (e.g. by distillation) before being fed into separate
dehydrofluorination reactors for carrying out steps (b) and (d).
[0013] As described herein, following any optional purification step(s) to remove unwanted by-products (e.g.
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CF3CFHCH3 (254eb) and/or H2), a combined stream of 236ea and 245eb may be fed to a single reactor. Thus, dehy-
drofluorination steps (b) and (d) may be carried out simultaneously in the same reactor. This is believed to have the
advantages of lower capital cost and increased efficiency for the process of the invention. Of course, separate feeds of
236ea and 245eb originating from separate hydrogenation reactors may be fed to a single dehydrofluorination reactor
in which steps (b) and (d) are carried out simultaneously.
[0014] In a yet further embodiment, the exothermic hydrogenation reactions of step (a) and/or (c), particularly step
(a), may be controlled by the use of a diluent gas stream. For the avoidance of doubt, a diluent gas stream can be used
for step (a) alone, step (c) alone or steps (a) and (c) combined. The diluent gas stream can be a gas such as nitrogen
or 1,1,1,2-tetrafluoroethane (134a), an excess of one or more of the feedstocks (e.g. HFP and/or 1225ye), or indeed
one or both of the products from steps (a) and (c), 245eb or 236ea.
[0015] The following description of the preferred conditions, catalyst etc. for steps (a) and (c) is applicable to all the
reactor topologies (e.g. those described above) which may be used to carry out the process of the invention.
[0016] The hydrogenation reactions in step (a) and (c) may be carried out in the liquid or vapour phase, preferably the
vapour phase. A temperature of from about -50 to about 275 °C may be used for steps (a) and (c). Preferred temperatures
for liquid phase hydrogenation are from about -50 to about 50 °C, e.g. from about 15 to about 40 °C. Preferred temperatures
for vapour phase hydrogenation are from about 0 to about 250 °C, such as from about 20 to about 200 °C, e.g. from
about 50 to about 150 °C.
[0017] Steps (a) and (c), may be carried out in the presence of a fluorinated polar aprotic solvent, particularly when
carried out in the liquid phase. Suitable solvents include HFCs (e.g. 134a) and PFCs (e.g. perfluorodecalin).
[0018] The hydrogenation reactions in step (a) and (c) may be carried out at atmospheric, sub- or super-atmospheric
pressure, preferably super-atmospheric pressure. For example, the hydrogenation may be carried out at a pressure of
from about 0 to about 40 bara, such as from about 1 to about 30 bara, e.g. from about 5 to about 20 bara.
[0019] The ratio of hydrogen:1216 in step (a) and hydrogen:1225ye in step (c) is suitably from about 0.1:1 to about
40:1, such as from about 1:1 to about 20:1, preferably, from about 1.1:1 to about 10:1, e.g. from 1.5:1 to about 5:1.
[0020] Any suitable hydrogenation catalyst may be used in steps (a) and (c), including catalysts comprising a transition
metal. Preferred transition metal hydrogenation catalysts include those comprising Ni, Pd, Pt, Re, Rh, Ru and mixtures
thereof. Such catalysts may be supported (e.g. on alumina, titania, silica, zirconia (or fluorides of the foregoing), calcium
fluoride, carbon or barium sulphate) or unsupported (e.g. Raney Ni or palladium sponge). Palladium supported on carbon
(Pd/C) currently is a preferred hydrogenation catalyst for steps (a) and (c).
[0021] The hydrogenation catalyst typically is used in an amount of from about 0.01 to about 30 % by weight based
on the total weight of the components which make up steps (a) and (c), such as from about 0.1 to about 10%. When
Pd/C is used as the catalyst, the Pd is present in an amount of from about 0.01 to about 10% by weight of the catalyst,
such as from about 0.1 to about 5 %.
[0022] The contact time for the hydrogen and catalyst with 1216 and 1225ye in steps (a) and (c) suitably is from about
1 to about 200 seconds, such as from about 2 to about 150 seconds.
[0023] The following description of the preferred conditions, reagents, catalyst etc. for steps (b) and (d) is applicable
to all the reactor topologies (e.g. those described hereinbefore) which may be used to carry out the process of the invention.
[0024] Steps (b) and (d) of the process of the invention may be carried out under any suitable reaction conditions
effective to dehydrofluorinate 236ea to produce 1225ye and/or 245eb to produce 1234yf. The dehydrofluorination may
be carried out in the vapour or liquid phase and at a temperature of from about -70 to about 1000 °C (e.g. about 0 to
about 400 °C). The process may be carried out at atmospheric, sub- or super-atmospheric pressure, preferably from
about 0 to about 30 bara.
[0025] The dehydrofluorination may be induced thermally, may be base-mediated and/or may be catalysed by any
suitable catalyst. Suitable catalysts include metal and carbon based catalysts such as those comprising activated carbon,
main group (e.g. alumina-based catalysts) and transition metals, such as chromia-based catalysts (e.g. zinc/chromia)
or nickel-based catalysts (e.g. nickel mesh).
[0026] One preferred method of effecting the dehydrofluorination in steps (b) and (d) is by contacting 236ea and 245eb
with a catalyst based on chromia such as those described in EP-A-0502605, EP-A-0773061, EP-A-957074, WO 98/10862
and WO 2006/106353 (e.g. a zinc/chromia catalyst).
[0027] By the term "zinc/chromia catalyst" we mean any catalyst comprising chromium or a compound of chromium
and zinc or a compound of zinc. Typically, the chromium or compound of chromium present in the zinc/chromia catalysts
of the invention is an oxide, oxyfluoride or fluoride of chromium such as chromium oxide.
[0028] The total amount of the zinc or a compound of zinc present in the zinc/chromia catalysts of the invention is
typically from about 0.01% to about 25%, preferably 0.1% to about 25%, conveniently 0.01% to 6% zinc, and in some
embodiments preferably 0.5% by weight to about 25 % by weight of the catalyst, preferably from about 1 to 10 % by
weight of the catalyst, more preferably from about 2 to 8 % by weight of the catalyst, for example about 4 to 6 % by
weight of the catalyst. In other embodiments, the catalyst conveniently comprises 0.01% to 1%, more preferably 0.05%
to 0.5% zinc.
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[0029] The preferred amount depends upon a number of factors such as the nature of the chromium or a compound
of chromium and/or zinc or a compound of zinc and/or the way in which the catalyst is made. These factors are described
in more detail hereinafter.
[0030] It is to be understood that the amount of zinc or a compound of zinc quoted herein refers to the amount of
elemental zinc, whether present as elemental zinc or as a compound of zinc.
[0031] The zinc/chromia catalysts used in the invention may include an additional metal or compound thereof. Typically,
the additional metal is a divalent or trivalent metal, preferably selected from nickel, magnesium, aluminium and mixtures
thereof. Typically, the additional metal is present in an amount of from 0.01 % by weight to about 25 % by weight of the
catalyst, preferably from about 0.01 to 10 % by weight of the catalyst. Other embodiments may comprise at least about
0.5 % by weight or at least about 1 % weight of additional metal.
[0032] The zinc/chromia catalysts used in the present invention may be amorphous. By this we mean that the catalyst
does not demonstrate substantial crystalline characteristics when analysed by, for example, X-ray diffraction.
[0033] Alternatively, the catalysts may be partially crystalline. By this we mean that from 0.1 to 50 % by weight of the
catalyst is in the form of one or more crystalline compounds of chromium and/or one or more crystalline compounds of
zinc. If a partially crystalline catalyst is used, it preferably contains from 0.2 to 25 % by weight, more preferably from 0.3
to 10 % by weight, still more preferably from 0.4 to 5 % by weight of the catalyst in the form of one or more crystalline
compounds of chromium and/or one or more crystalline compounds of zinc.
[0034] During use in a dehydrofluorination reaction the degree of crystallinity may change. Thus it is possible that a
catalyst of the invention that has a degree of crystallinity as defined above before use in a dehydrofluorination reaction
and will have a degree of crystallinity outside these ranges during or after use in a dehydrofluorination reaction.
[0035] The percentage of crystalline material in the catalysts of the invention can be determined by any suitable method
known in the art. Suitable methods include X-ray diffraction (XRD) techniques. When X-ray diffraction is used the amount
of crystalline material such as the amount of crystalline chromium oxide can be determined with reference to a known
amount of graphite present in the catalyst (eg the graphite used in producing catalyst pellets) or more preferably by
comparison of the intensity of the XRD patterns of the sample materials with reference materials prepared from suitable
internationally recognised standards, for example NiST (National Institute of Standards and Technology) reference
materials.
[0036] The zinc/chromia catalysts of the invention typically have a surface area of at least 50 m2/g and preferably from
70 to 250 m2/g and most preferably from 100 to 200 m2/g before it is subjected to pre-treatment with a fluoride containing
species such as hydrogen fluoride or a fluorinated hydrocarbon. During this pre-treatment, which is described in more
detail hereinafter, at least some of the oxygen atoms in the catalyst are replaced by fluorine atoms.
[0037] The zinc/chromia catalysts of the invention typically have an advantageous balance of levels of activity and
selectivity. Preferably, they also have a degree of chemical robustness that means that they have a relatively long
working lifetime. The catalysts of the invention preferably also have a mechanical strength that enables relatively easy
handling, for example they may be charged to reactors or discharged from reactors using known techniques.
[0038] The zinc/chromia catalysts of the invention may be provided in any suitable form known in the art. For example,
they may be provided in the form of pellets or granules of appropriate size for use In a fixed bed or a fluidised bed. The
catalysts may be supported or unsupported. If the catalyst is supported, suitable supports include AlF3, fluorinated
alumina or activated carbon.
[0039] The zinc/chromia catalysts of the invention include promoted forms of such catalysts, including those containing
enhanced Lewis and/or Brönsted acidity and/or basicity.
[0040] The amorphous catalysts which may be used in the present invention can be obtained by any method known
in the art for producing amorphous chromia-based catalysts. Suitable methods include co-precipitation from solutions
of zinc and chromium nitrates on the addition of ammonium hydroxide. Alternatively, surface impregnation of the zinc
or a compound thereof onto an amorphous chromia catalyst can be used.
[0041] Further methods for preparing the amorphous zinc/chromia catalysts include, for example, reduction of a chro-
mium (VI) compound, for example a chromate, dichromate, in particular ammonium dichromate, to chromium (III), by
zinc metal, followed by co-precipitation and washing; or mixing as solids, a chromium (VI) compound and a compound
of zinc, for example zinc acetate or zinc oxalate, and heating the mixture to high temperature in order to effect reduction
of the chromium (VI) compound to chromium (III) oxide and oxidise the compound of zinc to zinc oxide.
[0042] The zinc may be introduced into and/or onto the amorphous chromia catalyst in the form of a compound, for
example a halide, oxyhalide, oxide or hydroxide depending at least to some extent upon the catalyst preparation technique
employed. In the case where amorphous catalyst preparation is by impregnation of a chromia, halogenated chromia or
chromium oxyhalide, the compound is preferably a water-soluble salt, for example a halide, nitrate or carbonate, and is
employed as an aqueous solution or slurry. Alternatively, the hydroxides of zinc and chromium may be co-precipitated
(for example by the use of a base such as sodium hydroxide or ammonium hydroxide) and then converted to the oxides
to prepare the amorphous catalyst. Mixing and milling of an insoluble zinc compound with the basic chromia catalyst
provides a further method of preparing the amorphous catalyst precursor. A method for making amorphous catalyst
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based on chromium oxyhalide comprises adding a compound of zinc to hydrated chromium halide.
[0043] The amount of zinc or a compound of zinc introduced to the amorphous catalyst precursor depends upon the
preparation method employed. It is believed that the working catalyst has a surface containing cations of zinc located
in a chromium-containing lattice, for example chromium oxide, oxyhalide, or halide lattice. Thus the amount of zinc or
a compound of zinc required is generally lower for catalysts made by impregnation than for catalysts made by other
methods such as co-precipitation, which also contain the zinc or a compound of zinc in non-surface locations.
[0044] Any of the aforementioned methods, or other methods, may be employed for the preparation of the amorphous
catalysts which may be used in the process of the present invention.
[0045] The zinc/chromia catalysts described herein are typically stabilised by heat treatment before use such that they
are stable under the environmental conditions that they are exposed to in use. This stabilisation is often a two-stage
process. In the first stage, the catalyst is stabilised by heat treatment in nitrogen or a nitrogen/air environment. In the
art, this stage is often called "calcination". Fluorination catalysts are then typically stabilised to hydrogen fluoride by heat
treatment in hydrogen fluoride. This stage is often termed "pre-fluorination".
[0046] By careful control of the conditions under which these two heat treatment stages are conducted, crystallinity
can be induced into the catalyst to a controlled degree.
[0047] For example, an amorphous catalyst may be heat treated at a temperature of from about 300 to about 600 °C,
preferably from about 400 to 600 °C, more preferably from 500 to 590 °C, for example 520, 540, 560 or 580 °C for a
period of from about 1 to about 12 hours, preferably for from about 2 to about 8 hours, for example about 4 hours in a
suitable atmosphere. Suitable atmospheres under which this heat treatment can be conducted include an atmosphere
of nitrogen or an atmosphere having an oxygen level of from about 0.1 to about 10 %v/v in nitrogen. Other oxidizing
environments could alternatively be used. For example, environments containing suitable oxidizing agents include, but
are not limited to, those containing a source of nitrate, CrO3 or O2 (for example air). This heat treatment stage can be
conducted in addition to or instead of the calcining stage that is typically used in the prior art to produce amorphous
catalysts.
[0048] Conditions for the pre-fluorination stage can be selected so that they induce a change in the crystallinity of the
catalyst or so that they do not induce such a change. The present inventors have found that heat treatment of the catalyst
precursor at a temperature of from about 250 to about 500 °C, preferably from about 300 to about 400 °C at atmospheric
or super atmospheric pressure for a period of from about 1 to about 16 hours in the presence of hydrogen fluoride,
optionally in the presence of another gas such as air, can produce a catalyst in which the crystallinity is as defined above,
for example from 0.1 to 8.0 % by weight of the catalyst (typically from 0.1 to less than 8.0 % by weight of the catalyst)
is in the form of one or more crystalline compounds of chromium and/or one or more crystalline compounds of the at
least one additional metal.
[0049] The skilled person will appreciate that by varying the conditions described above, such as by varying the
temperature and/or time and/or atmosphere under which the heat treatment is conducted, the degree of crystallinity of
the catalyst may be varied. Typically, for example, catalysts with higher degrees of crystallinity (e.g. from 8 to 50 % by
weight of the catalyst) may be prepared by increasing the temperature and/or increasing the calcination time and/or
increasing the oxidising nature of the atmosphere under which the catalyst pre-treatment is conducted.
[0050] The variation of catalyst crystallinity as a function of calcination temperature, time and atmosphere is illustrated
by the following table showing a series of experiments in which 8 g samples of a 6 % zinc/chromia catalyst were subjected
to calcination across a range of conditions and the level of crystallinity induced determined by X-Ray diffraction.

Calcination Time (t, hrs) Calcination Temperature (T, °C) Atmosphere nitrogen:air (D, v/v) % Cryst Cr2O3 Content

4 400.0 15 1

4 400.0 15 1

2 450.0 20 9

6 350.0 20 0

2 450.0 10 18

2 350.0 10 0

6 450.0 20 20

6 350.0 10 0

6 450.0 10 30

4 400.0 15 1
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[0051] The pre-fluorination treatment typically has the effect of lowering the surface area of the catalyst. After the pre-
fluorination treatment the catalysts of the invention typically have a surface area of 20 to 200 m2/g, such as 50 to 150
m2/g, for example less than about 100m2/g.
[0052] In use, the zinc/chromia catalyst may be regenerated or reactivated periodically by heating in air at a temperature
of from about 300 °C to about 500 °C. Air may be used as a mixture with an inert gas such as nitrogen or with hydrogen
fluoride, which emerges hot from the catalyst treatment process and may be used directly in fluorination processes
employing the reactivated catalyst.
[0053] Any catalyst used in steps (b) and (d) may be used in an amount of from about 0.01 to about 50 % by weight,
such as from about 0.1 to about 30%, for example from about 0.5 to about 20%, based on the weight of organics (e.g.
236ea and/or 245eb).
[0054] The (metal or carbon) catalysed dehydrofluorination of 236ea and 245eb typically is carried out at a temperature
of from about 0 to about 400 °C. For example, when conducted in the presence of a catalyst based on chromia (e.g. a
zinc/chromia catalyst), steps (b) and (d) preferably are conducted at a temperature of from about 200 to about 360 °C,
such as from about 240 to about 340 °C.
[0055] Steps (b) and (d) preferably are carried out at a pressure of from about 0.01 to about 25 bara or about 0.1 to
about 20 bara, such as from about 1 to about 10 bara (e.g. 1 to 5 bara).
[0056] The contact time for the 236ea and/or 245eb with the catalyst in the catalysed dehydrofluorination in steps (b)
and (d) suitably is from about 1 to about 500 seconds, such as from about 5 to about 400 seconds
[0057] Dehydrofluorination steps (b) and (d) of the invention may be carried out in the presence of hydrogen fluoride
(HF). For example, HF formed by the dehydrofluorination of 236ea and/or 245eb may be present and/or HF from a
separate feed. In certain embodiments it may be desirable to use some HF in order to prevent and/or retard excessive
decomposition of the organic feed and/or coking of the catalyst in steps (b) and (d). Alternatively, steps (b) and (d) may
be carried out in the absence of HF and/or HF may be removed from the reactor to help drive the dehydrofluorination
reaction(s).
[0058] When HF is present in step (b) and (d), the molar ratio of HF:organics (e.g. 236ea and/or 245eb) preferably is
from about 0.01:1 to about 50:1, such as from about 0.1:1 to about 40:1, for example from about 0.5:1 to about 30:1 or
about 2:1 to about 15:1 (e.g. from about 5:1 to about 10:1).
[0059] Another preferred method of effecting the dehydrofluorination in steps (b) and (d) is by contacting 236ea and/or
245eb with a base (base-mediated dehydrofluorination). Preferably, the base is a metal hydroxide or amide (preferably
a basic metal hydroxide or amide, e.g. an alkali or alkaline earth metal hydroxide or amide).
[0060] Unless otherwise stated, as used herein, by the term "alkali metal hydroxide", we refer to a compound or mixture
of compounds selected from lithium hydroxide, sodium hydroxide, potassium hydroxide, rubidium hydroxide and caesium
hydroxide. Similarly, by the term "alkali metal amide", we refer to a compound or mixture of compounds selected from
lithium amide, sodium amide, potassium amide, rubidium amide and caesium amide.
[0061] Unless otherwise stated, as used herein, by the term "alkaline earth metal hydroxide", we refer to a compound
or mixture of compounds selected from beryllium hydroxide, magnesium hydroxide, calcium hydroxide, strontium hy-
droxide and barium hydroxide. Similarly, by the n "alkaline earth metal amide", we refer to a compound or mixture of
compounds selected from beryllium amide, magnesium amide, calcium amide, strontium amide and barium amide.
[0062] Typically, the base-mediated dehydrofluorination process of steps (b) and (d) is conducted at a temperature
of from about -50 to about 300 °C. Preferably, the process is conducted at a temperature of from about 20 to about 250
°C, for example from about 50 to about 200 °C. The base-mediated dehydrofluorination may be conducted at a pressure
of from about 0 to about 30 bara.
[0063] The reaction time for the base-mediated dehydrofluorination process may vary over a wide range. However,
the reaction time will typically be in the region of from about 0.01 to about 50 hours, such as from about 0.1 to about 30
hours, e.g. from about 1 to about 20 hours.
[0064] Of course, the skilled person will appreciate that the preferred conditions (e.g. temperature, pressure and
reaction time) for conducting the base-mediated dehydrofluorination may vary depending on a number of factors such
as the nature of the base being employed, and/or the presence of a catalyst etc.
[0065] The base-mediated dehydrofluorination process of steps (b) and (d) may be carried out in the presence or
absence of a solvent. If no solvent is used, 236ea and/or 245eb may be passed into or over molten base or hot base,
for example In a tubular reactor. If a solvent is used, in some embodiments a preferred solvent is water, although many
other solvents may be used. In some embodiments solvents such as alcohols (e.g. propan-1-ol), diols (e.g. ethylene

(continued)

Calcination Time (t, hrs) Calcination Temperature (T, °C) Atmosphere nitrogen:air (D, v/v) % Cryst Cr2O3 Content

2 350.0 20 0
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glycol) and polyols such as polyethylene glycol (e.g. PEG200 or PEG300) may be preferred. These solvents can be
used alone or in combination. In further embodiments, solvents from the class known as polar aprotic solvents may be
preferred. Examples of such polar aprotic solvents include diglyme, sulfolane, dimethylformamide (DMF), dioxane,
acetonitrile, hexamethylphosphoramide (HMPA), dimethyl sulphoxide (DMSO) and N-methyl pyrrolidone (NMP). The
boiling point of the solvent is preferably such that it does not generate excessive pressure under reaction conditions.
[0066] A preferred base is an alkali metal hydroxide selected from the group consisting of lithium hydroxide, sodium
hydroxide and potassium hydroxide, more preferably, sodium hydroxide and potassium hydroxide and most preferably
potassium hydroxide.
[0067] Another preferred base is an alkaline earth metal hydroxide selected from the group consisting of magnesium
hydroxide and calcium hydroxide, more preferably calcium hydroxide.
[0068] The base is typically present in an amount of from 1 to 50 weight % based on the total weight of the components
which make up steps (b) and (d). Preferably, the base is present in an amount of from 5 to 30 weight %.
[0069] As mentioned above, the base-mediated dehydrofluorination may preferably employ water as the solvent. Thus,
the dehydrofluorination reaction may preferably use an aqueous solution of at least one base, such as an alkali (or
alkaline earth) metal hydroxide, without the need for a co-solvent or diluent. However, a co-solvent or diluent can be
used for example to modify the system viscosity, to act as a preferred phase for reaction by-products, or to increase
thermal mass. Useful co-solvents or diluents include those that are not reactive with or negatively impact the equilibrium
or kinetics of the process and include alcohols such as methanol and ethanol; diols such as ethylene glycol; ethers such
as diethyl ether, dibutyl ether; esters such as methyl acetate, ethyl acetate and the like; linear, branched and cyclic
alkanes such as cyclohexane, methylcyclohexane; fluorinated diluents such as hexafluoroisopropanol, perfluorotetrahy-
drofuran and perfluorodecalin.
[0070] The base-mediated dehydrofluorination of steps (b) and (d) is preferably conducted in the presence of a catalyst.
The catalyst is preferably a phase transfer catalyst which facilitates the transfer of ionic compounds into an organic
phase from, for example, a water phase. If water is used as a solvent, an aqueous or inorganic phase is present as a
consequence of the alkali metal hydroxide and an organic phase is present as a result of the fluorocarbon. The phase
transfer catalyst facilitates the reaction of these dissimilar components. While various phase transfer catalysts may
function in different ways, their mechanism of action is not determinative of their utility in the present invention provided
that they facilitate the dehydrofluorination reaction. The phase transfer catalyst can be ionic or neutral and is typically
selected from the group consisting of crown ethers, onium salts, cryptands and polyalkylene glycols and derivatives
thereof (e.g. fluorinated derivatives thereof).
[0071] An effective amount of the phase transfer catalyst should be used in order to effect the desired reaction, influence
selectivity to the desired products or enhance the yield; such an amount can be determined by limited experimentation
once the reactants, process conditions and phase transfer catalyst are selected. Typically, the amount of catalyst used
relative to the amount of compound of organics in steps (b) and (d) present is from 0.001 to 20 mol %, such as from
0.01 to 10 mol %, e.g. from 0.05 to 5 mol %.
[0072] Crown ethers are cyclic molecules in which ether groups are connected by dimethylene linkages. Crown ethers
form a molecular structure that is believed to be capable of receiving or holding the alkali metal ion of the hydroxide and
to thereby facilitate the reaction. Particularly useful crown ethers include 18-crown-6 (especially in combination with
potassium hydroxide), 15-crown-5 (especially in combination with sodium hydroxide) and 12-crown-4 (especially in
combination with lithium hydroxide).
[0073] Derivatives of the above crown ethers are also useful, such as dibenzyl-18-crown-6, dicyclohexanyl-18-crown-
6, dibenzyl-24-crown-8 and dibenzyl-12-crown-4. Other compounds analogous to the crown ethers and useful for the
same purpose are compounds which differ by the replacement of one or more of the oxygen atoms by other kinds of
donor atoms, particularly N or S. Fluorinated derivatives of all the above may also be used.
[0074] Cryptands are another class of compounds useful in the base-mediated dehydrofluorination as phase transfer
catalysts. These are three dimensional polymacrocyclic chelating agents that are formed by joining bridgehead structures
with chains that contain properly spaced donor atoms. The donor atoms of the bridges may all be O, N, or S, or the
compounds may be mixed donor macrocycles in which the bridge strands contain combinations of such donor atoms.
Suitable cryptands include bicyclic molecules that result from joining nitrogen bridgeheads with chains of (-OCH2CH2-)
groups, for example as in [2.2.2]cryptand (4,7,13,16,21,24-hexaoxa-1,10-diazabicyclo[8.8.8]hexacosane, available un-
der the brand names Kryptand 222 and Kryptofix 222).
[0075] Onium salts that may be used as catalysts in the base-mediated process of the step (iii) include quaternary
phosphonium salts and quaternary ammonium salts, which may be represented by the formulae R1R2R3R4P+Z- and
R1R2R3R4N+Z-, respectively. In these formulae, each of R1, R2, R3 and R4 typically represent, independently, a C1-10
alkyl group, an aryl group (e.g. phenyl, naphthyl or pyridinyl) or an arylalkyl group (e.g. benzyl or C1-10 alkyl-substituted
phenyl), and Z- is a halide or other suitable counterion (e.g. hydrogen sulphate).
[0076] Specific examples of such phosphonium salts and quaternary ammonium salts include tetramethylammonium
chloride, tetramethylammonium bromide, benzyltriethylammonium chloride, methyltrioctylammonium chloride (available
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commercially under the brands Aliquat 336 and Adogen 464), tetra-n-butylammonium chloride, tetra-n-butylammonium
bromide, tetra-n-butylammonium hydrogen sulphate, tetra-n-butylphosphonium chloride, tetraphenylphosphonium bro-
mide, tetraphenylphosphonium chloride, triphenylmethylphosphonium bromide and triphenylmethylphosphonium chlo-
ride. Benzyltriethylammonium chloride is preferred for use under strongly basic conditions.
[0077] Other useful onium salts include those exhibiting high temperature stabilities (e.g. up to about 200 °C), for
example 4-dialkylaminopyridinium salts, tetraphenylarsonium chloride, bis[tris(dimethylamino)phosphine]iminium chlo-
ride and tetrakis[tris(dimethylamino)phosphinimino]phosphonium chloride. The latter two compounds are also reported
to be stable in the presence of hot, concentrated sodium hydroxide and, therefore, can be particularly useful.
[0078] Polyalkylene glycol compounds useful as phase transfer catalysts may be represented by the formula
R6O(R5O)mR7 wherein R5 is a C1-10 alkylene group, each of R6 and R7 are, independently H, a C1-10 alkyl group, an
aryl group (e.g. phenyl, naphthyl or pyridinyl) or an arylalkyl group (e.g. benzyl or C1-10 alkyl-substituted phenyl), and m
is an integer of at least 2. Preferable both R6 and R7 are the same, for example they may both by H.
[0079] Such polyalkylene glycols include diethylene glycol, triethylene glycol, tetraethylene glycol, pentaethylene gly-
col, hexaethylene glycol, diisopropylene glycol, dipropylene glycol, tripropylene glycol, tetrapropylene glycol and tetram-
ethylene glycol, monoalkyl glycol ethers such as monomethyl, monoethyl, monopropyl and monobutyl ethers of such
glycols, dialkyl ethers such as tetraethylene glycol dimethyl ether and pentaethylene glycol dimethyl ether, phenyl ethers,
benzyl ethers of such glycols, and polyalkylene glycols such as polyethylene glycol (average molecular weight about
300) and polyethylene glycol (average molecular weight about 400) and the dialkyl (e.g. dimethyl, dipropyl, dibutyl)
ethers of such polyalkylene glycols.
[0080] Combinations of phase transfer catalysts from within one of the groups described above may also be useful
as well as combinations or mixtures from more than one group. Crown ethers and quaternary ammonium salts are the
currently preferred groups of catalysts, for example 18-crown-6 and its fluorinated derivatives and benzyltriethylammo-
nium chloride.
[0081] When steps (a) to (d) are carried out separately and in sequence, the product of each step may directly be
reacted In the subsequent step without purification. For example, the product from step (a) containing 236ea may be
fed directly to a separate reactor for the dehydrofluorination step (b). Step (b) may even be conducted in the same
reactor as step (a), particularly if the same catalyst is used for steps (a) and (b).
[0082] Preferably, however, the product for each step is purified before being reacted in the subsequent step. The
purification may be achieved by separation of the desired product in each step from any other products or reagents by
one or more distillation, condensation or phase separation steps and/or by scrubbing with water or aqueous base. For
example, the 236ea produced in step (a) may be distilled off from the hydrogen and any remaining 1216 before being
fed to a reactor for dehydrofluorination step (b).
[0083] When steps (a) and (c) are carried out in the same reactor, the product from this reactor may be fed to one or
more reactors to effect steps (b) and (d) without purification of the products from steps (a) and (c). Preferably, however,
the 236ea and 245eb produced are separated (e.g. by distillation or any other suitable method) from the hydrogen and
any remaining 1216 and 1225ye produced in steps (a) and (c) and fed to a reactor for dehydrofluorination steps and (d).
If steps (b) and (d) are not combined, 236ea and 245eb can be further separated from each other before passing to
reactors for effecting steps (b) and (d) separately.
[0084] Figures 1 to 3 illustrate a preferred embodiment of the process of the invention wherein the hydrogenation
steps (a) and (c) are effected continuously in the same equipment (see Figure 1), and the dehydrofluorination steps (b)
and (d) are effected continuously in the same equipment (see Figure 2).
[0085] As shown in Figure 1, HFP and R1225ye may be co-fed with hydrogen to a hydrogenation reactor, typically
together with a recycle which serves to reduce the impact of the exotherm resulting from the hydrogenation reaction. A
coolant may also be used to reduce the impact the exotherm.
[0086] The reactor off gases may be partially condensed, with the vapour being recirculated by any suitable device
(e.g. a blower, compressor or ejector) to the hydrogenation reactor inlet. The condensed liquid may then be pumped,
optionally via a fluoropropane storage/pumping tank, to a distillation column (referred to in Figure 1 as the hydrogenation
stage product still).
[0087] A top fraction containing the more volatile fluoropropenes typically is recycled to the hydrogenation reactor.
Optionally the operation of the hydrogenation stage product still can be adjusted to recycle a proportion of the fluoro-
propanes which serve to dilute the exotherm of hydrogenation reactor. A hydrogenation reactor recycle purge may also
be taken and combined with the outlet of the dehydrofluorination reactor (see Figure 2). The less volatile fluoropropane
products of the hydrogenation (236ea and 245eb) may be taken from the column as a bottom fraction, either (i) as a
liquid and re-vaporised, or (ii) as a vapour draw from towards the bottom the still.
[0088] As shown in Figure 2, the vaporised products of the hydrogenation (236ea and 245eb) may be mixed with the
recycle from the dehydrofluorination stage. Following heating to reaction temperature, these are fed to the dehydrofluor-
ination reactor. If desired, the single reactor shown in the flowsheet can be replaced by two or more reactors or reaction
zones, to allow optimisation of the conditions for the diverse dehydrofluorination reactions.
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[0089] As mentioned above, the outlet feed from the dehydrofluorination reactor(s) may be combined with a hydro-
genation reactor recycle purge before removal of HF, which is generated in, and may be present as a co-feed for, the
dehydrofluorination reactor(s). Removal of HF is achieved as shown in Figure 2 by a process scrubber, e.g. by water
washing. However, other suitable methods may be used to remove HF, such as azeotropic distillation.
[0090] Following HF removal and drying (e.g. with H2SO4 in a drying tower), the crude product typically then is sent
via an off-gas condenser and collections pot to a dehydrofluorination recycle still. Here, less volatile unconverted fluor-
opropanes are taken off from towards the bottom of the still and recycled to the reactor, and the desired fluoropropene
crude product (containing 1225ye and 1234yf) is taken from the still as a top fraction.
[0091] As shown in Figure 3, the crude fluoropropenes typically are pumped, optionally via a fluoropropene stor-
age/pumping tank, to a first distillation column (denoted 1225ye still in Figure 3) which removes 1225ye as a bottom
fraction for recycling back to the hydrogenation reaction. A top fraction containing 1234yf is taken from the still, and may
then be passed to a lights still to purify the 1234yf, e.g. by removal of any volatile components.
[0092] The invention will now be further illustrated by the following non-limiting examples.

Example 1: Hydrogenation of HFP and Z-1225ye

[0093] A tubular reactor c.a. 1.25 cm (0.5") in diameter and 20 cm long was charged with 10 g of a wet 0.5 % Pd/C
catalyst. The reactor was housed inside a fan assisted oven. Thermocouples were placed at the inlet and outlet of the
reactor in intimate contact with the catalyst. Once in the oven the reactor was connected to nitrogen, hydrogen and
organic feeds. These feed flows were set and controlled by means of mass flow controllers.
[0094] Before use, the catalyst was first dried in a stream of nitrogen (95 ml/min) at 110°C. The catalyst was deemed
to be dry when both internal thermocouples read c.a. 110°C. Next the catalyst was reduced by introducing hydrogen (5
ml/min) into the nitrogen stream and maintaining the temperature at 110°C for 2 hours. The temperature was then
increased to 150°C for a further 30 mins.
[0095] An organic feed mixture consisting of 48.5 mol % hexafluoropropene (1216) and 51.5 mol % Z-3,3,3,2,1-
pentafluoropropene (Z-1225ye) was prepared. Mixtures of this feed with hydrogen and nitrogen were then passed through
the reactor and contacted with the catalyst. Samples of the gases exiting the reactor were periodically taken and analysed
by GC and GC-MS. These instruments were calibrated using known standards. The results of a series of experiments
with different feed compositions are shown in Table 1.

Example 2: Dehydrofluorination of 236ea

[0096] A 2g sample of an amorphous catalyst composed of 6 % Zn by weight on chromia was charged to a 15cm x
1.25mm Inconel® reaction tube installed inside a tubular furnace. This catalyst was dried at 250°C for 1 hour then pre-
fluorinated at an N2:HF ratio of 6:1 for 1 hour at 250°C before increasing the temperature to 380°C at which point the
nitrogen diluent flow was stopped. After approximately 18 hours, the HF feed was switched off and the reactor was
cooled to 220-240°C.
[0097] Following pre-fluorination, the dehydrofluorination of 236ea was studied as a function of temperature and
HF:236 ratio. Feed gas flow rates were chosen so that a contact time of c.a. 5 seconds was achieved between the
catalyst and feed mixture. HF:236 ratios were explored in the range 0-10. At each temperature, the system was allowed
to equilibrate for about 20 minutes before reactor off-gas samples were taken at each temperature for analysis by either
GC or GC-MS as described above for Example 1. The results are illustrated in Table 2.

Table 1

Feed flows (ml/min) Inlet Temperature (°C) Reactor off-gas composition (mol %)

N2 H2 Organic HFP Z1225ye 254eb 245eb 236ea Others

157.5 11 10.4 51 6.9 5.7 8.8 35.5 41.5 1.6

108 5.16 10.3 51 35.89 22.95 5.28 15.52 18.14 2.22

108 5.16 10.3 51 28.64 22.55 5.16 17.71 24.26 1.67

108 5.47 7.93 51 28.13 23.82 7.17 20.17 17.84 2.87

108 2.53 7.43 51 37.58 33.87 2.21 9.10 16.08 1.16

108 0.77 7.62 51 45.42 41.17 0.58 3.88 7.72 1.23

* CF3CFHCH3
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Example 3: Dehydrofluorination of 245eb

[0098] An Inconel® reactor tube (1.25cm (0.5") x 30 cm) was charged with 6 g of a 5.2% Zn/chromia catalyst. This
catalyst was pre-treated as follows before use

• Dried at 250°C overnight under 80 ml/min nitrogen at 3 Barg
• Heated to 300°C and treated with 4 ml/min HF and 80 ml/min nitrogen at 3 Barg for 16 hrs
• Nitrogen flow reduced to zero and HF flow maintained whilst continuing heating at 300°C for a further 4 hrs
• HF flow maintained and temperature increased to 380°C at 25°C/hr
• HF flow and heating at 380°C maintained for a further 3 hrs

Table 2

Temperature (OC) Ratio HF:236ea 236ea Conversion (%) Z-1225ye (%) E-1225ye (%) Selectivity (Z+E %)

240.0 0.0 26.5 24.0 2.2 99.1

260.0 0.0 42.9 38.2 4.2 98.8

280.0 0.0 75.8 65.9 7.9 97.4

300.0 0.0 89.3 77.0 10.3 97.7

320.0 0.0 94.7 80.2 12.1 97.5

240.0 2.5 3.0 0.1 0.0 2.7

260.0 2.5 2.8 0.5 0.1 19.6

280.0 2.5 5.4 3.2 0.4 66.7

300.0 2.5 21.2 17.1 2.1 90.7

320.0 2.5 56.1 46.8 6.6 95.3

340.0 2.5 82.2 67.6 10.6 95.2

360.0 2.5 90.0 72.2 11.8 93.4

380.0 2.5 94.0 73.7 12.6 91.8

240.0 5.0 2.5 0.0 0.0 0.8

260.0 5.0 2.3 0.2 0.0 7.7

280.0 5.0 2.4 0.8 0.1 38.5

300.0 5.0 8.2 4.6 0.6 63.2

320.0 5.0 23.4 18.0 2.7 88.1

340.0 5.0 80.0 63.1 9.5 90.8

360.0 5.0 90.4 65.8 10.5 84.4

380.0 5.0 95.9 49.2 8.0 59.6

240.0 10.0 0.4 0.1 0.0 40.5

260.0 10.0 1.2 1.0 0.1 93.4

280.0 10.0 5.4 4.1 0.6 85.9

300.0 10.0 15.2 13.1 1.6 96.6

320.0 10.0 56.1 47.7 6.5 96.7

340.0 10.0 86.3 70.8 10.8 94.6

360.0 10.0 91.3 72.8 11.4 92.1

380.0 10.0 95.7 73.0 12.5 89.5
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[0099] At the end of the pre-fluorination, the reactor temperature was reduced to 310°C, the pressure reduced to 5
Barg and a mixture of HF (c.a. 1-60 ml/min) and 245eb (c.a. 30-80 ml/min) fed to the reactor. Reactor off-gas samples
were periodically taken for analysis by GC and GC-MS. These instruments were calibrated with known standards. The
results are presented in the Table below.

[0100] The invention is defined by the following claims.

Claims

1. A process for the preparation of 2,3,3,3-tetrafluoropropene (1234yf), the process comprising:

(a) contacting 1,1,2,3,3,3-hexafluoropropene (1216) with hydrogen in the presence of a hydrogenation catalyst
to produce 1,1,2,3,3,3-hexafluoropropane (236ea);
(b) dehydrofluorinating 236ea to produce 1,2,3,3,3-pentafluoropropene (1225ye);
(c) contacting 1225ye with hydrogen in the presence of a hydrogenation catalyst to produce 1,2,3,3,3-pen-
tafluoropropane (245eb); and
(d) dehydrofluorinating 245eb to produce 1234yf;

wherein the process is carried out in a semi-batch manner using one hydrogenation reactor and one dehydrofluor-
ination reactor, wherein steps (a), (b), (c) and (d) are conducted sequentially in that order.

2. A process according to claim 1 comprising:

conducting steps (a) and (b) for a defined period using the hydrogenation reactor and dehydrofluorination reactor,
respectively;
storing the 1225ye produced in step (b) in a buffer tank; and
conducting steps (c) and (d) for a defined period using the hydrogenation reactor and dehydrofluorination reactor,
respectively.

3. A process according to claim 1 or claim 2 comprising:

conducting steps (a) and (b) for a period of from about 1 to about 1000 hours using the hydrogenation reactor
and dehydrofluorination reactor, respectively.

4. A process according to any one of claims 1 to 3 comprising:

conducting steps (c) and (d) for a period of from about 1 to about 1000 hours using the hydrogenation reactor
and dehydrofluorination reactor, respectively.

Temperature 
(°C)

HF flow 
(ml/min)

245eb flow 
(ml/min)

245eb Conversion 
(%)

245cb yield 
(%)

1234yf yield 
(%)

311 30.68 0.73 41.29 15.22 26.1

311 30.85 0.59 57.21 24.79 32.4

311 41.49 9.89 94.49 53.55 40.8

311 60.19 37.96 63.74 18.77 44.95

311 68.43 50.67 67.39 16.51 50.89

311 73.92 55.39 71.55 17.04 54.51

311 73.89 55.7 71.69 16.65 55.03

311 71.88 54.81 74.02 17.40 56.59

311 63.67 40.44 77.96 19.52 58.44

**CF3CF2CH3
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5. A process according to any of the preceding claims, wherein steps (a) and (c) are carried out at a temperature of
from about -25 to about 275 °C and a pressure of from about 0 to about 40 bara.

6. A process according to any of the preceding claims, wherein steps (a) and (c) are carried out in the vapour phase
at a temperature of from about 20 to about 200 °C.

7. A process according to any of the preceding claims, wherein the ratio of hydrogen:1216 in step (a) and/or hydro-
gen:1225ye in step (c) is from about 1:1 to about 40:1.

8. A process according to any of the preceding claims wherein the hydrogenation catalyst in step (a) and wherein the
hydrogenation catalyst in step (c) comprise a supported or unsupported transition metal selected from Ni, Pd, Pt,
Re, Rh, Ru and mixtures thereof.

9. A process according to any of the preceding claims, wherein steps (b) and (d) are carried out at a temperature of
from -70 to 1000 °C and a pressure of from 0 to about 30 bara.

10. A process according to any of the preceding claims, wherein steps (b) and (d) are carried out in the presence of a
catalyst comprising activated carbon, a main group metal and/or a transition metal.

11. A process according to any of the preceding claims, wherein steps (b) and (d) are carried out in the presence of a
catalyst comprising chromia.

12. A process according to any of claims 9 to 11, wherein steps (b) and (d) are carried out at a temperature of from
about 0 to about 400 °C and a pressure of from 0.01 to about 25 bara.

13. A process according to any of claims 1 to 9 wherein steps (b) and (d) are carried out in the presence of a base
selected from a metal hydroxide, a metal amide and mixtures thereof.

14. The process according to claim 13, wherein steps (b) and (d) are carried out at a temperature of from about -50 to
about 300 °C.

15. A process according to claim 14 wherein the base is an alkali metal hydroxide selected from sodium hydroxide,
potassium hydroxide or calcium hydroxide.

16. A process according to claim 14 or 15 wherein steps (b) and (d) are carried out in a solvent selected from water,
alcohols, diols, polyols, polar aprotic solvents and mixtures thereof.

Patentansprüche

1. Vorgang zum Erzeugen von 2,3,3,3-Tetrafluorpropen (1234yf), wobei der Vorgang Folgendes umfasst:

(a) Inberührungbringen von 1,1,2,3,3,3-Hexafluorpropen (1216) mit Wasserstoff in der Gegenwart eines Was-
serstoffkatalysators, um 1,1,2,3,3,3-Hexafluorpropan (236ea) zu erzeugen;
(b) Dehydrofluorierung von 236ea, um 1,2,3,3,3-Pentafluorpropen (1225ye) zu erzeugen;
(c) Inberührungbringen von 1225ye mit Wasserstoff in der Gegenwart eines Wasserstoffkatalysators, um
1,2,3,3,3-Pentafluorpropan (245eb) zu erzeugen; und
(d) Dehydrofluorieren von 245eb, um 1234yf zu erzeugen;

wobei der Vorgang in einem Halbchargenverfahren ausgeführt wird, in dem ein Hydrierreaktor und ein Dehydroflu-
orierungsreaktor eingesetzt werden, wobei Schritte (a), (b), (c) und (d) nacheinander in dieser Reihenfolge ausgeführt
werden.

2. Vorgang nach Anspruch 1, Folgendes umfassend:

Ausführen der Schritte (a) und (b) über einen vorgegebenen Zeitraum unter Einsatz des Hydrierreaktors be-
ziehungsweise des Dehydrofluorierungsreaktors;
Speichern des in Schritt (b) erzeugten 1225ye in einem Pufferbehälter; und
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Ausführen der Schritte (c) und (d) über einen vorgegebenen Zeitraum unter Einsatz des Hydrierreaktors bezie-
hungsweise des Dehydrofluorierungsreaktors;

3. Vorgang nach Anspruch 1 oder 2, Folgendes umfassend:

Ausführen der Schritte (a) und (b) über einen Zeitraum von etwa 1 bis etwa 1000 Stunden unter Einsatz des
Hydrierreaktors beziehungsweise des Dehydrofluorierungsreaktors.

4. Vorgang nach einem der Ansprüche 1 bis 3, Folgendes umfassend:

Ausführen der Schritte (c) und (d) über einen Zeitraum von etwa 1 bis etwa 1000 Stunden unter Einsatz des
Hydrierreaktors beziehungsweise des Dehydrofluorierungsreaktors.

5. Vorgang nach einem der vorhergehenden Ansprüche, wobei die Schritte (a) und (c) bei einer Temperatur von etwa
-25 bis etwa 275 °C und bei einem Druck von etwa 0 bis etwa 40 bara ausgeführt werden.

6. Vorgang nach einem der vorhergehenden Ansprüche, wobei die Schritte (a) und (c) in der Dampfphase bei einer
Temperatur von etwa 20 bis etwa 200 °C ausgeführt werden.

7. Vorgang nach einem der vorhergehenden Ansprüche, wobei das Verhältnis von Wasserstoff:1216 in Schritt (a)
und/oder von Wasserstoff:1225ye in Schritt (c) von etwa 1:1 bis etwa 40:1 beträgt.

8. Vorgang nach einem der vorhergehenden Ansprüche, wobei der Hydrierkatalysator in Schritt (a) und wobei der
Hydrierkatalysator in Schritt (c) ein unterstütztes oder nicht unterstütztes Übergangsmetall umfassen, ausgewählt
aus Ni, Pd, Pt, Re, Rh, Ru und Gemischen daraus.

9. Vorgang nach einem der vorhergehenden Ansprüche, wobei die Schritte (b) und (d) bei einer Temperatur von etwa
-70 bis etwa 1000 °C und bei einem Druck von etwa 0 bis etwa 30 bara ausgeführt werden.

10. Vorgang nach einem der vorhergehenden Ansprüche, wobei die Schritte (b) und (d) in der Gegenwart eines eine
aktivierte Kohle, ein Hauptgruppenmetall und/oder ein Übergangsmetall umfassenden Katalysators ausgeführt wer-
den.

11. Vorgang nach einem der vorhergehenden Ansprüche, wobei die Schritte (b) und (d) in der Gegenwart eines ein
Chromoxid umfassenden Katalysators ausgeführt werden.

12. Vorgang nach Anspruch 9 bis 11, wobei die Schritte (b) und (d) bei einer Temperatur von etwa 0 bis etwa 400 °C
und bei einem Druck von etwa 0,01 bis etwa 25 bara ausgeführt werden.

13. Vorgang nach einem der Ansprüche 1 bis 9, wobei die Schritte (b) und (d) in der Gegenwart einer Base, ausgewählt
aus einem Metallhydroxid, einem Metallamid und Gemischen daraus, ausgeführt werden.

14. Vorgang nach Anspruch 13, wobei die Schritte (b) und (d) bei einer Temperatur von etwa -50 bis etwa 300 °C
ausgeführt werden.

15. Vorgang nach Anspruch 14, wobei die Base ein Alkalimetallhydroxid ist, ausgewählt aus Natriumhydroxid, Kalium-
hydroxid und Calciumhydroxid.

16. Vorgang nach Anspruch 14 oder 15, wobei die Schritte (b) und (d) in einem Lösungsmittel ausgeführt werden,
ausgewählt aus Wasser, Alkoholen, Diolen, Polyolen, polaren apriotischen Lösungsmitteln und Gemischen daraus.

Revendications

1. Procédé pour la préparation de 2,3,3,3-tétrafluoropropène (1234yf), le procédé comprenant :

(a) mettre en contact de 1,1,2,3,3,3-hexafluoropropène (1216) avec de l’hydrogène en présence d’un catalyseur
d’hydrogénation pour produire du 1,1,2,3,3,3-hexafluoropropane (236ea) ;
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(b) déshydrofluorer le 236ea pour produire du 1,2,3,3,3-pentafluoropropène (1225ye);
(c) mettre en contact le 1225ye avec de l’hydrogène en présence d’un catalyseur d’hydrogénation pour produire
du 1,2,3,3,3-pentafluoropropane (245eb) ; et
(d) déshydrofluorer le 245eb pour produire le 1234yf ;

dans lequel le procédé est mené à bien de manière discontinue en utilisant un réacteur d’hydrogénation et un
réacteur de déshydrofluoration, dans lequel les étapes (a), (b), (c) et (d) sont conduites de manière séquentielle
dans cet ordre.

2. Procédé selon la revendication 1, comprenant :

la conduite des étapes (a) et (b) pendant une période définie en utilisant le réacteur d’hydrogénation et le
réacteur de déshydrofluoration, respectivement ;
le stockage du 1225ye produit à l’étape (b) dans un réservoir tampon ; et
la conduite des étapes (c) et (d) pendant une période définie en utilisant le réacteur d’hydrogénation et le
réacteur de déshydrofluoration, respectivement.

3. Procédé selon la revendication 1 ou la revendication 2 comprenant :

la conduite des étapes (a) et (b) pendant une période d’environ 1 à environ 1 000 heures en utilisant le réacteur
d’hydrogénation et le réacteur de déshydrofluoration, respectivement.

4. Procédé selon l’une quelconque des revendications 1 à 3 comprenant :

la conduite des étapes (c) et (d) pendant une période d’environ 1 à environ 1 000 heures en utilisant le réacteur
d’hydrogénation et le réacteur de déshydrofluoration, respectivement.

5. Procédé selon l’une quelconque des revendications précédentes, dans lequel les étapes (a) et (c) sont menées à
bien à une température d’environ -25 à environ 275 °C et à une pression d’environ 0 à environ 40 bar.

6. Procédé selon l’une quelconque des revendications précédentes, dans lequel les étapes (a) et (c) sont menées à
bien en phase vapeur à une température d’environ 20 à environ 200 °C.

7. Procédé selon l’une quelconque des revendications précédentes, dans lequel le rapport hydrogène/1216 à l’étape
(a) et/ou hydrogène/1225ye à l’étape (c) est d’environ 1/1 à environ 40/1.

8. Procédé selon l’une quelconque des revendications précédentes, dans lequel le catalyseur d’hydrogénation à l’étape
(a) et dans lequel le catalyseur d’hydrogénation à l’étape (c) comprennent un métal de transition supporté ou non
supporté sélectionné parmi Ni, Pd, Pt, Re, Rh, Ru et leurs mélanges.

9. Procédé selon l’une quelconque des revendications précédentes, dans lequel les étapes (b) et (d) sont menées à
bien à une température de -70 à 1 000 °C et à une pression de 0 à environ 30 bar.

10. Procédé selon l’une quelconque des revendications précédentes, dans lequel les étapes (b) et (d) sont menées à
bien en présence d’un catalyseur comprenant du carbone activé, un métal du groupe principal et/ou un métal de
transition.

11. Procédé selon l’une quelconque des revendications précédentes, dans lequel les étapes (b) et (d) sont menées à
bien en présence d’un catalyseur comprenant de l’oxyde de chrome.

12. Procédé selon l’une quelconque des revendications 9 à 11, dans lequel les étapes (b) et (d) sont menées à bien à
une température d’environ 0 à environ 400 °C et à une pression de 0,01 à environ 25 bar.

13. Procédé selon l’une quelconque des revendications 1 à 9, dans lequel les étapes (b) et (d) sont menées à bien en
présence d’une base sélectionnée parmi un hydroxyde de métal, un amide de métal et leurs mélanges.

14. Procédé selon la revendication 13, dans lequel les étapes (b) et (d) sont menées à bien à une température d’environ
-50 à environ 300 °C.
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15. Procédé selon la revendication 14, dans lequel la base est un hydroxyde de métal alcalin sélectionné parmi l’hy-
droxyde de sodium, l’hydroxyde de potassium ou l’hydroxyde de calcium.

16. Procédé selon la revendication 14 ou 15, dans lequel les étapes (b) et (d) sont menées à bien dans un solvant
sélectionné parmi l’eau, les alcools, les diols, les polyols, les solvants aprotiques polaires et leurs mélanges.
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