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Description

Technical Field

[0001] This disclosure generally relates to a device,
method and program for processing signal, an underwa-
ter detecting device, and a radar apparatus, in which an
intensity spectrum of a reception signal is estimated.

Background of the Invention

[0002] Generally, an azimuth resolution of detecting
devices (e.g., radar apparatuses) is dependent on a
beam width, and the beam width is defined by an aperture
length of an antenna. Specifically, the azimuth resolution
is defined by the aperture length of the antenna, and the
azimuth resolution can be improved by extending the ap-
erture length of the antenna. However, if the aperture
length of the antenna is extended to improve the azimuth
resolution, the size of the radar apparatus will become
large. Therefore, it is requested to improve the azimuth
resolution without extending the aperture length of the
antenna. Also a range resolution (temporal resolution) of
radar apparatuses is defined by a frequency bandwidth
of the system and can be improved by extending the fre-
quency bandwidth of the system. However, extending
the frequency bandwidth of the system is technically dif-
ficult and also leads to a cost increase; therefore, it is
requested to improve the range resolution without ex-
tending the frequency bandwidth.
[0003] To improve the azimuth resolution without ex-
tending the aperture length of the antenna and improve
the range resolution without extending the frequency
bandwidth, a method is known to perform inverse filtering
on a reception signal. For example, JP3160580B disclos-
es an art for improving the azimuth resolution by perform-
ing the inverse filtering. Specifically, first, a reception ra-
dio wave received by an antenna is converted into a re-
ception electric field signal by a reception circuit, and the
electric field signal is Fourier-transformed by a Fourier
transformer. Next, the Fourier-transformed electric field
signal is divided by a Fourier-transformed antenna pat-
tern. After such inverse filtering, inverse Fourier trans-
form is performed on the electric field signal, and this
signal is outputted. By performing the inverse filtering as
above, the azimuth resolution can be improved. The
range resolution can also be improved in a similar man-
ner.
[0004] Moreover, as the processing performed after
the inverse filtering, other methods using so-called super-
resolution methods, such as the Capon method, the MU-
SIC method and the Prony method, are also proposed
instead of the inverse Fourier transform, so as to improve
the azimuth resolution or the range resolution even more
(see JP3032186B, JP2010-183979A, JP3160581B,
"Study of Multi-path Propagation by Antenna Pattern
Analysis" by Keiichi Sakurai, Kazuaki Takao and Iwane
Kimura in The Institute of Electronics, Information and

Communication Engineers (IEICE) Technical Report
(Antennas and Propagation), Vol. 77, No. 101, pp. 1-6
(1977), "Direction-of-Arrival Estimation of Indoor Multip-
ath Waves by Rotatory Scanning of Antenna using MU-
SIC algorithm" by Makoto Anzai, Masaru Ogawa, Koichi
Yamada, Nobuyoshi Kikuma and Naoki Inagaki in IEICE
Technical Report (Electromagnetic Compatibility), Vol.
89, No. 349, pp. 7-12 (1989), Chapter 13 of "Adaptive
Signal Processing by Array Antenna" by Nobuyoshi Ki-
kuma published by Kagaku Gijutsu Shuppan (2004), and
"Experimental Study of High-Range-Resolution Medical
Acoustic Imaging for Multiple Target Detection by Fre-
quency Domain Interferometry" by Tomoki Kimura, Hiro-
fumi Taki, Takuya Sakamoto and Toru Sato in Japanese
Journal of Applied Physics 48 (2009)).
[0005] Furthermore, "High Range Resolution Ultra-
sonographic Vascular Imaging Using Frequency Domain
Interferometry with the Capon Method" (IEEE Transac-
tions on medical imaging, Vol. 31, No. 2, February 2012)
discloses an art for reducing a false image generated in
an echo image due to using any of the super-resolution
methods described above, by using a moving average.
[0006] However, if the false image is reduced by using
the moving average as described above, a part of the
echo image where the false image is not generated may
also be influenced by the false image.
[0007] US 2006/0133210 A1 discloses a sonar that
emits an ultrasonic wave into water from a transducer on
the basis of a transmission signal outputted from a trans-
mission circuit, that receives an echo reflected in the wa-
ter with the transducer and converts the echo into an
electric signal, and that displays underwater information
on a display unit on the basis of an echo signal extracted
by processing the electric signal. A tailing signal remov-
ing unit for removing a tailing signal and extracting only
the echo signal is provided in the sonar such that a video
of a surface layer fish shoal is clearly displayed on a
screen of the display unit without being hidden by a video
of the tailing signal.
[0008] WO 2010/100868 A1 discloses an ultrasonic
apparatus provided with an adaptive signal processing
block and a fixed signal processing block. The adaptive
signal processing block generates a first intermediate
signal by calculating a correlation matrix of a plurality of
received electrical signals, extracting a plurality of sub-
matrices from the correlation matrix, calculating a sub-
correlation matrix by averaging the plurality of sub-ma-
trices, determining a weighting coefficient from the sub-
correlation matrix, and synthesizing the plurality of re-
ceived electrical signals by using the weighting coeffi-
cient. The fixed signal processing block generates a sec-
ond intermediate signal by synthesizing the plurality of
received electrical signals with the use of a predeter-
mined weighting coefficient. Then, a comparison and
synthesis processing block generate an output signal by
comparing and synthesizing the first and second inter-
mediate signals with each other.
[0009] US 2012/0263018 A1 provides an underwater
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detection device, which includes a first generator for gen-
erating a first transmission signal, a second generator
for generating a second transmission signal having a
longer pulse width than that of the first transmission sig-
nal, an output unit for outputting the transmission signals
generated by the first and second generators to a trans-
ducer for transmitting underwater ultrasonic waves
based on the first and second transmission signals, re-
spectively, receiving the reflection waves caused by the
ultrasonic waves, respectively, and converting the reflec-
tion waves into a first reception signal and a second re-
ception signal, respectively, an underwater detector for
detecting at least one of a presence of a target object
and a water bottom depth based on the first reception
signal, and a bottom sediment discriminator for discrim-
inating a water bottom sediment type based on the sec-
ond reception signal.

Summary of the Invention

[0010] The purpose of this disclosure relates to reduc-
ing a false image while maintaining a resolution of an
echo image component generated based on an echo sig-
nal from a target object.
This is achieved by the subject-matter of the independent
claims.

Effect(s) of the Invention

[0011] According to this disclosure, the false image can
be reduced, while maintaining the resolution of the echo
image component generated based on the echo signal
from the target object.

Brief Description of the Drawings

[0012] The present disclosure is illustrated by way of
example and not by way of limitation in the figures of the
accompanying drawings, in which the like reference nu-
merals indicate like elements and in which:

Fig. 1 is a block diagram illustrating a configuration
of an underwater detecting device according to one
embodiment of this disclosure;
Fig. 2 is a block diagram illustrating a configuration
of a signal processor of the underwater detecting
device in Fig. 1;
Fig. 3 is a view illustrating an example of an echo
image displayed on a user-interface display unit;
Fig. 4 is a flowchart illustrating operation of the signal
processor in Fig. 2;
Fig. 5 is a chart illustrating an intensity spectrum in
a ping t1;
Fig. 6 is a chart illustrating an echo intensity signal
based on a filtered echo signal in the ping t1;
Fig. 7 is a chart illustrating an echo signal generated
by a synthesizing module in the ping t1;
Fig. 8 is a view illustrating an example of a first echo

image;
Fig. 9 is a view illustrating an example of a second
echo image;
Fig. 10 is a view illustrating an example of an echo
image generated by the underwater detecting device
in Fig. 1;
Fig. 11 is a block diagram illustrating a configuration
of a signal processor of the underwater detecting
device of a first modification;
Fig. 12 is a block diagram illustrating a configuration
of a signal processor of the underwater detecting
device of a second modification;
Fig. 13 is a block diagram illustrating a configuration
of a radar apparatus according to a second embod-
iment;
Fig. 14 is a block diagram illustrating a configuration
of a signal processor of the radar apparatus in Fig.
13;
Fig. 15 is a block diagram illustrating a configuration
of a signal processor of the underwater detecting
device of a fourth modification;
Fig. 16 is a block diagram illustrating a configuration
of a signal processor according a fifth modification;
Fig. 17A is a view for describing signal processing
performed by a signal processor in Fig. 2, and Fig.
17B is a view for describing signal processing per-
formed by a signal processor according to a sixth
modification;
Fig. 18 is a block diagram illustrating a configuration
of a synthesizing module of the underwater detecting
device according to a seventh modification;
Fig. 19 is a flowchart for describing operation of the
signal processor of the underwater detecting device
according to the seventh modification;
Fig. 20 is a chart illustrating a high resolution signal
and a filtered echo signal in a certain ping, for de-
scribing first and second zones which are defined by
a zone discriminating submodule in Fig. 18;
Fig. 21 is a view illustrating one example of the first
echo image in a state where single fishes exist in a
dense condition;
Fig. 22 is a view illustrating one example of the sec-
ond echo image in a state where single fishes exist
in a dense condition;
Fig. 23 is a view illustrating one example of an echo
image generated by the underwater detecting device
in Fig. 1, in a state where single fishes exist in a
dense condition;
Fig. 24 is a view illustrating one example of an echo
image generated by the underwater detecting device
of the seventh modification, in a state where single
fishes exist in a dense condition;
Fig. 25 is a chart in which the echo signal generated
by the synthesizing module of the underwater de-
tecting device in Fig. 1 in a certain ping is superim-
posed on the high resolution signal and the filtered
echo signal in Fig. 20; and
Fig. 26 is a chart in which the echo signal generated
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by the synthesizing module of the underwater de-
tecting device of the seventh modification in a certain
ping is superimposed on the high resolution signal
and the filtered echo signal in Fig. 20.

Detailed Description

[0013] Hereinafter, one embodiment of a signal proc-
essor and an underwater detecting device using the sig-
nal processor according to this disclosure is described
with reference to the drawings. Fig. 1 is a block diagram
illustrating a configuration of an underwater detecting de-
vice 1 according to this embodiment of this disclosure.

[Overall Configuration]

[0014] As illustrated in Fig. 1, the underwater detecting
device 1 includes a transducer 2, a transceiver 3, a signal
processor 10, and a user-interface display unit 4 (display
unit). The underwater detecting device 1 is installed in a
ship (hereinafter, may be referred to as "the ship con-
cerned" or simply as "the ship"), such as a fishing boat,
and mainly used for detecting a target object (e.g., a sin-
gle fish or a school of fish).
[0015] The transducer 2 functions as both a transmitter
configured to transmit an ultrasonic wave (transmission
wave) and a receiver configured to receive an ultrasonic
wave (reception wave). The transducer 2 converts an
electric signal (transmission signal) into the transmission
wave, transmits the transmission wave underwater at
every predetermined timing, and converts the reception
waves into electric signals (reception signals).
[0016] The transceiver 3 includes a transmission and
reception switch 5, a transmission unit 6, and a reception
unit 7. In transmission, the transmission and reception
switch 5 switches the connection in the transceiver 3 such
that each transmission signal is transmitted by the trans-
mission unit 6 to the transducer 2. In reception, the trans-
mission and reception switch 5 switches the connection
in the transceiver 3 such that each electric signal con-
verted from the reception wave by the transducer 2 is
transmitted from the transducer 2 to the reception unit 7.
[0017] The transmission unit 6 outputs the transmis-
sion signal generated based on a condition set by the
user-interface display unit 4, to the transducer 2 via the
transmission and reception switch 5.
[0018] The reception unit 7 amplifies the signal re-
ceived by the transducer 2 and A/D converts it into a
digital signal (reception data). Then, the reception unit 7
outputs the digitally converted reception data (target
echo signal) to the signal processor 10.
[0019] The signal processor 10 processes the recep-
tion data outputted by the reception unit 7 and performs
processing for generating an image signal of the target
object. The configuration of the signal processor 10 is
described later in detail.
[0020] The user-interface display unit 4 displays on a
display screen an image corresponding to the image sig-

nal outputted by the signal processor 10. An operator
can estimate a situation of an underwater area below the
ship (e.g., whether a single fish and/or a school of fish
exist therein) by looking at the display screen. Moreover,
the user-interface display unit 4 has an input unit with
various input keys, etc... so that various settings or var-
ious parameters required for the transmission and recep-
tion of the ultrasonic wave, the signal processing or the
image display can be inputted therethrough.

[Configuration of Signal Processor]

[0021] Fig. 2 is a block diagram illustrating the config-
uration of the signal processor 10. As illustrated in Fig.
2, the signal processor 10 includes an inverse filtering
module 11, an intensity spectrum calculating module 15,
a band-pass filtering module 20 (filtering module), a syn-
thesizing module 21, and an image generating module
22. The signal processor 10 is constituted with devices
including for example a CPU, an FPGA, and a memory
(not illustrated). For example, the CPU reads a signal
processing program from a memory and executes it to
perform the functions of the inverse filtering module 11,
the intensity spectrum calculating module 15, the band-
pass filtering module 20, the synthesizing module 21,
and the image generating module 22.
[0022] The signal processing program causes the sig-
nal processor 10 to implement a signal processing meth-
od of one embodiment of this disclosure. The program
may be installed from outside. Such a program acquired
by installation is stored in a storage medium so as to be
distributed. The hardware and software described above
are configured to operate in cooperation with each other.
Thus, the signal processor 10 can function as the inverse
filtering module 11, the intensity spectrum calculating
module 15, the band-pass filtering module 20, the syn-
thesizing module 21, and the image generating module
22.
[0023] The inverse filtering module 11 performs in-
verse filtering so as to remove influence of an instrumen-
tal function of the transducer 2 from the reception data.
As illustrated in Fig. 2, the inverse filtering module 11
includes a Fourier transforming submodule 12, an instru-
mental function output submodule 13, and a dividing sub-
module 14.
[0024] The Fourier transforming submodule 12 per-
forms Fourier transform on the reception data outputted
by the reception unit 7 and outputs it to the dividing sub-
module 14. When the number of samples of the reception
data in a time direction (time samples) is M, the output
of the Fourier transforming submodule 12 can be ex-
pressed as a complex vector Y= [y1, y2, ..., yM]T. Here,
T indicates transposition. Note that, if a so-called zero
padding is performed in the Fourier transform, the
number of elements in the complex vector Y becomes
larger than M; however, the number of elements in the
complex vector Y of this embodiment is M which is the
same as the number of the samples of reception data in

5 6 



EP 2 963 443 B1

5

5

10

15

20

25

30

35

40

45

50

55

the time direction.
[0025] The instrumental function output submodule 13
Fourier-transforms the instrumental function of the trans-
ducer 2. The instrumental function of the transducer 2 of
this embodiment is a predetermined function determined
based on the pulse wave transmitted by the transducer
2, and one example of the instrumental function is im-
pulse response. This instrumental function is measured
or modeled, and is stored in a memory, for example. The
result obtained by Fourier-transforming the instrumental
function as described above is expressed as a complex
vector H= [h1, h2, ..., hM]T. Here, the number of elements
in the output of the Fourier transforming submodule 12
is the same as that of the instrumental function output
submodule 13. Note that, the result obtained by Fourier-
transforming the instrumental function may be, for exam-
ple, stored in a memory to be suitably read by the instru-
mental function output submodule 13.
[0026] The dividing submodule 14 divides the output
Y from the Fourier transforming submodule 12 by the
output H from the instrumental function output submod-
ule 13 to obtain a complex vector X (=Y/H), and outputs
the complex vector X to the intensity spectrum calculating
module 15 as an inverse filtered signal. The above
processing is the inverse filtering, and by this inverse
filtering, the influence of the instrumental function can be
removed from the reception data.
[0027] The intensity spectrum calculating module 15
processes the complex vector X (a signal corresponding
to the reception data from which the influence of the in-
strumental function is already removed) outputted by the
inverse filtering module 11, so as to calculate an intensity
spectrum P(t) in every ping. Each intensity spectrum P(t)
is outputted to the synthesizing module 21. Examples of
the method of calculating the intensity spectrum P(t) in-
clude inverse Fourier transform and known methods re-
ferred to as the super-resolution methods (e.g., Capon
method, MUSIC method and Prony method). Thus, the
intensity spectrum calculating module 15 calculates in
each ping a high resolution signal having high resolution
in the time direction.
[0028] Note that, the inverse filtering module 11 and
the intensity spectrum calculating module 15 described
above are provided as a high resolution signal generating
unit 16 configured to generate the high resolution signal
of which temporal resolution is higher than that of a fil-
tered echo signal generated by the band-pass filtering
module 20 (described later). Moreover, the intensity
spectrum P(t) which is calculated by the intensity spec-
trum calculating module 15 is calculated as the high res-
olution signal.
[0029] The band-pass filtering module 20 extracts re-
ception data in a predetermined frequency band, from
the reception data outputted by the reception unit 7. The
reception data extracted by the band-pass filtering mod-
ule 20 is outputted to the synthesizing module 21 as the
filtered echo signal. Note that, in this embodiment, the
filtering module configured to extract the reception data

in the predetermined frequency band from all the recep-
tion data is configured as the band-pass filtering module;
however, without limiting to this, other filtering module
(e.g., a low-pass filtering module) may be adopted.
[0030] The synthesizing module 21 synthesizes each
sample constituting the intensity spectrum P(t) (herein-
after, referred to as the first sample) with one of the sam-
ples of the filtered echo signal corresponding to the first
sample (hereinafter, the sample corresponding to the first
sample is referred to as the second sample). Specifically,
the synthesizing module 21 compares the first sample of
the intensity spectrum P(t) with the second sample at the
same depth position and in the same ping as the first
sample. If the intensity of the first sample is lower than
that of the second sample, the synthesizing module 21
selects the first sample and outputs it to the image gen-
erating module 22 as the output sample. On the other
hand, if the intensity of the first sample is the same as or
higher than that of the second sample, the synthesizing
module 21 selects the second sample and outputs it to
the image generating module 22 as the output sample.
[0031] Fig. 3 is a view illustrating an example of an
echo image displayed on the user-interface display unit
4. The image generating module 22 generates the echo
image based on the output samples outputted by the syn-
thesizing module 21. In the echo image displayed on the
user-interface display unit 4 of this embodiment, up/down
direction corresponds to water depth, and left/right direc-
tion indicates pings each corresponding to the transmis-
sion time point of the pulse wave transmitted from the
transducer 2 at every predetermined timing. The image
generating module 22 displays at each pixel in the depth-
ping coordinate each output sample in a color tone cor-
responding to the intensity of the output sample. In this
embodiment, the color tone is gradually changed in the
order of red, orange, yellow, green, blue, and dark blue,
as the intensity of the output sample is lower. Note that
in Fig. 3, for the sake of convenience, the color tone for
higher intensity is illustrated as finer hatching and the
color tone for lower intensity is illustrated as rougher
hatching.
[0032] Moreover, in Fig. 3, a section extending in the
left/right direction and illustrated as the finest hatching in
the upper half of the echo image is a so-called oscillation
line, indicating a position of the transducer 2 installed to
the bottom of the ship. Moreover, a section extending in
the left/right direction and illustrated as the finest hatching
in the lower half of the echo image is a so-called water
bottom line, indicating the bottom of water. Further, the
two bow-shaped echo image components located slight-
ly above the water bottom line can be estimated as
caused by two single fishes.

[Operation of Signal Processor]

[0033] Fig. 4 is a flowchart for describing the operation
of the signal processor 10. The operation of the signal
processor 10 described above is described with refer-
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ence to Fig. 4.
[0034] First at S1, the inverse filtering module 11 per-
forms the inverse filtering on the target echo signal out-
putted from the transducer 2 at each ping, with respect
to target echo signal along the time direction (water depth
direction). Specifically, the Fourier transforming submod-
ule 12 Fourier-transforms the target echo signal in terms
of time t, and outputs the transformation result to the di-
viding submodule 14. Meanwhile, the instrumental func-
tion output submodule 13 Fourier-transforms the instru-
mental function in terms of time t, and outputs the trans-
formation result to the dividing submodule 14. Further,
the dividing submodule 14 divides the output Y from the
Fourier transforming submodule 12 by the output H from
the instrumental function output submodule 13, and out-
puts the complex vector X (=Y/H) which is the division
result to the intensity spectrum calculating module 15.
[0035] Next at S2, the intensity spectrum calculating
module 15 processes the complex vector X outputted
from the inverse filtering module 11, so as to calculate
the intensity spectrum P(t) for every ping.
[0036] Meanwhile at S3, the band-pass filtering mod-
ule 20 extracts, as the filtered echo signal, the echo signal
in the predetermined frequency band from the target
echo signal outputted by the transducer 2.
[0037] Next at S4, the synthesizing module 21 com-
pares the first samples P1n (n= 1, 2, ...) constituting each
intensity spectrum P(t), with the second samples P2n (n=
1, 2, ...) of the filtered echo signal.
[0038] Fig. 5 is a chart illustrating the intensity spec-
trum P(t) in a certain ping t1 (see Fig. 8). Fig. 6 is a chart
illustrating an echo intensity signal based on the filtered
echo signal in the same ping t1. At S4, the first and second
samples P1n and P2n at the corresponding position (in
the same ping and at the same depth position) are com-
pared with each other.
[0039] Further, if the intensity of the first sample P1n
is lower than that of the second sample P2n (S5: YES),
the synthesizing module 21 selects the first sample P1n
(S6) and outputs it to the image generating module 22
as the output sample. On the other hand, if the intensity
of the first sample P1n is the same as that of the second
sample P2n or higher (S5: NO), the synthesizing module
21 selects the second sample P2n (S7) and outputs it to
the image generating module 22 as the output sample.
[0040] To describe this procedure in detail with refer-
ence to Figs. 5 and 6, between the first and second sam-
ples P11 and P21, the synthesizing module 21 selects
the first sample P11, and between the first and second
samples P12 and P22, the synthesizing module 21 se-
lects the second sample P22. The synthesizing module
21 performs this comparison for all the samples of the
intensity spectrum P(t) of each ping. The comparison re-
sult is the echo signal as illustrated in Fig. 7.
[0041] Then at S8, the image generating module 22
generates the echo image based on the output samples
outputted from the synthesizing module 21. One example
of the echo image is illustrated in Fig. 3 as described

above.

[Regarding Echo Image Generated by Underwater De-
tecting Device 1]

[0042] Here, the echo image generated by the under-
water detecting device 1 according to this embodiment
will be described. However, before that, a case where
the echo image is generated by only using the first sam-
ples described above (hereinafter, referred to as the first
echo image) and a case where the echo image is gen-
erated by only using the second samples described
above (hereinafter, referred to as the second echo im-
age) are described.
[0043] Fig. 8 is a view illustrating one example of the
first echo image, and Fig. 9 is a view illustrating one ex-
ample of the second echo image. In the first echo image
illustrated in Fig. 8, echo image components A1 resolved
by high resolution are displayed. Therefore, in the exam-
ple of Fig. 8, it can be estimated that the echo image
components A1 are caused by two single fishes. Howev-
er, in the first echo image, an echo image component B
(false image) which does not actually exist is generated
as noise near the water bottom, which causes confusion
to the operator. Additionally, if a single fish or a school
of fish exists near the water bottom, it may overlap with
the false image and the single fish or the school of fish
may be lost. Note that, the cause of the false image is
mismatch in the waveform between the instrumental
function and the echo signal. Due to this mismatch, a
pure sine wave cannot be obtained from the output result
of the dividing submodule 14, and a sharply rising echo
signal corresponding to the water bottom cannot be ob-
tained from the intensity spectrum calculated by the in-
tensity spectrum calculating module 15. This undulating
portion is displayed as the false image.
[0044] On the other hand, in the second echo image
illustrated in Fig. 9, different from the first echo image
illustrated in Fig. 8, the false image is not generated near
the water bottom. Therefore, a single fish or a school of
fish near the water bottom is easily distinguished. How-
ever, in the second echo image, the echo image compo-
nents which are resolved by high resolution in the first
echo image described above are displayed in a blurry
way as echo image components A2. Thus, whether the
echo image components A2 are caused by a single fish
or caused by a school of fish formed by a plurality of
small-sized single fishes cannot be determined.
[0045] In contrast, in the underwater detecting device
1 of this embodiment, the echo image without the defects
of the first and second echo images described above can
be generated. Fig. 10 is one example of the echo image
generated by the underwater detecting device 1.
[0046] As described above, in the underwater detect-
ing device 1 of this embodiment, the sample with the
lowest intensity between the first and second samples
corresponding to each other in terms of position is se-
lected, and the selected sample is used as the output
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sample. Thus, the false image near the water bottom in
the first echo image illustrated in Fig. 8 (echo image gen-
erated only by the first samples) can be removed and
also the target objects (e.g., the single fishes and/or the
school of fish) resolved by high resolution can be dis-
played.

[Effects]

[0047] As described above, with the signal processor
10 of this embodiment, the intensity spectrum P(t) calcu-
lated by the intensity spectrum calculating module 15 is
synthesized with the filtered echo signal generated by
the band-pass filtering module 20. Thus, as described
above, the false image B (see Fig. 8) which is generated
near the water bottom can be reduced while maintaining
the high resolution of the echo image components of the
target objects.
[0048] Therefore, with the signal processor 10, the
false image can be reduced while maintaining the reso-
lution of the echo image components caused by the echo
signals from the target objects.
[0049] Further, with the signal processor 10 of this em-
bodiment, the intensity spectrum P(t) is synthesized with
the filtered echo signal based on the intensity of the in-
tensity spectrum P(t) and the intensity of the filtered echo
signal. Thus, the intensity spectrum P(t) can suitably be
synthesized with the filtered echo signal.
[0050] Moreover, with the signal processor 10 of this
embodiment, the intensity spectrum P(t) is synthesized
with the filtered echo signal based on each of the first
samples constituting the intensity spectrum P(t) and the
second samples, corresponding to the respective first
samples, constituting the filtered echo signal. Thus, the
intensity spectrum P(t) can suitably be synthesized with
the filtered echo signal for each sample.
[0051] Also, with the signal processor 10, the echo im-
age is generated as the information regarding the echo
signal. Thus, the information regarding the echo signal
can suitably be recognized by the operator as image in-
formation.
[0052] Furthermore, with the signal processor 10, the
sample with the lowest intensity between the first and
second samples is generated as the output sample.
Thus, the false image B generated near the water bottom
can be removed without degradation of the resolution of
the echo image component.
[0053] Moreover, with the signal processor 10, the high
resolution signal with higher temporal resolution than the
filtered echo signal generated by the band-pass filtering
module 20 can suitably be generated by the inverse fil-
tering module 11 and the intensity spectrum calculating
module 15.
[0054] Additionally, in this embodiment, the underwa-
ter detecting device including the signal processor 10
which can reduce the false image while maintaining the
resolution of the echo image component as described
above can be provided. Furthermore, with the underwa-

ter detecting device 1, the echo image generated as de-
scribed above can be displayed on the user-interface dis-
play unit 4. Therefore, the information regarding the echo
signal can suitably be recognized by the operator as im-
age information.

[Modifications]

[0055] Although the embodiment of this disclosure is
described above, this disclosure is not limited to this, and
various changes may be applied without deviating from
the scope of this disclosure.
[0056] Fig. 11 is a block diagram illustrating a config-
uration of a signal processor 10a of the underwater de-
tecting device according to a first modification. The signal
processor 10a of the first modification has a synthesizing
module 23 with a significantly different configuration from
the synthesizing module of the signal processor 10 of the
above embodiment. Hereinafter, the configuration of the
synthesizing module 23 is mainly described, and the de-
scription of other parts is omitted.
[0057] Differently from the synthesizing module 21 of
the above embodiment, the synthesizing module 23 of
this modification weights the first and second samples.
Further, the weighted first and second samples are add-
ed and synthesized with each other, so as to generate
the output sample. The synthesizing module 23 includes
a first coefficient multiplying submodule 23a, a second
coefficient multiplying submodule 23b, and an adding
submodule 23c.
[0058] The first coefficient multiplying submodule 23a
multiplies each of the first samples of the intensity spec-
trum P(t) calculated by the intensity spectrum calculating
module 15 by a first coefficient. The second coefficient
multiplying submodule 23b multiplies each of the second
samples outputted from the band-pass filtering module
20 by a second coefficient. The adding submodule 23c
generates the output sample by adding the first sample
multiplied by the first coefficient to the second sample
multiplied by the second coefficient. The image generat-
ing module 22 generates the echo image based on the
output sample. Also by generating the echo image in the
above manner, the false image which is caused near the
water bottom can be reduced while maintaining the res-
olution of the echo image components caused by the
target objects. Note that, the first and second coefficients
described above are set to values whose sum equals 1.
[0059] Fig. 12 is a block diagram illustrating a config-
uration of a signal processor 10b of the underwater de-
tecting device according to a second modification. Within
a predetermined depth range, the signal processor 10b
of this modification selects, as the output sample, the
sample with the lowest intensity between the first and
second samples, as in the above embodiment. On the
other hand, differently from the above embodiment, out-
side of the predetermined depth range, the signal proc-
essor 10b selects the first sample as the output sample.
The signal processor 10b of this modification includes an
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oscillation line position detecting module 24, a water bot-
tom detecting module 25, and a comparison range spec-
ifying module 26 (synthesizing range specifying module)
in addition to the components provided to the signal proc-
essor 10 of the above embodiment (e.g., the inverse fil-
tering module 11 and the intensity spectrum calculating
module 15).
[0060] The oscillation line position detecting module
24 detects the position of the oscillation line based on
the output results from the intensity spectrum calculating
module 15, the band-pass filtering module 20 and the
like. Note that, the oscillation line indicates the position
of the transducer 2, and depending for example on a
frequency of the ultrasonic wave transmitted from the
transducer 2, a width of the oscillating line changes.
[0061] The water bottom detecting module 25 detects
the depth position of the water bottom based on the out-
put results from the intensity spectrum calculating mod-
ule 15, the band-pass filtering module 20 and the like.
[0062] The comparison range specifying module 26
specifies depth ranges (comparison ranges) within which
the two samples (first and second samples) are com-
pared by a synthesizing module 21a, based on the posi-
tion of the oscillation line detected by the oscillation line
position detecting module 24 and the depth position of
the water bottom detected by the water bottom detecting
module 25. Specifically, the comparison range specifying
module 26 specifies the comparison ranges to be a pre-
determined depth range including the position of the os-
cillation line and a predetermined depth range including
the depth position of the water bottom, respectively.
[0063] The synthesizing module 21a operates differ-
ently from the synthesizing module 21 of the above em-
bodiment. Specifically, within the comparison ranges,
similar to the above embodiment, the synthesizing mod-
ule 21a compares the first and second samples with each
other and selects the sample with the lowest intensity as
the output sample. On the other hand, for the first and
second samples outside the comparison ranges, the syn-
thesizing module 21a selects the first sample as the out-
put sample without performing the above comparison.
[0064] In the echo image, the false image is easily
caused within a range near the water bottom or near the
oscillation line of the image generated based on the first
samples. On the other hand, the false image is not easily
caused other than near the water bottom or near the os-
cillation line. Therefore, as this modification, within the
ranges where the false image is easily caused (compar-
ison ranges), by comparing the first sample with the sec-
ond sample and selecting the sample with the lowest
intensity, the false image can be reduced. On the other
hand, outside the comparison ranges, by selecting the
first sample as the output sample, a calculation load in
signal processing performed by the signal processor 10b
can be reduced.
[0065] In the above embodiment, the example of ap-
plying the signal processor 10 to the underwater detect-
ing device 1 is described; however, without limiting to

this, the signal processor may be applied to a radar ap-
paratus.
[0066] Fig. 13 is a block diagram illustrating a config-
uration of a radar apparatus 1a according to a second
embodiment. As illustrated in Fig. 13, the radar apparatus
1a includes an antenna unit 30, a signal processor 10c,
and a user-interface display unit 4. The radar apparatus
la is a ship radar provided to a ship (e.g., fishing boat)
and is used for mainly detecting a target object (e.g.,
another ship).
[0067] The antenna unit 30 includes an antenna 31, a
transmission and reception switch 32, a transmission unit
33, and a reception unit 34.
[0068] The antenna 31 transmits a pulse-shaped radio
wave having a directivity and receives an echo (reflection
wave) from the target object. The radar apparatus 1a can
acquire a distance r from the radar apparatus 1a to the
target object by measuring a time length from the trans-
mission of the pulse-shaped radio wave until the recep-
tion of the echo by the antenna 31. Moreover, the antenna
31 is rotatable by 360 degrees on the horizontal plane,
and repeats the transmission and reception of the radio
wave while changing the transmission direction of the
pulse-shaped radio wave (changing an antenna angle
θ). Note that, the antenna 31 outputs an angular signal
indicating the antenna angle (=azimuth angle) θ to the
signal processor 10c. With the above configuration, the
antenna 31 can detect the target object over 360 degrees
on the plane around the ship. Examples of the antenna
31 include a slot array antenna, a patch antenna, and a
parabola antenna.
[0069] In the transmission, the transmission and re-
ception switch 32 switches the connection in the antenna
unit 30 such that the transmission signal is transmitted
from the transmission unit 33 to the antenna 31. In the
reception, the transmission and reception switch 32
switches the connection in the antenna unit 30 such that
the echo received by the antenna 31 is transmitted from
the antenna 31 to the reception unit 34.
[0070] The transmission unit 33 has, for example, a
D/A converter, a frequency converter, and an electric am-
plifier (all not illustrated) to create microwave oscillation.
The transmission unit 33 generates a radar transmission
signal and outputs it to the antenna 31.
[0071] The reception unit 34 amplifies the signal re-
ceived by the antenna 31 and A/D converts the amplified
reception signal. Then, the reception unit 34 outputs the
digitally converted reception data (target echo signal) to
the signal processor 10c.
[0072] Fig. 14 is a block diagram illustrating a config-
uration of the signal processor 10c of the radar apparatus
1a in Fig. 13. The signal processor 10c generates an
echo image by processing the reception data outputted
from the antenna unit 30 similarly to the case of the signal
processor 10 of the underwater detecting device 1 de-
scribed above.
[0073] The echo image generated as described above
is displayed on the user-interface display unit 4, as the
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information regarding the echo signal.
[0074] Moreover, the inverse filtering module 11 is not
limited to perform the processing described in the above
embodiments, as long as the influence of the instrumen-
tal function of the transducer 2 can be removed. For ex-
ample, in a third modification, the inverse filtering module
11 performs Wiener filtering. Specifically, the complex
vector X may be obtained based on the following Equa-
tion 1 by the dividing submodule 14 and outputted to the
intensity spectrum calculating module 15.

[0075] In the above Equation 1, * indicates a complex
conjugation and α indicates a Wiener parameter (0≤α≤1).
[0076] In the above embodiments, the high resolution
signal is generated by the inverse filtering module 11 and
the intensity spectrum calculating module 15; however,
it is not limited to this. Specifically, in a fourth modification
described below, the high resolution signal is generated
by so-called pulse compression.
[0077] Fig. 15 is a block diagram illustrating a config-
uration of a signal processor 10d of the underwater de-
tecting device of the fourth modification. In this modifica-
tion, a high resolution signal generating unit 16a may be
configured with a pulse compressing module 17. Note
that, in this modification, for example, the transducer
transmits a chirp signal of which frequency changes lin-
early with time, at every predetermined timing for a pre-
determined period of time.
[0078] The pulse compressing module 17 has a
matched filtering submodule 18. The matched filtering
submodule 18 pulse-compresses the reception signal by
correlating the signal received by the transducer 2 with
a reference signal predetermined based on the transmis-
sion signal (chirp signal). Thus, the high resolution signal
with high temporal resolution can be generated.
[0079] Then, the synthesizing module 21 synthesizes
the filtered echo signal extracted by the band-pass filter-
ing module 20 with the signal generated by the pulse
compressing module 17, similar to the above embodi-
ment.
[0080] Note that, also with the high resolution signal
generated by the pulse compressing module 17, the echo
image component B (false image) as illustrated in Fig. 8
is caused similarly to the above embodiment. By per-
forming the synthesis as described above by the synthe-
sizing module 21 similar to the above embodiment, the
false image can be reduced while maintaining the reso-
lution of the echo image caused by the echo signal from
the target object.
[0081] Fig. 16 is a block diagram illustrating a config-
uration of a signal processor 10e according a fifth mod-
ification. As illustrated in Fig. 16, this disclosure is appli-

cable to a signal processor which does not include a
transducer or a user-interface display unit, different from
the case of the underwater detecting device 1 of the
above embodiment. Moreover, a high resolution signal
generating unit 16b of the signal processor 10e may have
the inverse filtering module 11 and the intensity spectrum
calculating module 15 described above, or may be con-
figured with the pulse compressing module 17. Further,
without limiting to these, the high resolution signal gen-
erating unit 16b may have any configuration as long as
it can generate a signal with higher temporal resolution
than the filtered echo signal generated by the band-pass
filtering module 20.
[0082] Fig. 17A is a view for describing the signal
processing performed by the signal processor of the
above embodiments, and Fig. 17B is a view for describing
signal processing performed by a signal processor ac-
cording to a sixth modification. In the above embodi-
ments, as illustrated in Fig. 17A, the intensity spectrum
is calculated for every azimuth (i.e., every ping). Thus,
the high resolution signal resolved by high resolution in
the time direction (distance direction) is calculated. Fur-
ther, by synthesizing the high resolution signal with the
filtered echo signal, the false image caused due to the
high resolution signal with high temporal resolution can
be reduced.
[0083] On the other hand, in this modification, as illus-
trated in Fig. 17B, an intensity spectrum is calculated for
every predetermined time interval (i.e., every predeter-
mined distance). Thus, a high resolution signal resolved
by high resolution in the azimuth direction is calculated.
Further, by synthesizing the high resolution signal with
the filtered echo signal by comparing the first and second
samples having corresponding azimuth, the false image
caused due to the high resolution signal with high azimuth
resolution can be reduced.
[0084] Note that, in this modification, for example, ei-
ther one of a low-pass filtering module (moving average
filtering module) to reduce random noise and an order-
statistic filtering module (rank filtering module) to reduce
spike-like noise caused by interference signal from a ra-
dar of another ship may be used as the filtering module.
Moreover, as the high resolution signal generating unit,
the inverse filtering module and the intensity spectrum
calculating module may be used similar to the above em-
bodiments, or a matched filtering module may be used.
[0085] Fig. 18 is a block diagram illustrating a config-
uration of a synthesizing module 27 of the underwater
detecting device according to a seventh modification. Fig.
19 is a flowchart for describing operation of the signal
processor of the underwater detecting device according
to the seventh modification. The signal processor of this
modification is different in the configuration and operation
of the synthesizing module compared to the signal proc-
essor of the above embodiment.
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[Configuration of Synthesizing Module]

[0086] The synthesizing module 27 of the underwater
detecting device of this modification includes a zone dis-
criminating submodule 27a and three determining sub-
modules (a first determining submodule 27b, a second
determining submodule 27c, and a third determining sub-
module 27d). The synthesizing module 27 selects one
of the first and second samples by comparing the inten-
sity of the first sample with the intensity of the second
sample corresponding to the first sample.
[0087] Fig. 20 is a chart for describing first zones R1m
and second zones R2p which are defined by the zone
discriminating submodule 27a. The zone discriminating
submodule 27a compares the first sample P1n of the high
resolution signal with the second sample P2n which is at
the same depth position and in the same ping as the first
sample P1n. Then, as illustrated in Fig. 20, the zone dis-
criminating submodule 27a defines a zone where the in-
tensity of the first sample P1n is the same or higher than
that of the second sample P2n as the first zone R1m (m=1,
2, ...), and defines a zone where the intensity of the first
sample P1n is lower than that of the second sample P2n
as the second zone R2p (p=1, 2, ...). Further, within the
second zone R2p, the synthesizing module 27 outputs
the first sample P1n as the output sample to the image
generating module 22.
[0088] The first determining submodule 27b deter-
mines whether a value of a depth range width ΔDm (dis-
tance range) of each first zone R1m is lower than a pre-
determined threshold Thr1. The threshold Thr1 is set to
a suitable value based on experiments conducted in ad-
vance, for example. Within the first zone R1m, if the value
of the depth range width ΔDm is lower than the threshold
Thrl, the synthesizing module 27 outputs the first sample
P1n as the output sample to the image generating module
22. On the other hand, within the first zone R1m, if the
value of the depth range width ΔDm is the threshold Thr1
or higher, the determination of the sample (between the
first and second samples P1n and P2n) to be outputted
as the output sample to the image generating module 22
is passed on to determination performed by the second
determining submodule 27c or determination thereafter.
[0089] The second determining submodule 27c per-
forms the following determination within each zone R1m
where the value of the depth range width ΔDm is deter-
mined to be the threshold Thr1 or higher by the first de-
termining submodule 27b. Specifically, the second de-
termining submodule 27c determines whether the first
sample P1n with the highest intensity within the first zone
R1m as described above is on a boundary with the second
zone R2p adjacent to the first zone R1m. Within the first
zone R1m, if the first sample P1n with the highest intensity
is on the boundary of this first zone R1m, the synthesizing
module 27 outputs the second sample P2n as the output
sample to the image generating module 22. Within the
first zone R1m, if the first sample P1n with the highest
intensity is not on the boundary of the first zone R1m, the

determination of the sample (between the first and sec-
ond samples P1n and P2n) to be outputted as the output
sample to the image generating module 22 is passed on
to determination performed by the third determining sub-
module 27d.
[0090] The third determining submodule 27d performs
the following determination within each zone R1m where
the first sample P1n with the highest intensity is deter-
mined to be not on the boundary described above by the
second determining submodule 27c. Specifically, the
third determining submodule 27d determines whether a
maximum value among ratios between the intensities of
the first and second samples P1n and P2n at the same
depth position as each other (more specifically, the ratio
of the intensity of P1n with respect to the intensity of P2n)
exceeds a predetermined threshold Thr2. The threshold
Thr2 is set to a suitable value based on experiments con-
ducted in advance, for example. Within the first zone
R1m, if the maximum value exceeds the threshold Thr2,
the synthesizing module 27 outputs the second sample
P2n as the output sample to the image generating module
22. Within this first zone R1m, if the maximum value de-
scribed above is the threshold Thr2 or lower, the synthe-
sizing module 27 outputs the first sample P1n as the out-
put sample to the image generating module 22. Note that
in this modification, the intensity of each sample is ex-
pressed on a linear scale. In a case where the intensity
of each sample is expressed on a log scale, the third
determining submodule 27d determines whether the
maximum value among differences between the intensi-
ties of the first and second samples P1n and P2n at the
same depth position as each other (more specifically,
values obtained by subtracting the intensity of P1n by the
intensity of P2n) exceeds the predetermined threshold
Thr2.

[Operation of Signal Processor]

[0091] Next, the operation of the signal processor of
this modification is described. With reference to Fig. 19,
at S1 and S2, the intensity spectrum calculating module
15 and the like calculate the intensity spectrum P(t), in
other words the high resolution signal, in every ping by
operating similar to the above embodiment. Meanwhile,
at S3, the band-pass filtering module 20 generates the
filtered echo signal by operating similar to the above em-
bodiment. Further, at S4, the synthesizing module 27
compares the first sample P1n with the second sample
P2n.
[0092] Next, at S10, the zone discriminating submod-
ule 27a discriminates between the first and second zones
R1m and R2p, and as illustrated in Fig. 20, the entire
range of each of the high resolution signal and the filtered
echo signal in the depth direction is divided into the first
and second zones R1m and R2p. Further, within the sec-
ond zone R2p, the synthesizing module 27 selects the
first sample P1n (S11) and outputs it as the output sample
to the image generating module 22.
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[0093] Next, at S12, the first determining submodule
27b compares the value of depth range width ΔDm of
each first zone R1m with the threshold Thr1 to determine
whether the the value of depth range width ΔDm is lower
than the threshold Thr1 for all the first zones R1m. If the
value of depth range width ΔDm is lower than the thresh-
old Thr1 (S12: YES), the synthesizing module 27 selects
the first sample P1n within the first zone R1m (S13) and
outputs it as the output sample to the image generating
module 22. In the example of Fig. 20, the synthesizing
module 27 selects the first sample as the output sample
within the first zones R14, R15, R16 and R17. On the other
hand, if the value of the depth range width ΔDm is the
threshold Thr1 or higher (S12: NO), the procedure pro-
ceeds to S14.
[0094] Next at S14, for each of the first zones R1m
where the value of the depth range width ΔDm is deter-
mined to be the threshold Thr1 or higher by the first de-
termining submodule 27b, the second determining sub-
module 27c determines whether the first sample P1n with
the highest intensity within the corresponding first zone
R1m is on the boundary of the first zone R1m. If the first
sample P1n with the highest intensity is on the boundary
of the first zone R1m (S14: YES), the synthesizing module
27 selects the second sample P2n within the correspond-
ing first zone R1m (S15) and outputs it as the output sam-
ple to the image generating module 22. In the example
of Fig. 20, the synthesizing module 27 selects the second
sample as the output sample within the first zones R11,
R12 and R18. On the other hand, if the first sample P1n
with the highest intensity is not on the boundary of the
first zone R1m (S14: NO), the procedure proceeds to S16.
[0095] Next at S16, the third determining submodule
27d performs the following determination within each
zone R1m where the first sample P1n with the highest
intensity is determined to be not on the boundary of the
first zone R1m by the second determining submodule
27c. Specifically, at S16, the third determining submod-
ule 27d determines whether the maximum value among
the ratios between the intensities of the first and second
samples P1n and P2n at the same depth position as each
other exceeds the predetermined threshold Thr2. If the
maximum value exceeds the threshold Thr2 (S16: YES),
the synthesizing module 27 selects the second sample
P2n within the corresponding first zone R1m (S17) and
outputs it as the output sample to the image generating
module 22. On the other hand, if the maximum value
described above is the threshold Thr2 or lower (S16: NO),
the synthesizing module 27 selects the first sample P1n
within the first zone R1m (SI8) and outputs it as the output
sample to the image generating module 22. In the exam-
ple of Fig. 20, the synthesizing module 27 selects the
first sample as the output sample within the first zone R13.
[0096] Finally at S8, the image generating module 22
generates the echo image based on the output sample
outputted from the synthesizing module 27.

[Regarding Echo Image Generated by Underwater De-
tecting Device of This Modification]

[0097] Here, the echo image generated by the under-
water detecting device according to this modification will
be described. However, before that, the first echo image
generated by only using the first samples, the second
echo image generated by only using the second samples,
and the echo image generated by the underwater detect-
ing device 1 of the above embodiment are described.
Note that, each of these echo images indicates an ex-
ample where a plurality of single fishes existing in a com-
paratively dense condition are displayed.
[0098] Fig. 21 is a view illustrating one example of the
first echo image in a state where single fishes exist in a
dense condition. Moreover, Fig. 22 is a view illustrating
one example of the second echo image in a state where
single fishes exist in a dense condition. Fig. 23 is a view
illustrating one example of the echo image generated by
the underwater detecting device in Fig. 1, in a state where
single fishes exist in a dense condition.
[0099] In the first echo image, even in the state where
single fishes exist underwater in a dense condition, as
illustrated in Fig. 21, echo image components of the re-
spective single fishes resolved by high resolution are dis-
played. On the other hand, in the second echo image, in
the state where single fishes exist underwater in a dense
condition, as illustrated in Fig. 22, echoes of single fishes
close to each other interfere to cancel or enhance each
other. As a result, in the echo image generated based
on the output samples synthesized by the synthesizing
module 21 of the underwater detecting device 1 of the
above embodiment, as illustrated in Fig. 23, the echo
image components of the single fishes which are re-
solved by high resolution (see Fig. 21) are partially re-
moved, causing severe deterioration in the visibility of
the echo image components.
[0100] In this regard, with the synthesizing module 27
of this modification, by operating as described above,
even when the plurality of single fishes exist in a dense
condition, as illustrated in Fig. 24, the echo image com-
ponents of the respective single fishes which are re-
solved by high resolution are displayed without the above
defects, and the false image which may be caused near
the water bottom can be removed.
[0101] Fig. 25 is a chart in which the echo signal gen-
erated based on the output samples by the synthesizing
module 21 of the underwater detecting device 1 of the
above embodiment in a certain ping is superimposed on
the high resolution signal and the filtered echo signal in
Fig. 20. Moreover, Fig. 26 is a chart in which the echo
signal generated based on the output samples by the
synthesizing module 27 of the underwater detecting de-
vice of this modification in a certain ping is superimposed
on the high resolution signal and the filtered echo signal
in Fig. 20.
[0102] In the case of the underwater detecting device
1 of the above embodiment, since the sample with lower
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echo intensity between the first and second samples is
selected (waveform indicated by the thick line in Fig. 25),
for example, when a plurality of single fishes exist in a
dense condition, the following situation may occur. Spe-
cifically, in a part of the filtered echo signal generated
based on the second samples corresponding to a depth
range where the single fishes are densely concentrated
(a range from R13 to about R17 in Fig. 25), the echo
intensity of the echo signal may be lower than parts of
the high resolution signal generated based on the first
samples and caused by single fishes, respectively (R13,
R14, R15, R16 and R17 in Fig. 25). Thus, with the under-
water detecting device 1, sharp peaks caused by single
fishes are clipped as illustrated in Fig. 25.
[0103] On the other hand, with the synthesizing module
27 of this modification, one of the corresponding first and
second samples is selected based on the comparison of
the intensity of the first sample with the intensity of the
second sample. Thus, it can be avoided that the peaks
caused by the single fishes are clipped.
[0104] Specifically, with the synthesizing module 27 of
this modification, as described above, the first sample is
selected in each zone where the depth range width ΔDm
is comparatively narrow among the plurality of first zones
(zones where the intensity of the first sample is higher
than that of the second sample). As illustrated in Fig. 26,
in the high resolution signal generated based on the first
samples, since each part caused by a single fish forms
a comparatively sharp peak waveform (R14, R15, R16
and R17 in Fig. 26), the depth range width ΔDm of the
first zone tends to become narrow. Thus, in the zone
where the depth range width ΔDm is comparatively nar-
row, by selecting the first sample, it can suitably be avoid-
ed that the sharp peaks caused by the single fishes are
clipped.
[0105] Further, the processings at S14 and S16 de-
scribed above are performed by the synthesizing module
27 of this modification. Specifically, among the plurality
of first zones, the first sample is selected within each first
zone within which the first sample with the highest inten-
sity is not on the boundary with the second zone adjacent
thereto and the maximum value among the ratios be-
tween the intensities of the corresponding first and sec-
ond samples is the threshold Thr2 or lower.
[0106] When the first sample with the highest intensity
is not on the boundary described above, there is a pos-
sibility that a peak caused by a single fish exists within
the first zone including the first sample. Therefore, such
first zones become target zones where the first sample
may be selected. Further, the first sample is selected
within each first zone where the maximum value among
the ratios between the intensities of the first and second
samples is the threshold Thr2 or lower among these tar-
get zones. Within a range where a plurality of single fishes
densely concentrate, although the echoes caused by the
plurality of single fishes interfere to cancel or enhance
each other, the influence thereof is about twice the level
of the echo intensity caused by each single fish at most.

In other words, when the ratio between the intensities of
the first and second samples is extremely large, the first
sample can be considered as not corresponding to the
echo caused by the single fish. Therefore, by selecting
the first sample within each first zone where the maximum
value among the ratios between the intensities of the first
and second samples is the threshold Thr2 or lower
among the target zones described above, among the
peaks caused by the single fishes, it can be avoided that
a peak (e.g., the high resolution signal within the first
zone R13 in Fig. 26) that is not significantly sharp is
clipped.
[0107] As described above, with the underwater de-
tecting device 1 of the above embodiment, when the sin-
gle fishes exist in a dense condition, the peaks of the
single fishes resolved by high resolution are clipped,
causing deterioration in the visibility thereof in the echo
image (see Figs. 23 and 25). On the other hand, with the
underwater detecting device of this modification, the
peaks of the single fishes resolved by high resolution are
displayed in the echo image without defect (see Figs. 24
and 26). Therefore, with the underwater detecting device
of this modification, even in the state where the target
objects exist in a dense condition, the high resolution of
the target objects can be maintained and, similar to the
above embodiment, the false image which is caused near
the water bottom can be reduced.
[0108] Note that, in this modification, the processings
from S14 to S18 in Fig. 19 may be omitted. In this case,
in the echo signal caused by the target objects, although
the echo having a peak in a wide depth range width is
clipped, the echo having a peak in a narrow depth range
width can, similar to the case described above, be avoid-
ed from being clipped. Moreover, S12 and S13 in Fig. 19
may be omitted in this modification.
[0109] Furthermore, in this modification, the example
of applying the signal processor to the underwater de-
tecting device is described; however, without limiting to
this, it is also applicable to a radar, a sonar, etc.

Claims

1. A signal processor (10, 10a, 10b, 10c, 10d, 10e) for
processing a target echo signal obtained based on
a reflection wave caused by a reflection of a trans-
mission wave on a target object, comprising:

a filtering module (20) configured to generate a
filtered echo signal by extracting echo signal
components within a predetermined frequency
band from the target echo signal;
a high resolution signal generating unit (16, 16a,
16b) configured to generate a high resolution
signal based on the target echo signal, the high
resolution signal having higher resolution than
the filtered echo signal; and
a synthesizing module (21, 23, 21a, 27) config-
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ured to synthesize the filtered echo signal with
the high resolution signal;
characterized in that
the synthesizing module (21, 23, 21a, 27) in-
cludes a zone discriminating submodule (27a)
configured to partition a distance range into a
first zone where the intensity of a first sample
sampled from the high resolution signal is the
same as or higher than the intensity of a second
sample sampled from the filtered echo signal,
said first and second samples being corre-
sponding samples, and a second zone where
the intensity of the first sample is lower than the
intensity of the second sample, said distance
range corresponding to a time length from trans-
mission of the transmission wave until reception
of the reflection wave.

2. The signal processor (10, 10a, 10b, 10c, 10d. 10e)
of claim 1, wherein
the synthesizing module (21, 23, 21a, 27) synthesiz-
es the filtered echo signal with the high resolution
signal based on an intensity of the filtered echo signal
and an intensity of the high resolution signal.

3. The signal processor (10, 10a, 10b, 10c, 10d. 10e)
of claim 2, wherein
the synthesizing module (21, 23, 21a, 27) synthesiz-
es the filtered echo signal with the high resolution
signal based on an intensity of the first sample and
an intensity of the second sample.

4. The signal processor (10, 10a, 10b, 10c, lOd, 10e)
of claim 3, wherein
the synthesizing module (21, 23, 21a, 27) synthesiz-
es the filtered echo signal with the high resolution
signal by selecting a sample with a lowest intensity
between the first and second samples.

5. The signal processor (10, 10a, 10b, 10c, 10d, 10e)
of claim 3, wherein
the synthesizing module (21, 23, 21a, 27) synthesiz-
es the filtered echo signal with the high resolution
signal by adding a value obtained by multiplying the
first sample by a first coefficient to a value obtained
by multiplying the second sample by a second coef-
ficient.

6. The signal processor (10, 10a, 10b, 10c, 10d, 10e)
of claim 3, wherein
the synthesizing module (21, 23, 21a, 27) selects
one of the first sample and the second sample based
on a comparison between the intensities of the first
and second samples.

7. The signal processor (10, 10a, 10b, 10c, 10d, 10e)
of claim 6, wherein

the synthesizing module (21, 23, 21a, 27) se-
lects among a plurality of said first zones the first
sample for a first zone having a length smaller
than a predetermined threshold.

8. The signal processor (10, 10a, 10b, 10c, 10d, 10e)
of claim 6, wherein
the synthesizing module (21, 23, 21a, 27) selects
among a plurality of said first zones the first sample
for a first zone when a first sample with a highest
intensity among first samples within said first zone
is at a position other than at a boundary of said first
zone with the second zone adjacent thereto and
when a maximum value among ratios between first
and second corresponding samples within said first
zone is lower than a predetermined threshold.

9. The signal processor (10, 10a, 10b, 10c, 10d, 10e)
of any one of claims 1 to 8, wherein
the high resolution signal generating unit (16, 16a,
16b) includes:

an inverse filtering module (11) configured to
perform inverse filtering of the target echo sig-
nal; and
an intensity spectrum calculating module (15)
configured to calculate an intensity spectrum of
the inverse-filtered target echo signal.

10. The signal processor (10, 10a, 10b, 10c, 10d, 10e)
of any one of claims 1 to 8, wherein
the high resolution signal generating unit (16, 16a,
16b) includes a pulse compressing module (17) con-
figured to perform pulse compression of the target
echo signal.

11. An underwater detecting device (1), comprising:

a receiver (2) configured to receive a target echo
signal to be processed, the target echo signal
being caused by an acoustic wave transmitted
underwater;
the signal processor (10, 10a, 10b, 10c, lOd,
lOe) described in any one of claims 1 to 10, con-
figured to process the target echo signal re-
ceived by the receiver (2); and
a display unit (4) configured to display a synthe-
sized signal generated by the synthesizing mod-
ule (21, 23, 21a, 27) of the signal processor (10,
10a, 10b, 10c, 10d, 10e).

12. The underwater detecting device (1) of claim 11,
wherein
the signal processor (10, 10a, 10b, 10c, 10d, 10e)
further includes:

a water bottom detecting module (25) config-
ured to detect a depth position of a water bottom;
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and
a synthesizing range specifying module (26)
configured to specify a target range within which
the synthesizing module (21, 23, 21a, 27) of the
signal processor (10, 10a, 10b, 10c, 10d, 10e)
synthesizes the filtered echo signal with the high
resolution signal, the target range being a pre-
determined depth range including the depth po-
sition of the water bottom detected by the water
bottom detecting module (25).

13. A radar apparatus (1a), comprising:

an antenna (31) configured to receive a target
echo signal to be processed;
the signal processor (10, 10a, 10b, 10c, 10d,
10e) described in any one of claims 1 to 10, con-
figured to process the target echo signal re-
ceived by the antenna (31); and
a display unit (4) configured to display a synthe-
sized signal generated by the synthesizing mod-
ule (21, 23, 21a, 27) of the signal processor (10,
10a, 10b, 10c, 10d, 10e).

14. A method of processing a target echo signal obtained
based on a reflection wave caused by a reflection of
a transmission wave on a target object, comprising:

generating a filtered echo signal by extracting
echo signal components within a predetermined
frequency band from the target echo signal;
generating a high resolution signal based on the
target echo signal, the high resolution signal
having higher resolution than the filtered echo
signal; and
synthesizing the filtered echo signal with the
high resolution signal
characterized by further comprising
partitioning a distance range into a first zone
where the intensity of a first sample sampled
from the high resolution signal is the same as or
higher than the intensity of a second sample
sampled from the filtered echo signal, said first
and second samples being corresponding sam-
ples, and a second zone where the intensity of
the first sample is lower than the intensity of the
second sample, said distance range corre-
sponding to a time length from transmission of
the transmission wave until reception of the re-
flection wave.

15. Computer readable media configured to store a com-
puter executable program in a non-transitory man-
ner, which upon execution by a processor of a com-
puter causes the computer to process target echo
signal by the method of claim 14.

Patentansprüche

1. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e), um
ein Zielechosignal zu verarbeiten, das basierend auf
einer Reflexionswelle erhalten wird, die durch eine
Reflexion einer Übertragungswelle auf einem Ziel-
objekt hervorgerufen wird, umfassend:

ein Filtermodul (20), das dafür eingerichtet ist,
ein gefiltertes Echosignal zu erzeugen, indem
Echosignalkomponenten innerhalb eines vor-
bestimmten Frequenzbandes von dem Ziel-
echosignal extrahiert werden;
eine Signale mit hoher Auflösung erzeugende
Einheit (16, 16a, 16b), die dafür eingerichtet ist,
basierend auf dem Zielechosignal ein Signal mit
hoher Auflösung zu erzeugen, wobei das Signal
mit hoher Auflösung eine höhere Auflösung als
das gefilterte Echosignal aufweist; und
ein Synthetisiermodul (21, 23, 21a, 27), das da-
für eingerichtet ist, das gefilterte Echosignal mit
dem Signal mit hoher Auflösung zu synthetisie-
ren;
dadurch gekennzeichnet, dass
das Synthetisiermodul (21, 23, 21a, 27) ein Zo-
nen unterscheidendes Submodul (27a) enthält,
das dafür eingerichtet ist, einen Distanzbereich
in eine erste Zone zu unterteilen, wo die Inten-
sität einer ersten Abtastung, die von dem Signal
mit hoher Auflösung abgetastet wird, die Glei-
che wie oder höher als die Intensität einer zwei-
ten Abtastung ist, die von dem gefilterten Echo-
signal abgetastet wird, wobei die erste und zwei-
te Abtastung entsprechende Abtastungen sind,
und eine zweite Zone, wo die Intensität der ers-
ten Abtastung niedriger als die Intensität der
zweiten Abtastung ist, wobei der Distanzbereich
einer Zeitdauer von einer Übertragung der Über-
tragungswelle bis zu einem Empfang der Refle-
xionswelle entspricht.

2. Signalprozessor (10, 10a, 10b, 10c. 10d, 10e) nach
Anspruch 1, wobei das Synthetisiermodul (21, 23,
21a, 27) das gefilterte Echosignal mit dem Signal mit
hoher Auflösung basierend auf einer Intensität des
gefilterten Echosignals und einer Intensität des Sig-
nals mit hoher Auflösung synthetisiert.

3. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
Anspruch 2, wobei das Synthetisiermodul (21, 23,
21a, 27) das gefilterte Echosignal mit dem Signal mit
hoher Auflösung basierend auf einer Intensität der
ersten Abtastung und einer Intensität der zweiten
Abtastung synthetisiert.

4. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
Anspruch 3, wobei das Synthetisiermodul (21, 23,
21a, 27) das gefilterte Echosignal mit dem Signal mit
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hoher Auflösung synthetisiert, indem eine Abtastung
mit einer niedrigsten Intensität zwischen der ersten
und zweiten Abtastung auswählt.

5. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
Anspruch 3, wobei das Synthetisiermodul (21, 23,
21a, 27) das gefilterte Echosignal mit dem Signal mit
hoher Auflösung synthetisiert, indem ein Wert, der
durch Multiplizieren der ersten Abtastung mit einem
ersten Koeffizienten erhalten wird, zu einem Wert
addiert wird, der durch Multiplizieren der zweiten Ab-
tastung mit einem zweiten Koeffizienten erhalten
wird.

6. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
Anspruch 3, wobei das Synthetisiermodul (21, 23,
21a, 27) basierend auf einem Vergleich zwischen
den Intensitäten der ersten und zweiten Abtastung
eine der ersten Abtastung und der zweiten Abtas-
tung auswählt.

7. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
Anspruch 6, wobei das Synthetisiermodul (21, 23,
21a, 27) unter einer Vielzahl der ersten Zonen die
erste Abtastung für eine erste Zone mit einer gerin-
geren Dauer als eine vorbestimmte Schwelle aus-
wählt.

8. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
Anspruch 6, wobei
das Synthetisiermodul (21, 23, 21a, 27) unter einer
Vielzahl der ersten Zonen die erste Abtastung für
eine erste Zone auswählt, wenn eine erste Abtas-
tung mit einer höchsten Intensität unter ersten Ab-
tastungen innerhalb der ersten Zone bei einer ande-
ren Position als bei einer Grenze der ersten Zone
mit der dazu benachbarten zweiten Zone liegt und
wenn ein maximaler Wert unter Verhältnissen zwi-
schen ersten und zweiten entsprechenden Abtas-
tungen innerhalb der ersten Zone niedriger als eine
vorbestimmte Schwelle ist.

9. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
einem der Ansprüche 1 bis 8, wobei
die Signale mit hoher Auflösung erzeugende Einheit
(16, 16a, 16b) enthält:

ein inverses Filtermodul (11), das dafür einge-
richtet ist, eine inverse Filterung des Zielecho-
signals auszuführen; und
ein Intensitätsspektren berechnendes Modul
(15), das dafür eingerichtet ist, ein Intensitäts-
spektrum des invers gefilterten Zielechosignals
zu berechnen.

10. Signalprozessor (10, 10a, 10b, 10c, 10d, 10e) nach
einem der Ansprüche 1 bis 8, wobei
die Signale mit hoher Auflösung erzeugende Einheit

(16, 16a, 16b) ein Pulskompressionsmodul (17) ent-
hält, das dafür eingerichtet ist, eine Pulskompressi-
on des Zielechosignals auszuführen.

11. Unterwassererkennungsvorrichtung (1), umfas-
send:

einen Empfänger (2), der dafür eingerichtet ist,
ein zu verarbeitendes Zielechosignal zu emp-
fangen, wobei das Zielechosignal durch eine un-
ter Wasser übertragene akustische Welle her-
vorgerufen wird;
den in einem der Ansprüche 1 bis 10 beschrie-
benen Signalprozessor (10, 10a, 10b, 10c, 10d,
10e), der dafür eingerichtet ist, das durch den
Empfänger (2) empfangene Zielechosignal zu
verarbeiten; und
eine Anzeigeeinheit (4), die dafür eingerichtet
ist, ein durch das Synthetisiermodul (21, 23,
21a, 27) des Signalprozessors (10, 10a, 10b,
10c, 10d, 10e) erzeugtes synthetisiertes Signal
anzuzeigen.

12. Unterwassererkennungsvorrichtung (1) nach An-
spruch 11, wobei
der Signalprozessor (10, 10a, 10b, 10c, 10d, 10e)
ferner enthält:

ein Gewässerboden-Erkennungsmodul (25),
das dafür eingerichtet ist, eine Tiefenposition ei-
nes Gewässerbodens zu erkennen; und
ein Synthetisierbereiche spezfizierendes Modul
(26), das dafür eingerichtet ist, einen Zielbereich
zu spezifizieren, innerhalb dessen das Synthe-
tisiermodul (21, 23, 21a, 27) des Signalprozes-
sors (10, 10a, 10b, 10c, 10d, 10e) das gefilterte
Echosignal mit dem Signal mit hoher Auflösung
synthetisiert, wobei der Zielbereich ein vorbe-
stimmter Tiefenbereich einschließlich der Tie-
fenposition des Gewässerbodens ist, die durch
das Gewässerboden-Erkennungsmodul (25)
erkannt wird.

13. Radarvorrichtung (1a), umfassend:

eine Antenne (31), die dafür eingerichtet ist, ein
zu verarbeitendes Zielechosignal zu empfan-
gen;
den in einem der Ansprüche 1 bis 10 beschrie-
benen Signalprozessor (10, 10a, 10b, 10c, 10d,
10e), der dafür eingerichtet ist, das durch die
Antenne (31) empfangene Zielechosignal zu
verarbeiten; und
eine Anzeigeeinheit (4), die dafür eingerichtet
ist, ein durch das Synthetisiermodul (21, 23,
21a, 27) des Signalprozessors (10, 10a, 10b,
10c, 10d, 10e) erzeugtes synthetisiertes Signal
anzuzeigen.
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14. Verfahren zum Verarbeiten eines Zielechosignals,
das basierend auf einer Reflexionswelle erhalten
wird, die durch eine Reflexion einer Übertragungs-
welle auf einem Zielobjekt hervorgerufen wird, um-
fassend:

Erzeugen eines gefilterten Echosignals, indem
Echosignalkomponenten innerhalb eines vor-
bestimmten Frequenzbandes von dem Ziel-
echosignal extrahiert werden;
Erzeugen, basierend auf dem Zielechosignal,
eines Signals mit hoher Auflösung, wobei das
Signal mit hoher Auflösung eine höhere Auflö-
sung als das gefilterte Echosignal aufweist; und
Synthetisieren des gefilterten Echosignals mit
dem Signal mit hoher Auflösung;
gekennzeichnet, indem es ferner umfasst:

Unterteilen eines Distanzbereichs in eine
erste Zone, wo die Intensität einer ersten
Abtastung, die von dem Signal mit hoher
Auflösung abgetastet wird, die Gleiche wie
oder höher als die Intensität einer zweiten
Abtastung ist, die von dem gefilterten Echo-
signal abgetastet wird, wobei die erste und
zweite Abtastung entsprechende Abtastun-
gen sind, und eine zweite Zone, wo die In-
tensität der ersten Abtastung niedriger als
die Intensität der zweiten Abtastung ist, wo-
bei der Distanzbereich einer Zeitdauer von
einer Übertragung der Übertragungswelle
bis zu einem Empfang der Reflexionswelle
entspricht.

15. Computerlesbare Medien, dafür eingerichtet sind,
ein von einem Computer ausführbares Programm in
einer nicht-transitorischen Art und Weise zu spei-
chern, welches bei Empfang durch einen Prozessor
eines Computers den Computer veranlasst, ein Zie-
lechosignal nach dem Verfahren nach Anspruch 14
zu verarbeiten.

Revendications

1. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) pour traiter un signal d’écho cible ob-
tenu sur la base d’une onde de réflexion provoquée
par une réflexion d’une onde de transmission sur un
objet cible, comprenant :

un module filtrant (20) conçu pour générer un
signal d’écho filtré, en extrayant du signal d’écho
cible des éléments de signal d’écho à l’intérieur
d’une bande de fréquences prédéterminée ;
une unité génératrice de signal haute résolution
(16, 16a, 16b) conçue pour générer un signal
haute résolution sur la base du signal d’écho

cible, le signal haute résolution présentant une
résolution plus élevée que le signal d’écho filtré ;
et
un module synthétiseur (21, 23, 21a, 27) conçu
pour synthétiser le signal d’écho filtré avec le
signal haute résolution ;
caractérisé en ce que le module synthétiseur
(21, 23, 21a, 27) contient un sous-module dis-
criminateur de zone (27a) conçu pour diviser
une plage de distances en une première zone
où l’intensité d’un premier échantillon prélevé
dans le signal haute résolution est la même que
ou supérieure à l’intensité d’un second échan-
tillon prélevé dans le signal d’écho filtré, les pre-
mier et second échantillons étant des échan-
tillons correspondants, et une seconde zone où
l’intensité du premier échantillon est inférieure
à l’intensité du second échantillon, ladite plage
de distances correspondant à une durée qui
s’écoule de la transmission de l’onde de trans-
mission jusqu’à la réception de l’onde de ré-
flexion.

2. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 1, dans lequel le
module synthétiseur (21, 23, 21a, 27) synthétise le
signal d’écho filtré avec le signal haute résolution
sur la base d’une intensité du signal d’écho filtré et
d’une intensité du signal haute résolution.

3. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 2, dans lequel le
module synthétiseur (21, 23, 21a, 27) synthétise le
signal d’écho filtré avec le signal haute résolution
sur la base d’une intensité du premier échantillon et
d’une intensité du second échantillon.

4. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 3, dans lequel le
module synthétiseur (21, 23, 21a, 27) synthétise le
signal d’écho filtré avec le signal haute résolution en
sélectionnant un échantillon avec une intensité mi-
nimale, entre les premier et second échantillons.

5. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 3, dans lequel le
module synthétiseur (21, 23, 21a, 27) synthétise le
signal d’écho filtré avec le signal haute résolution en
ajoutant une valeur obtenue en multipliant le premier
échantillon par un premier coefficient, à une valeur
obtenue en multipliant le second échantillon par un
second coefficient.

6. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 3, dans lequel le
module synthétiseur (21, 23, 21a, 27) sélectionne
l’un des premier et second échantillons sur la base
d’une comparaison entre les intensités des premier
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et second échantillons.

7. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 6, dans lequel le
module synthétiseur (21, 23, 21a, 27) sélectionne,
parmi plusieurs desdites premières zones, le pre-
mier échantillon pour une première zone présentant
une longueur plus petite qu’un seuil prédéterminé.

8. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de la revendication 6, dans lequel le
module synthétiseur (21, 23, 21a, 27) sélectionne,
parmi plusieurs desdites premières zones, le pre-
mier échantillon pour une première zone quand un
premier échantillon avec une intensité maximale
parmi des premiers échantillons à l’intérieur de la
première zone se trouve à un endroit autre qu’une
limite de ladite première zone avec la seconde zone
adjacente, et quand une valeur maximale parmi des
rapports entre des premier et second échantillons
correspondants à l’intérieur de la première zone est
inférieure à un seuil prédéterminé.

9. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de l’une quelconque des revendica-
tions 1 à 8, dans lequel
l’unité génératrice de signal haute résolution (16,
16a, 16b) contient :

un module de filtrage inverse (11) conçu pour
effectuer un filtrage inverse du signal d’écho
cible ; et
un module de calcul de spectre d’intensité (15)
conçu pour calculer un spectre d’intensité du si-
gnal d’écho cible soumis au filtrage inversé.

10. Dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) de l’une quelconque des revendica-
tions 1 à 8, dans lequel l’unité génératrice de signal
haute résolution (16, 16a, 16b) contient un module
de compression d’impulsions (17) conçu pour effec-
tuer une compression d’impulsions du signal d’écho
cible.

11. Dispositif de détection subaquatique (1)
comprenant :

un récepteur (2) conçu pour recevoir un signal
d’écho cible à traiter, le signal d’écho cible étant
provoqué par une onde acoustique transmise
sous l’eau ;
le dispositif de traitement de signaux (10, 10a,
10b, 10c, 10d, 10e) décrit dans l’une quelconque
des revendications 1 à 10, conçu pour traiter le
signal d’écho cible reçu par le récepteur (2) ; et
un dispositif d’affichage (4) conçu pour afficher
un signal synthétisé généré par le module syn-
thétiseur (21, 23, 21a, 27) du dispositif de trai-

tement de signaux (10, 10a, 10b, 10c, 10d, 10e).

12. Dispositif de détection subaquatique (1) de la reven-
dication 11, dans lequel
le dispositif de traitement de signaux (10, 10a, 10b,
10c, 10d, 10e) contient également :

un module de détection de fond d’eau (25) conçu
pour détecter une position de profondeur d’un
fond d’eau ; et
un module spécificateur de plage de synthèse
(26) conçu pour spécifier une plage cible à l’in-
térieur de laquelle le module de synthèse (21,
23, 21a, 27) du dispositif de traitement de si-
gnaux (10, 10a, 10b, 10c, 10d, 10e) synthétise
le signal d’écho filtré avec le signal haute réso-
lution, la plage cible étant une plage de profon-
deur prédéterminée contenant la position de
profondeur de fond d’eau détectée par le module
de détection de fond d’eau (25).

13. Appareil radar (1a) comprenant :

une antenne (31) conçue pour recevoir un signal
d’écho cible à traiter ;
le dispositif de traitement de signaux (10, 10a,
10b, 10c, 10d, 10e) décrit dans l’une quelconque
des revendications 1 à 10, conçu pour traiter le
signal d’écho cible reçu par l’antenne (31) ; et
un dispositif d’affichage (4) conçu pour afficher
un signal synthétisé généré par le module syn-
thétiseur (21, 23, 21a, 27) du dispositif de trai-
tement de signal (10, 10a, 10b, 10c, 10d, 10e).

14. Procédé de traitement d’un signal écho cible obtenu
sur la base d’une onde de réflexion provoquée par
une réflexion d’une onde de transmission sur un ob-
jet cible, comprenant :

la production d’un signal d’écho filtré, en ex-
trayant du signal d’écho cible des éléments de
signal d’écho à l’intérieur d’une bande de fré-
quences prédéterminée ;
la production d’un signal haute résolution sur la
base du signal d’écho cible, le signal haute ré-
solution présentant une résolution plus élevée
que le signal d’écho filtré ; et
la synthèse du signal d’écho filtré avec le signal
haute résolution ;
caractérisé en ce qu’il comprend également
la division d’une plage de distances en une pre-
mière zone où l’intensité d’un premier échan-
tillon prélevé dans le signal haute résolution est
la même que ou supérieure à l’intensité d’un se-
cond échantillon prélevé dans le signal d’écho
filtré, les premier et second échantillons étant
des échantillons correspondants, et une secon-
de zone où l’intensité du premier échantillon est
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inférieure à l’intensité du second échantillon, la-
dite plage de distances correspondant à une du-
rée qui s’écoule de la transmission de l’onde de
transmission jusqu’à la réception de l’onde de
réflexion.

15. Support lisible par ordinateur, conçu pour stocker de
manière non transitoire un programme exécutable
par ordinateur qui, lorsqu’il est exécuté par un pro-
cesseur d’un ordinateur, amène l’ordinateur à traiter
un signal d’écho cible avec le procédé de la reven-
dication 14.
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