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Description

Technical Field

[0001] The present invention relates to a light-guiding device that converts an input beam bundle made of a plurality
of input beams to an output beam bundle made of a plurality of output beams. The present invention also relates to a
method of producing such a light-guiding device and to an LD module including such a light-guiding device.

Background Art

[0002] LD modules are widely used for the purpose of coupling a laser beam emitted from an LD (Laser Diode) element
(semiconductor laser element) to an optical fiber. Among such LD modules, a micro-optical device disclosed in Patent
Literature 1 has been known as a light-guiding device that guides a laser beam emitted from each of a plurality of LED
elements to an optical fiber.
[0003] Fig. 16 is a perspective view of a micro-optical device 10 disclosed in Patent Literature 1. As illustrated in Fig.
16, the micro-optical device 10 includes a base plate 11, an LD bar 12, a cylindrical lens 13, a first mirror row 14, and
a second mirror row 15.
[0004] The LD bar 12 includes a plurality of LD elements aligned along an x axis and emits laser beams in a z-axis
positive direction from the plurality of LD elements, respectively. The laser beams emitted in the z-axis positive direction
from the plurality of LD elements, respectively, have respective optical axes that are aligned along the x axis within a
first plane parallel to a zx plane.
[0005] Note that propagation directions of the laser beams emitted from the LD elements, respectively, are dispersed
in directions in a range of 6 θx around the z-axis positive direction at the center. On this account, the micro-optical
device 10 is arranged such that the laser beams emitted from the LD elements, respectively, are collimated by the
cylindrical lens 13 that is provided so as to face an emission edge surface of the LD bar 12 (i.e., the propagation directions
are converged in the z-axis positive direction).
[0006] The first mirror row 14 is a mirror row in which mirror surfaces 14a are combined. The mirror surfaces 14a are
opposed to the LD elements, respectively, which constitute the LD bar 12. Each of the laser beams emitted from the LD
elements in the z-axis positive direction, respectively, is reflected into a y-axis positive direction by a corresponding
mirror surface 14a which is opposed to a corresponding one of the LD element. Meanwhile, the second mirror row 15
is a mirror row in which mirror surfaces 15a are combined. The mirror surfaces 15a are opposed to the mirror surfaces
14a, respectively, which constitute the first mirror row 14. Each of the laser beams having been reflected into the y-axis
positive direction by the mirror surfaces 14a, respectively, is further reflected into an x-axis positive direction by a
corresponding mirror surface 15a which is opposed to one of the mirror surface 14a that has reflected the laser beam.
[0007] Note that, mirror surfaces 14a and 15a that reflect a laser beam emitted from an (i+1)th LD element (as counted
in a direction from an x-axis positive side to an x-axis negative side) are provided on a z-axis negative direction side of
mirror surfaces 14a and 15b that reflect a laser beam emitted from an i-th LD element (as counted in the direction from
the x-axis positive side to the x-axis negative side). On this account, optical axes of the laser beams reflected by the
mirror surfaces 15a are aligned along a z axis in a second plane that is parallel to the zx plane. This second plain is at
a position on a y-axis positive direction side of the first plane as described above.
[0008] In this way, the micro-optical device 10 functions to convert a first beam bundle made of laser beams propagating
in the z-axis positive direction in which the laser beams are emitted from the LD elements constituting the LD bar 12, to
a second beam bundle made of laser beams propagating in an x-axis direction into which the laser beams are reflected
by the mirror surfaces 15a constituting the second mirror row 15. The second beam bundle that is to be outputted from
the micro-optical device 10 (hereinafter, referred to as "output beam bundle") is converged on an incident edge surface
of an optical fiber by, for example, a lens (not illustrated).

Citation List

Patent Literature

[0009] Patent Literature 1 Japanese Patent Application Publication, Tokukai, No. 2004-252428 (Publication Date:
September 9, 2004)
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Summary of Invention

Technical Problem

[0010] However, in the conventional micro-optical device 10, it is inevitable that propagation directions of laser beams
constituting an output beam bundle vary in a case where propagation directions of laser beams emitted from respective
LD elements vary (the propagation directions are unevenly inclined). This is because the propagation directions of the
laser beams constituting the output beam bundle cannot be individually adjusted due to a configuration in which the
mirror surfaces 14a for reflecting the laser beams emitted from the LD elements are combined as the mirror row 14 and
the mirror surfaces 15a for further reflecting the laser beams are combined as the mirror row 15. Variation of the
propagation directions of the laser beams constituting the output beam bundle makes it difficult to converge the output
beam bundle on an incident edge surface of an optical fiber, and consequently becomes a factor that hinders realization
of a higher output and a higher efficiency.
[0011] This problem is particularly prominent in a multi-chip LD module. The multi-chip LD module indicates an LD
module that has, as a light source, a plurality of LD chips each including one LD element. It is apparent that, in such a
multi-chip LD module that requires mounting each LD chip individually, variation of propagation directions of laser beams
emitted from respective LD chips easily occurs.
[0012] Note that in a case where inclinations of the propagation directions of the laser beams emitted from the LD
elements, respectively, are uniform, it is possible to make laser beams constituting the output beam bundle to propagate
in a predetermined direction by adjusting an inclination of the mirror row 14. However, it is difficult to maintain such an
inclination of the mirror row 14, for the following reason.
[0013] That is, it is difficult to maintain the inclination because a thickness of an adhesive layer interposed between
the mirror row 14 and the base plate 11 needs to be made non-uniform in a case where the mirror row 14 in an inclined
state is adhered to the base plate 11. Accordingly, when the adhesive layer is cured, non-uniform cure shrinkage occurs.
This consequently changes the inclination of the mirror row 14. Further, even after the adhesive layer is cured, non-
uniform thermal expansion/thermal shrinkage occurs in accordance with a temperature increase/temperature decrease.
This consequently changes the inclination of the mirror row 14.
[0014] The present invention is attained in view of the above problems. An object of the present invention is to provide
(i) a light-guiding device that converts an input beam bundle made of a plurality of input beams to an output beam bundle
made of a plurality of output beams, which light-guiding device is capable of adjusting propagation directions of the
output beams into a predetermined direction even in a case where propagation directions of the input beams are inclined
non-uniformly or uniformly, and also (ii) an LD module capable of realizing a higher output and a higher efficiency by
use of the light-guiding device.

Solution to Problem

[0015] A light-guiding device of the present invention is a light-guiding device that converts an input beam bundle
made of a plurality of input beams to an output beam bundle made of a plurality of output beams, including: double
mirrors which (i) correspond to the respective input beams and (ii) are separated from each other, each of the double
mirrors being made of a first mirror that is mounted on a certain flat surface and a second mirror that is mounted on the
first mirror, the first mirror having a first reflective surface which (i) reflects a corresponding one of the input beams and
(ii) is arranged so that there is an angle of θ1 between the certain flat surface and the first reflective surface, the second
mirror having a second reflective surface which (i) reflects the corresponding one of the input beams which has been
reflected by the first reflective surface and (ii) is arranged so that there is an angle of θ2 between the certain flat surface
and the second reflective surface, the θ1 satisfying the following expression: (90°-θangle)=-θ2y32-(90°-ϕ1)32-(90°-θ13
2), and θ1≠45, and the θ2 satisfying the following expression: (90°-ϕ2)=-θ1y32-(90°-θ232), and θ2≠45°, where (i) θangle
is an angle between the corresponding one of the input beams and a corresponding one of the output beams, (ii) ϕ1 is
an angle between an optical axis of the corresponding one of the input beams and a normal of the certain flat surface,
(iii) ϕ2 is an angle between an optical axis of the corresponding one of the output beams and the normal of the certain
flat surface, (iv) θ 1y is a rotation angle which shows how much the first mirror has rotated from a first reference direction
around the normal of the certain flat surface serving as a rotation axis, which first reference direction is a direction of
the first mirror while an orthogonal projection of a normal vector of the first reflective surface onto the certain flat surface
is parallel to an orthogonal projection of the optical axis of the corresponding one of the input beams onto the certain
flat surface, and (v) θ2y is a rotation angle which shows how much the second mirror has rotated from a second reference
direction around the normal of the certain flat surface serving as a rotation axis, which second reference direction is a
direction of the second mirror while an orthogonal projection of a normal
vector of the second reflective surface onto the certain flat surface is orthogonal to the orthogonal projection of the optical
axis of the corresponding one of the input beams onto the certain flat surface.
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[0016] An LD module including: a plurality of LD elements; and a light-guiding device that converts an input beam
bundle made of a plurality of laser beams that have respectively been emitted from the plurality of LD elements, to an
output beam bundle made of a plurality of output beams, the light guiding device including double mirrors which (i)
correspond to the respective LD elements and (ii) are separated from each other, each of the double mirrors being made
of a first mirror that is mounted on a certain flat surface and a second mirror that is mounted on the first mirror, the first
mirror having a first reflective surface which (i) reflects a corresponding one of the laser beams which has been emitted
from a corresponding one of the LD elements and (ii) is arranged so that there is an angle of θ1 between the certain flat
surface and the first reflective surface, the second mirror having a second reflective surface which (i) reflects the corre-
sponding one of the laser beams which has been reflected by the first reflective surface and (ii) is arranged so that there
is an angle of θ2 between the certain flat surface and the second reflective surface, the θ1 satisfying the following
expression: (90°-θangle)=-θ2y32-(90°-ϕ1)32-(90°-θ132), and θ1≠45, and the θ2 satisfying the following expression:
(90°-ϕ2)=-θ1y32-(90°-θ232), and θ2≠45°, where (i) θangle is an angle between the corresponding one of the laser beams
and a corresponding one of the output beams, (ii) ϕ 1 is an angle between an optical axis of the corresponding one of
the laser beams and a normal of the certain flat surface, (iii) ϕ 2 is an angle between an optical axis of the corresponding
one of the output beams and the normal of the certain flat surface, (iv) θ1y is a rotation angle which shows how much
the first mirror has rotated from a first reference direction around the normal of the certain flat surface serving as a
rotation axis, which first reference direction is a direction of the first mirror while an orthogonal projection of a normal
vector of the first reflective surface onto the certain flat surface is parallel to an orthogonal projection of the optical axis
of the corresponding one of the laser beams onto the certain flat surface, and (v) θ2y is a rotation angle which shows
how much the second mirror has rotated from a second reference direction around the normal of the certain flat surface
serving as a rotation axis, which second reference direction is a direction of the second mirror while an orthogonal
projection of a normal vector of the second reflective surface onto the certain flat surface is orthogonal to the orthogonal
projection of the optical axis of the corresponding one of the laser beams onto the certain flat surface.

Advantageous Effects of Invention

[0017] The present invention makes it possible to provide (i) a light-guiding device capable of adjusting propagation
directions of output beams into a predetermined direction even in a case where propagation directions of the input beams
are inclined non-uniformly or uniformly, and also (ii) an LD module capable of realizing a higher output and a higher
efficiency by use of the light-guiding device.

Brief Description of Drawings

[0018]

Fig. 1 is a top view illustrating a configuration of an LD module according to one embodiment not in accordance
with the claimed invention.
Fig. 2 is a perspective view illustrating a configuration of a unit optical system provided in the LD module illustrated
in Fig. 1.
Fig. 3 is a perspective view illustrating a configuration of a double mirror provided in the LD module illustrated in Fig. 1.
Fig. 4 is a view for illustrating that minute rotation of a first mirror and a second mirror provided in the double mirror
illustrated in Fig. 3 causes minute rotation of a propagation direction of an output beam.
Fig. 5 is a top view illustrating a configuration of an LD module in a case where an adjustment method shown in
Fig. 6 is carried out.
Fig. 6 is a flow chart illustrating a method of adjusting orientations and positions of the first mirror and the second
mirror provided in the double mirror illustrated in Fig. 3.
(a) of Fig. 7 is a top view (upper part) and a front view (lower part) each illustrating, as an example, a state of the
double mirror prior to a first-mirror rotating step in the flow chart of Fig. 6. (b) of Fig. 7 is a top view (upper part) and
a front view (lower part) each illustrating, as an example, a state of the double mirror after the first-mirror rotating step.
(a) of Fig. 8 is a top view (upper part) and a side view (lower part) each illustrating, as an example, a state of the
double mirror prior to a second-mirror rotating step in the flow chart of Fig. 6. (b) of Fig. 8 is a top view (upper part)
and a side view (lower part) each illustrating, as an example, a state of the double mirror after the second-mirror
rotating step.
(a) of Fig. 9 is a side view illustrating, as an example, a state of the double mirror prior to a first-mirror sliding step
in the flow chart shown in Fig. 6. (b) of Fig. 9 is a side view illustrating, as an example, a state of the double mirror
after the first-mirror sliding step.
(a) of Fig. 10 is a front view illustrating, as an example, a state of the double mirror prior to a second-mirror sliding
step in the flow chart shown in Fig. 6. (b) of Fig. 10 is a front view illustrating, as an example, a state of the double
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mirror after the second-mirror sliding step.
Fig. 11 is a view illustrating positions of output beams that serve as adjustment targets at the time when the adjustment
method shown in Fig. 6 is carried out.
Fig. 12 is a top view illustrating a first variation of the LD module illustrated in Fig. 1.
Fig. 13 is a top view illustrating a second variation of the LD module illustrated in Fig. 1.
Fig. 14 is a top view illustrating a third variation of the LD module illustrated in Fig. 1 in accordance with the claimed
invention.
Fig. 15 is a top view illustrating a fourth variation of the LD module illustrated in Fig. 1 in accordance with the claimed
invention.
Fig. 16 is a perspective view illustrating a configuration of a conventional micro-optical device.

Description of Embodiments

[0019] The following discusses an LD module according to one embodiment, with reference to drawings.

[Configuration of LD Module]

[0020] The following discusses a configuration of an LD module 1, with reference to Fig. 1. Fig. 1 is a top view illustrating
the configuration of the LD module 1.
[0021] The LD module 1 is a module for coupling laser beams emitted from N LD chips LD1 to LD 10 (N = 10 in the
present embodiment) to an optical fiber OF. Note that in the present embodiment, the number N of the LD chips provided
in the LD module 1 is 10, but in the present invention, the number is not limited to 10. In other words, the number N of
LD chips provided in the LD module 1 can be any integer of two or more.
[0022] As illustrated in Fig. 1, the LD module 1 includes, in addition to the N LD chips LD1 to LD10, N F-axis collimating
lenses FAC1 to FAC10, N S-axis collimating lenses SAC1 to SAC10, N double mirrors M1 to M10, a base plate B, an
F-axis light collecting lens FL, and an S-axis light collecting lens SL. All of the LD chips LD1 to L10, the F-axis collimating
lenses FAC1 to FAC10, the S-axis collimating lenses SAC1 to SAC10, the double mirrors M1 to M10, the F-axis light
collecting lens FL, and the S-axis light collecting lens SL are mounted on the base plate B directly or via a mount (not
illustrated).
[0023] In the LD module 1, the base plate B, the F-axis collimating lenses FAC1 to FAC10, the S-axis collimating
lenses SAC1 to SAC10, and the double mirrors M1 to M10 constitute a light-guiding device corresponding to the con-
ventional micro-optical device 10 (see Fig. 16). This light-guiding device, like the conventional micro-optical device 10,
functions to convert an input beam bundle made of laser beams (hereinafter, also referred to as "input beams") that are
emitted from the LD chips LD 1 to LD10 and propagating in a z-axis positive direction, to an output beam bundle made
of laser beams (hereinafter, also referred to as "output beams") that propagates in an x-axis negative direction.
[0024] In a light path of this output beam bundle, the F-axis light collecting lens FL and the S-axis light collecting lens
SL are provided. The F-axis light collecting lens FL refracts the output beams constituting the output beam bundle so
that intervals of the output beams become the smallest at an incident edge surface of the optical fiber OF (preferably,
0). Further, the S-axis light collecting lens SL converges the output beams constituting the output beam bundle so that
a beam diameter in a y-axis direction becomes minimum (preferably, 0) at the incident edge surface of the optical fiber OF
[0025] As illustrated in Fig. 1, the LD module 1 includes an optical system, as a unit, that includes an LD chip LDi, an
F-axis collimating lens FACi, an S-axis collimating lens SACi, and a double mirror Mi. Fig. 1 illustrates, as an example,
a unit optical system S1 which includes the LD chip LD1, the F-axis collimating lens FAC1, the S-axis collimating lens
SAC1, and the double mirror M1.

[Configuration of Unit Optical System]

[0026] The following discusses a configuration of a unit optical system Si provided in the LD module 1, with reference
to Fig. 2. Fig. 2 is a perspective view illustrating a configuration of the unit optical system Si. As illustrated in Fig. 2, the
unit optical system Si includes an LD chip LDi, an F-axis collimating lens FACi, an S-axis collimating lens SACi, and a
double mirror Mi.
[0027] The LD chip LDi is mounted on the base plate B so that an active layer becomes parallel to a zx plane and an
emission edge surface faces in the z-axis positive direction. Accordingly, a laser beam emitted from this LD chip LDi
has a propagation direction that is parallel to the z-axis positive direction, an F axis that is parallel to a y axis, and an S
axis that is parallel to an x axis.
[0028] Note that the N LD chips LD1 to LD10 are aligned along the x axis, as illustrated in Fig. 1. Therefore, optical
axes of the laser beams emitted in the z-axis positive direction from the LD chips LDi are aligned in parallel to one
another along the x axis in a first plane that is parallel to the zx plane.
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[0029] In a light path of the laser beam emitted from the LD chip LDi, the F-axis collimating lens FACi and the S-axis
collimating lens SACi are provided. The F-axis collimating lens FACi is a lens for reducing, by collimation, a divergence
of the laser beam emitted from the LD chip LDi in an F-axis direction. Meanwhile, the S-axis collimating lens SACi is a
lens for reducing, by collimation, a divergence of the laser beam emitted from the LD chip LDi in an S-axis direction.
The laser beam having transmitted the F-axis collimating lens FACi and the S-axis collimating lens SACi becomes a
collimated beam whose propagation direction is converged in the z-axis positive direction. Note that in a case where
the divergence of the laser beam emitted from the LD chip LDi in the S-axis direction is sufficiently small, the S-axis
collimating lens SACi can be omitted.
[0030] In the light path of the laser beam emitted from the LD chip LDi, the double mirror Mi is further provided. The
double mirror Mi is made of first mirror Mi1 mounted on the base plate B and a second mirror Mi2 mounted on the first
mirror Mi1. The first mirror Mi1 reflects the laser beam emitted from the LD chip LDi, and changes the propagation
direction of the laser beam from the z-axis positive direction to a y-axis positive direction. The first mirror Mi1 is also
called a "flip-up mirror". Further, the second mirror Mi2 reflects the laser beam that has been reflected by the first mirror
Mi1 so that the propagation direction of the laser beam is changed from the y-axis positive direction to the x-axis negative
direction. The second mirror Mi2 is also called a "folding mirror".
[0031] Note that as illustrated in Fig. 1, a double mirror Mi+1 that reflects a laser beam emitted from an (i+1)th LD
element Di+1 (as counted in a direction from the x-axis negative side to the x-axis positive side) is provided on a z-axis
negative direction side of a double mirror Mi that reflects a laser beam emitted from an i-th LD element Di (as counted
in the direction from the x-axis positive side to the x-axis negative side). On this account, optical axes of the laser beams
reflected by these double mirrors Mi are aligned along a z axis in a second plane that is parallel to the zx plane. This
second plain is at a position that is on a y-axis positive direction side of the first plane as described above.

[Configuration of Double Mirror]

[0032] The following discusses a configuration of the double mirror Mi provided in the LD module 1, with reference to
Fig. 3. Fig. 3 is a perspective view illustrating the configuration of the double mirror Mi. As illustrated in Fig. 3, the double
mirror Mi is made of a first mirror Mi1 and a second mirror Mi2.
[0033] The first mirror Mi1 is a polyhedral structure that has a bottom surface A1, a top surface B1 parallel to the
bottom surface A1, and a reflective surface S1. The reflective surface S1 and the bottom surface A1 makes an angle of
45°, as illustrated in Fig. 3.
[0034] The first mirror Mi1 is mounted on the base plate B so that the bottom surface A1 abuts a top surface of the
base plate B (see Fig. 2). As a result, a normal vector of the reflective surface S1 of the first mirror Mi1 (an outward
normal vector pointing toward outside the first mirror Mi1 from the reflective surface S1) and a normal vector of the top
surface (zx plane) of the base plate B (an outward normal vector pointing toward outside the base plate B from the top
surface of the base plate B) makes an angle of 45°. Further, an orientation of the first mirror Mi1 is determined so that
a normal of the reflective surface S1 becomes parallel to a yz plane. As a result, the reflective surface S1 of the first
mirror Mi1 reflects an incident laser beam from the z-axis negative direction into the y-axis positive direction.
[0035] The second mirror Mi2 is a polyhedral structure that has at least a bottom surface A2 and a reflective surface
S2. The reflective surface S2 and the bottom surface A2 makes an angle of 45° as illustrated in Fig. 3.
[0036] The second mirror Mi2 is mounted on the first mirror Mi1 so that the bottom surface A2 abuts the top surface
B1 of the first mirror Mi1. As a result, a normal vector of the reflective surface S2 of the second mirror Mi2 (an outward
normal vector pointing toward outside the second mirror Mi2 from the reflective surface S2) and the normal vector of
the top surface (zx plane) of the base plate B (an outward normal vector pointing toward outside the base plate B from
the top surface of the base plate B) makes an angle of 135°. Further, an orientation of the second mirror Mi2 is determined
so that a normal of the reflective surface S2 becomes parallel to an xy plane. As a result, the reflective surface S2 of
the second mirror Mi2 reflects an incident laser beam from a y-axis negative direction into the x-axis negative direction.
[0037] The LD module 1 allows a propagation direction of an output beam to coincide with the x-axis negative direction,
by adjusting the orientations of the first mirror Mi1 and the second mirror Mi2 that constitute each double mirror Mi. This
is because minute rotation of the first mirror Mi1 around the y axis as a rotation axis causes minute rotation of the
propagation direction of the output beam and minute rotation of the second mirror Mi2 around the y axis as a rotation
axis causes minute rotation of the propagation direction of the output beam.
[0038] Further, in the LD module 1, optical axes of output beams can be aligned at equal intervals within a plane
parallel to the xz plane, by adjusting positions of the first mirror Mi1 and the second mirror Mi2 that constitute each
double mirror Mi. This is for the following reason: when the first mirror Mi1 is translated in the z-axis positive direction
or in the z-axis negative direction, the optical axes of the output beams are translated in the z-axis positive direction or
in the z-axis negative direction; and when the second mirror Mi2 is translated in the x-axis positive direction or in the x-
axis negative direction, the optical axes of the output beams are translated in the y-axis positive direction or in the y-
axis negative direction.
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[0039] Note that in the present embodiment, a first aim of such adjustment is to make propagation directions of the
output beams constituting the output beam bundle coincide with the x-axis negative direction. However, the present
invention is not limited to this. In other words, it is sufficient if it is possible to make the propagation directions of the
output beams constituting the output beam coincide with a certain direction and this certain direction is not limited to the
x-axis negative direction.
[0040] Further, in the present embodiment, a second aim of such adjustment is to align optical axes of the output
beams constituting the output beam bundle at equal intervals in a plane parallel to the zx plane. However, the present
invention is not limited to this. In other words, it is sufficient if it is possible to align the optical axes of the output beams
constituting the output beam bundle at equal intervals in a certain plane and this certain plane is not limited to the plane
parallel to the zx plane.

[Reason Why Minute Rotation of Mirrors Causes Rotation of Output Beam]

[0041] The following discusses a reason why minute rotation of the first mirror Mi1 and the second mirror Mi2 causes
minute rotation of the output beam, with reference to Fig. 4.
[0042] On the assumption that a directional vector of an incident light (input beam) incident on the first reflective surface
S1 is L, a directional vector L’ of a reflected light outgoing from the first reflective surface S1 can be expressed as follows:

where n1 is the normal vector of the first reflective surface S1 and (L·n1) is an inner product of the directional vector L
and the normal vector n1.
[0043] Similarly, on the assumption that a directional vector of an incident light (input beam) incident on the second
reflective surface S2 is L’, a directional vector L" of a reflected light (output beam) outgoing from the second reflective
surface S2 can be expressed as follows:

where n2 is the normal vector of the second reflective surface S2 and (L’·n2) is an inner product of the directional vector
L’ and the normal vector n2.
[0044] Accordingly, when the directional vector of the incident light incident on the first reflective surface S1 is L, the
directional vector L" of the reflected light outgoing from the second reflective surface S2 can be expressed as follows:

 As for the normal vectors, when the first mirror Mi1 is rotated by θy = θ1 around the y axis as a rotation angle, the normal
vector n1 of the first reflective surface S1 changes from n1 = (1/2)1/2(0, 1, -1) to n1 = (1/2)1/2(-sinθ1, 1, -cosθ1). Further,
when the second mirror Mi2 is rotated by θy = θ2 around the y axis as a rotation axis, the normal vector n2 of the second
reflective surface S2 changes from n2 = (1/2)1/2(-1, -1, 0) to n2 = (1/2)1/2(-cosθ2, -1, sinθ2).
[0045] In this case, respective components (L"x, L"y, L"z) of the directional vector L" of the reflected light outgoing
from the second reflective surface S2 are given as follows according to the expression (3):
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[0046] In a case where θ1 and θ2 are sufficiently small, the following approximations are possible: sinθ1 ≈ θ1, cosθ ≈
1, sinθ2 ≈ θ2, and cosθ2 ≈ 1. When these approximated values are substituted into the expressions (4) to (6), the following
expression that approximates the directional vector L" of the reflected light outgoing from the second reflective surface
S2 can be obtained in disregard of minute amounts (θ12, θ22, θ1 3 θ2, etc.) of second or higher degree.

[0047] The following is clear from this expression (7). That is, when the first mirror Mi1 is minutely rotated by θy = θ1
around the y axis as a rotation axis, the directional vector L" of the reflected light outgoing from the second reflective
surface S2 minutely rotates by θz = θ1 around the z axis as a rotation axis, as illustrated in Fig. 4. Meanwhile, when the
second mirror Mi2 is minutely rotated by θy = θ2 around the y axis as a rotation axis, the directional vector L" of the
reflected light outgoing from the second reflective surface S2 minutely rotates by θy = θ2 around the y axis as a rotation
axis, as illustrated in Fig. 4.

[Method of Adjusting Orientations and Positions of Mirrors]

[0048] The following discusses a method of adjusting an orientation and a position of each of the first mirror Mi1 and
the second mirror Mi2, with reference to Figs. 5 to 11 not in accordance with the claimed invention. Fig. 5 is a top view
illustrating a configuration of the LD module 1 in a case where this adjustment method is carried out. Fig. 6 is a flow
chart illustrating a flow of the adjustment method. Figs. 7 to 10 are views illustrating, respectively, steps of the adjustment
method. Fig. 11 is a view illustrating positions of output beams that serve as adjustment targets in the adjustment method.
[0049] The present adjustment method is carried out by use of an optical monitor device OM, as illustrated in Fig. 5.
The optical monitor device OM is a device for detecting orientations and positions of incident laser beams. This optical
monitor device OM is provided in the light path of the output beam bundle at the time when the present adjustment
method is carried out. Further, the present adjustment method is carried out in a state where the bottom surface of the
first mirror Mi1, to which bottom surface an adhesive is applied, is mounted on the base plate B, and the bottom surface
of the second mirror Mi2, to which bottom surface an adhesive is applied, is mounted on the first mirror Mi1. These
adhesives are cured by UV light or the like after the present adjustment method is carried out.
[0050] As illustrated in Fig. 6, the present adjustment method is carried out by repeating for each double mirror Mi a
first-mirror rotating step T1, a second-mirror rotating step T2, a first-mirror sliding step T3, and a second-mirror sliding
step T4.
[0051] The first-mirror rotating step T1 is a step in which a propagation direction of an output beam is minutely rotated
around the z axis as a rotation axis by causing minute rotation of the first mirror Mi1 around the y axis as a rotation axis.
More specifically, in this step T1, the first mirror Mi1 is minutely rotated (rotation around the y axis as a rotation axis) by
use of a rotation stage so that an inclination (an inclination caused by the rotation around the z axis as a rotation axis)
of the output beam which inclination is detected by the optical monitor device OM becomes the smallest (preferably, 0).
[0052] (a) of Fig. 7 is a top view (upper part) and a front view (lower part) each illustrating, as an example, a state of
the double mirror Mi prior to the first-mirror rotating step T1. (b) of Fig. 7 is a top view (upper part) and a front view (lower
part) each illustrating, as an example, a state of the double mirror Mi after the first-mirror rotating step T1. As illustrated
in the lower part of (a) of Fig. 7, in a case where the propagation direction of the output beam has been minutely rotated
by Δθz from an x-axis direction around the z axis as a rotation axis, the first mirror Mi1 is minutely rotated around the y
axis as a rotation axis as illustrated in the upper part of (a) of Fig. 7. This makes the propagation direction of the output
beam coincide with the x-axis negative direction as illustrated in the lower part of (b) of Fig. 7.
[0053] The second-mirror rotating step T2 is a step in which the propagation direction of the output beam is minutely
rotated around the y axis as a rotation axis by causing minute rotation of the second mirror Mi2 around the y axis as a
rotation axis. More specifically, in this step T2, the first mirror Mi2 is minutely rotated (rotation around the y axis as a
rotation axis) by use of a rotation stage so that an inclination (an inclination caused by the rotation around the y axis as
a rotation axis) of the output beam which inclination is detected by the optical monitor device OM becomes the smallest
(preferably, 0).
[0054] (a) of Fig. 8 is a top view (upper part) and a side view (lower part) each illustrating, as an example, a state of
the double mirror Mi prior to the second-mirror rotating step T2. (b) of Fig. 8 is a top view (upper part) and a side view
(lower part) each illustrating, as an example, a state of the double mirror Mi after the second-mirror rotating step T2. As
illustrated in the upper part of (a) of Fig. 8, in a case where the propagation direction of the output beam has been
minutely rotated by Δθy from the x-axis direction around the y axis as a rotation axis, the second mirror Mi2 is minutely
rotated around the y axis as a rotation axis, as illustrated in the upper part of (a) of Fig. 8. This makes the propagation
direction of the output beam coincide with the x-axis negative direction, as illustrated in the upper part of (b) of Fig. 8.
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[0055] The first aim of the adjustment is to make propagation directions of respective output beams constituting an
output beam bundle coincide with the x-axis negative direction, and this first aim of the adjustment can be achieved by
carrying out the first-mirror rotating step T1 and the second-mirror rotating step T2.
[0056] The first-mirror sliding step T3 is a step in which an optical axis of the output beam is translated in parallel to
the z axis, by translating the first mirror Mi1 in parallel to the z axis. More specifically, this step T3 is a step in which the
first mirror Mi1 is translated in parallel to the z axis by use of a position controlling stage so that a z-coordinate of the
output beam which is detected by the optical monitor device OM becomes a predetermined adjustment target value.
[0057] (a) of Fig. 9 is a side view illustrating, as an example, a state of the double mirror Mi prior to the first-mirror
sliding step T3. (b) of Fig. 9 is a side view illustrating, as an example, a state of the double mirror Mi after the first-mirror
sliding step T3. As illustrated in (a) of Fig. 9, in a case where the optical axis of the output beam has been shifted by Δz
in the z-axis positive direction, the first mirror Mi1 is translated in the z-axis negative direction. This eliminates such a
shift of the optical axis of the output beam in the z-axis direction, as illustrated in (b) of Fig. 9.
[0058] The second-mirror sliding step T4 is a step in which the optical axis of the output beam is translated in parallel
to the y axis, by translating the second mirror Mi2 in parallel to the x axis. More specifically, this step T4 is a step in
which the second mirror Mi2 is translated in parallel to the x axis by use of a position controlling stage so that a y-
coordinate of the output beam detected by the optical monitor device OM becomes a predetermined adjustment target
value.
[0059] (a) of Fig. 10 is a front view illustrating, as an example, a state of the double mirror Mi prior to the second-mirror
sliding step T4. (b) of Fig. 10 is a front view illustrating, as an example, a state of the double mirror Mi after the second-
mirror sliding step T4. As illustrated in (a) of Fig. 10, in a case where an optical axis of an output beam has been shifted
by Δy in the y-axis positive direction, the second mirror Mi2 is translated in the x-axis positive direction. This eliminates
such a shift of the optical axis of the output beam in the y-axis direction, as illustrated in (b) of Fig. 10.
[0060] The second aim of the adjustment is to align optical axes of the respective output beams constituting the output
beam bundle at equal intervals in a plane that is parallel to the zx plane, and this second aim of the adjustment can be
achieved by carrying out the first-mirror sliding step T3 and the second-mirror sliding step T4.
[0061] In a case where the second aim of the adjustment is to align the optical axes of the respective output beams
constituting the output beam bundle within a plane that is parallel to the zx plane, the adjustment target values that are
to be referred to in the first-mirror sliding step T3 and the second-mirror sliding step T4 should be determined as illustrated
in Fig. 11. That is, the adjustment target values should be determined so that beam spots Li of the respective output
beams are aligned at equal intervals on the z axis on a light-receiving surface of the optical monitor device OM.
[0062] Note that, as illustrated in Fig. 6, the first-mirror sliding step T3 and the second-mirror sliding step T4 are
preferably carried out after the propagation directions of the respective output beams constituting the output beam bundle
are made parallel to one another by carrying out the first-mirror rotating step T1 and the second-mirror rotating step T2.
However, the order in which the first-mirror rotating step T1 and the second-mirror rotating step T2 are carried out and
the order in which the first-mirror sliding step T3 and the second-mirror sliding step T4 are carried out are not limited to
those shown in Fig. 6. In other words, it is possible to employ a configuration in which the first-mirror rotating step T1 is
carried out after the second-mirror rotating step T2 is carried out and/or a configuration in which the first-mirror sliding
step T3 is carried out after the second-mirror sliding step T4 is carried out.
[0063] Further, in a case where an adhesive is used for fixing the first mirror Mi1 to the base plate B and for fixing the
second mirror Mi2 to the first mirror Mi1, it is preferable to fix the first mirror Mi1 and the second mirror Mi2 as follows.
That is, after the adhesive is applied between the bottom surface of the first mirror Mi1 and the top surface of the base
plate B and between the bottom surface of the second mirror Mi2 and the top surface of the first mirror Mi1, the first-
mirror rotating step T1, the second-mirror rotating step T2, the first-mirror sliding step T3, and the second-mirror sliding
step T4 are carried out. Note, however, that in a period in which these steps T1 to T4 are carried out and in a period
from the end of these steps through the completion of curing of the adhesive, the top surface and the bottom surface of
the first mirror Mi1, the top surface of the base plate B, and the bottom surface of the second mirror Mi2 are kept in a
state in which the bottom surface of the first mirror Mi1 and the top surface of the base plate B are parallel to each other
and the bottom surface of the second mirror Mi2 and the top surface of the first mirror Mi1 are parallel to each other.
This makes it possible to uniformize a thickness of an adhesive layer formed between the bottom surface of the first
mirror Mi1 and the top surface of the base plate B and a thickness of an adhesive layer formed between the bottom
surface of the second mirror Mi2 and the top surface of the first mirror Mi1.
[0064] If the thickness of the adhesive layer formed between the top surface of the base plate B and the bottom surface
of the first mirror Mi1 is uniform, an amount of expansion or shrinkage becomes equal at any position even in a case
where the adhesive layer expands or shrinks. Accordingly, even in a case where the adhesive layer expands or shrinks,
only parallel shift of the first mirror Mi1 occurs in a direction that is orthogonal to the top surface of the base plate B (a
thickness direction of the adhesive layer), and the top surface of the base plate B and the bottom surface of the first
mirror Mi1 stay parallel to each other. Similarly, if the thickness of the adhesive layer formed between the top surface
of the first mirror Mi1 and the bottom surface of the second mirror Mi2 is uniform, only parallel shift of the second mirror
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Mi2 occurs in a direction that is orthogonal to the top surface of the first mirror Mi1, and the top surface of the first mirror
Mi1 and the bottom surface of the second mirror Mi2 stay parallel to each other even in a case where the adhesive layer
expands or shrinks. Accordingly, if the thickness of each of these adhesive layers is uniform, it is possible to avoid the
occurrence of, for example, a case where a propagation direction of an output beam inclines or a case where alignment
of the optical axes of the output beams is lost even in a case where the adhesive layers shrink or expand. Note that
possible shrinkage or expansion of these adhesive layers are cure shrinkage that may occur when the adhesive is cured,
a thermal expansion that may occur after the adhesive is cured, a thermal shrinkage, swelling, or the like.
[0065] Furthermore, preferably, each of the thickness of the adhesive layer formed between the top surface of the
base plate B and the bottom surface of the first mirror Mi1 and the thickness of the adhesive layer formed between the
top surface of the first mirror Mi1 and the bottom surface of the second mirror Mi2 is made as small as possible in a
range that can ensure a required adhesive force. A smaller thickness of each of these adhesive layers results in a smaller
amount of change in thickness that occurs in a case where each of these adhesive layers expands or shrinks. This
consequently makes it easily to keep the top surface of the base plate B and the bottom surface of the first mirror Mi1
parallel to each other and also keep the top surface of the first mirror Mi1 and the bottom surface of the second mirror
Mi2 parallel to each other. Particularly, it is preferable that each of (a) the thickness of the adhesive layer formed between
the top surface of the base plate B and the bottom surface of the first mirror Mi1 and (b) the thickness of the adhesive
layer formed between the top surface of the first mirror Mi1 and the bottom surface of the second mirror Mi2 be smaller
than a tolerance of the base plate B (more specifically, a tolerance of a thickness of the base plate B) and also be smaller
than a dimensional tolerance of the double mirror Mi (more specifically, a tolerance of a thickness of the first mirror Mi1
or a thickness of the second mirror Mi2). In this case, an amount of change in thickness that occurs in a case where
each of the adhesive layers expands or shrinks becomes also smaller than each of the dimensional tolerance of the
double mirror Mi and the dimensional tolerance of the base plate B (in general, the amount of change in thickness of
each of the adhesive layers is smaller than the thickness of each of the adhesive layers). Therefore, even in a case
where these adhesive layers expand or shrink, a degree of parallelism of the top surface of the base plate B and the
bottom surface of the first mirror Mi1 and a degree of parallelism of the top surface of the first mirror Mi1 and the bottom
surface of the second mirror Mi2 never become lower than a degree accepted in designing regardless of whether or not
the thicknesses of the adhesive layers are uniform.

[Variation 1]

[0066] Note that although the present embodiment has discussed a configuration where the LD chips LD1 to LD10
are provided along the x axis, the claimed invention is not limited to this configuration.
[0067] For example, as illustrated in Fig. 12, the LD chips LD1 to LD10 each may be provided obliquely in a manner
such that a light path length from an LD chip LDi to a double mirror Mi becomes constant. In this case, it is possible to
reduce a size of the base plate B as illustrated in Fig. 12.
[0068] Alternatively, as illustrated in Fig. 13, the LD chips LD1 to LD10 may be provided along an oblique line in a
manner such that a light path length from an LD chip LDi to the F-axis light collecting lens FL becomes constant. In this
case, beam radii of the laser beams incident on the F-axis light collecting lens L become the same. Accordingly, the
output beam bundle can be converged more precisely.

[Variation 2]

[0069] Note that the present embodiment has discussed a configuration where a reflective surface S1 of a first mirror
Mi1 and a top surface of a base plate B in each double mirror Mi makes an angle θ1 of 45° (an outward normal vector
pointing toward outside the first mirror Mi1 from the reflective surface S1 and an outward normal vector pointing toward
outside the base plate B from the top surface makes an angle of 45°) not in accordance with the claimed invention.
[0070] Alternatively, according to an embodiment of the claimed invention, as illustrated in Fig. 14, the angle θ1 between
the reflective surface S1 of the first mirror Mi1 and the top surface of the base plate B does not need to be 45°, but can
be an angle that satisfies the following expression:
[0071] (90°-θangle)=-θ2y32-(90°-ϕ1)32-(90°-θ132) where (i) ϕ1 is an angle between (a) an optical axis of a laser
beam emitted from an LD chip LDi (in the present embodiment, an optical axis of the laser beam which has been
transmitted through an F-axis collimating lens FACi and an S-axis collimating lens SACi) and (b) a normal of the top
surface of the base plate B, (ii) θangle is an angle between (a) the optical axis of the laser beam emitted from the LD chip
LDi and (b) an optical axis of a laser beam incident on an optical fiber OF (in the present embodiment, an optical axis
of the laser beam before the laser beam enters an F-axis light collecting lens FL and an S-axis light collecting SL), and
(iii) θ 2y is a rotation angle of a second mirror Mi2 of a double mirror Mi. To describe the rotation angle θ2y more
specifically, the rotation angle θ2y is an angle which shows how much the second mirror Mi2 has rotated from a reference
direction around a y axis (axis orthogonal to the top surface of the base plate) serving as a rotation axis, which reference
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direction is a direction of the double mirror Mi while an orthogonal projection of a normal vector n2 of the reflective surface
S2 onto the top surface of the base plate is orthogonal to an orthogonal projection of the optical axis of the laser beam
emitted from the LD chip LDi onto the top surface of the base plate.
[0072] Note also that the present embodiment has discussed a configuration where a reflective surface S2 of a second
mirror Mi2 and a top surface of a base plate B in each double mirror Mi makes an angle θ2 of 45° (an outward normal
vector pointing toward outside the second mirror Mi2 from the reflective surface S2 and an outward normal vector pointing
toward outside the base plate B from the top surface makes an angle of 135°). However, the present invention is not
limited to this configuration.
[0073] Alternatively, according to an embodiment of the claimed invention, as illustrated in Fig. 15, the angle θ2 between
the reflective surface S2 of the second mirror Mi2 and the top surface of the base plate B does not need to be 45°, but
can be an angle that satisfies the following expression:

where (i) ϕ2 is an angle between (a) an optical axis of a laser beam incident on an optical fiber OF (in the present
embodiment, an optical axis of the laser beam before the laser beam enters an F-axis light collecting lens FL and an S-
axis light collecting SL) and (b) a normal of the top surface of the base plate B, (ii) θangle is an angle between (a) an
optical axis of a laser beam emitted from an LD chip LDi (in the present embodiment, an optical axis of the laser beam
which has been transmitted through an F-axis collimating lens FACi and a S-axis collimating lens SACi) and (b) the
optical axis of the laser beam incident on the optical fiber OF, and (iii) θ1y is a rotation angle of a first mirror Mi1 of a
double mirror Mi. To describe the rotation angle θ 1y more specifically, the rotation angle θ1y is an angle which shows
how much the first mirror Mi1 has rotated from a reference direction around a y axis (axis orthogonal to the top surface
of the base plate)serving
as a rotation axis, which reference direction is a direction of the double mirror Mi while an orthogonal projection of a
normal vector n1 of the reflective surface S1 onto the top surface of the base plate is parallel to an orthogonal projection
of the optical axis of the laser beam emitted from the LD chip LDi onto the top surface of the base plate.

[Summary]

[0074] A light-guiding device according to the claimed invention is a light-guiding device that converts an input beam
bundle made of a plurality of input beams to an output beam bundle made of a plurality of output beams, including:
double mirrors which (i) correspond to the respective input beams and (ii) are separated from each other, each of the
double mirrors being made of a first mirror that is mounted on a certain flat surface and a second mirror that is mounted
on the first mirror, the first mirror having a first reflective surface which (i) reflects a corresponding one of the input beams
and (ii) is arranged so that there is an angle of θ1 between the certain flat surface and the first reflective surface, the
second mirror having a second reflective surface which (i) reflects the corresponding one of the input beams which has
been reflected by the first reflective surface and (ii) is arranged so that there is an angle of θ2 between the certain flat
surface and the second reflective surface, the θ1 satisfying the following expression: (90°-θangle)=-θ2y32-(90°-ϕ 1)
32-(90°- θ 1 3 2), and θ 1≠45, and the θ2 satisfying the following expression: (90°-ϕ2) =-θ1y32-(90°-θ232), and θ2≠45°,
where (i) θangle is an angle between the corresponding one of the input beams and a corresponding one of the output
beams, (ii) ϕ1 is an angle between an optical axis of the corresponding one of the input beams and a normal of the
certain flat surface, (iii) ϕ2 is an angle between an optical axis of the corresponding one of the output beams and the
normal of the certain flat surface, (iv) θ1y is a rotation angle which shows how much the first mirror has rotated from a
first reference direction around the normal of the certain flat surface serving as a rotation axis, which first reference
direction is a direction of the first mirror while an orthogonal projection of a normal vector of the first reflective surface
onto the certain flat surface is parallel to an orthogonal projection of the optical axis of the corresponding one of the input
beams onto the certain flat surface, and (v) θ2y is a rotation angle which shows how much the second mirror has rotated
from a second reference direction around the normal of the certain flat surface serving as a rotation axis, which second
reference direction is a direction of the second mirror while an orthogonal projection of a normal vector of the second
reflective surface onto the certain flat surface is orthogonal to the orthogonal projection of the optical axis of the corre-
sponding one of the input beams onto
the certain flat surface.
[0075] In the above configuration, the first reflective surface for reflecting a corresponding one of the input beams is
provided to the first mirror mounted on the certain flat surface. Further, the second reflective surface for reflecting the
input beam reflected by the first reflective surface is provided to the second mirror mounted on the first mirror. Accordingly,
a propagation direction of each of the output beams can be freely adjusted by rotating each of the first mirror and the
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second mirror. For example, even in a case where a propagation direction of an input beam is inclined, a propagation
direction of a corresponding output beam can be adjusted into a predetermined direction. Furthermore, a position of an
optical axis of each of the output beams can also be freely adjusted by sliding each of the first mirror and the second
mirror. In so doing, (i) it is not necessary that a light source or the like for emitting the input beam is provided so that the
optical axis of the input beam is parallel to the certain flat surface or (ii) it is not necessary that an optical fiber or the like
for receiving the output beam is provided so that the optical axis of the output beam is parallel to the certain flat surface.
[0076] Moreover, in the above configuration, the double mirrors correspond to the respective input beams. Further,
these double mirrors are separated from each other. Accordingly, a propagation direction of each of the output beams
can be adjusted independently from propagation directions of the other output beams. This makes it possible to adjust
the propagation directions of the output beams into a predetermined direction even in a case where the propagation
directions of the input beams vary. In addition, it also becomes possible to adjust a position of an optical axis of each of
the output beams independently from positions of optical axes of the other output beams.
[0077] In the light-guiding device according to the present embodiment, preferably, in each of the double mirrors,
respective orientations of the first mirror and the second mirror are adjusted so that propagation directions of the output
beams constituting the output beam bundle coincide with a certain direction.
[0078] The above configuration makes it possible to obtain an output beam bundle that can be converged precisely
through a convex lens or the like.
[0079] In the light-guiding device according to the present embodiment, preferably, in each of the double mirrors,
respective positions of the first mirror and the second mirror are adjusted so that optical axes of the output beams
constituting the output beam bundle are aligned at equal intervals within a certain plane.
[0080] The above configuration makes it possible to obtain an output beam bundle that can be converged more
precisely.
[0081] In the light-guiding device according to the claimed invention, preferably, the certain flat surface and a bottom
surface of the first mirror are adhered to each other via an adhesive layer formed between the certain flat surface and
the bottom surface, the adhesive layer having a uniform thickness; and a top surface of the first mirror and a bottom
surface of the second mirror are adhered to each other via an adhesive layer formed between the top surface of the first
mirror and the bottom surface of the second mirror, the adhesive layer having a uniform thickness.
[0082] According to the above configuration, even in a case where an adhesive layer formed between the certain flat
surface and the bottom surface of the first mirror expands or shrinks, an amount of expansion or shrinkage becomes
equal at any position. Accordingly, even in a case where the adhesive layer expands or shrinks, only parallel shift of the
first mirror occurs in a direction that is orthogonal to the top surface of the certain flat surface (a thickness direction of
the adhesive layer), and the top surface of the certain flat surface and the bottom surface of the first mirror stay parallel
to each other. Similarly, even in a case where an adhesive layer formed between the top surface of the first mirror and
the bottom surface of the second mirror expands or shrinks, only parallel shift of the second mirror occurs in a direction
that is orthogonal to the top surface of the first mirror, and the top surface of the first mirror and the bottom surface of
the second mirror stay parallel to each other. Accordingly, if the thickness of each of these adhesive layers is uniform,
it is possible to avoid the occurrence of, for example, a case where a propagation direction of an output beam inclines
or a case where alignment of the optical axes of the output beams is lost even in a case where the adhesive layers
shrink or expand. Note that possible shrinkage or expansion of these adhesive layers are cure shrinkage that may occur
when the adhesive is cured, a thermal expansion that may occur after the adhesive is cured, a thermal shrinkage,
swelling, or the like.
[0083] In the light-guiding device according to the claimed invention, preferably, a thickness of an adhesive layer
formed between the certain flat surface and a
bottom surface
of the first mirror and a thickness of an adhesive layer formed between a top surface of the first mirror and a bottom
surface of the second mirror each are smaller than a dimensional tolerance of each of the double mirrors.
[0084] A smaller thickness of each of the thickness of the adhesive layer formed between the certain flat surface and
the bottom surface of the first mirror and a smaller thickness of the adhesive layer formed between the top surface of
the first mirror and the bottom surface of the second mirror results in a smaller amount of change in thickness that occurs
in a case where each of these adhesive layers expands or shrinks. This consequently makes it easily to keep the certain
flat surface and the bottom surface of the first mirror parallel to each other and also keep the top surface of the first
mirror and the bottom surface of the second mirror parallel to each other. Therefore, according to the above configuration,
even in a case where these adhesive layers expand or shrink, a degree of parallelism of the certain flat surface and the
bottom surface of the first mirror and a degree of parallelism of the top surface of the first mirror and the bottom surface
of the second mirror never become lower than a degree accepted in designing regardless of whether or not the thicknesses
of the adhesive layers are uniform.
[0085] A production method according to the present embodiment is a method for producing the light-guiding device,
including the step of: adjusting respective orientations of the first mirror and the second mirror of each of the double
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mirrors so that propagation directions of the output beams constituting the output beam bundle coincide with a certain
direction.
[0086] The above configuration makes it possible to obtain an output beam bundle that can be converged precisely
through a convex lens or the like.
[0087] The production method according to the present embodiment preferably includes the step of: adjusting respec-
tive positions of the first mirror and the second mirror of each of the double mirrors so that respective optical axes of the
output beams are aligned at equal intervals within a certain plane.
[0088] The above configuration makes it possible to obtain an output beam bundle that can be converged more
precisely.
[0089] An LD module according to the present embodiment is an LD module including: a plurality of LD elements; and
a light-guiding device that converts an input beam bundle made of a plurality of laser beams that have respectively been
emitted from the plurality of LD elements, to an output beam bundle made of a plurality of output beams, the light guiding
device including double mirrors which (i) correspond to the respective LD elements and (ii) are separated from each
other, each of the double mirrors being made of a first mirror that is mounted on a certain flat surface and a second
mirror that is mounted on the first mirror, the first mirror having a first reflective surface which (i) reflects a corresponding
one of the laser beams which has been emitted from a corresponding one of the LD elements and (ii) is arranged so
that there is an angle of θ1 between the certain flat surface and the first reflective surface, the second mirror having a
second reflective surface which (i) reflects the corresponding one of the laser beams which has been reflected by the
first reflective surface and (ii) is arranged so that there is an angle of θ2 between the certain flat surface and the second
reflective surface, the θ1 satisfying the following expression: (90°-θangle)=-θ2y32-(90°-ϕ1)32-(90°-θ132), and θ1≠45°,
and the θ2 satisfying the following expression: (90°-ϕ2)=-θ1y32-(90°-θ232), and θ2≠45°, where (i) θ angle is an angle
between the corresponding one of the laser beams and a corresponding one of the output beams, (ii) ϕ1 is an angle
between an optical axis of the corresponding one of the laser beams and a normal of the certain flat surface, (iii) ϕ2 is
an angle between an optical
axis of the corresponding one of the output beams and the normal of the certain flat surface, (iv) θ1y is a rotation angle
which shows how much the first mirror has rotated from a first reference direction around the normal of the certain flat
surface serving as a rotation axis, which first reference direction is a direction of the first mirror while an orthogonal
projection of a normal vector of the first reflective surface onto the certain flat surface is parallel to an orthogonal projection
of the optical axis of the corresponding one of the laser beams onto the certain flat surface, and (v) θ2y is a rotation
angle which shows how much the second mirror has rotated from a second reference direction around the normal of
the certain flat surface serving as a rotation axis, which second reference direction is a direction of the second mirror
while an orthogonal projection of a normal vector of the second reflective surface onto the certain flat surface is orthogonal
to the orthogonal projection of the optical axis of the corresponding one of the laser beams onto the certain flat surface.
[0090] By including the light-guiding device, it becomes possible to provide an LD module capable of realizing a higher
output and a higher efficiency.
[0091] The LD module according to the present embodiment preferably configured to further include a converging
lens that converges the output beam bundle on an incident edge surface of an optical fiber, wherein in each of the double
mirrors, respective orientations of the first mirror and the second mirror are adjusted so that propagation directions of
the output beams constituting the output beam bundle coincide with a certain direction, wherein in each of the double
mirrors, respective positions of the first mirror and the second mirror are adjusted so that optical axes of the output
beams constituting the output beam bundle are aligned at equal intervals within a certain plane.
[0092] The above configuration makes it possible to generate an output beam bundle that can be converged precisely.
[0093] The present specification also discloses the following embodiment not in accordance with the claimed invention.
[0094] That is, a light-guiding device according to the present embodiment is a light-guiding device that converts an
input beam bundle made of a plurality of input beams to an output beam bundle made of a plurality of output beams,
including: double mirrors which correspond to the respective input beams and (ii) are separated from each other, each
of the double mirrors being made of a first mirror that is mounted the second mirror.
[0095] Moreover, in the above configuration, the double mirrors each correspond to a corresponding one of the input
beams. Further, these double mirrors are separated from each other. Accordingly, a propagation direction of each of
the output beams can be adjusted independently from propagation directions of the other output beams. This makes it
possible to adjust the propagation directions of the output beams into a predetermined direction even in a case where
the propagation directions of the input beams vary. In addition, it also becomes possible to adjust a position of an optical
axis of each of the output beams independently from positions of optical axes of the other output beams.
[0096] The scope of the the embodiment encompasses a method for producing the light-guiding device.
[0097] Further, it becomes possible to produce a light-guiding device generating an output beam bundle that can be
converged precisely, by further including the step of adjusting respective orientations of the first mirror and the second
mirror of each of the double mirrors so that propagation directions of the output beams constituting the output beam
bundle coincide with a certain direction, or by further including the step of adjusting respective positions of the first mirror
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and the second mirror of each of the double mirrors so that respective optical axes of the output beams are aligned at
equal intervals within a certain plane, in addition to the step of adjusting respective orientations of the first mirror and
the second mirror.
[0098] The scope of the present embodiment not in accordance with the claimed invention also encompasses an LD
module including the light-guiding device.
[0099] By including the light-guiding device, it becomes possible to provide an LD module capable of realizing a higher
output and a higher efficiency.

[Additional Matters]

[0100] The present invention is not limited to the description of the embodiments above, but may be altered as appro-
priate by a skilled person within the scope of the claims. That is, the present invention encompasses an embodiment
based on a proper combination of technical means modified as appropriate within the scope of the claims.

Industrial Applicability

[0101] The present invention can be suitably applied to an LD including the step of adjusting respective positions of
the first mirror and the second mirror of each of the double mirrors so that respective optical axes of the output beams
are aligned at equal intervals within a certain plane, in addition to the step of adjusting respective orientations of the first
mirror and the second mirror.
[0102] The scope of the present embodiment also encompasses an LD module including the light-guiding device.
[0103] By including the light-guiding device, it becomes possible to provide an LD module capable of realizing a higher
output and a higher efficiency.

[Additional Matters]

[0104] The present invention is not limited to the description of the embodiments above, but may be altered as appro-
priate by a skilled person within the scope of the claims. That is, the present invention encompasses an embodiment
based on a proper combination of technical means modified as appropriate within the scope of the claims.

Industrial Applicability

[0105] The present invention can be suitably applied to an LD module, and in particular, to an LD module that has an
LD chip(s) as a light source.

Reference Signs List

[0106]

1 LD module
LD1 to LD10 LD chip
FAC1 to FAC10 F-axis collimating lens
SAC1 to SAC10 S-axis collimating lens
M1 to M10 Double mirror
Mi1 First mirror
S1 Reflective surface (first reflective surface)
Mi2 Second mirror
S2 Reflective surface (second reflective surface)
B Base plate
FL F-axis light collecting lens
SL S-axis light collecting lens

Claims

1. A light-guiding device that converts an input beam bundle made of a plurality of input beams to an output beam
bundle made of a plurality of output beams, comprising:
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double mirrors (Mi) which (i) correspond to the respective input beams and (ii) are separated from each other,
each of the double mirrors (Mi) being made of a first mirror (Mi1) that is mounted on a certain flat surface and
a second mirror (Mi2) that is mounted on the first mirror (Mi1),
the first mirror (Mi1) having a first reflective surface (S1) which (i) reflects a corresponding one of the input
beams and (ii) is arranged so that there is an angle of θ1 between the certain flat surface and the first reflective
surface (S1),
the second mirror (Mi2) having a second reflective surface (S2) which (i) reflects the corresponding one of the
input beams which has been reflected by the first reflective surface (S1) and (ii) is arranged so that there is an
angle of θ2 between the certain flat surface and the second reflective surface (S2),
the θ1 satisfying the following expressions: 

and 

and
the θ2 satisfying the following expressions:

and 

where (i) θangle is an angle between the corresponding one of the input beams and a corresponding one of the
output beams, (ii) ϕ 1 is an angle between an optical axis of the corresponding one of the input beams and a
normal of the certain flat surface, (iii) ϕ 2 is an angle between an optical axis of the corresponding one of the
output beams and the normal of the certain flat surface, (iv) θ1y is a rotation angle which shows how much the
first mirror (Mi1) has rotated from a first reference direction around the normal of the certain flat surface serving
as a rotation axis, which first reference direction is a direction of the first mirror (Mi1) while an orthogonal
projection of a normal vector of the first reflective surface (S1) onto the certain flat surface is parallel to an
orthogonal projection of the optical axis of the corresponding one of the input beams onto the certain flat surface,
and (v) θ 2y is a rotation angle which shows how much the second mirror (Mi2) has rotated from a second
reference direction around the normal of the certain flat surface serving as a rotation axis, which second reference
direction is a direction of the second mirror (Mi2) while an orthogonal projection of a normal vector of the second
reflective surface (S2) onto the certain flat surface is orthogonal to the orthogonal projection of the optical axis
of the corresponding one of the input beams onto the certain flat surface.

2. The light-guiding device as set forth in claim 1, wherein:

in each of the double mirrors (Mi), respective orientations of the first mirror (Mi1) and the second mirror (Mi2)
are adjusted so that propagation directions of the output beams constituting the output beam bundle coincide
with a certain direction.

3. The light-guiding device as set forth in claim 2, wherein:

in each of the double mirrors (Mi), respective positions of the first mirror (Mi1) and the second mirror (Mi2) are
adjusted so that optical axes of the output beams constituting the output beam bundle are aligned at equal
intervals within a certain plane.

4. The light-guiding device as set forth in any one of claims 1 to 3, wherein:
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the certain flat surface and a bottom surface of the first mirror (A1) are adhered to each other via an adhesive
layer formed between the certain flat surface and the bottom surface (A1), the adhesive layer having a uniform
thickness; and
a top surface of the first mirror (B1) and a bottom surface of the second mirror (A2) are adhered to each other
via an adhesive layer formed between the top surface of the first mirror (B1) and the bottom surface of the
second mirror (A2), the adhesive layer having a uniform thickness.

5. The light-guiding device as set forth in any one of claims 1 to 4, wherein:

a thickness of an adhesive layer formed between the certain flat surface and a bottom surface of the first mirror
(A1) and a thickness of an adhesive layer formed between a top surface of the first mirror (B1) and a bottom
surface of the second mirror (A2) each are smaller than a dimensional tolerance of each of the double mirrors (Mi).

6. A method for producing the light-guiding device as set forth in claim 1, comprising the step of:

adjusting respective orientations of the first mirror (Mi1) and the second mirror (Mi2) of each of the double
mirrors (Mi) so that propagation directions of the output beams constituting the output beam bundle coincide
with a certain direction.

7. The method as set forth in claim 6, further comprising the step of:

adjusting respective positions of the first mirror (Mi1) and the second mirror (Mi2) of each of the double mirrors
(Mi) so that respective optical axes of the output beams are aligned at equal intervals within a certain plane.

8. An LD module (1) comprising:

a plurality of LD elements; and
a light-guiding device that converts an input beam bundle made of a plurality of laser beams that have respectively
been emitted from the plurality of LD elements, to an output beam bundle made of a plurality of output beams,
the light-guiding device including double mirrors (Mi) which (i) correspond to the respective LD elements and
(ii) are separated from each other,
each of the double mirrors (Mi) being made of a first mirror (Mi1) that is mounted on a certain flat surface and
a second mirror (Mi2) that is mounted on the first mirror (Mi1),
the first mirror (Mi1) having a first reflective surface (S1) which (i) reflects a corresponding one of the laser
beams which has been emitted from a corresponding one of the LD elements and (ii) is arranged so that there
is an angle of θ1 between the certain flat surface and the first reflective surface (S1),
the second mirror (Mi2) having a second reflective surface (S2) which (i) reflects the corresponding one of the
laser beams which has been reflected by the first reflective surface (S1) and (ii) is arranged so that there is an
angle of θ2 between the certain flat surface and the second reflective surface (S2),
the θ1 satisfying the following expressions: 

and 

and
the θ2 satisfying the following expressions: 

and 
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where (i) θangle is an angle between the corresponding one of the laser beams and a corresponding one of the
output beams, (ii) ϕ 1 is an angle between an optical axis of the corresponding one of the laser beams and a
normal of the certain flat surface, (iii) ϕ 2 is an angle between an optical axis of the corresponding one of the
output beams and the normal of the certain flat surface, (iv) θ1y is a rotation angle which shows how much the
first mirror (Mi1) has rotated from a first reference direction around the normal of the certain flat surface serving
as a rotation axis, which first reference direction is a direction of the first mirror (Mi1) while an orthogonal
projection of a normal vector of the first reflective surface (S1) onto the certain flat surface is parallel to an
orthogonal projection of the optical axis of the corresponding one of the laser beams onto the certain flat surface,
and (v) θ 2y is a rotation angle which shows how much the second mirror (Mi2) has rotated from a second
reference direction around the normal of the certain flat surface serving as a rotation axis, which second reference
direction is a direction of the second mirror (Mi2) while an orthogonal projection of a normal vector of the second
reflective surface (S2) onto the certain flat surface is orthogonal to the orthogonal projection of the optical axis
of the corresponding one of the laser beams onto the certain flat surface.

9. The LD module (1) as set form in claim 8, further comprising:

a converging lens that converges the output beam bundle on an incident edge surface of an optical fiber,
wherein in each of the double mirrors (Mi), respective orientations of the first mirror (Mi1) and the second mirror
(Mi2) are adjusted so that propagation directions of the output beams constituting the output beam bundle
coincide with a certain direction,
wherein in each of the double mirrors (Mi), respective positions of the first mirror (Mi1) and the second mirror
(Mi2) are adjusted so that optical axes of the output beams constituting the output beam bundle are aligned at
equal intervals within a certain plane.

Patentansprüche

1. Lichtleitvorrichtung, die ein Eingangsstrahlenbündel aus mehreren Eingangsstrahlen in ein Ausgangsstrahlenbündel
aus mehreren Ausgangsstrahlen umwandelt, wobei sie Folgendes aufweist:

Doppelspiegel (Mi), die (i) den jeweiligen Eingangsstrahlen entsprechen und (ii) voneinander getrennt sind,
wobei jeder der Doppelspiegel (Mi) aus einem ersten Spiegel (Mi1), der auf einer gewissen ebenen Fläche
befestigt ist, und einem zweiten Spiegel (Mi2), der auf dem ersten Spiegel (Mi1) befestigt ist, besteht,
wobei der erste Spiegel (Mi1) eine erste reflektierende Fläche (S1) aufweist, die (i) einen entsprechenden der
Eingangsstrahlen reflektiert, und (ii) so angeordnet ist, dass es einen Winkel θ1 zwischen der gewissen ebenen
Fläche und der ersten reflektierenden Fläche (S1) gibt,
der zweite Spiegel (Mi2) eine zweite reflektierende Fläche (S2) aufweist, die (i) den entsprechenden der Ein-
gangsstrahlen, der von der ersten reflektierenden Fläche (S1) reflektiert wurde, reflektiert und (ii) so angeordnet
ist, dass es einen Winkel von θ2 zwischen der gewissen ebenen Fläche und der zweiten reflektierenden Fläche
(S2) gibt,
wobei θ1 die folgenden Ausdrücke erfüllt: 

und 

und
wobei θ2 die folgenden Ausdrücke erfüllt: 
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und 

wobei (i) θangle ein Winkel zwischen dem entsprechenden der Eingangsstrahlen und einem entsprechenden
der Ausgangsstrahlen ist, (ii) ϕ1 ein Winkel zwischen einer optischen Achse des entsprechenden der Eingangs-
strahlen und einer Normalen der gewissen ebenen Fläche ist, (iii) ϕ2 ein Winkel zwischen einer optischen Achse
des entsprechenden der Ausgangsstrahlen und der Normalen der gewissen ebenen Fläche ist, (iv) θ1y ein
Drehwinkel ist, der zeigt, wie weit sich der erste Spiegel (Mi1) von einer ersten Bezugsrichtung um die Normale
der gewissen ebenen Fläche, die als eine Drehachse dient, herum gedreht hat, wobei die erste Bezugsrichtung
eine Richtung des ersten Spiegels (Mi1) ist, während eine orthogonale Projektion eines Normalenvektors der
ersten reflektierenden Fläche (S1) auf die gewisse ebene Fläche parallel zu einer orthogonalen Projektion der
optischen Achse des entsprechenden der Eingangsstrahlen auf die gewisse ebene Fläche ist, und (v) θ2y ein
Drehwinkel ist, der zeigt, wie weit sich der zweite Spiegel (Mi2) von einer zweiten Bezugsrichtung um die
Normale der gewissen ebenen Fläche, die als eine Drehachse dient, herum gedreht hat, wobei die zweite
Bezugsrichtung eine Richtung des zweiten Spiegels (Mi2) ist, während eine orthogonale Projektion eines Nor-
malenvektors der zweiten reflektierenden Fläche (S2) auf die gewisse ebene Fläche orthogonal zu der ortho-
gonalen Projektion der optischen Achse des entsprechenden der Eingangsstrahlen auf die gewisse ebene
Fläche ist.

2. Lichtleitvorrichtung nach Anspruch 1, wobei:

in jedem der Doppelspiegel (Mi) jeweilige Ausrichtungen des ersten Spiegels (Mi1) und des zweiten Spiegels
(Mi2) derart eingestellt sind, dass Ausbreitungsrichtungen der Ausgangsstrahlen, die das Ausgangsstrahlen-
bündel bilden, mit einer gewissen Richtung übereinstimmen.

3. Lichtleitvorrichtung nach Anspruch 2, wobei:

in jedem der Doppelspiegel (Mi) jeweilige Positionen des ersten Spiegels (Mi1) und des zweiten Spiegels (Mi2)
derart eingestellt sind, dass optische Achsen der Ausgangsstrahlen, die das Ausgangsstrahlenbündel bilden,
innerhalb einer gewissen Ebene in gleichen Abständen ausgerichtet sind.

4. Lichtleitvorrichtung nach einem der Ansprüche 1 bis 3, wobei:

die bestimmte ebene Fläche und eine untere Fläche des ersten Spiegels (A1) über eine Klebeschicht, die
zwischen der gewissen ebenen Fläche und der unteren Fläche (A1) gebildet ist, miteinander verklebt sind,
wobei die Klebeschicht eine gleichmäßige Dicke aufweist; und
eine obere Fläche des ersten Spiegels (B1) und eine untere Fläche des zweiten Spiegels (A2) über eine Kle-
beschicht, die zwischen der oberen Fläche des ersten Spiegels (B1) und der unteren Fläche des zweiten
Spiegels (A2) gebildet ist, miteinander verklebt sind, wobei die Klebeschicht eine gleichmäßige Dicke aufweist.

5. Lichtleitvorrichtung nach einem der Ansprüche 1 bis 4, wobei:

eine Dicke einer Klebeschicht, die zwischen der gewissen ebenen Fläche und einer unteren Fläche des ersten
Spiegels (A1) gebildet ist und eine Dicke einer Klebeschicht, die zwischen einer oberen Fläche des ersten
Spiegels (B1) und einer unteren Fläche des zweiten Spiegels (A2) gebildet ist, jeweils geringer ist, als eine
Maßtoleranz der Doppelspiegel (Mi).

6. Verfahren zum Herstellen der Lichtleitvorrichtung nach Anspruch 1, das folgenden Schritt aufweist:

Einstellen jeweiliger Ausrichtungen des ersten Spiegels (Mi1) und des zweiten Spiegels (Mi2) von jedem der
Doppelspiegel (Mi) derart, dass Ausbreitungsrichtungen der Ausgangsstrahlen, die das Ausgangsstrahlenbün-
del bilden, mit einer gewissen Richtung übereinstimmen.
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7. Verfahren nach Anspruch 6, das ferner folgenden Schritt aufweist:

Einstellen jeweiliger Positionen des ersten Spiegels (Mi1) und des zweiten Spiegels (Mi2) von jedem der Dop-
pelspiegel (Mi) derart, dass jeweilige optische Achsen der Ausgangsstrahlen innerhalb einer gewissen Ebene
in gleichen Abständen ausgerichtet sind.

8. LD-Modul (1), aufweisend:

mehrere Laserdiodenelemente; und
eine Lichtleitvorrichtung, die ein Eingangsstrahlenbündel, das aus mehreren Laserstrahlen besteht, die jeweils
von den mehreren Laserdiodenelementen ausgestrahlt wurden, in ein Ausgangsstrahlenbündel, das aus meh-
reren Ausgangsstrahlen besteht, umwandelt,
wobei die Lichtleitvorrichtung Doppelspiegel (Mi) aufweist, die (i) den jeweiligen Laserdiodenelementen ent-
sprechen und (ii) voneinander getrennt sind,
wobei jeder der Doppelspiegel (Mi) aus einem ersten Spiegel (Mi1), der auf einer gewissen ebenen Fläche
befestigt ist, und einem zweiten Spiegel (Mi2), der auf dem ersten Spiegel (Mi1) befestigt ist, besteht,
wobei der erste Spiegel (Mi1) eine erste reflektierende Fläche (S1) aufweist, die (i) einen entsprechenden der
Laserstrahlen reflektiert, der von einem entsprechenden der Laserdiodenelemente ausgesendet wurde, und
(ii) so angeordnet ist, dass es einen Winkel θ1 zwischen der gewissen ebenen Fläche und der ersten reflektie-
renden Fläche (S1) gibt,
der zweite Spiegel (Mi2) eine zweite reflektierende Fläche (S2) aufweist, die (i) den entsprechenden der La-
serstrahlen, der von der ersten reflektierenden Fläche (S1) reflektiert wurde, reflektiert und (ii) so angeordnet
ist, dass es einen Winkel von θ2 zwischen der gewissen ebenen Fläche und der zweiten reflektierenden Fläche
(S2) gibt,
wobei θ1 die folgenden Ausdrücke erfüllt: 

und 

und
wobei θ2 die folgenden Ausdrücke erfüllt: 

und 

wobei (i) θangle ein Winkel zwischen dem entsprechenden der Laserstrahlen und einem entsprechenden der
Ausgangsstrahlen ist, (ii) ϕ1 ein Winkel zwischen einer optischen Achse des entsprechenden der Laserstrahlen
und einer Normalen der gewissen ebenen Fläche ist, (iii) ϕ2 ein Winkel zwischen einer optischen Achse des
entsprechenden der Ausgangsstrahlen und der Normalen der gewissen ebenen Fläche ist, (iv) θ1y ein Dreh-
winkel ist, der zeigt, wie weit sich der erste Spiegel (Mi1) von einer ersten Bezugsrichtung um die Normale der
gewissen ebenen Fläche, die als eine Drehachse dient, herum gedreht hat, wobei die erste Bezugsrichtung
eine Richtung des ersten Spiegels (Mi1) ist, während eine orthogonale Projektion eines Normalenvektors der
ersten reflektierenden Fläche (S1) auf die gewisse ebene Fläche parallel zu einer orthogonalen Projektion der
optischen Achse des entsprechenden der Laserstrahlen auf die gewisse ebene Fläche ist, und (v) θ2y ein
Drehwinkel ist, der zeigt, wie weit sich der zweite Spiegel (Mi2) von einer zweiten Bezugsrichtung um die
Normale der gewissen ebenen Fläche, die als eine Drehachse dient, herum gedreht hat, wobei die zweite
Bezugsrichtung eine Richtung des zweiten Spiegels (Mi2) ist, während eine orthogonale Projektion eines Nor-
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malenvektors der zweiten reflektierenden Fläche (S2) auf die gewisse ebene Fläche orthogonal zu der ortho-
gonalen Projektion der optischen Achse des entsprechenden der Laserstrahlen auf die gewisse ebene Fläche ist.

9. LD-Modul (1) nach Anspruch 8, das ferner Folgendes aufweist:

eine Sammellinse, die das Ausgangsstrahlenbündel auf einer Einfallskantenfläche einer Lichtleitfaser bündelt,
wobei in jedem der Doppelspiegel (Mi) jeweilige Ausrichtungen des ersten Spiegels (Mi1) und des zweiten
Spiegels (Mi2) derart eingestellt sind, dass Ausbreitungsrichtungen der Ausgangsstrahlen, die das Ausgangs-
strahlenbündel bilden, mit einer gewissen Richtung übereinstimmen,
wobei in jedem der Doppelspiegel (Mi) jeweilige Positionen des ersten Spiegels (Mi1) und des zweiten Spiegels
(Mi2) derart eingestellt sind, dass optische Achsen der Ausgangsstrahlen, die das Ausgangsstrahlenbündel
bilden, innerhalb einer gewissen Ebene in gleichen Abständen ausgerichtet sind.

Revendications

1. Dispositif de guidage de lumière qui convertit un paquet de faisceaux d’entrée constitué d’une pluralité de faisceaux
d’entrée en un paquet de faisceaux de sortie constitué d’une pluralité de faisceaux de sortie, comprenant :

des miroirs doubles (Mi) qui (i) correspondent aux faisceaux d’entrée respectifs et (ii) sont séparés les uns des
autres,
chacun des miroirs doubles (Mi) étant constitué d’un premier miroir (Mi1) qui est monté sur une certaine surface
plate et d’un second miroir (Mi2) qui est monté sur le premier miroir (Mi1),
le premier miroir (Mi1) ayant une première surface réfléchissante (S1) qui (i) réfléchit un faisceau correspondant
des faisceaux d’entrée et (ii) est agencé pour qu’il y ait un angle θ1 entre la certaine surface plate et la première
surface réfléchissante (S1),
le second miroir (Mi2) ayant une seconde surface réfléchissante (S2) qui (i) réfléchit le faisceau correspondant
des faisceaux d’entrée qui a été réfléchi par la première surface réfléchissante (S1) et (ii) est agencé pour qu’il
y ait un angle θ2 entre la certaine surface plate et la seconde surface réfléchissante (S2),
θ1 satisfaisant les expressions suivantes : 

et 

et
θ2 satisfaisant les expressions suivantes : 

et 

où (i) θangle est un angle entre le faisceau correspondant des faisceaux d’entrée et un faisceau correspondant
des faisceaux de sortie, (ii) ϕ1 est un angle entre un axe optique du faisceau correspondant des faisceaux
d’entrée et une normale de la certaine surface plate, (iii) ϕ2 est un angle entre un axe optique du faisceau
correspondant des faisceaux de sortie et la normale de la certaine surface plate, (iv) θ1y est un angle de rotation
qui montre la quantité de rotation du premier miroir (Mi1) depuis une première direction de référence autour de
la normale de la certaine surface plate servant d’axe de rotation, laquelle première direction de référence est
une direction du premier miroir (Mi1) alors qu’une projection orthogonale d’un vecteur normal de la première
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surface réfléchissante (S1) sur la certaine surface plate est parallèle à une projection orthogonale de l’axe
optique du faisceau correspondant des faisceaux d’entrée sur la certaine surface plate, et (v) θ2y est un angle
de rotation qui montre la quantité de rotation du second miroir (Mi2) depuis une seconde direction de référence
autour de la normale de la certaine surface plate servant d’axe de rotation, laquelle seconde direction de
référence est une direction du second miroir (Mi2) alors qu’une projection orthogonale d’un vecteur normal de
la seconde surface réfléchissante (S2) sur la certaine surface plate est orthogonale à la projection orthogonale
de l’axe optique du faisceau correspondant des faisceaux d’entrée sur la certaine surface plate.

2. Dispositif de guidage de lumière selon la revendication 1, dans lequel :

dans chacun des miroirs doubles (Mi), des orientations respectives du premier miroir (Mi1) et du second miroir
(Mi2) sont réglées pour que des directions de propagation des faisceaux de sortie constituant le paquet de
faisceaux de sortie coïncident avec une certaine direction.

3. Dispositif de guidage de lumière selon la revendication 2, dans lequel :

dans chacun des miroirs doubles (Mi), des positions respectives du premier miroir (Mi1) et du second miroir
(Mi2) sont réglées pour que des axes optiques des faisceaux de sortie constituant le paquet de faisceaux de
sortie soient alignés à intervalles égaux dans un certain plan.

4. Dispositif de guidage de lumière selon l’une quelconque des revendications 1 à 3, dans lequel :

la certaine surface plate et une surface basse du premier miroir (A1) sont mises à adhérer l’une à l’autre via
une couche adhésive formée entre la certaine surface plate et la surface basse (A1), la couche adhésive ayant
une épaisseur uniforme ; et
une surface haute du premier miroir (B1) et une surface basse du second miroir (A2) sont mises à adhérer l’une
à l’autre via une couche adhésive formée entre la surface haute du premier miroir (B1) et la surface basse du
second miroir (A2), la couche adhésive ayant une épaisseur uniforme.

5. Dispositif de guidage de lumière selon l’une quelconque des revendications 1 à 4, dans lequel :

une épaisseur d’une couche adhésive formée entre la certaine surface plate et une surface basse du premier
miroir (A1) et une épaisseur d’une couche adhésive formée entre une surface haute du premier miroir (B1) et
une surface basse du second miroir (A2) sont chacune plus petites qu’une tolérance dimensionnelle de chacun
des miroirs doubles (Mi).

6. Procédé de production du dispositif de guidage de lumière tel que présenté dans la revendication 1, comprenant
l’étape de :

réglage d’orientations respectives du premier miroir (Mi1) et du second miroir (Mi2) de chacun des miroirs
doubles (Mi) pour que des directions de propagation des faisceaux de sortie constituant le paquet de faisceaux
de sortie coïncident avec une certaine direction.

7. Procédé selon la revendication 6, comprenant en outre l’étape de :

réglage de positions respectives du premier miroir (Mi1) et du second miroir (Mi2) de chacun des miroirs doubles
(Mi) pour que des axes optiques respectifs des faisceaux de sortie soient alignés à intervalles égaux dans un
certain plan.

8. Module à diode laser LD (1) comprenant :

une pluralité d’éléments LD ; et
un dispositif de guidage de lumière qui convertit un paquet de faisceaux d’entrée constitué d’une pluralité de
faisceaux laser qui ont respectivement été émis par la pluralité d’éléments LD, en un paquet de faisceaux de
sortie constitué d’une pluralité de faisceaux de sortie,
le dispositif de guidage de lumière incluant des miroirs doubles (Mi) qui (i) correspondent aux éléments LD
respectifs et (ii) sont séparés les uns des autres,
chacun des miroirs doubles (Mi) étant constitué d’un premier miroir (Mi1) qui est monté sur une certaine surface
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plate et d’un second miroir (Mi2) qui est monté sur le premier miroir (Mi1),
le premier miroir (Mi1) ayant une première surface réfléchissante (S1) qui (i) réfléchit un faisceau correspondant
des faisceaux laser qui a été émis par un élément correspondant des éléments LD et (ii) est agencé pour qu’il
y ait un angle θ1 entre la certaine surface plate et la première surface réfléchissante (S1),
le second miroir (Mi2) ayant une seconde surface réfléchissante (S2) qui (i) réfléchit le faisceau correspondant
des faisceaux laser qui a été réfléchi par la première surface réfléchissante (S1) et (ii) est agencé pour qu’il y
ait un angle θ2 entre la certaine surface plate et la seconde surface réfléchissante (S2),
θ1 satisfaisant les expressions suivantes : 

et 

et
θ2 satisfaisant les expressions suivantes : 

et 

où (i) θangle est un angle entre le faisceau correspondant des faisceaux laser et un faisceau correspondant des
faisceaux de sortie, (ii) ϕ1 est un angle entre un axe optique du faisceau correspondant des faisceaux laser et
une normale de la certaine surface plate, (iii) ϕ2 est un angle entre un axe optique du faisceau correspondant
des faisceaux de sortie et la normale de la certaine surface plate, (iv) θ1y est un angle de rotation qui montre
la quantité de rotation du premier miroir (Mi1) depuis une première direction de référence autour de la normale
de la certaine surface plate servant d’axe de rotation, laquelle première direction de référence est une direction
du premier miroir (Mi1) alors qu’une projection orthogonale d’un vecteur normal de la première surface réflé-
chissante (S1) sur la certaine surface plate est parallèle à une projection orthogonale de l’axe optique du faisceau
correspondant des faisceaux laser sur la certaine surface plate, et (v) θ2y est un angle de rotation qui montre
la quantité de rotation du second miroir (Mi2) depuis une seconde direction de référence autour de la normale
de la certaine surface plate servant d’axe de rotation, laquelle seconde direction de référence est une direction
du second miroir (Mi2) alors qu’une projection orthogonale d’un vecteur normal de la seconde surface réflé-
chissante (S2) sur la certaine surface plate est orthogonale à la projection orthogonale de l’axe optique du
faisceau correspondant des faisceaux laser sur la certaine surface plate.

9. Module à diode laser LD (1) selon la revendication 8, comprenant en outre :

une lentille convergente qui fait converger le paquet de faisceaux de sortie sur une surface d’arête incidente
d’une fibre optique,
dans lequel dans chacun des miroirs doubles (Mi), des orientations respectives du premier miroir (Mi1) et du
second miroir (Mi2) sont réglées pour que des directions de propagation des faisceaux de sortie constituant le
paquet de faisceaux de sortie coïncident avec une certaine direction,
dans lequel dans chacun des miroirs doubles (Mi), des positions respectives du premier miroir (Mi1) et du
second miroir (Mi2) sont réglées pour que des axes optiques des faisceaux de sortie constituant le paquet de
faisceaux de sortie soient alignés à intervalles égaux dans un certain plan.
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