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Description

[0001] Embodiments of the invention relate generally to fuel-powered machines, and more specifically to systems and
methods for controlling the mixing of fuel that is provided to a machine.
[0002] Certain machines, such as gas turbines, power generating devices, etc., utilize fuel to power their operations.
For example, a gas turbine may combust a fuel, such as natural gas, in order to rotate a turbine section and produce
work. In certain industrial environments, one or more byproducts or discharges of other processes and/or systems may
be utilized as fuel sources to power a turbine or other machine. These various fuel sources may be blended or mixed
before they are provided to the machine. For example, in an iron mill, coke oven gas and blast furnace gas may be
mixed in order to form a combined fuel source that is utilized to power a gas turbine.
[0003] In conventional systems, a first fuel with a relatively high heating value is typically added into a second fuel
with a lower heating value, and the combined fuel is provided to a machine. For example, coke oven gas is typically
added into blast furnace gas and the combined gas is provided to a gas turbine. However, the conventional systems
often mix the gases in a set ratio or provide relatively limited functionality for adjusting the mixture of the gases. Accordingly,
during changes in the operating condition of the gas turbine, such as transient events and/or load changes, the combined
gas may not satisfy the power requirements of the gas turbine even if a flow of the combined gas is increased. Additionally,
a set ratio may utilize a greater quantity of a high heating value gas than is necessary for suitable operation of the turbine,
thereby leading to higher fuel cost.
[0004] WO2006/059749 describes a gas turbine apparatus including a fuel supply system having a first fuel supply
device for supplying a fuel (HG) to the combustor, a second fuel supply device for supplying a gas having a small heating
value to the combustor, and a switching device operable to switch the first fuel supply device and the second fuel supply
device based on a temperature of air compressed by an air compressor or the exhaust gas discharged from the turbine.
US 2003/131604 describes a method comprising determining gas turbine engine requirements and calculating a desired
energy flow for the gas turbine engine, maintaining desired engine conditions according to the desired energy flow;
converting the desired energy flow into expected fuel flow according to the specific fuel being utilized, calculating a fuel
flow command, and communicating the fuel flow command to at least one fuel valve. JP S5735217 describes a config-
uration that facilitates following variations of flow rate and calorie value of a main fuel gas, wherein a means is provided
such that a gas mixture consisting of a low calorie blast furnace gas, a high calorie converter gas and a coke gas is
supplied to a hot blast furnace. WO 2006/070442 describes a calorie variation suppressor comprising a buffer tank for
storing a low calorie gas to be supplied as a low calorie fuel gas to a gas turbine, an inlet formed in the tank and
communicating with the upstream side of the low calorie gas supply pipe, an outlet communicating with the downstream
side of the low calorie gas supply pipe, and an inclining pipe member formed continuously with the low calorie gas supply
pipe communicating with the inlet and inclining upward. US 4576570 describes a method for controlling the combustion
of multiple fuels having diverse combustion air requirements in a single boiler, furnace etc. The method includes a
feedforward adjustment of fuel-to-air ratio in response to changes in the theoretical and excess air requirements of the
changing fuel mixture and heating load. This feedforward adjustment also insures the correct functioning of the fuel-air
cross-limiting functions for any fuel mixture and fuel demand changes. A simultaneous set point adjustment for the 02
feedback control is provided for precise coordination with the feedforward adjustment. JP S55 121320 describes a
method to improve combustion efficiency, by mixing a plurality of gas fuels within respective available feed rates, and
determining a required feed rate of respective gas fuels such that the ratio of theoretical amount of air to the square root
of density of the mixed gas fuel becomes equal to an aimed value.
[0005] Accordingly, a need exists for improved systems and methods for controlling fuel mixing.
[0006] Some or all of the above needs and/or problems may be addressed by certain embodiments of the invention.
Embodiments of the invention may include systems and methods for controlling the mixing of a fuel that is provided to
a machine.
[0007] The present invention resides in a method for controlling fuel mixing as defined in the appended claims.
[0008] Having thus described the invention in general terms, reference will now be made to the accompanying drawings,
which are not necessarily drawn to scale, and wherein:

FIG. 1 is a schematic diagram of one example system for controlling fuel mixing, according to an illustrative embod-
iment of the invention.

FIG. 2 is a flow chart of one example method for controlling fuel mixing, according to an illustrative embodiment of
the invention.

[0009] Illustrative embodiments of the invention now will be described more fully hereinafter with reference to the
accompanying drawings, in which some, but not all embodiments of the invention are shown. Indeed, the invention may
be embodied in many different forms and should not be construed as limited to the embodiments set forth herein; rather,
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these embodiments are provided so that this disclosure will satisfy applicable legal requirements. Like numbers refer to
like elements throughout.
[0010] For purposes of this disclosure, the term "machine" may refer to any suitable device, system, method, and/or
combination of devices and/or systems and/or methods that utilize fuel to operate. In certain embodiments, a machine
may utilize multiple sources and/or types of fuel. Examples of machines include, but are not limited to, gas turbines,
power generating devices, rotating machines, reciprocating engines, steam boilers, etc.
[0011] Disclosed are systems and methods for controlling the mixing of a fuel that is provided to a machine, such as
a gas turbine. One or more parameters associated with the operation of a machine that is configured to receive a
combined fuel may be identified. For example, operating parameters, such as a load, of a gas turbine may be identified
or determined. The combined fuel may include a plurality of fuel types. A fuel flow of the combined fuel that is provided
to the machine may be determined. Based at least in part on the identified one or more parameters, a ratio of a first fuel
type of the plurality of fuel types to the fuel flow of the combined fuel may be determined. The first fuel type may have
a heating value that is greater than a second fuel type of the plurality of fuel types. A flow of the first fuel type may be
set based at least in part on the calculated ratio. Subsequent to setting the flow of the first fuel type, an energy content
of the fuel flow of the combined fuel may be determined, and the flow of the first fuel type may be adjusted based at
least in part on the determined energy content. In certain embodiments, the method may be a computer-implemented
method performed by one or more computers associated with a machine controller.
[0012] Various embodiments of the invention may include one or more special purpose computers, systems, and/or
particular machines that facilitate the controlling of fuel mixing. A special purpose computer or particular machine may
include a wide variety of different software modules as desired in various embodiments. As explained in greater detail
below, in certain embodiments, these various software components may be utilized to dynamically control the mixing of
a combined fuel that is provided to a machine, such as a gas turbine or other power generating device.
[0013] Certain embodiments of the invention described herein may have the technical effect of controlling the mixing
of a combined fuel that is provided to a machine. Certain embodiments of the invention may further have the technical
effect of dynamically adjusting a mixture of the combined fuel. For example, the mixing of two fuel sources, such as
coke oven gas and blast furnace gas, may be controlled in accordance with an example embodiment of the invention.
[0014] FIG. 1 is a block diagram of one example system 100 for controlling fuel mixing, according to an illustrative
embodiment of the invention. The system 100 illustrated in FIG. 1 may include one or more fuel sources 105, 110, one
or more flow meters 115, 120, one or more heat content or Calorie measurement devices 125, 130, one or more valves
135, 140, 145, and a controller 150.
[0015] Certain embodiments of the invention may be utilized to control the mixing or blending of fuel sources, such
as gases, in order to provide a combined fuel to a machine, such as a gas turbine. Example environments in which
embodiments of the invention may be utilized are an iron mill, steel mill, or other suitable industrial site that produces
quantities of hydrocarbon gases. For example, an iron mill may be equipped with a coke oven and a blast furnace or
smelting furnace. The coke oven may produce coke from coal, and a coke oven gas (COG) may be generated in the
coke oven during this production. The COG may include various components, such as hydrogen, carbon monoxide,
methane, nitrogen, and/or carbon dioxide. Additionally, the COG may be a gas that includes a relatively high lower
heating value and/or energy content. The blast furnace may be a furnace that is utilized to produce pig iron, and blast
furnace gas (BFG) may be produced during this process. The BFG may also include a variety of components, such as
carbon monoxide, hydrogen, carbon dioxide, and/or nitrogen. Additionally, the BFG may have a lower heating value that
is lower than that of the COG. The COG, BFG, and/or other gases is combined or mixed in order to form a combined
fuel that is provided to one or more machines, such as a gas turbine. According to an aspect of the invention, the COG
may be added to the BFG based at least in part on the energy consumption requirements of the gas turbine. In this
regard, the COG, which is typically more valuable than the BFG, may be conserved.
[0016] According to an aspect of the invention, any number of fuel sources, such as fuel sources 105, 110 may be
provided. A plurality of different types of fuel may be provided from the fuel sources for delivery to a machine or machine
component. For example, fuel may be provided from the fuel sources 105, 110 to a combustor section 160 of a gas
turbine. Each fuel source may be any suitable fuel source or supply of fuel, for example, a fuel tank, a piping line, a fuel
line, etc. Additionally, each fuel source 105, 110 may be operable to provide a separate type of fuel; however, a single
type of fuel may be provided by multiple fuel sources as desired in various embodiments. Utilizing the example of a gas
turbine, a first fuel source 105 may be a source of gas with a relatively high lower heating value or energy content, such
as, coke oven gas (COG), hydrogen, natural gas, etc. The second fuel source 110 may be a source of gas with a lower
heating value that is less than that of the first fuel source 105, such as, blast furance gas (BFG) or Linz Donawitz (LD)
gas. Although a gas turbine is utilized as an example of a machine, various embodiments of the invention may equally
be applicable to other types of machines, for example, other power generating devices, rotating machines, reciprocating
engines, steam boilers, etc.
[0017] With continued reference to FIG. 1, any number of fuel lines, fuel supply lines, and/or fuel pipes may be utilized
to supply or provide fuel from the fuel sources 105, 110 to the machine or to one or more components of a machine,
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such as a combustor section 160 of a gas turbine. Each fuel line may include any suitable devices, apparatus, systems,
and/or methods that facilitate the provision of fuel to a machine or machine component. For example, the fuel lines may
include pipes and/or other suitable flow chambers that are configured to provide fuel from a fuel source to a machine or
machine component. Additionally, any number of control valves or other suitable flow control devices may be utilized to
control the flow of fuel through the fuel lines. As shown in FIG. 1, a first fuel line 112 and a second fuel line 114 may be
provided. The first fuel line 112 may provide fuel from the second fuel source 110 (e.g., BFG) to a machine component,
such as the combustor 160. The second fuel line 114 may provide fuel from the first fuel source 105 (e.g., COG) to the
first fuel line 112. In this regard, the first fuel and the second fuel may be combined, mixed, or blended to form a combined
fuel that may be provided to the machine component. According to an aspect of the invention, the fuel from the first fuel
source 105 may be stored or transported at a higher pressure than the fuel in from the second fuel source 110. In this
regard, the relatively higher energy content fuel from the first fuel source 105 may be added to the lower energy content
fuel from the second fuel source 110. For example, COG may be maintained at approximately seventeen (17) pounds
per square inch (psi) (117 kPa) and BFG may be maintained at approximately fifteen (15) psi (103 kPa).
[0018] With continued reference to FIG. 1, one or more valves may be associated with each fuel line. For example, a
first stop valve 145 may be associated with the first fuel line 112. Additionally, a second stop valve 140 and a flow control
valve 135 may be associated with the second fuel line 114. The first stop valve 145 and the second stop valves 140
may be suitable valves or other mechanisms that facilitate the control of gas from the fuel sources 105, 110 into the
respective fuel lines 112, 114. The stop valves 140, 145, may be selectively opened and/or closed in order to control
an amount or supply of fuel that is provided from the fuel sources 105, 110 to the associated fuel lines 112, 114. The
flow control valve 135 may be any suitable valve, devices, mechanism, system, and/or combination of valves, devices,
mechanisms, and/or systems, that facilitates the control of a fuel flow provided by the first fuel source 105 into a fuel
flow provided by the second fuel source 110. For example, the flow control valve 135 may facilitate control of a flow of
COG into a flow of BFG. In this regard, a relatively high energy fuel flow may be selectively added to and/or combined
with a lower energy fuel flow. The flow control valve 135 may be selectively opened, closed, and/or adjusted in order to
control an amount or supply of fuel from the first fuel source 105 that is added to the fuel provided by the second fuel
source 110. For example, a position of the flow control valve 135 may be adjusted in order to control an amount or flow
of COG that is added a flow of BFG.
[0019] As desired in various embodiments of the invention, any number of sensors and/or other suitable measurements
devices may be included in the system 100, such as flow meters, calorimeters, gas chromatographs, temperature
sensors, pressure sensors, etc. These sensors may be utilized to take various measurements associated with the flow
of fuel and or characteristics of the fuel flow within the system 100. Examples of measurements that may be taken
include, but are not limited to, volumetric flow measurements, mass flow measurements, energy-content flow measure-
ments, temperature measurements, pressure measurements, etc. As shown in FIG. 1, one or more flow meters 115,
120 may be provided. The flow meters 115, 120 may be any suitable flow meters or devices that are operable to measure
a flow rate of a fuel transported through a fuel line. For example, the flow meters 115, 120 may measure a volumetric
flow rate, a mass flow rate, and/or a thermal mass flow rate of a fuel that is transported through a fuel line. A wide variety
of different types of flow meters may be utilized as desired in various embodiments of the invention, for example, venture
flow meters, ultrasonic flow meters, mechanical flow meters, pressure-based flow meters, optical flow meters, etc. With
reference to FIG. 1, a combined fuel flow meter 115 is operable to measure a flow of the combined fuel after a first fuel
type from the first fuel source 105 has been added to a second fuel type 110 from the second fuel source 110. For
example, the combined fuel flow meter 115 may be operable to measure a combined flow of COG and BFG. In certain
embodiments, the combined fuel flow meter 115 may be a venture flow meter. Similarly, a first fuel type flow meter 120
may be operable to measure a flow of a first fuel type (e.g., COG or another relatively high energy content fuel type)
prior to combining the flow of the first fuel type with a flow of the second fuel type. In certain embodiments, the first fuel
type flow meter 120 may be an ultrasonic flow meter. As desired, multiple or redundant flow meters may be utilized to
measure or determine a particular fuel flow and improve the accuracy of the measurements or determinations.
[0020] Additionally, in certain embodiments of the invention, one or more heat capacity sensors and/or measurement
devices that are operable to measure the energy content and/or heat capacity of a fuel flow may be provided. For
example, one or more calorimeters and/or gas chromatographs may be provided that are operable to measure or
determine an energy content and/or heat capacity. A wide variety of different types of calorimeters may be utilized as
desired in various embodiments of the invention, such as differential scanning calorimeters, isothermal microcalorimeters,
titration calorimeters, and/or accelerated rate calorimeters. As desired, multiple or redundant calorimeters or other
devices may be utilized to measure or determine a particular fuel flow and improve the accuracy of the measurements
or determinations. As shown in FIG. 1, a first calorimeter 125 or group of calorimeters is utilized to measure the heat
content of the combined fuel flow subsequent to the combined fuel flow being compressed by one or more compressors
155. In this regard, the first calorimeter 125 accounts for water drop out that might occur as a result of compressing the
combined fuel flow. Similarly, a second calorimeter 130 or group of calorimeters may be utilized to measure the heat
content of the combined fuel flow prior to the combined fuel flow being compressed by one or more compressors 155.
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[0021] With continued reference to FIG. 1, one or more compressors 155 or compressor sections may optionally be
provided in certain embodiments of the invention. A compressor 155 is operable to increase the pressure of the combined
fuel flow or otherwise compress the combined fuel flow. In this regard, water and/or other additives is removed from the
combined fuel flow. For example, with a combined fuel flow that is made up of BFG and COG, water may drop out during
the compression of the fuel flow. In this regard, the energy content of the compressed fuel flow may be higher than that
of the uncompressed fuel flow. A wide variety of different types of compressors may be utilized as desired in various
embodiments of the invention, such as centrifugal compressors, diagonal compressors, axial-flow compressors, recip-
rocating compressors, rotary vane compressors, scroll compressors, and/or diaphragm compressors. In certain embod-
iments, the compressor 155 may be a suitable compressor section of a gas turbine or other machine.
[0022] In addition to the sensors associated with the system 100, any number of sensors may be associated with the
machine as desired in various embodiments of the invention. For example, suitable pressure sensors, temperature
sensors, etc. may be associated with a gas turbine or other machine. Additionally, as desired, one or more connections,
such as the connections 165 discussed below may facilitate communications between the various sensors and/or meas-
urements devices and the control unit 150.
[0023] The system 100 may further include at least one controller 150 or suitable control system. The controller 150
may be operable to monitor and/or control the mixing of fuel types to form a combined fuel with desired characteristics
that may be provided to a machine or machine component, such as the combustor 160 of a gas turbine. For example,
the controller 150 may be operable to determine an amount of a first fuel type that should be added to a second fuel
type, such as an amount of COG that should be added to BFG. Additionally, the controller 150 may monitor the combined
fuel flow after the mixing of the fuel types and dynamically adjust the amount of the first fuel type that is added to the
second fuel type. In doing so, the controller 150 may receive measurements data, calculations, and/or other data from
any number of sensors or other components of the system 100 and/or from external components or systems. As desired,
the controller 150 may control the operation of the one or more valves 135, 140, 145 in order to control the mixing or
blending of the various fuel types. As shown in FIG. 1, a plurality of connections 165 may facilitate communications
between the controller 150 and the various valves 135, 140, 145 and/or sensors 115, 120, 125, 130 included in the
system 100. A wide variety of different types of suitable connections may be utilized to facilitate communication, for
example, direct network connections, local area network connections, wide area network connections, Internet connec-
tions, Bluetooth™ enabled connections (trademark owned by BLUETOOTH SIG, INC.), radio frequency network con-
nections, cellular network connections, any suitable wired connections, any suitable wireless connections, and/or any
suitable combinations of connections.
[0024] With continued reference to FIG. 1, the controller 150 may be a suitable processor driven device that is capable
of controlling the mixing or blending of multiple fuel types to create a combined fuel. Examples of suitable controllers
include, but are not limited to, application specific circuits, microcontrollers, minicomputers, personal computers, servers,
other computing devices and the like. In certain embodiments the controller 150 may be or may be incorporated into a
supervisory command and data acquisition (SCADA) system associated with a turbine, power source, and/or power
plant. The controller 150 may include any number of processors 161 that facilitate the execution of computer-readable
instructions to control the operations of the controller 150. By executing computer-readable instructions associated with
controlling the mixing or blending of multiple fuel types, the controller 150 may form a special purpose computer that
controls fuel mixing.
[0025] In addition to one or more processor(s) 161 the controller 150 may include one or more memory devices 162,
one or more input/output ("I/O") interfaces 163, and one or more network interfaces 164. The one or more memory
devices 162 or memories may be any suitable memory devices for example, caches, read only memory devices, random
access memory devices, magnetic storage devices, etc. The one or more memory devices 162 may store data, executable
instructions, and/or various program modules utilized by the controller 150, for example, data files 165, an operating
system 166, and/or a flow control module 167 or flow control application. The data files 165 may include stored data
associated with the operation of the machine, stored data associated with the fuel sources 105, 110, stored data asso-
ciated with the fuel types (e.g., COG and BFG for a gas turbine application), stored measurements data received from
the various sensors, stored data associated with the operation of the valves 135, 140, 145, and/or data associated with
various fuel mixing calculations and/or fuel flow calculations.
[0026] In certain embodiments of the invention, the controller 150 may include any number of software applications
that are executed to facilitate the operations of the controller 150. The software applications may include computer-
readable instructions that are executable by the one or more processors 161. The execution of the computer-readable
instructions may form a special purpose computer that facilitates the mixing or blending of a combined fuel. As an
example of a software application, the controller 150 may include an operating system ("OS") 166 that controls the
general operation of the controller 150 and that facilitates the execution of additional software applications. The controller
150 may also include a flow control module 167 that is operable to control and/or adjust the mixing of a combined fuel
that may be provided to a machine or machine component. For example, the flow control module 167 may set a flow of
the first fuel type based upon one or more parameters or characteristics of the machine, and the flow control module
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167 may monitor characteristics of a combined fuel that includes the first fuel type and dynamically adjust the flow of
the first fuel type. In this regard, the flow control module 167 may control the mixing of the various fuel types in order to
produce a fuel that satisfies or meets the operating requirements of the machine. For example, a combined fuel may be
dynamically mixed that satisfies the energy requirements of the machine.
[0027] An example of the operations that may be performed by the flow control module 167 is provided below with
respect to FIG. 2. Additionally, although the flow control module 167 is illustrated in FIG. 1 as a single component, the
operations of the flow control module 167 may be performed by any number of components, applications, and/or software
modules as desired in various embodiments of the invention.
[0028] The one or more I/O interfaces 163 may facilitate communication between the controller 150 and one or more
input/output devices, for example, a universal serial bus port, a serial port, a disk drive, a CD-ROM drive, and/or one or
more user interface devices, such as, a display, keyboard, keypad, mouse, control panel, touch screen display, micro-
phone, etc. that facilitate user interaction with the controller 150. The one or more I/O interfaces 163 may be utilized to
receive or collect data and/or user instructions from a wide variety of input devices. Received data may be processed
by the controller 150 as desired in various embodiments of the invention and/or stored in the one or more memory
devices 162.
[0029] The one or more network interfaces 164 may facilitate connection of the controller 150 to one or more suitable
networks and/or connections, for example, the connections 165 that facilitate communications with the valves 135, 140,
145 and/or the various sensors 115, 120, 125, 130 associated with the system 100. In this regard, the controller 150
may receive data from one or more sensors and/or communicate data and/or commands to the valves. The one or more
network interfaces 164 may further facilitate connection of the controller 150 to one or more suitable networks, for
example, a local area network, a wide area network, the Internet, a cellular network, a radio frequency network, a
Bluetooth™ enabled network (trademark owned by BLUETOOTH SIG, INC.), a Wi-Fi™ enabled network (trademark
owned by Wi-Fi Alliance Corporation), a satellite-based network, any wired network, any wireless network, etc. for
communication with external devices and/or systems.
[0030] As desired, embodiments of the invention may include a system 100 with more or less than the components
illustrated in FIG. 1. The system 100 of FIG. 1 is provided by way of example only.
[0031] FIG. 2 is a flowchart illustrating one example method 200 for controlling fuel mixing, according to an illustrative
embodiment of the invention. The method may be utilized in association with one or more fuel mixing systems, such as
the system 100 illustrated in FIG. 1. In other words, the method 200 may be utilized by a suitable fuel control module,
such as the fuel control module 147 illustrated in FIG. 1, to dynamically control the mixing of a combined fuel that may
be provided to a machine or machine component, such as the combustor of a gas turbine.
[0032] The method 200 may begin at block 205. At block 205, one or more parameters associated with the operation
of a machine may be identified or determined. The machine may be a machine that is configured to receive a combined,
blended, or mixed fuel from a plurality of fuel sources. For example, the machine may be a gas turbine that is configured
to receive a combined fuel that is made up of a plurality of different fuel types. One of the fuel types may have a relatively
higher lower heating value and/or energy content than another of the fuel types. It may be desirable to control an amount
of the higher energy content fuel type in order to conserve that fuel type. As one example, a gas turbine may be configured
to receive a combined fuel that is made up of COG that is added to BFG. Any number and/or types of parameters may
be identified as desired in various embodiments of the invention. Utilizing the example of a gas turbine, identified
parameters may include, but are not limited to, an exit temperature for a combustor section of the gas turbine, a load of
the gas turbine, a pressure within the gas turbine, a temperature within the gas turbine, and/or an exhaust temperature
of the gas turbine.
[0033] At block 210, a total or combined fuel flow that is provided to the machine or that is expected by the machine
may be determined or identified. For example, the total fuel flow for a combined fuel that is provided to the machine may
be measured by one or more suitable sensors or measurements devices, such as the combined fuel flow meter 115
illustrated in FIG. 1. As another example, an expected fuel flow for the machine may be identified or determined. An
expected fuel flow may be determined utilizing a wide variety of parameters, such as operating parameters or operating
characteristics of the machine. As desired, an expected fuel flow may be determined utilizing one or more look up tables
and/or models. For example, given a load of a gas turbine or exit temperature of a gas turbine combustor, an expected
fuel flow to be provided to the gas turbine may be identified or determined.
[0034] At block 215, a ratio of the first fuel type (e.g., COG) included in the combined or blended fuel to the total fuel
flow may be determined or calculated. For any given fuel flow, a certain percentage of the fuel flow may be comprised
of a fuel type that has a relatively high energy content or lower heating value. In this regard, a desired lower heating
value or energy content threshold of the total fuel flow may be achieved and a desired operation of the machine may
be maintained. The percentage or ratio is determined based at least in part on the one or more identified parameters
associated with the operation of the machine. For example, one or more look up tables and/or models may be utilized
that take an operating characteristic into account and determine a ratio or percentage of the first fuel type that should
be included in the combined fuel.
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[0035] Utilizing an example in which COG is mixed into BFG and a combined fuel is provided to a gas turbine, a ratio
of COG to the combined fuel may be determined. The ratio may be determined based at least in part on one or more
identified operating conditions. For example, a percentage of COG may be lower at a base load operating condition than
at a start up operating condition. As another example, a percentage of COG may be lower at a minimum load operating
condition than at a maximum load operating condition. The initial determination of a ratio or percentage of COG to total
fuel flow may make various assumptions in order to provide a relatively efficient and expedient method for determining
an amount of COG to be supplied. For example, it may be assumed that the compositions of the COG and BFG are
relatively consistent. A ratio includes a correction for water dropout if the total fuel or combined fuel is compressed. In
other words, it may be assumed that there is a relatively constant percentage of water vapor that may drop out from the
combined fuel during compression. An example equation for determining a percentage of total fuel flow that should be
COG is set forth in equation one (1) below: 

[0036] With reference to the equation above, a mass flow of COG may be determined utilized the total mass flow of
the combined fuel, an expected or estimated mass flow of water included in the fuel, and the lower heating values of
COG, BFG, and the combined fuel. As one example of a calculation utilizing Equation 1, a minimum load condition of
a gas turbine may require a fuel flow that has an energy content of approximately 1200 kilocalories (kcal) per Newton
meter cubed (Nm3). It may be determined that a desired COG flow for the minimum load condition is approximately 6.8
pounds per second (lb/s). In other words, a percentage of the total fuel flow that should be COG may be determined to
be approximately 5.8 percent (%). At a maximum load condition, the required energy content of the fuel flow may be
approximately 1050 kcal/Nm3. The desired COG flow for the maximum load condition may be determined to be approx-
imately 9.0 lb/s or approximately 3.6% of the total fuel flow. The water drop out from the total fuel during compression
may be approximately 6.3 lb/s at minimum load and approximately 9.5 lb/s at maximum load. Equation 1 is an example
equation that may be utilized in various embodiments of the invention. Other equations may be utilized as desired in
other embodiments of the invention to determine an amount of COG to include in a given combined fuel flow.
[0037] At block 220, the flow of the first fuel type may be set based at least in part on the determined ratio or percentage.
For example, following the determination of ratio or percentage at block 215, the determined ratio or percentage may
be multiplied by the total fuel flow determined at block 210. The result of the multiplication may be utilized to set the flow
of the first fuel type. In order to set the flow of the first fuel type, the position of one or more valves that control the flow
of the first fuel type, such as the flow control valve 135 shown in FIG. 1, may be manipulated or controlled in order to
provide a desired amount of the first fuel type (e.g., COG) to be mixed with the second fuel type (e.g., BFG).
[0038] The initial setting of the flow of the first fuel type at block 220 based upon one or more operating conditions
may provide a relatively fast and accurate control method that is capable of responding to fast transients in the fuel flow.
However, the initial setting of the flow may not account for deviations in the fuel composition or an actual amount of
water that is removed from the combined fuel flow. Accordingly, a dynamic trim function may be implemented in order
to correct for any deviations in the lower heating value of the combined fuel that is provided to the machine.
[0039] Once the fuel flow of the first fuel type has been set at block 220, the flow of the combined fuel may be monitored
and dynamically adjusted in order to maintain a desired lower heating value of the combined fuel. For example, at block
225, an energy content of the combined or total fuel may be determined or calculated utilizing one or more suitable
sensing devices, such as the one or more calorimeters 125, 130 illustrated in FIG. 1. Based upon the energy content
determination at block 225, the flow of the first fuel type may be dynamically adjusted at block 230. The fuel flow of the
first fuel type may be continuously monitored and/or adjusted during the operation of the machine. If an operating
condition of the machine changes, a new set point for the first fuel type may be determined as set forth above with
reference to blocks 205 through 220.
[0040] The calorimeters 125, 130 may be positioned either before or after a compressor, such as the compressor 155
illustrated in FIG. 1. Alternatively, calorimeters may be utilized both before and after the compression of the total combined
fuel. A calorimeter may measure or determine the energy content of the combined fuel flow. Measurements data received
from the calorimeter may be provided to one or more adjustment devices or adjustment components associated with
the controller 150, for example, one or more proportional-integral (PI) regulators and/or one or more proportional-integral-
derivative (PID) regulators. The adjustment devices may adjust the set point for the fuel flow valve 135 based at least
in part on the received measurements data. In other words, the position of the fuel flow valve 135 may be dynamically
adjusted. In this regard, any differences between a desired energy content or lower heating value of the actual fuel flow
and an expected or desired fuel flow may be reduced or eliminated.
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[0041] In certain embodiments, there may be a fuel transport and/or sensor delay between the fuel flow valve 135 and
the calorimeters. A transport delay may vary with the fuel flow and/or with different compositions of the combined fuel.
Additionally, the delay may be greater for a calorimeter 125 that is positioned after a compressor. In order to account
for this delay, a lag may be provided in the controller 150 and/or the adjustment devices associated with the controller
150. In certain embodiments, the lag may vary in accordance with operating modes and/or operating conditions associated
with the machine. For example, a PI regulator may utilize the output of a calorimeter as feedback, and the lagged chosen
or set fuel lower heating value as a set point. The output of the PI regulator may be a first fuel flow bias. In certain
embodiments, the first fuel flow bias may be clamed between various limits or threshold values, such as limits of plus
or minus one-half percent, in order to limit its effect on the final lower heating value. The bias may be added to the
previously established first fuel flow set point, and the set point may be adjusted utilizing the bias. In this regard, the
flow of the first fuel type may be dynamically adjusted.
[0042] The method 200 may end following block 230.
[0043] The operations described and shown in the method 200 of FIG. 2 may be carried out or performed in any
suitable order as desired in various embodiments of the invention. Additionally, in certain embodiments, at least a portion
of the operations may be carried out in parallel. Furthermore, in certain embodiments, less than or more than the
operations described in FIG. 2 may be performed.
[0044] Embodiments of the invention may accurately mix or blend a combined fuel during changing conditions and/or
operating parameters. Additionally, the mixing or blending may be achieved in an expedient manner. The speed of
various embodiments of the invention may be much greater than the speed of fuel mixing systems that rely solely on
the use of calorimeters because embodiments of the invention may sense and respond to changes in flow and/or transient
events in a relatively rapid manner. Even fast calorimeters may have a sensor delay of approximately ten seconds. By
utilizing calorimeters as a secondary trim, the effects of calorimeter delay may be reduced. Additionally, the risk associated
with drifting calorimeters or calorimeters that may require calibration may be reduced.
[0045] Embodiments of the invention may also contribute to the conservation of fuel types that have a relatively high
lower heating value (e.g., COG), and therefore, have a higher economic value than fuel types with a lower energy content
(e.g., BFG).
[0046] The invention is described above with reference to block and flow diagrams of systems, methods, apparatuses,
and/or computer program products according to example embodiments of the invention. It will be understood that one
or more blocks of the block diagrams and flow diagrams, and combinations of blocks in the block diagrams and flow
diagrams, respectively, can be implemented by computer-executable program instructions. Likewise, some blocks of
the block diagrams and flow diagrams may not necessarily need to be performed in the order presented, or may not
necessarily need to be performed at all, according to some embodiments of the invention.
[0047] These computer-executable program instructions may be loaded onto a general purpose computer, a special-
purpose computer, a processor, or other programmable data processing apparatus to produce a particular machine,
such that the instructions that execute on the computer, processor, or other programmable data processing apparatus
create means for implementing one or more functions specified in the flowchart block or blocks. These computer program
instructions may also be stored in a computer-readable memory that can direct a computer or other programmable data
processing apparatus to function in a particular manner, such that the instructions stored in the computer-readable
memory produce an article of manufacture including instruction means that implement one or more functions specified
in the flow diagram block or blocks. As an example, embodiments of the invention provide for a computer program
product, comprising a computer usable medium having a computer readable program code or program instructions
embodied therein, said computer readable program code adapted to be executed to implement one or more functions
specified in the flow diagram block or blocks. The computer program instructions may also be loaded onto a computer
or other programmable data processing apparatus to cause a series of operational elements or steps to be performed
on the computer or other programmable apparatus to produce a computer-implemented process such that the instructions
that execute on the computer or other programmable apparatus provide elements or steps for implementing the functions
specified in the flow diagram block or blocks.
[0048] Accordingly, blocks of the block diagrams and flow diagrams support combinations of means for performing
the specified functions, combinations of elements or steps for performing the specified functions and program instruction
means for performing the specified functions. It will also be understood that each block of the block diagrams and flow
diagrams, and combinations of blocks in the block diagrams and flow diagrams, can be implemented by special-purpose,
hardware-based computer systems that perform the specified functions, elements or steps, or combinations of special
purpose hardware and computer instructions.
[0049] While the invention has been described in connection with what is presently considered to be the most practical
and various embodiments, it is to be understood that the invention is not to be limited to the disclosed embodiments,
but on the contrary, is intended to cover various modifications and equivalent arrangements included within the scope
of the appended claims.
[0050] This written description uses examples to disclose the invention, including the preferred mode, and also to
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enable any person skilled in the art to practice the invention, including making and using any devices or systems and
performing any incorporated methods. The patentable scope the invention is defined in the claims, and may include
other examples that occur to those skilled in the art. Such other examples are intended to be within the scope of the
claims if they have structural elements that do not differ from the literal language of the claims, or if they include equivalent
structural elements with insubstantial differences from the literal languages of the claims.
[0051] Various aspects and embodiments of the present invention are defined by the following numbered clauses:

1. A method for controlling fuel mixing, the method comprising:

identifying one or more parameters associated with the operation of a machine, wherein the machine is configured
to receive a combined fuel comprising a plurality of fuel types;
determining a fuel flow of the combined fuel that is provided to the machine;
determining, based at least in part on the identified one or more parameters, a ratio of a first fuel type of the
plurality of fuel types to the determined fuel flow, wherein the first fuel type has a heating value that is greater
than a second fuel type of the plurality of fuel types;
setting a flow of the first fuel type based at least in part on the determined ratio;
determining an energy content of the fuel flow of the combined fuel subsequent to setting the flow of the first
fuel type; and
adjusting the flow of the first fuel type based at least in part on the determined energy content,
wherein the above are performed by one or more computers associated with a machine controller.

2. The method of Clause 1, wherein determining an energy content comprises determining an energy content utilizing
at least one calorimeter or at least one gas chromatograph.

3. The method of any preceding Clause, further comprising:

compressing the combined fuel utilizing at least one compressor.

4. The method of any preceding Clause, wherein determining an energy content comprises one of (i) determining
an energy content prior to the combined fuel being compressed by the at least one compressor, (ii) determining an
energy content subsequent to the combined fuel being compressed by the at least one compressor, or (iii) determining
an energy content both prior to and subsequent to the combined fuel being compressed by the at least one com-
pressor.

5. The method of any preceding Clause, wherein adjusting the flow of the first fuel type comprises dynamically
adjusting the flow of the first fuel type utilizing at least one of a proportional-integral (PI) regulator or a proportional-
integral-derivative (PID) regulator.

6. The method of any preceding Clause, wherein the first fuel type comprises one or more of coke oven gas (COG),
natural gas, or hydrogen.

7. The method of any preceding Clause, wherein the second fuel type comprises one or more of blast furnace gas
(BFG) or Linz Donawitz (LD) gas.

8. The method of any preceding Clause, wherein identifying one or more parameters associated with the operation
of the machine comprises identifying at least one of an exit temperature for a combustor associated with the machine,
a pressure within the machine, or a load of the machine.

9. The method of any preceding Clause, wherein determining a fuel flow of the combined fuel comprises determining
a fuel flow utilizing at least one of an ultrasonic flow meter or a venture flow meter.

10. The method of any preceding Clause, wherein setting a flow of the first fuel type comprises setting a position of
a valve operable to provide the flow of the first fuel type to the machine.

11. A system for controlling fuel mixing, the system comprising:

at least one sensor operable to measure a fuel flow of a combined fuel that is provided to a machine and
comprises a plurality of fuel types;
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at least one memory operable to store computer-executable instructions; and
at least one processor configured to access the at least one memory and execute the computer-executable
instructions to:

identify one or more parameters associated with the operation of the machine;
receive information associated with the measured fuel flow from the at least one sensor;
determine, based at least in part on the identified one or more parameters, a ratio of a first fuel type of the
plurality of fuel types to the measured fuel flow, wherein the first fuel type has a heating value that is greater
than a second fuel type of the plurality of fuel types;
set a flow of the first fuel type based at least in part on the determined ratio;
receive measurements data associated with an energy content of the fuel flow of the combined fuel sub-
sequent to the flow of the first fuel type being set; and
adjust the flow of the first fuel type based at least in part on the received measurements data.

12. The system of any preceding Clause, wherein the at least one processor is operable to receive measurements
data associated with an energy content from one of at least one calorimeter or at least one gas chromatograph.

13. The system of any preceding Clause, further comprising:

at least one compressor operable to compress the combined fuel.

14. The system of any preceding Clause, wherein the at least one processor is operable to receive measurements
data associated with an energy content either (i) prior to the compression of the combined fuel by the at least one
compressor, (ii) subsequent to the compression of the combined fuel by the at least one compressor, or (iii) both
prior to and subsequent to the compression of the combined fuel by the at least one compressor.

15. The system of any preceding Clause, wherein the at least one processor comprises at least one of a proportional-
integral (PI) regulator or a proportional-integral-derivative (PID) regulator that is operable to adjust the flow of the
first fuel type.

16. The system of any preceding Clause, wherein the first fuel type comprises one or more of coke oven gas (COG),
natural gas, or hydrogen.

17. The system of any preceding Clause, wherein the second fuel type comprises one or more of blast furnace gas
(BFG) or Linz Donawitz (LD) gas.

18. The system of any preceding Clause, wherein the one or more parameters associated with the operation of the
machine comprise at least one of an exit temperature for a combustor associated with the machine, a pressure
within the machine, or a load of the machine.

19. The system of any preceding Clause, wherein the at least one sensor comprises at least one of an ultrasonic
flow meter or a venture flow meter.

20. The system of any preceding Clause, further comprising:

at least one valve operable to provide the flow of the first fuel type to the machine,
wherein the at least one processor is operable to set a flow of the first fuel type by setting a position of the at
least one valve.

Claims

1. A method (200) for controlling fuel mixing, the method (200) comprising:

identifying (205) one or more parameters associated with the operation of a machine, wherein the machine is
configured to receive a combined fuel formed by mixing together a plurality of fuel types;
determining (210) a fuel flow of the combined fuel that is provided to the machine, wherein the fuel flow is
determined by a combined fuel flow meter after at least a first fuel type has been added to a second fuel type;
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compressing the combined fuel using at least one compressor;
determining (215), based at least in part on the identified one or more parameters, a ratio of a flow the first fuel
type to the measured fuel flow, wherein the first fuel type has a heating value that is greater than another fuel
type of the plurality of fuel types and wherein the ratio comprises a correction for water dropout after the combined
fuel is compressed;
setting (220) a flow of the first fuel type based at least in part on the determined ratio;
determining (225) an energy content of the fuel flow of the combined fuel subsequent to setting the flow of the
first fuel type; and
adjusting (230) the flow of the first fuel type based at least in part on the determined energy content,
wherein the above steps are performed by one or more computers associated with a machine controller (150).

2. The method (200) of Claim 1, wherein determining (225) an energy content comprises determining an energy content
utilizing at least one calorimeter (125) or at least one gas chromatograph.

3. The method (200) of Claim 1, wherein determining an energy content (225) comprises one of (i) determining an
energy content prior to the combined fuel being compressed by the at least one compressor (155), (ii) determining
an energy content subsequent to the combined fuel being compressed by the at least one compressor (155), or (iii)
determining an energy content both prior to, and subsequent to, the combined fuel being compressed by the at least
one compressor (155).

4. The method (200) of any preceding Claim, wherein adjusting (230) the flow of the first fuel type comprises dynamically
adjusting (230) the flow of the first fuel type utilizing at least one of a proportional-integral (PI) regulator or a propor-
tional-integral-derivative (PID) regulator.

5. The method (200) of any preceding Claim, wherein the first fuel type comprises one or more of coke oven gas
(COG), natural gas, or hydrogen.

6. The method (200) of any preceding Claim, wherein the second fuel type comprises one or more of blast furnace
gas (BFG) or Linz Donawitz (LD) gas.

7. The method (200) of any preceding Claim, wherein identifying (205) one or more parameters associated with the
operation of the machine comprises identifying at least one of an exit temperature for a combustor (160) associated
with the machine, a pressure within the machine, or a load of the machine.

8. The method (200) of any preceding Claim, wherein the combined fuel flow meter comprises at least one of an
ultrasonic flow meter or a venture flow meter.

9. The method (200) of any preceding Claim, wherein setting (220) a flow of the first fuel type comprises setting a
position of a valve operable to provide the flow of the first fuel type to the machine.

10. A computer program comprising computer program code means adapted to perform the steps of the method of any
of claims 1 to 9, when executed by a computer.

11. The computer program of claim 10, embodied on a computer readable medium.

Patentansprüche

1. Verfahren (200) zur Steuerung des Mischens von Brennstoffen, wobei das Verfahren (200) umfasst:

Identifizieren (205) eines oder mehrerer Parameter, die mit dem Betrieb einer Maschine assoziiert sind, wobei
die Maschine ausgelegt ist, einen kombinierten Brennstoff zu empfangen, der gebildet wird, indem mehrere
Brennstoffarten miteinander vermischt werden;
Bestimmen (210) eines Brennstoffdurchflusses des kombinierten Brennstoffs, welcher der Maschine zugeführt
wird, wobei der Brennstoffdurchfluss von einem Durchflussmesser für kombinierten Brennstoff bestimmt wird,
nachdem wenigstens eine erste Brennstoffart zu einer zweiten Brennstoffart zugegeben wurde;
Verdichten des kombinierten Brennstoffs unter Verwendung wenigstens eines Verdichters;
Bestimmen (215), wenigstens teilweise auf dem identifizierten einen oder den identifizierten mehreren Para-
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metern basierend, eines Verhältnisses eines Durchflusses der ersten Brennstoffart zu dem gemessenen Brenn-
stoffdurchfluss, wobei die erste Brennstoffart einen Brennwert aufweist, welcher größer als derjenige einer
anderen Brennstoffart der mehreren Brennstoffarten ist, und wobei das Verhältnis eine Korrektur bezüglich
Wasserabscheidung, nachdem der kombinierte Brennstoff verdichtet wurde, umfasst;
Einstellen (220) eines Durchflusses der ersten Brennstoffart wenigstens teilweise basierend auf dem bestimmten
Verhältnis;
Bestimmen (225) eines Energiegehalts des Brennstoffdurchflusses des kombinierten Brennstoffs im Anschluss
an das Einstellen des Durchflusses der ersten Brennstoffart; und
Anpassen (230) des Durchflusses der ersten Brennstoffart wenigstens teilweise basierend auf dem bestimmten
Energiegehalt,
wobei die obigen Schritte von einem oder mehreren Rechnern ausgeführt werden, die mit einer Maschinen-
steuereinrichtung (150) assoziiert sind.

2. Verfahren (200) nach Anspruch 1, wobei das Bestimmen (225) eines Energiegehalts ein Bestimmen eines Ener-
giegehalts unter Verwendung wenigstens eines Kalorimeters (125) oder wenigstens eines Gaschromatographen
umfasst.

3. Verfahren (200) nach Anspruch 1, wobei das Bestimmen (225) eines Energiegehalts eines umfasst von: (i) Bestim-
men eines Energiegehalts, bevor der kombinierte Brennstoff von dem wenigstens einen Verdichter (155) verdichtet
wird, (ii) Bestimmen eines Energiegehalts, nachdem der kombinierte Brennstoff von dem wenigstens einen Ver-
dichter (155) verdichtet worden ist, oder (iii) Bestimmen eines Energiegehalts, sowohl bevor als auch nachdem der
kombinierte Brennstoff von dem wenigstens einen Verdichter (155) verdichtet wird.

4. Verfahren (200) nach einem der vorhergehenden Ansprüche, wobei das Anpassen (230) des Durchflusses der
ersten Brennstoffart ein dynamisches Anpassen (230) des Durchflusses der ersten Brennstoffart unter Verwendung
eines Proportional-Integral- (PI-) Reglers und/oder eines Proportional-Integral-Differential- (PID-) Reglers umfasst.

5. Verfahren (200) nach einem der vorhergehenden Ansprüche, wobei die erste Brennstoffart Koksofengas (Coke
Oven Gas, COG), Erdgas und/oder Wasserstoff umfasst.

6. Verfahren (200) nach einem der vorhergehenden Ansprüche, wobei die zweite Brennstoffart Hochofengas (Blast
Furnace Gas, BFG) und/oder Linz-Donawitz- (LD-) Gas umfasst.

7. Verfahren (200) nach einem der vorhergehenden Ansprüche, wobei das Identifizieren (205) eines oder mehrerer
Parameter, die mit dem Betrieb der Maschine assoziiert sind, ein Identifizieren einer Austrittstemperatur für einen
Verbrenner (160), welcher mit der Maschine assoziiert ist, eines Drucks innerhalb der Maschine und/oder einer Last
der Maschine umfasst.

8. Verfahren (200) nach einem der vorhergehenden Ansprüche, wobei der Durchflussmesser für kombinierten Brenn-
stoff einen Ultraschall-Durchflussmesser und/oder einen Venturi-Durchflussmesser umfasst.

9. Verfahren (200) nach einem der vorhergehenden Ansprüche, wobei das Einstellen (220) eines Durchflusses der
ersten Brennstoffart ein Einstellen einer Position eines Ventils umfasst, das ausgelegt ist, den Strom der ersten
Brennstoffart der Maschine zuzuführen.

10. Computerprogramm, welches Computerprogrammcodemittel umfasst, die ausgelegt sind, die Schritte des Verfah-
rens nach einem der Ansprüche 1 bis 9 auszuführen, wenn es von einem Computer ausgeführt wird.

11. Computerprogramm nach Anspruch 10, welches auf einem computerlesbaren Medium verkörpert ist.

Revendications

1. Procédé (200) de contrôle d’un mélange de carburant, le procédé (200) comprenant les étapes suivantes:

identifier (205) un ou plusieurs paramètre(s) associé(s) au fonctionnement d’une machine, dans lequel la ma-
chine est configurée de manière à recevoir un carburant combiné formé en mélangeant une pluralité de types
de carburant;
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déterminer (210) un écoulement de carburant du carburant combiné qui est fourni à la machine, dans lequel
l’écoulement de carburant est déterminé par un débitmètre de carburant combiné après qu’au moins un premier
type de carburant ait été ajouté à un second type de carburant;
comprimer le carburant combiné en utilisant au moins un compresseur;
déterminer (215), sur la base au moins en partie du ou des paramètre(s) identifié(s), un rapport entre un
écoulement du premier type de carburant et l’écoulement de carburant mesuré, dans lequel le premier type de
carburant présente une valeur calorifique qui est supérieure à celle d’un autre type de carburant de la pluralité
de types de carburant, et dans lequel le rapport comprend une correction d’une perte d’eau après que le
carburant combiné ait été comprimé;
régler (220) un écoulement du premier type de carburant sur la base au moins en partie du rapport déterminé;
déterminer (225) une teneur en énergie de l’écoulement de carburant du carburant combiné après le réglage
de l’écoulement du premier type de carburant; et
régler (230) l’écoulement du premier type de carburant sur la base au moins en partie de la teneur en énergie
déterminée,
dans lequel les étapes ci-dessus sont exécutées par un ou plusieurs ordinateur(s) associé(s) à un dispositif de
commande de machine (150).

2. Procédé (200) selon la revendication 1, dans lequel la détermination (225) d’une teneur en énergie comprend la
détermination d’une teneur en énergie en utilisant au moins un calorimètre (125) ou au moins un chromatographe
en phase gazeuse.

3. Procédé (200) selon la revendication 1, dans lequel la détermination d’une teneur en énergie (225) comprend une
parmi (i) la détermination d’une teneur en énergie avant que le carburant combiné soit comprimé par ledit au moins
un compresseur (155), (ii) la détermination d’une teneur en énergie après que le carburant combiné ait été comprimé
par ledit au moins un compresseur (155), ou (iii) la détermination d’une teneur en énergie à la fois avant et après
la compression du carburant combiné par ledit au moins un compresseur (155).

4. Procédé (200) selon l’une quelconque des revendications précédentes, dans lequel le réglage (230) de l’écoulement
du premier type de carburant comprend le réglage dynamique (230) de l’écoulement du premier type de carburant
en utilisant au moins un instrument parmi un régulateur proportionnel-intégral (PI) ou un régulateur proportionnel-
intégral-différentiel (PID).

5. Procédé (200) selon l’une quelconque des revendications précédentes, dans lequel le premier type de carburant
comprend un ou plusieurs type(s) parmi le gaz de cokerie (COG), le gaz naturel ou l’hydrogène.

6. Procédé (200) selon l’une quelconque des revendications précédentes, dans lequel le second type de carburant
comprend un ou plusieurs type(s) parmi le gaz de haut-fourneau (BFG) ou le gaz de Linz Donawitz (LD).

7. Procédé (200) selon l’une quelconque des revendications précédentes, dans lequel l’identification (205) d’un ou de
plusieurs paramètre(s) associé(s) au fonctionnement de la machine comprend l’identification d’au moins un para-
mètre parmi une température de sortie d’une chambre de combustion (160) associée à la machine, une pression
à l’intérieur de la machine, ou une charge de la machine.

8. Procédé (200) selon l’une quelconque des revendications précédentes, dans lequel le débitmètre de carburant
combiné comprend au moins un instrument parmi un débitmètre à ultrasons ou un débitmètre venturi.

9. Procédé (200) selon l’une quelconque des revendications précédentes, dans lequel le réglage (220) d’un écoulement
du premier type de carburant comprend le réglage d’une position d’une soupape actionnable pour fournir l’écoulement
du premier type de carburant à la machine.

10. Programme d’ordinateur comprenant des moyens de code de programme d’ordinateur adaptés pour exécuter les
étapes du procédé selon l’une quelconque des revendications 1 à 9, lorsqu’il est exécuté par un ordinateur.

11. Programme d’ordinateur selon la revendication 10, incorporé dans un support lisible par un ordinateur.
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