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Description

BACKGROUND

[0001] The presently described technology is directed
towards technology for use in the area of consumer elec-
tronics. In particular, certain embodiments are directed
to multi-channel pairing in a media system.
[0002] Music is very much a part of our everyday lives.
And thanks to the advancement of technology, music
content is now more accessible than ever. The same can
be said of other types of media, such as television, mov-
ies, and other audio and video content. In fact, now a
user can even access the content over the Internet
through an online store, an Internet radio station, online
music service, online movie service, and the like, in ad-
dition to the more traditional means of accessing audio
and video content.
[0003] The demand for such audio and video content
continues to surge. Given the high demand over the
years, technology used to access and play such content
has likewise improved. Even still, technology used in ac-
cessing the content and the playback of such content
can be significantly improved or developed in ways that
the market or end users may not anticipate.
[0004] US2002/124097 describes a ’zone manager’
defining a relationship between a characteristic of an au-
dio signal being distributed to an audio device. An exam-
ple characteristic includes an equalization and the zone
manager transmits an equalization specification for the
audio signal transmitted to an audio device. When the
audio device receives the equalization specification, it
provides the desired equalization.
[0005] US-7,571,014 describes techniques for control-
ling a plurality of players and manipulating audio charac-
teristics individually or in groups.

SUMMARY

[0006] According to a first aspect of the present inven-
tion there is provided a method to be performed by a
playback device according to appended claim 1. Accord-
ing to a second aspect of the present invention there is
provided a playback device configured to output audio in
a multi-channel listening environment according to ap-
pended claim 14.
[0007] In brief summary, the embodiments described
herein provide technology for grouping, consolidating,
and pairing individual playback devices to create or en-
hance a multi-channel listening environment. Particular-
ly, the embodiments described herein enable two or more
playback devices to be paired, such that multi-channel
audio is achieved or enhanced. Such embodiments may
be used to produce stereo sound or other audio environ-
ments suitable for audio content encoded with more than
two channels, such as for certain kinds of television, mov-
ies, and music.
[0008] For example, an apparatus according to an em-

bodiment comprises a network interface, a plurality of
speaker drivers, an amplifier, and a processor. The net-
work interface receives audio data over a network. The
amplifier powers the plurality of speaker drivers. The
processor processes the audio data to be output through
the plurality of speaker drivers. The processor further
configures a first equalization of the output from the plu-
rality of speaker drivers in accordance with a first type of
pairing and configuring a second equalization of the out-
put from the plurality of speaker drivers in accordance
with a second type of pairing.
[0009] The method according to the invention compris-
es receiving audio data over a network and processing
the audio data to be output through a plurality of speaker
drivers. The method further includes configuring a first
equalization of the output from the plurality of speaker
drivers in accordance with a first type of pairing and con-
figuring a second equalization of the output from the plu-
rality of speaker drivers in accordance with a second type
of pairing.
[0010] One of the objects, features, and advantages
of the present invention is to achieve or enhance a multi-
channel listening environment. Many other objects, fea-
tures, and advantages of the present invention will be-
come apparent upon examining the following detailed
description of an embodiment thereof, taken in conjunc-
tion with the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] These and other features, aspects, and advan-
tages of the presently described technology will become
better understood by a person skilled in the art with regard
to the following description, appended claims, and ac-
companying drawings where:

FIG. 1 shows an illustrative configuration in which
certain embodiments may be practiced;

FIG. 2A shows an illustrative functional block dia-
gram of a player in accordance with certain embod-
iments;

FIG. 2B shows an example of a controller that may
be used to remotely control one or more players of
FIG. 2A;

FIG. 2C shows an example of a controller that may
be used to remotely control one or more players of
FIG. 2A;

FIG. 2D shows an example internal functional block
diagram of a controller in accordance with certain
embodiments;

FIG. 3A provides an illustration of a zone scene con-
figuration;
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FIG. 3B shows that a user defines multiple groups
to be gathered at the same time;

FIG. 4 shows an example user interface that may be
displayed on a controller or a computer of FIG. 1;

FIG. 5A shows an example user interface to allow a
user to form a scene;

FIG. 5B shows another example user interface to
allow a user to form a scene;

FIG. 5C shows an example user interface to allow a
user to adjust a volume level of the zone players in
a zone scene individually or collectively;

FIG. 6 shows a flowchart or process of providing a
player theme or a zone scene for a plurality of play-
ers, where one or more of the players are placed in
a zone;

FIG. 7 shows an illustrative configuration in which
an audio source is played back on two players in
accordance to an embodiment;

FIG. 8 shows an illustrative configuration of a pairing
amongst multiple players in accordance to an em-
bodiment;

FIG. 9 shows a flowchart or process of grouping a
plurality of audio products to play separated sound
tracks in synchronization to simulate a multi-channel
listening environment; and

FIGS. 10A to 10F show example snapshots of a con-
troller used in certain embodiments.

[0012] In addition, the drawings are for the purpose of
illustrating certain embodiments, but it is understood that
the inventions are not limited to the arrangements and
instrumentality shown in the drawings.

DETAILED DESCRIPTION

I. Overview

[0013] The embodiments described herein relate to
multi-channel pairing in a media system. The embodi-
ments are particularly useful in pairing two or more play-
back devices together to create or enhance multi-channel
audio reproduction, like stereo, surround sound, or some
other multi-channel environment. The embodiments will
also find utility in connection with any system for which
multi-channel pairing is desired.
[0014] In an embodiment, two playback devices that
are each configured to output a plurality of audio channels
independent of each other are selectively paired, such
that subsequent to pairing, one playback device is con-

figured to output a first subset of the plurality of audio
channels and the other playback device is configured to
output a second subset of the plurality of audio channels.
The first and second subsets are different. For instance,
each playback device is configured to operate in a two-
channel mode or stereo mode prior to being paired (e.g.,
each playback device is configured to play both right and
left channel audio). Subsequent to pairing, one playback
device is reconfigured to output a first channel (e.g., right
channel audio and not left channel audio) and the other
playback device is reconfigured to output a second chan-
nel (e.g., left channel audio and not right channel audio),
which is different from the first channel.
[0015] In another embodiment, a collection of three or
more playback devices that are each configured to output
a plurality of audio channels independent of another play-
back device in the collection are selectively paired, such
that subsequent to pairing, each of the playback devices
is configured to output a different audio channel from the
collection. This embodiment is particularly useful in a tel-
evision or movie theater type setting where a particular
playback device of the multiple playback devices is con-
figured to output in two-channel or stereo mode at one
time (e.g., when playing a song), and subsequent to pair-
ing, is configured to output as a front-right channel, a
front-center channel, a front-left channel, a rear-right
channel, a rear-left channel, a subwoofer channel, and
so on (e.g., when watching television or a movie or lis-
tening to music that contains more than two-channels).
[0016] In another embodiment, one of the paired play-
back devices processes the data of an audio item to sep-
arate the data into channels, each of the channels rep-
resenting a single-sound track, for example. The play-
back device sends the separated channel(s) to the other,
respective playback device(s). The playback devices
play their distinctive channels in synchrony, thus creating
a multi-channel listening environment. Alternatively,
each of the paired playback devices processes the data
of an audio item, or a portion of the data, and plays only
those one or more channels designated for the respective
playback device.
[0017] In another embodiment, two or more playback
devices may be grouped into a single or consolidated
playback device and the consolidated playback device
may be paired with one or more playback devices. For
instance, two playback devices may be grouped into a
first consolidated playback device and two additional
playback devices may be grouped into a second consol-
idated playback device. The first and second consolidat-
ed playback devices may be paired, for example. In cer-
tain embodiments, each playback device of a consolidat-
ed playback device is put into consolidated mode, which
may result in a changed equalization for one or more
speaker drivers of any particular playback device. Fur-
ther, one or more additional playback devices may be
added to a consolidated playback device.
[0018] In certain embodiments, a playback device that
is configured to output an audio channel is paired with
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one or more additional playback devices, such that the
playback device is reconfigured to output a different au-
dio channel. For instance, the playback device might be
configured to output a right channel for stereo mode, but
subsequent to being paired with one or more additional
playback devices, might be reconfigured to output a rear,
right channel for theater mode. The playback device may
be paired to one or more other playback devices.
[0019] In certain embodiments, a playback device that
is configured to output a plurality of audio channels is
paired with one or more additional playback devices,
such that the playback device is configured to output a
subset of the plurality of audio channels relative to the
one or more additional playback devices. For instance,
the playback device might be configured to output in two-
channel or stereo mode, but subsequent to being paired
with one or more playback devices might be configured
to output a right or left channel. The playback device may
be paired to one or more other playback devices.
[0020] In certain embodiments, a playback device
comprises a network interface, one or more speaker driv-
ers, an amplifier, and a processor. The network interface
receives audio data over a network. The amplifier powers
the speaker drivers. The processor processes the audio
data to be output through the speaker drivers. The proc-
essor further configures a first equalization of the output
from the speaker drivers in accordance with a first type
of pairing and configuring a second equalization of the
output from the speaker drivers in accordance with a sec-
ond type of pairing. The playback device may operate in
any of: non paired mode, paired mode, consolidated
mode, and grouped mode.
[0021] In certain embodiments, a controller is config-
ured to, among other things, pair two or more playback
devices to establish a multi-channel audio environment.
That is, through the controller, a user can select which
playback devices to pair. Once programmed, the play-
back devices may operate in paired mode until disen-
gaged, for example. In some embodiments, the controller
is wirelessly coupled to the one or more playback devic-
es. In other embodiments, the controller is wired to the
one or more playback devices.
[0022] According to certain embodiments, the action
of pairing two or more playback devices is triggered
based on a command from a user via a control interface
(e.g., a manual command creates a pair) or responsive
to an event (e.g., an automatic command creates a pair).
Example events include a detection in the change of au-
dio content (e.g., the audio content goes from having two-
channel content to three or more channel content, and
vice-versa), a detection of a certain time, a detection of
a certain kind of entertainment (e.g., detecting that the
user is watching television versus just listening to music),
or any other event that is programmed to create a pair
amongst playback devices. The event detection might
occur by a controller, one of the playback devices, or
some other device, for example.
[0023] According to certain embodiments, in an at-

tempt to optimize the multi-channel pairing, the configu-
ration of a playback device may include any of: changing
the equalization of the playback device by changing the
equalization of one or more specific speaker drivers and
optimizing the synchronization between paired devices.
Examples of changing the equalization are described
more below.
[0024] These embodiments and many additional em-
bodiments are described more below. Further, the de-
tailed description is presented largely in terms of illustra-
tive environments, systems, procedures, steps, logic
blocks, processing, and other symbolic representations
that directly or indirectly resemble the operations of data
processing devices coupled to networks. These process
descriptions and representations are typically used by
those skilled in the art to most effectively convey the sub-
stance of their work to others skilled in the art. Numerous
specific details are set forth in order to provide a thorough
understanding of the present invention. However, it is
understood to those skilled in the art that certain embod-
iments of the present invention may be practiced without
certain, specific details. In other instances, well known
methods, procedures, components, and circuitry have
not been described in detail to avoid unnecessarily ob-
scuring aspects of the embodiments.
[0025] Reference herein to "embodiment" means that
a particular feature, structure, or characteristic described
in connection with the embodiment can be included in at
least one embodiment of the invention. The appearances
of this phrase in various places in the specification are
not necessarily all referring to the same embodiment, nor
are separate or alternative embodiments mutually exclu-
sive of other embodiments. The embodiments described
herein, explicitly and implicitly understood by one skilled
in the art, may be combined with other embodiments.

II. Example Environment

[0026] Referring now to the drawings, in which like nu-
merals may refer to like parts throughout the several
views. FIG. 1 shows an exemplary configuration 100 in
which certain embodiments may be practiced. The con-
figuration 100 may represent, but not be limited to, a part
of a residential home, a business building, or a complex
with multiple zones. There are a number of multimedia
players of which three examples 102, 104 and 106 are
shown as audio devices. Each of the audio devices may
be installed or provided in one particular area or zone
and hence referred to as a zone player herein. It is un-
derstood that a zone can comprise more than one zone
player.
[0027] As used herein, unless explicitly stated other-
wise, an audio source or audio sources are generally in
digital format and can be transported or streamed over
a data network. To facilitate the understanding of the ex-
ample environment of FIG. 1, it is assumed that the con-
figuration 100 represents a home. Though, it is under-
stood that this technology is not limited to its place of

5 6 



EP 3 059 980 B1

5

5

10

15

20

25

30

35

40

45

50

55

application. Referring back to FIG. 1, the zone players
102 and 104 may be located in one or two of the bed-
rooms while the zone player 106 may be installed or po-
sitioned in a living room. All of the zone players 102, 104,
and 106 are coupled directly or indirectly to a data net-
work 108. In addition, a computing device 110 is shown
to be coupled on the network 108. In reality, any other
device such as a home gateway device, a storage device,
or an MP3 player may be coupled to the network 108 as
well.
[0028] The network 108 may be a wired network, a
wireless network or a combination of both. In one exam-
ple, all devices including the zone players 102, 104, and
106 are coupled to the network 108 by wireless means
based on an industry standard such as IEEE 802.11. In
yet another example, all devices including the zone play-
ers 102, 104, and 106 are part of a local area network
that communicates with a wide area network (e.g., the
Internet). In still another example, all devices including
the zone players 102, 104 and 106 and a controller 142
forms an ad-hoc network and may be specifically named,
e.g., a household identifier: Smith Family, to be differen-
tiated from a similar neighboring setup with a household
identifier, e.g., Kallai Family.
[0029] Many devices on the network 108 are config-
ured to download and store audio sources. For example,
the computing device 110 can download audio sources,
such as music or audio associated with videos, from the
Internet (e.g., the "cloud") or some other source and store
the downloaded audio sources locally for sharing with
other devices on the Internet or the network 108. The
computing device 110 or any of the zone players 102,
104, and 106 can also be configured to receive streaming
audio. Shown as a stereo system, the device 112 is con-
figured to receive an analog audio source (e.g., from
broadcasting) or retrieve a digital audio source (e.g., from
a compact disk). The analog audio sources can be con-
verted to digital audio sources. In accordance with certain
embodiments, the various audio sources may be shared
among the devices on the network 108.
[0030] Two or more zone players (e.g., any two or more
of the zone players 102, 104, and 106) may be grouped
together to form a new zone group. Any combinations of
zone players and an existing zone group may be grouped
together. In one instance, a new zone group is formed
by adding one zone player to another zone player or an
existing zone group.
[0031] In certain embodiments, there are two or more
zone players in one environment (e.g., a living room in a
house). Instead of grouping these two zone players to
play back the same audio source in synchrony, these two
zone players may be configured to play two separate
sounds in left and right channels. In other words, the ster-
eo effects of a sound are reproduced or enhanced
through these two zone players, one for the left sound
and the other for the right sound. Likewise, for a 3-chan-
nel (or 2.1 sound effects) sound, three such zone players
may be reconfigured as if there are three speakers: left

and right speakers and a subwoofer to form a stereo
sound. The details of the reconfiguring the zone players
and operating these audio products are described more
below. Similar configurations with multiple channels
(greater than 3, such as 4, 5, 6, 7, 9 channels and so on)
also apply. For example, configurations that use more
than two channels may be useful in television and theater
type settings, where video content such as in the form of
television and movies is played together with audio con-
tent that contains more than two channels. Further, cer-
tain music might similarly be encoded with more than two
channel sound.
[0032] In certain embodiments, two or more zone play-
ers may be consolidated to form a single, consolidated
zone player. The consolidated zone player may further
be paired with a single zone player or yet another con-
solidated zone player. A consolidated zone player may
comprise one or more individual playback devices. Each
playback device of a consolidated playback device is
preferably set in a consolidated mode.
[0033] According to some embodiments, one can con-
tinue to do any of: group, consolidate, and pair until a
desired configuration is complete. The actions of group-
ing, consolidation, and pairing are preferably performed
through a control interface and not by physically connect-
ing and re-connecting speaker wire, for example, to in-
dividual, discrete speakers to create different configura-
tions. As such, certain embodiments described herein
provide a more flexible and dynamic platform through
which sound reproduction can be offered to the end-user.
[0034] It is understood that the technology described
herein is not limited to its place of application. For exam-
ple, it is understood that zones and zone players, and
the embodiments described herein, may also be used in
vehicles, on water craft, airplanes, amphitheaters, out-
doors, along the streets in a village or city, and so on, in
addition to homes, offices, gyms, schools, hospitals, ho-
tels, movie theaters, malls, stores, casinos, museum, en-
tertainment parks, or any other place where audio con-
tent is played. As such, it will be appreciated that the
embodiments described herein may be used in connec-
tion with any system or application for which multi-chan-
nel pairing is desired.

III. Example Playback Devices

[0035] Referring now to FIG. 2A, there is shown an
exemplary functional block diagram of a zone player 200
in accordance with an embodiment. The zone player 200
includes a network interface 202, a processor 204, a
memory 206, an audio processing circuit 210, a module
212, optionally, an audio amplifier 214 that may be inter-
nal or external, and optionally, a speaker unit 218 con-
nected to the audio amplifier 214. The network interface
202 facilitates a data flow between a data network (i.e.,
the data network 108 of FIG. 1) and the zone player 200
and typically executes a special set of rules (i.e., a pro-
tocol) to send data back and forth. One of the common
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protocols used in the Internet is TCP/IP (Transmission
Control Protocol/Internet Protocol). In general, a network
interface 202 manages the assembling of an audio
source or file into smaller packets that are to be trans-
mitted over the data network or reassembles received
packets into the original source or file. In addition, the
network interface 202 handles the address part of each
packet so that it gets to the right destination or intercepts
packets destined for the zone player 200. Accordingly,
in certain embodiments, each of the packets includes an
IP-based source address as well as an IP-based desti-
nation address.
[0036] The network interface 202 may include one or
both of a wireless interface 216 and a wired interface
217. The wireless interface 216, also referred to as an
RF interface, provides network interface functions by a
wireless means for the zone player 200 to communicate
with other devices in accordance with a communication
protocol (such as the wireless standard IEEE 802.1 la,
802.11b, 802.11g, 802.11n, or 802.15.1). The wired in-
terface 217 provides network interface functions by a
wired means (e.g., an Ethernet cable). In one embodi-
ment, a zone player includes both of the interfaces 216
and 217, and other zone players include only a RF or
wired interface. Thus these other zone players commu-
nicate with other devices on a network or retrieve audio
sources via the zone player. The processor 204 is con-
figured to control the operation of other parts in the zone
player 200. The memory 206 may be loaded with one or
more software modules that can be executed by the proc-
essor 204 to achieve desired tasks. According to one
embodiment, a software module implementing an em-
bodiment, such as described herein, is executed, the
processor 204 operates in accordance with the software
module in reference to a saved zone group configuration
characterizing a zone group created by a user, the zone
player 200 is caused to retrieve an audio source from
another zone player or a device on the network and syn-
chronize the players in the zone group to play back the
audio source as desired. According to another embodi-
ment, a software module implementing an embodiment
described herein creates a pair between two or more
zone players to create a desired multi-channel audio en-
vironment.
[0037] According to one embodiment, the memory 206
is used to save one or more saved zone configuration
files that may be retrieved for modification at any time.
Typically, a saved zone group configuration file is trans-
mitted to a controller (e.g., the controlling device 140 or
142 of FIG. 1, a computer, a portable device, or a TV)
when a user operates the controlling device. The zone
group configuration provides an interactive user interface
so that various manipulations or control of the zone play-
ers may be performed.
[0038] In certain embodiments, the audio processing
circuit 210 resembles the circuitry in an audio playback
device and includes one or more digital-to-analog con-
verters (DAC), an audio preprocessing part, an audio en-

hancement part or a digital signal processor and others.
In operation, when an audio source is retrieved via the
network interface 202, the audio source is processed in
the audio processing circuit 210 to produce analog audio
signals. The processed analog audio signals are then
provided to the audio amplifier 214 for playback on speak-
ers. In addition, the audio processing circuit 210 may
include necessary circuitry to process analog signals as
inputs to produce digital signals for sharing with other
devices on a network.
[0039] Depending on an exact implementation, the
module 212 may be implemented as a combination of
hardware and software. In one embodiment, the module
212 is used to save a scene. The audio amplifier 214 is
typically an analog circuit that powers the provided ana-
log audio signals to drive one or more speakers.
[0040] It is understood that zone player 200 is an ex-
ample of a playback device. Examples of playback de-
vices include those zone players that are commercially
offered for sale by Sonos, Inc. of Santa Barbara, Califor-
nia. They currently include a ZonePlayer 90, ZonePlayer
120, and Sonos S5. The ZonePlayer 90 is an example
zone player without a built-in amplifier, whereas the
ZonePlayer 120 is an example zone player with a built-
in amplifier. The S5 is an example zone player with a
built-in amplifier and speakers. In particular, the S5 is a
five-driver speaker system that includes two tweeters,
two mid-range drivers, and one subwoofer. When playing
audio content via the S5, the left audio data of a track is
sent out of the left tweeter and left mid-range driver, the
right audio data of a track is sent out of the right tweeter
and the right mid-range driver, and mono bass is sent
out of the subwoofer. Further, both mid-range drivers and
both tweeters have the same equalization (or substan-
tially the same equalization). That is, they are both sent
the same frequencies, just from different channels of au-
dio. While the S5 is an example of a zone player with
speakers, it is understood that a zone player with speak-
ers is not limited to one with a certain number of speakers
(e.g., five speakers as in the S5), but rather can contain
one or more speakers. Further, a zone player may be
part of another device, which might even serve a primary
purpose different than audio.

IV. Example Controller

[0041] Referring now to FIG. 2B, there is shown an
exemplary controller 240, which may correspond to the
controlling device 140 or 142 of FIG. 1. The controller
240 may be used to facilitate the control of multi-media
applications, automation and others in a complex. In par-
ticular, the controller 240 is configured to facilitate a se-
lection of a plurality of audio sources available on the
network, controlling operations of one or more zone play-
ers (e.g., the zone player 200) through a RF interface
corresponding to the wireless interface 216 of FIG. 2A.
According to one embodiment, the wireless means is
based on an industry standard (e.g., infrared, radio, wire-
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less standard IEEE 802.11a, 802.11b 802.11g, 802.11n,
or 802.15.1). When a particular audio source is being
played in the zone player 200, a picture, if there is any,
associated with the audio source may be transmitted
from the zone player 200 to the controller 240 for display.
In one embodiment, the controller 240 is used to syn-
chronize audio playback of more than one zone player
by grouping the zone players in a group. In another em-
bodiment, the controller 240 is used to control the volume
of each of the zone players in a zone group individually
or together.
[0042] In an embodiment, the controller 240 is used to
create a pairing between two or more playback devices
to create or enhance a multi-channel listening environ-
ment. For example, the controller 240 may be used to
select and pair two or more playback devices. In addition,
the controller 240 may be used to turn pairing on or off.
The controller 240 may also be used to consolidate play-
back devices, and further to set a particular playback
device in consolidated mode. Accordingly, in some em-
bodiments, the controller 240 provides a flexible mech-
anism for dynamically configuring a multi-channel audio
environment. In some instances, the pairing creates a
multi-channel listening environment. In some instances,
the pairing enhances a multi-channel listening environ-
ment by increasing the separation between devices. For
example, two individual playback devices, which are po-
sitioned at a distance from each other, may provide more
channel separation to the listener than the audio coming
from only a single device.
[0043] The user interface for the controller 240 in-
cludes a screen 242 (e.g., a LCD screen) and a set of
functional buttons as follows: a "zones" button 244, a
"back" button 246, a "music" button 248, a scroll wheel
250, "ok" button 252, a set of transport control buttons
254, a mute button 262, a volume up/down button 264,
a set of soft buttons 266 corresponding to the labels 268
displayed on the screen 242.
[0044] The screen 242 displays various screen menus
in response to a user’s selection. In one embodiment,
the "zones" button 244 activates a zone management
screen or "Zone Menu", which is described in more de-
tails below. The "back" button 246 may lead to different
actions depending on the current screen. In one embod-
iment, the "back" button triggers the current screen dis-
play to go back to a previous one. In another embodiment,
the ’back" button negates the user’s erroneous selection.
The "music" button 248 activates a music menu, which
allows the selection of an audio source (e.g., a song) to
be added to a zone player’s music queue for playback.
[0045] The scroll wheel 250 is used for selecting an
item within a list, whenever a list is presented on the
screen 242. When the items in the list are too many to
be accommodated in one screen display, a scroll indica-
tor such as a scroll bar or a scroll arrow is displayed
beside the list. When the scroll indicator is displayed, a
user may rotate the scroll wheel 250 to either choose a
displayed item or display a hidden item in the list. The

"OK" button 252 is used to confirm the user selection on
the screen 242.
[0046] There are three transport buttons 254, which
are used to control the effect of the currently playing song.
For example, the functions of the transport buttons may
include play/pause and forward/rewind a song, move for-
ward to a next song track, or move backward to a previous
track. According to one embodiment, pressing one of the
volume control buttons such as the mute button 262 or
the volume up/down button 264 activates a volume panel.
In addition, there are three soft buttons 266 that can be
activated in accordance with the labels 268 on the screen
242. It is understood that, in a multi-zone system, there
may be multiple audio sources being played respectively
in more than one zone players. The music transport func-
tions described herein shall apply selectively to one of
the sources when a corresponding one of the zone play-
ers or zone groups is selected.
[0047] FIG. 2C shows an exemplary controller 260
which may correspond to the controlling device 140 or
142 of FIG. 1. The controller 260 is provided with a touch
screen that allows a user to interact with the controller,
for example, to navigate a playlist of many items, to con-
trol operations of one or more players. In one embodi-
ment as it will be further shown in FIGS. 10A to 10F, a
user may interact with the controller to make a multi-chan-
nel audio environment, such as create a stereo pair for
example, and may even be used to separate the multi-
channel audio environment, such as disengage a stereo
pair. It should be noted that other network-enabled port-
able devices such as an iPhone, iPad or any other smart
phone or network-enabled device may be used as a con-
troller to interact or control multiple zone players in an
environment (e.g., a networked computer such as a PC
or Mac may also be used as a controller). According to
one embodiment, an application may be downloaded into
a network enabled device. Such an application may im-
plement most of the functions discussed above for the
controller 240 using a navigating mechanism or touch
screen in the device. Those skilled in the art will appre-
ciate the flexibility of such an application and its ability to
be ported to a new type of portable device given the de-
tailed description herein.
[0048] FIG. 2D illustrates an internal functional block
diagram of an exemplary controller 270, which may cor-
respond to the controller 240 of FIG. 2B, a computing
device, smart phone, or any other communicative device.
The screen 272 on the controller 270 may be an LCD
screen. The screen 272 communicates with and is com-
manded by a screen driver 274 that is controlled by a
microcontroller (e.g., a processor) 276. The memory 282
may be loaded with one or more application modules 284
that can be executed by the microcontroller 276 with or
without a user input via the user interface 278 to achieve
desired tasks. In one embodiment, an application module
is configured to facilitate grouping a number of selected
zone players into a zone group and synchronizing the
zone players for one audio source. In another embodi-

11 12 



EP 3 059 980 B1

8

5

10

15

20

25

30

35

40

45

50

55

ment, an application module is configured to control to-
gether the audio sounds (e.g., volume) of the zone play-
ers in a zone group. In operation, when the microcontrol-
ler 276 executes one or more of the application modules
284, the screen driver 274 generates control signals to
drive the screen 272 to display an application specific
user interface accordingly, more of which will be de-
scribed below.
[0049] The controller 270 includes a network interface
280 referred to as a RF interface 280 that facilitates wire-
less communication with a zone player via a correspond-
ing RF interface thereof. In one embodiment, the com-
mands such as volume control and audio playback syn-
chronization are sent via the RF interfaces. In another
embodiment, a saved zone group configuration is trans-
mitted between a zone player and a controller via the RF
interfaces. The controller 270 may control one or more
zone players, such as 102, 104 and 106 of FIG. 1. Nev-
ertheless, there may be more than one controller, each
preferably in a zone (e.g., a room or rooms nearby each
other) and configured to control any one and all of the
zone players.
[0050] In one embodiment, a user creates a zone
group including at least two zone players from the con-
troller 240 that sends signals or data to one of the zone
players. As all the zone players are coupled on a network,
the received signals in one zone player can cause other
zone players in the group to be synchronized so that all
the zone players in the group play back an identical audio
source or a list of identical audio sources in a timely syn-
chronized manner such that no (or substantially no) au-
dible delays or hiccups could be heard. Similarly, when
a user increases the audio volume of the group from the
controller, the signals or data of increasing the audio vol-
ume for the group are sent to one of the zone players
and causes other zone players in the group to be in-
creased together in volume and in scale.
[0051] According to one implementation, an applica-
tion module is loaded in memory 282 for zone group man-
agement. When a predetermined key (e.g. the "zones"
button 244) is activated on the controller 240, the appli-
cation module is executed in the microcontroller 276. The
input interface 278 coupled to and controlled by the mi-
crocontroller 276 receives inputs from a user. A "Zone
Menu" is then displayed on the screen 272. The user
may start grouping zone players into a zone group by
activating a "Link Zones" or "Add Zone" soft button, or
de-grouping a zone group by activating an "Unlink Zones"
or "Drop Zone" button. The detail of the zone group ma-
nipulation will be further discussed below.
[0052] As described above, the input interface 278 in-
cludes a number of function buttons as well as a screen
graphical user interface. It should be pointed out that the
controller 240 in FIG. 2B is not the only controlling device
that may practice the embodiments. Other devices that
provide the equivalent control functions (e.g., a comput-
ing device, a hand-held device) may also be configured
to practice the present invention. In the above descrip-

tion, unless otherwise specifically described, it is clear
that keys or buttons are generally referred to as either
the physical buttons or soft buttons, enabling a user to
enter a command or data.
[0053] One mechanism for ’joining’ zone players to-
gether for music playback is to link a number of zone
players together to form a group. To link a number of
zone players together, a user may manually link each
zone player or room one after the other. For example,
there is a multi-zone system that includes the following
zones:

Bathroom
Bedroom
Den
Dining Room
Family Room
Foyer

[0054] If a user wishes to link five of the six zone players
using the current mechanism, the user may start with a
single zone and then manually link each zone to that
zone. This mechanism may be sometimes quite time con-
suming. According to one embodiment, a set of zones
can be dynamically linked together using one command.
Using what is referred to herein as a theme or a zone
scene, zones can be configured in a particular scene
(e.g., morning, afternoon, or garden), where a predefined
zone grouping and setting of attributes for the grouping
are automatically effectuated.
[0055] For instance, a "Morning" zone scene/configu-
ration command would link the Bedroom, Den and Dining
Room together in one action. Without this single com-
mand, the user would need to manually and individually
link each zone. FIG. 3A provides an illustration of one
zone scene, where the left column shows the starting
zone grouping - all zones are separate, the column on
the right shows the effects of grouping the zones to make
a group of 3 zones named after "Morning".
[0056] Expanding this idea further, a Zone Scene can
be set to create multiple sets of linked zones. For exam-
ple, a scene creates 3 separate groups of zones, the
downstairs zones would be linked together, the upstairs
zones would be linked together in their own group, and
the outside zones (in this case the patio) would move
into a group of its own.
[0057] In one embodiment as shown in FIG. 3B, a user
defines multiple groups to be gathered at the same time.
For example: an "Evening Scene" is desired to link the
following zones:

- Group 1

+ Bedroom
+ Den
+ Dining Room

- Group 2
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+ Garage
+ Garden

where Bathroom, Family Room and Foyer should be
separated from any group if they were part of a group
before the Zone Scene was invoked.

[0058] A feature of certain embodiments is that that
zones do not need to be separated before a zone scene
is invoked. In one embodiment, a command is provided
and links all zones in one step, if invoked. The command
is in a form of a zone scene. After linking the appropriate
zones, a zone scene command could apply the following
attributes:

Set volumes levels in each zones (each zone can
have a different volume) Mute/Unmute zones.
Select and play specific music in the zones.
Set the play mode of the music (Shuffle, Repeat,
Shuffle-repeat)
Set the music playback equalization of each zone
(e.g., bass treble).

[0059] A further extension of this embodiment is to trig-
ger a zone scene command as an alarm clock function.
For instance the zone scene is set to apply at 8:00am. It
could link appropriate zones automatically, set specific
music to play and then stop the music after a defined
duration. Although a single zone may be assigned to an
alarm, a scene set as an alarm clock provides a synchro-
nized alarm, allowing any zones linked in the scene to
play a predefined audio (e.g., a favorable song, a prede-
fined playlist) at a specific time or for a specific duration.
If, for any reason, the scheduled music failed to be played
(e.g., an empty playlist, no connection to a share, failed
UPnP, no Internet connection for an Internet Radio sta-
tion), a backup buzzer will sound. This buzzer will be a
sound file that is stored in a zone player.
[0060] FIG. 4 shows an exemplary user interface 400
that may be displayed on a controller 142 or a computer
110 of FIG. 1. The interface 400 shows a list of items that
may be set up by a user to cause a scene to function at
a specific time. In the embodiment shown in FIG. 4, the
list of items includes "Alarm", "Time", "Zone", "Music",
"Frequency" and "Alarm length". "Alarm" can be set on
or off. When "Alarm" is set on, "Time" is a specific time
to set off the alarm. "Zone" shows which zone players
are being set to play a specified audio at the specific time.
"Music" shows what to be played when the specific time
arrives. "Frequency" allows the user to define a frequency
of the alarm. "Alarm length" defines how long the audio
is to be played. It should be noted that the user interface
400 is provided herein to show some of the functions
associated with setting up an alarm. Depending on an
exact implementation, other functions, such as time
zone, daylight savings, time synchronization, and
time/date format for display may also be provided.
[0061] According to one embodiment, each zone play-

er in a scene may be set up for different alarms. For
example, a "Morning" scene includes three zone players,
each in a bedroom, a den, and a dining room. After se-
lecting the scene, the user may set up an alarm for the
scene as whole. As a result, each of the zone players
will be activated at a specific time.
[0062] FIG. 5A shows a user interface 500 to allow a
user to form a scene. The panel on the left shows the
available zones in a household. The panel on the right
shows the zones that have been selected and be grouped
as part of this scene. Depending on an exact implemen-
tation of a user interface, Add/Remove buttons may be
provided to move zones between the panels, or zones
may be dragged along between panels.
[0063] FIG. 5B shows another user interface 520 to
allow a user to form a scene. The user interface 520 that
may be displayed on a controller or a computing device,
lists available zones in a system. A checkbox is provided
next to each of the zones so that a user may check in
the zones to be associated with the scene.
[0064] FIG. 5C shows a user interface 510 to allow a
user to adjust a volume level of the zone players in a
zone scene individually or collectively. As shown in the
user interface 510, the ’Volumes...’ button (shown as slid-
ers, other forms are possible) allows the user to affect
the volumes of the associated zone players when a zone
scene is invoked. In one embodiment, the zone players
can be set to retain whatever volume that they currently
have when the scene is invoked. Additionally the user
can decide if the volumes should be unmuted or muted
when the scene is invoked.

V. Providing Example Player Themes or Zone Scenes

[0065] FIG. 6 shows a flowchart or process 600 of pro-
viding a player theme or a zone scene for a plurality of
players, where one or more of the players are placed in
a zone. The process 600 is presented in accordance with
one embodiment of the present invention and may be
implemented in a module to be located in the memory
282 of FIG. 2C.
[0066] The process 600 is initiated when a user de-
cides to proceed with a zone scene at 602. The process
600 then moves to 604 where it allows a user to decide
which zone players to be associated with the scene. For
example, there are ten players in a household, and the
scene is named after "Morning". The user may be given
an interface to select four of the ten players to be asso-
ciated with the scene. At 606, the scene is saved. The
scene may be saved in any one of the members in the
scene. In the example of FIG. 1, the scene is saved in
one of the zone players and displayed on the controller
142. In operation, a set of data pertaining to the scene
includes a plurality of parameters. In one embodiment,
the parameters include, but may not be limited to, iden-
tifiers (e.g., IP address) of the associated players and a
playlist. The parameters may also include volume/tone
settings for the associated players in the scene. The user
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may go back to 602 to configure another scene if desired.
[0067] Given a saved scene, a user may activate the
scene at any time or set up a timer to activate the scene
at 610. The process 600 can continue when a saved
scene is activated at 610. At 612, upon the activation of
a saved scene, the process 600 checks the status of the
players associated with the scene. The status of the play-
ers means that each of the players shall be in condition
to react in a synchronized manner. In one embodiment,
the interconnections of the players are checked to make
sure that the players communicate among themselves
and/or with a controller if there is such a controller in the
scene.
[0068] It is assumed that all players associated with
the scene are in good condition. At 614, commands are
executed with the parameters (e.g., pertaining to a play-
list and volumes). In one embodiment, data including the
parameters is transported from a member (e.g., a con-
troller) to other members in the scene so that the players
are caused to synchronize an operation configured in the
scene. The operation may cause all players to play back
a song in identical or different volumes or to play back a
pre-stored file.

VI. Example Multi-channel Environments

[0069] FIG. 7 shows an example configuration in which
an audio source is played back on two players 702 and
704, according to an example embodiment. These two
players 702 and 704 may be located in and around one
place (e.g., a hall, room, or nearby rooms) and are des-
ignated to play two sound tracks respectively. For exam-
ple, an audio source may have left and right sound chan-
nels or tracks (e.g., stereo sound). Instead of grouping
the players 702 and 704 to play back the audio source
together in synchrony, where each player 702 and 704
plays the same audio content at substantially the same
time, the players 702 and 704 can be paired to play dif-
ferent channels of the audio source in synchrony. As a
result of pairing, the stereo sound effects can be simu-
lated or enhanced via two players 702 and 704 versus
one player or none of the players, for example.
[0070] In certain embodiments, each player of players
702 and 704 includes a network interface, one or more
speaker drivers (two or more speaker drivers in some
instances, such as when the player can play in stereo
mode absent pairing), an amplifier, and a processor, such
as shown in FIG. 2A. The network interface receives au-
dio data over a network. One or more amplifiers power
the speaker drivers. The processor processes the audio
data to be output through the speaker drivers. The proc-
essor may further configure a first equalization of the out-
put from the speaker drivers in accordance with a first
type of pairing and configuring a second equalization of
the output from the speaker drivers in accordance with
a second type of pairing.
[0071] In an embodiment, the two players 702 and 704
are configured to output a plurality of audio channels in-

dependent of each other. For example, each player 702
and 704 may be configured to output audio content in
stereo independently from each other. Subsequent to
pairing, one playback device (e.g., player 702) is config-
ured to output a first subset of the plurality of audio chan-
nels and the other playback device (e.g., player 704) is
configured to output a second subset of the plurality of
audio channels. The first and second subsets are differ-
ent. In this example, subsequent to pairing players 702
and 704, player 702 might play the right channel and
player 704 might play the left channel. In another exam-
ple, player 702 might play the right channel plus a center
channel (e.g., in television or theater mode) and player
704 might play the left channel plus the center channel.
Even in the latter example, the first and second subsets
are different in that player 702 is playing channels Right
+ Center and player 704 is playing channels Left + Cent-
er. In yet another embodiment, subsequent to pairing,
player 702 might play all channels except certain bass
frequencies, which may be played via player 704, thereby
using player 704 as a subwoofer.
[0072] In another embodiment, a collection of three or
more playback devices (e.g., players 702, 704, and one
or more additional players) are each configured to output
a plurality of audio channels independent of another play-
back device in the collection. Subsequent to pairing, each
of the playback devices is configured to output a generally
different audio channel(s) from the collection. This em-
bodiment is particularly useful in a television or movie
theater setting where a particular playback device of the
multiple playback devices is configured to output in two-
channel or stereo mode at one time (e.g., when playing
a song), and subsequent to pairing, is configured to out-
put as a front-right channel, a front-center channel, a
front-left channel, a rear-right channel, a rear-left chan-
nel, and so on (e.g., when watching a movie or television).
[0073] In another embodiment, one of the paired play-
back devices (e.g., player 702 or player 704) processes
the data of the audio item, essentially separating the data
into channels, each of the channels representing a sin-
gle-sound track, for example, and being played back in
one of the playback devices, thus creating or enhancing
a multi-channel listening environment. In an alternative
embodiment, both playback devices (e.g., players 702
and 704) may receive and process the data of the audio
item and each playback device may output only the audio
content designated for the respective player. For exam-
ple, player 702 might receive both left and right channel
audio, but only play the left channel, whereas player 704
might also receive both left and right channel audio, but
only play the right channel.
[0074] In another embodiment, two or more playback
devices (e.g., players 702 or 704) may be grouped into
a single or consolidated playback device and the consol-
idated playback device (e.g., consolidated player 702 +
704) may be paired with one or more playback devices.
For instance, two playback devices maybe grouped into
a first consolidated playback device and two additional
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playback devices maybe grouped into a second consol-
idated playback device. Then, the first and second con-
solidated playback devices may be paired to create or
enhance a multi-channel listening environment.
[0075] In certain embodiments, a playback device
(e.g., either player 702 or 704) that is configured to output
an audio channel is paired with one or more additional
playback devices, such that the playback device is con-
figured to output a different audio channel than previously
configured. For instance, the playback device might be
configured to output a right channel in stereo mode, but
subsequent to being paired with one or more additional
playback devices, might be configured to output a rear,
right channel in theater mode. The playback device may
be paired to one or more other playback devices.
[0076] In certain embodiments, a playback device
(e.g., either player 702 or 704) that is configured to output
a plurality of audio channels is paired with one or more
additional playback devices, such that the playback de-
vice is configured to output a subset of the plurality of
audio channels relative to the one or more additional play-
back devices. For instance, the playback device might
be configured to output in two-channel or stereo mode,
but subsequent to being paired with one or more playback
devices might be configured to output a right or left chan-
nel. The playback device may be paired to one or more
other playback devices.
[0077] According to certain embodiments, the action
of pairing two or more playback devices is triggered
based on a command from a user via a control interface
(e.g., a manual command) or responsive to an event
(e.g., an automatic command). For example, using a con-
troller, a user can create a pairing between two or more
playback devices or disengage the pairing between two
or more playback devices. In another example, pairing
may be triggered by the audio content itself, a signal re-
ceived from a source device, or some other predefined
event, such that pairing occurs when the event is detect-
ed by the controller or playback device, for example. In
addition, another device might be programmed to detect
the event and provide a pairing signal to the controller
and/or playback devices.
[0078] Further, it is understood that going from a con-
figuration of no pairing (unpaired or non paired) to a con-
figuration of pairing or from one kind of pairing (e.g., a
pairing used in a type of stereo mode or theater mode)
to a different kind of pairing (e.g., another pairing used
in a type of stereo mode or theater mode) are all various
types of "pairing" that can occur according to certain em-
bodiments. In addition, disengaging a pairing between
multiple playback devices might go from pairing to no
pairing or from pairing of a first kind back to pairing of a
previous kind, for example.
[0079] In one example, a first type of pairing might in-
clude "no pairing" with another playback device and a
second type of pairing might include pairing with one or
more additional playback devices. In a second example,
a first type of pairing might include pairing with a second

playback device and a second type of pairing might in-
clude pairing with a plurality of playback devices. In a
third example, a first type of pairing might include repro-
ducing two channel sound via the speaker drivers and a
second type of pairing comprises reproducing no more
than one channel of the two channel sound via the speak-
er drivers. In a fourth example, a first type of pairing might
comprise reproducing a first audio channel via the speak-
er drivers and the second type of pairing might include
reproducing a second audio channel via the speaker driv-
ers. In a fifth example, a first type of pairing might include
reproducing the audio content via the speaker drivers in
stereo mode and a second type of pairing might include
reproducing the audio content via the speaker drivers in
theater mode. In a sixth example, a first type of pairing
might include reproducing the audio content via the
speaker drivers and a second type of pairing comprises
reproducing the audio content via the speaker drivers
when in consolidated mode. It is understood that various
variations and modifications may be made to the exam-
ples described just above with the attainment of some or
all of the advantages of the technology described herein.
[0080] According to certain embodiments, the config-
uration of a playback device may include any of: changing
the equalization of the playback device by changing the
equalization of one or more specific speaker drivers and
optimizing the synchronization between paired devices.
Changing the equalization of the playback device might
include any of: turning on or off (or effectively muting)
one or more specific speaker drivers, changing the chan-
nel output of one or more speaker drivers, changing the
frequency response of one or more specific speaker driv-
ers, changing the amplifier gain of any particular speaker
driver, changing the amplifier gain of the playback device
as a whole.
[0081] In certain embodiments, changing the equali-
zation of a playback device (e.g., changing the equaliza-
tion of one or more speaker drivers of the playback de-
vice) may affect frequency dependent parameters. Ex-
amples might include the adjustment of the strength of
frequencies within the audio data, a phase adjustment,
and time-delay adjustment. In addition, a particular
equalization may use a first type of pass filter, such as
one that attenuates high, middle, or low frequencies, for
example, while allowing other frequencies to pass unfil-
tered (or substantially unfiltered). Filters might also be
different kinds or of a different order (e.g., first order filter,
second order filter, third order filter, fourth order filter, and
so on). For example, a first equalization of a playback
device might include using a first type of pass filter to
modify the output based on a first type of pairing and a
second equalization of the playback device might include
using a second type of pass filter to modify the output
based on the second type of pairing. In this example, the
first and second type of pass filters have one or different
properties and/or behaviors, thus changing the equaliza-
tion and sonic behavior of the device.
[0082] By way of illustration, when two S5 devices are
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paired to create a stereo pair, for example, one S5 device
may be configured as the "left" and the other S5 device
may be configured as the "right." In one embodiment, the
user may determine which is left or right. In this config-
uration, for example, the left and right audio data may be
sent to both S5 devices, but the left audio data of the
track is played out of the S5 device configured as left and
the right audio data of a track is played out of the S5
device configured as right. In addition, the equalization
of each S5 device is changed in an attempt to reduce or
eliminate certain constructive or destructive interference.
For example, one tweeter on each S5 device may be
turned off or substantially muted. In certain embodi-
ments, the crossover frequency to each driver may even
be changed from a previous configuration so that two or
more drivers are not necessarily outputting the exact
same audio data, otherwise constructive and/or destruc-
tive interference may occur. In certain embodiments, the
amplifier gain is adjusted for a particular speaker driver
and/or for the playback device as a whole.
[0083] In operation, according to certain embodiments,
a controller 706 (e.g., a controller 142 of FIG. 1 or 240
of FIG. 2B or a portable device) is used to initiate the
operation. Through a user interface, the controller 706
causes a player 702 to retrieve the audio source, provid-
ed the audio source is on a network 708 (e.g., the Internet
or a local area network). Similarly, the controller 706 may
also cause a designated device (e.g., another networked
device) to establish a communication session with the
player 702 to deliver the requested audio source. In any
case, either one or both of the players 702 and 704 may
have access to the data representing the audio source.
[0084] In certain embodiments, a module in the player
702 is activated to process the data. According to one
embodiment, the right and left sound tracks are separat-
ed. One sound track is retained locally in one player and
the other sound track is pushed or uploaded to the other
device (e.g., via an ad-hoc network). When the right and
left sound tracks are played back simultaneously or sub-
stantially simultaneously, the stereo sound effect can be
appreciated.
[0085] In another embodiment, several tracks are sep-
arated, such as in television or theater mode. For exam-
ple, the tracks may be separated into a center channel,
right front channel, left front channel, right rear channel,
left rear channel, and so on. Accordingly, one or more
sound tracks may be retained locally in one player and
the other sound tracks are pushed or uploaded to the
other devices.
[0086] In yet another embodiment, one player might
process the data and retain one or more tracks locally,
while the remaining data is sent onto another player. The
receiving player may then process the data and retain
one or more tracks locally and send any remaining data
onto another player. This process, or one like it, may
continue until all of the tracks are retained locally by cor-
responding player devices.
[0087] In yet another embodiment, each player might

receive and process the data and play only the channel
or channels that are designated for that player.
[0088] In certain embodiments, it is important to main-
tain good synchronization, especially when pairing two
or more independently clocked playback devices so that
the multi-channel audio content is played back as it was
originally intended. According to an embodiment, a mes-
sage may be initiated from one device to another that is
also activated to send back an acknowledgement. Upon
receiving the acknowledgement, the time delay in trans-
porting data from one device to another can be meas-
ured. The time delay will be considered when synchro-
nizing the two players to play back the two separated
sound tracks. In certain embodiments, if sending a packet
(e.g., a packet in accordance with SNTP protocol) to a
playback device and receiving a response takes more
than fifteen milliseconds, for example, the timing infor-
mation contained within that packet, such as clock infor-
mation, is discarded. If sending and receiving a packet
is less than fifteen milliseconds, then the information from
the packet is used to adjust playback, if so necessary.
[0089] Additional details of synchronizing operations
of two or more independently clocked players are pro-
vided in commonly assigned US application No,:
10/816,217, filed Apr. 1, 2004, entitled "System and
Method For Synchronizing Operations Among A Plurality
Of Independently Clocked Digital Data Processing De-
vices".
[0090] FIG. 8 shows an example configuration of a
pairing amongst multiple players 802, 804, 806, 808, 810,
and 812 in a theater-like environment, in accordance to
an embodiment. Player 802 may operate as a front-left
channel, player 804 may operate as a center channel,
player 806 may operate as a front-right channel, player
808 may operate as a subwoofer, player 810 may operate
as a rear, right channel, and player 812 may operate as
a rear, right channel. In this example, the players 802,
804, 806, 808, 810, and 812 are wirelessly coupled over
network 815 so as to receive and transmit data over a
wireless network, and obtain power from power outlets
in the wall or through some other power source (e.g., a
battery). Players 802, 804, 806, 808, 810, and 812 may
be wired, if so configured in an alternate embodiment.
Controller 814 may be a network-enabled device, exam-
ples of which include a smart phone, tablet computer,
laptop computer, desktop computer, or a television.
[0091] In one embodiment, a designated player, such
as player 804, receives multi-channel audio content from
a source 816. Source 816 might include audio and/or
video content downloaded or streamed from the Internet,
a DVD or Blu-Ray player, or from some other source of
audio and/or video content. Player 804 separates the
multi-channel audio and sends respective audio chan-
nels to its playback owner. For example, if a particular
audio channel is designated for the front, right speaker,
then that content is wirelessly directed from player 804
to player 802, and so on. Players 802, 804, 806, 808,
810, and 812 play the audio content synchronously, so
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as to create a multi-channel listening environment. More-
over, if source 816 provides video content along with au-
dio content, then the audio content is preferably played
in synchrony with the video content.
[0092] In another embodiment, each player of players
802, 804, 806, 808, 810, and 812 may separate out its
own one or more channels for playback. That is, either
all audio content, or a portion thereof, is sent to each
player (e.g., from source 816 or another playback device)
and the player itself obtains its own data for playback.
[0093] In addition, players 802, 804, 806, 808, 810,
and 812 may be reconfigured to operate in many different
configurations, such as described above. For example,
players 802 and 806 may be paired to operate in stereo
mode, while the other players remain in sleep mode or
turned off (player 808 may remain on in any particular
configuration, if so desired and configured, because it is
operating as a subwoofer). In another example, players
802 and 810 may be consolidated and output left channel
audio, while players 806 and 812 may be consolidated
and output right channel audio. In yet another example,
some of players 802, 804, 806, 808, 810, and 812 are
consolidated into a single player and paired with addi-
tional playback devices, such as in an adjacent room. In
a further example, players 802, 804, 806, 808, 810, and
812 are grouped and not paired, when the audio content
is music (versus movie content, for example). These are
just some configuration examples. Many other configu-
rations are possible using the teachings described here-
in.
[0094] FIG. 9 shows a flowchart or process 900 of
grouping a plurality of audio products to play separated
sound tracks in synchronization to simulate a multi-chan-
nel listening environment. The process 900 is presented
in accordance with certain embodiments and may be im-
plemented in a module to be located in the memory 282
of FIG. 2D. To facilitate the description of process 900,
a listening environment of stereo sound with left and right
channels is described. Those skilled in the art can ap-
preciate that the description can be equally applied to
other forms of multi-channel listening environment (e.g.,
three, five, seven channel environments).
[0095] Typically, there is a plurality of players being
controlled by one or more controllers, where these play-
ers are disposed in various locations. For example, there
are five players in a house; three of them are respectively
disposed in three rooms while two players are disposed
in a larger room. Accordingly, these two players would
be candidates to be paired to simulate a stereo listening
environment, instead of just playing synchronized audio
from both in a grouped fashion. In another example, there
are four players in a large space or adjacent spaces, two
pairs of the players may be paired to simulate a stereo
listening environment, in which two players in one con-
solidated pair can be grouped to play back one (left)
sound track and the other two in the other consolidated
pair can be grouped to play back one (right) sound track.
[0096] In any case, two groups of players or two players

are decided to be paired at 902. If no players are paired,
the process 900 will not be activated. It is assumed that
two players from a group of players being controlled by
a controller are selected to be paired at 902. The process
900 proceeds.
[0097] At 904, a user may decide which player is to
play back which sound track. Depending on the location
of the user or listener(s) with respect to the selected play-
ers, it is assumed that a player or unit A is chosen to play
back a left sound track and another player or unit B is
chosen to play back a right sound track. In an alternative
embodiment, the players themselves (or the controller)
may automatically determine which unit is configured to
play the right channel and which unit is configured to play
the left channel without input from the user.
[0098] According to one embodiment, a time delay in
transporting data between the two units A and B is meas-
ured at 906. This time delay may facilitate sound syn-
chronization between the two units as one of the units
will receive a processed sound track from the other. The
user may continue to operate on a controller to select a
title (e.g., an audio source or an item from a playlist) for
playback on the two units at 910.
[0099] Once the title is determined at 912, the data for
the title is accessed. Depending on where the data is
located, the controller may be configured to cause one
of the two units to obtain or stream in the data. In one
embodiment, the controller or unit A initiates a request
to a remotely-networked device providing or storing the
data. Assuming an authentication procedure, if any, com-
pletes successfully, the remote device starts to upload
the data to the unit A. Likewise, if the data is locally stored
in the unit A, the data can be accessed locally without
requesting the same from the network. As the data is
being received or accessed in the unit A, a processing
module is activated in the unit A to process the data,
essentially separating the data into two streams of sound
tracks at 914. In an alternative embodiment, each unit
may receive and process the data, essentially separating
the data into a stream to be played by the respective unit.
[0100] At 916, one of the streams is uploaded from the
unit A to unit B via a local network (e.g., the ad-hoc net-
work formed by all the players being controlled by the
controller). As the streams are being distributed, the two
units are configured to play back the streams respective-
ly, each reproducing the sound of a single sound track
at 918. Together, in synchrony, the two units create a
stereo sound listening environment.
[0101] It should be noted that the delay time, if notice-
able, may be incorporated into the unit A to delay the
consumption of the stream by the delay time to synchro-
nize with the unit B. Alternatively, a non-selected player
may be used to process a streaming data of the title and
configured to supply two streams to the pair of players,
thus equalizing the delay time that would be otherwise
experienced by the unit B.
[0102] FIGS. 10A-10F show illustrative screenshots of
a controller for creating a stereo pair in accordance with
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certain embodiments. The screenshots are from a com-
puting device (e.g., a tablet computer, laptop, or desktop)
used as a controller. Those skilled in the art can appre-
ciate that FIGS. 10A-10F may be readily modified to be
used in a portable device with network capability, such
as, for example, iPhone or iTouch or other smart phone
or other network-enabled devices. Additionally, the con-
troller might exist as part of a player itself or directly/in-
directly coupled to the player, and therefore such screen-
shots may be modified accordingly - such a controller
need not have network capability as the player will have
network connectivity.
[0103] FIG. 10A shows a graphic interface 1000 that
may be displayed on a controller when a user desires to
create a stereo pair with two players in a system. It is
understood that the system may include two or more play-
ers. If a stereo pair is desired, such as discussed with
respect to the example of FIGS. 10A-10F, then any two
players (one or both of which may be a consolidated play-
er) in the system may be paired. However, if pairing more
than two players is desired, such as creating an environ-
ment which is capable of playing more than two channel
audio data, then the graphic interface 1000 may include
an additional option or options. For example, an option
might include "Make a Movie Surround Sound Pairing,"
"Make a Music Surround Sound Pairing," or "Make a Dol-
by Pro Logic Pairing." Any descriptive language may be
used to appropriately indicate to the user the type of pair-
ing that can be created. Upon selecting an option, a setup
wizard on the controller may help the user appropriately
configure the system such that multi-channel discrete au-
dio may be effectively realized by the system.
[0104] Turning back to FIG. 10A, the interface 1000
allows a user to initiate a stereo pair with a zone player
named "ZPS5-Black." In certain embodiments, the sys-
tem recognizes that ZPS5-Black is part of a particular
zone (e.g., kitchen, family room, bedroom, and so on).
The system may allow the user to pair ZPS5-Black with
another player in the same zone only, or alternatively,
the system may allow the user to pair ZPS5-Black with
another player in a different zone (such as an adjacent
zone). Pairing players in different zones may be partic-
ularly useful when an open space is divided into two or
more zones (e.g., an open space might include a kitchen
and family room, for example).
[0105] Additionally, the system may be programmed
such that pairing players from different zones creates
another zone to reflect the players in paired mode (e.g.,
a single kitchen-family room zone during paired operation
might originate from a kitchen zone and a family room
zone during non-paired operation). In such an embodi-
ment, a user may be able to switch between zones or
dynamically create new zones.
[0106] In certain embodiments, if another similar play-
er is available to be paired, then the screenshot of FIG.
10B may be displayed. If the user wishes to continue with
creating a pair, then the user may select "OK." If not, then
the user may select "Cancel." In another embodiment, a

different player (e.g., a player that is not an S5) may be
paired together. That is, different types of players may
be paired, if the players are so designed to be paired. To
accommodate the differences in player type, the equal-
ization of one or more players may be adjusted accord-
ingly to compensate for things like the number and size
of speaker drivers used in one player versus the other
player. In yet another embodiment, a list of the players
in the system may be displayed (not shown), from which
the user selects two or more players to make the stereo
pair. The list of players may be automatically determined
by the system based on a player’s particular location with-
in a home, room, or configuration with other players within
a room, for example.
[0107] Turning now to FIG. 10C, in this example, it is
assumed that the user may select a zone player named
"ZPS5-White" to be paired with "ZPS5-Black" to create
a stereo pair. If so desired, the user may select "OK" to
proceed with the pairing. Otherwise, the user may select
"Cancel." In certain embodiments, ZPS5-White may be
in the same zone as ZPS5-Black. In other embodiments,
ZPS5-White may be in a different zone as ZPS5-Black.
[0108] Upon selecting "OK" in FIG. 10C, a screenshot
like that of FIG. 10D may be displayed to the user, thereby
instructing the user to press the mute button (or some
other designated button) on the "LEFT" player of the ster-
eo pair. Further, a light on the players may flash to further
indicate that each of the players is a possibility for left
channel pairing. Upon selection of the left player, FIG.
10E may be displayed to inform the user that a pair has
been created along with a name for the pair, if so desired.
Responsively, the system will play the left channel audio
from the user designated player and will automatically
play the right channel audio from the other player. FIG.
10F provides an example screenshot to allow the user
to separate the stereo pair if so desired.
[0109] In an alternative embodiment, the creation of a
stereo pair may be an option for a particular zone or a
number of zones (e.g., a household of zones). For ex-
ample, an option like "Create a Stereo Pair" may exist
such that upon selection, a setup wizard may launch ask-
ing the user to press a flashing mute button (or some
other designated button) on whichever speaker the user
wanted to be the left speaker in the zone, a portion of
zones, or all of the zones. In one embodiment, flashing
would occur for all of the same speaker types. In another
embodiment, flashing would occur for all speaker types
that are capable of being paired. After choosing the left
speaker, the wizard screen would ask the user to do the
same for the right speaker. Preferably, only the speakers
that are capable of being paired as the right speaker are
flashing so as to appropriately narrow the choices for the
user.
[0110] Additionally, in one embodiment and as shown
in FIG. 3A or 3B, a graphic display is provided to show
to the user all the players in a system and how they are
grouped or named. A nickname for the stereo pair in the
display 1040 may be highlighted and would be further
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displayed in FIG. 3A if FIG. 3A is modified after the stereo
pair is complete
[0111] A similar graphic interface may be used to cre-
ate a pair in an environment having more than two chan-
nels. For example, in a home theater environment, the
system may list more than two separate players from
which the user can create a pairing by selecting which
player is to operate as the front right, center, front left,
rear right, and rear left. A subwoofer may also be added
to the list, so that it can be integrated into the multi-chan-
nel pairing by the user.
[0112] As an example, similar to what is described in
the various embodiments above with respect to creating
a stereo pair, the system may flash an indicator light on
all relevant players and a setup wizard may ask the user
to select the "front-left," then the "front-right," then the
"front-center," then the "rear-left," then the "rear-right,"
and so on until all of the players are appropriately paired.
Preferably, only the speakers that are capable of being
paired as the next speaker are flashing so as to appro-
priately narrow the choices for the user.

VII. Conclusion

[0113] The components, elements, and/or functional-
ity of the systems discussed above may be implemented
alone or in combination in various forms in hardware,
firmware, and/or as a set of instructions in software, for
example. Certain embodiments may be provided as a
set of instructions residing on a computer-readable me-
dium, such as a memory, hard disk, CD-ROM, DVD,
and/or EPROM, for execution on a processing device,
such as a controller and/or playback device.
[0114] Various inventions have been described in suf-
ficient detail with a certain degree of particularity. It is
understood to those skilled in the art that the present
disclosure of embodiments has been made by way of
examples only and that numerous changes in the ar-
rangement and combination of parts may be resorted
without departing from the scope of the invention as
claimed. While the embodiments discussed herein may
appear to include some limitations as to the presentation
of the information units, in terms of the format and ar-
rangement, the embodiments have applicability well be-
yond such embodiment, which can be appreciated by
those skilled in the art. Accordingly, the scope of the
present invention is defined by the appended claims rath-
er than the forgoing description of embodiments.
[0115] For example, the following represent but a few
of many apparatus, method and system combinations
based on the description provided above. These are pro-
vided for purposes of non-limiting illustration, and it is
understood that many more combinations can be de-
scribed and claimed based on the present description.

1. An apparatus for providing audio in a multi-chan-
nel listening environment, the apparatus comprising:

a network interface to facilitate communication
on a network, wherein the network interface re-
ceives audio data over the network;
a plurality of speaker drivers;
an amplifier for powering the plurality of speaker
drivers; and
a processor for processing the audio data to be
output through the plurality of speaker drivers
and further for configuring a first equalization of
the output from the plurality of speaker drivers
in accordance with a first type of pairing and con-
figuring a second equalization of the output from
the plurality of speaker drivers in accordance
with a second type of pairing.

2. The apparatus of 1, wherein the first equalization
comprises using a first type of pass filter to modify
the output based on the first type of pairing, wherein
the second equalization comprises using a second
type of pass filter to modify the output based on the
second type of pairing, and wherein the first type of
pass filter and the second type of pass filter are dif-
ferent.
3. The apparatus of 1, wherein the apparatus com-
prises a playback device, and wherein the first type
of pairing comprises no pairing with another play-
back device and the second type of pairing compris-
es pairing with one or more additional playback de-
vices.
4. The apparatus of 1, wherein the apparatus com-
prises a playback device, and wherein the first type
of pairing comprises pairing with a second playback
device and the second type of pairing comprises
pairing with a plurality of playback devices.
5. The apparatus of 1, wherein the first type of pairing
comprises reproducing two channel sound via the
plurality of speaker drivers and wherein the second
type of pairing comprises reproducing no more than
one channel of the two channel sound via the plurality
of speaker drivers.
6. The apparatus of 1, wherein the first type of pairing
comprises reproducing a first audio channel via the
plurality of speaker drivers and wherein the second
type of pairing comprises reproducing a second au-
dio channel via the plurality of speaker drivers, and
wherein the first audio channel and the second audio
channel are different.
7. The apparatus of 1, wherein the first type of pairing
comprises reproducing the audio content via the plu-
rality of speaker drivers in stereo mode and wherein
the second type of pairing comprises reproducing
the audio content via the plurality of speaker drivers
in theater mode.
8. The apparatus of 1, wherein the first type of pairing
comprises reproducing the audio content via the plu-
rality of speaker drivers and wherein the second type
of pairing comprises reproducing the audio content
via the plurality of speaker drivers when in consoli-
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dated mode.
9. The apparatus of 1, wherein the processor is fur-
ther configured to separate the audio data into sep-
arate audio channels, wherein at least one separate
audio channel is output from the plurality of speaker
drivers and at least one additional separate audio
channel is transmitted by the network interface over
the network.
10. The apparatus of 1, wherein the apparatus is a
playback device and the network interface receives
a signal from a controller over the network to pair
with one or more playback devices.
11. The apparatus of 1, wherein the apparatus is a
playback device and the network interface receives
a signal from a controller over the network to config-
ure the playback device in consolidation mode.
12. The apparatus of 1, wherein the apparatus is a
playback device and further comprises a button that
when selected chooses the channel of the playback
device.
13. The apparatus of 1, wherein the network is a
wireless network.
14. A method for providing audio in a multi-channel
listening environment, the method comprising:

receiving audio data over a network;
processing the audio data to be output through
a plurality of speaker drivers; and
configuring a first equalization of the output from
the plurality of speaker drivers in accordance
with a first type of pairing and configuring a sec-
ond equalization of the output from the plurality
of speaker drivers in accordance with a second
type of pairing.

15. The method of 14, wherein the first equalization
comprises using a first type of pass filter to modify
the content based on the first type of pairing and
wherein the second equalization comprises using a
second type of pass filter to modify the output based
on the second type of pairing, wherein the first type
of pass filter and the second type of pass filter are
different.
16. The method of 14, wherein the first type of pairing
comprises no pairing with another playback device
and the second type of pairing comprises pairing with
one or more additional playback devices.
17. The method of 14, wherein the first type of pairing
comprises pairing with a second playback device
and the second type of pairing comprises pairing with
a plurality of playback devices.
18. The method of 14, wherein the first type of pairing
comprises reproducing two channel sound via the
plurality of speaker drivers and wherein the second
type of pairing comprises reproducing no more than
one channel of the two channel sound via the plurality
of speaker drivers.
19. The method of 14, wherein the first type of pairing

comprises reproducing a first audio channel via the
plurality of speaker drivers and wherein the second
type of pairing comprises reproducing a second au-
dio channel via the plurality of speaker drivers, and
wherein the first audio channel and the second audio
channel are different.
20. The method of 14, wherein the first type of pairing
comprises reproducing the audio content via the plu-
rality of speaker drivers and wherein the second type
of pairing comprises reproducing the audio content
via the plurality of speaker drivers when in consoli-
dated mode.
21. The method of 14, wherein the processor is fur-
ther configured to separate the audio data into sep-
arate audio channels, wherein at least one separate
audio channel is output from the plurality of speaker
drivers and at least one additional separate audio
channel is transmitted by the network interface over
the network.
22. The method of 14, further comprising sending a
signal over the network to a controller that selects a
channel of the audio data that is output from the plu-
rality of speaker drivers.
23. An system to provide multi-channel audio play-
back, the system comprising:

a collection of at least three playback devices
each configured to independently output a plu-
rality of audio channels, each playback device
including a network interface, a speaker driver,
and an amplifier; and
a processor in at least one of the collection of
playback devices to selectively pair the at least
three playback devices such that, subsequent
to pairing, each of the at least three playback
devices is to be configured to output a different
audio channel from the others of the at least
three playback devices.

24. The system of 23, wherein the at least three play-
back devices are to output their respective audio
channels in synchrony.
25. The system of 23, wherein the processor is
housed in one of the at least three playback devices,
and wherein the processor is to process incoming
audio data to separate the data into audio channels
to be provided to the other of the at least three play-
back devices for output of their respective audio
channels in synchrony.
26. The system of 25, wherein the processor is to
process incoming audio data to retain one or more
audio tracks corresponding to one or more audio
channels locally and to send remaining audio tracks
to another of the at least three playback devices until
all incoming audio tracks are retained locally by a
playback device.
27. The system of 23, wherein the selective pairing
is triggered based on a command via a control inter-
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face.
28. The system of 23, wherein the selective pairing
is triggered responsive to an event.
29. The system of 28, wherein the event comprises
at least one of a change of audio content, a time,
and a type of audio content associated with the plu-
rality of audio channels.
30. The system of 23, wherein the processor is to
change equalization of the at least three playback
devices by changing equalization of one or more
specific speaker drivers and adjusting synchroniza-
tion between the paired playback devices.
31. The system of 30, wherein the equalization com-
prises a first equalization using a first type of pass
filter to modify the output of a first of the at least three
playback devices based on a first type of pairing, a
second equalization using a second type of pass fil-
ter to modify the output of a second of the at least
three playback devices based on a second type of
pairing, and a third equalization using a third type of
pass filter to modify the output of a third of the at
least three playback devices based on a third type
of pairing.
32. The system of 31, wherein the first type of pairing
comprises reproducing a first audio channel, the sec-
ond type of pairing comprises reproducing a second
audio channel, and the third type of pairing compris-
es reproducing a third audio channel from the plu-
rality of audio channels.
33. The system of 30, wherein the equalization is
based on at least one of a non-paired mode, a paired
mode, a consolidated mode, and a grouped mode
for the selective pairing of the at least three playback
devices.
34. The system of 23, wherein at least two of the
collection of at least three playback devices is to be
grouped into a consolidated playback device, and
the consolidated playback device is able to be paired
with one or more additional playback devices.
35. A method to provide multi-channel audio play-
back, the method comprising:

receiving audio data including a plurality of audio
channels at a collection of at least three play-
back devices;
selectively pairing, using a processor housed in
at least one of the collection of playback devices,
the at least three playback devices such that
each of the at least three playback devices is
configured to output a different audio channel
from the others of the at least three playback
devices.

36. The method of 35, wherein the at least three play-
back devices are to output their respective audio
channels in synchrony.
37. The method of 35, wherein the processor is
housed in one of the at least three playback devices,

and wherein the processor is to process incoming
audio data to separate the data into audio channels
to be provided to the other of the at least three play-
back devices for output of their respective audio
channels in synchrony.
38. The method of 37, wherein the processor is to
process incoming audio data to retain one or more
audio tracks corresponding to one or more audio
channels locally and to send remaining audio tracks
to another of the at least three playback devices until
all incoming audio tracks are retained locally by a
playback device.
39. The method of 35, wherein the selective pairing
is triggered based on a command via a control inter-
face.
40. The method of 35, wherein the selective pairing
is triggered responsive to an event.
41. The method of 39, wherein the event comprises
a change of audio content.
42. The method of 35, further comprising changing
an equalization of the at least three playback devices
by changing equalization of one or more specific
speaker drivers and adjusting synchronization be-
tween the paired playback devices.
43. The method of 42, wherein the equalization com-
prises a first equalization using a first type of pass
filter to modify the output of a first of the at least three
playback devices based on a first type of pairing, a
second equalization using a second type of pass fil-
ter to modify the output of a second of the at least
three playback devices based on a second type of
pairing, and a third equalization using a third type of
pass filter to modify the output of a third of the at
least three playback devices based on a third type
of pairing.
44. The method of 43, wherein the first type of pairing
comprises reproducing a first audio channel, the sec-
ond type of pairing comprises reproducing a second
audio channel, and the third type of pairing compris-
es reproducing a third audio channel from the plu-
rality of audio channels.
45. The method of 42, wherein the equalization is
based on at least one of a non-paired mode, a paired
mode, a consolidated mode, and a grouped mode
for the selective pairing of the at least three playback
devices.
46. The method of 35, further comprising grouping
at least two of the collection of at least three playback
devices into a consolidated playback device, where-
in the consolidated playback device is able to be
paired with one or more additional playback devices.
47. An apparatus for providing audio in a multi-chan-
nel listening environment, the apparatus comprising:

a network interface to facilitate communication
on a network, wherein the network interface re-
ceives audio data over the network;
a plurality of speaker drivers;
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an amplifier for powering the plurality of speaker
drivers; and
a processor for processing the audio data to be
output through the plurality of speaker drivers,
wherein the processor applies a first equaliza-
tion of the output from the plurality of speaker
drivers in accordance with a first type of pairing
between the apparatus and at least a second
apparatus and ignores a remainder of the audio
data that does not correspond to the first equal-
ization.

48. The apparatus of 47, wherein the first equaliza-
tion uses a first filter to select a first number of one
or more audio channels from the audio data for out-
put via the apparatus and ignores the remaining one
or more channels from the audio data, which are to
be independently processed for output by the second
apparatus.
49. The apparatus of 47, wherein the processor se-
lectively pairs the apparatus with the second appa-
ratus in response to a trigger.
50. The apparatus of 49, wherein the trigger com-
prises at least one of a control interface command,
a change in audio content, a time, and a type of audio
content.
51. An apparatus for providing audio in a multi-chan-
nel listening environment, the apparatus comprising:

a network interface to facilitate communication
on a network, wherein the network interface re-
ceives audio data over the network;
a plurality of speaker drivers;
an amplifier for powering the plurality of speaker
drivers; and
a processor for processing the audio data to be
output through the plurality of speaker drivers
and further for configuring, based on an external
trigger, a first equalization of the output from the
plurality of speaker drivers in accordance with a
first type of pairing and configuring a second
equalization of the output from the plurality of
speaker drivers in accordance with a second
type of pairing.

52. The apparatus of 51, wherein the trigger com-
prises at least one of a control interface command,
a change in audio content, a time, and a type of audio
content.
53. An apparatus comprising: a plurality of playback
devices grouped into a consolidated playback de-
vice.
54. The apparatus of 53, wherein an equalization of
at least one of the plurality of playback devices is
changed as a result of the consolidation.
55. The apparatus of 53, wherein the consolidated
playback device is further paired with one or more
playback devices.

56. The apparatus of 53, wherein the plurality of play-
back devices is grouped wirelessly with each other.
57. An apparatus, comprising: a network interface
to facilitate communication on a network, wherein
the network interface receives more than two chan-
nel audio data over the network; at least one speaker
driver; at least one amplifier for powering the at least
one speaker driver; and a processor for processing
the more than two channel audio data such that a
single channel of the more than two channel audio
data is to be output through the at least one speaker
driver, wherein the remaining channels of the more
than two channel audio data is sent via the network
interface to be output through a plurality of playback
devices.
58. A method comprising: wirelessly pairing three or
more playback devices.
59. The apparatus of 1, wherein the processor se-
lectively pairs the apparatus with a second apparatus
in response to a trigger comprising at least one of a
control interface command, a change in audio con-
tent, a time, and a type of audio content.
60. The apparatus of 1, wherein the processor is to
process incoming audio data to separate the data
into audio channels to be provided to one or more
additional playback devices for output of their re-
spective audio channels in synchrony.
61. The apparatus of 1, wherein the processor is to
process incoming audio data to retain one or more
audio tracks corresponding to one or more audio
channels locally and to send remaining audio tracks
to at least one other playback device until all incom-
ing audio tracks are retained locally by a playback
device.
62. The apparatus of 1, wherein the processor is to
process incoming audio data to retain one or more
audio tracks corresponding to one or more audio
channels ignore one or more other audio tracks
which are to be processed by at least a second ap-
paratus.
63. The method of 14, wherein the processing and
configuring comprise separating the audio data into
separate audio channels, wherein at least one sep-
arate audio channel is output from the plurality of
speaker drivers and at least one additional separate
audio channel is transmitted by the network interface
over the network.
64. The method of 14, wherein the processing se-
lectively pairing with another playback device in re-
sponse to a trigger comprising at least one of a con-
trol interface command, a change in audio content,
a time, and a type of audio content.
65. The method of 14, wherein the processing further
comprises processing incoming audio data to retain
one or more audio tracks corresponding to one or
more audio channels locally and to send remaining
audio tracks to at least one other playback device
until all incoming audio tracks are retained locally by
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a playback device.
66. The method of 14, wherein the processing further
comprises processing incoming audio data to retain
one or more audio tracks corresponding to one or
more audio channels ignore one or more other audio
tracks which are to be processed by at least a second
apparatus.

Claims

1. A method to be performed by a playback device
(102-106; 200; 702, 704; 802-812) for outputting au-
dio in a multi-channel listening environment (100),
comprising:

receiving audio data over a network (108);
processing the audio data to be output from a
plurality of speaker drivers (218); and
outputting the processed audio data from the
plurality of speaker drivers;
characterised by the processing the audio data
comprising:

responsive to configuration of the playback
device for a first type of pairing, performing
a first equalization of the audio data to be
output from the plurality of speaker drivers
by adjusting the strength of frequencies
within the audio data in accordance with the
first type of pairing;
responsive to configuration of the playback
device for a second type of pairing, perform-
ing a second equalization of the audio data
to be output from the plurality of speaker
drivers by adjusting the strength of frequen-
cies within the audio data in accordance
with the second type of pairing.

2. The method of claim 1, wherein performing the first
and second equalizations comprises using first and
second types of pass filters, respectively, to modify
the audio data.

3. The method of any preceding claim, wherein:

the first type of pairing comprises no pairing with
another playback device: and
the second type of pairing comprises pairing with
one or more additional playback devices.

4. The method of one of claims 1 to 2, wherein:

the first type of pairing comprises pairing with a
second playback device; and
the second type of pairing comprises pairing with
a plurality of playback devices.

5. The method of any preceding claim, wherein:

in the first type of pairing, the playback device
is configured to output audio comprising two
channel sound; and
in the second type of pairing, the playback de-
vice is configured to output audio comprising no
more than one channel of the two channel
sound.

6. The method of one of claims 1 to 4, wherein:

in the first type of pairing, the playback device
is configured to output audio comprising a first
audio channel of the audio data; and
in the second type of pairing, the playback de-
vice is configured to output audio comprising a
second audio channel of the audio data.

7. The method of one of claims 1 to 4, wherein:

in the first type of pairing, the playback device
is configured to output audio in a stereo mode;
and
in the second type of pairing, the playback de-
vice is configured to output audio in one of a
consolidated mode and a theater mode, wherein
in the consolidated mode two or more playback
devices are consolidated to form a single, con-
solidated playback device.

8. The method of any preceding claim, further compris-
ing:

separating the audio data into separate audio
channels; and
transmitting at least one separate audio channel
over the network;
wherein the outputting step comprises output-
ting at least one separate additional audio chan-
nel.

9. The method of claim 8, further comprising sending
a signal over the network to a controller configured
to select a channel of the audio data that is output
from the plurality of speaker drivers.

10. The method claim 1, further comprising receiving,
over the network from a controller, a signal compris-
ing an instruction to:

pair the playback device with one or more play-
back devices; or
configure the playback device in a consolidation
mode in which two or more playback devices
are consolidated to form a single, consolidated
playback device.
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11. The method of claim 1, wherein the network is a wire-
less network.

12. The method of any preceding claim, further compris-
ing:

determining, when the type of pairing comprises
a pairing between at least a first and a second
playback device, a time delay to facilitate sound
synchronization between the first and second
playback devices; and
outputting, by the first playback device, the proc-
essed audio data based on the type of pairing
and the time delay.

13. The method of claim 12, further comprising transmit-
ting, by the first playback device, at least a portion
of the audio data and the time delay over the network
to the second playback device.

14. A playback device (102-106; 200; 702, 704;
802-812) configured to output audio in a multi-chan-
nel listening environment (100), the playback device
comprising:

a network interface (202) configured to receive
audio data over the network (108);
a plurality of speaker drivers (218) configured to
output audio based on the audio data;
an amplifier (214) for powering the plurality of
speaker drivers; and
a processor (204) configured to perform the
method of any preceding claim.

15. The playback device of claim 14, further comprising
a button that, when selected, configures the play-
back device to output audio comprising one channel
of the playback device audio data.

Patentansprüche

1. Verfahren, das durch eine Wiedergabevorrichtung
(102-106, 200, 702, 704, 802-812) zum Ausgeben
von Audio in einer Multikanalhörumgebung (100)
durchzuführen ist, mit:

Empfangen von Audiodaten über ein Netzwerk
(108),
Verarbeiten der Audiodaten, die von mehreren
Lautsprechertreibern (218) auszugeben sind,
und
Ausgeben der verarbeiteten Audiodaten von
den mehreren Lautsprechertreibern,
gekennzeichnet dadurch, dass das Verarbei-
ten der Audiodaten umfasst:

Durchführen einer ersten Equalisierung der

Audiodaten, die von den mehreren Laut-
sprechertreibern auszugeben sind, in Ant-
wort auf eine Konfiguration der Wiederga-
bevorrichtung für eine erste Art des Paa-
rens durch Justieren der Stärke von Fre-
quenzen innerhalb der Audiodaten entspre-
chend der ersten Art des Paarens,
Durchführen einer zweiten Equalisierung
der Audiodaten, die von den mehreren
Lautsprechern auszugeben sind, in Antwort
auf eine Konfiguration der Wiedergabevor-
richtung für eine zweite Art des Paarens
durch Justieren der Stärke von Frequenzen
innerhalb der Audiodaten entsprechend der
zweiten Art des Paarens.

2. Verfahren nach Anspruch 1, wobei das Durchführen
der ersten und zweiten Equalisierungen jeweils ein
Verwenden von ersten und zweiten Arten von Pass-
filtern zum Modifizieren der Audiodaten umfasst.

3. Verfahren nach einem vorstehenden Anspruch, wo-
bei:

die erste Art des Paarens kein Paaren mit einer
anderen Wiedergabevorrichtung umfasst und
die zweite Art des Paarens ein Paaren mit einer
oder mehreren zusätzlichen Wiedergabevor-
richtungen umfasst.

4. Verfahren nach einem der Ansprüche 1 bis 2, wobei:

die erste Art des Paarens ein Paaren mit einer
zweiten Wiedergabevorrichtung umfasst und
die zweite Art des Paarens ein Paaren mit meh-
reren Wiedergabevorrichtungen umfasst.

5. Verfahren nach einem vorstehenden Anspruch, wo-
bei:

bei der ersten Art des Paarens die Wiedergabe-
vorrichtung ausgestaltet ist, Audio mit Zwei-Ka-
nal-Ton wiederzugeben und
bei der zweiten Art des Paarens die Wiederga-
bevorrichtung ausgestaltet ist, Audio auszuge-
ben, das nicht mehr als einen Kanal des Zwei-
Kanal-Tons umfasst.

6. Verfahren nach einem der Ansprüche 1 bis 4, wobei
bei der ersten Art des Paarens die Wiedergabevor-
richtung ausgestaltet ist, Audio mit einem ersten Au-
diokanal der Audiodaten auszugeben, und
bei der zweiten Art des Paarens die Wiedergabevor-
richtung ausgestaltet ist, Audiodaten mit einem zwei-
ten Audiokanal der Audiodaten auszugeben.

7. Verfahren nach einem der Ansprüche 1 bis 4, wobei:
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bei der ersten Art des Paarens die Wiedergabe-
vorrichtung ausgestaltet ist, Audio in einem Ste-
reomodus auszugeben, und
bei der zweiten Art des Paarens die Wiederga-
bevorrichtung ausgestaltet ist, Audio in einem
konsolidierten Modus oder einem Theatermo-
dus auszugeben, wobei bei dem konsolidierten
Modul zwei oder mehrere Wiedergabevorrich-
tungen konsolidiert sind, um eine einzelne, kon-
solidierte Wiedergabevorrichtung zu bilden.

8. Verfahren nach einem vorstehenden Anspruch, fer-
ner mit:

Teilen der Audiodaten in separate Audiokanäle
und
Übermitteln wenigstens eines separaten Audi-
okanals über das Netzwerk,
wobei der Ausgabeschritt das Ausgeben we-
nigstens eines zusätzlichen Audiokanals auf-
weist.

9. Verfahren nach Anspruch 8, ferner mit einem Sen-
den eines Signals über das Netzwerk an eine Steu-
ereinrichtung, die Ausgestaltet ist, einen Kanal der
Audiodaten auszuwählen, die von den mehreren
Lautsprechertreibern ausgegeben werden.

10. Verfahren nach Anspruch 1, ferner mit einem Emp-
fangen eines Signals über das Netz von einer Steu-
ereinrichtung mit einer Anweisung zum:

Paaren der Wiedergabevorrichtung mit einer
oder mehreren Wiedergabevorrichtungen oder
Konfigurieren der Wiedergabevorrichtung in ei-
nem Konsolidierungsmodus, bei dem zwei oder
mehr Wiedergabevorrichtungen konsolidiert
sind, um eine einzelne, konsolidierte Wiederga-
bevorrichtung zu bilden.

11. Verfahren nach Anspruch 1, wobei das Netzwerk ein
drahtloses Netzwerk ist.

12. Verfahren nach einem vorstehenden Anspruch, fer-
ner mit:

Bestimmen einer Zeitverzögerung zum Ermög-
lichen einer Tonsynchronisierung zwischen der
ersten und zweiten Wiedergabevorrichtung,
wenn die Art des Paarens ein Paaren zwischen
wenigstens einer ersten und einer zweiten Wie-
dergabevorrichtung umfasst, und
Ausgeben der verarbeiteten Audiodaten auf Ba-
sis der Art des Paarens und der Zeitverzögerung
durch die erste Wiedergabevorrichtung.

13. Verfahren nach Anspruch 12, ferner mit einem Über-
mitteln wenigstens eines Teils der Audiodaten und

der Zeitverzögerung über das Netzwerk an die zwei-
te Wiedergabevorrichtung durch die erste Wieder-
gabevorrichtung.

14. Wiedergabevorrichtung (100-106, 200, 702, 704,
802-812), die ausgestaltet ist Audio in einer Multi-
Kanal-Hörumgebung (100) auszugeben, wobei die
Wiedergabevorrichtung umfasst:

eine Netzwerkschnittstelle (202), die ausgestal-
tet ist, Audiodaten über das Netzwerk (108) zu
Empfangen,
mehrere Lautsprechertreiber (218), die ausge-
staltet sind, Audio auf Basis der Audiodaten aus-
zugeben,
einem Verstärker (214) zum Betreiben der meh-
reren Lautsprechertreiber und
einem Prozessor (204), der ausgestaltet ist, das
Verfahren nach einem vorstehenden Anspruch
auszuführen.

15. Wiedergabevorrichtung nach Anspruch 14, ferner
mit einem Knopf, der, wenn er ausgewählt wird, die
Wiedergabevorrichtung konfiguriert, um Audiodaten
mit einem Kanal der Wiedergabevorrichtungsaudio-
daten auszugeben.

Revendications

1. Procédé devant être mis en oeuvre par un dispositif
de lecture (102-106 ; 200 ; 702, 704 ; 802-812) pour
délivrer en sortie un signal audio dans un environ-
nement d’écoute multicanal (100), comprenant le
fait :

de recevoir des données audio sur un réseau
(108) ;
de traiter les données audio à délivrer en sortie
à partir d’une pluralité de circuits d’attaque de
haut-parleur (218) ; et
de délivrer en sortie des données audio traitées
à partir de la pluralité de circuits d’attaque de
haut-parleur ;
caractérisé en ce que le traitement des don-
nées audio comprend le fait :

d’effectuer, en réponse à une configuration
du dispositif de lecture pour un premier type
d’appariement, une première égalisation
des données audio à délivrer en sortie à par-
tir de la pluralité de circuits d’attaque de
haut-parleur en ajustant l’intensité de fré-
quences dans les données audio conformé-
ment au premier type d’appariement ;
d’effectuer, en réponse à une configuration
du dispositif de lecture pour un deuxième
type d’appariement, une deuxième égalisa-
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tion des données audio à délivrer en sortie
à partir de la pluralité de circuits d’attaque
de haut-parleur en ajustant l’intensité de fré-
quences dans les données audio conformé-
ment au deuxième type d’appariement.

2. Procédé de la revendication 1, dans lequel la réali-
sation des première et deuxième égalisations com-
prend le fait d’utiliser des premier et deuxième types
de filtres de passe, respectivement, pour modifier
les données audio.

3. Procédé de l’une des revendications précédentes,
dans lequel :

le premier type d’appariement ne comporte
aucun appariement avec un autre dispositif de
lecture ; et
le deuxième type d’appariement comprend l’ap-
pariement avec un ou plusieurs dispositifs de
lecture supplémentaires.

4. Procédé de l’une des revendications 1 et 2, dans
lequel :

le premier type d’appariement comprend l’ap-
pariement avec un deuxième dispositif de
lecture ; et
le deuxième type d’appariement comprend l’ap-
pariement avec une pluralité de dispositifs de
lecture.

5. Procédé de l’une des revendications précédentes,
dans lequel :

dans le premier type d’appariement, le dispositif
de lecture est configuré pour délivrer en sortie
un signal audio comprenant deux canaux de
son ; et
dans le deuxième type d’appariement, le dispo-
sitif de lecture est configuré pour délivrer en sor-
tie le signal audio comprenant pas plus d’un ca-
nal des deux canaux de son.

6. Procédé de l’une des revendications 1 à 4, dans
lequel :

dans le premier type d’appariement, le dispositif
de lecture est configuré pour délivrer en sortie
un signal audio comprenant un premier canal
audio des données audio ; et
dans le deuxième type d’appariement, le dispo-
sitif de lecture est configuré pour délivrer en sor-
tie le signal audio comprenant un deuxième ca-
nal audio des données audio.

7. Procédé de l’une des revendications 1 à 4, dans le-
quel:

dans le premier type d’appariement, le dispositif
de lecture est configuré pour délivrer en sortie
le signal audio en mode stéréo ; et
dans le deuxième type d’appariement, le dispo-
sitif de lecture est configuré pour délivrer en sor-
tie un signal audio dans l’un d’un mode conso-
lidé et d’un mode théâtre, où, en mode consoli-
dé, deux ou plus de deux dispositifs de lecture
sont consolidés pour former un seul dispositif
de lecture consolidé.

8. Procédé de l’une des revendications précédentes,
comprenant en outre le fait :

de séparer les données audio en canaux audio
séparés ; et
de transmettre au moins un canal audio séparé
sur le réseau ;
dans lequel l’étape de délivrance en sortie com-
prend le fait de délivrer en sortie au moins un
canal audio supplémentaire séparé.

9. Procédé de la revendication 8, comprenant en outre
le fait d’envoyer un signal sur le réseau à un dispositif
de commande configuré pour sélectionner un canal
des données audio qui sont délivrées en sortie à
partir de la pluralité de circuits d’attaque de haut-
parleur.

10. Procédé de la revendication 1, comprenant en outre
le fait de recevoir, sur le réseau à partir d’une unité
de commande, un signal comprenant une
instruction :

pour apparier le dispositif de lecture à un ou plu-
sieurs dispositifs de lecture ; ou
pour configurer le dispositif de lecture en un mo-
de de consolidation dans lequel deux ou plus de
deux dispositifs de lecture sont consolidés pour
former un seul dispositif de lecture consolidé.

11. Procédé de la revendication 1, dans lequel le réseau
est un réseau sans fil.

12. Procédé de l’une des revendications précédentes,
comprenant en outre le fait :

de déterminer, lorsque le type d’appariement
comprend un appariement entre au moins un
premier et un deuxième dispositif de lecture, une
temporisation pour faciliter la synchronisation
de son entre les premier et deuxième dispositifs
de lecture ; et
de délivrer en sortie, par le biais du premier dis-
positif de lecture, les données audio traitées en
fonction du type d’appariement et de la tempo-
risation.
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13. Procédé de la revendication 12, comprenant en
outre le fait de transmettre, par le biais du premier
dispositif de lecture, au moins une partie des don-
nées audio et la temporisation sur le réseau au
deuxième dispositif de lecture.

14. Dispositif de lecture (102-106 ; 200 ; 702, 704 ;
802-812) configuré pour délivrer en sortie un signal
audio dans un environnement d’écoute multicanal
(100), le dispositif de lecture comprenant :

une interface réseau (202) configurée pour re-
cevoir des données audio sur le réseau (108) ;
une pluralité de circuits d’attaque de haut-
parleur (218) configurée pour délivrer en sortie
un signal audio en fonction des données audio ;
un amplificateur (214) pour alimenter la pluralité
de circuits d’attaque de haut-parleur ; et
un processeur (204) configuré pour mettre en
oeuvre le procédé de l’une des revendications
précédentes.

15. Dispositif de lecture de la revendication 14, compre-
nant en outre un bouton qui, lorsqu’il est sélectionné,
configure le dispositif de lecture pour délivrer en sor-
tie un signal audio comprenant un canal des don-
nées audio du dispositif de lecture.
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