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Description

BACKGROUND OF THE INVENTION

1. Field of the invention

[0001] The present disclosure relates to a heat pump
type laundry machine, such as a combined washing and
drying machine or a clothes dryer, and more particularly,
to a heat pump type laundry machine for enhancing de-
humidifying power in an evaporator using condensation
water.

2. Description of the related art

[0002] In general, a laundry machine includes a clothes
treating apparatus, such as a washing machine, a wash-
er, a combined washing and drying machine or a dryer.
The laundry machine having a drying function, such as
a combined washer or a dryer is a device wherein the
laundry is in the drum in a state that the washing is com-
pleted and a dehydration process is performed, supplying
hot air into the drum to evaporate moisture of the laundry,
thereby drying the laundry.
[0003] For an example of a dryer of them, the foregoing
dryer may include a drum rotatably provided within a cab-
inet to put the laundry thereinto, a drive motor configured
to drive the drum, a blower fan configured to blow air into
the drum, and a heating means configured to heat air
brought into the drum. Furthermore, the heating means
may use high-temperature electric resistance heat gen-
erated using an electric resistance, or combustion heat
generated by combusting gas.
[0004] On the other hand, air discharged from the drum
contains the moisture of the laundry, and thus becomes
high temperature and humid air.
[0005] Here, the dryer may be classified according to
a method for processing the high temperature and humid
air, and thus divided into a condensation (circulation) type
dryer for condensing moisture contained in the high tem-
perature and humid air by cooling the air below the dew
point temperature through a condenser while being cir-
culated without discharging the high temperature and hu-
mid air out of the dryer, and an exhaustion type dryer for
directly discharging the high temperature and humid air
having passed through the drum to the outside.
[0006] In case of the condensation type dryer, in order
to condense air discharged from the drum, the process
of cooling the air below the dew point temperature should
be carried out to heat the air through the heating means
prior to being supplied to the drum again. Here, the loss
of heat energy contained in the air is generated while
being cooled down during the condensation process, and
an additional heater or the like is required to heat the air
to a temperature required for drying.
[0007] Even in case of the exhaustion type dryer, it is
required to discharge high temperature and humid air to
the outside and receive outside air at normal tempera-

ture, thereby heating the air up to a required temperature
level through the heating means. In particular, thermal
energy transferred by the heating means is contained in
high temperature air being discharged to the outside but
it is discharged and wasted to the outside, thereby re-
ducing the thermal efficiency.
[0008] Accordingly, in recent years, clothes treating
apparatuses for collecting energy required to generate
hot air and energy being discharged to the outside without
being used have been introduced to increase energy ef-
ficiency, and a clothes treating apparatus having a heat
pump system has been introduced as an example of the
clothes treating apparatus. The heat pump system may
include two heat exchangers, a compressor and an ex-
pansion apparatus, and energy contained in the dis-
charged hot air is reused in heating up air being supplied
to the drum, thereby increasing energy efficiency.
[0009] Specifically, in the heat pump system, an evap-
orator is provided at the exhaust side, and a condenser
at an inlet side of the drum, and thus thermal energy is
transferred to refrigerant through the evaporator and then
thermal energy contained in the refrigerant is transferred
to air brought into the drum, thereby generating hot air
using waste energy. However, in a dryer using such a
typical heat pump, the size of the condenser may be re-
stricted due to a lack of space within which the condenser
is installed, thereby causing difficulty in achieving its con-
densation effect.
[0010] Accordingly, heat exchange efficiency may be
reduced in the heat exchanger and the cooling of refrig-
erant may not be properly carried out, thereby reducing
dehumidifying capability.
[0011] GB 1 363 292 A discloses a drying apparatus
with a refrigeration plant, wherein a condenser of the re-
frigeration plant is divided into two parts, with one part
serving as air heating means, and with the coils of the
other part being housed within the lower part of the drying
apparatus containing water.
[0012] CN 201 358 383 Y discloses a clothes drying
device characterized in that the clothes drying device
comprises a cabinet body main frame, a dehumidifying
mechanism and an object placing cavity, the dehumidi-
fying mechanism comprises a heat exchanger, an evap-
orator, a compressor, a condenser, and a second con-
denser submerged in a water tank in which condensation
water is provided.
[0013] DE 44 09 607 A1 discloses a clothes dryer
wherein a part of a condenser is disposed in a conden-
sation water collection apparatus.
[0014] CN 2 595 848 Y discloses a device for drying
clothes comprising a filter screen, a heat regenerator, a
condenser, and a heat pump system which is composed
of a compressor, a saturator, a condenser, a subcooler,
a capillary pipe and an evaporator. The condenser, the
evaporator, the subcooler and the heat regenerator are
tube fin type heat exchangers. The heat regenerator is
divided into an evaporating section and a condensing
section, and the evaporator is arranged between the
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evaporating section and the section of the heat regener-
ator.
[0015] JP 2011 092510 A discloses a clothes dryer
comprising a heat pump with a condenser, wherein heat
conductive pipes for passing a refrigerant are formed in
a plurality of lines from an entrance to an exit and many
heat conductive fins are arranged in a direction crossing
the aligning direction of the lines of the pipes and formed
integrally with the pipes. Thermal resistance parts divide
the heat conductive fins of the condenser into at least a
first line on the side of the entrance of the pipes, a second
line on the side of the exit, and the middle lines.

SUMMARY OF THE INVENTION

[0016] The present disclosure is to solve the foregoing
problems in the related art, and an object of the present
disclosure is to provide a clothes dryer employing a cir-
culation type heat pump in which a second condenser is
added to a first condenser to maximize a condensation
effect, thereby enhancing heat exchange efficiency.
[0017] Another object of the present disclosure is to
provide a clothes dryer employing a heat pump structure
in which refrigerant is extra-cooled, e.g. supercooled, for
the cooling of the second condenser during the refriger-
ant cycle using condensation water generated from the
heat exchanger unit, thereby enhancing dehumidifying
capability.
[0018] Still another object of the present disclosure is
to provide a clothes dryer employing a heat pump struc-
ture in which the second condenser itself has a separate
independent condenser structure being submerged un-
der condensation water, thereby removing a cooling fan
that has been required for the use of a extra-cooling pe-
riod.
[0019] These objects are solved by the subject-matter
of the independent claim. Further advantageous embod-
iments and refinements are described in the respective
dependent claims.
[0020] According to an embodiment of the present dis-
closure, a clothes dryer of the present disclosure includes
a cabinet; a drum rotatably provided within the cabinet;
a drying duct provided in the cabinet to circulate air dis-
charged from the drum by resupplying it thereto; an evap-
orator and a condenser sequentially provided on a flow
path formed by the drying duct; and a compressor and
an expansion apparatus configured to form a refrigerant
cycle along with the evaporator and the condenser,
wherein a part of the condenser is arranged below a con-
densation water line of the drying duct.
[0021] Furthermore, the condenser includes a first
condenser part or first condenser configured to liquefy a
high-temperature and high-pressure refrigerant circulat-
ed from the compressor. A second condenser part or
second condenser is further provided and configured to
condense the refrigerant condensed from the first con-
denser part again to extra-cool refrigerant during the re-
frigerant cycle, thereby enhancing dehumidifying capa-

bility in the evaporator.
[0022] A lower portion of the drying duct is configured
to accumulate condensation water from the evaporator
up to a condensation water line for cooling the second
condenser. The second condenser is formed at the lower
portion of the drying duct below the condensation water
line. Accordingly, the second condenser is formed below
a condensation water line at a lower portion of the drying
duct and/or at a lower portion of the first condenser to
cool the second condenser using condensation water
generated by the evaporator. The second condenser
may be formed as a refrigerant line extended from the
first condenser and integrally formed therewith. For in-
stance, the refrigerant pipe of the second condenser may
be formed to be extended from the refrigerant pipe of the
first condenser. The condensation water line refers to a
level in the drying duct, to which condensation water nor-
mally fills up.
[0023] The refrigerant pipe of the first condenser may
be vertically arranged, e.g. in a meandering pattern or in
a zigzag pattern. Here, the lowest end portions or lower
bends of the refrigerant pipe of the first condenser are
disposed on the condensation water line. Alternatively,
the refrigerant pipe of the first condenser may be hori-
zontally arranged, e.g. in a meandering pattern or in a
zigzag pattern. Then, the lowest column or level of the
refrigerant pipe of the first condenser are disposed on
the condensation water line
[0024] The refrigerant pipe of the second condenser
may be horizontally arranged, e.g. in a meandering pat-
tern or in a zigzag pattern, below the condensation water
line. The refrigerant pipe of the second condenser is dis-
posed below the condensation water line, e.g. extended
from the lowest end portion or lowest column of the re-
frigerant pipe of the first condenser to be arranged below
the condensation water line.
[0025] According to the present disclosure, the second
condenser includes an independent refrigerant line sep-
arated from the first condenser. This independent refrig-
erant line of the second condenser is disposed below a
condensation water line at a lower portion of the drying
duct to cool the second condenser using condensation
water condensed by the evaporator.
[0026] In the foregoing embodiment, at least one heat
dissipation fin of the first condenser is configured as an
independent heat dissipation fin separated from the heat
dissipation fin(s) of the second condenser. The heat dis-
sipation fins of the first condenser and the heat dissipa-
tion fin of the second condenser are formed separately
from each other, respectively.
[0027] In addition, the refrigerant pipe of the first con-
denser may be vertically arranged in a zigzag pattern,
and the lowest end portion of the refrigerant pipe of the
first condenser may be disposed on the condensation
water line, and the refrigerant pipe of the second con-
denser may be horizontally arranged in a zigzag pattern
below the condensation water line.
[0028] The first condenser and the second condenser
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may be connected by a refrigerant circulation line as a
whole.
[0029] Here, a heater for reheating air that has been
heated up while passing through the evaporator may be
additionally provided therein. The heater may be included
in an intake duct for providing heated air to the drum.
[0030] As described above, according to the present
disclosure, the following effects can be promoted by the
foregoing task solving means, and the configurations,
combinations, and working relations which will be de-
scribed later.
[0031] According to the present disclosure, a second
condenser may be added to a first condenser in a clothes
dryer employing a circulation type heat pump to maximize
a condensation effect, thereby enhancing heat exchange
efficiency.
[0032] Moreover, according to the present disclosure,
refrigerant may be extra-cooled for the cooling of the sec-
ond condenser during the refrigerant cycle using con-
densation water generated from the heat exchanger unit,
thereby enhancing dehumidifying capability.
[0033] According to the present disclosure, further-
more, the second condenser itself may have a separate
independent condenser structure configured to be sub-
merged under condensation water. By these means, a
cooling fan can be removed that has been required for
the use of a extra-cooling period, thus saving an addi-
tional space for the cooling fan, and increasing space
efficiency.

BRIEF DESCRIPTION OF THE DRAWINGS

[0034] The accompanying drawings, which are includ-
ed to provide a further understanding of the invention and
are incorporated in and constitute a part of this specifi-
cation, illustrate embodiments of the invention and to-
gether with the description serve to explain the principles
of the invention.
[0035] In the drawings:

FIG. 1 is a schematic view illustrating the internal
structure of a laundry machine of the present inven-
tion;
FIG. 2 is a partial detail view illustrating a circulation
type heat pump within a laundry machine of the
present invention;
FIG. 3 is a structural view illustrating the drying meth-
od of the heat pump;
FIG. 4 is a structural view illustrating the circulation
path of a refrigerant using a second condenser ac-
cording to the present disclosure;
FIG. 5 is a view illustrating dryer air passing through
the evaporator and condenser according to the re-
lated art;
FIG. 6 is a view illustrating a second condenser ac-
cording to another embodiment of the present dis-
closure; and
FIG. 7 is a view illustrating a second condenser ac-

cording to still another embodiment of the present
disclosure.

DETAILED DESCRIPTION OF THE INVENTION

[0036] Hereinafter, a heat pump type dryer according
to preferred embodiments of the present disclosure will
be described in detail with reference to the accompanying
drawings. The dryer is only one example of a laundry
machine according to the present invention. The same
can be applied to a combined washing and drying ma-
chine and the like.
[0037] Prior to the description, it should be noted that
terms and words used in the description and claims must
not be limited and interpreted to be typical or literal, and
should be construed as the meaning and concept con-
forming to the technical concept of the invention on the
basis that the inventor can define the concept of the terms
and words to describe the invention in a best way.
[0038] Accordingly, since the embodiments described
in the present disclosure and configurations shown the
drawings are the most preferred embodiments only and
do not represent all of technical concept of the invention,
it should be understood that there may be various equiv-
alents and modification examples that may replace them
at the time of application of present disclosure.
[0039] Hereinafter, the configurations and working re-
lations of a clothes dryer as an example for a laundry
machine according to the present disclosure will be de-
scribed in detail with reference to the accompanying
drawings.
[0040] FIGS. 1 and 2 are views illustrating the internal
structure of a heat pump type dryer, and FIG. 3 is a block
diagram illustrating the drying method of the heat pump.
Furthermore, FIG. 4 is a view illustrating the circulation
path of a refrigerant using a second condenser according
to the present disclosure, and FIG. 5 is a view illustrating
dryer air passing through the evaporator and condenser
according to the related art.
[0041] Furthermore, FIGS. 6 and 7 are views illustrat-
ing a second condenser according to other embodiments
of the present disclosure.
[0042] Referring to FIGS. 1 through 3, the present dis-
closure may include a cabinet 100 forming the outside
of the clothes dryer, and a drum 110 rotatably provided
within the cabinet. The drum is rotatably supported by a
supporter (not shown) at the front and rear sides thereof
and may be driven by a motor 10.
[0043] An intake duct 170 provided in the cabinet to
inhale outside air and supply the air to an inner portion
of the drum is provided in the vertical direction of the
drum at the rear side of the drum. An intake flow path
through which the air inhaled into the drum flows is
formed by the intake duct. According to the present dis-
closure, the air inhaled through the intake duct may be
brought in from the outside of the cabinet separately from
the drying duct 190.
[0044] On the other hand, a heater 180 for heating the

5 6 



EP 2 725 133 B1

5

5

10

15

20

25

30

35

40

45

50

55

inhaled air to become high temperature air required for
drying the laundry may be provided within the intake duct
170. The heater 180 receives electrical energy to suffi-
ciently and quickly heat air to be supplied to the drum,
and further supplies heating such that the refrigerant cy-
cle is stably managed in a normal state. By these means,
power efficiency of a heat pump type laundry machine
can be improved and overload of the heat pump can be
avoided.
[0045] According to the foregoing structure, heating re-
quired for drying can be sufficiently supplied in a short
period of time, thereby having an effect of reducing dry
time. In other words, additional heating can be supplied
in a short period of time since the heating cannot be suf-
ficiently supplied in a short period of time using only air
on the circulation flow path with the drying duct.
[0046] The air brought into the drum may be supplied
through a circulation flow path formed in the drying duct
190 separately from the air through the intake flow path.
The drying duct 190 is provided in the cabinet to circulate
air discharged from the drum by resupplying it thereto.
[0047] The air brought into the drum dries the laundry
and then is brought into a front surface duct (not shown)
located at a lower front side of the drum and supplied to
the drum again through the drying duct by way of a lint
filter (not shown) or discharged to the outside of the cab-
inet through an exhaust duct which will be described later.
[0048] A blower fan 120 for inhaling air within the drum
to forcibly blow it to the outside of the dryer may be pro-
vided on the circulation flow path of the drying duct.
[0049] Here, an evaporator 130 and a condenser 140
are sequentially provided on a flow path formed by the
drying duct. The evaporator 130 and condenser 140 as
a kind of heat exchanger, according to the present dis-
closure, form a refrigerant cycle of the heat pump, thereby
achieving heat exchange with air (Ad) on the circulation
flow path by refrigerant flowing thereinside.
[0050] The air brought into the drum is heated by the
heater 180 on the intake flow path or the condenser 140
on the circulation flow to become high-temperature dry
air at about 150-250 °C when being brought into the drum.
The high-temperature air is brought into contact with an
object to be dried to evaporate the moisture of the object
to be dried. The evaporated moisture is to be contained
in middle-temperature air and exhausted out of the drum.
At this time, in order to circulate the middle temperature
and humid air and reuse it, the moisture should be re-
moved. Since the moisture content in the air is affected
by the temperature, the moisture can be removed when
cooling the air. Accordingly, the air on the circulation flow
path is cooled by heat exchange with the evaporator 130.
[0051] In order to supply the air cooled by the evapo-
rator 130 again to the drum, it should be heated by high
temperature air, and the heating of the air is carried out
by the condenser 140.
[0052] A refrigerant cycle performs heat exchange with
the environment using the phase change of refrigerant
flowing through the inside thereof. Briefly described, re-

frigerant is transformed into a low-temperature and low-
pressure gas by absorbing heat from the environment in
the evaporator, compressed into a high-temperature and
high-pressure gas in the compressor, transformed into a
high-temperature and high-pressure liquid by dissipating
heat to the environment in the condenser, transformed
into a low-temperature and low-pressure liquid by drop-
ping its pressure in the expansion apparatus, and brought
into the evaporator again. Due to the circulation of refrig-
erant, heat is absorbed from the environment in the evap-
orator and heat is supplied to the environment in the con-
denser. The refrigerant cycle may be also referred to as
a heat pump.
[0053] According to the present disclosure, the refrig-
erant cycle may include the compressor 150 and expan-
sion apparatus 160 along with the evaporator 130 and
condenser 140.
[0054] The flow path of air in heat exchange with the
refrigerant cycle is illustrated in FIGS. 2 and 3. In other
words, an arrow passing through the evaporator and con-
denser and a line connecting between the evaporator
and condenser does not indicate the flow path of the re-
frigerant but indicate the flow path of the air in FIGS. 2
and 3, and the air is sequentially brought into contact with
the evaporator and the like to perform heat exchange.
[0055] For the configuration in more detail, as illustrat-
ed in FIG. 3, it is seen that the evaporator 130 and con-
denser 140 are sequentially disposed, respectively, on
the circulation flow path (a large circulation line formed
along a bold arrow in FIG. 3) formed by the drying duct
190.
[0056] As illustrated in FIG. 3, the air (Ad) on the cir-
culation flow path performs heat exchange with the heat
pump during the refrigerant cycle, specifically the air (Ad)
on the circulation flow path dissipates heat in heat ex-
change with the evaporator, and absorbs heat in heat
exchange with the condenser. As a result, the air on the
circulation flow path absorbs heat dissipated by itself
again.
[0057] In general, the evaporator and condenser are
mainly in charge of heat exchange during the refrigerant
cycle, and the air from which heat is taken in the evapo-
rator liquefies moisture contained therein to exhaust it as
condensation water, and dry air is heated by the com-
pressor and condenser to be changed into high temper-
ature and dry air.
[0058] In this manner, the air changed into high-tem-
perature air in heat exchange with the refrigerant cycle
through the circulation flow path is brought into the drum
along with the air into the intake flow path to participate
in the drying process.
[0059] Here, part of the air brought into the drum and
used in the drying process is exhausted to the outside of
the dryer, and part thereof is reused, and supplied to the
air reused by absorbing only part of waste heat using the
refrigerant cycle. However, the embodiments of the
present invention may also be employed in a circulation
type dryer without exhausting air or in an exhaustion type
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dryer, in which all of the air is exhausted to the outside
of the dryer.
[0060] In the heat pump type clothes dryer, waste heat
is typically collected using the refrigerant cycle, and the
present disclosure provides an optimization means not
to cause a overload during the refrigerant cycle. In other
words, in case of a refrigerant cycle, the heat exchange
of refrigerant should be carried out by phase change at
the optimal operating temperature and pressure, and to
this end, an heat exchanger such as an evaporator and
a condenser, a compressor, an expansion apparatus and
the like are used. Accordingly, in order to collect more
heat, the size of the heat exchanger or compressor is
inevitably increased. However, in case of a typical clothes
dryer, it has a spatial restriction and thus the heat ex-
changer, compressor or the like is limited in their size.
[0061] Accordingly, according to the present disclo-
sure, the heater 180 for heating the inhaled air to become
high-temperature air required for drying the laundry is
provided within the intake duct to continuously replenish
the inhaled air with heating.
[0062] According to the present disclosure, heating
may be replenished through the heater 180 to sufficiently
supply the heating required for drying, thereby reducing
dry time. Furthermore, in case of a refrigerant cycle, the
heat exchange of refrigerant should be carried out by a
phase change at the optimal operating temperature and
pressure, and to this end, heating should be sufficiently
supplied. Otherwise, it may cause a problem such as
refrigerant being supplied to the compressor in a liquid
phase or the like, and thus the cycle cannot be stably
operated, thereby reducing the reliability of the cycle. Ac-
cordingly, as disclosed herein, the air brought into the
drum may be additionally replenished with heating by the
heater 180, and thus it is preferable that the refrigerant
cycle can be stably operated in a normal state.
[0063] In addition, an additional blower fan 120 may
be provided on the intake flow path to provide more air-
flow. Furthermore, the additional blower fan provides
more airflow and thus the heater 180 is not overheated
on the intake flow path. The configuration provided with
the additional blower fan 120 is illustrated in FIGS. 2
through 4.
[0064] On the other hand, the present disclosure may
be configured such that part of the air is exhausted to the
outside of the cabinet at the upstream of the evaporator
on the circulation flow path. Accordingly, as illustrated in
FIG. 1, the present disclosure may further include an ex-
haust duct 15 branched from the upstream of the evap-
orator 130 in the drying duct 190, and the exhaust duct
is configured to exhaust part of the air to the outside of
the cabinet at the upstream of the evaporator on the cir-
culation flow path. The exhaust duct forms an exhaust
flow path for discharging hot air coming out of the drum
to exhaust part of the air to the outside of the cabinet.
[0065] According to the foregoing configuration, waste
heat is absorbed from part of the middle temperature and
humid air coming out of the drum only within a range that

can be processed by the refrigerant cycle, and the rest
of the air is exhausted. Accordingly, it may be possible
to reduce energy waste as well as not to cause an over-
load during the refrigerant cycle. Furthermore, it may be
possible to reduce power consumption as well as en-
hance reliability for the operation of the refrigerant cycle.
[0066] Hereinafter, a heat pump type clothes dryer for
maximizing a condensation effect using a second con-
denser according to the present disclosure to enhance
dehumidifying capability will be described with reference
to FIGS. 4 through 7.
[0067] Referring to FIG. 4, a clothes dryer according
to the present disclosure may include an evaporator 130,
a condenser 140, a compressor 150 and an expansion
apparatus 160 as a heat pump type dryer. It has been
sufficiently described in the above, and thus the descrip-
tion thereof will be omitted below.
[0068] According to the present disclosure, the con-
denser 140 may include a first condenser part or first
condenser 140 configured to liquefy a high-temperature
and high-pressure refrigerant circulated from the com-
pressor; and a second condenser or second condensing
unit 141 configured to condense the refrigerant con-
densed from the first condenser again to extra-cool re-
frigerant during the refrigerant cycle, thereby enhancing
dehumidifying capability in the evaporator.
[0069] Typically, refrigerant passes through the com-
pressor 150 to follow the path of the condenser 140, ex-
pansion apparatus 160 and evaporator 130, and accord-
ing to the present disclosure, a separate second con-
densing unit 141 may be included therein when refriger-
ant that has passed through the compressor 150 is con-
densed in the condenser 140, thereby enhancing the
condensation effect.
[0070] As described above, the level of extra-cooling
may be further increased through the first condenser 140
and second condensing unit 141 in the condenser to en-
hance dehumidifying capability in the evaporator, there-
by increasing the efficiency of the heat pump.
[0071] Furthermore, the second condensing unit 141
may further include a cooling fan 146 for enhancing the
extra-cooling performance of a second condenser 143
in addition to the second condenser 143 separately pro-
vided therein. The cooling fan 146 may inhale external
air at ambient temperature to cool the second condenser
143.
[0072] Here, for the refrigerant cycle of the heat pump
dryer, refrigerant flowing into the pipe from the outlet of
the condenser passes through the second condenser be-
fore passing through the expansion apparatus (or expan-
sion valve) to enhance dehumidifying capability in the
evaporator for removing moisture in the dry flow path.
Accordingly, it has a structure in which refrigerant in the
second condenser 143 is further extra-cooled and
brought into the evaporator in a low refrigerant dryness
state through the expansion apparatus (e.g. an expan-
sion valve), thereby enhancing dehumidifying capability.
[0073] However, according to the foregoing embodi-
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ment, a separate cooling fan as well as the second con-
denser and connecting pipe should be additionally pro-
vided to increase the extra-cooling of refrigerant, thereby
causing an increase in the raw material cost of the prod-
uct.
[0074] Consequently, according to another embodi-
ment of the present disclosure, as illustrated in FIG. 6,
the second condenser 148 is formed below a condensa-
tion water line at a lower portion of the drying duct as a
refrigerant line extended from the first condenser and
integrally formed therein. Furthermore, the second con-
denser is cooled using condensation water condensed
by the evaporator.
[0075] In FIG. 5, a conventional heat pump structure
comprising an evaporator 130 and a condenser 140 in a
drying duct is shown. The evaporator 130 and the con-
denser 140 are arranged at the same height and above
the condensation water line WL of the drying duct, up to
which condensation water W is collected. The refrigerant
lines or refrigerant pipes PE and PC of the evaporator
130 and the condenser 140 are connected to each other
via the compressor 150.
[0076] Referring to FIG. 6, according to an embodi-
ment of the present disclosure, the refrigerant pipe of the
first condenser 140 and the refrigerant pipe of the second
condenser are intrusively formed in the same heat dissi-
pation fins.
[0077] Here, considering the arrangement of the first
condenser and second condenser inserted into the one
or more heat dissipation fins, the refrigerant pipe PC1 of
the first condenser is vertically arranged in a zigzag or
meandering pattern, and the lowest end portion of the
refrigerant pipe thereof is arranged on a condensation
water line WL, and the refrigerant pipe PC2 of the second
condenser 148 is horizontally arranged below the con-
densation water line. Vertically or horizontally arranged
respectively refers to a plurality of subsequent bends of
the refrigerant pipe of the condenser being arranged in
a vertical or horizontal plane with respect to the installed
condenser.
[0078] Accordingly, the condenser 140 may not be re-
quired to be cooled with a separate cooling fan for the
cooling of the condenser, and space utilization is en-
hanced, thereby promoting economical efficiency.
[0079] According to the foregoing embodiment, the
second condenser 148 can be considered as a partial
lower portion of the condenser 140 being submerged un-
der condensation water (W), and the relevant lower por-
tion of the condenser exhibits a structure for enhancing
the extra-cooling efficiency of the condenser using the
condensation water. Accordingly, a rear end portion at
the outlet side of the pipe coming out of the condenser
148should be submerged under condensation water to
achieve extra-cooling without reducing the performance
of the condenser.
[0080] Considering another embodiment of the
present disclosure with reference to FIG. 7, the second
condenser 148 is disposed below a condensation water

line at a lower portion of the drying duct as an independent
refrigerant line separated from the first condenser 140 to
cool the second condenser using condensation water
generated by the evaporator.
[0081] As illustrated in FIG. 7, the at least one heat
dissipation fin of the first condenser 140 and the at least
one heat dissipation fin of the second condenser 149
may be configured as independent heat dissipation fins
separated from each other, respectively.
[0082] According to an embodiment in FIG. 7, the re-
frigerant circulation line (Pc1) in the first condenser and
the refrigerant circulation line (Pc2) in the second con-
denser may be preferably connected by a separate re-
frigerant circulation line that does not penetrate the heat
dissipation fin.
[0083] Accordingly, referring to FIG. 7, refrigerant
(Pc1) circulated from the compressor (not shown in the
drawing) is all circulated through the condenser 140, and
then circulated again through the second condenser 149
via a separate refrigerant circulation path.
[0084] Here, the refrigerant circulation (Pc2) of the sec-
ond condenser 149 may be submerged under the surface
of condensation water (W), i.e. below the condensation
water line (WL) of the drying duct. According to the
present configuration, an additional cooling fan accord-
ing to the foregoing embodiment may be provided to one
or both of the condenser parts in order to maximize cool-
ing efficiency. However, a cooling function can already
be promoted through condensation water (W) generated
by the evaporator 130 without having an additional cool-
ing fan according to the present embodiment, thereby
avoiding an additional configuration as well as maximiz-
ing space utilization.
[0085] Accordingly, it is preferable that the refrigerant
pipe Pc1 of the first condenser 140 is vertically arranged,
e.g. in a zigzag pattern, and the lowest end portion of the
refrigerant pipe Pc1 is disposed not to be brought into
contact with condensation water on the condensation wa-
ter line WL, and the refrigerant pipe Pc2 of the second
condenser is horizontally arranged below the condensa-
tion water line, e.g. in a zigzag pattern, to be submerged
under condensation water.
[0086] Consequently, according to the present embod-
iment, the second condenser itself has a separate inde-
pendent condenser structure and the second condenser
has a structure being submerged under condensation
water. Accordingly, refrigerant that has passed through
the condenser may be extra-cooled while being circulat-
ed through the second condenser submerged under con-
densation water, and as a result, a cooling fan that has
been required for the use of a extra-cooling period in the
foregoing embodiment is not required, and the cost is
reduced and an additional space is not occupied, thereby
increasing space efficiency.
[0087] The aforementioned embodiments are merely
preferred embodiments of the present disclosure to allow
persons having ordinary skill in the art to which the
present disclosure pertains (hereinafter, referred to as
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"those skilled in the art") to easily implement a heat pump
type clothes dryer for enhancing extra-cooling perform-
ance using condensation water according to the present
disclosure, and the present disclosure is not limited to
the foregoing embodiments and the accompanying draw-
ings, and thus the rights scope of the present disclosure
is not limited thereto. Accordingly, it should be under-
stood by those skilled in the art that various substitutions,
modifications and changes can be made without depart-
ing from the technical concept of the invention, and it
should be also clearly understood that portions which
can be easily changed by those skilled in the art will fall
in the rights scope of the invention.

Claims

1. A clothes dryer, comprising:

a rotatable drum (110);
a drying duct (190) configured to circulate air
discharged from the drum (110) by resupplying
it thereto;
an evaporator (130) and a condenser (140, 149)
sequentially provided on a flow path formed by
the drying duct (190); and
a compressor (150) and an expansion appara-
tus (160) configured to form a refrigerant cycle
along with the evaporator (130) and the con-
denser (140, 149),
wherein the condenser (140, 149) comprises a
first condenser part (140) configured to liquefy
a high-temperature and high-pressure refriger-
ant circulated from the compressor (150); and a
second condenser part (149) configured to con-
dense the refrigerant condensed from the first
condenser part (140) again, and
wherein the second condenser part (149) is ar-
ranged below a condensation water line (WL) at
a lower portion of the drying duct (190) for cool-
ing the second condenser part (149) using con-
densation water (W),
characterized in that:

a lowest end portion of a refrigerant pipe
(Pc1) of the first condenser part (140) is ar-
ranged on a condensation water line (WL),
a refrigerant pipe (Pc2) of the second con-
denser part (149) is configured as an inde-
pendent refrigerant line separated from the
refrigerant pipe (Pc1) of the first condenser
part (140) and is completely submerged un-
der condensation water (W),
the first condenser part (140) and the sec-
ond condenser part (149) are connected by
a refrigerant circulation line, and
the second condenser part (149) comprises
at least one heat dissipation fin separated

from heat dissipation fins of the first con-
denser part (140).

2. The clothes dryer of claim 1, wherein the second
condenser part (149) is arranged at a lower portion
of the first condenser part (140).

3. The clothes dryer of claim 1 or 2, wherein the lower
portion of the drying duct (190) is configured to ac-
cumulate condensation water from the evaporator
(130) for cooling the second condenser part (149).

4. The clothes dryer according to any one of the pre-
ceding claims, wherein the refrigerant pipe (Pc1) of
the first condenser part (140 is vertically and/or hor-
izontally arranged in a zigzag pattern.

5. The clothes dryer according to any one of the pre-
ceding claims, wherein the refrigerant pipe (Pc2) of
the second condenser part (149) is horizontally ar-
ranged in a zigzag pattern.

6. The clothes dryer according to any one of the pre-
ceding claims, further comprising a heater (180) for
heating air to be supplied to the drum (110).

7. The clothes dryer of claim 6, wherein the heater (180)
is provided in an intake duct (170) for supplying air
into the drum (110).

Patentansprüche

1. Wäschetrockner, der Folgendes umfasst:

eine drehbare Trommel (110);
einen Trocknungskanal (190), der konfiguriert
ist, Luft, die von der Trommel (110) ausgestoßen
wird, durch erneutes Zuführen in die Trommel
umzuwälzen;
einen Verdampfer (130) und einen Verflüssiger
(140, 149), die in einem durch den Trocknungs-
kanal (190) gebildeten Strömungsweg hinter-
einander vorgesehen sind; und
einen Kompressor (150) und eine Expansions-
vorrichtung (160), die konfiguriert sind, längs
des Verdampfers (130) und des Verflüssigers
(140, 149) einen Kühlungszyklus zu bilden,
wobei der Verflüssiger (140, 149) einen ersten
Verflüssigerabschnitt (140), der konfiguriert ist,
ein von dem Kompressor (150) umgewälztes
Hochtemperatur- und Hochdruck-Kühlmittel zu
verflüssigen; und einen zweiten Verflüssigerab-
schnitt (149), der konfiguriert ist, das von dem
ersten Verflüssigerabschnitt (140) kondensierte
Kühlmittel erneut zu kondensieren, umfasst,
und
wobei der zweite Verflüssigerabschnitt (149) un-
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ter einer Kondensationswasserleitung (WL) in
einem unteren Abschnitt des Trocknungskanals
(190) angeordnet ist, um den zweiten Verflüssi-
gerabschnitt (149) unter Verwendung von Kon-
densationswasser (W) zu kühlen,
dadurch gekennzeichnet, dass:

ein unterster Endabschnitt eines Kühlmittel-
rohrs (Pc1) des ersten Verflüssigerab-
schnitts (140) in einer Kondensationswas-
serleitung (WL) angeordnet ist,
ein Kühlmittelrohr (Pc2) des zweiten Ver-
flüssigerabschnitts (149) als eine unabhän-
gige Kühlmittelleitung konfiguriert ist, die
von dem Kühlmittelrohr (Pc1) des ersten
Verflüssigerabschnitts (140) getrennt ist
und vollständig in Kondensationswasser
(W) eingetaucht ist,
wobei der erste Verflüssigerabschnitt (140)
und der zweite Verflüssigerabschnitt (149)
durch eine Kühlmittelumwälzleitung ver-
bunden sind und
der zweite Verflüssigerabschnitt (149) we-
nigstens eine Wärmeabführungsrippe auf-
weist, die von Wärmeabführungsrippen des
ersten Verflüssigerabschnitts (140) ge-
trennt ist.

2. Wäschetrockner nach Anspruch 1, wobei der zweite
Verflüssigerabschnitt (149) in einem unteren Ab-
schnitt des ersten Verflüssigerabschnitts (140) an-
geordnet ist.

3. Wäschetrockner nach Anspruch 1 oder 2, wobei der
untere Abschnitt des Trocknungskanals (190) kon-
figuriert ist, Kondensationswasser von dem Ver-
dampfer (130) zu sammeln, um den zweiten Verflüs-
sigerabschnitt (149) zu kühlen.

4. Wäschetrockner nach einem der vorhergehenden
Ansprüche, wobei das Kühlmittelrohr (Pc1) des ers-
ten Verflüssigerabschnitts (140) vertikal und/oder
horizontal in einem Zickzack-Muster angeordnet ist.

5. Wäschetrockner nach einem der vorhergehenden
Ansprüche, wobei das Kühlmittelrohr (Pc2) des
zweiten Verflüssigerabschnitts (149) horizontal in ei-
nem Zickzack-Muster angeordnet ist.

6. Wäschetrockner nach einem der vorhergehenden
Ansprüche, der ferner eine Heizeinrichtung (180)
umfasst, um Luft, die der Trommel (110) zugeführt
werden soll, zu erhitzen.

7. Wäschetrockner nach Anspruch 6, wobei die Heiz-
einrichtung (180) in einem Einlasskanal (170) zum
Zuführen von Luft zu der Trommel (110) vorgesehen
ist.

Revendications

1. Sèche-linge comprenant :

un tambour rotatif (110) ;
un conduit de séchage (190) configuré de ma-
nière à faire circuler l’air rejeté depuis le tambour
(110) en le réalimentant vers celui-ci ;
un évaporateur (130) et un condenseur (140,
149) prévus séquentiellement sur un trajet
d’écoulement formé par le conduit de séchage
(190) ; et
un compresseur (150) et un dispositif d’expan-
sion (160) configurés de manière à former un
cycle de réfrigération conjointement avec l’éva-
porateur (130) et le condenseur (140, 149),
dans lequel le condenseur (140, 149) comprend
un premier élément de condenseur (140) confi-
guré pour liquéfier un réfrigérant à haute tem-
pérature et à haute pression mis en circulation
depuis le compresseur (150) ; et un second élé-
ment de condenseur (149) configuré pour con-
denser à nouveau le réfrigérant condensé pro-
venant du premier élément de condenseur
(140), et
dans lequel le second élément de condenseur
(149) est disposé sous une conduite d’eau de
condensation (WL) à une portion inférieure du
conduit de séchage (190) pour refroidir le se-
cond élément de condenseur (149) en utilisant
l’eau de condensation (W),
caractérisé en ce que :

une portion à l’extrémité inférieure d’un tube
de réfrigérant (Pc1) du premier élément de
condenseur (140) est disposée sous une
conduite d’eau de condensation (WL),
un tube de réfrigérant (Pc2) du second élé-
ment de condenseur (149) est configuré
comme conduite de réfrigérant indépen-
dante séparée du tube de réfrigérant (Pc1)
du premier élément de condenseur (140) et
est complètement immergé sous l’eau de
condensation (W),
le premier élément de condenseur (140) et
le second élément de condenseur (149)
sont reliés par une conduite de circulation
de réfrigérant, et
le second élément de condenseur (149)
comprend au moins une ailette de dissipa-
tion de chaleur séparée des ailettes de dis-
sipation de chaleur du premier élément de
condenseur (140).

2. Sèche-linge selon la revendication 1, dans lequel le
second élément de condenseur (149) est disposé
sous une portion inférieure du premier élément de
condenseur (140).
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3. Sèche-linge selon les revendications 1 ou 2, dans
lequel la portion inférieure du conduit de séchage
(190) est configurée de manière à accumuler l’eau
de condensation provenant de l’évaporateur (130)
pour refroidir le second élément de condenseur
(149).

4. Sèche-linge selon l’une quelconque des revendica-
tions précédentes, dans lequel le tube de réfrigérant
(Pc1) du premier élément de condenseur (140) est
disposé verticalement et/ou horizontalement dans
un motif en zigzag.

5. Sèche-linge selon l’une quelconque des revendica-
tions précédentes, dans lequel le tube de réfrigérant
(Pc2) du second élément de condensateur (149) est
disposé horizontalement dans un motif en zigzag.

6. Sèche-linge selon l’une quelconque des revendica-
tions précédentes, comprenant en outre un système
de chauffe (180) pour chauffer l’air devant alimenter
le tambour (110).

7. Sèche-linge selon la revendication 6, dans lequel le
système de chauffe (180) est prévu dans un conduit
d’admission (170) permettant d’amener l’air dans le
tambour (110).
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