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Description

FIELD

[0001] The present teachings generally relate to an
electrosurgical device that can supply both monopolar
power and bipolar power during a surgical procedure,
and specifically to electrical forceps that can be mechan-
ically reconfigured and/or electronically reconfigured to
provide both monopolar power and bipolar power during
open surgery.

BACKGROUND

[0002] Typically, electrosurgical devices have stand-
alone monopolar capabilities or bipolar capabilities.
Thus, a surgeon before a procedure begins may select
either a device with monopolar capabilities or a device
with bipolar capabilities and the surgeon can use the de-
vice to apply either monopolar power or bipolar power.
For example, if the surgeon selects a monopolar device
and monopolar power is not desired for the surgical pro-
cedure the surgeon may use either the device that sup-
plies monopolar power to perform the procedure or
switch to a device with bipolar capabilities. Both of these
devices may be used to perform the procedure, however,
switching between devices and/or using a device that
may be better suited for a different purpose may disturb
the procedure flow, cause unnecessary delays in the pro-
cedure, and in some cases result in less than optimal
energy sources being used.
[0003] Generally, electrosurgical devices are connect-
ed to a generator that produces a therapy signal and
provides power to the electrosurgical device so that a
therapy current is produced. However, the therapy cur-
rents that may be used are limited by the generator and
thus if the generator is only capable of producing a single
therapy current then only one therapy current can be ap-
plied through the electrosurgical device. Additionally, a
generator may be capable of producing two therapy cir-
cuits, but the electrosurgical device may only be capable
of controlling and applying a single therapy current. Thus,
the electrosurgical device may only apply a single ther-
apy current. Some attempts have been made to produce
a device that includes both monopolar capabilities and
bipolar capabilities in a single device.
[0004] Examples of some electrosurgical instruments
may be found in U.S. Patent Nos. 6,110,171; 6,113,596;
6,190,386; 6,358,268; and 7,232,440; and U.S. Patent
Application Publication Nos. 2005/0113827;
2005/0187512; 2006/0084973; and 2012/0123405. U.S.
Patent Application No. 2003/0114850 discloses an elec-
trosurgical instrument with a first working arm, a second
working arm and a blade electrode advancing between
the working arms for cutting tissue clamped between the
working arms. U.S. Patent Application No.
2010/0137854 discloses an electrosurgical instrument
with a first working arm, a second working arm and a

blade electrode advancing between the working arms for
cutting tissue clamped between the working arms. Patent
application EP1769765A discloses an electrosurgical in-
strument with a first working arm, a second working arm,
and a monopolar element extendable beyond the first
and second working arm. Extension of the monopolar
element activates a switch for switching a generator be-
tween bipolar and monopolar operation. It would be at-
tractive to have an electrosurgical device that may be
switched between a monopolar configuration and a bi-
polar configuration with one hand so that a user can easily
perform a desired task without the need to disrupt the
flow of a procedure. It would be attractive to have an
electrosurgical device that may be used in open surgery
as forceps and may be used for electrical cutting and/or
hemostasis. What is needed is an electrosurgical device
with both monopolar capabilities and bipolar capabilities
where the monopolar capabilities are deactivated during
use as a bipolar device and where the forceps are im-
mobilized during use as a monopolar device. What is
needed is an electrosurgical device that produces more
therapy currents than a generator supplies signals (i.e.,
generator modes) to the electrosurgical device. What is
needed is an electrosurgical device that is electrically
reconfigurable so that the electrosurgical device has few-
er activation buttons then signals that the generator sup-
plies (i.e., generator modes) yet is capable of being elec-
trically reconfigured to apply all of the signals from the
generator.

SUMMARY

[0005] The invention is defined in claim 1. Further as-
pects and preferred embodiments are defined in the ap-
pended claims. Aspects, embodiments and examples of
the present disclosure which do not fall under the scope
of the appended claims do not form part of the invention
and are merely provided for illustrative purposes.
[0006] The present teachings meet one or more of the
present needs by providing: an electrosurgical device
comprising: (a) forceps including: (i) a first working arm
and (ii)a second working arm; (b) a blade electrode;
wherein the electrosurgical device is capable of being
switched between a first electrical configuration so that
the electrosurgical device delivers a first therapy current
through the first working arm, the second working arm,
or both, and a second electrical configuration so that the
electrosurgical device delivers a second therapy current
through the blade electrode; and wherein the first working
arm and the second working arm of the forceps are im-
mobilized in the second electrical configuration so that
both the forceps and the first therapy current are disabled.
[0007] Another possible embodiment of the present
teachings comprises: an electrosurgical system compris-
ing: a handpiece including: (a) a first working arm, (b) a
second working arm, and (c) a blade electrode; and an
activation circuit having a first switch state and a second
switch state, wherein a therapy current is conducted be-
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tween the first working arm and the second working arm
when the activation circuit is in the second switch state
and the handpiece is in a first position; wherein the ther-
apy current is conducted between the blade electrode,
the first working arm, the second working arm, or a com-
bination thereof and an adjacent handpiece component
when the activation circuit is in the second switch state
and the handpiece is in a second position; and wherein
the therapy current is not conducted when the activation
circuit is in the first switch state.
[0008] Yet another possible embodiment of the
present teachings provides: an electrosurgical system
comprising: a handpiece including: (a) a first power con-
nector; (b) a second power connector; and (c) one or
more moveable members having a first position and a
second position; and an activation circuit having a first
switch state and a second switch state, wherein the ac-
tivation circuit in the first switch state does not allow either
a first electrosurgical therapy signal or a second electro-
surgical therapy signal to exit the handpiece; wherein
when the activation circuit is in the second state and the
one or more moveable members are in the first position
the activation circuit allows the first electrosurgical ther-
apy signal to exit the handpiece so that a first therapy
current extends between the first power connector and
the second power connector, and wherein when the ac-
tivation circuit is in the second state and the one or more
moveable members are in the second position the acti-
vation circuit allows the second electrosurgical therapy
signal to exit the handpiece so that a second therapy
current extends between the first power connector and
the second power connector.
[0009] Another possible embodiment of the present
teachings provides: a surgical device comprising: (a) a
handpiece (b) forceps including: (i) a first arm and (ii) a
second arm; (c) a blade; wherein the surgical device is
changeable between a first configuration so that the first
arm and second are configured as forceps and a second
configuration so that the forceps are immobilized and the
blade extends beyond the distal ends of the first arm and
the second arm so the extendable blade is configured as
a scalpel.
[0010] The teachings herein provide: an electrosurgi-
cal device comprising:(a) forceps including: (i)a first
working arm and (ii) a second working arm; (b) a blade
electrode that is movable between a first position and a
second position; wherein the electrosurgical device is ca-
pable of being switched between a first electrical config-
uration so that the electrosurgical device delivers a first
therapy current through the first working arm, the second
working arm, or both, and a second electrical configura-
tion so that the electrosurgical device delivers a second
therapy current through the blade electrode; and wherein
the blade electrode includes a slider that moves the blade
electrode between the first position and the second po-
sition.
[0011] The teachings herein provide: an electrosurgi-
cal device comprising: a handpiece including: (i) a first

working arm and (ii) a second working arm; wherein the
handpiece is covered by a movable housing that secures
the first working arm to the second working arm; wherein
the proximal end where the two arms are secured togeth-
er form a concave cross-section that creates a cavity
when the arms are closed; and wherein the handpiece
is configured as forceps that are movable between an
open position and a closed position.
[0012] The teachings herein provide: an electrosurgi-
cal device comprising: a blade electrode that is movable
between a first position and a second position; wherein
the electrosurgical device is capable of being switched
between a first configuration, and a second configuration
so that the electrosurgical device delivers a therapy cur-
rent through the blade electrode; and wherein the elec-
trosurgical device include a spring pin that extends into
contact with the blade electrode so that power is provided
to the blade electrode through the spring pin when the
blade electrode is in the second position.
[0013] The teachings herein provide an electrosurgical
device that may be switched between a monopolar con-
figuration and a bipolar configuration with one hand so
that a user can easily perform a desired task without the
need to disrupt the flow of a procedure. The teachings
herein provide an electrosurgical device that may be
used in open surgery as forceps and may be used for
electrical cutting and/or hemostasis. The teachings here-
in provide an electrosurgical device with both monopolar
capabilities and bipolar capabilities where the monopolar
capabilities are deactivated during use as a bipolar de-
vice and where the forceps are immobilized during use
as a monopolar device. The teachings herein provide an
electrosurgical device that produces more therapy cur-
rents than a generator supplies signals (i.e., generator
modes) to the electrosurgical device. The present teach-
ings provide an electrosurgical device that is electrically
reconfigurable so that the electrosurgical device has few-
er activation buttons then signals that the generator sup-
plies (i.e., generator modes) yet is capable of being elec-
trically reconfigured to apply all of the signals from the
generator.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014]

FIG. 1 illustrates an electrosurgical device in a bipo-
lar configuration;
FIG. 2A illustrates the electrosurgical device of FIG.
1 in a monopolar configuration;
FIG 2B illustrates a close-up view of the blade elec-
trode immobilized between the working arms;
FIG. 2C illustrates a cross-sectional view of the elec-
trosurgical device of FIG. 2A;
FIG. 2D1 illustrates a close-up view of a spring pin
in FIG. 2C when the blade electrode is extended;
FIG. 2D2 illustrates a close-up view of a spring pin
when the blade electrode is retracted;
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FIG. 3A illustrates an exploded view of the electro-
surgical device of FIG. 1;
FIG. 3B illustrates a close-up view of the spring pin
of FIG. 3A;
FIG. 4 illustrates a perspective view of an example
of an electrosurgical device in a bipolar configura-
tion;
FIG. 5 illustrates a bottom view of the electrosurgical
device of FIG. 4 in a bipolar configuration;
FIG. 6 illustrates a top view of an electrosurgical de-
vice;
FIG. 7 illustrates configuration bottom view of the
electrosurgical device of FIG. 6;
FIG. 8 illustrates a bottom perspective view of a shut-
tle and blade electrode;
FIG. 9 illustrates an example of a slider assembly of
an electrosurgical device. ;
FIG. 10 illustrates another possible configuration of
an electrosurgical device in a monopolar configura-
tion;
FIG. 11 illustrates an example of the electrosurgical
device of FIG. 10 in a monopolar configuration;
FIG. 12 illustrates an electrosurgical device with a
blade electrode extending from a working arm while
in the monopolar configuration;
FIG. 13 illustrates the electrosurgical device of FIG.
12 in a bipolar configuration;
FIG. 14 illustrates an end view of an example of work-
ing arms with a channel for the blade electrode;
FIG. 15 illustrates an end view of an example of solid
working arms;
FIG. 16 illustrates the blade electrode rotated for side
to side cutting;
FIG. 17 illustrates the blade electrode rotated for up
and down cutting;
FIG. 18A illustrates a cross-sectional view of working
arms gripping tissue;
FIG. 18B illustrates the electrosurgical device in the
bipolar configuration with power passing between
the working arms;
FIG. 19A illustrates a plan view of power passing
between a monopolar electrode and tissue;
FIG. 19B illustrates the electrosurgical device in the
monopolar configuration with power passing be-
tween the monopolar electrode and the ground pad;
FIG. 20A1 illustrates a schematic of a bipolar con-
figuration with switches and power passing between
working arms;
FIG. 20A2 illustrates a schematic of a bipolar con-
figuration with a central processing unit and power
passing between working arms;
FIG. 20A3 illustrates a schematic of a bipolar con-
figuration;
FIG. 20B illustrates a schematic of the electrosurgi-
cal device with power passing between the blade
electrode and the working arms;
FIG. 20C illustrates a schematic of the electrosurgi-
cal device in a monopolar configuration with power

extending from the working arms around the blade
electrode;
FIG. 20D illustrates a schematic including the elec-
trosurgical device;
FIG. 21 illustrates one possible configuration of con-
necting the electrosurgical device of the teachings
herein to a generator;
FIG. 22A illustrates an example of a control circuit
diagram with the working arms in a bipolar configu-
ration;
FIG. 22B illustrates an example of a control circuit
diagram with the working arms in a monopolar con-
figuration;
FIG. 22C illustrates an example of a control circuit
diagram of a monopolar configurations;
FIG. 23A illustrates a circuit diagram of one possible
bipolar configuration;
FIG. 23B illustrate a circuit diagram of one possible
monopolar configuration;
FIG. 23C illustrates an example of another circuit
diagram with the electrosurgical device in the mo-
nopolar configuration;
FIG. 24A illustrates a circuit diagram of the electro-
surgical device in the off position and the blade elec-
trode including a switch;
FIG. 24B illustrates a circuit diagram of the electro-
surgical device in the bipolar configuration with the
blade electrode including a switch;
FIG. 24C illustrates a circuit diagram of the electro-
surgical device in the monopolar configuration with
the blade electrode including a switch;
FIG. 25A illustrates a circuit diagram of the electro-
surgical device in the off position where the blade
electrode is free of a switch;
FIG. 25B illustrates a circuit diagram of the electro-
surgical device in the bipolar configuration with the
blade electrode free of a switch;
FIG. 25C illustrates a circuit diagram of the electro-
surgical device in a monopolar configuration where
the blade electrode is free of a switch;
FIG. 26A illustrates a circuit diagram of the electro-
surgical device in the off position and the electrosur-
gical device including a ground pad;
FIG. 26B illustrates a circuit diagram of the electro-
surgical device in a bipolar configuration with the
ground pad in an off state;
FIG. 26C illustrates a circuit diagram of the electro-
surgical device in a monopolar configuration with the
ground pad in an on state;
FIG. 27A illustrates an example of an electrosurgical
device including an activation circuit with the activa-
tion circuit being in the off position;
FIG. 27B illustrates an example of the electrosurgical
device in the bipolar configuration;
FIG. 27C illustrates an example of the electrosurgical
device in the monopolar configuration and a second
activation button closed;
FIG. 27D illustrates an example of the electrosurgical
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device in the monopolar configuration and a first ac-
tivation button closed;
FIG. 28A illustrates an electrosurgical device includ-
ing an activation circuit including an activation button
and a selector with the electrosurgical device being
off;
FIG. 28B illustrates the electrosurgical device of FIG.
28A in the bipolar configuration;
FIG. 28C illustrates the electrosurgical device of FIG.
28A in the monopolar configuration;
FIG. 29A illustrates an example of a shuttle including
reconfigurable conductive paths and the electrosur-
gical device being in the bipolar configuration;
FIG. 29B illustrates an example of the shuttle being
moved to a bipolar configuration and the conductive
paths being reconfigured;
FIG. 29C illustrates and example of the shuttle in the
bipolar configuration and conductive paths being
reconfigured within a generator;
FIG. 30A illustrates an example of a shuttle with
reconfigurable conductive paths and one possible
plug arrangement; and
FIG. 30B illustrates another example of a shuttle with
reconfigurable conductive paths and another possi-
ble plug arrangement.

DETAILED DESCRIPTION

[0015] The explanations and illustrations presented
herein are intended to acquaint others skilled in the art
with the teachings, its principles, and its practical appli-
cation. Those skilled in the art may adapt and apply the
teachings in its numerous forms, as may be best suited
to the requirements of a particular use. Accordingly, the
specific embodiments of the present teachings as set
forth are not intended as being exhaustive or limiting of
the teachings. The scope of the teachings should, there-
fore, be determined not with reference to the above de-
scription, but should instead be determined with refer-
ence to the appended claims, along with the full scope
of equivalents to which such claims are entitled. Other
combinations are also possible as will be gleaned from
the following claims.
[0016] The present application claims priority to U.S.
Provisional Patent Application Serial Nos. 61/787,731,
filed on March 15, 2013 and 61/845664, filed on July 12,
2013. The present teachings relate to an electrosurgical
device. Preferably, the present teachings relate to an
electrosurgical device and associated componentry that
form an electrosurgical system. The electrosurgical sys-
tem may be any system that includes one or more of the
devices taught herein. Preferably, the electrical surgical
system includes at least an electrosurgical device. The
electrosurgical system may include one or more hand-
pieces as taught herein, one or more ground pads, one
or more generators, one or more electrosurgical devices,
one or more adjacent handpiece components, or a com-
bination thereof and the teachings herein of each device

which are incorporated into the electrosurgical system.
The electrosurgical device may be any device that may
be used by a surgeon to perform a surgical procedure.
The electrosurgical device may function to be switched
between two or more configurations, two or more states,
or both. For example, the electrosurgical device may be
switched between a monopolar configuration, a bipolar
configuration, a non-electrosurgical configuration, or a
combination of the three. The electrosurgical device may
be any device that may be switched between two or more
configurations with one hand so that a user may switch
between the configurations without the need for a second
hand, without disrupting the procedure, or both. The elec-
trosurgical device may be any device and/or configura-
tion that may be used ambidextrously, ambidextrously
switched between configurations, or both. The electro-
surgical device may be used to cut, perform hemostasis,
coagulate, desiccate, fulgrate, electrocautery, or a com-
bination thereof. The electrosurgical device may be any
device that includes bipolar capabilities, monopolar ca-
pabilities, non-electrosurgical capabilities, or a combina-
tion thereof. The electrosurgical device may be used in
open surgery. In addition to its electrosurgical capabilities
the electrosurgical device may be used for non-electro-
surgical purposes. For example, the electrosurgical de-
vice may be used as forceps, tweezers, or both that may
be used to grip an object, an organ, a vein, skin, tissue,
the like, or a combination thereof. In another example,
one or more parts of the device may include a sharp edge
and may be used to cut, similar to that of a scalpel. The
electrosurgical device may include a handpiece and a
generator. The electrosurgical device may have one or
more therapy signals that extend between the handpiece
and the generator.
[0017] The one or more therapy signals may be a sig-
nal, power, continuity, or a combination thereof. The one
or more therapy signals may extend from the handpiece
to the generator or vice versa. The one or more therapy
signals may be formed by the handpiece, formed by the
generator, or both. The electrosurgical therapy signals
may be a therapy current. Preferably, the electrosurgical
therapy signals indicate that a user has performed a step
and a signal is being transmitted so that therapy current,
energy, or both is generated. The electrosurgical therapy
signals may provide a signal so that one or more therapy
currents are produced and the therapy currents may be
used for electrosurgery. The electrosurgical therapy sig-
nal may be conducted when the activation circuit is in the
first switch state, the second switch state, a third switch
state, the handpiece is in a first position, a second posi-
tion, a third position, or a combination of switch states
and handpiece positions. Preferably, a therapy signal is
not generated, does not exit the handpiece, or both when
the activation circuit is in the first switch state. The elec-
trosurgical therapy signal may be a monopolar therapy
signal, a bipolar therapy signal, or both. The electrosur-
gical therapy signal may be a monopolar therapy signal,
a bipolar therapy signal, or both. The monopolar therapy
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signal may be any signal that has a voltage differential
between a return port and an active port in the generator.
The monopolar therapy signal may be any signal that
when applied by the electrosurgical device extends from
one pole of an electrosurgical device to another pole lo-
cated at a remote location, off of the electrosurgical de-
vice, off the handpiece, or a combination thereof. The
bipolar therapy signal may be any signal that has a volt-
age differential between two leads that are connected to
the electrosurgical device, that are located in the gener-
ator, or both. The bipolar therapy signal may be any signal
that when applied by the electrosurgical device extends
from one component of a handpiece to another compo-
nent of the handpiece (e.g., between two working arms,
from a blade electrode to one or both working arms, or
both). An electrosurgical therapy signal, when the acti-
vation circuit is in the second state, may exit the hand-
piece so that a therapy current extends from a blade elec-
trode, between the first working arm and the second
working arm, between the blade electrode and one or
both of the working arms, or a combination thereof. The
therapy signal may be generated and conducted from
the handpiece to the generator.
[0018] The generator may be any device that supplies
power, a therapy current, control signals, an electrosur-
gical therapy signal, electronically reconfigures itself in
response to a signal from the user, physically reconfig-
ures in response to adjustments by the user, or a com-
bination thereof. The generator may function to be elec-
trically connected to a handpiece to provide and/or re-
ceive electrosurgical therapy signals, power, therapy cur-
rent, or a combination thereof. The generator may be
capable of producing only a single therapy current. The
generator may be capable of producing two therapy cur-
rents. The generator may include two or more power con-
nections, three or more power connections, or four or
more power connections. The power connections may
be any port in the generator so that one or more power
connectors of the handpiece may be plugged into so that
power, control signals, therapy currents, or a combination
thereof are supplied to the electrosurgical device. The
generator may include one or more switches that may
be switched between one or more of the power connec-
tions so that power, signals, or both may be selectively
applied to the electrosurgical device based upon a de-
sired configuration of the electrosurgical device. The gen-
erator may include a central processing unit (CPU), a
series of internal switching, or both. The internal switch-
ing may provide a signal from an activation circuit to the
voltage source so that the voltage source is supplied to
the electrosurgical device and preferably the handpiece.
The CPU may be interchanged with the internal switching
and the switching may perform the same functions as
the CPU. The CPU may be any device that provides pow-
er, signals, electrical reconfiguration, a switch between
two or more therapy currents, a switch between two or
more configurations, a switch between two or more ther-
apy signals, or a combination thereof to the electrosur-

gical device so that the electrosurgical device may be
used to perform a desired function as is discussed herein.
The CPU may be used to switch the electrosurgical de-
vice between a first configuration, a second configura-
tion, a third configuration, a monopolar configuration, a
bipolar configuration, a non-electrosurgical configura-
tion, or a combination thereof.
[0019] The first configuration, second configuration,
and third configuration may be any configuration such
that the electrosurgical device is mechanically reconfig-
ured, electrically reconfigured, signally reconfigured
and/or different, or a combination thereof. The first con-
figuration, second configuration, and third configuration
may be any of the various configurations discussed here-
in. The first configuration may provide a first therapy cur-
rent. The first therapy current may be monopolar energy
and/or monopolar current. Preferably, the first therapy
current is bipolar energy and/or bipolar current. Bipolar
energy may be any power source that during application
extends from one pole of an electrosurgical device to
another pole on the electrosurgical device. Stated anoth-
er way, bipolar energy is energy that extends from one
component of the handpiece to another component of
the handpiece. For example, energy that extends be-
tween two working arms on the handpiece is bipolar en-
ergy, or energy that extends from a blade electrode to a
working arm is a bipolar energy. The first electrical con-
figuration may be deactivated by electrically disconnect-
ing the one or more first activation buttons, electrically
disconnecting all or a portion of an activation circuit, cov-
ering the one or more first activation buttons, electrically
disconnecting the blade electrode, electrically discon-
necting one or both of the working arms, shorting the
blade electrode with a return pad, or a combination there-
of. The second configuration may provide a second ther-
apy current. The second therapy current may be bipolar
energy (e.g., bipolar current or bipolar power). Prefera-
bly, the second therapy current may be monopolar en-
ergy (e.g., monopolar current or monopolar power). Mo-
nopolar energy may be any power source that during
application extends from one pole of an electrosurgical
device to another pole located at a remote location, off
of the electrosurgical device, off the handpiece, or a com-
bination thereof. Stated another way, bipolar energy is
energy that extends from one component of the hand-
piece to a component that is not part of the handpiece.
For example, energy that extends from a blade electrode
to a ground pad is monopolar energy, or energy that ex-
tends from one or both working arms to a ground pad is
monopolar energy. The second electrical configuration
may be deactivated by electrically disconnecting the one
or more second activation buttons, electrically discon-
necting all or a portion of an activation circuit, covering
the one or more second activation buttons, electrically
disconnecting one or both working arms, electrically dis-
connecting the blade electrode, shorting the first working
arm with the second working arm, or a combination there-
of. The third configuration may be an electrosurgical con-
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figuration, a non-electrosurgical configuration, or both.
Preferably, the third configuration is a non-electrosurgi-
cal configuration. The therapy current that extends
through the handpiece may be effected by a signal and
or current from the generator; a switch state of the acti-
vation circuit (e.g. first switch state, second switch state,
third switch state, etc...); a hand piece position (e.g., first
position, second position, third position, etc...). For ex-
ample, the therapy current may be monopolar energy
when the handpiece is in the second position and the
activation circuit is in the second switch state. However,
the therapy current may be bipolar energy when the
handpiece is in the second position. In another example,
the therapy current may be a bipolar energy when the
handpiece is in the first position and the activation circuit
is in the first switch state. The first configuration, second
configuration, and third configuration may be any config-
uration and/or may perform one or more of the functions
as discussed herein for the monopolar configuration, bi-
polar configuration, non-electrosurgical configuration
and each of those functions is incorporated herein. Pref-
erably, as discussed herein the first configuration is a
bipolar configuration, the second configuration is a mo-
nopolar configuration, and the third configuration is a
non-electrosurgical configuration.
[0020] The non-electrosurgical configuration may be
any configuration where power is not supplied to the
handpiece, the blade electrode, the two or more working
arms, or a combination thereof. The non-electrosurgical
configuration may be used when the electrosurgical de-
vice is being used as forceps, tweezers, a scalpel, a
clamp, Kelley hemostat forceps, or a combination there-
of. In the non-electrosurgical configuration the working
arms may be mobile. In the non-electrosurgical configu-
ration the working arms may be immobilized, may immo-
bilize the blade electrode, a cutting arm, an extendable
arm, or a combination thereof. The cutting arm, the ex-
tendable arm, or both may be the blade electrode, may
be a discrete arm that includes a sharp edge and may
be alternated with the monopolar arm, or both. The non-
electrosurgical configuration may be switched to a mo-
nopolar configuration or a bipolar configuration by press-
ing a button, turning a switch, advancing a cutting arm,
advancing a blade electrode, advancing an extendable
arm, or a combination thereof.
[0021] The device when in a monopolar configuration
may supply power through a handpiece component (e.g.,
a blade electrode) and a return electrode that may be
located at another location outside of the hand held por-
tion of the electrosurgical device, through a handpiece
component and an adjacent handpiece component, or
both. The monopolar configuration may be any configu-
ration where the electrosurgical device may be used to
apply monopolar power. The monopolar configuration
may be used to cut tissue, coagulate blood and/or fluids,
electrical cutting, hemostasis, apply power to a large ar-
ea, or a combination thereof. The monopolar configura-
tion may be used to heat a specific area, heat an object

between both electrodes, in contact with both electrodes,
or a combination thereof. A monopolar configuration may
be used so that power during use extends from a blade
electrode to one or both bipolar electrodes, one or more
immobilization arms, one or more working arms, one or
more ground pads, or a combination thereof so that the
blade electrode may be used for delicate electrosurgery,
localized electrosurgery, coagulation, cutting, or a com-
bination thereof. The blade electrode may be used for
less delicate procedures, less localized electrosurgery,
or both when compared to bipolar electrosurgery.
[0022] The device when in a bipolar configuration may
supply power from one portion of the device to a second
portion of the device so that the return path for the power
is relatively short when compared to the monopolar con-
figuration. The bipolar configuration may be any config-
uration where the electrosurgical device may be used to
apply bipolar power. The device when in the bipolar con-
figuration may supply power between two localized hand-
piece components such as two working arms. The bipolar
configuration may be used to coagulate, for hemostasis,
cutting, fulguration, or a combination thereof. When in
the bipolar configuration the electrosurgical device may
include two opposing working arms. The two opposing
working arms may be configured as forceps.
[0023] The forceps may function to grip, hold, squeeze,
or a combination thereof one or more objects. The for-
ceps may include one or more finger grips (i.e., config-
ured like scissors) that may be used to move the forceps
so that they may be used to grip one or more objects.
The forceps may be free of finger grips and be actuated
by direct pressure being applied to opposing sides of the
forceps so that the forceps close and grip an object. The
forceps include at least two working arms.
[0024] The working arms may function to grip, hold,
squeeze, or a combination thereof an object when the
object is between the two or more opposing working
arms. The working arms may include one or more grip-
ping features that may assist in gripping, holding, squeez-
ing, or a combination thereof an object. The working arms
may be movable between two or more positions. Prefer-
ably, the working arms are movable between at least a
first position and a second position. For example, the
working arms may be movable between a bipolar con-
figuration (e.g., first position) and a monopolar configu-
ration (e.g., second position). The working arms in the
first position may be off, energized, one working arm may
be energized, or a combination thereof. The working
arms in the second position may be off, one or both of
the working arms may be electrically disconnected, one
or both of the working arms may be electrically connect-
ed, one working arm may be shorted by the other working
arm, or a combination thereof. More preferably, in the
second position the working arms are immobilized so that
the working arms cannot be used a forceps. The working
arms may be longitudinally static and moveable relative
to each other. The working arms may be longitudinally
moveable and may be moveable relative to each other
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so that a gripping force may be created. For example,
the working arms when in a bipolar configuration may
both be extended and then retracted so that a blade elec-
trode may be exposed forming a monopolar configura-
tion. The working arms may be retractable and/or extend-
able individually, simultaneously, or both. The working
arms may be selectively retractable and/or extendable
so that one or more tip regions are exposed.
[0025] The working arms may include a tip region. The
tip region may include a portion that is configured to assist
in facilitating gripping, holding, squeezing, or a combina-
tion thereof. Additionally, the tip region may be configured
in one or more electrosurgical configurations (e.g., a mo-
nopolar configuration, bipolar configuration, or a combi-
nation of both). The tip region may include teeth, serra-
tions, mouse teeth, be free of teeth (i.e., smooth), or a
combination thereof. The tip region may be fully and/or
partially insulated. Preferably, the tip region includes in-
sulation on the non-contact portions of the working arms
so that electrosurgical energy is not transferred through
incidental contact. The working arms may include an ac-
tive portion and an inactive portion (i.e., an insulated por-
tion).
[0026] The active portion may function to apply power.
The active portion may be the same portion as the contact
regions of the forceps. Thus, for example, when tissue
is grasped between the contact portions of the forceps,
power may be supplied to the tissue through this contact
portion. The active portion of the working arms preferably
is between the two opposing working arms and the active
portion of the blade electrode is the portion that extends
beyond the working arms, out of the channel, or both.
The active portions may be substantially surrounded by
inactive portions or portions that are insulated. The inac-
tive portion may be any portion that does not supply pow-
er, that is insulated, or both. The inactive portion may be
any portion that may transfer power through incidental
contact and thus are insulated so that incidental transfer
of power does not occur and/or stray current is prevented.
For example, an outside of the working arms may be
coated with an insulating material so that if the working
arms accidentally contact tissue proximate to the tissue
of interest the proximate tissue is not subjected to a trans-
fer of power. The inactive portion and the active portion
may be made of different materials, coated with different
materials, or both.
[0027] The working arms may be made of any material
that may be used to grip, hold, squeeze, or a combination
thereof and provide monopolar power, bipolar power, a
therapy current, a gripping force, or a combination thereof
to a desired location. The working arms may be made of
one material and the tip region of each working arm may
include, be coated with, or both one or more materials
that may be insulating, a higher conductivity than the
base material, a lower conductivity than the base mate-
rial, or a combination thereof. The one or more working
arms may include one or more materials along the length
of the working arm. For example, the working arms may

be entirely made of stainless steel. Preferably, each
working arm includes two or more materials. For exam-
ple, the working arms may have a base material of stain-
less steel and the working arms may be coated with an
insulating material such as silicone or polytetrafluoroeth-
ylene (PTFE). The working arms may include any mate-
rial that is safe for use in a surgical procedure, and pref-
erably and electrosurgical procedure. The working arms
may include metals, plastics, a polymer, an elastomer,
gold, silver, copper, titanium, aluminum, iron based met-
als, stainless steel, silicone, polytetrafluoroethylene (PT-
FE), insulating polymers, rubber, or a combination there-
of. Preferably, each working arm is substantially coated
with an insulating material except for a contact region
between the two working arms where the working arms
contact each other. The working arms may be coated in
regions where the user contacts the working arms. The
working arms may have an active portion and a passive
portion, an inactive portion, or both. For example, the
active portion may be the metal that extends through the
working arms and is used to provide monopolar energy,
bipolar energy, gripping capabilities, holding capabilities,
squeezing capabilities, or a combination thereof. The
passive portion may be a portion that houses the active
portion. The passive portion may be a housing.
[0028] The working arms may be located within a hous-
ing. The housing may be any part of the device that may
include one or more working arms and be gripped by a
user during use. The housing may electrically connect,
mechanically connect, or both the two working arms. The
housing may be a pivot point so that the two working
arms may be moved when the housing is compressed.
The housing may substantially surround the working
arms so that only the tip region extends out of the housing
and are exposed. The housing may surround an outer
side of the working arms and an inner side of the working
arms may be exposed so that as the blade electrode is
extended between the two working arms, the blade elec-
trode contacts one or both of the working arms. The hous-
ing may include a gripping portion. The gripping portion,
upon and application of pressure, may close the working
arms and upon a release of pressure the working arms
may return to an open position. The gripping portion may
assist the user in holding the electrosurgical device like
a pencil. The electrosurgical device may include an outer
housing and an internal housing. The internal housing
may include, surround, encapsulate, encase, house, or
a combination thereof, one or more internal features of
the electrosurgical device. The internal housing may
house electrical components such as wires, terminals,
plugs, printed circuit boards, spring pins, or a combina-
tion thereof. The internal housing may function to provide
water resistance to the electrical components. The inter-
nal housing may extend through a through hole in the
shuttle; provide a guide for the shuttle to move along, or
a combination thereof. The internal housing may be an
integral part of the outer housing. The internal housing
may be one or more discrete parts. The internal housing
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may be two or more pieces that are connected together.
The internal housing may be connected to the external
housing, housing one or more of the activation buttons
discussed herein, or a combination thereof. The housing
may be electrically connected to a power source and pro-
vide power to each of the working arms. The housing
may be electrically insulating. The housing may include
one or more hinges and/or one or more hinge portions.
[0029] The one or more hinges may function to connect
to rigid pieces, impart flexibility into the working arms,
the handpiece, the electrosurgical device, or a combina-
tion thereof. The one or more hinges may function to
impart movement into the housing while allowing the
housing to substantially cover the components of the
handpiece. There may be a hinge on only one working
arm or a hinge on each working arm. The housing may
include a rigid stationary section, a movable section, a
flexible hinge section, or a combination thereof. The rigid
stationary section may be on a proximal end of the elec-
trosurgical device (i.e., closest to the user). The rigid por-
tion may not move when the working arms are moved
about the hinge. The hinge may create a pivot point for
a movable section to rotate about. The movable section
may function to move so that a gripping force, a gripping
movement, or both are created. The movable section
may cover all or a portion of the working arms. Only a tip
of the working arm may extend beyond the movable sec-
tion of the housing. The movable section may be sub-
stantially rigid but may pivot about the hinge so that the
section is movable and/or flexible. For example, the mov-
able section of the working arm itself may not be flexible
but the arm may be movable such that the movable sec-
tion moves with the arm. The movable section may be
on the distal side of the hinge (i.e., the side of the hinge
farthest from the user). The movable section, the rigid
stationary section, or both may form a movable connec-
tion, a rigid connection, or both with the hinge. Preferably,
the movable section forms a movable connection and
the rigid stationary section forms a rigid connection. The
movable connection may function to allow a hinging ac-
tion, movement back and forth, or both. The movable
connection may create a force that opposes a gripping
of the forceps so that the forceps default open. The mov-
able connection may create a pivot point that opposes a
rigid connection. The rigid connection may remain static
while the movable connection moves about the rigid con-
nection. The rigid connection may form a side of the hinge
that anchors the hinge so that the hinge may move, flex,
pivot, allow the arms to move, or a combination thereof.
The hinge may be any shape so that the hinge moves.
The rigid stationary section of the housing may have a
general C-shaped cross-section to provide a shell to sur-
round (the inner components of the forceps). Likewise
the rigid moveable section may also have a C-shaped
cross-section to provide a shell to surround (the inner
components of the forceps. The hinge section may have
slots in the outer portions of the C-shaped cross-section
so that the cross-section of the hinge portion is substan-

tially planar. The substantially planar cross-section may
have lower bend resistance so that the hinge section is
relatively flexible compared to the rigid stationary section
and the rigid movable section. The hinge section may
form a generally "T" shape. The housing may include one
or more activation buttons, one or more activation cir-
cuits, one or more printed circuit boards and associated
controls, one or more blade electrodes, one or more shut-
tles, one or more channels, one or more immobilization
arms, one or more immobilizing features, one or more
wires, one or more conductors, or a combination thereof.
[0030] The one or more immobilization arms, one or
more immobilization features, or both may be any feature
of the housing, the working arms, or both that may im-
mobilize one or both working arms when the electrosur-
gical device is in the monopolar configuration. The im-
mobilization arms may be connected to the housing and
extend between one or both of the working arms and
when the blade electrode is advanced the immobilization
arms are separated and the working arms are moved
into contact with each other. The immobilization arms
may be connected to the housing and extend between
one or both of the working arms and when the blade
electrode is advanced the immobilization arms are com-
pressed, pushed together, or both and the working arms
are moved into contact with each other. The immobiliza-
tion arms may be generally parallel to the working arms,
may extend: in the same direction as the working arms,
may extend away from the working arms, towards an
opposing working arm, towards the user, away from a
user, or a combination thereof. Preferably, the working
arms and the immobilization arms form generally an "X"
shape so that when one side of the "X" is moved outward
the opposing side of the "X" is moved inward. For exam-
ple, as the blade electrode is moved forward the blade
electrode may include a wedge and the wedge may act
to force the immobilizing arms apart so that the working
arms are moved together. The working arm and the im-
mobilization arms may form generally two "V" shapes.
The two generally "V" shapes may extend generally in
the same direction so that as one V is widened the other
V is narrowed. The immobilization arms may overlap.
The overlap portion may form the "V" shape. For exam-
ple, one immobilization arm may extend from the hous-
ing, a first working arm, or both towards the second work-
ing arm, the housing proximate the second working arm,
or both, and a second immobilization arm may extend
from the housing, a second working arm, or both towards
the first working arm and as an immobilization feature
such as a wedge is moved between the first immobiliza-
tion arm and the second immobilization arm the immo-
bilization arms may be moved closer to the opposing
working arm so that the working arms are moved into
contact and immobilized. The housing, the working arms,
or both may be free of immobilization arms.
[0031] The two or more working arms may be immo-
bilized by an immobilization feature. The immobilization
feature may be any feature that connects the two or more

15 16 



EP 2 967 732 B1

10

5

10

15

20

25

30

35

40

45

50

55

working arms together so that the arms are immobilized
in the monopolar configuration, so that the forceps are
disabled, or both. The immobilization features may be
part of the arms, part of the housing, all or a part of the
shuttle, or a combination thereof. The immobilization fea-
tures may be a track that extends along all or a portion
of each arm and as the shuttle is moved forward or back-
ward to the monopolar configuration, each track may ex-
tend into communication with the shuttle so that each of
the working arms are moved into contact with each other
and vice versa from the bipolar configuration. The immo-
bilization feature may be a lock, a fastener, a piece that
houses all or a portion of the working arms, or a combi-
nation thereof that locks the two working arms together.
The immobilization feature may be a piece that slides
and compresses the working arms, a piece that twists
and radially compresses the working arms, or a combi-
nation of both. The immobilization feature while being
moved and immobilizing may move a blade electrode,
may extend a blade electrode out a channel, or a com-
bination of both.
[0032] The housing, the one or more working arms, or
a combination of both may include one or more channels.
The channel may be located at any location within one
or more of the working arms so that one or more features
may be extended through the channel. The one or more
channels may end at a distal end (i.e., an end used for
electrosurgery, farthest from a user, or both) of the hous-
ing, a working arm, or both. The channel may be an ab-
sence of material so that a device may be located within
the channel and extend from the channel. The channel
may house any device that may be selectively used dur-
ing electrosurgery. The channel may be any shape to
house one or more electrosurgical devices. The channel
may be round, square, oval, diamond, the like, or a com-
bination thereof so that during use a device may be ex-
tended through the channel for use. The device extended
from the channel may be a mechanical cutting device, a
suction port, a smoke evacuation pot, a blade electrode,
a moveable member, or a combination thereof. Prefera-
bly, a blade electrode is extended out of the channel so
that the blade electrode may be used.
[0033] The blade electrode may be any device that
may be used to apply monopolar power during a proce-
dure, that may be longitudinally movable, rotationally
movable, extendable, retractable, or a combination
thereof. The blade electrode may be static. Preferably,
in one embodiment the blade electrode may be static and
the working arms moved relative to the blade electrode
so that when the working arms are moved the blade elec-
trode is exposed. More preferably, the blade electrode
is a movable. The blade electrode may have a first posi-
tion (e.g., retracted) and a second position (e.g., extend-
ed). The first position may be where the blade electrode
is located relative to the working arms so that the working
arms are past the blade electrode (e.g., the blade elec-
trode is retracted so that the working arms extend past
the blade electrode or the working arms are extended so

that the working arms extend past the blade electrode).
The first position may be where the blade electrode is
electrically disconnected, electrically shorted relative to
another handpiece component, electrically insulated so
that power cannot pass from the blade electrode, or a
combination thereof. The second position may be where
the blade electrode is located relative to the working arms
so that the blade electrode is extended beyond the work-
ing arms (e.g, the blade electrode is extended so that the
working arms are located proximate to the user or the
working arms are retracted so that the blade electrode
is beyond the working arms). The second position may
be where the blade electrode is electrically connected,
supplies a therapy current, is electrically continuous, or
a combination thereof. The blade electrode may be a
separate piece that when activated may be used to sup-
ply monopolar power. The blade electrode may be
formed by connecting the two working arms together and
supplying power through only one working arm. The
blade electrode may be used for electrically cutting, me-
chanically cutting, or both. The blade electrode may be
a discrete third working arm that may extend from one
of the working arms, between the working arms, or both.
[0034] The blade electrode may be made of the same
material as one or both of the working arms. Preferably,
the working arms and the blade electrode are made of
different materials. The blade electrode may be made of
one material. Preferably, the blade electrode includes
two or more materials. The blade electrode may be made
of stainless steel, copper, silver, titanium, a metal, a sur-
gical steel, a metal with good thermal dissipation prop-
erties, a metal with poor thermal dissipation properties,
a material with high thermal conductivity, or a combina-
tion thereof. The blade electrode may include a material
with a first thermal conductivity and the working arms
may include a material with a second thermal conductiv-
ity. It is contemplated that the blade electrode, the work-
ing arms, or both may include both a material with a first
thermal conductivity and a second thermal conductivity.
The materials with the first conductivity and the second
conductivity may be any of the materials discussed here-
in. The material with the first thermal conductivity may
have a lower thermal conductivity than the material with
the second thermal conductivity. Preferably, the material
with the first thermal conductivity has a higher thermal
conductivity than the material with the second thermal
conductivity. The blade electrode may include a coating.
The coating may be any coating that provides insulating
properties, provides improved thermal dissipation of a
base material, prevents corrosion, or a combination
thereof. The coating may be a polymer, an elastomeric,
silicone, polytetrafluorethylene (PTFE), the like, or a
combination thereof. The coating may extend over sub-
stantially all of the blade electrode except for an active
region of the blade electrode. The blade electrode may
include one or more insulator sleeves that cover all or a
portion of the blade electrode, the blade electrode may
be movable into and out of an insulator housing.
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[0035] The insulator housing may function to prevent
power and/or stray power from extending to and/or from
the blade electrode when the blade electrode is located
within the insulator housing. The insulator housing may
receive all or a portion of the blade electrode. The insu-
lator housing may substantially surround all of the blade
electrode when the blade electrode is in a retracted po-
sition, a bipolar configuration, or both. The insulator hous-
ing may insulate the blade electrode from stray current
from the working arms, the ground pad, or both. The in-
sulator housing may be a static component and the blade
electrode may move relative to the insulator housing. The
insulator housing may be made of insulative material so
that the flow of current to and/or from the blade electrode
is substantially prevented. The insulator housing may be
made of and/or include rubber, plastic, silicone, an elas-
tomer, silicone, PTFE, or a combination thereof. The in-
sulator housing may be used instead of or in addition to
an insulator sleeve so that the blade electrode is isolated
and/or stray current is prevented.
[0036] The insulator sleeve may prevent power from
passing to and/or from the blade electrode. Preferably,
the insulator sleeve prevents power from passing to
and/or from the blade electrode when the blade electrode
is retracted so that the blade electrode is not powered,
a circuit cannot be completed, or both. The insulator
sleeve may be a sleeve that covers a portion of the blade
electrode. The insulator sleeve may move with the blade
electrode so that the same portions of the blade electrode
are always covered and the same portions of the blade
electrode are always exposed. The insulator sleeve may
be an integral part of the blade electrode. The insulator
sleeve may be fixedly connected to the blade electrode.
The insulator sleeve may isolate portions of the blade
electrode so that current and/or stray current are pre-
vented from passing to and/or from the insulated portions
of the blade electrode. The insulator sleeve may be lo-
cated on the blade electrode so that when the blade elec-
trode, the working arms, or both are in contact and/or
immobilized the working arms contact the insulator
sleeve. The insulator sleeve may located proximate to a
contact portion. The contact portion may contact wiring,
a pin, a spring pin, or a combination thereof when the
blade electrode is extended so that power passes
through the blade electrode. The contact portion may be
free of the insulator sleeve. For example, the blade elec-
trode may have an insulator sleeve and a contact portion
that are adjacent each other and when the blade elec-
trode is full extended a spring pin may contact the contact
portion and when the blade electrode is fully retracted
the spring pin may contact the insulator sleeve. The in-
sulator sleeve may be made of any material that prevents
power from passing into the blade electrode. The insu-
lator sleeve may be any thickness so that power is pre-
vented from entering the blade electrode thorough the
insulator sleeve. The insulator sleeve may be connected
to a monopolar insulator. The insulator sleeve may pre-
vent a spring pin from providing power to the blade elec-

trode when the blade electrode is retracted and the con-
tact portion may allow the spring pin to power the blade
electrode when the blade electrode is extended.
[0037] The spring pin may function to move (e.g., ver-
tically) so that as a part of varying thickness is moved, a
constant contact is created between two devices. The
spring pin may create contact between one or more mov-
ing parts so that power may be transferred from one part
to the one or more moving parts. The spring pin may
include one or more springing portions that accommo-
date for a change in size and/or shape of a part. The one
or more springing portions may create a movable con-
nection. The one or more springing portions may allow
for movement of one part relative to the other part. The
springing portion may extend from a body portion. The
body portion may assist in connecting the spring pin with-
in a system, may provide a connection point for one or
more other components, or both. The body portion may
include one or more connection arms that connect the
spring pin to circuitry. Preferably, the body portion in-
cludes two connection arms that connect to a printed
circuit board. The springing pin may extend when the
insulator sleeve is extended and the contact portion is
moved proximate to the spring pin. The spring pin may
move out of the way when the blade electrode is retracted
and the insulator sleeve is moved to a retracted position.
The blade electrode may include a monopolar insulator.
[0038] The monopolar insulator may be any device that
may insulate all or a portion of the active portions of the
working arms. The monopolar insulator may prevent the
working arms from contacting the blade electrode when
the electrosurgical device is in the bipolar configuration.
The monopolar insulator may be moved into contact with
one or both of the working arms and immobilize the work-
ing arms so that the working arms cannot be used as
forceps. The monopolar insulator may prevent power
from being transferred from one or both of the working
arms to the blade electrode. The monopolar insulator
may prevent stray current from being conducted from the
working arms to a surrounding area, the blade electrode,
the ground pad, or a combination thereof. During a
change from a bipolar configuration to a monopolar con-
figuration the monopolar insulator may extend between
the working arms and once past the working arms a bias
device may act to retract the monopolar insulator so that
the tips of the working arms are pressed into a portion of
the monopolar insulator and immobilized.
[0039] The bias device may be any device that may
act to retract and/or advance one or more components
of the electrosurgical device. The bias device may act to
separate the working arms of the electrosurgical device
when in the bipolar configuration. The bias device may
push the blade electrode and/or shuttle forward into a
monopolar configuration, pull the blade electrode and/or
shuttle back from a monopolar configuration, or a com-
bination thereof. The bias device may ensure that the
shuttle, blade electrode, working arms, monopolar elec-
trode, blade, or a combination thereof are in a fully ex-
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tended and/or fully retracted state. For example, if a user
moves a shuttle towards a forward position and stops
short, the bias device may complete the movement to a
final position. The bias device may assist in moving any
of the devices and/or features discussed herein so that
the devices and/or features are bi-stable. For example,
the bias device may ensure that the blade electrode is
always either fully extended or fully retracted and not
located therebetween. The bias device may be a spring,
a piece of rubber, an elastomeric piece, a bend in metal
that forms a bias surface, or a combination thereof. If the
bias device is bent metal the metal may be bent forming
more than one plane. The first plane may contact a first
surface and the second arm may contact a second sur-
face so that two opposing electrosurgical components
are moved. The bias device may be connected to the
blade electrode, a shuttle, between the working arms, a
device that extends through the channel, or a combina-
tion thereof.
[0040] The shuttle may function to cover one or more
activation buttons, moves one or more activation arms,
moves the blade electrode, moves one or both working
arms, immobilizes and/or electrically disconnects one or
more features of the electrosurgical device and/or acti-
vation circuit, immobilizes one or more activation buttons,
impedes movement and/or depression of one or more
activation buttons, move one or more immobilization
arms, or a combination thereof. The shuttle may be a
shield that covers the activation buttons that are not in
use so that one or more of the activation buttons are
protected from contact. For example, when the electro-
surgical device is configured for bipolar use the shuttle
may cover the monopolar activation buttons and expose
the bipolar activation buttons or vice versa. The shuttle
may be a solid piece. Preferably, the shuttle includes a
through hole so that one or more components may extend
through the through hole, be covered by the parts of the
shuttle adjacent the through hole, guided by the through
hole, or a combination thereof. The shuttle may include
a device that extends under, around, through, or a com-
bination thereof one or more activation buttons so that
movement of the one or more activation buttons is im-
peded, prevented, or both. For example, when the shuttle
is moved a portion of the shuttle may extend under one
or more of the one or more activation buttons so that a
user is unable to depress the button to provide power,
electricity, a therapy current, or a combination thereof.
The shuttle may include one or more positions. Prefera-
bly, the shuttle includes at least a first position and a
second position (i.e., a first electrical configuration and
a second electrical configuration). The shuttle in the first
position, the second position, or both may perform any
of the functions discussed herein for the shuttle. The shut-
tle may be moved by sliding on a track. The shuttle may
be a slider assembly that moves the blade electrode.
[0041] The slider assembly may function to move the
shuttle in one direction and the blade electrode in an op-
posing direction. The slider assembly may have a gear

ratio so that for every unit of measurement the slider as-
sembly is moved the blade electrode moves two units of
measurement. The slider assembly may include a rack
and pinion system that is connected to the shuttle. The
slider assembly may include one or more racks. The shut-
tle may be connected to one rack and there may be an
opposing rack that is offset. The slider assembly may
include one or more pinions and preferably two pinions
that extend between and into contact with one or more
racks. Preferably, one pinion contacts one rack and the
other pinion contacts the second rack and the pinions
are interconnected. The shuttle when moved in a first
direction may rotate the first pinion and the first pinion
may rotate the second pinion and the second pinion may
drive the second rack in an opposing direction as the first
rack and shuttle are moving. The pinions may have a
gear ratio. The gear ratio may be 1:1, 1 ;1.1 or more,
1:1.5 or more, 1:2 or more, or even 1:5 or more (i.e., on
pinion moves 5 revolutions for every 1 revolution of the
other pinion). The shuttle may not include a slider as-
sembly and may be directly driven.
[0042] The shuttle may be connected to one or more
other devices that may be retracted. For example, the
shuttle may be connected to the blade electrode and the
shuttle may be used to move the blade electrode into
and/or between a monopolar configuration and a bipolar
configuration. In another example, the shuttle may be
connected to the working arms so that when the shuttle
is moved the working arms are extended and/or retract-
ed. The shuttle may be integrally connected to the blade
electrode. The shuttle may include one or more electrical
connectors. The one or more electrical connectors may
function to pass power from a wire to an electrosurgical
component. For example, a wire may connect to an elec-
trical connector and the electrical connector may power
the blade electrode. The one or more electrical connec-
tors may move with the shuttle so that as the shuttle is
extended or retracted the electrosurgical device is elec-
trically reconfigured through the mechanical movement.
In another example, movement of the shuttle in the for-
ward position may electrically connect the ground pad to
a power source and retraction of the shuttle may electri-
cally disconnect the ground pad from the power source.
The shuttle may have 2, 3, or even 4 electrical connec-
tors. The shuttle may include an electrical connector for
the first working arm, the second working arm, the ground
pad, and the blade electrode. The shuttle may lock a
device in a position, immobilize one or more working
arms, or both. For example, the shuttle may lock the blade
electrode in a retract position when the electrosurgical
device is in a bipolar configuration. In another example,
the shuttle may lock the blade electrode in a forward po-
sition and immobilize both of the working arms when the
electrosurgical device is configured for monopolar use.
The shuttle may lock by a detent, a projection that locks
in a corresponding recess, a mechanical interlock, a fric-
tion fit, a mechanical lock, or a combination thereof. This
shuttle may be connected to one or both working arms
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of the electrosurgical device. The shuttle may be con-
nected to the housing and slide on a track so that when
the shuttle is extended towards a monopolar position all
or a portion of each working arm is contacted by the shut-
tle so that the arms are moved, immobilized, or both. The
shuttle may include a wedge, a ring, or both.
[0043] The wedge, the ring, or both may be a device
for moving one or both of the immobilizing arms, one or
both of the working arms, or a combination thereof so
that the working arms are immobilized in the monopolar
configuration. The wedge may be any device that assists
in immobilizing the working arms, moving the immobili-
zation arms, or both. The wedge may have any shape
so that the wedge when moved assists in moving one or
more immobilizing arms without having a step of sepa-
rating the immobilizing arms. The wedge may have a
tapered shape with a point on one end so that the wedge
fits between the two opposing immobilizing arms and as
the wedge is gradually progressed between the immobi-
lizing arms the wedge becomes wider moving the immo-
bilizing arms apart. The wedge may be generally trian-
gular in shape. The wedge may have a shape that is a
mirror image to the shape formed between the immobi-
lization arms so that when the tip of the wedge reaches
the pointed portion between the immobilization arms the
wedge is prevented from moving further forward. The
wedge may be located at any location on the electrosur-
gical device, the shuttle, or both so that when the wedge
is moved between the immobilization arms the wedge
immobilizes the working arms. The shuttle may be free
of a wedge and may include a ring.
[0044] The ring may be any device that assists in im-
mobilizing the working arms. The ring may extend around
all or a portion of the periphery, a perimeter, or both of
the electrosurgical device, the working arms, the immo-
bilization arms, or a combination thereof. The ring may
move along the outside of the electrosurgical device so
a portion of the electrosurgical device is located within
an inner portion of the ring. The ring may be a complete
circle, a partial circle, "U" shaped, fully surround a length
of the device, partially surround a length of the device,
or a combination thereof. The ring may be part of the
shuttle, may be the shuttle, may be discrete from the
shuttle, may assist in moving the blade electrode, may
cover one or more of the activation buttons, may extend
under the one or more activation buttons, may extend
through one or more activation buttons, deactivate all or
a portion of an activation circuit, may fully and/or partially
surround one or more of the immobilization arms, or a
combination thereof.
[0045] The activation circuit may be any part of the
electrical surgical system, handpiece, or both that may
be activated so that one or more therapy currents are
generated, applied, supplied, prevented from being sup-
plied, or a combination thereof. The activation circuit may
electrically connect two or more components, electrically
activate two or more components, provide a user inter-
face, or a combination thereof. The activation circuit may

have one or more switch states, two or more switch
states, or three or more switch states. Preferably, the
activation circuit has two switch states (e.g., on or off).
The activation circuit, the switches, or both may have a
neutral position where the activation switches are neither
on nor off. The first switch state may be off, not provide
a therapy signal, not provide a first therapy signal, not
provide a second therapy signal, not provide a third ther-
apy signal, or a combination thereof. The first switch state
may prevent a therapy signal to be produced, prevent a
therapy signal (e.g., a first therapy signal, a second ther-
apy signal, etc...) from exiting a handpiece, prevent com-
munication between the handpiece and the generator,
or a combination thereof. The second switch state may
be on, provide a therapy signal, provide a first therapy
signal, provide a second therapy signal, provide a third
therapy signal, or a combination thereof. The second
switch state may provide a therapy current between the
blade electrode, the first working arm, the second work-
ing arm, the ground pad, or a combination thereof; pro-
duce a therapy signal; allow a therapy signal to exit the
handpiece; allow communication between the handpiece
and a generator; or a combination thereof. For example,
when the ground pad is electrically disconnected and the
activation circuit is in the second switch state, a therapy
current may be conducted between the blade electrode
and the first working arm, the second working arm, or
both working arms. In another example, when the acti-
vation circuit is in the second sate and the blade electrode
is in the second position the blade electrode may be elec-
trically connected to a first power connector and a ground
pad may be electrically connected to a second power
connector. The activation circuit may include one or more
switches that each include the switch states discussed
herein. Preferably, the activation circuit includes one or
more activation buttons and/or is one or more activation
buttons that may be moved and/or activated into the one
or more switch states discussed herein.
[0046] The one or more buttons may function to control
one or more functions of the electrosurgical device. The
one or more buttons may control the bipolar power, the
monopolar power, a bipolar cut setting, bipolar coagula-
tion setting, a therapy current, rotation of the blade elec-
trode, rotation of the monpolar electrode, or a combina-
tion thereof. Preferably, a first button having a first color
and/or configuration may be for applying bipolar power
and a second button having a second color and/or con-
figuration may be for applying monopolar power. The one
or more buttons may be exposed and/or unlocked by the
shuttle as the shuttle moves, the blade electrode moves,
or both to and/or from a monopolar configuration to a
bipolar configuration or vice versa. For example, the mo-
nopolar activation button may only be exposed when the
shuttle, blade electrode, or both are in the monpolar con-
figuration. The monopolar activation button, the bipolar
activation button, or both may turn on power to the re-
spective electrode so that power is supplied to the area
of interest. The device may include only one activation
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button and may also include a selector.
[0047] The selector may function to select between
one or more modes and/or one or more functions. Pref-
erably, the selector allows a user to select between a
plurality of different modes and/or functions. The selector
may switch between one or more ports in the activation
circuit and the one or more ports may communicate to a
CPU the desired electrosurgical function to perform. The
selector may be automatically moved when the blade
electrode is extended and retracted. Preferably, the user
may set the selector to a desired mode and/or function.
The selector may power one or more functions and/or
modes simultaneously. The electrosurgical device may
include a button that locks the configuration of the blade
electrode, allows the blade electrode to rotate, or both.
[0048] The blade electrode may be any part of the elec-
trosurgical device that supplies power from one location
and the power extends to a distal location. The blade
electrode may be a combination of two or more devices
that when combined may form a blade electrode. The
blade electrode may be a discrete part that when elec-
trically powered provides power. The blade electrode
may be static, rotatable about its axis, longitudinally mov-
able about its axis, or a combination thereof. The blade
electrode may be blunt, have one or more sharpened
edges, have dull edges, or a combination thereof. The
blade electrode may rotate to any angle so that the blade
electrode may be used to cut, be ergonomically oriented
so that a user is not required to reposition their grip, used
for vertical cutting, used for side to side cutting, or a com-
bination thereof. The blade electrode may be rotated at
an angle of about 15 degrees or more, about 30 degrees
or more, about 45 degrees or more, about 60 degrees or
more, or even about 90 degrees or more. The blade elec-
trode may be rotated at an angle of about 275 degrees
or less, about 225 degrees or less, about 205 degrees
or less, or about 180 degrees or less. The blade electrode
may maintain a complete circuit during rotation so that
power may be applied through the blade electrode as the
blade electrode is rotated.
[0049] The blade electrode, the bipolar electrode, or
both may complete a circuit when in contact with tissue.
The bipolar electrode may have two opposing working
arms and the tissue may electrically connect the working
arms, form an electrical bridge between the two arms, or
both. The blade electrode may have a single blade elec-
trode (i.e., a monopolar working arm) and the tissue may
electrically connect the blade electrode with a return elec-
trode, act as an electrical bridge between the blade elec-
trode and the return electrode, act as an electrical bridge
between the blade electrode and one or both of the bi-
polar electrodes, or a combination thereof. The blade
electrode when extended may activate a circuit, a switch,
or both.
[0050] The circuit may have a switch that switches be-
tween the monopolar configuration, the bipolar configu-
ration, or both. The switch may activate one or more of
the bipolar electrodes and deactivate the ground pad

(i.e., return pad) or vice versa; activate one or more bi-
polar electrodes and deactivate the blade electrode or
vice versa; deactivate one bipolar electrode and leave
the bipolar electrode open (i.e., not powered); deactivate
the blade electrode and leave the blade electrode open;
deactivate both bipolar electrodes and activate the blade
electrode and the return electrode or vice versa, deacti-
vate the ground pad; all of the bipolar electrodes, and
the blade electrodes; or a combination thereof. The blade
electrode, one or more of the bipolar electrodes, or a
combination thereof may be connected to an alternating
current power source, a direct current power source, or
both. Preferably, the blade electrodes, the bipolar elec-
trodes, or both are connected to an alternating current
power source. The blade electrode may be free of a po-
sition between the bipolar electrodes when the electro-
surgical device is in the bipolar configuration. The blade
electrode may be positioned between the bipolar elec-
trodes, extended beyond the bipolar electrodes, be static
and the working arms retracted so that the blade elec-
trode is extended beyond the working arms, or a combi-
nation thereof when in the monopolar configuration. The
bipolar electrodes when in a monopolar configuration
may act to electrically insulate the blade electrode from
the surrounding regions, the handpiece, or both.
[0051] The handpiece may be any part of the device
that the user grips, that houses one or more of the control
buttons, one or more switches, one or more electrical
connectors, one or more diodes, one or more capacitors,
or a combination thereof. The handpiece may house all
or a portion of the control circuitry, a central processing
unit, or both. The handpiece may electrically connect the
electrosurgical device, the electrical system, or both to
the generator. The handpiece may both physically con-
nect the functional elements of the electrosurgical device
and electrically connect the elements of the electrosur-
gical device. The handpiece may be a body portion of
the electrosurgical device, a portion between the two or
more working arms, a connector between the two or more
working arms, that houses all or a portion of the circuitry,
that includes an activation circuit, that includes one or
more control buttons, or a combination thereof. Prefera-
bly, the handpiece is the portion that a surgeon grips and
presses one or more buttons to apply power to a desired
location. More preferably, the handpiece is a central por-
tion that includes both buttons and one or more electrical
connectors for supplying power to the electrosurgical de-
vice, the working arms, the blade electrode, or a combi-
nation thereof. The handpiece may include one or more
movable members, one or more handpiece components,
or both.
[0052] The one or more movable members may be any
part of the handpiece that may be moved between two
or more positions. The one or more movable members
may be moved between a first position and a second
position. The one or more movable members may be
moved between a monopolar configuration and bipolar
configuration. The one or more movable members may
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be any part of the electrosurgical device and/or electro-
surgical system that may be electrically reconfigured,
mechanically reconfigured, or both. The one or more
movable members may be a monopolar electrode, a first
working arm, a second working arm, a ground pad, or a
combination thereof. The one or more movable members
may be electrically connected to a first power connector,
a second power connector, or both. The moveable mem-
ber may be moved between one or more of the positions
discussed herein for the monopolar electrode, the bipolar
electrode, or both and the activation circuit between one
or more switch states as discussed herein so that the
moveable member is electrically configured, mechani-
cally configured, or both in the same configuration as
those respective components. The one or more movable
members may be a handpiece component.
[0053] The one or more handpiece components may
be any device that is directly electrically connected, phys-
ically connected, carried on, or a combination thereof to
the handpiece. The one or more handpiece components
may be any component that may mechanically reconfig-
ure the handpiece, be mechanically reconfigured by the
handpiece, moved along the handpiece, apply a therapy
current from the handpiece, or a combination thereof.
The one or more handpiece components may be electri-
cally connected to the handpiece so that power, signals,
therapy currents, or a combination thereof flow directly
to and or from the handpiece from the handpiece com-
ponent without travelling through an intervening device.
The handpiece component may be located separate from
the handpiece but electrically connected. The one or
more handpiece components and handpiece may be
electrically reconfigurable so that the handpiece and the
handpiece component are electrically connected in some
configurations and electrically disconnected in some
configurations. The one or more handpiece components
may be a blade electrode, the first working arm, the sec-
ond working arm, the ground pad, the shuttle, a monop-
olar electrode, one or more bipolar electrodes, or a com-
bination thereof. Preferably, in one configuration the
ground pad is placed discretely from the handpiece but
the ground pad is directly electrically connected to the
handpiece such that when the handpiece is in a monop-
olar configuration the ground pad is electrically activated.
The handpiece may provide power to the one or more
handpiece components so that the handpiece compo-
nents are not electrically connected directly to a power
supply, a therapy current, a generator, or a combination
thereof.
[0054] The power connectors may be any device that
supplies power, a therapy current, or both from a power
source to the electrosurgical system, the electrosurgical
device, or both so that the electrosurgical system, elec-
trosurgical device, or both may be used for electrosur-
gery. The electrosurgical system, electrosurgical device,
the handpiece, or a combination thereof may include one
or more, preferably two or more, or most preferably two
power connectors supplying power to the electrosurgical

system, electrosurgical device, the handpiece, or a com-
bination thereof. The therapy current may be any current
that is applied by the electrosurgical device and performs
a predetermined function. The therapy current may be
monopolar power, bipolar power, coagulation, cutting,
hemostasis, or a combination thereof. The therapy cur-
rent may be any application of power that is produced by
the electrosurgical device. The therapy current may be
any application of power that extends into and through
the electrosurgical device from one or more power con-
nectors. The therapy current may be supplied form a volt-
age source. The voltage source may be any supply of
energy that performs one or more of the function dis-
cussed herein. The voltage source may be a direct cur-
rent voltage source and preferably the voltage source is
an alternating current voltage source. The power con-
nectors may be wires, pieces of a conductor, or both.
The electrosurgical device may include one or more pow-
er connectors, preferably two or more power connectors,
more preferably three power connectors, or even four or
more power connectors. For example, in a three power
connector system the power connectors may be and/or
connected to a positive pin, a negative pin, a return pin,
or a combination thereof. In another example, in a four
power connector system the power connectors may be
and/or connected to a bipolar positive pin, a bipolar neg-
ative pin, a monopolar active pin, a monopolar return pin,
or a combination thereof. Each of the power connectors
may be directly connected to a power source, a genera-
tor, or both. For example, if the electrosurgical device
has three power connectors and the generator has three
power connections (e.g., a power port) each power con-
nector may be plugged separately into its own power
connection. Each power connector may be electrically
connected to a single component of the electrosurgical
device. Preferably, there are two power connectors sup-
plying power to the electrosurgical device and the elec-
trosurgical device is electrically reconfigured between a
first position and a second position, a first switch state
and a second switch state, or a combination of both so
that a therapy current and/or power from one of the power
connectors may be supplied to two or more components
of the electrosurgical device. For example, when the
handpiece is in the first position, power from the first pow-
er connector may be supplied to the first working arm
and power from the second power connector may be
supplied to the second working arm, and when the hand-
piece is moved into the second position, the first power
connector may be electrically connected to the blade
electrode and the second power connector may be elec-
trically connected to the ground pad. One or more of the
power connectors may be indirectly connected to the
power source. For example, if the generator includes two
power connections and the electrosurgical device in-
cludes three power connectors, two of the power con-
nectors may be electrically connected together and
plugged into a power connector. Two or more power con-
nectors may be electrically connected by a jumper.
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[0055] The jumper may function to electrically connect
two or more power connectors so that the power connec-
tors can be electrically connected, signally connected, or
both to the generator. The jumper may be any device
that connects two electrical connectors outside of the
generator so that the two or more electrical connectors
may be connected to the generator. The jumper may be
any device that assists in connecting two or more elec-
trical connectors to a power source a generator or both.
The jumper may electrically connect to components,
wires, connectors, or a combination thereof so that a sin-
gle port may be used to power the components, wires,
connectors, or a combination thereof. Two or more of the
power connectors may be electrically connected inside
of the handpiece, the generator, or both by one or more
connectors.
[0056] The one or more connectors may be any device
that internally connects two power connectors together.
The one or more connectors may electrically connect the
two or more working arms during use so that power may
be applied through both working arms, so that a complete
circuit is formed, or both. The one or more connectors
may electrically connect both of the working arms togeth-
er so that one electrical connector may be used to elec-
trically connect both working arms and one electrical con-
nector may extend to another component such as the
ground pad, the blade electrode, or both.
[0057] The electrosurgical device, the activation but-
tons, the handpiece, activation circuit, or a combination
thereof may include one or more diodes. The diodes may
be in any configuration so that upon pressing of an acti-
vation button, movement of a switch, or both the gener-
ator, the electrosurgical device, or both measures a fre-
quency, a change in frequency, or both so that the gen-
erator may determine the activation mode that is being
powered. Preferably, the one or more diodes may be
different so that the two or more different frequencies,
shifts in frequency, or both are created so that a generator
may determine which switches in the handpiece, the
electrosurgical device, the activation buttons, or a com-
bination thereof are open, closed, or both.
[0058] The electrosurgical device, generator, hand-
piece, or a combination thereof may include one or more
transformers. The one or more transformers may be of
any size and shape so that depending on the current path
through the one or more transformers, around the one
or more transformers, or both the voltage supplied
through to the handpiece, the electrodes, the working
arms, or a combination thereof may be varied. For ex-
ample, when in a monopolar configuration the voltage
may be directly delivered to the electrode and when in a
bipolar configuration the transformer may step down the
voltage delivered to the working arms. Conversely, the
transformer may be used to increase voltage delivered
to one or more electrodes.
[0059] As discussed herein various circuits may be cre-
ated by electrically reconfiguring one or more compo-
nents of the electrosurgical device, physically configuring

one or more components of the electrosurgical device,
or both. During use one or more switches may be opened
and/or closed so that one or more open circuits, one or
more closed circuits, or both may be formed. For exam-
ple, a shuttle and blade electrode may be extended for-
ward so that a connection is formed between the blade
electrode and a power source and the ground pad and
a power source so that a circuit is completed and an open
circuit may be created between the power source and
the working arms so that the working arms are not pow-
ered. The circuits may be configured so that a circuit is
created between two or more components and the elec-
trosurgical device may be used for a desired type of elec-
trosurgery. The electrosurgical instrument may be con-
figured so that power flows from the blade electrode to
one or more working arms, both working arms, to the
ground pad, or a combination thereof. The electrosurgical
device may be configured so that power flows from one
working arm to another working arm, from one or more
working arms to the blade electrode, from one or more
working arms to the ground pad, or a combination thereof.
The electrosurgical device may be configured with one
or more power connectors, preferably two or more power
connectors, and more preferably three or more power
connectors. Each of the power connectors may be con-
nected to one or more components, two or more compo-
nents, or even thee or more components. Each power
connector may be switched between one or more com-
ponents, two or more components, or even three or more
components.
[0060] Figure 1 illustrates an electrosurgical device 2.
The electrosurgical device 2 includes a bipolar configu-
ration 100 where the electrosurgical device is forceps 4.
The forceps 4 include a housing 80 with a pair of working
arms 6 that remain as forceps 4 in the bipolar configura-
tion 100 when the shuttle 20 is in the bipolar position 24.
The housing covers the active portions of the working
arms 6 along at least a portion of their length so that
power is not transferred through incidental contact. While
the shuttle 20 remains in the bipolar position 24 (e.g.,
first position) the bipolar activation button 40 is exposed
so that upon pressing the bipolar activation button 40
power travels into the forceps 4 via the power connectors
52 and the power extends between the pair of working
arms 6. The housing 80 includes a hinge 220 that allows
the working arms 6 to move relative to each other while
the housing covers the electrodes of the working arms.
The housing 80 is divided by the hinge 220 which has a
rigid stationary section 222 on the proximal end of the
electrosurgical device 2 and a movable section 224 on
the distal end of the electrosurgical device 2 so that the
working arms 6 are movable relative to each other. The
hinge 220, as illustrated, is generally "T" shaped and has
a rigid connection 226 on the proximal end of the elec-
trosurgical device 2 and a movable connection 228 on
the distal end of the electrosurgical device 2. The hinge
220 allows the arms to move relative to each other while
maintaining the protection of the housing 80 over both
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working arms and a central portion of the electrosurgical
device 2. As illustrated the movable section 224 of the
housing 80 includes a gripping portion 88 so that a user,
upon applying pressure to the gripping portion closes the
working arms.
[0061] Figure 2A illustrates the electrosurgical device
2 of Figure 1 transformed into a monopolar configuration
102. The electrosurgical device 2 is changed into a mo-
nopolar configuration 102 when the blade electrode 26
is moved forward by the shuttle 20 sliding along the hous-
ing 80 and the blade electrode 26 is immobilized between
the working arms 6. The shuttle 20 is slid forward into a
monopolar position 22 (e.g., second position) so that one
or more monopolar activation buttons 42 are exposed
and the bipolar activation button is covered. When the
monopolar activation button 42 is pressed power travels
from the blade electrode 26 to a return electrode (not
shown).
[0062] Figure 2B illustrates a close-up view of the blade
electrode 26 and working arms 6 immobilized in a mo-
nopolar position 22.
[0063] Figure 2C illustrates a cross-sectional view of
the electrosurgical device 2 of Figure 2A with the blade
electrode 26 in the extended position. The blade elec-
trode 26 includes an insulator sleeve 54 that is extended
forward with the blade electrode so that a contact portion
56 is aligned with the spring pin 250. The spring pin 250
is connected to a printed circuit board 260, which is in
communication with the bipolar activation button 40 and
the monopolar activation button 42. The spring pin 250
includes a springing portion 252 that maintains contact
with the blade electrode 26 so that when the spring pin
250 contacts the contact portion 56 power is supplied
through the blade electrode 26.
[0064] Figure 2D1 illustrates a close-up view of a
spring pin 250 in contact with a contact portion 56 of the
blade electrode 26 when the blade electrode 26 is fully
extended. The spring pin 250 transfers power from the
printed circuit board 260 into the blade electrode 26 so
that the blade electrode 26 is energized when the bipolar
activation button 40, the monopolar activation button 42,
or both are activated by a user.
[0065] Figure 2D2 illustrates a close-up view of a
spring pin 250 in contact with the insulator sleeve 54 of
the blade electrode 26 when the blade electrode 26 is
fully retracted (as is shown in Figure 1). The spring pin
250 is prevented from transferring power from the printed
circuit board 260 by the insulator sleeve 54 so that stray
currents are not produced by the blade electrode 26 in
the event that the bipolar activation button 40, the mo-
nopolar activation button 42, or both remain active and/or
are activated by a user.
[0066] Figure 3A illustrates an exploded view of the
electrosurgical device 2 of Figures 2 and 3. The electro-
surgical device 2 includes a housing 80 that when con-
nected together retains all of the components so that the
components are movable and function to produce ther-
apy currents. The housing 80 substantially surrounds the

working arms 6 so that only a portion is exposed for cre-
ating a therapy current. An internal housing 86 houses
the power connectors 52 that supply power to the working
arms 6 and the blade electrode 26. The internal housing
86, when assembled, extends through a through hole 32
in the shuttle 20 which is connected to the blade electrode
26. The internal housing 86 also contains a printed circuit
board 260 with a plurality of sensors 44 that is electrically
connected to the bipolar activation button 40 and the mo-
nopolar activation button 42 so that when the buttons are
pressed power is supplied to a desired location via the
spring pin 250 when the electrosurgical device 2 is in the
monopolar configuration. The power connects 52 termi-
nate at a pair of power connectors 10 that plug into a wall
and/or generator (not shown).
[0067] Figure 3B illustrates a close-up view of the
spring pin 250. The spring pin 250 includes a springing
portion 252 that connects a body portion 256 to a contact
arm 258. The contact arm 258 is moved into contact with
and supplies power to a blade electrode (not shown)
when the blade electrode is fully extended. The body
portion 256 includes a pair of connection arm 254 that
connect the spring pin 250 to a printed circuit board (not
shown).
[0068] Figure 4 illustrates another electrosurgical de-
vice 2. The electrosurgical device 2 is in the bipolar con-
figuration 100. The electrosurgical device 2 as illustrated
is configured as forceps 4 having a pair of working arms
6. A shuttle 20 as shown is forward in a bipolar position
24 and connected to one working arm 6 so that both of
the working arms 6 are free and the working arms 6 may
be biased and used in the bipolar configuration 100.
When the shuttle is moved to a rearward position the
working arms 6 are forced together and immobilized
forming a monopolar electrode and/or blade electrode.
[0069] Figure 5 is a bottom view of the electrosurgical
device 2 as shown in Figure 4. As illustrated, the elec-
trosurgical device 2 is in the bipolar configuration 100
with the pair of working arms 6 spread apart forming for-
ceps 4. The working arms 6 each include an immobiliza-
tion arm 82 extending from the housing 80 and a wedge
84 that separates the immobilization arms 82 so that the
working arms 6 are moved into contact and immobilized
when transformed from the bipolar configuration 100 to
the monopolar configuration 102 (not shown).
[0070] Figure 6 illustrates another example of an elec-
trosurgical device 2 of the teachings herein. The electro-
surgical device 2 includes a bipolar configuration 100
where the electrosurgical device is forceps 4. The forceps
4 include a housing 80 with a pair of working arms 6 that
remain as forceps 4 in the bipolar configuration 100 when
the shuttle 20 is in the bipolar position 24. The housing
covers the active portions of the working arms 6 along
at least a portion of their length so that power is not trans-
ferred through incidental contact. While the shuttle 20
remains in the bipolar position 24 (e.g., first position) the
bipolar activation button 40 is exposed so that upon
pressing the bipolar activation button 40 power extends
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between the pair of working arms 6.
[0071] Figure 7 illustrates a bottom view of the electro-
surgical device 2 of Figure 6 configured as forceps 4.
The electrosurgical device 2 includes a housing 80 that
covers a majority of the working arms 6. The housing 80
includes a pair of immobilization arms 82 that extend from
the housing 80 so that when the wedge 84 advances
forward the blade electrode 26 is advanced and the work-
ing arms 6 are immobilized. Proximate to the immobili-
zation arms 82 is a hinge 220 in the housing 80. The
hinge 220 includes a rigid connection 226 on a proximal
side of the hinge 220 and a movable connection 228 on
the distal side of the hinge 220.
[0072] Figure 8 illustrates a bottom perspective view
of a shuttle 20 including a wedge 84. The shuttle 20 is
connected to a blade electrode 26.
[0073] Figure 9 illustrates an example of an electrosur-
gical device 2 with a slider assembly 130. As illustrated,
the electrosurgical device 2 has a housing 80 connected
to a working arm 6. The working arm 6 is connected to
a slider 30 that includes a shuttle 20. The shuttle 20 is
connected to a working arm 6 and two pinions 134 that
are interfitted between a pair of racks 132. Each pinion
134 contacts a rack 132 and movement of the shuttle 20
in the direction 136 moves the working arm 6 along its
axis in direction 138, which is in an opposing direction
as the shuttle 20. The pinions 134 have different sizes
so that there is a gear reduction and the distance the
working arms 6 travel is greater than the distance the
shuttle 20 travels during movement. The electrosurgical
device 2 includes a bipolar activation button 40 and a
monopolar activation button 42.
[0074] Figure 10 illustrates the electrosurgical deice 2
in the monopolar configuration 102. As illustrated, a blade
electrode 26 is moved forward to a monopolar position
22 and the working arms 6 are in contact with a monopolar
insulator 30 on the blade electrode 26 so that the mo-
nopolar insulator 30 immobilizes the working arms 6. As
illustrated, the working arms 6 extend into a portion of
the monopolar insulator 30 and are immobilized by the
monopolar insulator 30, which also substantially pre-
vents current from straying from the working arms 6 when
the tips of the working arms 6 are covered by the mo-
nopolar insulator 30. The working arms 6 are also cov-
ered by an insulator 90 that insulates a length of the work-
ing arm 6 and the tips of the working arms 6 are covered
by the monopolar insulator 30 so that substantially all of
the stray current is insulated and prevented. A bias device
50 is compressed when the blade electrode is moved
into the monopolar position 22 so that upon release the
bias device 50 assists in retracting the blade electrode 26.
[0075] Figure 11 illustrates the electrosurgical device
2 of Figure 10 in the bipolar configuration 100. As illus-
trated, the blade electrode 26 is retracted rearward into
the bipolar position 24 so that the monopolar insulator
30 is located between the two working arms 6. When the
blade electrode 26 is fully retracted the bias device 50 is
fully extended. The working arms 6 are separate and can

be used as forceps 4 and with bipolar power. The working
arms 6 further include an insulator 90 that extends the
length of the working arms 6 and a tip of each working
arm 6 is exposed.
[0076] Figure 12 illustrates another possible configu-
ration of the electrosurgical device 2 in the monopolar
configuration 102. As illustrated, the shuttle 20 is moved
forward into the monopolar position 22 so that the blade
electrode 26 is moved forward through a blade electrode
channel 46 in a working arm 6. The electrosurgical device
2 includes a power connectors 52 at an end so that the
electrosurgical device 2 is powered during use.
[0077] Figure 13 illustrates the electrosurgical device
2 of Figure 12 in a bipolar configuration 100. The elec-
trosurgical device 2 has the shuttle 20 moved rearward
into a bipolar position 24 so that the working arms 6 are
separate and can be used as forceps 4. The blade elec-
trode 26 is retracted by the shuttle 20 into the blade elec-
trode channel 46 so that the blade electrode 26 is not
exposed. A power connector 52 is at the end of the elec-
trosurgical device 2 for powering the device.
[0078] Figure 14 illustrates an end view of the working
arms 6 of Figures 12 and 13. As illustrated one of the
working arms 6 includes a monpolar electrode channel
46 that extends through the working arm 6.
[0079] Figure 15 illustrates an end view of the working
arms of Figures 1-7 and 10-11 where the working arms
are solid and are free of a channel.
[0080] Figures 16 and 17 illustrate an end view of one
possible monopolar configuration 102 where the orien-
tation of the blade electrode 26 is variable between a
horizontal monopolar cutting configuration 104 (Figure
16) and a vertical monopolar cutting configuration 106
(Figure 17). As illustrated, the working arms 6 are made
of two materials. The outer portion of the working arms
6 is made of a material with insulating thermal conduc-
tivity 90 and the inner portion is made of a material with
high thermal conductivity 92. The outer portion of the
blade electrode 26 has insulating conductivity 90 and the
center has poor thermal conductivity 94.
[0081] Figures 18A and 18B illustrate the electrosur-
gical device 2 during use in the bipolar configuration 100.
Figure 18A illustrates the pair of working arms 6 having
a material portion having insulating thermal conductivity
90 and a material having high thermal conductivity 92.
The working arms 6 are in contact with tissue 200 so that
power flows through the tissue 200 from one working arm
6 to the other working arm 6.
[0082] Figure 18B is a circuit diagram illustrating one
possible bipolar circuit configuration 100 of the electro-
surgical device 2. The electrosurgical device 2 is con-
nected to a voltage source 64, and power flows through
a switch 60A from the voltage source 64 to one working
arm 6 and from the voltage source 64 through a switch
60B to the other working arm 6. When the switches 60A
and 60B are moved into the bipolar configuration 100 an
open circuit 62A and 62B are formed so that the monop-
olar portion of the circuit including the ground pad 66 is
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free of power. As illustrated the blade electrode 26 is
retracted from between the working arms 6 so that power
68 flows between the working arms 6 and any tissue 200
(not shown) located therebetween.
[0083] Figures 19A and 19B illustrate the electrosur-
gical device 2 in a monopolar configuration 102. Figure
19A illustrates the blade electrode 26 having power flow
68 to a ground pad 66. The power 68 flows through tissue
200 (not shown) from the blade electrode 26 to the ground
pad 66.
[0084] Figure 19B illustrates a circuit diagram showing
one possible monopolar circuit configuration 102 of the
electrosurgical device 2. The electrosurgical device 2 is
connected to a voltage source 64, and power flows
through a switch 60A from the voltage source 64 to the
ground pad 66 and from the voltage source 64 through
a switch 60B to the blade electrode 26. When the switch-
es 60A and 60B are moved into the monopolar configu-
ration 102 open circuits 62A and 62B are formed so that
the bipolar portion of the circuit and working arms 6 are
free of power. When power is applied to the blade elec-
trode 26 power 68 flows from the blade electrode 26 to
the ground pad 66.
[0085] Figures 20A1 through 20A3 illustrate a circuit
diagram of the electrosurgical device 2 as tweezers 5 in
a bipolar configuration 100. The electrosurgical device 2
is connected to a voltage source 64. Figure 20A1 includes
a switch 60 that moves between a working arm 6 and a
blade electrode 26 and a switch 60 that moves between
a working arm 6 and a ground pad 66. As illustrated, the
switch 60 is supplying power to both of the working arms
6 so that power flows 68 between the two working arms
6 and so that the blade electrode 26 and ground pad 66
are open. The two working arms 6 are electrically con-
nected via a connector 70 having a switch 60 therebe-
tween.
[0086] Figure 20A2 includes a central processing unit
74 that replaces the switching between the voltage
source and the blade electrode 26 and the working arms
6. The central processing unit 74 controls the power sup-
plied to the blade electrode 26 and/or the working arms
6 of the tweezers 5 so that as illustrated power 68 flows
between the working arms. The central processing unit
74 turned off the ground pad 66 and the blade electrode
26 and turned on the working arms 6. A ground pad 66
extends from the central processing unit 74.
[0087] Figure 20A3 illustrates an electrosurgical de-
vice 2 in a hybrid bipolar configuration 100 being config-
ured as tweezers 5 that are gripping tissue 200. The tis-
sue 200 electrically connects the two adjacent working
arms 6 so that power flows from the blade electrode 26
through the tissue 200 to the working arms 6. The switch
60 of the connector 70 is closed so that both working
arms 6 are powered and electrically connected together
and the blade electrode 62 is electrically connected.
There is an open 62 between one of the working arms 6
and the power source 64 so that power does not flow
directly toone working arm 6 and so that the switch 60

provides power to the blade electrode 26. The switch 60
between the blade electrode 26 and the power source
64 is closed so that power flows between the working
arms 6 and the blade electrode 26 through tissue 200.
[0088] Figures 20B through 20D illustrate the electro-
surgical device 2 in various monopolar configurations
102. As illustrated, the blade electrode 26 being immo-
bilized between the working arms 6. Figure 20B is a hy-
brid monopolar configuration 102 for cutting. A switch 60
is closed between the power source 64 and the blade
electrode 26 so that power flows 68 from the blade elec-
trode to the two working arms 6. One working arm 6 is
connected directly to the power source 64 and the switch
60 proximate to the other working arm is open 62 due to
the switch 60 being moved to power the blade electrode
26. The two working arms 6 are electrically connected
via a connector 70 that includes a switch 60 so that an
electrical connection between the two working arms 6
can be open and closed as the device is switched be-
tween a monopolar configuration and a bipolar configu-
ration. The ground pad 66 is open 62 so that power does
not flow through the ground pad 66.
[0089] Figure 20C illustrates the electrosurgical device
2 in a hybrid monopolar configuration 102/bipolar config-
uration 100. As illustrated, both switches 60 are closed
so that power is supplied from the power source 64 to
both working arms 6 and an open 62 is present between
both the blade electrode 26 and the ground pad 66 so
that power does not flow to the blade electrode 26 or the
ground pad 66. The flow of power 68 is from one working
arm 6 to the other working arm 6 around the blade elec-
trode 26. A connector 70 including a switch 60 extends
between the working arms 6.
[0090] Figure 20D illustrates the electrosurgical device
2 in a monopolar configuration 102. As illustrated, a
switch 60 is located between the power source 64 and
the blade electrode 26 so that power flows through the
blade electrode 26 and the flow of power 68 flows to the
ground pad 66 through another switch 60 so that a com-
plete circuit is formed. When the switch 6powers the
ground pad 66 and the blade electrode 26, the working
arms 6 are open 62 so that no power flows through the
working arms 6, but the working arms mechanically im-
mobilize the blade electrode 26. The two working arms
6 are electrically connected by a connector 70 that in-
cludes a switch 60.
[0091] Figure 21 illustrates the electrosurgical device
2 connected to a generator 8. The generator 8 as illus-
trated only includes two power connectors 10. The elec-
trosurgical device 2 is connected to the generator 8 via
one power connector 10 and the ground pad 66 is con-
nected to the generator 8 via a different power connector
10 and the two power connectors 10 are electrically con-
nected by a jumper 12.
[0092] Figures 22A-22C illustrate various circuit con-
figurations between the generator 8 and the electrosur-
gical device 2. The generator 8 including central process-
ing unit that is connected to a handpiece 120. A user can
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change the electrosurgical device 2 between a bipolar
configuration 100 (Figure 22A) and a monopolar config-
uration 102 (Figures 22B and 22C) and a change in con-
figuration to the bipolar configuration 100 will change the
switches 60 so that one switch is open 62 and one switch
60 is closed. Each branch of the circuit includes a diode
122 so that when a switch 60 is closed power and/or a
control signal pass through the diode 122 to control the
electrosurgical device 2. The generator 8 further includes
a transformer 124 electrically connected to the ground
pad 66, the working arms 6, and the blade electrode 26.
A jumper 12 electrically connects the ground pad 66 to
one of the working arms 6. The generator 8 includes pow-
er connections 10 that extend from the electrical surgical
device 2 and are plugged into the generator 8. The gen-
erator 8 includes a switch 60 that closes to electrically
connect the ground pad 66 and opens 62 to disconnect
the ground pad. Figure 22A illustrates the electrosurgical
device 2 in bipolar configuration 100 so that power flows
between the transformer 124 and each of the working
arms 6 in the direction 140 and the flow of power 68 is
between to working arms 6. Figure 22B illustrates elec-
trosurgical device in the monopolar coagulation config-
uration. As illustrated, power flows from the blade elec-
trode 26 to the ground pad 66 and power flows in the
direction 140 between the transformer 124 and the blade
electrode 26 and the ground pad 66. Figure 22C illus-
trates the electrosurgical device 2 in monopolar cut con-
figuration so that power flows 68 from the mono polar
electrode 26 to the ground pad 66. The power then flows
in the direction 140 through the closed switch 60 between
the transformer 124 and the blade electrode 26 and
ground pad 66.
[0093] Figures 23A and 23B illustrate the electrosur-
gical device 2 having three power connectors 52 extend-
ing therefrom for connecting to a generator 8 (not shown).
Figure 23A illustrates the blade electrode 26 and shuttle
20 in the retracted position so that the electrosurgical
device 2 is in the bipolar configuration 100. The hand-
piece 120 includes a pair of working arms 6 with a blade
electrode 26 therebetween. The handpiece 26 also in-
cludes a shuttle 20 with electrical connectors 72 that con-
nect the working arms 6 to the power connectors 52. As
illustrated, the positive pin 52A connects to a first end of
an electrical connector 72 and the second end connects
to a first working arm, and a negative pin 52B connects
to a first end of a second electrical connector 72 and the
second end connects to a second working arm 6 so that
the working arms are powered and power 68 extends
between the working arms 6. The negative pin 52B in-
cludes two wires extending therefrom so that the negative
pin 52B is not electrically isolated. One wire from the
negative pin 52B is connected to a working arm 6 through
the electrical connector 72 in the bipolar configuration as
shown, and the other wire from the negative pin 52B con-
nects to the ground pad 66 when in the monopolar con-
figuration as is shown in Figure 23B. The ground pad 66
is connected to a return pin 52R and the return pin 52R

is disconnected so that power does not flow through the
ground pad 66.
[0094] Figure 23B illustrates the shuttle 20 of the hand-
piece 120 moved forward so that the blade electrode 26
is in the monopolar configuration 102. The handpiece
120 includes working arms 6 and a blade electrode 26
in a monopolar configuration 102. The working arms 6
are disconnected so that the working arms 6 are not pow-
ered. Power 68 extends from the blade electrode 26 to
ground pad 66. The ground pad 66 is electrically con-
nected to a return pin 52R and a negative pin 52B. A wire
extends from the return pin 52R through an electrical
connector 72 in the shuttle 20 of the handpiece 120 and
connects to a negative pin 52B. The positive pin 52A is
connected to a second electrical connector 72 in the
handpiece 120, but the second electrical connector 72
is free of a connection on a second side.
[0095] Figure 23C illustrates an electrosurgical device
2 in a monopolar configuration 102. The electrosurgical
device 2 includes a handpiece 120 with a pair of working
arms 6 and a blade electrode 26 extending therebe-
tween. Power 68 extends from the blade electrode 26 to
a ground pad 66. The ground pad 66 is electrically con-
nected to a return pin 52R through a shuttle 20. The shut-
tle 20 includes electrical connectors 72 that extend
through the shuttle 20 and electrically connect the ground
pad 66 to a return pin 52R. A positive pin 52A connects
to a blade electrode 26 through a second electrical con-
nector 72 that extends through the shuttle 20 in the hand-
piece 120. The negative pin 52B and the return pin 52R
are electrically isolated when compared to Figures 23A
and 23B.
[0096] Figures 24A-24C illustrate the electrosurgical
device 2 having two power connectors 52 extending from
the handpiece 120 for connecting the electrosurgical de-
vice to a generator 8. The electrosurgical device 2 also
includes an activation circuit 300 for powering the hand-
piece 120. The electrosurgical device 2 as illustrated is
free of a ground pad. Figure 24A illustrates the electro-
surgical device 2 in the bipolar configuration 100 where
both power connectors 52 are connected to the hand-
piece 120. The activation circuit 300 includes an activa-
tion button 302 in a first switch state 310 so that the switch
is open 62 and a signal does not flow from the activation
circuit 300 through the ports 160 and to the generator 8
so that the voltage source 64 does not send power to the
electrosurgical device through the power connectors 52.
The blade electrode 26 includes a switch 60 that is open
so that the blade electrode 26 is electrically disconnect-
ed. The switch 60 connected to the working arm 6 is
closed so that the working arm is electrically connected.
[0097] Figure 24B illustrates the electrosurgical device
2 in the bipolar configuration 100and power 68 extend
between the working arms 6. The activation button 302
on the activation circuit 300 is in the second switch state
312 so that a signal is sent to the internal switch and/or
central processing unit (CPU) 74 in the generator 8,
through the ports 160. The internal switch and/or CPU
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74 triggers the voltage source 64 to power the handpiece
120. Power flows through the power connectors 52 in the
direction 320 through the switch 60 and powers the work-
ing arms 6 so that power 68 flows therebetween. The
switch 60 of the blade electrode 26 is disconnected so
that the blade electrode 26 is not powered.
[0098] Figure 24C illustrates the electrosurgical device
2 in the bipolar configuration 102 where both power con-
nectors 52 connect to the handpiece 120 to the generator
8 and the activation circuit 300 is connected to the gen-
erator 8 by the ports 160. The activation button 302 is in
the second switch state 312 so that a signal is sent to
the internal switch and/or CPU 74, which triggers power
to extend in the directions 320 from the voltage source
64. The blade electrode 26 is in the extended position
and the switch 60 of the blade electrode 26 is connected
to a working arm so that the blade electrode 26 is pow-
ered. The other switch 60 extends from one working arm
to the other working arm so that both working arms are
electrically connected and power can travel between the
blade electrode 26 and the working arms 6. The direction
arrows show the movement of the switches 60 between
the bipolar configuration of Figure 24B to the monopolar
configuration of Figure 24C
[0099] Figures 25A-25C illustrate various electrical
configurations within the handpiece 120 of the electro-
surgical device 2. The handpiece 120 includes a pair of
working arms 6 and a blade electrode 26 that extends
between the working arms 6, and the handpiece 120 is
connected to a generator 8. The handpiece 120 is con-
trolled by an activation circuit 300 that is connected to
the generator 8. The electrosurgical device 2 as illustrat-
ed is free of a ground pad and a switch connected to the
blade electrode. Figure 25A illustrates the electrosurgical
device 2 off. The activation button 302 of the activation
circuit 300 is in a first switch state 310 and is open 62 so
that a signal does not flow to the generator 8 through the
ports and into communication with the internal switch
and/or CPU 74. The internal switch and/or CPU 74 con-
trols the flower of power from the voltage source 64
through the power connectors 52 and into the working
arms 6 and/or blade electrode 26. As illustrated, the
switch 60 is closed so that when power is applied both
working arms 6 will be powered.
[0100] Figure 25B illustrates the electrosurgical device
2 of Figure 25A powered when the activation button 302
is moved into the second switch state 312. When the
activation button 302 is closed a signal is sent from the
activation circuit 300 to the internal switching and/or CPU
74 which triggers power to be sent from the voltage
source 64 through the power connectors 52 and to the
working arms 6 in the direction 320. The power flows in
the direction 68 between the pair of working arms 6.
[0101] Figure 25C illustrates switch 60 being moved
from the second working arm 6 to the blade electrode 26
as is indicated by the arrow so that the second working
arm 6 is turned off and remains open 62 and the blade
electrode 26 is powered. Power flows from the generator

8 in the direction 320 so that the blade electrode is pow-
ered and power 68 flows from the blade electrode 26 to
the working arm 6.
[0102] Figure 26A through 26C illustrate reconfigura-
tion of the electrosurgical device 2. The electrosurgical
device includes a ground pad 66, and handpiece 120,
and an activation circuit 300. Figure 26A illustrates the
electrosurgical device 2 turned off. As illustrated the ac-
tivation button 302 on the activation circuit 300 is in a first
switch state 310 and is open 62 so that a signal is not
sent to the generator 8 powering the handpiece 120.
Futher the blade electrode 26 and the ground pad 66 are
open because the switches 60 are closed in the direction
indicated by the arrow so that the working arms are con-
nected by the closed switches 6.
[0103] Figure 26B illustrates the electrosurgical device
2 of Figure 26A in the bipolar configuration 100 with the
activation button 302 of the activation circuit 300 moved
to a second switch state 312. The second switch state
312 completes the circuit so that a signal passes from
the activation circuit 300 through the ports 160 in the
generator 8 and into communication with the internal
switching and/or CPU 74. The internal switching and/or
CPU 74 triggers power to travel from the voltage source
64 into the handpiece 120 through the power connectors
52 in the direction 320 through the closed switches 60
so that both working arms 6 are powered and power 68
flows between the working arms 6.
[0104] Figure 26C illustrates the blade electrode 26 in
an extended position between the pair of working arms
6 so that a monopolar configuration 102 is formed. When
the blade electrode 26 is extended the switches 60 are
moved from the first working arm 6 and the second work-
ing arm 6 to the blade electrode 26 and ground pad 66
respectively so that the blade electrode 26 is powered
when the activation button 302 is in the second switch
state 312 as is illustrated. Power travels in the direction
320 from the power connectors, through the switched 60,
and then to the blade electrode 26 and ground pad 66
respectively. Power 68 passes between the blade elec-
trode 26 and the ground pad 66
[0105] Figures 27A through 27D illustrate an electro-
surgical device 2 with an activation circuit 300 connected
to a generator by a plurality of ports 160 and a handpiece
120 connected to the generator 8 by a plurality of pins
152. The activation circuit 300 includes activation buttons
40, 42 that when depressed power the handpiece 120.
Figure 27A illustrates the activation circuit 300 with both
the bipolar activation button 40 and the monopolar acti-
vation button 42 in the first switch state 310 and open 62
so that the electrosurgical device 2 is off. The activation
circuit 300 has three electrical paths (i.e., wires) that con-
nect with the generator 8 via an upper port 160A, a middle
port 160B, and a lower port 160C. The ports 160 connect
the activation circuit 300 with internal switching and/or a
CPU 74 that when receives a signal communicates with
the power source 64 powering the handpiece 120. The
power source 64 directs power through a series of switch-
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es 60, which as illustrated are in a neutral position 58.
The switches 60 direct the power through the plurality of
pins 160. The plurality of pins are a bipolar positive pin
152A, a bipolar negative pin 152B, a monopolar active
pin 152C, and a monopolar return pin 152D that power
one or more parts of the handpiece 120 when the hand-
piece 120 is switched between a monopolar configuration
and a bipolar configuration. As illustrated the blade elec-
trode 26 is retracted and nested within an insulator hous-
ing 96.
[0106] Figure 27B illustrates the electrosurgical device
2 of Figure 27A in the bipolar configuration 100 with the
blade electrode 26 retracted and located within the insu-
lator housing 96 so that stray currents are prevented from
transferring to and/or from the blade electrode 26, and
the bipolar activation button 40 in the second switch state
312 so that a signal is generated and a circuit is complet-
ed with the upper port 160A and the lower port 160C so
that a signal passes therethrough into the generator 8
and ultimately to the internal switching and/or CPU 74.
The monopolar activation button 42 is in the first switch
state 310 and is open 62. The internal switching and/or
CPU 74 activates the voltage source 64 so that power
extends through the upper switch 60 and through the
bipolar positive pin 152A so that the first working arm 6
is powered by current traveling in the direction 320. Pow-
er extends through the bottom switch 60 and out the bi-
polar negative pin 152B so that the second working arm
receives power along the direction 320. The power 68
then extends between the pair of working arms 6. The
ground pad 66 and the blade electrode 26 are electrically
disconnected as illustrated.
[0107] Figure 27C illustrates the blade electrode 26
extended out from the insulator housing 96 and between
the working arms 6 and power 68 extending from the
blade electrode 26 to the ground pad 66. The activation
circuit 300 includes the bipolar activation button 40 in the
second switch state 312 so that a complete circuit is
formed with the upper port 160A and the lower port 160C
so that a signal is transmitted to the internal switching
and/or CPU 74 of the generator 8. The monopolar acti-
vation button 42 is in the first switch state 310 and is open
so that a signal is not transmitted from the monopolar
activation button 42. The internal switching and/or CPU
74 communicates with the voltage source 64 so that pow-
er is directed along the paths 320 to the blade electrode
26 and ground pad 66 respectively. The switches 60 are
configured so that power extends from the voltage source
64 through the bipolar positive pin 152A and the bipolar
negative pin 152B so that a the power 68 between the
blade electrode 26 and the ground pad 66 is a first therapy
current.
[0108] Figure 27D illustrates the blade electrode 26
extended out from the insulator housing 96 and between
the working arms 6 and power 68 extending from the
blade electrode 26 to the ground pad 66. The activation
circuit 300 includes the bipolar activation button 40 in a
first switch state 310 and open 62 and the monopolar

activation button 42 in a second switch state 312 so that
a complete circuit is formed with the middle port 160B
and the lower port 160C. A signal is transmitted through
the middle port 160B and the lower port 160C to the in-
ternal switching and/or CPU 74 that communicates with
the voltage source 64 so that voltage is provided through
the switches 60 in the direction 320 and through the mo-
nopolar active pin 152C to the blade electrode 62 and
through the monopolar return pin 152D to the ground pad
66. The power 68 that extends between the blade elec-
trode 26 and the ground pad 66 is a second therapy cur-
rent that differs from the first therapy current. Figures 28A
through 28C illustrate an electrosurgical device 2 with an
activation circuit 300 connected to a generator by a plu-
rality of ports 160 and a handpiece 120 connected to the
generator 8 by a plurality of pins 152. The activation cir-
cuit 300 includes an activation buttons 302 that when
depressed powers the handpiece 120 and a selector 308
that changes the signal sent from the activation circuit
300 to the generator 8. Figure 28A illustrates the activa-
tion circuit 300 with the activation button 302 in the first
switch state 310 and open 62 so that the electrosurgical
device 2 is off. The activation circuit 300 has three elec-
trical paths (i.e., wires) that connect with the generator 8
via an upper port 160A, a middle port 160B, and a lower
port 160C. The ports 160 connect the activation circuit
300 with internal switching and/or a CPU 74 that when
receives a signal communicates with the power source
64 powering the handpiece 120. The power source 64
directs power through a series of switches 60, which as
illustrated are in a neutral position 58. The switches 60
direct the power through the plurality of pins 160. The
plurality of pins are a bipolar positive pin 152A, a bipolar
negative pin 152B, a monopolar active pin 152C, and a
monopolar return pin 152D that power one or more parts
of the handpiece 120 when the handpiece 120 is switched
between a monopolar configuration and a bipolar config-
uration.
[0109] Figure 28B illustrates the activation button 302
in the second switch state 312 and the selector 308 in a
first position so that a signal extends through the upper
port 160A and the middle port 160B to the generator 8
and the internal switching and/or CPU 74. The internal
switching and/or CPU 74 communicates with the voltage
source 64 so that voltage extends in the direction 320.
The switches 60 direct the voltage through the bipolar
positive pin 152A into a first working arm 6 and through
the bipolar negative pin 152B into the second working
arm 6. Power 68 extends between the first working arm
6 and the second working arm 6.
[0110] Figure 28B illustrates the activation button 302
in the second switch state 312 and the selector in a sec-
ond position so that a signal extends through the upper
port 160A and a lower port 160C to the generator 8 and
the internal switching and/or CPU 74. The internal switch-
ing and/or CPU 74 communicates with the voltage source
64 so that voltage extends in the direction 320. The
switches 60 direct the voltage through the monopolar ac-
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tive pin 152C to the blade electrode 26 and the monopolar
return pin 152D to the ground pad 66. Power 68 extends
between the blade electrode 68 and the ground pad 66.
[0111] Figures 29A through 29C illustrate a close-up
view of the shuttle 20 of the handpiece 120 and associ-
ated reconfiguration that occurs by movement of the
shuttle 20. The handpiece 120 is connected to a gener-
ator 8 that provides voltage from a voltage source 64 that
extends in the direction 320 through the switches. The
power exits the generator 8 from the bipolar positive pin
152A and the bipolar negative pin 152B into the hand-
piece 120. The shuttle 20 is retracted so that power ex-
tends from the bipolar positive pin 152A into the electrical
connectors 72 of the handpiece 120 at points B and F
and exits at points E and A so that the first working arm
is powered. Similarly, power that extends through the
bipolar negative pin 152B into the electrical connectors
72 at points D and H and exits at points G and C so that
the second working arm is powered. Power 68 extends
between the working arms 6 so that a therapy current is
produced. As illustrated electrical connectors 72 be-
tween points E and I and points J and K are open.
[0112] Figure 29B illustrates the blade electrode 26 ex-
tended between the working arms 6 so that the ends A
and C of the working arms do not align with any electrical
connectors 72 and the wires of the blade electrode 26
and the ground pad 66 are aligned as is discussed herein.
Power flows in the direction 320 form the voltage source
64 to ground pad 66. The ground pad 66 is connected at
points L and K and the connector exits the shuttle at points
J and D and into the generator at the bipolar negative pin
152B. Power flows from the voltage source 64 to the
blade electrode 26 in the direction 320 along a path
through the bipolar positive pin 152A then into the elec-
trical connector 72 at points B and I until the power travels
between the blade electrode 26 and the ground pad 66.
[0113] Figure 29C illustrates another way to power the
blade electrode 26 and the ground pad 66. The ground
pad 66 and voltage source 64 are connected through the
monopolar return pin 152D where power does not pass
through the shuttle 20 and passes in the direction 320.
The blade electrode 26 is powered through the monop-
olar active pin 152C where power extends through the
shuttle 20 at points B and I and then to the tip of the blade
electrode 26 where power 68 flows between the blade
electrode 26 and the ground pad 66.
[0114] Figures 30A and 30B illustrate two possible wir-
ing schematics that may be used to power the handpiece
120 as is taught herein. Figure 30A illustrates an example
of a four prong connector. The ground pad 66 as illus-
trated is directly connected to the plug at point W and is
indirectly connected to the plug at point R through the
shuttle T and electrical connector at points J and K. The
first working arm 6 is connected to the plug at point N
through the electrical connector at points E and F. The
first working arm 6 is indirectly connected to the plug at
point U through a connection between points M and N
so that power can also pass through points E and F of

the electrical connector 74 of the shuttle 20. The second
working arm is directly connected to the plug at point R
when connects through points G and H.
[0115] Figure 30B illustrates an example of a three
prong connector. The ground pad 66 is directly connect-
ed to the plug at point W. The plug at point U is directly
connected to the first working arm 6 through points E and
F. The plug at point U also directly connects to the blade
electrode 26 when extended at point I. The plug at point
N is connected to the first working arm at points E and
F. The plug at point R is connected to the second working
arm through points G and H.
[0116] Any numerical values recited herein include all
values from the lower value to the upper value in incre-
ments of one unit provided that there is a separation of
at least 2 units between any lower value and any higher
value. As an example, if it is stated that the amount of a
component or a value of a process variable such as, for
example, temperature, pressure, time and the like is, for
example, from 1 to 90, preferably from 20 to 80, more
preferably from 30 to 70, it is intended that values such
as 15 to 85, 22 to 68, 43 to 51, 30 to 32 etc. are expressly
enumerated in this specification. For values which are
less than one, one unit is considered to be
0.0001,0.001,0.01 or 0.1 as appropriate. These are only
examples of what is specifically intended and all possible
combinations of numerical values between the lowest
value and the highest value enumerated are to be con-
sidered to be expressly stated in this application in a sim-
ilar manner.
[0117] Unless otherwise stated, all ranges include both
endpoints and all numbers between the endpoints. The
use of "about" or "approximately" in connection with a
range applies to both ends of the range. Thus, "about 20
to 30" is intended to cover "about 20 to about 30", inclu-
sive of at least the specified endpoints.
[0118] The term "consisting essentially of" to describe
a combination shall include the elements, ingredients,
components or steps identified, and such other elements
ingredients, components or steps that do not materially
affect the basic and novel characteristics of the combi-
nation. The use of the terms "comprising" or "including"
to describe combinations of elements, ingredients, com-
ponents or steps herein also contemplates embodiments
that consist essentially of the elements, ingredients, com-
ponents or steps. By use of the term "may" herein, it is
intended that any described attributes that "may" be in-
cluded are optional.
[0119] Plural elements, ingredients, components or
steps can be provided by a single integrated element,
ingredient, component or step. Alternatively, a single in-
tegrated element, ingredient, component or step might
be divided into separate plural elements, ingredients,
components or steps. The disclosure of "a" or "one" to
describe an element, ingredient, component or step is
not intended to foreclose additional elements, ingredi-
ents, components or steps.
[0120] It is understood that the above description is
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intended to be illustrative and not restrictive. Many em-
bodiments as well as many applications besides the ex-
amples provided will be apparent to those of skill in the
art upon reading the above description. The scope of the
teachings should, therefore, be determined not with ref-
erence to the above description, but should instead be
determined with reference to the appended claims, along
with the full scope of equivalents to which such claims
are entitled. The omission in the following claims of any
aspect of subject matter that is disclosed herein is not a
disclaimer of such subject matter, nor should it be re-
garded that the inventors did not consider such subject
matter to be part of the disclosed inventive subject matter.

Claims

1. An electrosurgical system comprising:

a handpiece (120) including:

a) a first working arm (6),
b) a second working arm (6), and
c) a blade electrode (26); and

an activation circuit (300) having a first switch
state (310) and a second switch state (312),
wherein:

a therapy current is conducted between the
first working arm (6) and the second working
arm (6) when the activation circuit (300) is
in the second switch state (312);
the first working arm and the second work-
ing arm of the handpiece (120) are longitu-
dinally static and movable relative to each
other to create a gripping force when the
blade electrode is in a first position (24), and
the blade electrode (26) is electrically dis-
connected from a power source and the
blade electrode is retracted relative to the
first working arm and the second working
arm so that power cannot pass through the
blade electrode (26) when the blade elec-
trode is in the first position, the blade elec-
trode (26) including an insulator sleeve (54)
that extends over and is fixedly connected
to a portion of the blade electrode that is in
contact with a voltage source when the
blade electrode is in the first position so that
power is prevented from passing through
the blade electrode;

wherein the blade electrode, in a second posi-
tion, is extended beyond the first working arm
and the second working arm;
the therapy current is conducted between the
blade electrode (26) and an adjacent handpiece

component when the activation circuit (300) is
in the second switch state (312) and the blade
electrode is in a second position (22), and
the first working arm and the second working
arm are shorted to each other or electrically dis-
connected so that power cannot pass through
the first working arm and the second working
arm, or both when the blade electrode is in the
second position; and
wherein the therapy current is not conducted
when the activation circuit (300) is in the first
switch state (310).

2. The electrosurgical system of claim 1, wherein the
electrosurgical system includes a ground pad (66).

3. The electrosurgical system of any of the preceding
claims, wherein the therapy current is bipolar energy
when the blade electrode is in the first position (24)
and the therapy current is monopolar energy when
the blade electrode is in the second position (22).

4. The electrosurgical system of any of the preceding
claims, wherein the adjacent handpiece component
is a ground pad (66).

5. The electrosurgical system of any of the preceding
claims,
wherein in the second position the therapy current
is a monopolar energy and the monopolar energy
extends between the blade electrode (26) and the
adjacent handpiece component, which is a ground
pad (66).

6. The electrosurgical system of any of the claims 1 to
4, wherein in the second position the therapy current
is a bipolar energy that extends between the blade
electrode (26) and the adjacent handpiece compo-
nent, which is the first working arm (6) or the second
working arm (6).

7. The electrosurgical system of any of the preceding
claims, wherein the therapy current is conducted be-
tween the blade electrode (26) and the first working
arm (6) or the second working arm (6) when the
ground pad (66) is electrically disconnected and the
activation circuit (300) is in the second switch state.

8. The electrosurgical system of any of the preceding
claims, wherein the first working arm (6) and the sec-
ond working arm (6) are immobilized when the blade
electrode (26) is in the second position (22).

9. The electrosurgical system of any of the preceding
claims, wherein the electrosurgical system is con-
nected to two power connectors (52) for supplying
power to the handpiece (120).
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10. The electrosurgical system of claim 8, wherein the
first working arm and second working arm are elec-
trically connected to a first power connector and a
second power connector respectively when the
blade electrode (26) is in the first position, and the
blade electrode (26) and the adjacent handpiece
component are electrically connected to the first
power connector and the second power connector
respectively when the blade electrode (66) is in the
second position.

11. The electrosurgical system of any of the preceding
claims, wherein the activation circuit (300) includes
one or more activation buttons (302) that are mova-
ble between the first switch state (310) and the sec-
ond switch state (312).

12. The electrosurgical system of claim 11, wherein the
activation circuit (300) includes a selector (308)
which is movable between a plurality of positions for
changing modes and/or functionality of the hand-
piece (120).

Patentansprüche

1. Elektrochirurgisches System, umfassend:

ein Handstück (120), welches einschließt:

a) einen ersten Arbeitsarm (6),
b) einen zweiten Arbeitsarm (6), und
c) eine Klingenelektrode (26); und

eine Aktivierungsschaltung (300) mit einem ers-
ten Schaltstatus (310) und einem zweiten
Schaltstatus (312),
wobei:

ein Therapiestrom zwischen dem ersten Ar-
beitsarm (6) und dem zweiten Arbeitsarm
(6) geleitet wird, wenn die Aktivierungs-
schaltung (300) in dem zweiten Schaltsta-
tus (312) ist;
der erste Arbeitsarm und der zweite Arbeits-
arm des Handstücks (120) in Längsrichtung
statisch und relativ zueinander beweglich
sind, um eine Greifkraft zu erzeugen, wenn
die Klingenelektrode in einer ersten Positi-
on (24) ist, und
die Klingenelektrode (26) elektrisch von ei-
ner Stromquelle getrennt ist und die Klin-
genelektrode relativ zu dem ersten Arbeits-
arm und dem zweiten Arbeitsarm zurück-
gezogen ist, so dass Strom nicht die Klin-
genelektrode (26) durchlaufen kann, wenn
die Klingenelektrode in der ersten Position
ist,

wobei die Klingenelektrode (26) eine Isolier-
manschette (54) einschließt, die sich über einen
Teil der Klingenelektrode erstreckt und mit die-
sem fest verbunden ist, welcher in Kontakt mit
einer Spannungsquelle ist, wenn die Klingene-
lektrode in der ersten Position ist, so dass Strom
daran gehindert wird, die Klingenelektrode zu
durchlaufen;
wobei die Klingenelektrode sich in einer zweiten
Position über den ersten Arm und den zweiten
Arbeitsarm hinaus erstreckt;
der Therapiestrom zwischen der Klingenelekt-
rode (26) und einer angrenzenden Handstück-
komponente geleitet wird, wenn die Aktivie-
rungsschaltung (300) in dem zweiten Schaltsta-
tus (312) ist und die Klingenelektrode in einer
zweiten Position (22) ist, und
der erste Arbeitsarm und der zweite Arbeitsarm
miteinander kurzgeschlossen oder elektrisch
getrennt sind, so dass Strom nicht den ersten
Arbeitsarm und den zweiten Arbeitsarm oder
beide durchlaufen kann, wenn die Klingenelek-
trode in der zweiten Position ist; und
wobei der Therapiestrom nicht geleitet wird,
wenn die Aktivierungsschaltung (300) in dem
ersten Schaltstatus (310) ist.

2. Elektrochirurgisches System nach Anspruch 1, wo-
bei das elektrochirurgische System eine Erdungs-
kontaktstelle (66) einschließt.

3. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche, wobei der Therapiestrom bi-
polare Energie ist, wenn die Klingenelektrode in der
ersten Position (24) ist, und der Therapiestrom mo-
nopolare Energie ist, wenn die Klingenelektrode in
der zweiten Position (22) ist.

4. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche, wobei die angrenzende
Handstückkomponente eine Erdungskontaktstelle
(66) ist.

5. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche,
wobei der Therapiestrom in der zweiten Position mo-
nopolare Energie ist und sich die monopolare Ener-
gie zwischen der Klingenelektrode (26) und der an-
grenzenden Handstückkomponente erstreckt, wel-
che eine Erdungskontaktstelle (66) ist.

6. Elektrochirurgisches System nach einem der An-
sprüche 1 bis 4, wobei der Therapiestrom in der zwei-
ten Position bipolare Energie ist, die sich zwischen
der Klingenelektrode (26) und der angrenzenden
Handstückkomponente erstreckt, die der erste Ar-
beitsarm (6) oder der zweite Arbeitsarm (6) ist.
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7. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche, wobei der Therapiestrom zwi-
schen der Klingenelektrode (26) und dem ersten Ar-
beitsarm (6) oder dem zweiten Arbeitsarm (6) gelei-
tet wird, wenn die Erdungskontaktstelle (66) elek-
trisch getrennt ist und die Aktivierungsschaltung
(300) in dem zweiten Schaltstatus ist.

8. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche, wobei der erste Arbeitsarm
(6) und der zweite Arbeitsarm (6) immobilisiert sind,
wenn die Klingenelektrode (26) in der zweiten Posi-
tion (22) ist.

9. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche, wobei das elektrochirurgi-
sche System an zwei Stromanschlüsse (52) ange-
schlossen ist, um dem Handstück (120) Strom zu-
zuführen.

10. Elektrochirurgisches System nach Anspruch 8, wo-
bei der erste Arbeitsarm und der zweite Arbeitsarm
elektrisch an einen ersten Stromanschluss bezie-
hungsweise einen zweiten Stromanschluss ange-
schlossen sind, wenn die Klingenelektrode (26) in
der ersten Position ist, und die Klingenelektrode (26)
und die angrenzende Handstückkomponente elek-
trisch an den ersten Stromanschluss beziehungs-
weise den zweiten Stromanschluss angeschlossen
sind, wenn die Klingenelektrode (66) in der zweiten
Position ist.

11. Elektrochirurgisches System nach einem der vorher-
gehenden Ansprüche, wobei die Aktivierungsschal-
tung (300) eine oder mehrere Aktivierungsschaltflä-
chen (302) einschließt, die zwischen dem ersten
Schaltstatus (310) und dem zweiten Schaltstatus
(312) beweglich sind.

12. Elektrochirurgisches System nach Anspruch 11, wo-
bei die Aktivierungsschaltung (300) einen Selektor
(308) einschließt, der zwischen einer Vielzahl von
Positionen beweglich ist, um Modi und/oder Funkti-
onalität des Handstücks (120) zu ändern.

Revendications

1. Système électrochirurgical, comprenant :

une pièce à main (120) comprenant :

a) un premier bras de travail (6),
b) un second bras de travail (6), et
c) une électrode couteau (26) ; et

un circuit d’activation (300) ayant un premier état
de commutation (310) et un second état de com-

mutation (312),
dans lequel :

un courant thérapeutique est conduit entre
le premier bras de travail (6) et le second
bras de travail (6) quand le circuit d’activa-
tion (300) est dans le second état de com-
mutation (312) ;
le premier bras de travail et le second bras
de travail de la pièce à main (120) sont lon-
gitudinalement statiques et mobiles l’un par
rapport à l’autre pour créer une force de sai-
sie quand l’électrode couteau est dans une
première position (24) ; et
l’électrode couteau (26) est électriquement
déconnectée d’une source d’alimentation et
l’électrode couteau étant rentrée par rap-
port au premier bras de travail et au second
bras de travail de sorte que l’alimentation
ne puisse pas traverser l’électrode couteau
(26) quand l’électrode couteau est dans la
première position, l’électrode couteau (26)
comprenant une chemise isolante (54) qui
s’étend sur et est connectée de manière fixe
à une partie de l’électrode couteau qui est
en contact avec une source de tension
quand l’électrode couteau est dans la pre-
mière position de sorte que l’alimentation
ne puisse pas traverser l’électrode
couteau ;

l’électrode couteau, dans une seconde position,
est étendue au-delà du premier bras de travail
et du second bras de travail ;
le courant thérapeutique est conduit entre l’élec-
trode couteau (26) et un composant adjacent de
pièce à main quand le circuit d’activation (300)
est dans le second état de commutation (312)
et l’électrode couteau est dans une seconde po-
sition (22) ; et
le premier bras de travail et le second bras de
travail sont court-circuités l’un par rapport à
l’autre et/ou déconnectés électriquement de
sorte que l’alimentation ne puisse pas traverser
le premier bras de travail et le second bras de
travail ou les deux quand l’électrode couteau est
dans la seconde position ; et
le courant thérapeutique n’est pas conduit
quand le circuit d’activation (300) est dans le
premier état de commutation (310).

2. Système électrochirurgical selon la revendication 1,
le système électrochirurgical comprenant un coussin
de terre (66).

3. Système électrochirurgical selon l’une quelconque
des revendications précédentes, dans lequel le cou-
rant thérapeutique est une énergie bipolaire quand
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l’électrode couteau est dans la première position
(24), et le courant thérapeutique est une énergie mo-
nopolaire quand l’électrode couteau est dans la se-
conde position (22).

4. Système électrochirurgical selon l’une quelconque
des revendications précédentes, dans lequel le com-
posant adjacent de pièce à main est un coussin de
terre (66).

5. Système électrochirurgical selon l’une quelconque
des revendications précédentes, dans lequel, dans
la seconde position, le courant thérapeutique est une
énergie monopolaire, et l’énergie monopolaire
s’étend entre l’électrode couteau (26) et le compo-
sant adjacent de pièce à main, qui est un coussin de
terre (66).

6. Système électrochirurgical selon l’une quelconque
des revendications 1 à 4, dans lequel, dans la se-
conde position, le courant thérapeutique est une
énergie bipolaire qui s’étend entre l’électrode cou-
teau (26) et le composant adjacent de pièce à main,
qui est le premier bras de travail (6) ou le second
bras de travail (6).

7. Système électrochirurgical selon l’une quelconque
des revendications précédentes, dans lequel le cou-
rant thérapeutique est conduit entre l’électrode cou-
teau (26) et le premier bras de travail (6) ou le second
bras de travail (6) quand le coussin de terre (66) est
électriquement déconnecté et le circuit d’activation
(300) est dans le second état de commutation.

8. Système électrochirurgical selon l’une quelconque
des revendications précédentes, dans lequel le pre-
mier bras de travail (6) et le second bras de travail
(6) sont immobilisés quand l’électrode couteau (26)
est dans la seconde position (22).

9. Système électrochirurgical selon l’une quelconque
des revendications précédentes, le système électro-
chirurgical étant connecté à deux connecteurs d’ali-
mentation (52) destinés à alimenter la pièce à main
(120).

10. Système électrochirurgical selon la revendication 8,
dans lequel le premier bras de travail et le second
bras de travail sont respectivement connectés élec-
triquement à un premier connecteur d’alimentation
et à un second connecteur d’alimentation quand
l’électrode couteau (26) est dans la première posi-
tion, et l’électrode couteau (26) et le composant ad-
jacent de pièce à main sont respectivement connec-
tés électriquement au premier connecteur d’alimen-
tation et au second connecteur d’alimentation quand
l’électrode couteau (66) est dans la seconde posi-
tion.

11. Système électrochirurgical selon l’une quelconque
des revendications précédentes, dans lequel le cir-
cuit d’activation (300) comprend un ou plusieurs bou-
tons d’activation (302) mobiles entre le premier état
de commutation (310) et le second état de commu-
tation (312).

12. Système électrochirurgical selon la revendication
11, dans lequel le circuit d’activation (300) comprend
un sélecteur (308) mobile entre une pluralité de po-
sitions pour changer les modes et/ou la fonctionna-
lité de la pièce à main (120).
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