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Description

TECHNICAL FIELD

[0001] The present invention relates to a wireless power supply system and a power transmission device for supplying
electric power via a wireless connection to a vehicle, such as an electric vehicle equipped with a battery.

BACKGROUND ART

[0002] Wireless power supply systems have been proposed that supply electric power to electrical loads mounted on
vehicles via a wireless connection between power transmission devices provided on the ground side and power receiving
devices provided on the vehicle side. A vehicle using such a wireless power supply system and parked in a power supply
position may be moved from the power supply position during power supply. The system is required to immediately
detect a positional shift between a power transmission coil and a power receiving coil due to the movement of the vehicle
so as to stop the power supply.
[0003] For example, Patent Literature 1 discloses a system in which a power transmission device and a power receiving
device communicate with each other so as to control an appropriate supply of voltage. Patent Literature 1 discloses that
the communication between the power transmission device and the power receiving device is implemented for a second
cycle, and the power transmission device is controlled so as to appropriately transmit electric power for a first cycle
shorter than the second cycle. Patent Literature 2 discloses a power supply device, a power receiving device and a
vehicle including power receiving device, and a control method for power supply system. Patent Literature 3 discloses
a contactless electricity supply device, which is for charging the battery of a vehicle.

CITATION LIST

PATENT LITERATURE

[0004]

Patent Literature 1: International Publication WO 2013/046391
Patent Literature 2: WO 2012/032385 A2
Patent Literature 3: WO 2012/165242 A1

SUMMARY OF INVENTION

[0005] Patent Literature 1 fails to disclose that the power transmission is regulated when the positions of the power
transmission coil and the power receiving coil are shifted from each other during wireless power supply.
[0006] The present invention has been made in view of the conventional problem described above. An object of the
present invention is to provide a wireless power supply system and a power transmission device capable of regulating
power transmission when positions of a power transmission coil and a power receiving coil are shifted from each other.
[0007] A wireless power supply system according to the present invention is defined in claim 1. Embodiments of the
invention are specified in the dependent claims.

BRIEF DESCRIPTION OF DRAWINGS

[0008]

[Fig. 1] Fig. 1 is a block diagram showing a configuration of a wireless power supply system according to an
embodiment of the present invention.
[Fig. 2] Fig. 2 is a block diagram showing a configuration of a wireless power supply system according to a first
embodiment of the present invention.
[Fig. 3] Fig. 3 is a flowchart showing a processing procedure of a power transmission controller in the wireless power
supply system according to the first embodiment of the present invention.
[Fig. 4] Fig. 4 is a flowchart showing a processing procedure of a power receiving controller in the wireless power
supply system according to the first embodiment of the present invention.
[Fig. 5] Fig. 5 is a block diagram showing a control amount calculator in the wireless power supply system according
to the first embodiment of the present invention.
[Fig. 6] Fig. 6 is a block diagram showing a configuration of a wireless power supply system according to a second
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embodiment of the present invention.
[Fig. 7] Fig. 7 is a flowchart showing a processing procedure of a power transmission controller in the wireless power
supply system according to the second embodiment of the present invention.
[Fig. 8] Fig. 8 is a flowchart showing a processing procedure of a power receiving controller in the wireless power
supply system according to the second embodiment of the present invention.
[Fig. 9] Fig. 9 is a block diagram showing a configuration of a wireless power supply system according to a third
embodiment of the present invention.
[Fig. 10] Fig. 10 is a flowchart showing a processing procedure of a power transmission controller in the wireless
power supply system according to the third embodiment of the present invention.
[Fig. 11] Fig. 11 is a flowchart showing a processing procedure of a power receiving controller in the wireless power
supply system according to the third embodiment of the present invention.
[Fig. 12] Fig. 12 is a block diagram showing a configuration of a wireless power supply system according to a fourth
embodiment of the present invention.
[Fig. 13] Fig. 13 is a flowchart showing a processing procedure of a power transmission controller in the wireless
power supply system according to the fourth embodiment of the present invention.
[Fig. 14] Fig. 14 is a flowchart showing a processing procedure of a power receiving controller in the wireless power
supply system according to the fourth embodiment of the present invention.
[Fig. 15] Fig. 15 is a block diagram showing a configuration of a wireless power supply system according to a modified
example of the fourth embodiment of the present invention.
[Fig. 16] Fig. 16 is a flowchart showing a processing procedure of a power transmission controller in the wireless
power supply system according to the modified example of the fourth embodiment of the present invention.
[Fig. 17] Fig. 17 is a flowchart showing a processing procedure of a power receiving controller in the wireless power
supply system according to the modified example of the fourth embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0009] Hereinafter, embodiments of the present invention will be explained with reference to the drawings. Fig. 1 is a
block diagram showing a configuration of a wireless power supply system according to the present invention. As shown
in Fig. 1, a vehicle 200 includes a power receiving device 40. A power transmission device 10 for supplying electric
power to the vehicle 200 is provided on the ground side in a parking space in which the vehicle 200 is parked. The power
transmission device 10 includes an AC/DC converter 11 for rectifying AC voltage supplied from an AC power source
91, an inverter circuit 12, a resonance circuit 13, and a power transmission coil 14. The power transmission device 10
further includes a power transmission controller 30.
[0010] The power receiving coil 40 includes a power receiving coil 41, a resonance circuit 42, a rectifying smoothing
circuit 43, a relay 47, and a battery 44. The power receiving coil 40 further includes a power receiving controller 50, an
inverter 51 for converting DC voltage output from the battery 44 into AC voltage, and a motor 16 driven by the supply
of the AC voltage output from the inverter 51.

[First Embodiment]

[0011] Fig. 2 is a block diagram showing a configuration of a wireless power supply system according to a first em-
bodiment of the present invention. As shown in Fig. 2, the wireless power supply system 100 includes the power trans-
mission device 10 provided on the ground side to transmit electric power, and the power receiving device 40 that receives
the power transmitted from the power transmission device 10 to supply the power to the battery 44 (electrical load).
Although the present embodiment exemplifies the battery 44 as an electrical load, the present invention is not limited
thereto and may use other electrical loads such as a motor.
[0012] The power transmission device 10 includes the AC/DC converter 11 that converts AC voltage supplied from
the AC power source 91 into DC voltage, and the inverter circuit 12 that converts the DC voltage converted by the AC/DC
converter 11 into AC voltage having preferred frequency and amplitude. The power transmission device 10 also includes
the resonance circuit 13 that resonates electric power output from the inverter circuit 12, the power transmission coil 14
that transmits the resonated power, and the power transmission controller 30.
[0013] The power transmission device 10 includes an ammeter 21 that detects AC current Iac and a voltmeter 22 that
detects AC voltage Vac, the AC current Iac and the AC voltage Vac being supplied to the AC/DC converter 11. The
power transmission device 10 includes an ammeter 23 that detects DC current Idc and a voltmeter 24 that detects DC
voltage Vdc, the DC current Idc and the DC voltage Vdc being input into the inverter circuit 12, and further includes an
ammeter 25 that detects AC current I1 and a voltmeter 26 that detects AC voltage V1, the AC current I1 and the AC
voltage V1 being output from the inverter circuit 12. The AC/DC converter 11 controls a duty ratio when converting the
AC voltage supplied from the AC power source 91 according to a control signal output from a PFC controller 39 described
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below, so as to generate the DC voltage having preferred amplitude.
[0014] The inverter circuit 12 includes a plurality of semiconductor switches (such as IGBT) having upper and lower
arms, and turns on/off the respective semiconductor switches according to a control signal output from an inverter
controller 32 described below, so as to generate the AC voltage having preferred frequency and amplitude.
[0015] The resonance circuit 13 includes a capacitor and an element such as a resistance, and resonates the AC
power output from the inverter circuit 12 between the resonance circuit 13 and the power transmission coil 14. Namely,
the resonance frequency of the power transmission coil 14 and the capacitor is configured to approximately coincide
with the output frequency of the inverter circuit 12.
[0016] The power transmission coil 14 is, for example, a spiral coil, a disk-shaped coil, a circular coil, or a solenoid
coil, provided on the ground in the parking space. As shown in Fig. 1, the power transmission coil 14 is positioned to be
opposed to the power receiving coil 41 when the vehicle 200 is parked in a predetermined position in the parking space
(refer to Fig. 1).
[0017] The power transmission controller 30 includes a power factor calculator 31, an inverter controller 32, and a
control amount calculator 29 (power controller). The power transmission controller 30 further includes a wireless com-
munication unit 34 (power transmission-side communication unit) that communicates with the power receiving controller
50, a communication monitor 33 that monitors communication conditions of the wireless communication unit 34, and a
memory 35 that stores power command value Pbat* received via wireless communication. The "power command value
Pbat*" as used herein is a command value of electric power supplied from the power transmission coil 14, and is
transmitted from the power receiving device 40.
[0018] The power factor calculator 31 obtains, for a predetermined calculation cycle (first cycle), the DC voltage Vdc
and the DC current Idc supplied to the inverter circuit 12, and the AC voltage V1 and the AC current I1 output from the
inverter circuit 12. The power factor calculator 31 calculates a power factor cosθ (second efficiency) of the electric power
output from the inverter 12 based on these Vdc, Idc, V1, and I1. More particularly, the power factor calculator 31 calculates
the power factor cosθ according to the following formula (1). 

[0019] The power factor cosθ used in the current calculation cycle can be obtained by use of Vdc, Idc, V1, and I1
obtained in the previous calculation cycle. The method of calculating the power factor cosθ is not limited to the formula
(1), and may be any method, such as a method of measuring a phase difference θ between the voltage V1 and the
current I1 to obtain the power factor cosθ based on the measured phase difference θ.
[0020] The inverter controller 32 controls the inverter circuit 12 to transmit the electric power corresponding to the
power command value Pbat* based on the power factor cosθ calculated by the power factor calculator 31.
[0021] The wireless communication unit 34 implements various kinds of data communication with the power receiving
controller 50 via a local area network (LAN), for example. The wireless communication unit 34 receives the power
command value Pbat* transmitted from the power receiving controller 50. The wireless communication unit 34 also
receives a regulation command signal of charge power transmitted from the power receiving controller 50. The wireless
communication unit 34 implements the data communication for a second cycle longer than the first cycle that is the
calculation cycle of the power factor cosθ calculated by the power factor calculator 31 as described above. The wireless
communication unit 34 thus receives the power command value Pbat* transmitted from the power receiving controller
50 for the second cycle when the communication is operated appropriately.
[0022] The communication monitor 33 monitors the communication conditions of the wireless communication unit 34.
The memory 35 stores the power command value Pbat* received by the wireless communication unit 34, and outputs
the stored power command value Pbat* to the control amount calculator 29.
[0023] The control amount calculator 29 includes a charge power controller 36, a primary-side current calculator 37,
a primary-side current controller 38, and a PFC controller 39. The charge power controller 36 obtains the power command
value Pbat* stored in the memory 35 and the power factor cosθ calculated by the power factor calculator 31, so as to
correct the power command value Pbat* by use of the power factor cosθ. The charge power controller 36 outputs the
corrected power command value Pbat*’. In particular, the charge power controller 36 calculate the corrected power
command value Pbat*’ according to the following formula (3). 

[0024] The primary-side current calculator 37 calculates output current command value Idc* of the AC/DC converter
11 according to the corrected power command value Pbat*’ and the DC voltage Vdc output from the AC/DC converter
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11 in the previous calculation cycle.
[0025] The primary-side current controller 38 calculates output voltage command value Vdc* of the AC/DC converter
11 according to the output current command value Idc* calculated by the primary-side current calculator 37 and the DC
current Idc output from the AC/DC converter 11 in the previous calculation cycle.
[0026] The PFC controller 39 determines a duty ratio of conversion in the AC voltage converted and controlled by the
AC/DC converter 11 according to the DC voltage Vdc detected by the voltmeter 24 in the previous calculation cycle and
the output voltage command value Vdc* output from the primary-side current controller 38. The PFC controller 39 obtains
the current Iac detected by the ammeter 21 (current output from the current power source 91) in the previous cycle and
the voltage Vac detected by the voltmeter 22 (voltage output from the current power source 91), and changes a command
value of the duty ratio as appropriate so that the current Iac and the voltage Vac have the same phase. The command
value of the duty ratio is output to the AC/DC converter 11. The AC/DC converter 11 thus controls the output voltage
Vdc so that the power corresponding to the power command value Pbat* is transmitted from the power transmission coil 14.
[0027] The power receiving device 40 includes the power receiving coil 41 that receives the power transmitted from
the power transmission coil 14 via a wireless connection, the resonance circuit 42 that resonates the power received by
the power receiving coil 41, and the rectifying smoothing circuit 43 that converts the AC voltage output from the resonance
circuit 42 into DC voltage and smooths the converted DC voltage. The power receiving device 40 also includes the
battery 44 that stores the electric power transmitted from the power transmission device 10, the relay 47 (switching unit)
that switches connection and disconnection between the rectifying smoothing circuit 43 and the battery 44, and the
power receiving controller 50. The power receiving device 40 further includes an ammeter 45 that detects current Ibat
and a voltmeter 46 that detects voltage Vbat, the current Ibat and the voltage Vbat being output from the rectifying
smoothing circuit 43.
[0028] The power receiving coil 41 is, for example, a spiral coil, a disk-shaped coil, a circular coil, or a solenoid coil,
mounted on the bottom of the vehicle. The power receiving coil 41 is positioned to be opposed to the power transmission
coil 14 provided on the ground in a predetermined charge position in the parking space when the vehicle is parked in
the charge position.
[0029] The resonance circuit 42 includes a capacitor and an element such as a resistance, and resonates the AC
power received by the power receiving coil 41. Namely, the resonance frequency of the circuit including the power
receiving coil 41 and the capacitor is configured to approximately coincide with the frequency of the AC power transmitted
from the power transmission coil 14.
[0030] The rectifying smoothing circuit 43 includes a rectifying circuit such as a diode bridge circuit, and a smoothing
circuit including a capacitor. The rectifying smoothing circuit 43 rectifies the AC voltage output from the resonance circuit
42, and further smooths and supplies the AC voltage to the battery 44.
[0031] The relay 47 supplies the power received by the power receiving coil 41 to the battery 44 (electrical load) once
connected, and stops supplying the power to the battery 44 once disconnected. The relay 47 thus serves as a switching
unit for switching between the operation of supplying the power received by the power receiving coil 41 to the electrical
load (the battery 44) and the operation of stopping the supply to the electrical load.
[0032] The power receiving controller 50 includes a wireless communication unit 51 (power receiving-side communi-
cation unit) that communicates with the wireless communication unit 34 provided in the power transmission controller
30 in a wireless manner such as LAN communication, a communication monitor 52 that monitors communication con-
ditions of the wireless communication unit 51, a CAN communication unit 53, an efficiency calculator 55, and a relay
controller 54 (switching controller).
[0033] The CAN communication unit 53 is connected to various types of controllers, such as a battery controller 56
and a vehicle controller 57, through a BUS line 58 to implement data communication therebetween via a controller area
network (CAN). The battery controller 56 generates power command value Pbat* and output it to the CAN communication
unit 53 through the BUS line 58.
[0034] The efficiency calculator 55 obtains the power command value Pbat* transmitted through the CAN communi-
cation unit 53, and further obtains the current Ibat detected by the ammeter 45 and the voltage Vbat detected by the
voltmeter 46, so as to calculate power transmission efficiency η (first efficiency) of the electric power transmitted between
the power transmission device 10 and the power receiving device 40 according to the obtained data. In particular, the
efficiency calculator 55 calculates transmitted power Pbat by multiplying the current Ibat and the voltage Vbat together,
so as to obtain the power transmission efficiency η according to the following formula (2). 

[0035] When the power transmission efficiency η calculated according to the formula (2) falls to predetermined threshold
efficiency ηth or less, the efficiency calculator 55 outputs a cut-off command signal to the relay controller 54. The efficiency



EP 3 113 328 B1

6

5

10

15

20

25

30

35

40

45

50

55

calculator 55 further outputs a regulation command signal of charge power. The regulation command signal is transmitted
to the power transmission device 10 via the wireless communication unit 51.
[0036] When the relay controller 54 receives the cut-off command signal supplied from the efficiency calculator 55,
the relay controller 54 cuts off the relay 47, and stops supplying the power to the battery 44. More particularly, when the
power transmission efficiency η calculated by the efficiency calculator 55 falls to the threshold efficiency ηth or less, the
relay controller 54 determines that a problem is caused between the power transmission coil 14 and the power receiving
coil 41 for some reason, and stops supplying the power to the battery 44.
[0037] In the wireless power supply system 100 according to the first embodiment, when the power factor cosθ cal-
culated by the power factor calculator 31 falls below the predetermined threshold power factor, the corrected power
command value Pbat*’ calculated by the charge power controller 36 is regulated, so that the power transmitted from the
power transmission device 10 to the power receiving device 40 is regulated. As used herein, the term "regulate" includes
the meanings of "reduce" and "reduce to zero".
[0038] Since the relay 47 is cut off when the power transmission efficiency η calculated by the efficiency calculator
55 falls to the threshold efficiency ηth or less, the circuit on the power receiving device 40 side including the power
receiving coil 41 and the battery 44 is open as viewed from the power transmission coil 14 side. As a result, the impedance
of the entire circuit, including the power transmission coil 14, the power receiving coil 41, and the battery 44 increases,
and the phase difference between the current I1 and the voltage V1 output from the inverter circuit 12 increases.
Accordingly, the transmitted power is regulated since the power factor cosθ decreases. Further, the regulation command
signal of the charge power is transmitted to the power transmission controller 30 through the wireless communication
unit 51 when the power transmission efficiency η falls to the threshold efficiency ηth or less, and the output power is
regulated accordingly.
[0039] Next, the operation of the wireless power supply system 100 according to the first embodiment is described
below with reference to the flowcharts shown in Fig. 3 and Fig. 4. Fig. 3 is a flowchart showing a processing procedure
implemented by the power transmission controller 30. In Fig. 3, the processing from step S11 to step S15 is executed
in the calculation cycle in the first process after the calculation starts, and the following processing from step S16 is
executed in the calculation cycle in the second process and repeated in the subsequent cycles.
[0040] First, in step S11, the wireless communication unit 34 communicates with the wireless communication unit 51
of the power receiving controller 50 in a wireless manner such as LAN communication. The wireless communication is
carried out for the second cycle, as described above. In step S12, the wireless communication unit 34 receives the power
command value Pbat* transmitted from the power receiving controller 50. In particular, the power command value Pbat*
output from the battery controller 56 shown in Fig. 2 is transmitted from the wireless communication unit 51 and received
by the wireless communication unit 34.
[0041] In step S13, the control amount calculator 29 implements an initial setting to set the output voltage command
value Vdc* such that the output voltage Vdc output from the AC/DC converter 11 has the minimum value.
[0042] In step S14, the inverter controller 32 sets a drive frequency and a drive duty ratio of the inverter circuit 12 each
to a predetermined constant value to drive the inverter circuit 12. In step S15, the power transmission coil 14 starts
excitation. Namely, the AC current is applied to the power transmission coil 14 so as to generate magnetic flux.
[0043] In step S16, the voltmeter 22, the ammeter 21, the voltmeter 24, the ammeter 23, the voltmeter 26, and the
ammeter 25 detect the voltage Vac, the current Iac, the voltage Vdc, the current Idc, the voltage V1, and the current I1,
respectively. The voltage Vac and the current Iac are supplied to the control amount calculator 29, the voltage Vdc and
the current Idc are supplied to the control amount calculator 29 and the power factor calculator 31, and the voltage V1
and the current I1 are supplied to the power factor calculator 31.
[0044] In step S17, the power factor calculator 31 calculates the power factor cosθ of the power output from the inverter
circuit 12, according to the following formula (1). 

[0045] In step S18, the control amount calculator 29 corrects the power command value Pbat*. The control amount
calculator 29 obtains the corrected power command value Pbat*’ according to the following formula (3). 

[0046] In step S19, the control amount calculator 29 calculates the voltage control amount Vdc* according to the block
diagram shown in Fig. 5. As shown in Fig. 5, the charge power controller 36 corrects the power command value Pbat*
based on the power factor cosθ to generate the corrected power command value Pbat*’. The primary-side current
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calculator 37 shown in Fig. 5 calculates the current command value Idc* by dividing the corrected power command value
Pbat*’ by the voltage Vdc detected in the previous calculation cycle.
[0047] A subtractor 18 subtracts the current Idc detected in the previous calculation cycle from the current command
value Idc*. The primary-side current controller 38 then obtains the voltage command value Vdc* by PI control based on
the subtraction result. The primary-side current controller 38 outputs the obtained voltage command value Vdc* to the
PFC controller 39. The PFC controller 39 controls the duty ratio so that the output voltage of the AC/DC converter 11
corresponds to the voltage command value Vdc*. Accordingly, the power corresponding to the corrected power command
value Pbat*’ is transmitted from the power transmission coil 14 to the power receiving coil 41. In step S20 shown in Fig.
3, the voltage command value Vdc* is calculated, as described above. The power controlled according to the power
factor cosθ is thus transmitted from the power transmission device 10 to the power receiving device 40.
[0048] In step S21, the control amount calculator 29 determines whether the power factor cosθ calculated by the power
factor calculator 31 exceeds a threshold power factor. When the power factor cosθ exceeds the threshold power factor
(YES in step S21), the process proceeds to step S22. When the power factor cosθ is less than or equal to the threshold
power factor (NO in step S21), the process proceeds to step S23.
[0049] In step S22, the control amount calculator 29 determines whether the power transmission regulation command
is transmitted from the power receiving controller 50. The process proceeds to step S23 when the power transmission
regulation command is transmitted (YES in step S22), and the process returns to step S16 when the power transmission
regulation command is not yet transmitted (NO in step S22).
[0050] In step S23, the control amount calculator 29 regulates the power supplied to the battery 44. In particular, the
control amount calculator 29 regulates the voltage Vdc output from the AC/DC converter 11. When the power factor
cosθ falls to the threshold power factor or less, or when the power transmission regulation command is received, the
power transmitted from the power transmission coil 14 is regulated. The process in step S21 proceeds to step S23 when
the power factor cosθ is the threshold power factor or less, as described above. However, the power transmission is
occasionally not stabilized when the power factor cosθ is closer to the maximum value "1". The power factor cosθ may
therefore be assigned an upper limit, so that the process in step S21 proceeds to step S23 also when the power factor
cosθ exceeds the upper limit.
[0051] Next, a processing procedure implemented by the power receiving controller 50 is described below with refer-
ence to the flowchart shown in Fig. 4. The processing in step S31 and step S32 is executed in the calculation cycle in
the first process after the calculation starts, and the following processing from step S33 is executed in the calculation
cycle in the second process and repeated in the subsequent cycles.
[0052] First, in step S31, the wireless communication unit 51 communicates with the wireless communication unit 34
of the power transmission controller 30 in a wireless manner such as LAN communication. The wireless communication
is carried out for the second cycle, as described above. In step S32, the wireless communication unit 51 transmits the
power command value Pbat* output from the battery controller 56 to the power transmission controller 30 via wireless
communication.
[0053] In step S33, the efficiency calculator 55 obtains the voltage Vbat detected by the voltmeter 46 and the current
Ibat detected by the ammeter 45. In step S34, the efficiency calculator 55 calculates the power Pbat supplied to the
battery 44 by multiplying the voltage Vbat and the current Ibat together. The efficiency calculator 55 further calculates
the power transmission efficiency η of the power according to the following formula (2), based on the power Pbat and
the power command value Pbat*. 

[0054] In step S35, the efficiency calculator 55 determines whether the efficiency η calculated according to the formula
(2) exceeds the predetermined threshold efficiency ηth. When the efficiency η exceeds the predetermined threshold
efficiency ηth, that is, η>ηth (YES in step S35), the process returns to step S33. When the efficiency η is less than or
equal to the predetermined threshold efficiency ηth, that is, η≤ηth (NO in step S35), the efficiency calculator 55 outputs
the cut-off command signal to the relay controller 54 in step S36. The relay controller 54 then cuts off the relay 47. The
transmitted power is thus regulated once the relay 47 is cut off, since the phase difference between the voltage V1 and
the current I1 output from the inverter circuit 12 increases, and the power factor cosθ decreases.
[0055] The wireless communication unit 51 communicates with the wireless communication unit 34 of the power
transmission controller 30 in step S37, and transmits the power transmission regulation command in step S38. The
transmitted power transmission regulation command is detected in step S22 in Fig. 3, and the charge power is regulated
in step S23. The power transmitted from the power transmission coil 14 can therefore be regulated when the power
transmission efficiency η of the power transmitted from the power transmission coil 14 to the power receiving coil 41 is
decreased.
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[0056] In the wireless power supply system 100 according to the first embodiment, the power factor calculator 31
calculates the power factor cosθ of the power output from the inverter circuit 12, and the voltage Vdc output from the
AC/DC converter 11 is regulated when the power factor cosθ falls to the predetermined threshold power factor or less.
The transmitted power can therefore be regulated for the first cycle shorter than the second cycle which is the commu-
nication cycle of the wireless communication unit 34 when the power factor cosθ is decreased. Accordingly, unnecessary
power transmission can immediately be suppressed, so that trouble with the system such as heat generation can be
prevented, when the positions of the power transmission coil 14 and the power receiving coil 41 are shifted from each
other for some reason, such as a collision of the vehicle with another, or contrived movement of the vehicle. Further,
the power transmission can surely be regulated when the wireless communication between the wireless communication
unit 34 and the wireless communication unit 51 is interrupted, since a reduction of the power factor cosθ is detected
only through the calculation by the power transmission device 10 to regulate the transmitted power, without the need of
data transmitted from the power receiving controller 50.
[0057] Further, a reduction of the power transmission efficiency η can be analyzed by use of the power factor cosθ
with high accuracy, as compared with a case in which a level of the current I1 output from the inverter circuit 12 (current
supplied to the power transmission coil 14) is detected for analyzing the power transmission efficiency. Since the current
I1 includes both an active component and a reactive component, the level of the active component and the level of the
reactive component cannot be analyzed independently. The power transmission efficiency by use of the power factor
cosθ can be analyzed more accurately because a change of the active component is reflected.
[0058] Since the relay 47 is cut off when the power transmission efficiency η calculated by the efficiency calculator
55 falls to the threshold efficiency ηth or less, the circuit on the power receiving device 40 side including the power
receiving coil 41 and the battery 44 is open as viewed from the power transmission coil 14 side. As a result, the impedance
of the entire circuit, including the power transmission coil 14, the power receiving coil 41, and the battery 44 increases,
and the phase difference between the current I1 and the voltage V1 output from the inverter circuit 12 increases.
Accordingly, the transmitted power is regulated since the power factor cosθ decreases. Namely, the transmitted power
can be regulated when the wireless communication between the wireless communication unit 34 and the wireless
communication unit 51 is interrupted, and when a problem with the power transmission efficiency η is detected by the
power receiving controller 50.
[0059] When a reduction of the efficiency η is detected by the power receiving device 40, the power transmission
regulation command is transmitted to the power transmission controller 30 via wireless communication, so that the
transmitted power is regulated. The power transmitted from the power transmission device 10 can therefore be regulated
more accurately due to the power transmission regulation command even when the power factor cosθ is not reduced
although a problem is caused.

[Modified Example of First Embodiment]

[0060] The first embodiment exemplified the case in which the power factor calculator 31 calculates the power factor
cosθ to regulate the transmitted power when the power factor cosθ falls to the threshold power factor or less. In the
modified example, a reduction of the power transmission efficiency is detected by use of the current I1 output from the
inverter circuit 12 instead of the power factor cosθ. The current I1 increases as the transmission efficiency of the electric
power transmitted from the power transmission coil 14 decreases. When a coupling coefficient between the power
transmission coil 14 and the power receiving coil 41 is defined "α", the current I1 and the coupling coefficient α are
correlated with each other. In particular, as the coupling coefficient α decreases, the current I1 increases.
[0061] In the modified example, a map indicating the correlation between the current I1 and the coupling coefficient
α is preliminarily stored, and the coupling coefficient α is computed according to the map when the current I1 is detected,
so that the transmitted power is regulated when the coupling coefficient α falls to a predetermined threshold level.
Accordingly, unnecessary power transmission can immediately be suppressed, so that trouble with the system such as
heat generation can be prevented when the positions of the power transmission coil 14 and the power receiving coil 41
are shifted from each other, as in the case of the first embodiment.

[Second Embodiment]

[0062] A second embodiment of the present invention is described below. Fig. 6 is a block diagram showing a con-
figuration of a wireless power supply system according to the second embodiment. As shown in Fig. 6, the wireless
power supply system 101 according to the second embodiment differs from the wireless power supply system 100 shown
in Fig. 2 in the configuration of a power transmission controller 30a provided in a power transmission device 10a. The
other elements are the same as those shown in Fig. 2 and therefore denoted by the same reference numerals, and
detail descriptions thereof are not repeated below.
[0063] The power transmission controller 30a includes the wireless communication unit 34, the communication monitor
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33, the memory 35, the control amount calculator 29, and the inverter controller 32 for controlling the inverter circuit 12,
as in the case shown in Fig. 2. The power transmission controller 30a further includes an overcurrent detector 71 that
detects an overcurrent based on the current I1 detected by the ammeter 25. The power transmission controller 30a does
not include the power factor calculator 31 shown in Fig. 2.
[0064] The wireless communication unit 34 communicates with the wireless communication unit 51, receives the power
command value Pbat*, and receives the power transmission efficiency η transmitted from the wireless communication
unit 51. The memory 35 stores the power command value Pbat* and the power transmission efficiency η received by
the wireless communication unit 34.
[0065] The control amount calculator 29 includes the charge power controller 36, the primary-side current calculator
37, the primary-side current controller 38, and the PFC controller 39, as in the case shown in Fig. 2.
[0066] The charge power controller 36 obtains the power command value Pbat* and the power transmission efficiency
η output from the memory 35, and corrects the power command value Pbat* according to the power transmission
efficiency η. The charge power controller 36 outputs the corrected power command value Pbat*’. In particular, the charge
power controller 36 outputs the corrected power command value Pbat*’ calculated according to the following formula (4). 

[0067] The configurations of the primary-side current calculator 37, the primary-side current controller 38, and the
PFC controller 39 are the same as those described in the first embodiment, and details descriptions thereof are not
repeated below.
[0068] The overcurrent detector 71 obtains the current I1 output from the inverter 12 for the first cycle, and detects an
overcurrent once the current I1 exceeds a predetermined threshold current. The overcurrent detector 71 outputs an
overcurrent detection signal to the PFC controller 39. The PFC controller 39 regulates the output voltage of the AC/DC
converter 11 when the overcurrent is detected by the overcurrent detector 71.
[0069] The power receiving controller 50 outputs the power transmission efficiency η calculated by the efficiency
calculator 55 to the wireless communication unit 51 through the CAN communication unit 53. The wireless communication
unit 51 transmits the power transmission efficiency η to the power transmission controller 30a. The power transmission
efficiency η can be calculated according to the following formula (2), as described in the first embodiment. 

[0070] Next, the operation of the wireless power supply system 101 according to the second embodiment configured
as described above is described below with reference to the flowcharts shown in Fig. 7 and Fig. 8. Fig. 7 is a flowchart
showing a processing procedure implemented by the power transmission controller 30a. In Fig. 7, the processing from
step S41 to step S45 is executed in the calculation cycle in the first process after the calculation starts, and the following
processing from step S46 is executed in the calculation cycle in the second process and repeated in the subsequent
cycles. The processing from step S41 to step S45 is the same as that from step S11 to step S15 shown in Fig. 3, and
detail descriptions thereof are not repeated below.
[0071] In step S46, the communication monitor 33 determines whether the communication cycle between the wireless
communication unit 34 and the wireless communication unit 51 of the power receiving controller 50 is the second cycle.
The process proceeds to step S47 when the communication cycle is the second cycle (YES in step S46), and the process
proceeds to step S50 when the communication cycle is not the second cycle (NO in step S46).
[0072] In step S47, the wireless communication unit 34 communicates with the wireless communication unit 51 in a
wireless manner. In step S48, the wireless communication unit 34 receives the power transmission efficiency η transmitted
from the power receiving device 50. In step S49, the power transmission efficiency η stored in the memory 35 is updated.
[0073] In step S50, the voltmeter 22, the ammeter 21, the voltmeter 24, the ammeter 23, the voltmeter 26, and the
ammeter 25 detect the voltage Vac, the current Iac, the voltage Vdc, the current Idc, the voltage V1, and the current I1,
respectively. The voltage Vac, the current Iac, the voltage Vdc, and the current Idc are supplied to the control amount
calculator 29, and the current I1 is supplied to the overcurrent detector 71.
[0074] In step S51, the control amount calculator 29 corrects the power command value Pbat* by use of the power
transmission efficiency η. The control amount calculator 29 obtains the corrected power command value Pbat*’ according
to the following formula (4). 
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[0075] In step S52, the control amount calculator 29 calculates the voltage control amount Vdc* according to the block
diagram shown in Fig. 5, as described above. In step S53, the control amount calculator 29 determines the control
amount of the voltage Vdc. This calculation method is the same as that described in the first embodiment, and detail
descriptions thereof are omitted here. According to this control, the electric power corresponding to the power transmission
efficiency η is transmitted from the power transmission device 10a to the power receiving device 40.
[0076] In step S54, the control amount calculator 29 determines whether an overcurrent is detected by the overcurrent
detector 71. As described below, the current I1 output from the inverter circuit 12 is recognized as an overcurrent when
a reduction of the power transmission efficiency η is detected by the power receiving controller 50, and the relay 47 is
thus cut off. In other words, the cut-off state of the relay 47 can be confirmed depending on whether the output current
I1 is the overcurrent. The process proceeds to step S55 when the overcurrent is not detected (NO in step S54), and the
process proceeds to step S56 when the overcurrent is detected (YES in step S54).
[0077] In step S55, the control amount calculator 29 determines whether the power transmission regulation command
is transmitted from the power receiving controller 50. The process proceeds to step S56 when the power transmission
regulation command is transmitted (YES in step S55), and the process returns to step S46 when the power transmission
regulation command is not yet transmitted (NO in step S55).
[0078] In step S56, the control amount calculator 29 regulates the electric power supplied to the battery 44. In particular,
the control amount calculator 29 regulates the output voltage of the AC/DC converter 11, so as to regulate the power
transmitted from the power transmission coil 14 to the power receiving coil 41. Namely, the overcurrent is detected by
the overcurrent detector 71 when the relay 47 is cut off, and the transmitted power is regulated accordingly.
[0079] Next, a processing procedure implemented by the power receiving controller 50 is described below with refer-
ence to the flowchart shown in Fig. 8. The processing in step S61 and step S62 is executed in the calculation cycle in
the first process after the calculation starts, and the following processing from step S63 is executed in the calculation
cycle in the second process and repeated in the subsequent cycles. The processing in step S61 and step S62 is the
same as that in step S31 and step S32 shown in Fig. 4, and detail descriptions thereof are not repeated below.
[0080] In step S63, the efficiency calculator 55 obtains the voltage Vbat detected by the voltmeter 46 and the current
Ibat detected by the ammeter 45. In step S64, the efficiency calculator 55 calculates the power Pbat supplied to the
battery 44 by multiplying the voltage Vbat and the current Ibat together. The efficiency calculator 55 further calculates
the power transmission efficiency η according to the following formula (2), based on the power Pbat and the power
command value Pbat*. 

[0081] In step S65, the communication monitor 52 determines whether the communication cycle between the wireless
communication unit 51 and the wireless communication unit 34 of the power transmission controller 30a is the second
cycle. The process proceeds to step S66 when the communication cycle is the second cycle (YES in step S65), and the
process proceeds to step S68 when the communication cycle is not the second cycle (NO in step S65).
[0082] In step S66, the wireless communication unit 51 communicates with the wireless communication unit 34 of the
power transmission controller 30a in a wireless manner. In step S67, the wireless communication unit 51 transmits the
power transmission efficiency η to the power transmission controller 30a. The power transmission efficiency η is received
by the wireless communication unit 34 in step S48 in Fig. 7, and stored in the memory 35 in step S49. Accordingly, the
power transmission efficiency η stored in the memory 35 is updated every time the second cycle has passed.
[0083] In step S68, the efficiency calculator 55 determines whether the power transmission efficiency η exceeds the
predetermined threshold efficiency ηth. When the power transmission efficiency η exceeds the predetermined threshold
efficiency ηth, that is, η>ηth (YES in step S68), the process returns to step S63. When the efficiency η is less than or
equal to the predetermined threshold efficiency ηth, that is, η≤ηth (NO in step S68), the efficiency calculator 55 outputs
the cut-off command signal to the relay controller 54 in step S69. The relay controller 54 then cuts off the relay 47.
Accordingly, the transmitted power is regulated, since the current I1 output from the inverter circuit 12 results in the
overcurrent when the relay 47 is cut off.
[0084] The wireless communication unit 51 further communicates with the wireless communication unit 34 of the power
transmission controller 30a in step S70, and transmits the power transmission regulation command in step S71. The
transmitted power transmission regulation command is detected in step S55 in Fig. 7, and the charge power is regulated
in step S56. The power transmitted from the power transmission coil 14 can therefore be regulated when the power
transmission efficiency η of the power from the power transmission coil 14 to the power receiving coil 41 is decreased.
[0085] In the wireless power supply system 101 according to the second embodiment, when the power transmission
efficiency η calculated by the power factor calculator 55 falls to the predetermined threshold efficiency ηth or less, the
relay 47 is cut off, so that the circuit on the power receiving device 40 side including the power receiving coil 41 and the



EP 3 113 328 B1

11

5

10

15

20

25

30

35

40

45

50

55

battery 44 is open as viewed from the power transmission coil 14 side. As a result, the impedance of the entire circuit,
including the power transmission coil 14, the power receiving coil 41, and the battery 44 increases, and the current I1
output from the inverter circuit 12 increases to result in the overcurrent. When the overcurrent detector 71 detects the
overcurrent, the voltage Vdc output from the AC/DC converter 11 is regulated. Accordingly, the power transmitted from
the power transmission coil 14 to the power receiving coil 41 is regulated. Since the detection of the overcurrent is carried
out for the first cycle, the transmitted power can be regulated immediately.
[0086] Accordingly, unnecessary power transmission can immediately be suppressed, so that trouble with the system
such as heat generation can be prevented, when the positions of the power transmission coil 14 and the power receiving
coil 41 are shifted from each other for some reason, such as a collision of the vehicle with another, or contrived movement
of the vehicle. Further, the transmitted power can be regulated also when the wireless communication between the
wireless communication unit 51 and the wireless communication unit 34 is interrupted.
[0087] When a reduction of the power transmission efficiency η is detected by the power receiving controller 50, the
power transmission regulation command is transmitted to the power transmission controller 30a via wireless communi-
cation for the second cycle, so that the transmitted power is regulated. Even when the relay 47 is not cut off in spite of
the reduction of the power transmission efficiency η, the power transmitted from the power transmission coil 14 can be
regulated due to the
power transmission regulation command, so that unnecessary power transmission can more surely be suppressed.
[0088] The power transmission controller 30a corrects the power command value Pbat* to obtain the corrected power
command value Pbat*’ according to the power transmission efficiency η transmitted from the power receiving controller
50, and further calculates the voltage command value Vdc* by use of the corrected power command value Pbat*’, so
that the transmitted power can be controlled depending on the power transmission efficiency η. When the current I1
output from the inverter circuit 12 increases to result in the overcurrent and detected by the overcurrent detector 71, the
overcurrent detection signal may be output to the inverter controller 32 instead of the PFC controller 39, so as to directly
and forcibly stop the inverter circuit 12.

[Modified Example of Second Embodiment]

[0089] A modified example of the second embodiment is described below. The second embodiment exemplified the
case in which the power receiving controller 50 calculates the power transmission efficiency η, and transmits the calculated
power transmission efficiency η to the power transmission controller 30a. In the wireless power supply system according
to the modified example, the power receiving controller 50 transmits data of the current Ibat detected by the ammeter
45 and the voltage Vbat detected by the voltmeter 46 to the power transmission controller 30a, and the power transmission
controller 30a then calculates the power transmission efficiency η. The calculation is thus executed according to the
following formula (4), as used in step S51 shown in Fig. 7. 

[0090] The wireless power supply system according to the modified example can achieve the same effects as the
wireless power supply system according to the second embodiment descried above.

[Third Embodiment]

[0091] A third embodiment of the present invention is described below. Fig. 9 is a block diagram showing a configuration
of a wireless power supply system 101 according to the third embodiment. The wireless power supply system 101 shown
in Fig. 9 has the same configuration as that shown in Fig. 6, but differs in that the power transmission efficiency η
calculated by the efficiency calculator 55 is not transmitted to the power transmission controller 30a. The same elements
are denoted by the same reference numerals, and detail descriptions thereof are not repeated below.
[0092] The operation of the wireless power supply system 101 according to the third embodiment is described below
with reference to the flowcharts shown in Fig. 10 and Fig. 11. Fig. 10 is a flowchart showing a processing procedure
implemented by the power transmission controller 30a. In Fig. 10, the processing from step S81 to step S85 is executed
in the calculation cycle in the first process after the calculation starts, and the following processing from step S86 is
executed in the calculation cycle in the second process and repeated in the subsequent cycles. The processing from
step S81 to step S85 is the same as that from step S41 to step S45 shown in Fig. 7, and detail descriptions thereof are
not repeated below.
[0093] In step S86, the voltmeter 22, the ammeter 21, the voltmeter 24, the ammeter 23, the voltmeter 26, and the
ammeter 25 detect the voltage Vac, the current Iac, the voltage Vdc, the current Idc, the voltage V1, and the current I1,
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respectively. The voltage Vac, the current Iac, the voltage Vdc, and the current Idc are supplied to the control amount
calculator 29, and the current I1 is supplied to the overcurrent detector 71.
[0094] In step S87, the control amount calculator 29 calculates the voltage Vdc output from the AC/DC converter 11
based on the power command value Pbat*, so that the current Idc on the primary side of the inverter circuit 12 is constant.
In step S88, the control amount calculator 29 determines the control amount of the voltage Vdc.
[0095] The processing from step S89 to step S91 is the same as that from step S54 to step S56 shown in Fig. 7, and
detail descriptions thereof are not repeated below. Through the processing shown in Fig. 10, the overcurrent is detected
by the overcurrent detector 71 when the relay 47 is cut off, and the transmitted power is regulated accordingly.
[0096] Next, a processing procedure implemented by the power receiving controller 50 is described below with refer-
ence to the flowchart shown in Fig. 11. The processing in step S101 and step S102 is executed in the calculation cycle
in the first process after the calculation starts, and the following processing from step S103 is executed in the calculation
cycle in the second process and repeated in the subsequent cycles. The processing from step S101 to step S104 is the
same as that from step S61 to step S64 shown in Fig. 8, and detail descriptions thereof are not repeated below.
[0097] When the power transmission efficiency η is calculated in step S104, the efficiency calculator 55 determines
in step S105 whether the power transmission efficiency η exceeds the predetermined threshold efficiency ηth. When
the power transmission efficiency η exceeds the predetermined threshold efficiency ηth, that is, η>ηth (YES in step
S105), the process returns to step S103. When the power transmission efficiency η is less than or equal to the prede-
termined threshold efficiency ηth, that is, η≤ηth (NO in step S105), the efficiency calculator 55 outputs the cut-off
command signal to the relay controller 54 in step S106. The relay controller 54 then cuts off the relay 47. Accordingly,
the transmitted power is regulated, since the current I1 output from the inverter circuit 12 results in the overcurrent when
the relay 47 is cut off.
[0098] The wireless communication unit 51 communicates with the wireless communication unit 34 of the power
transmission controller 30a in step S107, and transmits the power transmission regulation command in step S108. The
transmitted power transmission regulation command is detected in step S90 in Fig. 10, and the charge power is regulated
in step S91. More particularly, when the power transmission efficiency η of the power transmitted from the power
transmission coil 14 to the power receiving coil 41 is decreased, the power transmission regulation command is transmitted
for the second cycle, so that the power transmitted from the power transmission coil 14 is regulated.
[0099] In the wireless power supply system 101 according to the third embodiment, when the power transmission
efficiency η calculated by the power factor calculator 55 falls to the predetermined threshold efficiency ηth or less, the
relay 47 is cut off. The circuit on the power receiving device 40 side including the power receiving coil 41 and the battery
44 is thus open as viewed from the power transmission coil 14 side. As a result, the impedance of the entire circuit,
including the power transmission coil 14, the power receiving coil 41, and the battery 44 increases, and the current I1
output from the inverter circuit 12 increases to result in the overcurrent. When the overcurrent detector 71 detects the
overcurrent, the voltage Vdc output from the AC/DC converter 11 is regulated. Accordingly, the transmitted power from
the power transmission coil 14 to the power receiving coil 41 is regulated. Since the detection of the overcurrent is carried
out for the first cycle, the transmitted power can be regulated immediately.
[0100] Accordingly, unnecessary power transmission can immediately be suppressed, so that trouble with the system
such as heat generation can be prevented, when the positions of the power transmission coil 14 and the power receiving
coil 41 are shifted from each other for some reason, such as a collision of the vehicle with another, or contrived movement
of the vehicle. Further, the transmitted power can be regulated also when the wireless communication between the
wireless
communication unit 51 and the wireless communication unit 34 is interrupted.
[0101] When a reduction of the power transmission efficiency η is detected by the power receiving controller 50, the
power transmission regulation command is transmitted to the power transmission controller 30a via wireless communi-
cation for the second cycle, so that the transmitted power is regulated. Even when the relay 47 is not cut off in spite of
the reduction of the power transmission efficiency η, the power transmitted from the power transmission coil 14 is
regulated due to the power transmission regulation command, so that unnecessary power transmission can more surely
be suppressed.
[0102] Since the power transmission controller 30a does not correct but keeps the command value Pbat* constant
regardless of the change of the power transmission efficiency η, the calculation load can be reduced as compared with
the case described in the second embodiment.

[Fourth Embodiment]

[0103] A fourth embodiment of the present invention is described below. Fig. 12 is a block diagram showing a config-
uration of a wireless power supply system according to the fourth embodiment. The wireless power supply system 102
shown in Fig. 12 differs from the wireless power supply system 100 shown in Fig. 2 in that the efficiency calculator 55
of the power receiving controller 50 outputs the power transmission efficiency η to the CAN communication unit 53, and
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the power transmission efficiency η is then transmitted from the wireless communication unit 51, and further in that the
power transmission efficiency η received by the wireless communication unit 34 is stored in the memory 35, and the
control amount calculator 29 calculates the control amount of the voltage Vdc by use of the power transmission efficiency
η. The other elements are the same as those shown in Fig. 2 and therefore denoted by the same reference numerals,
and detail descriptions thereof are not repeated below. The communication between the respective wireless communi-
cation units 51 and 34 is carried out for the second cycle, as in the case of the first embodiment. The power factor cosθ
is calculated by the power factor calculator 31 for the first cycle shorter than the second cycle.
[0104] The operation of the wireless power supply system 102 according to the fourth embodiment is described below
with reference to the flowcharts shown in Fig. 13 and Fig. 14. In Fig. 13, the processing from step S111 to step S115 is
executed in the calculation cycle in the first process after the calculation starts, and the following processing from step
S116 is executed in the calculation cycle in the second process and repeated in the subsequent cycles. The processing
from step S111 to step S117 is the same as that from step S11 to step S17 shown in Fig. 3, and detail descriptions
thereof are not repeated below.
[0105] When the power factor cosθ is calculated in step S117, the communication monitor 33 determines in step S118
whether the communication cycle between the wireless communication unit 34 and the wireless communication unit 51
of the power receiving controller 50 is the second cycle. The process proceeds to step S119 when the communication
cycle is the second cycle (YES in step S118), and the process proceeds to step S123 when the communication cycle
is not the second cycle (NO in step S118).
[0106] In step S119, the wireless communication unit 34 communicates with the wireless communication unit 51. In
step S120, the wireless communication unit 34 receives the power transmission efficiency η. In step S121, the memory
35 updates the power transmission efficiency η with newly received data. Since the communication by the wireless
communication unit 34 is carried out in every second cycle, the power transmission efficiency η is updated by the memory
35 every time the second cycle has passed.
[0107] In step S122, the control amount calculator 29 corrects the power command value Pbat* by use of the power
transmission efficiency η. The control amount calculator 29 obtains the corrected power command value Pbat*’ according
to the following formula (4). 

[0108] In step S123, the control amount calculator 29 corrects the power command value Pbat* by use of the power
factor cosθ. The control amount calculator 29 obtains the corrected power command value Pbat*’ according to the
following formula (3). 

[0109] When the communication cycle between the wireless communication unit 34 and the wireless communication
unit 51 of the power receiving controller 50 is the second cycle, the control amount calculator 29 calculates the corrected
power command value Pbat*’ by use of the power transmission efficiency η (first efficiency) transmitted from the power
receiving controller 50. When the communication cycle is not the second cycle, the control amount calculator 29 calculates
the corrected power command value Pbat*’ by use of the power factor cosθ (second efficiency) calculated by the power
transmission controller 30b. The process then proceeds to step S124. The processing from step S124 to step S128 is
the same as that from step S19 to step S23 shown in Fig. 3, and detail descriptions thereof are not repeated below.
[0110] Next, a processing procedure implemented by the power receiving controller 50 is described below with refer-
ence to the flowchart shown in Fig. 14. The processing in step S131 and step S132 is executed in the calculation cycle
in the first process after the calculation starts, and the following processing from step S133 is executed in the calculation
cycle in the second process and repeated in the subsequent cycles. The processing from step S131 to step S134 is the
same as that from step S31 to step S34 shown in Fig. 4, and detail descriptions thereof are not repeated below.
[0111] When the power transmission efficiency η is calculated by the efficiency calculator 55 in step S134, the com-
munication monitor 52 determines in step S135 whether the communication cycle between the wireless communication
unit 51 and the wireless communication unit 34 of the power transmission controller 30b is the second cycle. The process
proceeds to step S 136 when the communication cycle is the second cycle (YES in step S135), and the process proceeds
to step S138 when the communication cycle is not the second cycle (NO in step S135).
[0112] In step S136, the wireless communication unit 51 communicates with the wireless communication unit 34 of
the power transmission controller 30b. In step S137, the wireless communication unit 51 transmits the power transmission
efficiency η. The process then proceeds to step S138. The processing from step S138 to step S141 is the same as that
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from step S35 to step S38 shown in Fig. 4, and detail descriptions thereof are not repeated below.
[0113] The processing is thus implemented such that the charge power Pbat of the battery 44 is calculated by use of
the voltage Vbat and the current Ibat, and the power transmission efficiency η is obtained by the ratio of the charge
power Pbat to the power command value Pbat*. The power transmission efficiency η thus obtained is transmitted to the
power transmission controller 30b in every second cycle. When the power transmission efficiency η falls to the threshold
power efficiency ηth or less, the relay 47 is cut off.
[0114] In the wireless power supply system 102 according to the fourth embodiment, the power factor cosθ of the
power output from the inverter circuit 12 is calculated by the power factor calculator 31, and the voltage output from the
AC/DC converter 11 is regulated when the power factor cosθ falls to the predetermined threshold power factor or less.
The transmitted power can therefore be regulated for the first cycle shorter than the second cycle that is the communication
cycle of the wireless communication unit 34, when the power factor cosθ is decreased.
[0115] The power transmission efficiency η calculated by the efficiency calculator 55 is transmitted to the power
transmission controller 30b for the second cycle, and the power command value Pbat* is corrected based on the power
transmission efficiency η. When the power transmission efficiency η falls to the threshold power efficiency ηth or less,
the voltage Vdc output from the AC/DC converter 11 is regulated and therefore, the transmitted power is regulated.
[0116] Accordingly, unnecessary power transmission can immediately be suppressed, so that trouble with the system
such as heat generation can be prevented, when the positions of the power transmission coil 14 and the power receiving
coil 41 are shifted from each other for some reason, such as a collision of the vehicle with another, or contrived movement
of the vehicle. Further, a reduction of the power transmission efficiency is detected by use of both the power factor cosθ
(second efficiency) calculated for the first cycle and the power transmission efficiency η (first efficiency) obtained for the
second cycle, and the transmitted power is regulated when one of the efficiencies is decreased. As a result, a margin
for monitoring the transmitted power can be provided, so as to control the power transmission with higher accuracy.
[0117] When the power transmission efficiency η calculated by the power factor calculator 55 falls to the predetermined
threshold efficiency ηth or less, the relay 47 is cut off, so that the circuit on the power receiving device 40 side including
the power receiving coil 41 and the battery 44 is open as viewed from the power transmission coil 14 side. As a result,
the impedance of the entire circuit, including the power transmission coil 14, the power receiving coil 41, and the battery
44 increases, and the phase difference between the current I1 and the voltage V1 output from the inverter circuit 12
increases. Accordingly, the transmitted power is regulated, since the power factor cosθ decreases. Namely, the trans-
mitted power from the power transmission device 10b can be regulated when the wireless communication between the
wireless communication unit 34 and the wireless communication unit 51 is interrupted, and when a problem with the
power transmission efficiency η is detected by the power receiving device 40.

[Modified Example of Fourth Embodiment]

[0118] A modified example of the fourth embodiment is described below. Fig. 15 is a block diagram showing a con-
figuration of a wireless power supply system according to the modified example of the fourth embodiment. The wireless
power supply system 103 shown in Fig. 15 differs from the wireless power supply system shown in Fig. 12 in that the
power transmission controller 30c of the power transmission device 10c includes an efficiency calculator 19.
[0119] The power receiving controller 50 transmits the voltage Vbat detected by the voltmeter 46 and the current Ibat
detected by the ammeter 45 from the wireless communication unit 51. The wireless communication unit 34 of the power
transmission controller 30c receives the voltage Vbat and the current Ibat, which are stored in the memory 35.
[0120] The efficiency calculator 19 calculates the power Pbat supplied to the battery 44 according to the voltage Vbat
detected by the voltmeter 46 and stored in the memory 35 and the current Ibat detected by the ammeter 45 and stored
in the memory 35. The efficiency calculator 19 further calculates the power transmission efficiency η by dividing the
power Pbat by the power command value Pbat*. The efficiency calculator 19 transmits the calculated power transmission
efficiency η to the charge power controller 36 and the inverter controller 32. The charge power controller 36 obtains the
corrected power command value Pbat*’ based on the power transmission efficiency η calculated by the efficiency
calculator 19. The other elements are the same as those shown in Fig. 12 and therefore denoted by the same reference
numerals, and detail descriptions thereof are not repeated below.
[0121] The operation of the modified example according to the fourth embodiment is described below with reference
to the flowcharts shown in Fig. 16 and Fig. 17. In Fig. 16, the processing from step S151 to step S155 is executed in
the calculation cycle in the first process after the calculation starts, and the following processing from step S156 is
executed in the calculation cycle in the second process and repeated in the subsequent cycles. The processing from
step S151 to step S157 is the same as that from step S111 to step S117 shown in Fig. 13 and therefore, the processing
from step S158 is described below.
[0122] In step S158, the communication monitor 33 determines whether the communication cycle between the wireless
communication unit 34 and the wireless communication unit 51 of the power receiving controller 50 is the second cycle.
The process proceeds to step S159 when the communication cycle is the second cycle (YES in step S158), and the
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process proceeds to step S164 when the communication cycle is not the second cycle (NO in step S158).
[0123] In step S159, the wireless communication unit 34 communicates with the wireless communication unit 51 of
the power receiving controller 50. In step S160, the wireless communication unit 34 receives the voltage Vbat and the
current Ibat supplied to the battery 44. In step S161, the memory 35 updates the voltage Vbat and the current Ibat with
newly received data. Since the communication by the wireless communication unit 34 is carried out in every second
cycle, the voltage Vbat and the current Ibat are updated by the memory 35 every time the second cycle has passed.
[0124] In step S162, the efficiency calculator 19 calculates the power Pbat supplied to the battery 44 by multiplying
the voltage Vbat and the current Ibat together, and further calculates the power transmission efficiency η by dividing the
power Pbat by the power command value Pbat*.
[0125] In step S163, the control amount calculator 29 corrects the power command value Pbat* by use of the power
transmission efficiency η. The control amount calculator 29 obtains the corrected power command value Pbat*’ according
to the following formula (4). 

[0126] In step S164, the control amount calculator 29 corrects the power command value Pbat* by use of the power
factor cosθ. The control amount calculator 29 obtains the corrected power command value Pbat*’ according to the
following formula (3). 

[0127] The process then proceeds to step S165. The processing from step S165 to step S169 is the same as that
from step S19 to step S23 shown in Fig. 3, and detail descriptions thereof are not repeated below.
[0128] Next, a processing procedure implemented by the power receiving controller 50 is described below with refer-
ence to the flowchart shown in Fig. 17. The processing in step S 171 and step S172 is executed in the calculation cycle
in the second process after the calculation starts, and the following processing from step S173 is executed in the
calculation cycle in the second process and repeated in the subsequent cycles.
[0129] The processing from step S 171 to step S176 is the same as that from step S131 to step S136 shown in Fig.
14, and the processing from step S178 to step S181 is the same as that from step S138 to step S141 shown in Fig. 14.
The procedure shown in Fig. 17 differs from that shown in Fig. 14 in the process in step S177.
[0130] In step S177, the wireless communication unit 51 transmits the voltage Vbat and the current Ibat which are the
information of the battery 44. The process then proceeds to step S178. The voltage Vbat and the current Ibat transmitted
from the wireless communication unit 51 is received by the wireless communication unit 34 in step S160 shown in Fig.
16, and then stored in the memory 35 in step S161.
[0131] In the fourth embodiment described above, the power receiving controller 50 calculates the power transmission
efficiency η, and transmits the calculated power transmission efficiency η to the power transmission controller 30b. In
the modified example of the fourth embodiment, the voltage Vbat and the current Ibat is transmitted to the power
transmission controller 30c, and the power transmission controller 30c then calculates the power transmission efficiency η.
[0132] The wireless power supply system 103 according to the modified example can achieve the same effects as
the wireless power supply system according to the fourth embodiment descried above. In the modified example, since
the power transmission controller 30c calculates the power transmission efficiency η, the calculation load in the power
receiving controller 50 can be reduced.
[0133] Although the wireless power supply system and the power transmission device according to the present invention
have been described above by way of the embodiments shown in the drawings, the present invention is not limited to
the descriptions thereof, and the respective configurations can be replaced with optional ones having similar functions.

REFERENCE SIGNS LIST

[0134]

10, 10a, 10b, 10c POWER TRANSMISSION DEVICE
11 AC/DC CONVERTER
12 INVERTER CIRCUIT
13 RESONANCE CIRCUIT
14 POWER TRANSMISSION COIL
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15 INVERTER
18 SUBTRACTOR
19 EFFICIENCY CALCULATOR
21 AMMETER
22 VOLTMETER
23 AMMETER
24 VOLTMETER
25 AMMETER
26 VOLTMETER
29 CONTROL AMOUNT CALCULATOR
30, 30a, 30b, 30c POWER TRANSMISSION CONTROLLER
31 POWER FACTOR CALCULATOR
32 INVERTER CONTROLLER
33 COMMUNICATION MONITOR
34 WIRELESS COMMUNICATION UNIT
35 MEMORY
36 CHARGE POWER CONTROLLER
37 PRIMARY-SIDE CURRENT CALCULATOR
38 PRIMARY-SIDE CURRENT CONTROLLER
39 PFC CONTROLLER
40 POWER RECEIVING DEVICE
41 POWER RECEIVING COIL
42 RESONANCE CIRCUIT
43 RECTIFYING SMOOTHING CIRCUIT
44 BATTERY
45 AMMETER
46 VOLTMETER
47 RELAY
50 POWER RECEIVING CONTROLLER
51 WIRELESS COMMUNICATION UNIT
52 COMMUNICATION MONITOR
53 CAN COMMUNICATION UNIT
54 RELAY CONTROLLER
55 EFFICIENCY CALCULATOR
56 BATTERY CONTROLLER
57 VEHICLE CONTROLLER
58 BUS LINE
71 OVERCURRENT DETECTOR
91 AC POWER SOURCE
100, 101, 102, 103 WIRELESS POWER SUPPLY SYSTEM
200 VEHICLE

Claims

1. A wireless power supply system comprising a power transmission device (10a) provided on a ground side and
having a power transmission coil (14), and a power receiving device (40) provided in a vehicle and having a power
receiving coil (41), the power transmission coil (14) transmitting electric power to the power receiving coil (41) via
a wireless connection, so as to supply the electric power to an electrical load installed in the power receiving device
(40),
the power transmission device (10a) including a power controller (29) configured to control electric power supplied
to the power transmission coil (14) according to a transmission power command value (Pbat*),
the power receiving device (40) including an efficiency calculator (55) configured to calculate a power transmission
efficiency (η) based on the electric power supplied to the electrical load and the transmission power command value
(Pbat*), and a switching controller (54) configured to stop supplying the electric power received by the power receiving
coil (41) to the electrical load when the power transmission efficiency (η) falls to a predetermined threshold efficiency
or less,
the power controller (29) being configured to regulate the electric power supplied to the power transmission coil (14)
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when a current flowing through the power transmission coil (14) exceeds a threshold current since the electric power
supplied to the electrical load is stopped.

2. The wireless power supply system according to claim 1, wherein the power controller (29) controls the electric power
supplied to the power transmission coil (14) according to the power transmission efficiency (η).

3. The wireless power supply system according to claim 1, wherein the power controller (29) controls the electric power
supplied to the power transmission coil (14) to remain constant regardless of the power transmission efficiency (η).

Patentansprüche

1. Drahtloses Energieversorgungssystem, das eine Energieübertragungsvorrichtung (10a), die an einer Bodenseite
vorgesehen ist und eine Energieübertragungsspule (14) aufweist, und eine Energieempfangsvorrichtung (40) um-
fasst, die in einem Fahrzeug vorgesehen ist und eine Energieempfangsspule (41) aufweist, wobei die Energieüber-
tragungsspule (14) elektrische Energie über eine drahtlose Verbindung an die Energieempfangsspule (41) überträgt,
sodass die elektrische Energie einer in der Energieempfangsvorrichtung (40) installierten elektrischen Last zugeführt
wird,
wobei die Energieübertragungsvorrichtung (10a) eine Energiesteuereinheit (29) umfasst, die zum Steuern der an
die Energieübertragungsspule (14) zugeführten elektrischen Energie gemäß einem Übertragungsenergie-Befehls-
wert (Pbat*) konfiguriert ist,
wobei die Energieempfangsvorrichtung (40) einen Effizienzrechner (55), der zum Berechnen einer Energieübertra-
gungseffizienz (n) basierend auf der elektrischen Energie, die der elektrischen Last zugeführt wurde, und dem
Übertragungsenergie-Befehlswert (Pbat*) konfiguriert ist, und eine Schaltsteuereinheit (54) umfasst, die zum Stop-
pen einer Zufuhr der von der Energieempfangsspule (41) empfangenen elektrischen Energie an die elektrische Last
konfiguriert ist, wenn die Energieübertragungseffizienz (n) auf eine vorgegebene Schwelleneffizienz oder darunter
abfällt,
wobei die Energiesteuereinheit (29) zum Regulieren der an die Energieübertragungsspule (14) zugeführten Energie
konfiguriert ist, wenn ein durch die Energieübertragungsspule (14) fließender Strom einen Schwellenstrom über-
schreitet, seit die der elektrischen Last zugeführte elektrische Energie gestoppt ist.

2. Drahtloses Energieversorgungssystem nach Anspruch 1, wobei die Energiesteuereinheit (29) die der Energieüber-
tragungsspule (14) zugeführte elektrische Energie gemäß der Energieübertragungseffizienz (n) steuert.

3. Drahtloses Energieversorgungssystem nach Anspruch 1, wobei die Energiesteuereinheit (29)) die der Energieü-
bertragungsspule (14) zugeführte elektrische Energie so steuert, dass diese ungeachtet der Energieübertragungs-
effizienz (n) konstant bleibt.

Revendications

1. Système d’alimentation électrique sans fil comprenant un dispositif de transmission de puissance (10a) prévu sur
un côté terre et ayant une bobine de transmission de puissance (14), et un dispositif de réception de puissance (40)
prévu dans un véhicule et ayant une bobine de réception de puissance (41), la bobine de transmission de puissance
(14) transmettant la puissance électrique à la bobine de réception de puissance (41) par l’intermédiaire d’une liaison
sans fil, de manière à fournir la puissance électrique à une charge électrique installée dans le dispositif de réception
de puissance (40),
le dispositif de transmission de puissance (10a) comportant un dispositif de commande de puissance (29) configuré
pour commander la puissance électrique fournie à la bobine de transmission de puissance (14) selon une valeur
d’instruction de puissance de transmission (Pbat*),
le dispositif de réception de puissance (40) comportant un dispositif de calcul d’efficacité (55) configuré pour calculer
une efficacité de transmission de puissance (η) sur la base de la puissance électrique fournie à la charge électrique
et de la valeur d’instruction de puissance de transmission (Pbat*), et un dispositif de commande de commutation
(54) configuré pour arrêter la fourniture de la puissance électrique reçue par la bobine de réception de puissance
(41) à la charge électrique lorsque l’efficacité de transmission de puissance (η) tombe jusqu’à une efficacité seuil
prédéterminée ou moins,
le dispositif de commande de puissance (29) étant configuré pour réguler la puissance électrique fournie à la bobine
de transmission de puissance (14) lorsqu’un courant circulant à travers la bobine de transmission de puissance
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(14) dépasse un courant seuil depuis que la puissance électrique fournie à la charge électrique est coupée.

2. Système d’alimentation électrique sans fil selon la revendication 1, dans lequel le dispositif de commande de puis-
sance (29) commande la puissance électrique fournie à la bobine de transmission de puissance (14) en fonction
de l’efficacité de transmission de puissance (η).

3. Système d’alimentation électrique sans fil selon la revendication 1, dans lequel le dispositif de commande de puis-
sance (29) commande la puissance électrique fournie à la bobine de transmission de puissance (14) pour demeurer
constante indépendamment de l’efficacité de transmission de puissance (η).
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