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Description

FIELD OF THE INVENTION

[0001] The present disclosure relates generally to sys-
tems for fixing a bone to a rod. Such systems may be
helpful for holding together a bone and a rod in a desired
configuration or in a particular relative position. In partic-
ular, said bone may be a transverse process or a lamina
of a vertebra.

BACKGROUND OF THE INVENTION

[0002] One field of application for the invention is fixing
bones in a desired position, for example to aid in healing
of breaks or in the treatment of scoliosis or otherwise to
correct abnormal curvatures of the spine. Other bone de-
ficiencies and abnormalities may also benefit from the
invention.
[0003] The spine is formed of superposed vertebrae,
normally aligned along a vertebral axis, from the lumbar
vertebrae to the cervical vertebrae, each having an an-
terior part, which is the vertebral body, and a posterior
part, which is the vertebral arch (or neural arch), the an-
terior and posterior part enclosing the vertebral foramen.
Each vertebral arch is formed by a pair of pedicles and
a pair of laminae, and transverse processes and/or a
spinous process (or neural spine) project therefrom. The
transverse processes and the spinous process project
opposite to the vertebral foramen.
[0004] When the vertebrae are articulated with each
other, the vertebral bodies form a strong pillar for the
support of the head and trunk, and the vertebral foramen
constitute a canal for the protection of the spinal cord (or
medulla spinalis). In between every pair of vertebrae,
there are two apertures, the intervertebral foramina, one
on either side, for the transmission of the spinal nerves
and vessels.
[0005] If the spine of a person has abnormal curvature,
the vertebrae are typically inclined relative to one another
and relative to said vertebral axis.
[0006] The lateral edges of the vertebrae on one side
are therefore closer together and define a concave out-
line, while the lateral edges on the other side are farther
apart and define a convex outline.
[0007] In order to straighten the vertebral column as a
remedy for this situation, the lateral edges of the verte-
brae on the concave side can be moved away from one
another and supported at distances from one another
substantially equivalent to the distances between the lat-
eral edges on the convex side. To do so, different kinds
of devices may be used.
[0008] A first kind of device known in the art is a hook
and rod system with hooks that are hooked on the internal
wall of the vertebral foramen, and rods for connecting
two or more hooks together, thereby holding the verte-
brae in correct position relative to one another. Known
examples of hook and rod system are disclosed, for in-

stance, in the PCT patent application n° WO
2005/023126 and in US patent n° US 4269178.
[0009] However, using hooks can be difficult because
their use increases the risk that the physician (or other
operative) might contact and potentially damage the spi-
nal cord that extends along the vertebral foramen (which
can result in paralysis of the patient).
[0010] Another kind of known device is a screw and
rod system with screws that are screwed into the verte-
brae, and rods for connecting two or more screws togeth-
er, thereby holding the vertebrae in correct position rel-
ative to one another. A known example of screw and rod
system is disclosed, for instance, in the European patent
n°EP 1575433B1.
[0011] The screws typically have tulip-shaped heads
and are inserted in pairs into the pedicles on each side
of the spinous process on the posterior wall of the verte-
brae. The screws therefore constitute fixing points on the
vertebrae for holding the vertebrae. However, the screws
are inserted into the pedicles of the vertebrae, which in
some cases are small or have deteriorated and can be
damaged or do not provide sufficient purchase to perma-
nently hold the screw.
[0012] Another kind of known device is the system for
fixing a bone to a rod, disclosed in WO 2009/047352. It
comprises a rod, a blocking body and a conformable elon-
gate member adapted to surround the bone, i.e. to form
a loop around it. When using such a system, the elongate
member is passed around said bone and through the
blocking body and the rod is loaded into the blocking
body. The ends of the elongate member are pulled so as
to apply tension to the elongate member, and the elon-
gate member and the rod are simultaneously fastened
to the blocking body by means of the same fastening
system, portion(s) of the elongate member being
clamped between the rod and the blocking body. Such
a system does not give complete satisfaction because it
may be difficult to handle for the physician (or other op-
erative). Indeed, the elongate member and the rod have
to be fastened to the blocking body in one single step
and, therefore, the elongate member needs to be kept
under the desired tension while fastening the rod to the
blocking body.
[0013] US 6514255B1 discloses a fixation device for
use with a rod and a fixation element. It comprises a body
having an aperture to receive the rod, a mechanism to
lock the body in place, and two holes extending through
the body to receive the fixation element. The device in-
cludes a tightening mechanism which takes the form of
a manual fastener.

BRIEF SUMMARY OF THE INVENTION

[0014] According to the present invention, there is pro-
vided a bone fixing system according to claim 1.
[0015] Preferred embodiments are set forth in the de-
pendent claims. There is described a bone fixing system
for fixing a bone to a rod comprising: a conformable elon-
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gate member having a first free end portion, a second
free end portion, and an intermediate portion therebe-
tween;
a main body;
first fastening device or means for fastening a portion of
the rod to the main body; and
second fastening device or means for fastening the free
end portions of the elongate member to the main body,
the second fastening device or means being distinct from
the first fastening device or means, and the second fas-
tening device or means being suited to be operated in-
dependently from the first fastening means.
[0016] Compared to the bone fixing systems of the pri-
or art, such a bone fixing system is safer and easier to
handle. More particularly, since the first and second fas-
tening means are distinct and since the second fastening
means may be operated independently from the first fas-
tening means, it is possible to adjust the tension of the
elongate member and to fasten the elongate member to
the main body, in a first step, and to fasten the rod to the
main body in a second step (or vice-versa).
[0017] Moreover, the elongate member may be made
of a material that presents a certain amount of elasticity
so that, even after the physician has pulled and locked
in position the free end portions of the elongate member,
the elongate member allows a limited amount of relative
movement between the bone and the rod while providing
a stabilizing effect, thereby providing what is called a dy-
namic stabilization.
[0018] The second fastening means comprises a com-
pression member which is movable relative to the main
body, the compression member and the main body both
defining clamping surfaces between which the free end
portions of the elongate member may be inserted, said
free end portions being clamped between said clamping
surfaces by moving the compression member relative to
the main body.
[0019] The main body may be hollow, extend along a
first axis from a lower end to an upper end, and compris-
es:a main part with upwardly extending side walls defin-
ing between them a first internal passage extending
along said first axis and opening onto the outside of the
main body at its upper end; anda bottom part located
under the main part and provided with a second internal
passage extending through the entire thickness of the
bottom part and communicating with the first internal pas-
sage.
[0020] The compression member is located under said
bottom part and is movable relative to said bottom part,
the compression member and the bottom part both de-
fining said clamping surfaces, and the bone fixing system
may comprise a locking mechanism that passes through
the second internal passage and that is to be operated
for causing the compression member to move relative to
the bottom part.
[0021] Thanks to such a conformation, the bone fixing
system has a compact design and is easy to handle. Be-
sides, the locking mechanism is accessible and operable

through the first internal passage and, therefore, may be
operated with a tool being passed through the first inter-
nal passage, so as to secure the elongate member to the
main body. Thus, the locking mechanism is easily acces-
sible and operable by the physician.
[0022] According to another description, the compres-
sion member is provided with a threaded hole and said
locking mechanism comprises a first screw having a head
and a shaft with an external thread, the screw shaft pass-
ing through the second internal passage, the screw head
bearing on the upper face of the bottom part and having
a profile that allows the first screw to be driven, and the
external thread of the screw shaft engaging with the
threaded hole of the compression member.
[0023] According to another description, the second
internal passage of the bottom part is provided with an
internal thread and the compression member has a pro-
truding part forming said locking mechanism. Said pro-
truding part extends upwardly, has on its upper end a
profile that allows the protruding part to be driven, and is
provided with an external thread engaging with said in-
ternal thread.
[0024] There is also described a method for fixing a
bone to a rod, comprising the steps of:

passing a conformable elongate member around
said bone and through a bone fixing system accord-
ing to the present disclosure;
applying tension to the elongate member by pulling
on the ends of the elongate member;
fastening the elongate member to the main body by
means of said second fastening means;
loading a portion of the rod into the main body;
fastening the rod portion to the main body by means
of said first fastening means.

[0025] According to the above method, the elongate
member may be fastened to the main body before fas-
tening the rod portion to the main body, or vice-versa.
[0026] For the physician, the method is easy to use
and, more particularly, is effective for holding two or more
vertebrae in correct position relative to each other. For
so doing, the physician (or other operative) uses at least
one bone fixing system and passes the elongate member
of the system around a transverse process or a lamina
of a vertebra.
[0027] Preferably, the physician uses a number of
elongate members and bone fixing systems correspond-
ing to the number of vertebrae, with one rod connecting
together the bone fixing systems. If the vertebrae need
to be held on each side of the spinous processes, it is
preferable, to use a number of elongate members and
bone fixing systems corresponding to twice the number
of vertebrae and two connecting rods (one rod being
placed on each side of the spinous processes).
[0028] The method has further advantages linked to
the use of a bone fixing system according to the disclo-
sure.
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[0029] The method uses a bone fixing system accord-
ing to the disclosure, and comprises the steps of operat-
ing the locking mechanism of the system, so as to secure
the elongate member to the main body, with a tool which
is passed through the first internal passage.

BRIEF DESCRIPTION OF THE DRAWINGS

[0030] In the drawings, like reference signs generally
refer to the same parts throughout the different views.
Moreover, parts of different embodiments that have anal-
ogous function are identified by the same reference nu-
merals plus 100, 200, etc.
[0031] The drawings are not necessarily to scale, em-
phasis instead generally being placed upon illustrating
the principles of the invention.FIG 1 is a perspective view
of an example of bone fixing system according to the
present disclosure;FIG 2 is a partial perspective view of
the bone fixing system of FIG 1;FIG 3 is a sectional view
of the bone fixing system of FIG 1, along the plane III-III;

FIG 4 is a sectional view of another example of bone
fixing system;
FIG 5 is a perspective view of another example of
bone fixing system according to the present disclo-
sure;FIG 6 is a sectional view of the bone fixing sys-
tem of FIG 5, along the plane VI-VI;FIG 7 is a sec-
tional view of another example of bone fixing system
according to the present disclosure;FIG 8 is a sec-
tional view of another example of bone fixing sys-
tem;FIG 9 is a sectional view of another example of
bone fixing system;FIG 10 is a sectional view of the
bone fixing system of FIG 9, along the plane X-X;FIG
11 is a sectional view of another example of bone
fixing system;FIG 12 is a sectional view of the bone
fixing system of FIG 11, along the plane XII-XII;FIG
13 is a sectional view of another example of bone
fixing system;
FIG 14 is a sectional view of another embodiment of
the compression member of the bone fixing system.
FIG 15 is a view showing the bone fixing system of
FIG 1 put into place on a vertebra.
FIG 16 is a view showing the bone fixing system of
FIG 1 fitted with the compression member of FIG 14
and put into place on a vertebra.

DETAILED DESCRIPTION OF THE INVENTION

[0032] In the following detailed description, it is referred
to the accompanying drawings showing several exam-
ples of bone fixing systems according to the present dis-
closure. It is intended that these examples be considered
as illustrative but not limitave, the scope of the invention
being given by the accompanying claims.
[0033] An example of bone fixing system is shown on
FIGS 1 to 3. The bone fixing system 10 is for fixing a rod
5 (a portion of which is shown in FIGS 1, 3 and 15) to a
bone (see FIG 15). The bone may be, for instance, a

lamina of a vertebra or a transverse process TP of a
vertebra V, as shown in FIG 15.
[0034] The bone fixing system 10 comprises

- a conformable elongate member 7, such as a liga-
ture, having a first free end portion 7a, a second free
end portion 7b, and an intermediate portion 7c ther-
ebetween, said intermediate portion 7c being adapt-
ed to surround the bone (e.g. the transverse process
TP);

- a main body 12;
- first fastening device or means for fastening a portion

of the rod 5 to the main body 12; and
- second fastening device or means for fastening the

free end portions 7a, 7b of the elongate member 7
to the main body 12, said second fastening means
being distinct from the first fastening means.

[0035] The elongate member 7 may be any suitable
material that is conformable such as a band, wire, or cord
made of metal, a polymeric material, or a combination of
the two.
[0036] The second fastening means comprise a com-
pression member 14 which is movable relative to the
main body 12, the compression member 14 and the main
body 12 both defining clamping surfaces 14c, 12c, be-
tween which the free end portions 7a, 7b of the elongate
member 7 may be inserted, said free end portions 7a, 7b
being clamped between said clamping surfaces 12c, 14c
by moving the compression member 14 relative to the
main body 12.
[0037] The main body 12 is hollow, extends along a
first axis Z from its lower end to its upper end, and com-
prises:

- a main part 12a with upwardly extending side walls
13 defining between them a first internal passage 20
extending along said first axis Z and opening onto
the outside of the main body 12 at its upper end; and

- a bottom part 12b located under the main part 12a
and provided with a second internal passage 22 ex-
tending through the entire thickness of the bottom
part 12b and communicating with the first internal
passage 20.

[0038] The main body 12 further comprises third and
fourth internal passages 43, 44 through which the first
and second free end portions 7a, 7b of the elongate mem-
ber 7 may be inserted respectively. Each internal pas-
sage 43 (44) extends through the main body 12, has two
ends 43a, 43b (44a, 44b) and opens, at one end 43a
(44a), in front of the compression member 14 and, at the
other end 43b (44b), onto an outer face of the main body
and, more precisely, onto a side face of the main body
12. The third and fourth internal passages 43, 44 form
guiding means for the free end portions 7a, 7b of the
elongate member 7.
[0039] In the example the third and fourth internal pas-
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sages 43, 44 extend, respectively, along third and fourth
axis A, A’, each of the third and fourth axis forming with
respect to said first axis Z an acute angle C which is
preferably comprised between 0 and 70°. Thus, it is eas-
ier for the physician to pull on the ends 7a, 7b of the
elongate member 7 for tensioning it.
[0040] On the other hand, the clamping surfaces 14c,
12c of the compression member 14 and of the main body
12 define between them fifth and sixth passages 53, 54
extending, respectively, along fifth and sixth axis B, B’,
each of the fifth and sixth axis forming with respect to
said first axis Z an obtuse angle D.
[0041] The compression member 14 is provided with
a threaded hole 24. Said locking mechanism comprises
a first screw 26 having a head 26a and a shaft 26b with
an external thread. The screw shaft 26b passes through
the second internal passage 22 and the screw head 26a
has a profile 28 that allows the first screw 26 to be driven.
In the example, the screw head 26a is a socket head
and, more particularly, a hex socket head which can be
driven, for instance, by an Allen key.
[0042] When the first screw 26 is driven, the external
thread of the shaft 26b engages with the threaded hole
24 of the compression member 14 and the screw head
26a bears on the upper face 12d of the bottom part 12b.
Thus, the clamping surfaces 14c, 12c are brought closer
together and the end portions 7a, 7b are locked in position
by clamping between the clamping surfaces 14c, 12c.
[0043] Turning now to the first fastening means for fas-
tening a portion of the rod 5 to the main body 12, openings
30 are provided in the side walls 13 (see FIG 2), so that
a portion of the rod 5 may be loaded into the main body
12 via said openings 30, and a closure member 32 en-
gages with the main body 12 so as to secure said portion
of rod 5 to the main body.
[0044] In the example, the main body 12 is provided
with a first thread 13b for engagement with a second
thread 32a provided on the closure member 32, so that
said portion of rod 5 may be clamped between the main
body 12 and the closure member by threadably moving
the closure member 32 relative to the main body 12. More
precisely, in the example, the rod portion is clamped be-
tween the edges 13a of the side walls 13 delimiting the
bottom of the openings 30, and the lower face of the
closure member 32.
[0045] In the example, the closure member 32 has an
external thread 32a engaging with an internal thread 13b
provided on the inner face of the side walls 13. The clo-
sure member 32 further comprises a socket head 32b
for driving it in rotation.
[0046] Another example of bone fixing system is shown
on FIG 4. The bone fixing system 110 of FIG 4 differs
from that of FIG 3 by the locking mechanism. In FIG 4,
the second internal passage 22 of the bottom part 12b
is provided with an internal thread 123, and the compres-
sion member 114 has a protruding part 114a forming said
locking mechanism. Said protruding part 114a extends
upwardly, has on its upper end a profile 128 that allows

the compression member 114 to be driven in rotation,
and is provided with an external thread 114b engaging
with said internal thread 123.
[0047] It should ne noted that, in the examples of FIGS
1-4, the bottom part 12b of the main body 12 is integral
with the main part 12a of the main body 12. This is not
the case in the examples of FIGS 5-7.
[0048] FIGS 5 and 6 show another example of bone
fixing system 210 differing from that of FIGS 1-3 in that
it comprises a main body 112 with a bottom part 212b
and a main part 212a which are not integral with each
other.
[0049] In this example, the bottom part 212b and the
main part 212a of the main body 212 are interconnected
by a ball-and-socket type connection.
[0050] The main part 212a comprises a bottom wall
250, the bottom wall 250 being provided with a through
hole 251 delimited by an upper edge 251a. The ball-and-
socket type connection comprises a second screw 252
having a head 252a and a shaft 252b. The screw shaft
252b passes through said through hole 251 and through
the second internal passage 222. The screw head 252a
has a convex lower face 252c bearing on said upper edge
251a, and a profile that allows the second screw 252 to
be driven. For instance, the screw head 252a may be a
hex-head or a socket-head. The screw head 252a further
has a concave upper face 252d.
[0051] When the rod 5 is locked in position by means
of the first fastening means, the rod 5 leans against the
concave upper face 252d of the second screw 252. More
precisely, when the closure member 32 is screwed down,
the closure member 32 pushes down on the rod 5 which
in turn pushes down on the screw 252 until the convex
lower face 252c of the screw head 252a leans against
the upper edge 251a of the through hole 251. Since the
contact zones between the screw head 252a and the
upper edge 251a and between the screw head 252a and
the rod 5, are limited, the screw head 252a is able to
move with respect to the he main part 212a of the main
body 212.
[0052] The above structure is one example of a ball-
and-socket type connection but other examples could be
used.
[0053] A ball-and-socket type connection allows a lim-
ited amount of relative movement between the bottom
part 212b and the main part 212a of the main body 212
and, thus, between the bone and the rod 5, thereby pro-
viding or improving the desired dynamic stabilizing effect.
[0054] The bottom part 212b is substantially the same
as the bottom part 12b of FIG 3 except for the screw head
226a which has an outer driving profile 228 (instead of
the inner driving profile 28), and apart from the fact that
the screw 226 is provided with an internal threaded hole
227.
[0055] The screw shaft 252b, which has an external
thread, passes through the second internal passage 222
and engages with the threaded hole 227, so as to connect
together the bottom part 212b and the main part 212a of
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the main body 212.
[0056] Another example of bone fixing system 310 with
a ball-and-socket type connection is shown on FIG 7. In
this example, the main part 312a of the main body 312
and the second screw 352 are the same as those (212a,
252) of FIG 6, and the bottom part 312b of the main body
312 is substantially the same as the bottom part 12b of
FIG 4 apart from the fact that the protruding part 314a of
the compression member 314 has an outer driving profile
328 instead of the inner driving profile 128, and that the
compression member 314 is provided with an internal
threaded hole 327.
[0057] The screw shaft 352b, which has an external
thread, passes through the second internal passage 322
and engages with the threaded hole 327, so as to connect
together the bottom part 312b and the main part 312a of
the main body 312.
[0058] In both examples of FIG 6 and 7, the screw shaft
252b, 352b passes through the through hole 251, 351 of
the bottom wall 250, 350 of the main part 212a, 312a and
through the second internal passage 222, 322 and en-
gages with the compression member 214, 314. On FIG
7, it engages directly with the compression member 314,
whereas on FIG 6, it engages indirectly with the com-
pression member 214, via the screw 226.
[0059] Other examples of bone fixing systems 410,
510, 610, 710, for fixing a bone to a rod 5, are shown on
FIGS 8 to 13. Each of them comprises:

- a conformable elongate member 7 having a first free
end portion 7a, a second free end portion 7b, and
an intermediate portion 7c therebetween, said inter-
mediate portion 7c being adapted to surround said
bone;

- a main body 412, 512, 612, 712;
- first fastening device or means for fastening a portion

of the rod 5 to the main body 412, 512, 612, 712; and
- second fastening device or means for fastening the

free end portions 7a, 7b of the elongate member 7
to the main body 412, 512, 612, 712, said second
fastening device or means being distinct from the
first fastening device or means.

[0060] In the systems of FIGS 8-12, the first fastening
device or means for fastening a portion of the rod 5 to
the main body 412, 512, 612, are the same as those of
FIG 1-4 and, therefore, do not need to be described
again.
[0061] In all the examples of FIGS 8-13, the second
fastening means comprise a compression member which
is movable relative to the main body 412, 512, 612, the
compression member and the main body both defining
clamping surfaces between which the free end portions
7a, 7b of the elongate member 7 may be inserted, said
free end portions being clamped between said clamping
surfaces by moving the compression member relative to
the main body.
[0062] In the example of FIG 8, the compression mem-

ber 414 is provided with a thread 414d for rotative en-
gagement with another thread 412a provided on the main
body 412, so that the free end portions 7a, 7b of the
elongate member 7 may be clamped between a com-
pression part 412e of the main body 412 and the com-
pression member 414 by threadably moving the com-
pression member 414 relative to the main body 412.
[0063] In this example, the compression member 414
is a nut provided with an internal thread 414d, and the
main body 412 is provided with an external thread 412a.
When the compression member 414 is screwed or un-
screwed, it moves closer or farther away from the com-
pression part 412e.
[0064] The main body 412 comprises:

- a compression part 412e which is a flange protruding
on the lateral faces of the main body 412, and

- two internal passages 453, 454 through which the
first and second free end portions 7a, 7b of the elon-
gate member may be inserted respectively, each of
the third and fourth internal passages 453, 454 ex-
tending through the main body, having two ends and
opening, at one end, in front of the compression
member 414 and, at the other end, onto an outer
face of the main body 412 and, more precisely, onto
the end face of the main body 412 which is opposite
to the other end face receiving the rod 5.

[0065] When the compression member 414 is thread-
ably engaged with the main body 412, it moves closer or
farther away from the compression part 412e.
[0066] In the example of FIG 9, the compression mem-
ber 514 is also a nut provided with an internal thread
514d (see FIG 10), and the main body 512 is also pro-
vided with an external thread 512a, but in this case, the
compression member 514 is not in direct contact with the
elongate member 7. Indeed, the compression member
514 cooperates with two profiled rotating pieces 515
which are rotatably mounted (around the axis R) in re-
cesses 512i provided on the lateral faces of the main
body 512. When the compression member 514 moves
along the main body 512, it pushes the rotating pieces
515 in the recesses 512i, and each free end portion 7a,
7b of the elongate member is clamped between a rotating
piece 515 and the bottom wall of the recess 512i.
[0067] In the example of FIG 11, the compression
member 614 is a circlip and the main body has a periph-
eral groove 612i for receiving the free end portions 7a,
7b of the elongate member and the compression member
614. The free end portions 7a, 7b are inserted and
clamped between the bottom of the groove 612i and the
compression member 614.
[0068] The compression member 614 could also be a
fastening collar.
[0069] The peripheral groove 612i may extend along
the entire circumference of the main body 612, or along
a part of it.
[0070] In the example of FIG 13, the second fastening
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device or means comprise a screw 764 and a compres-
sion member 714 which is provided with a through hole
760. The main body 712 of the bone fixing system 710
is provided with a threaded hole 762 aligned with said
through hole 760. The shaft 764b of the screw 764 passes
through said through hole 760 and is threadably engaged
with the threaded hole 762. The head 764a of the screw
764 is intended to lean against the upper surface of the
compression member 714. The compression member
714 and the main body 712 both define clamping surfaces
between which the free end portions 7a, 7b of the elon-
gate member may be inserted and clamped, said free
end portions being clamped by screwing the screw 764
into the main body 712.
[0071] In the example of FIG 13, the first fastening de-
vice or means comprise a seat part 766 for receiving a
portion of the rod 5, the seat part 766 facing the interme-
diate portion 7c of the elongate member 7, said portion
of rod 5 being clamped between the seat part 766 and
the intermediate portion 7c of the elongate member by
tightening the elongate member 7 (i.e. by pulling on the
free end portions 7a, 7b of the elongate member 7). Pref-
erably, the seat part 766 is a clip for holding the rod 5.
For instance, the seat part 766 is delimited by two open
arms 763 with certain elasticity, said arms 763 partially
surrounding the rod 5.
[0072] Turning now to FIG 15, the bone fixing system
10 of FIGS 1-3 is shown in a tightened position around
a vertebra V. More precisely, the intermediate portion 7c
of the elongate member 7 surrounds the transverse proc-
ess TP of the vertebra.
[0073] By pulling on the ends of the elongate member
7, the compression member 14 of the system 10 comes
into contact with the transverse process TP.
[0074] The compression member 14 may be made in
a soft material, in order to avoid damaging the vertebra
V and/or to allow a limited amount of relative movement
between the vertebra V and the system 10, and thus be-
tween the vertebra V and the rod 5, thereby providing a
dynamic stabilization effect. More particularly, compared
to the material which makes up the main body 12 and
which is preferably rigid, the material of the compression
member 14 is softer.
[0075] In order to improve the cushioning effect and/or
the dynamic stabilization effect, the compression mem-
ber 14’ may be provided with at least one peripheral
groove 19’ on its side faces. Such a peripheral groove
19’ makes the deformation of the compression member
14’ easier and allows the member 14’ to bend laterally
and to compress axially. Thus a limited amount of relative
movement (including pivoting movement) between the
vertebra V and the system 10 is allowed, as illustrated
by the double arrow P on FIG. 16.

Claims

1. A bone fixing system (10) for fixing a rod (5) to a

bone, comprising:

a conformable elongate member (7) having a
first free end portion (7a), a second free end por-
tion (7b), and an intermediate portion (7c) ther-
ebetween, the intermediate portion being adapt-
ed to surround the bone;
a main body (12), the main body comprising:

a main part (12a) with openings (30) provid-
ed so that a portion of the rod may be loaded
into the main body via the openings;
a bottom part (12b) located under the main
part; and
internal passages (43, 44) disposed in the
main body in which the first and second free
end portions of the elongate member are
inserted;
a compression member (14) disposed un-
der the bottom part of the main body;

a first screw (26) engaging with the compression
member through the bottom part of the main
body, the first screw having an external thread
for engaging the compression member, wherein
driving the first screw relative to the compression
member locks the first and second end portions
in position; and
a closure member (32) engaging with the main
body, wherein the portion of the rod may be
clamped between the main body and the closure
member by threadably moving the closure mem-
ber relative to the main body.

2. The bone fixing system of claim 1, wherein the main
body is provided with a first thread (13b) for engage-
ment with a second thread (32a) provided on the
closure member.

3. The bone fixing system of claim 2, wherein the clo-
sure member has an external thread engaging with
an internal thread of the main part.

4. The bone fixing system of claim 3, wherein the clo-
sure member further comprises a socket head (32b)
for driving it in rotation.

5. The bone fixing system of any of claims 1-4, wherein
each internal passage has two ends (43a/44a,
43b/44b) and opens at one end onto an outer face
of the main body.

6. The bone fixing system of any of claims 1-5, wherein
the first screw has a screw head (26a) having a pro-
file (28) that allows the first screw to be driven.

7. The bone fixing system of claim 6, wherein the screw
head is a socket head.
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8. The bone fixing system of claim 1, wherein the com-
pression member (14) is movable relative to the bot-
tom part, the compression member and the bottom
part defining clamping surfaces (14c, 12c) between
which the first and second free end portions of the
elongate member may be inserted.

9. The bone fixing system of claim 8, wherein when the
first screw is driven, a shaft (26b) comprising the
external thread of the first screw engages with a
threaded hole (24) of the compression member and
the clamping surfaces are brought closer together.

10. The bone fixing system of claim 9, wherein the end
portions are locked in position by clamping between
the clamping surfaces.

Patentansprüche

1. Knochenfixierungssystem (10) zum Fixieren einer
Stange (5) an einem Knochen, umfassend:

ein anpassbares längliches Element (7), das ei-
nen ersten freien Endabschnitt (7a), einen zwei-
ten freien Endabschnitt (7b) und einen Zwi-
schenabschnitt (7c) dazwischen aufweist, wo-
bei der Zwischenabschnitt dafür ausgelegt ist,
den Knochen zu umgeben;
einen Hauptkörper (12), wobei der Hauptkörper
Folgendes umfasst:

einen Hauptteil (12a) mit Öffnungen (30),
die bereitgestellt sind, damit ein Abschnitt
der Stange über die Öffnungen in den
Hauptkörper eingelegt werden kann;
einen Unterteil (12b), der sich unter dem
Hauptteil befindet; und
interne Durchgänge (43, 44), die im Haupt-
körper angeordnet sind, in welche der erste
und der zweite freie Endabschnitt des läng-
lichen Elements eingeführt werden;
ein Kompressionselement (14), das unter
dem Unterteil des Hauptkörpers angeord-
net ist;

eine erste Schraube (26), die in das Kompres-
sionselement durch den Unterteil des Hauptkör-
pers eingreift, wobei die erste Schraube ein Au-
ßengewinde für den Eingriff in das Kompressi-
onselement aufweist, wobei das Treiben der
ersten Schraube relativ zum Kompressionsele-
ment den ersten und den zweiten Endabschnitt
in Position sichert; und
ein Verschlusselement (32), das in den Haupt-
körper eingreift, wobei der Abschnitt der Stange
zwischen dem Hauptkörper und dem Verschlus-
selement geklemmt werden kann, indem eine

schraubende Bewegung des Verschlussele-
ments relativ zum Hauptkörper erfolgt.

2. Knochenfixierungssystem nach Anspruch 1, wobei
der Hauptkörper mit einem ersten Gewinde (13b) für
den Eingriff in ein am Verschlusselement bereitge-
stelltes zweites Gewinde (32a) versehen ist.

3. Knochenfixierungssystem nach Anspruch 2, wobei
das Verschlusselement ein Außengewinde auf-
weist, das in ein Innengewinde des Hauptteils ein-
greift.

4. Knochenfixierungssystem nach Anspruch 3, wobei
das Verschlusselement ferner einen Innensechs-
kantkopf (32b) umfasst, um es in Drehbewegung zu
versetzen.

5. Knochenfixierungssystem nach einem der Ansprü-
che 1-4, wobei jeder interne Durchgang zwei Enden
(43a/44a, 43b/44b) aufweist und sich an einem Ende
zu einer Außenfläche des Hauptkörpers öffnet.

6. Knochenfixierungssystem nach einem der Ansprü-
che 1-5, wobei die erste Schraube einen Schrauben-
kopf (26a) mit einem Profil (28) aufweist, das das
Treiben der ersten Schraube erlaubt.

7. Knochenfixierungssystem nach Anspruch 6, wobei
der Schraubenkopf ein Innensechskantkopf ist.

8. Knochenfixierungssystem nach Anspruch 1, wobei
das Kompressionselement (14) relativ zum Unterteil
bewegbar ist, wobei das Kompressionselement und
der Unterteil Klemmflächen (14c, 12c) definieren,
zwischen denen der erste und der zweite freie En-
dabschnitt des länglichen Elements eingeführt wer-
den können.

9. Knochenfixierungssystem nach Anspruch 8, wobei,
wenn die erste Schraube getrieben wird, ein Schaft
(26b) umfassend das Außengewinde der ersten
Schraube in ein Gewindeloch (24) des Kompressi-
onselements eingreift und die Klemmflächen einan-
der nähergebracht werden.

10. Knochenfixierungssystem nach Anspruch 9, wobei
die Endabschnitte durch Klemmen zwischen den
Klemmflächen in Position gesichert werden.

Revendications

1. Système de fixation d’os (10) permettant la fixation
d’une tige (5) à un os, comprenant :

un élément allongé adaptable (7) possédant une
première partie d’extrémité libre (7a), une se-
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conde partie d’extrémité libre (7b) et une partie
intermédiaire (7c) entre celles-ci, ladite partie in-
termédiaire étant adaptée pour entourer l’os ;
un corps principal (12), ledit corps principal
comprenant :

une partie principale (12 a) avec des ouver-
tures (30) prévues pour qu’une partie de la
tige puisse être chargée dans le corps prin-
cipal par l’intermédiaire des ouvertures ;
une partie inférieure (12b) située sous la
partie principale ; et des passages internes
(43, 44), disposés dans le corps principal et
dans lesquels les première et seconde par-
ties d’extrémité libres de l’élément allongé
sont insérées ;
un élément de compression (14) disposé
sous la partie inférieure du corps principal ;
une première vis (26) se mettant en prise
avec l’élément de compression à travers la
partie inférieure du corps principal, la pre-
mière vis possédant un filetage externe
destiné à se mettre en prise avec l’élément
de compression, ledit entraînement de la
première vis par rapport à l’élément de com-
pression bloquant les première et seconde
parties d’extrémité en position ; et
un élément de fermeture (32) se mettant en
prise avec le corps principal, ladite partie de
la tige pouvant être serrée entre le corps
principal et l’élément de fermeture en dé-
plaçant par filetage l’élément de fermeture
par rapport au corps principal.

2. Système de fixation d’os selon la revendication 1,
ledit corps principal étant pourvu d’un premier fileta-
ge (13b) destiné à se mettre en prise avec un second
filetage (32a) disposé sur l’élément de fermeture.

3. Système de fixation d’os selon la revendication 2,
ledit élément de fermeture possédant un filetage ex-
terne se mettant en prise avec un taraudage de la
partie principale.

4. Système de fixation d’os selon la revendication 3,
ledit élément de fermeture comprenant en outre une
tête creuse (32b) permettant d’entraîner ce dernier
en rotation.

5. Système de fixation d’os selon l’une quelconque des
revendications 1 à 4, chaque passage interne pos-
sédant deux extrémités (43a/44a, 43b/44b) et
s’ouvrant à une extrémité sur une face externe du
corps principal.

6. Système de fixation d’os selon l’une quelconque des
revendications 1 à 5, ladite première vis possédant
une tête de vis (26a) présentant un profil (28) qui

permet à la première vis d’être entraînée.

7. Système de fixation d’os selon la revendication 6,
ladite tête de vis étant une tête creuse.

8. Système de fixation d’os selon la revendication 1,
ledit élément de compression (14) étant mobile par
rapport à la partie inférieure, ledit élément de com-
pression et ladite partie inférieure définissant des
surfaces de serrage (14c, 12c) entre lesquelles les
première et seconde parties d’extrémité libres de
l’élément allongé peuvent être insérées.

9. Système de fixation d’os selon la revendication 8,
lorsque la première vis est entraînée, un arbre (26b)
comprenant le filetage externe de la première vis
venant en prise avec le trou taraudée (24) de l’élé-
ment de compression et lesdites surfaces de serrage
étant réunies ensemble.

10. Système de fixation d’os selon la revendication 9,
lesdites parties d’extrémité étant bloquées en posi-
tion par serrage entre les surfaces de serrage.
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