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Description

BACKGROUND

[0001] The present disclosure relates to a two-wire
field device, and particularly to a technique for enhancing
noise resistance of a two-wire field device having a sen-
sor portion.
[0002] A two-wire field device having a sensor portion
for measuring a physical amount is configured to be op-
erated by a constant voltage supplied from a direct cur-
rent power supply device through a loop wiring and also
to convert a measuring result of the sensor portion to a
direct current value to output the value to the loop wiring.
Recently, a technique in which a direct current signal
overlapped with digital data is transmitted and received
is widely performed.
[0003] In Patent Document 1, as shown in Figs. 6A and
6B, in a field device having an effective capacitance Ceff,
in order to prevent charges accumulated in the capaci-
tance from being discharged into a loop wiring, a diode
D as a rectifying element is connected in series to an
input side (Fig. 6A) or to a plus side and a minus side
(Fig. 6B). Also, in order to escape a high frequency noise,
which flows through the loop wiring, to the ground, ca-
pacitors Ch and Cl are respectively connected to the plus
side and the minus side. Meanwhile, the diode D is con-
figured in three stages for a redundancy structure, but
may be configured in one stage.
[0004] [Patent Document 1] International Patent Pub-
lication No. WO95/34027
[0005] Figs. 7A and 7B are views schematically show-
ing an impedance circuit including the effective capaci-
tance Ceff by means of circuit blocks of an actual field
device. Namely, the field device has a current output cir-
cuit 310, a power supply circuit/control circuit 320 and a
sensor circuit 330. Meanwhile, elements of a direct power
supply system connected to the loop wiring are omitted.
[0006] Fig. 7A is a case where a diode 340 as a recti-
fying element is connected to a plus side of a terminal
portion, corresponding to Fig. 6A. Fig. 7B is a case where
a diode 340 is connected to a plus side of a terminal
portion and a diode 350 is connected to a minus side of
the terminal portion, corresponding to Fig. 6B.
[0007] The current output circuit 310 controls a current
to be flowed into the loop wiring. The power supply cir-
cuit/control circuit 320 includes a power supply circuit for
supplying electric power, which has been supplied there-
to through the loop wiring, to each circuit and a control
circuit for calculating a signal from the sensor circuit 330
and determining a current to be flowed into the loop wir-
ing. Impedance Za of the current output circuit 310 is
designated as Za and impedance of the power supply
circuit/control circuit 320 is designated as Zb.
[0008] The sensor circuit 330 measures a physical
amount and transmits the physical amount to the power
supply circuit/control circuit 320. Herein, the sensor cir-
cuit 330 is a grounding type in which a reference point

thereof is grounded. Accordingly, impedance Zsh (plus
side) and impedance Zsl (minus side) exist with respect
to the ground due to stray capacitance and the like.
[0009] In the field device, a parallel circuit, which is
constituted of the power supply circuit/control circuit 320
and the sensor circuit 330, and the current output circuit
310 are generally connected to the loop wiring in a state
that the parallel circuit and the current output circuit 310
are connected in series with each other, and the current
output circuit 310 is arranged on the plus side.
[0010] Herein, it is assumed that a common-mode
noise Vn, which is a noise having an identical phase on
the plus side and the minus side and measured with re-
spect to the ground, is mixed in the loop wiring of the field
device. The common-mode noise Vn is occurred due to
electromagnetic interference, such as unnecessary ra-
diation.
[0011] The common-mod noise Vn influences the plus
side of the sensor circuit 330 by means of a path A ex-
tending from the loop wiring through the current output
circuit 310 to the plus side of the sensor circuit 330 and
also influences the minus side of the sensor circuit 330
by means of a path B extending from the loop wiring to
the minus side of the sensor circuit 330.
[0012] In the path A of the circuit of Fig. 7A, the com-
mon-mode noise Vn is rectified by the diode 340 and the
capacitor Ch, and also a noise divided by the impedance
Za of the current output circuit 310 and the plus-side im-
pedance Zsh of the sensor circuit 330 is applied to the
plus side of the sensor circuit 330. Because the imped-
ance Za of the current output circuit 310 is generally large,
an influence of the noise on the sensor circuit 330 is rel-
atively small.
[0013] On the other hand, in the path B of the circuit
of Fig. 7A, a component of the common-mode noise,
which cannot be removed by the capacitor Cl, is directly
applied to the sensor circuit 330. Accordingly, noise re-
sistance of the sensor circuit 30 is deteriorated.
[0014] Contrarily, in the circuit of Fig. 7B, a path A is
the same as that of Fig. 7A, but a path B is configured
so that a noise rectified by the diode 350 and the capacitor
Cl is applied to the sensor circuit 330. Accordingly, the
noise component is not directly applied to the sensor cir-
cuit 330, thereby preventing deterioration of noise resist-
ance.
[0015] In a case of focusing on a magnitude of noise
applied to the sensor circuit 330, as shown in Fig. 7B,
diodes are preferably connected to both of the plus-side
path A and the minus-side path B.
[0016] However, if diodes are connected to both of the
plus-side path A and the minus-side path B, forward drop
voltages of the diodes are applied to both of the plus side
and the minus side, thereby increasing the lowest oper-
ation voltage of the field device. Also, because rectifying
is performed on both of the plus side and the minus side,
a direct voltage is occurred between an nA point and an
nB point in the figure, thereby causing a negative effect
that it is necessary to increase a withstand voltage of a
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circuit inside of the field device. US 2006/033614 A1 dis-
closes a sensor having two electrical terminals to both
supply energy and to output an output signal of the sen-
sor, wherein the output signal of the sensor can be output
via at least one of the electrical terminals without the use
of a current source.
[0017] DE 22 44 677 B1 discloses an arrangement for
electrically measuring mechanical parameters. A diode
is connected to a voltage impulse frequency transducer
and a measurement value converter via a device for
keeping voltage constant.

SUMMARY

[0018] Exemplary embodiment of the invention pro-
vides a two-wire field device in which noise resistance
thereof can be enhanced without connecting rectifying
elements to both plus and minus sides of a terminal por-
tion thereof.
[0019] Accordingly, there is provided a field device as
set out in independent claim 1. Advantageous develop-
ments are defined in the dependent claims.
[0020] According to the present invention, noise resist-
ance of a two-wire field device can be enhanced without
connecting rectifying elements to both plus and minus
sides of a terminal portion thereof.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021]

Fig. 1 is a block diagram schematically showing a
circuit configuration of a field device according to the
present embodiment.
Figs. 2A and 2B are views explaining noise of a case
where a diode is not used.
Figs. 3A and 3B are views explaining noise of a case
where a diode is used.
Fig. 4 is a block diagram schematically showing an-
other example of the circuit configuration of the field
device according to the embodiment.
Fig. 5 is a view showing a circuit having an inductor
connected in series to a diode.
Figs. 6A and 6B are views showing a circuit having
a diode connected thereto to prevent an effective
capacitance from being discharged.
Figs. 7A and 7B are views schematically showing an
impedance circuit including an effective capacitance
by means of circuit blocks of an actual field device.

DETAILED DESCRIPTION

[0022] Embodiments of the present invention will be
described with reference to the accompanying drawings.
Fig. 1 is a block diagram schematically showing a circuit
configuration of a field device 100 according to the
present embodiment. As shown in this figure, the field
device 100, which is connected to a two-wire loop wiring,

has, as a main body portion, a current output circuit 110,
a power supply circuit/control circuit 120 and a sensor
circuit 130, and also has, as a terminal portion, a diode
140, which is a rectifying element, and capacitors Ch and
Cl. Meanwhile, because this figure focuses on a com-
mon-mode noise mixed in the loop wiring, elements of a
direct power supply system connected to the loop wiring
are omitted.
[0023] The current output circuit 110 controls a current
to be flowed into the loop wiring. The power supply cir-
cuit/control circuit 120 includes a power supply circuit for
supplying electric power, which has been supplied there-
to through the loop wiring, to each circuit and a control
circuit for calculating a signal from the sensor circuit 130
and determining a current to be flowed into the loop wir-
ing. Impedance Za of the current output circuit 110 is
designated as Za and impedance of the power supply
circuit/control circuit 120 is designated as Zb.
[0024] The capacitors Ch and Cl are capacitors for es-
caping a high frequency noise, which flows through the
loop wiring, to the ground and are respectively connected
to plus and minus sides. Specifically, the capacitor Ch is
connected between the ground and a plus-side connec-
tion point between the terminal portion and the main body
portion, and the capacitor Cl is connected between the
ground and a minus-side connection point between the
terminal portion and the main body portion.
[0025] The sensor circuit 130 is intended to measure
a physical amount and transmit the physical amount to
the power supply circuit/control circuit 120. Herein, the
sensor circuit 130 is a grounding type in which a reference
point thereof is grounded. Accordingly, impedance Zsh
(plus side) and impedance Zsl (minus side) exist with
respect to the ground due to stray capacitance and the
like.
[0026] In the field device 100, a parallel circuit, which
is constituted of the power supply circuit/control circuit
120 and the sensor circuit 130, and the current output
circuit 110 are connected to the loop wiring via the ter-
minal portion in a state that the parallel circuit and the
current output circuit 110 are connected to in series with
each other, and the current output circuit 110 is arranged
on the plus side.
[0027] In the present embodiment, the diode 140 is
connected to only the minus side of terminal portion, in
which the sensor circuit 130 is arranged. Specifically, the
diode 140 is arranged on a wiring path in the terminal
portion, which is directly connected with the sensor circuit
130. At this time, the diode 140 is connected to a noise
generation side, rather than the capacitor Cl. Namely, a
noise rectified in the diode 140 is applied to the capacitor
Cl.
[0028] If a common-mod noise Vn is mixed in the loop
wiring of the field device 100, with a regard to a path A,
a noise component, which is divided by the impedance
Za of the current output circuit 110 and the plus-side im-
pedance Zsh of the sensor circuit 130, of noise compo-
nents, which cannot be removed by the capacitor Ch, is
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applied to the plus side of the sensor circuit 130.
[0029] Namely, when the noise applied to the plus side
of the sensor circuit 130 is designated as Vnoize, Vnoize
is calculated as Vnoize6Zsh/(Zsh+Za)·Vn.
[0030] The current output circuit 110 is typically em-
bodied as a current mirror circuit or a constant current
circuit, and in general, Za is an impedance of about 100
kΩ to 10 kΩ. Also, because the plus-side impedance Zsh
of the sensor circuit 130 is about 100 kΩ, the noise ap-
plied to the sensor circuit 130 becomes about 1/2 of the
common mode noise, so that an influence of the noise
on the sensor circuit 130 is relatively small.
[0031] With regard to a path B, a noise rectified by the
diode 140 and the capacitor Cl is applied to the minus
side of the sensor circuit 130. Namely, with regard to both
of the path A and the path B, noises are not directly ap-
plied to the sensor circuit 130.
[0032] For example, in a case where, as shown in Fig.
2A, the common-mode noise Vn is 5 Vpp and 10 kHz
and the capacitor Cl is 1 mF, when the diode 140 is not
connected to the path B, a noise having an amplitude of
5V as shown in Fig. 2B is applied to the sensor circuit
130, thereby causing a large noise current to be flowed
therethrough.
[0033] Contrarily, when the diode 140 is connected to
the path B as shown in Fig. 3A, an influence of the noise
on the sensor circuit 130 becomes small because an al-
ternating noise having a small amplitude as shown in Fig.
3B is applied to the sensor circuit 130.
[0034] In the example of the figure, the common mode-
noise Vn is 5 Vpp and 10 kHz, the capacitor Cl is 1 mF,
and a saturation current of the diode 140 is 100 nA. Be-
cause a forward current of the diode 140 is large, a charg-
ing time of the capacitor C is very short so that a greater
part of a period thereof is a discharging time and thus a
current flowing at this time becomes the saturation cur-
rent. Because the frequency of the common-mode noise
is 10 kHz, a time period, during which the saturation cur-
rent flows, becomes generally 100 ms. A voltage change
V in a capacitor when a constant current i flows through
the capacitor during a time period of t is obtained as
V=1/C·i·t, and therefore in this case, the noise amplitude
is 0.15 V.
[0035] As described above, according to the field de-
vice 100 of the present embodiment, a rectifying element
is connected to only the sensor circuit 130 side of the
terminal portion in an internal circuit thereof having the
current output circuit 110 and the sensor circuit 130 con-
nected in series to each other. Accordingly, in one path,
a noise divided by the sensor circuit 130 and the current
output circuit 110 is applied to the sensor circuit 130 and
in the other path, a noise rectified by the rectifying ele-
ment is applied to the sensor circuit 130, so that noise
resistance of the field device 100 can be enhanced with-
out increasing the lowest operation voltage or increasing
a withstand voltage of the internal circuit. The rectifying
element may be constituted of a bipolar transistor or a
CMOS transistor, instead of the diode.

[0036] Alternatively, although in the example shown in
Fig. 1, the current output circuit 110 is arranged on the
plus side and thus the diode 140 is connected to the
minus side of the terminal portion, as shown in Fig. 4,
the diode 140 may be connected to the plus side of the
terminal portion when the current output circuit 110 is
arranged on the minus side. Specifically, the diode 140
is arranged on a wiring path in the terminal portion, which
is directly connected with the sensor circuit 130.
[0037] Also, as shown in Fig. 5, an inductor or a ferrite
bead may be provided to be connected in series with the
diode 140. Thus, a band in which noise can be reduced
is widened so the noise resistance can be further en-
hanced. Specifically, a noise a having high frequency
band is limited by the inductor and a noise having a fre-
quency band lower than that is limited by the diode 140.
In addition, by combining the diode 140 with the inductor,
noise can be reduced without using a large inductor.

Claims

1. A field device (100) comprising:

a current output circuit (110);
a sensor circuit (130); and
a terminal portion including a rectifying element
(140),
wherein the current output circuit (110) and the
sensor circuit (130) are connected to a two-wire
loop wiring via the terminal portion in a state that
the current output circuit (110) and the sensor
circuit (130) are connected in series with each
other, and
wherein the rectifying element (140) is connect-
ed to only a sensor circuit side of the terminal
portion.

2. The field device (100) according to claim 1, wherein
the terminal portion comprises a grounded capacitor
(Cl) connected between the rectifying element (140)
and the sensor circuit (130).

3. The field device (100) according to claim 1 or 2,
wherein the sensor circuit (130) is a grounding type
in which a reference point thereof is grounded.

4. The field device (100) according to any one of claims
1 to 3, wherein the terminal portion comprises an
inductor (L) connected in series with the rectifying
element (140).

Patentansprüche

1. Feldvorrichtung (100) aufweisend:

eine Stromausgabeschaltung (110);
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eine Sensorschaltung (130); und
einen Anschlussabschnitt, der ein Gleichrichter-
element (140) umfasst,
wobei die Stromausgabeschaltung (110) und
die Sensorschaltung (130) mit einer Zweidraht-
schleifenverdrahtung über den Anschlussab-
schnitt in einem Zustand verbunden sind, in wel-
chem die Stromausgabeschaltung (110) und die
Sensorschaltung (130) in Reihe geschaltet sind,
und
wobei das Gleichrichterelement (140) nur mit ei-
ner Sensorschaltungsseite des Anschlussab-
schnitts verbunden ist.

2. Feldvorrichtung (100) nach Anspruch 1, wobei der
Anschlussabschnitt einen geerdeten Kondensator
(C1) aufweist, der zwischen dem Gleichrichterele-
ment (140) und der Sensorschaltung (130) verbun-
den ist.

3. Feldvorrichtung (100) nach Anspruch 1 oder 2, wo-
bei die Sensorschaltung (130) von einem Er-
dungstyp ist, bei welchem ein Bezugspunkt dessel-
ben geerdet ist.

4. Feldvorrichtung (100) nach einem der Ansprüche 1
bis 3, wobei der Anschlussabschnitt eine Spule (L)
aufweist, die mit dem Gleichrichterelement (140) in
Reihe geschaltet ist.

Revendications

1. Dispositif de champ (100) comprenant :

un circuit de sortie de courant (110) ;
un circuit de capteur (130) ; et
une portion de borne comportant un élément de
redressement (140),
dans lequel le circuit de sortie de courant (110)
et le circuit de capteur (130) sont raccordés à
un câblage en boucle à deux fils par l’intermé-
diaire de la portion de borne dans un état où le
circuit de sortie de courant (110) et le circuit de
capteur (130) sont raccordés en série l’un à
l’autre, et
dans lequel l’élément de redressement (140) est
raccordé uniquement à un côté de circuit de cap-
teur de la portion de borne.

2. Dispositif de champ (100) selon la revendication 1,
dans lequel la portion de borne comprend un con-
densateur mis à la terre (Cl) raccordé entre l’élément
de redressement (140) et le circuit de capteur (130).

3. Dispositif de champ (100) selon la revendication 1
ou 2, dans lequel le circuit de capteur (130) est un
type de mise à la terre dans lequel un point de réfé-

rence de celui-ci est mis à la terre.

4. Dispositif de champ (100) selon l’une quelconque
des revendications 1 à 3, dans lequel la portion de
borne comprend une inductance (L) raccordée en
série à l’élément de redressement (140).
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