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Description

Technical Field

[0001] The following description relates to a conveyor
for conveying loads comprising a load separator device.

Background

[0002] Conveyors comprising a plurality of rollers are
commonly used for transporting loads. The rollers deter-
mine a track on which the loads, such as pallets, are
transported towards a discharge end of the conveyor,
where the loads are unloaded by e.g. a forklift operator.
[0003] In order to enable the forklift operator to easily
extract the end load (i.e. the first load reaching the dis-
charge end), in particular by preventing the accumulation
of other loads exerting pressure against the end load, a
load separator device is commonly used in proximity of
the discharge end. The load separator device is config-
ured to isolate at least the end load, located downstream
on the conveyor, with respect to the other loads which
are waiting upstream.
[0004] These separator devices comprise a pedal and
a stop, interconnected by a pole or a tie-shaped linking
rod as coupling. The pedal is accommodated at the end
of the conveyor and is designed to be actuated by the
end load. The stop is used to retain the upstream loads
in order to separate them from the load located at the
downstream end. This stop is brought into active sepa-
rating position by the pedal when the latter is actuated
by the end downstream load and it is deactuated when
said downstream load is removed. The removal allows
the following load to take its place at the discharge end
and actuates, in turn, the pedal as well as the retaining
stop for the other loads.
[0005] DE 3129318 A1 describes a separator device
comprising a stop bolt articulated on a leg of a toggle
lever and connected via a linkage to a pedal. The pedal
is connected to two springs, wherein one spring is pushed
all the way to the toggle lever, when downward pressure
is applied to the pedal, in order to trigger the stop bolt by
pushing it upward. The other spring automatically releas-
es the stop bolt once the pressure applied to the pedal
ceases.
[0006] GB 2 236 294 A discloses a conveyor according
to the preamble of claim 1 comprising a plurality of rollers
mounted for rotation of respective locations along a track,
with the axes of the rollers disposed transversely to the
track, wherein, at least one of said locations, there is
provided, instead of a conventional such roller, separator
means and a roller of reduced length. Thus support is
provided at the location for a transverse pallet runner.
Separator means and roller may be supported in the
same housing.
It is an object of the invention to provide an alternative
and improved separator device for a conveyor. This ob-
ject is solved by a device defined in the independent

claim. Preferred embodiments are subject of the depend-
ent claims.

Summary

[0007] According to one aspect of the invention, a con-
veyor for conveying loads along a conveying direction
comprises a frame arranged in the conveying direction
and a plurality of rollers mounted in the frame and ar-
ranged rotatable in the conveying direction. To provide
a separating function, the conveyor further comprises a
trigger pedal movable between an idle position and an
engaged position, a separator stop movable between a
retracted position and a protruding position, and a cou-
pling between the trigger pedal and the separator stop
for transmitting to the separator stop a movement applied
to the trigger pedal.
[0008] The tops of the plurality of rollers may be seen
as forming a conveying surface. In other words, the top
sides of the cylinder mantles of the rollers may be virtually
joined to form a conveying surface parallel to the surface
defined by the frame. The idle position is the position of
the trigger pedal when the separator stop is not activated,
i.e. when the separator stop is in the retracted position
below the conveying surface. In this position, the trigger
pedal is ready to be activated or engaged by an oncoming
load or by any force applied to it. The movement out of
the idle position may be caused by a load moving along
the conveyor and moving the trigger pedal with its weight.
After the trigger pedal has been moved into the engaged
position, the trigger pedal remains in said position.
[0009] The retracted position of the separator stop is
the position in which the separator stop is below the con-
veying surface. Thus, the separator stop does not interact
with the loads when in the retracted position, since the
loads are conveyed above the conveying surface. When
a movement is applied to the trigger pedal, e.g. when a
pressure or force is exerted on the trigger pedal by a load
from a lateral direction, the coupling moves the separator
stop from the retracted position into the protruding posi-
tion. When in the protruding position, the separator stop
protrudes above the conveying surface, i.e. beyond the
rollers. Consequently, the separator stop can serve as a
barrier for a load subsequent to an end load that has
engaged the trigger pedal.
The frame of the conveyor has an end portion positioned
after the plurality of rollers in the conveying direction. The
end portion of the frame is located within the discharge
area of the conveyor from which the loads are unloaded.
The trigger pedal is arranged within the end portion.
Exemplarily, the end portion may be a block placed or-
thogonally to two lateral beams, which are part of the
frame. The end portion may have a length equal to the
distance between the two lateral beams. The end portion
may comprise an internal wall, a top panel and an exter-
nal wall, with the walls being parallel to the rollers and
transversal to the lateral beams. The block preferably
consists of a profile e.g. of metal.
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The external wall may be farther from the rollers than the
internal wall and may extend from the base of the lateral
beams (or below) to a height above the rollers and the
lateral beams. The external wall may be connected to
the frame, directly and/or via additional lateral walls. The
external wall may be joined to the top panel at its upper
end. Opposite to the external wall, the internal wall may
be joined to the top panel. The internal wall may extend
downwards without reaching the conveying surface; in
other words, a gap may be formed between the lower
end of the internal wall and the conveying surface. Ac-
cording to the invention, the interior of the end portion
(profile) is hollow to accommodate the trigger pedal. The
trigger pedal in the idle position may at least partly pro-
trude from the gap in the direction opposite the conveying
direction, so that it can engaged by an incoming load.
According to the invention, the load, upon its arrival,
pushes the trigger pedal through the gap further into the
end portion, i.e. into the hollow space of the end portion,
subsequently triggering the coupling to transmit the
movement to the separator stop. In one example, the
trigger pedal may pivot or rotate about an axis when sub-
ject to pressure or force.
Compared to the trigger pedals known from the state of
the art, the trigger pedal of the conveyor according to the
invention is integrated into the end portion of the frame.
This results in the rollers extending all the way until the
end of the conveyor, without any gap. The absence of a
gap makes the unload operation safer for an operator
when the conveyor is e.g. situated on a mezzanine or in
a picking tower.
Also, such a trigger pedal forms a part of the conveyor,
allowing for a more compact device. Furthermore, this
entails an assembly advantage over the state of the art,
facilitating the installation on site.
Also a walk-in to the conveyor for maintenance work is
much safer without any gap. According to a preferred
embodiment, the coupling comprises a knee-joint or tog-
gle mechanism and it is configured to pull the separator
stop in the protruding position and to push the separator
stop in the retracted position.
Exemplarily, the motion of the separator stop may be
steered by the knee-joint mechanism to which the sep-
arator stop may be joined. The knee-joint mechanism
may comprise a first bar and a second bar connected by
a joint. The bars may rotate with respect to each other
on the common axis of the joint, wherein the angle be-
tween the bars is limited to a certain range, e.g. it is con-
strained to be at most a bit above 180° (e.g. 181°) to
ensure the self-locking but not too much above in order
not to require too high forces for unlocking. For angles
much greater than 180°, the knee-joint would require rel-
atively high forces to be unlocked. The bars may for ex-
ample be connected by a hinge. In another example, the
first bar may comprise an arm extending at least partly
over the second bar and the second bar may comprise
a stopper on it. When the bars are at an angle of about
180°, the stopper on the second bar may serve as a bar-

rier for the arm of the first bar and stop its movement.
[0010] The overall extension of the knee-joint mecha-
nism is at its maximum when the bars are at an angle of
about 180° (e.g. 181°). The knee-joint mechanism may
be mounted within the frame such that the bars are or-
thogonal to the lateral beams and to the conveying plane
when at an angle of about 180°. Therefore the separator
stop may be joined to the bar in the upper position and
the protruding position of the separator stop may corre-
spond to the position of the bars at about 180° in the
knee-joint mechanism. Conversely, the bars may be at
an angle lower than about 180° when the separator stop
is in the retracted position.
[0011] The coupling may further comprise at least one
rod. The trigger pedal may be connected via the rod to
the knee-joint mechanism, more precisely to the joint be-
tween the two bars. When the trigger pedal is pushed
into the end portion of the frame by a load, the rod is
pulled towards the trigger pedal and transmits this pulling
to the knee-joint mechanism, bringing the bars at about
180° and, thus, the separator stop in the protruding po-
sition. When the trigger pedal returns to its idle position,
the rod is pushed towards the knee-joint mechanism,
making the bars rotate away from the position at about
180° and bringing the separator stop in the retracted po-
sition.
[0012] Advantageously, the knee-joint mechanism is
used in direct "push-pull" mode without using any addi-
tional kinematics to reverse the rod motion and no spring
or lever is needed to release the separator stop. There-
fore, the separating device according to the present in-
vention is capable of providing a separating function with
a simpler structure that requires less components. Addi-
tionally, no linkage elements stick out of the side profile
of the frame, thereby facilitating the installation on site.
[0013] Furthermore, the separator stop does not follow
a trajectory orthogonal to the conveying plane when
switching from the protruding position to the retracted
position and vice versa, but rather it follows an arc. This
lowers the friction between the separator stop and the
load bearing against it, improving the mechanism of re-
lease of the separator stop.
[0014] According to another preferred embodiment,
the conveyor comprises a release mechanism arranged
in the end portion. In order to bring the trigger pedal back
to its idle position and consequently release the separator
stop, a release mechanism may be provided in the end
portion of the frame. Preferably, the release mechanism
may comprise a hole in the external wall of the end por-
tion. An operator may push the trigger pedal back into
the idle position through the hole, e.g. with his foot. When
the trigger pedal is pushed back in the idle position, the
rod pushes the stop separator in the retracted position,
as explained above.
[0015] Compared to other solutions known in the prior
art, no dedicated unlocking mechanism is required,
wherein conventional unlocking mechanism overhang in
the operator area and/or protrude beyond the frame of
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the conveyor. Therefore the separator device according
to the present invention is more compact and easier to
ship, assemble and to operate. The shipment is made
easier in that the assembled conveyor without overhang
mechanism is more easily stackable and packable and
the risk of damaging the sensitive mechanism is minimal.
Further, a mechanism without any overhang would not
be damaged by a fork-lift.
[0016] Furthermore, the release of the separator stop
does not automatically occur once the load applying pres-
sure on the trigger pedal is removed. The manual release
of the separator stop achieved through the release mech-
anism above enables an operator to flexibly control the
course of the operations.

Brief Description of the Drawings

[0017]

Figure 1 shows a side view and a top view of an
exemplary conveyor.

Figure 2 shows a side view of an exemplary conveyor
in operation.

Figure 3 shows a perspective view of an exemplary
conveyor.

Detailed Description

[0018] In the following text, a detailed description of
examples will be given with reference to the drawings. It
should be understood that various modifications to the
examples may be made. Unless explicitly indicated oth-
erwise, elements of one example may be combined and
used in other examples to form new examples.
[0019] Fig. 1 shows a lateral view (view A) and a top
view (view B) of a conveyor 100. The frame 10 of the
conveyor 100 comprises two beams 11 arranged parallel
to each other in a direction along which loads or goods
can be transported. They form the side boundary of the
conveyor 100 and comprise a fixed position. The frame
10 further comprises an end portion 12 arranged orthog-
onally to and between the beams 11. The end portion 12
may be a profile, which - viewed in cross-section - may
have an external wall 13, a top panel 14 and an internal
wall 15. As can be seen, the free end of the internal wall
15 is located above the conveying surface, in order to
create a gap or open space for the upper part of the trigger
pedal 30, allowing said upper part to be moved into the
hollow interior space created by the aforementioned
walls.
[0020] Multiple rollers or cylinders 20 are arranged
substantially perpendicular to the beams 11 to carry and
transport goods or loads (goods or loads not shown in
Fig. 1). The rollers 20 are mounted rotatable around their
axes to transport the loads.
[0021] Fig. 1 also shows parts of a separator device

comprising a trigger pedal 30, a separator stop 40, and
a part of the coupling 50 (shown in Figure 2), namely two
rods 51, coupling the trigger pedal 30 and the separator
stop 40. Instead of two rods, the coupling 50 may use
poles or stiff wires.
[0022] Fig. 2 shows a lateral view of the conveyor 100
when a load 200 is being conveyed in the direction of the
arrow C. View B follows after view A in time.
[0023] The separator stop 40 consists of a profile ar-
ranged basically parallel to the rollers 20 and extending
between the lateral beams 11 of the frame 10. The trigger
pedal 30 consists of a block or a profile basically parallel
to the rollers 20 and perpendicular to the beams 11. The
trigger pedal 30 is arranged within the end portion 12. In
particular, in the engaged position the upper part of the
trigger pedal 30 is contained inside a hollow portion of
the end portion 12. In the idle position, the upper part of
the trigger pedal 30 is at least partly protruding outside
the hollow portion of the end portion 12 so that an on-
coming load can easily activate the trigger pedal 30.
[0024] Fig. 2 shows that the coupling 50 comprises one
of the rods 51 and a corresponding knee-joint mechanism
52. Following that, two rods 51 require two knee-joint
mechanism that are preferably identical. The separator
stop 40 is part of the knee-joint mechanism 52. The rods
51 connect the knee-joint mechanism 52 to the trigger
pedal 30.
[0025] The knee-joint mechanism 52 comprises a first
bar 53, a second bar 54 and the separator stop 40. The
first bar 53 is hingedly attached to the lateral beams 11
at joint 55 and hingedly attached to the second bar 54
via joint 57. The second bar 54 is attached to the sepa-
rator stop 40, which is hingedly attached to the lateral
beams 11 at joint 56. The two bars 53 and 54 can rotate
with respect to each other on a common axis around the
joint 57.
[0026] The angle between the two bars 53 and 54 can
increase from being acute (<180°) to being approximate-
ly straight (about 180°). When the angle between the
bars is about 180°, the bars are in a traction position in
which they are substantially aligned and they reach the
maximum extension in the direction perpendicular to the
beams 11.
[0027] Each of the rods 51 is connected at one end to
the respective knee-joint mechanism 52, specifically at
the joint 57. The other end of the rod 51 is attached to
the upper part of the trigger pedal 30. In order to avoid
tension between the trigger pedal 30 and the rod 51 when
the trigger pedal 30 has moved or pivoted from the idle
position to the engaged position, the connection of the
free end of rod 51 and the trigger pedal 30 is not fixed
but has one degree of freedom. For example, the free
end of rod 51 can be arranged in a long hole or slotted
hole. The main portion of rod 51 is substantially parallel
to the beams 11, preferably below the rollers 20, whereas
its free ends extend upwardly, since the attachments of
the rod 51 to the knee-joint mechanism 52 and the trigger
pedal 30 are situated above the main portion of the rod.
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[0028] View A of Fig. 2 shows the trigger pedal 30 in
the idle position, wherein the trigger pedal 30 partially
protrudes from the end portion 20 towards the rollers 20
and is ready to be engaged by a load. At the same time,
the separator stop 40 is in the retracted position below
the conveying surface because the knee-joint mecha-
nism 52 is not in traction.
[0029] View B of Fig. 2 shows the load 200 reaching
the end portion 12 of the conveyor and pressing with its
weight on the trigger pedal 30. The pressure exerted by
the load 200 makes the trigger pedal 30 tilt in the con-
veying direction, towards the interior of the end portion
12, i.e. farther away from the rollers 20 and the separator
stop 40. The trigger pedal 30 is protected by the end
portion 12 and cannot be overloaded by the load 200,
when the rollers 20 are bent down because of the load
200. The functioning of the trigger pedal 30 is independ-
ent from the weight of the load 200. The coupling 50
formed by the rods 51 and the knee-joint mechanisms
52 is capable of transmitting to the separator stop 40 the
movement applied to the trigger pedal 30. As mentioned,
the rods 51 are connected on one end to the upper part
of the trigger pedal 30, namely the part that comes into
contact with the oncoming loads. On the other end the
rods 51 are connected to the joint 57 between the two
bars 53 and 54 of the knee-joint mechanism 52, so that
a movement of the rods 51 can trigger a rotation of the
bars 53 and 54 around the joint 57.
[0030] In such a configuration, when the trigger pedal
30 is pushed by the load 200, the rods 51 are pulled by
the trigger pedal 30 in the conveying direction and, in
turn, the rods 51 exert a pulling force on the knee-joint
mechanisms 52. The pulling force brings the knee-joint
mechanisms 52 in traction, moving the separator stop 40
from the retracted position to the protruding position
above the conveying surface. Once in the protruding po-
sition, the separator stop 40 presents a barrier substan-
tially orthogonal to the conveying surface and can pre-
vent further oncoming loads from passing the position of
the separator stop 40 and accumulating onto the end
load 200.
[0031] The separator device described above is trig-
gered by the arrival of a load 200 at the end portion 12
of the frame 10 of the conveyor 100. Once the load 200
is removed, the trigger pedal 30 cannot revert from its
engaged position to the idle position but remains in the
engaged position since no springs are provided in the
device. Hence, the separator stop 40 remains in the pro-
truding position and needs to be manually released.
[0032] Fig. 3 shows a perspective view of the conveyor
100, in which a release mechanism in the form of a hole
60 is visible. The hole 60 is provided in the external wall
13 of the end portion 12. Through the hole 60 the trigger
pedal 30 can be pushed in the direction opposite the con-
veying direction back in the idle position. For example,
an operator may use his foot to move the trigger pedal
30. Preferably, the hole 60 is positioned centrally in the
end portion (i.e. approximately equidistant from the sides

of the end portion 12 in the direction parallel to the rollers
20) to better prevent an accidental triggering of the pedal
30 by a fork-lift.
[0033] The force applied to the trigger pedal 30 through
the hole 60 is transmitted via the coupling 50 to the sep-
arator stop 40. In particular, the rods 51 push the joint 57
of the knee-joint mechanisms 52 and make the bars 53
and 54 rotate to a configuration in which there is an acute
angle formed between them. The knee-joint mechanism
52 reduces thereby its extension in the direction perpen-
dicular to the beams 11 and the separator stop 40 is then
lowered from the protruding position into the retracted
position. Therefore, the separator stop 40 is released and
a new load can be conveyed to the end portion 12 of the
conveyor 100.

Claims

1. A conveyor (100) for conveying loads along a con-
veying direction, comprising:

- a frame (10),
- a plurality of rollers (20) mounted in the frame
(10),
- a trigger pedal (30) movable between an idle
position and an engaged position,
- a separator stop (40) movable between a re-
tracted position and a protruding position, and
- a coupling (50) between the trigger pedal (30)
and the separator stop (40) for transmitting to
the separator stop (40) a movement applied to
the trigger pedal (30); wherein the frame (10)
has an end portion (12) positioned after the plu-
rality of rollers (20) in the conveying direction
and the trigger pedal (30) is arranged within the
end portion (12); and

characterized in that in the engaged position, an
upper part of the trigger pedal (30) is contained inside
a hollow portion of the end portion (12) and the trigger
pedal (30) is configured to tilt in the conveying direc-
tion towards the interior of the end portion (12) when
pressure is exerted on the trigger pedal (30) by the
load (200).

2. The conveyor (100) according to claim 1, wherein
the coupling (50) comprises a knee-joint mechanism
(52) and is configured to pull the separator stop (40)
in the protruding position and to push the separator
stop (40) in the retracted position.

3. The conveyor (100) according to claim 1 or 2, further
comprising a release mechanism in the end portion
(12).

4. The conveyor according to claim 3, wherein the re-
lease mechanism comprises a hole (60) in an exter-
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nal wall (13) of the end portion (12).

5. The conveyor according to claim 4, wherein the hole
(60) is centrally positioned in the end portion (12).

6. The conveyor according to one of claims 1 to 5,
wherein the rollers (20) extend all the way until the
end of the conveyor (100) without any gap.

Patentansprüche

1. Förderer zum Fördern von Lasten entlang einer För-
derrichtung, der umfasst:

- einen Rahmen (10),
- eine Vielzahl von Rollen (20), die in dem Rah-
men (10) montiert sind,
- ein Auslösepedal (30), das zwischen einer
Leerlaufposition und einer Eingreifposition be-
weglich ist,
- einen Trenneranschlag (40), der zwischen ei-
ner zurückgezogenen Position und einer vorste-
henden Position beweglich ist, und
- eine Kopplung (50) zwischen dem Auslösepe-
dal (30) und dem Trenneranschlag (40) zum
Übertragen einer auf das Auslösepedal (30) an-
gewendeten Bewegung auf den Trenneran-
schlag (40);

wobei der Rahmen (10) einen Endabschnitt (12) hat,
der in der Förderrichtung nach der Vielzahl von Rol-
len (20) positioniert ist, und das Auslösepedal (30)
innerhalb des Endabschnitts (12) angeordnet ist;
und
dadurch gekennzeichnet, dass ein oberer Teil des
Auslösepedals (30) in der Eingreifposition innerhalb
eine hohlen Abschnitts des Endabschnitts (12) ent-
halten ist und das Auslösepedal (30) aufgebaut ist,
um in der Förderrichtung in Richtung des Inneren
des Endabschnitts (12) zu kippen, wenn von der Last
(200) Druck auf das Auslösepedal (30) ausgeübt
wird.

2. Förderer (100) nach Anspruch 1, wobei die Kopplung
(50) einen Kniegelenkmechanismus (52) umfasst
und aufgebaut ist, um den Trenneranschlag (40) in
die vorstehende Position zu ziehen und den Tren-
neranschlag (40) in die zurückgezogene Position zu
schieben.

3. Förderer (100) nach Anspruch 1 oder 2, der ferner
einen Lösemechanismus in dem Endabschnitt (12)
umfasst.

4. Förderer nach Anspruch 3, wobei der Lösemecha-
nismus ein Loch (60) in einer Außenwand (13) des
Endabschnitts (12) umfasst.

5. Förderer nach Anspruch 4, wobei das Loch (60) in
dem Endabschnitt (12) zentral positioniert ist.

6. Förderer nach einem der Ansprüche 1 bis 5, wobei
die Rollen (20) sich ohne Lücke über den ganzen
Weg bis zu dem Ende des Förderers (100) erstre-
cken.

Revendications

1. Convoyeur (100) permettant de transporter des
charges le long d’une direction de transport,
comprenant :

- un bâti (10),
- une pluralité de rouleaux (20) montés dans le
bâti (10),
- une pédale de déclenchement (30) mobile en-
tre une position de repos et une position enga-
gée,
- une butée de séparation (40) mobile entre une
position rétractée et une position saillante, et
- un accouplement (50) entre la pédale de dé-
clenchement (30) et la butée de séparation (40)
pour transmettre à la butée de séparation (40)
un mouvement appliqué sur la pédale de dé-
clenchement (30) ;

dans lequel le bâti (10) présente une partie d’extré-
mité (12) positionnée après la pluralité de rouleaux
(20) dans la direction de transport et la pédale de
déclenchement (30) est agencée à l’intérieur de la
partie d’extrémité (12) ; et
caractérisé en ce que, dans la position engagée,
une partie supérieure de la pédale de déclenche-
ment (30) est contenue dans une partie creuse de
la partie d’extrémité (12) et la pédale de déclenche-
ment (30) est conçue pour s’incliner dans la direction
de transport vers l’intérieur de la partie d’extrémité
(12) quand une pression est exercée sur la pédale
de déclenchement (30) par la charge (200).

2. Convoyeur (100) selon la revendication 1, dans le-
quel l’accouplement (50) comprend un mécanisme
à joint de rotule (52) et est conçu pour tirer la butée
de séparation (40) dans la position saillante et pour
pousser la butée de séparation (40) dans la position
rétractée.

3. Convoyeur (100) selon la revendication 1 ou 2, com-
prenant en outre un mécanisme de libération dans
la partie d’extrémité (12).

4. Convoyeur selon la revendication 3, dans lequel le
mécanisme de libération comprend un orifice (60)
dans une paroi externe (13) de la partie d’extrémité
(12).
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5. Convoyeur selon la revendication 4, dans lequel l’ori-
fice (60) est positionné de manière centrale dans la
partie d’extrémité (12).

6. Convoyeur selon l’une quelconque des revendica-
tions 1 à 5, dans lequel les rouleaux (20) prolongent
toute la paroi jusqu’à l’extrémité du convoyeur (100)
sans aucun intervalle.
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