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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a cushion for a
patient interface, the patient interface being used in the
treatment, e.g., of Sleep Disordered Breathing (SDB)
with Non-Invasive Positive Pressure Ventilation (NPPV).

BACKGROUND OF THE INVENTION

[0002] The use of NPPV for treatment of SDB such as
Obstructive Sleep Apnea (OSA) was pioneered by Sul-
livan (see U.S. Patent No. 4,944,310). Apparatus for the
treatment of SDB involves a blower which delivers a sup-
ply of air at positive pressure to a patient interface via a
conduit. The patient interface may take several forms,
such as a nasal mask assembly and a nasal and mouth
mask assembly. Patients typically wear a mask assembly
while sleeping to receive the NPPV therapy.
[0003] Mask assemblies typically comprise a rigid shell
or frame and a soft face-contacting cushion. The cushion
spaces the frame away from the patient’s face. The frame
and cushion define a cavity which receives the nose or
nose and mouth. The frame and cushion are held in po-
sition on the patient’s face by a headgear assembly. The
headgear assembly typically comprises an arrangement
of straps which pass along both sides of the patient’s
face to the back or crown of the patient’s head.
[0004] U.S. Patent No. 5,243,971 (Sullivan and Brud-
erer) describes a nasal mask assembly for Continuous
Positive Airway Pressure (CPAP) having a balloon-
ing/molding seal that conforms with the patient’s nose
and facial contours. The mask assembly has a face-con-
tacting portion mounted to a shell which is sized and
shaped to overfit the nose region of the patient. The face-
contacting portion is in the form of a distendable mem-
brane which is molded from an elastic plastic material.
The distendable membrane and the shell together define
a chamber. Pressurized gas admitted to the chamber
causes the membrane to distend outwardly from the pa-
tient’s face. The contents of this patent are hereby incor-
porated by reference.
[0005] U.S. Patent No. 6,112,746 (Kwok et al.) de-
scribes a nasal mask assembly and a mask cushion
therefor. The contents of this patent are hereby incorpo-
rated by reference. The cushion comprises a substan-
tially triangularly-shaped frame from which extends a
membrane. The frame has an edge by which the cushion
is affixed to a mask body. The membrane has an aperture
into which the patient’s nose is received. The membrane
is spaced away from the rim of the frame, and its outer
surface is of substantially the same shape as the rim.
[0006] WO2004022146 describes a respiratory mask
assembly for delivering breathable gas to a patient that
includes a frame and a cushion (14). The cushion (14)
has a non-face contacting portion structured to be con-
nected to the frame, a face-contacting portion (26) struc-

tured to engage the patient’s face, and an intermediate
portion (28) that interconnects the non-face contacting
portion and the face-contacting portion (26). The inter-
mediate portion (28) includes a gusset portion that ap-
plies a first component of force to the patient’s face
through the face-contacting portion (26), and a spring
structure coupled with the face-contacting portion (26) of
the cushion (14) applies a second component of force to
the patient’s face through the face-contacting portion
(26).
[0007] The cushion of a patient interface can play a
key role in the comfort and effectiveness of therapy.
There is considerable variation in facial size and shape
which can mean that a mask designed for one type of
face may not be suitable for another. For example, an
Asian-type nose tends to have a lower nasal bridge
whereas a Caucasian-type nose has a higher nasal
bridge. Using the wrong cushion can lead to excessive
leak and discomfort. While creating customized cushions
for every patient may solve some fitting issues, custom-
ized masks are very expensive. Thus, manufacturers
seek to develop cushions which provide a comfortable
and effective seal for a range of facial sizes and shapes.

SUMMARY OF THE INVENTION

[0008] The invention relates to a cushion according to
claim 1, the cushion including an underlying cushion and
a membrane, wherein the underlying cushion and the
membrane have a substantially flat portion in a nasal
region of the cushion.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The accompanying drawings facilitate an un-
derstanding of the various embodiments of this invention.
In such drawings:

Figs. 1-9 illustrate a cushion for a patient interface
constructed according to an embodiment of the
present invention and showing exemplary dimen-
sions of an embodiment;
Figs. 10-14 are cross-sectional views through the
cushion shown in Fig. 5;
Fig. 15 is a front view of the cushion shown in Figs.
1-9 that illustrates various regions of the cushion;
Figs. 16-17 illustrates another size of the cushion
shown in Figs. 1-9;
Figs. 18-19 illustrates yet another size of the cushion
shown in Figs. 1-9;
Figs. 20-21 illustrates still another size of the cushion
shown in Figs. 1-9;
Fig. 22 is a cross-sectional view through the cushion
shown in Figs. 1-9 that illustrates parameters that
can modify a spring characteristic of the underlying
cushion;
Figs. 23-29 are cross-sectional views through the
cushion shown in Fig. 15 and showing exemplary
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parameters of an embodiment, the cross-sectional
views illustrating the underlying cushion only;
Figs. 30A-30N are cross-sectional views illustrating
alternative embodiments of a cushion according to
the present invention;
Fig. 31-32 are graphs illustrating the general rela-
tionship between Force and Displacement for em-
bodiments of the cushion shown in Figs. 1-9 and a
known cushion commercially sold under the name
of UltraMirage® Full Face by ResMed Ltd.;
Fig. 33 is a graph illustrating the general relationship
between Force and Displacement for various cross-
sections of the cushion shown in Figs. 23-29;
Fig. 34A illustrates a spring length for the cushion
shown in Figs. 1-9, and showing exemplary dimen-
sions of an embodiment according to the present
invention;
Fig. 34B illustrates a spring length for a known cush-
ion commercially sold under the name of UltraMi-
rage® Full Face by ResMed Ltd., and showing ex-
emplary dimensions of the UltraMirage® Full Face;
Fig. 35 is a side view of the cushion shown in Figs.
1-9;
Figs. 36-37 are cross-sectional views through the
cushion shown in Fig. 35;
Fig. 38 is a front view of the cushion shown in Figs.
1-9 illustrating a flat portion thereof;
Fig. 38B is a graph illustrating the general relation-
ship between Force and Displacement in a nasal
bridge region for embodiments of the cushion shown
in Figs. 1-9 and a known cushion commercially sold
under the name of UltraMirage® Full Face mask by
ResMed Ltd.;
Figs. 39-40B are front and cross-sectional views of
an embodiment of the cushion shown in Figs. 1-9,
and showing exemplary dimensions of an embodi-
ment according to the present invention;
Figs. 41-45 are perspective views of an embodiment
of the cushion shown in Figs. 1-9 illustrating the roll-
ing action of the nasal bridge region in use;
Figs. 46-53 illustrate a known cushion commercially
sold under the name of UltraMirage® Full Face by
ResMed Ltd.;
Figs. 54-58 illustrate a cushion for a patient interface
according to another embodiment of the present in-
vention and showing exemplary dimensions of an
embodiment;
Figs. 59-63 are cross-sectional views through the
cushion shown in Fig. 54;
Fig. 64 is a cross-sectional view of a portion of the
cushion shown in Figs. 54-58 (in solid lines) overlaid
with a cross-section of a known cushion commer-
cially sold under the name of UltraMirage® Full Face
by ResMed Ltd. (only relevant portions of the Ultra-
Mirage® cushion may be shown in dashed lines, i.e.,
there may be other different portions not shown);
Fig. 65 is a cross-sectional view of a portion of the
cushion shown in Figs. 54-58 showing exemplary

dimensions of an embodiment according to the
present invention;
Figs. 66-69 are cross-sectional views through the
cushion shown in Fig. 54, and showing exemplary
dimensions of an embodiment according to the
present invention;
Figs. 70-71 are plan and cross-sectional views, re-
spectively, of the cushion shown in Fig. 54, and
showing exemplary dimensions of an embodiment
according to the present invention;
Figs. 72-76 illustrate a cushion for a patient interface
according to another embodiment of the present in-
vention;
Figs. 77-83 illustrate a cushion for a patient interface
according to another embodiment of the present in-
vention;
Figs. 84-90 illustrate a cushion for a patient interface
according to another embodiment of the present in-
vention;
Fig. 91 illustrates an alternative cushion cross-sec-
tion to that shown in Fig. 34A;
Fig. 92 illustrates another alternative cushion cross-
section to that shown in Fig. 34A;
Fig. 93 illustrates an alternative cushion arrange-
ment to that shown in Fig. 15;
Figs. 94A-94C are a set of views depicting a hori-
zontal cross-section through the nasal bridge region
of the cushion of Fig. 35; and
Figs. 95A-95C are a set of views depicting a hori-
zontal cross-section through the nasal bridge region
of the prior art cushion of Fig. 51.

DETAILED DESCRIPTION OF ILLUSTRATED EM-
BODIMENTS

[0010] Figs. 1-14 illustrate a cushion 10 constructed
according to an embodiment of the present invention.
The cushion 10 is adapted to be removably or perma-
nently connected (e.g., via mechanical and/or adhesive
fastening) to a frame of a patient interface structured to
deliver breathable gas to a patient. The cushion 10 may
be co-molded to a frame of a patient interface. The cush-
ion may form part of a frame with an outer support struc-
ture, e.g., ResMed’s Hospital Nasal Mask. The cushion
10 provides a seal with the patient’s face during use.
[0011] In the illustrated embodiment, the cushion 10
forms a part of a full-face mask. Specifically, the cushion
10 provides a seal around the patient’s nose and mouth
to enable the delivery of breathable gas to the patient’s
nose and mouth. However, aspects of the present inven-
tion may be applicable to other breathing arrangements,
e.g., a nasal mask, a mouth mask, etc. The cushion 10
may be used with a gusset as described in U.S. Patent
Application No. 10/655,622.
[0012] The cushion 10 is structured to provide a more
comfortable fit for a wide range of facial shapes and sizes.
Also, the cushion 10 is structured to provide a better seal
and reduce the risk of leakage as discussed below.
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[0013] As illustrated in Figs. 1-14, the cushion 10 in-
cludes a non-face-contacting portion 12 structured to be
connected to a frame of the patient interface, e.g., via a
friction-fit, a tongue-and-groove arrangement, etc., and
a face-contacting portion 14 structured to engage the pa-
tient’s face.
[0014] As best shown in Figs. 5 and 15, the face-con-
tacting portion 14 of the cushion 10 preferably has a gen-
erally triangular shape and is structured to continuously
contact nasal bridge, side of nose, upper cheek, lower
cheek, and chin regions of the patient. However, the face-
contacting portion 14 may have other suitable shapes,
e.g., a generally trapezoidal shape. In the illustrated em-
bodiment, as best shown in Fig. 15, the cushion 10 in-
cludes a nasal bridge region 16 to provide a seal along
the patient’s nasal bridge, , a pair of cheek regions 15 to
provide a seal along the patient’s nose, cheek, and
mouth, and a chin region 20 to provide a seal along the
patient’s chin. The pair of cheek regions 15 may be further
defined as a pair of side of nose regions 17 to provide a
seal along the sides of the patient’s nose, a pair of upper
cheek regions 18 to provide a seal along upper cheeks
of the patient, and a pair of lower cheek regions 19 to
provide a seal along the patient’s lower cheeks and the
sides of the patient’s mouth.

Width of Cushion in Lower Cheek Regions and Ratio of 
Face Width to Height Across Mask Sizes

[0015] The cushion 10 may be provided in various siz-
es in order to accommodate various facial sizes. For ex-
ample, Figs. 16-21 illustrate embodiments of the cushion
10 in three other sizes. In an embodiment, the cushion
210 shown in Figs. 16-17 may represent a extra small
size, the cushion 310 shown in Figs. 18-19 may represent
a small size, the cushion 10 shown in Figs. 1-14 may
represent a medium size, and the cushion 410 shown in
Figs. 20-21 may represent a large size. As illustrated,
the mouth width of the cushions 10, 210, 310, 410 are
substantially constant irrespective of their face height
[0016] Specifically, the cushion 10 defines an aperture
22 that receives the patient’s mouth. In a preferred em-
bodiment, the lower portion of the aperture 22 has a con-
stant width for all cushion sizes, e.g., 60 mm. However,
the width of the lower portion of the aperture 22 may be
almost constant, e.g., in a range of 5 mm, for all cushion
sizes. For example, the width of the lower portion of the
aperture 22 of the cushion 10 may be 60 mm 6 5. In
contrast, the width of the lower portion of the aperture
722 of a known cushion 700 commercially sold under the
name of UltraMirage® Full Face by ResMed Ltd. is 60
mm for a large size, 54 mm for a medium size, and 52
mm for a small size. The UltraMirage® cushion 700 is
shown in Figs. 46-53.
[0017] Anthropometric data has indicated that mouth
widths for patients with relatively small faces are not nec-
essarily narrower than mouth widths for patients with rel-
atively large faces. Hence, all faces generally have the

same mouth width. Thus, the aperture 22 in the cushion
10 is made sufficiently wide to accommodate a wide
range of patients and remains constant or almost con-
stant, e.g., a range of 5 mm, regardless of the change in
face height of a mask to fit larger faces. This can be seen
in the substantially constant cushion geometry around
the lower cheek and chin regions of the different cushion
sizes, and thus the varying width to height ratios of the
different cushion sizes. For example, the lower portion
of the aperture 22 of each of the cushions 10, 210, 310,
410 has substantially the same width.

Base Wall, Underlying Cushions, and Membrane

[0018] As best shown in Figs. 9 and 10-14, the face-
contacting portion 14 of the cushion 10 includes a base
wall 28, a pair of underlying support cushions 30 extend-
ing away from the base wall 28, and a membrane 32
provided to substantially cover at least a portion of the
underlying cushions 30 and provide a sealing structure
for the face contacting portion 14. The base wall 28 and
underlying cushions 30 provide a support structure for
the membrane 32.
[0019] As illustrated, the underlying cushions 30 are
preferably provided on lateral sides of the base wall 28
only, e.g., in the side of nose, upper cheek, and lower
cheek regions 17, 18, 19, although the underlying cush-
ions 30 could be joined and substantially surround the
patient’s nose and also the lower lip or chin region. The
underlying cushions 30 add rigidity to the membrane 32
at the sides of the patient’s mouth and cheeks. While it
is preferable that the membrane 32 be thinner than the
underlying cushions 30, they could have the same thick-
ness or the membrane could be thicker than the under-
lying cushion. Also, the elimination of an underlying cush-
ion in the chin region 20 allows the cushion 10 to more
deeply engage with the patient’s face in this region with-
out subjecting the patient’s chin region 20 to excessive
pressure. That is, there is no underlying cushion to re-
strain the movement of the membrane 32 in this region,
which may improve the seal in this region and adjacent
regions. Additionally, the elimination of an underlying
cushion in the chin region 20 enables the cushion 10 to
accommodate more facial shapes and provides more
flexibility and allows for movement or opening of the
mouth.
[0020] In the illustrated embodiment, the face-contact-
ing portion 14 of the cushion has a double-walled con-
struction, i.e., membrane 32 and underlying cushion 30,
in the side of nose, upper cheek, and lower cheek regions
17, 18, 19, and a single-walled construction, i.e., mem-
brane 32, in the nasal bridge and chin regions 16, 20 as
shown in Figs. 10-14. The single wall construction at the
top and bottom of the cushion 10 helps to accommodate
high landmarks, e.g., pointed chin, by allowing the center
of the cushion 10 to flex. This flexibility accommodates
more patients with the same cushion. However, the cush-
ion 10 may have any other suitable construction, e.g.,
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single walled, double walled, triple walled or more walled
construction, in any suitable region of the cushion 10,
e.g., cheek, chin, nasal bridge. For example, the under-
lying cushion 30 may extend around the entire perimeter
of the cushion 10.
[0021] As shown in Figs. 10-14, the membrane thick-
ness may vary in the different regions of the cushion 10.
As illustrated, the membrane in the nasal bridge region
16 and upper cheek region 18 is 0.3 mm thick which
transitions to 0.5 mm thickness in the upper cheek region
18 and maintains this thickness in the lower cheek and
chin regions 19, 20. This arrangement provides greater
compliance/stretch across the nasal bridge by providing
a thinner membrane. This stretch is not required at the
lower regions and here the thicker membrane is less likely
to vibrate on the patient face in use.

Internally Offset Base Wall and Frame Connection

[0022] Another aspect of the invention relates to the
size and configuration of the base wall 28, underlying
cushion 30, and membrane 32 of the cushion 10. Figs.
48-50 illustrate the base wall 728, underlying cushion
730, and membrane 732 of the UltraMirage® cushion
700. As illustrated, the cushion 10 has a different cross-
sectional profile than the UltraMirage® cushion 700.
[0023] For example, as best shown in Figs. 11-13, the
base wall 28 and the frame connection 29 are internally
offset with respect to the most external cushion point 39,
e.g., external surface of membrane or underlying cush-
ion. In contrast, the base wall 728 and frame connection
729 of the UltraMirage® cushion 700 are not offset with
respect to the most external cushion point 739 (see Figs.
48-50). As a result of this inward movement, the base
width of the cushion 10 is narrowed, e.g., by about 5 mm
or 2.5 mm per base, which provides a less obtrusive cush-
ion and saves material which means less weight and cost.
Also, the narrower cushion 10 provides less free length
for the cushion 10 to bulge outwardly in use, thus helping
to minimize or eliminate leakage.
[0024] As illustrated, a lower portion of the underlying
cushion 30 has a more arcuate, e.g., semi-circular, ques-
tion-mark, sickle-shape, configuration that defines a
space 34 below a lower portion of the underlying cushion
30 and adjacent the base wall 28.
[0025] In the illustrated embodiment, the widest or
most external cushion point is the external surface of the
underlying cushion 30 and the base wall 28 and frame
attachment 29 are offset internally with respect to this.
Thus, by the design of the cushion 10 and in particular
the underlying cushion curvature, the frame is attached
at a narrower point and thus the frame itself is narrower.
This arrangement has significant advantages in terms of
the frame weight, perceived bulk, and size. This arrange-
ment may also minimize the dead space within the mask
which will help to reduce CO2 rebreathing.
[0026] Moreover, the space 34 below the underlying
cushion 30 allows a greater range of movement of the

underlying cushion 30 to add more flexibility to the un-
derlying cushion 30 and hence the membrane 32 in use.
Specifically, the space 34 below the underlying cushion
30 enables more displacement of the underlying cushion
30 using substantially the same space restraints as the
UltraMirage® cushion 700, for example. Additionally, the
space 34 allows more displacement of the underlying
cushion 30 before bottoming out, therefore reducing dis-
comfort. Thus, this arrangement provides a more gradual
force, improves comfort, and allows a wider range of pa-
tients to achieve seal.

Variable Spring Constant

[0027] As illustrated, the underlying cushion 30 has a
spring-like connection with the base wall 28 such that the
underlying cushion 30 can move with respect to the base
wall 28. That is, the underlying cushion 30 is movable
into the space 34 (the underlying cushion 30 is also mov-
able into the space 33). Thus, a spring force is provided
when a frame force is applied and the underlying cushion
30 is resiliently moved back into its initial position when
the frame force is released. The underlying cushion 30
and/or base wall 28 may have any suitable spring con-
stant, and the spring constant may be varied anywhere
along its length, e.g., by tapering and/or varying the thick-
ness of the base wall 28, varying the thickness of inter-
mediate and/or lower portions of the underlying cushion
30. Also, the spring-like connection may extend along
the whole underlying cushion 30 or the spring-like con-
nection may be localized in certain regions such as the
cheekbone region.
[0028] Thus, a spring characteristic is molded with the
base wall 28 and underlying cushion 30 of the cushion
10 which allows a continuously variable spring constant
to be incorporated into the base wall 28 and underlying
cushion 30, e.g., the wall stiffness can be varied at each
cushion region to suit the sealing requirements in each
region which may vary due to the underlying facial struc-
ture of the patient.
[0029] The spring characteristics of the base wall 28
and underlying cushion 30 may be modified by varying
a number of characteristics shown in Fig. 22. For exam-
ple, the spring characteristics may be modified by varying
the underlying cushion height h, the thickness t, the ra-
dius r, and the underlying cushion offset c. It is to be
understood that these parameters are merely exemplary,
and other parameters may be varied to modify the spring
characteristics of the base wall 28 and underlying cush-
ion 30.
[0030] Figs. 23-29 illustrate parameters of an embod-
iment of the underlying cushion 30 and base wall 28 to
achieve desired spring characteristics. As illustrated, the
underlying cushion 30 and base wall 28 is configured to
provide a variable spring constant around the perimeter
of the cushion 10. That is, the spring constant of the un-
derlying cushion 30 and base wall 28 differs along the
side of nose, upper cheek, and lower cheek regions 17,
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18, 19. Although specific parameters of the cushion 10
are shown in Figs. 23-29, it is to be understood that these
parameters are merely exemplary and other parameters
are possible depending on application.
[0031] In the nasal bridge region 16 (e.g., see Fig. 10),
no underlying cushion 30 is provided in order to provide
high flexibility and the ability to conform to a variety of
facial shapes. However, in an embodiment, there may
be an underlying cushion 30 with a very soft spring char-
acteristic in this region.
[0032] In the side of nose regions 17 (see Figs. 23-24),
an underlying cushion 30 and base wall 28 with a fairly
stiff spring characteristic is provided in order to provide
lateral stability to squeeze the side of the patient’s nose
and keep the membrane 32 in contact with the underlying
cushion 30. As illustrated, this arrangement is achieved
by a relatively thick underlying cushion, short height, and
tight radius. In an embodiment of the section shown in
Fig. 23, h may be 12 mm, r may be 5 mm, t may be 2-3
mm, b may be 4 mm, w1 may be 11.5 mm, and w2 may
be 8 mm. In an embodiment of the section shown in Fig.
24, h may be 14 mm, r may be 6-7 mm, t may be 2.5 mm,
b may be 4 mm, w1 may be 11.5 mm, w2 may be 9.5
mm, and a may be 22°. It is to be understood that these
dimensions and ranges are merely exemplary and other
dimensions and ranges are possible depending on ap-
plication.
[0033] Also, as best shown in Fig. 24, the base wall 28
and underlying cushion 30 in the side of nose regions 17
have been rotated by about 22 degrees with respect to
the bottom of the frame. That is, the base wall 28 and
underlying cushion 30 are inclined or angled in the side
of nose regions 17 of the cushion 10. This arrangement
further increases the lateral stability and allows the force
on the membrane to be applied perpendicular to the skin
surface at the side of the patient’s nose. This further helps
to keep the membrane 32 in contact with the patient’s
skin and prevent any air leaks. In further embodiments,
this angle may vary from 15 to 30 degrees.
[0034] In the upper cheek regions 18 (see Figs. 25-26),
the underlying cushion 30 and base wall 28 have a stiff-
ness that is less than that provided in the side of nose
regions 17 but stiffer than that provided in the lower cheek
regions 19 due to the geometry of the underlying cushion,
this is provided to suit the firmer bone structure of the
upper cheeks. In an embodiment of the section shown
in Fig. 25, h may be 12-15 mm, preferably 13.5 mm, r
may be 5 mm, t may be 2 mm, b may be 3 mm, and w1
may be 11.5 mm. In an embodiment of the section shown
in Fig. 26, h may be 12-15 mm, preferably 13.5 mm, r
may be 5 mm, t may be 2 mm, b may be 3 mm, and w1
may be 11.5 mm. It is to be understood that these dimen-
sions and ranges are merely exemplary and other dimen-
sions and ranges are possible depending on application.
[0035] In the lower cheek regions 19 (see Figs. 27-29),
the underlying cushion 30 and base wall 28 has a rela-
tively low spring constant. That is, the underlying cushion
30 in the lower cheek regions 19 is fairly soft since the

fleshy cheek region of the patient deforms readily to form
a seal with the cushion at relatively low forces. As illus-
trated, this arrangement is achieved by a greater height
h, larger radii r, and a thinner underlying cushion wall. In
an embodiment of the section shown in Fig. 27, h may
be 14 mm, r1 may be 5 mm, r2 may be 7 mm, t may be
1.5-2 mm, b may be 3.5 mm, and w1 may be 11.5 mm.
In an embodiment of the section shown in Fig. 28, h may
be 16.5 mm, r1 may be 6-7 mm, r2 may be 8 mm, t may
be 1.5 mm, b may be 3.5 mm, and w1 may be 11.5 mm.
In an embodiment of the section shown in Fig. 29, h may
be 17.5 mm, r1 may be 6-7 mm, r2 may be 9-10 mm, t
may be 1.5 mm, b may be 3.5 mm, and w1 may be 11.5
mm. It is to be understood that these dimensions and
ranges are merely exemplary and other dimensions and
ranges are possible depending on application.
[0036] In the chin region 20 (see Fig. 14), no underlying
cushion 30 is provided, although a very flexible spring
region may be used. The chin region 20 provides an un-
constrained membrane region that allows for lateral
movement, mouth opening or movement, and a range of
facial shapes.
[0037] Thus, the cushion 10 may be configured to pro-
vide different vertical and/or lateral stiffness in different
regions of the cushion. For example, the side of nose
regions 16, 17 are laterally stiffer than the other regions
in order to provide more lateral stability at the patient’s
nose.

Alternative Embodiments of Base Wall and Underlying 
Cushion

[0038] Figs. 30A-30N illustrate alternative embodi-
ments of the base wall 28 and the underlying cushion 30.
Each of these embodiments provides an arrangement
that allows flexibility of the underlying cushion 30 in use.
In Fig. 30A, the underlying cushion 30 defines an en-
closed space 60 that may optionally be filled with pres-
surized air, foam, gel, or elastomeric material and adapt-
ed to dampen movement of the underlying cushion 30 in
use. In Fig. 30B, the space 34 below the underlying cush-
ion 30 is within the interior of the breathing cavity. Also,
the underlying cushion 30 has an arcuate shape that
curves away from the interior of the breathing cavity to-
wards the base wall 28. However, the underlying cushion
30 may have any other suitable shape. For example, the
underlying cushion 30 in Fig. 30C has a bulbous shape,
which may be solid or hollow. In Fig. 30D, the underlying
cushion 30 has a general Z-shape. In Figs. 30E and 30F,
the underlying cushion 30 has a bulbous shape (which
may be solid or hollow), and the space 34 below the un-
derlying cushion 30 has a ramped configuration. In Figs.
30C, 30E, and 30F, the bulbous shape may optionally
be filled with pressurized air, foam gel, or elastomeric
material and adapted to dampen movement of the un-
derlying cushion 30 in use. In Fig. 30E the ramped con-
figuration of the space 34 is adapted to direct the under-
lying cushion 30 downwardly into the base wall 28 in use,
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and in Fig. 30F the ramped configuration of the space 34
is adapted to direct the underlying cushion 30 inwardly
towards the breathing cavity in use. In Figs. 30G, 30H,
and 30I, the underlying cushion 30 has a general T-
shape. Also, in Figs. 30H and 30I, the base wall 28 de-
fines an enclosed space 62 below the T-shaped under-
lying cushion 30. The enclosed space 62 may be option-
ally filled with pressurized air, foam, gel, or elastomeric
material and adapted to dampen movement of the un-
derlying cushion 30 in use. Moreover, the spring constant
may be varied by varying the pressure within the en-
closed space 62. Additionally, the lower surface of the
space 62 may have a ramped configuration (as shown
in Fig. 30H) adapted to direct the underlying cushion 30
inwardly towards the breathing cavity in use. The lower
surface of the enclosed space 60 in Fig. 30A may also
have a ramped configuration for directing the underlying
cushion 30 in use. In Figs. 30J and 30K, the underlying
cushion 30 has an elongated section length for soft spring
characteristics. Fig. 30L illustrates a single wall construc-
tion with an underlying cushion 30 and no membrane. In
Fig. 30M, the space 34 below the underlying cushion 30
is greatly increased. In Fig. 30N, a spring construction is
provided below the base wall 28.

Displacement Provided by Underlying Cushion

[0039] The space 34 allows more displacement of the
underlying cushion 30 for a predetermined amount of
force when compared to the UltraMirage® cushion 700.
That is, the underlying cushion 30 provides more move-
ment for a given force. For example, Fig. 31 illustrates
the general relationship between Force and Displace-
ment for the cushion 10 and the UltraMirage® cushion
700. As illustrated, the curve for the cushion 10 is flatter
than the exponential-type curve of the UltraMirage®
cushion 700. Thus, the underlying cushion 30 is less stiff
and more compliant when compared to the UltraMirage®
cushion 700. It is noted that the space 34 could be filled
with a gel, silicone or other structure to vary the spring
characteristic that it provides.
[0040] Further, as illustrated in Fig. 31, the point B10
at which the cushion 10 is fully compressed or bottomed-
out is at a greater displacement than the point B700 at
which the UltraMirage® cushion 700 is bottomed-out.
Moreover, the bottom-out point B10 occurs at a greater
force than the bottom-out point B700. Thus, the cushion
10 increases the force required to bottom-out, and pro-
vides a wider range of adjustment. Additionally, Fig. 31
illustrates an example of maximum and minimum com-
fortable sealing forces, which provides an example force
range necessary to achieve seal. As illustrated, the range
of displacement A10 within this force range for the cushion
10 is substantially larger than the range of displacement
A700 within this force range for the UltraMirage® cushion
700. Thus, the cushion 10 allows a wide range of adjust-
ment or displacement to achieve seal, and ensures that
the sealing force is substantially less than the bottom-out

force so that the cushion does not have to bottom-out to
seal.
[0041] Fig. 32 illustrates another embodiment of the
relationship between Force and Displacement for the
cushion 10 and the UltraMirage® cushion 700. In this
embodiment, the linear portion of the curve for cushion
10 has a greater slope than the linear portion of the curve
for cushion 10 in Fig. 31. The difference in slope may be
attributed to a difference in spring constants of respective
underlying cushions 30. Thus, the cushion represented
in Fig. 31 provides more displacement for a given force
than the cushion represented in Fig. 32. Also, the curve
for the cushion 10 in Fig. 32 intersects with the curve for
the UltraMirage® cushion 700, such that the force of
cushion 10 is higher at lower displacement, to ensure a
seal, and lower at higher displacement, to maintain com-
fort for a longer range of displacement.
[0042] Fig. 33 illustrates another embodiment of the
relationship between Force and Displacement for the
cushion 10. In this embodiment, typical curves for the
different regions of the cushion 10 are shown. Specifi-
cally, one curve represents the cross-sections of Figs.
23-24 in the side of nose region 17, another curve rep-
resents the cross-sections of Figs. 25-27 in upper cheek
and lower cheek regions 18, 19, and yet another curve
represents the cross-sections of Figs. 28-29 in the lower
cheek region 19. As illustrated, the cushion 10 is softer
or less stiff in the lower regions of the cushion 10.

Extended Spring Length of Underlying Cushion

[0043] Figs. 34A and 34B illustrate the extended length
of the flexible underlying cushion 30 which is used to
provide a softer spring characteristic in selected regions
of the cushion 10 when compared with a typical prior art
cushion, e.g., the UltraMirage® cushion 700. The length
a to b can deform, thus providing a spring characteristic.
As illustrated, the length a to b of the cushion 10 (Fig.
34A) is considerably longer when compared to the Ultra-
Mirage® cushion 700 (Fig. 34B) due to the curvature of
the underlying cushion 30. In the illustrated embodiment,
the length a to b of the cushion 10 is 22.84. However, in
an embodiment, the length a to b of the cushion 10 may
be in the range of 16-30, preferably 20-25, most prefer-
ably 22-24. In another embodiment, the length a to b of
the cushion 10 may be in the range of 16-20. The length
b to c is fairly rigid and does not deform to provide a
spring characteristic. The added length in the cushion 10
has been achieved by the arcuate shape of the underlying
cushion 30 and the space 34 is a result of this shape.
This added length adds flexibility and a greater range of
movement to the cushion 10. Figs. 30J and 30K illustrate
other embodiments for achieving a longer section length.

Configuration of Membrane in Nasal Bridge Region

[0044] The membrane 32 is structured to form an ef-
fective seal around nasal bridge, side of nose, upper
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cheek, lower cheek, and chin regions 16,17, 18,19, 20
of a patient Another aspect of the invention relates to the
configuration of the membrane 32 in the nasal bridge
region 16 of the cushion 10, which has been structured
to improve sealing and comfort in this region.
[0045] Specifically, as shown in a preferred embodi-
ment in Fig. 36 and in an alternative embodiment in Fig.
68, the membrane 32 forms an elongated ridge 35 in the
nasal bridge region 16 wherein sloping sides 36 meet to
form an elongated crest 38. Each of the sloping sides 36
is angled from the crest centerline in the range of 30-60°,
preferably about 47°. The crest 38 has a radius of cur-
vature in the range of 1.0-5.0mm, preferably about
2.5mm. As illustrated, the underlying cushion 30 has
been eliminated from beneath the membrane 32 in the
nasal bridge region 16, which allows the membrane 32
in this region to freely move between the underlying cush-
ions 30 provided in the side of nose regions 17. As dis-
cussed in greater detail below, this membrane configu-
ration allows the creation of a steeply inverted section
upon engagement with the patient’s nose, which im-
proves fit, comfort, and seal in the nasal bridge region
16. In contrast, the UltraMirage® cushion 700 is relatively
flat in this region (see Fig. 52).
[0046] As shown in a preferred embodiment in Fig. 37
and in an alternative embodiment in Fig. 69, the forward
end 40 of the elongated ridge 35 has an arcuate config-
uration. The forward end 40 is structured to engage the
patient’s nasal bridge region and has a radius of curva-
ture in the range of 1.5-7.0mm, preferably about 4.0mm.

Sharp Cross-Sectional Profile of Nasal Bridge Region

[0047] As shown in Fig. 10, the membrane 32 in the
nasal bridge region 16 has a sharper cross-sectional pro-
file than the corresponding portion of the UltraMirage®
cushion 700 (see Fig. 48). Specifically, the membrane
32 provides a large contoured portion that curves inward-
ly towards the cavity of the cushion along a radius to
terminate at an inner edge of the membrane 32. This
arrangement more closely follows the contour or curva-
ture of the patient’s nasal bridge region. In the illustrated
embodiment, the membrane 32 is angled with respect to
a face contacting plane of the cushion, e.g., in the range
of 30-50°. In contrast, the corresponding angle of the
UltraMirage® cushion 700 is about 6°. This arrangement
provides more comfort and a better fit for the patient.

Flat Portion in Nasal Bridge Legion

[0048] As best shown in Fig. 38, the nasal bridge region
16 has a substantially flat portion 50, e.g., on the apex
of the membrane curvature, in elevation view that may
deform to provide a more comfortable fit for a wide range
of patients, e.g., from flatter nasal bridges to sharper na-
sal bridges.
[0049] According to the invention, there is provided a
membrane 32 in the nasal bridge region 16 that will ac-

commodate "flat faces", e.g., those patient’s with a low
nasal bridge. In order to achieve this, the cushion 10 has
an upper point A which is higher than or level with points
B (see Fig. 38). This height in the nasal bridge region 16
is combined with a rolled edge that keeps the surface
area of the membrane 36 substantially flat against the
patient’s nasal bridge. Keeping the surface area of the
membrane 36 substantially flat against the patient’s nasal
bridge prevents leaks at the edge of the membrane.
[0050] The rolled edge also allows movement to ac-
commodate higher nasal bridges. This arrangement is
achieved without "stretching" the membrane which can
lead to discomfort and patient sores. For example, the
displacement of the cushion 10 at the nasal bridge region
16 may be greater than about 40 mm, e.g., 41 mm. In
contrast, the UltraMirage® cushion 700 provides dis-
placement of about 20 mm in the nasal bridge region. At
these displacements, the membrane becomes quite taut,
i.e., the point on the force vs. displacement graph where
the force begins to rise sharply for a small displacement
(see Fig. 38B).
[0051] The displacement values of the cushion in the
nasal bridge region for some prior art cushions are as
follows:

ResMed™ Activa® Nasal Cushion - 16 mm
Respironics Comfort Full Face Cushion - 26 mm
ResMed Bubble Nasal Mask Cushion - 43 mm
Healthdyne Soft Series Nasal Mask Cushion -17 mm

[0052] The above displacement values are by no
means an accurate representation of what nose depth
the cushion will cover. Rather, these displacement values
are only an indication of the flexibility and/or range of the
membrane. Thus, the cushion 10 provides an arrange-
ment that is much more flexible and/or rangy than the
UltraMirage® cushion 700, for example.
[0053] The force vs. displacement graph of membrane
32 in the nasal bridge region 16 has a large displacement
for relatively low forces. For example, as shown in Fig.
38B, the displacement provided by the cushion 10 in the
nasal bridge region 16 is larger than that provided by the
UltraMirage® cushion 700. This allows the cushion 10 to
accommodate relatively deep nasal bridges in use. Also,
the molded (undeformed) cushion state of the UltraMi-
rage® cushion 700 (i.e., no force applied) does not com-
fortably accommodate a relatively flat or shallow nasal
bridge. In an embodiment, the membrane of the cushion
700 blows out to meet patient’s faces with shallow nasal
bridges. Thus, the cushion 10 also accommodates a wid-
er range of nasal bridge shapes than the UltraMirage®
cushion 700.
[0054] Further, as shown in Fig. 36, the profile of the
membrane is more sharply peaked as compared to a flat
profile or a saddle shape (e.g., compare with UltraMi-
rage® cushion 700 in Fig. 52). Also, as shown in Fig. 35,
flat portion in the nasal bridge region 16 extends along
a relatively flat plane P1, and this plane P1 is angled at
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an angle A with respect to the plane P2 that defines the
frame connection.
[0055] Thus, the shape (e.g., peak), the rolled edge,
and the height, in the nasal bridge region 16 provide large
displacement at relatively low forces. This arrangement
accommodates a wider range of patients, e.g., from those
with a low nasal bridge to those with a high nasal bridge,
while maintaining a seal against the patient’s face with
little force on the membrane.
[0056] It is noted that the cushion height may vary
around the cushion perimeter to vary flexibility or cushion
displacement in different regions of the cushion. A refer-
ence dimension 940 for measurement of the cushion
height (which may also be referred to as the membrane
height) - i.e. the height between the apex of the mem-
brane to where it meets the underlying cushion - is shown
in Fig. 94C. A reference dimension 950 for measurement
of the cushion height of the prior art cushion is shown in
Fig. 95C.

Aperture in Membrane

[0057] As shown in Figs. 39-40B, the inner edge of the
membrane 32 defines the aperture 22 that receives the
patient’s nose and mouth. As illustrated, the aperture 22
has a generally triangular shape. Also, the apex of the
aperture 22 has a rounded notch 42, e.g., keyhole. The
notch 42 improves the seal with nasal bridge regions of
various sizes and shapes, particularly patients with sharp
noses. The notch 42 has a radius of curvature in the
range of 1.5-6.0mm, preferably about 3.0mm. This
rounded keyhole shape has a length, e.g., the keyhole
shape extends outwards from an interior portion of the
cushion, of at least 3.0mm, as shown in Fig. 40A.

Rolling Action of Nasal Bridge Region of Cushion In Use

[0058] Figs. 41-45 include hand-marked lines applied
to the outer surface of the nasal bridge region 16 of the
cushion 10 to illustrate the rolling action of the nasal
bridge region 16 of the membrane 32 upon engagement
with the patient’s nose. As described above, the mem-
brane 32 in the nasal bridge region 16 includes sloping
sides 36 that meet to form an elongated crest 38 as shown
in Fig. 41. As the patient’s nasal bridge (simulated using
a small rod) is engaged with the nasal bridge region 16
of the membrane 32 (see Fig. 42), the membrane 32
creates a steeply inverted section 44 wherein the sloping
sides 36 invert their position as the membrane 32 moves
between the underlying cushions 30 provided in the side
of nose regions 17. As the membrane 32 comes more
into contact with the patient’s nasal bridge, the leading
edge 46 of the inverted section "rolls" towards the top of
the cushion 10 as the membrane 32 conforms to the pa-
tient’s face as shown in Fig. 43. This structure is advan-
tageous since it allows the cushion 10 to accommodate
patients having a wide range of nasal profiles, including
those with relatively low and relatively high root depth at

the nose. Figs. 44 and 45 show the nasal bridge region
16 of the membrane 32 in its completely inverted position.
The creation of the steeply inverted section 44 upon en-
gagement with the patient’s nose provides a better seal
and reduces the risk of creasing and/or folding and as-
sociated discomfort and leaks. That is, this configuration
encourages rolling instead of creasing which can be det-
rimental to patient comfort and seal.

Alternative Embodiments

[0059] Figs. 54-71 illustrate another embodiment of a
cushion 510. In each of the figures, portions of the cush-
ion 510 that are substantially similar to the cushion 10
are indicated with similar reference numerals.
[0060] Fig. 64 illustrates the base wall 528, underlying
cushion 530, and membrane 532 of the cushion 510 (in
solid lines) in relation to the base wall 728, underlying
cushion 730, and membrane 732 of the UltraMirage®
Full Face cushion 700 (in dashed lines). As illustrated,
the cushion 510 has a different cross-sectional profile
than the UltraMirage® Full Face cushion 700.
[0061] For example, the membrane 532 is connected
to the underlying cushion 530 at a position that is further
inwardly and upwardly with respect to the membrane
connection of the UltraMirage® cushion 700. This ar-
rangement substantially removes the vertically extending
groove 731 provided in the UltraMirage® cushion 700.
Also, this arrangement narrows the width of the mem-
brane 532, e.g., in the range of 0-5, preferably about
2.5mm, with respect to the corresponding portion of the
UltraMirage® cushion 700. As a result of this and the
inward movement of the non-face contacting portion 512,
this narrows the total width of the cushion 510 by about
5mm, e.g., about 2.5mm per base, which provides a less
obtrusive cushion and saves material. Also, the narrower
membrane 532 provides less free length for the cushion
510 to bulge outwardly in use, thus helping to minimize
or eliminate leakage. Further, the base wall 528 and the
frame connection 529 are internally offset with respect
to the most external cushion point, e.g., external surface
of underlying cushion. Fig. 64 also shows the longer
length a to b in the cushion 510 when compared to the
UltraMirage® cushion 700.
[0062] Fig. 65 illustrates further structural details and
dimensions in one embodiment of the base wall 528, un-
derlying cushion 530, and membrane 532 of the cushion
510. For example, the depth of the space 534 is in the
range of 0-4.0mm, preferably about 3.0mm.
[0063] Fig. 68 illustrates the elongated ridge 535 in the
nasal bridge region 516. Each of the sloping sides 536
is angled from the crest centerline in the range of 30-60°,
preferably about 47°. The crest 538 has a radius of cur-
vature in the range of 1.0-5.0mm, preferably about
2.5mm. As shown in Fig. 69, the forward end 540 of the
elongated ridge 535 has a radius of curvature in the range
of 1.5-7.0mm, preferably about 4.0mm.
[0064] Figs. 70 and 71 illustrate the flat portion 550 in
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the nasal bridge region 516 of the cushion 510. Also, as
shown in Fig. 71, the membrane 532 in the nasal bridge
region 516 has a first portion with a radius of curvature
in the range of 50-80mm, preferably about 65mm, and a
second portion with a radius of curvature in the range of
5.5-9.5mm, preferably about 7.5mm. In the illustrated
embodiment, the membrane 532 is angled with respect
to a face contacting plane of the cushion in the range of
30-50°, preferably about 40°.
[0065] Figs. 72-76 illustrate another embodiment of a
cushion 610. As best shown in Fig. 76, the cushion in-
cludes at least a base wall 628 and a membrane 632. As
illustrated, the length of the membrane 632 (e.g., mem-
brane cross-sectional length) in a nasal bridge region
may change. For example, the membrane length may be
selected to have a shorter length L1 or a longer length
L2 in the nasal bridge region.
[0066] As shown in Figs. 74 and 75, the membrane
length controls how far on the patient’s nose the dis-
placed cushion membrane will sit when fitted onto the
patient’s face (shown by the dotted line on the patient’s
facial profile). This arrangement prevents the potential
(e.g., particularly for patients with a shallow nasal bridge
depth) for any excess cushion membrane to sit too far
down on the patient’s nose, which may lead to facial dis-
comfort and skin markings on the patient’s nose.
[0067] Figs. 77-83 illustrate another example of a cush-
ion 810. The cushion 810 includes a base wall 828, an
underlying support cushion 830, and a membrane 832.
As described above, the underlying cushion 830 is pref-
erably provided on lateral sides of the cushion 810 only.
[0068] The base wall 828 may be internally offset with
respect to the most external cushion point, e.g., external
surface of membrane or underlying cushion. This ar-
rangement provides a spring characteristic which may
be varied around the cushion perimeter to vary the cush-
ion flexibility (lateral and/or vertical) around the cushion
perimeter, e.g., the cushion stiffness can be varied at
each cushion region to suit the sealing requirements in
each region which may vary due to the underlying facial
structure of the patient. That is, the level if bias (e.g., from
"hard" to "soft") along the sides of the cushion may be
changed.
[0069] For example, Figs. 77-83 illustrate cross-sec-
tions through three different regions R1, R2, R3 in the
cushion 810. As shown in Fig. 81, the base wall 828, the
underlying cushion 830, and the membrane 832 cooper-
ate to define a relatively straight external surface 880.
This provides a minimal spring component in the region
R1, e.g., hard or stiff characteristics.
[0070] As shown in Fig. 82, the base wall 828, the un-
derlying cushion 830, and the membrane 832 cooperate
to define an external surface 882 that transitions from a
relatively straight configuration to a curved configuration.
This provides a relatively small offset for a more flexible
spring component than the region R1.
[0071] As shown in Fig. 83, the base wall 828, the un-
derlying cushion 830, and the membrane 832 cooperate

to define an external surface 884 that curves outwards
from the base wall 828. This provides a relatively large
offset for an optimal spring component in the region R3,
e.g., soft or flexible characteristics.
[0072] Thus, the cushion 810 may be designed to pro-
vide varying flexibilities around its perimeter which allows
the cushion 810 to conform to a variety of facial shapes.
[0073] Figs. 84-90 illustrate still another example of a
cushion 910. The cushion 910 includes a base wall 928,
an underlying support cushion 930, and a membrane
932. As illustrated, the underlying cushion 930 is prefer-
ably provided on lateral sides of the cushion 910 only,
e.g., no underlying cushion at nasal bridge and chin re-
gions (see Fig. 88).
[0074] As shown in Fig. 90, the base wall 928 includes
a tapered portion 990 when compared to Fig. 89, which
tapers towards the membrane 932. This arrangement
may improve moldability.
[0075] Fig. 91 illustrates an alternative arrangement to
the cushion 10 of Fig. 34A (arrangement of Fig. 34A
shown in dashed lines). As illustrated, material has been
removed from the side wall 28 and the space or gap 34
has been reduced with respect to the arrangement of Fig.
34A. This arrangement of Fig. 91 increases displacement
with respect to the previous displacement of Fig. 34A.
The increased displacement is achieved by the changed
geometry in the side wall 28. It is noted that the gap 34
may be variable or constant around the cushion perim-
eter.
[0076] Fig. 92 illustrates an alternative arrangement to
the cushion 10 of Fig. 34A (arrangement of Fig. 34A
shown in dashed lines). As illustrated, some material has
been removed from the side wall 28 and the space or
gap 34 has been reduced with respect to the arrangement
of Fig. 34A. This arrangement of Fig. 92 increases dis-
placement with respect to the previous displacement of
Fig. 34A. The increased displacement is achieved by the
changed geometry in the side wall 28. This arrangement
may require the cross-section of the base wall 28 to be
thickened to add stiffness around the cushion perimeter
or locally. Stiffening may be achieved by local ribs where
required.
[0077] Fig. 93 illustrates an alternative arrangement to
the cushion 10 shown in Fig. 15. As illustrated, the key-
hole-shaped cutout (for receiving the patient’s nasal
bridge region) may be larger as the mask size reduces.
For example, the cutout is larger for an extra small size
mask than a large size mask.
[0078] It is noted that the cross-section design of the
cushion at specific areas of the patient’s face (e.g., Figs.
23-29) may be in the specific area or any area around
the cushion perimeter. That is, the cross-section design
should not be limited to the specified area. Also, the
cross-section shown in Figs. 91 and 92 may be employed
at any point around the cushion perimeter.
[0079] While the invention has been described in con-
nection with what are presently considered to be the most
practical and preferred embodiments, it is to be under-
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stood that the invention is not to be limited to the disclosed
embodiments, but on the contrary, is intended to cover
various modifications and equivalent arrangements in-
cluded within the scope of the invention. Also, the various
embodiments described above may be implemented in
conjunction with other embodiments, e.g., aspects of one
embodiment may be combined with aspects of another
embodiment to realize yet other embodiments. In addi-
tion, while the invention has particular application to pa-
tients who suffer from OSA, it is to be appreciated that
patients who suffer from other illnesses (e.g., congestive
heart failure, diabetes, morbid obesity, stroke, barriatric
surgery, etc.) can derive benefit from the above teach-
ings. Moreover, the above teachings have applicability
with patients and non-patients alike in non-medical ap-
plications.

Claims

1. A cushion (10) for a patient interface that delivers
breathable gas to a patient, the cushion comprising:

a base wall (28) structured to be connected to
a frame;
a membrane (32) including nasal bridge and
cheek regions (16,18) adapted to form continu-
ous seal on nasal bridge and cheek regions of
the patient’s face, respectively, the nasal bridge
and adjacent two cheek regions defining an
apex area; and
an underlying support cushion (30) extending
away from the base wall (28) towards the pa-
tient’s face in use; wherein the membrane (32)
has a membrane height (940) at the apex area
between an apex of the membrane to where the
membrane (32) meets the underlying cushion
(30), the membrane height (940) in the nasal
bridge region being greater than the membrane
height (940) in a portion of the cheek region (18)
adjacent to the nasal bridge region (16),
characterised in that
the nasal bridge region (16) on the apex of the
membrane curvature has an upper point (A) be-
ing higher than or level with other points (B) on
the cheek region (18),
wherein the membrane (32) in the nasal bridge
region (16) has a rolled edge.

2. The cushion (10) according to any one of claims 1,
wherein the height at the apex area is measured at
a peak of the apex area.

3. The cushion (10) according to any one of claims 1-2,
wherein the underlying support cushion (30) is pro-
vided only in a side of nose region and the cheek
region of the patient’s face, and optionally wherein,
in the case of the cushion (10) being a full-face cush-

ion, the underlying support cushion (30) is not
present in a chin region of the patient’s face, and, in
the case of the cushion (10) being a nasal cushion,
the underlying support cushion (30) is not present in
an upper lip region of the patient’s face.

4. The cushion (10) according to any one of claims 1-3,
wherein the membrane (32) forms an elongated
ridge in the nasal bridge region, the elongated ridge
having sloping sides that meet to form an elongated
crest, and wherein each of the sloping sides is angled
from a crest centerline in the range of 30-60° and
the crest has a radius of curvature in the range of
1.0-5.0mm.

5. The cushion (10) according to claim 4, wherein each
of the sloping sides is angled from a crest centerline
by about 40°-50°, preferably 47°, and the crest has
a radius of curvature of about 2.5mm.

6. The cushion (10) according to any one of claims 4
and 5, wherein a forward portion of the elongated
ridge has an arcuate configuration, having a radius
of curvature in the range of 1.5-7.0mm, preferably
about 4.0mm.

7. The cushion (10) according to any one of claims 4-6,
wherein the elongated ridge is structured to invert its
configuration upon engagement with the patient’s
nasal bridge region, and optionally a leading edge
of the elongated ridge is adapted to roll as the elon-
gated ridge inverts its configuration.

8. The cushion (10) according to claim 1-7, wherein the
nasal bridge region (16) of the membrane (32) in-
cludes a contoured portion that curves inwardly to-
wards a cavity of the cushion along a radius to ter-
minate at an inner edge of the membrane, the con-
toured portion having a free end that is angled with
respect to a face contacting plane of the cushion in
the range of 30-50°, preferably about 40°.

9. The cushion (10) according to any one of claims 1-8,
wherein the membrane (32) in the nasal bridge re-
gion (16) has a substantially flat portion in elevation
view.

10. The cushion (10) according to any one of claims 1-9,
wherein one of the membrane (32) and, where in-
cluded, an underlying support cushion (30) includes
an external surface that defines an outer width of the
cushion, and the base wall is internally offset with
respect to the external surface.

11. The cushion (10) according to any one of claims
1-10, wherein at least a portion of the base wall (28)
includes a tapered portion that tapers towards the
membrane (32), and the tapered portion is provided
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in the nasal bridge region (16).

12. The cushion (10) according to any. one of claims
1-11, wherein at least a portion of the underlying sup-
port cushion (30), where included, and/or the base
wall (28) has a lower portion including a spring con-
figuration that defines displacement of the cushion
with respect to a force applied from the frame.

13. The cushion (10) according to claim 12, wherein the
lower portion has a substantially arcuate configura-
tion that defines a flexing space below the lower por-
tion and adjacent to the base wall, and optionally,
wherein the space has a depth less than about
4.0mm.

14. The cushion (10) according to any one of claims
1-13, wherein an inner edge of the membrane (32)
defines a generally triangular-shaped aperture that
receives the patient’s nose and mouth, and an apex
of the aperture has a notch having a radius of cur-
vature in the range of 1.5-6.0mm.

Patentansprüche

1. Polster (10) für eine Patientenschnittstelle, die Atem-
gas an einen Patienten abgibt, wobei das Polster
aufweist:

eine Basiswand (28), die zur Verbindung mit ei-
nem Rahmen ausgebildet ist;
eine Membran (32), die Nasenrücken-, und
Wangenbereiche (16, 18) aufweist, die geeignet
sind, eine kontinuierliche Abdichtung auf einem
Nasenrücken- bzw. Wangenbereich des Ge-
sichts des Patienten zu bilden, wobei der Na-
senrücken- und die beiden benachbarten Wan-
genbereiche einen Scheitelbereich bilden; und
ein darunterliegendes Unterstützpolster (30),
das sich im Gebrauch von der Basiswand (28)
weg zum Gesicht des Patienten erstreckt;
wobei die Membran (32) am Scheitelbereich
zwischen einem Scheitel der Membran bis zu
wo die Membran (32) das darunterliegende
Polster (30) trifft eine Membranhöhe (940) hat,
wobei die Membranhöhe (940) im Nasenrü-
ckenbereich größer ist als die Membranhöhe
(940) in einem Abschnitt des Wangenbereichs
(18) zum Nasenrückenbereich (16) benachbart
ist,
dadurch gekennzeichnet, dass
der Nasenrückenbereich (16) am Scheitel der
Membrankrümmung einen oberen Punkt (A)
aufweist, der höher oder gleichhoch ist mit wei-
teren Punkten (B) auf dem Wangenbereich (18),
wobei die Membran (32) im Nasenrückenbe-
reich (16) eine gerollte Kante hat.

2. Polster (10) nach Anspruch 1, wobei die Höhe am
Scheitelbereich an einer Spitze des Scheitelbe-
reichs gemessen ist.

3. Polster (10) nach einem der Ansprüche 1 bis 2, wobei
das darunterliegende Unterstützpolster (30) nur in
einer Seite von Nasenbereich und dem Wangenbe-
reich des Gesichts des Patienten vorgesehen ist,
und wobei optional, in dem Fall, in dem das Polster
(10) das ganze Gesicht bedeckt, das darunterliegen-
de Unterstützpolster (30) in einem Kinnbereich des
Gesichts des Patienten nicht vorhanden ist, und, in
dem Fall, in dem das Polster (10) ein Nasenpolster
ist, das darunterliegende Unterstützpolster (30) in
einem Oberlippenbereich des Gesichts des Patien-
ten nicht vorhanden ist.

4. Polster (10) nach einem der Ansprüche 1 bis 4, wobei
die Membran (32) einen länglichen Kamm im Na-
senrückenbereich bildet, wobei der längliche Kamm
schräge Seiten hat, die zusammenlaufen, um einen
länglichen Gipfel zu bilden, und wobei jede der
schrägen Seiten von einer Gipfelmittellinie im Be-
reich von 30-60° abgewinkelt ist und der Gipfel einen
Krümmungsradius im Bereich von 1,0-5,0 mm hat.

5. Polster (10) nach Anspruch 4, wobei jede der schrä-
gen Seiten von einer Gipfelmittellinie um etwa 40°-
50°, vorzugsweise 47°, abgewinkelt ist und der Gip-
fel einen Krümmungsradius von etwa 2,5 mm hat.

6. Polster (10) nach einem der Ansprüche 4 und 5, wo-
bei ein vorderer Abschnitt des länglichen Kamms ei-
ne bogenförmige Konfiguration mit einem Krüm-
mungsradius im Bereich von 1,5-7,0 mm, bevorzugt
von etwa 4,0 mm, hat.

7. Polster (10) nach einem der Ansprüche 4 bis 6, wobei
der längliche Kamm so aufgebaut ist, dass er seine
Konfiguration bei Eingriff mit dem Nasenrückenbe-
reich des Patienten umkehrt, und optional eine Vor-
derkante des länglichen Kamms geeignet ist zu rol-
len, wenn der längliche Kamm seine Konfiguration
umkehrt.

8. Polster (10) nach den Ansprüchen 1 bis 7, wobei der
Nasenrückenbereich (16) der Membran (32) einen
konturierten Abschnitt aufweist, der sich zu einem
Hohlraum des Polsters entlang einem Radius so
nach innen krümmt, dass er an einer Innenkante der
Membran endet, wobei der konturierte Abschnitt ein
freies Ende hat, das im Hinblick auf eine Gesichts-
kontaktebene des Polsters im Bereich von 30-50°,
bevorzugt etwa 40°, abgewinkelt ist.

9. Polster (10) nach einem der Ansprüche 1 bis 8, wobei
die Membran (32) im Nasenrückenbereich (16) ei-
nen im Wesentlichen flachen Abschnitt in Seitenan-

21 22 



EP 2 471 567 B2

13

5

10

15

20

25

30

35

40

45

50

55

sicht hat.

10. Polster (10) nach einem der Ansprüche 1 bis 9, wobei
entweder die Membran (32) oder, wenn vorhanden,
ein darunterliegendes Unterstützpolster (30) eine
Außenfläche aufweist, die eine Außenbreite des
Polsters festlegt, und die Basiswand im Hinblick auf
die Außenfläche nach innen versetzt ist.

11. Polster (10) nach einem der Ansprüche 1 bis 10,
wobei mindestens ein Abschnitt der Basiswand (28)
einen zulaufenden Abschnitt aufweist, der zur Mem-
bran (32) zuläuft, und der zulaufende Abschnitt in
dem Nasenrückenbereich (16) vorgesehen ist.

12. Polster (10) nach einem der Ansprüche 1 bis 11,
wobei mindestens ein Abschnitt des darunterliegen-
den Unterstützpolsters (30), wenn vorhanden,
und/oder der Basiswand (28) einen unteren Ab-
schnitt mit einer Federkonfiguration hat, die eine Ver-
schiebung des Polsters im Hinblick auf eine vom
Rahmen ausgeübte Kraft festlegt.

13. Polster (10) nach Anspruch 12, wobei der untere Ab-
schnitt eine im Wesentlichen bogenförmige Konfigu-
ration hat, die einen Biegeraum unter dem unteren
Abschnitt und benachbart zur Basiswand festlegt,
und optional, wobei der Raum eine Tiefe kleiner als
etwa 4,0 mm hat.

14. Polster (10) nach einem der Ansprüche 1 bis 13,
wobei eine Innenkante der Membran (32) eine im
allgemeinen dreiecksförmige Öffnung festlegt, die
die Nase und den Mund des Patienten aufnimmt,
und ein Scheitel der Öffnung eine Aussparung mit
einem Krümmungsradius im Bereich von 1,5-6,0 mm
hat.

Revendications

1. Coussin (10) pour une interface patient qui fournit
un gaz respirable à un patient, le coussin
comprenant :

une paroi de base (28) structurée pour être rac-
cordée à un cadre ;
une membrane (32) comprenant des régions
d’arête nasale et de joue (16, 18) adaptée à for-
mer un joint d’étanchéité continu sur les régions
d’arête nasale et de joue du visage du patient,
respectivement, la région d’arête nasale et les
deux régions de joue adjacentes définissant une
zone d’apex ; et
un coussin de support sous-jacent (30) s’éten-
dant à partir de la paroi de base (28) en direction
du visage du patient durant l’utilisation ;
dans lequel la membrane (32) a une hauteur de

membrane (940) au niveau de la zone d’apex
entre un apex de la membrane à l’endroit où la
membrane (32) rencontre le coussin sous-
jacent (30), la hauteur de membrane (940) dans
la région d’arête nasale étant supérieure à la
hauteur de membrane (940) dans une partie de
la région de joue (18) adjacente à la région d’arê-
te nasale (16),
caractérisé en ce que
la région d’arête nasale (16) sur l’apex de la
courbure de membrane a un point plus haut (A)
étant plus élevé ou au même niveau que des
autres points (B) sur la région de joue (18), dans
lequel la membrane (32) dans la région d’arête
nasale (16) a un bord roulé.

2. Coussin (10) selon l’une quelconque des revendica-
tion 1, dans lequel la hauteur au niveau de la zone
d’apex est mesurée au niveau d’un pic de la zone
d’apex.

3. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 2, dans lequel le coussin de support sous-
jacent (30) est fourni uniquement dans un côté de la
région de nez et de la région de joue du visage du
patient, et facultativement dans lequel, dans le cas
où le coussin (10) est un coussin facial intégral, le
coussin de support sous-jacent (30) n’est pas pré-
sent dans une région de menton du visage du pa-
tient, et dans le cas où le coussin (10) est un coussin
nasal, le coussin de support sous-jacent (30) n’est
pas présent dans une région de lèvre supérieure du
visage du patient.

4. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 3, dans lequel la membrane (32) forme une
arête allongée dans la région d’arête nasale, la ré-
gion d’arête allongée ayant des côtés inclinés qui se
rencontrent pour former une crête allongée, et dans
lequel chacun des côtés inclinés forme un angle à
partir d’une ligne centrale de crête dans la plage de
30 à 60° et la crête a un rayon de courbure dans la
plage de 1,0 à 5,0 mm.

5. Coussin (10) selon la revendication 4, dans lequel
chacun des côtés inclinés forme un angle avec la
ligne centrale de crête d’environ 40° à 50°, de pré-
férence de 47°, et la crête a un rayon de courbure
d’environ 2,5 mm.

6. Coussin (10) selon l’une quelconque des revendica-
tions 4 et 5, dans lequel une partie avant de l’arête
allongée a une configuration arquée, ayant un rayon
de courbure dans la plage de 1,5 à 7,0 mm, de pré-
férence d’environ 4,0 mm.

7. Coussin (10) selon l’une quelconque des revendica-
tions 4 à 6, dans lequel l’arête allongée est structurée
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pour inverser sa configuration lors de la mise en prise
avec la région d’arête nasale du patient, et faculta-
tivement un bord avant de l’arête allongée est adapté
à s’enrouler alors que l’arête allongée inverse sa
configuration.

8. Coussin (10) selon les revendications 1 à 7, dans
lequel la région d’arête nasale (16) de la membrane
(32) inclut une région profilée qui s’incurve vers l’in-
térieur en direction d’une cavité du coussin le long
d’un rayon pour se terminer au niveau d’un bord in-
térieur de la membrane, la partie profilée ayant une
extrémité libre qui forme un angle relativement à un
plan de contact avec le visage du coussin dans la
plage de 30 à 50°, de préférence d’environ 40°.

9. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 8, dans lequel la membrane (32) dans la
région d’arête nasale (16) a une partie substantiel-
lement plate en vue en élévation.

10. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 9, dans lequel l’un de la membrane (32) et,
lorsqu’il est inclus, d’un coussin de support sous-
jacent (30) comprend une surface externe qui définit
une largeur extérieure du coussin, et la paroi de base
est décalée vers l’intérieur relativement à la surface
externe.

11. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 10, dans lequel au moins une partie de la
paroi de base (28) comprend une partie en rétrécis-
sement qui rétrécit en direction de la membrane (32),
et la partie en rétrécissement est fournie dans la ré-
gion d’arête nasale (16).

12. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 11, dans lequel au moins une partie du
coussin de support sous-jacent (30), lorsqu’il est in-
clus, et/ou de la paroi de base (28) a une partie in-
férieure comprenant une configuration de ressort qui
définit un déplacement du coussin relativement à
une force appliquée par le cadre.

13. Coussin (10) selon la revendication 12, dans lequel
la partie inférieure a une configuration substantiel-
lement arquée qui définit un espace de flexion en
dessous de la partie inférieure et adjacent à la paroi
de base, et facultativement, dans lequel l’espace a
une profondeur inférieure à environ 4,0 mm.

14. Coussin (10) selon l’une quelconque des revendica-
tions 1 à 13, dans lequel un bord intérieur de la mem-
brane (32) définit une ouverture en forme générale-
ment triangulaire qui reçoit le nez et la bouche du
patient, et un apex de l’ouverture a une encoche
ayant un rayon de courbure dans la plage de 1,5 à
6,0 mm.
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