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Description

BACKGROUND

1. Field

[0001] The present invention relates to a secondary
battery.

2. Description of the Related Art

[0002] Unlike primary batteries which are not designed
to be recharged, secondary batteries are designed to be
repeatedly charged and discharged. Low-capacity sec-
ondary batteries, each using a single battery cell pack-
aged in a battery pack, are widely employed in small-
sized portable electronic devices, such as cellular
phones or camcorders, while large-capacity secondary
batteries, each using tens of battery cells connected to
each other in a battery pack, are typically used for driving
motors of hybrid automobiles or the like.
[0003] Secondary batteries, as e.g. disclosed in EP 2
779 280 A2 and US 2015/0207118 A1, may be manu-
factured in various shapes, including cylindrical and pris-
matic shapes. The prismatic secondary battery may gen-
erally include an electrode assembly, a case accommo-
dating the electrode assembly with an electrolyte, elec-
trode terminals electrically connected to the electrode
assembly and exposed or protruding to outside of the
case, and terminal plates electrically connected to the
electrode terminals on a cap plate.
[0004] Prismatic secondary batteries may be mounted
in a vehicle in a state in which the terminal plates of ad-
jacent secondary batteries are connected to each other
through a bus bar. In this case, the terminal plates may
rotate or vibrate due to vibration of the vehicle, and an
external force may be applied to the cap plate by the
rotation or vibration of the terminal plates resulting in
physical deformation, such as warp or distortion. When
a short-circuit plate is installed in the cap plate to induce
an electric short during overcharge of the secondary bat-
tery, the short-circuit plate may also become unintention-
ally deformed, thereby considerably lowering safety of
the secondary battery.

SUMMARY

[0005] The invention provides a secondary battery
which has increased coupling strength of a short-circuit
plate to a cap plate and bending strength of the cap plate
to reduce or minimize deformation of the cap plate due
to external forces and which also reduces an unused
volume of a case, and which suppresses heat from being
generated (e.g., reducing heat generated) during the
short circuiting.
[0006] The above and other aspects of the present in-
vention will be described in or will be apparent from the
following description of exemplary embodiments of the

present invention.
[0007] According to the present invention, the second-
ary battery includes: an electrode assembly including a
first electrode plate, a second electrode plate, and a sep-
arator between the first electrode plate and the second
electrode plate; a case accommodating the electrode as-
sembly and having an opening at one side thereof; a cap
plate closing the opening of the case and having a first
recessed groove at one end thereof and a second re-
cessed groove at another end thereof, both the first and
second recessed grooves being at an outer surface of
the cap; a first terminal unit including: a first electrode
terminal electrically connected to the first electrode plate
and protruding outside of the case; a first terminal plate
electrically connected to the first electrode terminal; and
an insulation member coupled to the cap plate in the first
recessed groove and surrounding peripheral surfaces
and a bottom surface of the first terminal plate; and a
second terminal unit electrically connected to the second
electrode plate and coupled to the cap plate in the second
recessed groove, wherein the second terminal unit com-
prises: a second electrode terminal electrically connect-
ed to the second electrode plate and extending through
the cap plate to protrude outside of the case; a second
terminal plate electrically connected to the second elec-
trode terminal; and a top plate coupled to the cap plate
in the second recessed groove and contacting a bottom
surface of the second terminal plate and peripheral sur-
faces and a bottom surface of the second recessed
groove, and wherein the flow of current is distributed in
two directions, i.e. parallel and perpendicular to the cap
plate, through the top plate.
[0008] The second terminal unit may include: a second
electrode terminal electrically connected to the second
electrode plate and extending through the cap plate to
protrude outside of the case; a second terminal plate
electrically connected to the second electrode terminal;
and a top plate coupled to the cap plate in the second
recessed groove and contacting a bottom surface of the
second terminal plate and peripheral surfaces and a bot-
tom surface of the second recessed groove.
[0009] A first penetration opening may be in the cap
plate at one end of the first recessed groove and the first
electrode terminal may pass therethrough, a first short-
circuit opening may be in the cap plate at another end of
the first recessed groove, and an inversion plate config-
ured to be inverted when an internal pressure of the case
exceeds a certain pressure and short-circuit with the first
terminal plate may be coupled to the cap plate at the first
short-circuit opening, a second penetration opening may
be in the cap plate at one end of the insulation member
and the second electrode terminal may pass there-
through, and a second short-circuit opening may be at
another end of the insulation member to correspond to
the inversion plate, and a coupling opening may be at
one end of the first terminal plate and the first electrode
terminal may pass therethrough and may be riveted to
the first electrode plate, and a protrusion may protrude
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to a bottom surface of the second terminal plate at an-
other end thereof, may be in the second short-circuit
opening, and may be configured to electrically contact
the inversion plate when the inversion plate becomes
inverted.
[0010] A protrusion may be on the peripheral surfaces
of the first terminal plate, an insertion opening may be in
the peripheral surfaces of the insulation member, and
the protrusion may be inserted into the insertion opening.
[0011] An inner surface of the cap plate below the first
recessed groove protrudes toward the electrode assem-
bly.
[0012] According to an embodiment of the present in-
vention, which may be advantageous in combination with
or independent of the previous embodiments of the
invention , a secondary battery includes: an electrode
assembly including a first electrode plate, a second elec-
trode plate, and a separator between the first electrode
plate and the second electrode plate; a case accommo-
dating the electrode assembly and having an opening at
one side thereof; a cap plate closing the opening of the
case and having a first recessed groove and a second
recessed groove at an outer surface thereof, the first and
second recessed grooves being at opposite ends of the
cap plate; a first terminal unit electrically connected to
the first electrode plate and coupled to the cap plate at
the first recessed groove; and a second terminal unit elec-
trically connected to the second electrode plate and in-
cluding: a second electrode terminal protruding outside
of the case; a second terminal plate electrically connect-
ed to the second electrode terminal; and a top plate in
the second recessed groove and contacting a bottom
surface of the second terminal plate and peripheral sur-
faces and a bottom surface of the second recessed
groove.
[0013] The first terminal unit may include: a first elec-
trode terminal electrically connected to the first electrode
plate and extending through the cap plate to protrude
outside of the case; a first terminal plate electrically con-
nected to the first electrode terminal; and an insulation
member in the first recessed groove and surrounding pe-
ripheral surfaces and a bottom surface of the first terminal
plate.
[0014] A protruding terminal may protrude from and
extend along edges of outer surface of the top plate such
that the second terminal plate is on the outer surface of
the top plate and peripheral surfaces of the second ter-
minal plate are surrounded by the protruding terminal,
and the outer surface of the top plate and the outer sur-
face of the cap plate may be substantially coplanar.
[0015] A first penetration opening may be in the cap
plate at one end of the second recessed groove and the
second electrode terminal may pass therethrough, a sec-
ond penetration opening may be at one end of the top
plate, a third penetration opening may be at another end
of the top plate, a coupling opening may be at one end
of the second terminal plate and the second electrode
terminal may extend through the coupling opening and

may be riveted to the second terminal plate, and a pro-
trusion may protrude from a bottom surface of another
end of the second terminal plate and may extend into the
third penetration opening.
[0016] An inner surface of cap plate below the second
recessed groove may protrude toward the electrode as-
sembly.
[0017] As described above, the secondary battery ac-
cording to an embodiment of the present invention has
improved coupling strength of a short-circuit plate to a
cap plate and bending strength of the cap plate which
can reduce or minimize deformation of the cap plate due
to external forces and also reduces an unused volume
of a case.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018] The above and other features and aspects of
the present invention will become more apparent by de-
scribing, in detail, exemplary embodiments thereof with
reference to the attached drawings in which:

FIG. 1 is a perspective view of a secondary battery
according to an embodiment of the present inven-
tion;

FIG. 2 is a cross-sectional view taken along the line
I-I’ of FIG. 1;

FIG. 3 is an enlarged cross-sectional view of a first
terminal unit illustrated in FIG. 1;

FIG. 4 is an enlarged cross-sectional view of a sec-
ond terminal unit illustrated in FIG. 1;

FIG. 5A is a top perspective view of a cap plate ac-
cording to an embodiment of the present invention;

FIG. 5B is a bottom perspective view of the cap plate
illustrated in FIG. 5A;

FIG. 6 is a cross-sectional view illustrating the con-
figuration of a secondary battery during overcharge;

FIG. 7 is an enlarged cross-sectional view of a first
terminal unit illustrated in FIG. 6; and

FIG. 8 is an enlarged cross-sectional view of a sec-
ond terminal unit illustrated in FIG. 6.

DETAILED DESCRIPTION

[0019] Hereinafter, examples of embodiments of the
present invention will be described, in detail, with refer-
ence to the accompanying drawings such that they can
easily be made and used by those skilled in the art.
[0020] It will be understood that when an element or
layer is referred to as being "on," "connected to," or "cou-
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pled to" another element or layer, it may be directly on,
connected, or coupled to the other element or layer or
one or more intervening elements or layers may also be
present. When an element is referred to as being "directly
on," "directly connected to," or "directly coupled to" an-
other element or layer, there are no intervening elements
or layers present. For example, when a first element is
described as being "coupled" or "connected" to a second
element, the first element may be directly coupled or con-
nected to the second element or the first element may
be indirectly coupled or connected to the second element
via one or more intervening elements. The same refer-
ence numerals designate the same elements. As used
herein, the term "and/or" includes any and all combina-
tions of one or more of the associated listed items. Fur-
ther, the use of "may" when describing embodiments of
the present invention relates to "one or more embodi-
ments of the present invention." Expressions, such as
"at least one of," when preceding a list of elements, mod-
ify the entire list of elements and do not modify the indi-
vidual elements of the list. Also, the term "exemplary" is
intended to refer to an example or illustration. As used
herein, the terms "use," "using," and "used" may be con-
sidered synonymous with the terms "utilize," "utilizing,"
and "utilized," respectively.
[0021] It will be understood that, although the terms
first, second, third, etc. may be used herein to describe
various elements, components, regions, layers, and/or
sections, these elements, components, regions, layers,
and/or sections should not be limited by these terms.
These terms are used to distinguish one element, com-
ponent, region, layer, or section from another element,
component, region, layer, or section. Thus, a first ele-
ment, component, region, layer, or section discussed be-
low could be termed a second element, component, re-
gion, layer, or section without departing from the teach-
ings of example embodiments. In the figures, dimensions
of the various elements, layers, etc. may be exaggerated
for clarity of illustration.
[0022] Spatially relative terms, such as "beneath," "be-
low," "lower," "above," "upper," and the like, may be used
herein for ease of description to describe one element or
feature’s relationship to another element(s) or feature(s)
as illustrated in the figures. It will be understood that the
spatially relative terms are intended to encompass dif-
ferent orientations of the device in use or operation in
addition to the orientation depicted in the figures. For
example, if the device in the figures is turned over, ele-
ments described as "below" or "beneath" other elements
or features would then be oriented "above" or "over" the
other elements or features. Thus, the term "below" may
encompass both an orientation of above and below. The
device may be otherwise oriented (rotated 90 degrees
or at other orientations), and the spatially relative descrip-
tors used herein should be interpreted accordingly.
[0023] The terminology used herein is for the purpose
of describing particular example embodiments of the
present invention and is not intended to be limiting of the

described example embodiments of the present inven-
tion. As used herein, the singular forms "a" and "an" are
intended to include the plural forms as well, unless the
context clearly indicates otherwise. It will be further un-
derstood that the terms "includes," "including," "compris-
es," and/or "comprising," when used in this specification,
specify the presence of stated features, integers, steps,
operations, elements, and/or components but do not pre-
clude the presence or addition of one or more other fea-
tures, integers, steps, operations, elements, compo-
nents, and/or groups thereof.
[0024] FIG. 1 is a perspective view of a secondary bat-
tery 1000 according to an embodiment of the present
invention, FIG. 2 is a cross-sectional view of the second-
ary battery 1000, taken along the line I-I’ of FIG. 1, FIG.
3 is an enlarged cross-sectional view of a first terminal
unit 400 illustrated in FIG. 1, FIG. 4 is an enlarged cross-
sectional view of a second terminal unit 500 illustrated in
FIG. 1, FIG. 5A is a top perspective view of a cap plate
300 according to an embodiment of the present invention,
and FIG. 5B is a bottom perspective view of the cap plate
300 illustrated in FIG. 5A.
[0025] Referring to FIGS. 1 to 5B, a secondary battery
1000 according to an embodiment of the present inven-
tion includes an electrode assembly 100, a case 200, a
cap plate 300, a first terminal unit 400, and a second
terminal unit 500.
[0026] The electrode assembly 100 is formed by wind-
ing or stacking a first electrode plate 110, a separator
130, and a second electrode plate 120, each of which
may be a thin plate or film. The first electrode plate 110
may function as a negative electrode, and the second
electrode plate 120 may function as a positive electrode.
[0027] The first electrode plate 110 may be formed by
applying a first electrode active material, such as graphite
or carbon, onto a first electrode collector formed of a met-
al foil, such as a copper or a nickel foil. The first electrode
plate 110 may include a first electrode uncoated portion
110a to which the first electrode active metal is not ap-
plied. The first electrode uncoated portion 110a may
function as a current flow passage between the first elec-
trode plate 110 and the outside of the first electrode plate
110. Materials that can be used to form the first electrode
plate 110 are not limited to those disclosed herein.
[0028] The second electrode plate 120 may be formed
by applying a second electrode active material, such as
a transition metal oxide, onto a second electrode collector
formed of a metal foil, such as an aluminum foil. The
second electrode plate 120 may include a second elec-
trode uncoated portion 120a to which the second elec-
trode active metal is not applied. The second electrode
uncoated portion 120a may function as a passage for
current between the second electrode plate 120 and the
outside of the second electrode plate 120. Materials that
can be used to form the second electrode plate 120 are
not limited to those disclosed herein.
[0029] The separator 130 is disposed between the first
electrode plate 110 and the second electrode plate 120.
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The separator 130 prevents short circuiting from occur-
ring between the first and second electrode plates 110
and 120 and allows movement of lithium ions. The sep-
arator 130 may be formed of a polyethylene film or a film
including polyethylene and polypropylene. Materials that
can be used to form the separator 130 are not limited to
those disclosed herein.
[0030] The case 200 may be formed of a conductive
metal, such as aluminum, an aluminum alloy, or steel
plated with nickel. The case 200 may have an approxi-
mately hexahedral shape with an opening so that the
electrode assembly 100, a first current collector 440, and
a second current collector 540 can be inserted and placed
in (e.g., accommodated in) the case 200. Because a con-
figuration in which the case 200 is assembled with the
cap plate 300 is illustrated in FIG. 2, the opening is not
visible. However, the peripheral part of the cap plate 300
corresponds to the opening. In one embodiment, the in-
ner surface of the case 200 may be treated to be electri-
cally insulated from the electrode assembly 100, the first
current collector 440, and the second current collector
540. In another embodiment, the case 200 may function
as an electrode having a polarity, for example, a positive
electrode.
[0031] The cap plate 300 has an approximately rec-
tangular shape to seal the opening of the case 200. The
cap plate 300 may be formed of the same material as
that of the case 200, and the cap plate 300 and the case
200 may have the same polarity as each other.
[0032] A first recessed groove 310 may be formed at
one end of the cap plate 300 and a second recessed
groove 320 may be formed at another end (e.g., an op-
posite end) of the cap plate 300.
[0033] The first recessed groove 310 may be config-
ured such that a portion of an upper surface at one end
of the cap plate 300 (e.g., an outer surface, a top surface,
or an exposed surface of the cap plate 300) is recessed
to a certain depth (e.g., a predetermined depth), and the
first recessed groove 310 may be defined by internal side
surfaces 311 and a bottom surface 312. A bottom portion
313 of the cap plate 300 below the first recessed groove
310 (e.g., at an inner surface of the cap plate 300) may
be configured to protrude toward the electrode assembly
100 as much as (e.g., a same distance as) the first re-
cessed groove 310 is recessed from the upper surface
of the cap plate 300.
[0034] A first penetration opening 314 (e.g., a first pen-
etration hole) may be formed at one end of the first re-
cessed groove 310 and a first short-circuit opening 315
(e.g., a first short-circuit hole) may be formed at another
end (e.g., an opposite end) of the first recessed groove
310. A first electrode terminal 410 may pass through the
first penetration opening 314 and an inversion plate 316
may be coupled to the cap plate 300 at the first short-
circuit opening 315. The inversion plate 316 may have a
shape of an approximately recessed round plate. The
inversion plate 316 may invert (e.g., may be inverted) to
upwardly protrude when the internal pressure of the case

200 exceeds a certain pressure (e.g., a preset pressure)
due to heat generation and electrolyte decomposition
due to a high-voltage disconnection or an overcharge of
the secondary battery 1000 when the secondary battery
1000 is connected to an external circuit. The inversion
plate 316 and the cap plate 300 have the same polarity
as each other. When the inversion plate 316 is inverted,
it comes into contact with a second terminal plate 530 to
cause short circuiting (e.g., internal short-circuiting).
[0035] When the short circuiting occurs, a relatively
large amount of current flows through the secondary bat-
tery 1000 to generate heat, thereby allowing a fuse (e.g.,
a fuse part) to operate (e.g., to melt). The fuse may be
formed at the first terminal unit 400 or the second terminal
unit 500, but the present embodiment does not specifi-
cally limit a position of the fuse.
[0036] An upper insulation member 420 may be mount-
ed in the first recessed groove 310. A plurality of first
openings 317 (e.g., first holes) may be formed in the first
recessed groove 310. A plurality of first protrusions
formed on a bottom surface of the upper insulation mem-
ber 420 are inserted into the plurality of first openings
317, thereby allowing the upper insulation member 420
to be engaged with the cap plate 300 at the first recessed
groove 310.
[0037] The second recessed groove 320 may be con-
figured such that the upper surface of the other edge of
the cap plate 300 is recessed to a certain depth (e.g., a
predetermined depth) and may be defined by internal
side surfaces 321 and a bottom surface 322. A bottom
portion 323 of the cap plate 300 (e.g., an inner surface
of the cap plate 300) below the second recessed groove
320 may be configured to protrude toward the electrode
assembly 100 as much as the second recessed groove
320 is recessed from the upper surface of the cap plate
300.
[0038] A second penetration opening 324 (e.g., a sec-
ond penetration hole) may be formed at one end of the
second recessed groove 320. A second electrode termi-
nal 510 may pass through the second penetration open-
ing 324.
[0039] Because the first recessed groove 310 and the
second recessed groove 320 improve the bending
strength of the cap plate 300 (e.g., increase the rigidity
of the cap plate 300), unintentional deformation of the
inversion plate 316 may be prevented or avoided. In ad-
dition, the overall height of the secondary battery 1000
can be reduced by reducing protruding heights of the first
electrode terminal 410 and the second electrode terminal
510 above the cap plate 300, and a void volume (e.g.,
an unused interior space) of the case 200 can be re-
duced. Further, because the void volume of the case 200
is reduced, a vent plate 330 may operate rapidly, thereby
increasing a gas release speed of the secondary battery
1000. Moreover, the electrode assembly 100 can be sta-
bly fixed to the inside of the case 200.
[0040] A vent opening 330a (e.g., a vent hole) may be
formed in the cap plate 300, and the vent plate 330 may
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be coupled to the cap plate 300 at the vent opening 330a.
A notch 330b may be formed in the vent plate 330. The
notch 330b may be configured to open at a certain (e.g.,
a present) internal pressure of the case 200 (e.g., the
vent plate 330 may be configured to open or burst at a
certain internal pressure of the case 200 due to the notch
330b).
[0041] An electrolyte injection opening 340a (e.g., an
electrolyte injection hole) may be formed in the cap plate
300, and a plug 340 may be placed in (e.g., engaged
with) the electrolyte injection opening 340a, thereby seal-
ing the electrolyte injection opening 340a.
[0042] The first terminal unit 400 may include the first
electrode terminal 410, the upper insulation member 420,
the first terminal plate 430, the first current collector 440,
a first lower insulation member 450, and a first gasket
460.
[0043] The first electrode terminal 410 may include a
first body 411, a first flange 412, and a first riveting part
413 (e.g., a first rivet).
[0044] A top portion of the first body 411 may pass
through the first penetration opening 314 in the first re-
cessed groove 310 to upwardly protrude from the cap
plate 300, and a bottom portion of the first body 411 may
be electrically connected to the first current collector 440.
The first body 411 may be roughly pillar-shaped. An up-
per portion (e.g., an upper pillar) of the first body 411 may
be riveted and coupled to the first terminal plate 430 at
a first coupling opening 431 (e.g., a first coupling hole)
therein, and a lower portion (e.g., a lower pillar) of the
first body 411 may be fitted into a second coupling open-
ing 442a (e.g., a second coupling hole) in the first current
collector 440. The first flange 412 is formed at the lower
portion of the first body 411, thereby preventing the first
electrode terminal 410 from becoming dislodged from
the cap plate 300.
[0045] The upper insulation member 420 may have an
approximately rectangular parallelepiped shape having
a sidewall 421 and a bottom wall 422. A bottom portion
of the upper insulation member 420 is mounted to the
cap plate 300 in the first recessed groove 310, and the
first protrusions formed on the bottom surface of the up-
per insulation member 420 are inserted into the first open-
ings 317 of the first recessed groove 310, thereby more
tightly fixing the upper insulation member 420 to the cap
plate 300 at the first recessed groove 310.
[0046] At least one insertion opening 421a (e.g., at
least one insertion hole) may be formed in the sidewall
421 of the upper insulation member 420. A second pro-
trusion 433 formed on the first terminal plate 430 is in-
serted into the least one insertion opening 421a. There-
by, the first terminal plate 430 can be more tightly fixed
to the upper insulation member 420.
[0047] A third penetration opening 422a (e.g., a third
penetration hole) may be formed at one edge of the bot-
tom wall 422 of the upper insulation member 420 and a
second short-circuit opening 422b (e.g., a second short-
circuit hole) may be formed at another end of the bottom

wall 422 of the upper insulation member 420. The first
electrode terminal 410 may pass through the third pen-
etration opening 422a, and a first protruding part 435
(e.g., a first protrusion) of the first terminal plate 430 may
be positioned in the second short-circuit opening 422b.
[0048] As described above, the upper insulation mem-
ber 420 is tightly fixed to the cap plate 300 at the first
recessed groove 310, thereby tightly fixing the first ter-
minal plate 430 to the cap plate 300 by the upper insu-
lation member 420 and increasing bending strength (e.g.,
rigidity) of the cap plate 300.
[0049] The first terminal plate 430 may have an ap-
proximately rectangular parallelepiped shape and may
be inserted into the inside of the upper insulation member
420.
[0050] The second protrusion 433 may be formed on
the side surface 432 of the first terminal plate 430. The
second protrusion 433 may be inserted into the insertion
opening 421a formed in the sidewall 421 of the upper
insulation member 420.
[0051] The first coupling opening 431 may be formed
at one edge of the first terminal plate 430. The first elec-
trode terminal 410 may pass through the first coupling
opening 431 and a top portion of the first electrode ter-
minal 410 may be riveted and coupled to the first elec-
trode plate at the first coupling opening 431. The first
protruding part 435 may be formed at the other end of a
bottom surface 434 of the first terminal plate 430. The
first protruding part 435 may be positioned in the second
short-circuit opening 422b formed in the upper insulation
member 420. The first protruding part 435 may be ap-
proximately ring-shaped and may electrically contact an
upper surface of the inversion plate 316 during operation
of the inversion plate 316 (e.g., when the inversion plate
316 is deformed to protrude upwardly), thereby causing
short circuiting.
[0052] The first current collector 440 may include a first
connecting part 441 (e.g., a first connector) and a first
extending part 442 (e.g., a first extending portion). The
first connecting part 441 may be electrically connected
to the first electrode uncoated portion 110a of the first
electrode plate 110. The first extending part 442 may be
horizontally bent from the first connecting part 441. The
second coupling opening 442a may be formed in the first
extending part 442, and the lower portion of the first elec-
trode terminal 410 may be inserted into the second cou-
pling opening 442a.
[0053] The first lower insulation member 450, inter-
posed between the cap plate 300 and the first current
collector 440, may prevent unintentional short circuiting
from occurring therebetween.
[0054] The first gasket 460, interposed between the
first electrode terminal 410 and the first and third pene-
tration openings 314 and 422a, may prevent external
moisture from penetrating through the first and third pen-
etration openings 314 and 422a.
[0055] The second terminal unit 500 may include the
second electrode terminal 510, a top plate 520, the sec-
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ond terminal plate 530, the second current collector 540,
a second lower insulation member 550, and a second
gasket 560.
[0056] The second electrode terminal 510 may include
a second body 511, a second flange part 512 (e.g., a
second flange), and a second riveting part 513 (e.g., a
second rivet).
[0057] A top portion of the second body 511 may pass
through the second penetration opening 324 in the sec-
ond recessed groove 320 to protrude above the upper
surface of the cap plate 300, and a bottom portion of the
second body 511 may be electrically connected to the
second current collector 540. The second body 511 may
be approximately pillar-shaped. An upper portion (e.g.,
an upper pillar) of the second body 511 may be riveted
and coupled to the second terminal plate 530 at a third
coupling opening 530a (e.g., a third coupling hole) there-
in, and a lower portion (e.g., a lower pillar) of the second
body 511 may be fitted into a fourth coupling opening
542a (e.g., a fourth coupling hole) in the second current
collector 540. The second flange part 512 is formed at
the lower portion of the second body 511, thereby pre-
venting the second electrode terminal 510 from being
unintentionally dislodged from the cap plate 300.
[0058] The top plate 520 may be shaped and sized to
correspond to the second recessed groove 320. For ex-
ample, the top plate 520 may have an approximately rec-
tangular plate shape. When the top plate 520 is mounted
in the second recessed groove 320, a side surface and
a bottom surface of the top plate 520 are brought into
close contact with the internal side surfaces 321 and the
bottom surface 322 of the second recessed groove 320,
and the upper surface of the top plate 520 may be posi-
tioned on substantially the same line L as the upper sur-
face of the cap plate 300 (e.g., the upper surface of the
top plate 520 may be coplanar with the upper surface of
the cap plate 300).
[0059] A fourth penetrating opening 520a (e.g., a fourth
penetrating hole) may be formed at one end of the top
plate 520, and a fifth penetrating opening 520b (e.g., a
fifth penetrating hole) may be formed at the other end of
the top plate 520. The second electrode terminal 510
may pass through the fourth penetrating opening 520a,
and a second protruding part 533 of the second terminal
plate 530 may be positioned in the fifth penetrating open-
ing 520b.
[0060] A protruding terminal 522 may be formed on the
upper surface of the top plate 520 to protrude along an
edge or a periphery of the upper surface of the top plate
520. The protruding terminal 522 of the top plate 520 may
serve to bind the second terminal plate 530 so as not to
rotate or vibrate with respect to the top plate 520.
[0061] As described above, the top plate 520 is tightly
fixed to the second recessed groove 320, thereby in-
creasing a coupling strength between the second termi-
nal plate 530 and the top plate 520. In addition, the top
plate 520 may be formed of a stainless material (e.g.,
stainless steel), thereby further increasing the rigidity

(e.g., the bending strength) of the cap plate 300.
[0062] The second terminal plate 530 may have an ap-
proximately rectangular parallelepiped shape and may
have the same or substantially the same shape as the
first terminal plate 430. Accordingly, common use of ter-
minal plates is allowed.
[0063] The second terminal plate 530 may be mounted
on the upper surface of the top plate 520 and may be
fixed to the upper surface of the top plate 520 so as not
to rotate or vibrate by or with respect to the protruding
terminal 522.
[0064] The third coupling opening 530a may be formed
at one end of the second terminal plate 530. The second
electrode terminal 510 may pass through the third cou-
pling opening 530a, and a top portion of the second elec-
trode terminal 510 may be riveted and coupled to the
second terminal plate 530 at the third coupling opening
530a.
[0065] The second current collector 540 may include
a second connecting part 541 (e.g., a second connector)
and a second extending part 542. The second connecting
part 541 may be electrically connected to the second
electrode uncoated portion 120a of the second electrode
plate 120. The second extending part 542 may be hori-
zontally bent from the second connecting part 541. The
fourth coupling opening 542a may be formed in the sec-
ond extending part 542, and the lower portion of the sec-
ond electrode terminal 510 may be inserted into the fourth
coupling opening 542a.
[0066] The second lower insulation member 550, in-
terposed between the cap plate 300 and the second cur-
rent collector 540, may prevent unintentional short
circuiting from occurring therebetween.
[0067] The second gasket 560, interposed between
the second electrode terminal 510 and the second and
fifth penetration openings 324 and 520b, may prevent
external moisture from penetrating through the second
and fifth penetration openings 324 and 520b. FIG. 6 is a
sectional view illustrating the configuration of a second-
ary battery 1000 during overcharge, FIG. 7 is an enlarged
cross-sectional view of a first terminal unit 400 illustrated
in FIG. 6, and FIG. 8 is an enlarged cross-sectional view
of a second terminal unit 500 illustrated in FIG. 6.
[0068] If a high-voltage disconnection or an over-
charge of a secondary battery 1000 occurs, heat may be
generated in the electrode assembly 100 and an electro-
lyte may decompose such that the internal pressure of
the case 200 may increase. If the internal pressure of the
case 200 exceeds a certain pressure (e.g., a preset pres-
sure), the inversion plate 316 may become (e.g., may
deform to become) convexly inverted toward the first ter-
minal plate 430 as illustrated in FIGS. 6 and 7. While the
inversion plate 316 and the cap plate 300 have the same
polarity as each other, short circuiting may occur due to
contact between the inversion plate 316 and the first ter-
minal plate 430, each having different polarities from
each other.
[0069] As illustrated in FIG. 8, when the short circuiting
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occurs between the inversion plate 316 and the first ter-
minal plate 430, current may flow from the second elec-
trode terminal 510 to the cap plate 300 via the second
terminal plate 530.
[0070] Different from a conventional secondary battery
in which current (e.g., short circuit current) flows only in
one direction (e.g., along only the Y axis as illustrated in
FIG. 8) from a terminal plate to a cap plate, in the sec-
ondary battery 1000 according to an embodiment of the
present invention, the flow of current I is distributed in
(e.g., occurs in) two directions (e.g., along both the X and
Y axes as illustrated in FIG. 8) through the top plate 520
and the cap plate 300 at the second recessed groove
320, thereby suppressing heat from being generated
(e.g., reducing heat generated) during the short
circuiting.

Claims

1. A secondary battery (1000) comprising:

an electrode assembly (100) comprising a first
electrode plate (110), a second electrode plate
(120), and a separator (130) between the first
electrode plate (110) and the second electrode
plate (120);
a case (200) accommodating the electrode as-
sembly (100) and having an opening at one side
thereof;
a cap plate (300) closing the opening of the case
(200) and having a first recessed groove (310)
at one end thereof and a second recessed
groove (320) at another end thereof, both the
first and second recessed grooves (310, 320)
being at an outer surface of the cap plate (300);
a first terminal unit (400) comprising:

a first electrode terminal (410) electrically
connected to the first electrode plate (110)
and protruding outside of the case (200);
a first terminal plate (430) electrically con-
nected to the first electrode terminal (410);
and
an insulation member (420) coupled to the
cap plate (300) in the first recessed groove
(310) and surrounding peripheral surfaces
and a bottom surface (434) of the first ter-
minal plate (430); and

a second terminal unit (500) electrically connect-
ed to the second electrode plate (120) and cou-
pled to the cap plate (300) in the second re-
cessed groove (320), wherein the second termi-
nal unit (500) comprises:

a second electrode terminal (510) electri-
cally connected to the second electrode

plate (120) and extending through the cap
plate (300) to protrude outside of the case
(200);
a second terminal plate (530) electrically
connected to the second electrode terminal
(510); and
a top plate (520) coupled to the cap plate
(300) in the second recessed groove (320)
and contacting a bottom surface of the sec-
ond terminal plate (530) and peripheral sur-
faces and a bottom surface (322) of the sec-
ond recessed groove (320), and wherein
the flow of current I is distributed in two di-
rections, i.e. parallel and perpendicular to
the cap plate (300), through the top plate
(520).

2. The secondary battery (1000) of claim 1, wherein a
protrusion (433) is on the peripheral surfaces of the
first terminal plate (430), an insertion opening (421a)
is in the peripheral surfaces of the insulation member
(420), and the protrusion (433) is inserted into the
insertion opening (421a).

3. The secondary battery (1000) of claim 1 or 2, wherein
an inner surface of the cap plate (300) below the first
recessed groove (310) protrudes toward the elec-
trode assembly (100).

Patentansprüche

1. Eine Sekundärbatterie (1000), aufweisend:

eine Elektrodenanordnung (100), die eine erste
Elektrodenplatte (110), eine zweite Elektroden-
platte (120) und einen Separator (130) zwischen
der ersten Elektrodenplatte (110) und der zwei-
ten Elektrodenplatte (120) aufweist;
ein Gehäuse (200), das die Elektrodenanord-
nung (100) aufnimmt und eine Öffnung auf einer
Seite desselben aufweist;
eine Abdeckplatte (300), die die Öffnung des
Gehäuses (200) schließt und eine erste vertiefte
Nut (310) an einem Ende derselben und eine
zweite vertiefte Nut (320) an einem anderen En-
de derselben aufweist, wobei sowohl die erste
als auch die zweite vertiefte Nut (310, 320) an
einer Außenfläche der Abdeckplatte (300) sind;
eine erste Anschlusseinheit (400), aufweisend:

einen ersten Elektrodenanschluss (410),
der mit der ersten Elektrodenplatte (110)
elektrisch verbunden ist und aus dem Ge-
häuse (200) vorsteht;
eine ersten Anschlussplatte (430), die mit
dem ersten Elektrodenanschluss (410)
elektrisch verbunden ist; und
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ein Isolierelement (420), das in der ersten
vertieften Nut (310) mit der Abdeckplatte
(300) gekoppelt ist und Umfangflächen und
eine Unterseite (434) der ersten Anschluss-
platte (430) umgibt; und

eine zweite Anschlusseinheit (500), die mit der
zweiten Elektrodenplatte (120) elektrisch ver-
bunden ist und in der zweiten vertieften Nut
(320) mit der Abdeckplatte (300) gekoppelt ist,
wobei die zweite Anschlusseinheit (500) auf-
weist:

einen zweiten Elektrodenanschluss (510),
der mit der zweiten Elektrodenplatte (120)
elektrisch verbunden ist und sich durch die
Abdeckplatte (300) erstreckt, um aus dem
Gehäuse (200) vorzustehen;
eine zweite Anschlussplatte (530), die mit
dem zweiten Elektrodenanschluss (510)
elektrisch verbunden ist; und
eine obere Platte (520), die in der zweiten
vertieften Nut (320) mit der Abdeckplatte
(300) gekoppelt ist und mit einer Unterseite
der zweiten Anschlussplatte (530) und Um-
fangflächen und einer Unterseite (322) der
zweiten vertieften Nut (320) kontaktiert
steht, und wobei
der Stromfluss I in zwei Richtungen, näm-
lich parallel und perpendikulär zur Abdeck-
platte (300), durch die obere Platte (520)
verteilt wird.

2. Die Sekundärbatterie (1000) nach Anspruch 1, wo-
bei ein Vorsprung (433) auf den Umfangflächen der
ersten Anschlussplatte (430) ist, eine Einführöffnung
(421a) in den Umfangflächen des Isolierelements
(420) ist und der Vorsprung (433) in die Einführöff-
nung (421a) eingesetzt ist.

3. Die Sekundärbatterie (1000) nach Anspruch 1 oder
2, wobei eine Innenfläche der Abdeckplatte (300)
unter der ersten vertieften Nut (310) zur Elektroden-
anordnung (100) hin vorsteht.

Revendications

1. Batterie secondaire (1000), comprenant :

un ensemble d’électrodes (100) comprenant
une première plaque d’électrode (110), une
deuxième plaque d’électrode (120), et un sépa-
rateur (130) entre la première plaque d’électro-
de (110) et la deuxième plaque d’électrode
(120) ;
un boîtier (200) recevant l’ensemble d’électro-
des (100) et comportant une ouverture sur un

côté de celui-ci ;
une plaque de capuchon (300) fermant l’ouver-
ture du boîtier (200) et comportant une première
rainure en cavité (310) à une extrémité de celle-
ci et une deuxième rainure en cavité (320) à une
autre extrémité de celle-ci, les première et
deuxième rainures en cavité (310, 320) se trou-
vant toutes deux à une surface extérieure de la
plaque de capuchon (300) ;
une première unité de borne (410), comprenant:

une première borne d’électrode (410) élec-
triquement connectée à la première plaque
d’électrode (110) et faisant saillie à l’exté-
rieur du boîtier (200) ;
une première plaque de borne (430) élec-
triquement connectée à la première borne
d’électrode (410) ; et
un élément d’isolation (420) couplé à la pla-
que de capuchon (300) dans la première
rainure en cavité (310) et entourant des sur-
faces périphériques et une surface inférieu-
re (434) de la première plaque de borne
(430) ; et

une deuxième unité de borne (500) électrique-
ment connectée à la deuxième plaque d’élec-
trode (120) et couplée à la plaque de capuchon
(300) dans la deuxième rainure en cavité (320),
dans laquelle la deuxième unité de borne (500)
comprend :

une deuxième borne d’électrode (510) élec-
triquement connectée à la deuxième plaque
d’électrode (120) et s’étendant à travers la
plaque de capuchon (300) de façon à faire
saillie à l’extérieur du boîtier (200) ;
une deuxième plaque de borne (530) élec-
triquement connectée à la deuxième borne
d’électrode (510) ; et
une plaque supérieure (520) couplée à la
plaque de capuchon (300) dans la deuxiè-
me rainure en cavité (320) et venant en con-
tact avec une surface inférieure de la
deuxième plaque de borne (530) et des sur-
faces périphériques et une surface inférieu-
re (322) de la deuxième rainure en cavité
(320), et dans laquelle :

la circulation de courant I est répartie
dans deux directions, à savoir parallèle
et perpendiculaire à la plaque de capu-
chon (300), à travers la plaque supé-
rieure (520).

2. Batterie secondaire (1000) selon la revendication 1,
dans laquelle une saillie (433) se trouve sur les sur-
faces périphériques de la première plaque de borne
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(430), une ouverture d’insertion (421a) se trouve
dans les surfaces périphériques de l’élément d’iso-
lation (420), et la saillie (433) est insérée dans
l’ouverture d’insertion (421a).

3. Batterie secondaire (1000) selon la revendication 1
ou 2, dans laquelle une surface intérieure de la pla-
que de capuchon (300) en dessous de la première
rainure en cavité (310) fait saillie vers l’ensemble
d’électrodes (100).
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