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(54) TRANSMITTING CONTROL INFORMATION TO LOW COMPLEXITY USER EQUIPMENT

(57) The application relates to transmitting control in-
formation to low complexity user equipment having a lim-
ited bandwidth receiver. A method performed at a net-
work node of transmitting control information to low com-
plexity user equipment is disclosed. The control informa-
tion is transmitted within a predetermined limited frequen-
cy bandwidth that the low complexity user equipment is
configured to receive. The method comprises: transmit-
ting within the limited bandwidth, user specific control
information during first predetermined time periods and
non-user specific control information during second pre-

determined time periods, wherein the first and second
time periods do not overlap; and transmitting within the
limited bandwidth in response to a network connection
request from the low complexity user equipment further
control information, the further control information being
transmitted during further predetermined time periods,
the further predetermined time periods overlapping with
at least one of the first and second time periods; wherein
the further control information is transmitted in a different
non-overlapping frequency range to the user specific and
non-user specific control information.
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Description

FIELD OF THE INVENTION

[0001] The field of the invention relates to low com-
plexity user equipment and in particular to transmitting
control information to such equipment.

BACKGROUND

[0002] User equipment that can communicate with oth-
er devices via a wireless communication network are
known. Such devices can be used for very different ap-
plications and thus have very different requirements and
capabilities. Low complexity or low cost user equipment
(LC-UE) such as machine type communication ("MTC")
devices are devices that are used by machines for one
or more specific applications. One example of such an
LC MTC UE is a smart utility meter that communicates
readings from the smart meter via the wireless commu-
nication network periodically.
[0003] Such devices are delay tolerant and do not re-
quire a high data throughput. Therefore, they can be de-
signed with low complexity and correspondingly low
costs. Typical characteristics of such devices may be a
single receiver ("Rx") antenna; a maximum uplink and
downlink transmission block size ("TBS") for unicast (da-
ta) of say 1000 bits, this amount being related to a cor-
respondingly small buffer on the device. A further restric-
tion that is proposed is to limit the bandwidth of the re-
ceiver of such devices. A bandwidth limit of 1.4MHz is
envisaged. In a wide system bandwidth the LC-UE can
only operate in a slice or subband of the entire system
bandwidth.
[0004] One potential problem with limiting the band-
width in this way is that broadcast and unicast control
messages may be in different subbands a UE with a lim-
ited RF bandwidth receipt could only decode one or other
of these subbands.
[0005] Although one solution to this may be to time
multiplex the unicast and broadcast control signals,
where the control signal is one relating to connection to
the network such as a RAR (random access response
message) for example, then as these messages are often
long and may need a number of repetitions this simple
time division multiplexing may lead to receipt of these
messages being delayed. This delay may in turn result
in the channel conditions having changed when the RAR
response is transmitted leading to potential failures or
excessive power or repetitions being used.
[0006] Embodiments seek to address at least some of
the issue outlined above.

SUMMARY

[0007] A first aspect of the present invention provides
a method performed at a network node of transmitting
control information to low complexity user equipment,

said control information being transmitted within a pre-
determined limited frequency bandwidth that said low
complexity user equipment is configured to receive, said
method comprising: transmitting within said limited band-
width, user specific control information during first pre-
determined time periods and non-user specific control
information during second predetermined time periods,
wherein said first and second time periods do not overlap;
and transmitting within said limited bandwidth in re-
sponse to a network connection request from said low
complexity user equipment further control information,
said further control information being transmitted during
further predetermined time periods, said further prede-
termined time periods overlapping with at least one of
said first and second time periods; wherein said further
control information is transmitted in a different non-over-
lapping frequency range to said user specific and non-
user specific control information.
[0008] The inventors of the present invention recog-
nised that the reduction in bandwidth that is to be used
for transmissions to low complexity user equipment in
order to allow them to be configured with lower bandwidth
receivers leads to difficulties in transmitting multiple con-
trol signals to these user equipment and although time
division multiplexing can be used to address this, due to
the time dependency of some control signals and their
length or repetition requirements it may not be suitable
to use time division multiplexing for all signals.
[0009] In particular control signals that contain control
information sent in response to a network connection re-
quest should not be unduly delayed and can be lengthy.
Thus, a scheduling system that allows user specific and
some non-user specific control signals to be time division
multiplexed but does not use time division multiplexing
for the connection response control signals is provided.
These further control signals are sent in time periods that
overlap with either one or both of the other time division
multiplexed control signals. This is allowable as they are
sent in a different frequency range. This allows control
signals to be transmitted within a limited bandwidth with-
out an undue delay between when the connection infor-
mation is ideally sent and when it is actually sent.
[0010] In some embodiments, said user specific and
non-user specific control information is transmitted in a
first frequency range and said further control information
is transmitted in a second frequency range, and said first
and second frequency range both having a bandwidth
equal to or less than said limited bandwidth.
[0011] In order to allow the further control information
to be transmitted at the same time as the user specific
and non-user specific control information, it is transmitted
in a different frequency range, this frequency range hav-
ing a bandwidth equal to or less than the limited band-
width. As the control signals transmitted in response to
a connection request are expected by the user equipment
(being in response to a request) then providing them in
a different frequency range may be acceptable as the
user equipment will know when to monitor this frequency
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range and can at other times monitor the frequency range
of the other signals. In effect when awaiting a connection
response the user equipment will prioritise these signals
and will monitor for them rather than for the other signals.
[0012] In some embodiments, said first and second fre-
quency range both have a bandwidth equal to said limited
bandwidth.
[0013] Although the first and second frequency range
may have a bandwidth that is less than the limited band-
width, in some embodiments they may have a bandwidth
equal to this limited bandwidth. This can be advanta-
geous as using as much bandwidth as the LC UE can
receive increases the amount of information that can be
sent. Thus, in this case, the same limited bandwidth is
used for the time division multiplexed control signals and
the further control signal but a different frequency range
is used. Thus, provided the user equipment is aware of
the different frequency ranges that are used it can monitor
the appropriate frequency range depending upon wheth-
er it is awaiting a further control signal having transmitted
a connection request, perhaps in the form of a preamble,
or not. Where it has not transmitted such a request, it
can monitor the frequency range where the user specific
and non-user specific control signal such as paging in-
formation are transmitted in a time division multiplexed
fashion, where it is awaiting a connection response it can
prioritise this and monitor the frequency range used to
transmit these signals.
[0014] In some embodiments, said predetermined lim-
ited frequency bandwidth comprises a frequency range
encompassing a plurality of physical resource blocks
each having a different frequency range, wherein when
transmitted at overlapping times said further control in-
formation is transmitted in one subset of said plurality of
physical resource blocks, and said specific or non-spe-
cific control information is transmitted in a different subset
of said plurality of physical resource blocks.
[0015] The limited frequency bandwidth may be such
that a plurality of physical resource blocks that are a unit
of resource allocation in the frequency domain are en-
compassed within this bandwidth. Thus, when transmit-
ting control signals within this limited bandwidth, a plu-
rality of physical resource blocks are used and during
times when further control information is transmitted at
a same time as one of user specific or non-user specific
control information, then a subset of the plurality of phys-
ical resource blocks are used for the transmission of the
further control information and the rest of the physical
control blocks are used for transmission of the other con-
trol information.
[0016] In some embodiments, transmission of said
control signal is repeated a predetermined number of
times, said predetermined number of times being in-
creased for said user-specific and non-user specific con-
trol information when said further control information is
transmitted.
[0017] As this method applies to low complexity user
equipment, then repetition of signalling maybe used to

enable user equipment in high attenuation areas to re-
ceive the signals. Where the limited frequency range is
divided between the further control signals and the user
specific or non-user specific control signals, then addi-
tional repetition of the signals may be used to compen-
sate for this sharing of resource.
[0018] In some embodiments, said non-user specific
control information comprises broadcast control informa-
tion that does not include messages broadcast in re-
sponse to a random access request by a user equipment,
said user specific control information comprises unicast
control messages transmitted to a user equipment in-
cluding paging messages and said further control infor-
mation comprises messages broadcast in response to a
random access request by a user equipment including
RAR random access response messages and Msg 4
messages.
[0019] The control information that is time division mul-
tiplexed may include paging messages and other control
information that is not related to connection requests.
[0020] Although this idea is applicable to any system
where user equipment have a limited receiving band-
width, it is envisaged for use with a 1.4MHz bandwidth
limitation which has been proposed for the standard.
[0021] In some embodiments, the method comprises
transmitting towards said low complexity user equipment
scheduling information indicating timings of at least one
of said first, second and further predetermined time pe-
riods.
[0022] The user equipment should be aware of the
scheduling of the time periods and this may be configured
within the system or it maybe transmitted towards the
user equipment within information blocks such as SIBs
(system information blocks) or MIBs (master information
blocks).
[0023] Where the further control information and the
time division multiplexed control information are trans-
mitted in different frequency ranges each having a limited
bandwidth, then information regarding these frequency
ranges should be communicated to the user equipment
and again this maybe a system standard and the user
equipment maybe configured to monitor these frequency
ranges, or the information maybe transmitted to the user
equipment in information blocks.
[0024] A second aspect of the present invention pro-
vides a network node for transmitting control information
to low complexity user equipment, said control informa-
tion being transmitted within a predetermined limited fre-
quency bandwidth, that is a bandwidth that said low com-
plexity user equipment is configured to receive, said net-
work node comprising: a transmitter operable to transmit
signals to user equipment; and control circuitry operable
to control said transmitter to: transmit within said limited
bandwidth, user specific control information during first
predetermined time periods and non-user specific control
information during second predetermined time periods,
wherein said first and second time periods do not overlap;
and in response to a network connection request from
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said low complexity user equipment, to transmit within
said limited bandwidth further control information, said
further control information being transmitted during fur-
ther predetermined time periods, said further predeter-
mined time periods overlapping with at least one of said
first and second time periods; herein said further control
information is transmitted in a different non-overlapping
frequency range to said user specific and non-user spe-
cific control information.
[0025] A third aspect of the present invention provides
a method performed at a low complexity user equipment
configured to receive control information within a prede-
termined limited frequency bandwidth, said method com-
prising: monitoring a first frequency range within said pre-
determined limited bandwidth during a first predeter-
mined time period for user specific control information;
monitoring a second frequency range within said prede-
termined limited bandwidth during a second predeter-
mined time period for non-user specific control informa-
tion, wherein said first and second time periods do not
overlap; and following transmission by said low complex-
ity user equipment of a connection request, monitoring
a third frequency range within said predetermined limited
bandwidth during a further time period for further control
information, said further predetermined time period over-
lapping with at least one of said first and second time
periods and said third frequency range not overlapping
with said first or said second frequency range.
[0026] Low complexity user equipment that are config-
ured to receive information within a certain limited fre-
quency bandwidth can monitor a first and second fre-
quency range within predetermined time periods to de-
tect user specific control information or non-user specific
control information and if they have transmitted a con-
nection request then they can monitor a third frequency
range within another predetermined time period that
overlaps with the first and second time periods to deter-
mine control information relating to the connection re-
quest. In this way, the information relating to the connec-
tion request is not time division multiplexed with the other
control information and thus, it is transmitted to the user
equipment without the delay that might be added were
time division multiplexing to be used for its transmission.
[0027] In some embodiments, said first and second fre-
quency range are a same frequency range.
[0028] Although the control signals transmitted during
the first time period and those transmitted during the sec-
ond time period may be transmitted in different frequency
bands, as they are not transmitted at the same time they
may alternatively be transmitted in the same frequency
band. The latter may be convenient for the user equip-
ment as it will not need to monitor different frequency
bands during these different time periods.
[0029] The third frequency range may have the same
limited bandwidth as the first and second frequency
range but be displaced from them in frequency. In this
case, the user equipment should be aware of the fre-
quency ranges and is configured to monitor one of the

different frequency ranges depending upon whether it
has transmitted a connection request or not and whether
it is in the first or second predetermined time period where
the first and second frequency ranges are different.
[0030] The user equipment may be made aware of the
different frequency ranges from system or master infor-
mation blocks transmitting this information or it maybe
configured with this information.
[0031] In some embodiments, said predetermined lim-
ited frequency bandwidth comprises a frequency range
encompassing a plurality of physical resource blocks
each having a different frequency range, wherein said
further control information is received in one subset of
said plurality of physical resource blocks, and said user
specific or non-user specific control information is re-
ceived in a different subset of said plurality of physical
resource blocks.
[0032] In some embodiments, the method comprises
an initial step of receiving information from a network
node indicating at least one of said first, second and fur-
ther time periods.
[0033] The first, second and further time periods may-
be transmitted from the network node to the user equip-
ment, alternatively the user equipment may be config-
ured with them. Additionally, the frequency ranges that
the signals are transmitted in may also be transmitted to
the user equipment such that it knows which frequency
ranges to monitor or it maybe configured with these rang-
es.
[0034] A fourth aspect of the present invention pro-
vides a low complexity user equipment comprising: a re-
ceiver configured to receive control information within a
predetermined limited frequency bandwidth; monitoring
circuitry operable to monitor a first frequency range within
said predetermined limited bandwidth during a first pre-
determined time period for user specific control informa-
tion; monitoring circuitry operable to monitor a second
frequency range within said predetermined limited band-
width during a second predetermined time period for non-
user specific control information, wherein said first and
second time periods do not overlap; and a transmitter
operable to transmit a network connection request;
wherein said monitoring circuitry is operable to monitor
a third frequency range within said predetermined limited
bandwidth during a further time period for further control
information, said further predetermined time period over-
lapping with at least one of said first and second time
periods and said second frequency range not overlap-
ping with said first or said second frequency range.
[0035] A fifth aspect of the present invention provides
a computer program that when executed by a computer
is operable to control the computer to perform a method
according to a first or a third aspect to the present inven-
tion.
[0036] Further particular and preferred aspects are set
out in the accompanying independent and dependent
claims. Features of the dependent claims may be com-
bined with features of the independent claims as appro-
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priate, and in combinations other than those explicitly set
out in the claims.
[0037] Where an apparatus feature is described as be-
ing operable to provide a function, it will be appreciated
that this includes an apparatus feature which provides
that function or which is adapted or configured to provide
that function.

BRIEF DESCRIPTION OF THE DRAWINGS

[0038] Embodiments of the present invention will now
be described further, with reference to the accompanying
drawings, in which:

Figure 1 illustrates time division multiplexing of user
specific and non-user specific control signals, and
the potential time delay for transmitting a RAR;
Figure 2 illustrates time division multiplexing of user
specific and some non-user specific control signals
with frequency division multiplexing for transmission
of further connection control signals according to an
embodiment;
Figure 3 shows the frequency ranges for transmis-
sion of control signals according to an embodiment;
Figure 4 shows the division of subframes into phys-
ical resource blocks for transmission of control sig-
nals according to another embodiment;
Figure 5 shows a flow diagram illustrating steps of a
method performed at a user equipment; and
Figure 6 shows a flow diagram illustrating steps of a
method performed at a network node.

DESCRIPTION OF THE EMBODIMENTS

[0039] Before discussing the embodiments in any
more detail, first an overview will be provided.
[0040] Low complexity user equipment such as Ma-
chine Type Communication (MTC) device is a UE that is
used by a machine for specific application. In Rel-12 a
Work Item on Low Complexity MTC (LC-MTC) UE was
concluded where the complexity (cost) of the MTC UE is
reduced by approximately 50%. In Rel-13, another WI
(work item) is agreed to further reduce the complexity of
MTC UE, to enhance the coverage and also to improve
power consumption of MTC UE.
[0041] The main technique exploited to decrease the
LC-MTC complexity is to reduce the RF bandwidth of the
UE to 1.4 MHz (operating with 6 PRBs, where a PRB
(Physical Resource Block) is a unit of resource allocation
in the frequency domain). The LC-MTC UE is expected
to operate in any system bandwidth and shall be able to
co-exist with legacy UEs. It is also expected that LC-MTC
UE can retune its frequency to operate in different (1.4
MHz) sub-bands within the (larger) system bandwidth to
allow frequency multiplexing among LC-MTC UE and al-
so with legacy UE.
[0042] For the coverage enhancement aspect of this
WI, the main technique is repetition of the physical chan-

nel. It is expected that the number of repetitions to be
high (hundreds of repetitions), which would have a sig-
nificant impact to the spectral efficiency.
[0043] In legacy system, PDCCH is the control channel
used to dynamically allocate resources and configuration
for PDSCH (broadcast and unicast). Due to the reduced
RF bandwidth to 1.4MHz, the PDCCH cannot be used
by LC-MTC UE since PDCCH spans the entire system
bandwidth. A straightforward method is to introduce EP-
DCCH (enhanced physical downlink control channel) as
control channel to dynamically allocate resources and
configuration for broadcast and unicast PDSCH (physical
downlink shared channel).
[0044] As the subband or frequency used for EPDCCH
for broadcast and that for unicast PDSCH can be different
in a subframe, the UE with such RF bandwidth restriction
can only decode either one or the other in a subframe.
In Rel-12 LC MTC, the control channel for PDSCH does
not have this issue as the UE can decode both the CSS
(for broadcast PDSCH) and USS (for unicast PDSCH)
on the PDCCH simultaneously. In Rel-12, the only re-
striction for simultaneous reception of broadcast and uni-
cast PDSCH is the TBS size restriction and it is left to
UE implementation to handle these receptions. With the
limitation of a Rel-13 LC MTC UE being able to receive
only 1 EPDCCH, the UE which continuously monitors
EPDCCH for unicast PDSCH will not be able to monitor
EPDCCH for broadcast PDSCH. If the UE autonomously
monitors EPDCCH for broadcast PDSCH in some sub-
frames and it is not known to the eNB, eNB may waste
resources on unicast PDSCH. E.g. in the non-coverage
enhanced case, if it is left to the UE implementation when
to decode EPDCCH for broadcast PDSCH, resources
for unicast PDSCH will be wasted at some subframes
(i.e. EPDCCH for broadcast PDSCH and paging PDSCH)
between the UE paging cycle since the UE needs to de-
code paging once during a paging cycle. In the coverage
enhanced case, it is even worse as resources for unicast
PDSCH will be wasted on all the repetitions of the EPD-
CCH and also the paging PDSCH.
[0045] Whilst simple network specified time division of
EPDCCH for unicast and broadcast traffic would resolve
the above issue, it also creates a new issue for broadcast
RAR response messages. Since RAR responses mes-
sages can be very long due to their variable timing struc-
ture and also due to the number of repetitions that maybe
required, it is likely that a simple time division scheme
would result in RAR response messages being delayed
to the next broadcast time segment (see example in Fig-
ure 1). This additional delay of at least one unicast time
segment could result in the channel conditions changing
dramatically by the time the RAR response message are
broadcast, which in turn will increase the likelihood that
the subsequent RAR response messages are transmit-
ted based on outdated channel assumptions, leading to
either more failed RAR response messages or RAR re-
sponses messages transmitted with higher power/ more
repetitions than actually required.
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[0046] In RRC_Connected of a legacy UE, the UE has
to keep track of the following broadcast PDCCH/PDSCH:

- PDCCH/ PDSCH associated with paging for any
PWS (public warning system) alert

- PDCCH/ PDSCH associated with SI containing the
SIBs if it is indicated by paging of any SIB changes
and/or PWS transmission

- PDCCH/PDSCH associated with RAR after PRACH
transmission (due to SR trigger or UL time alignment
trigger due to UL data arrival)

[0047] In the legacy UE behaviour, a RRC Connected
UE may not have to read the paging at its paging occasion
and can decode at other paging occasion as long as it
monitors paging at least every default paging cycle. In
this case, there is no way the network will know when
the UE would decode the EPDCCH for paging. Hence
for Rel-13 LC-MTC, the solution is to fix such broadcast
subframes.
[0048] The basic idea of embodiments is to define
broadcast subframes, where during the said broadcast
subframes, the MTC UE is not expected to monitor the
EPDCCH USS (UE Specific Search Space), i.e., for uni-
cast message scheduling. The eNB can schedule broad-
cast related or the scheduling information e.g. EPDCCH
CSS for broadcast messages and some related broad-
cast messages during the said broadcast subframes.
[0049] The basic idea is to define 3 types of subframes:

Type 1 subframes are for scheduling broadcast traf-
fic excluding RAR and Msg 4, where the MTC is not
expected to monitor for Type 2 or Type 3.

Type 2 subframes are for scheduling unicast traffic,
where the MTC UE is not expected to monitor for
Type 1 or Type 3.

Type 3 subframes are for scheduling broadcast RAR
traffic and scheduling for Msg 4, where the MTC is
not expected to monitor the Type 1 or Type 2.

[0050] Type 1 and Type 2 subframes are separated in
time, i.e. time multiplexed. The separation is known and
specified by the network.
[0051] Type 3 subframes can overlap type 1 and type
2 in time. This is to reflect the length of RAR messages
and also the importance of the UE prioritizing quick re-
ception of RAR before channel conditions change signif-
icantly, even at the cost of losing the ability to listen for
other unicast or broadcast traffic. Type 3 subframes are
also used for DCI (downlink control information) to sched-
ule Msg 4. Apart from allowing a quick scheduling for
RAR and Msg 4, this solution also allows simple imple-
mentation of the UE timing, e.g. having a fixed time be-
tween sending preamble and expecting to receive sched-
uling for RAR.
[0052] In an embodiment, Type 3 subframes can be

separated in frequency, for example in different subband
or different PRB when sharing subband with either Type
1 or Type 2 message.
[0053] Since Type 3 subframe can overlap Type 1, the
UE would have to choose which to decode especially if
they are in different subbands and in another embodi-
ment, the UE prioritise Type 3 subframes over Type 1.
This recognizes that different common messages have
different priorities.
[0054] Figure 1 shows strict time division multiplexing
of broadcast (non-user specific) control messages,
termed CSS and unicast (user specific) control messag-
es, termed USS in separate subframes. It also shows the
potential delay that this strict time division multiplexing
of the control signals can cause in a RAR response to a
connection request. As can be seen where the RAR is
generated during a subframe for broadcast control mes-
sages it cannot be transmitted until a start of a next sub-
frame for these control messages and this occurs after
the subframe for transmitting the unicase messages. This
delays this transmission and this can have an unfortunate
effect where channel conditions have changed.
[0055] Figure 2 schematically shows a way of address-
ing this according to an embodiment. In this case time
division multiplexing is used for the for the unicast USS
control signals and for some of the broadcast CSS sig-
nals, but the time dependent CSS signals such as re-
sponses to connection requests maybe transmitted at a
same time as the other subframes but in a way such that
they do not overlap in the frequency domain.
[0056] Figure 3 shows one embodiment where the
RAR control subframes are transmitted in one frequency
range within a limited bandwidth and the other control
signals are transmitted in a second range with the same
limited bandwidth. Information indicating these frequen-
cy ranges is provided to the user equipment and the user
equipment monitors the appropriate frequency range de-
pending upon whether it has transmitted a connection
request or not.
[0057] Figure 4 shows an alternative embodiment
where the subframes for transmitting the control signals
each comprise a plurality, in this embodiment six, phys-
ical resource blocks PRBs. When a connection response
message is to be transmitted, the PRBs are subdivided
such that in this embodiment, three are used for the non-
connection control signals and three are used for the con-
nection control signals. Thus, in each transmitted sub
frame, 3 PRBS contain connection message responses
while the other three are used for either user-specific or
non-user specific control signals in a time division multi-
plexed way. In this regard, where the low complexity user
equipment is in an area of high attenuation and requires
repetition of the messaging, then more repetition will be
required where the bandwidth resource is shared in this
way. When no connection control response messages
are being transmitted all 6 PRBs can be used for the time
division multiplexed control signals.
[0058] Figure 5 shows a flow diagram illustrating steps
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performed at a user equipment where the control signals
are split between frequency ranges as is shown in Figure
3. In this embodiment the information regarding the fre-
quency ranges and time periods of transmission of the
different control signals is transmitted to the user equip-
ment in a system information block, although in other
embodiments the user equipment maybe configured with
this information or it maybe received in another type of
message. In any case, the user equipment will monitor
the first frequency range indicated until it transmits a con-
nection request in this case in the form of a preamble.
Then it is looking to receive a response to this so it mon-
itors the second frequency range which is the frequency
range in which these signals are sent. Once it has re-
ceived the RAR and the following Msg4, it will then mon-
itor the first frequency range for other control signals. In
this way a user equipment with a limited bandwidth re-
ceiver is able to receive connection control messages
without undue delay and when not expecting them is able
to monitor for other control signals.
[0059] In the embodiment of Figure 5, the control sig-
nals not related to a connection request are transmitted
in the same "first" frequency range. In some embodi-
ments they may be transmitted in two different frequency
ranges in which case the user equipment will monitor
each of the two different frequency ranges in the time
periods that these control signals are transmitted in until
it transmits a connection request whereupon it will mon-
itor the frequency range that is used for transmitting re-
sponses to the connection request.
[0060] Figure 6 shows a flow diagram illustrating steps
of a method performed at a network node. The network
node transmits control information to low complexity user
equipment within a limited bandwidth that the LC user
equipment is able to receive within a recurring first time
period. It also transmits further unicast control informa-
tion within the limited bandwidth towards a specific LC
user equipment within a second recurring time period
that does not overlap with the first time period. When it
receives a connection request from LC user equipment
requesting connection it will transmit connection re-
sponses within a time period that overlaps with the first
and second time period and in a different non-overlap-
ping frequency band, allowing the LC user equipment to
receive this information in a timely manner. It will continue
to transmit other control information to other LC user
equipment in the other limited bandwidth(s) and in the
designated recurring time periods.
[0061] The user equipment is aware of the frequency
bands and the time periods of transmission and thus, can
monitor for these signals. As the time period of transmis-
sion of the control information relating to the connection
request overlaps with the first and second time periods
(which do not overlap) the user equipment can prioritise
monitoring for this information during the time that it is
awaiting these signals.
[0062] A person of skill in the art would readily recog-
nize that steps of various above-described methods can

be performed by programmed computers. Herein, some
embodiments are also intended to cover program storage
devices, e.g., digital data storage media, which are ma-
chine or computer readable and encode machine-exe-
cutable or computer-executable programs of instruc-
tions, wherein said instructions perform some or all of
the steps of said above-described methods. The program
storage devices maybe, e.g., digital memories, magnetic
storage media such as a magnetic disks and magnetic
tapes, hard drives, or optically readable digital data stor-
age media. The embodiments are also intended to cover
computers programmed to perform said steps of the
above-described methods.
[0063] The functions of the various elements shown in
the Figures, including any functional blocks labelled as
"processors" or "logic", may be provided through the use
of dedicated hardware as well as hardware capable of
executing software in association with appropriate soft-
ware. When provided by a processor, the functions may
be provided by a single dedicated processor, by a single
shared processor, or by a plurality of individual proces-
sors, some of which may be shared. Moreover, explicit
use of the term "processor" or "controller" or "logic"
should not be construed to refer exclusively to hardware
capable of executing software, and may implicitly include,
without limitation, digital signal processor (DSP) hard-
ware, network processor, application specific integrated
circuit (ASIC), field programmable gate array (FPGA),
read only memory (ROM) for storing software, random
access memory (RAM), and non-volatile storage. Other
hardware, conventional and/or custom, may also be in-
cluded. Similarly, any switches shown in the Figures are
conceptual only. Their function may be carried out
through the operation of program logic, through dedicat-
ed logic, through the interaction of program control and
dedicated logic, or even manually, the particular tech-
nique being selectable by the implementer as more spe-
cifically understood from the context.
[0064] It should be appreciated by those skilled in the
art that any block diagrams herein represent conceptual
views of illustrative circuitry embodying the principles of
the invention. Similarly, it will be appreciated that any
flow charts, flow diagrams, state transition diagrams,
pseudo code, and the like represent various processes
which may be substantially represented in computer
readable medium and so executed by a computer or proc-
essor, whether or not such computer or processor is ex-
plicitly shown.
[0065] The description and drawings merely illustrate
the principles of the invention. It will thus be appreciated
that those skilled in the art will be able to devise various
arrangements that, although not explicitly described or
shown herein, embody the principles of the invention and
are included within its spirit and scope. Furthermore, all
examples recited herein are principally intended ex-
pressly to be only for pedagogical purposes to aid the
reader in understanding the principles of the invention
and the concepts contributed by the inventor(s) to fur-
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thering the art, and are to be construed as being without
limitation to such specifically recited examples and con-
ditions. Moreover, all statements herein reciting princi-
ples, aspects, and embodiments of the invention, as well
as specific examples thereof, are intended to encompass
equivalents thereof.

Claims

1. A method performed at a network node of transmit-
ting control information to low complexity user equip-
ment, said control information being transmitted
within a predetermined limited frequency bandwidth
that said low complexity user equipment is config-
ured to receive, said method comprising:

transmitting within said limited bandwidth, user
specific control information during first predeter-
mined time periods and non-user specific con-
trol information during second predetermined
time periods, wherein said first and second time
periods do not overlap; and
transmitting within said limited bandwidth in re-
sponse to a network connection request from
said low complexity user equipment further con-
trol information, said further control information
being transmitted during further predetermined
time periods, said further predetermined time
periods overlapping with at least one of said first
and second time periods; wherein
said further control information is transmitted in
a different non-overlapping frequency range to
said user specific and non-user specific control
information.

2. A method according to claim 1, wherein said user
specific and non-user specific control information is
transmitted in a first frequency range and said further
control information is transmitted in a second fre-
quency range, and said first and second frequency
range both having a bandwidth equal to or less than
said limited bandwidth.

3. A method according to claim 2, wherein said first and
second frequency range both have a bandwidth
equal to said limited bandwidth.

4. A method according to claim 1, wherein said prede-
termined limited frequency bandwidth comprises a
frequency range encompassing a plurality of physi-
cal resource blocks each having a different frequen-
cy range, wherein when transmitted at overlapping
times said further control information is transmitted
in one subset of said plurality of physical resource
blocks, and said specific or non-specific control in-
formation is transmitted in a different subset of said
plurality of physical resource blocks.

5. A method according to claim 4, wherein transmission
of said control information is repeated a predeter-
mined number of times, said predetermined number
of times being increased for said user-specific and
non-user specific control information when said fur-
ther control information is transmitted.

6. A method according to any preceding claim, wherein
said non-user specific control information comprises
broadcast control information that does not include
messages broadcast in response to a random ac-
cess request by a user equipment, said user specific
control information comprises unicast control mes-
sages transmitted to a user equipment including pag-
ing messages and said further control information
comprises messages broadcast in response to a ran-
dom access request by a user equipment including
RAR random access response messages and MSg
4 messages.

7. A method according to any preceding claim, wherein
said predetermined limited bandwidth is a bandwidth
of 1.4 MHz.

8. A method according to any preceding claim, com-
prising transmitting towards said low complexity user
equipment scheduling information indicating timings
of at least one of said first, second and further pre-
determined time periods.

9. A network node for transmitting control information
to low complexity user equipment, said control infor-
mation being transmitted within a predetermined lim-
ited frequency bandwidth, that is a bandwidth that
said low complexity user equipment is configured to
receive, said network node comprising:

a transmitter operable to transmit signals to user
equipment; and
control circuitry operable to control said trans-
mitter to:

transmit within said limited bandwidth, user
specific control information during first pre-
determined time periods and non-user spe-
cific control information during second pre-
determined time periods, wherein said first
and second time periods do not overlap; and
in response to a network connection re-
quest from said low complexity user equip-
ment, to transmit within said limited band-
width further control information, said fur-
ther control information being transmitted
during further predetermined time periods,
said further predetermined time periods
overlapping with at least one of said first and
second time periods; wherein
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said further control information is transmitted in
a different non-overlapping frequency range to
said user specific and non-user specific control
information.

10. A method performed at a low complexity user equip-
ment configured to receive control information within
a predetermined limited frequency bandwidth, said
method comprising:

monitoring a first frequency range within said
predetermined limited bandwidth during a first
predetermined time period for user specific con-
trol information;
monitoring a second frequency range within said
predetermined limited bandwidth during a sec-
ond predetermined time period for non-user
specific control information, wherein said first
and second time periods do not overlap; and
following transmission by said low complexity
user equipment of a connection request, moni-
toring a third frequency range within said prede-
termined limited bandwidth during a further time
period for further control information, said further
predetermined time period overlapping with at
least one of said first and second time periods
and said third frequency range not overlapping
with said first or second frequency range.

11. A method according to claim 10, wherein said first
and second frequency range are a same frequency
range.

12. A method according to claim 10 or 11, wherein said
predetermined limited frequency bandwidth com-
prises a frequency range encompassing a plurality
of physical resource blocks each having a different
frequency range, wherein said further control infor-
mation is received in one subset of said plurality of
physical resource blocks, and said specific or non-
specific control information is received in a different
subset of said plurality of physical resource blocks.

13. A method according to any one of claims 10 to 12,
comprising an initial step of receiving information
from a network node indicating at least one of said
first, second and further time periods.

14. A low complexity user equipment comprising:

a receiver configured to receive control informa-
tion within a predetermined limited frequency
bandwidth;
monitoring circuitry operable to monitor a first
frequency range within said predetermined lim-
ited bandwidth during a first predetermined time
period for user specific control information;
monitoring circuitry operable to monitor a sec-

ond frequency range within said predetermined
limited bandwidth during a second predeter-
mined time period for non-user specific control
information, wherein said first and second time
periods do not overlap; and
a transmitter operable to transmit a network con-
nection request; wherein
said monitoring circuitry is operable to monitor
a third frequency range within said predeter-
mined limited bandwidth during a further time
period for further control information, said further
predetermined time period overlapping with at
least one of said first and second time periods
and said third frequency range not overlapping
with said first or said second frequency range.

15. A computer program which when executed by a com-
puter is operable to control said computer to perform
steps in a method according to any one of claims 1
to 8 and 10 to 13.

Amended claims in accordance with Rule 137(2)
EPC.

1. A method performed at a network node of transmit-
ting control information to low complexity user equip-
ment, said control information being transmitted in a
first frequency range within a predetermined limited
frequency bandwidth that said low complexity user
equipment is configured to receive, said method
comprising:

transmitting in a second frequency range within
said limited bandwidth, user specific control in-
formation during first predetermined time peri-
ods and non-user specific control information
during second predetermined time periods,
wherein said first and second time periods do
not overlap; and
transmitting within said limited bandwidth in re-
sponse to a network connection request from
said low complexity user equipment further con-
trol information, said further control information
being transmitted during further predetermined
time periods, said further predetermined time
periods overlapping with at least one of said first
and second time periods; wherein

said further control information is transmitted in a
third frequency range that is a different non-overlap-
ping frequency range to said first and second fre-
quency range.

2. A method according to claim 1, wherein said first
frequency and second frequency range are a same
frequency range, and said first, second and third fre-
quency range all have a bandwidth equal to or less
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than said limited bandwidth.

3. A method according to claim 2, wherein said first,
second and third frequency range all have a band-
width equal to said limited bandwidth.

4. A method according to claim 1, wherein said prede-
termined limited frequency bandwidth comprises a
frequency range encompassing a plurality of physi-
cal resource blocks each having a different frequen-
cy range, wherein when transmitted at overlapping
times said further control information is transmitted
in one subset of said plurality of physical resource
blocks, and said specific or non-specific control in-
formation is transmitted in a different subset of said
plurality of physical resource blocks.

5. A method according to claim 4, wherein transmission
of said control information is repeated a predeter-
mined number of times, said predetermined number
of times being increased for said user-specific and
non-user specific control information when said fur-
ther control information is transmitted.

6. A method according to any preceding claim, wherein
said non-user specific control information comprises
broadcast control information that does not include
messages broadcast in response to a random ac-
cess request by a user equipment, said user specific
control information comprises unicast control mes-
sages transmitted to a user equipment including pag-
ing messages and said further control information
comprises messages broadcast in response to a ran-
dom access request by a user equipment including
RAR random access response messages and MSg
4 messages.

7. A method according to any preceding claim, wherein
said predetermined limited bandwidth is a bandwidth
of 1.4 MHz.

8. A method according to any preceding claim, com-
prising transmitting towards said low complexity user
equipment scheduling information indicating timings
of at least one of said first, second and further pre-
determined time periods.

9. A network node for transmitting control information
to low complexity user equipment, said control infor-
mation being transmitted within a predetermined lim-
ited frequency bandwidth, that is a bandwidth that
said low complexity user equipment is configured to
receive, said network node comprising:

a transmitter operable to transmit signals to user
equipment; and
control circuitry operable to control said trans-
mitter to:

transmit within a first frequency range within
said limited frequency bandwidth, user spe-
cific control information during first prede-
termined time periods and in a second fre-
quency range within said limited frequency
bandwidth non-user specific control infor-
mation during second predetermined time
periods, wherein said first and second time
periods do not overlap; and
in response to a network connection re-
quest from said low complexity user equip-
ment, to transmit within said limited band-
width further control information, said fur-
ther control information being transmitted
during further predetermined time periods,
said further predetermined time periods
overlapping with at least one of said first and
second time periods; wherein

said further control information is transmitted in a
third frequency range that is a different non-overlap-
ping frequency range to said first and said second
frequency range.

10. A method performed at a low complexity user equip-
ment configured to receive control information within
a predetermined limited frequency bandwidth, said
method comprising:

monitoring a first frequency range within said
predetermined limited bandwidth during a first
predetermined time period for user specific con-
trol information;
monitoring a second frequency range within said
predetermined limited bandwidth during a sec-
ond predetermined time period for non-user
specific control information, wherein said first
and second time periods do not overlap; and
following transmission by said low complexity
user equipment of a network connection re-
quest, monitoring a third frequency range within
said predetermined limited bandwidth during a
further time period for further control informa-
tion, said further predetermined time period
overlapping with at least one of said first and
second time periods and said third frequency
range not overlapping with said first or second
frequency range.

11. A method according to claim 10, wherein said first
and second frequency range are a same frequency
range.

12. A method according to claim 10 or 11, wherein said
predetermined limited frequency bandwidth com-
prises a frequency range encompassing a plurality
of physical resource blocks each having a different
frequency range, wherein said further control infor-
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mation is received in one subset of said plurality of
physical resource blocks, and said specific or non-
specific control information is received in a different
subset of said plurality of physical resource blocks.

13. A method according to any one of claims 10 to 12,
comprising an initial step of receiving information
from a network node indicating at least one of said
first, second and further time periods.

14. A low complexity user equipment comprising:

a receiver configured to receive control informa-
tion within a predetermined limited frequency
bandwidth;
monitoring circuitry operable to monitor a first
frequency range within said predetermined lim-
ited bandwidth during a first predetermined time
period for user specific control information;
monitoring circuitry operable to monitor a sec-
ond frequency range within said predetermined
limited bandwidth during a second predeter-
mined time period for non-user specific control
information, wherein said first and second time
periods do not overlap; and
a transmitter operable to transmit a network con-
nection request; wherein

said monitoring circuitry is operable to monitor a third
frequency range within said predetermined limited
bandwidth during a further time period for further
control information, said further predetermined time
period overlapping with at least one of said first and
second time periods and said third frequency range
not overlapping with said first or said second fre-
quency range.

15. A computer program which when executed by a com-
puter is operable to control said computer to perform
steps in a method according to any one of claims 1
to 8 and 10 to 13.
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