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Description

[0001] This nonprovisional application is based on
Japanese Patent Application No. 2015-083411 filed on
April 15, 2015, and No. 2015-163801 filed on August 21,
2015, with the Japan Patent Office, the entire contents
of which are hereby incorporated by reference.

BACKGROUND OF THE INVENTION

Field of the Invention

[0002] The present invention relates to a powertrain
unit mounted on a vehicle.

Description of the Background Art

[0003] An oil pan is disposed below a powertrain unit.
A guard member is provided below the oil pan, in order
to prevent contact between the oil pan and a road surface,
and to protect the oil pan from flying rocks. WO
2011/121638 discloses providing an under guard be-
tween cross members.
[0004] US 2014/0306491 (A1) discloses a vehicle
structure according to the preamble of claim 1.

SUMMARY OF THE INVENTION

[0005] A guard member has a certain rigidity in order
to protect an oil pan. It is assumed that a guard member
is provided at a position away from a powertrain unit. For
example, if a guard member is secured only to cross
members disposed below a powertrain unit, the rigidity
of the guard member barely contributes to improving the
rigidity of the powertrain unit.
[0006] An object of the present invention is to provide
a powertrain unit capable of achieving an improved rigid-
ity by utilizing the rigidity of a guard member.
[0007] A powertrain unit for a vehicle includes an en-
gine and a power transmission device configured to
transmit drive force of the engine to a drive wheel, the
power transmission device including a transmission pro-
vided in a power transmission path between the engine
and the drive wheel, and an oil pan being provided below
the transmission. The powertrain unit further comprises
a guard member covering at least a portion of the oil pan
from below being provided below the oil pan, the guard
member having one end secured to a portion of the pow-
ertrain unit which is located in front of the transmission
in a vehicle longitudinal direction, and having the other
end secured to a portion of the powertrain unit which is
located behind the transmission in the same direction.
[0008] According to the configuration described above,
since the guard member is secured to the powertrain unit,
the rigidity of the powertrain unit can be improved by uti-
lizing the rigidity of the guard member.
[0009] Preferably, the guard member is configured to
be additionally secured to at least one cross member

provided by the vehicle. Said cross member may be dis-
posed in the vehicle below said powertrain unit. Accord-
ing to the configuration described above, a load input to
the guard member is partially received by the cross mem-
ber, thereby reducing a load (impact) input to the pow-
ertrain unit. If the powertrain unit incorporates a speed
sensor, for example, a load input to the speed sensor is
also reduced, thereby suppressing erroneous detection
by the speed sensor of the speeds of an input shaft and
an output shaft of the transmission. The same is true for
when the powertrain unit is provided with a range position
sensor or a hydraulic switch.
[0010] Preferably, the guard member is configured to
be secured to a lower surface of the cross member. Ac-
cording to the configuration described above, a load act-
ing on the guard member (an upward load in a direction
of gravity) can be directly received by the cross member.
[0011] According to the configuration described above,
since the guard member is secured to the powertrain unit,
the rigidity of the powertrain unit can be improved by uti-
lizing the rigidity of the guard member.
Said guard member may be configured to be additionally
or alternatively secured to an upper surface of said cross
member.
Furthermore said guard member may be configured to
be additionally or alternatively secured to a side surface
of said cross member.
Said guard member may be configured to be secured on
both ends to first and second cross members, respec-
tively.
In particular, the guard member may comprise first con-
nection portions on one end configured to be secured to
said portion of said powertrain unit, which is located in
front of said transmission in a vehicle longitudinal direc-
tion, and to a first cross member, respectively. Addition-
ally or alternatively the guard member may comprise sec-
ond connection portions on the other end configured to
be secured to said portion of said powertrain unit, which
is located behind said transmission in the same direction,
and to a second cross member, respectively.
Moreover the invention relates to a vehicle comprising
said powertrain unit, and at least one cross member dis-
posed below said powertrain unit.
[0012] The foregoing and other objects, features, as-
pects and advantages of the present invention will be-
come more apparent from the following detailed descrip-
tion of the present invention when taken in conjunction
with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013]

Fig. 1 is a skeleton diagram showing a powertrain unit
in a first embodiment.

Fig. 2 is a side view showing the powertrain unit in the
first embodiment.

Fig. 3 is a side view showing a powertrain unit in a
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comparative example.
Fig. 4 is a side view showing a powertrain unit in a

second embodiment.
Fig. 5 is a side view showing a powertrain unit in a

third embodiment.
Fig. 6 is a side view showing a powertrain unit in a

fourth embodiment.
Fig. 7 is a side view showing a powertrain unit in a

fifth embodiment.
Fig. 8 is a side view showing a powertrain unit in a

sixth embodiment.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0014] Embodiments will be hereinafter described with
reference to the drawings. The same or corresponding
components are designated by the same reference num-
bers, and redundant description may not be repeated.

[First Embodiment]

[0015] Fig. 1 is a skeleton diagram showing a power-
train unit 10 in a first embodiment. Powertrain unit 10 of
this embodiment is mounted on a hybrid vehicle 1. Pow-
ertrain unit 10 includes an engine 20 and a power trans-
mission device 30.
[0016] Engine 20 generates a drive force by being driv-
en by fuel combustion in the engine. A gasoline engine,
a diesel engine or the like can be used as engine 20.
Power transmission device 30 includes a transmission
36 and the like, and transmits the drive force of engine
20 to a drive wheel 39T.
[0017] Power transmission device 30 of this embodi-
ment includes a damper device 31, a clutch 32, a rotating
electric machine 33, a torque converter 34, an oil pump
35, a transmission 36, a transfer 37, a propeller shaft 38,
a differential gear 38D, and an axle 39. Damper device
31, clutch 32, rotating electric machine 33, torque con-
verter 34, oil pump 35, transmission 36, and transfer 37
are placed in a case 11 (see also Fig. 2).
[0018] Clutch 32 is drive-connected via damper device
31 to engine 20. The drive-connection means a state in
which two rotating elements are connected to each other
so as to be able to transmit a drive force, which is a con-
cept that includes a state in which the two rotating ele-
ments are connected to each other so as to be able to
rotate together, or a state in which the two rotating ele-
ments are connected to each other so as to be able to
transmit a drive force via one, two or more transmission
members.
[0019] When clutch 32 is engaged, the drive force of
engine 20 is transmitted via damper device 31 to an input
shaft 31T. A drive force of input shaft 31T is transmitted
via clutch 32 to torque converter 34. Torque converter
34 has a pump impeller 34a, a turbine impeller 34b, and
a lockup clutch 34c. Pump impeller 34a of torque con-
verter 34 rotates around a shaft center with the drive force
received from engine 20. A drive force of pump impeller

34a is transmitted via fluid to transmission 36 (an input
shaft 36T of transmission 36).
[0020] Turbine impeller 34b of torque converter 34 is
connected to input shaft 36T of transmission 36. Lockup
clutch 34c is provided between pump impeller 34a and
turbine impeller 34b. The drive force input via torque con-
verter 34 to input shaft 36T of transmission 36 is trans-
mitted successively via transfer 37, propeller shaft 38,
differential gear 38D and axle 39, to drive wheel 39T.
[0021] Rotating electric machine 33 is drive-connected
to clutch 32. Transmission 36 is provided in a power
transmission path between engine 20 and drive wheel
39T, and specifically, is drive-connected to rotating elec-
tric machine 33. Rotating electric machine 33 has the
function of a motor that generates a mechanical drive
force from electric energy, and the function of a power
generator that generates electric energy from mechani-
cal energy. During travel using rotating electric machine
33 as a source of a drive force for travel, clutch 32 is
disengaged, and the drive force of rotating electric ma-
chine 33 is transmitted successively via torque converter
34, transmission 36, transfer 37, propeller shaft 38, dif-
ferential gear 38D and axle 39, to drive wheel 39T.
[0022] Oil pump 35 is connected to pump impeller 34a,
and generates a hydraulic fluid pressure by being driven
to rotate by engine 20 or rotating electric machine 33. Oil
pump 35 controls gear shifting of transmission 36 via a
valve body, controls a torque capacity of lockup clutch
34c, controls engagement/disengagement of clutch 32,
supplies a lubricant to each unit (such as transmission
36) in the power transmission path of hybrid vehicle 1,
and so on. The same oil (ATF: Automatic Transmission
Fluid) is used for these control operations and for the
lubrication.
[0023] Power transmission device 30 of this embodi-
ment also includes an electrically powered oil pump 35A
which is driven by a not-shown electric motor. When oil
pump 35 is not driven, for example, when the vehicle
stops, the hydraulic pressure is generated by operating
electrically powered oil pump 35A in an auxiliary manner.
In this embodiment, driving of oil pumps 35, 35A is con-
trolled by a hydraulic control circuit 35B provided in power
transmission device 30. It is noted that oil pumps 35, 35A
are not essential components.
[0024] Fig. 2 is a side view showing powertrain unit 10.
A horizontal direction in the plane of the drawing of Fig.
2 corresponds to a vehicle longitudinal direction of the
hybrid vehicle. As described above, powertrain unit 10
includes case 11 and engine 20. Case 11 of this embod-
iment includes sub-cases 13 to 16. Engine 20 and sub-
cases 13 to 16 are connected together and arranged side
by side successively in a direction from the front toward
the rear of the vehicle. All of engine 20 and sub-cases
13 to 16 of this embodiment are located above a level of
cross members 22, 24.
[0025] Referring to Figs. 1 and 2, damper device 31,
clutch 32 and rotating electric machine 33 are housed in
sub-case 13. Torque converter 34 is housed in sub-case
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14. Oil pump 35 and transmission 36 are housed in sub-
case 15 (sub-case 15 functions as a so-called transmis-
sion case). Transfer 37 is housed in sub-case 16 (sub-
case 16 functions as a so-called transfer case).
[0026] Here, an oil pan 35D made of iron is provided
below sub-case 15 (transmission case) housing trans-
mission 36. Oil pan 35D houses the valve body, and
stores oil (which includes a hydraulic fluid for control)
supplied to transmission 36 and the like. A guard member
40 covering at least a portion of oil pan 35D from below
is provided below oil pan 35D.
[0027] Guard member 40 has one end (a connection
portion 41 which will be described later) secured to a
portion of powertrain unit 10 which is located in front of
transmission 36 (sub-case 15) in the vehicle longitudinal
direction. Guard member 40 has the other end (a con-
nection portion 42 which will be described later) secured
to a portion of powertrain unit 10 which is located behind
transmission 36 (sub-case 15) in the vehicle longitudinal
direction. This will be described below in more detail.
[0028] In this embodiment, guard member 40 includes
connection portions 41, 42, and a protection portion 43.
Protection portion 43 is plate-shaped and made of a steel
plate or the like. Connection portion 41 is disposed in
front of protection portion 43 in the vehicle longitudinal
direction, and connection portion 42 is disposed behind
protection portion 43 in the vehicle longitudinal direction.
Sub-case 13 has a boss portion 13B, and sub-case 16
has a boss portion 16B. A buffer 41R such as rubber is
provided between connection portion 41 and boss portion
13B, and a buffer 42R such as rubber is provided be-
tween connection portion 42 and boss portion 16B.
[0029] Connection portions 41, 42 are secured to boss
portions 13B, 16B by bolts 41S, 42S, respectively. That
is, guard member 40 has one end (front end) secured to
a portion of powertrain unit 10 which is located in front
of transmission 36 (or oil pan 35D) in the vehicle longi-
tudinal direction, and has the other end (rear end) se-
cured to a portion of powertrain unit 10 which is located
behind transmission 36 (or oil pan 35D) in the vehicle
longitudinal direction.

(Function and Effect)

[0030] As was also mentioned at the beginning, guard
member 40 has a prescribed rigidity in order to protect
oil pan 35D. With guard member 40 secured to powertrain
unit 10, the rigidity of powertrain unit 10 can be improved
by utilizing the rigidity of guard member 40.
[0031] In powertrain unit 10 including rotating electric
machine 33, such as in this embodiment, rotating electric
machine 33 is often disposed in front of transmission 36
in the vehicle longitudinal direction (see Fig. 1). When
such a structure is employed, the total length of power-
train unit 10 in the vehicle longitudinal direction tends to
be longer than that of a powertrain unit not including ro-
tating electric machine 33. While the rigidity can be im-
proved by securing case 11 (sub-cases 13 to 16) to a

not-shown frame or member, the rigidity of powertrain
unit 10 can be further improved by utilizing the rigidity of
guard member 40 as in this embodiment, which is an
advantageous effect unattainable in the past. Utilizing
the rigidity of guard member 40 may eliminate the need
for reinforcement members for increasing the rigidity of
powertrain unit 10. In this case, the number of compo-
nents and manufacturing costs can also be reduced.
[0032] By increasing the rigidity of powertrain unit 10
(the mass as a vibrating body), such as in this embodi-
ment, the occurrence of noise resulting from resonance
can also be suppressed. Generally, in a four-wheel drive
vehicle, a resonance frequency of a powertrain unit
formed of an engine, a clutch, a transmission, a transfer
and the like is often within a normal speed range of the
vehicle. While the engine and the transmission are pro-
vided with an insulator, noise resulting from resonance
may not be sufficiently suppressed only by the insulator.
By increasing the rigidity of powertrain unit 10 (the mass
as a vibrating body), noise resulting from resonance can
also be reduced.

[Comparative Example]

[0033] Fig. 3 is a side view showing a powertrain unit
10A in a comparative example. In the comparative ex-
ample, guard member 40 is disposed at a position away
from powertrain unit 10A, and is secured only to cross
members 22, 24 using bolts 41S, 42S. In this case, the
rigidity of the guard member barely contributes to improv-
ing the rigidity of the powertrain unit, resulting in inability
to provide the effect as was described in the above first
embodiment.
[0034] To provide running stability of a vehicle, the ve-
hicle may be designed to have a lower center of gravity.
In this case, the level position of oil pan 35D is also low-
ered, resulting in a smaller gap between oil pan 35D and
guard member 40. In the configuration of the comparative
example, oil pan 35D and guard member 40 move rela-
tive to each other in a height direction (direction of grav-
ity). A generous gap in the height direction needs to be
provided in order to prevent contact between oil pan 35D
and guard member 40.
[0035] In the configuration of the first embodiment de-
scribed above (see Fig. 2), on the other hand, oil pan
35D and guard member 40 barely move relative to each
other in the height direction (direction of gravity) because
guard member 40 is secured to powertrain unit 10. In the
first embodiment, therefore, the gap between oil pan 35D
and guard member 40 can be made smaller than that in
the comparative example (Fig. 2), and the center of grav-
ity can also be made lower than that in the comparative
example (Fig. 2).

[Second Embodiment]

[0036] Fig. 4 is a side view showing a powertrain unit
10B in a second embodiment. This embodiment is differ-
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ent from the first embodiment in that the one end (con-
nection portion 41) of guard member 40 is secured to a
boss portion 12B provided on engine 20.
[0037] In this configuration, too, the one end (connec-
tion portion 41) of guard member 40 is secured to a por-
tion of powertrain unit 10B which is located in front of
transmission 36 (sub-case 15) in the vehicle longitudinal
direction. The other end (connection portion 42) of guard
member 40 is secured to a portion of powertrain unit 10B
which is located behind transmission 36 (sub-case 15)
in the vehicle longitudinal direction. Thus, a function and
effect substantially similar to that of the first embodiment
described above can be provided.
[0038] In the first embodiment, the one end (connec-
tion portion 41) of guard member 40 is secured to sub-
case 13 housing clutch 32 and rotating electric machine
33. In the second embodiment, the one end of guard
member 40 is secured to engine 20. Without being limited
to these configurations, the one end of guard member
40 can be secured to any position as long as it is a portion
located in front of transmission 36 (sub-case 15) in the
vehicle longitudinal direction. For example, the one end
of guard member 40 may be secured to sub-case 14
housing torque converter 34. Alternatively, the one end
of guard member 40 may be secured to sub-case 15
housing oil pump 35 and transmission 36, as long as it
is a portion in front of oil pan 35D in the vehicle longitu-
dinal direction.
[0039] In the first and second embodiments, the other
end (connection portion 42) of guard member 40 is se-
cured to sub-case 16 housing transfer 37. Without being
limited to these configurations, the other end of guard
member 40 can be secured to any position as long as it
is a portion located behind transmission 36 (sub-case
15) in the vehicle longitudinal direction. For example, the
other end of guard member 40 may be secured to sub-
case 15 housing oil pump 35 and transmission 36, as
long as it is a portion behind oil pan 35D in the vehicle
longitudinal direction. If an adapter is provided between
sub-case 15 and sub-case 16, the other end of guard
member 40 may be secured to this adapter.

[Third Embodiment]

[0040] Fig. 5 is a side view showing a powertrain unit
10C in a third embodiment. This embodiment is different
from the first and second embodiments in that the one
end of guard member 40 is secured also to cross member
22, and the other end of guard member 40 is secured
also to cross member 24.
[0041] Guard member 40 of this embodiment has con-
nection portions 41a, 41b on one end side (front side)
and connection portions 42a, 42b on the other end side
(rear side). Connection portions 41a, 42a are secured to
boss portions 13B, 16B by bolts 41S, 42S, respectively.
On the other hand, a buffer 41Q such as rubber is pro-
vided between connection portion 41b and cross member
22, and a buffer 42Q such as rubber is provided between

connection portion 42b and cross member 24. Connec-
tion portions 41b, 42b are secured to side surfaces of
cross members 22, 24 by bolts 41T, 42T, respectively.
[0042] In the cases of the first and second embodi-
ments described above (see Figs. 2 and 4), a load input
to guard member 40 directly acts on the powertrain unit.
In the case of this embodiment, on the other hand, a load
input to guard member 40 is partially received by cross
members 22, 24. Thus, a load (impact) input to powertrain
unit 10C can be reduced to further improve the rigidity of
powertrain unit 10C, with the effect such that the detec-
tion accuracy of sensors incorporated in powertrain unit
10C can be improved. Although both the one end (front
end) and the other end (rear end) of guard member 40
are secured to the cross members in this embodiment,
only one of them may be secured to the cross member.

[Fourth Embodiment]

[0043] Fig. 6 is a side view showing a powertrain unit
10D in a fourth embodiment. This embodiment is different
from the third embodiment in that the one end of guard
member 40 is secured to an upper surface of cross mem-
ber 22 and the other end of guard member 40 is secured
to an upper surface of cross member 24. With this con-
figuration, too, a function and effect similar to that of the
third embodiment described above can be provided.

[Fifth Embodiment]

[0044] Fig. 7 is a side view showing a powertrain unit
10E in a fifth embodiment. This embodiment is different
from the fourth embodiment in that the one end of guard
member 40 is secured to a lower surface of cross member
22 and the other end of guard member 40 is secured to
a lower surface of cross member 24.
[0045] In the fourth embodiment described above (Fig.
6), a load acting on guard member 40 acts on cross mem-
bers 22, 24 via bolts 41T, 42T. In this embodiment (Fig.
7), on the other hand, connection portion 41b is secured
to the lower surface of cross member 22, and connection
portion 42b is secured to the lower surface of cross mem-
ber 24. A load acting on guard member 40 (an upward
load in the direction of gravity) can be directly received
by cross members 22, 24. In other words, cross members
22, 24 have a sufficiently high strength so as to support
the load of the vehicle, and cross members 22, 24 can
directly receive the load acting on guard member 40 to
thereby reduce a load acting on powertrain unit 10E.
[0046] Although both the one end (front end) and the
other end (rear end) of guard member 40 are secured to
the lower surfaces of the cross members in this embod-
iment, only one of them may be secured to the lower
surface of the cross member. The one end (front end)
and/or the other end (rear end) of guard member 40 may
be secured to one, two, or all three of the upper surface,
side surface and lower surface of the cross member.
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[Sixth Embodiment]

[0047] Fig. 8 is a side view showing a powertrain unit
10F in a sixth embodiment. The powertrain units in the
first to fifth embodiments described above are applied to
a so-called hybrid vehicle, and all of them include a ro-
tating electric machine or a clutch. Powertrain unit 10F
of this embodiment is different from the first to fifth em-
bodiments described above in that it does not include a
rotating electric machine and a clutch, and is applied to
a vehicle that runs only with an engine. Thus, powertrain
unit 10F does not include sub-case 13 for housing rotat-
ing electric machine 33 and clutch 32. Although damper
device 31 and torque converter 34 are placed in the same
sub-case 14 in the configuration shown in Fig. 8, they
may be placed in separate sub-cases. For example,
damper device 31 may be placed in sub-case 14 (torque
converter case) or in sub-case 15 (transmission case).
These placement variations of damper device 31 can al-
so be applied to the first to fifth embodiments described
above.
[0048] In this embodiment, too, the one end (connec-
tion portion 41) of guard member 40 is secured to a por-
tion of powertrain unit 10F which is located in front of
transmission 36 (sub-case 15) in the vehicle longitudinal
direction. The other end (connection portion 42) of guard
member 40 is secured to a portion of powertrain unit 10F
which is located behind transmission 36 (sub-case 15)
in the vehicle longitudinal direction. With guard member
40 secured to powertrain unit 10F, the rigidity of power-
train unit 10F can be improved by utilizing the rigidity of
guard member 40.

[Other Embodiments]

[0049] Although all of the powertrain units in the first
to sixth embodiments described above include transfer
37, transfer 37 is not an essential component. The tech-
nical concept disclosed in each of the embodiments de-
scribed above can also be applied to a powertrain unit
not including transfer 37 (namely, a two-wheel drive ve-
hicle).
[0050] Although all of the powertrain units in the first
to fifth embodiments described above include one rotat-
ing electric machine 33, the technical concept disclosed
in each of the embodiments described above can also
be applied to a powertrain unit including two rotating elec-
tric machines.
[0051] Although the present invention has been de-
scribed and illustrated in detail, it is clearly understood
that the same is by way of illustration and example only
and is not to be taken by way of limitation, the scope of
the present invention being interpreted by the terms of
the appended claims.

Claims

1. A powertrain unit (10, 10B to 10F) for a vehicle in-
cluding an engine (20) and a power transmission de-
vice (30) configured to transmit drive force of said
engine (20) to a drive wheel (39T),
said power transmission device (30) including a
transmission (36) provided in a power transmission
path between said engine (20) and said drive wheel
(39T), and
an oil pan (35D) being provided below said trans-
mission (36),
the powertrain unit (10, 10B to 10F) further compris-
ing a guard member (40) covering at least a portion
of said oil pan (35D) from below being provided be-
low said oil pan (35D),
characterized by
said guard member (40) having one end (41) se-
cured to a portion of said powertrain unit (10, 10B to
10F) which is located in front of said transmission in
a vehicle longitudinal direction, and having the other
end (42) secured to a portion of said powertrain unit
which is located behind said transmission in the
same direction.

2. The powertrain unit according to claim 1, wherein
said guard member is configured to be additionally
secured to at least one cross member (22, 24) pro-
vided by the vehicle.

3. The powertrain unit according to claim 2, wherein
said guard member is configured to be secured to a
lower surface of said cross member.

4. The powertrain unit according to any one of the pre-
ceding claims 2-3, wherein
said guard member is configured to be secured to
an upper surface of said cross member.

5. The powertrain unit according to any one of the pre-
ceding claims 2-4, wherein
said guard member is configured to be secured to a
side surface of said cross member.

6. The powertrain unit according to any one of the pre-
ceding claims 2-5, wherein
said guard member is configured to be secured on
both ends to first and second cross members (22,
24), respectively.

7. The powertrain unit according to any one of the pre-
ceding claims 2-6, wherein
the guard member (40) comprises:

first connection portions (41a, 41b) on one end
configured to be secured to said portion of said
powertrain unit (10, 10B to 10F), which is located
in front of said transmission in a vehicle longitu-
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dinal direction, and to a first cross member (22),
respectively, and/or
second connection portions (42a, 42b) on the
other end configured to be secured to said por-
tion of said powertrain unit, which is located be-
hind said transmission in the same direction, and
to a second cross member (24), respectively.

8. A vehicle (1), comprising a powertrain unit (10, 10B
to 10F) according to any one of the preceding claims,
and at least one cross member (22, 24) disposed
below said powertrain unit (10, 10B to 10F).

Patentansprüche

1. Antriebsstrangeinheit (10, 10B bis 10F) für ein Fahr-
zeug, umfassend einen Motor (20) und eine Kraftü-
bertragungsvorrichtung (30), die dazu ausgebildet
ist, Antriebskraft des Motors (20) auf ein Antriebsrad
(39T) zu übertragen,
wobei die Kraftübertragungsvorrichtung (30) ein Ge-
triebe (36) umfasst, das in einem Kraftübertragungs-
weg zwischen dem Motor (20) und dem Antriebsrad
(39T) vorgesehen ist, und
wobei eine Ölwanne (35D) unter dem Getriebe (36)
vorgesehen ist,
wobei die Antriebsstrangeinheit (10, 10B bis 10F)
ferner ein Schutzelement (40) umfasst, das mindes-
tens einen Abschnitt der Ölwanne (35D) von unten
abdeckt, wobei es unterhalb der Ölwanne (35D) vor-
gesehen ist,
dadurch gekennzeichnet, dass
ein Ende (41) des Schutzelements (40) an einem
Abschnitt der Antriebsstrangeinheit (10, 10B bis
10F) befestigt ist, der in einer Fahrzeuglängsrich-
tung vor dem Getriebe angeordnet ist, und das an-
dere Ende (42) an einem Abschnitt der Antriebs-
strangeinheit befestigt ist, der in derselben Richtung
nach dem Getriebe angeordnet ist.

2. Antriebsstrangeinheit nach Anspruch 1, wobei
das Schutzelement dazu ausgebildet ist, zusätzlich
an mindestens einem Querträger (22, 24), der durch
das Fahrzeug bereitgestellt wird, befestigt zu sein.

3. Antriebsstrangeinheit nach Anspruch 2, wobei
das Schutzelement dazu ausgebildet ist, an einer
unteren Oberfläche des Querträgers befestigt zu
sein.

4. Antriebsstrangeinheit nach einem beliebigen der
vorhergehenden Ansprüche 2-3, wobei
das Schutzelement dazu ausgebildet ist, an einer
oberen Oberfläche des Querträgers befestigt zu
sein.

5. Antriebsstrangeinheit nach einem beliebigen der

vorhergehenden Ansprüche 2-4, wobei
das Schutzelement dazu ausgebildet ist, an einer
Seitenoberfläche des Querträgers befestigt zu sein.

6. Antriebsstrangeinheit nach einem beliebigen der
vorhergehenden Ansprüche 2-5, wobei
das Schutzelement dazu ausgebildet ist, an beiden
Enden an einem ersten bzw. einem zweiten Quer-
träger (22, 24) befestigt zu sein.

7. Antriebsstrangeinheit nach einem beliebigen der
vorhergehenden Ansprüche 2-6, wobei
das Schutzelement (40) umfasst:

erste Verbindungsabschnitte (41a, 41b) an ei-
nem Ende, die dazu ausgebildet sind, an dem
Abschnitt der Antriebsstrangeinheit (10, 10B bis
10F), der in einer Fahrzeuglängsrichtung vor
dem Getriebe angeordnet ist, bzw. an einem
ersten Querträger (22) befestigt zu sein,
und/oder zweite Verbindungsabschnitte (42a,
42b) an dem anderen Ende, die dazu ausgebil-
det sind, an dem Abschnitt der Antriebsstrange-
inheit, der in derselben Richtung nach dem Ge-
triebe angeordnet ist, bzw. an einem zweiten
Querträger (24) befestigt zu sein.

8. Fahrzeug (1), umfassend eine Antriebsstrangeinheit
(10, 10B bis 10F) nach einem beliebigen der vorher-
gehenden Ansprüche und mindestens einen Quer-
träger (22, 24), der unter der Antriebsstrangeinheit
(10, 10B bis 10F) angeordnet ist.

Revendications

1. Unité de transmission (10, 10B à 10F) pour un vé-
hicule comprenant un moteur (20) et un dispositif de
transmission de puissance (30) configuré pour trans-
mettre la force d’entraînement dudit moteur (20) à
une roue motrice (39T),
ledit dispositif de transmission de puissance (30)
comprenant une transmission (36) prévue dans une
trajectoire de transmission de puissance entre ledit
moteur (20) et ladite roue motrice (39T), et
un carter d’huile (35D) étant prévu au-dessous de
ladite transmission (36),
l’unité de transmission (10, 10B à 10F) comprenant
en outre un élément de protection (40) recouvrant
au moins une partie dudit carter d’huile (35D) de des-
sous, qui est prévu au-dessous dudit carter d’huile
(35D),
caractérisée par :

ledit élément de protection (40) ayant une ex-
trémité (41) fixée à une partie de ladite unité de
transmission (10, 10B à 10F) qui est positionnée
devant ladite transmission dans une direction
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longitudinale de véhicule, et ayant l’autre extré-
mité (42) fixée à une partie de ladite unité de
transmission qui est positionnée derrière ladite
transmission dans la même direction.

2. Unité de transmission selon la revendication 1, dans
laquelle :

ledit élément de protection est configuré pour
être fixé, de plus, sur au moins une traverse (22,
24) fournie par le véhicule.

3. Unité de transmission selon la revendication 2, dans
laquelle :

ledit élément de protection est configuré pour
être fixé sur une surface inférieure de ladite tra-
verse.

4. Unité de transmission selon l’une quelconque des
revendications 2 à 3, dans laquelle :

ledit élément de protection est configuré pour
être fixé sur une surface supérieure de ladite
traverse.

5. Unité de transmission selon l’une quelconque des
revendications 2 à 4, dans laquelle :

ledit élément de protection est configuré pour
être fixé sur une surface latérale de ladite tra-
verse.

6. Unité de transmission selon l’une quelconque des
revendications 2 à 5, dans laquelle :

ledit élément de protection est configuré pour
être fixé sur les deux extrémités aux première
et seconde traverses (22, 24), respectivement.

7. Unité de transmission selon l’une quelconque des
revendications 2 à 6, dans laquelle :

l’élément de protection (40) comprend :

des premières parties de raccordement
(41a, 41b) sur une extrémité, configurées
pour être fixées sur ladite partie de ladite
unité de transmission (10, 10B à 10F), qui
est positionnée devant ladite transmission
dans la direction longitudinale du véhicule,
et sur une première traverse (22) respecti-
vement, et/ou des secondes parties de rac-
cordement (42a, 42b) sur l’autre extrémité,
configurées pour être fixées sur ladite partie
de ladite unité de transmission, qui est po-
sitionnée derrière ladite transmission dans
la même direction, et sur une seconde tra-

verse (24) respectivement.

8. Véhicule (1) comprenant une unité de transmission
(10, 10B à 10F) selon l’une quelconque des reven-
dications précédentes, et au moins une traverse (22,
24) disposée au-dessous de ladite unité de trans-
mission (10, 10B à 10F).
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