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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] Embodiments of the invention are directed to
physical-layer system prioritization and communication
session management within a wireless communications
system.

2. Description of the Related Art

[0002] Wireless communication systems have devel-
oped through various generations, including a first-gen-
eration analog wireless phone service (1G), a second-
generation (2G) digital wireless phone service (including
interim 2.5G and 2.75G networks) and a third-generation
(3G) high speed data / Internet-capable wireless service.
There are presently many different types of wireless com-
munication systems in use, including Cellular and Per-
sonal Communications Service (PCS) systems. Exam-
ples of known cellular systems include the cellular Analog
Advanced Mobile Phone System (AMPS), and digital cel-
lular systems based on Code Division Multiple Access
(CDMA), Frequency Division Multiple Access (FDMA),
Time Division Multiple Access (TDMA), the Global Sys-
tem for Mobile access (GSM) variation of TDMA, and
newer hybrid digital communication systems using both
TDMA and CDMA technologies.
[0003] The method for providing CDMA mobile com-
munications was standardized in the United States by
the Telecommunications Industry Association/Electronic
Industries Association in TIA/EIA/IS-95-A entitled "Mo-
bile Station-Base Station Compatibility Standard for Du-
al-Mode Wideband Spread Spectrum Cellular System,"
referred to herein as IS-95. Combined AMPS & CDMA
systems are described in TIA/EIA Standard 1S-98. Other
communications systems are described in the IMT-
2000/UM, or International Mobile Telecommunications
System 2000/Universal Mobile Telecommunications
System, standards covering what are referred to as wide-
band CDMA (WCDMA), CDMA2000 (such as
CDMA2000 1xEV-DO standards, for example) or TD-
SCDMA.
[0004] In wireless communication systems, mobile sta-
tions, handsets, or access terminals (AT) receive signals
from fixed position base stations (also referred to as cell
sites or cells) that support communication links or service
within particular geographic regions adjacent to or sur-
rounding the base stations. Base stations provide entry
points to an access network (AN) / radio access network
(RAN), which is generally a packet data network using
standard Internet Engineering Task Force (IETF) based
protocols that support methods for differentiating traffic
based on Quality of Service (QoS) requirements. There-
fore, the base stations generally interact with ATs through
an over the air interface and with the AN through Internet

Protocol (IP) network data packets.
[0005] In wireless telecommunication systems, Push-
to-talk (PTT) capabilities are becoming popular with serv-
ice sectors and consumers. PTT can support a "dispatch"
voice service that operates over standard commercial
wireless infrastructures, such as CDMA, FDMA, TDMA,
GSM, etc. In a dispatch model, communication between
endpoints (ATs) occurs within virtual groups, wherein the
voice of one "talker" is transmitted to one or more "listen-
ers." A single instance of this type of communication is
commonly referred to as a dispatch call, or simply a PTT
call. A PTT call is an instantiation of a group, which de-
fines the characteristics of a call. A group in essence is
defined by a member list and associated information,
such as group name or group identification.
[0006] Conventionally, data packets within a wireless
communication network have been configured to be sent
to a single destination or access terminal. A transmission
of data to a single destination is referred to as "unicast".
As mobile communications have increased, the ability to
transmit given data concurrently to multiple access ter-
minals has become more important. Accordingly, proto-
cols have been adopted to support concurrent data trans-
missions of the same packet or message to multiple des-
tinations or target access terminals. A "broadcast" refers
to a transmission of data packets to all destinations or
access terminals (e.g., within a given cell, served by a
given service provider, etc.), while a "multicast" refers to
a transmission of data packets to a given group of des-
tinations or access terminals. In an example, the given
group of destinations or "multicast group" may include
more than one and less than all of possible destinations
or access terminals (e.g., within a given group, served
by a given service provider, etc.). However, it is at least
possible in certain situations that the multicast group
comprises only one access terminal, similar to a unicast,
or alternatively that the multicast group comprises all ac-
cess terminals (e.g., within a given cell, etc.), similar to
a broadcast.
[0007] Broadcasts and/or multi casts may be per-
formed within wireless communication systems in a
number of ways, such as performing a plurality of se-
quential unicast operations to accommodate the multi-
cast group, allocating a unique broadcast/multicast chan-
nel (BCH) for handling multiple data transmissions at the
same time and the like. A conventional system using a
broadcast channel for push-to-talk communications is
described in United States Patent Application Publication
No. 2007/0049314 dated March 1, 2007 and entitled
"Push-To-Talk Group Call System Using CDMA 1x-EV-
DO Cellular Network". As described in Publication No.
2007/0049314, a broadcast channel can be used for
push-to-talk calls using conventional signaling tech-
niques. Although the use of a broadcast channel may
improve bandwidth requirements over conventional uni-
cast techniques, the conventional signaling of the broad-
cast channel can still result in additional overhead and/or
delay and may degrade system performance.
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[0008] The 3rd Generation Partnership Project 2
("3GPP2") defines a broadcast-multicast service (BC-
MCS) specification for supporting multicast communica-
tions in CDMA2000 networks in 3GPP2’s BCMCS spec-
ification, entitled "CDMA2000 High Rate Broadcast-Mul-
ticast Packet Data Air Interface Specification", dated
February 14, 2006, Version 1.0 C.S0054-A. US
2009/0016310 discloses optimized usage of access
technology in a multimode architecture. The handset can
utilize the most effective access technology for an appli-
cation. EP 1956 743 A1 discloses a method and system
for robust MAC signalling based on receipt and interpre-
tation of a MAC-PDU.

SUMMARY

[0009] The invention is directed to selecting a physical
layer for an access terminal’s (AT’s) participation in a
communication session within a wireless communica-
tions system. In an embodiment, the AT can register its
priorities for multiple physical-layer systems as well as
contact information by which an application server can
contact the AT over each system. The AT selectively up-
dates the system prioritization and/or contact informa-
tion. When the AT joins or initiates a communication ses-
sion, the application server supports the AT on a highest-
priority system through which the AT can be contacted.
The system supporting the AT’s session can change up-
on request by the AT, or based the initiative of the appli-
cation server. In a further embodiment, multiple systems
can be used concurrently to support the AT’s session,
such that the AT can send and/or receive signalling
and/or media for at least a portion of the communication
session over the multiple systems concurrently. In ac-
cordance with the present invention a method and appa-
ratus for wireless communication as set forth in the in-
dependent claims are provided. Preferred embodiments
are described in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] A more complete appreciation of embodiments
of the invention and many of the attendant advantages
thereof will be readily obtained as the same becomes
better understood by reference to the following detailed
description when considered in connection with the ac-
companying drawings which are presented solely for il-
lustration and not limitation of the invention, and in which:

FIG. 1 is a diagram of a wireless network architecture
that supports access terminals and access networks
in accordance with at least one embodiment of the
invention.

FIG. 2A illustrates the carrier network according to
an embodiment of the present invention.

FIG. 2A illustrates the carrier network according to

an embodiment of the present invention.

FIG. 2B illustrates an example of the wireless com-
munication of FIG. 1 in more detail in accordance
with at least one embodiment of the invention.

FIG. 3 is an illustration of an access terminal in ac-
cordance with at least one embodiment of the inven-
tion.

FIG. 4A illustrates a process of registering multiple
systems of a given access terminal (AT) with an ap-
plication server in accordance with an embodiment
of the invention.

FIG. 4B illustrates a more detailed implementation
of the process of FIG. 4A in accordance with an em-
bodiment of the invention.

FIG. 5A illustrates a process of setting up a server-
arbitrated communication session in accordance
with an embodiment of the invention.

FIG. 5B illustrates a more detailed implementation
of the process of FIG. 5A in accordance with an em-
bodiment of the invention.

FIG. 6A illustrates a continuation of FIG. 5A in ac-
cordance with an embodiment of the invention.

FIG. 6B illustrates a more detailed implementation
of the process of FIG. 6A in accordance with an em-
bodiment of the invention.

FIG. 7A illustrates a continuation of FIG. 5A in ac-
cordance with another embodiment of the invention.

FIG. 7B illustrates a more detailed implementation
of the process of FIG. 7A in accordance with an em-
bodiment of the invention.

FIG. 7C illustrates a more detailed implementation
of the process of FIG. 7A in accordance with another
embodiment of the invention.

FIG. 8A illustrates a selective media flow arbitration
by the application server whereby the application
server can provide and/or receive a media from
to/from one or more access terminals on multiple
systems in accordance with an embodiment of the
invention.

FIG. 8B illustrates a more detailed implementation
of FIG. 8A whereby the process of FIG. 8A is inte-
grated into the process of FIG. 6B in accordance with
an embodiment of the invention.

FIG. 8C illustrates a more detailed implementation
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of FIG. 8A whereby the process of FIG. 8A is inte-
grated into the process of FIG. 7B in accordance with
an embodiment of the invention.

DETAILED DESCRIPTION

[0011] Aspects of the invention are disclosed in the
following description and related drawings directed to
specific embodiments of the invention. Alternate embod-
iments may be devised without departing from the scope
of the invention. Additionally, well-known elements of the
invention will not be described in detail or will be omitted
so as not to obscure the relevant details of the invention.
[0012] The words "exemplary" and/or "example" are
used herein to mean "serving as an example, instance,
or illustration." Any embodiment described herein as "ex-
emplary" and/or "example" is not necessarily to be con-
strued as preferred or advantageous over other embod-
iments. Likewise, the term "embodiments of the inven-
tion" does not require that all embodiments of the inven-
tion include the discussed feature, advantage or mode
of operation.
[0013] Further, many embodiments are described in
terms of sequences of actions to be performed by, for
example, elements of a computing device. It will be rec-
ognized that various actions described herein can be per-
formed by specific circuits (e.g., application specific in-
tegrated circuits (ASICs)), by program instructions being
executed by one or more processors, or by a combination
of both. Additionally, these sequence of actions de-
scribed herein can be considered to be embodied entirely
within any form of computer readable storage medium
having stored therein a corresponding set of computer
instructions that upon execution would cause an associ-
ated processor to perform the functionality described
herein. Thus, the various aspects of the invention may
be embodied in a number of different forms, all of which
have been contemplated to be within the scope of the
claimed subject matter. In addition, for each of the em-
bodiments described herein, the corresponding form of
any such embodiments may be described herein as, for
example, "logic configured to" perform the described ac-
tion.
[0014] A High Data Rate (HDR) subscriber station, re-
ferred to herein as an access terminal (AT), may be mo-
bile or stationary, and may communicate with one or more
HDR base stations, referred to herein as modem pool
transceivers (MPTs) or base stations (BS). An access
terminal transmits and receives data packets through one
or more modem pool transceivers to an HDR base station
controller, referred to as a modem pool controller (MFC),
base station controller (BSC) and/or packet control func-
tion (PCF). Modem pool transceivers and modem pool
controllers are parts of a network called an access net-
work. An access network transports data packets be-
tween multiple access terminals.
[0015] The access network may be further connected
to additional networks outside the access network, such

as a corporate intranet or the Internet, and may transport
data packets between each access terminal and such
outside networks. An access terminal that has estab-
lished an active traffic channel connection with one or
more modem pool transceivers is called an active access
terminal, and is said to be in a traffic state. An access
terminal that is in the process of establishing an active
traffic channel connection with one or more modem pool
transceivers is said to be in a connection setup state. An
access terminal may be any data device that communi-
cates through a wireless channel or through a wired chan-
nel, for example using fiber optic or coaxial cables. An
access terminal may further be any of a number of types
of devices including but not limited to PC card, compact
flash, external or internal modem, or wireless or wireline
phone. The communication link through which the access
terminal sends signals to the modem pool transceiver is
called a reverse link or traffic channel. The communica-
tion link through which a modem pool transceiver sends
signals to an access terminal is called a forward link or
traffic channel. As used herein the term traffic channel
can refer to either a forward or reverse traffic channel.
[0016] FIG. 1 illustrates a block diagram of one exem-
plary embodiment of a wireless system 100 in accord-
ance with at least one embodiment of the invention. Sys-
tem 100 can contain access terminals, such as cellular
telephone 102, in communication across an air interface
104 with an access network or radio access network
(RAN) 120 that can connect the access terminal 102 to
network equipment providing data connectivity between
a packet switched data network (e.g., an intranet, the
Internet, and/or carrier network 126) and the access ter-
minals 102, 108, 110, 112. As shown here, the access
terminal can be a cellular telephone 102, a personal dig-
ital assistant 108, a pager 110, which is shown here as
a two-way text pager, or even a separate computer plat-
form 112 that has a wireless communication portal. Em-
bodiments of the invention can thus be realized on any
form of access terminal including a wireless communi-
cation portal or having wireless communication capabil-
ities, including without limitation, wireless modems, PC-
MCIA cards, personal computers, telephones, or any
combination or sub-combination thereof. Further, as
used herein, the terms "access terminal", "wireless de-
vice", "client devices", "mobile terminal" and variations
thereof may be used interchangeably.
[0017] Referring back to FIG. 1, the components of the
wireless network 100 and interrelation of the elements
of the exemplary embodiments of the invention are not
limited to the configuration illustrated. System 100 is
merely exemplary and can include any system that allows
remote access terminals, such as wireless client com-
puting devices 102, 108, 110, 112 to communicate over-
the-air between and among each other and/or between
and among components connected via the air interface
104 and RAN 120, including, without limitation, carrier
network 126, the Internet, and/or other remote servers.
[0018] The RAN 120 controls messages (typically sent
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as data packets) sent to a base station controller/packet
control function (BSC/PCF) 122. The BSC/PCF 122 is
responsible for signaling, establishing, and tearing down
bearer channels (i.e., data channels) between a packet
data service node 100 ("PDSN") and the access termi-
nals 102/108/110/112. If link layer encryption is enabled,
the BSC/PCF 122 also encrypts the content before for-
warding it over the air interface 104. The function of the
BSC/PCF 122 is well-known in the art and will not be
discussed further for the sake of brevity. The carrier net-
work 126 may communicate with the BSC/PCF 122 by
a network, the Internet and/or a public switched tele-
phone network (PSTN). Alternatively, the BSC/PCF 122
may connect directly to the Internet or external network.
Typically, the network or Internet connection between
the carrier network 126 and the BSC/PCF 122 transfers
data, and the PSTN transfers voice information. The
BSC/PCF 122 can be connected to multiple base stations
(BS) or modem pool transceivers (MPT) 124. In a similar
manner to the carrier network, the BSC/PCF 122 is typ-
ically connected to the MPT/BS 124 by a network, the
Internet and/or PSTN for data transfer and/or voice in-
formation. The MPT/BS 124 can broadcast data mes-
sages wirelessly to the access terminals, such as cellular
telephone 102. The MPT/BS 124, BSC/PCF 122 and oth-
er components may form the RAN 120, as is known in
the art. However, alternate configurations may also be
used and the invention is not limited to the configuration
illustrated. For example, in another embodiment the func-
tionality of the BSC/PCF 122 and one or more of the
MPT/BS 124 may be collapsed into a single "hybrid" mod-
ule having the functionality of both the BSC/PCF 122 and
the MPT/BS 124.
[0019] FIG. 2A illustrates the carrier network 126 ac-
cording to an embodiment of the present invention. In
the embodiment of FIG. 2A, the carrier network 126 in-
cludes a packet data serving node (PDSN) 160, a broad-
cast serving node (BSN) 165, an application server 170
and an Internet 175. However, application server 170
and other components may be located outside the carrier
network in alternative embodiments. The PDSN 160 pro-
vides access to the Internet 175, intranets and/or remote
servers (e.g., application server 170) for mobile stations
(e.g., access terminals, such as 102, 108, 110, 112 from
FIG. 1) utilizing, for example, a cdma2000 Radio Access
Network (RAN) (e.g., RAN 120 of FIG. 1). Acting as an
access gateway, the PDSN 160 may provide simple IP
and mobile IP access, foreign agent support, and packet
transport. The PDSN 160 can act as a client for Authen-
tication, Authorization, and Accounting (AAA) servers
and other supporting infrastructure and provides mobile
stations with a gateway to the IP network as is known in
the art. As shown in FIG. 2A, the PDSN 160 may com-
municate with the RAN 120 (e.g., the BSC/PCF 122) via
a conventional A10 connection. The A10 connection is
well-known in the art and will not be described further for
the sake of brevity.
[0020] Referring to FIG. 2A, the broadcast serving

node (BSN) 165 may be configured to support multicast
and broadcast services. The BSN 165 will be described
in greater detail below. The BSN 165 communicates with
the RAN 120 (e.g., the BSC/PCF 122) via a broadcast
(BC) A10 connection, and with the application server 170
via the Internet 175. The BCA10 connection is used to
transfer multicast and/or broadcast messaging. Accord-
ingly, the application server 170 sends unicast messag-
ing to the PDSN 160 via the Internet 175, and sends
multicast messaging to the BSN 165 via the Internet 175.
[0021] Generally, as will be described in greater detail
below, the RAN 120 transmits multicast messages, re-
ceived from the BSN 165 via the BCA10 connection, over
a broadcast channel (BCH) of the air interface 104 to one
or more access terminals 200.
[0022] FIG. 2B illustrates an example of the wireless
communication 100 of FIG. 1 in more detail. In particular,
referring to FIG. 2B, ATs 1...N are shown as connecting
to the RAN 120 at locations serviced by different packet
data network end-points. Accordingly, ATs 1 and 3 con-
nect to the RAN 120 at a portion served by a first packet
data network end-point 162 (e.g., which may correspond
to PDSN 160, BSN 165, a home agent (HA), a foreign
agent (FA), etc.). The first packet data network end-point.
162 in turn connects, via the routing unit 188, to the In-
ternet 175 and/or to one or more of an authentication,
authorization and accounting (AAA) server 182, a provi-
sioning server 184, an Internet Protocol (IP) Multimedia
Subsystem (IMS) / Session Initiation Protocol (SIP) Reg-
istration Server 186 and/or the application server 170.
ATs 2 and 5...N connect to the RAN 120 at a portion
served by a second packet data network end-point 164
(e.g., which may correspond to PDSN 160, BSN 165, FA,
HA, etc.). Similar to the first packet data network end-
point 162, the second packet data network end-point 164
in turn connects, via the routing unit 188, to the Internet
175 and/or to one or more of the AAA server 182, a pro-
visioning server 184, an IMS / SIP Registration Server
186 and/or the application server 170. AT 4 connects
directly to the Internet 175, and through the Internet 175
can then connect to any of the system components de-
scribed above.
[0023] Referring to FIG. 2B, ATs 1, 3 and 5...N are
illustrated as wireless cell-phones, AT 2 is illustrated as
a wireless tablet-PC and AT 4 is illustrated as a wired
desktop station. However, in other embodiments, it will
be appreciated that the wireless communication system
100 can connect to any type of AT, and the examples
illustrated in FIG. 2B are not intended to limit the types
of ATs that may be implemented within the system. Also,
while the AAA 182, the provisioning server 184, the
IMS/SIP registration server 186 and the application serv-
er 170 are each illustrated as structurally separate serv-
ers, one or more of these servers may be consolidated
in at least one embodiment of the invention.
[0024] Further, referring to FIG. 2B, the application
server 170 is illustrated as including a plurality of media
control complexes (MCCs) 1...N 170B, and a plurality of
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regional dispatchers 1...N 170A. Collectively, the region-
al dispatchers 170A and MCCs 170B are included within
the application server 170, which in at least one embod-
iment can correspond to a distributed network of servers
that collectively functions to arbitrate communication
sessions (e.g., half-duplex group communication ses-
sions via IP unicasting and/or IP multicasting protocols)
within the wireless communication system 100. For ex-
ample, because the communication sessions arbitrated
by the application server 170 can theoretically take place
between ATs located anywhere within the system 100,
multiple regional dispatchers 170A and MCCs are dis-
tributed to reduce latency for the arbitrated communica-
tion sessions (e.g., so that a MCC in North America is
not relaying media back-and-forth between session par-
ticipants located in China). Thus, when reference is made
to the application server 170, it will be appreciated that
the associated functionality can be enforced by one or
more of the regional dispatchers 170A and/or one or more
of the MCCs 170B. The regional dispatchers 170A are
generally responsible for any functionality related to es-
tablishing a communication session (e.g., handling sig-
naling messages between the ATs, scheduling and/or
sending announce messages, etc.), whereas the MCCs
170B are responsible for hosting the communication ses-
sion for the duration of the call instance, including con-
ducting an in-call signaling and an actual exchange of
media during an arbitrated communication session.
[0025] Referring to FIG. 3, an access terminal 200,
(here a wireless device), such as a cellular telephone,
has a platform 202 that can receive and execute software
applications, data and/or commands transmitted from the
RAN 120 that may ultimately come from the carrier net-
work 126, the Internet and/or other remote servers and
networks. The platform 202 can include a transceiver 206
operably coupled to an application specific integrated cir-
cuit ("ASIC" 208), or other processor, microprocessor,
logic circuit, or other data processing device. The ASIC
208 or other processor executes the application program-
ming interface ("API’) 210 layer that interfaces with any
resident programs in the memory 212 of the wireless de-
vice. The memory 212 can be comprised of read-only or
random-access memory (RAM and ROM), EEPROM,
flash cards, or any memory common to computer plat-
forms. The platform 202 also can include a local database
214 that can hold applications not actively used in mem-
ory 212. The local database 214 is typically a flash mem-
ory cell, but can be any secondary storage device as
known in the art, such as magnetic media, EEPROM,
optical media, tape, soft or hard disk, or the like. The
internal platform 202 components can also be operably
coupled to external devices such as antenna 222, display
224, push-to-talk button 228 and keypad 226 among oth-
er components, as is known in the art.
[0026] Accordingly, an embodiment of the invention
can include an access terminal including the ability to
perform the functions described herein. As will be appre-
ciated by those skilled in the art, the various logic ele-

ments can be embodied in discrete elements, software
modules executed on a processor or any combination of
software and hardware to achieve the functionality dis-
closed herein. For example, ASIC 208, memory 212, API
210 and local database 214 may all be used coopera-
tively to load, store and execute the various functions
disclosed herein and thus the logic to perform these func-
tions may be distributed over various elements. Alterna-
tively, the functionality could be incorporated into one
discrete component. Therefore, the features of the ac-
cess terminal in FIG. 3 are to be considered merely illus-
trative and the invention is not limited to the illustrated
features or arrangement.
[0027] The wireless communication between the ac-
cess terminal 102 and the RAN 120 can be based on
different technologies, such as code division multiple ac-
cess (CDMA), WCDMA, time division multiple access
(TDMA), frequency division multiple access (FDMA), Or-
thogonal Frequency Division Multiplexing (OFDM), the
Global System for Mobile Communications (GSM), or
other protocols that may be used in a wireless commu-
nications network or a data communications network.
The data communication is typically between the client
device 102, MPT/BS 124, and BSC/PCF 122. The
BSC/PCF 122 can be connected to multiple data net-
works such as the carrier network 126, PSTN, the Inter-
net, a virtual private network, and the like, thus allowing
the access terminal 102 access to a broader communi-
cation network. As discussed in the foregoing and known
in the art, voice transmission and/or data can be trans-
mitted to the access terminals from the RAN using a va-
riety of networks and configurations. Accordingly, the il-
lustrations provided herein are not intended to limit the
embodiments of the invention and are merely to aid in
the description of aspects of embodiments of the inven-
tion.
[0028] As discussed above, access terminals can par-
ticipate in server-arbitrated communication sessions with
other access terminals via a number of potential systems
(e.g., EV-DO, 1x, WiFi, LTE, etc.). In other words, differ-
ent mechanisms or systems can link a given access ter-
minal to the application server 170 over different physical
layers for facilitating the exchange of signaling and/or
media related to the communication session. For each
system, the given access terminal can have an interface
with an associated interface address or contact informa-
tion. As will be appreciated, interfaces to wireless sys-
tems include one or more antennas (e.g., such as anten-
na 222 as illustrated in FIG. 3), whereas interfaces to
wired systems can include ports or docks to which wires
are connected. For example, the interface of the given
access terminal for a WiFi connection may correspond
to hardware and/or software modules at the given access
terminal configured to receive and/or transmit WiFi infor-
mation, and the WiFi interface has its own Internet Pro-
tocol (IP) address. In the case of WiFi, for example, it will
be appreciated that the RAN 120 corresponds to an Ac-
cess Point (AP) through which the access terminal can
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connected to the Internet. Thus, incoming packets ad-
dressed to the WiFi interface’s IP address are handled
by the WiFi interface of the given access terminal, incom-
ing packets addressed to the EV-DO’s IP address are
handled by an EV-DO interface, and so on. Likewise,
outgoing packets from the given access terminal sent
over the WiFi system include a source address equal to
the access terminal’s WiFi interface IP address, outgoing
packets from the given access terminal sent over the EV-
DO system include a source address equal to the access
terminal’s EV-DO interface IP address, and so on.
[0029] Conventionally, most access terminals ex-
change signaling and/or media with the application serv-
er 170 over one particular system at any given time, and
the application server 170 is only aware of one system
by which to contact each access terminal. Accordingly,
if performance on a system used to support a particular
access terminal degrades during the communication
session, the access terminal is likely to be dropped from
the session. The access terminal can, at this point, at-
tempt to set-up its connection to the application server
170 on a different system, but this can take a relatively
long time and can lead to a long outage period during
which the access terminal cannot participate in the com-
munication session.
[0030] Accordingly, embodiments of the invention are
directed to registering multiple systems with the applica-
tion server 170, each system having a system interface
associated with a different physical layer, such that the
application server 170 can handoff an access terminal
to a different system if performance degrades on the ac-
cess terminal’s current system.
[0031] FIG. 4A illustrates a process of registering mul-
tiple systems of a given access terminal (AT) with the
application server 170 in accordance with an embodi-
ment of the invention. In particular, FIG. 4A illustrates the
registration process at a relatively high-level, with FIG.
4B directed to a more detailed implementation of the reg-
istration process.
[0032] Referring to FIG. 4A, at some point after the
given AT powers up, the given AT registers with systems
1...N, where N >= 2 and whereby each of systems 1...N
is associated with a different type of physical layer, 400A.
For example, systems 1...N can include an EV-DO sys-
tem, a WiFi system, a 1x system, etc., and/or any other
system through which the given AT can contact the ap-
plication server 170. Further, in addition to obtaining the
system registration in 400A, the given AT also obtains
contact information (e.g., an IP address, etc.) for system
interfaces 1...N, each corresponding to one of systems
1...N. Thus, system interface 1 corresponds to system
1, system interface 2 corresponds to system 2, and so
on. The contact information permits data sent over a giv-
en system interface of the given AT to be recognized by
the corresponding system at the RAN 120, and permits
the corresponding system at the RAN 120 to send data
to the appropriate system interface at the given AT.
[0033] After registering with each of systems 1...N in

400A, the given AT determines a prioritization of systems
1...N for its communication sessions that are to be arbi-
trated by the application server 170, 405A. In an example,
the given AT can store the system prioritization deter-
mined 405A along with the system interface contact in-
formation obtained in 400A in an internal record main-
tained thereon.
[0034] The prioritization of the systems in 405A can be
based on a number of different parameters, either alone
or in combination. For example, performance parameters
such as bandwidth, latency and/or Quality of Service
(QoS) can be considered. In another example, the pa-
rameters can include cost. In another example, the pa-
rameters can include the location and/or environment of
the given AT. For example, a WiFi system that offers
unlimited data-transfer, high-bandwidth and low-latency
may be prioritized over an EV-DO system and/or a Ix
system, so long as the connection to the WiFi system is
sufficiently strong. In a further example, if the given AT
is aware of a defined location region of a particular WiFi
system, the prioritization of 405 A may prioritize the WiFi
system over the EV-DO system and/or 1 system when
inside the defined location, and be prioritize the EV-DO
system and/or 1x system over the WiFi system when
inside of the EV-DO system. Methodologies related to
restricting communications in accordance with a defined
location region are described in more detail within co-
pending U.S. Provisional Patent Application No.
61/163,834, entitled "REGULATING THE SCOPE OF
SERVICE GEOGRAPHICALLY IN WIRELESS NET-
WORKS", filed on 03/26/09.
[0035] After prioritizing systems 1...N in 405 A, the giv-
en AT sends a registration message over the system
detemiined to have the highest-priority to the application
server 170, 41 OA. The registration message indicates
the detemiined system prioritization from 405A, and also
indicates the associated contact information for each cor-
responding system interface of the given AT obtained in
400A. The appli cation server 170 receives the registra-
tion message and updates a record for the given AT in-
dicative of the given AT’s preferred system prioritization
and associated system interface contact information,
415A. While not shown in FIG. 4A, in another embodi-
ment, the registration message may include a list of sys-
tems and associated system interface contact informa-
tion without indicating actual system priorities. In this
case, the application server 170 itself may rank the listed
systems to determine the respective system priorities for
the given AT.
[0036] Periodically and/or in response to a triggering
event, the given AT determines whether to update the
system prioritization and or the associated system inter-
face contact information with the application server 170,
420A. For example, the given AT can determine to update
the system prioritization and/or the associated system
interface contact information if (i) performance on one or
more of the systems improves or degrades, (ii) if a cost
on one or more of the systems increases or decreases
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(e.g., which can be based on a current location of the
given AT), (iii) if the contact information for one or more
of the system interfaces changes, (iv) if the given AT has
been de-registered from one or more of the systems, (v)
if the given AT has registered to one or more new sys-
tems, (vi) if the given AT has entered or exited a defined
location region (vii) and/or any combination thereof.
[0037] If the given AT determines not to update the
system prioritization or the associated system interface
contact information with the application server 170 in
420A, the given AT does not update its registration infor-
mation with the application server 170. Alternatively, if
the given AT determines to update the system prioritiza-
tion and/or the associated system interface contact in-
formation with the application server 170 in 420A, the
given AT updates its internal record indicative of the given
AT’s preferred system prioritization and associated sys-
tem interface contact information and then sends a sup-
plemental registration message over the system having
the highest-priority to the application server 170, 425A,
after which the process returns to 420A where the given
AT waits for a next update to the system prioritization
and/or system interface contact information.
[0038] Similar to 410A, the supplemental registration
message sent in 425A indicates the updated system pri-
oritization (e.g., although if only the contact information
has changed, the system prioritization in the supplemen-
tal registration message is un-changed) and updated
system interface contact information (e.g., although, if
only the system prioritization has changed, the contact
information in the supplemental registration message is
un-changed). The application server 170 receives the
supplemental registration message and updates the
record for the given AT indicative of the given AT’s pre-
ferred system prioritization and associated system inter-
face contact information, 430A.
[0039] FIG. 4B illustrates a more detailed implemen-
tation example of the process of FIG. 4A in accordance
with an embodiment of the invention. Referring to FIG.
4B, at some point after the given AT powers up, the given
AT registers with system A and obtains an IP address
IP1 that addresses system interface A for the given AT’s
communications over system A, 400B. The given AT also
registers with system B and obtains an IP address IP2
that addresses system interface B for the given AT’s com-
munications over system B, 405B. The given AT also
registers with system C and obtains an IP address IP3
that addresses system interface C for AT 1’s communi-
cations over system C, 410B. The system registrations
performed in 400B through 410B are each well-known in
the art. However, ATs do not typically register with and
obtain IP addresses for communications over multiple
systems at the same time.
[0040] After registering with each of systems A, B and
C, the given AT determines a prioritization of systems A,
B and C for its communication sessions that are to be
arbitrated by the application server 170, 415B. In an ex-
ample, the given AT can store the system prioritization

determined 415B along with the system interface contact
information for systems A, B and C in an internal record.
The prioritization of 415B is described above with respect
to 405A of FIG. 4A, and will not be described again here
for the sake of brevity.
[0041] In the example of FIG. 4B, assume that the giv-
en AT allocates the highest-priority to system A, the next
highest-priority (or second highest-priority) to system B
and the next highest-priority (e.g., the third highest or
lowest-priority in the example with three (3) systems) to
system C in 415B. Under this assumption, after prioritiz-
ing systems A, B and C, the given AT sends a registration
message over system A configured as [A(IP1); B(IP2);
C(IP3)] to indicate the system prioritization and associ-
ated system interface contact information to the applica-
tion server 170, 420B.
[0042] At some later point in time, assume that the giv-
en AT determines that conditions are present that indi-
cate system B should now have a higher priority than
system A, 425B. For example, if system B is an EV-DO
system, a pilot signal on system B may have a signal
strength that has risen above a threshold, etc. Alterna-
tively, conditions on system A may have deteriorated
such that system B becomes the best available system
based on some performance metric. Accordingly, under
this assumption, after updating its internal record indic-
ative of the given AT’s system prioritization, the given AT
sends a supplemental registration message over system
B configured as [ B(IP2); A(IP1); C(IP3) ] to indicate the
updated system prioritization and associated system in-
terface contact information to the application server 170,
430B.
[0043] At some later point in time, assume that the giv-
en AT determines that the given AT obtains a new IP
address IP4 of system interface C for communications
over system C, 435B. Accordingly, under this assump-
tion, after updating its internal record indicative of the
given AT’s system interface contact information, the giv-
en AT sends a supplemental registration message over
system B configured as [ B(IP2); A(IP1); C(IP4) ] to indi-
cate the system prioritization and the updated system
interface contact information to the application server
170, 440B.
[0044] At some later point in time, assume that the giv-
en AT de-registers from system B completely, such that
the given AT has no IP address for system interface B
and cannot communicate over system B, 445B. Accord-
ingly, under this assumption, after updating its internal
record indicative of the given AT’s system prioritization
(i.e., by removing system B entirely), the given AT sends
a supplemental registration message over system A con-
figured as [A(IP1); C(IP4) ] to indicate the updated sys-
tem prioritization and associated system interface con-
tact information to the application server 170, 450B.
[0045] As will be appreciated, the processes of FIG.
4A and/or FIG. 4B can be performed at any time the given
AT is powered-on and is not actively engaged in a com-
munication session with the application server 170. Proc-
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esses by which a server-arbitrated communication ses-
sion can be set-up after an execution of the processes
of FIGS. 4A and/or 4B will now be described with respect
to FIGS. 5A and 5B.
[0046] FIG. 5A illustrates a process of setting up a serv-
er-arbitrated communication session in accordance with
an embodiment of the invention. In particular, FIG. 5A
illustrates the set-up process at a relatively high-level,
with FIG. 5B directed to a more detailed implementation
of the registration process.
[0047] Referring to FIG. 5A, assume that the process
of FIG. 4A at each of ATs 1...M has already been exe-
cuting, such that the application server 170 is aware of
the current system prioritizations and system interface
contact information for ATs 1...M. In 500A, a given AT
("AT 1") among ATs 1...M determines to initiate a com-
munication session arbitrated by the application server
170, and thereby sends one or more call request mes-
sages over AT 1’s highest-priority system to the applica-
tion server 170 to request a communication session to
ATs 2...M (e.g., where M > 2 for a group session and M
= 2 for a one-to-one session).
[0048] In 505A, AT 1 determines whether the commu-
nication session can be supported on the current system.
For example, each call request message sent in 500A is
associated with a given timeout period, such that if the
given timeout period elapses and no ACK to the call re-
quest message is received back at AT 1, AT 1 will assume
that its call request message has not bent transferred to
the application server 170 successfully. After a threshold
number (e.g., one, two, etc.) of failed call attempts (i.e.,
which can be inferred when no ACK to the call request
message is received at AT 1), AT 1 will infer that its call
cannot be supported by the current system. Otherwise,
if an ACK is received as shown at 510A in response to
a call request message sent over a given system, AT 1
will assume that its communication session can be sup-
ported on that system.
[0049] If AT 1 determines that the communication ses-
sion cannot be supported on the current system in 505A,
the process returns to 500A and repeats for the system
having the next-highest level of priority. Otherwise, if an
ACK to one of the call request messages is received in
510A, AT 1 determines that the communication session
can be supported on the current system in 505A, and the
process advances to 515A.
[0050] In 515A, AT 1 updates the record storing its sys-
tem prioritization and/or system interface contact infor-
mation, if necessary. For example, if the iterative process
of 500A through 510A resulted in the second highest-
priority system being ACKed, then the second highest-
priority system can be transitioned to the highest-priority
system, with the highest-priority system being demoted
to a lower priority in the system prioritization. In another
example, if the iterative process of 500A through 510A
resulted in the highest-priority system being ACKed, then
the record need not be updated. Similarly, in 520A, the
application server 170 also updates its record for AT 1’s

system prioritization, if necessary, based upon which
system the application server 170 successfully received
the call request message.
[0051] The application server 170 evaluates the call
request message and identifies the associated call tar-
get(s) (i.e., ATs 1...M) and loads the system prioritization
and system interface contact information for each of the
associated call target(s), 525A. Accordingly, in 530A, the
application server 170 sends an announce message to
each of ATs 2...M over the highest-priority systems for
each of ATs 2...M. In 535A, similar to 505A, the applica-
tion server 170 determines whether each announce mes-
sage has been ACKed within a given timeout period. If
not, the process returns to 525A and repeats on a next
highest-priority system for the non-responsive AT(s).
Otherwise, if an ACK is received from ATs 2...M as shown
in 540A, the process advances to 545A.
[0052] In 545A, ATs among ATs 2...M that were not
reached on their highest-priority system update their sys-
tem prioritization and the application server 170 likewise
updates its system prioritization record for any ATs that
were not responsive on their highest-priority in 550A. For
example, 545A and 550A may at least replace the old
highest-priority system with the system upon which the
announce message was ACKed in 540A. After at least
one of ATs 2...M acknowledge and accept the announced
communication session in 540A, the application server
170 begins arbitrating the communication session by ex-
changing media between the call originator AT 1 and the
call targets ATs 2...M, 555A. As will be appreciated, the
media is exchanged in 555A over the system upon which
the call request message was ACKed in 510A for AT 1,
and the system upon which the announce message was
ACKed in 540A for ATs 2...M.
[0053] FIG. 5B illustrates a more detailed implemen-
tation example of the process of FIG. 5A in accordance
with an embodiment of the invention. Referring to FIG.
5B, assume that AT 1 sends a system priority registration
over system interface A configured as [ A(IP1); B(IP2);
C(IP3) ], 500B, and that AT 2 sends a system priority
registration over system interface C configured as
[ C(IP5); B(IP6); A(IP7) ], 505B, and that the application
server 170 updates its records to reflect the system pri-
oritizations and associated IP addressed reported in
500B and 505B.
[0054] At some point in time after the registrations of
500B through 510B, AT 1 attempts to send a call request
message over system A to the application server, 515B,
but AT 1 determines that no ACK is received to its call
request message, 520B. As will be appreciated, AT 1
may attempt one or more re-transmissions on system A,
but at some point AT 1 will transition its call request at-
tempts to system B as its second highest-priority system.
Accordingly, AT 1 next attempts to send the call request
message over system B to the application server, 525B,
the application server 170 ACKs the call request mes-
sage on system B, 530B, and AT 1 determines its call
request message on system B is ACKed, 535B. Accord-
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ingly, both AT 1 and the application server 170 update
their records to at least transition system B to the highest-
priority system and demote system A to a lower priority
for AT 1, 540B and 545B.
[0055] In 550B, the application server 170 identifies
AT 2 as a call target and loads the system prioritization
and system interface contact information from its records
as stored at 510B. The application server 170 sends an
announce message over system C at IP address IP5 to
AT 2, 555B, and the application server 170 determines
that AT 2 does not ACK within the timeout period, 560B.
Accordingly, the application server 170 next sends an
announce message over system B at IP address IP6 to
AT 2, 565B, and the application server 170 determines
that AT 2 ACKs within the timeout period, 570B and 575B.
Accordingly, both AT 2 and the application server 170
update their records to at least transition system B to the
highest-priority system and demote system C to a lower
priority for AT 2, 580B and 585B. The application server
170 begins arbitrating the communication session by ex-
changing media between the call originator AT 1 and the
call target AT 2 over system B at IP addresses IP2 and
IP6, respectively, 590B.
[0056] FIG. 6A illustrates a continuation of FIG. 5A in
accordance with an embodiment of the invention. Ac-
cordingly, in 600A, assume that the application server
170 is arbitrating the communication session by ex-
changing media between the call originator AT 1 and the
call targets ATs 2...M. As will be appreciated, 600A of
FIG. 6A generally corresponds to 555A of FIG. 5A.
[0057] During the communication session, the appli-
cation server 170 periodically sends a signaling message
to each active session participant (i.e., ATs 1...M) on their
respective highest-priority systems, 605A. In other
words, the application server 170 does not typically re-
ceive ACKs to the actual media sent to target ATs in
600A, and as such the application server 170 does not
know whether one or more ATs have dropped out of the
call (e.g., because the system the application server 170
is currently supporting the AT(s) on has degraded, etc.).
The periodic signaling message, which is configured to
prompt an ACK, thereby functions to inform the applica-
tion server 170 with regard to whether the current sys-
tems carrying the media flow to the active session par-
ticipants remains a valid manner of contacting the ATs.
[0058] Accordingly, each of ATs 1...M that receives the
periodic signaling message from the application server
170 sends an ACK on their currently-supported system,
610A. In 615A, the application server 170 determines
whether each active session participant has ACKed the
periodic signaling message. If the application server 170
determines that each active session participant has
ACKed the periodic signaling message, the process re-
turns to 600A and the session continues until the next
periodic signaling message is sent. Otherwise, if the ap-
plication server 170 determines that each active session
participant has not ACKed the periodic signaling mes-
sage, the application server 170 sends a supplemental

signaling message to each active session participant that
did not send an ACK in 610A, 620A. The supplemental
signaling message sent in 620A is sent in the next high-
est-priority level system for each non-responsive AT.
Thus, the second highest-level priority system is the next
highest-level priority system for the highest-level priority
system, the third highest-level priority system is the next
highest-level priority system for the second highest-level
priority system, and so on. Also, the supplemental sign-
aling message sent in 620A need not be ’periodic’ in the
sense that the message from 605A is periodic. Rather,
the supplemental signaling message sent in 620A can
be sent as soon as possible after the application server
170 determines a higher-priority system has not ACKed
the previous supplemental or periodic signaling mes-
sage.
[0059] Accordingly, each of ATs 1...M that receives the
supplemental signaling message from the application
server 170 sends an ACK on the system upon which the
supplemental signaling message is received, 625A. In
630A, the application server 170 determines whether the
non-responsive AT(s) targeted for the supplemental sig-
naling message have ACKed the supplemental signaling
message. If the application server 170 determines that
each AT to which the supplemental signaling message
of 620A is sent has not ACKed the supplemental signal-
ing message in 630A, the process returns to 620A and
repeats for each AT that remains non-responsive and
another supplemental signaling message is sent on each
of the remaining ATs’ next highest-priority system(s). Ac-
cordingly, 620A through 630A is an iterative process that
repeats until an ACK is received or each system for any
non-responsive ATs has been pinged.
[0060] Otherwise, if the application server 170 deter-
mines that each AT to which the supplemental signaling
message of 620A is sent has ACKed the supplemental
signaling message in 630A, the application server 170
updates its system prioritization for the ATs that did not
ACK on their highest-priority system such that the
ACKed-system is transitioned to the new highest-priority
system, 635A. Likewise, ATs that receive a supplemental
signaling message on a system other than their highest-
priority system will transition the other system to their
new highest-priority system, 640A.
[0061] FIG. 6B illustrates a more detailed implemen-
tation example of the process of FIG. 6A in accordance
with an embodiment of the invention. Referring to FIG.
6B, assume that the application server 170 is arbitrating
the communication session by exchanging media be-
tween the call originator AT 1 on system B at IP address
IP2 and AT 2 on system B at IP address IP6, 600B.
[0062] In 605B, the application server 170 sends a pe-
riodic signaling message (e.g., an Are You There? (AYT)
message, an ICMP echo request message, etc.) to the
call originator AT 1 on system B at IP address IP2 and
AT 2 on system B at IP address IP6. AT 1 and AT 2 both
ACK the periodic signaling message (e.g., by sending I
Am Here (IAH) messages, by sending ICMP echo re-
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sponse messages, etc.), 610B and 615B. At some later
point in time, the application server 170 sends another
periodic signaling message to the call originator AT 1 on
system B at IP address IP2 and AT 2 on system B at IP
address IP6, 620B. This time, only AT 1 ACKs the peri-
odic signaling message, 625B.
[0063] After a timeout period, the application server
170 determines that AT 2 has not ACKed the periodic
signaling message from 620B, 630B. Accordingly, the
application server 170 attempts to ping AT 2 on AT 2’s
next highest-priority system (i.e., system A) by sending
a supplemental signaling message to AT 1 on system A
at IP address IP7, 635B. AT 2 ACKs the supplemental
signaling message on system A, 640B, and both AT 2
and the application server 170 update their system pri-
oritizations such that the priority of system A is increased
while the priority of system B is demoted, 645B and 650B.
Thereafter, the application server 170 arbitrates the com-
munication session by exchanging media between the
call originator AT 1 on system B at IP address IP2 and
AT 2 on system A at IP address IP7, 655B.
[0064] As will be appreciated by one of ordinary skill
in the art, FIGS. 6A and 6B illustrate embodiments by
which the application server 170 determines one or more
ATs to be non-responsive on a currently supported sys-
tem, and in response to this determination the application
server 170 attempts to ping the non-responsive AT(s) on
lower-priority systems iteratively until the AT(s) acknowl-
edge the ping (i.e., supplemental signaling message). In
alternative embodiments, the session participants may
trigger a system-switch on their own initiative, as will be
described below with respect to FIGS. 7A through 7C.
[0065] FIG. 7A illustrates a continuation of FIG. 5A in
accordance with another embodiment of the invention.
Accordingly, in 700A, assume that the application server
170 is arbitrating the communication session by ex-
changing media between the call originator AT 1 and the
call targets ATs 2...M. As will be appreciated, 700A of
FIG. 7A generally corresponds to 555A of FIG. 5A.
[0066] During the communication session, each of ATs
1...M monitor systems 1...N with system interfaces 1...N,
respectively, 705A. For example, the monitoring of 705A
may include decoding the media stream of the commu-
nication session carried on one of systems 1...N while
tracking one or more performance parameters (e.g., pilot
signal strength, etc.) associated with the other systems
of systems 1...N. Based on the system monitoring of
705A, each of ATs 1...M determines whether to change
the system supporting its current session in 710A. For
example, if a given AT among ATs 1...M determines that
the pilot signal strength of a different system is stronger
than the current system supporting the communication
session in 705A, the given AT may determine to switch
to the different system. In another example, if a given AT
among ATs 1...M is moving and the monitoring of 705A
determines that the given AT has entered a location
where the current system supporting the communication
session is either unavailable or more expensive than an-

other available system, the given AT may determine to
switch to the other available system. In a further example,
the determination of 710A may correspond to a repeating
of the determination of 405A discussed above with re-
spect to FIG. 4A, except that the determination of 710A
occurs when the given AT is already engaged in an active
communication session based on more up-to-date infor-
mation.
[0067] If ATs 1...M determine not to change systems
in 710A, the process returns to 705A and ATs 1...M con-
tinue to monitor the communication session on the same
system, while also tracking the performance expectation
on other systems. Otherwise, if one or more of ATs 1...M
determine to change systems in 710A, the one or more
ATs send a system-change request to the application
server 170 that requests the application server 170 to
support the communication session on a different system
for the one or more ATs, 715A. The application server
170 receives the system-change request(s) and changes
the system upon which the communication session is
supported for the one or more ATs, 720A. While not
shown in FIG. 7A, the one or more ATs and the applica-
tion server 170 may also update the system prioritizations
for the one or more ATs such that the system requested
by the system-change request in 715A is set as the new
highest-priority system.
[0068] FIG. 7B illustrates a more detailed implemen-
tation example of the process of FIG. 7A in accordance
with an embodiment of the invention. Referring to FIG.
7B, assume that the application server 170 is arbitrating
the communication session by exchanging media be-
tween the call originator AT 1 on system B at IP address
IP2 and AT 2 on system B at IP address IP6, 700B. ATs
1 and 2 monitor systems A, B and C during the commu-
nication session, 705B and 710B. In particular, AT 1 mon-
itors one or more performance parameters associated
with systems A and C while monitoring the media flow
(e.g., and/or transmitting the media flow, if AT 1 is a half-
duplex floor-holder or full-duplex session participant) of
the communication session on system B in 705B, and
AT 2 monitors one or more performance parameters as-
sociated with systems B and C while monitoring the me-
dia flow (e.g., and/or transmitting the media flow, if AT 2
is a half-duplex floor-holder or full-duplex session partic-
ipant) of the communication session on system A in 710B.
[0069] During the monitoring of 705B, assume that AT
1 determines that one or more monitored performance
parameters rise above a threshold level, 715B. For ex-
ample, if the one or more monitored performance param-
eters include a pilot signal strength level, then system
A’s pilot signal strength level may rise above the connec-
tion strength that is obtained on system B and/or some
other signal threshold strength level (e.g., which can be
set higher than system B’s strength, to avoid quick tran-
sitions between systems in a boundary area). Based on
the determination from 715B, AT 1 determines to transi-
tion its communication session from system B to system
A. Accordingly, AT 1 sends a system-change request
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(e.g., a For Your Information (FYI) (IP_Update IP1) mes-
sage, an ARP Announcement message in an Internet
domain, etc.) to the application server 170 to request the
system transition from system B on IP address IP2 to
system A at IP address IP 1, 720B. The application server
170 receives the request and thereafter supports AT 1
on the requested system, 725B.
[0070] FIG. 7B illustrates an example whereby AT 1
requests a system change without AT 1’s associated sys-
tem prioritization being updated. In other words, while
the application server 170 supports the communication
session for AT 1 on system A at IP address IP1 in 725B,
the system prioritization for AT 1 is unchanged such that
subsequent attempts to contact AT 1 are over system B
at IP address IP2. FIG. 7C illustrate an alternative manner
of a handset-initiated system-change embodiment
whereby the system prioritization for AT 1 is changed in
response to a request to transition to another system.
[0071] Referring to FIG. 7C, 700C through 715C cor-
respond to 700B through 715B of FIG. 7B, respectively,
and as such will not be discussed further for the sake of
brevity. Based on the determination from 715C, AT 1
determines to transition its communication session from
system B to system A. Next, instead of an explicit request
to transition to system A at IP address IP1 as in 720B
(e.g., via an FYI_Update(IP1) message, an ARP An-
nouncement message in an Internet domain, etc.), AT 1
sends a supplemental registration message over system
A configured as [A(IP1); B(IP2); C(IP3) ] to indicate the
updated system prioritization and associated system in-
terface contact information to the application server 170.
Thus, the supplemental registration message results in
the system prioritizations maintained at AT 1 and the ap-
plication server 170 to be updated, 725B and 730B, and
the application server 170 thereafter supports AT 1 on
the requested system, 735B. Thus, while both FIGS. 7B
and 7C result in the application server 170 switching AT
1’s session support to a different system, FIG. 7C further
modifies the system prioritization such that subsequent
contact attempts of AT 1 will also prioritize system A over
system B.
[0072] Above-described embodiments of the invention
have generally been directed to implementations where-
by, at any given time during a communication session,
each AT is connected to the application server 170 over
a single system among the available systems 1...N. How-
ever, to further improve reliability of the communication
session, the communication session can at least tempo-
rarily support the communication session on one or more
of ATs 1...M on multiple systems, as will be described
below with respect to FIGS. 8A through 8C.
[0073] FIG. 8A illustrates a selective media flow arbi-
tration by the application server 170 whereby the appli-
cation server 170 can provide and/or receive a media
from to/from one or more access terminals on multiple
systems in accordance with an embodiment of the inven-
tion. The process of FIG. 8A is described broadly, as the
process can potentially be performed at different times

during the communication session. For example, multiple
systems can be used to exchange media to a particular
AT (i) upon set-up of the communication session, (ii) dur-
ing a handoff of an AT from one system or another, (iii)
upon request by the AT, or (iv) even throughout the entire
session (e.g., in which case FIG. 8A would execute at
session set-up and block 815A would not evaluate to a
determination to end multiple system support until ses-
sion termination). FIGS. 8B and 8C illustrate two exam-
ples where the process of FIG. 8A is illustrated within
above-described FIGS. 6B and 7B, respectively, to pro-
vide examples of how FIG. 8A maybe integrated into oth-
er embodiments. However, it will be appreciated that oth-
er manners of integrating the process of FIG. 8A into the
above-described embodiments of the invention can also
be used, such that multiple-system support can be
achieved at any point during the communication session.
[0074] Referring to FIG. 8A, the application server 170
determines whether to support the communication ses-
sion for a given AT on multiple systems, 800A (e.g., on
each system that the given AT can be contacted upon,
on more than one and less than all systems in the given
AT’s system prioritization, etc.). As noted in the preceding
paragraph, reasons as to why the application server 170
may support the given AT on multiple systems include
increasing reliability during session set-up, reducing an
occurrence of dropped calls when handing off the given
AT from one system to another system and/or providing
multiple-system support to the given AT throughout the
whole session if sufficient resources are available. Fur-
ther, the evaluation of 800A may be performed periodi-
cally, or can be triggered by a triggering event (e.g., a
request from the given AT to switch systems, a request.
from the given AT to provide multiple-system support, a
determination by the application server 170 itself to
switch systems and/or provide multi-system support,
etc.).
[0075] If the application server 170 determines not to
support the communication session for a given AT on
multiple systems in 800A, the application server 170 ad-
vances to 820A and provides support for the given AT
on a single system. Otherwise, if the application server
170 determines to support the communication session
for a given AT on multiple systems in 800A, the applica-
tion server 170 modifies its arbitration of the communi-
cation session such that the given AT and the application
server 170 communicate over two or more systems,
805A. For example, in 805A, the application server 170
can send the same media to the given AT redundantly
over two different systems to increase the given AT’s
success rate in decoding the media flow. In another ex-
ample, the application server 170 can send different me-
dia to the given AT over the different systems to increase
the level of bandwidth between the application server
170 and the given AT. Likewise, if the given AT is a floor-
holder for a half-duplex call or a participant in the full-
duplex session, the given AT can likewise send media
on the reverse link to the application server 170 over the
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different. systems in 805A, either redundantly or with dif-
ferent media to increase reverse link bandwidth. Accord-
ingly, the given AT monitors each of the multiple systems
carrying the media flow in 810A.
[0076] In 815A, the application server 170 determines
whether to end multiple system support for the given AT.
For example, the application server 170 can start a timer
when multiple system support is allocated to the given
AT in 805A, and can determine to terminate the multiple
system support when the timer exceeds a given expira-
tion threshold. If the application server 170 determines
not to terminate multiple system support for the given AT,
the process returns to 805A and the session continues
with media and/or signaling being exchanged with the
given AT on multiple systems. Otherwise, if the applica-
tion server 170 determines to terminate multiple system
support for the given AT, the application server 170 tran-
sitions to providing single-system support for the com-
munication session to the given AT (e.g., such as in 555A
of FIG. 5A, 590B of FIG. 5B, 600A of FIG. 6A, 600B or
655B of FIG. 6B, 700A of FIG. 7A, 700B or 725B of FIG.
7B and/or 700C or 735C of FIG. 7C).
[0077] FIG. 8B illustrates a more detailed implemen-
tation of FIG. 8A, whereby the process of FIG. 8A is in-
tegrated into the embodiment described above with re-
spect to FIG. 6B. Accordingly, referring to FIG. 8B, 600B
through 630B correspond to their descriptions from FIG.
6B above, except that the determination at 630B that AT
2 has not ACKed the periodic signaling message also
triggers a determination, as in 800A, to provide the media
flow to AT 2 on multiple systems at least until the appli-
cation server 170 can verify that AT 2 is present on a
supported system. Accordingly, after detecting that AT 2
is not capable of ACKing the periodic signaling message
on system B in 630B, the application server 170 begins
forwarding the media flow to AT 2 on each of systems A,
B and C, 805A. The application server 170 then provides
the supplemental signaling message to AT 2 on the next
or second-highest priority system, 635B, which is system
A in this example. When AT 2 detects that a supplemental
signaling message is received on an unexpected system
in 810A, AT 2 interprets this event as an indication that
the application server 170 has been unable to contact
AT 2 on system B, which is AT 2’s highest priority system
at this point, and that the media flow will at least tempo-
rarily be provided on each of AT 2’s systems. Thereby,
AT 2 attempts to monitor the media flows on each system
in 810A, and AT 2 also ACKs the signaling message on
system A in 640B to inform the application server 170
that at least system A can still be used to contact AT 2.
[0078] In the example of FIG. 8B, after the ACK on
system A is received at the application server 170, the
application server 170 can stop supporting the media flow
to AT 2 on systems other than system A, and instead can
limit its media flow forwarding to AT 2 on system A only
to conserve system resources, 815A. Thereby, the ap-
plication server 170 transitions to single-system support
for AT 2 on system A in 655B, which corresponds to 820A

of FIG. 8A.
[0079] FIG. 8C illustrates a more detailed implemen-
tation of FIG. 8A, whereby the process of FIG. 8A is in-
tegrated into the embodiment described above with re-
spect to FIG. 7B. Accordingly, referring to FIG. 8C, 800C
through 810C correspond to 700B through 710B, respec-
tively, of FIG. 7B. However, after determining that that
one or more performance metrics rises above the thresh-
old level in 815C, AT 1 sends a message requesting that
the application server 170 support the communication
session on both system B at IP address IP2 and system
A at IP address IP1, 820C. The application server 170
receives the message of 820C and determines to provide
the media flow to AT 1 on both systems A and B, 825C.
[0080] Accordingly, the application server 170 begins
forwarding the media flow to AT 1 on each of systems A
and B but not system C (e.g., because support on system
C was not requested in the message of 820C), and also
continues to provide the media flow to AT 2 on system
A, 830C. While not shown in FIG. 8C, it may be assumed
that AT 1 monitors the media flow on both systems A and
B in 830C. It may also be assumed that the application
server 170 sends periodic signaling messages to AT 1
on both systems A and B when multiple-system support
is provided to ensure that AT 1 is receiving the media
flow on both of the systems, and that AT 1 successfully
ACKs these periodic signaling messages.
[0081] Next, at some later point in time, AT 1 deter-
mines that one or more performance metrics on system
B drop below a threshold level, 835C (e.g., which may
be equal to or different than the threshold level associated
with 815C, and may correspond to the same or different
performance parameters as in 815C). Next, responsive
to the determination of 835C, AT 1 sends a message
requesting that the application server 170 support the
communication session exclusively on and system A at
IP address IP1, 840C. Upon receiving the message of
840C, the application server 170 stops supporting the
media flow to AT 1 on system A and restricts media flow
support for AT 1’s communication session to system A,
845C. Thereafter, the application server 170 transitions
to single-system support for AT 1 on system A in 850C.
[0082] Those of skill in the art will appreciate that in-
formation and signals may be represented using any of
a variety of different technologies and techniques. For
example, data, instructions, commands, information, sig-
nals, bits, symbols, and chips that may be referenced
throughout the above description may be represented by
voltages, currents, electromagnetic waves, magnetic
fields or particles, optical fields or particles, or any com-
bination thereof.
[0083] Further, those of skill in the art will appreciate
that the various illustrative logical blocks, modules, cir-
cuits, and algorithm steps described in connection with
the examples disclosed herein may be implemented as
electronic hardware, computer software, or combinations
of both. To clearly illustrate this interchangeability of
hardware and software, various illustrative components,
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blocks, modules, circuits, and steps have been described
above generally in terms of their functionality. Whether
such functionality is implemented as hardware or soft-
ware depends upon the particular application and design
constraints imposed on the overall system. Skilled arti-
sans may implement the described functionality in vary-
ing ways for each particular application, but such imple-
mentation decisions should not be interpreted as causing
a departure from the scope of the present invention.
[0084] The various illustrative logical blocks, modules,
and circuits described in connection with the examples
disclosed herein may be implemented or performed with
a general purpose processor, a digital signal processor
(DSP), an application specific integrated circuit (ASIC),
a field programmable gate array (FPGA) or other pro-
grammable logic device, discrete gate or transistor logic,
discrete hardware components, or any combination
thereof designed to perform the functions described
herein. A general purpose processor may be a micro-
processor, but in the alternative, the processor may be
any conventional processor, controller, microcontroller,
or state machine. A processor may also be implemented
as a combination of computing devices, e.g., a combina-
tion of a DSP and a microprocessor, a plurality of micro-
processors, one or more microprocessors in conjunction
with a DSP core, or any other such configuration.
[0085] The methods, sequences and/or algorithms de-
scribed in connection with the examples disclosed herein
may be embodied directly in hardware, in a software mod-
ule executed by a processor, or in a combination of the
two. A software module may reside in RAM memory, flash
memory, ROM memory, EPROM memory, EEPROM
memory, registers, hard disk, a removable disk, a CD-
ROM, or any other form of storage medium known in the
art. An exemplary storage medium is coupled to the proc-
essor such that the processor can read information from,
and write information to, the storage medium. In the al-
ternative, the storage medium may be integral to the proc-
essor. The processor and the storage medium may re-
side in an ASIC. The ASIC may reside in a user terminal
(e.g., access terminal). In the alternative, the processor
and the storage medium may reside as discrete compo-
nents in a user terminal.
[0086] In one or more examples the functions de-
scribed may be implemented in hardware, software,
firmware, or any combination thereof. If implemented in
software, the functions may be stored on or transmitted
over as one or more instructions or code on a computer-
readable medium. Computer-readable media includes
both computer storage media and communication media
including any medium that facilitates transfer of a com-
puter program from one place to another. A storage me-
dia may be any available media that can be accessed by
a computer. By way of example, and not limitation, such
computer-readable media can comprise RAM, ROM,
EEPROM, CD-ROM or other optical disk storage, mag-
netic disk storage or other magnetic storage devices, or
any other medium that can be used to carry or store de-

sired program code in the form of instructions or data
structures and that can be accessed by a computer. Also,
any connection is properly termed a computer-readable
medium. For example, if the software is transmitted from
a website, server, or other remote source using a coaxial
cable, fiber optic cable, twisted pair, digital subscriber
line (DSL), or wireless technologies such as infrared, ra-
dio, and microwave, then the coaxial cable, fiber optic
cable, twisted pair, DSL, or wireless technologies such
as infrared, radio, and microwave are included in the def-
inition of medium. Disk and disc, as used herein, includes
compact disc (CD), laser disc, optical disc, digital versa-
tile disc (DVD), floppy disk and blu-ray disc where disks
usually reproduce data magnetically, while discs repro-
duce data optically with lasers. Combinations of the
above should also be included within the scope of com-
puter-readable media.
[0087] While the foregoing disclosure shows illustra-
tive examples of the invention,
it should be noted that various changes and modifications
could be made herein without departing from the scope
of the invention as defined by the appended claims. The
functions, steps and/or actions of the method claims in
accordance with the examples of the invention described
herein need not be performed in any particular order.
Furthermore, although elements of the invention may be
described or claimed in the singular, the plural is con-
templated unless limitation to the singular is explicitly
stated.

Claims

1. A method of conducting a communication session in
an application server of a wireless communications
system, comprising:

sending media associated with the communica-
tion session to at least one access terminal (102,
108,110,112) on a highest-priority system
among a previously established system prioriti-
zation for a plurality of systems by which the at
least one access terminal can be contacted by
the application server (170), each of the plurality
of systems associated with a different physical-
layer; and characterised by:

periodically sending a signaling message
on the highest-priority system to the at least
one access terminal (102, 108,110,112) to
confirm that the at least one access terminal
can still be reached on the highest-priority
system; and
selectively updating the system prioritiza-
tion based at least in part on whether the
periodically sending step results in an ac-
knowledgment from the at least one access
terminal (102, 108,110,112).
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2. The method of claim 1, wherein the selectively up-
dating step includes:

if the signaling message is not acknowledged
by the at least one access terminal (102,
108,110,112), sending a supplemental signal-
ing message on at least one of the plurality of
systems other than the highest-priority system;
and
if one of the supplemental signaling messages
is acknowledged, updating the system prioriti-
zation such that the system upon which the ac-
knowledgment is received corresponds to the
highest-priority system in the updated system
prioritization.

3. The method of claim 1, further comprising:

receiving a request from the at least one access
terminal (102, 108,110,112) to transition support
of the communication session from the highest-
priority system to a different system of the plu-
rality of systems;
modifying the sending step such that the modi-
fied sending step sends media associated with
the communication session to the at least one
access terminal (102, 108,110,112) on the re-
quested system instead of the highest-priority
system.

4. The method of claim 3, wherein the received request
either corresponds to (i) a request to temporarily sup-
port the communication session on the requested
system without modifying the system prioritization,
or to (ii) a request to support the communication ses-
sion on the requested system and to set the request-
ed system as the highest-priority system in an up-
dated system prioritization.

5. The method of claim 1, further comprising:

determining to send media associated with the
communication session to the at least one ac-
cess terminal (102, 108,110,112) on multiple
systems among the plurality of systems, such
that the media is carried on the highest-priority
system and at least one additional system; and
modifying the sending step such that the modi-
fied sending step sends media associated with
the communication session to the at least one
access terminal on the highest- priority system
as well as the at least one additional system.

6. The method of claim 5, wherein the determining step
determines to send the media on multiple systems
in response to a triggering event.

7. The method of claim 6, wherein the triggering event

corresponds to (i) the at least one access terminal
(102, 108,110,112) failing to acknowledge the peri-
odic signaling message and/or (ii) a request received
from the at least one access terminal (102,
108,110,112) for multiple-system support of the
communication session.

8. The method of claim 1, wherein the plurality of sys-
tems include one or more of a WiFi system, a
CDMA2000 Ix system, a frequency division multiple
access (FDMA) system, a time division multiple ac-
cess (TDMA) system, a orthogonal frequency divi-
sion multiplexing (OFDM) system, a long-term evo-
lution (LTE) system and/or a broadcast and multicast
service (BCMCS) system.

9. A computer-readable storage medium, comprising
instructions, which, when executed by an application
server (107), cause the application server to perform
operations, the instructions comprising:

program code to send media associated with a
communication session to at least one access
terminal (102, 108,110,112) on a highest-priority
system among a previously established system
prioritization for a plurality of systems by which
the at least one access terminal (102,
108,110,112) can be contacted by an applica-
tion server, each of the plurality of systems as-
sociated with a different physical-layer; and
characterised by:

program code to periodically send a signal-
ing message on the highest-priority system
to the at least one access terminal (102,
108,110,112) to confirm that the at least one
access terminal can still be reached on the
highest-priority system; and
program code to selectively update the sys-
tem prioritization based at least in part on
whether the periodically sending step re-
sults in an acknowledgment from the at least
one access terminal (102, 108,110,112).

Patentansprüche

1. Ein Verfahren zum Durchführen einer Kommunika-
tionssitzung in einem Anwendungsserver eines
drahtlosen Kommunikationssystems, aufweisend:

Senden von mit der Kommunikationssitzung as-
soziierten Medien an wenigstens ein Zugriff-
sendgerät (102, 108, 110, 112) auf einem Sys-
tem mit einer höchsten Priorität innerhalb einer
zuvor hergestellten Systempriorisierung für eine
Vielzahl von Systemen, über die das wenigstens
eine Zugriffsendgerät durch den Anwendungs-
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server (170) kontaktiert werden kann, wobei je-
des aus der Vielzahl von Systemen mit einer
anderen physikalischen Schicht assoziiert ist,
und gekennzeichnet durch:

periodisches Senden einer Signalisie-
rungsnachricht auf dem System mit der
höchsten Priorität an das wenigstens eine
Zugriffsendgerät (102, 108, 110, 112), um
zu bestätigen, dass das wenigstens eine
Zugriffsendgerät weiterhin auf dem System
mit der höchsten Priorität erreicht werden
kann, und
wahlweises Aktualisieren der Systempriori-
sierung basierend wenigstens teilweise
darauf, ob der Schritt zum periodischen
Senden eine Bestätigung von dem wenigs-
tens einen Zugriffsendgerät (102, 108, 110,
112) zur Folge hat.

2. Verfahren nach Anspruch 1, wobei der Schritt zum
wahlweisen Aktualisieren enthält:

wenn die Signalisierungsnachricht nicht durch
das wenigstens eine Zugriffsendgerät (102,
108, 110, 112) bestätigt wird, Senden einer zu-
sätzlichen Signalisierungsnachricht auf wenigs-
tens einem anderen aus der Vielzahl von Sys-
temen als dem System mit der höchsten Priori-
tät, und
wenn eine der zusätzlichen Signalisierungs-
nachrichten bestätigt wird, Aktualisieren der
Systempriorisierung derart, dass das System,
auf dem die Bestätigung empfangen wird, dem
System mit der höchsten Priorität in der aktua-
lisierten Systempriorisierung entspricht.

3. Verfahren nach Anspruch 1, das weiterhin aufweist:

Empfangen einer Anfrage von dem wenigstens
einen Zugriffsendgerät (102, 108, 110, 112) für
das Übertragen der Unterstützung der Kommu-
nikationssitzung von dem System mit der höchs-
ten Priorität zu einem anderen System aus der
Vielzahl von Systemen,
Modifizieren des Sendeschritts derart, dass der
modifizierte Sendeschritt mit der Kommunikati-
onssitzung assoziierte Medien an das wenigs-
tens eine Zugriffsendgerät (102, 108, 110, 112)
auf dem angefragten System und nicht auf dem
System mit der höchsten Priorität sendet.

4. Verfahren nach Anspruch 3, wobei die empfangene
Anfrage (i) einer Anfrage zum vorübergehenden Un-
terstützen der Kommunikationssitzung auf dem an-
gefragten System ohne eine Modifikation der Sys-
tempriorisierung oder (ii) einer Anfrage zum Unter-
stützen der Kommunikationssitzung auf dem ange-

fragten System und zum Setzen des angefragten
Systems als des Systems mit der höchsten Priorität
in einer aktualisierten Systempriorisierung ent-
spricht.

5. Verfahren nach Anspruch 1, das weiterhin aufweist:

Bestimmen des Sendens von mit der Kommu-
nikationssitzung assoziierten Medien an das
wenigstens eine Zugriffsendgerät (102, 108,
110, 112) auf mehreren Systemen aus der Viel-
zahl von Systemen derart, dass die Medien auf
dem System mit der höchsten Priorität und we-
nigstens einem zusätzlichen System getragen
werden, und
Modifizieren des Sendeschritts derart, dass der
modifizierte Sendeschritt mit der Kommunikati-
onssitzung assoziierte Medien an wenigstens
ein Zugriffsendgerät auf dem System mit der
höchsten Priorität sowie auf dem wenigstens ei-
nen zusätzlichen System sendet.

6. Verfahren nach Anspruch 5, wobei der Bestim-
mungsschritt bestimmt, die Medien auf mehreren
Systemen in Antwort auf ein auslösendes Ereignis
zu senden.

7. Verfahren nach Anspruch 6, wobei das auslösende
Ereignis ist, dass

(i) das wenigstens eine Zugriffsendgerät (102,
108, 110, 112) die periodische Signalisierungs-
nachricht nicht bestätigt und/oder (ii) eine An-
frage von dem wenigstens einen Zugriffsendge-
rät (102, 108, 110, 112) für eine Mehrsystemun-
terstützung der Kommunikationssitzung emp-
fangen wird.

8. Verfahren nach Anspruch 1, wobei die Vielzahl von
Systemen ein WiFi-System, ein CDMA2000 1x-Sys-
tem, ein Frequenzmultiplex (FDMA)-System, ein
Zeitmultiplex (TDMA)-System, ein Orthogonalfre-
quenzmultiplex (OFDM)-System, ein Long-Term
Evolution (LTE)-System und/oder ein Broadcast and
Multicast Service (BCMCS)-System enthalten.

9. Ein computerlesbares Speichermedium mit Befeh-
len, die bei einer Ausführung durch einen Anwen-
dungsserver (107) veranlassen, dass der Anwen-
dungsserver Operation durchführt, wobei die Befeh-
le aufweisen:

Programmcode zum Senden von mit einer Kom-
munikationssitzung assoziierten Medien an we-
nigstens ein Zugriffsendgerät (102, 108, 110,
112) auf einem System mit einer höchsten Pri-
orität innerhalb einer zuvor hergestellten Sys-
tempriorisierung für eine Vielzahl von Syste-
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men, über die das wenigstens eine Zugriffsend-
gerät (102, 108, 110, 112) durch den Anwen-
dungsserver kontaktiert werden kann, wobei je-
des aus der Vielzahl von Systemen mit einer
anderen physikalischen Schicht assoziiert ist,
und gekennzeichnet durch:

Programmcode zum periodischen Senden
einer Signalisierungsnachricht auf dem
System mit der höchsten Priorität an das
wenigstens eine Zugriffsendgerät (102,
108, 110, 112), um zu bestätigen, dass das
wenigstens eine Zugriffsendgerät weiterhin
auf dem System mit der höchsten Priorität
erreicht werden kann, und
Programmcode zum wahlweisen Aktuali-
sieren der Systempriorisierung basierend
wenigstens teilweise darauf, ob der Schritt
zum periodischen Senden eine Bestätigung
von dem wenigstens einen Zugriffsendge-
rät (102, 108, 110, 112) zur Folge hat.

Revendications

1. Procédé de conduite d’une session de communica-
tion dans un serveur d’applications d’un système de
communication sans fil, comprenant les étapes con-
sistant à :

envoyer des données de média associées à la
session de communication à au moins un termi-
nal d’accès (102, 108, 110, 112) sur un système
ayant la priorité la plus élevée parmi une hiérar-
chisation des priorités des systèmes précédem-
ment établie pour une pluralité de systèmes par
lesquels le au moins un terminal d’accès peut
être contacté par le serveur d’application (170),
chacun de la pluralité des systèmes étant asso-
cié à une couche physique différente ; et carac-
térisé par les étapes consistant à :

envoyer périodiquement un message de si-
gnalisation sur le système ayant la priorité
la plus élevée à le au moins un terminal d’ac-
cès (102, 108, 110, 112) pour confirmer que
le au moins un terminal d’accès peut encore
être atteint sur le système ayant la priorité
la plus élevée; et
mettre à jour de manière sélective la hiérar-
chisation des priorités du système sur la ba-
se au moins en partie de si l’étape d’envoi
périodique a pour résultat un accusé de ré-
ception en provenance dudit au moins un
terminal d’accès (102, 108, 110, 112).

2. Procédé selon la revendication 1, dans lequel l’étape
consistant à mettre à jour de manière sélective com-

prend:

dans le cas où le message de signalisation n’a
pas été acquitté par le au moins un terminal d’ac-
cès (102, 108, 110, 112), l’envoi d’un message
de signalisation supplémentaire sur au moins
une parmi la pluralité de systèmes autre que le
système ayant la priorité la plus élevée; et
dans le cas où l’un des messages de signalisa-
tion supplémentaire a été acquitté, la mise à jour
de la hiérarchisation des priorités du système
de telle sorte que le système au moyen duquel
l’accusé de réception est reçu correspond au
système ayant la plus haute priorité dans la hié-
rarchisation des priorités mise à jour du systè-
me.

3. Procédé selon la revendication 1, comprenant en
outre les étapes consistant à :

recevoir une demande provenant dudit au moins
un terminal d’accès (102, 108, 110, 112) d’ef-
fectuer la transition de la prise en charge de la
session de communication à partir du système
ayant la priorité la plus élevée à un autre systè-
me de la pluralité de systèmes ;
modifier l’étape d’envoi de telle sorte que l’étape
d’envoi modifiée envoie des données de média
associées à la session de communication vers
le au moins un terminal d’accès (102, 108, 110,
112) sur le système demandé à la place du sys-
tème ayant la priorité la plus élevée.

4. Procédé selon la revendication 3, dans lequel la de-
mande reçue correspond soit à (i) une demande pour
prendre en charge temporairement la session de
communication sur le système demandé, sans mo-
difier la hiérarchisation des priorités du système, ou
(ii) une demande pour prendre en charge la session
de communication sur la système demandé et pour
régler le système demandé comme étant le système
ayant la priorité la plus élevée dans une hiérarchi-
sation des priorités mise à jour du système.

5. Procédé selon la revendication 1, comprenant en
outre :

la détermination d’envoyer des données de mé-
dia associées à la session de communication
audit au moins un terminal d’accès (102, 108,
110, 112) sur plusieurs systèmes parmi la plu-
ralité de systèmes, de sorte que les données de
média soient transportées sur le système ayant
la priorité la plus élevée et au moins un système
supplémentaire; et
la modification de l’étape d’envoi de telle sorte
que l’étape d’envoi modifiée envoie des don-
nées de média associées à la session de com-
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munication audit au moins un terminal d’accès
sur le système ayant la priorité la plus élevée
ainsi que sur le au moins un système supplé-
mentaire.

6. Procédé selon la revendication 5, dans lequel l’étape
de détermination détermine d’envoyer les données
de média sur plusieurs systèmes en réponse à un
événement déclencheur.

7. Procédé selon la revendication 6, dans lequel l’évé-
nement déclencheur correspond à: (i) l’absence
d’accusé de réception du message de signalisation
périodique de la part dudit au moins un terminal d’ac-
cès (102, 108, 110, 112) et/ou (ii) une demande re-
çue dudit au moins un terminal d’accès (102, 108,
110, 112) pour une prise en charge multi-système
de la session de communication.

8. Procédé selon la revendication 1, dans lequel la plu-
ralité de systèmes comprennent un ou plusieurs par-
mi un système WiFi, un système CDMA2000 lx, un
système à accès multiple par division de fréquences
(FDMA), un système à accès multiple par répartition
dans le temps (TDMA), un système à multiplexage
par répartition orthogonale de la fréquence (OFDM),
un système à évolution long terme (LTE) et/ou un
système à service de diffusion et de multidiffusion
(BCMCS).

9. Un support de stockage lisible par ordinateur, com-
prenant des instructions qui, lorsqu’elles sont exé-
cutées par un serveur d’applications (107), amènent
le serveur d’applications à exécuter des opérations,
les instructions comprenant :

du code formant programme pour envoyer des
données de média associés à une session de
communication à au moins un terminal d’accès
(102, 108, 110, 112) sur un système de priorité
la plus élevée parmi une hiérarchisation des
priorités des systèmes précédemment établie
pour une pluralité de systèmes par lesquels le
au moins un terminal d’accès (102, 108, 110,
112) peut être contacté par un serveur d’appli-
cation, chacun de la pluralité de systèmes étant
associé à une couche physique différente ; et
caractérisé par :

du code formant programme pour envoyer
périodiquement un message de signalisa-
tion sur le système ayant la priorité la plus
élevée à le au moins un terminal d’accès
(102, 108, 110, 112) pour confirmer que le
au moins un terminal d’accès peut encore
être atteint sur le système ayant la priorité
la plus élevée; et
du code formant programme pour mettre à

jour de manière sélective la hiérarchisation
des priorités du système sur la base au
moins en partie de si l’étape d’envoi pério-
dique a pour résultat un accusé de réception
en provenance dudit au moins un terminal
d’accès (102, 108, 110, 112).
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