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Description

Field of the Disclosure

[0001] The present disclosure relates to a receiver for
a three-wire digital interface, a method of operating such
a three-wire digital interface, a signalling system com-
prising the receiver, and a wireless communication de-
vice comprising the signalling system.

Background to the Disclosure

[0002] The digital interface between radio frequency
integrated circuits (RFICs) and baseband integrated cir-
cuits (BBIC) has to support increasingly high data rates
with wireless communication standards such as the Third
Generation Partnership Project (3GPP) Long Term Ev-
olution (LTE) standard employing carrier aggregation.
Digital interface standards are specified by the Mobile
Industry Processor Interface (MIPI) Alliance. The current
MIPI DigRF v4 draft interface requires a 5.2GHz clock
for transmitting data in the LTE 20+20+20 case, denoting
aggregation of three 20MHz portions of spectrum, ren-
dering the physical implementation very challenging.
These extremely high clock rates are required because
the clock and data is transmitted with a single differential
line. As an alternative, a three-wire interface is under
consideration by the MIPI Alliance. This alternative inter-
face uses three-level signals transmitted over three wires
resulting in six unique states for data coding, so that the-
oretically log2(6) bits ≈ 2.585 bits can be transmitted with
three wires in one data transmission cycle. If the data is
forced to change state every data transmission cycle,
five unique states can be used to transfer theoretically
log2(5) bits ≈ 2.322 bits of data, while also a clock signal
can be extracted from the changes in the transmitted
signals. Furthermore, by permitting the data to change
at both the rising and falling edges of a clock signal, a
technique known as Double Data Rate (DDR), the data
rate can be further doubled. However, the high bit rates
required for the LTE carrier aggregation modes push the
operating frequencies of the phase locked loop employed
for clock synchronisation into the same range as em-
ployed by a frequency synthesiser incorporated in the
RFIC. This means that the power consumption of the
phase locked loop becomes comparable to the power
consumption of the RFIC frequency synthesiser. More-
over, special radio frequency (RF) device modelling, and
even special RF devices, such as varactors, are required
to implement DigRF v4. In addition, known three-wire
digital interfaces require a non-zero voltage difference
between each pair of the wires. One such system is dis-
closed in US 6,556,628, which relates to methods and
systems for transmitting and receiving N!/(2(N-2)!) differ-
ential signals over N conductors, where, for example, for
N=3 there can be 6 possible encodings. The sender in-
cludes multiple transmitters that receive digital data and
produce output signals based on the digital data. The

output signals result in currents on conductors between
the transmitters and multiple receivers. For any given
conductor number, the sum of the currents on the con-
ductors is preferably equal to zero, and a voltage differ-
ence preferably exists across the input terminals of each
receiver.

Summary of the Preferred Embodiments

[0003] According to a first aspect there is provided a
receiver for a three-wire digital interface, comprising:

first, second and third input terminals; and

characterised by:

first, second, third, fourth, fifth and sixth output ter-
minals;
first, second and third junction nodes;
a first resistive element coupled between the first
input terminal and the first junction node;
a second resistive element coupled between the sec-
ond input terminal and the second junction node;
a third resistive element coupled between the third
input terminal and the third junction node;
a network comprising first, second and third network
terminals coupled to, respectively, the first, second
and third junction nodes, the network having the
same impedance between all pairs of the first, sec-
ond and third network terminals;
a first comparator having a non-inverting input cou-
pled to the first input terminal, an inverting input cou-
pled to the second junction node, and an output cou-
pled to the first output terminal;
a second comparator having a non-inverting input
coupled to the first input terminal, an inverting input
coupled to the third junction node, and an output cou-
pled to the second output terminal;
a third comparator having a non-inverting input cou-
pled to the second input terminal, an inverting input
coupled to the third junction node, and an output cou-
pled to the third output terminal;
a fourth comparator having a non-inverting input cou-
pled to the second input terminal, an inverting input
coupled to the first junction node, and an output cou-
pled to the fourth output terminal;
a fifth comparator having a non-inverting input cou-
pled to the third input terminal, an inverting input cou-
pled to the first junction node, and an output coupled
to the fifth output terminal; and
a sixth comparator having a non-inverting input cou-
pled to the third input terminal, an inverting input cou-
pled to the second junction node, and an output cou-
pled to the sixth output terminal.

[0004] The receiver can enable twelve different states
of voltages or currents, that is, twelve different permuta-
tions of voltage or current values, at the first, second and
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third input terminals to be received and distinguished.
Therefore, a high number of bits can be represented by
each state, thereby facilitating high speed data transmis-
sion, or enabling a low clock speed and data symbols of
long duration to be employed. In general, a high speed
digital interface may require precise matching between
the input impedance of a receiver and the source imped-
ance presented to the inputs of the receiver, in order to
prevent input signals from being reflected. However, by
enabling a low clock speed and low symbol rate, the dis-
closed receiver can relax the requirement for precise
matching, thereby enabling the input impedance of the
receiver to be increased, enabling the receiver to operate
with lower input currents, and reducing power consump-
tion. The receiver also enables a high immunity to noise
by ensuring that the minimum voltage difference that is
required to be detected within the receiver is high. The
receiver is arranged to detect voltage differences, and
so avoids the need to generate a voltage reference, such
as midway between two supply voltage rails, with which
to compare these voltages. This can reduce complexity
and improve reliability. The receiver is able to operate
with three-level input voltages, where the input voltages
are selected from two signalling voltages and one inter-
mediate voltage midway between the two signalling volt-
ages. Where the two signalling voltages have the same
magnitude and opposite polarities, and the intermediate
voltage may be zero.
[0005] The network is a three-terminal network, having
first, second and third network terminals coupled to, re-
spectively, the first, second and third junction nodes. The
network is electrically symmetrical, meaning that the im-
pedance between all pairs of its first, second and third
network terminals is the same.
[0006] In one embodiment of the receiver, the network
may comprise a fourth resistive element coupled be-
tween the first network terminal and a common node, a
fifth resistive element coupled between the second net-
work terminal and the common node, and a sixth resistive
element coupled between the third network terminal and
the common node. This configuration of the network is
advantageous in enabling low values of resistance to be
used for the fourth to sixth resistive elements, thereby
minimising the size in an integrated circuit. In this em-
bodiment, the network comprising the fourth, fifth and
sixth resistive elements may be described as having a
star topology or a star configuration.
[0007] With such a star configuration, the first, second
and third resistive elements may have equal resistance,
and the fourth, fifth and sixth resistive elements may each
have a equal resistance in the range 0.33 times to 1.67
times the resistance of the first, second and third resistive
elements. This feature can enable a high noise immunity
by ensuring a high minimum voltage difference between
the non-inverting input and inverting input of each of the
first to sixth comparators.
[0008] In particular, with the star configuration, the first,
second and third resistive elements may have equal re-

sistance, and the fourth, fifth and sixth resistive elements
may each have a equal resistance in the range greater
than 0.67 times the resistance of the first, second and
third resistive elements to less than the resistance of the
first, second and third resistive elements. This feature
can enable a higher minimum voltage between the non-
inverting input and inverting input of each of the first to
sixth comparators.
[0009] More particularly, with the star configuration,
the first, second, third, fourth, fifth and sixth resistive el-
ements may have equal resistance. This feature enables
low complexity and low size in conjunction with high noise
immunity.
[0010] Alternatively, with the star configuration, the
first, second and third resistive elements may have equal
resistance, and the fourth, fifth and sixth resistive ele-
ments may each have a equal resistance two thirds times
the resistance of the first, second and third resistive el-
ements. This feature enables a high noise immunity and
enables the minimum voltage between the non-inverting
input and inverting inputs of each of the first to sixth com-
parators to be the same for each of the first to sixth com-
parators.
[0011] In another embodiment of the receiver, the net-
work may comprise a seventh resistive element coupled
between the first network terminal and the second net-
work terminal, an eighth resistive element coupled be-
tween the second network terminal and the third network
terminal, and a ninth resistive element coupled between
the third network terminal and the first network terminal.
This configuration of the network is advantageous as it
does not require a common node, and therefore can
avoid introducing parasitic capacitance of the common
node. In this embodiment, the network comprising the
fourth, fifth and sixth resistive elements may be described
as having a triangular topology or a triangular configura-
tion.
[0012] With such a triangular configuration, the first,
second and third resistive elements may have equal re-
sistance, and the seventh, eighth and ninth resistive el-
ements may each have a equal resistance in the range
equal to the resistance of the first, second and third re-
sistive elements to five times the resistance of the first,
second and third resistive elements. This feature can en-
able a high noise immunity by ensuring a high minimum
voltage difference between the non-inverting input and
inverting input of each of the first to sixth comparators.
[0013] In particular, with the triangular configuration,
the first, second and third resistive elements may have
equal resistance, and the seventh, eighth and ninth re-
sistive elements each have a equal resistance in the
range greater than double to less than triple the resist-
ance of the first, second and third resistive elements. This
feature can enable a higher minimum voltage between
the non-inverting input and inverting input of each of the
first to sixth comparators.
[0014] More particularly, with the triangular configura-
tion, the first, second and third resistive elements may
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have equal resistance, and the seventh, eighth and ninth
resistive elements may each have a equal resistance
three times the resistance of the first, second and third
resistive elements. This feature enables high noise im-
munity and low complexity.
[0015] Alternatively, with the triangular configuration,
the first, second and third resistive elements may have
equal resistance, and the seventh, eighth and ninth re-
sistive elements may each have a equal resistance dou-
ble the resistance of the first, second and third resistive
elements. This feature enables a high noise immunity
and enables the minimum voltage between the non-in-
verting input and inverting inputs of each of the first to
sixth comparators to be the same for each of the first to
sixth comparators.
[0016] There is also provided a signalling system com-
prising an encoder, a transmitter, a receiver according
to the first aspect, and a decoder. There is also provided
a wireless communication device comprising the signal-
ling system.
[0017] According to a second aspect there is provided
a method of operating a receiver according to the first
aspect, the method comprising:

establishing voltages at the first, second and third
input terminals of the receiver; and

selecting, dependent on the voltages, different out-
put states of the receiver.

[0018] The method enables up to twelve states to be
received using a small number of different voltage levels.
[0019] For at least one of the output states two of the
first, second and third input terminals may be at a com-
mon voltage and a third one of the first, second and third
input terminals may be at a different voltage. This feature
can enable the three-wire digital interface to be operated
with a small number of different voltages. The different
voltage may be, for example, zero. For one or more of
the output states, the common voltage may be, for ex-
ample, Vi, where Vi is a signalling voltage, and for one
or more other of the output states the common voltage
may be, for example -Vi. In this example, one magnitude
of voltage is provided, with two different polarities.
[0020] For at least one of the output states the first,
second and third input terminals (A, B, C) may be at dif-
ferent voltages, wherein one of the first, second and third
input terminals (A, B, C) at an intermediate voltage mid-
way between the voltages of the other two of the first,
second and third input terminals. This feature can enable
the three-wire digital interface to be operated with a small
number of different voltages. Two of the different voltages
may be, for example, Vi and -Vi where Vi is a signalling
voltage, that is, one magnitude of voltage provided with
two different polarities, in which case the intermediate
voltage is zero.
[0021] The method may comprise providing twelve
output states of the receiver; wherein for six of the twelve

output states two of the first, second and third input ter-
minals are at a common voltage and a third one of the
first, second and third input terminals is at a different volt-
age; and wherein for another six of the twelve output
states the first, second and third input terminals are at
different voltages, with one of the first, second and third
input terminals at an intermediate voltage midway be-
tween the voltages of the other two of the first, second
and third input terminals. In this way, for example, twelve
states may be signalled over the three-wire digital inter-
face by providing only one magnitude of voltage with two
different polarities, with the intermediate voltage being
zero.

Brief Description of the Drawings

[0022] Preferred embodiments will now be described,
by way of example only, with reference to the accompa-
nying drawings, in which:

Figure 1 is a schematic diagram of a receiver;
Figure 2 is a table of input and output signals for
each state of a receiver;
Figure 3 is a schematic diagram of a receiver illus-
trating currents and voltages for one state;
Figure 4 is a schematic diagram of a receiver illus-
trating currents and voltages for another state;
Figure 5 is a flow chart of a method of operating a
three-wire digital interface;
Figure 6 is a schematic diagram of a signalling sys-
tem;
Figure 7 is a schematic diagram of another embod-
iment of a receiver;
Figure 8 is a schematic diagram of another embod-
iment of a receiver illustrating currents and voltages
for one state;
Figure 9 is a schematic diagram of another embod-
iment of a receiver illustrating currents and voltages
for another state;
Figure 10 is a schematic diagram of a transmitter
coupled to a receiver;
Figure 11 is a table of transmitter input signals for a
transmitter and resulting voltages and currents at
outputs of the transmitter for each state to be trans-
mitted; and
Figure 12 is a schematic diagram of a wireless com-
munication device.

Detailed Description of Preferred Embodiments

[0023] Referring to Figure 1, a receiver 100 for a three-
wire digital interface, comprises a first input terminal A,
a second input terminal B and third input terminal C. In
Figure 1, there are two instances of the first input terminal
A; these two instances represent the same first input ter-
minal A, and are merely illustrated separately for clarity
of Figure 1. Likewise, there are two instances of the sec-
ond input terminal B that represent the single second
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input terminal B, and two instances of the third input ter-
minal C that represent the single third input terminal C.
The receiver 100 has first, third, fourth, fifth and sixth
output terminals AJ, AK, BJ, BK, CJ, CK, first, second
and third junction nodes JA, JB, JC, and a common node
X. The common node X may also be referred to as a
centre node.
[0024] A first resistive element R1 is coupled between
the first input terminal A and the first junction node JA. A
second resistive element R2 is coupled between the sec-
ond input terminal B and the second junction node JB. A
third resistive element R3 coupled between the third input
terminal C and the third junction node JC.
[0025] A network 70 of a fourth, a fifth and a sixth re-
sistive element R4, R5, R6 has first, second and third
network terminals 71, 72, 73 coupled to, respectively, the
first, second and third junction nodes JA, JB, JC. The
fourth resistive element R4 is coupled between the first
network terminal 71 and the common node X, and so is
coupled between the first junction node JA and the com-
mon node X. The fifth resistive element R5 is coupled
between the second network terminal 72 and the com-
mon node X, and so is coupled between the second junc-
tion node JB and the common node X. The sixth resistive
element R6 is coupled between the third network terminal
73 and the common node X, and so is coupled between
the third junction node JC and the common node X.
Therefore, the fourth, fifth and sixth resistive elements
R4, R5, R6 are arranged in a star topology or star con-
figuration. The first, second and third resistive elements
R1, R2, R3, have substantially equal resistances, and
the fourth, fifth and sixth resistive elements R4, R5, R6
also have substantially equal resistances. Therefore, the
network 70 is electrically symmetrical, by which it is
meant that the impedance of the network 70 between all
pairs of its first, second and third network terminals 71,
72, 73 is substantially the same. Such pairs are the first
and second network terminals 71, 72, the second and
third network terminals 72, 73, and the third and first net-
work terminals 73, 71. In some embodiments, the resist-
ance of the first, second and third resistive elements R1,
R2, R3, is substantially equal to the resistance of the
fourth, fifth and sixth resistive elements R4, R5, R6, al-
though in other embodiments this resistance can be dif-
ferent.
[0026] There is a first comparator C1 having a non-
inverting input 10 coupled to the first input terminal A, an
inverting input 12 coupled to the second junction node
JB, and an output 14 coupled to the first output terminal
AJ. A second comparator C2 has a non-inverting input
20 coupled to the first input terminal A, an inverting input
22 coupled to the third junction node JC, and an output
24 coupled to the second output terminal AK. A third com-
parator C3 has a non-inverting input 30 coupled to the
second input terminal B, an inverting input 32 coupled to
the third junction node JC, and an output 34 coupled to
the third output terminal BJ. A fourth comparator C4 hav-
ing a non-inverting input 40 coupled to the second input

terminal B, an inverting input 42 coupled to the first junc-
tion node JA, and an output 44 coupled to the fourth out-
put terminal BK. A fifth comparator C5 has a non-inverting
input 50 coupled to the third input terminal C, an inverting
input 52 coupled to the first junction node JA, and an
output 54 coupled to the fifth output terminal CJ. A sixth
comparator C6 having a non-inverting input 60 coupled
to the third input terminal C, an inverting input 62 coupled
to the second junction node JB, and an output 64 coupled
to the sixth output terminal CK. The first to sixth compa-
rators C1...C6 may be implemented with, for example,
N-channel metal oxide semiconductor (NMOS) input
transistors and a folded cascode structure.
[0027] The receiver 100 described with reference to
Figure 1 is capable of receiving twelve different states of
a three-wire interface driven by tri-state drivers. Referring
to the table of Figure 2, the twelve different states are
represented by the columns numbered one to twelve.
First, second and third input terminal voltages applied to,
respectively, the first, second and third input terminals
A, B, C are denoted, respectively VA, VB and VC. Corre-
spondingly, first, second and third input terminal currents
flowing at, respectively, the first, second and third input
terminals A, B, C are denoted, respectively IA, IB and IC.
For each of the twelve states, the first, second and third
input terminal voltage VA, VB, VC can take values 0, Vi
or -Vi, as indicated in the table of Figure 2, where Vi is
referred to as a signalling voltage, and the zero is midway
between Vi and -Vi. The resulting values of the first, sec-
ond and third input terminal currents IA, IB and IC are 0,
I1 or -I1 for states one to six, and I2, -I2, 2I2 or -2I2 for
states seven to twelve, as shown in the table of Figure
2, where a negative value denotes a current flowing out
of the receiver 100, and a positive value denotes a current
flowing into the receiver 100. A value of zero in the table
of Figure 2 for the first, second and third input terminal
currents IA, IB and IC indicates that no current flows at
the respective input terminal. I1 and I2 are referred to as,
respectively, first and second signalling current levels.
The relative values of I1 and I2 depend on the resistance
of the fourth, fifth and sixth resistive elements R4, R5,
R6 relative to the resistance of the first, second and third
resistive elements R1, R2, R3. This aspect is described
in more detail below.
[0028] In state 1, for example, the first input terminal
voltage VA is -Vi, the second input terminal voltage VB is
Vi, and the third input terminal voltage VC is zero, resulting
in the first input terminal current IA having a magnitude
I1 being drawn from the receiver 100 at the first input
terminal A, the second input terminal current IB of equal
magnitude I1 being supplied to the receiver 100 at the
second input terminal B, and the third input terminal cur-
rent IA being zero, with no current flowing at the third
input terminal C. In state 2, the first input terminal voltage
VA is Vi, the second input terminal voltage VB is -Vi, and
the third input terminal voltage VC is zero, resulting in the
first input terminal current IA having a magnitude I1 being
supplied to the receiver 100 at the first input terminal A,

7 8 



EP 2 816 765 B1

6

5

10

15

20

25

30

35

40

45

50

55

the second input terminal current IB of equal magnitude
I1 being drawn from the receiver 100 at the second input
terminal B, and the third input terminal current IA being
zero, with no current flowing at the third input terminal C.
In state 3, the first input terminal voltage VA is -Vi, the
second input terminal voltage VB is zero, and the third
input terminal voltage VC is -Vi, resulting in the first input
terminal current IA having a magnitude I1 being drawn
from the receiver 100 at the first input terminal A, the
second input terminal current IB being zero, with no cur-
rent flowing at the second input terminal B, and the third
input terminal current IC having a magnitude I1 being sup-
plied to the receiver 100 at the third input terminal C.
States 4, 5 and 6 can readily be interpreted in a corre-
sponding manner.
[0029] In states 7 to 12, none of the first, second and
third input terminal voltages VA, VB and VC are zero in
the table of Figure 2, but have values of Vi or -Vi resulting
in a non-zero current flowing at each of the first, second
and third input terminals A, B, C. Moreover, any two of
the first, second and third input terminal voltages VA, VB,
VC can have the same value. For example, in state 7,
the first and third input terminal voltages VA, VC are -Vi,
and the second input terminal voltage VB is Vi, resulting
in the second input terminal current IB having magnitude
2I2 being supplied to the receiver 100 at the second input
terminal B, and the first and third input terminal currents
IA, IC having a magnitude I2 being drawn from the receiver
100 at each of the first and third input terminals A, C. In
state 8, the first and third input terminal voltages VA, VC
are Vi and the second input terminal voltage VB is -Vi,
resulting in the second input terminal current IB having a
magnitude 2I2 being drawn from the receiver 100 at the
second input terminal B, and the first and third input ter-
minal currents IA , IC having a magnitude I2 being sup-
plied to the receiver 100 at each of the first and third input
terminals A, C. States 9 to 12 can readily be interpreted
in a corresponding manner.
[0030] Each of the inputs of each of the first to sixth
comparators C1...C6 has a high impedance, and so no
significant current flows into or out of these inputs. There-
fore, all current entering the receiver 100 at one of the
first, second or third input terminals A, B, C flows to one
or both of the other of the first, second or third input ter-
minals A, B, C. Consequently, a voltage difference is es-
tablished between the respective non-inverting input and
inverting input of each of the first to sixth comparators
C1...C6. These voltage differences are illustrated in Fig-
ure 3 for state 6 of Figure 2, for the case where all of the
first to sixth resistive elements R1...R6 have an equal
resistance. Figure 3 reproduces the receiver 100 of Fig-
ure 1, and additionally indicates the first input terminal
voltage VA having a value zero, the second input terminal
voltage VB having a value Vi applied at the second input
terminal B, and the third input terminal voltage VC having
a value -Vi applied at the third input terminal C. Also in-
dicated in Figure 3 are the second and third input terminal
currents IB, IC flowing at the second and third input ter-

minals B, C, and having values of, respectively, I1 and
-I1, and the voltage differences established between the
respective non-inverting input and inverting input of each
of the first to sixth comparators C1...C6. The first com-
parator C1 has a voltage at its non-inverting input 10 that
is a magnitude Vi/2 lower than the voltage at its inverting
input 12. The second comparator C2 has a voltage at its
non-inverting input 20 that is a magnitude Vi/2 higher
than the voltage at its inverting input 22. The third com-
parator C3 has a voltage at its non-inverting input 30 that
is a magnitude 3Vi/2 higher than the voltage at its invert-
ing input 32. The fourth comparator C4 has a voltage at
its non-inverting input 40 that is a magnitude Vi higher
than the voltage at its inverting input 42. The fifth com-
parator C5 has a voltage at its non-inverting input 50 that
is a magnitude Vi lower than the voltage at its inverting
input 52. The sixth comparator C6 has a voltage at its
non-inverting input 60 that is a magnitude 3Vi/2 lower
than the voltage at its inverting input 62.
[0031] In the table of Figure 2, an entry of zero (0) for
the first, second, third, fourth, fifth or sixth output termi-
nals AJ, AK, BJ, BK, CJ, CK, indicates that the voltage
at the non-inverting input exceeds the voltage at the in-
verting input of the corresponding first, second, third,
fourth, fifth or sixth comparator C1...C6. Conversely, an
entry of one (1) for the first, second, third, fourth, fifth or
sixth output terminals AJ, AK, BJ, BK, CJ, CK, indicates
that the voltage at the non-inverting input is less than the
voltage at the inverting input of the corresponding first,
second, third, fourth, fifth or sixth comparator C1...C6.
For example, in the case of state 6 described above with
reference to Figure 3, the voltage differences of Vi/2,
3Vi/2 and Vi established between the non-inverting inputs
and inverting inputs of, respectively, the second, third
and fourth comparators C2, C3, C4 are indicated by a
one (1) at the second, third and fourth output terminals
AK, BJ, BK, and the voltage differences of -Vi/2, -Vi/ and
-3Vi/2 established between the non-inverting inputs and
inverting inputs of, respectively, the first, fifth and sixth
comparators C1, C5, C6 are indicated by a zero (0) at
the first, fifth and sixth output terminals AJ, CJ, CK.
[0032] The voltage differences are illustrated in Figure
4 for state 12 illustrated in Figure 2, for the case where
all of the first to sixth resistive elements R1...R6 have an
equal resistance. Figure 4 reproduces the receiver 100
of Figure 1, and additionally indicates the first and second
input terminal voltages VA, VB, having a value Vi applied
at the first and second input terminals A, B, and the third
input terminal voltage VC having a value -Vi applied at
the third input terminal C. Also indicated in Figure 4 are
the first, second and third input terminal currents IA, IB,
IC flowing at the first to third input terminals A, B, C, and
having values of, respectively, I2, I2 and -2I2, and voltage
differences established between the respective non-in-
verting input and inverting input of each of the first to sixth
comparators C1...C6. The first comparator C1 has a volt-
age at its non-inverting input 10 that is a magnitude Vi/3
higher than the voltage at its inverting input 12. The sec-
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ond comparator C2 has a voltage at its non-inverting input
20 that is a magnitude 4Vi/3 higher than the voltage at
its inverting input 22. The third comparator C3 has a volt-
age at its non-inverting input 30 that is a magnitude 4Vi/3
higher than the voltage at its inverting input 32. The fourth
comparator C4 has a voltage at its non-inverting input 40
that is a magnitude Vi/3 higher than the voltage at its
inverting input 42. The fifth comparator C5 has a voltage
at its non-inverting input 50 that is a magnitude 5Vi/3
lower than the voltage at its inverting input 52. The sixth
comparator C6 has a voltage at its non-inverting input 60
that is a magnitude 5Vi/3 lower than the voltage at its
inverting input 62. A similar analysis of voltages for all of
the twelve states illustrated in Figure 2 shows that, for
the case where all of the first to sixth resistive elements
R1...R6 have an equal resistance, the minimum voltage
difference between the non-inverting and inverting inputs
of each of the first to sixth comparators C1...C6 has a
magnitude Vi/2, for states one to six, and a magnitude
Vi/3 for states seven to twelve. Such a minimum voltage
difference can provide a high immunity from noise
present at each of the first to third input terminals A, B,
C. Where the voltages Vi and -Vi have the same magni-
tude for all twelve states, and if the resistance of all of
the first to sixth resistive elements R1...R6 is denoted R,
then it can readily be shown that I1=Vi/2R and I2= Vi/2R,
and therefore I2= 2 I1/3.
[0033] Referring again to Figure 2, the bottom six rows
of the table indicate, for each of the twelve states, the
value of binary signals at each of the outputs 14, 24, 34,
44, 54, 64 of the first to sixth comparators C1...C6, and
therefore at the corresponding first to sixth output termi-
nals AJ, AK, BJ, BK, CJ, CK, of the receiver 100. A zero
(0) indicates that the voltage at the non-inverting input of
the respective comparator is less than the voltage at the
inverting input of that same comparator. A one (1) indi-
cates that the voltage at the non-inverting input of the
respective comparator is greater than the voltage at the
inverting input of that same comparator. A decoder can
be coupled to the first to sixth output terminals AJ, AK,
BJ, BK, CJ, CK to map the signals at these output termi-
nals to a different data value for each of the 12 states.
For example, in the case of state 12 described above
with reference to Figure 4, the voltage differences of Vi/3,
4Vi/3, 4Vi/3 and Vi/3 established between the non-invert-
ing inputs and inverting inputs of, respectively, the first,
second, third and fourth comparators C1, C2, C3, C4 are
indicated by a one (1) at the first second, third and fourth
output terminals AJ, AK, BJ, BK, and the voltage differ-
ences of -5Vi/3 and -5Vi/3 established between the non-
inverting inputs and inverting inputs of, respectively, the
fifth and sixth comparators C5, C6 are indicated by a zero
(0) at the fifth and sixth output terminals CJ, CK.
[0034] As demonstrated above, for the case where all
of the first to sixth resistive elements R1...R6 have an
equal resistance, the minimum voltage difference be-
tween the non-inverting and inverting inputs of each of
the first to sixth comparators C1...C6 has a magnitude

Vi/2, for states one to six, and a magnitude Vi/3 for states
seven to twelve. Therefore, the noise immunity is greater
for states one to six than for states seven to twelve. The
noise immunity can be increased for states seven to
twelve, and simultaneously made equal for all states, al-
beit by reducing the noise immunity of states one to six,
if the fourth, fifth and sixth resistive elements R4, R5, R6
have an equal resistance less than the resistance of the
first, second and third resistive elements R1, R2, R3. If
the resistance of the first, second and third resistive el-
ements R1, R2, R3 is denoted R’, and the resistance of
the fourth, fifth and sixth resistive elements R4, R5, R6
is denoted R", the minimum voltage difference between
the non-inverting and inverting inputs of any one of the
first to sixth comparator C1...C6 is R"Vi/(R’+R") for states
one to six, and 2R’Vi/3(R’+R") for states seven to twelve.
This minimum voltage difference can be made equal for
all twelve states, at a value of 0.4Vi, by selecting values
of R’ and R" such that R"=2R’/3 that is, the fourth, fifth
and sixth resistive elements R4, R5, R6 have an equal
resistance that is two thirds the resistance of the first,
second and third resistive elements. In other words, the
first, second and third resistive elements R1, R2, R3 have
a resistance that is fifty percent greater than the resist-
ance of the fourth, fifth and sixth resistive elements R4,
R5, R6.
[0035] More generally, selecting the resistance of the
fourth, fifth and sixth resistive elements R4, R5, R6 to be
in the range from greater than two thirds, or 0.67, times
the resistance of the first, second and third resistive el-
ements R1, R2, R, to less than the resistance of the first,
second and third resistive elements R1, R2, R3, can en-
sure that the minimum voltage difference between the
non-inverting and inverting inputs of any one of the first
to sixth comparator C1...C6 is in the range greater than
Vi/3 to less than 0.4Vi. This range of resistances of the
fourth, fifth and sixth resistive elements R4, R5, R6 may
be expressed as 2R’/3 < R" < R’.
[0036] In applications where a smaller minimum volt-
age difference between the non-inverting and inverting
inputs of any one of the first to sixth comparator C1...C6,
is acceptable, thereby providing reduced noise immunity,
the resistance of the fourth, fifth and sixth resistive ele-
ments R4, R5, R6 may be selected outside of the range
from two thirds to equal the resistance of the first, second
and third resistive elements R1, R2, R3. However, in or-
der to prevent the minimum voltage difference between
the non-inverting and inverting inputs of any one of the
first to sixth comparator C1...C6 falling below Vi/4, there-
by degrading the noise immunity substantially, it is pre-
ferred that the resistance of the fourth, fifth and sixth re-
sistive elements R4, R5, R6 is within the range from one
third (1/3) times, to one and two thirds (5/3) times, the
resistance of the first, second and third resistive elements
R1, R2, R3. In other words, the resistance of the fourth,
fifth and sixth resistive elements R4, R5, R6 is preferably
within the range from one third, or 0.33, times, to one and
two thirds, or 1.67, times, the resistance of the first, sec-
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ond and third resistive elements R1, R2, R3. This range
of resistances of the fourth, fifth and sixth resistive ele-
ments R4, R5, R6 may be expressed as R’/3 ≤ R" ≤ 5R’/3.
[0037] In one example, the signalling voltage Vi may
be 200mV volts, the resistance of the first to sixth resistive
elements R1...R6 may be 50 ohms and consequently the
first and second signalling current levels I1, I2 may be,
respectively, 2mA and 1.333mA.
[0038] Referring to Figure 5, a method of operating a
three-wire digital interface comprises, at step 400, pro-
viding the receiver 100 described with reference to Figure
1, and executing a plurality of passes of a loop comprising
steps 410 and 420. Each pass of step 410 comprises
establishing voltages at the first, second and third input
terminals A, B, C of the receiver 100, for which a permu-
tation of voltages is selected from a set of different per-
mutations of voltages. Each pass of step 420 comprises
selecting, dependent on the voltages, different output
states of the receiver (100). In particular, for at least one
output state corresponding to one of the selected permu-
tations of voltage, two of the first, second and third input
terminals A, B, C can be at a common voltage and the
other one of the first, second and third input terminals A,
B, C can be at a different voltage. Therefore, the at least
one of the selected permutations may correspond to the
input terminal voltages for any of states seven to twelve
illustrated in the table of Figure 2. In particular, for states
seven, nine and eleven the common voltage is -Vi, that
is, equal to the negative of the signalling voltage Vi, and
the different voltage is Vi, that is, equal to the signalling
voltage Vi, whilst for states eight, ten and twelve the com-
mon voltage is Vi, that is, equal to the signalling voltage
Vi and the different voltage is -Vi, that is, equal to the
negative of the signalling voltage Vi. Therefore, in this
case the selected permutations are permutations of one
of the sets [Vi, Vi, -Vi] and [-Vi, -Vi, Vi]. In another example,
for at least one of the selected permutations, correspond-
ing to another output state of the receiver, one of the first,
second and third input terminals A, B, C can be at a sig-
nalling voltage, another of the first, second and third input
terminals A, B, C can be at a different voltage, for example
the negative of the signalling voltage, and the third one
of the first, second and third input terminals A, B, C can
be at an intermediate voltage midway between the volt-
age of the other two of the first, second and third input
terminals A, B, C. In particular, for states one to six illus-
trated in the table of Figure 2, the selected permutations
can be a permutation of the set [Vi, -Vi, Vf], where Vi is
the signalling voltage and Vf is the intermediate voltage,
which in this example is zero.
[0039] Twelve different states may be signalled by em-
ploying twelve different permutations of voltages, where
six of the twelve permutations are permutations of the
sets [Vi, Vi, -Vi] and [-Vi, -Vi, Vi], and six of the twelve
permutations are permutations of the set [Vi, -Vi, Vf]. More
generally, for six of the twelve output states two of the
first, second and third input terminals A, B, C can be at
a common voltage and a third one of the first, second

and third input terminals A,B,C can at a different voltage,
and for another six of the twelve output states the first,
second and third input terminals A, B, C can be at different
voltages with one of the first, second and third input ter-
minals A, B, C at an intermediate voltage midway be-
tween the voltage of the other two of the first, second and
third input terminals A, B, C.
[0040] At each pass of step 420, an output state of the
receiver 100 is selected dependent on the permutation
of voltages provided at the first, second and third input
terminals A, B, C, where different output states of the
receiver 100 correspond to different permutations of the
voltages. The different output states of the receiver 100
may correspond to the states one to twelve illustrated in
Figure 2, and be indicated by the output terminal signals
illustrated in Figure 2, and the different permutations of
voltage may correspond to the input terminal voltages
illustrated in Figure 2 for any of states one to twelve.
[0041] Therefore, the selected output state of the re-
ceiver 100 can be indicated by the permutation of binary
signals at the first to sixth output terminals AJ, AK, BJ,
BK, CJ, CK of the receiver 100.
[0042] Referring to Figure 6, a signalling system 300,
which can also be referred to as a three-wire digital in-
terface, comprises an encoder 310, a transmitter 320
coupled to the receiver 100 by means of a three-wire
connection 330, and a decoder 340. The encoder 310
has an input 312 for data symbols D. Each data symbol
corresponds to a different one of the twelve states illus-
trated in Figure 2. The encoder 310 employs a look-up
table comprising the three rows of the table of Figure 2
that map the twelve states to the first, second and third
input terminal voltages VA, VB, VC, to map the state cor-
responding to each data symbol to an indication of the
corresponding voltages required at a three-wire connec-
tion 330. Therefore, the encoder 310 is arranged to map
each different data symbol to an indication of required
voltages on the three-wire digital interface. The indication
of the required voltages is delivered, as transmitter input
signals, at an output 314 of the encoder 310 that is cou-
pled to an input 322 of a transmitter 320. The transmitter
320 generates the required voltages, which are delivered
at respective first, second and third outputs 314, 316,
318 of the transmitter 320 which are coupled to the three-
wire connection 330. Such a transmitter 320 is a voltage
mode transmitter.
[0043] Alternatively, the encoder 310 may employ a
look-up table comprising the three rows of the table of
Figure 2 that map the twelve states to the first, second
and third input terminal currents IA, IB, IC, to map the state
corresponding to each data symbol to an indication of
the corresponding currents required at a three-wire con-
nection 330. In this case, the encoder 310 is arranged to
map each different data symbol to an indication of a dif-
ferent permutation of currents on the three-wire digital
interface. The indication of the required currents is deliv-
ered, as transmitter input signals, at an output 314 of the
encoder 310 that is coupled to an input 322 of a trans-
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mitter 320, and the transmitter 320 generates the re-
quired currents, which are delivered at respective first,
second and third outputs 314, 316, 318 of the transmitter
320 which are coupled to the three-wire connection 330.
Such a transmitter 320 is a current mode transmitter. The
current mode transmitter and voltage mode transmitter
are equivalent, in that the first second and third input
terminal currents IA, IB, IC, resulting from the transmitter
320 operating as a voltage mode transmitter generating
the first, second and third input terminal voltages VA, VB,
VC illustrated in the table of Figure 2 which are applied
to the first, second and third input terminals A, B, C of
the receiver 100, are the same as the first, second and
third input terminal currents IA, IB, IC illustrated in the table
of Figure 2 generated by the transmitter 320 operating
as a current mode transmitter, and which, when applied
to the first, second and third input terminals A, B, C of
the receiver 100, result in the first second and third input
terminal voltages VA, VB, VC illustrated in the table of
Figure 2.
[0044] The first, second and third inputs A, B, C of the
receiver 100 are coupled to the three-wire interface 330.
The first to sixth outputs AJ, AK, BJ, BK, CJ, CK of the
receiver 100 are coupled to a decoder 340 which employs
a look-up table comprising the bottom six rows of the
table in Figure 2, or an equivalent logic circuit, to map
the output terminal signals at the first to sixth outputs AJ,
AK, BJ, BK, CJ, CK of the receiver 100 to the states. The
decoder 340 also maps each state to a data symbol, and
delivers the resulting received data symbols at an output
334 of the decoder 340. Therefore, the decoder 340 is
arranged to map each different permutation of output ter-
minal signal values at the first to sixth output terminals
AJ, AK, BJ, BK, CJ, CK of the receiver 100 to a different
value of a data symbol.
[0045] With the twelve available states, up to log2(12)
bits ∼ 3.58 bits can be transmitted in each symbol period.
By employing DDR, thereby permitting the data to
change at both the rising and falling edges of a clock
signal, up to 2log2(12) bits ∼ 7.16 bits can be transmitted
in each clock cycle.
[0046] It is not essential for all twelve of the states il-
lustrated in Figure 2 to be employed to represent data
symbols. For example, eight of the twelve states may be
used to represent data symbols, with each of these data
symbols conveying three bits of data, and four of the
twelve states may be used to represent control symbols,
such as INIT, for initialising a receiving terminal, START,
for initiating communication of data, END, for terminating
communication of data, and REPEAT, signifying that the
data represented by the previously transmitted data sym-
bol is repeated. This REPEAT control symbol can be
used to ensure that there is a change of voltage or current
at at least one of the input terminals A, B, C at the be-
ginning of every data symbol period, which can facilitate
clock extraction from the received symbols.
[0047] Another embodiment of a receiver 200 is illus-
trated in Figure 7, and is identical to the receiver 100

illustrated in Figure 1, except that the network 70 of Figure
1 is replaced in the embodiment of Figure 7 by a network
80 that has a different arrangement of resistive elements.
For brevity, only the differences of the embodiment of
Figure 7, with respect to the embodiment of Figure 1, are
described below.
[0048] Referring to Figure 7, the network 80 of a sev-
enth, an eighth and a ninth resistive element R7, R8, R9
has first, second and third network terminals 81, 82, 83
coupled to, respectively, the first, second and third junc-
tion nodes JA, JB, JC. In particular, the seventh resistive
element R7 is coupled between the first and second net-
work terminals 81, 82, and so is coupled between the
first junction node JA and the second junction node JB.
The eighth resistive element R8 is coupled between the
second and third network terminals 82, 83, and so is cou-
pled between the second junction node JB and the third
junction node JC. The ninth resistive element R9 is cou-
pled between the third and first network terminals 83, 81,
and so is coupled between the third junction node JC and
the first junction node JA. Therefore, the seventh, eighth
and ninth resistive elements R7, R8, R9 are arranged in
a triangular topology or triangular configuration. The sev-
enth, eighth and ninth resistive elements R7, R8, R9 each
have a resistance that is substantially equal, and there-
fore, the network 80 is electrically symmetrical, by which
it is meant that the impedance of the network 80 between
all pairs of its first, second and third network terminals
81, 82, 83 is substantially the same. Such pairs are the
first and second network terminals 81, 82, the second
and third network terminals 82, 83, and the third and first
network terminals 83, 81. In one embodiment, the resist-
ance of the seventh, eighth and ninth resistive elements
R7, R8, R9 is substantially triple the resistance of the
fourth, fifth and sixth resistive elements R4, R5, R6, al-
though in other embodiments this resistance can be dif-
ferent.
[0049] The network 80 of Figure 7 is an equivalent cir-
cuit of the network 70 of Figure 1, and therefore informa-
tion contained in the table of Figure 2, and also the meth-
od illustrated in Figure 5, are also applicable to the em-
bodiment of Figure 7. Figure 8 reproduces the receiver
200 of Figure 7, and additionally indicates, for state 6 of
the table of Figure 2, for the case where the resistance
of the seventh to ninth resistive elements R7...R9 is triple
the resistance of the first to third resistive elements
R1...R3, first input terminal voltage VA being zero, the
second input terminal voltage VB having a value Vi ap-
plied at the second input terminal B, and the third input
terminal voltage VC having a value -Vi applied at the third
input terminal C. Also indicated in Figure 7 are the second
and third input terminal currents IB, IC flowing at the sec-
ond third input terminals B, C, having values of, respec-
tively, I1 and -I1, and the voltage differences established
between the respective non-inverting input and inverting
input of each of the first to sixth comparators C1...C6.
Likewise, Figure 9 reproduces the receiver 200 of Figure
7, and additionally indicates, for state 12 of the table of
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Figure 2, for the case where the resistance of the seventh
to ninth resistive elements R7...R9 is triple the resistance
of the first to third resistive elements R1...R3, first and
second input terminal voltages VA, VB, having a value Vi
applied at the first and second input terminals A, B, and
the third input terminal voltage VC having a value -Vi ap-
plied at the third input terminal C. Also indicated in Figure
9 are the first, second and third input terminal currents
IA, IB, IC flowing at the first to third input terminals A, B,
C, and having values of, respectively, I2, I2 and -2I2, and
voltage differences established between the respective
non-inverting input and inverting input of each of the first
to sixth comparators C1...C6. It can be seen that the
same voltages are established between the respective
non-inverting input and inverting input of each of the first
to sixth comparators C1...C6 for the examples in Figures
8 and 9 as for the examples in, respectively, Figures 3
and 4, and therefore the signals at the first to sixth output
terminals AJ, AK, BJ, BK, CJ, CK, are the same as indi-
cated in the table of Figure 2 for the receiver 100 of Figure
1. The minimum voltage difference to be detected by
each of the first to sixth comparators C1...C6 is the same
for the embodiment of Figures 7 as for the embodiment
of Figure 1. More generally, all of the information con-
tained in the table of Figure 2 is applicable to the embod-
iment of Figure 7, in addition to the embodiment of Figure
1.
[0050] For the case where the seventh to ninth resistive
elements R7...R9 have a resistance that is triple the re-
sistance of the first to third resistive elements R1...R3,
the minimum voltage difference between the non-invert-
ing and inverting inputs of each of the first to sixth com-
parators C1...C6 has a magnitude Vi/2, for states one to
six, and a magnitude Vi/3 for states seven to twelve.
Therefore, the noise immunity is greater for states one
to six than for states seven to twelve. The noise immunity
can be increased for states seven to twelve, and simul-
taneously made equal for all states, albeit by reducing
the noise immunity of states one to six, if the seventh,
eighth and ninth resistive elements R7, R8, R9 have an
equal resistance double the resistance of the first, second
and third resistive elements R1, R2, R3. If the resistance
of the first, second and third resistive elements R1, R2,
R3 is denoted R’, and the resistance of the seventh,
eighth and ninth resistive elements R7, R8, R9 is denoted
R"’, the minimum voltage difference between the non-
inverting and inverting inputs of any one of the first to
sixth comparator C1...C6 is R"’Vi/(3R’+R"’) for states one
to six, and 2R’Vi/(3R’+R"’) for states seven to twelve. This
minimum voltage difference can be made equal for all
twelve states, at a value of 0.4Vi, by selecting values of
R’ and R’" such that R"=2R’, that is, the seventh, eighth
and ninth resistive elements R7, R8, R9 have an equal
resistance that is double the resistance of the first, sec-
ond and third resistive elements.
[0051] More generally, selecting the resistance of the
seventh, eighth and ninth resistive elements R7, R8, R9
to be in the range from greater than double to less than

triple the resistance of the first, second and third resistive
elements R1, R2, R3 can ensure that the minimum volt-
age difference between the non-inverting and inverting
inputs of each of the first to sixth comparator C1...C6 is
in the range 0.4Vi to Vi/3. This range of resistances of
the seventh, eighth and ninth resistive elements R7, R8,
R9 may be expressed as 2R’ < R’" < 3R’.
[0052] In applications where a smaller minimum volt-
age difference between the non-inverting and inverting
inputs of any one of the first to sixth comparator C1...C6,
is acceptable, thereby providing reduced noise immunity,
the resistance of the seventh, eighth and ninth resistive
elements R7, R8, R9 may be selected outside of the
range from double to triple the resistance of the first, sec-
ond and third resistive elements R1, R2, R3. However,
in order to avoid degrading the noise immunity substan-
tially, it is preferred that the resistance of the seventh,
eighth and ninth resistive elements R7, R8, R9 is within
the range from equal to five times, the resistance of the
first, second and third resistive elements R1, R2, R3. This
range of resistances of the seventh, eighth and ninth re-
sistive elements R7, R8, R9 may be expressed as R’ ≤
R’" ≤ 5R’.
[0053] Referring to Figure 10, there is illustrated an
embodiment of the transmitter 320 coupled, by means
of the three-wire connection 330, to the receiver 100 de-
scribed with reference to Figure 1, or equivalently the
receiver 200 described with reference to Figure 7. The
embodiment illustrated in Figure 10 is a voltage mode
transmitter, although a current mode transmitter may al-
ternatively be employed. The input 322 of the transmitter
320 comprises first to sixth input lines 322a to 322f for
receiving from the encoder 310 respective first to sixth
transmitter input signals XA, YA, YB, ZB, ZC, XC. The
first input line 322a is coupled to an input of a first driver
D1, and an output of the first driver D1 is coupled to the
first output 324 of the transmitter 320 by means of a first
source resistive element Rs1. The second input line 322b
is coupled to an input of a second driver D2, and an output
of the second driver D2 is coupled to the first output 324
of the transmitter 320 by means of a second source re-
sistive element RS2. The third input line 322c is coupled
to an input of a third driver D3, and an output of the third
driver D3 is coupled to the second output 326 of the trans-
mitter 320 by means of a third source resistive element
RS3. The fourth input line 322d is coupled to an input of
a fourth driver D4, and an output of the fourth driver D4
is coupled to the second output 326 of the transmitter
320 by means of a fourth source resistive element RS4.
The fifth input line 322e is coupled to an input of a fifth
driver D5, and an output of the fifth driver D5 is coupled
to the third output 328 of the transmitter 320 by means
of a fifth source resistive element RS5. The sixth input
line 322f is coupled to an input of a sixth driver D6, and
an output of the sixth driver D6 is coupled to the third
output 328 of the transmitter 320 by means of a sixth
source resistive element RS6. Each of the first to sixth
source resistive elements RS1 to RS6 has the same re-
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sistance as each other. Each of the first to sixth drivers
D1 to D6 may be, for example, a buffer, or a non-inverting
amplifier.
[0054] The table of Figure 11 illustrates a mapping be-
tween the first to sixth transmitter input signals XA, YA,
YB, ZB, ZC, XC, denoted control signals in Figure 11,
and the resulting first, second and third input terminal
currents IA, IB, IC and first, second and third input terminal
voltages VA, VB, VC provided at, respectively, the first,
second and third outputs 324, 326, 328 of the transmitter
320, when coupled to the receiver 100 described with
reference to Figure 1 or the receiver 200 described with
reference to Figure 7. In order that one of the first, second
and third outputs 324, 326, 328 of the transmitter 320
provide a zero current and a zero, or floating, voltage,
binary signals of opposite polarity are applied to the two
input lines that are coupled to the respective first, second
or third outputs 324, 326, 328 of the transmitter 320. It is
immaterial which way round these binary signals of op-
posite polarity are applied, and this flexibility is indicated
in the table of Figure 11 by alternatives in parentheses,
for example for the fifth and sixth transmitter input signals
ZC, XC for the first and second states. Desired values of
the first, second and third input terminal currents IA, IB,
IC and first, second and third input terminal voltages VA,
VB, VC at the first, second and third outputs 324, 326,
328 of the transmitter 320 may be selected by appropriate
choice of resistance of the first to sixth source resistive
elements RS1 to RS6, in relation to the resistance of the
first, second and third resistive elements R1, R2, R3 of
the receiver 100.
[0055] Each pair of the first to sixth drivers D1...D6 cou-
pled to the respective first, second and third outputs 324,
326, 328 of the transmitter 320 forms a tri-state driver.
In other words, the first and second drivers, D1, D2 to-
gether form a first tri-state driver, the third and fourth driv-
ers D3, D4 together form a second tri-state driver, and
the fifth and sixth drivers D5, D6 together form a third tri-
state driver. The three states of each of these tri-state
drivers correspond to the pair of drivers being driven by
a binary signal of the same polarity, which can be either
a binary one or a binary zero, and by binary signals of
opposite polarities.
[0056] The table of Figure 2 illustrates a mapping be-
tween the twelve states and the first, second and third
input terminal voltages VA, VB, VC in which three different
voltage values are employed, namely 0 and 6Vi and the
first, second and third input terminal currents IA, IB, IC in
which seven different current levels are employed, name-
ly 0, 6 I1, 6 I2 and 62I2. Three is the minimum number
of voltage levels, and seven is the minimum number of
current levels required by the receivers 100, 200 de-
scribed with reference to Figures 1 and 7 for receiving
and distinguishing twelve different states.
[0057] Although embodiments have been described in
which values of the first, second and third input terminal
voltages VA, VB, VC are selected from Vi and -Vi, it is not
essential for these voltages to have an equal magnitude,

and not essential for these voltages to have opposite
polarity for representing different binary values. More
generally, values of the first, second and third input ter-
minal voltages VA, VB, VC may be selected from any two
non-equal values V1 and V2. In this case, the intermediate
voltage may be expressed generally as the average of
V1 and V2, that is, (V1 + V2)/2, and therefore need not be
zero.
[0058] Other embodiments of the transmitter 320 may
be used in conjunction with any embodiments of the re-
ceiver 100, 200 described herein. A transmitter may be
used that employs drivers that have, when one of the
first, second and third input terminal currents IA, IB, IC is
zero, a high impedance state in which the respective one
of the first, second and third input terminal voltages VA,
VB, VC is undefined and therefore floating, and the re-
spective one of the first, second and third input terminal
currents IA, IB, IC is zero because no current path is pro-
vided. With such a transmitter, the intermediate voltage,
expressed generally as (V1 + V2)/2, can be established
as a floating voltage by a driver in the high impedance
state. Alternatively, a transmitter may be used that em-
ploys drivers that have a low impedance, in which case
one of the first, second and third input terminal currents
IA, IB, IC can be zero when the respective one of the first,
second and third input terminal voltages VA, VB, VC is at
the intermediate voltage which, rather than floating at an
undefined voltage, is set at (V1 + V2)/2, and in particular
zero volts when V1 and V2 are equal in magnitude and
opposite in polarity. For high signal integrity, the low im-
pedance drivers are preferred as their impedance can
be well matched to the impedance of the wires of the
three-wire digital interface, thereby avoiding waves being
reflected back to the receiver 100 from the transmitter,
whereas with the high impedance drivers and the floating
voltage, the impedance of the drivers may not be well
matched to the impedance of the wires of the three-wire
digital interface.
[0059] Although the decoder 340 has been presented
as a separate entity from the receiver 100, 200, alterna-
tively, the decoder 340 may be incorporated within the
receiver 100, 200.
[0060] Although the receiver 100, 200 is adapted for
receiving twelve states of the currents on a three-wire
interface, it may be employed for receiving fewer states,
for example nine states, with enhanced noise immunity
by using a sub-set of the twelve states, in which case a
simplified transmitter adapted to transmit fewer than
twelve states maybe employed. The nine states may be
used to convey, for example, six bits of data using DDR,
and a clock. The nine states may be, for example, the
states one to seven, nine and eleven illustrated in the
table of Figure 2.
[0061] Referring to Figure 12, a wireless communica-
tion device 500 comprises an antenna 510 coupled to a
transceiver 520. The transceiver 520 comprises an RF
integrated circuit (RFIC) 530 coupled to a baseband in-
tegrated circuit (BBIC) 540. The signalling system 300
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described with reference to Figure 6 is employed for com-
munication between the RFIC 530 and the BBIC 540,
and conveys downlink information, that is, information
received by the wireless communication device 500, and
is referred to below as a downlink signalling system and
is referenced 300D in Figure 13. Elements of the downlink
signalling system 300D have the same reference numer-
als as the elements of the signalling system 300 of Figure
6 with an additional suffix D. Therefore, the downlink sig-
nalling system 300D comprises, in the RFIC 530, an en-
coder 310D coupled a transmitter 320D, and, in the BBIC
540, a receiver 100D coupled to a decoder 340D. The
transmitter 320D and the receiver 100D are coupled by
means of a three-wire interface 330D.
[0062] Another instance of the signalling system 300
described with reference to Figure 6 is employed for com-
munication between the RFIC 530 and the BBIC 540,
and conveys uplink information, that is, information trans-
mitted from the wireless communication device 500, and
is referred to below as an uplink signalling system and
is referenced 300U in Figure 12. Elements of the uplink
signalling system 300U have the same reference numer-
als as the elements of the signalling system 300 of Figure
6 with an additional suffix U. Therefore, the uplink sig-
nalling system 300U comprises, in the BBIC 540, an en-
coder 310U coupled a transmitter 320U, and, in the RFIC
540, a receiver 10U coupled to a decoder 340U. The
transmitter 320U and the receiver 100U are coupled by
means of a three-wire interface 330U.
[0063] The receiver 100, 200 may be employed for the
signalling system 300 to transfer raw data from a delta-
sigma analogue-to-digital converter (ADC) in an RFIC,
to a BBIC. The ADC raw data may be either 1-bit or 7-
level thermometer code, so with the signalling system
300 and using nine of the twelve states, thermometer
coded data from an in-phase channel and a quadrature-
phase channel can be transferred from an RFIC to a BBIC
without any rounding errors. Alternatively, such a signal-
ling system 300 may be used on-chip between the ADC
and a decision feedback equaliser (DFE) within the RFIC.
[0064] By adding, to the signalling system 300, two
wires to implement an additional low voltage differential
signalling (LVDS) interface using DDR, both a clock sig-
nal and eight bits of data can be transmitted over five
wires in one clock cycle using standard complimentary
metal-oxide semiconductor (CMOS) circuitry. Data rates
used for transmission to a wireless communications ter-
minal from a base station, that is, on a downlink, are
generally much higher than data rates used for transmis-
sion from a wireless communications terminal to a base
station, that is, on an uplink. Therefore, a three-wire in-
terface may be used in a wireless communications ter-
minal for the downlink communication, and the five-wires
described in the preceding paragraph may be used in
the wireless communication terminal for the uplink com-
munication, with similar clock frequencies, and resulting
in a total of eight wires for a bidirectional interface sup-
porting both uplink and downlink communication.

[0065] Although the disclosure is described with refer-
ence to LTE and digital interface standards specified by
the MIPI Alliance, the disclosure is not limited to these
standards but has application to other digital interfaces.
Similarly, although the disclosure is described with ref-
erence to a wireless communication device, the disclo-
sure is not limited to such a device, but has application
to other electronic devices incorporating a digital inter-
face.
[0066] Other variations and modifications will be ap-
parent to the skilled person. Features that are described
in the context of separate embodiments may be provided
in combination in a single embodiment. Conversely, fea-
tures which are described in the context of a single em-
bodiment may also be provided separately or in any suit-
able subcombination.
[0067] It should be noted that the term "comprising"
does not exclude other elements or steps, the term "a"
or "an" does not exclude a plurality, a single feature may
fulfil the functions of several features recited in the claims
and reference signs in the claims shall not be construed
as limiting the scope of the claims. It should also be noted
that the Figures are not necessarily to scale; emphasis
instead generally being placed upon illustrating the prin-
ciples of the present invention.

Claims

1. A receiver (100) for a three-wire digital interface,
comprising:

first, second and third input terminals (A, B, C);
and

characterised by:

first, second, third, fourth, fifth and sixth output
terminals (AJ, AK, BJ, BK, CJ, CK);
first, second and third junction nodes (JA, JB,
JC);
a first resistive element (R1) coupled between
the first input terminal (A) and the first junction
node (JA);
a second resistive element (R2) coupled be-
tween the second input terminal (B) and the sec-
ond junction node (JB);
a third resistive element (R3) coupled between
the third input terminal (C) and the third junction
node (JC);
a network (70) comprising first, second and third
network terminals (71, 72, 73) coupled to, re-
spectively, the first, second and third junction
nodes (JA, JB, JC) the network having the same
impedance between all pairs of the first, second
and third network terminals; a first comparator
(C1) having a non-inverting input (10) coupled
to the first input terminal (A), an inverting input
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(12) coupled to the second junction node (JB),
and an output (14) coupled to the first output
terminal (AJ);
a second comparator (C2) having a non-invert-
ing input (20) coupled to the first input terminal
(A), an inverting input (22) coupled to the third
junction node (JC), and an output (24) coupled
to the second output terminal (AK);
a third comparator (C3) having a non-inverting
input (30) coupled to the second input terminal
(B), an inverting input (32) coupled to the third
junction node (JC), and an output (34) coupled
to the third output terminal (BJ);
a fourth comparator (C4) having a non-inverting
input (40) coupled to the second input terminal
(B), an inverting input (42) coupled to the first
junction node (JA), and an output (44) coupled
to the fourth output terminal (BK);
a fifth comparator (C5) having a non-inverting
input (50) coupled to the third input terminal (C),
an inverting input (52) coupled to the first junc-
tion node (JA), and an output (54) coupled to
the fifth output terminal (CJ); and
a sixth comparator (C6) having a non-inverting
input (60) coupled to the third input terminal (C),
an inverting input (62) coupled to the second
junction node (JB), and an output (64) coupled
to the sixth output terminal (CK).

2. A receiver (100) as claimed in claim 1, comprising:

a fourth resistive element (R4) coupled between
the first network terminal (71) and a common
node (X);
a fifth resistive element (R5) coupled between
the second network terminal (72) and the com-
mon node (X); and
a sixth resistive element (R6) coupled between
the third network terminal (73) and the common
node (X).

3. A receiver (100) as claimed in claim 2, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the fourth, fifth and
sixth resistive elements (R4, R5, R6) each have an
equal resistance in the range 0.33 times to 1.67 times
the resistance of the first, second and third resistive
elements (R1, R2, R3).

4. A receiver (100) as claimed in claim 2, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the fourth, fifth and
sixth resistive elements (R4, R5, R6) each have an
equal resistance in the range greater than 0.67 times
the resistance of the first, second and third resistive
elements (R1, R2, R3) to less than the resistance of
the first, second and third resistive elements (R1,
R2, R3).

5. A receiver (100) as claimed in claim 2, wherein the
first, second, third, fourth, fifth and sixth resistive el-
ements (R1, R2, R3, R4, R5, R6) have equal resist-
ance.

6. A receiver (100) as claimed in claim 2, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the fourth, fifth and
sixth resistive elements (R4, R5, R6) each have an
equal resistance two thirds times the resistance of
the first, second and third resistive elements (R1,
R2, R3).

7. A receiver (100) as claimed in claim 1, comprising:

a seventh resistive element (R7) coupled be-
tween the first network terminal (81) and the sec-
ond network terminal (82);
an eighth resistive element (R8) coupled be-
tween the second network terminal (82) and the
third network terminal (83); and
a ninth resistive element (R9) is coupled be-
tween the third network terminal (83) and the
first network terminal (81).

8. A receiver (100) as claimed in claim 7, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the seventh, eighth
and ninth resistive elements (R7, R8, R9) each have
an equal resistance in the range equal to the resist-
ance of the first, second and third resistive elements
(R1, R2, R3) to five times the resistance of the first,
second and third resistive elements (R1, R2, R3).

9. A receiver (100) as claimed in claim 7, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the seventh, eighth
and ninth resistive elements (R7, R8, R9) each have
an equal resistance in the range greater than double
to less than triple the resistance of the first, second
and third resistive elements (R1, R2, R3).

10. A receiver (100) as claimed in claim 7, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the seventh, eighth
and ninth resistive elements (R7, R8, R9) each have
an equal resistance three times the resistance of the
first, second and third resistive elements (R1, R2,
R3).

11. A receiver (100) as claimed in claim 7, wherein the
first, second and third resistive elements (R1, R2,
R3) have equal resistance, and the seventh, eighth
and ninth resistive elements (R7, R8, R9) each have
an equal resistance double the resistance of the first,
second and third resistive elements (R1, R2, R3).

12. A signalling system (300) comprising an encoder
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(310), a transmitter (320), a receiver (100) as
claimed in any one of claims 1 to 11, and a decoder
(340).

13. A wireless communication device (500) comprising
a signalling system (300) as claimed in claim 12.

14. A method of operating a receiver (100) as claimed
in any one of claims 1 to 11, the method comprising:

establishing voltages at the first, second and
third input terminals (A, B, C) of the receiver
(100); and
selecting, dependent on the voltages, different
output states of the receiver (100).

15. A method as claimed in claim 14, wherein for at least
one of the output states two of the first, second and
third input terminals (A, B, C) are at a common volt-
age and a third one of the first, second and third input
terminals (A,B,C) is at a different voltage.

16. A method as claimed in claim 14 or claim 15, wherein
for at least one of the output states the first, second
and third input terminals (A, B, C) are at different
voltages, wherein one of the first, second and third
input terminals (A, B, C) is at an intermediate voltage
midway between the voltages of the other two of the
first, second and third input terminals (A, B, C).

17. A method of operating a three-wire digital interface
as claimed in claim 14, comprising providing twelve
output states of the receiver (100); wherein for six of
the twelve output states two of the first, second and
third input terminals (A, B, C) are at a common volt-
age and a third one of the first, second and third input
terminals (A,B,C) is at a different voltage; and where-
in for another six of the twelve output states the first,
second and third input terminals (A, B, C) are at dif-
ferent voltages with one of the first, second and third
input terminals (A, B, C) at an intermediate voltage
midway between the voltages of the other two of the
first, second and third input terminals (A, B, C).

Patentansprüche

1. Empfänger (100) für eine digitale Dreileiter-Schnitt-
stelle, der Folgendes umfasst:

einen ersten, zweiten und dritten Eingangsan-
schluss (A, B, C); und

gekennzeichnet durch:

einen ersten, zweiten, dritten, vierten, fünften
und sechsten Ausgangsanschluss (AJ, AK, BJ,
BK, CJ, CK);

einen ersten, zweiten und dritten Verbindungs-
knoten (JA, JB, JC);
ein erstes Widerstandselement (R1), das zwi-
schen dem ersten Eingangsanschluss (A) und
dem ersten Verbindungsknoten (JA) gekoppelt
ist;
ein zweites Widerstandselement (R2), das zwi-
schen dem zweiten Eingangsanschluss (B) und
dem zweiten Verbindungsknoten (JB) gekop-
pelt ist;
ein drittes Widerstandselement (R3), das zwi-
schen dem dritten Eingangsanschluss (C) und
dem dritten Verbindungsknoten (JC) gekoppelt
ist;
ein Netzwerk (70), das einen ersten, zweiten
und dritten Netzwerkanschluss (71, 72, 73) um-
fasst, die jeweils mit dem ersten, zweiten und
dritten Verbindungsknoten (JA, JB, JC) gekop-
pelt sind, wobei das Netzwerk dieselbe Impe-
danz zwischen allen Paaren aus erstem, zwei-
tem und drittem Netzwerkanschluss hat; einen
ersten Komparator (C1) mit einem nichtinvertie-
renden Eingang (10), der mit dem ersten Ein-
gangsanschluss (A) gekoppelt ist, einem inver-
tierenden Eingang (12), der mit dem zweiten
Verbindungsknoten (JB) gekoppelt ist, und ei-
nem Ausgang (14), der mit dem ersten Aus-
gangsanschluss (AJ) gekoppelt ist;
einen zweiten Komparator (C2) mit einem
nichtinvertierenden Eingang (20), der mit dem
ersten Eingangsanschluss (A) gekoppelt ist, ei-
nem invertierenden Eingang (22), der mit dem
dritten Verbindungsknoten (JC) gekoppelt ist,
und einem Ausgang (24), der mit dem zweiten
Ausgangsanschluss (AK) gekoppelt ist;
einen dritten Komparator (C3) mit einem nichtin-
vertierenden Eingang (30), der mit dem zweiten
Eingangsanschluss (B) gekoppelt ist, einem in-
vertierenden Eingang (32), der mit dem dritten
Verbindungsknoten (JC) gekoppelt ist, und ei-
nem Ausgang (34), der mit dem dritten Aus-
gangsanschluss (BJ) gekoppelt ist;
einen vierten Komparator (C4) mit einem
nichtinvertierenden Eingang (40), der mit dem
zweiten Eingangsanschluss (B) gekoppelt ist,
einem invertierenden Eingang (42), der mit dem
ersten Verbindungsknoten (JA) gekoppelt ist,
und einem Ausgang (44), der mit dem vierten
Ausgangsanschluss (BK) gekoppelt ist;
einen fünften Komparator (C5) mit einem
nichtinvertierenden Eingang (50), der mit dem
dritten Eingangsanschluss (C) gekoppelt ist, ei-
nem invertierenden Eingang (52), der mit dem
ersten Verbindungsknoten (JA) gekoppelt ist,
und einem Ausgang (54), der mit dem fünften
Ausgangsanschluss (CJ) gekoppelt ist; und
einen sechsten Komparator (C6) mit einem
nichtinvertierenden Eingang (60), der mit dem
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dritten Eingangsanschluss (C) gekoppelt ist, ei-
nem invertierenden Eingang (62), der mit dem
zweiten Verbindungsknoten (JB) gekoppelt ist,
und einem Ausgang (64), der mit dem sechsten
Ausgangsanschluss (CK) gekoppelt ist.

2. Empfänger (100) nach Anspruch 1, der Folgendes
umfasst:

ein viertes Widerstandselement (R4), das zwi-
schen dem ersten Netzwerkanschluss (71) und
einem gemeinsamen Knoten (X) gekoppelt ist;
ein fünftes Widerstandselement (R5), das zwi-
schen dem zweiten Netzwerkanschluss (72)
und dem gemeinsamen Knoten (X) gekoppelt
ist; und
ein sechstes Widerstandselement (R6), das
zwischen dem dritten Netzwerkanschluss (73)
und dem gemeinsamen Knoten (X) gekoppelt
ist.

3. Empfänger (100) nach Anspruch 2, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
den gleichen Widerstand haben und das vierte, fünf-
te und sechste Widerstandselement (R4, R5, R6)
jeweils einen gleichen Widerstand im Bereich vom
0,33-fachen bis 1,67-fachen des Widerstands des
ersten, zweiten und dritten Widerstandselements
(R1, R2, R3) haben.

4. Empfänger (100) nach Anspruch 2, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
einen gleichen Widerstand haben und das vierte,
fünfte und sechste Widerstandselement (R4, R5,
R6) jeweils einen gleichen Widerstand im Bereich
von mehr als dem 0,67-fachen des Widerstands des
ersten, zweiten und dritten Widerstandselements
(R1, R2, R3) bis zu weniger als dem Widerstand des
ersten, zweiten und dritten Widerstandselements
(R1, R2, R3) haben.

5. Empfänger (100) nach Anspruch 2, wobei das erste,
zweite, dritte, vierte, fünfte und sechste Widerstand-
selement (R1, R2, R3, R4, R5, R6) den gleichen Wi-
derstand haben.

6. Empfänger (100) nach Anspruch 2, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
einen gleichen Widerstand haben und das vierte,
fünfte und sechste Widerstandselement (R4, R5,
R6) jeweils einen gleichen Widerstand vom Zweidrit-
telfachen des Widerstands des ersten, zweiten und
dritten Widerstandselements (R1, R2, R3) haben.

7. Empfänger (100) nach Anspruch 1, der Folgendes
umfasst:

ein siebtes Widerstandselement (R7), das zwi-

schen dem ersten Netzwerkanschluss (81) und
dem zweiten Netzwerkanschluss (82) gekoppelt
ist;
ein achtes Widerstandselement (R8), das zwi-
schen dem zweiten Netzwerkanschluss (82)
und dem dritten Netzwerkanschluss (83) gekop-
pelt ist; und
ein neuntes Widerstandselement (R9), das zwi-
schen dem dritten Netzwerkanschluss (83) und
dem ersten Netzwerkanschluss (81) gekoppelt
ist.

8. Empfänger (100) nach Anspruch 7, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
den gleichen Widerstand haben und das siebte, ach-
te und neunte Widerstandselement (R7, R8, R9) je-
weils einen gleichen Widerstand im Bereich von
gleich dem Widerstand des ersten, zweiten und drit-
ten Widerstandselements (R1, R2, R3) bis zum Fünf-
fachen des Widerstands des ersten, zweiten und
dritten Widerstandselements (R1, R2, R3) haben.

9. Empfänger (100) nach Anspruch 7, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
einen gleichen Widerstand haben und das siebte,
achte und neunte Widerstandselement (R7, R8, R9)
jeweils einen gleichen Widerstand im Bereich von
mehr als dem Doppelten bis zu weniger als dem Drei-
fachen des Widerstands des ersten, zweiten und
dritten Widerstandselements (R1, R2, R3) haben.

10. Empfänger (100) nach Anspruch 7, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
einen gleichen Widerstand haben und das siebte,
achte und neunte Widerstandselement (R7, R8, R9)
jeweils einen gleichen Widerstand vom Dreifachen
des Widerstands des ersten, zweiten und dritten Wi-
derstandselements (R1, R2, R3) haben.

11. Empfänger (100) nach Anspruch 7, wobei das erste,
zweite und dritte Widerstandselement (R1, R2, R3)
einen gleichen Widerstand haben und das siebte,
achte und neunte Widerstandselement (R7, R8, R9)
jeweils einen gleichen Widerstand vom Doppelten
des Widerstands des ersten, zweiten und dritten Wi-
derstandselements (R1, R2, R3) haben.

12. Signalisierungssystem (300), das einen Encoder
(310), einen Sender (320), einen Empfänger (100)
nach einem der Ansprüche 1 bis 11 und einen De-
coder (340) umfasst.

13. Drahtloses Kommunikationsgerät (500), das ein Si-
gnalisierungssystem (300) nach Anspruch 12 um-
fasst.

14. Verfahren zum Betreiben eines Empfängers (100)
nach einem der Ansprüche 1 bis 11, wobei das Ver-
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fahren Folgendes beinhaltet:

Herstellen von Spannungen am ersten, zweiten
und dritten Eingangsanschluss (A, B, C) des
Empfängers (100); und
Auswählen, je nach den Spannungen, von un-
terschiedlichen Ausgangszuständen des Emp-
fängers (100).

15. Verfahren nach Anspruch 14, wobei für wenigstens
einen der Ausgangszustände zwei aus erstem, zwei-
tem und drittem Eingangsanschluss (A, B, C) eine
gemeinsame Spannung haben und ein dritter aus
erstem, zweitem und drittem Eingangsanschluss (A,
B, C) eine andere Spannung hat.

16. Verfahren nach Anspruch 14 oder Anspruch 15, wo-
bei für wenigstens einen der Ausgangszustände der
erste, zweite und dritte Eingangsanschluss (A, B, C)
unterschiedliche Spannungen haben, wobei einer
aus erstem, zweitem und drittem Eingangsan-
schluss (A, B, C) auf einer Zwischenspannung in der
Mitte zwischen den Spannungen der anderen bei-
den aus erstem, zweitem und drittem Eingangsan-
schluss (A, B, C) ist.

17. Verfahren zum Betreiben einer digitalen Dreileiter-
Schnittstelle nach Anspruch 14, das das Bereitstel-
len von zwölf Ausgangszuständen des Empfängers
(100) beinhaltet; wobei für sechs der zwölf Aus-
gangszustände zwei aus erstem, zweitem und drit-
tem Eingangsanschluss (A, B, C) auf einer gemein-
samen Spannung sind und ein dritter aus erstem,
zweitem und drittem Eingangsanschluss (A, B, C)
auf einer anderen Spannung ist; und wobei für an-
dere sechs der zwölf Ausgangszustände der erste,
zweite und dritte Eingangsanschluss (A, B, C) un-
terschiedliche Spannungen zu einem aus erstem,
zweitem und drittem Eingangsanschluss (A, B, C)
auf einer Zwischenspannung in der Mitte zwischen
den Spannungen der beiden anderen aus erstem,
zweitem und drittem Eingangsanschluss (A, B, C)
haben.

Revendications

1. Récepteur (100) pour une interface numérique à
trois câbles, comprenant :

une première, une deuxième et une troisième
bornes d’entrée (A, B, C) ; et

caractérisé pat :

une première, une deuxième, une troisième,
une quatrième et une cinquième et une sixième
bornes de sortie (AJ, AK, BJ, BK, CJ, CK) ;

un premier, un deuxième et un troisième noeuds
de jonction (JA, JB, JC) ;
un premier élément résistif (R1) branché entre
la première borne d’entrée (A) et le premier
noeud de jonction (JA) ;
un deuxième élément résistif (R2) branché entre
la deuxième borne d’entrée (B) et le deuxième
noeud de jonction (JB) ;
un troisième élément résistif (R3) branché entre
la troisième borne d’entrée (C) et le troisième
noeud de jonction (JC) ;
un réseau (70) comprenant une première, une
deuxième et une troisième bornes de réseau
(71, 72, 73) branchées au premier, au deuxième
et au troisième noeuds de jonction (JA, JB, JC)
respectivement, le réseau ayant la même impé-
dance entre toutes les paires constituées des
première, deuxième et troisième bornes de
réseau ; un premier comparateur (C1) ayant une
entrée non-inverseuse (10) branchée à la pre-
mière borne d’entrée (A), une entrée inverseuse
(12) branchée au deuxième noeud de jonction
(JB), et une sortie (14) branchée à la première
borne de sortie (AJ) ;
un deuxième comparateur (C2) ayant une en-
trée non-inverseuse (20) branchée à la première
borne d’entrée (A), une entrée inverseuse (22)
branchée au troisième noeud de jonction (JC),
et une sortie (24) branchée à la deuxième borne
de sortie (AK) ;
un troisième comparateur (C3) ayant une entrée
non-inverseuse (30) branchée à la deuxième
borne d’entrée (B), une entrée inverseuse (32)
branchée au troisième noeud de jonction (JC),
et une sortie (34) branchée à la troisième borne
de sortie (BJ) ;
un quatrième comparateur (C4) ayant une en-
trée non-inverseuse (40) branchée à la deuxiè-
me borne d’entrée (B), une entrée inverseuse
(42) branchée au premier noeud de jonction
(JA), et une sortie (44) branchée à la quatrième
borne de sortie (BK) ;
un cinquième comparateur (C5) ayant une en-
trée non-inverseuse (50) branchée à la troisiè-
me borne d’entrée (C), une entrée inverseuse
(52) branchée au premier noeud de jonction
(JA), et une sortie (54) branchée à la cinquième
borne de sortie (CJ) ; et
un sixième comparateur (C6) ayant une entrée
non-inverseuse (60) branchée à la troisième
borne d’entrée (C), une entrée inverseuse (62)
branchée au deuxième noeud de jonction (JB),
et une sortie (64) branchée à la sixième borne
de sortie (CK).

2. Récepteur (100) selon la revendication 1,
comprenant :
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un quatrième élément résistif (R4) branché en-
tre la première borne de réseau (71) et un noeud
commun (X) ;
un cinquième élément résistif (R5) branché en-
tre la deuxième borne de réseau (72) et un
noeud commun (X) ;
un sixième élément résistif (R6) branché entre
la troisième borne de réseau (73) et un noeud
commun (X) ;

3. Récepteur (100) selon la revendication 2, dans le-
quel, les premier, deuxième et troisième éléments
résistifs (R1, R2, R3) ont une résistance égale, et
les quatrième, cinquième et sixième éléments résis-
tifs (R4, R5, R6) ont chacun une résistance égale
comprise entre 0,33 et 1,67 fois la résistance des
premier, deuxième et troisième éléments résistifs
(R1, R2, R3).

4. Récepteur (100) selon la revendication 2, dans le-
quel, les premier, deuxième et troisième éléments
résistif (R1, R2, R3) ont une résistance égale, et les
quatrième, cinquième et sixième éléments résistifs
(R4, R5, R6) ont chacun une résistance égale com-
prise dans l’intervalle des valeurs supérieures à 0,67
fois la résistance des premier, deuxième et troisième
éléments résistifs (R1, R2, R3) et inférieures à la
résistance des premier, deuxième et troisième élé-
ments résistifs (R1, R2, R3).

5. Récepteur (100) selon la revendication 2, dans le-
quel, les premier, deuxième, troisième, quatrième,
cinquième et sixième éléments résistifs (R1, R2, R3,
R4, R5, R6) ont une résistance égale.

6. Récepteur (100) selon la revendication 2, dans le-
quel, les premier, deuxième et troisième éléments
résistifs (R1, R2, R3) ont une résistance égale, et
les quatrième, cinquième et sixième éléments résis-
tifs (R4, R5, R6) ont chacun une résistance égale
des deux tiers fois la résistance des premier, deuxiè-
me et troisième éléments résistifs (R1, R2, R3).

7. Récepteur (100) selon la revendication 1,
comprenant :

un septième élément résistif (R7) branché entre
la première borne de réseau (81) et la deuxième
borne de réseau (82) ;
un huitième élément résistif (R8) branché entre
la deuxième borne de réseau (82) et la troisième
borne de réseau (83) ; et
un neuvième élément résistif (R9) branché entre
la troisième borne de réseau (83) et la première
borne de réseau (81).

8. Récepteur (100) selon la revendication 7, dans le-
quel, les premier, deuxième et troisième éléments

résistifs (R1, R2, R3) ont une résistance égale, et
les septième, huitième et neuvième éléments résis-
tifs (R7, R8, R9) ont chacun une résistance égale
comprise dans l’intervalle des valeurs supérieures à
la résistance des premier, deuxième et troisième élé-
ments résistifs (R1, R2, R3) et inférieures à cinq fois
la résistance des premier, deuxième et troisième élé-
ments résistifs (R1, R2, R3).

9. Récepteur (100) selon la revendication 7, dans le-
quel, les premier, deuxième et troisième éléments
résistifs (R1, R2, R3) ont une résistance égale, et
les septième, huitième et neuvième éléments résis-
tifs (R7, R8, R9) ont chacun une résistance égale
comprise dans l’intervalle des valeurs supérieures
au double de la résistance des premier, deuxième
et troisième éléments résistifs (R1, R2, R3) et infé-
rieures au triple de la résistance des premier, deuxiè-
me et troisième éléments résistifs (R1, R2, R3).

10. Récepteur (100) selon la revendication 7, dans le-
quel, les premier, deuxième et troisième éléments
résistifs (R1, R2, R3) ont une résistance égale, et
les septième, huitième et neuvième éléments résis-
tifs (R7, R8, R9) ont chacun une résistance égale de
trois fois la résistance des premier, deuxième et troi-
sième éléments résistifs (R1, R2, R3).

11. Récepteur (100) selon la revendication 7, dans le-
quel, les premier, deuxième et troisième éléments
résistifs (R1, R2, R3) ont une résistance égale, et
les septième, huitième et neuvième éléments résis-
tifs (R7, R8, R9) ont chacun une résistance égale du
double de la résistance des premier, deuxième et
troisième éléments résistifs (R1, R2, R3).

12. Système de signalisation (300) comprenant un co-
deur (310), un émetteur (320), un récepteur (100)
selon l’une quelconque des revendications 1 à 11,
et un décodeur (340).

13. Dispositif de communication sans fil (500) compre-
nant un système de signalisation (300) selon la re-
vendication 12.

14. Procédé d’utilisation d’un récepteur (100) selon l’une
quelconque des revendications 1 à 11, le procédé
comprenant :

appliquer des tensions aux première, deuxième
et troisième bornes d’entrée (A, B, C) du récep-
teur (100) ; et
sélectionner, en fonction des tensions, diffé-
rents états de sortie du récepteur (100).

15. Procédé selon la revendication 14, dans lequel pour
au moins l’un des états de sortie deux des première,
deuxième et troisième bornes d’entrée (A, B, C) sont
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à une tension commune et une troisième des pre-
mière, deuxième et troisième bornes d’entrée (A, B,
C) est à une tension différente.

16. Procédé selon la revendication 14 ou la revendica-
tion 15, dans lequel pour au moins l’un des états de
sortie les première, deuxième et troisième bornes
d’entrée (A, B, C) sont à des tensions différentes, où
l’une des première, deuxième et troisième bornes
d’entrée (A, B, C) est à une tension intermédiaire se
situant au milieu des tensions des deux autres des
première, deuxième et troisième bornes d’entrée (A,
B, C).

17. Procédé d’utilisation d’une interface numérique à
trois câbles selon la revendication 14, comprenant
fournir douze états de sortie du récepteur (100); dans
lequel pour six des douze états de sortie deux des
première, deuxième et troisième bornes d’entrée (A,
B, C) sont à une tension commune et une troisième
des première, deuxième et troisième bornes d’en-
trée (A, B, C) est à une tension différente ; et dans
lequel pour six autres des douze états de sortie les
première, deuxième et troisième bornes d’entrée (A,
B, C) sont à des tensions différentes avec l’une des
première, deuxième et troisième bornes d’entrée (A,
B, C) se trouvant à une tension intermédiaire située
au milieu des tensions des deux autres des premiè-
re, deuxième et troisième bornes d’entrée (A, B, C).
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