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Description

[0001] The invention relates to a valve assembly and
to a seat adjusting device. The invention relates in par-
ticular to a valve assembly operative to supply a fluid, in
particular a gas, to an inflatable chamber of a seat ad-
justing device.
[0002] Lumbar supports, side supports or other adjust-
able supports as well as massage units are frequently
provided in seats to enhance an occupant’s comfort when
seated on the seat. Lumbar support devices are provided
in backrests in order to provide adequate support in the
lumbar vertebral or lordosis region of a person sitting on
the seat by forming a suitable support surface. Side sup-
ports are provided on a backrest and/or on a seat portion
to provide adjustable side support. The latter may be de-
sirable not only to accommodate varying occupant sizes,
but also to actively adjust lateral support in response to
centrifugal forces. Massage units may be integrated into
a seat to stimulate blood circulation and/or to further en-
hance occupant comfort.
[0003] Some implementations of seat adjusting devic-
es utilize one or plural inflatable fluid chambers. The fluid
chambers may be configured as inflatable cushions or
bladders which change their shape and/or size in de-
pendence on an amount of fluid contained therein. Ex-
amples for seats having lumbar support devices imple-
mented using inflatable fluid chambers are described, for
example in EP 1 072 465 A1 or in DE 100 63 478 A1. An
adjustment of the adjustable support may be effected by
means of a pressure source and a suitably configured
pneumatic circuit comprising valves and connecting
members, such as hoses.
[0004] The integration of an increasing number of ad-
justable components into a seat enhances sitting com-
fort. On the other hand, installation space available in the
seat is limited. Further, the integration of an increasing
number of actuators and associated componentry re-
quired to couple the actuator to a mechanically or pneu-
matically adjustable member leads to an increase of as-
sembly time and, thus, assembly costs. While pneumatic
elements, such as valves, may enhance life time of and/or
comfort provided by the adjustable support device, such
components may add to installation space and cost.
[0005] In order to address problems associated with
installation space, installation time and installation cost,
a plurality of valves can be assembled to form a valve
battery, which may be pre-assembled prior to installation
in a seat. DE 44 13 657 C1 describes an example for a
valve battery having a modular configuration, with one
valve being integrated into each module and plural mod-
ules being combined to form the valve battery.
[0006] In order to further reduce the number of com-
ponents which need to be assembled, fluid channels may
be integrated into a solid member of a valve battery hous-
ing. While this allows the time required for assembling
the valve battery to be reduced, such a design may suffer
from a reduced design flexibility. For illustration, for a

given design of the valve battery housing, the configura-
tion of channels formed in the valve battery housing may
invariably determine the types of valves which may be
installed in the housing. In consequence, it may be re-
quired to produce and supply different valve battery hous-
ings depending on whether 3/2-valves, 3/3-valves or 2/2-
valves or specific combinations thereof are to be installed
in the valve battery housing, which in turn adds to costs.
[0007] US 2009/0098407 A1 which serves as basis for
the preamble of the independent claim describes a lam-
inated structure for a fluid which has grooves formed in
a block member to define fluid channels. Valves may be
attached to the laminated structure.
[0008] GB 2 277 084 A relates to a glassware forming
machine. A valve plate is provided with a pattern of
grooves. Channels extend from an entry port to an as-
sociated exit port.
[0009] GB 2 004 577 A relates to a fluid distribution
module for fixing to a wall or partition. The module in-
cludes a moulding carrying control valves. The module
has a distribution duct for distributing mixed water. Three
control valves are coupled to the distribution duct. A duct
for supplying water to a hand shower communicates with
one of the control valves. A duct for supplying water to a
fixed shower communicates with another one of the con-
trol valves. A duct for supplying water to a bath commu-
nicates with yet another one of the control valves. The
duct for supplying water to the hand shower and the duct
for supplying water to the fixed shower extend on the
same side relative to the distribution duct. The duct for
supplying water to the bath extends on an opposite side
relative to the distribution duct. The various ducts are
formed in the moulding which includes an upper element
and a lower element.
[0010] There is a continued need in the art for a valve
assembly which addresses some of the above needs. In
particular, there is a continued need in the art for a valve
assembly which has fluid channels incorporated into a
housing, while allowing different types of valves and/or
different combinations of such valves to be integrated
into the valve assembly.
[0011] According to embodiments of the invention, this
need is addressed by a valve assembly as defined by
the independent claim. The dependent claims define em-
bodiments.
[0012] According to an embodiment, a valve assembly
is provided. The valve assembly comprises a housing
and a plurality of valves disposed within the housing. The
housing comprises a layered body. The layered body
comprises a first layer and a second layer. The first layer
and the second layer in combination define a fluid supply
channel, a first plurality of fluid channels and a second
plurality of fluid channels. Each one of the plurality of
valves is in fluid communication with the fluid supply
channel and respectively at least one fluid channel se-
lected from the first plurality of fluid channels and the
second plurality of fluid channels. The fluid supply chan-
nel partitions the layered body such that the first plurality
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of fluid channels is arranged on a first side relative to the
fluid supply channel and that the second plurality of fluid
channels is arranged on a second side opposite to said
the side relative to the fluid supply channel. The layered
body further comprises noise dampers associated with
the first plurality of fluid channels and the second plurality
of fluid channels. The noise dampers are interposed be-
tween the first layer and the second layer of the layered
body.
[0013] In the valve assembly, various fluid channels
are defined by the layered body, thereby reducing the
number of fluid connections which must be separately
installed. The arrangement with the first plurality of fluid
channels and the second plurality of fluid channels being
arranged on opposite sides relative to the fluid supply
channel provides a housing with integrated fluid channels
which affords a high degree of flexibility. Different types
of valves may be integrated into the housing by allowing
a valve to be selectively coupled to only one of the first
plurality of fluid channels or the second plurality of fluid
channels, or by alternatively allowing a valve to be cou-
pled to both one of the first plurality of fluid channels and
one of the second plurality of fluid channels. The valve
assembly may be readily adapted to customer’s needs
by assembling the desired types and numbers of valves
with the housing.
[0014] The plurality of valves may comprise a pair of
valves and a 3/3-way valve. The layered body, the pair
valves and the 3/3-way valve may be configured such
that a first fluid channel selected from the first plurality of
fluid channels and a second fluid channel selected from
the second plurality of fluid channels are selectively en-
gageable with either the pair of valves or the 3/3-way
valve. The pair of valves may be a pair of 3/2-way valves,
a pair of 2/2-way valves, or a combination of one 3/2-way
valve and one 2/2-way valve.
[0015] By adapting the configurations of the pair of
valves and of the 3/3-way valve such that either the pair
of valves or the 3/3-way valve can be selectively associ-
ated with a pair of fluid channels disposed on opposite
sides relative to the fluid supply channel, a high flexibility
in assembling different types of valves in one valve as-
sembly is attained.
[0016] According to another embodiment, a pneumatic
seat adjusting device is provided. The seat adjusting de-
vice comprises the valve assembly of any one embodi-
ment and a plurality of inflatable fluid chambers connect-
ed to the valve assembly. Each one of the inflatable fluid
chambers may be in fluid communication with respec-
tively one fluid channel selected from the first plurality of
fluid channels or the second plurality of fluid channels.
[0017] Owing to the high degree of versatility afforded
by the valve assembly, the valve assembly may be uti-
lized in association with inflatable fluid chambers dis-
posed at various locations on or in a seat. For illustration,
the inflatable fluid chambers of a lumbar support may be
in fluid communication with respectively one 3/3-way
valve of the valve assembly. Alternatively or additionally,

the inflatable fluid chambers of a side support may re-
spectively be in fluid communication with respectively
one 3/3-way valve of the valve assembly. Alternatively
or additionally, a pair of inflatable fluid chambers forming
a massage unit may be in fluid communication with a pair
of 3/2-way valves or a pair of 2/2-way valves of the valve
assembly. The housing does not need to be adapted
when different types of valves are assembled in the valve
assembly.
[0018] According to another embodiment, a seat is pro-
vided which includes the pneumatic seat adjusting device
of any one embodiment.
[0019] The valve assembly according to various as-
pects and embodiments may be utilized for adjusting
components of a seat, in particular in vehicle seating. For
illustration, the valve assembly may be applied to a seat
which includes a massage unit, or to a seat which in-
cludes both a massage unit and an adjustable lumbar
support device, e.g., a two-way lumbar support or a four-
way lumbar support, or to a seat which includes both a
massage unit and an adjustable lumbar support device
and an adjustable side support device or any combination
thereof. The valve assembly may also be utilized for ad-
justing other components of a seat.
[0020] Embodiments of the invention will be described
with reference to the accompanying drawings.

Fig. 1 is a schematic view of a seat having an ad-
justing device including a valve assembly according
to an embodiment.

Fig. 2 is an exploded perspective view of a valve
assembly according to an embodiment.

Fig. 3 is a perspective view of a main housing portion
of the valve assembly of Fig. 2 on which a first layer
of a layered body is formed.

Fig. 4 is an enlarged detail view illustrating a section
defined by the main housing portion of Fig. 3.

Fig. 5 is a plan view of the valve assembly of Fig. 2
with a second layer of the layered body removed.

Fig. 6 is a perspective view of a plurality of valves of
the valve assembly of Fig. 2.

Fig. 7 is a cross-sectional view of the valve assembly
of Fig. 2 along line VII-VII in Fig. 5.

Fig. 8 is a cross-sectional view of the valve assembly
of Fig. 2 in a direction perpendicular to the longitu-
dinal axis of a fluid supply channel, the drawing plane
passing through one 3/3-way valve.

Fig. 9 is a cross-sectional view of the valve assembly
of Fig. 2 in a direction perpendicular to the longitu-
dinal axis of a fluid supply channel, the drawing plane
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passing through a pair of two 3/2-way valves.

Fig. 10 is a cross-sectional view of the valve assem-
bly of Fig. 2 in a direction perpendicular to the lon-
gitudinal axis of a fluid supply channel, the drawing
plane passing through a pair of two 2/2-way valves.

[0021] Exemplary embodiments of the invention will be
described with reference to the drawings. While some
embodiments will be described in the context of specific
fields of application, such as in the context of automotive
vehicle seating, the embodiments are not limited to this
field of application. The features of the various embodi-
ments may be combined with each other unless specif-
ically stated otherwise.
[0022] According to embodiments, a valve assembly
is provided which has a housing comprising a layered
body, which defines a fluid supply channel, a first plurality
of fluid channels and a second plurality of fluid channels,
with the first and second plurality of fluid channels being
arranged on opposite sides relative to the fluid supply
channel. A plurality of valves is disposed within the hous-
ing, each valve having an inlet port in fluid communication
with the fluid supply channel and at least one other port
in fluid communication with at least one of the first plurality
of fluid channels and the second plurality of fluid chan-
nels.
[0023] The plurality of valves may include at least one
valve which has an inlet port in fluid communication with
the fluid supply channel, a port in fluid communication
with one fluid channel of the first plurality of fluid channels
and a port in fluid communication with one fluid channel
of the second plurality of fluid channels. The two fluid
channels selected from the first and second pluralities of
fluid channels may be arranged symmetrically relative to
the fluid supply channel. By utilizing a valve which has a
configuration such that it can be coupled to both one of
the first fluid channels and one of the second fluid chan-
nels defined by the layered body, valve configurations
are possible in which a valve is allowed to extend across
the fluid supply channel, so as to couple to both one of
the first fluid channels and to one of the second fluid
channels.
[0024] The valve having ports in fluid communication
with both one of the first plurality of fluid channels and
one of the second plurality of fluid channels may be a
3/3-way valve. Such a valve may in particular be used in
association with an inflatable fluid chamber used for ad-
justing a seat contour over extended time periods. Ex-
amples for such fluid chambers include a fluid chamber
of a lumbar support or a fluid chamber of a side support.
[0025] The valve having ports in fluid communication
with both one of the first plurality of fluid channels and
one of the second plurality of fluid channels may be con-
figured such that it can be rotated by 180° about an axis
and can be coupled to the layered body in its rotated
state. For illustration, the valve having ports in fluid com-
munication with both one of the first plurality of fluid chan-

nels and one of the second plurality of fluid channels may
have an outer shell which is essentially inversion sym-
metric relative to a symmetry axis. The symmetry axis
may extend in a direction orthogonal to the longitudinal
axis of the fluid supply channel, and in a direction orthog-
onal to a plane defined by the layered body. This config-
uration allows the valve having ports in fluid communi-
cation with both one of the first plurality of fluid channels
and one of the second plurality of fluid channels to be
installed in two different orientations, so that external
ports of the valve assembly may be selectively assigned
to be working ports to be connected to an inflatable fluid
chamber or to be exhaust ports.
[0026] The plurality of valves may additionally or alter-
natively include a pair of valves, which are here referred
to as a first valve and a second valve of the pair. The first
valve and the second valve may respectively have an
input port in fluid communication with the fluid supply
channel. The first valve may have a fluid port in fluid com-
munication with one of the first plurality of fluid channels.
The second valve may have a fluid port in fluid commu-
nication with one of the second plurality of fluid channels.
The two fluid channels selected from the first and second
pluralities of fluid channels may be arranged symmetri-
cally relative to the fluid supply channel. By utilizing such
a pair of valves with the first valve coupling to one of the
first plurality of fluid channels and the second valve cou-
pling to one of the second plurality of fluid channels, ad-
ditional valve functionalities may be integrated into the
valve assembly. The fluid port of the first valve and the
fluid port of the second valve may be arranged symmet-
rically relative to the input port.
[0027] For illustration rather than limitation, the first and
second valve of the pair of valves may respectively be
configured as 3/2-way valves or 2/2-way valves. 3/2-way
valves may in particular be used in association with an
inflatable fluid chamber in which it is generally not re-
quired to hold the amount of fluid introduced thereinto
constant over extended time periods. Examples for such
fluid chambers include fluid chambers of a massage unit.
[0028] If the pair of valves is a pair of 3/2-way valves,
the 3/2-way valves may respectively have an exhaust
port for discharging fluid. The exhaust ports may be en-
closed within the housing, so that fluid is first discharged
to a volume enclosed by the housing upon deflation of
an inflatable fluid chamber. The layered body may define
a flat noise damping compartment through which fluid
discharged upon deflation of an inflatable fluid chamber
is guided prior to exiting the housing of the valve assem-
bly. The flat noise damping compartment may be provid-
ed with noise damping elements, such as a noise damp-
ing foam material or a compressed granular material.
[0029] The first and second valve of the pair of valves
may be co-axially aligned. The inlet ports of the first valve
and the second valve may face each other. Thereby, a
compact design may be implemented.
[0030] The valve assembly may include both a pair of
valves, e.g., a pair of 3/2-way valves or a pair of 2/2-way
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valves, and a valve having ports in fluid communication
with both one of the first plurality of fluid channels and
one of the second plurality of fluid channels. The valve
having ports in fluid communication with both one of the
first plurality of fluid channels and one of the second plu-
rality of fluid channels may have an exterior shape which
corresponds to, i.e., is essentially similar, to the one of
the pair of 3/2-way valves.
[0031] The layered body may be configured such that
the fluid supply channel defines a supply passage for
supplying fluid to a valve or to a pair of valve. The layered
body may further define an associated first passage for
allowing fluid to pass into or out of one of the first plurality
of fluid channels and an associated second passage for
allowing fluid to pass into or out of one of the second
plurality of fluid channels. The associated first passage
and the associated second passage may be arranged in
an inversion-symmetric manner relative to the supply
passage. The associated first passage and the associ-
ated second passage may also be arranged in a mirror-
symmetric manner relative to a center plane of the fluid
supply channel. By virtue of such a symmetric configu-
ration of the passages in the layered body, the installation
of valves in different orientations on the layered body is
facilitated. The supply passage, the first passage and the
second passage may have longitudinal axes which re-
spectively extend perpendicularly to a longitudinal axis
of the fluid supply channel.
[0032] The layered body may define a plurality of mu-
tually fluid-tight first compartments and a plurality of mu-
tually fluid-tight second compartments. A first compart-
ment selected from the plurality of first compartments
and a second compartment selected from the plurality of
second compartments may be mirror-symmetric relative
to a virtual plane passing through the fluid supply channel
or may be inversion-symmetric relative to a point located
on this virtual plane. Thereby, installation of valves in
different orientations is facilitated.
[0033] The first compartments may have identical con-
formations and may comprise respectively one of the first
plurality of fluid channels. The second compartments
may have identical conformations and may comprise re-
spectively one of the second plurality of fluid channels.
By forming such compartments, a repeating pattern of
fluid channels is realized in the layered body, so that dif-
ferent types of valves may be assembled as needed for
the specific application.
[0034] The fluid supply channel may have a linear por-
tion and each fluid channel of the first plurality of fluid
channels and of the second plurality of fluid channels
may respectively have a linear portion extending trans-
verse to the linear portion of the fluid supply channel.
[0035] The layered body further comprises noise
dampers associated with the first plurality of fluid chan-
nels and the second plurality of fluid channels. The noise
dampers are interposed between the first layer and the
second layer of the layered body. By integrating noise
dampers into the layered body, noise levels may be de-

creased without requiring the noise dampers to be in-
stalled separately from the layered body.
[0036] Further, the material and/or dimensions of the
noise dampers may be selected depending on a desired
time constant for inflation and/or deflation of the associ-
ated fluid chamber.
[0037] The housing may comprise a first side wall pro-
vided with a first plurality of connectors and a second
side wall provided with a second plurality of connectors.
The first and second side walls may be spaced from each
other. Each connector of the first plurality of connectors
may be in fluid communication with respectively one of
the first plurality of fluid channels. Each connector of the
second plurality of connectors may be in fluid communi-
cation with respectively one of the second plurality of fluid
channels. Thereby, the passage of fluid through the var-
ious connectors may be readily controlled via the valve
assembly.
[0038] The first side wall and the second side wall may
be integrally formed with at least one of the first layer and
the second layer of the layered body. Thereby, the
number of components to be assembled may be de-
creased. Owing to the sandwich-structure of the layered
body, a housing portion having the required recesses to
implement one of the layers of the layered body can be
readily formed, for example using various molding tech-
niques.
[0039] The first layer and the second layer may be
welded together along a plurality of weld lines. Thereby,
fluid-tight channels can be readily formed.
[0040] The valve assembly may comprise at least one
pressure sensor in direct fluid communication with at
least one valve of the plurality of valves. This allows the
pressure sensor to be mounted without requiring the in-
stallation of tubing.
[0041] The valve assembly may further comprise a cal-
ibrated pressure sensor in fluid communication with the
fluid supply channel to sense a pressure therein. The at
least one pressure sensor in direct fluid communication
with at least one valve of the plurality of valves may be
a non-calibrated pressure sensor. A control circuit may
be coupled to both the calibrated pressure sensor and
the non-calibrated pressure sensor and may perform a
calibration on the output signals of the non-calibrated
pressure sensor based on an output signal received from
the calibrated pressure sensor. By using one or several
non-calibrated pressure sensor(s), costs of the valve as-
sembly may be decreased.
[0042] In any one embodiment described herein, the
fluid may be a gas. The fluid may in particular be air.
[0043] Referring now to the drawings, embodiments
will be described in more detail.
[0044] Fig. 1 is a schematic view of a vehicle seat 1
having an adjusting device which comprises a valve as-
sembly according to an embodiment. The adjusting de-
vice includes inflatable fluid chambers configured as
bladders. Some of the bladders may be such that it may
be desirable to selectively increase, decrease or hold an
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amount of fluid introduced thereinto. This may be desir-
able when the bladder constitutes a mechanism for ad-
justing a seat contour over extended time periods, such
as an adjustable lumbar support. Alternatively or addi-
tionally, some of the bladders may be configured such
that the amount of fluid introduced thereinto is increased
or decreased during operation, while the amount of fluid
does not need to be kept constant at a pressure greater
than ambient pressure over extended time period. This
may be desirable for bladders constituting, for example,
massage units where pressure in the bladders are con-
tinuously adjusted.
[0045] For illustration rather than limitation, the seat 1
is shown to include an adjustable lumbar support and
massage units for stimulating blood circulation in an oc-
cupant’s thighs. The lumbar support includes inflatable
fluid chambers, which are configured as inflatable blad-
ders 2, 3, 4. The bladders 2, 3, 4 are configured to change
their exterior dimensions when a fluid pressure in the
respective bladder is adjusted. Bladders 2, 3, 4 are pro-
vided at a lower portion of the backrest of the vehicle seat
1 and are offset relative to each other in a longitudinal
direction of the backrest. By inflating or deflating all blad-
ders 2, 3, 4, the amount of curvature in the lower backrest
portion may be adjusted. By inflating one of the bladders
2, 3, 4 while deflating an other one, the apex position
may be shifted. Thereby, a four-way lumbar support de-
vice may be implemented. The massage units are shown
to respectively include a pair of bladders 5, 6 arranged
in the seat portion of the seat 1. By inflating one of the
bladders 5, 6 while deflating the other one of the bladders
5, 6, the top surface of the seat portion may be made to
provide a pressure point moving in the fore-and-aft di-
rection.
[0046] While a lumbar support device and massage
units for the thigh region are shown in Fig. 1, the seat 1
may alternatively or additionally include adjusting devic-
es arranged at other locations. Some of the bladders 2-6
illustrated in Fig. 1 may also be omitted. For illustration,
instead of or in addition to the lumbar support device,
bladders may be provided in side bolster portions of the
seat to implement an adjustable side support. For further
illustration, massage bladders may be provided on the
backrest portion of the seat.
[0047] The adjusting device further includes a pres-
sure fluid source 7, a valve assembly 10, a control circuit
8 and a manual control device 9. The pressure fluid
source 7 is configured to provide a pressure fluid, in par-
ticular a gas, to the valve assembly 10. The pressure
fluid source 7 may include a pump which supplies gas to
the valve assembly 10. The valve assembly 10 is config-
ured to receive the gas provided by the pressure fluid
source 7 and to supply the gas to bladders installed in
the seat 1. Actuation of the pressure fluid source 7 and
of the valve assembly 10 may be controlled by the control
circuit 8 which is electrically connected to the pressure
fluid source 7 and the valve assembly 10.
[0048] The valve assembly 10 includes a plurality of

valves 11-13. The valves are arranged in a housing of
the valve assembly 10. The housing includes a layered
body which defines fluid channels. The housing is con-
figured such that different types of valves may be assem-
bled in the housing and may be combined with the fluid
channels defined by the housing, without requiring the
housing as such to be adapted to the types of valves.
[0049] The valve assembly 10 may include at least a
pair of valves 11, 12 which may be 3/2-way valves or 2/2-
way valves. In implementations, a pair of 3/2-way valves
may be provided for supplying fluid to a pair of bladders
when it is not required to hold the amount of fluid intro-
duced into the respective bladders at a constant pressure
grater than ambient pressure over extended time peri-
ods. For illustration, the bladders 5 and 6 of a massage
unit will be inflated and deflated in an alternating manner.
The valve 12 is in fluid communication with the bladder
6 of the massage unit. Similarly, the valve 11 is in fluid
communication with the bladder 5 of the massage unit
via a suitable fluid line, such as a hose (not shown in Fig.
1).
[0050] The valve assembly 10 may further include at
least one 3/3-way valve 13. In implementations, a 3/3-
way valve may be provided for supplying fluid to a bladder
when it is generally required to hold the amount of fluid
introduced into the respective bladders constant at a
pressure greater than ambient pressure over extended
time periods. For illustration, for bladders 2, 3, 4 of the
lumbar support or bladders of a side support, it is gener-
ally desired to alter the amount of fluid introduced into
the bladder in accordance with an occupant’s needs, and
to then hold the amount of fluid at least approximately
constant. The 3/3-way valve allows the amount of fluid
introduced into the fluid chamber to be increased, to be
decreased, or to be kept constant. The valve 13 is in fluid
communication with the bladder 2 of the lumbar support.
The valve assembly 10 will generally include additional
valves in fluid communication with the bladders 3 and 4
of the lumbar support.
[0051] As schematically illustrated in Fig. 1, a 3/3-way
valve 13 which is used for increasing, decreasing or hold-
ing constant the amount of fluid introduced into the fluid
chamber associated with the valve has outer dimensions
which correspond to the ones of a pair of valves 11, 12
which are respectively used for increasing or decreasing
the amount of fluid introduced into the associated fluid
chambers. As will be explained in more detail below, the
configuration of the housing of the valve assembly 10 is
such that either a pair of valves 11, 12 used for increasing
or decreasing the amount of fluid introduced into the as-
sociated pair of fluid chambers or alternatively a valve
13 used for increasing, decreasing or holding constant
the amount of fluid introduced into the associated fluid
chamber may be coupled to the fluid channels defined
by housing at any one of plural locations provided for
installing valves.
[0052] The housing of the valve assembly and the
valve 13 used for increasing, decreasing or holding con-
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stant the amount of fluid introduced into the associated
fluid chamber may be configured such that the valve 13
can be mounted in the housing in two different orienta-
tions. The two different orientations may be such that the
3/3-way valve 13 may be rotated by 180° degrees about
an axis perpendicular to a longitudinal axis of the valve
13. Thereby, the lateral side of the valve assembly 10 at
which the hose connecting the valve 13 to the bladder 2
has to be mounted may be freely selected as desired for
a given seat design. Design can thus be optimized with
a view to reducing the installation space required for tub-
ing or similar, and/or with a view to reducing excessive
curvature in fluid lines.
[0053] While not shown in Fig. 1, the valve assembly
may alternatively or additionally also include valves
which establish fluid communication between a bladder
and a common fluid supply channel and at least one valve
for venting the fluid supply channel, to bring the fluid sup-
ply channel to ambient pressure. The valves may be used
to, in combination, increase, hold constant or decrease
the amount of fluid introduced into the respective fluid
chamber. For illustration rather than limitation, the valve
assembly may include a pair of 2/2-way valves respec-
tively associated with right or left side bladders installed
in a lower seat portion. The valve assembly may include
another pair of 2/2-way valves respectively associated
with right or left side bladders installed in a backrest por-
tion. The valve assembly may include another pair of 2/2-
way valves having a port at ambient pressure for allowing
the side bladders to be vented via a common fluid supply
channel.
[0054] The configuration of the valve assembly 10 ac-
cording to an exemplary embodiments will next be de-
scribed with reference to Figs. 2-10.
[0055] Fig. 2 is an exploded perspective view of the
valve assembly 10. The valve assembly 10 includes a
housing having a main housing portion 20, an end portion
23, and a closure plate 22. The valve assembly 10 in-
cludes a plurality of valves 50. The valve assembly 10
includes a circuit board 15, to which the valves 50 may
be attached using fasteners 64. The circuit board 15 has
connectors 16 for energizing the valves 50 and/or for
supplying power and control signals to the valves 50.
[0056] The housing portion 20 includes a major face
21 which serves as a first layer 21 of a layered body of
the housing. The first layer 21 of the layered body in-
cludes a plurality of recesses to define fluid channels.
The first layer 21 further includes ridges projecting from
the major face for joining the first layer 21 and the closure
plate 22, which serves as second layer 22 of the layered
body.
[0057] When joined to each other, the first layer 21 and
the second layer 22 form a layered body having a sand-
wich-structure. The layered body defines a plurality of
fluid channels which are interposed between and bound-
ed by the first layer 21 and the second layer 22. The
layered body defines a fluid supply channel through
which fluid is supplied to the valves 50 in use of the valve

assembly. The structure of the layered body and of the
fluid channels formed therein will be described in more
detail with reference to Figs. 3-10.
[0058] A plurality of noise dampers 60 are interposed
between the first layer 21 and the second layer 22. The
noise dampers 60 may have various configurations, in-
cluding foam pads or compressed granular material,
without being limited thereto. The noise dampers 60 may
include noise dampers 61 affixed in compartments de-
fined by the first layer 21 and the second layer 22. The
fluid may pass the noise damper 61 upon passage be-
tween a valve and an associated fluid chamber. The
noise dampers 61 arranged in different compartments
defined by the layered body may have different configu-
rations so as to provide different fluid resistances to the
fluid. Thereby, the time constants for inflating or deflating
the different inflatable fluid chambers may be adjusted
using different noise dampers.
[0059] The noise dampers 60 may include additional
noise dampers 62, 63 which may also be interposed be-
tween the first layer 21 and the second layer 22, but may
not be associated with any particular valve. For illustra-
tion, the additional noise dampers 62, 63 may be ar-
ranged in a flat noise damper compartment through
which gas output by different ones of the valves 50 is
guided when the associated fluid chamber is deflated.
[0060] The main housing portion 20 includes side walls
24 and 25 (not seen in Fig. 2), which are spaced from
each other. The side walls 24, 25 and the major face
which serves as first layer 21 are integrally formed. On
the side walls 24, 25, connectors 27 for establishing a
fluid connection between the valve assembly 10 and an
inflatable fluid chamber are provided. The connectors are
respectively associated and in fluid communication with
a fluid channel defined between the first layer 21 and the
second layer 22.
[0061] The plurality of valves 50 may all be of the same
type. Alternatively, the valves 50 may include valves of
different types and having different constructions. For il-
lustration, the plurality of valves 50 may include a 3/3-
way valve 51. The plurality of valves 50 may additionally
include a pair of 3/2-way valves 55a and 55b. As will be
described in more detail, the pair of 3/2-way valves 55a
and 55b in combination has outer dimensions which are
similar to the ones of the 3/3-way valve. Other combina-
tions of valves and other types of valves may be utilized.
For illustration, the plurality of valves 50 may include at
least one pair or several pairs of 2/2-way valves.
[0062] The valves 50 may be attached on the circuit
board 15. The circuit board 15 may include conductive
traces electrically coupled with the plurality of valves 50.
The circuit board 15 may define a repeating pattern of
connection portions at which a valve or pair of valves
may be electrically coupled with the circuit board 15.
[0063] At least one of the valves 50 may have a pres-
sure sensor 17 associated with it. In an exemplary im-
plementation, at least some of the 3/3-way valves may
have an associated pressure sensor 17. The valve and
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associated pressure sensor 17 may be configured such
that the pressure sensor 17 can be brought into direct
fluid communication with the valve, without requiring any
tubing separate from the valve and the pressure sensor
17 to establish a fluid connection therebetween. The
pressure sensor 17 may be a non-calibrated pressure
sensor.
[0064] The valve assembly 10 may further include a
pressure sensor 18 in fluid communication with the fluid
supply channel which is defined between the first layer
21 and the second layer 22. The pressure sensor 18 may
be coupled to the fluid supply channel via a connector
body 19. The connector body 19 may be formed from a
plastic material, in particular from rubber. The connector
body 19 may be formed from plastic. The pressure sensor
18 may be a calibrated pressure sensor. When the valve
assembly includes at least one calibrated pressure sen-
sor and at least one non-calibrated pressure sensor, the
control circuit 8 coupled to both the non-calibrated pres-
sure sensor 17 and the calibrated pressure sensor 18
may utilize the output signals of the calibrated pressure
sensor 18 in combination with the output signal of a non-
calibrated pressure sensor 17, in a state in which the
respective non-calibrated pressure sensor 17 is in fluid
communication with the fluid supply channel, to calibrate
the output signals of the non-calibrated pressure sensor
17.
[0065] Fig. 3 shows the main housing portion 20 in
more detail, and Fig. 4 is a detail view illustrating a com-
partment defined by the layered body. The main housing
portion 20 is illustrated with the side forming the first layer
21 of the layered body facing upward in Figs. 3 and 4,
i.e., the viewing direction is inverted as compared to Fig.
2.
[0066] The major face of the main housing portion 20
which serves as the first layer 21 of the layered body is
provided with a structured surface. The first layer 21 has
a recess which defines a fluid supply channel 70. Joining
ridges 38 extend on lateral sides of the fluid supply chan-
nel 70 towards the second layer 22. The first layer 21
and the second layer 22 are joined along the joining ridg-
es 38 in a fluid-right manner. For illustration rather than
limitation, the first layer 21 and the second layer 22 may
be joined by various techniques, such as welding or sim-
ilar. The fluid supply channel 70 has a linear portion which
extends parallel to a longitudinal axis of the main housing
portion 20. The linear portion of the fluid supply channel
70 may extend along a center axis of the main housing
portion 20. The fluid supply channel 70 is in fluid com-
munication with a connector 71. When installed, the con-
nector 71 is in fluid communication with the pressure fluid
source 7.
[0067] The fluid supply channel 70 may be provided
with an extension 72 which defines a chamber having a
cross-sectional area grater than that of the linear portion
of the fluid supply channel 70. This extension 72, when
present, may be in fluid communication with the pressure
sensor 18 via the connector 19. The extension 72 defining

a chamber integrated into the housing allows pressure
fluctuations to be reduced when an output signal of the
pressure sensor 18 is processed for sensing the pressure
in the fluid supply channel.
[0068] The fluid supply channel 70 is provided to sup-
ply fluid to the plurality of valves 50. The valves 50 re-
spectively have an input port in fluid communication with
the fluid supply channel 70, as will be described in more
detail with reference to Figs. 8-10.
[0069] The first layer 21 also has a plurality of first re-
cesses disposed on a first side relative to the fluid supply
channel 70. The plurality of first recesses defines a plu-
rality of first compartments 31-36 when the first layer 21
and the second layer 22 are joined together. Joining ridg-
es 39 extend between the first compartments towards
the second layer 22. The first layer 21 and the second
layer 22 are joined along the joining ridges 39 in a fluid-
right manner.
[0070] The plurality of first recesses formed in the first
layer 21, and thus the plurality of first compartments
31-36 defined by the layered body, are disposed adjacent
to each other along the longitudinal axis of the linear por-
tion of the fluid supply channel 70. The first recesses
formed in the first layer 21, and thus the first compart-
ments 31-36 defined by the layered body, may have iden-
tical configurations. This allows any particular valve of
the valves 50 to be installed at any one of a plurality of
locations defined by fluid passages in the first layer 21,
as will be described in more detail with reference to Figs.
8-10.
[0071] Each one of the first compartments 31-36 in-
cludes a recess forming a fluid channel 37 in the layered
body. The fluid channels 37 disposed in the plurality of
first compartments 31-36 define a first plurality of fluid
channels. As best seen in Fig. 4, the fluid channel 37
includes a recess extending along a direction transverse
to the longitudinal axis of the linear portion of the fluid
supply channel 70. The fluid channel 37 is in fluid com-
munication with one of a plurality of fluid ports 28 formed
on the side wall 25. For illustration, the recess forming
the fluid channel 37 in the compartment 31 is in fluid
communication with a fluid port designated at 29 in Fig. 3.
[0072] The first layer 21 also has a plurality of second
recesses disposed on a second side relative to the fluid
supply channel 70, which is opposite to the first side. The
plurality of second recesses defines a plurality of second
compartments 41-46 when the first layer 21 and the sec-
ond layer 22 are joined together. Joining ridges extend
between the second compartments towards the second
layer 22. The first layer 21 and the second layer 22 are
joined along the joining ridges in a fluid-right manner, so
that the second compartments 41-46 are mutually fluid-
tight.
[0073] The plurality of second recesses formed in the
first layer 21, and thus the plurality of second compart-
ments 41-46 defined by the layered body, are disposed
adjacent to each other along the longitudinal axis of the
linear portion of the fluid supply channel 70. The second
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recesses formed in the first layer 21, and thus the second
compartments 41-46 defined by the layered body, may
have identical configurations. This allows any particular
valve of the valves 50 to be installed at any one of a
plurality of locations defined by fluid passages in the first
layer 21, as will be described in more detail with reference
to Figs. 8-10.
[0074] Each second compartment 41-46 has a config-
uration which is symmetric to that of a first compartment
31-36. Different symmetries may be realized. As illustrat-
ed in Fig. 3, a first compartment 31 and associated sec-
ond compartment 41 disposed on opposite sides relative
to the fluid supply channel 70 may be mirror-symmetric
relative to a virtual mirror plane which corresponds to the
center plane of the linear portion of the fluid supply chan-
nel 70 so as to be orthogonal to the plane defined by the
first layer 21. In an alternative embodiment, a first com-
partment and associated second compartment may be
inversion-symmetric relative to an inversion point located
on the center plane of the linear portion of the fluid supply
channel 70.
[0075] Each one of the second compartments includes
a recess forming a fluid channel 47 in the layered body.
The fluid channels 47 disposed in the plurality of second
compartments 41-46 define a second plurality of fluid
channels. The fluid channel 47 includes a recess extend-
ing along a direction transverse to the longitudinal axis
of the linear portion of the fluid supply channel 70. The
fluid channel 47 is in fluid communication with one of a
plurality of fluid ports 26 formed on the side wall 24. For
illustration, the recess forming the fluid channel 47 in the
compartment 41 is in fluid communication with a fluid port
designated at 27 in Fig. 3.
[0076] The first layer 21 further has an extended por-
tion 74. The portion 74 is surrounded by ridges extending
from the plane of the first layer 21 towards the second
layer 72. The first layer 21 and the second layer 22 are
joined together along the ridges in a fluid-tight manner.
The portion 74 and the opposing portion of the second
layer 22 form a noise damper compartment. The portion
74 includes at least one through opening 75. When an
inflatable fluid chamber connected to a 3/2-way valve of
the valve assembly is deflated, fluid may be guided from
within the housing to the noise damper compartment
bounded by the extended portion 74 through the through
opening 75. The fluid may then exit the housing of the
valve assembly through cut-outs 76 formed in the ridges
surrounding the portion 74. The noise damping elements
62 and 63 illustrated in the exploded view of Fig. 2 may
be disposed to cover the through openings 75.
[0077] The layered body formed by the first layer 21
and the second layer 22 defines the fluid supply channel
70, a plurality of mutually fluid-tight first compartments
31-36 each having a fluid channel 37 in fluid communi-
cation with respectively one of the connectors 28, and a
plurality of mutually fluid-tight second compartments
41-46 each having a fluid channel 47 in fluid communi-
cation with respectively one of the connectors 26.

[0078] The first layer 21 defines fluid passages which
allow fluid to pass from the fluid supply channel 70 to
valves of the valve assembly. The first layer 21 also de-
fines fluid passages which allow fluid to pass between a
valve to respectively one of the first plurality of fluid chan-
nels 37. The first layer 21 also defines fluid passages
which allow fluid to pass between a valve and respec-
tively one of the second plurality of fluid channels 47.
These fluid passages may be arranged such that a pair
of a fluid passage which allows fluid to pass between a
valve and respectively one of the first plurality of fluid
channels 37 and a fluid passage which allows fluid to
pass between a valve and respectively one of the second
plurality of fluid channels 47 are arranged symmetrically
relative to a center plane of the fluid supply channel
and/or symmetrically relative to a fluid passage which
allows fluid to pass from the fluid supply channel 70 to a
valve.
[0079] Fig. 5 is a plan view of the valve assembly with
the second layer 22 removed. As illustrated for the first
compartment 36, the fluid passage 102 which allows fluid
to pass between a valve and the fluid channel 37 dis-
posed in the first compartment 36 is formed as a through
hole in the first layer 21. The fluid passage 103 which
allows fluid to pass between a valve and the fluid channel
47 disposed in the second compartment 46 is formed as
a through hole in the first layer 21. The supply passage
101 which allows fluid to pass between the fluid supply
channel 70 and a valve is also formed as a through hole
in the first layer 21. The fluid passages 102 and 103 may
be arranged symmetrically relative to the supply passage
101.
[0080] The arrangement of fluid passages 102 and 103
and associated supply passage 101 is respectively iden-
tical for the various first compartments 31-36 and second
compartments 41-46, with a corresponding offset along
the linear portion of the fluid supply channel 70.
[0081] The noise damper 61 is respectively attached
to the first layer 21 in the first compartments 31-36 and
in the second compartments 41-46. The noise damper
61 may be formed from a foam material, a compressed
granular material, or another suitable material. The noise
damper 61 is arranged such that fluid passing between
the connectors formed on the wall of the main housing
portion 20 and the fluid passages 101 or 102, respec-
tively, passes along or through the noise damper 61. The
noise damper 61 may have properties adapted to the
respective compartments 31-36 or 41-46 in which it is to
be disposed, so that time constants associated with in-
flation or deflation of inflatable fluid chambers may be set
by selecting an appropriate noise damper 61. The size,
material and density of the noise damper 61 may be set
so as to attain a desired fluid resistance.
[0082] As will be described in more detail below, when
an inflatable fluid chamber is to be inflated, fluid is passed
from a valve to the respective fluid chamber through one
of the fluid channels which is integrated into the layered
body of the valve assembly housing. The valve may be
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a 3/3-way valve, a 3/2-way valve or a 2/2-way valve, de-
pending on customer requirements and the constraints
imposed by the inflatable fluid chamber.
[0083] If the plurality of valves 50 includes a 3/3-way
valve, the 3/3-way valve may have three fluid ports inter-
facing the 3/3-way valve with fluid passages formed in
the layered body. The 3/3-way valve may have a fluid
port interfacing with one of the fluid passages 102 which
allows fluid to pass to one of the first plurality of fluid
channels 37, a fluid port interfacing with one of the fluid
passages 103 which allows fluid to pass to one of the
second plurality of fluid channels 47, and an inlet port
interfacing with one of the supply passages 101. The
three fluid ports interfacing the 3/3-way valve with the
layered body have a given geometrical arrangement with
lateral offsets defined by the arrangement of the supply
passage 101 and associated first and second fluid pas-
sages 102 and 103, respectively.
[0084] If the plurality of valves 50 includes a pair of 3/2-
way valves, the pair of 3/2-way valves in combination
may also have three fluid ports interfacing the pair of 3/2-
way valves with fluid passages formed in the layered
body. The pair of 3/2-way valves may have a fluid port
interfacing with one of the fluid passages 102 which al-
lows fluid to pass to one of the first plurality of fluid chan-
nels 37, a fluid port interfacing with one of the fluid pas-
sages 103 which allows fluid to pass to one of the second
plurality of fluid channels 47, and an inlet port interfacing
with one of the supply passages 101. The pair of 3/2-way
valves may have additional fluid ports for discharging flu-
id from inflatable fluid chambers to a volume enclosed
by the housing. The three fluid ports interfacing the pair
of 3/2-way valves with the layered body have a geomet-
rical arrangement which may be identical to the geomet-
rical arrangement of ports interfacing a 3/3-way valve of
the valve assembly with the layered body. The three ports
interfacing the pair of 3/2-way valves with the layered
body may have lateral offsets defined by the arrangement
of the supply passage 101 and associated first and sec-
ond fluid passages 102 and 103, respectively.
[0085] If the plurality of valves 50 includes a pair of 2/2-
way valves, the pair of 2/2-way valves in combination
may also have three fluid ports interfacing the pair of 2/2-
way valves with fluid passages formed in the layered
body. The pair of 2/2-way valves may have a fluid port
interfacing with one of the fluid passages 102 which al-
lows fluid to pass to one of the first plurality of fluid chan-
nels 37, a fluid port interfacing with one of the fluid pas-
sages 103 which allows fluid to pass to one of the second
plurality of fluid channels 47, and an inlet port interfacing
with one of the supply passages 101. The pair of 2/2-way
valves may have additional fluid ports for discharging flu-
id from inflatable fluid chambers to a volume enclosed
by the housing. The three fluid ports interfacing the pair
of 2/2-way valves with the layered body have a geomet-
rical arrangement which may be identical to the geomet-
rical arrangement of ports interfacing a 3/3-way valve of
the valve assembly with the layered body. The three ports

interfacing the pair of 2/2-way valves with the layered
body may have lateral offsets defined by the arrangement
of the supply passage 101 and associated first and sec-
ond fluid passages 102 and 103, respectively.
[0086] Further, not only the fluid ports for interfacing
the 3/3-way valve or a pair of 3/2-way valves or a pair of
2/2-way valves with the layered body, but also the re-
spective electrical connectors may be arranged in an
identical manner on the different types of valves. The
3/3-way valve may have electrical connectors for con-
necting the 3/3-way valve to the circuit board, the elec-
trical connectors having a pre-defined arrangement. If
the plurality of valves 50 includes a pair of 3/2-way valves,
the pair of 3/2-way valves in combination may also have
electrical connectors arranged in the same pre-defined
arrangement. If the plurality of valves 50 includes a pair
of 2/2-way valves, the pair of 2/2-way valves in combi-
nation may also have electrical connectors arranged in
the same pre-defined arrangement.
[0087] The above configuration allows one or several
3/3-way valves, one or several pair(s) of 3/2-way valves
and/or one or several pair(s) of 2/2-way valves to be com-
bined in the valve assembly. The above configuration
allows the different types of valves to be respectively po-
sitioned as desired so as to communicate with a selected
pair of a first fluid compartment 31-36 and an opposing
second fluid compartment 41-46.
[0088] Fig. 6 shows an exemplary plurality of valves
50 which may be utilized in a valve assembly of an em-
bodiments. The plurality of valves 50 includes a 3/3-way
valve 51, another 3/3-way valve 52, another 3/3-way
valve 53, a pair of 3/2-way valves 54a and 54b, another
pair of 3/2-way valves 55a and 55b, and a pair of 2/2-
way valves 56a and 56b. Other combinations of valves
may be used, depending on the number of inflatable fluid
chambers which are to be supplied with fluid and/or de-
pending on a number of fluid chambers which are to be
kept at constant pressure over extended time periods.
[0089] The 3/3-way valve has exterior dimensions
which essentially correspond to the exterior dimensions
of the pair of 3/2-way valves or to the exterior dimensions
of the pair of 2/2-way valves. Variations in exterior di-
mensions are tolerable as long as they allow the 3/3-way
valve, the pair of 3/2-way valves and/or the pair of 2/2-
way valves or a combination thereof to be positioned ad-
jacent to each other along the longitudinal axis of the fluid
supply channel 70 so as to respectively interface with
one of the first compartments 31-36 and one of the sec-
ond compartments 41-46.
[0090] The 3/3-way valve may include two portions 57,
58, which respectively include an electromagnetic actu-
ator. The actuator included in the two portions 57, 58 may
include a solenoid. The two portions 57, 58 are in fluid
communication via a center portion 81 disposed between
the two portions 57 and 58. The 3/3-way valve including
the two portions 57, 58 respectively having an actuator
and the center portion 81 may be formed as an integral
unit. The center portion 81 may define the inlet port of
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the 3/3-way valve interfacing the 3/3-way valve with the
fluid supply channel, a fluid port for interfacing the 3/3-
way valve with one fluid channel 37 disposed in one of
the first plurality of compartments 31-36, and another flu-
id port for interfacing the 3/3-way valve with one fluid
channel 47 disposed in one of the second plurality of
compartments 41-46.
[0091] The pair of 3/2-way valves includes a first 3/2-
way valve 54a, a second 3/2-way valve 54b and a center
portion 91. The 3/2-way valves 54a, 54b and the center
portion 91 may be formed as an integral unit. The center
portion 91 may define a common inlet port of the two 3/2-
way valves 54a, 54b. The center portion 91 may further
define a port of the first 3/2-way valve 54a in fluid com-
munication with one fluid channel 37 disposed in one of
the first plurality of compartments 31-36. The center por-
tion 91 may also define a port of the second 3/2-way
valve 54b in fluid communication with one fluid channel
47 disposed in one of the second plurality of compart-
ments 41-46. Each one of the 3/2-way valves has another
port 94 to discharge fluid. The fluid port 94 is disposed
within the housing of the valve assembly so that fluid
discharged from one of the inflatable fluid chambers via
one of the 3/2-way valves is output to a volume enclosed
by the housing of the valve assembly. The fluid may be
guided through the noise damper compartment 74 and
through the cut-outs 76 to the exterior of the valve as-
sembly, in order to reduce noise levels.
[0092] Similarly, a pair of 2/2-way valves may include
first and second valves 56a and 56b, respectively, and
a center portion 91. The 2/2-way valves 56a, 56b and
the center portion 91 may be formed as an integral unit.
The 2/2-way valves may be configured similarly to the
3/2-way valves, but have a closure member 104 at the
location at which the 3/2-way valve has the fluid port 94.
[0093] In the installed state, a valve may be connected,
via one of the first or second fluid channels and a con-
necting member attached to the associated connector
26 or 28, to one inflatable fluid chamber. A 3/3-way valve,
such as valve 51, has a fluid port in fluid communication
with a fluid channel disposed in one of the first plurality
of compartments 31-36 and a fluid port in fluid commu-
nication with a fluid channel disposed in one of the second
plurality of compartments 41-46. A 3/3-way valve may
require the same amount of installation space in the valve
assembly as two 3/2-way valves, two 2/2-way valves or
a pair of 3/2-way valve and 2/2-way valve.
[0094] Fig. 7 is a cross-sectional view through the valve
assembly 10 taken along the line VII-VII indicated in Fig.
5. The first layer 21 and the second layer 22 in combina-
tion define a plurality of separate compartments in which
respectively one of a plurality of first fluid channels 37 is
arranged. A noise damper 61 is provided in the compart-
ments so that fluid passing through the compartment is
passed through or along the noise damper 61. The con-
figuration of the noise damper 61 may be selected so as
to attain desired time constants for inflating or deflating
the associated inflatable fluid chamber.

[0095] The center portion 81 of a 3/3-way valve defines
a channel 82 which is in direct fluid communication with
a fluid inlet port of the valve which interfaces the fluid
supply channel 70. The center portion 81 further defines
a channel 83 extending across the fluid supply channel
70, at a distance from the fluid supply channel 70. The
channel 83 allows fluid to pass between one of the first
fluid channels 37 and one of the second fluid channels
47, which are disposed on opposite sides relative to the
fluid supply channel 70. The center portion 81 further
defines a channel 84 which is in fluid communication with
the channel 83 via passages displaced relative to the
section plane shown in Fig. 7. By energizing the 3/3-way
valve, fluid may be allowed to pass between the channel
82 and the channels 83, 84.
[0096] The center portion 81 defines a port 85 of the
valve which interfaces with the layered body. In Fig. 7,
the fluid port 85 interfaces a first fluid channel 37 disposed
on a first side relative to the fluid supply channel 70. A
sealing member 86 is provided at the fluid port 85. The
sealing member 86 may be attached to or formed inte-
grally with the center portion 81 of the 3/3-way valve.
[0097] The center portion 91 of a pair 3/2-way valves
defines a channel 92 which is in direct fluid communica-
tion with a fluid inlet port of the valve which interfaces the
fluid supply channel 70. The center portion 91 further
defines a channel 93 in direct fluid communication with
one of the fluid channels 37 or 47 formed in the layered
body. By energizing a 3/2-way valve, fluid may be allowed
to pass between the channel 92 and the channel 93.
[0098] The center portion 91 defines, for each one of
the 3/2-way valves, a port 97 which interfaces with the
layered body. In Fig. 7, the fluid port 97 interfaces a first
fluid channel 37 disposed on a first side relative to the
fluid supply channel 70. The center portion 91 defines
another port interfacing the other 3/2-way valve of the
pair of valves with a second fluid channel 47 disposed
on the second side relative to the fluid supply channel
70. A sealing member 98 is provided at the fluid port 97.
The sealing member 98 may be attached to or formed
integrally with the center portion 91 of the pair of 3/2-way
valves.
[0099] The center portion 91 of a pair of 2/2-way valves
may be formed as explained for the center portion 91 of
a pair of 3/2-way valves. Further, a 3/2-way valve and a
2/2-way valve may also be combined into an integral unit
with a center portion 91 extending therebetween.
[0100] Fig. 8 is a cross-section view through the valve
assembly 10. The drawing plane of Fig. 8 is oriented or-
thogonally to a longitudinal axis of the linear portion of
the fluid supply channel 70. The drawing plane is ar-
ranged such that it extends parallel to the axial direction
of a 3/3-way valve.
[0101] The 3/3-way valve includes the two portion 57
and 58, which respectively have an electromagnetic ac-
tuator. For illustration rather than limitation, the electro-
magnetic actuator may comprise a solenoid. The sole-
noid may comprise a coil 112, an armature serving as
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valve body 113 moveable relative to the coil 112, and a
bias member 114 biasing the valve body 113 into a nor-
mally closed position in which an end face of the valve
body 113 abuts on the center portion 81. The bias mem-
ber 114 of the portion 58 may bias the valve body 113
so that the channel 82 is closed by the valve body 113
when the electromagnetic actuator of the portion 57 is
not energized. The bias member 114 of the portion 58
may bias the valve body 113 so that the channel 88 is
closed by the valve body 113 when the electromagnetic
actuator of the portion 57 is not energized. As illustrated,
the electromagnetic actuator may further comprise a C-
shaped metal frame 115 extending between the axial
ends of the coil 112 for purposes of increasing magnetic
field strength. Axial ends of the portions 57 and 58 may
respectively be closed by a closure member 87 which
prevents egress of fluid through these axial ends of the
portions 57 and 58, respectively.
[0102] In use of the valve assembly, the connector 29
is connected to an inflatable fluid chamber via a fluid line,
such as a hose. The opposite connector 27, which is
disposed on the opposite side wall of the housing, serves
as discharge port for discharging fluid when the inflatable
fluid chamber is deflated.
[0103] The 3/3-way valve has three ports interfacing
with the layered body. The 3/3-way valve has an inlet
port 89 in direct fluid communication with the fluid supply
channel 70. The 3/3-way valve has a fluid port 84 in direct
fluid communication with one fluid channel defined by
the layered body, which may be a fluid channel arranged
in one of the first compartments 31-36 or in one of the
second compartments 41-46. The 3/3-way valve has an-
other fluid port 90 in direct fluid communication with one
fluid channel defined by the layered body, which may be
a fluid channel arranged in one of the first compartments
31-36 or in one of the second compartments 41-46. If the
fluid port 84 is in direct fluid communication with a fluid
channel 37 disposed in one of the first compartments
31-36, the fluid port 90 is in direct fluid communication
with a fluid channel 47 disposed in one of the second
compartments 41-46, or vice versa. In the configuration
illustrated in Fig. 8, the fluid port 84 is in direct fluid com-
munication with one of the fluid channels 37 arranged in
one of the first compartments 31-36, and the fluid port
90 is in direct fluid communication with one of the fluid
channels 47 disposed in one of the second compart-
ments 41-46.
[0104] The layered body defines the supply passage
101 in the fluid supply channel 70, the first passage 102
allowing fluid to pass between the first fluid channel 37
and the 3/3-way valve and the second passage 103 al-
lowing fluid to pass between the second fluid channel 47
and the 3/3-way valve. The supply passage 101 of the
layered body is aligned with the inlet port 89 of the 3/3-
way valve. The first passage 102 of the layered body is
aligned with the fluid port 84 of the 3/3-way valve. The
second passage 103 of the layered body is aligned with
the fluid port 90 of the 3/3-way valve.

[0105] A sealing material 86 is interposed between the
supply passage 101 and the fluid inlet port 89, between
the first passage 102 and the fluid port 84, and between
the second passage 103 and the fluid port 90. The sealing
material 86 may be integrally formed with the center por-
tion 81 of the 3/3-way valve. The sealing material 86 may
also be formed separately. The sealing material 86 may
be made from a material having a resiliency greater than
that of the center portion 81 of the 3/3-way valve.
[0106] The center portion 81 of the 3/3-way valve fur-
ther defines a recess engaging with the pressure sensor
17. The recess is in fluid communication with the channel
83. The pressure sensor 17 can be directly coupled with
the 3/3-way valve, without requiring connection members
separate from the 3/3-way valve and the pressure sensor
17. The channel 83 and the channel 84 of the center
portion 81 of the 3/3-way valve remain in fluid communi-
cation even when the electromagnetic actuators of the
3/3-way valve are not energized. Thereby, a fluid com-
munication between the inflatable fluid chamber associ-
ated with the 3/3-way valve and the channel 83 is main-
tained even when the solenoid in portion 58 is not ener-
gized. The configuration of the center portion 81 may be
such that fluid, when passing between the connector 29
and the pressure sensor 17, does not pass narrow con-
strictions. The pressure sensor 17 senses the pressure
in the fluid chamber associated with the 3/3-way valve.
[0107] Further, when the electromagnetic actuator in
portion 58 is actuated so as to establish fluid communi-
cation between the fluid supply channel 70 and the chan-
nel 83 via channel 82, the non-calibrated output signal
provided by the pressure sensor 17 may be compared
to an output signal provided by the calibrated pressure
sensor 18. The pressure sensor 17 can be calibrated
based on the comparison.
[0108] Operation of the 3/3-way valve will be described
next. As previously mentioned, in the configuration
shown in Fig. 8, the connector 29 is coupled to the inflat-
able fluid chamber and the connector 27 serves as ex-
haust opening. In operation, only one of the electromag-
netic actuators of the 3/3-way valve is selectively oper-
ated at a time.
[0109] In order to increase the amount of fluid in the
fluid chamber, the electromagnetic actuator in portion 58
is energized. The resulting movement of the valve body
113 in portion 58 establishes fluid communication be-
tween the channel 82, 83 and the channel 84. The pres-
sure fluid source 7 is controlled so as to provide pressu-
rized fluid to the fluid supply channel, so that the pressure
in the fluid supply channel 70 exceeds the current pres-
sure in the inflatable fluid chamber. Fluid is allowed to
pass from the fluid supply channel 70 through the supply
passage 101, the input port 89, channels 82 and 84, fluid
port 85 and first passage 102 into the fluid channel 37.
The fluid supplied by the pressure fluid source thus pass-
es, from the 3/3-way valve, through the fluid channel de-
fined by the layered body and through the connector 29
to the inflatable fluid chamber.
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[0110] In order to hold constant the amount of fluid in
the fluid chamber, neither one of the electromagnetic ac-
tuator in portion 57 or portion 58 is energized. The fluid
channel 37 defined by the layered body remains in fluid
communication with the inflatable fluid chamber. The
valve body 113 of the portion 58 abuts on the center
portion 81 so as to prevent egress of fluid into channel
82. The valve body 113 of the portion 57 abuts on the
center portion 81 so as to prevent egress of fluid into
channel 88. Thereby, egress of fluid through the 3/3-way
valve is prevented and the amount of fluid is maintained
at a constant level while neither one of the electromag-
netic actuators in portions 57 and 58 is energized.
[0111] In order to decrease the amount of fluid in the
fluid chamber, the electromagnetic actuator in portion 57
is energized. As previously mentioned, channel 84 and
channel 83 formed in the center portion 81 of the 3/3-
way valve are in direct fluid communication with each
other. The channel 83 extending across the fluid supply
channel 70 is therefore in fluid communication with the
inflatable fluid chamber, via the fluid channel 37 defined
by the layered body. When the solenoid in portion 57 is
energized, the resulting movement of the valve body 113
in portion 57 establishes fluid communication between
the channel 83 and the channel 88. Fluid is allowed to
pass from the inflatable fluid chamber through the fluid
channel 37 defined by the layered body, through the first
passage 102, fluid port 85, the channel 84, the channel
83, the channel 88, fluid port 90, and the second passage
103 into the fluid channel 47. The fluid is then output via
the connector 27. When the fluid chamber is deflated,
fluid is made to pass through both the fluid channel 37
disposed on the first side relative to the fluid supply chan-
nel 70 and the fluid channel 47 disposed on the opposite
second side relative to the fluid supply channel 70. The
fluid is passed through or along a noise damper 61 in
either one of the fluid channels 37 and 47, thereby re-
ducing the noise level. Further, the rate of deflation may
be adjusted by setting an appropriate fluid resistance.
[0112] While the 3/3-way valve is illustrated to be in-
stalled such that the fluid port 85 interfaces the first pas-
sage 102 and that the fluid port 90 interfaces the second
passage 103, the 3/3-way valve may be configured such
that it can also be installed in a different orientation. The
3/3-way valve may be configured such that the fluid ports
85 and 90 are arranged symmetrically relative to the inlet
port 89. This allows the 3/3-way valve to be installed not
only in the configuration shown in Fig. 8, but also in a
configuration in which the 3/3-way valve has been rotated
by 180° about the center axis of the inlet port 89 and/or
the center axis of the supply passage 101. In this rotated
configuration, the inflatable fluid chamber is to be con-
nected to the connector 27, while the connector 29 on
the opposite side wall serves as discharge opening. This
flexibility afforded by a symmetric arrangement of the
three ports of the 3/3-way valve allows the connectors to
be flexibly assigned so that they can serve either as a
connector connected to the associated inflatable fluid

chamber or as an exhaust port for discharging fluid upon
deflation of a fluid chamber. Thereby, excessive curva-
ture in fluid lines and/or excessive fluid line lengths may
be avoided.
[0113] Fig. 9 is a cross-section view through the valve
assembly 10. The drawing plane of Fig. 9 is oriented or-
thogonally to a longitudinal axis of the linear portion of
the fluid supply channel 70. The drawing plane is ar-
ranged such that it extends parallel to the axial direction
of a pair of 3/2-way valves. Elements and features which
correspond, with regard to their configuration and/or
function to elements and features described with refer-
ence to Figs. 1-8 are designated by the same reference
numerals.
[0114] The pair of 3/2-way valves includes the a first
3/2-way valve 54a and a second 3/2-way valve 54b,
which respectively have an electromagnetic actuator. For
illustration rather than limitation, the electromagnetic ac-
tuator may comprise a solenoid. The solenoid may be
configured as described with reference to Fig. 8. The bias
member 114 of the first 3/2-way valve may bias the valve
body 113 of the first 3/2-way valve 54a so that the channel
92 is closed by the valve body 113 when the electromag-
netic actuator of the first 3/2-way valve 54a is not ener-
gized. The bias member 114 of the second 3/2-way valve
54b may bias the valve body 113 of the second 3/2-way
valve 54b so that the channel 92 is closed by the valve
body 113 when the electromagnetic actuator of the sec-
ond 3/2-way valve 54b is not energized.
[0115] An axial end 94 of the first 3/2-way valve 54a
and an axial end 94 of the second 3/2-way valve 94b are
open and define a discharge port. The 3/2-way valves
54a and 54b are respectively configured such that, when
the electromagnetic actuator is not energized, the chan-
nel 93 is in fluid communication with the open axial end
94 and that, when the electromagnetic actuator is ener-
gized, the valve body 113 is displaced and interrupts fluid
communication between the channel 93 and the axial
end 94 while establishing fluid communication between
the channel 93 and the channel 92.
[0116] In use of the valve assembly, the connector 29
is connected to an inflatable fluid chamber via a fluid line,
such as a hose. The opposite connector 27 is connected
to another inflatable fluid chamber via a fluid line, such
as a hose. The two fluid chambers may respectively be
comprised by a massage unit.
[0117] The pair of 3/2-way valves has three ports in-
terfacing with the layered body. The pair of 3/2-way
valves has a fluid inlet port 99 in direct fluid communica-
tion with the fluid supply channel 70. The first 3/2-way
valve 54a has a fluid port 97 in direct fluid communication
with one fluid channel defined by the layered body, which
may be a fluid channel arranged in one of the first com-
partments 31-36 or in one of the second compartments
41-46. The second 3/2-way valve 54b has another fluid
port 100 in direct fluid communication with one fluid chan-
nel defined by the layered body, which may be a fluid
channel arranged in one of the first compartments 31-36
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or in one of the second compartments 41-46. If the fluid
port 97 is in direct fluid communication with a fluid channel
37 disposed in one of the first compartments 31-36, the
fluid port 100 of the other 3/2-way valve of the pair is in
direct fluid communication with a fluid channel 47 dis-
posed in one of the second compartments 41-46, or vice
versa. In the configuration illustrated in Fig. 9, the fluid
port 97 is in direct fluid communication with one of the
fluid channels 37 arranged in one of the first compart-
ments 31-36, and the fluid port 100 is in direct fluid com-
munication with one of the fluid channels 47 disposed in
one of the second compartments 41-46.
[0118] The supply passage 101 of the layered body is
aligned with the fluid inlet port 99 of the pair of 3/2-way
valves. The first passage 102 of the layered body is
aligned with the fluid port 97 of the first 3/2-way valve.
The second passage 103 of the layered body is aligned
with the fluid port 100 of the second 3/2-way valve. The
axial ends 94 of the first 3/2-way valve 54a and of the
second 3/2-way valve 54b define further fluid ports of the
respective valve.
[0119] A sealing material 98 is interposed between the
supply passage 101 and the fluid inlet port 99, between
the first passage 102 and the fluid port 97 of the first 3/2-
way valve, and between the second passage 103 and
the fluid port 100 of the second 3/2-way valve. The seal-
ing material 98 may be integrally formed with the center
portion 91 of the pair of 3/2-way valves. The sealing ma-
terial 98 may also be formed separately from the center
portion 91. The sealing material 98 may be made from a
material having a resiliency greater than that of the center
portion 91 of the pair of 3/2-way valves.
[0120] Operation of the pair of 3/2-way valves will be
described next. As previously mentioned, in the config-
uration shown in Fig. 9, separate inflatable fluid cham-
bers are coupled to the opposite connectors 29 and 27.
The operation may be implemented such that only one
of the electromagnetic actuator of the first 3/2-way valve
and of the second 3/2-way valve is energized at a time.
The two electromagnetic actuators may be controlled in-
dependently.
[0121] In the following, the operation of the first 3/2-
way valve 54a will be described. The second 3/2-way
valve 54b has an identical configuration and may be op-
erated in an identical manner.
[0122] In order to increase the amount of fluid in the
fluid chamber associated with the first 3/2-way valve 54a,
the electromagnetic actuator of the first 3/2-way valve
54a is energized. The resulting movement of the valve
body 113 of the first 3/2-way valve 54a establishes fluid
communication between the channel 92 and the channel
93. The pressure fluid source 7 is controlled so as to
provide pressurized fluid to the fluid supply channel 70,
so that the pressure in the fluid supply channel 70 ex-
ceeds the current pressure in the inflatable fluid chamber.
Fluid is allowed to pass from the fluid supply channel 70
through the supply passage 101, the input port 99, chan-
nels 92 and 93, fluid port 97 and first passage 102 into

the fluid channel 37. The fluid supplied by the pressure
fluid source 7 thus passes, from the first 3/2-way valve
54a, through the fluid channel 37 defined by the layered
body and through the connector 29 towards the inflatable
fluid chamber.
[0123] In order to decrease the amount of fluid in the
fluid chamber, the electromagnetic actuator of the first
3/2-way valve 54a is not energized. The bias member
114 then biases the valve body 113 against the center
portion 91 so as to interrupt the fluid communication be-
tween the fluid port 97 and the channel 92 of the first 3/2-
way valve 54a. In this state, the fluid port 97 is in fluid
communication with the port 94 of the first 3/2-way valve
54a. This allows fluid to pass between the fluid channel
37 formed in the layered body and the fluid port 94,
through the first passage 102 and the fluid port 97. When
the pressure in the inflatable fluid chamber exceeds am-
bient pressure, fluid is discharged from the inflatable fluid
chamber via the first 3/2-way valve 54a until ambient
pressure is reached. The fluid exits the first 3/2-way valve
54a through fluid port 94. The fluid port 94 is disposed
within the housing. The fluid discharged from port 94 into
the housing may serve to provide a cooling effect on so-
lenoids, thereby reducing the risk that prohibitively high
temperatures occur.
[0124] The fluid exiting the first 3/2-way valve 54a may
be passed in the interior of the housing towards the
through opening 75 formed in the first layer 21, as best
seen in Fig. 3. The fluid passes through the noise damper
compartment 74 and exits the housing of the valve as-
sembly through the cut-outs 76. The noise damper com-
partment 74 has noise dampers 62, 63 arranged therein
and defines a volume into which the fluid may expand.
Thereby, noise levels may be reduced.
[0125] The inflatable fluid chamber associated with the
first 3/2-way valve 54a may be selectively inflated or de-
flated. Similarly, the other fluid chamber associated with
the second 3/2-way valve 54b may be selectively inflated
or deflated. The electromagnetic actuators of the 3/2-way
valves may respectively be energized in a repeating man-
ner, in particular periodically. The electromagnetic actu-
ator of the first 3/2-way valve 54a and the electromagnetic
actuator of the second 3/2-way valve 54b may be ener-
gized in an alternating manner. Thereby, a massage-type
inflation and deflation may be realized in the associated
fluid chambers.
[0126] Fig. 10 is a cross-section view through the valve
assembly 10. The drawing plane of Fig. 10 is oriented
orthogonally to a longitudinal axis of the linear portion of
the fluid supply channel 70. The drawing plane is ar-
ranged such that it extends parallel to the axial direction
of a pair of 2/2-way valves. The structure of the pair of
2/2-way valves is generally similar to the structure of the
pair of 3/2-way valves. Elements and features which cor-
respond, with regard to their configuration and/or function
to elements and features described with reference to Fig.
9 are designated by the same reference numerals.
[0127] The pair of 2/2-way valves includes a first 2/2-
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way valve 56a and a second 2/2-way valve 56b. The 2/2-
way valves 56a and 56b are respectively distinguished
from the 3/2-way valves 54a, 54b in that they have axial
ends closed by a closure member 104. The closure mem-
ber 104 may have a configuration identical to that of the
closure member 87 of the 3/3-way valve. When the elec-
tromagnetic actuator of the first 2/2-way valve 56a is not
energized, the valve body 113 interrupts fluid communi-
cation between the channel 93 and the channel 92, so
that fluid in the fluid channel 37 cannot exit through the
2/2-way valve 54a. This similarly applies to the second
2/2-way valve 56b.
[0128] The first 2/2-way valve 56a and the second 2/2-
way valve may be used for various purposes. In an im-
plementation, an inflatable fluid chamber is connected to
at least one of the opposite connectors 27 and 29. The
other one of the connectors may serve as a discharge
opening when an inflatable fluid chamber is deflated or
may be connected to another inflatable fluid chamber.
[0129] Operation of the pair of 2/2-way valves will be
explained next. For illustration, it is assumed that the con-
nector 29 which is in communication with the fluid port
97 of the first 2/2-way valve 56a is connected to an in-
flatable fluid chamber.
[0130] In order to increase the amount of fluid in the
fluid chamber associated with the first 2/2-way valve 56a,
the electromagnetic actuator of the first 2/2-way valve
56a is energized. The resulting movement of the valve
body 113 of the first 2/2-way valve 56a establishes fluid
communication between the channel 92 and the channel
93. The pressure fluid source 7 is controlled so as to
provide pressurized fluid to the fluid supply channel 70,
so that the pressure in the fluid supply channel 70 ex-
ceeds the current pressure in the inflatable fluid chamber.
Fluid is allowed to pass from the fluid supply channel 70
through the supply passage 101, the input port 99, chan-
nels 92 and 93, fluid port 97 and first passage 102 into
the fluid channel 37. The fluid supplied by the pressure
fluid source thus passes, from the 2/2-way valve, through
the fluid channel 37 defined by the layered body and
through the connector 29 towards the inflatable fluid
chamber.
[0131] In order to hold constant the amount of fluid in
the fluid chamber associated with the first 2/2-way valve
56a, the electromagnetic actuator of the first 2/2-way
valve 56a is no longer energized. The bias member 114
biases the valve body 113 against the center portion 91
of the pair of 2/2-way valves, such that fluid communica-
tion between the fluid port 97 and the channel 92 is in-
terrupted.
[0132] In order to decrease the amount of fluid in the
fluid chamber, the electromagnetic actuator of the first
2/2-way valve 56a is energized while the pressure in the
fluid supply channel 70 is kept at a level smaller than the
pressure in the inflatable fluid chamber connected to con-
nector 29. This may be attained in various ways. In one
implementation, the connector 27 in communication with
the second 2/2-way valve 56b may not be connected to

any inflatable fluid chamber, but may serve as a dis-
charge opening. Energizing the electromagnetic actuator
of the second 2/2-way valve 56b brings the fluid supply
channel 70 to ambient pressure. By simultaneously en-
ergizing the electromagnetic actuator of the first 2/2-way
valve 56a and the electromagnetic actuator of the second
2/2-way valve 56b, fluid is discharged from the inflatable
fluid chamber via the first fluid channel 37, the first 2/2-
way valve 56a, the fluid supply channel 70, the second
2/2-way valve 56b and the second fluid channel 47.
[0133] Alternatively or additionally, when the fluid
chamber in communication with the first 2/2-way valve
56a is to be deflated while any other fluid chamber cou-
pled to the valve assembly 10 is to be inflated, both the
first 2/2-way valve 56a and the valve associated with the
other fluid chamber which is to be inflated may be ener-
gized. The fluid from the fluid chamber in communication
with the first 2/2-way valve 56a is then used to inflate the
other fluid chamber.
[0134] When the valve assembly 10 includes several
pairs of 2/2-way valves, it may be sufficient that only one
of the different 2/2-way valves is associated with a con-
nector 27 which serves as a discharge port. Fluid from
the inflatable fluid chambers associated with other 2/2-
way valves can then be reliably discharged via this one
2/2-way valve which can be used to controllably establish
a fluid connection between the fluid supply channel 70
and the ambient atmosphere.
[0135] The valve assembly 10 may include several
pairs of 2/2-way valves for increasing, holding constant
or decreasing the amount of fluid introduced into the as-
sociated inflatable fluid chambers. For illustration, the
valve assembly 10 may include a first pair of 2/2-way
valves, a second pair of 2/2-way valves and a third pair
of 2/2-way valves. The 2/2-way valves of the first pair of
2/2-way valves may be in fluid communication with right
and left fluid chambers installed in lateral side portions
of a lower seat portion, so that each one of the 2/2-way
valves is in fluid communication with only one fluid cham-
ber. The 2/2-way valves of the second pair of 2/2-way
valves may be in fluid communication with fluid chambers
installed in lateral side portions of a backrest portion, so
that each one of the 2/2-way valves is in fluid communi-
cation with only one fluid chamber. The 2/2-way valves
of the third pair of 2/2-way valves, or at least one of the
2/2-way valves of the third pair of 2/2-way valves, may
have a port at ambient pressure for discharging fluid.
[0136] In operation, in order to inflate one of the fluid
chambers installed in a seat or backrest side bolster, the
associated 2/2-way valve of the first and/or second pair
of 2/2-way valves is actuated while pressure fluid is sup-
plied to the fluid supply channel 70. The 2/2-way valve(s)
of the third pair of 2/2-way valves is not actuated, so that
the fluid supply channel 70 is not in fluid communication
with ambient pressure. In order to hold constant the
amount of fluid introduced into the fluid chamber, the as-
sociated 2/2-way valve of the first and/or second pair of
2/2-way valves is not actuated, thereby interrupting fluid
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communication between the fluid chamber and the fluid
supply channel 70. In order to decrease the amount of
fluid introduced into the fluid chamber, the associated
2/2-way valve of the first or second pair of 2/2-way valves
is actuated and at least one 2/2-way valve of the third
pair of 2/2-way valves is actuated, so as to establish fluid
communication between the fluid chamber and ambient
pressure via the two actuated 2/2-way valves and via the
fluid supply channel 70.
[0137] When the valve assembly includes one or sev-
eral pairs of 2/2-way valves, a check valve may be pro-
vided to prevent fluid from flowing through the pump. The
check valve may be integrated into the valve assembly.
For illustration, the check valve may be integrated into
the fluid supply channel 70. Alternatively, the check valve
may also be integrated into the pump itself.
[0138] One or plural pairs of 2/2-way valves may be
combined with other valves or other pairs of valves. For
illustration, a valve assembly may include three 3/3-way
valves, each of which is associated with respectively one
of three inflatable fluid chambers of a lumbar support.
The valve assembly may additionally include three pairs
of 2/2-way valves for actuation of pairs of bladders which
form side supports on a seat portion and backrest portion,
respectively.
[0139] The 3/3-way valve, the pair of 3/2-way valves
and the pair of 2/2-way valves may all be configured such
that they have an identical arrangement of fluid ports in-
terfacing with the layered body. This allows different com-
binations of 3/3-way valves, of pairs of 3/2-way valves
and/or of 2/2-way valves to be combined in one valve
assembly.
[0140] A valve assembly according to embodiments
has been described. Other configurations may be imple-
mented in other embodiments. For illustration, while elec-
tromagnetic actuators having a coil and a bias spring
have been described, other electromagnetic actuators
may be used.
[0141] The valve assembly of embodiments has a
modular configuration which allows different types of
valves to be combined in a flexible manner. The housing
does not need to be adapted when different types of
valves are assembled in the valve assembly. While a
valve assembly including different types of valves has
been described, the valve assembly according to em-
bodiments does not need to include different types of
valves. In other words, while the configuration of the lay-
ered body and of the various types of valves is such that
different types of valves can be combined into one valve
assembly in a flexible manner, it is not required that dif-
ferent valves are actually present in the valve assembly.
For illustration, depending on customer’s needs, the
valve assembly may include only 3/3-way valves, or only
3/2-way valves, or only 2/2-way valves.
[0142] While valve assemblies have been described
in which two 3/2-way valves are combined to form an
integral unit or in which two 2/2-way valves are combined
to form an integral unit, it is also possible to define other

combinations of valves. For illustration, a 3/2-way valve
configured as described with reference to Fig. 9 and a
2/2-way valve configured as described with reference to
Fig. 10 may be combined to form an integral unit.
[0143] While a housing has been described in which
the connectors protrude from side walls in a direction
approximately normal to the plane of the associated side
wall, the connectors may also have a longitudinal axis
disposed at an angle of less than 90° relative to the plane
of the associated side wall, i.e., at an angle of greater
than 0° relative to the normal of the plane of the associ-
ated side wall. Further the connectors may be provided
with fixation elements which help secure a fluid line to
the connector. Examples for such fixation elements in-
clude edges which bite into a fluid line when the fluid line
is attached to the respective connector. The connectors
may be arranged such that they extend at a small angle
relative to the plane of the associated side wall. In an
implementation, the connectors may even extend paral-
lel to the associated side wall.
[0144] While a valve assembly having integrated pres-
sure sensors has been described, the pressure sensor(s)
may also be omitted from the valve assembly and may
be provided separately.
[0145] Additional components may be integrated into
the valve assembly or the seat adjusting device. For il-
lustration, the valve assembly of an embodiment may
include additional valves which are not connected to any
one of the fluid channels defined by the layered body or
which are only connected to the fluid supply channel.
[0146] While a configuration of the first layer and sec-
ond layer of the layered body has been described in which
opposite first and second compartments formed in the
layered body are mirror-symmetric relative to a center
plane of the fluid supply channel, the opposing first and
second compartments may also be inversion-symmetric
relative to an axis passing through the fluid supply chan-
nel and oriented to be orthogonal to the longitudinal axis
of the linear portion of the fluid supply channel.
[0147] While exemplary embodiments have been de-
scribed in the context of lumbar support adjustment, side
support and/or massage units in a vehicle seat, the valve
assembly according to various embodiments of the in-
vention is not limited to this particular field of application.
For illustration, embodiments of the invention may be
used to control operation of one or several massage
units. Generally, embodiments of the invention may be
advantageously employed to supply fluid to various types
of support and massage bladders in a wide variety of
seats.

Claims

1. A valve assembly, in particular for a seat adjusting
device, said valve assembly (10) comprising:

a housing (20, 22, 23) comprising a layered body

29 30 



EP 2 461 046 B1

17

5

10

15

20

25

30

35

40

45

50

55

(21, 22), said layered body (21, 22) comprising
a first layer (21) and a second layer (22), said
first layer (21) and said second layer (22) in com-
bination defining a fluid supply channel (70), a
first plurality of fluid channels (37) and a second
plurality of fluid channels (47), and
a plurality of valves (50), each valve of said plu-
rality of valves (50) being in fluid communication
with said fluid supply channel (70) and respec-
tively at least one fluid channel selected from
said first plurality of fluid channels (37) and said
second plurality of fluid channels (47),
said fluid supply channel (70), said first plurality
of fluid channels (37) and said second plurality
of fluid channels (47) being interposed between
said first layer (21) and said second layer (22),
and
said fluid supply channel (70) partitioning said
layered body (21, 22) such that said first plurality
of fluid channels (37) is arranged on a first side
relative to said fluid supply channel (70) and that
said second plurality of fluid channels (47) is ar-
ranged on a second side opposite to said first
side relative to said fluid supply channel (70),
characterized in that
said plurality of valves (50) is disposed within
said housing (20, 22, 23), and
said layered body (21, 22) further comprises
noise dampers (61) associated with said first
plurality of fluid channels (37) and said second
plurality of fluid channels (47), said noise damp-
ers (61) being interposed between said first layer
(21) and said second layer (22) of said layered
body (21, 22).

2. The valve assembly of claim 1,
said plurality of valves (50) comprising a 3/3-way
valve (51-53) and a pair of valves (54a, 54b, 55a,
55b, 56a, 56b), each valve of said pair of valves (54a,
54b, 55a, 55b, 56a, 56b) being selected from a group
comprising a 3/2-way valve and a 2/2-way valve,
said pair of valves (54a, 54b, 55a, 55b, 56a, 56b)
having three fluid ports (97, 99, 100) interfacing with
said layered body (21, 22),
said 3/3-way valve (51-53) having three fluid ports
(85, 89, 90) interfacing with said layered body (21,
22),
said fluid ports (97, 99, 100) of said pair of valves
(54a, 54b, 55a, 55b, 56a, 56b) and said fluid ports
(85, 89, 90) of said 3/3-way valve (51-53) having
identical geometrical arrangements.

3. The valve assembly of claim 2,
said 3/3-way valve (51-53) and said layered body
(21, 22) being configured such that said 3/3-way
valve (51-53) is mountable in the housing (20, 22,
23) in two different orientations distinguished by a
180° rotations of said 3/3-way valve (51-53).

4. The valve assembly of any one of the preceding
claims,
said layered body (21, 22) defining a plurality of sup-
ply passages (101) respectively communicating said
fluid supply channel (70) to at least one valve (51-53,
54a, 54b, 55a, 55b, 56a, 56b) of said plurality of
valves (50),
wherein, for each supply passage (101), the layered
body (21, 22) defines an associated first passage
(102) communicating a valve (51-53, 54a, 55a, 56a)
of said at least one valve to a fluid channel (37) se-
lected from said first plurality of fluid channels (37),
and an associated second passage (103) commu-
nicating a valve (51-53, 54b, 55b, 56b) of said at
least one valve to a fluid channel (47) selected from
said second plurality of fluid channels (47), said as-
sociated first passage (102) and said associated
second passage (103) being arranged symmetrically
relative to said supply passage (102).

5. The valve assembly of claim 4,
said supply passage (101), said associated first pas-
sage (102), and said associated second passage
(103) having longitudinal axes which extend parallel
to each other.

6. The valve assembly of any one of the preceding
claims,
said layered body (21, 22) having a plurality of mu-
tually fluid-tight first compartments (31-36) and a plu-
rality of mutually fluid-tight second compartments
(41-46),
said first compartments (31-36) having identical con-
formations and comprising respectively one of said
first plurality of fluid channels (37),
said second compartments (41-46) having identical
conformations and comprising respectively one of
said second plurality of fluid channels (47),
a first compartment selected from said plurality of
first compartments (31-36) and a second compart-
ment selected from said plurality of second compart-
ments (41-46) being mirror-symmetric or inversion
symmetric relative to said fluid supply channel (70).

7. The valve assembly of any one of the preceding
claims,
said fluid supply channel (70) having a linear portion,
and
each fluid channel (37) of said first plurality of fluid
channels (37) and of said second plurality (47) of
fluid channels (47) respectively having a linear por-
tion extending transverse to said linear portion of
said fluid supply channel (70).

8. The valve assembly of any one of the preceding
claims,
said plurality of valves (50) comprising a valve, in
particular a 3/3-way valve (51-53), having a first port
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(85) in fluid communication with a first fluid channel
selected from said first plurality of fluid channels (37)
and a second port (90) in fluid communication with
a second fluid channel selected from said second
plurality of fluid channels (47).

9. The valve assembly of any one of the preceding
claims,
said plurality of valves (50) comprising a first valve
(54a, 55a, 55b) and a second valve (54b, 55b, 56b)
forming an integral unit,
said first valve (54a, 55a, 55b) comprising a fluid port
(97) in fluid communication with one of said first plu-
rality of fluid channels (37),
said second valve (54b, 55b, 56b) comprising a fluid
port (100) in fluid communication with one of said
second plurality of fluid channels (47), and
said first valve (54a, 55a, 55b) and said second valve
(54b, 55b, 56b) comprising at least one inlet port (99)
in fluid communication with said fluid supply channel
(70).

10. The valve assembly of claim 9,
said first valve being a 3/2-way valve (54a, 55a) and
said second valve being a 3/2-way valve (54b, 55b),
said first valve (54a, 55a) having a discharge port
(94) to discharge fluid from said one of said first plu-
rality of fluid channels (37) into a volume enclosed
by said housing (20, 22, 23), and
said second valve (54b, 55b) having a discharge port
(94) to discharge fluid from said one of said second
plurality of fluid channels (47) into said volume en-
closed by said housing (20, 22, 23).

11. The valve assembly of any one of the preceding
claims,
said housing (20, 22, 23) comprising a first side wall
(25) provided with a first plurality (28) of connectors
(29) and a second side wall (24) provided with a sec-
ond plurality (26) of connectors (27), said first and
second side walls (24, 25) being spaced from each
other,
each connector (29) of said first plurality of connec-
tors (28) being in fluid communication with respec-
tively one of said first plurality of fluid channels (37),
each connector (27) of said second plurality of con-
nectors (26) being in fluid communication with re-
spectively one of said second plurality of fluid chan-
nels (47),
said first side wall (25) and said second side wall
(24) being integrally formed with at least one of said
first layer (21) and said second layer (22) of said
layered body (21, 22),
said first layer (21) and said second layer (22) being
joined together along a plurality of joining lines (38,
39).

12. The valve assembly of any one of the preceding

claims, comprising
a first pressure sensor (18) in fluid communication
with said fluid supply channel (70) and at least one
second pressure sensor (17) in direct fluid commu-
nication with at least one valve (51-53) of said plu-
rality of valves (50),
said first pressure sensor (18) being a calibrated
pressure sensor and said at least one second pres-
sure sensor (17) being a non-calibrated pressure
sensor.

13. A pneumatic seat adjusting device, comprising
the valve assembly (10) of any one of the preceding
claims, and
a plurality of inflatable fluid chambers (2-6) connect-
ed to said valve assembly (10), each one of said
inflatable fluid chambers (2-6) being in fluid commu-
nication with respectively one fluid channel selected
from said first plurality of fluid channels (37) or said
second plurality of fluid channels (47).

14. A seat, in particular a vehicle seat (1), comprising
a seat portion,
a backrest portion, and
the seat adjusting device of claim 13, said plurality
of inflatable fluid chambers (2-6) being integrated
into said seat portion and/or said backrest portion
and forming at least one of an adjustable lumbar sup-
port (2-4), an adjustable side support and/or a mas-
sage unit (5, 6).

Patentansprüche

1. Ventilanordnung, insbesondere für eine Sitzeinstel-
lungsvorrichtung, wobei die Ventilanordnung (10)
umfasst:

ein Gehäuse (20, 22, 23) mit einem geschichte-
ten Körper (21, 22), wobei der geschichtete Kör-
per (21, 22) eine erste Schicht (21) und eine
zweite Schicht (22) umfasst, wobei die erste
Schicht (21) und die zweite Schicht (22) in Kom-
bination einen Fluidversorgungskanal (70), eine
erste Vielzahl von Fluidkanälen (37) und eine
zweite Vielzahl von Fluidkanälen (47) definie-
ren, und
eine Vielzahl von Ventilen (50), wobei jedes
Ventil der Vielzahl von Ventilen (50) in Fluidkom-
munikation mit dem Fluidversorgungskanal (70)
und jeweils mindestens einem Fluidkanal aus-
gewählt aus der ersten Vielzahl von Fluidkanä-
len (37) und der zweiten Vielzahl von Fluidka-
nälen (47) steht,
wobei der Fluidversorgungskanal (70), die erste
Vielzahl von Fluidkanälen (37) und die zweite
Vielzahl von Fluidkanälen (47) zwischen der
ersten Schicht (21) und der zweiten Schicht (22)
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angeordnet sind, und
wobei der Fluidversorgungskanal (70) den ge-
schichteten Körper (21, 22) derart unterteilt,
dass die erste Vielzahl von Fluidkanälen (37)
bezüglich des Fluidversorgungskanals (70) auf
einer ersten Seite angeordnet ist und die zweite
Vielzahl von Fluidkanälen (47) bezüglich des
Fluidversorgungskanals (70) auf einer der ers-
ten Seite gegenüberliegenden zweiten Seite an-
geordnet ist,
dadurch gekennzeichnet,
dass die Vielzahl von Ventilen (50) in dem Ge-
häuse (20, 22, 23) angeordnet ist, und
dass der geschichtete Körper (21, 22) des Wei-
teren Geräuschdämpfer (61) umfasst, die der
ersten Vielzahl von Fluidkanälen (37) und der
zweiten Vielzahl von Fluidkanälen (47) zugeord-
net sind, wobei die Geräuschdämpfer (61) zwi-
schen der ersten Schicht (21) und der zweiten
Schicht (22) des geschichteten Körpers (21, 22)
angeordnet sind.

2. Ventilanordnung nach Anspruch 1,
wobei die Vielzahl von Ventilen (50) ein 3/3-Wege-
Ventil (51-53) und ein Paar von Ventilen (54a, 54b,
55a, 55b, 56a, 56b) umfasst, wobei jedes Ventil des
Paars von Ventilen (54a, 54b, 55a, 55b, 56a, 56b)
aus einer Gruppe umfassend ein 3/2-Wege-Ventil
und ein 2/2-Wege-Ventil ausgewählt ist,
wobei das Paar von Ventilen (54a, 54b, 55a, 55b,
56a, 56b) drei Fluidports (97, 99, 100), die eine
Schnittstelle zu dem geschichteten Körper (21, 22)
bilden, aufweist,
wobei das 3/3-Wege-Ventil (51-53) drei Fluidports
(85, 89, 90), die eine Schnittstelle zu dem geschich-
teten Körper (21, 22) bilden, aufweist,
wobei die Fluidports (97, 99, 100) des Paars von
Ventilen (54a, 54b, 55a, 55b, 56a, 56b) und die Flu-
idports (85, 89, 90) des 3/3-Wege-Ventils (51-53)
identische geometrische Anordnungen aufweisen.

3. Ventilanordnung nach Anspruch 2,
wobei das 3/3-Wege-Ventil (51-53) und der ge-
schichtete Körper (21, 22) derart ausgestaltet sind,
dass das 3/3-Wege-Ventil (51-53) in dem Gehäuse
(20, 22, 23) in zwei unterschiedlichen Orientierun-
gen, die sich um 180°-Drehungen des 3/3-Wege-
Ventils (51-53) unterscheiden, angebracht werden
kann.

4. Ventilanordnung nach einem der vorgehenden An-
sprüche,
wobei der geschichtete Körper (21, 22) eine Vielzahl
von Versorgungspassagen (101) definiert, welche
jeweils den Fluidversorgungskanal (70) mit mindes-
tens einem Ventil (51-53, 54a, 54b, 55a, 55b, 56a,
56b) der Vielzahl von Ventilen (50) verbinden,
wobei der geschichtete Körper (21, 22) für jede Ver-

sorgungspassage (101) eine zugehörige erste Pas-
sage (102), die ein Ventil (51-53, 54a, 55a, 56a) des
mindestens einen Ventils mit einem aus der ersten
Vielzahl von Fluidkanälen (37) ausgewählten Fluid-
kanal (37) verbindet, und eine zugehörige zweite
Passage (103), die ein Ventil (51-53, 54b, 55b, 56b)
des mindestens einen Ventils mit einem aus der
zweiten Vielzahl von Fluidkanälen (47) ausgewähl-
ten Fluidkanal (47) verbindet, definiert, wobei die zu-
gehörige erste Passage (102) und die zugehörige
zweite Passage (103) symmetrisch bezüglich der
Versorgungspassage (101) angeordnet sind.

5. Ventilanordnung nach Anspruch 4,
wobei die Versorgungspassage (101), die zugehö-
rige erste Passage (102) und die zugehörige zweite
Passage (103) Längsachsen aufweisen, die zuein-
ander parallel verlaufen.

6. Ventilanordnung nach einem der vorhergehenden
Ansprüche,
wobei der geschichtete Körper (21, 22) eine Vielzahl
von wechselseitig fluiddichten ersten Kammern
(31-36) und eine Vielzahl von wechselseitig fluid-
dichten zweiten Kammern (41-46) aufweist,
wobei die ersten Kammern (31-36) identische Aus-
gestaltungen aufweisen und jeweils einen der ersten
Vielzahl von Fluidkanälen (37) umfassen,
wobei die zweiten Kammern (41-46) identische Aus-
gestaltungen aufweisen und jeweils einen der zwei-
ten Vielzahl von Fluidkanälen (47) umfassen,
wobei eine aus der Vielzahl von ersten Kammern
(31-36) ausgewählte erste Kammer und eine aus der
Vielzahl von zweiten Kammern (41-46) ausgewählte
zweite Kammer bezüglich des Fluidversorgungska-
nals (70) spiegelsymmetrisch oder umgekehrt sym-
metrisch sind.

7. Ventilanordnung nach einem der vorhergehenden
Ansprüche,
wobei der Fluidversorgungskanal (70) einen linea-
ren Abschnitt aufweist, und
wobei jeder Fluidkanal (37) der ersten Vielzahl von
Fluidkanälen (37) und der zweiten Vielzahl (47) von
Fluidkanälen (47) jeweils einen linearen Abschnitt
aufweist, welcher sich quer zu dem linearen Ab-
schnitt des Fluidversorgungskanals (70) erstreckt.

8. Ventilanordnung nach einem der vorhergehenden
Ansprüche,
wobei die Vielzahl von Ventilen (50) ein Ventil, ins-
besondere ein 3/3-Wege-Ventil (51-53), umfasst,
welches einen ersten Port (85) aufweist, der sich in
Fluidkommunikation mit einem aus der ersten Viel-
zahl von Fluidkanälen (37) ausgewählten ersten Flu-
idkanal befindet, und einen zweiten Port (90), der
sich in Fluidkommunikation mit einem aus der zwei-
ten Vielzahl von Fluidkanälen (47) ausgewählten
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zweiten Fluidkanal befindet.

9. Ventilanordnung nach einem der vorhergehenden
Ansprüche,
wobei die Vielzahl von Ventilen (50) ein erstes Ventil
(54a, 55a, 55b) und ein zweites Ventil (54b, 55b,
56b), die eine integrale Einheit bilden, umfasst,
wobei das erste Ventil (54a, 55a, 55b) einen Fluid-
port (97) umfasst, der sich in Fluidkommunikation
mit einem der ersten Vielzahl von Fluidkanälen (37)
befindet,
wobei das zweite Ventil (54b, 55b, 56b) einen Flu-
idport (100) umfasst, der sich in Fluidkommunikation
mit einem der zweiten Vielzahl von Fluidkanälen (47)
befindet, und
wobei das erste Ventil (54a, 55a, 55b) und das zweite
Ventil (54b, 55b, 56b) mindestens einen Einlassport
(99) umfassen, welcher sich in Fluidkommunikation
mit dem Fluidversorgungskanal (70) befindet.

10. Ventilanordnung nach Anspruch 9,
wobei das erste Ventil ein 3/2-Wege-Ventil (54a,
55a) und das zweite Ventil ein 3/2-Wege-Ventil (54b,
55b) ist,
wobei das erste Ventil (54a, 55a) einen Auslassport
(94) zum Abgeben von Fluid von dem einen der ers-
ten Vielzahl von Fluidkanälen (37) in ein von dem
Gehäuse (20, 22, 23) umgebenes Volumen auf-
weist, und
wobei das zweite Ventil (54b, 55b) einen Auslassport
(94) zum Abgeben von Fluid von einem der zweiten
Vielzahl von Fluidkanälen (47) in das von dem Ge-
häuse (20, 22, 23) umgebene Volumen aufweist.

11. Ventilanordnung nach einem der vorhergehenden
Ansprüche,
wobei das Gehäuse (20, 22, 23) eine mit einer ersten
Vielzahl (28) von Anschlüssen (29) versehene erste
Seitenwand (25) und eine mit einer zweiten Vielzahl
(26) von Anschlüssen (27) versehene zweite Seiten-
wand (24) umfasst, wobei die ersten und zweiten
Seitenwände (24, 25) voneinander beabstandet
sind,
wobei sich jeder Anschluss (29) der ersten Vielzahl
von Anschlüssen (28) in Fluidkommunikation mit ei-
nem jeweiligen der ersten Vielzahl von Fluidkanälen
(37) befindet,
wobei sich jeder Anschluss (27) der zweiten Vielzahl
von Anschlüssen (26) in Fluidkommunikation mit ei-
nem jeweiligen der zweiten Vielzahl von Fluidkanä-
len (47) befindet,
wobei die erste Seitenwand (25) und die zweite Sei-
tenwand (24) integriert mit mindestens einer der ers-
ten Schicht (219 und der zweiten Schicht (22) des
geschichteten Körpers (21, 22) ausgebildet sind,
wobei die erste Schicht (21) und die zweite Schicht
(22) entlang einer Vielzahl von Verbindungslinien
(38, 39) miteinander verbunden sind.

12. Ventilanordnung nach einem der vorhergehenden
Ansprüche, umfassend
einen ersten Drucksensor (18) in Fluidkommunika-
tion mit dem Fluidversorgungskanal (70) und min-
destens einen zweiten Drucksensor (17) in direkter
Fluidkommunikation mit mindestens einem Ventil
(51-53) der Vielzahl von Ventilen (50),
wobei der erste Drucksensor (18) ein kalibrierter
Drucksensor und der mindestens eine zweite Druck-
sensor (17) ein nicht-kalibrierter Drucksensor ist.

13. Pneumatische Sitzeinstellungsvorrichtung, umfas-
send
die Ventilanordnung nach einem der vorhergehen-
den Ansprüche, und
eine Vielzahl von aufblasbaren Fluidkammern (2-6),
die mit der Ventilanordnung (10) verbunden sind,
wobei sich jede der aufblasbaren Fluidkammern
(2-6) in Fluidkommunikation mit einem jeweiligen
Fluidkanal befindet, der aus der ersten Vielzahl von
Fluidkanälen (37) oder der zweiten Vielzahl von Flu-
idkanälen (47) ausgewählt ist.

14. Sitz, insbesondere Fahrzeugsitz (1), umfassend
einen Sitzabschnitt,
einen Rückenlehnenabschnitt, und
die Sitzeinstellungsvorrichtung nach Anspruch 13,
wobei die Vielzahl von aufblasbaren Fluidkammern
(2-6) in den Sitzabschnitt und/oder den Rückenleh-
nenabschnitt integriert sind und mindestens eine
einstellbare Lordosenstütze (2-4), eine einstellbare
Seitenstütze und/oder eine Massageeinheit (5, 6)
bilden.

Revendications

1. Ensemble valve, en particulier pour un dispositif de
réglage de siège, ledit ensemble valve (10)
comprenant :

un logement (20, 22, 23) comprenant un corps
en couches (21, 22), ledit corps en couches (21,
22) comprenant une première couche (21) et
une seconde couche (22), ladite première cou-
che (21) et ladite seconde couche (22) définis-
sant en combinaison un canal d’alimentation en
fluide (70), une première pluralité de canaux de
fluide (37) et une seconde pluralité de canaux
de fluide (47) et
une pluralité de valves (50), chaque valve de
ladite pluralité de valves (50) étant en commu-
nication fluidique avec ledit canal d’alimentation
en fluide (70) et respectivement au moins un
canal de fluide choisi parmi ladite première plu-
ralité de canaux de fluide (37) et ladite seconde
pluralité de canaux de fluide (47),
ledit canal d’alimentation en fluide (70), ladite
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première pluralité de canaux de fluide (37) et
ladite seconde pluralité de canaux de fluide (47)
étant interposés entre ladite première couche
(21) et ladite seconde couche (22), et
ledit canal d’alimentation en fluide (70) cloison-
nant ledit corps en couches (21, 22) de telle sorte
que ladite première pluralité de canaux de fluide
(37) soit agencée sur un premier côté par rap-
port audit canal d’alimentation en fluide (70) et
que ladite seconde pluralité de canaux de fluide
(47) soit agencée sur un second côté opposé
audit premier côté par rapport audit canal d’ali-
mentation en fluide (70),
caractérisé en ce que
ladite pluralité de valves (50) est disposée au
sein dudit logement (20, 22, 23), et
ledit corps en couches (21, 22) comprend en
outre des amortisseurs de bruit (61) associés à
ladite première pluralité de canaux de fluide (37)
et à ladite seconde pluralité de canaux de fluide
(47), lesdits amortisseurs de bruit (61) étant in-
terposés entre ladite première couche (21) et
ladite seconde couche (22) dudit corps en cou-
ches (21, 22).

2. Ensemble valve selon la revendication 1,
ladite pluralité de valves (50) comprenant une valve
3/3 voies (51 à 53) et une paire de valves (54a, 54b,
55a, 55b, 56a, 56b), chaque valve de ladite paire de
valves (54a, 54b, 55a, 55b, 56a, 56b) étant choisie
dans un groupe comprenant une valve 3/2 voies et
une valve 2/2 voies,
ladite paire de valves (54a, 54b, 55a, 55b, 56a, 56b)
ayant trois lumières de fluide (97, 99, 100) interfaçant
avec ledit corps en couches (21, 22), ladite valve 3/3
voies (51 à 53) ayant trois lumières de fluide (85, 89,
90) interfaçant avec ledit corps en couches (21, 22),
lesdites lumières de fluide (97, 99, 100) de ladite
paire de valves (54a, 54b, 55a, 55b, 56a, 56b) et
lesdites lumières de fluide (85, 89, 90) de ladite valve
3/3 voies (51 à 53) ayant des agencements géomé-
triques identiques.

3. Ensemble valve selon la revendication 2,
ladite valve 3/3 voies (51 à 53) et ledit corps en cou-
ches (21, 22) étant configurés pour que ladite valve
3/3 voies (51 à 53) puisse être montée dans le loge-
ment (20, 22, 23) dans deux orientations différentes
distinguées par une rotation à 180° de ladite valve
3/3 voies (51 à 53).

4. Ensemble valve selon l’une quelconque des reven-
dications précédentes,
ledit corps en couches (21, 22) définissant une plu-
ralité de passages d’alimentation (101) faisant res-
pectivement communiquer ledit canal d’alimentation
en fluide (70) avec au moins une valve (51 à 53, 54a,
54b, 55a, 55b, 56a, 56b) de ladite pluralité de valves

(50),
dans lequel, pour chaque passage d’alimentation
(101), le corps en couches (21, 22) définit un premier
passage associé (102) faisant communiquer une
valve (51 à 53, 54a, 55a, 56a) de ladite au moins
une valve avec un canal de fluide (37) choisi parmi
ladite première pluralité de canaux de fluide (37), et
un second passage associé (103) faisant communi-
quer une valve (51 à 53, 54b, 55b, 56b) de ladite au
moins une valve avec un canal de fluide (47) choisi
parmi ladite seconde pluralité de canaux de fluide
(47), ledit premier passage associé (102) et ledit se-
cond passage associé (103) étant agencés symétri-
quement par rapport audit passage d’alimentation
(102).

5. Ensemble valve selon la revendication 4,
ledit passage d’alimentation (101), ledit premier pas-
sage associé (102) et ledit second passage associé
(103) ont des axes longitudinaux qui s’étendent pa-
rallèlement l’un à l’autre.

6. Ensemble valve selon l’une quelconque des reven-
dications précédentes,
ledit corps en couches (21, 22) ayant une pluralité
de premiers compartiments mutuellement étanches
aux fluides (31 à 36) et une pluralité de seconds com-
partiments mutuellement étanches aux fluides (41 à
46),
lesdits premiers compartiments (31 à 36) ayant des
conformations identiques et comprenant respective-
ment l’un de ladite première pluralité de canaux de
fluide (37),
lesdits seconds compartiments (41 à 46) ayant des
conformations identiques et comprenant respective-
ment l’un de ladite seconde pluralité de canaux de
fluide (47),
un premier compartiment choisi parmi ladite pluralité
de premiers compartiments (31 à 36) et un second
compartiment choisi parmi ladite pluralité de se-
conds compartiments (41 à 46) étant symétriques
spéculairement ou symétriques par inversion par
rapport audit canal d’alimentation en fluide (70).

7. Ensemble valve selon l’une quelconque des reven-
dications précédentes,
ledit canal d’alimentation en fluide (70) ayant une
portion linéaire, et
chaque canal de fluide (37) de ladite première plu-
ralité de canaux de fluide (37) et de ladite seconde
pluralité (47) de canaux de fluide (47) ayant respec-
tivement une portion linéaire s’étendant transversa-
lement à ladite portion linéaire dudit canal d’alimen-
tation en fluide (70).

8. Ensemble valve selon l’une quelconque des reven-
dications précédentes,
ladite pluralité de valves (50) comprenant une valve,
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en particulier une valve 3/3 voies (51 à 53), ayant
une première lumière (85) en communication fluidi-
que avec un premier canal de fluide choisi parmi
ladite première pluralité de canaux de fluide (37) et
une seconde lumière (90) en communication fluidi-
que avec un second canal de fluide choisi parmi la-
dite seconde pluralité de canaux de fluide (47).

9. Ensemble valve selon l’une quelconque des reven-
dications précédentes,
ladite pluralité de valves (50) comprenant une pre-
mière valve (54a, 55a, 55b) et une seconde valve
(54b, 55b, 56b) formant une unité solidaire,
ladite première valve (54a, 55a, 55b) comprenant
une lumière de fluide (97) en communication fluidi-
que avec l’un de ladite première pluralité de canaux
de fluide (37),
ladite seconde valve (54b, 55b, 56b) comprenant
une lumière de fluide (100) en communication flui-
dique avec l’un de ladite seconde pluralité de canaux
de fluide (47), et
ladite première valve (54a, 55a, 55b) et ladite secon-
de valve (54b, 55b, 56b) comprenant au moins une
lumière d’admission (99) en communication fluidi-
que avec ledit canal d’alimentation en fluide (70).

10. Ensemble valve selon la revendication 9, ladite pre-
mière valve étant une valve 3/2 voies (54a, 55a) et
ladite seconde valve étant une valve 3/2 voies (54b,
55b),
ladite première valve (54a, 55a) ayant une lumière
d’évacuation (94) pour évacuer un fluide de l’un de
ladite première pluralité de canaux de fluide (37)
dans un volume enserré par ledit logement (20, 22,
23) et
ladite seconde valve (54b, 55b) ayant une lumière
d’évacuation (94) pour évacuer un fluide dudit un de
ladite seconde pluralité de canaux de fluide (47)
dans ledit volume enserré par ledit logement (20, 22,
23).

11. Ensemble valve selon l’une quelconque des reven-
dications précédentes,
ledit logement (20, 22, 23) comprenant une première
paroi latérale (25) pourvue d’une première pluralité
(28) de raccords (29) et une seconde paroi latérale
(24) pourvue d’une seconde pluralité (26) de rac-
cords (27), lesdites première et seconde parois la-
térales (24, 25) étant espacées l’une de l’autre,
chaque raccord (29) de ladite première pluralité de
raccords (28) étant en communication fluidique avec
respectivement l’un de ladite première pluralité de
canaux de fluide (37),
chaque raccord (27) de ladite seconde pluralité de
raccords (26) étant en communication fluidique avec
respectivement l’un de ladite seconde pluralité de
canaux de fluide (47),
ladite première paroi latérale (25) et ladite seconde

paroi latérale (24) étant solidairement formées avec
au moins l’une de ladite première couche (21) et de
ladite seconde couche (22) dudit corps en couches
(21, 22),
ladite première couche (21) et ladite seconde couche
(22) étant jointes ensemble le long d’une pluralité de
lignes de jonction (38, 39).

12. Ensemble valve selon l’une quelconque des reven-
dications précédentes, comprenant
un premier capteur de pression (18) en communica-
tion fluidique avec ledit canal d’alimentation en fluide
(70) et au moins un second capteur de pression (17)
en communication fluidique directe avec au moins
une valve (51 à 53) de ladite pluralité de valves (50),
ledit premier capteur de pression (18) étant un cap-
teur de pression calibré et ledit au moins un second
capteur de pression (17) étant un capteur de pres-
sion non calibré.

13. Dispositif de réglage de siège pneumatique, com-
prenant
l’ensemble valve (10) selon l’une quelconque des
revendications précédentes, et
une pluralité de chambres de fluide gonflables (2 à
6) raccordées audit ensemble valve (10), chacune
desdites chambres de fluide gonflables (2 à 6) étant
en communication fluidique avec respectivement un
canal de fluide choisi parmi ladite première pluralité
de canaux de fluide (37) ou ladite seconde pluralité
de canaux de fluide (47).

14. Siège, en particulier siège de véhicule (1), compre-
nant
une portion de siège,
une portion de dossier, et
le dispositif de réglage de siège selon la revendica-
tion 13, ladite pluralité de chambres de fluide gon-
flables (2 à 6) étant intégrée dans ladite portion de
siège et/ou ladite portion de dossier et formant au
moins l’un d’un support lombaire réglable (2 à 4),
d’un support latéral réglable et/ou d’une d’unité de
massage (5, 6).
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