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Description

CROSS-REFERENCE TO RELATED PATENT APPLI-
CATION

[0001] This application claims priority from Korean Pat-
ent Application No. 10-2012-0099791, filed on Septem-
ber 10, 2012 in the Korean Intellectual Property Office.

BACKGROUND

1. Field

[0002] Exemplary embodiments relate to application
execution, and more particularly, to a method and device
for executing an application based on connections be-
tween devices.

2. Description of the Related Art

[0003] Types of applications that may be used in de-
vices such as smart phones, hand-held personal com-
puters (PCs), tablet PCs, and smart televisions (TVs),
have become diverse. Accordingly, applications which
are executable based on connections between devices
have been developed. For example, applications which
are executable based on a connection between a porta-
ble terminal and an accessory device have been devel-
oped.
[0004] However, with developments in communication
technology, connection methods between devices have
become more diverse. Accordingly, when devices are
connected to each other in order to execute an applica-
tion, a user experiences inconvenience due to the ne-
cessity of identifying and setting connection methods be-
tween devices for each device. For example, the user
needs to inconveniently identify and set a connection
method between the portable terminal and the accessory
device in each of the portable terminal and the accessory
device.
[0005] EP2302884 discloses a method using magnetic
sensor and activated NFC circuit for establishing com-
munication between mobile wireless communication de-
vices.
[0006] US2009/0227282 discloses a communication
device having a first communication section that supports
a first communication mode having a low communication
rate and a second communication section that support a
second communication mode having a higher communi-
cation rate than the first communication mode.

SUMMARY

[0007] Exemplary embodiments provide a method for
executing an application based on a connection between
devices by automatically connecting devices, and a de-
vice.
[0008] Exemplary embodiments also provide a method

for executing an application based on a connection be-
tween devices by automatically connecting devices via
wireless communication, and a device.
[0009] Exemplary embodiments also provide a method
for executing an application based on a connection be-
tween a portable terminal and an accessory device by
automatically connecting the portable terminal and the
accessory device, the portable terminal, and the acces-
sory device.
[0010] According to an aspect of one or more exem-
plary embodiments, there is provided an application ex-
ecution method which is performable by using a first de-
vice, the method including: detecting an occurrence of a
first short distance communication between at least one
external device and the first device; receiving connection
information which relates to a second short distance com-
munication mode and application information which re-
lates to the at least one external device from the at least
one external device via the first short distance commu-
nication; establishing a connection based on the second
short distance communication mode between the at least
one external device and the first device by using the re-
ceived connection information; and controlling the at
least one external device via the second short distance
communication mode by using an application which is
executable based on the received application informa-
tion.
[0011] Detecting the occurrence of the first short dis-
tance communication may be performed by using one of
near field communication (NFC) and Bluetooth low en-
ergy (BLE) communication.
[0012] Detecting the occurrence of the first short dis-
tance communication may be performed based on
whether a distance between the at least one external
device and the first device is less than a threshold dis-
tance. The distance may be within a first short distance
communication radius. In certain embodiments, the
threshold distance is the maximum effective range of the
first short distance communication.
[0013] Detecting the occurrence of the first short dis-
tance communication may be performed based on
whether a broadcast signal based on BLE communica-
tion is received from the at least one external device.
[0014] The method may further include: displaying in-
formation which relates to the at least one external de-
vice; and establishing the connection based on the sec-
ond short distance communication mode when a con-
nection between the first device and an external device
from among the at least one external device is selected
based on the displayed information which relates to the
at least one external device.
[0015] The connection information which relates to the
second short distance communication mode may include
information which relates to the second short distance
communication mode which is performed by the at least
one external device and additional information to be used
when establishing the connection between the first de-
vice and the at least one external device based on the
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second short distance communication mode.
[0016] The additional information may include address
information which relates to the at least one external de-
vice when the second short distance communication
mode is based on a direct communication mode between
devices.
[0017] Establishing the connection based on the sec-
ond short distance communication mode may include:
determining the second short distance communication
mode between the at least one external device and the
first device by using the received connection information
which relates to the second short distance communica-
tion mode; transmitting, from the first device to the at
least one external device, connection information which
relates to a relay to the at least one external device via
first short distance communication when the second
short distance communication mode is based on a com-
munication mode which uses the relay; and receiving,
from the at least one external device, a signal which in-
dicates that a connection between the relay and the at
least one external device is established.
[0018] Establishing the connection based on the sec-
ond short distance communication mode may include:
determining the second short distance communication
mode between the at least one external device and the
first device by using the received connection information
which relates to the second short distance communica-
tion; transmitting, from the first device to the at least one
external device, a connection request signal by using the
received connection information which relates to the sec-
ond short distance communication when the second
short distance communication mode is based on a direct
communication between devices; and receiving a con-
nection acceptance signal from the at least one external
device.
[0019] The second short distance communication
mode may include at least one from among a wireless
local area network (LAN) communication mode, a wire-
less fidelity (WiFi) direct communication mode, a Blue-
tooth communication mode, an ultra wideband (UWB)
communication mode, and a Zigbee communication
mode.
[0020] Establishing the connection based on the sec-
ond short distance communication mode may include:
registering the at least one external device in the first
device when a registration request is received from the
at least one external device.
[0021] The application information which relates to the
at least one external device may include at least one of
identification information which relates to the application
and an execution command.
[0022] Controlling the at least one external device may
include: searching for the application from the first device
by using the received application information; if the ap-
plication is determined not to be installed in the first de-
vice as a result of the searching, downloading and exe-
cuting the application from an outside; and if the appli-
cation is determined to be installed in the first device as

a result of the searching, executing the application by the
first device.
[0023] The connection information which relates to the
second short distance communication mode may further
include authentication information which relates to the at
least one external device, wherein the establishing the
connection based on the second short distance commu-
nication is performed after performing authentication
processing by using the received authentication informa-
tion.
[0024] According to another aspect of one or more ex-
emplary embodiments, there is provided a first device
including: a first short distance communication unit which
is configured to communicate between at least one ex-
ternal device and the first device by using a first short
distance communication mode; a second short distance
communication unit which is configured to communicate
between the at least one external device and the first
device by using a second short distance communication
mode, when the first device is connected to the at least
one external device based on a connection information
which relates to the second short distance communica-
tion mode which is received from the at least one external
device via the first short distance communication unit;
and a processor which is configured to receive the con-
nection information which relates to the second short dis-
tance communication mode and application information
which relates to the at least one external device via the
first short distance communication unit, in order to estab-
lish a connection between the at least one external device
and the first device based on the connection information
which relates to the second short distance communica-
tion mode, and to control the at least one external device
via the second short distance communication unit by ex-
ecuting an application based on the received application
information.
[0025] According to another aspect of one or more ex-
emplary embodiments, there is provided an application
execution method which is performable by using an ex-
ternal device, the method including: detecting an occur-
rence of first short distance communication between at
least one device and the external device; transmitting
connection information which relates to a second short
distance communication mode to be performed by the
external device and application information which relates
to the external device to the at least one device via first
short distance communication; establishing a connection
based on a second short distance communication mode
between the external device and the at least one device
based on the information which is received from the at
least one device; receiving a control signal based on an
application which is executed by the at least one device
via the second short distance communication mode; and
operating the external device based on the received con-
trol signal.
[0026] The information which is received from the at
least one device may include a connection request signal
when the second short distance communication mode is
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based on a direct communication mode between devices
and connection information which relates to a relay when
the second short distance communication mode is based
on a communication mode which uses the relay.
[0027] According to another aspect of one or more ex-
emplary embodiments, there is provided an application
execution method which is performable by using an ex-
ternal device, the method including: broadcasting con-
nection information which relates to a second short dis-
tance communication mode and application information
which relates to the external device via first short distance
communication; establishing a connection which is
based on the second short distance communication
mode between at least one device and the external de-
vice based on information which is received from the at
least one device; receiving a control signal via an appli-
cation which is executed by the at least one device via
the second short distance communication mode; and op-
erating hardware of the external device based on the
received control signal.
[0028] According to another aspect of one or more em-
bodiments, there is provided a non-transitory computer
readable recording medium storing at least one program
which includes commands for executing an application
execution method which is performable by using a first
device, wherein the application execution method is per-
formable by using the first device in the same manner as
the above-described application execution method which
is performable by using the first device.
[0029] According to another aspect of one or more ex-
emplary embodiments, there is provided a non-transitory
computer readable recording medium storing at least one
program which includes commands for executing an ap-
plication execution method which is performable by using
an external device, wherein the application execution is
performable by using the external device in the same
manner as the above-described application execution
method which is performable by using the external de-
vice.
[0030] According to another aspect of one or more ex-
emplary embodiments, there is provided a computer pro-
gram comprising instructions arranged, when executed,
to implement a method in accordance with any one of
the above-described aspects.
[0031] Various respective aspects and features of the
invention are defined in the appended claims.
[0032] It is an aim of certain embodiments to solve,
mitigate or obviate, at least partly, at least one of the
problems and/or disadvantages associated with the prior
art. Certain embodiments aim to provide at least one of
the advantages described below.

BRIEF DESCRIPTION OF THE DRAWINGS

[0033] The above and other features and advantages
of the present inventive concept will now be described
with reference to the attached drawings, throughout
which like parts are referred to by like references, and in

which:

FIG. 1 illustrates a configuration of an application
execution system, according to an exemplary em-
bodiment;
FIG. 2 is a flowchart which illustrates an application
execution method which is performable by using a
first device, according to an exemplary embodiment;
FIG. 3 is a detailed flowchart which illustrates an op-
eration of establishing a connection based on a sec-
ond short distance communication mode to a second
device of FIG. 2;
FIG. 4 is a detailed flowchart which illustrates a proc-
ess for executing an application in an operation of
controlling the second device of FIG. 2;
FIG. 5 is a flowchart which illustrates an application
execution method which is performable by using a
second device, according to an exemplary embodi-
ment;
FIG. 6 is a flowchart which illustrates an application
execution method which is performable by using a
second device, according to another exemplary em-
bodiment;
FIG. 7 is a flowchart which illustrates an application
execution method, according to an exemplary em-
bodiment;
FIG. 8 is a flowchart which illustrates an application
execution method, according to another exemplary
embodiment;
FIG. 9 is a flowchart which illustrates an application
execution method, according to another exemplary
embodiment;
FIG. 10 is a flowchart which illustrates an application
execution method, according to another exemplary
embodiment;
FIG. 11 is a block diagram of a first device, according
to an exemplary embodiment; and
FIG. 12 is a block diagram of a second device, ac-
cording to an exemplary embodiment.

DETAILED DESCRIPTION

[0034] As the present inventive concept allows for var-
ious changes and numerous embodiments, particular ex-
emplary embodiments will be illustrated in the drawings
and described in detail in the written description. How-
ever, this is not intended to limit the present inventive
concept to particular modes of practice, and it will be
appreciated that all changes, equivalents, and substi-
tutes that do not depart from the technical scope of the
present inventive concept are encompassed in the
present inventive concept. In the detailed description,
certain detailed explanations of the related art are omitted
when it is deemed that they may unnecessarily obscure
the essence of the exemplary embodiments.
[0035] Terms such as "first" and "second" are used
herein merely to describe a variety of constituent ele-
ments, but the constituent elements are not limited by
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the terms. The terms are used only for the purpose of
distinguishing one constituent element from another con-
stituent element.
[0036] Most of the terms used herein are general terms
that are widely used in the technical art to which the ex-
emplary embodiments pertain. However, some of the
terms used herein may be created to reflect intentions of
technicians in this art, precedents, or new technologies.
Also, some of the terms used herein may be arbitrarily
chosen by the present applicant. In this case, these terms
are defined in detail below. Accordingly, the specific
terms used herein should be understood based on the
unique meanings thereof and the whole context of the
exemplary embodiments.
[0037] As used herein, the singular forms "a", "an" and
"the" are intended to include the plural forms as well,
unless the context clearly indicates otherwise. It will be
further understood that the terms "comprises", "contains"
and variations of these words, when used in this speci-
fication, mean "including but not limited to", and are not
intended to (and do not) exclude other components, in-
tegers or steps: that is to say they specify the presence
of stated features, integers, steps, operations, elements,
components, and/or groups thereof, but do not preclude
the presence or addition of one or more other features,
integers, steps, operations, elements, components,
and/or groups thereof. As used herein, the term "and/or"
includes any and all combinations of one or more of the
associated listed items. Expressions such as "at least
one of," when preceding a list of elements, modify the
entire list of elements and do not modify the individual
elements of the list.
[0038] Throughout the specification, an ’application’
refers to a computer program which is devised to perform
specific operations based on a connection between de-
vices that will be described later. For example, the appli-
cation may include any one or more of a game applica-
tion, an instrument playing application, a moving image
reproduction application, a music reproduction applica-
tion, a map application, a broadcasting application, an
exercise support application, a medical application, a
payment application, a transportation mode (for exam-
ple, a car, a bus, an airplane, or a ship) automatic navi-
gation application, a peripheral device control applica-
tion, and the like.
[0039] Throughout the specification, a first device is a
device which independently executes an application. A
second device is a device which is connected to the first
device in order to execute the application. According to
roles of the first device and the second device with re-
spect to the execution of the application, the first device
may be referred to as a host device or a portable terminal,
and the second device may be referred to as an acces-
sory device or an external device. The second device
may be referred to as hardware which operates in con-
junction with the application.
[0040] For example, when the application is a trans-
portation mode automatic navigation application, the

second device may be a car which communicates with
the first device, and the first device may be a device which
controls the second device by installing an automatic
navigation application for the car. When the application
is an insulin monitoring application, the second device
may be a device which communicates with the first device
and which measures insulin resistance and sensitivity,
and the first device may be a device which controls the
second device by installing the insulin monitoring appli-
cation.
[0041] Throughout the specification, an ad-hoc mode
wireless local area network (LAN) and an infrastructure
mode wireless LAN are examples of communication
mode which is identifiable based on whether a relay is
used during short distance communication between de-
vices. In particular, the ad-hoc mode wireless LAN is an
example of a direct communication mode between de-
vices without a relay, and may include, for example, a
WiFi direct (WFD) communication network. The infra-
structure mode wireless LAN is an example of a commu-
nication mode between devices via a relay, and may be
a WiFi communication network. Thus, the ad-hoc mode
wireless LAN throughout the specification is to be under-
stood as being the direct communication mode between
devices without any relay, and the infrastructure mode
wireless LAN throughout the specification is to be under-
stood as being the communication mode between devic-
es via a relay.
[0042] The present inventive concept will now be de-
scribed more fully with reference to the accompanying
drawings, in which exemplary embodiments are shown.
Like reference numerals in the drawings denote like el-
ements and thus their descriptions will not be repeated
herein.
[0043] FIG. 1 illustrates a configuration of an applica-
tion execution system, according to an exemplary em-
bodiment.
[0044] Referring to FIG. 1, the application execution
system includes a first device 100, a relay 110, a second
device 120, and a server 130, but is not limited thereto.
In particular, the application execution system may in-
clude more or less elements than those shown in FIG. 1.
[0045] For example, the application execution system
may not include the relay 110 and the server 130. In this
case, the first device 100 and the second device 120 may
be connected to each other via a direct communication
mode between devices. The direct communication mode
between devices provides for direct transmission and re-
ception of data between devices without the relay 110.
Examples of the direct communication mode between
devices may include any one or more of a Bluetooth com-
munication mode, an ultra wideband (UWB) communi-
cation mode, a Zigbee communication mode, and a WiFi
direct communication mode, but is not limited thereto.
The direct communication mode between devices may
be referred to as a machine-to-machine (M2M) commu-
nication mode, a device-to-device (D2D) communication
mode, or a peer to peer (P2P) communication mode.
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[0046] The application execution system may not in-
clude the relay 110 and the server 130 but may include
a plurality of first devices 100. In this case, the plurality
of first devices 100 and the second device 120 may be
connected to each other via the direct communication
mode between devices. For example, when the plurality
of first devices 100 are portable terminals, and the second
device 120 is a printer, the plurality of portable terminals
may be connected to the printer via a direct communica-
tion mode between devices.
[0047] The application execution system may not in-
clude the relay 110 and the server 130 but may include
a plurality of second devices 120. In this case, the first
device 100 and the plurality of second devices 120 may
be connected to each other via the direct communication
mode between devices. For example, when the first de-
vice 100 is a portable terminal, and the plurality of second
devices 120 are a speaker and a microphone, the port-
able terminal may be connected to the speaker and the
microphone via a direct communication mode between
devices.
[0048] The application execution system may not in-
clude the relay 110 and the server 130 and may include
a plurality of first devices 100 and a plurality of second
devices 120. In this case, the plurality of first devices 100
and the plurality of second devices 120 may be connect-
ed to each other via the direct communication mode be-
tween devices. For example, when the plurality of first
devices 100 are portable terminals, and the plurality of
second devices 120 are scanners, each of the portable
terminals may be connected to each of the scanners via
the direct communication mode between devices.
[0049] The application execution system may not in-
clude the server 130 and may include the first device
100, the relay 110, and the second device 120. When
the application execution system of FIG. 1 includes the
relay 110, the first device 100 and the second device 120
may selectively use each of a communication mode for
transmitting data via the relay 110 and the direct com-
munication mode between devices without the relay 110.
[0050] The first device 100 and the second device 120
may be connected to each other by wire and/or wireless-
ly. In particular, according to exemplary embodiments,
the first device 100 may be connected to the second de-
vice 120 via short distance communication. According to
exemplary embodiments, short distance communication
between the first device 100 and the second device 120
may be defined as including first short distance commu-
nication and second short distance communication.
[0051] According to exemplary embodiments, the first
short distance communication is communication in which
the first device 100 recognizes the second device 120
and performs communication with the second device 120
before connecting the second short distance communi-
cation between the first device 100 and the second device
120. The recognizing the second device 120 by the first
device 100 may include, for example, recognizing a com-
munication mode which is performed by the second de-

vice 120 and an application which relates to the second
device 120 during the second short distance communi-
cation. Recognizing the second device 120 by the first
device 100 may include in a communication process
which is performed between the first device 100 and the
second device 120 before connecting the second short
distance communication between the first device 100 and
the second device 120.
[0052] The first short distance communication may be
referred to as communication which is performed be-
tween the first device 100 and the second device 120
before the first device 100 executes an application. The
first short distance communication may be performed
based on one of a near field communication (NFC) mode
and a Bluetooth low energy (BLE) communication mode,
but is not limited thereto.
[0053] The NFC mode may bi-directionally transmit da-
ta between the first device 100 and the second device
120 if a distance between the first device 100 and the
second device 120 is within a first short distance com-
munication radius. The first device 100 may read data
which is stored in the second device 120 while operating
in the NFC mode. In this case, the second device 120
may perform the NFC mode based on an NFC tag. The
first short distance communication radius is currently
known to be about 10 cm, but is not limited thereto. The
distance between the first device 100 and the second
device 120 is based on a current location of the first de-
vice 100 and a current location of the second device 120.
[0054] The second device 120 may provide or transmit
connection information which relates to a second short
distance communication mode to be performed by the
second device 120, application information which relates
to the second device 120, a connection request signal,
a connection acceptance signal, and a connection noti-
fication signal, which will be described below, to the first
device 100 while operating in the NFC mode, but is not
limited thereto.
[0055] The second short distance communication is
communication performed between the first device 100
and the second device 120 in order for the first device
100 to control the second device 120 after the first device
100 executes an application. Examples of the second
short distance communication may include any one or
more of Bluetooth communication, UWB communication,
Zigbee communication, WiFi direct communication, and
infrastructure mode wireless LAN (e.g., WiFi) communi-
cation, but is not limited thereto.
[0056] Information which relates to the second short
distance communication mode may include information
which indicates whether the second short distance com-
munication mode is a communication mode via the relay
110 or a direct communication mode between devices.
For example, the information which relates to the second
short distance communication mode may include infor-
mation which indicates the infrastructure mode wireless
LAN (e.g., WiFi) communication mode or Bluetooth com-
munication mode, but is not limited thereto.
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[0057] When the information which relates to the sec-
ond short distance communication mode includes the in-
formation which indicates the infrastructure mode wire-
less LAN communication mode, the connection informa-
tion which relates to the second short distance commu-
nication mode may include information which relates to
the second short distance communication mode, and
may not include the above-described additional informa-
tion.
[0058] When the information which relates to the sec-
ond short distance communication mode includes the in-
formation which indicates the Bluetooth communication
mode, the connection information which relates to the
second short distance communication mode may include
an address of the second device 120, such as a media
access control (MAC) address of the second device 120,
or an Internet protocol (IP) address of the second device
120, as additional information.
[0059] The connection information which relates to the
second short distance communication mode is not limited
thereto. In particular, the connection information which
relates to the second short distance communication may
include authentication information, irrespective of wheth-
er the second short distance communication uses the
relay 110. The authentication information is used to au-
thenticate the second device 120 if the second device
120 is a device which is controllable via an application
which is executed by the first device 100 or a device
which is allowed to connect the first device 100. When
an N number of second devices 120 are connected to
the first device 100, the N number of second devices 120
may have the same authentication information.
[0060] The application information which relates to the
second device 120 may include at least one of application
identification information and an application execution
command, but is not limited thereto. The application iden-
tification information may include information which is us-
able to search for an application in the first device 100
or the server 130.
[0061] The first device 100 may transmit connection
information which relates to the relay 110, connection
information which relates to the second short distance
communication mode to be performed by the first device
100, and a connection request signal to the second de-
vice 120 by using the NFC mode, but is not limited thereto.
In this regard, the first device 100 may write the above-
described information to the NFC tag of the second de-
vice 120, but is not limited thereto.
[0062] The BLE communication mode has a charac-
teristic of seamlessly broadcasting information. Thus,
when the first short distance communication is based on
the BLE communication mode, the second device 120
seamlessly broadcasts information which includes the
above-described connection information which relates to
the second short distance communication mode and the
application information which relates to the second de-
vice 120. The BLE communication mode has a maximum
transmission distance (i.e. a "range") which is equal to

or greater than 100 m. Thus, if the distance between the
second device 120 and the first device 100 is within 100
m, the first device 100 includes a Bluetooth function of
receiving the above-described information broadcast by
the second device 120.
[0063] When the second device 120 transmits the con-
nection information which relates to the second short dis-
tance communication mode and the application informa-
tion which relates to the second device 120 to the first
device 100, the second device 120 may transmit identi-
fication information and service information which relates
the second device 120 that the first device 100 requires,
such as a manufacturer name of the second device 120,
a serial number thereof, a software version thereof,
and/or any other suitable type of information.
[0064] The first device 100 may perform a connection
which is based on the second short distance communi-
cation mode to the second device 120 by using the con-
nection information which relates to the second short dis-
tance communication mode which is received from the
second device 120. For example, if the connection infor-
mation which relates to the second short distance com-
munication mode includes information which indicates
the infrastructure mode wireless LAN communication,
the first device 100 transmits the connection information
which relates to the relay 110 that has been connected
or is to be connected to the first device 100 to the second
device 120 via the first short distance communication.
When the first device 100 is not connected to the relay
110, the first device 100 transmits connection information
which relates to the relay 110 which is stored in the first
device 100 to the second device 120.
[0065] The connection information which relates to the
relay 110 is information which may be necessary for im-
plementing a connection to the relay 110. For example,
the connection information which relates to the relay 110
may include a service set identifier (SSID), channel in-
formation, security and authentication key information,
encryption key information, an IP address, a MAC ad-
dress, and/or any other suitable type of information, but
is not limited thereto.
[0066] The second device 120 transmits the connec-
tion request signal to the relay 110 by using the connec-
tion information which relates to the relay 110. If the sec-
ond device 120 receives the connection acceptance sig-
nal from the relay 110, the second device 120 transmits
the connection notification signal which indicates that the
second device 120 is connected to the relay 110 via the
first short distance communication to the first device 100.
[0067] The first device 100 recognizes that the second
device 120 has been connected to the relay 110, and, if
the first device 100 is connected to the relay 110, may
recognize that a connection for the second short distance
communication between the first device 100 and the sec-
ond device 120 is established.
[0068] If the connection information which relates to
the second short distance communication mode includes
the information which indicates the Bluetooth communi-
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cation mode, the first device 100 requests the second
device 120 to connect thereto by using the received ad-
ditional information. In this regard, the communication
with the second device 120, which is performed by the
first device 100, is the first short distance communication.
If the first device 100 receives the connection acceptance
signal from the second device 120 based on the first short
distance communication, the connection between the
first device 100 and the second device 120 for the second
short distance communication is established.
[0069] If the connection for the second short distance
communication is established between the first device
100 and the second device 120, the first device 100 con-
trols the second device 120 or communicates data with
the second device 120 via the second short distance
communication while executing the application which re-
lates to the second device 120. The above operation may
be referred to as that the first device 100 controls the
second device 120 while the first device 100 and the sec-
ond device 120 execute the application.
[0070] The first device 100 may be implemented in var-
ious forms. For example, the first device 100 may include
any one or more of a portable terminal, a smart phone,
a notebook personal computer (PC), a tablet PC, a hand-
held PC, an e-book terminal, a digital broadcasting ter-
minal, a personal digital assistant (PDA), a portable mul-
timedia player (PMP), a navigation system, a smart tel-
evision (TV), a digital consumer electronics (CE) device
(for example, a refrigerator with a display panel, an air
conditioner, a dish washer, etc.), an iPhone [RTM] oper-
ating system (iOS)-compatible device, and/or any other
suitable device, but is not limited thereto.
[0071] The first device 100 may provide at least one
of an application execution function, a communication
function, a media player function, a transportation mode
automatic navigation function, a personal health moni-
toring function, a web browsing function, a word process-
ing function, an e-mailing function, a messenger function,
and/or a data storage function, and/or any other suitable
function, but is not limited thereto.
[0072] The second device 120 is a device which relates
to the application which is executed by the first device
100. In particular, the second device 120 is a device
which operates by being combined with the application
which is executed by the first device 100. The second
device 120 may communicate with the first device 100
by using the first short distance communication mode
and the second short distance communication mode.
[0073] The second device 120 may include any one or
more of an input apparatus, an output apparatus, and a
control apparatus, etc. For example, the second device
120 may include a device having a function of commu-
nicating with the first device 100, such as any one or
more of a microphone, a speaker, a pedal, a joystick, a
musical instrument (e.g., a piano, an organ, an electronic
keyboard, a guitar, a violin, a cello, etc.), a game manip-
ulation apparatus, a doll, a medical tool, an exercise tool,
the CE device (e.g., a refrigerator with a display panel,

an air conditioner, a dish washer, etc.), a security system,
a camera, a measuring device, automotive accessory
device (a head unit, a car stereo unit, a car navigation
system, etc.), a transportation mode (a car, a bus, an
airplane, a ship, etc.), etc., but is not limited thereto.
[0074] The relay 110 may include a wireless relay base
station. The relay 110 may be configured to link with a
wired LAN. In this case, the relay 110 may include a
wired/wireless Internet sharer which has an Internet shar-
ing function. The relay 110 may be configured to include
an access point (AP) having a wired and/or wireless link-
ing function and/or a wireless sharer which has a function
of sharing Internet with the AP.
[0075] The server 130 may provide an application to
the first device 100 or download the application in re-
sponse to a request of the first device 100. Thus, the
server 130 may be referred to as an application providing
server or an external server of the first device 100 or a
cloud server of the first device 100.
[0076] The server 130 may execute the application
while communicating with the first device via the relay
110 and communicate with the second device 120 in re-
sponse to a request of the first device 100.
[0077] Meanwhile, the application execution system of
FIG. 1 may be modified in such a way that the server 130
may directly communicate with the first device 100 with-
out the relay 110. In particular, the application execution
system may be configured to include the first device 100,
the second device 120, and the server 130. In this regard,
the server 130 is a device which is capable of the above-
described direct communication between devices, and
may be referred to as a peripheral device which transmits
the application to the first device 100 in response to the
request of the first device 100.
[0078] FIG. 2 is a flowchart which illustrates an appli-
cation execution method implemented in the first device
100, according to an exemplary embodiment.
[0079] In operation S201, the first device 100 detects
an occurrence of the first short distance communication
with the second device 120.
[0080] For example, when the first short distance com-
munication between the first device 100 and the second
device 120 is based on an NFC mode, if a distance be-
tween the first device 100 and the second device 120 is
within a first short distance communication radius, the
first device 100 may detect the occurrence of the first
short distance communication with the second device
120. When the distance between the first device 100 and
the second device 120 is within the first short distance
communication radius, NFC tagging may occur between
the first device 100 and the second device 120. When
the first short distance communication between the first
device 100 and the second device 120 is based on a BLE
communication mode, if the distance between the first
device 100 and the second device 120 is within the first
short distance communication radius, and if the first de-
vice 100 detects a reception of a signal that is broadcast
based on the Bluetooth communication mode from the
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second device 120, the first device 100 may detect the
occurrence of the first short distance communication with
the second device 120.
[0081] The first short distance communication radius
when the first short distance communication is based on
the NFC mode is different from the first short distance
communication radius when the first short distance com-
munication is based on the BLE communication mode,
as described above with reference to FIG. 1.
[0082] To respectively detect the occurrence of the first
short distance communication based on the NFC mode
and the first short distance communication based on the
BLE communication mode, the first device 100 may in-
clude a first short distance communication unit 1120 as
illustrated in FIG. 11, which will be described below.
[0083] In operation S202, the first device 100 receives
connection information which relates to the second short
distance communication mode and application informa-
tion which relates to the second device 120 from the sec-
ond device 120. For example, when the first short dis-
tance communication is based on the NFC mode, the
first device 100 may receive the above-described infor-
mation which is stored in the second device 120 by read-
ing the above-described information or by allowing the
second device 120 to write the above-described informa-
tion in the first device 100. When the first short distance
communication is based on the BLE communication
mode, the first device 100 receives the above-described
information that is broadcast based on the Bluetooth
communication mode from the second device 120. How-
ever, the application information may further include
progress status information which relates to an applica-
tion.
[0084] In operation S203, the first device 100 estab-
lishes a connection to the second device 120 based on
the connection information which relates to the second
short distance communication. FIG. 3 is a flowchart which
illustrates operation S203. In particular, FIG. 3 is a flow-
chart which illustrates the connection based on the sec-
ond short distance communication mode to the second
device 120, which is performed by the first device 100.
[0085] In operation S301, the first device 100 deter-
mines the second short distance communication mode
which is available with respect to the second device 120.
In particular, the first device 100 determines the second
short distance communication mode which is available
with respect to the second device 120 by using commu-
nication mode information which is included in the con-
nection information which relates to the second short dis-
tance communication received in operation S202. The
communication mode information may include informa-
tion which indicates the second short distance commu-
nication mode which is available with respect to the sec-
ond device 120 as described with reference to FIG. 1.
[0086] For example, when information which indicates
a Bluetooth communication mode is defined as 01, and
information which indicates an infrastructure wireless
LAN communication mode is defined as 10, the first de-

vice 100 may detect the communication mode informa-
tion from the connection information which relates to the
second short distance communication. If the detected
communication mode information is 01, the first device
100 may determine the second short distance commu-
nication mode used by the second device 120 as the
Bluetooth communication mode. If the detected commu-
nication mode information is 10, the first device may de-
termine the second short distance communication mode
used by the second device 120 as the infrastructure wire-
less LAN communication mode. However, the method of
determining the second short distance communication
mode is not limited thereto.
[0087] When the first device 100 communicates with
the server 130 via the relay 110 by using the infrastructure
wireless LAN communication mode, the first device 100
may sense an occurrence of the first short distance com-
munication with the second device 120. In this regard, if
the connection information which relates to the second
short distance communication which is received from the
second device 120 indicates the infrastructure wireless
LAN communication mode, the first device 100 may op-
erate a WiFi mode which operates via the relay 100 as
a WiFi dual mode.
[0088] In this case, the first device 100 may use the
same IP address or different IP addresses in order to
communicate with the server 130 and the second device
120 via the relay 110. Whether to use the same IP ad-
dress or different IP addresses is determined based on
the number of IP addresses set in the first device 100.
In particular, when one IP address is allocated to the first
device 100, the first device 100 uses the same IP ad-
dress, and, if a plurality of IP addresses are allocated to
the first device 100, the first device 100 may use different
IP addresses or the same IP address.
[0089] The WiFi dual mode may include concurrently
operating a communication mode via the relay 100 and
a WiFi direct mode without the relay 100. In particular,
when the first device 100 communicates with the server
130 via the relay 110 by using the infrastructure wireless
LAN communication mode, the first device 100 may
sense the occurrence of the first short distance commu-
nication with the second device 120. In this regard, if the
connection information which relates to the second short
distance communication mode which is received from
the second device 120 indicates a WiFi direct communi-
cation mode, the first device 100 may perform a direct
communication between devices with the second device
120 by using the WiFi direct communication mode while
communicating with the server 130 via the relay 110. For
example, when the first device 100 is a mobile terminal,
the second device 120 is a smart TV, and the first device
100 downloads a moving image from the server 130, the
first device 100 may control the second device 120 to
reproduce the downloading moving image by the second
device 120.
[0090] When the second device 120 performs the first
short distance communication by using the BLE commu-
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nication mode and the second short distance communi-
cation by using the Bluetooth communication mode, the
second device 120 may be embedded with a dual mode
solution, but is not limited thereto. The dual mode solution
may indicate facilitating a classic Bluetooth communica-
tion mode and BLE communication mode functionality
on a single chip. When the first device 100 is also con-
figured to perform the first short distance communication
and the second short distance communication by using
the Bluetooth communication mode similarly as the sec-
ond device 120, it may be understood that the dual mode
solution is embedded in first device 100. The Bluetooth
communication mode which is used for the second short
distance communication may be referred to as classic
Bluetooth so as to be distinguished from the BLE com-
munication mode which is used for the first short distance
communication.
[0091] When the second device 120 performs the first
short distance communication by using the NFC mode
and the second short distance communication by using
the Bluetooth communication mode, It may be under-
stood that the second device 120 may be embedded with
a single mode solution with respect to Bluetooth commu-
nication, but is not limited thereto. When the second de-
vice 120 performs the first short distance communication
by using the BLE communication mode and the second
short distance communication by using a communication
mode other than the Bluetooth communication mode, it
may be understood that the second device 120 may be
embedded with the single mode solution with respect to
Bluetooth communication, but is not limited thereto.
[0092] Meanwhile, in operation S302, the first device
100 determines whether the second short distance com-
munication mode which is available with respect to the
second device 120 is a communication mode which uses
the relay 110.
[0093] In particular, when the second short distance
communication mode which is available with respect to
the second device 120 is determined as the infrastructure
mode wireless LAN communication mode in operation
S301, the first device 100 recognizes that the second
short distance communication mode which is available
with respect to the second device 120 is the communi-
cation mode which uses the relay 110.
[0094] When the second short distance communica-
tion mode which is available with respect to the second
device 120 is determined as the Bluetooth communica-
tion mode in operation S301, the first device 100 recog-
nizes that the second short distance communication
mode which is available with respect to the second device
120 is a communication mode which does not use the
relay 110.
[0095] When the first short distance communication is
based on the BLE communication mode, the first device
100 displays information which relates to the second de-
vice 120 before establishing the connection based on the
second short distance communication mode to the sec-
ond device 120 according to the above-described flow-

chart of FIG. 3. The information which relates to the sec-
ond device 120 includes information which informs a user
about the second device 120. For example, the informa-
tion which relates to the second device 120 may include
application information which relates to the second de-
vice 120 and manufacturer information thereof, but is not
limited thereto. The information which relates to the sec-
ond device 120 may be displayed on the first device 100
in an In_App advertisement form.
[0096] If a signal for a user’s selection of a connection
to the second device 120 based on the displayed infor-
mation which relates to the second device 120 is re-
ceived, the first device 100 may perform the above-de-
scribed operation to establish the connection based on
the second short distance communication mode to the
second device 120.
[0097] In operation S303, the first device 100 transmits
connection information which relates to the relay 110 to
the second device 120 via the first short distance com-
munication. Accordingly, if a connection notification
which indicates that the second device 120 is connected
to the relay 110 is received from the second device 120,
the first device 100 performs the establishing the con-
nection based on the second short distance communi-
cation to the second device 120 via the relay 110.
[0098] In operation S304, the first device 100 enables
the second short distance communication based on a
direct communication between devices. For example,
when the second short distance communication mode
which is performed by the second device 120 is the Blue-
tooth communication mode, the first device 100 enables
the Bluetooth communication.
[0099] In operation S305, the first device 100 estab-
lishes the connection based on the second short distance
communication to the second device 120 by using the
enabled Bluetooth communication. In particular, the first
device 100 requests the second device 120 to connect
thereto if the Bluetooth communication is enabled in the
first device 100. If a connection acceptance signal is re-
ceived from the second device 120, the first device 100
establishes the connection based on the second short
distance communication to the second device 120.
[0100] Referring to operation S204 of FIG. 2, the first
device 100 controls the second device 120 via the second
short distance communication. In particular, if the con-
nection based on the second short distance communi-
cation is established between the first device 100 and
the second device 120, the first device 100 executes the
application based on the application information which
relates to the second device 120 which is received in
operation S202, and controls the second device 120
while performing data communication with the second
device 120 via the second short distance communication.
[0101] FIG. 4 is a flowchart which illustrates an execu-
tion of an application in operation S204.
[0102] In operation S401, the first device 100 searches
for an application therein based on the received applica-
tion information. If the first device 100 determines that
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the application is installed therein in operation S402, the
first device 100 executes the application in operation
S403.
[0103] When the application is installed in the first de-
vice 100, the first device 100 may execute the application
by reflecting past history information which relates to a
connection between the first device 100 and the second
device 120. The past history information may include
progress status information, such as, for example, any
one or more of a maximum score, a game level, used
character information, etc. when the application is a
game, but is not limited thereto. When the past history
information includes the maximum score, the application
which is executed by the first device 100 may display
information which relates to the above-described maxi-
mum score.
[0104] If the first device 100 determines that the appli-
cation is not installed therein in operation S402, the first
device 100 downloads the application from the server
130 in operation S404. In operation S405, the first device
100 executes the downloaded application.
[0105] Referring to operation S204 of FIG. 2, if the first
device 100 executes the application in operation S204,
the first device 100 controls the second device 120 via
the second short distance communication based on an
operation of the application. For example, if the executed
application is a musical instrument playing application,
and the second device 120 includes piano keys, the first
device 100 may control an operation of the piano keys
while executing the musical instrument playing applica-
tion.
[0106] FIGS. 2, 3, and 4 show a case in which the ap-
plication information is received from the second device
120. However, the application execution method accord-
ing to an exemplary embodiment may not receive the
application information from the second device 120, rec-
ognize the second device 120 via the first short distance
communication, and then automatically search for the
application by the first device 100 based on the recog-
nized information which relates to the second device 120.
[0107] FIG. 5 is a flowchart of an application execution
method which is performable by using the second device
120, according to an exemplary embodiment. FIG. 5
shows a case in which the first short distance communi-
cation between the first device 100 and the second device
120 uses an NFC mode.
[0108] In operation S501, the second device 120 de-
tects an occurrence of the first short distance communi-
cation with the first device 100. For example, when the
first short distance communication is based on the NFC
mode, as described with reference to FIG. 2, if a distance
between the first device 100 and the second device 120
is within a first short distance communication radius, the
second device 120 may detect the occurrence of the first
short distance communication with the first device 100.
[0109] In operation S502, the second device 120 trans-
mits the connection information which relates to the sec-
ond short distance communication and application infor-

mation to the first device 100. In this regard, as described
with reference to the first device 100, the second device
120 may not transmit the application information to the
first device 100.
[0110] In operation S503, the second device 120 es-
tablishes the connection of the second short distance
communication to the first device 100 by using informa-
tion which is received from the first device 100. In case
of that the second short distance communication mode
which is available with respect to the second device 120
should use the relay 110, the information which is re-
ceived from the first device 100 may include connection
information which relates to the relay 110. In case of that
the second short distance communication mode which
is available with respect to the second device 120 does
not use the relay 110, the information which is received
from the first device 100 may include a connection re-
quest signal based on the second short distance com-
munication mode enabled by the first device 100.
[0111] In operation S504, the second device 120 re-
ceives a control signal from the first device 100 via the
second short distance communication which is estab-
lished between the first device 100 and the second device
120. In operation S505, the second device 120 operates
hardware thereof based on the control signal. In opera-
tion S505, the second device 120 may operate hardware
and software of the second device 120 based on the re-
ceived control signal. Operations S504 and S505 may
be understood as referring to operating the second de-
vice 120 based on the control signal which is received
from the first device 100 while the second device 120
and the first device 100 execute an application.
[0112] FIG. 6 is a flowchart which illustrates an appli-
cation execution method which is performable by using
the second device 120, according to another exemplary
embodiment.
[0113] FIG. 6 shows a case in which the first short dis-
tance communication between the first device 100 and
the second device 120 uses a BLE communication mode.
[0114] In operation S601, the second device 120
broadcasts the connection information which relates to
the second short distance communication and applica-
tion information which relates to the second device 120
via the first short distance communication. The first short
distance communication uses the BLE communication
mode.
[0115] In operation S602, the second device 120 es-
tablishes the connection based on the second short dis-
tance communication to the first device 100 by using in-
formation which is received from the first device 100. In
case of that the second short distance communication
mode which is available with respect to the second device
120 should use the relay 110, the information which is
received from the first device 100 may include connection
information which relates to the relay 110. In case of that
the second short distance communication which is avail-
able with respect to the second device 120 does not use
the relay 110, the information which is received from the
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first device 100 may include a connection request signal
based on the second short distance communication
which is enabled by the first device 100.
[0116] In operation S603, the second device 120 re-
ceives a control signal from the first device 100 via the
second short distance communication which is estab-
lished between the first device 100 and the second device
120. In operation S604, the second device 120 operates
hardware thereof based on the control signal. Operation
S604 may operate hardware and software of the second
device 120 based on the received control signal.
[0117] FIG. 7 is a flowchart which illustrates an appli-
cation execution method, according to an exemplary em-
bodiment. FIG. 7 shows a case in which first short dis-
tance communication is performed by using an NFC
mode, and second short distance communication is a
communication mode which uses the relay 110.
[0118] In operation S701, because a distance between
the first device 100 and the second device 120 is closer
to a first short distance communication radius, in opera-
tion S702, the first device 100 and the second device 120
respectively detect an occurrence of the first short dis-
tance communication.
[0119] In operation S703, the second device 120 trans-
mits the connection information which relates to the sec-
ond short distance communication and application infor-
mation which relates to the second device 120 to the first
device 100 via NFC.
[0120] In operation S704, the first device 100 performs
authentication processing with respect to the second de-
vice 120. Authentication processing may be performed
by authenticating authentication information which is re-
ceived from the second device 120. The authentication
information which is received from the second device 120
may be previously set in each of the first device 100 and
the second device 120. Thus, the authentication infor-
mation may be received from the second device 120 in
operation S703. If the authentication information is not
received from the second device 120 in operation S703,
and when an exemplary embodiment is implemented not
to perform authentication processing with respect to the
second device 120, operation S704 may be skipped.
[0121] When an exemplary embodiment is implement-
ed to perform authentication processing with respect to
the second device 120, if the authentication information
is not received from the second device 120 or wrong au-
thentication information is received from the second de-
vice 120, the first device 100 may not perform a next
operation.
[0122] In operation S705, the first device 100 deter-
mines the second short distance communication mode
that can be performed by the second device 120 based
on the received connection information which relates to
the second short distance communication. The determin-
ing the second short distance communication mode is
performed as described with reference to operation S301
of FIG. 3.
[0123] FIG. 7 shows a case in which the second short

distance communication mode that can be performed by
the second device 120 uses the relay 110. Thus, in op-
eration S706, the first device 100 transmits connection
information which relates to the relay 110 to the second
device 120. FIG. 7 shows a case in which the first device
100 is not connected to the relay 110 and stores the con-
nection information which relates to the relay 110 therein.
[0124] In operation S707, the second device 120 re-
quests the relay 110 to connect thereto by using the re-
ceived connection information which relates to the relay
110. In operation S708, if a connection acceptance signal
is received from the relay 110, in operation S709, the
second device 120 transmits a connection notification
which indicates that the second device 120 is connected
to the relay 110 to the first device 100.
[0125] In operation S710, the first device 100 requests
the relay 110 to connect thereto by using the connection
information which relates to the relay 110. In operation
S711, if a connection acceptance signal is received from
the relay 110, in operation S712, the first device 100 ex-
ecutes an application. The executing the application may
be performed as illustrated in the flowchart of FIG. 4.
[0126] In operation S713, the first device 100 controls
the second device 120 via the relay 110 based on the
executed application.
[0127] FIG. 8 is a flowchart which illustrates an appli-
cation execution method, according to another exempla-
ry embodiment. FIG. 8 shows a case in which first short
distance communication is performed by using a BLE
communication mode, and second short distance com-
munication is performed by using the relay 110.
[0128] In operation S801, because the first device 100
receives the connection information which relates to the
second short distance communication connection infor-
mation and application information which relates to the
second device 120 which is broadcast from the second
device 120, in operation S802, the first device 100 detects
an occurrence of the first short distance communication.
Although operations S801 and S802 are shown as dif-
ferent operations for the convenience of explanation,
they may be understood to be concurrently performed.
In particular, the first device 100 may detect the occur-
rence of the first short distance communication concur-
rently with receiving a signal broadcast from the second
device 120.
[0129] In operation S803, the first device 100 performs
authentication processing with respect to the second de-
vice 120. Authentication processing may be performed
by authenticating authentication information which is re-
ceived from the second device 120. The authentication
information which is received from the second device 120
may be previously set in each of the first device 100 and
the second device 120. Thus, the authentication infor-
mation may be received from the second device 120 in
operation S801. If the authentication information is not
received from the second device 120 in operation S801,
and when an exemplary embodiment is implemented not
to perform authentication processing with respect to the
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second device 120, operation S803 may be skipped.
[0130] When an exemplary embodiment is implement-
ed to perform authentication processing with respect to
the second device 120, if the authentication information
is not received from the second device 120 or wrong au-
thentication information is received from the second de-
vice 120, the first device 100 may not perform a next
operation.
[0131] In operation S804, the first device 100 displays
information which relates to the second device 120. To
this end, the second device 120 may transmit the infor-
mation which relates to the second device 120 to the first
device in operation S801.
[0132] After the first device 100 detects the occurrence
of the first short distance communication in operation
S802, the first device 100 may be implemented to receive
the above-described authentication information and the
information which relates to the second device 120 based
on an information request from the first device 100 to the
second device 120.
[0133] In operation S805, if user information which re-
lates to selecting a connection to the second device 120
is received based on the displayed information which re-
late to the second device 120, in operation S806, the first
device 100 determines the second short distance com-
munication mode that may be performed by the second
device 120 by using the connection information which
relates to the second short distance communication. The
determining of the second short distance communication
mode is performed as described with reference to oper-
ation S301 of FIG. 3.
[0134] FIG. 8 shows a case in which the second short
distance communication mode that may be performed
by the second device 120 uses the relay 110. Thus, in
operation S807, the first device 100 transmits connection
information which relates to the relay 110 to the second
device 120. FIG. 8 shows a case in which the first device
100 is not connected to the relay 110 and stores the con-
nection information which relates to the relay 110 therein.
[0135] In operation S808, the second device 120 re-
quests the relay 110 to connect thereto by using the re-
ceived connection information which relates to the relay
110. In operation S809, if a connection acceptance signal
is received from the relay 110, in operation S810, the
second device 120 transmits a connection notification
which indicates that the second device 120 is connected
to the relay 110 to the first device 100.
[0136] In operation S811, the first device 100 requests
the relay 110 to connect thereto by using the connection
information which relates to the relay 110. In operation
S812, if a connection acceptance signal is received from
the relay 110, in operation S813, the first device 100 ex-
ecutes an application. The executing of the application
may be performed as illustrated in the flowchart of FIG. 4.
[0137] In operation S814, the first device 100 controls
the second device 120 via the relay 110 based on the
executed application.
[0138] FIG. 9 is a flowchart which illustrates an appli-

cation execution method, according to another exempla-
ry embodiment. FIG. 9 shows a case in which first short
distance communication is performed by using an NFC
mode, and second short distance communication is per-
formed via direct communication between devices, and
not by using the relay 110.
[0139] In operation S901, because a distance between
the first device 100 and the second device 120 is closer
to a first short distance communication radius, in opera-
tion S902, the first device 100 and the second device 120
detect an occurrence of the first short distance commu-
nication.
[0140] In operation S903, the second device 120 trans-
mits the connection information which relates to the sec-
ond short distance communication and application infor-
mation which relates to the second device 120 to the first
device 100 via NFC.
[0141] In operation S904, the first device 100 performs
authentication processing with respect to the second de-
vice 120. Authentication processing may be performed
by authenticating authentication information which is re-
ceived from the second device 120. The authentication
information may be previously set in each of the first de-
vice 100 and the second device 120. The authentication
information may be received from the second device 120
in operation S903. If the authentication information is not
received from the second device 120 in operation S903,
and when an exemplary embodiment is implemented not
to perform authentication processing with respect to the
second device 120, operation S904 may be skipped.
[0142] When an exemplary embodiment is implement-
ed to perform authentication processing with respect to
the second device 120, if the authentication information
is not received from the second device 120 or wrong au-
thentication information is received from the second de-
vice 120, the first device 100 may not perform a next
operation.
[0143] In operation S905, the first device 100 deter-
mines the second short distance communication mode
that may be performed by the second device 120 by using
the connection information which relates to the second
short distance communication. The determining of the
second short distance communication mode is per-
formed as described with reference to operation S301 of
FIG. 3.
[0144] FIG. 9 shows a case in which the second short
distance communication mode that may be performed
by the second device 120 uses a direct communication
mode between devices, and does not use the relay 110.
Thus, in operation S906, the first device 100 may transmit
information which relates to the first device 100 and which
is necessary for a request for direct communication be-
tween devices to the second device 120 via NFC. Thus,
the second device 120 may attempt to perform direct
communication between devices with the first device 100
first by using the information which relates to the first
device 100.
[0145] The application execution method of FIG. 9 may
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be implemented not to perform operation S906 such that
the direct communication between devices may be at-
tempted by only the first device 100.
[0146] In operation S907, the first device 100 requests
the second device 120 for connection therebetween by
using the received connection information which relates
to the second short distance communication mode that
may be performed by the second device 120. In operation
S908, if a connection acceptance signal is received from
the second device 120, in operation S909, the first device
100 executes an application. The executing of the appli-
cation may be performed as illustrated in the flowchart
of FIG. 4.
[0147] In operation S910, the first device 100 controls
the second device 120 via the direct communication be-
tween devices based on the executed application.
[0148] FIG. 10 is a flowchart which illustrates an appli-
cation execution method, according to another exempla-
ry embodiment. FIG. 10 shows a case in which first short
distance communication is performed by using a BLE
communication mode, and second short distance com-
munication is performed via direct communication be-
tween devices, and not by using the relay 110.
[0149] In operation S1001, because the first device
100 receives the connection information which relates to
the second short distance communication and applica-
tion information which relates to the second device 120
broadcast from the second device 120 via BLE commu-
nication, in operation S1002, the first device 100 detects
an occurrence of the first short distance communication.
Although operations S1001 and S1002 are shown as dif-
ferent operations for convenience of explanation, they
may be understood to be concurrently performed. In par-
ticular, the first device 100 may detect the occurrence of
the first short distance communication concurrently with
receiving a signal which is broadcast from the second
device 120. The second device 120 may not transmit the
application information in operation S1001.
[0150] In operation S1003, the first device 100 per-
forms authentication processing with respect to the sec-
ond device 120. Authentication processing may be per-
formed by authenticating authentication information
which is received from the second device 120. The au-
thentication information may be previously set in each of
the first device 100 and the second device 120. The au-
thentication information may be received from the second
device 120 in operation S1001. If the authentication in-
formation is not received from the second device 120 in
operation S1001, and when an exemplary embodiment
is implemented not to perform authentication processing
with respect to the second device 120, operation S1003
may be skipped.
[0151] When an exemplary embodiment is implement-
ed to perform authentication processing with respect to
the second device 120, if the authentication information
is not received from the second device 120 or wrong au-
thentication information is received from the second de-
vice 120, the first device 100 may not perform a next

operation.
[0152] In operation S1004, the first device 100 displays
information which relates to the second device 120. To
this end, the second device 120 may transmit the infor-
mation which relates to the second device 120 to the first
device in operation S1001.
[0153] After the first device 100 detects the occurrence
of the first short distance communication in operation
S1002, the first device 100 may be implemented to re-
ceive the above-described authentication information
and the information which relates to the second device
120 based on an information request from the first device
100 to the second device 120.
[0154] In operation S1005, if a user input which relates
to a selection of a connection to the second device 120
is received based on the displayed information which re-
lates to the second device 120, in operation S1006, the
first device 100 determines the second short distance
communication mode that may be performed by the sec-
ond device 120 by using the connection information
which relates to the second short distance communica-
tion mode. The determining of the second short distance
communication mode is performed as described above
with reference to operation S301 of FIG. 3.
[0155] FIG. 10 shows a case in which the second short
distance communication mode that may be performed
by the second device 120 uses direct communication be-
tween devices, and does not use the relay 110. Thus, in
operation S1007, the first device 100 may transmit infor-
mation which relates to the first device 100 which is nec-
essary for a request for direct communication between
devices to the second device 120 via BLE communica-
tion. Thus, the second device 120 may attempt to perform
direct communication between devices with the first de-
vice 100 first by using the information which relates to
the first device 100.
[0156] However, the application execution method of
FIG. 10 may be implemented not to perform operation
S1007 such that direct communication between devices
may be attempted by only the first device 100.
[0157] In operation S1008, the first device 100 re-
quests the second device 120 for connection therebe-
tween by using the received connection information
which relates to the second short distance communica-
tion mode that may be performed by the second device
120. In operation S1009, if a connection acceptance sig-
nal is received from the second device 120, in operation
S1010, the first device 100 executes an application. The
executing of the application may be performed as illus-
trated in the flowchart of FIG. 4.
[0158] In operation S1011, the first device 100 controls
the second device 120 via the direct communication be-
tween the devices based on the executed application.
[0159] FIG. 11 is a block diagram of the first device
100, according to an exemplary embodiment.
[0160] Referring to FIG. 11, the first device 100 in-
cludes an information input and output unit 1110, a first
short distance communication unit 1120, a second short
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distance communication unit 1130, a processor 1140, a
memory 1150, a power supply 1160, and a port 1170.
However, the first device 100 may include more or less
elements than those shown in FIG. 11.
[0161] For example, the first device 100 may be con-
figured not to include the port 1170, or may be configured
to include a camera module or/and a global positioning
system (GPS) module. However, elements that are or
are not included in the first device 100 are not limited
thereto.
[0162] The first short distance communication unit
1120 and the second short distance communication unit
1130 may also include more or less elements than those
shown in FIG. 11, or may be coupled to each other or
separated from each other.
[0163] In particular, a BLE module 1122 which is in-
cluded in the first short distance communication unit 1120
and a Bluetooth communication unit 1132 which is in-
cluded in the second short distance communication unit
1130 may be configured as a single chip set. In this case,
the chip set may operate in a dual mode to drive the BLE
module 1122 when the first device 100 is in a first short
distance communication mode, and to drive the Blue-
tooth communication unit 1132 when the first device 100
is in a second short distance communication mode.
[0164] A wireless LAN communication unit 1131 may
include both a function of direct communication between
devices (for example, a WiFi direct function) and a com-
munication function which uses the relay 110 (for exam-
ple, an infrastructure mode wireless LAN function) or may
include only the communication function which uses the
relay 110. When the wireless LAN communication unit
1131 includes both the function of direct communication
between devices and the communication function which
uses the relay 110, the wireless LAN communication unit
1131 may selectively operate the function of direct com-
munication between devices and the communication
function which uses the relay 110 based on a second
short distance communication mode that may be per-
formed by the second device 120.
[0165] For example, when the second short distance
communication mode that may be performed by the sec-
ond device 120 does not use the relay 110, the wireless
LAN communication unit 1131 performs the function of
direct communication between devices. When the sec-
ond short distance communication mode that may be per-
formed by the second device 120 uses the relay 110, the
wireless LAN communication unit 1131 performs the
communication function which uses the relay 110.
[0166] The information input and output unit 1110 re-
ceives user input information and output information
which relates to the first device 100. For example, the
user input information may include any one or more of
touch based input information, physical button control
based input information, user gesture based input infor-
mation, user voice recognition based input information,
face recognition based input information, and remote
controller (not shown) based input information, but is not

limited thereto.
[0167] The information input and output unit 1110, ac-
cording to an exemplary embodiment, may display infor-
mation which relates to the second device 120 as de-
scribed above in relation to operation S804 of FIG. 8 and
operation S1004 of FIG. 10, and may receive the user
input information which relates to a selection of a con-
nection to the second device 120 as described above in
relation to operation S805 of FIG. 8 and operation S1005
of FIG. 10. The information input and output unit 1110
may output or reproduce information based on an exe-
cution of an application and receive the user input infor-
mation based on the outputting or reproducing informa-
tion as described above in relation to operation S712 of
FIG. 7, operation S813 of FIG. 8, operation S909 of FIG.
9, and operation S1010 of FIG. 10.
[0168] The information input and output unit 1110 may
include any one or more of a dial, a slider switch, a joy-
stick, a click wheel, a touch pad, a touch screen, a button,
a microphone, a speaker, sensors, a display light, a key
pad, a display device, a scroll wheel, and a wireless com-
munication based remote signal receiver, etc., but is not
limited thereto. A camera that is not shown in FIG. 11
may be included in the information input and output unit
1110 based on information obtained by the camera. The
information input and output unit 1110 may include a user
interface and/or a graphical user interface.
[0169] The first short distance communication unit
1120 performs first short distance communication be-
tween the first device 100 and the second device 120 as
described above with reference to FIG. 1 according to
an exemplary embodiment. The first short distance com-
munication unit 1120 includes an NFC module 1121 and
the BLE module 1122, but is not limited thereto. The el-
ements included in the first short distance communication
unit 1120 may be coupled to the elements included in
the second short distance communication unit 1130 in a
hardware manner, and may maintain a first short distance
communication function even though the first short dis-
tance communication unit 1120 is coupled to the second
short distance communication unit 1130 in the hardware
manner.
[0170] The NFC module 1121 may perform a
read/write mode with respect to an NFC module which
is included in the second device 120 or exchange data
with the NFC module of the second device 120 via mutual
communication in a P2P mode, because a distance be-
tween the first device 100 and the second device 120 is
within a first short distance communication radius. When
the first short distance communication radius is based
on an NFC mode as described above with reference to
FIG. 1, although the first short distance communication
radius is generally 10 cm, because it may be up to a
maximum of 20 cm, the first short distance communica-
tion radius based on the NFC mode is not limited thereto.
[0171] When the NFC module 1121 performs the
read/write mode, the NFC module which is included in
the second device 120 may be configured as a tag in a
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manual mode. When the NFC module 1121 performs the
read/write mode or in the P2P mode, the NFC module
1121 may read, for example, connection information
which relates to the second short distance communica-
tion mode and application information which relates to
the second device 120, from the NFC module which is
included in the second device 120, and write connection
information which relates to the relay 110 in the NFC
module which is included in the second device 120. In-
formation stored in the NFC module which is included in
the second device 120 may not include the application
information which relates to the second device 120.
[0172] The BLE module 1122 may receive a signal
which is broadcast from the second device 120. When
the BLE module 1122 operates, it may be understood
that the BLE module 1122 of the first device 100 operates
in a slave mode (i.e., as a peripheral device) of the second
device 120, and a BLE module of the second device 120
operates in a master mode (i.e., as a central device) of
the first device 100.
[0173] The signal which is broadcast via the BLE mod-
ule 1122 may include the connection information which
relates to the second short distance communication
mode that may be performed by the second device 120
and the application information which relates to the sec-
ond device 120, information which relates to the second
device 120, and authentication information which relates
to the second device 120 as described above with refer-
ence to FIG. 1, but is not limited thereto. The above-
described broadcast signal may not include some of the
above-described information. The information which re-
lates to the second device 120 may include any one or
more of a MAC address of the second device 120, a
Bluetooth address thereof, a product name thereof, pro-
file information thereof, etc., but is not limited thereto.
[0174] The second short distance communication unit
1130 may perform second short distance communication
with the second device 120 according to an exemplary
embodiment as described above with reference to FIG.
1. To this end, the second short distance communication
unit 1130 may include the wireless LAN communication
unit 1131 and the Bluetooth communication unit 1132,
but is not limited thereto. For example, the second short
distance communication unit 1130 may further include a
Zigbee communication module and a UWB communica-
tion module, etc. and/or may include one of the wireless
LAN communication unit 1131 and the Bluetooth com-
munication unit 1132.
[0175] The wireless LAN communication unit 1131
may be configured to selectively perform a function of
direct communication between devices (for example, a
WiFi direct function included in an ad-hoc mode wireless
LAN) and a communication function which uses the relay
110 (for example, an infrastructure mode wireless LAN
function), or may be configured to perform the function
of direct communication between devices or the commu-
nication function which uses the relay 110 as described
above. The wireless LAN communication unit 1131 may

operate a WiFi mode as a dual mode as described above.
[0176] The Bluetooth communication unit 1132 may
perform second short distance communication between
the first device 100 and the second device 120 by using
classic Bluetooth communication (i.e., direct communi-
cation between devices). However, the Bluetooth com-
munication unit 1132 may be configured as a single chip
which contains the BLE module 1122 and classic Blue-
tooth communication functionality as described above in
order to selectively perform the BLE module 1122 and
the classic Bluetooth communication.
[0177] The processor 1140 may usually control a gen-
eral operation of the first device 100. Thus, the processor
1140 may be referred to as a controller. The processor
1140 may recognize the second device 120 via first short
distance communication with the second device 120
which is connected to the first device, may connect to
the second device 120 by using the second short distance
communication mode, and may execute an application
which relates to the second device 120. The processor
1140 may control a user interface which is based on the
information input and output unit 1110 and control the
power supply 1160. The processor 1140 may monitor a
connection status of the port 1170, and, if the connection
status is detected, may perform a corresponding opera-
tion.
[0178] The memory 1150 may store a program and
data for performing the application execution method ac-
cording to an exemplary embodiment. The program may
be based on the flowcharts shown in FIGS. 2, 3, and 4
and the flowchart of the first device 100 which is shown
in FIGS. 7, 8, 9, and 10. Accordingly, the processor 1140
may execute the program stored in the memory 1150
and perform the operations of the first device 100 in ac-
cordance with the flowcharts shown in FIGS. 2, 3, and 4
and FIGS. 7, 8, 9, and 10.
[0179] The data may include, for example, any one or
more of connection information which relates to the relay
110 that was connected or is connectable to the first de-
vice 100, a Bluetooth address of the first device 100, a
MAC address thereof, an IP address thereof, profile in-
formation thereof, a product name thereof, etc., but is not
limited thereto.
[0180] The memory 1150 may store the connection in-
formation which relates to the second short distance
communication mode that may be performed by the sec-
ond device 120, application information which relates to
the second device 120, and information which relates to
the second device 120 which is received from the second
device 120. The information which relates to the second
device 120 may be stored based on a registration request
of the second device 120 or when the information which
relates to the second device 120 is received.
[0181] The program stored in the memory 1150 ac-
cording to an exemplary embodiment may include, for
example, at least one of a management program of the
second device 120, an application management pro-
gram, and a service management program, but is not
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limited thereto. The management program of the second
device 120 may manage a connection and a disconnec-
tion between the second device 120 and the first device
100, and control and manage communication between
the second device 120 and an application which is exe-
cuted by the first device 100. The application manage-
ment program may launch or search for an application
which relates to the second device 120. The service man-
agement program may process a command language
with respect to an application being executed and the
second device 120.
[0182] The memory 1150 may include at least one type
of storage medium, such as any one or more of a flash
memory type, a hard disk type, a multimedia card micro
type, a card type memory (for example, SD, XD memory,
etc.), random access memory (RAM), static random ac-
cess memory (SRAM), read only memory (ROM), elec-
tronically erasable programmable ROM (EEPROM), pro-
grammable ROM (PROM) magnetic memory, and an op-
tical disk.
[0183] If the processor 1140 recognizes that a connec-
tion event which relates to the second device 120 via the
port 1170 or the first short distance communication unit
1120 takes place, the processor 1140 may execute the
above-described management program of the second
device 120, application management program, and serv-
ice management program, and control the first short dis-
tance communication unit 1120, the second short dis-
tance communication unit 1130, the information input and
output unit 1110, the power supply 1160, and the port
1170.
[0184] The power supply 1160 supplies power to a
hardware component which is included in the first device
100 in accordance with a control of the processor 1140
based on an operating system stored in the memory 1150
and the above-described programs. For example, if a
power saving mode control signal is received from the
processor 1140 which control signal relates to power sup-
plied to perform an output function of the information input
and output unit 1110, the power supply 1160 supplies
limited power such that the output function of the infor-
mation input and output unit 1110 operates in a power
saving mode.
[0185] When the second device 120 is connected to
the port 1170, the port 1170 provides a communication
channel between the first device 100 and the second
device 120. The port 1170 may be a physical port which
supports a specific communication channel. For exam-
ple, the port 1170 may include a physical port which re-
lates to a wired channel, such as, for example, a universal
serial bus (USB) 1171 and/or a universal asynchronous
receiver/transmitter (UART) 1172, but is not limited there-
to. When the second device 120 is connected to the first
device 100 via the port 1170, the first device 100 and the
second device 120 may execute an application while
transmitting and receiving data by wire.
[0186] FIG. 12 is a block diagram of the second device
120, according to an exemplary embodiment. FIG. 12

shows a case in which first short distance communication
is performed by using one of an NFC mode and a BLE
communication mode, and second short distance com-
munication is performed by using one of a Bluetooth com-
munication mode and a wireless LAN communication
mode.
[0187] Referring to FIG. 12, the second device 120 in-
cludes an information input and output unit 1210, a first
short distance communication unit 1220 which includes
an NFC module 1221 and a BLE module 1222, a second
short distance communication unit 1230 which includes
a wireless LAN communication unit 1231 and a Bluetooth
communication unit 1232, a processor 1240, a memory
1250, hardware 1260 of the second device 120, and a
port 1270.
[0188] When the second device 120 is configured as
shown in FIG. 12, user input information which relates to
selecting a first short distance communication mode and
a second short distance communication mode via the
information input and output unit 1210 may be received.
The NFC module 1221 and the BLE module 1222 which
are included in the first short distance communication
unit 1220 may be selectively driven and the wireless LAN
communication unit 1231 and the Bluetooth communica-
tion unit 1232 which are included in the second short
distance communication unit 1230 may be selectively
driven via a communication mode that is set in the proc-
essor 1240 based on the received user input information.
[0189] The information input and output unit 1210 re-
ceives the user input information and outputs information
which is output from the second device 120 in conjunction
with an execution of an application. The user input infor-
mation may include, for example, any one or more of
touch based input information, physical button control
based input information, user gesture based input infor-
mation, user voice recognition based input information,
face recognition based input information, and remote
controller (not shown) based input information, but is not
limited thereto.
[0190] The information input and output unit 1210 may
be configured according to input information that may be
received. For example, if the application is executed and
there is no user input information which is received based
on the second device 120, and user input information is
necessary to request a connection based on the second
short distance communication between the first device
100 and the second device 120, the information input
and output unit 1210 may include a physical button which
is capable of requesting the connection between the first
device 100 and the second device 120 based on the sec-
ond short distance communication and a function block
which is capable of outputting information which requires
output from among Information received from the first
device 100 in conjunction with the application which is
executed by the first device 100 after the connection
based on the second short distance communication be-
tween the first device 100 and the second device 120 is
established.
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[0191] The NFC module 1221 may be configured as
an NFC tag, as a chip for reading/writing from/to the NFC
module 1121 of FIG. 11, and/or to perform bi-directional
data communication with the NFC module 1121 in a P2P
mode, as described above with reference to the NFC
module 1121.
[0192] The wireless LAN communication unit 1231
may be configured to selectively perform direct commu-
nication between devices and communication which us-
es the relay 110, to perform only direct communication
between devices, or to perform only the communication
which uses the relay 110, similarly as described above
with respect to the wireless LAN communication unit
1131 of FIG. 11.
[0193] The memory 1250 may store programs and da-
ta which are necessary for controlling a general operation
of the second device 120 in the processor 1240. The
programs may include a program for performing the ap-
plication execution method according to an exemplary
embodiment. The programs, which are for performing
the application execution method and are stored in the
memory 1250, may include a communication program
for communicating between the first device 100 and the
second device 120 and a program for controlling the hard-
ware 1260 of the second device 120 based on the appli-
cation which is executed by the first device 100, but is
not limited thereto.
[0194] The memory 1250 may store programs for per-
forming the application execution method in accordance
with respective communication modes. Accordingly, the
programs may be executed based on a communication
mode which is determined by the processor 1240.
[0195] The memory 1250 may include at least one type
of storage medium, such as, for example, any one or
more of a flash memory type, a hard disk type, a multi-
media card micro type, a card type memory (for example,
SD, XD memory, etc.), RAM, SRAM, ROM, EEPROM,
PROM magnetic memory, and an optical disk.
[0196] The data stored in the memory 1250 may in-
clude connection information which relates to the second
short distance communication mode that may be per-
formed by the second device 120, application information
which relates to the second device 120, information
which relates to the second device 120, and authentica-
tion information which relates to the second device 120,
but is not limited thereto.
[0197] The hardware 1260 of the second device 120
may be defined based on a function of the second device
120. For example, if the second device 120 is a smart
watch which operates in accordance with an application
which links with the first device 100, the hardware 1260
of the second device 120 may include a physical function
unit (for example, a GPS module, a microphone, a speak-
er, etc.) which is necessary for performing a function of
the smart watch which links with the application which is
executed by the first device 100.
[0198] If the second device 120 is an insulin resistance
and sensitivity measurement device which links with an

insulin monitoring application which is executed by the
first device 100, the hardware 1260 of the second device
120 may include the insulin resistance and sensitivity
measurement device, but is not limited thereto. The hard-
ware 1260 of the second device 120 may include various
sensors which are based on the function of the second
device 120.
[0199] When the application which is executed by the
first device 100 is a musical instrument application, and
the second device 120 is a keyboard or guitar, the hard-
ware 1260 of the second device 120 may include a hard-
ware component which is capable of playing the key-
board or guitar based on a control signal of the first device
100.
[0200] When the application which is executed by the
first device 100 is a karaoke application, and the second
device 120 is a microphone, the hardware 1260 of the
second device 120 may include a hardware component
which is configured for turning on/off the microphone
and/or turning a volume level of the microphone, and,
when the second device 120 is a speaker, the hardware
1260 of the second device 120 may include a hardware
component which is configured for adjusting a sound out-
put environment, but the hardware component is not lim-
ited thereto.
[0201] The second device 120 may implement a func-
tion which is performed by the hardware 1260 of the sec-
ond device 120 in a software manner, may minimize the
hardware 1260 of the second device 120, or may not
include the hardware 1260 of the second device 120. In
this case, software is stored in the memory 1250 and
may be executed by the processor 1240 based on a con-
trol signal which is received from the first device 100.
[0202] The port 1270 may include at least one of a USB
port and a UART port, similarly as described above with
respect to the port 1170 of FIG. 11, but is not limited
thereto. The second device 120 may not include the port
1270, which thus is shown in a dotted line in FIG. 12. If
the first device 100 and the second device 120 are con-
nected to each other via the port 1270, the first device
100 and the second device 120 may link with each other
via a wired communication channel.
[0203] When the second device 120 of FIG. 12 per-
forms first short distance communication based on an
NFC mode and second short distance communication
based on a wireless LAN mode, the second device 120
may include the information input and output unit 1210,
the NFC module 1221, the wireless LAN communication
unit 1231, the processor 1240, the memory 1250, the
hardware 1260 of the second device 120, and the port
1270, but is not limited thereto. For example, the second
device 120 may further include a power supply or may
not include the port 1270.
[0204] The processor 1240 controls a general opera-
tion of the second device 120 by executing the programs
which are stored in the memory 1250. Thus, the proces-
sor 1240 may be referred to as a controller. In particular,
the processor 1240 establishes a connection which is
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based on the second short distance communication be-
tween the first device 100 and the second device 120 via
the NFC module 1221 in accordance with the application
execution method according to an exemplary embodi-
ment. After establishing the connection between the first
device 100 and the second device 120 based on the sec-
ond short distance communication, if the processor 1240
receives a control signal in accordance with the applica-
tion which is executed by the first device 100, the proc-
essor 1240 controls the hardware 1260 of the second
device 120.
[0205] The programs which are stored in the memory
1250 may include a program which is based on the flow-
charts of the second device 120 shown in FIGS. 5, 6, and
7.
[0206] When the second device 120 of FIG. 12 per-
forms first short distance communication based on a BLE
communication mode and second short distance com-
munication based on the wireless LAN mode, the second
device 120 may include the information input and output
unit 1210, the BLE module 1222, the wireless LAN com-
munication unit 1231, the processor 1240, the memory
1250, the hardware 1260 of the second device 120, and
the port 1270, but is not limited thereto.
[0207] The BLE module 1220 broadcasts the connec-
tion information which relates to the second short dis-
tance communication and related application information
as described above with reference to operation S801 of
FIG. 8, further broadcasts authentication information
which relates to the second device 120 and information
which relates to the second device 120, and receives
connection information which relates to the relay 110
from the BLE module 1122 of the first device 100. How-
ever, the information which is broadcast by the BLE mod-
ule 1220 may not include the above-described related
application information.
[0208] The processor 1240 may control the operation
of the second device 120 such that first short distance
communication is performed based on the BLE commu-
nication mode, and control the operation of the second
device 120 as illustrated in the flowcharts of the second
device 120 shown in FIGS. 6 and 8 by using the connec-
tion information which relates to the relay 110 which in-
formation is received from the BLE module 1122.
[0209] The memory 1250 may store a program and
data as indicated in the flowcharts of the second device
120 shown in FIGS. 6, 7, and 8. The program and data
stored in the memory 1250 may be defined as the pro-
gram and data stored in the memory 1150 of FIG. 11.
[0210] When the second device 120 performs first
short distance communication based on the NFC mode
and the second short distance communication based on
the Bluetooth communication mode, the second device
120 may operate based on the flowchart shown in FIG.
5 and the flowchart of the second device 120 shown in
FIG. 9.
[0211] In this case, the second device 120 may include
the information input and output unit 1210, the NFC mod-

ule 1221, the Bluetooth communication unit 1232, the
processor 1240, the memory 1250, the hardware 1260
of the second device 120, and the port 1270, but is not
limited thereto.
[0212] Because the second device 120 performs sec-
ond short distance communication based on the Blue-
tooth communication mode, the operation of the proces-
sor 1240 and the program and data stored in the memory
1250 may be different from that described above such
that second short distance communication may be per-
formed between the first device 100 and the second de-
vice 120 based on the Bluetooth communication unit
1232.
[0213] When the second device 120 performs first
short distance communication based on the BLE com-
munication mode and the second short distance commu-
nication based on the Bluetooth communication mode,
the second device 120 may operate based on the flow-
chart shown in FIG. 6 and the flowchart of operations of
the second device 120 shown in FIG. 10.
[0214] In this case, the second device 120 may include
the information input and output unit 1210, the BLE mod-
ule 1222, the Bluetooth communication unit 1232, the
processor 1240, the memory 1250, the hardware 1260
of the second device 120, and the port 1270, but is not
limited thereto.
[0215] In this case, because the second device 120
performs second short distance communication based
on the Bluetooth communication mode, the operation of
the processor 1240 and the program and data stored in
the memory 1250 may be different from the above-de-
scribed examples such that second short distance com-
munication may be established between the first device
100 and the second device 120 based on the Bluetooth
communication unit 1232.
[0216] When the second device 120 performs first
short distance communication based on one of the NFC
mode and the BLE communication mode and the second
short distance communication based on the wireless LAN
mode, the second device 120 may include the informa-
tion input and output unit 1210, the NFC module 1221,
the BLE module 1222, the wireless LAN communication
unit 1231, the processor 1240, the memory 1250, the
hardware 1260 of the second device 120, and the port
1270, but is not limited thereto.
[0217] In this case, if the first device 100 is configured
as shown in FIG. 11 and transmits information which is
broadcast by the BLE module 1222 to the second device
120, the processor 1240 may operate to disregard a sig-
nal which is received based on an operation of the NFC
module 1221 or may disable the operation of the NFC
module 1221.
[0218] However, if the first device 100 is not configured
as shown in FIG. 11 and includes the NFC module 1221
only, although the BLE module 1222 operates in an active
mode, the second device 120 may perform first short
distance communication for establishing the connection
based on the second short distance communication via
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the NFC module 1221. The program stored in the mem-
ory 1250 may be configured to selectively operate the
NFC module 1221 and the BLE module 1222 as de-
scribed above.
[0219] Meanwhile, when the second device 120 per-
forms first short distance communication based on one
of the NFC mode and the BLE communication mode and
the second short distance communication based on the
Bluetooth communication mode, the second device 120
may include the information input and output unit 1210,
the NFC module 1221, the BLE module 1222, the Blue-
tooth communication unit 1232, the processor 1240, the
memory 1250, the hardware 1260 of the second device
120, and the port 1270, but is not limited thereto. In this
case, each element may operate similarly as described
above with respect to the above-described examples.
[0220] In this case, the program stored in the memory
1250 may be different from the programs stored in the
above-described examples in performing first short dis-
tance communication. The difference is that the NFC
module 1221 and the BLE module 1222 are selectively
operated when first short distance communication is per-
formed.
[0221] The BLE module 1222 and the Bluetooth com-
munication unit 1232 may be configured as a single chip
based on a dual mode in a hardware manner as de-
scribed with reference to FIG. 11 and may selectively
operate the single chip when first and second short dis-
tance communication are performed.
[0222] The application execution method according to
exemplary embodiments may also be embodied as com-
puter readable codes on a transitory or non-transitory
computer readable recording medium. The computer
readable medium may be any recording apparatus which
is capable of storing data that is read by a computer sys-
tem, e.g., a read-only memory (ROM), a random access
memory (RAM), a compact disc (CD)-ROM, a magnetic
tape, a floppy disk, an optical data storage device, and
so on. The computer readable medium may be distribut-
ed among computer systems that are interconnected
through a network, and one or more of the exemplary
embodiments may be stored and implemented as com-
puter readable code in a distributed manner.
[0223] It will be appreciated that these computer read-
able media are storage devices and storage media that
are suitable for storing a program or programs comprising
instructions that, when executed, implement embodi-
ments of the present invention.
[0224] Accordingly, embodiments provide a program
comprising code for implementing apparatus or a method
as claimed in any one of the claims of this specification
and a machine-readable storage storing such a program.
Still further, such programs may be conveyed electroni-
cally via any medium, for example a communication sig-
nal carried over a wired or wireless connection and em-
bodiments suitably encompass the same.
[0225] Throughout the description and claims of this
specification, the singular encompasses the plural unless

the context otherwise requires. In particular, where the
indefinite article is used, the specification is to be under-
stood as contemplating plurality as well as singularity,
unless the context requires otherwise.
[0226] Features, integers or characteristics described
in conjunction with a particular aspect, embodiment or
example of the invention are to be understood to be ap-
plicable to any other aspect, embodiment or example de-
scribed herein unless incompatible therewith.
[0227] It will be also be appreciated that, throughout
the description and claims of this specification, language
in the general form of "X for Y" (where Y is some action,
activity or step and X is some means for carrying out that
action, activity or step) encompasses means X adapted
or arranged specifically, but not exclusively, to do Y.
[0228] While the present inventive concept has been
particularly shown and described with reference to ex-
emplary embodiments thereof, it will be understood by
those of ordinary skill in the art that various changes in
form and details may be made therein without departing
from the scope of the present inventive concept as de-
fined by the following claims.

Claims

1. An application execution method which is perform-
able by using a first device (100), the method com-
prising:

detecting (S1002) an occurrence of a first short
distance communication between at least one
external device (120) and the first device (100);
receiving (S1001) connection information which
relates to a second short distance communica-
tion mode and application information which re-
lates to the at least one external device (120)
from the at least one external device (120) via
the first short distance communication;
displaying (S1004) information which relates to
the at least one external device (120);
selecting (S1005) a connection to an external
device (120) among the at least one external
device (120) based on the displayed information
and a user input at the first device (100);
establishing the selected connection based on
the second short distance communication mode
between the external device (120) and the first
device (100) by using the received connection
information;
executing (S1010) an application based on the
received application information; and
controlling (S1011) the external device (120) via
the second short distance communication mode
by using the application.

2. The method of claim 1, wherein detecting (S201) the
occurrence of the first short distance communication
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is performed based on whether a distance between
the at least one external device (120) and the first
device (100) is within a first short distance commu-
nication radius.

3. The method of claim 1, wherein detecting the occur-
rence of the first short distance communication is
performed based on whether a broadcast signal
based on Bluetooth low energy (BLE) communica-
tion is received from the at least one external device.

4. The method of any one of the preceding claims,
wherein the connection information which relates to
the second short distance communication mode
comprises information which relates to the second
short distance communication mode which is per-
formed by the at least one external device (120) and
additional information to be used when establishing
the connection between the first device (100) and
the at least one external device (120) based on the
second short distance communication mode.

5. The method of claim 4, wherein the additional infor-
mation comprises address information which relates
to the at least one external device (120) when the
second short distance communication mode is
based on a direct communication mode between de-
vices.

6. The method of any one of the preceding claims,
wherein establishing the connection based on the
second short distance communication mode com-
prises:

determining (S806) the second short distance
communication mode between the external de-
vice (120) and the first device (100) by using the
received connection information which relates
to the second short distance communication
mode;
transmitting (S807), from the first device (100)
to the external device (120), connection infor-
mation which relates to a relay (110) to the ex-
ternal device (120) via first short distance com-
munication when the second short distance
communication mode is based on a communi-
cation mode which uses the relay (110); and
receiving (S810), from the external device (120),
a signal which indicates that a connection be-
tween the relay (110) and the external device
(120) is established.

7. The method of any one of the preceding claims,
wherein establishing (S203) the connection based
on the second short distance communication mode
comprises:

determining (S1006) the second short distance

communication mode between the external de-
vice (120) and the first device (100) by using the
received connection information which relates
to the second short distance communication;
transmitting (S1008), from the first device to the
external device (120), a connection request sig-
nal by using the received connection information
which relates to the second short distance com-
munication when the second short distance
communication mode is based on a direct com-
munication between devices; and
receiving (S1009) a connection acceptance sig-
nal from the external device (120).

8. The method of any one of the preceding claims,
wherein the second short distance communication
mode comprises at least one from among a wireless
local area network, LAN, communication mode, a
wireless fidelity, WiFi, direct communication mode,
a Bluetooth communication mode, an ultra wide-
band, UWB, communication mode, and a Zigbee
communication mode.

9. The method of any one of the preceding claims,
wherein establishing the connection based on the
second short distance communication mode com-
prises: registering the entexternal device (120) in the
first device (100) when a registration request is re-
ceived from the external device (120).

10. The method of any one of the preceding claims,
wherein the application information which relates to
the at least one external device (120) comprises at
least one of identification information which relates
to the application and an execution command.

11. The method of any one of the preceding claims, fur-
ther comprising:

searching (S401) for the application from the first
device (100) by using the received application
information; and
if the application is determined not to be installed
in the first device as a result of the searching,
downloading (S404) the application from an out-
side server (130).

12. The method of any one of the preceding claims,
wherein the connection information which relates to
the second short distance communication mode fur-
ther comprises authentication information which re-
lates to the at least one external device (120), where-
in establishing the connection based on the second
short distance communication is performed after
performing authentication processing (S1003) by us-
ing the received authentication information.

13. A first device (100) comprising:
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a first short distance communication unit (1120)
which is configured to communicate between at
least one external device (120) and the first de-
vice (100) by using a first short distance com-
munication mode;
a second short distance communication unit
(1130) which is configured to communicate be-
tween the at least one external device (120) and
the first device (100) by using a second short
distance communication mode, when the first
device (100) is connected to the at least one
external device (120) based on a connection in-
formation which relates to the second short dis-
tance communication mode which is received
from the at least one external device (120) via
the first short distance communication unit
(1120);
a display (1110) which is configured to display
information; and
a processor (1140) which is configured to:

detect an occurrence of the first short dis-
tance communication mode between the at
least one external device (120) and the first
device (100) via the first short distance com-
munication unit (1120),
receive the connection information which
relates to the second short distance com-
munication mode and application informa-
tion which relates to the at least one external
device (120) via the first short distance com-
munication unit (1120),
display information which relates to the at
least one external device (120) on the dis-
play (1110),
select a connection to an external device
(120) among the at least one external de-
vice based on the displayed information and
user input at the first device (100), establish
the selected connection between the exter-
nal device (120) and the first device (100)
based on the connection information which
relates to the second short distance com-
munication mode, execute an application
based on the received application informa-
tion, and
control the external device (120) via the sec-
ond short distance communication unit
(1130) by using the application.

14. The first device of claim 13, wherein, when estab-
lishing the connection based on the second short
distance communication mode, the processor
(1140) is configured to
determine (S806) the second short distance com-
munication mode between the external device (120)
and the first device (100) by using the received con-
nection information which relates to the second short

distance communication mode,
transmit (S807), from the first device (100) to the
external device (120), connection information which
relates to a relay (110) to the external device (120)
via first short distance communication when the sec-
ond short distance communication mode is based
on a communication mode which uses the relay
(110); and
receive (S810), from the external device (120), a sig-
nal which indicates that a connection between the
relay (110) and the external device (120) is estab-
lished.

15. The first device of claim 13 or 14, wherein, when
establishing the connection based on the second
short distance communication mode, the processor
(1140) is configured to:

determine (S1006) the second short distance
communication mode between the external de-
vice (120) and the first device (100) by using the
received connection information which relates
to the second short distance communication,
transmit (S1008), from the first device (100) to
the external device (120), a connection request
signal by using the received connection infor-
mation which relates to the second short dis-
tance communication when the second short
distance communication mode is based on a di-
rect communication between devices; and
receive (S1009) a connection acceptance signal
from the external device (120).

Patentansprüche

1. Anwendungsausfiihrungsverfahren, das unter Ver-
wendung einer ersten Vorrichtung (100) ausgeführt
werden kann, wobei das Verfahren Folgendes um-
fasst:

Erfassen (S1002) eines Auftretens einer ersten
Kurzstreckenkommunikation zwischenmindes-
tens einer externen Vorrichtung (120) und der
ersten Vorrichtung (100);
Empfangen (S1001) von Verbindungsinformati-
onen, die einen zweiten Kurzstreckenkommuni-
kationsmodus betreffen, und von Anwendungs-
informationen, die die mindestens eine externe
Vorrichtung (120) betreffen, von der mindestens
einen externen Vorrichtung (120) über die erste
Kurzstreckenkommunikation;
Anzeigen (S1004) von Informationen, die die
mindestens eine externe Vorrichtung (120) be-
treffen;
Auswählen (S1005) einer Verbindung zu einer
externen Vorrichtung (120) unter der mindes-
tens einen externen Vorrichtung (120) basie-
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rend auf den angezeigten Informationen und ei-
ner Benutzereingabe an der ersten Vorrichtung
(100);
Einrichten der ausgewählten Verbindung basie-
rend auf dem zweiten Kurzstreckenkommunika-
tionsmodus zwischen der externen Vorrichtung
(120) und der ersten Vorrichtung (100) unter
Verwendung der empfangenen Verbindungsin-
formationen;
Ausführen (S1010) einer Anwendung basierend
auf den empfangenen Anwendungsinformatio-
nen; und
Steuern (S1011) der externen Vorrichtung (120)
über den zweiten Kurzstreckenkommunikati-
onsmodus mit Hilfe der Anwendung.

2. Verfahren nach Anspruch 1, wobei das Erfassen
(S201) des Auftretens der ersten Kurzstreckenkom-
munikation basierend darauf durchgeführt wird, ob
eine Entfernung zwischen der mindestens einen ex-
ternen Vorrichtung (120) und der ersten Vorrichtung
(100) innerhalb eines ersten Kurzstreckenkommu-
nikationsradius liegt.

3. Verfahren nach Anspruch 1, wobei das Erfassen des
Auftretens der ersten Kurzstreckenkommunikation
basierend darauf durchgeführt wird, ob ein Rund-
funksignal, das auf Bluetooth-Kommunikation mit
geringer Energie (Bluetooth Low Energy - BLE) ba-
siert, von der mindestens einen externen Vorrich-
tung empfangen wird.

4. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei die Verbindungsinformationen, die den
zweiten Kurzstreckenkommunikationsmodus be-
treffen, Folgendes umfassen: Informationen, die den
zweiten Kurzstreckenkommunikationsmodus be-
treffen, der durch die mindestens eine externe Vor-
richtung (120) durchgeführt wird, und zusätzliche In-
formationen, die zu verwenden sind, wenn die Ver-
bindung zwischen der ersten Vorrichtung (100) und
der mindestens einen externen Vorrichtung (120)
basierend auf dem zweiten Kurzstreckenkommuni-
kationsmodus eingerichtet wird.

5. Verfahren nach Anspruch 4, wobei die zusätzlichen
Informationen Adresseninformationen umfassen,
die die mindestens eine externe Vorrichtung (120)
betreffen, wenn der zweite Kurzstreckenkommuni-
kationsmodus | auf einem direkten Kommunikations-
modus zwischen den Vorrichtungen basiert.

6. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei das Einrichten der Verbindung basierend
auf dem zweiten Kurzstreckenkommunikationsmo-
dus Folgendes umfasst:

Bestimmen (S806) des zweiten Kurzstrecken-

kommunikationsmodus zwischen der externen
Vorrichtung (120) und der ersten Vorrichtung
(100) unter Verwendung der empfangenen Ver-
bindungsinformationen, die den zweiten Kurz-
streckenkommunikationsmodus betreffen,
Übertragen (S807) von Verbindungsinformatio-
nen von der ersten Vorrichtung (100) zu der ex-
ternen Vorrichtung (120), die eine Übertra-
gungsvorrichtung (110) zu der externen Vorrich-
tung (120) über die erste Kurzstreckenkommu-
nikation betreffen, wenn der zweite Kurzstre-
ckenkommunikationsmodus auf einem Kommu-
nikationsmodus basiert, der die Übertragungs-
vorrichtung (110) verwendet; und
Empfangen (S810) eines Signals von der exter-
nen Vorrichtung (120), das anzeigt, dass eine
Verbindung zwischen der Übertragungsvorrich-
tung (110) und der externen Vorrichtung (120)
hergestellt ist.

7. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei das Einrichten (S203) der Verbindung
basierend auf dem zweiten Kurzstreckenkommuni-
kationsmodus Folgendes umfasst:

Bestimmen (S1006) des zweiten Kurzstrecken-
kommunikationsmodus zwischen der externen
Vorrichtung (120) und der ersten Vorrichtung
(100) unter Verwendung der empfangenen Ver-
bindungsinformationen, die die zweite Kurzstre-
ckenkommunikation betreffen;
Übertragen (S1008) eines Verbindungsanfor-
derungssignals von der ersten Vorrichtung zu
der externen Vorrichtung (120) unter Verwen-
dung der empfangenen Verbindungsinformati-
onen, die die zweite Kurzstreckenkommunikati-
on betreffen, wenn der zweite Kurzstrecken-
kommunikationsmodus auf einer direkten Kom-
munikation zwischen den Vorrichtungen ba-
siert; und
Empfangen (S1009) eines Verbindungsakzep-
tanzsignals von der externen Vorrichtung (120).

8. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei der zweite Kurzstreckenkommunikati-
onsmodus mindestens eines von Folgendem um-
fasst: einen Kommunikationsmodus eines drahtlo-
sen lokalen Netzwerks, LAN, einen WLAN-Direkt-
kommunikationsmodus, einen Bluetooth-Kommuni-
kationsmodus, einen Ultrabreitband-Kommunikati-
onsmodus (UWB) und einen Zigbee-Kommunikati-
onsmodus.

9. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei das Einrichten der Verbindung basierend
auf dem zweiten Kurzstreckenkommunikationsmo-
dus Folgendes umfasst: Registrieren der externen
Vorrichtung (120) in der ersten Vorrichtung (100),
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wenn von der externen Vorrichtung (120) eine Re-
gistrierungsanforderung empfangen wird.

10. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei die Anwendungsinformationen, die die
mindestens eine externe Vorrichtung (120) betref-
fen, mindestens Identifikationsinformationen, die die
Anwendung betreffen, und einen Ausführungsbefehl
umfassen.

11. Verfahren nach einem der vorhergehenden Ansprü-
che, das ferner Folgendes umfasst:

Suchen (S401) nach der Anwendung mit Hilfe
der ersten Vorrichtung (100) mit Hilfe der emp-
fangenen Anwendungsinformationen; und,
wenn als Ergebnis der Suche bestimmt wird,
dass die Anwendung nicht in der ersten Vorrich-
tung installiert ist, Herunterladen (S404) der An-
wendung von einem externen Server (130).

12. Verfahren nach einem der vorhergehenden Ansprü-
che, wobei die Verbindungsinformationen, die den
zweiten Kurzstreckenkommunikationsmodus be-
treffen, ferner Folgendes umfassen: Authentifizie-
rungsinformationen, die die mindestens eine externe
Vorrichtung (120) betreffen,
wobei das Einrichten der Verbindung basierend auf
der zweiten Kurzstreckenkommunikation nach dem
Durchfiihren der Authentifizierungsverarbeitung
(S1003) unter Verwendung der empfangenen Au-
thentifizierungsinformationen durchgeführt wird.

13. Erste Vorrichtung (100), die Folgendes umfasst:

eine erste Kurzstreckenkommunikationseinheit
(1120), die dafür konfiguriert ist, zwischen min-
destens einer externen Vorrichtung (120) und
der ersten Vorrichtung (100) unter Verwendung
eines ersten Kurzstreckenkommunikationsmo-
dus zu kommunizieren;
eine zweite Kurzstreckenkommunikationsein-
heit (1130), die dafür konfiguriert ist, zwischen
der mindestens einen externen Vorrichtung
(120) und der ersten Vorrichtung (100) unter
Verwendung eines zweiten Kurzstreckenkom-
munikationsmodus zu kommunizieren, wenn
die erste Vorrichtung (100) mit der mindestens
einen externen Vorrichtung (120) basierend auf
Verbindungsinformationen verbunden ist, die
den zweiten Kurzstreckenkommunikationsmo-
dus betreffen und die von der mindestens einen
externen Vorrichtung (120) über die erste Kurz-
streckenkommunikationseinheit (1120) emp-
fangen werden;
eine Anzeige (1110), die dafür konfiguriert ist,
Informationen anzuzeigen; und
einen Prozessor (1140), der für Folgendes kon-

figuriert ist:

Erfassen eines Auftretens des ersten Kurz-
streckenkommunikationsmodus zwischen
der mindestens einen externen Vorrichtung
(120) und der ersten Vorrichtung (100) über
die erste Kurzstreckenkommunikationsein-
heit (1120),
Empfangen der Verbindungsinformatio-
nen, die den zweiten Kurzstreckenkommu-
nikationsmodus betreffen, und von Anwen-
dungsinformationen, die die mindestens ei-
ne externe Vorrichtung (120) über die erste
Kurzstreckenkommunikationseinheit
(1120) betreffen,
Anzeigen von Informationen, die die min-
destens eine externe Vorrichtung (120) auf
der Anzeige (1110) betreffen,
Auswählen einer Verbindung zu einer ex-
ternen Vorrichtung (120) unter der mindes-
tens einen externen Vorrichtung basierend
auf den angezeigten Informationen und ei-
ner Benutzereingabe an der ersten Vorrich-
tung (100),
Einrichten der ausgewählten Verbindung
zwischen der externen Vorrichtung (120)
und der ersten Vorrichtung (100) basierend
auf den Verbindungsinformationen, die den
zweiten Kurzstreckenkommunikationsmo-
dus betreffen,
Ausführen einer Anwendung basierend auf
den empfangenen Anwendungsinformatio-
nen, und
Steuern der externen Vorrichtung (120)
über die zweite Kurzstreckenkommunikati-
onseinheit (1130) mit Hilfe der Anwendung.

14. Erste Vorrichtung nach Anspruch 13, wobei beim
Einrichten der Verbindung basierend auf dem zwei-
ten Kurzstreckenkommunikationsmodus der Pro-
zessor (1140) für Folgendes konfiguriert ist:

Bestimmen (S806) des zweiten Kurzstrecken-
kommunikationsmodus zwischen der externen
Vorrichtung (120) und der ersten Vorrichtung
(100) unter Verwendung der empfangenen Ver-
bindungsinformationen, die den zweiten Kurz-
streckenkommunikationsmodus betreffen,
Übertragen (S807) von Verbindungsinformatio-
nen von der ersten Vorrichtung (100) zu der ex-
ternen Vorrichtung (120), die eine Übertra-
gungsvorrichtung (110) zu der externen Vorrich-
tung (120) über die erste Kurzstreckenkommu-
nikation betreffen, wenn der zweite Kurzstre-
ckenkommunikationsmodus auf einem Kommu-
nikationsmodus basiert, der die Übertragungs-
vorrichtung (110) verwendet; und
Empfangen (S810) eines Signals von der exter-

45 46 



EP 2 706 726 B1

25

5

10

15

20

25

30

35

40

45

50

55

nen Vorrichtung (120), das anzeigt, dass eine
Verbindung zwischen der Übertragungsvorrich-
tung (110) und der externen Vorrichtung (120)
hergestellt ist.

15. Erste Vorrichtung nach Anspruch 13 oder 14, wobei
beim Einrichten der Verbindung basierend auf dem
zweiten Kurzstreckenkommunikationsmodus der
Prozessor (1140) für Folgendes konfiguriert ist:

Bestimmen (S1006) des zweiten Kurzstrecken-
kommunikationsmodus zwischen der externen
Vorrichtung (120) und der ersten Vorrichtung
(100) unter Verwendung der empfangenen Ver-
bindungsinformationen, die die zweite Kurzstre-
ckenkommunikation betreffen,
Übertragen (S1008) eines Verbindungsanfor-
derungssignals von der ersten Vorrichtung
(100) zu der externen Vorrichtung (120) unter
Verwendung der empfangenen Verbindungsin-
formationen, die die zweite Kurzstreckenkom-
munikation betreffen, wenn der zweite Kurzstre-
ckenkommunikationsmodus auf einer direkten
Kommunikation zwischen den Vorrichtungen
basiert; und
Empfangen (S1009) eines Verbindungsakzep-
tanzsignals von der externen Vorrichtung (120).

Revendications

1. Un procédé d’exécution d’application qui peut être
exécuté au moyen d’un premier dispositif (100), le
procédé comprenant :

la détection (S1002) d’une occurrence d’une
première communication à courte distance en-
tre au moins un dispositif externe (120) et le pre-
mier dispositif (100),
la réception (S1001) d’informations de con-
nexion qui portent sur un deuxième mode de
communication à courte distance et d’informa-
tions d’application qui portent sur le au moins
un dispositif externe (120) à partir du au moins
un dispositif externe (120) par l’intermédiaire de
la première communication à courte distance,
l’affichage (S1004) d’informations qui portent
sur le au moins un dispositif externe (120),
la sélection (S1005) d’une connexion à un dis-
positif externe (120) parmi le au moins un dis-
positif externe (120) en fonction des informa-
tions affichées et d’une entrée utilisateur au ni-
veau du premier dispositif (100),
l’établissement de la connexion sélectionnée en
fonction du deuxième mode de communication
à courte distance entre le dispositif externe (120)
et le premier dispositif (100) au moyen des in-
formations de connexion reçues,

l’exécution (S1010) d’une application en fonc-
tion des informations d’application reçues, et
la commande (S1011) du dispositif externe
(120) par l’intermédiaire du deuxième mode de
communication à courte distance au moyen de
l’application.

2. Le procédé selon la Revendication 1, où la détection
(S201) de l’occurrence de la première communica-
tion à courte distance est exécutée selon qu’une dis-
tance entre le au moins un dispositif externe (120)
et le premier dispositif (100) se situe à l’intérieur d’un
premier rayon de communication à courte distance.

3. Le procédé selon la Revendication 1, où la détection
de l’occurrence de la première communication à
courte distance est exécutée selon qu’un signal de
radiodiffusion basé sur une communication Blue-
tooth faible énergie (BLE) est reçu du au moins un
dispositif externe.

4. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où les informations de connexion
qui portent sur le deuxième mode de communication
à courte distance comprennent des informations qui
portent sur le deuxième mode de communication à
courte distance qui est exécuté par le au moins un
dispositif externe (120) et des informations addition-
nelles à utiliser lors de l’établissement de la con-
nexion entre le premier dispositif (100) et le au moins
un dispositif externe (120) en fonction du deuxième
mode de communication à courte distance.

5. Le procédé selon la Revendication 4, où les infor-
mations additionnelles comprennent des informa-
tions d’adresse qui portent sur le au moins un dis-
positif externe (120) lorsque le deuxième mode de
communication à courte distance est basé sur un
mode de communication directe entre dispositifs.

6. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où l’établissement de la con-
nexion en fonction du deuxième mode de commu-
nication à courte distance comprend :

la détermination (S806) du deuxième mode de
communication à courte distance entre le dis-
positif externe (120) et le premier dispositif (100)
au moyen des informations de connexion re-
çues qui portent sur le deuxième mode de com-
munication à courte distance,
la transmission (S807), du premier dispositif
(100) au dispositif externe (120), d’informations
de connexion qui portent sur un relais (110) vers
le dispositif externe (120) par l’intermédiaire de
la première communication à courte distance
lorsque le deuxième mode de communication à
courte distance est basé sur un mode de com-
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munication qui utilise le relais (110), et
la réception (S810), à partir du dispositif externe
(120), d’un signal qui indique qu’une connexion
entre le relais (110) et le dispositif externe (120)
est établie.

7. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où l’établissement (S203) de la
connexion en fonction du deuxième mode de com-
munication à courte distance comprend :

la détermination (S1006) du deuxième mode de
communication à courte distance entre le dis-
positif externe (120) et le premier dispositif (100)
au moyen des informations de connexion re-
çues qui portent sur la deuxième communication
à courte distance,
la transmission (S1008), à partir du premier dis-
positif au dispositif externe (120), d’un signal de
demande de connexion au moyen des informa-
tions de connexion reçues qui portent sur la
deuxième communication à courte distance
lorsque le deuxième mode de communication à
courte distance est basé sur une communication
directe entre dispositifs, et
la réception (S1009) d’un signal d’acceptation
de connexion à partir du dispositif externe (120).

8. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où le deuxième mode de com-
munication à courte distance comprend au moins un
mode de communication parmi un mode de commu-
nication par réseau local sans fil, LAN, un mode de
communication directe de type Wireless Fidelity, Wi-
Fi, un mode de communication Bluetooth, un mode
de communication ultra large bande, UWB, et un mo-
de de communication Zigbee.

9. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où l’établissement de la con-
nexion en fonction du deuxième mode de commu-
nication à courte distance comprend : l’enregistre-
ment du dispositif externe (120) dans le premier dis-
positif (100) lorsqu’une demande d’enregistrement
est reçue à partir du dispositif externe (120).

10. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où les informations d’application
qui portent sur le au moins un dispositif externe (120)
comprennent au moins un élément parmi des infor-
mations d’identification qui portent sur l’application
et une commande d’exécution.

11. Le procédé selon l’une quelconque des Revendica-
tions précédentes, comprenant en outre :

la recherche (S401) de l’application à partir du
premier dispositif (100) au moyen des informa-

tions d’application reçues, et
si l’application est déterminée ne pas être ins-
tallée sur le premier dispositif suite à la recher-
che, le téléchargement (S404) de l’application
à partir d’un serveur extérieur (130).

12. Le procédé selon l’une quelconque des Revendica-
tions précédentes, où les informations de connexion
qui portent sur le deuxième mode de communication
à courte distance comprennent en outre des infor-
mations d’authentification qui portent sur le au moins
un dispositif externe (120),
où l’établissement de la connexion en fonction de la
deuxième communication à courte distance est exé-
cuté après l’exécution d’un traitement d’authentifica-
tion (S1003) au moyen des informations d’authenti-
fication reçues.

13. Un premier dispositif (100) comprenant :

une première unité de communication à courte
distance (1120) qui est configurée de façon à
communiquer entre au moins un dispositif ex-
terne (120) et le premier dispositif (100) au
moyen d’un premier mode de communication à
courte distance,
une deuxième unité de communication à courte
distance (1130) qui est configurée de façon à
communiquer entre le au moins un dispositif ex-
terne (120) et le premier dispositif (100) au
moyen d’un deuxième mode de communication
à courte distance lorsque le premier dispositif
(100) est raccordé au au moins un dispositif ex-
terne (120) en fonction d’informations de con-
nexion qui portent sur le deuxième mode de
communication à courte distance qui sont re-
çues du au moins un dispositif externe (120) par
l’intermédiaire de la première unité de commu-
nication à courte distance (1120),
un dispositif d’affichage (1110) qui est configuré
de façon à afficher des informations, et
un processeur (1140) qui est configuré de façon
à :

détecter une occurrence du premier mode
de communication à courte distance entre
le au moins un dispositif externe (120) et le
premier dispositif (100) par l’intermédiaire
de la première unité de communication à
courte distance (1120),
recevoir les informations de connexion qui
portent sur le deuxième mode de commu-
nication à courte distance et des informa-
tions d’application qui portent sur le au
moins un dispositif externe (120) par l’inter-
médiaire de la première unité de communi-
cation à courte distance (1120),
afficher des informations qui portent sur le
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au moins un dispositif externe (120) sur le
dispositif d’affichage (1110),
sélectionner une connexion à un dispositif
externe (120) parmi le au moins un dispositif
externe en fonction des informations affi-
chées et une entrée utilisateur au niveau du
premier dispositif (100),
établir la connexion sélectionnée entre le
dispositif externe (120) et le premier dispo-
sitif (100) en fonction des informations de
connexion qui portent sur le deuxième mo-
de de communication à courte distance,
exécuter une application en fonction des in-
formations d’application reçues, et
commander le dispositif externe (120) par
l’intermédiaire de la deuxième unité de
communication à courte distance (1130) au
moyen de l’application.

14. Le premier dispositif selon la Revendication 13, où,
lors de l’établissement de la connexion en fonction
du deuxième mode de communication à courte dis-
tance, le processeur (1140) est configuré de façon à
déterminer (S806) le deuxième mode de communi-
cation à courte distance entre le dispositif externe
(120) et le premier dispositif (100) au moyen des
informations de connexion reçues qui portent sur le
deuxième mode de communication à courte distan-
ce,
transmettre (S807), du premier dispositif (100) vers
le dispositif externe (120), des informations de con-
nexion qui portent sur un relais (110) vers le dispositif
externe (120) par l’intermédiaire de la première com-
munication à courte distance lorsque le deuxième
mode de communication à courte distance est basé
sur un mode de communication qui utilise le relais
(110), et
recevoir (S810), à partir du dispositif externe (120),
un signal qui indique qu’une connexion entre le relais
(110) et le dispositif externe (120) est établie.

15. Le premier dispositif selon la Revendication 13 ou
14, où, lors de l’établissement de la connexion en
fonction du deuxième mode de communication à
courte distance, le processeur (1140) est configuré
de façon à :

déterminer (S1006) le deuxième mode de com-
munication à courte distance entre le dispositif
externe (120) et le premier dispositif (100) au
moyen des informations de connexion reçues
qui portent sur la deuxième communication à
courte distance,
transmettre (S1008), du premier dispositif (100)
vers le dispositif externe (120), un signal de de-
mande de connexion au moyen des informa-
tions de connexion reçues qui portent sur la
deuxième communication à courte distance

lorsque le deuxième mode de communication à
courte distance est basé sur une communication
directe entre dispositifs, et
recevoir (S1009) un signal d’acceptation de con-
nexion à partir du dispositif externe (120).
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