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Description

Technological Field

[0001] The present invention relates to a connector for
connecting ducts, and the like, with the features of the
preamble of claim 1.

Background Technology

[0002] A conventional connector is known e. g. from
EP 1 445 528 A1 or JP S49 16968 Y. As connectors to
be used for parts of connection of automotive ducts, and
the like, there are conventionally known connectors with
which female members and male members can be con-
nected instantly. For example, in Patent Document 1, a
connector comprises a male member having a single pe-
rimeter edge groove on an outer perimeter, and a female
member having two outer projections delineated respec-
tively by inner recessed parts formed so as to receive a
sealing gasket and a fixing gasket. Also, in the case when
the female member and the male member are connected,
the female member extends to the male member without
covering the perimeter groove of the male member, and
a fixing clip is insertion-coupled in the groove of the male
member and the grooves delineated between the projec-
tions of the female member, so that the two are held in
a prescribed position in the axis.

Prior Art Documents

Patent Documents

[0003] Patent Document 1: Japanese PCT Patent
Translation Publication No. 2007-527976

Disclosure of the Invention

Problems to Be Solved by the Invention

[0004] The present invention has been made in con-
sideration of the abovementioned circumstances, and
provides a connector in which the operating characteris-
tics during connection and disconnection are improved.

Means for Solving the Problems

[0005] The problem on which the invention is based is
solved by a connector with the features of claim 1. A first
aspect of the present invention provides a connector,
comprising
a first tube member (12) having a coupling-accepting part
(21);
a second tube member (14) having a coupling member
(52) for coupling with said coupling-accepting part (21),
attached to be movable to a coupled position and an un-
coupled position on an end part into which said first tube
member (12) can be pushed,

a ring member (40) attached on the second tube member
(14) to be movable to a locked position and an unlocked
position along an axial direction on an outer perimeter
part thereof;
a coupling mechanism (54) provided on at least one of
said coupling member (52) and said coupling-accepting
part (21), for coupling said coupling member (52) and
said coupling-accepting part (21) in said coupled position
when said first tube member (12) and said second tube
member (14) are connected; and
a moving mechanism (66, 70) provided on at least one
of said coupling member (52) and said ring member (40),
for moving said coupling member (52) toward a direction
of said uncoupled position when said ring member (40)
moves from said locked position to said unlocked posi-
tion,
wherein the connector further comprises a movement-
preventing mechanism (60) provided on said ring mem-
ber (40), for preventing movement of said coupling mem-
ber (52) from the coupled position to the uncoupled po-
sition when said ring member (40) is in said locked po-
sition,
characterized in that
said movement-preventing mechanism (60) comprises
a bump part which contacts with an inner perimeter side
surface (56A) of a cam part (56) provided on the coupling
member (52) when said ring member (40) is in a locked
position.
[0006] In the abovementioned aspect, when the first
tube member and the second tube member are connect-
ed, the coupling member and the coupling-accepting part
in the coupled position are coupled by the coupling mech-
anism provided on at least one of the coupling-accepting
part formed on the first tube member and the coupling
member attached to be movable on the end part of the
second tube member. Also, at this time, the ring member
attached to be movable to the locked position and the
unlocked position following the axial direction on the out-
er perimeter part of the second tube member is in the
locked position, and the movement-preventing mecha-
nism provided on the ring member prevents movement
of the coupling member from the coupled position to the
uncoupled position.
[0007] Meanwhile, in the case when releasing the con-
nection between the first tube member and the second
tube member, the ring member is moved from the locked
position to the unlocked position, whereby the moving
mechanism provided on at least one of the coupling mem-
ber and the ring member moves the coupling member
from the coupled position to the uncoupled position.
Therefore, the connection between the first tube member
and the second tube member can be released.
[0008] Accordingly, the first tube member and the sec-
ond tube member can be attached and detached instantly
without using a fixing clip taken as a separate member
from the first tube member or the second tube member.
Therefore, the operating characteristics during connec-
tion and disconnection of the first tube member and the
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second tube member can be improved.
[0009] A second aspect of the present invention may
be such that, in the first aspect of the present invention,
said moving mechanism is a sliding part that moves slid-
ing when said ring member is moved toward a direction
of an operation to pull apart said first tube member and
said second tube member.
[0010] In the abovementioned aspect, when the ring
member is moved toward the direction in which the first
tube member and the second tube member are pulled
apart, the sliding part provided on at least one of the
coupling member and the ring member slidably moves,
whereby the coupling between the coupling member and
the coupling-accepting part is released. Therefore, the
operation to move the ring member from the locked po-
sition to the unlocked position following the axial direction
and the operation to pull apart the first tube member and
the second tube member are operations in the same di-
rection, and the operating characteristics during discon-
nection are further improved.
[0011] A third aspect of the present invention may be
such that, in the first aspect of the present invention, said
moving mechanism has an impelling mechanism for im-
pelling said coupling member toward the direction of said
uncoupled position from said coupled position, and said
impelling mechanism moves said coupling member from
said coupled position to said uncoupled position when
said ring member is moved toward a direction of opera-
tion to pull apart said first tube member and said second
tube member.
[0012] In the abovementioned aspect, when the ring
member is moved toward the direction to pull apart the
first tube member and the second tube member, the cou-
pling between the coupling member and the coupling-
accepting part is released by the impelling force of the
impelling mechanism. Therefore, the operation to move
the ring member from the locked position to the unlocked
position following the axial direction and the operation to
pull apart the first tube member and the second tube
member are operations in the same direction, and the
operating characteristics during disconnection are fur-
ther improved.
[0013] A fourth aspect of the present invention may be
such that, in any of the first to third aspects of the present
invention, said coupling mechanism couples said cou-
pling member and said coupling-accepting member by
elastic deformation.
[0014] In the abovementioned aspect, because the
coupling member and the coupling-accepting part are
coupled by elastic deformation of the coupling mecha-
nism, the coupling member and the coupling-accepting
member can be coupled with a simple configuration.
[0015] A fifth aspect of the present invention may be
such that, in any of the first to third aspects of the present
invention, said coupling mechanism has an impelling
mechanism, and couples said coupling member and said
coupling-accepting member by impelling force of said im-
pelling mechanism.

[0016] In the abovementioned aspect, because the
coupling part and the coupling-accepting part are cou-
pled by moving of the coupling mechanism by the impel-
ling force of the impelling mechanism, the coupling mem-
ber and the coupling-accepting part can be coupled as-
suredly.
[0017] A sixth aspect of the present invention may be
such that, in any of the first to fifth aspects of the present
invention, said ring member has an operating part on at
least a portion of an outer perimeter part.
[0018] In the abovementioned aspect, the operation of
movement of the ring member is made easy by grasping
the operating part provided on at least a portion of the
outer perimeter part of the ring member.
[0019] A seventh aspect of the present invention may
be such that, in any of the first to sixth aspects of the
present invention, a space between said first tube mem-
ber and said second tube member is sealed by a seal
member.
[0020] In the abovementioned aspect, because the
space between the first tube member and the second
tube member is sealed by the seal member, the sealing
characteristics of the part of connection between the first
tube member and the second tube member can be as-
sured.
[0021] An eighth aspect of the present invention may
be such that, in the seventh aspect of the present inven-
tion, said seal member is arranged between wall parts
opposed following said axial direction of said first tube
member and said second tube member, with an opening
of a V-form groove being oriented in a diameter direction
of said first tube member and said second tube member.
[0022] In the abovementioned aspect, the space be-
tween wall parts opposed following the axial direction
between the first tube member and the second tube mem-
ber is sealed by a seal member having a V-form groove
having an opening oriented in the diameter direction of
the first tube member and the second tube member.
Therefore, the sealing characteristics can be assured
without being affected by dimensional differences in each
diameter direction of the first tube member and the sec-
ond tube member. As a result, the insertion force on the
first tube member and the second tube member does not
become greater than necessary, and the operating char-
acteristics during connection and disconnection of the
first tube member and the second tube member are fur-
ther improved.

Effects of the Invention

[0023] Because the first aspect of the present invention
has the abovementioned configuration, a connector can
be provided, in which the operating characteristics during
connection and disconnection can be improved.
[0024] Because the second aspect of the present in-
vention has the abovementioned configuration, the op-
erating characteristics during disconnection can be fur-
ther improved.
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[0025] Because the third aspect of the present inven-
tion has the abovementioned configuration, the operating
characteristics during disconnection can be further im-
proved.
[0026] Because the fourth aspect of the present inven-
tion has the abovementioned configuration, the coupling
member and the coupling-accepting part can be coupled
with a simple configuration.
[0027] Because the fifth aspect of the present invention
has the abovementioned configuration, the coupling
member and the coupling-accepting part can be coupled
assuredly.
[0028] Because the sixth aspect of the present inven-
tion has the abovementioned configuration, the operation
of movement of the ring member is made easier.
[0029] Because the seventh aspect of the present in-
vention has the abovementioned configuration, the seal-
ing characteristics of the part of connection between the
first tube member and the second tube member can be
assured.
[0030] Because the eighth aspect of the present inven-
tion has the abovementioned configuration, the operating
characteristics during connection and disconnection of
the first tube member and the second tube member can
be further improved.

Brief Description of the Drawings

[0031]

FIG. 1 is a perspective view illustrating the connector
according to the first embodiment of the present in-
vention.
FIG. 2 is a front view illustrating the connector ac-
cording to the first embodiment of the present inven-
tion viewed from the axial direction of the connector.
FIG. 3 is an exploded perspective view illustrating
the connector according to the first embodiment of
the present invention.
FIG. 4 is a perspective view illustrating the connector
according to the first embodiment of the present in-
vention in the state when disconnected.
FIG. 5 is a sectional view along the 5-5 sectional line
in FIG. 1.
FIG. 6 is a sectional view along the 6-6 sectional line
in FIG. 4.
FIG. 7 is a perspective view illustrating the main parts
of the connector according to a non-inventive second
embodiment.
FIG. 8 is a sectional view along the 8-8 sectional line
in FIG. 7.
FIG. 9 is a sectional view illustrating the released
state corresponding to FIG. 8.
FIG. 10 is a perspective view illustrating the main
parts of the connector according to the third embod-
iment.
FIG. 11 is an exploded perspective view illustrating
the main parts of the connector according to the third

embodiment.
FIG. 12 is a sectional view along the 12-12 sectional
line in FIG. 10.
FIG. 13 is a sectional view illustrating the released
state corresponding to FIG. 12.
FIG. 14 is a perspective view illustrating the main
parts of the connector according to a non-inventive
fourth embodiment.
FIG. 15 is an exploded perspective view illustrating
the main parts of the connector according to the
fourth embodiment.
FIG. 16 is a sectional view along the 16-16 sectional
line in FIG. 14.
FIG. 17 is a sectional view illustrating the released
state corresponding to FIG. 16.
FIG. 18 is a perspective view illustrating the main
parts of the connector according to a non-inventive
fifth embodiment.
FIG. 19 is an exploded perspective view illustrating
the main parts of the connector according to the fifth
embodiment.
FIG. 20 is a sectional view along the 20-20 sectional
line in FIG. 18.
FIG. 21 is a sectional view illustrating the released
state corresponding to FIG. 20.
FIG. 22A is a sectional view illustrating the seal part
of the connector according to another non-inventive
embodiment.
FIG. 22B is a sectional view illustrating the seal part
of the connector according to another non-inventive
embodiment.
FIG. 22C is a sectional view illustrating the seal part
of the connector according to another non-inventive
embodiment.
FIG. 22D is a sectional view illustrating the seal part
of the connector according to another non-inventive
embodiment.

Best Modes for Carrying out the Invention

(First embodiment)

[0032] The connector according to a first embodiment
of the present invention is described following FIGS. 1
to 6.
[0033] As illustrated in FIG. 1, the connector 10 of the
present embodiment is used, for example, as a joint con-
nector for IN/OUT of air duct hoses of vehicles. Also, the
connector 10 has a first tube member 12 and a second
tube member 14. One end part 12A of the first tube mem-
ber 12 is connected to a unit 15, and one end part 14A
of the second tube member 14 is connected to a duct 16
connected to a ventilation apparatus for cooling.
[0034] As illustrated in FIG. 3, the first tube member
12 has a cylindrical shape. Also, the side of the one end
part 12A of the first tube member 12 is formed as a small-
diameter part 12B, and the side of a connection-side end
part 12C to be connected with the second tube member

5 6 



EP 2 584 243 B1

5

5

10

15

20

25

30

35

40

45

50

55

14 is formed as a large-diameter part 12D. A flange 20
is formed projecting on an outer perimeter part of the
connection-side end part 12C on the first tube member
12. Coupling-accepting parts 21 are formed respectively
in positions spaced apart by 180° following the circum-
ferential direction on the flange 20. As illustrated in FIG.
2, the shape of each coupling-accepting part 21 viewed
from the axial direction of the first tube member 12 is
such that a leading end edge part 21A has a linear shape.
[0035] As illustrated in FIG. 6, the sectional shape, fol-
lowing the axial direction of the first tube member 12 (con-
nector 10), of an insertion-side end part 21B to be insert-
ed into the second tube member 14 on the leading end
edge part 21A of each coupling-accepting part 21 is
formed as an inclined surface inclined toward a reduced-
diameter direction. Also, the coupling surface 21C of
each coupling-accepting part 21 is formed as a perpen-
dicular surface.
[0036] As illustrated in FIG. 3, a flange 22 is formed
projecting on an outer perimeter part serving as a bound-
ary between the small-diameter part 12B and the large-
diameter part 12D on the first tube member 12. The shape
of the flange 22 viewed from the axial direction of the first
tube member 12 is formed as a shape enlarging the
flange 20. Also, a pair of side wall parts 24 connecting
both ends of each coupling-accepting part 21 and the
flange 22, and a center wall part 26 connecting the center
part of each coupling-accepting part 21 and the flange
22 are formed between the flange 20 and the flange 22,
extending following the axial direction of the first tube
member 12.
[0037] Ribs 30 are formed projecting following the axial
direction of the first tube member 12 in positions spaced
apart by 90° following the circumferential direction from
the center wall part 26, and both end parts in the axial
direction of the rib 30 are joined to the flange 20 and the
flange 22.
[0038] Meanwhile, the second tube member 14 has a
cylindrically-shaped joint case 36, and a short-cylindrical
(annular) ring member 40 attached to an outer perimeter
part of the joint case 36. Also, a ring member 40 is pro-
vided to be movable to a locked position illustrated in
FIG. 5 and an unlocked position illustrated in FIG. 6 fol-
lowing the axial direction of the joint case 36. That is, the
ring member 40 is provided to be movable toward a di-
rection from the locked position illustrated in FIG. 5 to
the unlocked position illustrated in FIG. 6 (the direction
of arrow A in FIG. 5), and toward a direction from the
unlocked position illustrated in FIG. 6 to the locked posi-
tion illustrated in FIG. 5 (the direction of arrow B in FIG. 5).
[0039] As illustrated in FIG. 3, guide projections 37 are
formed following the axial direction of the joint case 36
respectively in positions spaced apart by 180° following
the circumferential direction on the joint case 36. Mean-
while, guide grooves 41 are formed following the axial
direction of the ring member 40 respectively in positions
spaced apart by 180° following the circumferential direc-
tion on an inner perimeter part of the ring member 40,

and guide projections 37 are inserted inside the guide
grooves 41. Accordingly, the ring member 40 does not
rotate in the circumferential direction of the joint case 36,
but moves in the axial direction of the joint case 36.
[0040] As illustrated in FIG. 4, one end part of the joint
case 36 serves as a connection part 36A to be connected
with the duct 16, or the like, and an O-ring or other seal
member 42 for sealing a space formed with an inner pe-
rimeter part of the duct 16 is provided on an outer perim-
eter part of the connection part 36A.
[0041] As illustrated in FIG. 3, cam insertion parts 40A
are formed respectively in positions spaced apart by 90°
from guide grooves 41 following the circumferential di-
rection on the ring member 40. The shape of an outer
perimeter edge part of each cam insertion part 40A
viewed from the axial direction of the ring member 40 is
formed as a linear shape. Also, the cam insertion part
40A has a triple-divided opening following the circumfer-
ential direction, and a positioning claw 40B is integrally
formed projecting from the center part to be elastically
deformable in the diameter direction. Also, as illustrated
in FIG. 5, the positioning claw 40B is such that the part
on the locked position side (the left side in FIG. 5) is
formed as an inclined surface and the part on the un-
locked position side (the right side in FIG. 5) is formed
as a perpendicular surface.
[0042] As illustrated in FIG. 3, locked-position indented
parts 36C and unlocked-position indented parts 36D are
formed, with a prescribed spacing in the axial direction
of the joint case 36, respectively in positions spaced apart
by 90° from the guide projection 37 following the circum-
ferential direction on the joint case 36.
[0043] As illustrated in FIG. 5, the locked-position in-
dented part 36C is such that the part on the locked po-
sition side (the left side in FIG. 5) is formed as a perpen-
dicular surface and the part on the unlocked position side
(the right side in FIG. 5) is formed as an inclined surface.
Also, the unlocked-position indented part 36D is such
that the part on the locked position side (the left side in
FIG. 5) is formed as an inclined surface and the part on
the unlocked position side (the right side in FIG. 5) is
formed as a perpendicular surface.
[0044] Accordingly, the ring member 40 can move eas-
ily to the locked position and the unlocked position by
sliding movement between the locked-position indented
part 36C and unlocked-position indented part 36D and
the positioning claw 40B. Also, the ring member 40 can
be held in the locked position and the unlocked position
by coupling of the positioning claw 40B with the locked-
position indented part 36C and the unlocked-position in-
dented part 36D.
[0045] As illustrated in FIG. 3, a flange (operating part)
40C as an operating part is formed on the end part of the
ring member 40 becoming on the side of the connection
part 36A of the joint case 36, and so that an operator can
easily move the ring member 40 by grasping the flange
40C. The flange 40C connects the pair of cam insertion
parts 40A.
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[0046] Coupling member attachment parts 44 are
formed projecting on the part of the connection-side end
part 36B of the joint case 36 opposite the pair of cam
insertion parts 40A of the ring member 40. That is, the
coupling member attachment parts 44 are formed re-
spectively in positions spaced apart by 90° from the guide
projections 37 following the circumferential direction on
the joint case 36.
[0047] The shape of each coupling member attach-
ment part 44 viewed from the diameter direction of the
first tube member 12 is formed as a frame form being
open on the side of the connection part 36A. Also,
through-holes 48 are respectively formed on opening-
side end parts of both side wall parts 44A of the coupling
member attachment part 44, and shafts 50 are run
through the through-holes 48.
[0048] Also, the end parts on the side opposite the
opening side of both side wall parts 44A of the coupling
member attachment part 44 are connected by a connec-
tion wall part 44B.
[0049] A stopper (coupling member) 52 as a coupling
member is provided inside the coupling member attach-
ment part 44. The stopper 52 is formed in a rectangular
plate form, and a claw part (coupling mechanism) 54 as
a coupling mechanism is integrally formed on the end
part of the stopper 52 on the side of the connection wall
part 44B.
[0050] As illustrated in FIG. 5, the claw part 54 extends
from the connection side (the left side in FIG. 5) to be
connected with the first tube member 12 on the second
tube member 14 toward the opposite direction (the right
side in FIG. 5) following the axial direction of the second
tube member 14, and a leading end part 54A is inclined
in the direction toward the inside (the direction toward
the axis) of the second tube member 14.
[0051] Accordingly, when the first tube member 12 is
pushed into the second tube member 14 in the state in
which the ring member 40 is placed in the locked position
illustrated in FIG. 5, the leading end part 54A of the claw
part 54 and the insertion-side end part 21B formed as an
inclined surface of the coupling-accepting part 21 of the
first tube member 12 move sliding, and the claw part 54
is elastically deformed, whereby the leading end part 54A
of the claw part 54 rides past the coupling-accepting part
21, and couples on the inclined surface 21C of the cou-
pling-accepting part 21.
[0052] As illustrated in FIG. 3, a cam part 56 is integrally
formed on the end part of the stopper 52 on the side
opposite the claw part 54. The cam part 56 is triple-di-
vided following the circumferential direction of the joint
case 36, and each divided part is respectively inserted
in an opening of the triple-divided insertion part 40A.
[0053] As illustrated in FIGS. 5 and 6, the stopper 52
is axially supported by the shaft 50 to be capable of ro-
tation on the coupling member attachment part 44. That
is, the stopper 52 is capable of rotation to a coupled po-
sition, in which the claw part 54 is coupled with the cou-
pling-accepting part 21 of the first tube member 12 as

illustrated in FIG. 5, and to an uncoupled position, in
which the coupling between the claw part 54 and the
coupling-accepting part 21 of the first tube member 12
is released as illustrated in FIG. 6.
[0054] As illustrated in FIG. 5, in the case when the
ring member 40 is in the locked position, an inner perim-
eter side surface 56A of the cam part 56 is in contact with
a bump part (movement-preventing mechanism) 60 as
a movement-preventing mechanism being provided on
the inner perimeter surface side of the cam insertion part
40A. Therefore, when the ring member 40 is in the locked
position, the bump part 60 contacts with the inner perim-
eter side surface 56A of the cam part 56, so that rotation
of the ring member 40 in the direction toward the outside
in the diameter direction, being the direction from the
coupled position (the position in FIG. 5) to the uncoupled
position (the position in FIG. 6) of the stopper 52 (the
direction of arrow C in FIG. 5), is prevented.
[0055] As illustrated in FIG. 6, a bump part (moving
mechanism, sliding part) 66 as a moving mechanism
(sliding part) is formed on the leading end part of the
outer perimeter side surface 56B of the cam part 56, and
the side of the bump part 66 toward the shaft 60 is formed
as an inclined surface 66A. Meanwhile, a bump part
(moving mechanism, sliding part) 70 as a moving mech-
anism (sliding part) is formed on the inner perimeter sur-
face outside the cam insertion part 40A on the ring mem-
ber 40, and the part of the bump 70 opposite the inclined
surface 66A of the bump part 66 is formed as an inclined
surface 70A.
[0056] Accordingly, when the ring member 40 is moved
in the direction from the locked position illustrated in FIG.
5 to the unlocked position illustrated in FIG. 6 (the direc-
tion of arrow A in FIG. 5), the inclined surface 70A of the
bump part 70 of the ring member 40 and the inclined
surface 66A of the bump part 66 of the cam part 56 move
sliding, so that the stopper 52 rotates in the direction to-
ward the outside in the diameter direction of the ring
member 40, being the direction from the coupled position
(the position in FIG. 5) to the uncoupled position (the
position in FIG. 6) (the direction of arrow C in FIG. 5).
[0057] Therefore, when the ring member 40 is moved
in the direction to pull the second tube member 14 out
from the first tube member 12 (the direction of arrow A
in FIG. 6), the stopper 52 rotates toward the outside of
the diameter direction of the ring member 40 (the direc-
tion of arrow C in FIG. 6), and the connection is released.
Therefore, the operation to move the ring member 40
from the locked position to the unlocked position following
the axial direction and the operation to release the con-
nection between the second member 14 and the first
member 12 are operations in the same direction, and the
operating characteristics during disconnection are fur-
ther improved.
[0058] In the state in which the second tube member
14 and the first tube member 12 are connected as illus-
trated in FIG. 5, the flange 22 and the connection wall
part 44B are adjacent. Also, the positions in the diameter
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direction of the flange 22 and the coupling member at-
tachment part 44 are roughly coincident, and the posi-
tions in the diameter direction of the cam insertion part
40A and the stopper 52 are roughly coincident. Also, the
stopper 52 is in a position barely inside in the diameter
direction relative to the coupling member attachment part
44.
[0059] As illustrated in FIG. 6, a ring-form groove part
74 in which the large-diameter part 12D of the first tube
member 12 is inserted is formed on the connection side
end part on the second tube member 14 to be connected
with the first tube member 12. A bottom part of the groove
part 74 serves as a seal member holding part 76, and a
V-ring (seal member) 80 as a seal member, having a V-
form groove having an opening oriented toward the out-
side in the diameter direction of the first tube member 12
and the second tube member 14 in section following the
axial direction of the second tube member 14, is installed
in the seal member holding part 76. Accordingly, in the
case when the second tube member 14 and the first tube
member 12 are connected, as illustrated in FIG. 5, the
V-ring 70 is compressed in the direction to close the V-
form groove by the end part 12C on the connection side
of the first tube member 12 and the bottom face 76A of
the seal member holding part 76 on the second tube
member 14, being the wall parts opposed following the
axial direction of the first tube member 12 and the second
tube member 14, whereby the gap between the second
tube member 14 and the first tube member 12 is sealed.
Therefore, the sealing characteristics can be assured
without being affected by dimensional differences in each
diameter direction of the first tube member 12 and the
second tube member 14. As a result, the insertion force
on the first tube member 12 and the second tube member
14 does not become greater than necessary.

(Operation and Effects)

[0060] The operation and effects of the connector ac-
cording to the present embodiment are next described.
[0061] As illustrated in FIGS. 1 and 5, in the case when
the first tube member 12 and the second tube member
14 of the connector 10 are connected and the ring mem-
ber 40 is in the locked position, as illustrated in FIG. 5,
the leading end part 54A of the claw part 54 of the stopper
52 provided on the second tube member 14 is coupled
on the coupling surface 21C of the coupling-accepting
part 21 of the first tube member 12. Also, the inner pe-
rimeter side surface 56A of the cam part 56 of the stopper
52 is in contact with the bump part 60 provided on the
inner perimeter surface side of the cam insertion part
40A, and rotation of the stopper 52 from the coupled po-
sition (the position in FIG. 5) to the uncoupled position
(the position in FIG. 6) is prevented.
[0062] At this time, the positioning claw 40B of the ring
member 40 is coupled to the locked-position indented
part 36C of the joint case 36, so that the ring member 40
does not easily move.

[0063] Next, in the case when releasing the connection
between the first tube member 12 and the second tube
member 14, the ring member 40 is moved in the direction
from the locked position illustrated in FIG. 5 to the un-
locked position illustrated in FIG. 6 (the direction of arrow
A in FIG. 5). At this time, the operator can easily move
the ring member 40 in the direction of arrow A in FIG. 5
by grasping the flange 40C of the ring member 40.
[0064] When the ring member 40 is moved in the di-
rection of arrow A in FIG. 5, as illustrated in FIG. 6, the
inclined surface 70A of the bump part 70 of the ring mem-
ber 40 and the inclined surface 66A of the bump part 66
of the cam part 56 move sliding, and the stopper 52 ro-
tates in the direction from the coupled position (the po-
sition in FIG. 5) to the uncoupled position (the position in
FIG. 6) (the direction of arrow C in FIG. 6). As a result,
the coupling between the leading end part 54A of the
claw part 54 of the stopper 52 provided on the second
tube member 14 and the coupling surface 21C of the
coupling-accepting part 21 of the first tube member 12
is released.
[0065] Also, when the ring member 40 is moved to the
unlocked position illustrated in FIG. 6, the positioning
claw 40B of the ring member 40 couples on the unlocked-
position indented part 36D of the joint case 36, and the
second tube member 14 moves in the direction away
from the first tube member 12 as one body with the ring
member 40.
[0066] Accordingly, in the present embodiment, the op-
eration to move the ring member 40 from the locked po-
sition to the unlocked position following the axial direction
and the operation to release the connection between the
second tube member 14 and the first tube member 12
are operations in the same direction. Therefore, the op-
erating characteristics during disconnection of the first
tube member 12 and the second tube member 14 are
further improved.
[0067] Meanwhile, in the case when connecting the
second tube member 14 and the first tube member 12,
the ring member 40 is moved to the locked position illus-
trated in FIG. 5, and in this state, the large-diameter part
12D of the first tube member 12 is pushed into the groove
part 74 of the second tube member 14. At this time, the
stopper 52 of the second tube member 14 cannot rotate
in the direction of arrow C because of the contact between
the cam part 56 and the bump part 60. Therefore, the
leading end part 54A of the claw part 54 and the insertion-
side end part 21B formed as an inclined surface of the
coupling-accepting part 21 of the first tube member 12
move sliding, and the claw part 54 is elastically deformed,
whereby the leading end part 54A of the claw part 54
rides past the coupling-accepting part 21, and couples
on the coupling surface 21C of the coupling-accepting
part 21. As a result, the second tube member 14 and the
first tube member 12 become in the connected state il-
lustrated in FIG. 5. Also, because the claw part 54 of the
stopper 52 couples on the coupling-accepting part 21 by
elastic deformation of the claw part 54, the stopper 52
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and the coupling-accepting part 21 can be coupled with
a simple configuration.
[0068] Also, in the connected state of the second tube
member 14 and the first tube member 12, the V-ring 80
is compressed in the direction to close the V-form groove
by the end part 12C on the connection side of the first
tube member 12 and the bottom face 76A of the seal
member holding part 76 on the second tube member 14,
and the gap between the second tube member 14 and
the first tube member 12 is sealed.
[0069] Thus, in the connector 10 of the present em-
bodiment, the first tube member 12 and the second tube
member 14 can be connected and disconnected instantly
without using a fixing clip taken as a separate member
from the first tube member 12 or the second tube member
14. Therefore, the operating characteristics during con-
nection and disconnection of the first tube member 12
and the second tube member 14 can be improved.
[0070] Also, in the present embodiment, the two stop-
pers 52 can be rotated simultaneously by operating the
ring member 40. Therefore, the stoppers 52 are not re-
moved one at a time.
[0071] Also, in the present embodiment, one-touch
locking is made possible because the claw part 54 cou-
ples on the coupling-accepting part 21 by just pushing
the second tube member 14 into the first tube member 12.
[0072] Also, in the present embodiment, tools, or the
like, are not required during connection and disconnec-
tion of the first tube member 12 and the second tube
member 14. Therefore, connection and disconnection of
the first tube member 12 and the second tube member
14 is made possible even in a narrow space where a tool
cannot be inserted, as long as there is sufficient space
to be able to move the ring member 40 following the axial
direction of the connector 10.
[0073] Also, in the present embodiment, in the case
when the second tube member 14 and the first tube mem-
ber 12 are connected, as illustrated in FIG. 5, the V-ring
80 is compressed in the direction to close the V-form
groove by the end part 12C on the connection side of the
first tube member 12 and the bottom face 76A of the seal
member holding part 76 on the second tube member 14,
whereby the gap between the second tube member 14
and the first tube member 12 is sealed. Therefore, sealing
characteristics that are less affected by dimensional dif-
ferences in each diameter direction of the first tube mem-
ber 12 and the second tube member 14 can be assured,
compared with the case when an O-ring is used instead
of a V-ring 80. As a result, the insertion force and pulling-
out force on the first tube member 12 and the second
tube member 14 do not become greater than necessary,
such as in the case when using an O-ring provided with
a scrap value having estimated a safety value for dimen-
sional differences. In particular, the insertion force and
pulling-out force on the second tube member 14 and the
first tube member 12 do not become greater than nec-
essary in the case when the second tube member 14 and
the first tube member 12 have large aperture. Therefore,

the operating characteristics during connection and dis-
connection of the first tube member 12 and the second
tube member 14 can be further improved.
[0074] Also, in the present embodiment, in the case
when the connector 10 is used under water, or the like,
self-sealing characteristics of the V-ring 80 are operative
by pushing the first tube member 12 and the second tube
member 14 together by water pressure (external pres-
sure). Therefore, the sealing characteristics are im-
proved when the water depth becomes deeper (when
the external pressure becomes higher).
[0075] In the abovementioned first embodiment, the
stopper 52 is installed on the coupling member attach-
ment part 44 of the joint case 36 to be capable of rotation
by the shaft 50, but instead of this, the configuration may
be such that a shaft part is integrally formed on the stop-
per 52, and the shaft part is supported to be capable of
rotation by a shaft-bearing part formed on the coupling
member attachment part 44 of the joint case 36.
[0076] Also, in the abovementioned first embodiment,
as moving mechanisms (sliding parts), the side toward
the shaft 50 of the bump part 66 formed on the leading
end part of the outer perimeter side surface 56B of the
cam part 56 is formed as an inclined surface 66A, and
the part opposite the inclined surface 66A of the bump
part 66 on the bump part 70 formed on the cam insertion
part 40A of the ring member 40 is formed as an inclined
surface 70A, but instead of this, the configuration may
be such that only one of the sliding surfaces between the
bump part 66 and the bump part 70 is formed as an in-
clined surface. Also, the configuration may be such that
curved surfaces move sliding or other moving mecha-
nisms (sliding parts) are formed instead of inclined sur-
faces.
[0077] Also, in the abovementioned first embodiment,
the configuration is such that the leading end part 54A
of the claw part 54 and the coupling-accepting part 21
couple by elastic deformation of the claw part 54, but the
configuration may be such that the leading end part 54A
of the claw part 54 and the coupling-accepting part 21
couple by elastic deformation of the coupling-accepting
part 21. Also, the configuration may be such that the lead-
ing end part 54A of the claw part 54 and the coupling-
accepting part 21 couple by elastic deformation of both
the claw part 54 and the coupling-accepting part 21.

(Second embodiment)

[0078] The connector according to a non-inventive
second embodiment is next described following FIGS. 7
to 9.
[0079] The same symbols are assigned to the same
members as in the first embodiment, and the descriptions
thereof are omitted.
[0080] As illustrated in FIG. 8, in the present working
example, the direction from the coupled position (the po-
sition in FIG. 8) to the uncoupled position (the position in
FIG. 9) of the stopper 52 is in the direction toward the
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inside in the diameter direction of the ring member 40
(the direction of arrow D in FIG. 8).
[0081] Described more specifically, as illustrated in
FIG. 7, the coupling-accepting parts 21 are formed re-
spectively in positions spaced apart by 180° following the
circumferential direction of the flange 22 on the first tube
member 12. The coupling-accepting parts 21 are placed
across leading end parts of two arm parts 22B extending
from wall parts 22A projecting to the outside in the diam-
eter direction of the first tube member 12 from the flange
22. The shape of the coupling-accepting part 21 viewed
from the axial direction of the first tube member 12 is
such that a leading end edge part 21A has a linear shape.
[0082] As illustrated in FIG. 8, the claw part 54 in the
present embodiment extends from the connection side
(the left side in FIG. 8) to be connected with the first tube
member 12 on the second tube member 14 toward the
opposite direction (the right side in FIG. 8) following the
axial direction of the second tube member 14, and a lead-
ing end part 54A is inclined in the direction toward the
outside of the diameter direction of the second tube mem-
ber 14 (the direction away from the axis).
[0083] Also, as illustrated in FIG. 8, in the case when
the ring member 40 is in the locked position, an outer
perimeter side surface 56B of the cam part 56 is in contact
with a bump part 60 as a movement-preventing mecha-
nism provided on the outer perimeter surface side of the
cam insertion part 40A. Therefore, when the ring member
40 is in the locked position, the bump part 60 contacts
with the outer perimeter side surface 56B of the cam part
56, so that rotation of the ring member 40 in the direction
toward the inside in the diameter direction, being the di-
rection from the coupled position (the position in FIG. 8)
to the uncoupled position (the position in FIG. 9) of the
stopper 52 (the direction of arrow D in FIG. 8), is prevent-
ed.
[0084] Accordingly, when the first tube member 12 is
pushed into the second tube member 14 in the state in
which the ring member 40 is placed in the locked position
illustrated in FIG. 8, the leading end part 54A of the claw
part 54 and the leading end part 21A of the coupling-
accepting part of the first tube member 12 move sliding,
and the claw part 54 is elastically deformed, whereby the
leading end part 54A of the claw part 54 rides past the
coupling-accepting part 21, and couples on the coupling
surface 21C of the coupling-accepting part 21.
[0085] Also, in the present embodiment, a bump 66 as
a moving mechanism (sliding part) is formed on a leading
end part of an inner perimeter side surface 56A of the
cam part 56, and the side toward the shaft 50 of the bump
part 66 is formed as an inclined surface 66A. Meanwhile,
a bump part 70 as a moving mechanism (sliding part) is
formed on an inner perimeter surface inside the cam in-
sertion part 40A on the ring member 40, and the part of
the bump part 70 opposite the inclined surface 66A of
the bump part 66 is formed as an inclined surface 70A.
[0086] Accordingly, when the ring member 40 is rotat-
ed in the direction from the locked position illustrated in

FIG. 8 to the unlocked position illustrated in FIG. 9 (the
direction of arrow A in FIG. 8), the inclined surface 70A
of the bump part 70 of the ring member 40 and the inclined
surface 66A of the bump part 66 of the cam part 56 move
sliding, so that the stopper 52 rotates in the direction to-
ward the inside in the diameter direction of the ring mem-
ber 40, being the direction from the coupled position (the
position in FIG. 8) to the uncoupled position (the position
in FIG. 9) (the direction of arrow D in FIG. 9).
[0087] Therefore, when the ring member 40 is moved
in the direction to pull the second tube member 14 out
from the first tube member 12 (the direction of arrow A
in FIG. 8), the stopper 52 rotates toward the inside of the
diameter direction of the ring member 40 (the direction
of arrow D in FIG. 8), and the connection is released.
Therefore, the operation to move the ring member 40
from the locked position to the unlocked position following
the axial direction and the operation to release the con-
nection between the second tube member 14 and the
first tube member 12 are operations in the same direction,
and the operating characteristics during disconnection
are further improved.
[0088] Accordingly, the same operation and effects as
in the first embodiment are obtained also in the present
embodiment.

(Third embodiment)

[0089] The connector according to a third embodiment,
which corresponds to the present invention, is next de-
scribed following FIGS. 10 to 13. The same symbols are
assigned to the same members as in the first embodi-
ment, and the descriptions thereof are omitted.
[0090] As illustrated in FIGS. 10 and 11, in the present
embodiment, the claw part 54 is formed as a separate
member from the stopper 52.
[0091] Described more specifically, as illustrated in
FIG. 11, the claw part 54 is provided inside an opening
53 formed on the stopper 52, and is supported to be ca-
pable of rotation centered on a shaft 55 placed across
the opening 53. Also, a coil spring (impelling mechanism)
57 as an impelling mechanism is provided on an outer
perimeter part of the shaft 55.
[0092] As illustrated in FIG. 10, the coil spring 57 is
inserted inside a recessed part 59 formed on the claw
part 54. Also, one end part 57A of the coil spring 57 is
coupled to the claw part 54, and the other end part 57B
of the coil spring 57 is coupled to the stopper 52.
[0093] Accordingly, as illustrated in FIG. 12, the claw
part 54 is impelled by the coil spring 57 in the direction
toward the inside in the diameter direction of the second
tube member 14 (the direction of arrow E in FIG. 12),
being the direction of coupling with the coupling-accept-
ing part 21. An end face 54B on the side opposite a lead-
ing end part 54A of the claw part 54 contacts with an
inner perimeter part 53A of the opening 53, whereby the
claw part 54 stops in the coupled position illustrated in
FIG. 12, and the leading end part 54A of the claw part
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54 couples on the coupling surface 21C of the coupling-
accepting part 21.
[0094] Also, the leading end part 54A of the claw part
54 is inclined toward the inside of the diameter direction
(the direction toward the axis) of the second tube member
14 toward the leading end direction. Accordingly, as il-
lustrated in FIG. 13, when the first tube member 12 is
pushed into the second tube member in the state in which
the ring member 40 is placed in the locked position, the
leading end part 54A of the claw part 54 and the insertion-
side end part 21B formed as an inclined surface of the
coupling-accepting part 21 of the first tube member 12
move sliding, and the claw part 54 rotates rotationally
centered on the shaft 55, in opposition to the impelling
force of the coil spring 57, in the direction toward the
outside in the diameter direction of the second tube mem-
ber 14 (the direction of arrow F in FIG. 13), being the
direction of decoupling from the coupling-accepting part
21. Therefore, the leading end part 54A of the claw part
54 rides past the coupling-accepting part 21, and couples
on the coupling surface 21C of the coupling-accepting
part 21.
[0095] Accordingly, the same operation and effects as
in the first embodiment are obtained also in the present
embodiment. Also, in the present embodiment, because
the claw part 54 of the stopper 54 and the coupling-ac-
cepting part 21 couple when the claw part 54 moves by
the impelling force of the coil spring 57, the stopper 52
and the coupling-accepting part 21 can be assuredly cou-
pled.

(Fourth embodiment)

[0096] The connector according to a non-inventive
fourth embodiment is next described following FIGS. 14
to 17.
[0097] The same symbols are assigned to the same
members as in the first embodiment, and the descriptions
thereof are omitted.
[0098] As illustrated in FIG. 14, in the present embod-
iment, the stopper 52 moves in parallel in the direction
toward the outside in the diameter direction ring member
40, being the direction from the coupled position (the po-
sition in FIGS. 14 and 16) to the uncoupled position (the
position in FIG. 17) (the direction of arrow G in FIGS. 14
and 17).
[0099] Described more specifically, as illustrated in
FIG. 15, through-holes (moving mechanisms) 88 as mov-
ing mechanisms, formed on opening-side end parts of
both side wall parts 44A of a coupling member attach-
ment part 44, are formed as long holes following the di-
ameter direction of the second tube member 14. Also,
through-holes (long holes) (moving mechanisms) 90 as
moving mechanisms are formed in parallel with the
through-holes 88 in the vicinity of the through-holes 88
on both side wall parts 44A of the coupling member at-
tachment part 44.
[0100] Meanwhile, a pair of shaft-bearing parts 40D is

formed projecting from the ring member 40 following the
inside opposite faces of both side wall parts 44A.
Through-holes (moving mechanisms) 92 and 94 as mov-
ing mechanisms are formed respectively in parts corre-
sponding to the through-holes 88 and 90 on the shaft-
bearing parts 40D. Also, the through-holes 92 and 94 are
inclined from the outside in the diameter direction to the
inside in the diameter direction of the ring member 40
relative to the direction from the locked position illustrated
in FIG. 16 to the unlocked position illustrated in FIG. 17
(the direction of arrow A in FIG. 16).
[0101] As illustrated in FIG. 15, the end part on the side
opposite the claw part 54 on the stopper 52 is formed as
a plate-form part 52A, and two shafts (moving mecha-
nisms) 96 and 98 as moving mechanisms run through
the plate-form part 52A with a prescribed spacing in the
direction from the locked position to the unlocked posi-
tion. Also, both end parts of the shafts 96 and 98 are
inserted to be movable in the through-holes 92 and 94
of the shaft-bearing parts 40D of the ring member 40 and
the through-holes 88 and 90 of both side wall parts 44A
of the coupling member attachment part 44.
[0102] Accordingly, when the ring member 40 is moved
in the direction from the locked position illustrated in FIG.
16 to the unlocked position illustrated in FIG. 17 (the di-
rection of arrow A in FIG. 16), the through-holes 92 and
94 formed in the ring member 40 move in the direction
of arrow A relative to the through-holes 88 and 90 formed
in the coupling member attachment part 44. Therefore,
the two shafts 96 and 98 move sliding with the through-
holes 88 and 90 and with the through-holes 92 and 94,
whereby the stopper 52 moves in parallel in the direction
toward the outside in the diameter direction of the ring
member 40, being the direction from the coupled position
(the position in FIGS. 14 and 16) to the uncoupled posi-
tion (the position in FIG. 17) (the direction of arrow G in
FIGS. 14 and 17).
[0103] When the ring member 40 is moved in the di-
rection from the unlocked position illustrated in FIG. 17
to the locked position illustrated in FIG. 16 (the direction
of arrow B in FIG. 17), the through-holes 92 and 94
formed in the ring member 40 move in the direction of
arrow B relative to the through-holes 88 and 90 formed
in the coupling member attachment part 44. Therefore,
the two shafts 96 and 98 move sliding with the through-
holes 88 and 90 and with the through-holes 92 and 94,
whereby the stopper 52 moves in parallel in the direction
toward the inside in the diameter direction of the ring
member 40, being the direction from the uncoupled po-
sition (the position in FIG. 17) to the coupled position (the
position in FIGS. 14 and 16) (the direction of arrow H in
FIGS. 14 and 17).
[0104] Meanwhile, in the case when connecting the
second tube member 14 and the first tube member 12,
the ring member 40 is moved to the locked position illus-
trated in FIG. 16, and in this state, the large-diameter
part 12D of the first tube member 12 is pushed into the
groove part 74 of the second tube member 14. At this
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time, the stopper 52 of the second tube member 14 can-
not move in parallel toward the outside in the diameter
direction of the ring member 40 (the direction of arrow G
in FIGS. 14 and 17) because of the through-holes 92 and
94. Therefore, the leading end part 54A of the claw part
54 and the insertion-side end part 21B formed as an in-
clined surface of the coupling-accepting part 21 of the
first tube member 12 move sliding, and the claw part 54
is elastically deformed, whereby the leading end part 54A
of the claw part 54 rides past the coupling-accepting part
21, and couples on the coupling surface 21C of the cou-
pling-accepting part. As a result, the second tube mem-
ber 14 and the first tube member 12 become in the con-
nected state illustrated in FIG. 16.
[0105] Therefore, the same operation and effects as
in the first embodiment are obtained also in the present
embodiment.

(Fifth embodiment)

[0106] The connector according to a non-inventive fifth
embodiment is next described following FIGS. 18 to 21.
[0107] The same symbols are assigned to the same
members as in the first embodiment, and the descriptions
thereof are omitted.
[0108] As illustrated in FIG. 21, in the present embod-
iment, the stopper 52 rotates in the direction toward the
outside in the diameter direction of the second tube mem-
ber 14 (the direction of arrow C in FIG. 20), being the
direction from the coupled position (the position in FIG.
20) to the uncoupled position (the position in FIG. 21),
by the impelling force of a coil spring (moving mechanism,
impelling mechanism) 100 as a moving mechanism (im-
pelling mechanism).
[0109] Described more specifically, as illustrated in
FIGS. 18 and 19, a coil spring 100 is provided on the
outer perimeter part of the shaft 50. Also, as illustrated
in FIGS. 20 and 21, one end part 100A of the coil spring
100 is coupled to the stopper 52, the other end part 100B
of the coil spring 100 is coupled to the second tube mem-
ber 14, and the coil spring 100 impels the stopper 52 in
the direction toward the outside in the diameter direction
of the second tube member 14 (the direction of arrow C
in FIGS. 20 and 21).
[0110] As illustrated in FIG. 20, in the case when the
ring member 40 is in the locked position, the plate-form
part 52A on the side opposite the claw part 54 on the
stopper 52 is in contact with a step part 102 formed on
the ring member 40. Therefore, when the ring member
40 is in the locked position, rotation of the stopper 52 in
the direction toward the outside in the diameter direction
of the ring member 40 (the direction of arrow C in FIG.
20) is prevented by the step part 102.
[0111] Also, an inclined part 104 inclined toward the
inside in the diameter direction of the ring member 40
toward the leading end is formed on the leading end part
of the stopper 102. Accordingly, when the ring member
40 is moved in the direction from the locked position il-

lustrated in FIG. 20 to the unlocked position illustrated in
FIG. 21 (the direction of arrow A in FIG. 20), the leading
end of the plate-form part 52A of the stopper 52 contacts
with the inclined part 104 of the ring member 40. There-
fore, the stopper 52 rotates by the impelling force of the
coil spring 100 in the direction toward the outside in the
diameter direction of the ring member 40 (the direction
of arrow C in FIG. 20), being the direction from the cou-
pled position (the position in FIG. 20) to the uncoupled
position (the position in FIG. 21). When the ring member
40 is moved in the direction from the unlocked position
illustrated in FIG. 21 to the locked position illustrated in
FIG. 20 (the direction of arrow B in FIG. 21), the leading
end of the plate-form part 52A of the stopper 52 moves
sliding with the inclined part 104 of the ring member 40.
Therefore, the stopper 52 rotates in opposition to the im-
pelling force of the coil spring 100 in the direction toward
the inside in the diameter direction of the ring member
40 (the direction of arrow D in FIG. 21), being the direction
uncoupled position (the position in FIG. 21) to the coupled
position (the position in FIG. 20).
[0112] Therefore, the same operation and effects as
in the first embodiment are obtained also in the present
embodiment.

(Other embodiments)

[0113] The present invention was described in detail
above with respect to specific embodiments, but the
present invention is not limited to the abovementioned
embodiments, and it is obvious to persons skilled in the
art that the all kinds of other embodiments are possible
within the scope of the present invention. For example,
in each of the abovementioned embodiments, stoppers
52 of the second tube member 14 and coupling-accepting
parts 21 of the first tube member 12 are provided in two
places spaced apart by 180° following the circumferential
direction, but in the case when the connector 10 has a
large diameter, the stoppers 52 and the coupling-accept-
ing parts 21 may be provided in three or more places,
and in this case too, the stoppers 52 in three or more
places are simultaneously movable by operation of the
ring member 40.
[0114] Also, in each of the abovementioned working
examples, a V-ring 80 as a seal member, having a V-
form groove having an opening oriented toward the out-
side in the diameter direction of the first tube member 12
and the second tube member 14 in section following the
axial direction of the second tube member 14, is installed,
but instead of this, a V-ring 80 as a seal member, having
a V-form groove having an opening oriented toward the
inside in the diameter direction of the first tube member
12 and the second tube member 14, may be installed.
[0115] Also, the configuration may be such that A V-
ring (seal member) 110 as a seal member, having a V-
form groove having an opening oriented in the axial di-
rection of the first tube member 12 to second tube mem-
ber 14, is installed, as illustrated in FIGS. 22A to 22D,
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which show non-inventive embodiments.
[0116] For example, the configuration may be such that
a V-ring 110 is arranged between a recessed part 112
provided following the outer perimeter part 14B of the
second tube member 14 and the inner perimeter part 12E
of the first tube member 12, with the V-form opening being
oriented toward the side of an external pressure inlet part
P1, and sealing is accomplished using external pressure,
as illustrated in FIG. 22A.
[0117] Also, the configuration may be such that a V-
ring 110 is held between a step part 114 provided on the
inner perimeter part 12E of the first tube member 12 and
a stopper 116, and is arranged between the inner perim-
eter part 12E of the first tube member 12 and the outer
perimeter part 14B of the second tube member 14, with
the V-form opening being oriented toward the side of an
internal pressure inlet part P2, and sealing is accom-
plished using internal pressure, as illustrated in FIG. 22B.
[0118] Also, the configuration may be such that two V-
rings 110 are used, one V-ring 110 is arranged between
a recessed part 112 provided following the outer perim-
eter part 14B of the second tube member 14 and the
inner perimeter part 12E of the first tube member 12, with
the V-form opening being oriented toward the side of an
external pressure inlet part P1, the other V-ring 110 is
held between a step part 114 provided on the inner pe-
rimeter part 12E of the first tube member 12 and a stopper
116, and is arranged between the inner perimeter part
12E of the first tube member 12 and the outer perimeter
part 14B of the second tube member 14, with the V-form
opening being oriented toward the side of an internal
pressure inlet part P2, and sealing is accomplished using
internal pressure and external pressure, as illustrated in
FIG. 22C.
[0119] Also, the configuration may be such that an X-
ring (seal member) 120 having two V-form openings is
held between a step part 114 provided on the inner pe-
rimeter part 12E of the first tube member 12 and a stopper
116, and is arranged between the inner perimeter part
of the first tube member 12 and the outer perimeter part
14B of the second tube member 14, with one of the two
V-form openings being oriented toward the side of an
external pressure inlet part P1 and the other being ori-
ented toward the side of an internal pressure inlet part
P2, and sealing is accomplished using external pressure
and internal pressure, as illustrated in FIG. 22D.
[0120] Also, in each of the abovementioned embodi-
ments, a V-ring was used as the seal member, but a U-
ring, O-ring, hollow ring, or other seal member may be
used instead of the V-ring.
[0121] The abovementioned embodiments may be
carried out suitably in combinations.
[0122] Also, in the abovementioned embodiments, the
connector 10 of the present invention was applied to air
duct hoses of a vehicle, but the connector 10 of the
present invention is applicable also to residential piping,
electrically-related connection terminals, and the like.

Claims

1. A connector, comprising:

a first tube member (12) having a coupling-ac-
cepting part (21);
a second tube member (14) having a coupling
member (52) for coupling with said coupling-ac-
cepting part (21), attached to be movable to a
coupled position and an uncoupled position on
an end part into which said first tube member
(12) can be pushed,
a ring member (40) attached on the second tube
member (14) to be movable to a locked position
and an unlocked position along an axial direction
on an outer perimeter part thereof;
a coupling mechanism (54) provided on at least
one of said coupling member (52) and said cou-
pling-accepting part (21), for coupling said cou-
pling member (52) and said coupling-accepting
part (21) in said coupled position when said first
tube member (12) and said second tube mem-
ber (14) are connected; and
a moving mechanism (66, 70) provided on at
least one of said coupling member (52) and said
ring member (40), for moving said coupling
member (52) toward a direction of said uncou-
pled position when said ring member (40) moves
from said locked position to said unlocked posi-
tion,
wherein the connector further comprises a
movement-preventing mechanism (60) provid-
ed on said ring member (40), for preventing
movement of said coupling member (52) from
the coupled position to the uncoupled position
when said ring member (40) is in said locked
position,
characterized in that
said movement-preventing mechanism (60)
comprises a bump part which contacts with an
inner perimeter side surface (56A) of a cam part
(56) provided on the coupling member (52) when
said ring member (40) is in a locked position.

2. The connector according to claim 1, wherein said
moving mechanism (66, 70) is a sliding part sliding
when said ring member (40) is moved to an operation
direction to pull apart said first tube member (12) and
said second tube member (14).

3. The connector according to claim 1, wherein said
moving mechanism (66, 70) has an impelling mech-
anism (57) for impelling said coupling member (52)
toward said uncoupled position from said coupled
position, and said impelling mechanism (57) moves
said coupling member (52) from said coupled posi-
tion to said uncoupled position when said ring mem-
ber (40) is moved to an operation direction to pull
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apart said first tube member (12) and said second
tube member (14).

4. The connector according to any of claims 1 to 3,
wherein said coupling mechanism (54) couples said
coupling member (52) and said coupling-accepting
member by elastic deformation.

5. The connector according to any of claims 1 to 3,
wherein said coupling mechanism (54) has an im-
pelling mechanism (57), and couples said coupling
member (54) and said coupling-accepting member
by impelling force of said impelling mechanism (57).

6. The connector according to any of claims 1 to 5,
wherein said ring member (40) has an operating part
on at least a portion of an outer perimeter part there-
of.

7. The connector according to any of claims 1 to 6,
wherein a space between said first tube member (12)
and said second tube member (14) is sealed by a
seal member (80).

8. The connector according to claim 7, wherein said
seal member (80) is arranged between wall parts
opposed along said axial direction of said first tube
member (12) and said second tube member (14),
with an opening of a V-form groove thereof being
oriented in a diameter direction of said first tube
member (12) and said second tube member (14).

Patentansprüche

1. Verbinder, Folgendes aufweisend:

ein erstes Rohrelement (12) mit einem Kopp-
lungsaufnahmeteil (21);
ein zweites Rohrelement (14) mit einem Kopp-
lungselement (52) zum Koppeln mit dem Kopp-
lungsaufnahmeteil (21), das angebracht ist, um
zu einer gekoppelten Position und einer entkop-
pelten Position an einem Endabschnitt beweg-
bar zu sein, in den das erste Rohrelement (12)
hineingedrückt werden kann,
ein Ringelement (40), das an dem zweiten
Rohrelement (14) angebracht ist, um in eine ar-
retierte Position und eine entarretierte Position
entlang einer Axialrichtung und eines äußeren
Umfangsteils davon bewegbar zu sein;
einen Kopplungsmechanismus (54), der auf
dem Kopplungselement (52) und/oder auf dem
Kopplungsaufnahmeabschnitt (21) zum Kop-
peln des Kopplungselements (52) und des
Kopplungsaufnahmeabschnitts (21) in der ge-
koppelten Position, wenn das erste Rohrele-
ment (12) und das zweite Rohrelement (14) ver-

bunden sind, vorgesehen ist; und
einen Bewegungsmechanismus (66, 70), der
auf dem Kopplungselement (52) und/oder dem
Ringelement (40) zum Bewegen des Kopp-
lungselements (52) in eine Richtung der entkop-
pelten Position, wenn sich das Ringelement (40)
aus der arretierten Position in die entarretierte
Position bewegt, vorgesehen ist,
wobei der Verbinder weiterhin einen Bewe-
gungsverhinderungsmechanismus (60) auf-
weist, der auf dem Ringelement (40) zum Ver-
hindern einer Bewegung des Kopplungsele-
ments (52) von der gekoppelten Position in die
entkoppelte Position, wenn das Ringelement
(40) in der arretierten Position vorliegt, vorgese-
hen ist,
dadurch gekennzeichnet, dass
der Bewegungsverhinderungsmechanismus
(60) ein Buckelteil aufweist, das mit einer Innen-
umfangsseitenfläche (56A) eines auf dem
Kopplungselement (52) vorgesehenen Nocken-
abschnitts (56) in Kontakt ist, wenn das Ringe-
lement (40) in einer arretierten Position vorliegt.

2. Verbinder nach Anspruch 1, wobei der Bewegungs-
mechanismus (66, 70) ein Gleitteil ist, das gleitet,
wenn das Ringelement (40) in eine Bedienrichtung
zum Auseinanderziehen des ersten Rohrelements
(12) und des zweiten Rohrelements (14) bewegt
wird.

3. Verbinder nach Anspruch 1, wobei der Bewegungs-
mechanismus (66, 70) einen Triebmechanismus
(57) zum Treiben des Kopplungselements (52) in die
entkoppelte Position aus der gekoppelten Position
aufweist, und der Triebmechanismus (57) das Kopp-
lungselement (52) aus der gekoppelten Position in
die entkoppelte Position bewegt, wenn das Ringe-
lement (40) in einer Bedienrichtung zum Auseinan-
derziehen des ersten Rohrelements (12) und des
zweiten Rohrelements (14) bewegt wird.

4. Verbinder nach einem der Ansprüche 1 bis 3, wobei
der Kopplungsmechanismus (54) das Kopplungse-
lement (52) und das Kopplungsaufnahmeelement
durch elastische Verformung koppelt.

5. Verbinder nach einem der Ansprüche 1 bis 3, wobei
der Kopplungsmechanismus (54) einen Triebme-
chanismus (57) aufweist, und das Kopplungsele-
ment (54) und das Kopplungsaufnahmeelement
durch Triebkraft des Triebmechanismus (57) kop-
pelt.

6. Verbinder nach einem der Ansprüche 1 bis 5, wobei
das Ringelement (40) ein Bedienteil auf mindestens
einem Abschnitt seines Außenumfangsteils auf-
weist.
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7. Verbinder nach einem der Ansprüche 1 bis 6, wobei
ein Raum zwischen dem ersten Rohrelement (12)
und dem zweiten Rohrelement (14) durch ein Dich-
tungselement (80) abgedichtet ist.

8. Verbinder nach Anspruch 7, wobei das Dichtungse-
lement (80) zwischen Wandteilen angeordnet ist, die
einander entlang der Axialrichtung des ersten
Rohrelements (12) und des zweiten Rohrelements
(14) gegenüberliegend, wobei eine Öffnung einer V-
Nut des Dichtungselements (80) in Umfangsrichtung
des ersten Rohrelements (12) und des zweiten
Rohrelements (14) orientiert ist.

Revendications

1. Raccord comprenant:

un premier élément tubulaire (12) comportant
une partie réceptrice d’accouplement (21);
un second élément tubulaire (14) comportant un
élément d’accouplement (52) pour l’accouple-
ment de ladite partie réceptrice d’accouplement
(21), fixé de manière à être déplacé à une posi-
tion accouplée et une position désaccouplée sur
une partie d’extrémité dans laquelle ledit pre-
mier élément tubulaire (12) peut être poussé,
un élément annulaire (40) fixé sur le second élé-
ment tubulaire (14) pouvant être déplacé vers
une position bloquée et une position non blo-
quée suivant une direction axiale sur une partie
extérieure de son périmètre;
un mécanisme d’accouplement (54) ménagé au
moins sur ledit élément d’accouplement (52) et
ladite partie réceptrice d’accouplement (21),
pour l’accouplement dudit élément d’accouple-
ment (52) et de ladite partie réceptrice d’accou-
plement (21) dans ladite position accouplée
lorsque ledit premier élément tubulaire (12) et
ledit second élément tubulaire (14) sont raccor-
dés; et
un mécanisme de déplacement (66, 70) ména-
gé au moins sur ledit élément d’accouplement
(52) et ledit élément annulaire (40) pour le dé-
placement dudit élément d’accouplement (52)
vers une direction de ladite position désaccou-
plée lorsque ledit élément annulaire (40) se dé-
place de ladite position bloquée à ladite position
non bloquée,
en ce que le raccord comprend en outre un mé-
canisme de prévention de déplacement (60)
ménagé sur ledit élément annulaire (40), pour
la prévention de déplacement dudit élément
d’accouplement (52) de la position accouplée à
la position désaccouplée lorsque ledit élément
annulaire (40) est dans ladite position bloquée,
caractérisé en ce que

ledit mécanisme de prévention de déplacement
(60) comprend une partie tampon qui est en con-
tact avec une surface latérale de périmètre in-
térieure (56A) d’une partie de came (56) ména-
gée sur l’élément d’accouplement (52) lorsque
ledit élément annulaire (40) est dans une posi-
tion bloquée.

2. Raccord selon la revendication 1, en ce que ledit
mécanisme de déplacement (66, 70) est une partie
coulissante coulissant lorsque ledit élément annu-
laire (40) est déplacé dans une direction d’actionne-
ment pour séparer ledit premier élément tubulaire
(12) et ledit second élément tubulaire (14).

3. Raccord selon la revendication 1, en ce que ledit
mécanisme de déplacement (66, 70) comporte un
mécanisme moteur (57) pour pousser ledit élément
d’accouplement (52) vers ladite position désaccou-
plée depuis ladite position accouplée, et ledit méca-
nisme moteur (57) déplace ledit élément d’accou-
plement (52) de ladite position accouplée vers ladite
position désaccouplée lorsque ledit élément annu-
laire (40) est déplacé dans une direction d’actionne-
ment pour séparer ledit premier élément tubulaire
(12) dudit second élément tubulaire (14).

4. Raccord selon l’une des revendications 1 à 3, en ce
que ledit mécanisme d’accouplement (54) accouple
ledit élément d’accouplement (52) et ledit élément
récepteur d’accouplement par déformation élasti-
que.

5. Raccord selon l’une des revendications 1 à 3, en ce
que ledit mécanisme d’accouplement (54) comporte
un mécanisme moteur (57) et accouple ledit élément
d’accouplement (54) et ledit élément récepteur d’ac-
couplement par une force motrice dudit mécanisme
moteur (57).

6. Raccord selon l’une des revendications 1 à 5, en ce
que ledit élément annulaire (40) comporte une partie
d’actionnement sur au moins une partie de sa partie
extérieure de périmètre.

7. Raccord selon l’une des revendications 1 à 6, en ce
qu’un espace entre ledit premier élément tubulaire
(12) et ledit second élément tubulaire (14) est rendu
étanche par un élément d’étanchéité (80).

8. Raccord selon la revendication 7, en ce que ledit
élément d’étanchéité (80) est disposé entre des par-
ties de paroi opposées suivant ladite direction axiale
dudit premier élément tubulaire (12) et dudit second
élément tubulaire (14), avec une ouverture de rainu-
re en forme de V étant orientée dans une direction
diamétrale dudit premier élément tubulaire (12) et
dudit second élément tubulaire (14).
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