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(54) CONNECTION SYSTEM FOR HOUSE AND VEHICLE

(57) A connection system for a house (200) and a
vehicle (160), may include a vehicle door (140) provided
in the vehicle to open or close a vehicle entrance through
which a passenger enters or exits the vehicle and allow-
ing an internal space (S1) of the vehicle to be exposed
into the house when authenticated by the house; and a
hatch (240) provided in a house entrance on a side wall

of the house to selectively couple the house entrance
and the vehicle entrance with each other so that an in-
ternal space of the vehicle and an internal space of the
house are connected to each other in a state that the
vehicle door is open when the authenticated vehicle is
parked on a side of the house entrance.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a connection
system for a house and a vehicle, by which an internal
space of the vehicle and an internal space of the house
are connected to each other when the vehicle is parked
on a side of a house entrance.

Description of Related Art

[0002] Generally, vehicles have somewhat different
sizes and shapes depending on a manufacture or a ve-
hicle model, but most body parts of the vehicle are pro-
duced and provided in a fixed form under a defined in-
terface. Most of these vehicles were used only as a
means of transporting or carrying passengers or goods.
[0003] However, unlike vehicles in the related art, au-
tonomous vehicles or electric vehicles have recently
been produced so that vehicles having different sizes
and shapes from those of the vehicles in the related art
are manufactured, and the internal space of the vehicle
is gradually expanding. The vehicles do not only serve
as a means of transportation and conveyance, but also
provide various convenient functions.
[0004] In view of the present tendency, it may be con-
sidered that the internal space of the vehicle can act as
a medium providing a resting space or a living space,
and the internal space of the vehicle may be expanded
as a portion of the living space by combining the house
and the vehicle.
[0005] Herein, for the internal spaces of the vehicle
and the house to be connected to each other, the en-
trance of the vehicle and the entrance of the house may
be connected to each other, but a technology relating to
this has not been developed yet.
[0006] Therefore, to solve such a problem, there is a
demand for a new concept of a connection system for a
house and a vehicle.
[0007] The information included in this Background of
the Invention section is only for enhancement of under-
standing of the general background of the invention and
may not be taken as an acknowledgement or any form
of suggestion that this information forms the prior art al-
ready known to a person skilled in the art.

BRIEF SUMMARY

[0008] Various aspects of the present invention are di-
rected to providing a connection system of a house and
a vehicle, by which an internal space of the vehicle and
an internal space of the house are connected to each
other when a vehicle is parked on a side of a house en-
trance.
[0009] In various aspects of the present invention, a

connection system for a house and a vehicle according
to an exemplary embodiment of the present invention
may include a vehicle door provided in the vehicle to open
or close a vehicle entrance through which a passenger
enters or exits the vehicle and allowing an internal space
of the vehicle to be exposed into the house when authen-
ticated by the house; and a hatch provided in a house
entrance on a side wall of the house to couple the house
entrance and the vehicle entrance with each other so that
the internal space of the vehicle and an internal space
of the house are connected to each other when the ve-
hicle door of the authenticated vehicle is opened in a side
of the house entrance.
[0010] The hatch may include an upper hatch provided
in an upper portion of the house entrance and a lower
hatch provided in a lower portion of the house entrance,
in which hatch is coupled the upper hatch is configured
to be coupled to a top portion of the vehicle and hatch is
coupled the lower hatch is configured to be connected
to a bottom portion of the vehicle when the internal space
of the vehicle and the internal space of the house are
connected to each other.
[0011] The upper hatch and the lower hatch may open
or close the house entrance, the upper hatch may be
connected to the top portion of the vehicle by allowing a
lower end portion thereof to be pivoted to open the upper
portion of the house entrance, and the lower hatch may
be connected to the bottom portion of the vehicle by al-
lowing an upper end portion thereof to be pivoted to open
the lower portion of the house entrance.
[0012] The upper hatch and the lower hatch may be
inserted into the upper portion and the lower portion of
the house entrance, respectively, and the upper hatch
and the lower hatch may be slid outward to protrude from
the house and thus connected to the top portion and the
bottom portion of the vehicle, respectively.
[0013] The lower hatch may be slid outward to protrude
from the house, the lower hatch is coupled to the bottom
portion of the vehicle so that floor surfaces of the internal
spaces of the vehicle and the house are continuously
connected.
[0014] The vehicle door may be opened or closed in a
butterfly type, and the upper hatch may be connected to
the vehicle door in a state that the vehicle door is opened.
[0015] The upper hatch may be connected to an ex-
ternal surface of the vehicle door in a state that the vehicle
door is opened.
[0016] The upper hatch may have a groove shape re-
cessed into the house, and an internal portion of the up-
per hatch may be connected to the vehicle door in a state
that the vehicle door is opened.
[0017] The vehicle door may be slid forwards and back-
wards with respect to a longitudinal direction of the ve-
hicle to open or close the vehicle entrance, and the upper
hatch may be connected to the top portion of the vehicle
in a state that the vehicle door is opened.
[0018] The vehicle door may be slid upward and down-
ward with respect to a vertical direction of the vehicle to
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open or close the vehicle entrance, and the upper hatch
may be connected to the top portion of the vehicle in a
state that the vehicle door is opened.
[0019] The system may further include an integrated
control unit having a list of vehicles accessible to the
house to perform authentication for a vehicle accessing
the house, and performing control so that the hatch and
the vehicle door are connected to each other when the
vehicle is authenticated.
[0020] The system may further include an integrated
control unit of designating a position in which the vehicle
is disposed on a side of the house entrance so that the
internal space of the vehicle and the internal space of
the house are connected to each other and performing
control so that the hatch and the vehicle door are con-
nected to each other when the authenticated vehicle is
disposed in the designated position.
[0021] According to the connection system for the
house and the vehicle of the present invention, when the
vehicle is parked on a side of the house entrance, the
internal space of the vehicle and the internal space of
the house may be connected to each other.
[0022] The internal space of the vehicle may be con-
nected to the internal space of the house, forming a new
space having a new function.
[0023] The methods and apparatuses of the present
invention have other features and advantages which will
be apparent from or are set forth in more detail in the
accompanying drawings, which are incorporated herein,
and the following Detailed Description, which together
serve to explain certain principles of the present inven-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024]

FIG. 1 is a view showing a state before a house and
a vehicle are connected by a connection system for
a house and a vehicle according to an exemplary
embodiment of the present invention;

FIG. 2 is a view showing a state where a house and
a vehicle are connected by a connection system for
a house and a vehicle according to an exemplary
embodiment of the present invention;

FIG. 3 is a view showing a state where a house and
a vehicle are connected by a connection system for
a house and a vehicle according to various exem-
plary embodiments of the present invention;

FIG. 4 is a view showing a vehicle having a forward-
backward sliding type door in a connection system
for a house and a vehicle according to various ex-
emplary embodiments of the present invention;

FIG. 5 is a view showing a vehicle having a vertically

sliding type door in a connection system for a house
and a vehicle according to various exemplary em-
bodiments of the present invention; and

FIG. 6 is a view showing an integrated control unit
in a connection system for a house and a vehicle
according to an exemplary embodiment of the
present invention.

[0025] It may be understood that the appended draw-
ings are not necessarily to scale, presenting a somewhat
simplified representation of various features illustrative
of the basic principles of the present invention. The spe-
cific design features of the present invention as included
herein, including, for example, specific dimensions, ori-
entations, locations, and shapes will be determined in
part by the particularly intended application and use en-
vironment.
[0026] In the figures, reference numbers refer to the
same or equivalent portions of the present invention
throughout the several figures of the drawing.

DETAILED DESCRIPTION

[0027] Reference will now be made in detail to various
embodiments of the present invention(s), examples of
which are illustrated in the accompanying drawings and
described below. While the present invention(s) will be
described in conjunction with exemplary embodiments
of the present invention, it will be understood that the
present description is not intended to limit the present
invention(s) to those exemplary embodiments. On the
other hand, the present invention(s) is/are intended to
cover not only the exemplary embodiments of the present
invention, but also various alternatives, modifications,
equivalents and other embodiments, which may be in-
cluded within the spirit and scope of the present invention
as defined by the appended claims.
[0028] FIG. 1 is a view showing a state before a house
and a vehicle are connected by a connection system for
a house and a vehicle according to an exemplary em-
bodiment of the present invention; FIG. 2 is a view show-
ing a state where a house and a vehicle are connected
by a connection system for a house and a vehicle ac-
cording to an exemplary embodiment of the present in-
vention; FIG. 3 is a view showing a state where a house
and a vehicle are connected by a connection system for
a house and a vehicle according to various exemplary
embodiments of the present invention; FIG. 4 is a view
showing a vehicle having a forward-backward sliding
type door in a connection system for a house and a ve-
hicle according to various exemplary embodiments of the
present invention; FIG. 5 is a view showing a vehicle
having a vertically sliding type door in a connection sys-
tem for a house and a vehicle according to various ex-
emplary embodiments of the present invention; and FIG.
6 is a view showing an integrated control unit in a con-
nection system for a house and a vehicle according to
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an exemplary embodiment of the present invention.
[0029] FIG. 1 is a view showing a state before a house
and a vehicle are connected by a connection system for
a house and a vehicle according to an exemplary em-
bodiment of the present invention; and FIG. 2 is a view
showing a state where a house and a vehicle are con-
nected by a connection system for a house and a vehicle
according to an exemplary embodiment of the present
invention.
[0030] As shown in FIG. 1 and FIG. 2, a connection
system for a house and a vehicle according to an exem-
plary embodiment of the present invention includes a
door 140 of a vehicle 100 which is provided in the vehicle
100 to open or close a vehicle entrance 120 through
which a passenger enters and exits and allows an internal
space S1 of the vehicle 100 to be externally exposed
when the vehicle is authenticated from the house 200;
and a hatch 240 which is provided in a house entrance
220 on a side wall of the house 200 to allow the vehicle
entrance 120 and the house entrance 220 to be connect-
ed to each other so that the internal spaces of the vehicle
100 and the house 200 are connected to each other in a
state where the door 140 of the vehicle 100 is opened
when the authenticated vehicle 100 is parked on a side
of the house entrance 220.
[0031] As shown in FIG. 1 and FIG. 2, the house en-
trance 220 is provided according to an exemplary em-
bodiment of the present invention. The house entrance
220 may include an additional entrance such as a veran-
dah, a terrace, and a back door, in addition to the main
entrance. As shown in FIG. 2, the connection system
according to an exemplary embodiment of the present
invention is a system of new concept in which an authen-
ticated vehicle 100 is parked adjacent to the house 200,
which is a residential space, and the vehicle entrance
120 is connected to the house entrance 220 on one-side
wall of the house 200 so that the internal space S1 of the
vehicle 100 and the internal space S2 of the house 200
are connected to each other. Accordingly, there are ad-
vantages that the passenger may directly enter from the
vehicle into the house 200 without a need for the pas-
senger to get off the vehicle 100, and the internal space
S1 of the vehicle 100 is connected to the internal space
S2 of the house 200 so that the usable area of the resi-
dential space is enlarged. Furthermore, there is an ad-
vantage that the vehicle may be charged through the
house. In the instant case, an energy transmission and
reception unit is provided in the vehicle and the house,
respectively, to charge the vehicle, so that energy may
be exchanged with each other when the vehicle is con-
nected to the house.
[0032] Meanwhile, the connection system according
to an exemplary embodiment of the present invention
includes a hatch 240 which is provided in a house en-
trance 220 on a side wall of the house 200 to allow the
vehicle entrance 120 to be connected to the house en-
trance 220 so that the internal space S1 of the vehicle
100 and the internal space S2 of the house 200 are con-

nected to each other in a state where the door 140 of the
vehicle 100 is opened when the authenticated vehicle
100 is parked on a side of the house entrance 220.
[0033] As shown in FIG. 4 and FIG. 5, the hatch 240
includes an upper hatch 242 provided in an upper portion
of the house entrance 220 and a lower hatch 244 provid-
ed in a lower portion of the house entrance 220, in which
the upper hatch 242 is coupled to a top portion 160 of
the vehicle 100 and the lower hatch 244 is coupled to a
bottom portion 190 of the vehicle 100 when the internal
spaces of the vehicle 100 and the house 200 are con-
nected to each other. Accordingly, the upper portion of
the house entrance 220 is coupled to the top portion 160
of the vehicle 100 through the upper hatch 242 and the
lower portion of the house entrance 220 is coupled to the
bottom portion 190 of the vehicle 100 through the lower
hatch 244, forming a passage through which the internal
space S2 of the house 200 and the internal space S1 of
the vehicle 100 are connected to each other.
[0034] Referring to FIG. 1, FIG. 2, FIG. 3, FIG. 4, and
FIG. 5, the door 140 of the vehicle 100 represented by a
solid line indicates a state in which the vehicle entrance
120 is closed, and the door 140 of the vehicle 100 rep-
resented by a dotted line indicates a state in which the
vehicle entrance 120 is opened. As shown, the upper
hatch 242 is coupled to the top portion 160 of the vehicle
100 in a state where the door 140 of the vehicle 100
opens the vehicle entrance 120.
[0035] Meanwhile, as shown in FIG. 1 and FIG. 2, the
connection system for a house and a vehicle according
to an exemplary embodiment of the present invention is
provided so that the upper hatch 242 and the lower hatch
244 open or close the house entrance 220, the upper
hatch 242 is coupled to the top portion 160 of the vehicle
100 by allowing a lower end portion thereof to be pivoted
to open the upper portion of the house entrance 220, and
the lower hatch 244 is coupled to the bottom portion 190
of the vehicle 100 by allowing an upper end portion there-
of to be pivoted to open a lower portion of the house
entrance 220.
[0036] The upper hatch 242 and the lower hatch 244
may be engaged with each other to close the house en-
trance 220 as shown in FIG. 1, and the upper hatch 242
and the lower hatch 244 may be disconnected from each
other to open the house entrance 220 as shown in FIG. 2.
[0037] Furthermore, the upper hatch 242 is connected
to the top portion 160 of the vehicle 100, and the lower
hatch 244 is connected to the bottom portion 190 of the
vehicle 100, forming a passage through which the inter-
nal space S1 of the vehicle 100 and the internal space
S2 of the house 200 are connected to each other.
[0038] Meanwhile, the upper hatch 242 opens the up-
per portion of the house entrance 220 by allowing the
lower end portion of the upper hatch 242 to be pivoted
about an upper end portion of the upper hatch 242, and
the lower hatch 244 opens the lower portion of the house
entrance 220 by allowing the upper end portion of the
lower hatch 244 to be pivoted about a lower end portion
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of the lower hatch 244. Accordingly, the upper hatch 242
and the lower hatch 244 are pivoted to open the house
entrance 220 respectively, so that the internal space S2
of the house 200 and the internal space S1 of the vehicle
100 may be connected to each other.
[0039] Meanwhile, as shown in FIG. 4, the connection
system for a house and a vehicle according to an exem-
plary embodiment of the present invention is provided so
that the upper hatch 242 and the lower hatch 244 are
disposed to be inserted into the upper portion and the
lower portion of the house entrance 220, respectively.
The upper hatch 242 and the lower hatch 244 are slid
outwards to protrude from the house 200 and thus are
connected to the top portion 160 and the bottom portion
190 of the vehicle 100, respectively.
[0040] A solid line indicates a state in which the upper
hatch 242 and the lower hatch 244 protrude from the
house 200, and a dotted line indicates a state in which
the upper hatch 242 and the lower hatch 244 are inserted
into the house 200. Meanwhile, the upper hatch 242 and
the lower hatch 244 have a pump or the like connected
at one side thereof, respectively, to allow them to move
to the inside or outside of the house according to the
pressure change of the pump, or have a guide rail or the
like mounted inside the house to allow them to move to
the inside or outside of the house by the guide rail, a
motor, or the like.
[0041] Furthermore, when the house 200 and the ve-
hicle 100 are connected to each other, the upper hatch
242 and the lower hatch 244 are slid outwards to protrude
from the house 200, and thus connected to the top portion
160 and the bottom portion 190 of the vehicle, respec-
tively. Accordingly, it is possible to form a passage
through which the internal space of the house and the
internal space of the vehicle are connected to each other.
[0042] As shown in FIG. 4, when the lower hatch 244
slides outwards to protrude from the house 200, the lower
hatch 244 is connected to the bottom portion 190 of the
vehicle 100 so that floor surfaces of the internal spaces
of the vehicle 100 and the house 200 are continuously
connected to each other. The lower hatch 244 is con-
nected to the bottom portion 190 of the vehicle 100 so
that the floor surface 180 of the internal space S1 of the
vehicle 100 and the floor surface 280 of the internal space
S2 of the house 200 are continuously connected, where-
by a hooking jaw structure is not formed between the
floor surface 180 of the internal space S1 of the vehicle
100 and the floor surface 280 of the internal space S2 of
the house 200. Therefore, there is an advantage that it
is convenient when a passenger or a resident enters and
exits between the vehicle and the house. Furthermore,
there is an advantage that it is convenient to carry goods,
because the wheels are not caught when equipment such
as a cart or the like is used.
[0043] Meanwhile, as shown in FIG. 2 and FIG. 3, a
connection system for a house and a vehicle according
to an exemplary embodiment of the present invention is
configured so that the door 140 of the vehicle 100 is

opened or closed in a butterfly type, and the upper hatch
242 is coupled to the door 140 of the vehicle 100 in a
state where the door 140 of the vehicle 100 is opened.
The butterfly type door 140 of the vehicle 100 is provided
with a rotation shaft at a top portion or a loop of the vehicle
100 so that a lower end portion of the door 140 of the
vehicle 100 is pivoted about the rotation shaft to open
the vehicle entrance 120. Alternatively, the rotation shaft
is provided in a front pillar (or A pillar) of the vehicle 100,
so that the lower end portion of the door 140 of the vehicle
100 may be pivoted about the pivot shaft to open the
vehicle entrance 120.
[0044] As shown in FIG. 2, when the door 140 of the
vehicle 100 is opened, the upper hatch 242 is coupled
to an external side 144 of the door 140 of the vehicle 100.
The upper hatch 242 is connected to the external side
surface 144 of the door 140 of the vehicle 100 so that an
upper portion of the passage through which the internal
space S2 of the house 200 and the internal space S1 of
the vehicle 100 are connected to each other is shut off
from the outside.
[0045] As shown in FIG. 3, the upper hatch 242 has a
groove 245 recessed into the house 200, and an internal
portion of the upper hatch 242 is connected to the door
140 of the vehicle 100 in a state that the door 140 of the
vehicle 100 is opened. Referring to FIG. 3, the upper
hatch 242 is formed with a groove 245 recessed into the
house 200. Thus, the upper hatch 242 is recessed into
the house 200, so that the door 140 of the vehicle 100
may be mounted on the internal side of the upper hatch
242. In the instant case, the upper hatch 242 slides
through the guide rail and thus connected to the door 140
of the vehicle 100. The upper hatch 242 is mounted at a
point of a dotted line before the vehicle 100 and the house
200 are connected to each other, and the upper hatch
242 slides in a state where the door 140 of the vehicle
100 is opened and thus is mounted at a point of a solid
line when the vehicle 100 and the house 200 are con-
nected to each other.
[0046] As shown in FIG. 4, a connection system for a
house and a vehicle according to an exemplary embod-
iment of the present invention is configured so that the
door 140 of the vehicle 100 slides forwards and back-
wards with respect to a longitudinal direction of the ve-
hicle to open or close the vehicle entrance 120, and the
upper hatch 242 is coupled to the top portion 160 of the
vehicle 100 in a state that the door 140 of the vehicle 100
is opened. The upper hatch 242 is connected to the top
portion 160 of the vehicle 100, such as a loop or the like,
forming a passage through which the internal space S1
of the vehicle 100 and the internal space S2 of the house
200 are connected to each other.
[0047] Furthermore, as shown in FIG. 5, a connection
system for a house and a vehicle according to an exem-
plary embodiment of the present invention is configured
so that the door 140 of the vehicle 100 slides upward and
downward with respect to the vertical direction of the ve-
hicle 100 to open or close the vehicle entrance 120, and
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the upper hatch 242 is coupled to the top portion 160 of
the vehicle 100 in a state that the door 140 of the vehicle
100 is opened. The upper hatch 242 is connected to the
top portion 160 of the vehicle 100 when the door 140 of
the vehicle 100 slides upward with respect to the vertical
direction to open the vehicle entrance 120, forming a pas-
sage through which the internal space S1 of the vehicle
100 and the internal space S2 of the house 200 are con-
nected to each other.
[0048] Meanwhile, as shown in FIG. 6, a connection
system for a house and a vehicle according to an exem-
plary embodiment of the present invention further in-
cludes an integrated control unit 300 having a list of ve-
hicles 100 accessible to the house 200 to perform au-
thentication for the vehicle 100 accessing the house, and
performing control so that the hatch 240 and the door
140 of the vehicle 100 are connected to each other when
the vehicle 100 is authenticated.
[0049] Although the integrated control unit 300 is pro-
vided in the house 200 in FIG. 6, the integrated control
unit 300 is provided in the external server to control the
vehicle 100, the house entrance 220, and the hatch 240
through the wireless communication.
[0050] The integrated control unit 300 according to an
exemplary embodiment of the present invention may be
implemented via a non-volatile memory configured to
store algorithm configured to control operations of vari-
ous components of the vehicle and the house or data
relating to software instructions executing the algorithm,
and a processor configured to perform operations de-
scribed below using data stored in the memory. Here,
the memory and the processor may be implemented as
separate chips. Alternatively, the memory and the proc-
essor may be integrated with each other as a single chip.
A processor may take the form of one or more proces-
sors.
[0051] As shown in FIG. 6, the integrated control unit
300 is provided in the house 200 to control the vehicle
100, the house entrance 220, and the hatch 240 through
communication, whereby the internal space of the vehicle
100 and the internal space of the house 200 are connect-
ed to each other. The integrated control unit 300 is pro-
vided with a list of vehicles 100 accessible to the house
200, to determine whether the vehicle 100 accessing the
house 200 is authorized to connect to the house 200. For
example, it is determined whether the vehicle 100 is au-
thorized to connect to the house 200 using the license
plate of the vehicle accessing the house 200, which is
captured through a camera sensor C or the like, or the
vehicle is authorized to connect to the house 200 through
communication with the vehicle. When the authenticated
vehicle 100 accesses the house, after the house en-
trance 220 is opened and the vehicle 100 is parked, the
door 140 of the vehicle 100 and the hatch 240 of the
house 200 are controlled so that the internal space of the
vehicle 100 and the internal space of the house 200 are
connected to each other. As a result, when a vehicle is
not authorized to connect to the house, the vehicle is not

connected to the house. This has the advantage of se-
curing the security of the house. As described above, the
integrated control unit may be provided in the external
server so that the internal space of the vehicle and the
internal space of the house are connected to each other.
[0052] As shown in FIG. 6, a connection system for a
house and a vehicle according to an exemplary embod-
iment of the present invention further includes an inte-
grated control unit 300 designating a position P in which
the vehicle is disposed on a side of the house entrance
220 so that the internal space of the vehicle 100 and the
internal space of the house 200 are connected to each
other, and performing control so that the hatch 240 and
the door 140 of the vehicle 100 are connected to each
other when the authenticated vehicle 100 is disposed in
the designated position P.
[0053] The integrated control unit 300 determines
whether the authenticated vehicle 100 is correctly posi-
tioned at the designated position P via a connected cam-
era sensor C or the like. Accordingly, when internal spac-
es of the vehicle 100 and the house 200 are connected
to each other, it is possible to avoid the risks that the
vehicle is not parked at the correct position and thus the
door 140 of the vehicle 100 and the hatch 240 of the
house 200 interfere with each other so that the door 140
is not open or the door 140 of the vehicle 100 and the
hatch 240 of the house 200 are damaged.
[0054] According to a connection system for a house
and a vehicle of the present invention, when the vehicle
is parked on a side of the house entrance, the internal
space of the vehicle and the internal space of the house
may be connected to each other.
[0055] There is an advantage that the internal space
of the vehicle is connected to the internal space of the
house, forming a new space having a new function.
[0056] For convenience in explanation and accurate
definition in the appended claims, the terms "upper",
"lower", "inner", "outer", "up", "down", "upwards", "down-
wards", "front", "rear", "back", "inside", "outside", "inward-
ly", "outwardly", "internal", "external", "inner", "outer",
"forwards", and "backwards" are used to describe fea-
tures of the exemplary embodiments with reference to
the positions of such features as displayed in the figures.
It will be further understood that the term "connect" or its
derivatives refer both to direct and indirect connection.
[0057] The foregoing descriptions of specific exempla-
ry embodiments of the present invention have been pre-
sented for purposes of illustration and description. They
are not intended to be exhaustive or to limit the present
invention to the precise forms disclosed, and obviously
many modifications and variations are possible in light
of the above teachings. The exemplary embodiments
were chosen and described to explain certain principles
of the present invention and their practical application,
to enable others skilled in the art to make and utilize var-
ious exemplary embodiments of the present invention,
as well as various alternatives and modifications thereof.
It is intended that the scope of the present invention be
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defined by the Claims appended hereto and their equiv-
alents.

Claims

1. A connection system for a house and a vehicle, the
connection system comprising:

a vehicle door provided in the vehicle to selec-
tively open a vehicle entrance through which a
passenger enters or exits the vehicle and allow-
ing an internal space of the vehicle to be ex-
posed into the house when the vehicle is au-
thenticated from the house and; and
a connection member provided in a house en-
trance on a side wall of the house to selectively
couple the house entrance and the vehicle en-
trance with each other so that the internal space
of the vehicle and an internal space of the house
are connected to each other when the vehicle
door of the authenticated vehicle is opened in a
side of the house entrance.

2. The connection system of claim 1, wherein the con-
nection member includes:

an upper hatch operably provided in an upper
portion of the house entrance; and
a lower hatch operably provided in a lower por-
tion of the house entrance,
wherein the upper hatch is configured to be se-
lectively coupled to a top portion of the vehicle
and the lower hatch is configured to be selec-
tively coupled to a bottom portion of the vehicle
to connect the internal space of the vehicle and
the internal space of the house each other.

3. The connection system of claim 2,
wherein first ends of the upper hatch and the lower
hatch are pivotally connected to the house, and
wherein a second end of the upper hatch is coupled
to the top portion of the vehicle when the second end
of the upper hatch is pivoted with respect to the first
end of the upper hatch to open the upper portion of
the house entrance, and
wherein a second end of the lower hatch is coupled
to the bottom portion of the vehicle when the second
end of the lower hatch is pivoted with respect to the
first end of the lower hatch to open the lower portion
of the house entrance.

4. The connection system of claim 2,
wherein the upper hatch and the lower hatch are
slidably mounted into the upper portion and the lower
portion of the house entrance in the house, respec-
tively, and
wherein the upper hatch and the lower hatch are

configured to selectively slid outward to protrude
from the house and thus coupled to the top portion
and the bottom portion of the vehicle, respectively.

5. The connection system of claim 4, wherein when the
lower hatch slides outward to protrude from the
house, the lower hatch is coupled to the bottom por-
tion of the vehicle so that floor surfaces of the internal
spaces of the vehicle and the house are continuously
connected.

6. The connection system of claim 3, wherein the ve-
hicle door is configured to be opened in a butterfly
type, and the upper hatch is coupled to the vehicle
door in a state that the vehicle door is opened.

7. The connection system of claim 6, wherein the upper
hatch is coupled to an external surface of the vehicle
door in a state that the vehicle door is opened.

8. The connection system of claim 2, wherein the upper
hatch has a groove, and the groove of the upper
hatch is configured to be coupled to the vehicle door
in a state that the vehicle door is opened.

9. The connection system of claim 8,
wherein the upper hatch is slidably mounted into the
house, and
wherein the groove of the upper hatch is coupled to
the vehicle door in a state that the vehicle door is
opened, when the upper hatch slides toward the ve-
hicle door.

10. The connection system of claim 8, wherein a first
end of the lower hatch is pivotally connected to the
house, and a second end of the lower hatch is con-
figured to be selectively coupled to the bottom por-
tion of the vehicle.

11. The connection system of claim 4, wherein the ve-
hicle door slides forwards and backwards with re-
spect to a longitudinal direction of the vehicle to open
or close the vehicle entrance, and the upper hatch
is coupled to the top portion of the vehicle in a state
that the vehicle door is opened.

12. The connection system of claim 3, wherein the ve-
hicle door slides upward and downward with respect
to a vertical direction of the vehicle to open or close
the vehicle entrance, and the upper hatch is coupled
to the top portion of the vehicle in a state that the
vehicle door is opened.

13. The connection system of claim 1, further including:
an integrated control unit having a list of vehicles
accessible to the house to perform authentication for
the vehicle accessing the house, and performing
control of the connection member and the vehicle
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door to be coupled to each other when the vehicle
is authenticated.

14. The connection system of claim 1, further including:
an integrated control unit of designating a position
in which the vehicle is disposed on a side of the house
entrance and performing control of the connection
member and the vehicle door to be connected to
each other so that the internal space of the vehicle
and the internal space of the house are connected
to each other when the authenticated vehicle is dis-
posed in the designated position.
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