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Description

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] The present application claims priority to United
States Patent Application No. 14/656,629, entitled "Con-
figuration of Networks using Switch Device Access of
Remote Server," filed March 12, 2015, Attorney Docket
No. 914012(3)-US-NP, and claims priority to U.S. Provi-
sional Application No. 61/969,242, entitled, "Automatic
Edge Device Attachment in Fabric Topology Networks,"
filed March 23, 2014.
[0002] The following commonly owned, co-pending
United States Patent Applications, including the present
application, are related to each other. Each of the other
patents/applications are incorporated by reference here-
in in its entirety:

United States Patent Application No. 14/041,173,
entitled "Message Transmission in Networks," filed
September 30, 2013, Attorney Docket No. 913030-
US-NP;
United States Patent Application No. 14/041,342,
entitled "Enabling Configuration in Networks," filed
September 30, 2013, Attorney Docket No. 913030-
US-NP2;
United States Patent Application No. 14/041,242,
entitled "Enabling Encapsulation in Networks, " filed
September 30, 2013, Attorney Docket No. 913030-
US-NP3;
United States Patent Application No. 14/656,604 en-
titled "Configuration of Networks with Server Cluster
Device," filed March 12, 2015, Attorney Docket No.
914012(1)-US-NP;
United States Patent Application No. 14/656,622,
entitled "Authentication of End Devices in Networks,"
filed March 12, 2015, Attorney Docket No.
914012(2)-US-NP; and
United States Patent Application No. 14/656,639,
entitled "Configuration of Networks using Client De-
vice Access of Remote Server," filed March 12, 2015,
Attorney Docket No. 914012(4)-US-NP.

BACKGROUND

[0003] Communication networks are widely used to
provide communication between different computer sys-
tems and other electronic devices. Wireless communi-
cation networks offer increased convenient access to cli-
ent devices, such as computers, phones, tablets, wear-
able devices, and other devices, by allowing network
communications between these devices without the
need for wired connections. Some network devices such
as servers can perform configuration in a network system
provide connected devices access to one or more virtual
local area networks (VLANs) and other network function-
ality. Conventionally, an authentication process and con-
figuration process for connected devices is extensive and

typically requires much time and expertise from a network
administrator.
[0004] EP 2 573 976 is further prior-art.

SUMMARY

[0005] Implementations of the present application re-
late to configuration of networks using switch device ac-
cess of a remote server. In some implementations, a
method includes sending a request from an edge config-
uration device to an access control server, where the
request requests shortest path bridging (SPB) configu-
ration information for a detected end device connected
to the edge configuration device, and where the edge
configuration device is connected to an SPB network.
The method receives at the edge configuration device
the SPB configuration information for the end device from
the access control server. The edge configuration device
is configured to provide the end device access to the SPB
network.
[0006] Various implementations and examples of the
above method are described. For example, the sending
of the request to the access control server can be in re-
sponse to receiving information from the end device. In
some examples, the information received from the end
device can be received automatically upon connection
of the end device to the edge configuration device. The
network can be a Shortest Path Bridging (SPB) network,
and the end device can be a non-SPB device that is not
compatible with the SPB network. In some examples, the
edge configuration device can include a fabric attach
agent for processing networking configuration messag-
es, where the end device does not include a fabric attach
agent and does not provide network configuration infor-
mation to the edge configuration device.
[0007] The method can further include, before config-
uring the edge configuration device, sending the SPB
configuration information to an edge server device and
receiving acceptance of the SPB configuration informa-
tion from the edge server device. The SPB configuration
information received at the edge configuration device can
include one or more VLAN/ISID bindings related to the
end device. The request can includes a request for au-
thentication of the end device for access to the SPB net-
work, and can further include receiving an authorization
of the end device from the access control server.
[0008] Configuring the edge configuration device to
provide access to the SPB network can include creating
one or more VLANs for the end device on the SPB net-
work as indicated by the SPB configuration information,
and creating one or more port memberships of the one
or more VLANs for the end device. Configuring the edge
configuration device to provide access to the SPB net-
work can include establishing port tagging status on one
or more ports of the edge configuration device. Config-
uring the edge configuration device to provide access to
the SPB network can include checking whether the one
or more VLANs for the end device already are configured
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on the edge configuration device, and if the one or more
VLANs are already configured, associating the ports of
the end device with the existing one or more VLANs.
[0009] In some implementations, a system can include
a storage device and at least one processor accessing
the storage device and operative to perform operations.
The operations can include various operations similar to
the features described above for the method. Some im-
plementations can provide a computer program product
comprising a computer-readable medium including pro-
gram instructions to be implemented by a device con-
nected to a communication network, the program instruc-
tions performing various operations similar to the fea-
tures described above for the method.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

FIG. 1 illustrates a block diagram depicting an ex-
ample network environment, which may be used to
implement some implementations described herein.
FIG. 2 illustrates a block diagram depicting an ex-
ample network system which may be used to imple-
ment some implementations described herein.
FIG. 3 illustrates an example simplified flow diagram
for transmitting messages in networks, according to
some implementations.
FIG. 4 illustrates an example simplified flow diagram
for enabling configuration in networks, according to
some implementations.
FIG. 5 illustrates an example simplified flow diagram
for enabling encapsulation in networks, according to
some implementations.
FIGS. 6-10 illustrate example binding lists, according
to some implementations.
FIG. 11 illustrates an example simplified flow dia-
gram for authenticating a device for use on a net-
work, according to some implementations.
FIG. 12 illustrates an example simplified flow dia-
gram for configuring a network for a client device
based on configuration information obtained by an
edge configuration device, according to some imple-
mentations.
FIG. 13 illustrates an example simplified flow dia-
gram for configuring a network for a client device
based on configuration information obtained by an
end device, according to some implementations.
FIG. 14 is a block diagram illustrating an example
network system including a server cluster device with
peer server devices, according to some implemen-
tations.
FIG. 15 illustrates an example simplified flow dia-
gram for configuring a network using peer server de-
vices.
FIG. 16 illustrates a block diagram of an example
device which may be used to implement some fea-
tures described herein.

DETAILED DESCRIPTION

[0011] Implementations described herein facilitate au-
thentication of end devices for network access and con-
figuration of a network for end devices. Some implemen-
tations can provide automatic authentication of end de-
vices for access to a network, by having an edge config-
uration device (e.g., a switch) access a remote source
such as an authorization server. Some implementations
can provide automatic configuration of network devices
to provide access to features of a network by an end
device, by having an edge configuration device access
a remote source such as an access control server for
configuration information. Some implementations can
provide automatic configuration of network devices to
provide access to features of a network by an end device,
by having an end device access a remote source such
as a management server for configuration information.
In some implementations, a server cluster device includ-
ing multiple peer server devices can receive configura-
tion information from a device such as an edge configu-
ration device, and can synchronize the configuration of
the peer server devices to allow network access for an
end device.
[0012] Implementations described herein can enable
network devices that are not compatible with a particular
network standard to take advantage of the infrastructure
of a network utilizing that network standard. In some im-
plementations, the network can be a fabric topology net-
work. For example, a network device compatible with a
shortest path bridging (SPB) fabric standard can support
various SPB functions including MAC-in-MAC encapsu-
lation/decapsulation and service identification using
service identifiers (ISIDs). However, devices directly con-
necting to such a network device may not be compatible
or support SPB functions and therefore cannot take ad-
vantage of the SPB infrastructure. Using features de-
scribed herein, such a non-SPB compatible device can
take advantage of such an SPB infrastructure with re-
duced user/administrator effort and support.
[0013] Further, some features described herein allow
non-SPB devices to be authenticated and configured for
SPB connectivity automatically, without requiring a net-
work administrator or other user to manually input con-
figuration information or other information to network de-
vices to authorize a particular end device and/or config-
ure a network for a particular end device.
[0014] For example, some described features can en-
able configuration of an SPB network to include a non-
SPB end device in the SPB functionality of the network
automatically upon connection of the end device to an
edge configuration device. Functions such as ISID and
VLAN assignment can automatically be configured on
the network for the end device using fabric attach mes-
sages. Using features described herein, this configura-
tion can be performed even if the end device is not com-
patible with fabric attach messages used for sending con-
figuration information to devices on the network.
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[0015] For example, some features allow an edge con-
figuration device to automatically obtain authentication
and configuration information for a non-SPB end device
from a remote source upon connection of the end device
to the edge configuration device. For example, the re-
mote source can be an access control server that can
include or communicate with an authentication server,
allowing an edge configuration device to automatically
determine whether an end device is authenticated for
use on the SPB network. The edge configuration device
can send obtained configuration information to an edge
server device for creation of one or more VLANs of the
SPB network for the end device, port assignment for cre-
ated and/or established VLAN(s), port tagging, etc. Thus,
an edge server device and/or edge configuration device
need not be manually fed configuration information to
provide such network configuration for end devices.
Some features allow an end device to automatically ob-
tain configuration information from a remote source. For
example, the end device can contact a management
server and receive configuration information, and the end
device can send this configuration information to a con-
nected edge configuration device for configuration of
VLANs for the end device on the SPB network, e.g., using
fabric attach messages. Thus, configuration information
need not be manually input to the edge server device or
edge configuration device to configure the network for
the end device.
[0016] Some features allow a server cluster device to
automatically configure the SPB network for an end de-
vice using fabric attach messages as described herein.
For example, a server cluster including multiple peer
server devices can receive configuration information
from a device such as an edge configuration device, and
each peer server device can send information to the other
peer server device to synchronize the configuration of
the peer server devices. Such features allow server clus-
ter devices to provide automatic configuration of the net-
work for non-SPB end devices based on received con-
figuration information.
[0017] FIG. 1 is a block diagram of an example network
system 100 which can be used with some implementa-
tions described herein. The network system 100 may in-
clude a network 101 providing communication links be-
tween multiple devices connected to the network. Net-
work 101 can include any type of network that connects
devices, such as a wide area network (WAN), local area
network (LAN), wireless network, or others types of net-
works. Any one or more networking standards can be
used for network 101, such as Ethernet, common wire-
less networking standards, etc. In various implementa-
tions described herein, a wireless network can be used
for at least a portion of the network 101.
[0018] Client devices 102 can be operated by users
and can communicate with other client devices 102 as
well as other devices via the network 101. In various im-
plementations, the client devices 102 can include wire-
less transmitters and receivers (e.g., transceivers, or ra-

dios) that allow them to communicate signals wirelessly
with other devices that also have this capability. Each
client device 102 can be any of a variety of types of de-
vices. For example, in some implementations, client de-
vices 102 can be implemented as desktop computers,
laptop computers, tablet computers, portable devices,
cell phones, media players, wearable devices (e.g.,
glasses device, wristwatch device, etc.), entertainment
devices (television, disc player, stereo), mainframe com-
puter, peripherals (printer, scanner, sensors), or other
electronic devices.
[0019] Wireless access points 104 are devices that al-
low other wireless-capable devices to connect to a com-
munication network and communicate with each other.
The wireless access points 104 can transmit and receive
wireless communication signals to and from other devic-
es having compatible wireless communication function-
ality. In the example system 100, the wireless access
points 104 can transmit wireless signals to the client de-
vices 102 via one or more wireless protocols, and can
receive wireless signals from client devices 102 via such
protocols. Some examples of current suitable wireless
protocols include those protocols defined under IEEE
802.11. Other protocols can also be used. Thus, the client
devices can communicate all data traffic via wireless ac-
cess points 104 in range of the clients’ transmitters and
receivers.
[0020] Wireless access points 104 are connected to
other network devices provided in network 101. The ac-
cess points 104 can be used to communicate data traffic
to and from client devices 102 through the network. The
wireless access points 104 can send data traffic from
client devices 102 to other network devices to send the
traffic to the desired network destination. They can also
receive data traffic from other devices via the network
devices to provide to the client devices 102. Any of a
variety of different wireless network topologies, devices,
and functions can be used. For example, in some imple-
mentations, multiple virtual local area networks (VLANs)
106 can be provided, which provide partitions for client
devices connected to the network 101 into distinct do-
mains that are isolated from each other. Some imple-
mentations can provide communication between VLANs
using mobility switches 108. For example, the wireless
access points 104 can be connected (e.g., via wired con-
nection such as Ethernet) to mobility switches 108, which
can implement mobility tunnels. Such mobility tunnels
allow client devices 102 to communicate via particular
VLANs 106 associated with particular wireless access
points 104 with which the client devices 102 are commu-
nicating. Various implementations can include different
kinds of switches, hubs, routers, and other types of net-
work devices in the network 101.
[0021] One or more wireless access controllers 110,
referred to herein also as controllers or wireless control-
lers, can be included in system 100. Controllers 110 are
devices used to manage, control and/or configure wire-
less access points 104, mobility switches 108, VLANs
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106, and/or other network devices or structures connect-
ed to the network 101. In some implementations, multiple
controllers 110 can be used as shown, where each con-
troller 110 can be associated with a different VLAN 106
and/or set of wireless access points 104. In some exam-
ples, if a client device 102 communicates with a wireless
access point 104 that is associated with a first controller
110, and the client device then "roams" to communicate
with a different wireless access point 104 associated with
a second controller 110, the first controller 110 can pro-
vide the necessary information to the second controller
110 to maintain the client connection.
[0022] In some described implementations, the wire-
less controllers 110 can configure the wireless access
points 104 with changed or new functionality. For exam-
ple, the controllers 110 can send (or cause to be sent) a
firmware image or other software image or code as an
upgrade to one or more selected wireless access points
104. Controllers 110 can also select or apply particular
settings or functions on wireless access points 104 or
other devices connected to the network. Controllers 110
also receive information from connected devices includ-
ing wireless access points 104, such as status informa-
tion regarding the settings and status of various functions
of the wireless access points 104 (e.g., data communi-
cation, transmission, reception, readiness, etc.). In some
implementations, communication between the control-
lers 110 and the wireless access points 104 can be pro-
vided on dedicated control connections 112 (which can
connect appropriate controllers 110 to all the wireless
access points 104), where the dedicated control connec-
tions 112 can be separate from the connections 114 used
to transmit client data traffic between the wireless access
points 104 and VLANs 106. In other implementations,
the wireless controllers 110 can communicate with the
wireless access points 104 via connections 114 instead
of or in addition to communication over dedicated control
connections 112. Controllers 110 can also communicate
control information with mobility switches 108 and with
each other via other control connections 113.
[0023] In some example implementations, an initializ-
ing wireless access point 104 discovers a wireless con-
troller 110 using a discovery protocol and establishes a
control channel with the controller 110 (e.g., associates
with one of the controllers). During its operation, the ac-
cess point 104 reports monitoring information to the as-
sociated controller 110. A wireless access point 104 may
also (e.g., periodically) scan the air and report any neigh-
boring access points to its associated controller 110. For
example, the access point can collect the operating chan-
nel and receiver power information of each neighboring
access point it detects and can send it to its controller 110.
[0024] The configuration for the wireless access point
104 is defined on the controller 110 and can be sent to
the wireless access 104 point after the wireless access
point 104 associates with controller 110 over the control
channel. For example, access point profiles stored by
the controller 110 can be used to define the access point

configuration for different access points. The wireless ac-
cess point 104 is configured according to the received
configuration from the controller, 110 such as a set of
configuration instructions.
[0025] In some example implementations, the config-
uration can include a software upgrade as described
above. The upgrade image can be stored on storage local
to the associated controller 110 or can be stored on one
or more separate servers in communication with the wire-
less access point 104 to be configured. For example, a
wireless access point 104 can download a software im-
age from a server using a standard protocol such as HT-
TP or TFTP. The upgrade image can be controlled and
triggered by a wireless controller 110, such that the con-
troller sends a request to the wireless access point 104
to download and install the software image. For example,
the wireless access point 104 can save the received soft-
ware image in a non-volatile memory partition. After the
wireless access point 104 has downloaded the image, it
restarts (e.g., reboots) to initialize and operate with the
new image. After restart, the access point can go through
the discovery procedure to find and establish a connec-
tion with a wireless controller 110. At that point, the wire-
less access point 104 is ready to service client data traffic.
[0026] An administrator device 118 connects to one or
more of the wireless controllers 110 to communicate with
the controller. For example, the administrator device 118
can receive status information regarding the controller
110 and/or the network 101. The administrator device
118 can also manage the network 101 by sending com-
mands and data to various network devices such as the
controllers 110 to configure the controller and/or config-
ure other devices connected to the network 101 via the
controller 110. An administrator or other user operating
the administrator device 118, for example, can send a
command to cause a configuration of designated access
points as described above. The administrator device 118
can be connected to the network 101 via any type of
network connection. For example, in some implementa-
tions, a wireless management service can use a web-
based front end to provide a user access to the network.
[0027] A software application stored in a memory or
computer-readable storage medium provides instruc-
tions that enable a processor to perform these functions
and other functions described herein.
[0028] In some implementations, client devices can be
connected to the network 101 via wired connections in-
stead of or in addition to wireless links. For example,
wired Ethernet links can be used.
[0029] Although implementations described herein are
described in the context of one or two edge configuration
devices and one edge server device, one of ordinary skill
in the art will readily recognize that there could be any
number of edge configuration devices and edge server
devices.
[0030] FIG. 2 illustrates a block diagram depicting an
example system 200 which may be used to implement
some implementations described herein. System 200 in-

7 8 



EP 2 924 951 B1

6

5

10

15

20

25

30

35

40

45

50

55

cludes an edge server device 202, an edge configuration
device 204, and end devices 206, 208, and 210. In var-
ious implementations, edge configuration device 204
couples to end device 206 and end device 208, which
may also be referred to as client devices. The edge con-
figuration device 204 is also coupled to the edge server
device 202 which is in turn coupled to an SPB cloud 211.
Shortest Path Bridging (SPB) (including such versions
as Shortest Path Bridging-MAC, SPBM, SPBV), which
is specified in the IEEE 802.1aq standard, is a computer
networking technology that simplifies the creation and
configuration of networks, while enabling multipath rout-
ing. One or more end devices such as end device 210
can also be coupled directly to edge server device 202,
e.g., without an intermediate connection to edge config-
uration device 204. As shown in FIG. 2, edge configura-
tion device 204, edge server device 202, and the end
devices are separate devices.
[0031] The system 200 can be used to extend the edge
of SPB cloud (fabric) 211 to additional devices such as
end devices 206, 208, and 210. To "extend" the SPB
fabric edge, VLAN/ISID bindings should be supported on
non-SPB (e.g., non-SPBM) devices, which are network
devices not compatible with SPB network standards.
VLAN/ISID bindings are mappings of a service identifier
(ISID) to a Virtual Local Area Network (VLAN) identifier.
Fabric attach devices as described herein can automat-
ically discover each other and exchange configuration
data to support fabric edge extension. For example, fab-
ric attach devices can send and process VLAN/ISID bind-
ings and requests to map these identifiers to each other
for the SPB network. Fabric attach devices pass
VLAN/ISID bindings to attached SPB nodes (such as an
edge server device) where the bindings are processed
and either approved or rejected. Specific actions can be
taken on the non-SPBM devices (such as an edge con-
figuration device or end device), as well as the SPBM
device, based on the outcome of the mapping request.
[0032] "Fabric attach" as referred to herein can refer
to the ability of a device to extend the edge of the SPB
network to devices (e.g., non-SPB devices) that are not
compatible with protocols or communication standards
used for configuring those devices on the SPB network
(e.g., not compatible with SPB standards, including
SPBM, SPBV (shortest path bridging VID (VLAN ID)),
etc.). For example, in some implementations a fabric at-
tach agent, such as a procedure implemented in software
and/or hardware, can run on a fabric attach device (such
as a fabric attach server or fabric attach switch/proxy)
and perform fabric attach features as described herein.
For example, a fabric attach agent can understand and
send fabric attach messages (including configuration in-
formation) used between fabric attach devices to config-
ure a device for communication with the SPB network.
For example, in some implementations described herein,
fabric attach messages can use the LLDP protocol and
include particular TLVs (type-length-value fields).
[0033] In some implementations, edge server device

202 may also be referred to as a fabric attach server (FA
server). In various implementations, edge server device
202 is an SPB network node that creates VLANs on ports
between the edge configuration device 204 and the edge
server device 202, creates a user network interface (UNI)
associating ISIDs with created VLANs, performs MAC-
in-MAC encapsulation functions, performs intermediate
system-to-intermediate system (IS-IS) configuration,
adds ISID fields to packets during MAC-in-MAC encap-
sulation, performs MAC-in-MAC decapsulation, etc. For
example, in switched UNI mode, the VLAN/ISID mapping
is per port of the edge server device. In C-VLAN UNI
mode, the VLAN/ISID mapping is per device (e.g., all
ports of a device).
[0034] An edge server device 202 can exchange infor-
mation not only with other edge server devices but also
with one or more edge configuration devices. In some
implementations, edge server device 202 advertises its
VLAN/ISID bindings per edge configuration device. As
such, for example, edge server device 202 may send a
different LLDP message to each edge configuration de-
vice. In some implementations, edge server device 202
may operate in customer VLAN (C-VLAN) user network
interface mode and switched UNI mode simultaneously.
[0035] Edge configuration device 204 may also be re-
ferred to as a fabric attach proxy (FA proxy), fabric attach
switch (FA switch), or fabric attach host (FA host). In
some implementations, the edge configuration device
can be a switch, router, or other network device operative
to communicate on the network via ports. In some imple-
mentations, the edge configuration device 204 is a non-
SPB network device running a fabric attach agent. In var-
ious implementations, edge configuration device 204 can
receive SPB configuration information in fabric attach
messages, after which edge configuration device 204
sends the SPB configuration information to edge server
device 202 in fabric attach messages to approve the con-
figuration information and allow the edge server device
202 to create VLANs. For example, in various implemen-
tations, edge configuration device 204 adds a VLAN tag,
and/or VLAN/ISID bindings, to a packet that is sent to
the edge server device 202. In some implementations,
edge server device 202 can use that information to per-
form MAC-in-MAC encapsulation. The edge configura-
tion device 204 can create VLANs in its own memory
based on the SPB configuration information after the
edge server device 202 has sent its approval of the SPB
configuration information.
[0036] In some implementations, each of the edge
server device 202 and the edge configuration device 204
has a command-line interface (CLI), also referred to as
a command-line user interface. A CLI enables a user to
interact with a computer program where the user/cus-
tomer/client issues commands to a program in the form
of successive lines of text (command lines).
[0037] End device 206, end device 208, and other end
devices are coupled to access ports of the edge config-
uration device 204. Some end devices such as end de-
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vice 210 can be coupled to one or more ports of edge
server device 202 without an intermediate connection to
an edge configuration device 202. Possible end devices
may include wireless access points, mobile devices such
as smart phones, tablet computers, and wearable devic-
es, cameras, laptop computers, desktop computers, and
other client devices. In some implementations, a fabric
attach end device can be a non-SPB device that supports
some form of VLAN/ISID binding definition and, if con-
nectivity permits, has the ability to advertise this data to
a directly connected fabric attach edge configuration de-
vice 204 (e.g., with external end device support enabled)
or fabric attach edge server 202. Non-fabric attach end
devices may not support such binding definitions directly.
[0038] Implementations described herein can enable
configuration of an SPB network to include a non-SPB
end device 206 in the SPB functionality of the network
automatically upon connection of the end device 206 to
one or more ports of the edge configuration device 204.
Functions such as ISID usage can be configured on the
network for the end device 206 using the fabric attach
messages described herein. This configuration can be
performed even if the end device 206 is not compatible
with protocols or communication standards used for fab-
ric attach configuration devices on the SPB network (e.g.,
not compatible with fabric attach messages and not hav-
ing a fabric attach agent running on them).
[0039] For example, as described in greater detail be-
low, in some implementations the edge configuration de-
vice 204 can obtain authentication and configuration in-
formation for an end device 206 from a source such as
an access control server 212 connected to the SPB cloud
211. The access control server 212 can include or be in
communication with an authentication server or module
214, e.g., the access control server 212 can act as an
authentication server for authentication of an end device.
The edge configuration device 204 can send the config-
uration information to the edge server device 202 for cre-
ation of one or more VLANs of the SPB network for the
end device, port assignment for created and/or estab-
lished VLAN(s), port tagging, etc. Some examples of
such implementations are described in greater detail be-
low with respect to Figs. 11 and 12.
[0040] In some implementations, a management serv-
er 216 is connected to the SPB cloud or is connected to
another network. The end device 208 can communicate
directly with a management server 216 to obtain config-
uration information from that server (and the manage-
ment server 216 can authenticate the end device 208,
e.g., via the authentication module 214), and then the
end device 208 can send that configuration information
to the edge configuration device 204 using fabric attach
messages to cause the configuration of the end device
on the SPB network. Some examples of such implemen-
tations are described in greater detail below with respect
to Fig. 13.
[0041] For ease of illustration, some implementations
are described herein in the context of one edge server

device, one edge configuration device, and one end de-
vice. These implementations and others also apply to
multiple edge server devices, multiple edge configuration
devices, and/or multiple end devices.
[0042] In some implementations, an edge configura-
tion device can connect to a server cluster device, e.g.,
a single logical server that includes two peer server de-
vices that are connected to each other. Each peer server
device can ensure that it is creating the same UNI and
VLANs as the other peer server device in the logical serv-
er, as described in greater detail below with respect to
Figs. 14 and 15.

Boot up of an edge configuration device

[0043] In various implementations, each edge server
device and each edge configuration device can broad-
cast its device type on the network connected to these
devices. In some implementations, each edge server de-
vice and each edge configuration device also broadcasts
its functional capabilities. Some implementations can
designate specific "fabric attach" device types and "fabric
attach" functional capabilities to distinguish such device
types and capabilities from other device types and capa-
bilities that may be sent over the network. In some im-
plementations, each edge server device and each edge
configuration device broadcasts its device type and func-
tional capabilities in an LLDP message. For example, in
some implementations, when the edge configuration de-
vice and the edge server device are powered up, and
when LLDP is enabled in both the edge configuration
device and the edge server device, the edge configura-
tion device broadcasts that it is an edge configuration
device (e.g., "I am an edge configuration device") within
its LLDP message, and the edge configuration device
transmits its edge configuration capability out all its ports.
Also, the edge server device can broadcast that it is an
edge server device (e.g., "I am an edge server device")
within an LLDP message. Based on this LLDP message
exchange, the edge configuration device knows which
of its ports are uplink ports to the edge server device. In
some implementations, selective device advertisements
(e.g., "I am an edge server device") can be sent by an
FA device, e.g., directed to particular other devices based
on advertisements received from those other devices.
[0044] In some implementations, within an LLDP mes-
sage, the edge server device also informs the edge con-
figuration device the identifier (e.g., value) of a manage-
ment VLAN, if a management VLAN is implemented. For
example, in some implementations, the management
VLAN is 1 (by default). In some implementations, if an
IP address is not manually configured in the edge con-
figuration device, and dynamic host configuration proto-
col (DHCP) is enabled in the edge configuration device,
the edge configuration device then requests an IP ad-
dress via DHCP. This IP address acquisition through DH-
CP can be initiated by the edge configuration device
based on the fabric attach messages received in the
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LLDP message, and/or other fabric attach signaling with
an edge server device. In some implementations, if an
IP address is not manually configured in the edge con-
figuration device, and a DHCP server is not reachable,
the edge configuration device may still be configured via
its console port.
[0045] Although there may be repeaters between the
edge configuration device and the edge server device,
LLDP messages transmitted by the edge configuration
device are received by the edge server device, and LLDP
messages transmitted by the edge server device and re-
ceived by the edge configuration device. That is, in var-
ious implementations, the edge configuration device and
the edge server device rely on LLDP messages, and not
on physical link-up/link-down events, to determine the
edge configuration device/edge server device connec-
tion.
[0046] In some implementations, LLDP messages in-
clude type-length-value (TLV) fields according to a fabric
attach standard or protocol. In some implementations,
there may be two separate TLVs in an LLDP message.
One TLV, which may be referred to as a fabric attach
element TLV, can indicate a device type (e.g., edge serv-
er device, edge configuration device, etc.) when a device
is powered on or is otherwise enabled. In various imple-
mentations, all devices send out LLDP messages when
powered on to indicate their device type. Another TLV,
which may be referred to as a fabric binding TLV, includes
requests for bindings in the edge configuration device,
and approval indications or denial indications for such
requests. For example, edge configuration devices can
include requests for binding in LLDP messages sent to
an edge server device. Also, edge server devices can
include approval indications and/or denial indications in
LLDP messages to edge configuration devices.

Message transmission in networks

[0047] FIG. 3 illustrates an example simplified flow di-
agram for transmitting messages in networks, according
to some implementations. Referring to both FIGS. 2 and
3, the method is initiated in block 302, where edge con-
figuration device 204 of system 200 enables provision of
shortest path bridging (SPB) configuration information.
In some implementations, the user can provide SPB con-
figuration information at an edge configuration device
204, where the user can enter SPB configuration infor-
mation using a CLI. In other implementations as de-
scribed below, the edge configuration device can enable
reception of the SPB configuration information from other
sources, such as a remote source (e.g., server) or a con-
nected end device.
[0048] In block 304, edge configuration device 204 of
system 200 receives the SPB configuration information
from a source (e.g., remote source, end device, or user).
In some implementations having manual input by a user,
a user performs the SPB configuration at edge configu-
ration device 204 instead of inputting the information and

manually performing the configuration at edge server de-
vice 202.
[0049] In block 306, edge configuration device 204 of
system 200 sends the SPB configuration information to
edge server device 202. In various implementations, the
SPB configuration information is sent in an LLDP mes-
sage. In some implementations, the SPB configuration
information is sent from edge configuration device 204
to edge server device 202 in an LLDP message. In var-
ious implementations, edge configuration device 204 and
edge server device 202 exchange various types of infor-
mation (e.g., VLAN-to-ISID mapping information, binding
requests, approval indications, etc.) in LLDP messages.
[0050] In various implementations, the SPB configura-
tion information includes virtual local area network-to-
service identification (VLAN-to-ISID) mapping informa-
tion. As described in more detail below in connection with
FIG. 4, in various implementations, the SPB configuration
information enables provider backbone bridge (MAC-in-
MAC) encapsulation at edge server device 202. As de-
scribed in more detail below in connection with FIG. 5,
in various implementations, the SPB configuration infor-
mation enables intermediate system-to-intermediate
system (IS-IS) configuration at edge server device 202.

Enabling configuration in networks

[0051] FIG. 4 illustrates an example simplified flow di-
agram for enabling configuration in networks, according
to some implementations. Referring to both FIGS. 2 and
4, the method is initiated in block 402, edge server device
202 of system 200 receives a message from edge con-
figuration device 204, where the message contains SPB
configuration information. In various implementations,
the message is an LLDP message.
[0052] In block 404, edge server device 202 of system
200 performs an intermediate system-to-intermediate
system (IS-IS) configuration in response to receiving the
message. In various implementations, IS-IS is a routing
protocol designed to efficiently transmit information with-
in a computer network. In various implementations, IS-
IS involves the transmission of control packets, where
the IS-IS broadcasts IS-IS Hello (IIH) packets to discover
neighboring IS-IS routers, and to determine whether the
neighbors are level 1 or level 2 routers. This is how IS-
IS initializes and maintains adjacencies between neigh-
boring routers.
[0053] In various implementations, after edge server
device 202 receives the message, edge server device
202 performs the IS-IS configuration. In various imple-
mentations, the performing of the IS-IS configuration is
initiated in response to receiving the message. In other
words, the receipt of the message triggers the IS-IS con-
figuration. In various implementations, the IS-IS config-
uration is enabled by the SPB configuration information
provided by edge configuration device 204.
[0054] As described in more detail below, in various
implementations, system 100 or 200 performs an SPB
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configuration in response to receiving the message,
where the performing of the SPB configuration is enabled
by the SPB configuration information provided by edge
configuration device 204.

Enabling encapsulation in networks

[0055] FIG. 5 illustrates an example simplified flow di-
agram for enabling encapsulation in networks, according
to some implementations. Referring to both FIGS. 2 and
5, the method is initiated in block 502, where edge server
device 202 of system 200 receives a message from edge
configuration device 204, where the message contains
SPB configuration information. In various implementa-
tions, the message is an LLDP message. As indicated
above, in some implementations, the SPB configuration
information is received by edge configuration device 204.
In various implementations, the SPB configuration infor-
mation includes VLAN-to-ISID mapping information. Ex-
ample implementations directed to SPB configuration at
an edge configuration device is described in more detail
below.
[0056] In block 504, edge server device 202 of system
200 performs MAC-in-MAC encapsulation in response
to receiving the message. In various implementations,
the MAC-in-MAC encapsulation is enabled by the SPB
configuration information provided by the edge configu-
ration device. In various implementations, the performing
of the MAC-in-MAC encapsulation is triggered/initiated
in response to receiving the message.
[0057] In various implementations, edge configuration
device 204 includes requests for bindings along with the
desired VLAN-to-ISID mapping information in the LLDP
message. In various implementations, edge server de-
vice 202 approves or rejects the request and VLAN-to-
ISID mapping information. If edge server device 202 ap-
proves, edge server device 202 transmits an approval
indication back to edge configuration device 204. Once
the VLAN-to-ISID mapping information is approved, the
VLAN-to-ISID mapping information is activated at edge
server device 202. In some implementations, the edge
configuration device uplink port configuration occurs au-
tomatically upon VLAN/ISID binding approval. In some
implementations, the edge configuration device access
port configuration may occur manually by a user.
[0058] In some implementations, if edge server device
202 denies/does not grant an approval of the request and
VLAN-to-ISID mapping information, edge server device
202 provides a rejection indication to the edge configu-
ration device.

SPB configuration in an edge configuration device

[0059] In various implementations, the desired VLAN-
ISID mappings (also referred to as VLAN/ISID bindings)
are configured in the edge configuration device. The
edge configuration device sends the desired binding list
to the edge server device (e.g., "Here is what I want to

do"). The edge server device sends the approved binding
list to the edge configuration device (e.g., "Here is what
you are allowed to do"). The binding list is embedded in
the LLDP messages between the edge server device and
the edge configuration device. In some implementations,
it may be desirable that the edge server device also sends
a rejected binding list to the edge configuration device.
[0060] In various implementations, the edge configu-
ration device and the edge server device may be con-
nected via an uplink port in the edge configuration device,
or via an uplink multi-link trunking (MLT). In some imple-
mentations, in a redundant configuration, the edge con-
figuration device may connect via distributed multi-link
trunking (DMLT) to a master/slave the edge server de-
vice/the edge server device’ pair (where the edge server
device/the edge server device’ pair is connected via IST).
In some implementations, the edge configuration device
may connect via distributed multi-link trunking (SMLT) to
different physical units connected by an IST that create
a logical unit). In some implementations, because cus-
tomer packets from the edge configuration device to the
edge server device contain VLAN information, but do not
contain source port information, the edge configuration
device operates in CVLAN UNI mode. As such, in some
implementations, only an VLAN/ISID binding needs to
be configured in the edge configuration device.
[0061] Considering an example implementation where
the user wants to map VLAN 5 to ISID 500. In the edge
configuration device, VLAN 5 is created and the access
ports that are members of VLAN 5 are specified (e.g.,
configuration information specifies the VLAN and ports,
or a user manually creates VLAN 5 and manually spec-
ifies which access ports are members of VLAN 5). Once
the 5/500 binding is approved by the edge server device,
VLAN 5 is automatically enabled on the edge configura-
tion device’s uplink ports, and VLAN 5 packets egress
tagged on the edge configuration device’s uplink ports.
In some implementations, only the edge configuration
device’s uplink port configuration occurs automatically
when a VLAN/ISID binding is approved by the edge serv-
er device. In the edge configuration device, VLAN crea-
tion and access port VLAN membership can be entered
manually in some implementations, or these can be de-
termined automatically based on configuration informa-
tion obtained from another source. When the edge server
device receives a packet from the edge configuration de-
vice with VLAN 5, the edge server device can MAC-in-
MAC-encapsulate the packet with ISID 500, for example.

SPB configuration in an edge server device

[0062] In some implementations, SPB configuration
may occur directed at the edge server device, where the
edge server device maps a VLAN identifier (ID) to an
ISID. In switched UNI mode, the VLAN/ISID mapping is
per port in the edge server device. For example, VID 5
may map to ISID 500 on port 1, while VID 5 may map to
ISID 501 on port 2. In customer VLAN-user network in-
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terface (CVLAN UNI) mode, the VLAN/ISID mapping is
per the edge server device. For example, VID 6 may map
to ISID 600 on all ports in the edge server device. The
edge server device may operate in CVLAN UNI mode
and switched UNI mode simultaneously.
[0063] There can be much SPB configuration that oc-
curs at the edge server device. In some implementations,
VLAN/ISID bindings may be configured at the edge serv-
er device, whether in CVLAN UNI mode or in switched
UNI mode. However, it may be preferred not to configure
SPB on at the edge server device due to its complexities,
and to configure SPB at the edge configuration device
due to its simplicity.
[0064] In some implementations, only switched UNI
bindings are input and/or configured in the edge server
device. In some implementations, CVLAN UNI can be
entered directly in the edge server device.
[0065] In an example implementation, a VLAN/ISID
binding is implemented to map VLAN 5 to ISID 500. In
some examples, the edge configuration device receives
this binding information as configuration information from
either an access control server or an end device. The
edge configuration device maintains a list of locally gen-
erated VLAN/ISID bindings. In some implementations, if
VLAN 5 already maps to a different ISID (such as ISID
600), the edge configuration device can immediately out-
put an error message to a server or a user management
device, since a VLAN can map to only one ISID in the
edge configuration device in some implementations. If
binding VLAN 5 to ISID 500 is acceptable from the edge
configuration device’s perspective, the edge configura-
tion device adds the 5/500 binding to its desired binding
list in the LLDP packet it transmits to the edge server
device.
[0066] In switched UNI mode, the VLAN/ISID binding
is per port in the edge server device, so the edge server
device will not deny any valid VLAN/ISID binding request
from the edge configuration device (e.g., a valid binding
request being one that the edge server device is able to
fulfill, e.g., not a request that specifies a VLAN that al-
ready exists but is not the correct type). Thus, the edge
server device accepts the 5/500 binding on its port that
connects to the edge configuration device. The edge
server device adds the 5/500 binding to its approved bind-
ing list in the LLDP packet it transmits to the edge con-
figuration device. The edge configuration device will de-
termine when the 5/500 binding has been approved by
the edge server device by checking for the 5/500 binding
in the approved binding list in the edge server device’s
LLDP message to the edge configuration device. As in-
dicated above, the VLAN/ISID binding is not activated in
the edge configuration device until the edge server de-
vice approves the VLAN/ISID binding.
[0067] FIG. 6 through FIG. 10 describe an example
scenario in which VLAN/ISID bindings are configured on
an edge server device and an edge configuration device
204. The VLAN/ISID binding is provided from a single
edge configuration device (switched UNI mode). In var-

ious implementations, the label "ESD" in the figures rep-
resents VLAN/ISID bindings at an edge server device,
and the label "ECD" in the figures represents VLAN/ISID
bindings at an edge configuration device.
[0068] FIG. 6 illustrates example binding lists, accord-
ing to some implementations. As shown, in this particular
scenario, both the edge server device and the edge con-
figuration device initially have empty binding lists.
[0069] FIG. 7 illustrates example binding lists, accord-
ing to some implementations. As shown, VLAN 6 is cre-
ated in the edge configuration device, e.g., after a
VLAN/ISID binding is accepted by the edge server de-
vice, and based on configuration information received at
the edge configuration device from a server, end device,
or user (e.g., via a CLI), etc.. One or more access ports
are placed in VLAN 6 based on the configuration infor-
mation. A 6/600 binding is instructed via the configuration
information. The edge configuration device places 6/600
in its local pending binding list.
[0070] FIG. 8 illustrates example binding lists, accord-
ing to some implementations. As shown, the edge con-
figuration device places 6/600 in its desired binding list
in its LLDP message to the edge server device. The edge
server device then receives the LLDP message from the
edge configuration device, with the desired 6/600 bind-
ing. The edge server device then places 6/600 in its re-
mote pending binding list. Since 6/600 is a desired bind-
ing in switched UNI mode, the edge server device ap-
proves the 6/600 binding on its UNI port that connects to
the edge configuration device. The following configura-
tion updates occur automatically in the edge server de-
vice: VLAN 6 is created (if VLAN 6 does not already exist
in the edge server device); the UNI port that connects to
the edge configuration device is placed in VLAN 6; and
VLAN 6 is mapped to ISID 600 on the UNI port that con-
nects to the edge configuration device.
[0071] FIG. 9 illustrates example binding lists, accord-
ing to some implementations. As shown, the edge server
device moves the 6/600 binding from its remote pending
binding list to its remote approved binding list, and adds
the 6/600 binding, or "6/600," in its approved binding list
in its LLDP message to the edge configuration device.
[0072] FIG. 10 illustrates example binding lists, ac-
cording to some implementations. As shown, the edge
configuration device receives the LLDP message from
the edge server device, and notices that 6/600 is in the
approved binding list. The edge configuration device
moves the 6/600 binding from its local pending binding
list to its local approved binding list.
[0073] In various implementations, once 6/600 has
moved to the edge configuration device’s local approved
binding list, the edge configuration device enables the
6/600 binding by automatically enabling VLAN 6 on its
uplink ports and enabling tagged packet transmission on
the uplink ports for VLAN 6. Based on acceptance of the
bindings by the edge server device, the edge configura-
tion device can also create the VLAN in its memory and
associate access ports with the VLAN.
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[0074] At this point, the edge server device begins to
receive VLAN-6-tagged packets from the edge configu-
ration device. The edge server device can perform MAC-
in-MAC encapsulation, and maps VLAN 6 to ISID 600,
but only on the UNI port that connects to the edge con-
figuration device.
[0075] In various implementations, it is preferable that
the edge server device maintains its VLAN/ISID bindings
per edge configuration device. That is, a first edge con-
figuration device does not know about the VLAN/ISID
bindings input to a second edge configuration device,
and the second edge configuration device does not know
about the VLAN/ISID bindings input to the first edge con-
figuration device N1. In some implementations, if the
edge server device is able to generate only one global
version of its LLDP message, then the edge configuration
device identifying information would need to be added to
the edge server device’s approved VLAN/ISID binding
list. If the edge server device can generate an individual
LLDP message per port, the edge server device can send
VLAN/ISID bindings specific to that port.

Storage of SPB information in configuration files

[0076] In some implementations, if the VLAN/ISID
bindings are added in the edge server device, the
VLAN/ISID bindings may be considered local bindings,
because these VLAN/ISID bindings were explicitly en-
tered in the edge server device. In some implementa-
tions, these local VLAN/ISID bindings may be stored in
the edge server device’s configuration (config) file.
[0077] In some implementations, VLAN/ISID bindings
are added in the edge configuration device. As such, the
edge server device maintains a list of local bindings (en-
tered in the edge server device) and a list of remote bind-
ings (received from the edge configuration device). The
local bindings are stored in the edge server device’s con-
figuration (config) file. In some implementations, the re-
mote bindings are lost during an edge server device re-
set, and the remote bindings are re-established when the
edge server device and the edge configuration device
begin to communicate after a device reset.
[0078] From the edge configuration device’s perspec-
tive, any VLAN/ISID bindings received as configuration
information in the edge configuration device (e.g., from
other sources than the edge server device) would be local
bindings; these local bindings are stored in the edge con-
figuration device’s configuration file. For example, the
edge configuration device can store an approved local
binding list (e.g., bindings accepted by the edge server
device) and a pending local binding list (i.e., bindings
received at the edge configuration device, but not yet
accepted by the edge server device).

Device Resets

[0079] The following describes what happens when an
edge server device or an edge configuration device re-

sets (or network connectivity to these devices is lost, per-
haps due to an unplugged cable).
[0080] As described herein, the edge server device’s
local bindings are retained in the edge server device’s
configuration. If an edge server device resets, any remote
bindings received from the edge configuration device (or
an end device) are lost. As binding requests are received
from the edge configuration device’s (or end devices),
the edge server device validates the binding requests,
and adds the approved bindings to the approved binding
list in its outgoing LLDP messages. The edge configura-
tion device detects that the approved binding list from
the edge server device has either disappeared (while the
edge server device is resetting) or is shorter (due to the
edge server device purging its remote bindings). The
edge configuration device contracts its approved local
binding list, and moves those bindings into its pending
local binding list. In some implementations, these pend-
ing local bindings move to the approved local binding list
only after the edge server device has approved the bind-
ings. When a binding moves from the approved local
binding list to the pending local binding list, the edge con-
figuration device can remove the uplink ports from those
VLANs, as well as possibly deleting the VLAN and clear-
ing the VLAN memberships on access ports.
[0081] As described herein, the edge configuration de-
vice’s local bindings are retained in the edge configura-
tion device’s configuration. If an edge configuration de-
vice resets, any remote bindings received from end de-
vices are lost. In some implementations, the edge con-
figuration device’s local bindings are not restored follow-
ing a reset, and VLAN settings related to these bindings
may be cleaned up following a reset and binding deletion.
In other implementations, the edge configuration de-
vice’s local bindings can be placed in its pending local
binding list, and the edge configuration device can pop-
ulate its LLDP message with the pending local bindings.
The bindings move to the edge configuration device’s
approved local binding list after the edge server device
has approved the bindings (by the edge server device
adding the bindings to its LLDP message back to the
edge configuration device).
[0082] With regard to fabric attach settings, in some
implementations, any artifacts that occur dynamically (in
the edge configuration device or the edge server device)
upon a VLAN/ISID binding approval, are automatically
removed when the VLAN/ISID binding request is deleted.
The goal is to not leave any fabric attach settings in the
edge configuration device or the edge server device.
[0083] In some implementations, an edge configura-
tion device supports only C-VLAN UNIs (since these are
non-SPBM devices) whereas a edge server devices can
support both switched UNIs (e.g., can be created through
fabric attach signaling) and C-VLAN UNIs. Bindings may
be received by the edge configuration device or the edge
server device via end device, remote source, or user
(e.g., CLI).
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Dynamic actions in the edge configuration device (when 
a C-VLAN UNI binding is entered in the edge configura-
tion device)

[0084] In some implementations, when a VLAN/ISID
binding request is received by the edge configuration de-
vice from a different server, end device, or user, and the
binding request is approved by the edge server device,
the following actions can occur dynamically in the edge
configuration device. The VLAN can be created at the
end configuration device, the VLAN is enabled on the
edge configuration device’s uplink ports, access port up-
dates (VLAN membership, tagging status) can be made,
and packets in that VLAN are transmitted tagged on the
edge configuration device’s uplink ports.
[0085] In some implementations, when the VLAN/ISID
binding is deleted in the edge configuration device, the
VLAN uplink membership may be deleted (unless it was
manually configured prior to acceptance of the binding).
If the VLAN is no longer associated with the uplink, no
traffic for the VLAN will be transmitted on the uplink. The
VLAN itself can also be deleted and all VLAN member-
ships that were dynamically updated based on FA
processing may also be removed. In other implementa-
tions, when the binding is deleted, the software in the
edge configuration device can disable the VLAN on the
configuration device’s uplink ports, and transmit packets
in that VLAN untagged on the edge configuration device’s
uplink ports.

Dynamic actions in the edge server device (when a C-
VLAN UNI binding is entered in the edge configuration 
device)

[0086] In some implementations, when an VLAN/ISID
binding request is received by the edge configuration de-
vice from a different server, end device, or user, and the
binding request is approved by the edge server device,
the following actions can occur dynamically in the edge
server device. The VLAN is created (if the VLAN does
not already exist in the edge server device); the UNI port
that connects to the edge configuration device is placed
in the VLAN; and the VLAN is mapped to the ISID on the
UNI port that connects to the edge configuration device
(e.g., a switched UNI is created for the UNI port).
[0087] In some implementations, when the VLAN/ISID
binding request is deleted in the edge configuration de-
vice, and this deletion is detected in the edge server de-
vice, the software in the edge server device can delete
VLANs that were previously dynamically created, re-
move the UNI port that connects to the edge configuration
device from the VLAN, and delete the VLAN/ISID binding
on the UNI port that connects to the edge configuration
device.
[0088] The VLAN created in the edge server device
can be a fabric attach artifact when a VLAN/ISID binding
request from the edge configuration device is deleted.
Dynamically created VLANs can be deleted on edge

server devices if they are not in use once the binding in
question is deleted. The VLAN thus will not remain an
artifact.
[0089] In some implementations, a user can perform
SPB configuration directly in the edge server device.
Thus, the user might manually create a VLAN in the edge
server device, and manually add the desired ports to the
VLAN, when entering the VLAN/ISID binding in the edge
server device.
[0090] FIG. 11 is a flow diagram illustrating an example
method 1100 for authenticating a device for use on a
network, e.g., an end device (client device). Method 1100
can be implemented, for example, by an edge configu-
ration device connected to a network as described above.
Prior to the method, an edge configuration device and
an edge server device can establish communication and
can be set up and connected to the network, e.g., an SPB
network as described above with respect to Fig. 2. An
end device can be connected to the edge configuration
device, e.g., similarly as described above for Fig. 2. The
end device can be a non-SPB network device that is not
compatible with SPB protocols and cannot utilize the SPB
network functionality. In this example, the end device can
be either a fabric attach device that, for example, runs a
fabric attach agent and can communicate SPB configu-
ration information as described above, or can be a non-
fabric attach device that does not understand or know
the fabric attach formatted SPB configuration informa-
tion.
[0091] In block 1102, the edge configuration device re-
ceives information from an end device that has been con-
nected to the network. In some examples, the end device
may have been connected to a port of the edge config-
uration device and/or powered on. In some implementa-
tions, the end device can be compatible with a fabric at-
tach feature causing the end device to broadcast the in-
formation, including identity information, in TLVs on the
network, e.g., as described above. In some implementa-
tions, the end device is not compatible with the fabric
attach feature. Some implementations of non-fabric at-
tach end devices may have the end device automatically
send identity information to a connected device on the
network. The identity information can be sent out auto-
matically by the end device upon its connection to the
edge configuration device, upon its power-up, or upon
some other condition of the end device.
[0092] The identity information identifies the end de-
vice and/or one or more accounts/users associated with
the end device. In one example, the identity information
can include an identifier (e.g., user name or account
name) and/or password. In some other examples, the
identity information received from the end device can in-
clude other types of information. For example, the identity
information can include a MAC (Media Access Control)
address for the end device. In some implementations,
the identity information can include an identification of a
type of the end device. For example, types can include
a wireless access point, a cell phone, a tablet computer,
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a laptop computer, a printer, a desktop computer, or other
type of device, e.g., based on a predetermined mapping
of identifiers to device types. In some implementations,
the information received from the end device includes
the identity information and a specific request for the end
device to be authenticated for access to the network (e.g.,
a network such as the SPB cloud of Fig. 2). in other im-
plementations, the edge configuration device can treat
the identity information as such a request for access for
the end device. In some implementations, the identity
information can include other information not related to
the identity of the end device or associated user.
[0093] In block 1104, the edge configuration device
sends a request to an access control server for authen-
tication of the end device, e.g., the access control server
212 of Fig. 2. In some implementations, the access con-
trol server can be connected to the SPB cloud 211, so
that the edge configuration device can communicate with
the access control server through a connected edge serv-
er device and though the SPB cloud 211. For example,
the edge configuration device can be provided with the
address of the access control server in its memory or
other storage.
[0094] As described above with reference to Fig. 2, the
access control server includes or is connected to an au-
thentication module 214. The authentication module can
be implemented using any suitable standards and imple-
mentations, e.g., as a RADIUS server. The access con-
trol server receives the identity information from the edge
configuration device and provides the identity information
(or a processed form of the identity information) to the
authentication module. In some implementations, the au-
thentication module can compare the identity information
from the end device to data describing authenticated de-
vices or types of devices. Such data can be stored by
the access control server or is otherwise accessible to
the authentication module. The authentication module
determines and verifies whether the end device is au-
thentic, e.g., a valid device allowed to connect to the SPB
network of SPB cloud 211. For example, if the identity
information includes a account name (e.g., user name)
and password, the authentication module can determine
whether the user name and password are valid as
matched in its stored data. If the identity information in-
cludes a MAC address, the authentication module can
check whether the MAC address is valid and whether it
is allowed or prohibited from access the network, e.g.,
by matching it to stored data of validated MAC addresses.
If the identity information includes a type of device, the
authentication module can determine whether that type
of device is allowed to connect to the network by checking
a stored list of allowed types of devices. For example, in
some implementations, an authentication framework or
standard such as Extensible Authentication Protocol
(EAP), Negotiated EAP (NEAP), and/or IEEE 802.1X can
be used for the authentication module and communica-
tion with the authentication module.
[0095] In block 1106, the edge configuration device re-

ceives permission information for the end device from
the access control server. Based on the result of the au-
thentication process, the authentication module outputs
this permission information indicating whether the end
device is allowed or denied access to the SPB network.
The authentication module sends this permission infor-
mation to the edge configuration device, e.g., via the SPB
cloud and edge server device connected to the edge con-
figuration device.
[0096] In block 1108, the edge configuration device en-
ables or denies its configuration to allow network access
for the end device based on the permission information.
For example, if the permission information indicates that
the end device is valid and is allowed to access the net-
work, the end device has been authenticated and the
edge configuration device can begin the configuration
process. Some examples of a configuration process us-
ing configuration information obtained from a remote
source are described below. Alternatively, the edge con-
figuration device can configure access for the end device
using configuration information obtained from another
source, e.g., manual entry from a user in a CLI, etc.
[0097] In some implementations, the edge configura-
tion device provides a request for configuration informa-
tion with or in addition to the request for authentication
sent in block 1104, and the access control server can
send configuration information with the permission infor-
mation to the edge configuration device. Such configu-
ration information is described in greater detail below with
respect to Fig. 12.
[0098] FIG. 12 is a flow diagram illustrating an example
method 1200 for configuring a network for a client device
based on configuration information obtained by an edge
configuration device. Method 1200 can be implemented,
for example, by an edge configuration device connected
to a network as described above. Prior to the method, an
edge configuration device and an edge server device can
establish communication and can be set up and config-
ured on the network, e.g., an SPB network as described
above. An end device (e.g., client device) can be con-
nected to the edge configuration device, e.g., similarly
as described above for Fig. 2. The end device can be a
non-SPB device that is not compatible with SPB proto-
cols and cannot utilize SPB network functionality. In this
example, the end device can be either a fabric attach
device that, for example, runs a fabric attach agent and
can communicate SPB configuration information as de-
scribed above, or can be a non-fabric attach device that
does not understand or know the fabric attach formatted
configuration information.
[0099] In block 1202, the edge configuration device re-
ceives identity information from an end device. In some
implementations, this block can be similar to block 1102
of Fig. 11, e.g., the identity information can be an account
name and password, MAC address, indicator of type of
the end device, and/or other information, which is sent
out automatically by the end device upon its connection
to the edge configuration device, upon its power-up, or
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upon some other condition of the end device.
[0100] In block 1204, the edge configuration device
sends a request for configuration information to a remote
source, such as a remote server. The remote server is
remote since it is connected to the edge configuration
device through a network. In the example of Fig. 2, the
remote server is not the connected edge server device,
but is another server. For example, the edge configura-
tion device sends a request to an access control server
to request configuration information with respect to the
end device. For example, the request can be sent to ac-
cess control server 212 of Fig. 2. In some implementa-
tions, the access control server can be connected to the
SPB cloud 211, so that the edge configuration device
can communicate with the access control server through
the connected edge server device and though the SPB
cloud 211. For example, the edge configuration device
can be provided with the address of the access control
server in its memory or other storage. In some implemen-
tations, for example, the access control server can be a
server that is not an edge server device using the fabric
attach messages described herein. In some implemen-
tations, for example, the access control server can pro-
vide policy enforcement for the network.
[0101] In some implementations, the request can in-
clude the identity information received in block 1202, or
can be a general request for configuration information
for an end device. For example, in some implementa-
tions, the request can accompany a request for authen-
tication of the end device as described above with refer-
ence to Fig. 11, e.g., where the access control server
includes or is in communication with an authentication
module. In some implementations, the edge configura-
tion device can insert additional information in the request
based on the identity information. For example, if the
identity information indicates a particular type of end de-
vice, then the edge configuration device can add partic-
ular information related to requesting configuration infor-
mation for such a device. In some implementations, the
edge configuration device can provide a particular type
of request (e.g., including particular or different informa-
tion) based on a particular account name, type of end
device, MAC address, or other identity information. For
example, one request for a first end device can include
different information than a second request for a second
end device, based on particular account names, types
of end device, or MAC addresses identifying the end de-
vices.
[0102] The access control server receives the request
for configuration information from the edge configuration
device and processes the request. For example, in some
implementations this processing can include determining
one or more VLAN/ISID bindings for the network and for
the end device, based on the current network state as
known by the access control server. For example, a pre-
determined set of bindings can be associated with par-
ticular end devices, user accounts, MAC addresses,
and/or types of devices. The access control server can

consult stored tables and other information to determine
VLAN/ISID bindings.
[0103] In block 1206, the edge configuration device re-
ceives the configuration information from the access con-
trol server, where the access control server has sent the
configuration information over the SPB cloud 211 and
through the edge server device connected to the edge
configuration device. In block 1208, the edge configura-
tion device sends the configuration information to the
edge server device that is connected to the edge config-
uration device. For example, the edge configuration de-
vice can provide LLDP packets to the edge server device
including this configuration information, as described
above. The edge server device determines whether the
configuration information is valid, e.g., whether each
VLAN/ISID assignment in the configuration information
is acceptable to the server based on resource limitations
and/or any restrictions related to the edge configuration
device. If valid, a fabric attach agent on the edge server
can perform one or more actions, e.g., create the VLANs
and define switched UNIs in its memory, enable port tag-
ging (on the port connecting the edge server device and
edge configuration device), etc., if needed (such actions
may not be needed if a specified VLAN/ISID assignment
is already associated with the ingress interface (edge
configuration device downlink)). If not valid, the edge
server can decline to create any new VLAN/ISID bindings
based on the configuration information.
[0104] In block 1210, the edge configuration device re-
ceives information from the edge server device indicating
approval (acceptance) or rejection of the configuration
information by the edge server device. For example, if
the edge server device approves the configuration infor-
mation, then the configuration information is valid and
suitable for configuring the network. If the edge server
device rejects the configuration information, then the con-
figuration information was found to be invalid and unsuit-
able for configuring the network. In some implementa-
tions, the information can be sent via LLDP packets.
Some implementations can receive a "rejected" state
from the edge server as well as an indication as to why
the rejection occurred.
[0105] In block 1212, the edge configuration device
configures itself to provide access of the end device to
the network based on the configuration information if the
configuration information was approved by the edge
server device. For example, the edge configuration de-
vice can create port-based VLANs in its memory (if the
VLANs do not already exist), assign port(s) of the edge
configuration device to the created VLAN(s), assign a
tagged port status to assigned ports, etc., based on the
configuration information. Thus, in some implementa-
tions, the edge configuration device can provision one or
more network services (or virtual services) for the end
device. Each VLAN associated with VLAN/ISID binding
in the configuration information can be defined on the
edge configuration device, where the port associated
with the uplink connecting the edge configuration device
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with the edge server is member of the VLAN(s) in the
VLAN/ISID assignment list (bindings) that is sent to and
accepted by the edge server, thus allowing traffic on
those VLANs to pass through the edge configuration de-
vice into the SPB fabric when required. Traffic on the
uplink port is tagged to ensure that VLAN markings are
maintained on packets between edge configuration de-
vices, switches, and other devices in the network. In
some implementations, the edge configuration device
can send configuration information to the end device so
that the end device can configure the binding information
and VLANs in its own memory. If the edge server rejected
the configuration information, then the edge configura-
tion device can perform any required clean-up tasks for
its own memory and setup and log the rejection in block
1212.
[0106] FIG. 13 a flow diagram illustrating an example
method 1300 for configuring a network for an client device
based on configuration information obtained by a client
device. Method 1300 can be implemented, for example,
by an end device (e.g., client device) that has been con-
nected to a network as described above. Prior to the
method, an edge configuration device and an edge serv-
er device can establish communication and can be set
up and configured for a network, e.g., an SPB network
as described above. An end device can be connected to
the edge configuration device, e.g., similarly as described
above for Fig. 2. The end device can be a non-SPB device
that is not compatible with SPB protocols and cannot
utilize SPB network functionality. The end device can al-
so be a fabric attach network device (e.g., running a fabric
attach agent) that is able to communicate SPB configu-
ration information to other fabric attach devices in a fabric
attach format.
[0107] In block 1302, the end device sends a request
for configuration information to a remote source, e.g. a
remote server. The remote server is remote since it is
connected to the end device through a network. In the
example of Fig. 2, the remote server is not the connected
edge server device, but is another server. For example,
the end device sends a request for configuration infor-
mation to a management server, e.g., management serv-
er 216 shown in Fig. 2. For example, the request can be
for SPB configuration information that can be used to
configure one or more network devices to allow the end
device to communicate with the SPB network. In some
implementations, the request can include identity infor-
mation describing the end device and/or one or more
accounts/users associated with the end device, similarly
as described above for Figs. 11 and 12. In some imple-
mentations, the request for configuration information can
be sent by the end device in response to the end device
being connected to the edge configuration device, e.g.,
the end device senses the edge configuration device by
receiving fabric attach information from the edge config-
uration device (which can be in response to the end de-
vice sending out information on the connection).
[0108] In some implementations, the end device can

have an independent connection to the management
server that is not part of an SPB network, such as a wire-
less connection, a wired connection, a connection on a
different non-SPB network, etc. This allows the end de-
vice to connect to the management server before being
established and able to communicate on the SPB net-
work. The management server can be implemented in
any suitable manner. In some implementations, for ex-
ample, the management server can be a server that is
not an edge server device using the fabric attach mes-
sages described herein. In some implementations the
management server can provide monitoring, operation,
and/or management abilities for one or more networks,
e.g., a WLAN Orchestration System (WOS) server avail-
able from Avaya Inc. of Santa Clara, California.
[0109] The management server can be previously pro-
vided with and store configuration information for the SPB
network. For example, a user (e.g., network administra-
tor) can input desired configuration information for devic-
es on the network to the memory or other storage of the
management server. This configuration information can
include VLAN/ISID bindings, for example. In some im-
plementations, particular configuration information can
be associated with particular end device identity informa-
tion such as users/accounts, MAC addresses, types of
end devices, and/or other end device identity information,
if such information is received in the request. For exam-
ple, the management server can store such associations
between configuration information and identity informa-
tion in one or more storage devices, and stored in tables,
records, or other organizational format.
[0110] Upon receiving the request from the end device
for configuration information, the management server
can determine whether any configuration information is
available for that particular end device, or that type of
end device, in its accessible storage. In some implemen-
tations, the request for configuration information by the
end device can be included in or accompanied by one or
more requests by the end device for other information
stored and provided by the management server, such as
registration and/or other information for wireless access
point operation, and/or other configuration data that the
end device can use to configure itself. For example, the
end device can be a wireless access point and can reg-
ister with the management server (e.g., find the server,
provide its identity and characteristics to the server and
exchange messages to allow the wireless access point
to service wireless client devices), and can request in-
formation for wireless access point operation.
[0111] In some implementations, the management
server can be involved in authentication of the end device
(and/or of a user associated with the end device) for ac-
cess to the SPB network. For example, for example, the
end device can send a request to the management serv-
er, which can forward the request to a separate authen-
tication server, or an authentication portion of the man-
agement server can perform such authentication. The
management server can send an indication back to the
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end device indicating whether the end device is authen-
ticated or not, similarly as described above for the edge
configuration device and access control server with re-
spect to Fig. 11.
[0112] In block 1304, the end device receives config-
uration information from the management server (e.g.,
assuming that such configuration information exists and
is available to the management server to be sent to the
end device). As described above, the configuration infor-
mation can include VLAN/ISID bindings for the network
to allow use of VLAN(s) in the SPB cloud for the end
device.
[0113] In block 1306, the end device sends the config-
uration information to the edge configuration device. For
example, in some implementations the end device can
be fabric attach enabled, allowing the end device to send
a predefined packet format with configuration information
to the edge configuration device. For example, such a
fabric attached enabled end device can send the config-
uration information in one or more LLDP packets, in a
format which can be read by the edge configuration de-
vice that is also fabric attach enabled, similarly as de-
scribed above.
[0114] In block 1308, the edge configuration device
that receives the configuration information from the end
device sends the configuration information to an edge
server device for network configuration and configures
itself based on the configuration information (if appropri-
ate). For example, similarly as described above, if the
edge server device accepts the configuration information
as valid and sends the acceptance back to the edge con-
figuration device, the edge configuration device can cre-
ate the designated one or more VLANs in its memory
based on VLAN/ISID bindings in the configuration infor-
mation, create one or more port memberships of the one
or more VLANs for the end device on the edge configu-
ration device, and set up port tagging on one or more
ports and connection between edge configuration device
and edge server device, similarly as described above for
Fig. 12. Thus, in some implementations, the edge con-
figuration device can provision one or more network serv-
ices (or virtual services) for the end device. In some im-
plementations, the edge configuration device can send
an edge server acceptance and/or send the configuration
information to the end device for the end device to create
the VLANs in its own memory. If the edge server device
sends back a rejection of the configuration information
sent by the edge configuration device, then the edge con-
figuration device can clear any settings or configuration
from its memory and ignore the configuration information
received from the end device, and can notify the end
device of the rejection in some implementations.
[0115] Fig. 14 is a block diagram illustrating an exam-
ple network system 1400 including a server cluster de-
vice with split peer server devices and suitable for use
with one or more implementations described herein. Net-
work system 1400 includes an edge configuration device
1402 that is coupled to an edge server device 1404. The

edge server device 1404 is coupled to an SPB network
or "cloud" (or other type of network) 1406, similarly as
edge server device 202 described above in Fig. 2. Other
components can also be connected which are not shown,
e.g., one or more end devices coupled to the edge con-
figuration device 1402 and/or to the edge server device
1404 similarly as shown in Fig. 2.
[0116] The edge server device 1404 includes a plural-
ity (e.g., two) peer server devices 1410 and 1412. Each
peer server device 1410 and 1412 can be an edge server
device similar to edge server device 202 shown in Fig.
2, or can include a subset of the functionality of the edge
server device 202. In this example, each peer server de-
vice 1410 and 1412 is connected to the SPB cloud 1406.
[0117] The peer server devices 1410 and 1412 are di-
rectly connected to each other by a communication link
1414. The communication link 1414 can include one or
more parallel point-to-point links, and allows the peer
server devices 1410 and 1412 to send signals and infor-
mation to each other. In some implementations, the com-
munication link 1414 is an InterSwitch Trunk (IST) which
is used to allow the two servers to communicate and
share addressing information, forwarding tables, and
state information (e.g., link state information) with each
other, as well as other information described below. For
example, the server 1404 can make use of an IST pro-
tocol such that the peer servers 1410 and 1412 are ag-
gregate servers that create a single logical server 1404
with respect to devices connecting to the server 1404 via
network links (edge server device 1404 can also be con-
sidered a server cluster). For example, this configuration
can allow devices configured to use an appropriate link
aggregation protocol (e.g., IEEE 802.3ad static link ag-
gregation protocol) to connect to both servers and take
advantage of load balancing across both peer servers
and take advantage of multiple redundant connections
to the servers. In some implementations, the peer servers
1410 and 1412 can make use of Split Multi-Link Trunking
(SMLT) aggregation technology to perform load balanc-
ing between received traffic on incoming network links.
[0118] In the example of Fig. 14, the edge server device
1404 is connected to the edge configuration device 1402
so as to appear to the edge configuration device as a
single logical server. For example, the edge configuration
device 1402 is connected to each peer server device in
server device 1404 by a different port of the edge con-
figuration device 1402. In this example, port 1 of the edge
configuration device is coupled to peer server device
1410 by a network link 1420, and port 2 of the edge con-
figuration device is coupled to peer server device 1412
by a network link 1422. Each link 1420 or 1422 can be a
single link, or can be implemented as multiple links, e.g.,
in a multi-link trunking (MLT) implementation. In some
implementations, the edge configuration device 1402
can generate and send the same packets (including the
same LLDP frames) on all links connected to the edge
server device 1404, and receives packets from the server
1404 on either of the ports/links as determined by the

29 30 



EP 2 924 951 B1

17

5

10

15

20

25

30

35

40

45

50

55

peer servers 1410 and 1412. For example, in a dual-
homed configuration, if the edge configuration device is
connected to both peer server devices then both peer
server devices receive the same data. If the edge con-
figuration device is connected to only one of the peer
server devices (a single-homed connection), the data re-
ceived by the peer server device connected to the edge
configuration devices is passed to the peer server device
that is isolated (not connected to the edge configuration
device) for validation and installation. Examples of such
operation are described in greater detail below.
[0119] The edge server device 1404 can be used with
the fabric attach features described herein. For example,
a fabric attach agent can run on each peer server 1410
and 1412 and the server device 1404 can receive, proc-
ess and send fabric attach information (e.g., configura-
tion information) to allow end devices to communicate
with the SPB cloud 1406. Examples of such operation
are described below with reference to Fig. 15.
[0120] Fig. 15 is a flow diagram illustrating an example
method 1500 for configuring a network having a server
cluster. Method 1500 can be implemented, for example,
by network devices such as each of multiple peer server
devices included in an edge server device (server cluster)
that has been connected to a network as described above
with reference to Figs. 14 and 2. Prior to the method, an
edge configuration device and the edge server device
can establish communication and be set up and config-
ured on the network, e.g., an SPB network as described
above. In some implementations, each peer server de-
vice is provided with a fabric attach agent or other control
software enabling communication of the fabric attach in-
formation described herein.
[0121] In block 1502, the method provides two peer
server devices in a server cluster, with a communication
link connecting the peer server devices, to form a single
logical server device. As described above for Fig. 14, the
communication link can be a type of link that allows the
peer server devices to communicate information with
each other. For example, the link can be an Inter-Switch
Trunk (IST) type of link used in SMLT. The peer server
devices can communicate information such as informa-
tion related to traffic forwarding and status of individual
links, as well as configuration information as described
below.
[0122] In block 1504, the method enables the peer
server devices to be detected as a single logical server
(e.g., a server cluster) on a network by network devices
connected to that network. For example, in some config-
urations, each peer server device can be connected to
a different port of a single edge configuration device or
of a different type of network device. A single edge con-
figuration device sees the multiple connections to the log-
ical server device as a single trunk or link. In other con-
figurations, one peer server device is connected to a port
of one edge configuration device, and the other peer serv-
er device is connected to a port of a different edge con-
figuration device (or other network device).

[0123] In block 1506, one or more of the peer server
devices receives fabric attach configuration information
over the network from an edge configuration device. The
configuration information can include information such
as VLAN/ISID bindings as described above, and can be
provided in a known fabric attach protocol and format,
such as LLDP packets that include one or more TLVs as
described above. The edge configuration device sends
this configuration information to the logical server to allow
creation and/or approval of VLANs, e.g., for use by an
associated end device or other network device (or mul-
tiple such devices) connected to the edge configuration
device as described above.
[0124] In some cases, both peer server devices are
connected to the edge configuration device at ports of
the edge configuration device and are both receiving the
same information from the edge configuration device. For
example, the edge configuration device can send the
same configuration information on both ports using the
example system shown in Fig. 14. In other cases, only a
first one of the peer server devices receives the config-
uration information while the other peer server device in
the logical server does not receive the configuration in-
formation. For example, the first peer server device is
connected to the edge configuration device and the other
peer server device is not connected to that edge config-
uration device, e.g., is connected to a different edge con-
figuration device or other network device, or is not con-
nected to a network device.
[0125] In block 1508, the peer devices are configured
based on their received configuration information. For
example, a peer device that received VLAN/ISID bind-
ings from the edge configuration device can define a
switched UNI, create VLAN/ISID bindings in its memory,
and enable port tagging on the port connected to the
edge configuration device, similarly as described above
for edge server devices, if such bindings and configura-
tion are acceptable to the peer server device. If the re-
ceived configuration information (e.g., bindings) are not
acceptable to the peer server, no configuration is made
of the peer server device and a rejection is sent back to
the edge configuration device from that peer server, sim-
ilarly as described above.
[0126] In block 1510, the peer server device(s) that
received the configuration information in block 1506
sends the configuration information to the other peer
server device over the communication link connecting
the two peer server devices (such as an IST). In some
implementations, the configuration information itself is
sent over the communication link, while in other imple-
mentations, information related to (e.g., describing or de-
rived from) the configuration information is sent over the
communication link, e.g., a subset of the configuration
information if not all of it is needed for the other peer
server device to configure itself or compare the informa-
tion as described below.
[0127] For example, in some implementations, each
receiving peer server device checks whether the com-
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munication link is enabled, and if so, sends the configu-
ration information over the communication link. In the
case of both peer server devices receiving the configu-
ration information, each peer server device sends the
configuration information to the other peer server device,
e.g., in opposite directions over the communication link.
In the case of only one peer server device receiving the
configuration information, the receiving (first) peer server
device sends the information to the non-receiving (sec-
ond) peer server device over the communication link. In
some implementations, the receiving peer server device
does not send the configuration information to the other
peer server device over the communication link if the
configuration information is rejected by that receiving
peer server device, e.g., if the configuration information
is considered invalid due to reasons described above for
edge server devices.
[0128] In block 1512, one or more peer server devices
check information received over the communication link
and synchronize the configurations on the peer server
devices, e.g., where the synchronization causes the
same network configuration to be provided on both of the
peer server devices. In the case where two peer server
devices sent their received configuration information
over the communication link to the other peer device,
each peer server device compares the configuration in-
formation received over the communication link from the
other peer server device to the configuration information
received from the edge configuration device to confirm
that these sets of configuration information match. If such
a match is confirmed by both peer server devices, then
both peer server devices are known to have received the
same configuration information and are synchronized.
[0129] In the case where only one (first) peer server
device received the configuration information from the
edge configuration device and sent the configuration in-
formation over the communication link to a second peer
server device, the second peer server device can com-
pare the configuration information to the current network
configuration on the second peer server device and de-
termine whether the configuration information is accept-
able, e.g., whether there are any conflicts or other con-
ditions not allowing the configuration described by the
received configuration information to be used, which can
be similar to edge server device 202 determining whether
a requested configuration is allowed as described above.
For example, the configuration information may indicate
to define a switched UNI on the second peer server de-
vice that uses a particular type of VLAN. If a VLAN of a
different type already exists on the second peer server
device, then that switched UNI cannot be created on that
peer server device. In another example, there may not
be adequate resources to create the switched UNI, e.g.,
the second peer server device may only be able to create
predetermined number of VLANs and that number has
already been reached, there may not be enough memory
available to support VLAN creation or UNI creation, etc.
[0130] If no conflicts exist, the second peer server de-

vice creates a configuration in its memory according to
the configuration information received over the commu-
nication link, e.g., creates a switched UNI and the VLANs
(and VLAN-ISID bindings) indicated in the configuration
information which mirrors the configuration of the first
peer server device, and sends an acceptance to the first
peer server device over the communication link. The first
peer server device (and/or the second peer server de-
vice) can then send an acceptance back to the edge con-
figuration device indicating that the configuration infor-
mation is acceptable and valid for the edge server device.
The edge configuration device can then configure itself
according the configuration information to allow access
to the SPB network by the associated end device, e.g.,
create VLANs, port memberships, port tagging, etc. (e.g.,
provision one or more network services (or virtual serv-
ices) for the associated end device).
[0131] If one or more conflicts exist, the second peer
server device cannot create the configuration indicated
by the configuration information and sends a rejection
back to the first peer server device over the communica-
tion link. To synchronize the peer server devices, the first
peer server device removes the configuration from its
memory, e.g., rejects the configuration of VLANs and
switched UNIs indicated by the configuration information,
and sends a rejection to the edge configuration device.
The edge configuration device then knows that the con-
figuration information is not currently valid for the edge
server device, and the edge configuration device can
clear any settings or configuration from its memory and
send a message to the associated end device similarly
as described above.
[0132] FIG. 16 illustrates a block diagram of an exam-
ple device which may be used to implement some fea-
tures described herein. Device 1600 can be, for example,
an edge configuration device 204, an end device 206,
208, or 210 (e.g., a wireless access point 104 or other
client device), a wireless controller 110 or other type of
network device, etc., as shown in the examples of Figs.
1 and 2. In some implementations, device 1600 can be
an edge server device 202 or a peer server device 1410
or 1412 as shown in the example of Fig. 14. In a basic
configuration, device 1600 typically includes one or more
processors 1602 and a system memory 1604. A memory
bus 1605 can be used for communicating between proc-
essor 1602 and system memory 1604.
[0133] Depending on the desired configuration, proc-
essor 1602 can be of any type of processing circuitry
including but not limited to one or more microprocessors,
microcontrollers, digital signal processors (DSPs), appli-
cation specific integrated circuits (ASICs), or any combi-
nation thereof. In some examples, processor 1602 can
include one or more levels of caching, a processor core,
and registers. An example processor core can include
an arithmetic logic unit (ALU), a floating point unit (FPU),
a digital signal processing core (DSP), or any combina-
tion thereof. A memory controller can also be used with
processor 1602, or, in some implementations, a memory
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controller can be an internal part of processor 1602.
[0134] System memory 1604 can store data used in
the operation of the device 1600. For example, system
memory 1604 can store an operating system for the de-
vice, one or more applications for the device, and pro-
gram data. In some implementations, the memory 1604
can store software operative to perform network device
functionality as well as read the instructions sent by an
administrator or other user to the device and perform
other functions as described above, including reading
and executing commands and parameters, receiving in-
formation from associated network devices, and perform-
ing blocks of methods described herein using one or more
processors. For example, profiles providing configura-
tions for network devices can be stored in memory 1604.
Alternatively, the software can be implemented as hard-
ware or a combination of hardware and software. Mem-
ory 1604 can be implemented as one or more of various
types, volatile and/or non-volatile, including RAM, ROM,
EEPROM, flash memory or other memory technology,
etc.
[0135] An interface 1606 can be used to interface the
processor 1602 with other functional components of the
device 1600. Such other components can include net-
work ports 1608 of the device 1600 which are connected
to other devices on one or more networks to allow com-
munication of data to and from other network devices.
For example, Ethernet, Universal Serial Bus (USB), or
other types of ports can allow wired network communi-
cation to the device 1600. In some types of devices (e.g.,
a wireless access point), a transceiver 1610 can be con-
nected to interface 1606 to allow transmission and re-
ception of wireless signals at the device 1600. For ex-
ample, an RF front end 1612 and antenna 1614 can allow
transmission and reception of wireless RF signals, as
well as conversion between analog signals used in the
wireless communication and digital signals used by the
device 1600. Signals of other frequencies can be com-
municated in other implementations.
[0136] Other components 1616 can also be connected
to interface 1606. For example, storage devices can be
connected to the interface 1606, such as CD-ROM, DVD,
or other optical storage, magnetic tape storage, magnetic
disk storage or other magnetic storage devices, solid
state memory storage, or any other medium which can
be used to store the desired information and which can
be accessed by device 1600. Any such computer storage
media (including memory 1604) can be part of or acces-
sible by device 1600. Example computer storage media
can include volatile and nonvolatile, removable and non-
removable media implemented in any method or tech-
nology for storage of information, such as computer read-
able instructions, data structures, program modules, or
other data.
[0137] Although the description has been described
with respect to particular embodiments thereof, these
particular embodiments are merely illustrative, and not
restrictive. Concepts illustrated in the examples may be

applied to other examples and embodiments.
[0138] Note that the functional blocks, methods, devic-
es, and systems described in the present disclosure may
be integrated or divided into different combinations of
systems, devices, and functional blocks as would be
known to those skilled in the art.
[0139] Various blocks and operations of methods de-
scribed above can be performed in a different order than
shown and/or at least partially simultaneously, where ap-
propriate. For example, some implementations can per-
form blocks of the methods at various times and/or based
on events not related to those described. In some imple-
mentations, blocks or operations of the methods can oc-
cur multiple times, in a different order, and/or at different
times in the methods. In some implementations, the
methods can be implemented, for example, on any of
various network devices connected to a network.
[0140] In general, it should be understood that the cir-
cuits described herein may be implemented in hardware
using integrated circuit development technologies, or via
some other methods, or the combination of hardware and
software that could be ordered, parameterized, and con-
nected in a software environment to implement different
functions described herein. For example, the implemen-
tations may be implemented using a general purpose or
dedicated processor running a software application
through volatile or non-volatile memory. Also, the hard-
ware elements may communicate using electrical sig-
nals, with states of the electrical signals representing dif-
ferent data. It should be further understood that this and
other arrangements described herein are for the purpos-
es of example only. As such, those skilled in the art will
appreciate that other arrangements and other elements
(e.g., machines, interfaces, functions, orderings, and
groupings of functions, etc.) may be used instead, and
some elements may be omitted altogether according to
the desired results. Further, many of the elements that
are described are functional entities that may be imple-
mented as discrete or distributed components or in con-
junction with other components, in any suitable combi-
nation and location.
[0141] Methods and features disclosed herein can be
implemented by computer program instructions, soft-
ware instructions, logic, and/or code, which can be exe-
cuted on a computer, e.g., implemented by one or more
processors, e.g., microprocessors or other processing
circuitry, and can be stored on a computer program prod-
uct including a computer readable medium or computer
readable storage medium, e.g., a nontransitory medium,
e.g., magnetic, optical, electromagnetic, or semiconduc-
tor storage medium, including semiconductor or solid
state memory, magnetic tape, a removable computer dis-
kette, a random access memory (RAM), a read-only
memory (ROM), flash memory, a rigid magnetic disk, an
optical disk, a solid-state memory drive, etc. The program
instructions can also be contained in, and provided as,
an electronic signal, for example in the form of software
as a service (SaaS) delivered from a server. Alternatively,
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methods and features can be implemented in hardware
(logic gates, etc.), or in a combination of hardware and
software.
[0142] The present disclosure is not to be limited in
terms of the particular embodiments described in this ap-
plication, which are intended as illustrations of various
aspects. Many modifications and variations can be made
without departing from its spirit and scope, as will be ap-
parent to those skilled in the art. Functionally equivalent
methods and apparatuses within the scope of the disclo-
sure, in addition to those enumerated herein, will be ap-
parent to those skilled in the art from the foregoing de-
scriptions. Such modifications and variations are intend-
ed to fall within the scope of the appended claims. The
present disclosure is to be limited only by the terms of
the appended claims, along with the full scope of equiv-
alents to which such claims are entitled. It is to be under-
stood that this disclosure is not limited to particular meth-
ods, reagents, compounds, compositions, or biological
systems, which can, of course, vary. It is also to be un-
derstood that the terminology used herein is for the pur-
pose of describing particular embodiments only, and is
not intended to be limiting.
[0143] With respect to the use of substantially any plu-
ral terms and/or singular term herein, those having ordi-
nary skill in the art can translate from the plural to the
singular and/or from the singular to the plural as is ap-
propriate to the context and/or application. The various
singular/plural permutations may be expressly set forth
herein for sake of clarity.
[0144] It will be understood by those skilled in the art
that, in general, terms used herein, and especially in the
appended claims (e.g., bodies of the appended claims)
are generally intended as "open" terms (e.g., the term
"including" should be interpreted as "including but not
limited to," the term "having" should be interpreted as
"having at least," the term "includes" should be interpret-
ed as "includes but is not limited to," etc.). It will be further
understood by those skilled in the art that if a specific
number of an introduced claim recitation is intended,
such an intent will be explicitly recited in the claim, and
in the absence of such recitation, no such intent is
present. For example, as an aid to understanding, the
following appended claims may contain usage of the in-
troductory phrases "at least one" and "one or more" to
introduce claim recitations. However, the use of such
phrases should not be construed to imply that the intro-
duction of a claim recitation by the indefinite articles "a"
or "an" limits any particular claim containing such intro-
duced claim recitation to embodiments containing only
one such recitation, even when the same claim includes
the introductory phrases "one or more" or "at least one"
and indefinite articles such as "a" or "an" (e.g., "a" and/or
"an" should be interpreted to mean "at least one" or "one
or more"). The same holds true for the use of definite
articles used to introduce claim recitations. In addition,
even if a specific number of an introduced claim recitation
is explicitly recited, those of ordinary skill in the art will

recognize that such recitation should be interpreted to
mean at least the recited number (e.g., the bare recitation
of "two recitations," without other modifiers, means at
least two recitations, or two or more recitations). Further-
more, in those instances where a convention analogous
to "at least one of A, B, and C, etc." is used, in general,
such a construction is intended in the sense that one
having ordinary skill in the art would understand the con-
vention (e.g., " a system having at least one of A, B, and
C" would include but not be limited to systems that have
A alone, B alone, C alone, A and B together, A and C
together, B and C together, and/or A, B, and C together,
etc.). It will be further understood by those within the art
that virtually any disjunctive word and/or phrase present-
ing two or more alternative terms, whether in the descrip-
tion, claims, or drawings, should be understood to con-
template the possibilities of including one of the terms,
either of the terms, or both terms. For example, the
phrase "A or B" will be understood to include the possi-
bilities of "A" or "B" or "A and B."
[0145] In addition, where features or aspects of the dis-
closure are described in terms of Markush groups, those
skilled in the art will recognize that the disclosure is also
thereby described in terms of any individual member or
subgroup of members of the Markush group.
[0146] As will be understood by one skilled in the art,
for any and all purposes, such as in terms of providing a
written description, all ranges disclosed herein also en-
compass any and all possible sub-ranges and combina-
tions of sub-ranges thereof. Any listed range can be eas-
ily recognized as sufficiently describing and enabling the
same range being broken down into at least equal halves,
thirds, quarters, fifths, tenths, etc. As a non-limiting ex-
ample, each range discussed herein can be readily bro-
ken down into a lower third, middle third and upper third,
etc. As will also be understood by one skilled in the art
all language such as "up to," "at least," "greater than,"
"less than," and the like include the number recited and
refer to ranges which can be subsequently broken down
into subranges as discussed above. Finally, as will be
understood by one skilled in the art, a range includes
each individual member. Thus, for example, a group hav-
ing 1-3 cells refers to groups having 1, 2, or 3 cells. Sim-
ilarly, a group having 1-5 cells refers to groups having 1,
2, 3, 4, or 5 cells, and so forth.
[0147] While various aspects and embodiments have
been disclosed herein, other aspects and embodiments
will be apparent to those skilled in the art. The various
aspects and embodiments disclosed herein are for pur-
poses of illustration and are not intended to be limiting,
with the true scope and spirit being indicated by the fol-
lowing claims.
[0148] Any suitable programming language may be
used to implement the routines of particular embodi-
ments including C, C++, Java, assembly language, etc.
Different programming techniques may be employed
such as procedural or object-oriented. The routines may
execute on a single processing device or multiple proc-
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essors. Although the steps, operations, or computations
may be presented in a specific order, the order may be
changed in different particular embodiments. In some
particular embodiments, multiple steps shown as se-
quential in this specification may be performed at the
same time.
[0149] Particular embodiments may be implemented
in a computer-readable storage medium (also referred
to as a machine-readable storage medium) for use by or
in connection with an instruction execution system, ap-
paratus, system, or device. Particular embodiments may
be implemented in the form of control logic in software
or hardware or a combination of both. The control logic,
when executed by one or more processors, may be op-
erable to perform that which is described in particular
embodiments.
[0150] A "processor" (e.g., processing circuit) includes
any suitable hardware and/or software system, mecha-
nism or component that processes data, signals or other
information. A processor may include a system with a
general-purpose central processing unit, multiple
processing units, dedicated circuitry for achieving func-
tionality, or other systems. Processing need not be lim-
ited to a geographic location, or have temporal limita-
tions. For example, a processor may perform its functions
in "real time," "offline," in a "batch mode," etc. Portions
of processing may be performed at different times and
at different locations, by different (or the same) process-
ing systems. A computer may be any processor in com-
munication with a memory. The memory may be any suit-
able processor-readable storage medium, such as ran-
dom-access memory (RAM), read-only memory (ROM),
magnetic or optical disk, or other tangible media suitable
for storing instructions for execution by the processor.
[0151] Particular embodiments may be implemented
by using a programmed general purpose digital compu-
ter, by using application specific integrated circuits, pro-
grammable logic devices, field programmable gate ar-
rays, optical, chemical, biological, quantum or nanoen-
gineered systems, components and mechanisms. In
general, the functions of particular embodiments may be
achieved by any means known in the art. Distributed,
networked systems, components, and/or circuits may be
used. Communication, or transfer, of data may be wired,
wireless, or by any other means.
[0152] It will also be appreciated that one or more of
the elements depicted in the drawings/figures may also
be implemented in a more separated or integrated man-
ner, or even removed or rendered as inoperable in certain
cases, as is useful in accordance with a particular appli-
cation. It is also within the spirit and scope to implement
a program or code that is stored in a machine-readable
medium to permit a computer to perform any of the meth-
ods described above.
[0153] While one or more implementations have been
described by way of example and in terms of the specific
embodiments, it is to be understood that the implemen-
tations are not limited to the disclosed embodiments. To

the contrary, it is intended to cover various modifications
and similar arrangements as would be apparent to those
skilled in the art. Therefore, the scope of the appended
claims should be accorded the broadest interpretation
so as to encompass all such modifications and similar
arrangements.
[0154] Thus, while particular implementations have
been described herein, latitudes of modification, various
changes, and substitutions are intended in the foregoing
disclosures, and it will be appreciated that in some in-
stances some features of particular implementations will
be employed without a corresponding use of other fea-
tures without departing from the scope and spirit as set
forth. Therefore, many modifications may be made to
adapt a particular situation or material to the essential
scope and spirit.

Claims

1. A method comprising:

sending a request from an edge configuration
device to an access control server, wherein the
request requests shortest path bridging (SPB)
configuration information for a detected end de-
vice connected to the edge configuration device,
wherein the edge configuration device is con-
nected to an SPB network;
receiving at the edge configuration device the
SPB configuration information for the end device
from the access control server; and
configuring the edge configuration device to pro-
vide the end device access to the SPB network.

2. The method of claim 1 wherein the sending the re-
quest to the access control server is in response to
receiving information from the end device.

3. The method of claim 2 wherein the information re-
ceived from the end device is received automatically
upon connection of the end device to the edge con-
figuration device.

4. The method of claim 1 wherein the network is a
Shortest Path Bridging (SPB) network, and wherein
the end device is a non-SPB device that is not com-
patible with the SPB network.

5. The method of claim 4 wherein the edge configura-
tion device includes a fabric attach agent for process-
ing networking configuration messages, and where-
in the end device does not include a fabric attach
agent and does not provide network configuration
information to the edge configuration device.

6. The method of claim 1 further comprising, before
configuring the edge configuration device, sending

39 40 



EP 2 924 951 B1

22

5

10

15

20

25

30

35

40

45

50

55

the SPB configuration information to an edge server
device and receiving acceptance of the SPB config-
uration information from the edge server device.

7. The method of claim 1 wherein the SPB configuration
information received at the edge configuration de-
vice includes one or more VLAN/ISID bindings relat-
ed to the end device.

8. The method of claim 1 wherein configuring the edge
configuration device to provide access to the SPB
network includes creating one or more VLANs for
the end device on the SPB network as indicated by
the SPB configuration information, and creating one
or more port memberships of the one or more VLANs
for the end device.

9. A device comprising:

a memory; and
at least one processor operative to access the
memory and perform operations comprising:

sending a request from an edge configura-
tion device to an access control server,
wherein the request requests shortest path
bridging (SPB) configuration information for
a detected end device connected to the
edge configuration device, wherein the
edge configuration device is connected to
an SPB network;
receiving at the edge configuration device
the SPB configuration information for the
end device from the access control server;
and
configuring the edge configuration device
to provide access to the SPB network by
the end device.

10. The device of claim 9 wherein the SPB configuration
information received at the edge configuration de-
vice includes one or more VLAN/ISID bindings relat-
ed to the end device, and wherein configuring the
edge configuration device to provide access to the
SPB network includes creating one or more VLANs
for the end device on the SPB network as indicated
by the SPB configuration information, and creating
one or more port memberships of the one or more
VLANs for the end device.

Patentansprüche

1. Verfahren, umfassend:

Senden einer Anforderung von einem Edge-
Konfigurationsgerät an einen Server für Zu-
gangskontrolle, wobei die Anforderung "Shor-

test Path Bridging" (SPB-) Konfigurationsinfor-
mation für ein detektiertes Endgerät anfordert,
das mit dem Edge-Konfigurationsgerät verbun-
den ist, wobei das Edge-Konfigurationsgerät mit
einem SPB-Netzwerk verbunden ist;
Empfangen am Edge-Konfigurationsgerät der
SPB-Konfigurationsinformation für das Endge-
rät vom Server für Zugangskontrolle; und
Konfigurieren des Edge-Konfigurationsgeräts,
um dem Endgerät Zugang zum SPB-Netzwerk
bereitzustellen.

2. Verfahren nach Anspruch 1, wobei das Senden der
Anforderung an den Server für Zugangskontrolle als
Antwort auf den Empfang von Information vom End-
gerät geschieht.

3. Verfahren nach Anspruch 2, wobei die vom Endgerät
empfangene Information automatisch nach Verbin-
dung des Endgeräts mit dem Edge-Konfigurations-
gerät empfangen wird.

4. Verfahren nach Anspruch 1, wobei das Netzwerk ein
" Shortest Path Bridging" (SPB-) Netzwerk ist, und
wobei das Endgerät ein Nicht-SPB-Gerät ist, das
nicht mit dem SPB-Netzwerk kompatibel ist.

5. Verfahren nach Anspruch 4, wobei das Edge-Konfi-
gurationsgerät ein "Fabric Attach" Mittel zur Verar-
beitung von Netzwerkkonfigurationsmitteilungen
einschließt, und wobei das Endgerät kein "Fabric At-
tach" Mittel einschließt und dem Edge-Konfigurati-
onsgerät keine Netzwerkskonfigurationsinformation
bereitstellt.

6. Verfahren nach Anspruch 1, das ferner, vor dem
Konfigurieren des Edge-Konfigurationsgeräts, das
Senden der SPB-Konfigurationsinformation an ein
Edge-Servergerät und das Empfangen der Akzep-
tanz der SPB-Konfigurationsinformation vom Edge-
Servergerät umfasst.

7. Verfahren nach Anspruch 1, wobei die am Edge-
Konfigurationsgerät empfangene SPB-Konfigurati-
onsinformation eine oder mehrere mit dem Endgerät
verwandte VLAN/ISID-Bindungen einschließt.

8. Verfahren nach Anspruch 1, wobei das Konfigurie-
ren des Edge-Konfigurationsgeräts zum Bereitstel-
len von Zugang zum SPB-Netzwerk das Herstellen
eines oder mehrerer VLANs für das Endgerät auf
dem SPB-Netzwerk, wie durch die SPB-Konfigura-
tionsinformation angezeigt, und das Herstellen einer
oder mehrerer Port-Zugehörigkeiten der einen oder
mehreren VLANs für das Endgerät einschließt.

9. Gerät, umfassend:
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Einen Speicher; und
wenigstens einen Prozessor, der betriebsfähig
ist, auf den Speicher zuzugreifen und Operati-
onen auszuführen, die umfassen:

Senden einer Anforderung von einem
Edge-Konfigurationsgerät an einen Server
für Zugangskontrolle, wobei die Anforde-
rung "Shortest Path Bridging" (SPB-) Kon-
figurationsinformation für ein detektiertes
Endgerät anfordert, das mit dem Edge-Kon-
figurationsgerät verbunden ist, wobei das
Edge-Konfigurationsgerät mit einem SPB-
Netzwerk verbunden ist;
Empfangen am Edge-Konfigurationsgerät
der SPB-Konfigurationsinformation für das
Endgerät vom Server für Zugangskontrolle;
und
Konfigurieren des Edge-Konfigurationsge-
räts, um dem Endgerät Zugang zum SPB-
Netzwerk bereitzustellen.

10. Gerät nach Anspruch 9, wobei die am Edge-Konfi-
gurationsgerät empfangene SPB-Konfigurationsin-
formation eine oder mehrere mit dem Endgerät ver-
wandte VLAN/ISID-Bindungen einschließt, und wo-
bei das Konfigurieren des Edge-Konfigurationsge-
räts zum Bereitstellen von Zugang zum SPB-Netz-
werk das Herstellen eines oder mehrerer VLANs für
das Endgerät auf dem SPB-Netzwerk, wie durch die
SPB-Konfigurationsinformation angezeigt, und das
Herstellen einer oder mehrerer Port-Zugehörigkei-
ten der einen oder mehreren VLANs für das Endge-
rät einschließt.

Revendications

1. Procédé qui consiste entre autres:

à transmettre une demande provenant d’un dis-
positif de configuration de bord et envoyée à un
serveur de contrôle d’accès, caractérisé en ce
que la demande porte sur les détails de confi-
guration du plus court chemin de pontage (SPB)
pour un dispositif final détecté qui est connecté
au dispositif de configuration de bord, caracté-
risé en ce que ce dispositif de configuration de
bord est connecté à un réseau SPB;
à recevoir au niveau du dispositif de configura-
tion de bord, et en provenance du serveur de
contrôle d’accès, les détails de configuration du
SPB pour le dispositif final; et
à configurer le dispositif de configuration de bord
en vue d’assurer l’accès au réseau SPB pour le
dispositif final.

2. Procédé selon la revendication 1, caractérisé en ce

que la transmission de la demande envoyée au ser-
veur de contrôle d’accès fait suite à la réception des
détails qui proviennent du dispositif final.

3. Procédé selon la revendication 2, caractérisé en ce
que les détails reçus du dispositif final sont reçus
automatiquement dès connexion du dispositif final
au dispositif de configuration de bord.

4. Procédé selon la revendication 1, caractérisé en ce
que le réseau est un réseau SPB (plus court chemin
de pontage), et en ce que le dispositif final n’est pas
un réseau SPB qui n’est pas compatible avec le ré-
seau SPB.

5. Procédé selon la revendication 4, caractérisé en ce
que le dispositif de configuration de bord comprend
un agent de connexion au tissu qui sert à traiter les
messages de configuration pour la gestion du ré-
seau, et caractérisé en ce que le dispositif final ne
comprend pas un agent de connexion au tissu et ne
fournit pas, au dispositif de configuration de bord,
des détails sur la configuration du réseau.

6. Procédé selon la revendication 1, qui consiste par
ailleurs, avant de configurer le dispositif de configu-
ration de bord, à transmettre les détails sur la confi-
guration du SPB à un dispositif serveur de bord et à
recevoir confirmation que ces détails sur la configu-
ration du SPB ont été acceptés par le dispositif ser-
veur de bord.

7. Procédé selon la revendication 1, caractérisé en ce
que les détails sur la configuration du SPB, qui sont
reçus au niveau du dispositif de configuration de
bord, comprennent une ou plusieurs liaisons
VLAN/ISID qui sont liées au dispositif final.

8. Procédé selon la revendication 1, caractérisé en ce
que la configuration du dispositif de configuration de
bord en vue d’accéder au réseau SPB consiste entre
autres à créer un ou plusieurs réseaux VLAN (réseau
local virtuel) pour le dispositif final dans le réseau
SPB comme indiqué par les détails sur la configura-
tion du SPB, et à créer une ou plusieurs appartenan-
ces de port de l’un ou de plusieurs parmi les réseaux
VLAN pour le dispositif final.

9. Dispositif comportant:

une mémoire, et
au moins un processeur servant à accéder à la
mémoire et à effectuer certaines opérations
consistant entre autres:

à transmettre une demande provenant d’un
dispositif de configuration de bord et en-
voyée à un serveur de contrôle d’accès, ca-
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ractérisé en ce que la demande porte sur
les détails de configuration du plus court
chemin de pontage (SPB) pour un dispositif
final détecté qui est connecté au dispositif
de configuration de bord, caractérisé en ce
que ce dispositif de configuration de bord
est connecté à un réseau SPB;
à recevoir au niveau du dispositif de confi-
guration de bord, et en provenance du ser-
veur de contrôle d’accès, les détails de con-
figuration du SPB pour le dispositif final; et
à configurer le dispositif de configuration de
bord en vue d’assurer l’accès au réseau
SPB par le dispositif final.

10. Dispositif selon la revendication 9, caractérisé en
ce que les détails sur la configuration du SPB, qui
sont reçus au niveau du dispositif de configuration
de bord, comprennent une ou plusieurs liaisons
VLAN/ISID liées au dispositif final, et en ce que la
configuration du dispositif de configuration de bord
en vue de livrer accès au réseau SPB consiste entre
autres à créer un ou plusieurs réseaux VLAN pour
le dispositif final dans le réseau SPB comme indiqué
par les détails sur la configuration du SPB, et à créer
un ou plusieurs appartenances de port de l’un ou de
plusieurs parmi les VLAN pour la dispositif final.
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