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Description

FIELD

[0001] The present invention is directed generally to
customer service and more specifically to the implemen-
tation of contact center architecture at a physical location.

BACKGROUND

[0002] Contact centers are employed by many enter-
prises to service customer contacts. A typical contact
center includes a switch and/or server to receive and
route incoming packet-switched and/or circuit-switched
contacts and one or more resources, such as human
agents and automated resources (e.g., Interactive Voice
Response (IVR) units), to service the incoming contacts.
Contact centers distribute contacts, whether inbound or
outbound, for servicing to any suitable resource accord-
ing to predefined criteria. In many existing systems, the
criteria for servicing the contact from the moment that
the contact center becomes aware of the contact until
the contact is connected to an agent are customer-speci-
fiable (i.e., programmable by the operator of the contact
center), via a capability called vectoring. Normally in a
present-day automatic call distributor (ACD), when the
ACD system’s controller detects that an agent has be-
come available to handle a contact, the controller iden-
tifies all predefined contact-handling queues for the agent
(usually in some order of priority) and delivers to the agent
the highest-priority oldest contact that matches the
agent’s highest-priority queue. Generally, the only con-
dition that results in a contact not being delivered to an
available agent is that there are no contacts waiting to
be handled. This type of contact distribution is generally
known as skill-based routing.
[0003] Today’s contact centers have many ways to tai-
lor a customer’s experience based on the customer’s his-
tory or real-time interactions with a web site or IVR. Con-
tact center agents (or service representatives, used in-
terchangeably in this document) can leverage this infor-
mation to cross-sell or up-sell a customer at the time of
contact. Today’s contact centers are also equipped to
survey a customer at the end of a contact.
[0004] While these capabilities are readily available
over the phone or Internet, they are not readily available
on premises at a retail site, for example. Businesses that
have face-to-face contact with customers, such as a retail
store, restaurant, etc. are not able to identify a customer,
know the customer history, or determine current needs
of the customer as the contact center can.
[0005] As an example, a customer could walk in to a
local hardware store looking for a particular item. The
sales associates may not have a clue that the customer
is a frequent purchaser at their store. Also, the associates
may not know that that the customer bought a lawn mow-
er last year nor would they know the make and model of
the lawn mower, its part numbers, related parts and ob-

jects, or whether there are any potential recall issues with
the lawn mower. This means that although the customer
is receiving face-to-face assistance, he/she is not nec-
essarily being serviced in the most efficient manner.
[0006] Different systems and methods for providing
such information to a customer are known from US
2004/0203633 A1, EP 1 381 244 A2, US 2004/0078209
A1.

SUMMARY

[0007] Thus, there appears to be the possibility of in-
teracting with customers in a face-to-face manner while
also providing the advantages offered by a contact center
system. More specifically, the possibility of interacting
with not only the enterprise knowledge base, but also the
vendor knowledge base that provides inventory to the
enterprise has not yet been fully exploited.
[0008] The invention is defined by the appended inde-
pendent claims.
[0009] These and other needs are addressed by the
various embodiments and configurations of the present
invention. The present invention is directed generally to
premises-enabled mobile kiosk. The mobile kiosk may
be utilized to provide contact center-type customer serv-
ice to a customer located on the physical premises. The
mobile kiosk may be carried either by the customer (e.g.,
the customer’s cellular phone or mobile email retrieval
device) or by a customer service agent on premises. In
accordance with at least some embodiments of the
present invention, a method is provided that generally
comprises:
determining that a customer has entered a predefined
area corresponding to a premises; in response to the
detecting step, generating a contact for the customer via
a mobile kiosk; tagging the contact with a premises tag
which indicates that the contact is originating with an as-
sociation to the premises; and sending the contact to a
contact center.
[0010] The tagging step may occur before or after the
sending step. In one embodiment, the mobile kiosk may
be responsible for tagging the contact prior to sending
the contact. In such an embodiment, the premises tag
and its associated information may be included in a head-
er of the message or in the payload of the message. The
premises tag may identify that the mobile kiosk is initiating
the contact from a certain premises and may further iden-
tify the premises. The premises information may be pro-
vided to the mobile kiosk via Near Field Communications
(NFC) technology or Bluetooth (i.e., the premises may
provide the premises identifier to the mobile kiosk before
the mobile kiosk generates the contact). The premises
tag may be included in addition to traditional caller iden-
tification information. Even if caller identification is
blocked for the mobile kiosk it may be possible to transmit
the contact with a premises tag identifying the premises
from which the contact is originating.
[0011] In another embodiment, the contact may be
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tagged with the premises tag after the mobile kiosk has
transmitted the contact. The tagging may occur at a ded-
icated gateway or service point (e.g., cellular tower) that
services the premises. Any contacts that pass through
such a service point may be tagged with a premises tag
prior to or subsequent to being forwarded to the contact
center. Another way that tagging may be accomplished
is to have the customer dial a dedicated number that is
used for receiving contacts from a particular premises.
In this particular embodiment, when the contact center
receives the contact and identifies that the contact was
initiated by calling the dedicated number, the contact
center may tag the contact with a premises tag, thereby
allowing it to be identified as a premises-based contact
and further allowing the contact center to identify the
premises from which the contact originated.
[0012] In accordance with at least some embodiments
of the present invention, the premises tag may be utilized
to determine queue assignments and positioning in the
contact center. Furthermore, the premises tag may be
utilized to identify which databases (e.g., vendor and/or
enterprise databases) should be accessed for the re-
ceived contact. This allows the contact center to more
efficiently and effectively service the contact.
[0013] In accordance with one embodiment of the
present invention, a method is provided comprising:
receiving a contact in a contact center, wherein the con-
tact includes caller identification information; and analyz-
ing the contact to determine whether the contact further
includes a premises tag.
[0014] As noted above, the caller identification infor-
mation is traditionally transmitted with a contact to a con-
tact center. This information, whether it is actually avail-
able or only available to the extent that the sender has
allowed (i.e., the sender has required that caller identifi-
cation information either be partially or fully blocked) is
received by the contact center and can be used to route
the contact. The additional presence of a premises tag
in a contact can further help the contact center make
routing decisions. More specifically, if a contact center is
used to service contacts from a number of different busi-
nesses, the premises tag can help the contact center
identify which business the contact is related to. Moreo-
ver, the premises tag can be used to identify the contact
center agents or resources that can be assigned to the
contact.
[0015] As can be appreciated by one of skill in the art,
a contact is understood herein to include but is not limited
to voice calls, emails, chat, video calls, fax, voicemail
messages and combinations thereof. Accordingly, a con-
tact center may be equipped to handle any one or a
number of the above-noted contact types. These and oth-
er advantages will be apparent from the disclosure of the
method(s) and apparatus(es) contained herein. The
above-described embodiments and configurations are
neither complete nor exhaustive. As will be appreciated,
other embodiments of the invention are possible utilizing,
alone or in combination, one or more of the features set

forth above or described in detail below.
[0016] As used herein, "at least one", "one or more",
and "and/or" are open-ended expressions that are both
conjunctive and disjunctive in operation. For example,
each of the expressions "at least one of A, B and C", "at
least one of A, B, or C", "one or more of A, B, and C",
"one or more of A, B, or C" and "A, B, and/or C" means
A alone, B alone, C alone, A and B together, A and C
together, B and C together, or A, B and C together.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

Fig. 1 is a block diagram depicting a contact center
according to at least some embodiments of the
present invention;
Fig. 2 is a block diagram of a server or similar contact
routing device according to at least some embodi-
ments of the present invention;
Fig. 3 is a block diagram depicting a mobile kiosk on
a physical premises in accordance with at least some
embodiments of the present invention;
Fig. 4 depicts a user interface of a mobile kiosk in
accordance with at least some embodiments of the
present invention;
Fig. 5 is a block diagram depicting a data structure
used in accordance with at least some embodiments
of the present invention;
Fig. 6 is a flow diagram depicting a general customer
service method in accordance with at least some em-
bodiments of the present invention;
Fig. 7 is a flow diagram depicting a customer feed-
back method in accordance with at least some em-
bodiments of the present invention; and
Fig. 8 is a flow diagram depicting a customer lan-
guage accommodation method in accordance with
at least some embodiments of the present invention.

DETAILED DESCRIPTION

[0018] Embodiments of the invention will be illustrated
below in conjunction with an exemplary communication
system. Although well suited for use with, e.g., a system
having an ACD or other similar contact-processing
switch, the invention is not limited to any particular type
of communication system switch or configuration of sys-
tem elements. Those skilled in the art will recognize that
the disclosed techniques may be used in any communi-
cation application in which it is desirable to provide im-
proved customer service.
[0019] The exemplary systems and methods of this in-
vention will also be described in relation to analysis soft-
ware, modules, and associated analysis hardware. How-
ever, to avoid unnecessarily obscuring the present in-
vention, the following description omits well-known struc-
tures, components and devices that may be shown in
block diagram form, are well known, or are otherwise
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summarized.
[0020] For purposes of explanation, numerous details
are set forth in order to provide a thorough understanding
of the present invention. It should be appreciated, how-
ever, that embodiments of the present invention may be
practiced in a variety of ways beyond the specific details
set forth herein.
[0021] Fig. 1 shows an illustrative embodiment of the
present invention. A contact center 100 comprises a cen-
tral server 110, a set of data stores or databases 114
containing contact or customer related information and
other information that can enhance the value and effi-
ciency of the contact processing, and a plurality of serv-
ers, namely a voice mail server 118, an Interactive Voice
Response unit or IVR 122, and other servers 126, a
switch 130, a plurality of working agents operating pack-
et-switched (first) communication devices 134-1 to N
(such as computer work stations or personal computers),
and/or circuit-switched (second) communication devices
138-1 to M, all interconnected by a local area network
LAN (or wide area network WAN, which may include re-
mote agents connected to the LAN via a long-distance
connection between LANs) 142. The servers can be con-
nected via optional communication lines 146 to the switch
130. As will be appreciated, the other servers 126 can
also include a scanner (which is normally not connected
to the switch 130 or Web server), VoIP software, video
call software, voice messaging software, an IP voice
server, a fax server, a web server, an email server, and
the like. The switch 130 is connected via a plurality of
trunks 150 to the Public Switch Telephone Network or
PSTN 154 and via link(s) 152 to the second communi-
cation devices 138-1 to M. A gateway 158 is positioned
between the server 110 and the packet-switched network
162 to process communications passing between the
server 110 and the network 162.
[0022] The term "switch" or "server" as used herein
should be understood to include a PBX, an ACD, an en-
terprise switch, or other type of communications system
switch or server, as well as other types of processor-
based communication control devices such as media
servers, computers, adjuncts, etc.
[0023] Referring to Fig. 2, one possible configuration
of the server 110 is depicted. The server 110 is in com-
munication with a plurality of customer communication
lines 200a-y (which can be one or more trunks, phone
lines, etc.) and agent communication line 204 (which can
be a voice-and-data transmission line such as LAN 142
and/or a circuit switched voice line 140). The server 110
can include a Call Management System™ or CMS 228
that gathers call records and contact-center statistics for
use in generating contact-center reports. CMS 228 and
any other reporting system, such as a Basic Call Man-
agement System™, Operational Analyst™, Customer
Call Routing or CCR™, Avaya IQ, or Interaction Center™
or any other reporting platform will hereinafter be referred
to jointly as CMS 228.
[0024] The switch 130 and/or server 110 can be any

architecture for directing contacts to one or more com-
munication devices. In some embodiments, the switch
130 may perform load-balancing functions by allocating
incoming or outgoing contacts among a plurality of logi-
cally and/or geographically distinct contact centers. Illus-
tratively, the switch and/or server can be a modified form
of the subscriber-premises equipment disclosed in U.S.
Patents 6,192,122; 6,173,053; 6,163,607; 5,982,873;
5,905,793; 5,828,747; and 5,206,903, all of which are
incorporated herein by this reference; Avaya Inc.’s Defin-
ity™ Private-Branch Exchange (PBX)-based ACD sys-
tem; MultiVantage™ PBX, CRM Central 2000 Server™,
Communication Manager™, S8300™ media server, SIP
Enabled Services™, and/or Avaya Interaction Center™
or any other switching platform. Typically, the
switch/server is a stored-program-controlled system that
conventionally includes interfaces to external communi-
cation links, a communications switching fabric, service
circuits (e.g., tone generators, announcement circuits,
etc.), memory for storing control programs and data, a
processor (i.e., a computer) for executing the stored con-
trol programs to control the interfaces and the fabric, and
to provide automatic contact-distribution functionality.
The switch and/or server typically include a network in-
terface card (not shown) to provide services to the serv-
iced communication devices. Other types of known
switches and servers are well known in the art and there-
fore not described in detail herein.
[0025] As can be seen in Fig. 2, included among the
data stored in the server 110 is a set of contact queues
208a-n and a separate set of agent queues 212a-n. Each
contact queue 208a-n corresponds to a different set of
agent queues, as each agent queue 212a-n corresponds
to a different set of contact queues 208a-n. Convention-
ally, contacts are prioritized and either are enqueued in
individual ones of the contact queues 208a-n in their or-
der of priority or are enqueued in different ones of a plu-
rality of contact queues that correspond to a different
priority. Likewise, each of the agent’s queues are priori-
tized according to an agent’s level of expertise in that
queue. Agents can be enqueued in individual ones of
agent queues 212a-n in their order of expertise level or
can be enqueued in different ones of a plurality of agent
queues 212a-n that correspond to a queue and each one
of which corresponds to a different expertise level. In-
cluded among the control programs in the server 110 is
a contact vector 216. Contacts incoming to the contact
center are assigned by contact vector 216 to different
contact queues 208a-n based upon a number of prede-
termined criteria, including customer identity, customer
needs, contact center needs, current contact center
queue lengths, customer value, and the agent skill that
is required for the proper handling of the contact. Agents
who are available for handling contacts are assigned to
agent queues 212a-n based upon the skills that they pos-
sess. An agent may have multiple skills, and hence may
be assigned to multiple agent queues 212a-n simultane-
ously. Furthermore, an agent may have different levels
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of skill expertise (e.g., skill levels 1-N in one configuration
or merely primary skill levels and secondary skill levels
in another configuration), and hence may be assigned to
different agent queues 212a-n at different expertise lev-
els. Call vectoring is described in DEFINITY Communi-
cations System Generic 3 Call Vectoring/Expert Agent
Selection (EAS) Guide, AT&T publication no.
555-230-520 (Issue 3, Nov. 1993). Skills-based ACD is
described in further detail in U.S. Patents 6,173,053 and
5,206,903.
[0026] Referring to Fig. 1, the gateway 158 can be
Avaya Inc.’s, G700 Media Gateway™ and may be im-
plemented as hardware such as via an adjunct processor
(as shown) or as a chip or collection of chips in the server.
[0027] The first communication devices 134-1, ... 134-
N are packet-switched and can include, for example, IP
hardphones such as the Avaya Inc.’s, 4600 Series IP
Phones™, IP softphones such as Avaya Inc.’s, IP Soft-
phone™, packet-based wireless phones, Personal Dig-
ital Assistants or PDAs, Personal Computers or PCs, lap-
tops, packet-based H.320 video phones and conferenc-
ing units, packet-based voice messaging and response
units, packet-based traditional computer telephony ad-
juncts, peer-to-peer based communication devices, and
any other communication device.
[0028] The second communication devices 138-1, ...
138-M are circuit-switched. Each of the communication
devices 138-1, ... 138-M corresponds to one of a set of
internal extensions Ext1, ... ExtM, respectively. These
extensions are referred to herein as "internal" in that they
are extensions within the premises that are directly serv-
iced by the switch. More particularly, these extensions
correspond to conventional communication device end-
points serviced by the switch/server, and the switch/serv-
er can direct incoming calls to and receive outgoing calls
from these extensions in a conventional manner. The
second communication devices can include, for exam-
ple, wired and wireless telephones, PDAs, H.320 video-
phones and conferencing units, fax machines, analog
and DCP digital phones, voice messaging and response
units, traditional computer telephony adjuncts, and any
other communication device.
[0029] It should be noted that embodiments of the in-
vention do not require any particular type of information
transport medium between switch or server and first and
second communication devices, i.e., the methods and
apparatuses disclosed herein may be implemented with
any desired type of transport medium as well as combi-
nations of different types of transport channels.
[0030] The packet-switched network 162 can be any
data and/or distributed processing network, such as the
Internet. The network 162 typically includes proxies (not
shown), registrars (not shown), and routers (not shown)
for managing packet flows.
[0031] The packet-switched network 162 is in commu-
nication with an external first communication device 174
via a gateway 178, and the circuit-switched network 154
with an external second communication device 180.

These communication devices are referred to as "exter-
nal" in that they are not directly supported as communi-
cation device endpoints by the switch or server. The com-
munication devices 174 and 180 are an example of de-
vices more generally referred to herein as "external end-
points."
[0032] In one configuration, the server 110, network
162, and first communication devices 134 are Session
Initiation Protocol or SIP compatible and can include in-
terfaces for various other protocols such as the Light-
weight Directory Access Protocol or LDAP, H.248, H.323,
Simple Mail Transfer Protocol or SMTP, IMAP4, ISDN,
E1/T1, and analog line or trunk.
[0033] It should be emphasized that the configuration
of the switch, server, user communication devices, and
other elements as shown in Fig. 1 is for purposes of il-
lustration only and should not be construed as limiting
the invention to any particular arrangement of elements.
[0034] As will be appreciated, the central server 110
is notified via LAN 142 of an incoming contact by the
communications component (e.g., switch 130, fax server,
email server, web server, and/or other server) receiving
the incoming contact. The incoming contact is held by
the receiving communications component until the server
110 forwards instructions to the component to forward or
route the contact to a specific contact center resource,
such as the IVR unit 122, the voice mail server 118, and/or
first or second communication device 134, 138 associ-
ated with a selected agent, which may include an agent
remotely connected to the LAN via a WAN-type connec-
tion. The server 110 distributes and connects these con-
tacts to communication devices of available agents
based on the predetermined criteria noted above. When
the central server 110 forwards a voice contact to an
agent, the central server 110 also forwards customer-
related information from databases 114 to the agent’s
computer work station for previewing and/or viewing
(such as by a pop-up display) to permit the agent to better
serve the customer. The agents process the contacts
sent to them by the central server 110.
[0035] According to at least one embodiment of the
present invention, a premises service module 232 is pro-
vided. The premises service module 232 may be capable
of tagging a received contact as a premises-based con-
tact. In other words, the premises service module 232
may identify contacts that are initiated from a premise
and mark such contacts accordingly. The use of a premis-
es tag may allow the marked contact to receive prefer-
ential treatment in the contact center. For example, a
marked contact may be sent to a contact queue that is
dedicated to premises contacts. As another example, a
marked contact may be assigned a higher queue position
as compared to where it would be assigned if it did not
have the tag.
[0036] A premises tag may also serve a second pur-
pose. In accordance with at least some embodiments of
the present invention, the premises tag may comprise an
identifier of the premises or enterprise from which the
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contact originated. This is particularly useful for contact
centers that service more than one enterprise and/or
premises. The identifier included in the premises tag may
further comprise a pointer to the appropriate database
associated with the premises. Thus, when an agent is
connected with the contact, the pointer/identifier of the
premises tag may be used to retrieve information from
the appropriate premises database as well as from a re-
lated vendor database and/or enterprise database.
[0037] In an alternative embodiment, a contact initiated
on premises may be tagged with a premises tag prior to
routing the contact to the contact center. In such an em-
bodiment, the premises service module 232 may be op-
erable to read the premises tag and assign the contact
to a priority queue. Alternatively, the premises service
module 232 may assign the contact a shorter wait time
than other non-premises contacts. In this particular em-
bodiment, the sending communication device may tag
the contact with the premises tag. The premises tag and
its associated information is different from the traditional
caller identification information sent with a contact. More
specifically, the caller identification information typically
has a one-to-one relationship with a communication de-
vice, meaning that caller identification information (e.g.,
caller name and number of the communication device)
is unique to the communication device. There may be
certain times when an area code portion of the caller
identification information may be shared among several
communication devices, but such information simply
identifies a way of calling the communication device
back. Data included in the premises tag, on the other
hand, may identify physical location information for the
sending communication device and such physical loca-
tion information may be specific to a particular premises.
This location information may be used to help guide the
customer around the premises. Additionally, the premis-
es tag may include information that can be used to pri-
oritize the contact based on the premises from which it
is originating.
[0038] Thus, in accordance with at least some embod-
iments of the present invention, a contact may be gen-
erated and sent to a contact center 100 where the contact
includes a premises tag in addition to the traditional caller
identification information. The incorporation of the
premises tag may be utilized by the contact center 100
to supplement routing decisions and agent assignments.
[0039] Referring now to Fig. 3, an exemplary customer
service system 300 will be described in accordance with
at least some embodiments of the present invention. The
customer service system 300 may include premises 304
that represents a physical location where customers may
view products and/or services as well as speak with cus-
tomer service representatives face-to-face. The custom-
er service system 300 may also include a contact center
100, 344 where certain contacts initiated in the premises
304 can be routed. The contact center 100, 344 may
comprise a plurality of customer service agents that have
a particular skill or skill-set. As an example, the contact

center 100, 344 may comprise agents that are able to
speak multiple languages and, thus, may be able to help
service contacts initiated on premises 304 to help service
customers with special language needs. It should be ap-
preciated that the customer service system 300 may in-
clude a plurality of premises 304 in communication with
the contact center 100, 344 and the contact center 100,
344 may be capable of redirecting contacts received from
one premises 304 to either a customer service agent in
the contact center 100, 344 or a customer service agent
at another premises 304.
[0040] By having a single contact center 100, 344 help
service contacts from a number of different premises 304,
the costs associated with staffing certain key personnel
at each premises 304 can be offset by having those key
personnel work at the contact center 100, 344. As an
example, it may be desirable to have a customer service
agent at each premises 304 that is capable of speaking
multiple languages (e.g., sign-language, Spanish,
French, English, Chinese, Japanese, Russian, or any
other specialized language). However, staffing each
premises 304 with such a customer service agent may
be expensive or otherwise impractical since their spe-
cialized skills may only be needed at the premises 304
once a day. But, if the same customer service agent were
located at a point that is centrally available to many
premises 304, this would allow the specialized skills of
the customer service agent to be leveraged by multiple
premises 304 and those skills may be more fully utilized,
possibly helping offset the costs associated with main-
taining such a specialized customer service agent. The
specialized customer service agent may be made avail-
able directly to customers or may provide assistance to
customer service agents that are on premises 304 and
speaking with a customer that requires the agent’s spe-
cial skills.
[0041] With respect to the details of the premises 304,
a mobile kiosk 308 may be included in the premises 304.
The mobile kiosk 308 may comprise a user interface 312,
a communication interface 316 for connecting the mobile
kiosk 308 with the contact center 100, 344, a tracking
device 320 (e.g., an RFID tag or a Global Positioning
System (GPS)), and a processor 324. The processor 324
may include any general-purpose programmable proc-
essor, digital signal processor (DSP) or controller for ex-
ecuting application programming. Alternatively, the proc-
essor 324 may comprise a specially configured applica-
tion-specific integrated circuit (ASIC).
[0042] The processor 324 generally functions to run
programming code implementing various functions per-
formed by the mobile kiosk 308.
[0043] Although not depicted, the mobile kiosk 308
may additionally include memory for use in connection
with the execution of programming by the processor 324
and for the temporary or long-term storage of data or
program instructions. The memory may comprise solid-
state memory resident, removable or remote in nature,
such as DRAM and SDRAM. Where the processor 324
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comprises a controller, the memory may be integral to
the processor 324. The memory may be volatile and/or
non-volatile memory.
[0044] In addition, the user interface 312 of the mobile
kiosk 308 may include one or more user inputs and one
or more user outputs. Examples of user inputs include,
without limitation, keyboards, keypads, touch screens,
touch pads, and microphones. Examples of user outputs
include, but are not limited to, speakers, display screens
(including touch screen displays), and indicator lights.
Furthermore, it can be appreciated by one of skill in the
art that the user input may be combined or operated in
conjunction with a user output. An example of such an
integrated user input and user output is a touch screen
display that can both present visual information to a user
and receive input selections from a user.
[0045] The communication interface 316 of the mobile
kiosk 308 may be operable to facilitate communications
between the mobile kiosk 308 and the contact center
100, 344. Examples of communication interfaces 316 in-
clude, but are not limited to, a network interface card, a
modem, a wired telephony port, a serial or parallel data
port, radio frequency broadcast transceiver, a USB port,
or other wired or wireless communication network inter-
faces. In accordance with at least some embodiments of
the present invention, the premises 304 may correspond
to a first LAN and the contact center 100, 344 may cor-
respond to a second LAN. The two LANs may be con-
nected in a WAN-type configuration.
[0046] An exemplary configuration of a mobile kiosk
308 is described in U.S. Patent Application Publication
Numbers 2006/289,637; 2006/293,968; and
2007/008,068 to Brice et al., the entire contents of which
are hereby incorporated herein by reference. Although
the mobile kiosks described in these particular patent
publications are associated with a shopping cart, certain
embodiment of the present invention may accommodate
a customer’s mobile communication device (e.g., a cel-
lular phone, mobile email retrieval device, or Personal
Digital Assistant (PDA)) to be used as the mobile kiosk
308 without having any association to a cart. Similarly,
an on-premises customer service agent may carry a port-
able communication device that acts as the mobile kiosk
308.
[0047] The premises 304 may also include one or more
RFID readers 328 that are operable to interface with the
tracking device 320, thereby allowing position informa-
tion to be obtained for the mobile kiosk 308, especially
in relation to the premises 304. In a preferred embodi-
ment, a plurality of RFID readers 328 are dispersed
throughout the premises 304 to accommodate the de-
tection and monitoring of the mobile kiosk’s 308 move-
ment. Each of the plurality of RFID readers 328 may be
adapted to detect the presence of and interact with more
than one RFID device, and therefore more than one mo-
bile kiosk 308. Therefore, the plurality of RFID readers
328 on premises 304 may be capable of obtaining loca-
tion data for a plurality of mobile kiosks 308 at the same

time.
[0048] A video surveillance system 332 may also be
provided on premises 304 to further facilitate the retrieval
of position information for the mobile kiosk 308 as well
as a customer associated therewith.
[0049] A presence server 336 and premises database
340 may also be included on premises 304. It should be
appreciated that both of these devices (i.e., the presence
server 336 and premises database 340) may, alterna-
tively, be provided off premises 304 but may be used to
maintain information for the associated premises 304.
The presence server 336 may be operable to maintain
presence information for customers on premises 304 as
well as maintain presence and availability information for
customer service agents on premises.
[0050] In accordance with at least one embodiment of
the present invention, the presence server 336 may
maintain a listing of customers that are on premises 304
and may further track whether such customers are cur-
rently in queue or being serviced by the contact center,
or other entity, 100, 344. Similarly, the presence server
336 may maintain a listing of customer service agents
that are currently working on premises 304 and may pro-
vide that information to the contact center 100, 344. The
presence server 336 may also track the status of avail-
ability for each on-premises customer service agent (e.g.,
whether the customer service agent is helping a custom-
er on premises 304, whether the customer service agent
is helping a customer on another premises 304 via a con-
tact routed through the contact center 100, 344, whether
the customer service agent is on break, whether the cus-
tomer service is available to service a contact, or whether
the customer service agent is not available to service a
contact). The contact center 100, 344 may use this status
information to determine whether the customer service
agent can be assigned to an agent queue and more spe-
cifically whether a contact can be assigned to the cus-
tomer service agent.
[0051] The premises database 340 may be utilized to
store information specific to the premises 304. For ex-
ample, inventory levels for various items typically offered
on premises 304 may be maintained in the premises da-
tabase 340. As another example, the types of products
currently being shipped to the premises 304 may be
maintained in the premises database 340.
[0052] Although the contact center 100, 344 is depicted
as being separate from the premises 304, it may also be
possible to utilize each customer service agent on
premises 304 as a contact center 100, 344 customer
service agent. In other words, a specialized customer
service agent may be employed at one premises 304.
That customer service agent may also have a commu-
nication device 134, 138 that is linked to the contact rout-
ing equipment of the contact center. This may allow the
customer service agent to provide face-to-face service
to customers at his/her premises 304 while also allowing
that customer service agent to accept contacts initiated
at other premises 304. Again, this can help leverage the
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specialized skills possessed by the agent and further re-
duce employment costs that would otherwise be realized
if a similar agent had to be staffed at each premises 304.
Moreover, the specialized customer service agent may
be allowed to more fully utilize their skills on a daily basis
since they are helping service customers across a plu-
rality of premises 304.
[0053] The contact center 100, 344 may also have ac-
cess to a vendor database 352 in addition to having ac-
cess to an enterprise database 114, 348. The vendor
database 352 may be a more product-specific database
that maintains information for certain products as well as
their related products and parts. Access to the vendor
database 352 may be useful to a contact center agent
when servicing a particular on-premises contact. For ex-
ample, the customer on premises 304 may have recently
purchased a particular item (e.g., a lawnmower) at the
same premises 304. The contact center agent can re-
trieve that product information from the vendor database
352 to identify what other types of products are related
to the previously purchased lawnmower. The contact
center agent can utilize this information to determine if
the purchased lawnmower is still under warranty and how
to return to the vendor, or identify certain parts that may
be needed for the lawnmower (e.g., spark-plugs, engine
oil, etc.) as well as whether there have been any recall
issues for the lawnmower.
[0054] The enterprise database 114, 348, on the other
hand, may maintain enterprise-specific information. For
example, a customer’s contact and purchase history may
be maintained in the enterprise database 114, 348. When
that particular customer initiates a contact (either in the
traditional fashion or from a mobile kiosk 308), the contact
center agent may recover the customer’s history from
the enterprise database 114 348. Additional information
that may be retrieved from the enterprise database 114,
348 includes whether the customer is a preferred cus-
tomer or whether the customer has been selected to par-
ticipate in a customer feedback survey. Simultaneous
access to the premises database 340, enterprise data-
base 114, 348, and vendor database 352 allows a cus-
tomer service agent in the contact center to personalize
the customer’s experience while also allowing the cus-
tomer to peruse products in person at the premises 304
and obtain face-to-face help, if needed.
[0055] Referring now to Fig. 4, an exemplary user in-
terface 312, 400 of the mobile kiosk 308 will be described
in accordance with at least some embodiments of the
present invention. The user interface 312, 400 may in-
clude a user feedback screen 404, a user input area 420,
a speaker 424, a customer survey section 428, and an
available coupons display section 432. The user feed-
back screen 404 may include a premises map 408, an
area providing directions to certain products or other lo-
cations of interest in the premises 304, and an agent
video display 416. As noted above, the user input area
420 and feedback screen 404 may be combined into an
input/output type device, such as a touch-screen.

[0056] Information for the premises map 408 may be
obtained from the tracking device 320 as well as the RFID
reader 328 and video surveillance 332. Each of these
devices may be used to cooperatively generate a real-
time map of the premises 304 that includes the current
location of the mobile kiosk 308. The customer or on-
premises customer service agent (whoever is handling
the mobile kiosk 308) may utilize the premises map 408
to identify where they are in relation to where they want
to be. Additionally, the directions to products area 412
may provide specific directions to get to certain locations
in the premises 304. Typically, the directions to products
section 412 will just supplement the premises map 408.
However, there may be certain instances where the di-
rections to products section 412 can provide better spe-
cific directions that help the customer avoid closed aisles,
spilled products, or any other real-time hazards/obsta-
cles on premises 304.
[0057] The agent video display 416 may allow real-
time video of a contact center agent servicing the contact
to be viewed on the mobile kiosk 308. This allows the
customer service agent to be viewed as well as heard by
either the customer or the on-premises customer service
agent assisting the customer. The agent video display
416 may prove particularly useful in situations where the
customer is hearing impaired and is interacting with a
customer service agent via sign-language or printed
means. Similarly, if the on-premises customer service
agent is assisting a hearing-impaired customer that can
only communicate using sign-language, then the cus-
tomer service agent may initiate a contact via the mobile
kiosk 308 and the off-site customer service agent that
communicates using sign-language may view the cus-
tomer via the video surveillance 332 (which could be a
video camera provided on the on-premises customer
service agent) and then the customer service agent could
communicate directly back to the customer via the mobile
kiosk 308 being carried by the on-premises customer
service agent.
[0058] In an alternative embodiment, if the customer
is hearing impaired but is capable of reading lips, then
the specialized customer service agent may still view the
customer speaking sign-language via the video surveil-
lance 332 and then provide instructions to the on-premis-
es customer service agent to respond to the customer.
The on-premises customer service agent may then
speak in a normal fashion and the customer can read
his/her lips.
[0059] The available coupons 432 and customer sur-
vey 428 areas may be utilized to solicit and collect cus-
tomer feedback while the customer is shopping or check-
ing out via the mobile kiosk 308. More particularly, the
available coupons section 432 may display to the cus-
tomer what types of coupons may be available to the
customer if they participate in the survey shown in the
customer survey area 428. This real-time incentive and
feedback may help to solicit more feedback and improve
the operations of the premises 304 as well as the cus-
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tomer service system 300. It may also be possible to
track coupons that have already been disseminated to
the customer via email, regular mail, or other coupon
distribution channels. These coupons may be registered
and associated with the customer then stored in the avail-
able coupons section 432. This way, when the customer
goes to purchase items from the premises 304, the cou-
pons that have already been received by the customer
can be recalled via the mobile kiosk 308 and applied to-
ward the current purchase.
[0060] With reference to Fig. 5, an exemplary data
structure 500 will be described in accordance with at least
some embodiments of the present invention. The data
structure 500 may include a contact ID field 504, a queue
position field 508, a skill-requirement(s) field 512, a
premises flag field 516, a location field 520, and a cus-
tomer history field 524. The data structure 500 may also
include additional fields that are populated with data from
the premises database 340, enterprise database 348,
and/or vendor database 352.
[0061] The contact ID field 504 may provide a unique
identification for the contact. For example, the contact ID
field 504 may. The contact ID field 504 may also indicate
whether the contact is from a preferred customer, a pre-
ferred premises 304, or the like.
[0062] The queue position field 508 may indicate either
the current queue position of the contact or the required
beginning queue position of the contact. The required
beginning queue position of the contact may vary de-
pending upon whether the contact contains a premises
flag. Additionally, the queue position field 508 may pro-
vide an indication of the queue in which the contact
should be or is actually placed.
[0063] The skill-requirement(s) field 512 may indicate
the particular skill requirements that are needed by a con-
tact center agent to service the contact. In other words,
the skill-requirement(s) field 512 may indicate the nature
of the contact and whether the customer has any special
needs (e.g., language needs, product information needs,
credit information needs, etc.). The skill-requirement(s)
field 512 may also help to determine in what queue the
contact is placed (i.e., what agent will be allowed to serv-
ice the contact).
[0064] The premises flag field 516 may comprise the
indicator of whether the contact has been assigned a
premises flag or not. In accordance with one embodiment
of the present invention, the premises flag field 516 may
comprise an indicator bit whose value represents wheth-
er the contact has been assigned a premises flag. The
value of the field may be assigned 1 if the contact has
been tagged with a premises flag and 0 if not. Of course,
an opposite logic representation could be adopted
whereby the field is given a 0 value if the contact has
been tagged with a premises flag and 1 if not.
[0065] The location field 520 may comprise both his-
torical and current location information for the mobile ki-
osk 308 that has initiated the contact. The location field
520 may also contain information related to certain real-

time obstacles on premises 304. The location information
in the location field 520 may be used to help the customer
reach certain points of interest and/or products in the
premises 304.
[0066] The customer identification field 522 contains
information on who the customer is, including the cus-
tomer’s name and any other pertinent customer identifi-
cation information such as the customer’s telephone
number and membership information. For example, the
customer identification field 522 may represent the iden-
tity of the customer or the on-premises agent that initiated
the contact. The customer history field 524 contains in-
formation retrieved from the enterprise 348 and/or
premises 340 databases. The customer history field 524
may be utilized by the contact center agent to help cus-
tomize and personalize how contacts are serviced. Al-
ternatively, the information from the customer history field
524 may be made available to on-premises customer
service agents to help them more efficiently and com-
pletely assist customers on premises 304.
[0067] Fig. 6 depicts a customer service method in ac-
cordance with at least some embodiments of the present
invention. The method is initiated when the presence of
a customer is detected on a premises 304 (step 604).
The detection of a customer may occur in a number of
different ways. In one embodiment, the customer may
be carrying a communication device that can also double
as a mobile kiosk 308 (e.g., a cellular phone, PDA, wire-
less email retrieval device, etc.). The presence of the
mobile kiosk 308 on premises 304 may be detected, for
example, via the tracking device 320. The customer’s
presence may also be detected by having the customer
sign in or otherwise register with the mobile kiosk 308.
Still another way that the customer’s presence can be
detected is by receiving a call from the customer at a
number dedicated to premises-based contacts. Yet an-
other way that the customer’s presence may be detected
is by having an on-premises customer service agent or
some other employee physically identify that a customer
has entered the premises 304 and register such informa-
tion with a mobile kiosk 308.
[0068] After detecting the presence of a customer on
premises 304, the method continues by generating a con-
tact for the customer and sending the contact to the con-
tact center 100, 344 (step 608). It may not be necessary,
however, for all customers to require interaction with the
contact center. To accommodate such a situation, it may
be possible to just place a contact in a queue for service
if some service were requested, e.g., the customer indi-
cated some question or need for service. The contact is
generally generated by the mobile kiosk 308 and the mo-
bile kiosk 308 may be carried either by the customer or
by an on-premises customer service agent. When the
contact is received in the contact center 100, 344 it is
placed in a contact queue 208 (step 612). The queue in
which the contact is initially placed may correspond to a
general intake queue.
[0069] A means for conferencing the customer with a
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contact center agent and a present customer service rep-
resentative may also be provided, along with being able
to transfer the contact center agent from the customer
mobile kiosk to the present contact center representative.
More specifically, there may be a situation where the
present customer service representative can understand
the "language" of the contact center representative and
be of more assistance to the customer than the contact
center agent talking directly to the customer. For exam-
ple, maybe the customer is not familiar with "mechanic"
speak and doesn’t know the right terminology for the cus-
tomer to communicate her needs to a contact center
agent. The present customer service representative can
take the contact from the customer and interact with the
contact center agent, providing translation service to the
customer.
[0070] In accordance with at least some embodiments
of the present invention, it may also be possible to con-
ference the contact center agent with both the present
contact service representative and the customer. This
may be accomplished in number of ways. For example,
the mobile device may be automatically put on speaker-
phone. Alternatively, a conference between the commu-
nication devices of the contact center agent, customer,
and local customer service representative may be estab-
lished (i.e., through a conference bridge or the like). A
conference between all parties may be useful to help the
customer via the most appropriate means.
[0071] Once in queue, the contact is analyzed to de-
termine if any customer information is available for the
initiating customer. If customer information is available,
then the customer information is retrieved (step 616).
Customer information may be retrieved from the appro-
priate database (e.g., the enterprise database 352 which
may contain customer history information). Alternatively,
or in addition, customer information may be retrieved as
a part of the initial contact intake. For example, the IVR
122 may query the customer for certain information (e.g.,
nature of the contact, questions to be answered, etc.)
that can be used to help service the customer.
[0072] Upon retrieving the customer information, the
method continues by determining whether the contact
has been tagged with a premises tag (step 620). This
analysis may be performed by the agent and contact se-
lector 220 if the premises service module 232 tagged the
contact with the premises tag. Alternatively, the analysis
may be performed by the premises service module 232
if the contact was tagged as a premises-based contact
before it entered the contact center 100, 344. If the con-
tact includes a premises tag, then the contact is re-
queued with a premises priority (step 624). The re-queu-
ing of the contact may comprise placing the contact at a
higher queue position in a queue that it was previously
placed (e.g., a queue corresponding to the skill-require-
ments of the queue). Alternatively, the re-queuing may
comprise placing the contact in a different queue that is
dedicated to premises-based contacts.
[0073] Thereafter, or in the event that the contact does

not include a premises tag, the method continues by con-
necting the contact with the appropriate contact center
agent (step 628). The contact center agent is typically
chosen based on a match between the agent’s skills and
the skill requirements of the contact. The chosen agent
may be located in the contact center 100, 344. Alterna-
tively, the chosen agent may be located at the same or
at a different premises 304 from where the mobile kiosk
308 is located.
[0074] Once the contact center agent is connected with
the contact, the method continues by determining wheth-
er the mobile kiosk 308 is being carried by the customer
(step 632). This determination will affect the way in which
the contact is serviced. In the event that the mobile kiosk
308 is being carried by the customer, then the contact
center agent services the customer directly via the con-
tact (step 640). If, on the other hand, an on-premises
customer service agent is carrying the mobile kiosk 308,
then the contact center agent provides the on-premises
customer service agent with instructions and information
that help the on-premises customer service agent prop-
erly provide service to the customer (step 636).
[0075] There are a number of different ways in which
a customer is serviced either directly or indirectly through
a mobile kiosk 308 that is connected with a contact center
100, 344 and contact center agent. In one example of
directly servicing a customer-initiated contact, once the
business recognizes that a customer has entered the
premises 304, a greeting may be sent to the customer’s
communication device. Upon confirming that the custom-
er is interruptible and wants assistance, a greeting can
request the purpose of the customer’s visit (e.g., does
the customer need to make a return, is the customer look-
ing for a specific item, etc.). Advantageously, the same
dialogue used for a call or Internet interaction/contact
can be used with the mobile kiosk 308 interaction. Plus,
while on-premises, the mobile kiosk 308 (i.e., the cus-
tomer’s personal communication device) may be used
to help lead the customer where he/she needs to be (e.g.,
to the return center, directions to a specific aisle, or di-
rected to an appropriate and available customer service
associate).
[0076] The contact center agent can know the history
of the customer. For instance, the contact center agent
can quickly retrieve the customer’s purchase history from
the enterprise database 348 and determine if a recently
purchased lawnmower needs to have a tune up. If so,
the contact center agent or the IVR 122 can recommend
to the customer via the mobile kiosk 308 the supplies
needed for a tune-up. The customer can even be directed
to the location within the store to find the supplies. The
customer may also be asked if they would like a mainte-
nance agreement if the warranty is about to expire. This
particular part of the customer interaction can be handled
relatively easily by an automated contact center resource
without requiring the assistance of a human in the store
or a live contact center agent.
[0077] The customer may also desire to start a project,
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such as a paint project. The customer’s contact may be
connected to a paint subject matter expert via the contact
center 100, 344 and the customer may be provided with
supply recommendations. A list of the supplies may also
be displayed to the customer via the mobile kiosk 308,
thereby allowing the customer to check-off the unwanted
or retrieved supplies. The customer may even be provid-
ed with information about brands and types of paint to
help guide the customer’s purchase. The customer may
also be provided with information regarding current sales
in progress (e.g., the customer may receive a message
via the mobile kiosk 308 that brand X of paint is on sale
for only $xx.xx per gallon). Additionally, the mobile kiosk
308 may integrate with an enterprise Customer Relation-
ship Management (CRM) application to know whether or
not the customer has been recently sent a coupon. If so,
a message may be sent to the mobile kiosk 308, either
automatically or from the contact center agent, reminding
the customer of the coupon and which product(s) it ap-
plies to. The mobile kiosk 308 may also keep track of the
coupon information so that an "electronic" coupon can
be applied at the register without the customer having to
physically have the coupon (assuming that the coupon
has not already been used).
[0078] Another advantage provided by the mobile ki-
osk 308 is that the business can queue the customer
without the customer physically waiting in line. When the
customer’s turn is up (i.e., they are the next person in
line), a notification can be sent to the customer via the
mobile kiosk 308. As an example, the customer may in-
dicate a need for a return. The customer can, however,
go shop while waiting for a customer service represent-
ative to become available to handle the return. In fact,
the customer could go shop for a replacement product
while being queued for the return. The history of the cus-
tomer could be used to narrow down the possibility of
what is being returned, a list of which could then be pre-
sented to the customer on their mobile kiosk 308. The
customer could identify on the mobile kiosk 308 which
item(s) are being returned without actually requiring the
customer to enter the return line. Once the customer con-
tact gets to the head of the line, the premises-based cus-
tomer service agent could process the return and a copy
of the receipt could be waiting at the customer service
desk by the time the customer is contacted to proceed
to the customer service desk.
[0079] In another example of directly servicing a cus-
tomer-initiated contact, visually-impaired customers may
be directly serviced if they are carrying a mobile kiosk
308. In accordance with one embodiment, the enterprise
would recognize that a visually-impaired person has ar-
rived on premises 304 (based on prior registration). The
enterprise would contact the customer’s mobile kiosk 308
(e.g., phone) via voice. The enterprise would prompt the
customer as to her/his needs. Once the needs are iden-
tified, the customer can be directed as to where to go in
the store. This navigation system may be similar to nav-
igation systems in vehicles (e.g., "turn right in 5 feet", and

then 5 feet later "turn right now"). It would be useful for
the enterprise to notify the visually-impaired person of
closed aisles and other obstacles (e.g., "the aisle is tem-
porarily closed for inventory management, please wait
xxx for your safety", where "xxx" could be where the cus-
tomer currently resides, or a location out of the way). A
customer could also be instructed to continue shopping
where the aisle is not closed.
[0080] Once the visually-impaired person was led to
the right place in the store, s/he may be assisted in se-
lecting the desired item. One way of accomplishing this
would be to give shelf information and possibly more in-
formation as to where the item is stocked. The customer
could then scan the UPC of the product with their mobile
kiosk 308 or some other readily available scanning mech-
anism to verify the visually-impaired person has selected
the desired item.
[0081] As can be appreciated, the mobile kiosk 308
may also be provided on the cart that provides the "nav-
igation system," meaning that the cart knows where it is
in the store and possibly where the aisles are closed.
The voice portion would be with a remote agent or content
analysis software. If the mobile kiosk 308 were mounted
to the carts, then the carts could know the position of
other carts so that a visually-impaired person can be di-
rected around other carts, directed to check out, as well
as directed to the end of a line without running into an-
other cart and/or people. In accordance with at least
some embodiments of the present invention, the cart
could be a pull behind cart and the navigation system
would adjust to the fact that the user is one step ahead
of the cart. Additional provisions can be made to ensure
a capable person is pushing the cart and asking for as-
sistance. Proximity to the cart may also be an important
consideration when providing automated navigation as-
sistance.
[0082] In yet another example of directly assisting a
customer, there can be content analysis software at the
contact center 100, 344 that identifies keywords and pro-
vides generic answers to inquiries. For instance, if the
customer submits an inquiry regarding the location of hu-
midifier filters on premises 304, the contact center soft-
ware may provide a general map to the customer indi-
cating the location of humidifier filters. In one example of
indirectly assisting a customer, a retail associate with a
mobile kiosk 308, preferably equipped with a wireless
headset, may be allowed to access a subject matter ex-
pert (via the contact center 100, 344) by pressing a button
to request assistance. The mobile kiosk 308 would place
a call to the appropriate pool of expert resources at a
contact center 100, 344, based on the location of the
worker in the business. In other words, a skill requirement
for the contact may be determined based upon the known
location of the mobile kiosk 308. For example, if the retail
associate is in the printer aisle, the assistance call would
be placed to a group of experts in printer and scanner
technology. The subject matter experts would have ac-
cess to knowledge bases about the products, information
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on quantities and exact location on premises 304, they
may be able to see and hear the customer and retail
associate using video and microphones. Subject matter
experts could be put on speakerphones to join the con-
versation.
[0083] In accordance with at least some embodiments
of the present invention, the mobile kiosk 308 being car-
ried by the retail associate may initiate a contact that is
put in a contact center queue and the associate’s location
relative to the type of merchandise at that location may
be determined. This location information may be coupled
with existing contact center capabilities to find contact
center agents based on sets of criteria, such as expertise
in particular areas. When the associate initiates a call for
assistance, the location information determines the ex-
perts to whom the call is routed. Standard contact center
capabilities then are used to process the call, including
re-routing to backup groups if the wait time is too long
for the primary experts requested.
[0084] The information about location could also be
coupled with resident expert capabilities, whereby ex-
perts who are not agents signal their presence and avail-
ability to handle contacts. These resident experts have
responsibilities other than answering inquiries, but may
be interruptible to handle such calls or other contacts
requesting assistance.
[0085] Hence, for the hearing-impaired, an associate
knowledgeable in sign language could be contacted by
the retail associate to help in translation. If there is a
camera on the mobile kiosk 308 of an unskilled worker
(i.e., unskilled in the art of sign language communication),
then streaming video can be sent from the camera to
send/receive visual information back to the call center
agent knowledgeable in sign language. The combination
of the call center agent with the correct product/language
expertise and the unskilled worker to help with the cus-
tomer’s physical limitations should quickly resolve the
customer’s needs. Thus, an on-premises associate
knowledgeable in sign language is not required to facil-
itate communications with the hearing-impaired custom-
er. The user interface 312 (e.g., a video screen) of the
mobile kiosk 308 may be used as a visual mechanism to
render the response from the contact center agent visible
to the customer. The use of streaming video to/from the
mobile kiosk 308 may allow a seamless conversation to
be supported between the customer and the contact
center agent.
[0086] Referring now to Fig. 7, a more detailed cus-
tomer interaction method will be described in accordance
with at least some embodiments of the present invention.
The method begins by providing the customer with a que-
ry (step 704). The query may be provided to customers
any time they are on premises 304, however, it may be
particularly advantageous to query customers after they
have picked up all of their items and are waiting to check
out. The query provided to the customer may be auto-
matically provided by the IVR 122 or some other auto-
mated message generating agent. Alternatively, the que-

ry may be provided by a contact center agent. Exemplary
queries that may be provided to customers include asking
whether they found everything they needed and if they
did not, why not. After the query has been provided, the
customer service system waits for a customer response
(step 708).
[0087] Once it is determined that a response has been
received from the customer (step 712), the method con-
tinues by registering the response results (step 716). As
one example, the customer could provide an audio re-
sponse to the IVR 122, which is recorded and made avail-
able to store management. The feedback may also be
maintained in the enterprise database 348 and/or premis-
es database 340 for future reference. The mobile kiosk
308 may even prompt the customer for a voice recording
of any issues, positive or negative, encountered during
the shopping experience. This can include feedback on
inventory, ease of finding items, ease of mobile kiosk 308
use, selection, and any associate contact. It can then be
up to the store to follow up on customer feedback.
[0088] Based on the customer’s response, additional
customer feedback (e.g., a second query or second mes-
sage) may be identified for transmission to the customer
(step 720). The customer feedback may include a re-
quest to visit again or some other general departure mes-
sage. Alternatively, or in addition, the feedback may in-
clude a coupon for use in the customer’s current pur-
chase or for use in a future purchase. Accordingly, in step
724, it is determined whether the customer feedback in-
cludes a coupon. In accordance with at least one em-
bodiment of the present invention, this determination may
be affirmatively made if it is determined that the customer
has waited for an exceptionally long time in the checkout
line. This determination may also be affirmatively made
based on the types of products that have been picked up
by the customer.
[0089] If the feedback is determined to include a cou-
pon, the method continues by generating coupon infor-
mation (e.g., what products the coupon is good for, how
long until the coupon expires, and other terms/conditions
of redemption) (step 728). Thereafter, the coupon is in-
cluded in the feedback message that is to be provided
to the customer’s mobile kiosk 308 (step 732). After the
coupon has been incorporated in the customer feedback,
if it is to be incorporated at all, the method continues by
providing the feedback to the customer (step 736).
[0090] In one specific implementation, upon entering
a check-out line, the mobile kiosk 308 could be used as
a vehicle to conduct a customer feedback survey. The
customer could identify certain items that are going to be
purchased or the system could identify potential items
that were of interest to the user based upon detecting
the movement of the user in the premises 304 (e.g., an
interest in a particular item or type of items may be in-
ferred if the customer was detected at a particular location
on premises 304 for an extended period of time). Based
on such information the customer may be provided with
a chance to participate in a customer feedback survey
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and if the customer finishes the survey he or she may be
provided with a coupon that is immediately redeemable
for their current purchase. The customer could fill out the
survey and then receive a discount on their total purchase
or a discount for particular items that are purchased. The
survey may be related to a particular product or to the
overall shopping experience and the nature of the coupon
may vary depending upon the nature of the survey. For
instance, a general survey may correspond to the gen-
eration and granting of a general coupon redeemable
only at the premises 304, whereas a product-specific sur-
vey may correspond to the generation and granting of a
product-specific coupon that is redeemable only for a
specific product but at any premises 304 that carries such
product. Also, based on the results of the survey, the
customer may be provided with the opportunity to speak
directly with a manager (via face-to-face, voice, video,
etc.) to personally express any accolades or frustrations
that the customer has based on his/her experience. This
may help the customer feel more like his/her input is being
considered, further enhancing the shopping experience.
[0091] A customer survey may alternatively be provid-
ed after the customer has left the store. Upon leaving the
store, the mobile kiosk 308 could be used to provide a
survey to the customer to determine the customer’s sat-
isfaction with the experience. The generation of the sur-
vey may vary depending upon the customer’s registered
survey preferences (e.g., no preference, prefers no sur-
veys, survey each visit, randomly administer survey, cir-
cumstantially administer survey, etc.). If the customer is
determined to be leaving the premises 304 without a pur-
chase, further inquiries could be made to find out why
there wasn’t a purchase (e.g., lack of inventory or price).
Another question could be whether the customer is con-
tinuing to shop elsewhere. Depending upon the situation,
the business could set up an automatic notification to the
customer when the desired item is in stock. Alternatively,
the item could be sent to the customer from a warehouse
upon the customer accepting the charges for the item
and shipping. The use of a post-shopping survey may be
advantageous because the customer is allowed to com-
plete the survey at a more convenient time. A minimal
survey can include whether the customer wants to com-
plete a detailed survey at a given point in time. Another
use of a product survey would be upon entry to the store.
If the system knew that a particular customer purchased
a lawmower last month, a survey could be sent to the
customer asking about the customer’s satisfaction with
the recent purchase.
[0092] Fig. 8 depicts an exemplary language accom-
modation method in accordance with at least some em-
bodiments of the present invention. The method is initi-
ated when language requirements are retrieved for the
contact (step 804). These requirements may be retrieved
directly from the mobile kiosk 308 and included in the
initial contact information or may be retrieved from the
customer via a query/response exchange with the con-
tact center 100, 344. After the customer’s language re-

quirements have been determined, the method contin-
ues by selecting the appropriately skilled contact center
agent (step 808). This agent may be located at the con-
tact center 100, 344, at different premises 304 than the
one where the customer is located, or on the same
premises 304 as the customer.
[0093] Thereafter, it is determined whether the mobile
kiosk 308 is being carried by the customer or by an on-
premises customer service agent (step 812). If a custom-
er service agent is carrying the mobile kiosk 308, the
selected contact center agent may act as a translator
between the customer and the on-premises customer
service agent (step 816). Alternatively, if the mobile kiosk
308 is carried by the customer, or the on-premises cus-
tomer service agent gives her mobile kiosk 308 to the
customer, then the contact center agent may directly
service the customer contact by communicating with the
customer via the user interface 312 (step 820).
[0094] It should be appreciated that embodiments of
the present invention may be utilized by retailers, restau-
rants, hotels, tourist attractions, or as a new niche for a
service provider (e.g., AAA). Examples of where this
could be used include a retailer that wants to reduce the
cost of associates by encouraging self-service while on-
premises. A hotel may offer a service to check-in while
you wait in line so your room key(s) are available as soon
as you reach the desk. Tourist attractions, such as Disney
World, can provide users with wait times for rides based
on user preferences and guide users to the shortest line.
Alternatively, tourist attractions may virtually queue vis-
itors in line and notify them when it is almost their turn to
ride the ride. Service providers could register customers
so that they are known business partners. This would
allow customers to get preferred rates whenever they are
onsite at a business partner’s location. The service pro-
vider could also provide their business partners with the
customer’s preferences, special needs, and so on with-
out ever bothering the customer. For instance, AAA may
know that a particular customer lives in Denver, CO.
When that particular customer enters a tire store (assum-
ing the tire store is a AAA business partner) in another
state, then the tire store can be notified (via the AAA
service in this example) that the customer is traveling
and may need an emergency repair. This would allow
the tire store to prioritize the customer’s needs accord-
ingly. Additionally, the customer could utilize the mobile
kiosk 308 to identify his needs even while waiting in line
at the store. The tire store could then utilize the mobile
kiosk 308 to notify the customer when the service is done
on the vehicle.
[0095] While the above-described flowcharts have
been discussed in relation to a particular sequence of
events, it should be appreciated that changes to this se-
quence can occur without materially affecting the oper-
ation of the invention. Additionally, the exact sequence
of events need not occur as set forth in the exemplary
embodiments. The exemplary techniques illustrated
herein are not limited to the specifically illustrated em-
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bodiments but can also be utilized with the other exem-
plary embodiments and each described feature is indi-
vidually and separately claimable.
[0096] The systems, methods and protocols of this in-
vention can be implemented on a special-purpose com-
puter in addition to or in place of the described commu-
nication equipment, a programmed microprocessor or
microcontroller and peripheral integrated circuit ele-
ment(s), an ASIC or other integrated circuit, a digital sig-
nal processor, a hard-wired electronic or logic circuit such
as discrete element circuit, a programmable logic device
such as PLD, PLA, FPGA, PAL, a communications de-
vice, such as a server, personal computer, any compa-
rable means, or the like. In general, any device capable
of implementing a state machine that is in turn capable
of implementing the methodology illustrated herein can
be used to implement the various communication meth-
ods, protocols and techniques according to this invention.
[0097] Furthermore, the disclosed methods may be
readily implemented in software using procedural or ob-
ject-oriented software development environments that
provide portable source code that can be used on a va-
riety of computer or workstation platforms. Alternatively,
the disclosed system may be implemented partially or
fully in hardware using standard logic circuits or VLSI
design. Whether software or hardware is used to imple-
ment the systems in accordance with this invention is
dependent on the speed and/or efficiency requirements
of the system, the particular function, and the particular
software or hardware systems or microprocessor or mi-
crocomputer systems being utilized. The analysis sys-
tems, methods and protocols illustrated herein can be
readily implemented in hardware and/or software using
any known or later developed systems or structures, de-
vices and/or software by those of ordinary skill in the ap-
plicable art from the functional description provided here-
in and with a general basic knowledge of the communi-
cation arts.
[0098] Moreover, the disclosed methods may be read-
ily implemented in software that can be stored on a stor-
age medium, executed on a programmed general-pur-
pose computer with the cooperation of a controller and
memory, a special-purpose computer, a microprocessor,
or the like. In these instances, the systems and methods
of this invention can be implemented as program embed-
ded on personal computer such as an applet, JAVA® or
CGI script, as a resource residing on a server or computer
workstation, as a routine embedded in a dedicated com-
munication system or system component, or the like. The
system can also be implemented by physically incorpo-
rating the system and/or method into a software and/or
hardware system, such as the hardware and software
systems of a communications device or system.
[0099] It is therefore apparent that there has been pro-
vided, in accordance with the present invention, systems,
apparatuses and methods for efficiently routing contacts
in a contact center architecture. While this invention has
been described in conjunction with a number of embod-

iments, it is evident that many alternatives, modifications
and variations would be or are apparent to those of or-
dinary skill in the applicable arts.

Claims

1. A contact center, comprising:

a plurality of network interfaces that enable the
contact center to receive and service contacts
from a plurality of premises;
a microprocessor; and
computer memory comprising instructions that
are executable by the microprocessor, the in-
structions, when executed by the microproces-
sor, enabling the contact center to:

receive a contact at a network interface of
the multiple network interfaces;
analyze the contact to determine whether
the contact includes a premises tag that
identifies the contact as originating from a
first premises in the plurality of premises as
opposed to originating from a second
premises in the plurality of premises;
determine that the contact comprises the
premises tag that identifies the contact as
originating from the first premises as op-
posed to the second premises; and
in response to determining that the contact
comprises the premises tag, facilitate es-
tablishment of a communication session be-
tween a contact center agent and a person
carrying a mobile kiosk with preferential
treatment as compared to if the contact
lacked the premises tag.

2. The contact center of claim 1, wherein the preferen-
tial treatment comprises re-queuing a contact for the
person within the contact center.

3. The contact center of claim 2, wherein re-queuing
the contact comprises moving the contact from an
initial queue position to a queue position that will be
serviced prior to the initial queue position.

4. The contact center of claim 2, wherein re-queuing
the contact comprises moving the contact from an
first assigned queue to a different queue.

5. The contact center of claims 1, 2, 3, or 4, wherein
the first premises tag indicates that the person is
located at the first premises and further identifies the
person’s location within the first premises.

6. The contact center of claim 5, wherein the instruc-
tions, when executed by the microprocessor, further
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enable the contact center to:

determine the person’s location within the first
premises; and
generate a display of the person’s location on a
premises map to be provided via a user interface
of the mobile kiosk.

7. The contact center of claim 5, wherein the instruc-
tions, when executed by the microprocessor, further
enable the contact center to:

determine the person’s location within the first
premises; and
determine a skill requirement based on the per-
son’s location.

8. The contact center of claim 5, wherein the instruc-
tions, when executed by the microprocessor, further
enable the contact center to:

determine the person’s location within the first
premises; and
provide directions for the person to a location of
interest on the first premises, wherein the direc-
tions are provided via a user interface of the mo-
bile kiosk.

9. A server, comprising:

a microprocessor; and
computer memory comprising instructions that
are executable by the microprocessor, the in-
structions, when executed by the microproces-
sor, enabling the server to:

receive a contact;
analyze the contact to determine whether
the contact includes a premises tag that
identifies the contact as originating from a
first premises in the plurality of premises as
opposed to originating from a second
premises in the plurality of premises;
determine that the contact comprises the
premises tag that identifies the contact as
originating from the first premises as op-
posed to the second premises; and
in response to determining that the contact
comprises the premises tag, facilitate es-
tablishment of a communication session be-
tween a contact center agent and a person
carrying a mobile kiosk with preferential
treatment as compared to if the contact
lacked the premises tag.

10. A method of operating a contact center, comprising:

receiving a contact at a network interface of the

contact center, wherein the contact center com-
prises multiple network interfaces that enable
the contact center to receive and service con-
tacts from a plurality of premises;
analyzing the contact to determine whether the
contact includes a premises tag that identifies
the contact as originating from a first premises
in the plurality of premises as opposed to origi-
nating from a second premises in the plurality
of premises;
determining that the contact comprises the
premises tag that identifies the contact as orig-
inating from the first premises as opposed to the
second premises; and
in response to determining that the contact com-
prises the premises tag, establishing a commu-
nication session between a contact center agent
and a person carrying the mobile kiosk on an
expedited basis as compared to if the contact
lacked the premises tag.

Patentansprüche

1. Kontakt-Center, umfassend:

eine Mehrzahl von Netzschnittstellen, die es
dem Kontakt-Center erlauben, von einer Mehr-
zahl von Orten aus Kontakte zu empfangen und
zu bedienen;
einen Mikroprozessor; und
Computer-Speicher, umfassend vom Mikropro-
zessor ausführbare Befehle, wobei die Befehle,
wenn sie vom Mikroprozessor ausgeführt wer-
den, dem Kontakt-Center erlauben,
einen Kontakt an einer Netzschnittstelle aus der
Mehrzahl von Netzschnittstellen zu empfangen;
den Kontakt zu analysieren, um zu ermitteln, ob
der Kontakt ein Ortskennzeichen aufweist, das
den Kontakt als einen Kontakt identifiziert, der
von einem ersten Ort aus der Mehrzahl von Or-
ten stammt, im Gegensatz zu einem Kontakt,
der von einem zweiten Ort aus der Mehrzahl von
Orten stammt;
zu ermitteln, dass der Kontakt dasjenige Orts-
kennzeichen umfasst, das den Kontakt als einen
Kontakt identifiziert, der von dem ersten Ort aus
der Mehrzahl von Orten stammt, im Gegensatz
zu einem Kontakt, der von dem zweiten Ort aus
der Mehrzahl von Orten stammt; und
als Reaktion auf die Ermittlung, dass der Kontakt
das Ortskennzeichen umfasst, mit bevorzugter
Behandlung die Einrichtung einer Kommunika-
tionssitzung zwischen einem Kontakt-Center-
Agenten und einer Person, die einen mobilen
Kiosk trägt, zu ermöglichen, im Gegensatz da-
zu, dass der Kontakt das Ortskennzeichen nicht
besitzt.
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2. Kontakt-Center gemäß Anspruch 1, wobei die be-
vorzugte Behandlung umfasst, dass ein Kontakt für
die Person im Kontakt-Center erneut in die Warte-
schlange gestellt wird.

3. Kontakt-Center gemäß Anspruch 2, wobei das er-
neute Stellen des Kontakts in die Warteschlange um-
fasst, dass der Kontakt von einer ursprünglichen
Warteschlangenposition an eine Warteschlangen-
position bewegt wird, die früher als die ursprüngliche
Warteschlangenposition bedient wird.

4. Kontakt-Center gemäß Anspruch 2, wobei das er-
neute Stellen des Kontakts in die Warteschlange um-
fasst, dass der Kontakt von einer ursprünglich zuge-
wiesenen Warteschlange zu einer anderen Warte-
schlange bewegt wird.

5. Kontakt-Center gemäß den Ansprüchen 1, 2, 3 oder
4, wobei das erste Ortskennzeichen angibt, dass
sich die Person an dem ersten Ort befindet, und au-
ßerdem die Stelle der Person innerhalb des ersten
Ortes erkennt.

6. Kontakt-Center gemäß Anspruch 5, wobei die Be-
fehle, wenn sie vom Mikroprozessor ausgeführt wer-
den, dem Kontakt-Center ferner erlauben, die Stelle
der Person innerhalb des ersten Ortes zu ermitteln;
und
eine Darstellung der Stelle der Person auf einer über
eine Nutzerschnittstelle des mobilen Kiosks geliefer-
ten Ortskarte zu erzeugen.

7. Kontakt-Center gemäß Anspruch 5, wobei die Be-
fehle, wenn sie vom Mikroprozessor ausgeführt wer-
den, dem Kontakt-Center ferner erlauben, die Stelle
der Person innerhalb des ersten Ortes zu ermitteln;
und
anhand der Stelle der Person ein Eignungserforder-
nis zu ermitteln.

8. Kontakt-Center gemäß Anspruch 5, wobei die Be-
fehle, wenn sie vom Mikroprozessor ausgeführt wer-
den, dem Kontakt-Center ferner erlauben, die Stelle
der Person innerhalb des ersten Ortes zu ermitteln;
und
Anweisungen zur Leitung der Person zu einer Stelle
von Interesse am ersten Ort zu liefern, wobei die
Anweisungen über eine Nutzerschnittstelle des mo-
bilen Kiosks geliefert werden.

9. Server, umfassend:

einen Mikroprozessor; und
Computer-Speicher, umfassend vom Mikropro-
zessor ausführbare Befehle, wobei die Befehle,
wenn sie vom Mikroprozessor ausgeführt wer-
den, dem Server erlauben,

einen Kontakt zu empfangen;
den Kontakt zu analysieren, um zu ermitteln, ob
der Kontakt ein Ortskennzeichen aufweist, das
den Kontakt als einen Kontakt erkennt, der von
einem ersten Ort aus der Mehrzahl von Orten
stammt, im Gegensatz zu einem Kontakt, der
von einem zweiten Ort aus der Mehrzahl von
Orten stammt;
zu ermitteln, dass der Kontakt dasjenige Orts-
kennzeichen umfasst, das den Kontakt als einen
Kontakt erkennt, der von dem ersten Ort, im Ge-
gensatz zu einem Kontakt, der von dem zweiten
Ort stammt; und
als Reaktion auf die Ermittlung, dass der Kontakt
das Ortskennzeichen umfasst, mit bevorzugter
Behandlung die Einrichtung einer Kommunika-
tionssitzung zwischen einem Kontakt-Center-
Agenten und einer Person, die einen mobilen
Kiosk trägt, zu ermöglichen, im Gegensatz da-
zu, dass der Kontakt das Ortskennzeichen nicht
besitzt.

10. Verfahren zum Betrieb eines Kontakt-Centers, um-
fassend:

den Empfang eines Kontakts an einer Netz-
schnittstelle des Kontakt-Centers, wobei das
Kontakt-Center eine Mehrzahl von Netzschnitt-
stellen umfasst, die es dem Kontakt-Center er-
lauben, von einer Mehrzahl von Orten aus Kon-
takte zu empfangen und zu bedienen;
Analyse des Kontakts, um zu ermitteln, ob der
Kontakt ein Ortskennzeichen aufweist, das den
Kontakt als einen Kontakt identifiziert, der von
einem ersten Ort aus der Mehrzahl von Orten
stammt, im Gegensatz zu einem Kontakt, der
von einem zweiten Ort aus der Mehrzahl von
Orten stammt;
Ermittlung, dass der Kontakt dasjenige Orts-
kennzeichen umfasst, das den Kontakt als einen
Kontakt identifiziert, der von dem ersten Ort
stammt, im Gegensatz zu einem Kontakt, der
von dem zweiten Ort stammt; und
als Reaktion auf die Ermittlung, dass der Kontakt
das Ortskennzeichen umfasst, beschleunigte
Einrichtung einer Kommunikationssitzung zwi-
schen einem Kontakt-Center-Agenten und einer
Person, die den mobilen Kiosk trägt, im Gegen-
satz dazu, dass der Kontakt das Ortskennzei-
chen nicht besitzt.

Revendications

1. Centre de contact, comprenant:

une pluralité d’interfaces réseau permettant au
centre de contact de recevoir et de servir des
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contacts provenant d’une pluralité de locaux;
un microprocesseur; et
de la mémoire d’ordinateur, comprenant des
instructions exécutables par le microproces-
seur, les instructions, quand elles sont exécu-
tées par le microprocesseur, permettant au cen-
tre de contact
de recevoir un contact à un interface réseau de
la pluralité d’interfaces réseau;
d’analyser le contact pour déterminer si le con-
tact comprend un identificateur de local qui iden-
tifie le contact comme étant un contact prove-
nant d’un premier local de la pluralité de locaux,
à la différence d’un contact provenant d’un
deuxième local de la pluralité de locaux;
de déterminer que le contact comprend l’identi-
ficateur de local qui identifie le contact comme
étant un contact provenant d’un premier local
de la pluralité de locaux, à la différence d’un con-
tact provenant d’un deuxième local de la plura-
lité de locaux; et
en réponse à la détermination que le contact
comprend l’identificateur de local, de faciliter
l’établissement d’une session de communica-
tion entre un agent du centre de contact et une
personne portant un kiosque mobile avec un
traitement préférentiel, à la différence à ce que
le contact ne possède pas l’identificateur de lo-
cal.

2. Centre de contact selon la revendication 1, le traite-
ment préférentiel comprenant qu’un contact pour la
personne est mise en file d’attente à nouveau dans
le centre de contact.

3. Centre de contact selon la revendication 2, la nou-
velle mise du contact en file d’attente comprenant le
fait que le contact est déplacé d’une position initiale
dans la file d’attente vers une position dans la file
d’attente, qui est servie avant la position initiale dans
la file d’attente.

4. Centre de contact selon la revendication 2, la nou-
velle mise du contact en file d’attente comprenant le
fait que le contact est déplacé d’une file d’attente
initialement assignée vers une autre file d’attente.

5. Centre de contact selon les revendications 1, 2, 3
ou 4, le premier identificateur de local indiquant que
la personne se trouve au premier local et identifiant
de plus la localisation de la personne à l’intérieur du
premier local.

6. Centre de contact selon la revendication 5, les ins-
tructions, quand elles sont exécutées par le micro-
processeur, permettant au centre de contact en
outre: de déterminer la localisation de la personne
à l’intérieur du premier local; et de générer une re-

présentation de la localisation de la personne sur
une carte de local fournie au travers d’un interface
utilisateur du kiosque mobile.

7. Centre de contact selon la revendication 5, les ins-
tructions, quand elles sont exécutées par le micro-
processeur, permettant au centre de contact en
outre: de déterminer la localisation de la personne
à l’intérieur du premier local; et de déterminer, sur
la base de la localisation de la personne, une exi-
gence d’aptitude.

8. Centre de contact selon la revendication 5, les ins-
tructions, quand elles sont exécutées par le micro-
processeur, permettant au centre de contact en
outre: de déterminer la localisation de la personne
à l’intérieur du premier local; et de fournir des ordres
de guidage pour la personne vers une localisation
d’intérêt au premier local, les ordres étant fournis au
travers d’un interface utilisateur du kiosque mobile.

9. Server, comprenant:

un microprocesseur; et
de la mémoire d’ordinateur, comprenant des
instructions exécutables par le microproces-
seur, les instructions, quand elles sont exécu-
tées par le microprocesseur, permettant au cen-
tre de contact
de recevoir un contact;
d’analyser le contact pour déterminer si le con-
tact comprend un identificateur de local qui iden-
tifie le contact comme étant un contact prove-
nant d’un premier local de la pluralité de locaux,
à la différence d’un contact provenant d’un
deuxième local de la pluralité de locaux;
de déterminer que le contact comprend l’identi-
ficateur de local qui identifie le contact comme
étant un contact provenant d’un premier local,
à la différence d’un contact provenant d’un
deuxième local; et
en réponse à la détermination que le contact
comprend l’identificateur de local, de faciliter
l’établissement d’une session de communica-
tion entre un agent du centre de contact et une
personne portant un kiosque mobile avec un
traitement préférentiel, à la différence à ce que
le contact ne possède pas l’identificateur de lo-
cal.

10. Procédé pour exploiter un centre de contact, com-
prenant:

la réception d’un contact à un interface réseau
du centre de contact, le centre de contact com-
prenant une pluralité d’interfaces réseau, per-
mettant au centre de contact de recevoir et de
servir des contacts provenant d’une pluralité de
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locaux;
analyse du contact pour déterminer si le contact
comprend un identificateur de local qui identifie
le contact comme étant un contact provenant
d’un premier local de la pluralité de locaux, à la
différence d’un contact provenant d’un deuxiè-
me local de la pluralité de locaux;
détermination que le contact comprend l’identi-
ficateur de local qui identifie le contact comme
étant un contact provenant d’un premier local,
à la différence d’un contact provenant d’un
deuxième local; et
en réponse à la détermination que le contact
comprend l’identificateur de local, l’établisse-
ment expéditif d’une session de communication
entre un agent du centre de contact et une per-
sonne portant un kiosque mobile, à la différence
à ce que le contact ne possède pas l’identifica-
teur de local.
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