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Description

TECHNICAL FIELD

[0001] The present invention relates to an electrically
operated valve, and more particularly to an electrically
operated valve which can detect a position of a valve
body.

BACKGROUND ART

[0002] It has been known to employ an angle sensor
for detecting a valve opening degree of an electrically
operated valve.
[0003] As a relevant technique, a valve opening degree
detecting device of an electrically operated valve is dis-
closed in patent document 1. The valve opening degree
detecting device described in the patent document 1 is
provided with a magnetic drum in which N poles and S
poles fixed to a rotating shaft are circumferentially mag-
netized in a uniformly divided manner, a magnetic sensor
for detecting an angle of rotation which is provided on a
circumference outside a can facing the N and S poles, a
magnet which is provided in an end portion of the rotating
shaft, a magnetic sensor for detecting a vertical position
which is provided outside the can facing the magnet, and
a valve opening degree computing means which com-
putes a valve opening degree on the basis of detected
values of the magnetic sensor for detecting the angle of
rotation and the magnetic sensor for detecting the vertical
position.
[0004] Further, an electrically operated valve using a
stepping motor is disclosed in patent document 2. The
electrically operated valve described in the patent docu-
ment 2 is provided with a stator, a rotor which is rotation-
ally driven by the stator, a detection rotor which detects
a rotational position of the rotor, and a Hall IC which is
arranged outside the detection rotor. In the electrically
operated valve described in the patent document 2, the
rotational position of the rotor is detected on the basis of
an output signal which is detected by the Hall IC arranged
outside the detection rotor.

CITATION LIST

PATENT LITERATURE

[0005]

PATENT LITERATURE 1: Japanese Unexamined
Patent Application Publication No. 2001-12633
PATENT LITERATURE 2: Japanese Unexamined
Patent Application Publication No. 2014-161152

SUMMARY OF THE INVENTION

TECHNICAL PROBLEM

[0006] In the electrically operated valves described in
the patent documents 1 and 2, the angle of rotation of
the rotating body is detected by the magnetic sensor
which is arranged in a radially outer direction of the ro-
tating body such as the rotor. However, in the case that
the angle of rotation of the rotating body is detected by
the magnetic sensor which is arranged in the radially out-
er direction of the rotating body, it is difficult to precisely
detect the angle of rotation of the rotating body if a lot of
magnetic sensors are not arranged in the radially outer
direction of the rotating body. In the case that a lot of
magnetic sensors are arranged, a cost is increased. Fur-
ther, it is necessary to secure a space for arranging a lot
of magnetic sensors, and there is a risk that a support
mechanism for supporting a lot of magnetic sensors is
complicated. Further, in the case that the magnetic sen-
sor detects the angle of rotation on the basis of increasing
and decreasing of a Hall current, information of the angle
of rotation is lost when an electric power supply is turned
off, and there is a risk that an absolute angle of rotation
of the rotating body is not known when the electric power
supply is again turned on.
[0007] Accordingly, an object of the present invention
is to provide an electrically operated valve which can
more accurately detect a position of a valve body by ac-
curately detecting an angle of rotation of a rotary shaft.

SOLUTION TO PROBLEM

[0008] In order to achieve the object mentioned above,
an electrically operated valve according to the present
invention is provided with a valve shaft, a valve body
which is arranged in a first end portion of the valve shaft,
a rotor member which is rotatable around a rotor rotating
shaft and is movable together with the valve shaft in a
parallel direction to a first direction, a stator member
which applies a turning force to the rotor member, a per-
manent magnet member which turns together with the
rotor member, an angle sensor which is arranged above
the permanent magnet included in the permanent mag-
net member and detects an angle of rotation of the per-
manent magnet, and a guide member which guides a
relative movement of the rotor member or the valve shaft
in relation to the permanent magnet member. The guide
member is movable together with the rotor member in a
parallel direction to the first direction and is rotatable to-
gether with the rotor member. Further, a distance be-
tween the permanent magnet and the angle sensor is
fixed when the permanent magnet member turns.
[0009] The electrically operated valve mentioned
above may be further provided with a case which accom-
modates the rotor member, and a first biasing member
which biases the permanent magnet member in a direc-
tion toward an end wall of the case.
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[0010] In the electrically operated valve mentioned
above, the first biasing member may be arranged be-
tween the permanent magnet member and the rotor
member, or between the permanent magnet member and
the guide member.
[0011] In the electrically operated valve mentioned
above, a bearing member may be arranged between the
case and the permanent magnet member.
[0012] In the electrically operated valve mentioned
above, the guide member may have a second engage-
ment portion which engages with a first engagement por-
tion provided in the permanent magnet member. Further,
the second engagement portion may engage with the
first engagement portion so as to be relatively non-rotat-
able and be relatively movable in the parallel direction to
the first direction.
[0013] The electrically operated valve mentioned
above may be further provided with a second biasing
member which makes the valve shaft and the rotor mem-
ber contact with each other.
[0014] The electrically operated valve mentioned
above may be further provided with a lower base mem-
ber, and a rotor support member which is directly or in-
directly fixed to the lower base member. Further, a first
thread portion of the rotor member and a second thread
portion of the rotor support member may be threadably
mounted each other.
[0015] The guide member mentioned above may be a
second end portion of the valve shaft.

EFFECT OF THE INVENTION

[0016] According to the present invention, it is possible
to provide the electrically operated valve which can more
accurately detect a position of the valve body.

BRIEF DESCRIPTION OF DRAWINGS

[0017]

Fig. 1 is a schematically cross sectional view of an
electrically operated valve according to a first em-
bodiment;
Fig. 2 is a schematically cross sectional view show-
ing an example of an engagement relationship be-
tween a first engagement portion and a second en-
gagement portion;
Fig. 3A is a schematically cross sectional view show-
ing the other example of the engagement relation-
ship between the first engagement portion and the
second engagement portion;
Fig. 3B is a cross sectional view as seen from an
arrow A-A in Fig. 3A;
Fig. 4 is a schematically cross sectional view show-
ing an example of a permanent magnet positioning
mechanism;
Fig. 5 is a schematically enlarged cross sectional
view of a part of the electrically operated valve ac-

cording to the first embodiment;
Fig. 6 is a cross sectional view as seen from an arrow
B-B in Fig. 5;
Fig. 7 is a schematically enlarged cross sectional
view of a part of the electrically operated valve ac-
cording to the first embodiment;
Fig. 8 is a schematically enlarged cross sectional
view of a part of an electrically operated valve ac-
cording to a second embodiment; and
Fig. 9 is a bottom elevational view of a permanent
magnet member.

DESCRIPTION OF EMBODIMENTS

[0018] A description will be given below of an electri-
cally operated valve according to an embodiment with
reference to the accompanying drawings. In the following
description of the embodiment, the same reference nu-
merals will be attached to positions and members having
the same function, and a redundant description of the
positions and the members having the same reference
numerals will be omitted.

(Definition of direction)

[0019] In the present specification, an end portion of a
valve shaft 30 in a side of a valve body 10 is called as a
first end portion 30a, and an end portion of the valve shaft
30 in an opposite side to the valve body is called as a
second end portion 30b. Further, in the present specifi-
cation, "upward direction" is defined as a direction from
the first end portion toward the second end portion.
Therefore, even in the case that the second end portion
is actually below the first end portion, the direction from
the first end portion toward the second end portion is
"upward direction" in the present specification. In the
present specification, an opposite direction to the upward
direction, that is, a direction from the second end portion
toward the first end portion is "downward direction".

(First embodiment)

[0020] A description will be given of an electrically op-
erated valve 1A according to a first embodiment with ref-
erence to Figs. 1 to 4. Fig. 1 is a schematically cross
sectional view of the electrically operated valve 1A ac-
cording to the first embodiment. Fig. 2 is a schematically
cross sectional view showing an example of an engage-
ment relationship between a first engagement portion 71
and a second engagement portion 51. Fig. 3A is a sche-
matically cross sectional view showing the other example
of the engagement relationship between the first engage-
ment portion 71 and the second engagement portion 51.
Fig. 3B is a cross sectional view as seen from an arrow
A-A in Fig. 3A. Fig. 4 is a schematically cross sectional
view showing an example of a permanent magnet posi-
tioning mechanism.
[0021] The electrically operated valve 1A is provided
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with a valve shaft 30, a valve body 10 which is arranged
in a first end portion 30a of the valve shaft, a rotor member
64 which is rotatable around a rotor rotating shaft, a stator
member 62 which applies a turning force to the rotor
member 64, a permanent magnet member 70 which turns
together with the rotor member 64, an angle sensor 80
which detects an angle of rotation of a permanent magnet
72 included in the permanent magnet member 70, and
a guide member 50 which guides a relative movement
of the rotor member 64 in relation to the permanent mag-
net member 70.
[0022] The valve shaft 30 is a member which supports
the valve body 10. The valve shaft 30 has a rod-like
shape.
[0023] The valve body 10 is arranged in a first end por-
tion 30a, that is, a lower end portion of the valve shaft
30. The valve body 10 may be integrally formed in the
valve shaft 30, or the valve body 10 and the valve shaft
30 may be separately provided and be connected to each
other.
[0024] The valve body 10 closes a flow path by coming
into contact with (seating on) a valve seat 21, and opens
the flow path by moving away from the valve seat 21. In
the example described in Fig. 1, the electrically operated
valve 1A is provided with a first flow path 112, and a
second flow path 114. When the valve body 10 and the
valve seat 21 are away from each other, in other words,
when the valve body 10 exists at an upward position, the
fluid flows into a valve chamber VS via the first flow path
112, and the fluid within the valve chamber VS is dis-
charged via the second flow path 114. On the other hand,
when the valve body 10 seats on the valve seat 21, in
other words, when the valve body 10 exists at a down-
ward position, the first flow path 112 and the second flow
path 114 are under a state in which they are not commu-
nicated with each other.
[0025] The rotor member 64 is rotatable around a rotor
rotating shaft. In the example described in Fig. 1, the
rotor rotating shaft coincides with a central axis AX of the
valve shaft 30. The rotor member 64 is movable in a
parallel direction to a first direction. The first direction is
a direction which is parallel to the rotor rotating shaft, for
example, "downward direction" or "upward direction".
[0026] The rotor member 64 is provided with a first
thread portion 640c which is threadably mounted to a
second thread portion 40c provided in the rotor support
member 40. As a result, when the rotor member 64 turns
around the rotor rotating shaft, the rotor member 64 ver-
tically moves in the parallel direction to the first direction.
Further, since the valve shaft 30 and the rotor member
64 are in contact with each other as mentioned later, the
valve shaft 30 vertically moves in the parallel direction to
the first direction when the rotor member 64 vertically
moves in the parallel direction to the first direction.
[0027] The stator member 62 applies a turning force
to the rotor member 64. More specifically, when an elec-
tric current flows in a coil 620 of the stator member 62,
the rotor member 64 turns on the basis of an electromag-

netic action between the coil 620 and the rotor member
64.
[0028] The permanent magnet member 70 includes
the permanent magnet 72, and the permanent magnet
72 includes N poles and S poles in a cross section which
is vertical to the rotor rotating shaft. Further, the perma-
nent magnet member 70 turns around the rotor rotating
shaft together with the rotor member 64. In addition, the
permanent magnet member 70 relatively moves in the
parallel direction to the first direction in relation to the
rotor member 64. More specifically, the rotor member 64
vertically moves in relation to the permanent magnet
member 70 in a state in which the permanent magnet
member 70 is maintained its position in the upward and
downward directions. A guide member 50 mentioned lat-
er guides the relative movement of the rotor member 64
in relation to the permanent magnet member 70.
[0029] The angle sensor 80 is arranged above the per-
manent magnet 72, and detects an angle of rotation
(more specifically, an angle of rotation around the rotor
rotating shaft) of the permanent magnet. The angle sen-
sor 80 is arranged to be away from the rotating body
including the permanent magnet 72 since the angle sen-
sor 80 is a sensor for detecting the angle of rotation of
the permanent magnet 72. The angle sensor 80 includes
a magnetic detection element 82 which detects a mag-
netic flux density. When the permanent magnet 72 turns
around the rotor rotating shaft, the magnetic flux passing
through the magnetic detection element 82 changes. As
mentioned above, the magnetic detection element 82
(the angle sensor 80) detects the angle of rotation of the
permanent magnet 72.
[0030] When the permanent magnet 72 turns around
the rotor rotating shaft, an angle of the magnetic flux
passing through the magnetic detection element 82 ar-
ranged above the permanent magnet 72 continuously
changes. As a result, the magnetic detection element 82
(the angle sensor 80) can continuously detect the angle
of rotation of the permanent magnet 72. In the example
described in Fig. 1, the change of the angle of rotation
of the permanent magnet 72 is in proportion to a posi-
tional change in a direction along the central axis AX of
the valve body 10. As a result, it is possible to calculate
the position of the valve body 10 in the direction along
the central axis AX, that is, an opening degree of the
valve, on the basis of the detection of the angle of rotation
of the permanent magnet 72 by the angle sensor 80. The
electrically operated valve 1A may be provided with a
computing device 91 which converts an angle data output
by the angle sensor 80 into a position data of the valve
body 10 in the direction along the central axis AX, that
is, an opening degree data of the valve. The computing
device may be arranged on the control board 90.
[0031] The guide member 50 is a member which
guides the relative movement of the rotor member 64 in
relation to the permanent magnet member 70. In the ex-
ample described in Fig. 1, the guide member 50 is con-
nected to the rotor member 64.
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[0032] The guide member 50 moves in the parallel di-
rection to the first direction together with the rotor member
64, and turns together with the rotor member 64. As a
result, when the rotor member 64 vertically moves while
turning around the rotor rotating shaft, the guide member
50 also moves vertically while turning around the rotor
rotating shaft. On the contrary, the permanent magnet
member 70 turns together with the guide member 50 and
the rotor member 64, however, does not move in the
upward and downward directions.
[0033] In order to guide the relative movement (the rel-
ative movement in the first direction) of the rotor member
64 in relation to the permanent magnet member 70, the
guide member 50 and the permanent magnet member
70 include a slide mechanism in the example described
in Fig. 1. In the example described in Fig. 1, the slide
mechanism includes a first engagement portion 71 which
is provided in the permanent magnet member 70, and a
second engagement portion 51 which is provided in the
guide member. Further, the first engagement portion 71
provided in the permanent magnet member 70 engages
with the second engagement portion 51 provided in the
guide member 50 so as to be relatively movable in the
parallel direction to the first direction. The engagement
between the first engagement portion 71 and the second
engagement portion 51 is an engagement which is not
relatively rotatable around the rotor rotating shaft.
[0034] In the example described in Fig. 1, the first en-
gagement portion 71 is a hole portion 71c which is pro-
vided in the permanent magnet member 70, and the sec-
ond engagement portion 51 is a convex portion 51c which
can be inserted into the hole portion 71c. The hole portion
71c may be a hole portion in a penetrating mode, or may
be a hole portion in a non-penetrating mode (that is, a
concave portion).
[0035] Alternatively, the first engagement portion 71
provided in the permanent magnet member 70 may be
a convex portion 71d, and the second engagement por-
tion 51 provided in the guide member 50 may be a hole
portion 51d, as shown in Fig. 2. Further alternatively, the
first engagement portion 71 provided in the permanent
magnet member 70 may be a convex portion 71e, and
the second engagement portion 51 provided in the guide
member 50 may be a convex portion 51e, as shown in
Figs. 3A and 3B.
[0036] In the first embodiment, a distance between the
permanent magnet member 70 and the angle sensor 80
is fixed when the permanent magnet member 70 turns
(more specifically, when the permanent magnet member
70 turns around the rotor rotating shaft).
[0037] In the first embodiment, the electrically operat-
ed valve 1A is provided with the guide member 50 which
guides the relative movement of the rotor member 64 in
relation to the permanent magnet member 70, and a dis-
tance between the permanent magnet member 70 and
the angle sensor 80 is fixed when the permanent magnet
member 70 turns. As a result, the change of the magnetic
flux detected by the angle sensor 80 purely depends on

the change of the angle of rotation of the permanent mag-
net member 70. In the case that the distance between
the permanent magnet member 70 and the angle sensor
80 changes, it is necessary to evaluate a signal output
from the angle sensor 80 while taking into consideration
a change (noise) of the magnetic flux associated with the
vertical movement of the permanent magnet member 70.
On the contrary, in the first embodiment, the change
(noise) of the magnetic flux associated with the vertical
movement of the permanent magnet member 70 is not
included in the signal output from the angle sensor 80 in
principle. As a result, the computing device 91 can more
accurately calculate the angle of rotation of the perma-
nent magnet 72 on the basis of the signal which is output
from the angle sensor 80. As a result, the computing de-
vice 91 can more accurately calculate the position of the
valve body 10 in the upward and downward direction
which is in proportion to the angle of rotation of the per-
manent magnet 72.
[0038] In the example described in Fig. 1, the electri-
cally operated valve 1A is provided with a case (for ex-
ample, a can 100) which accommodates the rotor mem-
ber 64, and a first biasing member 56 (for example, a
spring such as a compression spring) which biases the
permanent magnet member 70 in a direction toward an
end wall 102 of the case. As a result, the permanent
magnet member 70 is pressed toward the end wall 102
of the case via a bearing member 77, and the distance
between the permanent magnet member 70 and the an-
gle sensor 80 does not change. In the example described
in Fig. 1, the end wall 102, the bearing member 77 and
the first biasing member 56 may be called as a permanent
magnet positioning member which maintains the dis-
tance between the permanent magnet 72 and the angle
sensor 80.
[0039] Alternatively, the permanent magnet member
70 may be supported by an upper bearing 77a and a
lower bearing 77b so as to be immobile in the upward
and downward direction and be rotatable around the rotor
rotating shaft, as shown in Fig. 4. In this case, the bearing
member 77 (the upper bearing 77a and the lower bearing
77b) may be the permanent magnet positioning member
which maintains the distance between the permanent
magnet 72 and the angle sensor 80. In the example de-
scribed in Fig. 4, the upper bearing 77a is arranged be-
tween the permanent magnet member 70 and the end
wall 102 of the case, and the lower bearing 71b is ar-
ranged between a side wall 104 of the case (the can 100)
and a lower surface of the permanent magnet member
70.
[0040] In the first embodiment, in the case that the elec-
trically operated valve 1A is provided with the first biasing
member 56 which biases the permanent magnet member
70 in the direction toward the end wall 102 of the case,
it is possible to maintain the distance between the per-
manent magnet member 70 and the angle sensor 80 on
the basis of a simple mechanism.
[0041] Further, in the first embodiment, in the case that

7 8 



EP 3 392 538 B1

6

5

10

15

20

25

30

35

40

45

50

55

the bearing member 77 is arranged between the case
and the permanent magnet member 70, the permanent
magnet member 70 smoothly turns in relation to the case.

(Motion of electrically operated valve 1A)

[0042] Subsequently, a description will be given of an
example of a motion of the electrically operated valve 1A
with reference to Fig. 1. In an initial state, it is assumed
that the valve body 10 and the valve seat 21 are away
from each other (more specifically, the position of the
valve body 10 is assumed to be above the position shown
in Fig. 1). In a first step ST1, an electric current flows in
a coil 620 of the stator member 62.
[0043] When the electric current flows in the coil 620,
the rotor member 64 turns on the basis of an electromag-
netic action between the coil 620 and the rotor member
64 (a second step ST2). As mentioned above, the rotor
member 64 vertically moves as well as turning. As a re-
sult, in the second step ST2, the rotor member 64 verti-
cally moves as well as turning (here, it is assumed that
the rotor member 64 moves in a downward direction).
[0044] The guide member 50 is connected to the rotor
member 64. As a result, when the rotor member 64
moves in the downward direction as well as turning, the
guide member moves in the downward direction as well
as turning (a third step ST3). Further, the rotor member
64 and the valve shaft 30 are brought into pressure con-
tact with each other, as mentioned later. As a result, when
the rotor member 64 moves in the downward direction
as well as turning, the valve shaft 30 moves in the down-
ward direction. As mentioned above, the valve body 10
seats on the valve seat 21 (a fourth step ST4).
[0045] The guide member 50 and the permanent mag-
net member 70 are engaged so as to be relatively non-
rotatable around the rotor rotating shaft, and are engaged
so as to be relatively movable in the first direction. As a
result, when the guide member 50 moves in the down-
ward direction as well as turning in the third step ST3,
the permanent magnet member 70 turns around the rotor
rotating shaft. Further, the angle of rotation of the per-
manent magnet 72 included in the permanent magnet
member 70 is detected by the angle sensor.
[0046] In the third step ST3, an amount of rotation of
the rotor member 64 is in proportion to an amount of
movement of the valve shaft 30 in the upward and down-
ward direction, and an amount of rotation of the rotor
member 64 is in proportion to an angle of rotation (an
amount of rotation) of the permanent magnet detected
by the angle sensor. As a result, in the first embodiment,
it is possible to determine the positions of the valve shaft
30 and the valve body 10 in the upward and downward
direction on the basis of the angle of rotation (the angle
of rotation) of the permanent magnet detected by the
angle sensor 80.

(More detailed description of first embodiment)

[0047] A description will be given in more detail of each
of constituent elements of the first embodiment with ref-
erence to Fig. 1 and Figs. 5 to 7. Fig. 5 is a schematically
enlarged cross sectional view of a part of the electrically
operated valve 1A according to the first embodiment. Fig.
6 is a cross sectional view as seen from an arrow B-B in
Fig. 5. Fig. 7 is a schematically enlarged cross sectional
view of a part of the electrically operated valve 1A ac-
cording to the first embodiment. Fig. 7 shows a state in
which the valve shaft 30 is in an upward position.

(Housing member 4)

[0048] In the example described in Fig. 1, the electri-
cally operated valve 1A is provided with a housing mem-
ber 4. An accommodation space SP (for example, a liq-
uid-tight closed space) is formed within the housing mem-
ber 4, and the stator member 62, the can 100 and a con-
trol board 90 are accommodated in the accommodation
space SP.
[0049] In the example described in Fig. 1, the housing
member 4 is provided with a tubular member 4a which
constructs a side wall, and a cover member 4b.

(Case accommodating rotor member 64 and permanent 
magnet member 70)

[0050] In the example described in Fig. 1, the electri-
cally operated valve 1A is provided with a case (for ex-
ample, the can 100 made of metal) which accommodates
the rotor member 64 and the permanent magnet member
70. Further, an end wall 102 of the case is arranged be-
tween the angle sensor 80 and the permanent magnet
member 70. In other words, the angle sensor 80 and the
permanent magnet member 70 are arranged so as to
face to each other via the end wall 102 of the case. The
case does not turn. Therefore, the rotor member 64 and
the permanent magnet member 70 relatively turn in re-
lation to the case which is in a stationary state, when the
electrically operated valve 1A is activated. When the ro-
tating body such as the rotor member 64 and the perma-
nent magnet member 70 turns within the case, an oscil-
lation of the rotating body may be transmitted to the case.
In the example described in Fig. 1, the transmission of
the oscillation of the rotating body to the angle sensor 80
is suppressed since the angle sensor 80 is arranged to
be away from the case. As a result, a precision for de-
tecting the angle of the permanent magnet 72 by the an-
gle sensor 80 is improved.
[0051] In the example described in Fig. 1, the end wall
102 of the case covers an upper surface of the permanent
magnet member 70. Further, in the example described
in Fig. 1, the end wall 102 has a dome shape which is
convex to its upper side. Further, a cylindrical side wall
104 extends downward from the end wall 102 of the case.
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(Stator member 62)

[0052] The stator member 62 includes a bobbin 622
and the coil 620 which is wound to the bobbin. A pulse
signal is input to the coil 620 from an electric wire 630
which is connected to an electric power supply. Further,
when the pulse signal is input to the coil 620, the rotor
member 64 turns at the angle of rotation which corre-
sponds to the pulse number of the pulse signal. More
specifically, a stepping motor is constructed by the stator
member 62 and the rotor member 64 in the example de-
scribed in Fig. 1.
[0053] In the example described in Fig. 1, the stator
member 62 is firmly fixed to the side wall 104 of the can
100. In addition, the stator member 62 is fixed to the
housing member 4 via a bolt 621.

(Control board 90)

[0054] The control board 90 (more specifically, a circuit
on the control board) controls the pulse number which is
supplied to the coil 620. When a predetermined pulse
number is supplied to the coil 620, the rotor member 64
turns at the angle of rotation which corresponds to the
pulse number.
[0055] In the example described in Fig. 1, the angle
sensor 80 is supported to the control board 90 which
control the turning motion of the rotor member 64. As a
result, it is not necessary to specially prepare a support
member for supporting the angle sensor 80. As a result,
the structure of the electrically operated valve 1A is sim-
plified, and it is possible to downsize the electrically op-
erated valve 1A. In the example described in Fig. 1, the
control board 90 is supported by the housing member 4
(more specifically, the cover member 4b).

(Rotor member 64)

[0056] The rotor member 64 is arranged in an inner
side of the side wall 104 of the can 100 so as to be ro-
tatable in relation to the can 100. The rotor member 64
is formed by a magnetic material. The rotor member 64
is provided with a magnet, however, the magnet is a dif-
ferent magnet from the permanent magnet 72 which is
detected its angle of rotation by the angle sensor 80.
[0057] A description will be in detail given of the rotor
member 64 with reference to Fig. 5. The rotor member
64 has an outer tube 641 which includes a magnet, and
an inner tube 640 which includes a first thread portion
640c. The magnet included in the outer tube 641 is con-
structed, for example, by a plastic magnet.
[0058] A material of the inner tube 640 is, for example,
a metal. The first thread portion 640c of the inner tube
640 is a female thread portion. The first thread portion
640c is threadably mounted to a second thread portion
40c (a male thread portion) of the rotor support member
40.
[0059] In the example described in Fig. 5, the rotor

member 64 includes a connection member 643. Further,
an upper end portion of the outer tube 641 and an upper
end portion of the inner tube 640 are connected via the
connection member 643. The connection member 643
has, for example, a ring shape. A material of the connec-
tion member 643 is, for example, a metal such as brass.
The connection member 643 and the outer tube 641 (the
plastic magnet) may be integrally formed according to an
insert molding. The connection member 643 and the in-
ner tube 640 may be firmly fixed according to a caulking
process.
[0060] In the example described in Fig. 5, the rotor
member 64 includes a positioning member 646. The po-
sitioning member 646 defines a lower limit position of the
movement of the rotor member 64. Specifically, when
the rotor member 64 moves in the downward direction
while turning, the positioning member 646 and a stopper
58 are in contact with each other. The position where the
positioning member 646 and the stopper 58 are in contact
with each other is the lower limit position of the movement
of the rotor member 64.
[0061] The stopper 58 may be provided in any given
member which does not turn together with the rotor mem-
ber 64. In the example described in Fig. 5, the stopper
58 is provided in the rotor support member 40 (for exam-
ple, firmly fixed to the rotor support member 40). Alter-
natively, the stopper 58 may be provided in the case (the
can 100).
[0062] When the rotor member 64 moves in the down-
ward direction while turning, the angle sensor 80 detects
the rotation of the permanent magnet 72 in one direction
(for example, the rotation in a clockwise direction). On
the contrary, when the positioning member 646 comes
into contact with the stopper 58, the rotor member 64
thereafter carries out a rotational reciprocating motion
for a while. At this time, the angle sensor 80 detects the
rotational reciprocating motion of the permanent magnet
72 (for example, a motion that the permanent magnet 72
alternately repeats the rotation in the clockwise direction
and the rotation in a counterclockwise direction). As men-
tioned above, the computing device 91 can determine on
the basis of the output signal from the angle sensor 80
whether or not the positioning member 64 comes into
contact with the stopper 58. Before the positioning mem-
ber 646 comes into contact with the stopper 58, the valve
body 10 seats on the valve seat 21 and the second bi-
asing member 36 contracts. As a result, the valve body
10 is not away from the valve seat 21 under the rotational
reciprocating motion of the rotor member 64.
[0063] As mentioned above, in the first embodiment,
it is possible to detect the seating of the valve body 10
on the valve seat 21 on the basis of the output signal
from the angle sensor 80 (the output signal correspond-
ing to the angle of rotation of the permanent magnet 72).

(Rotor support member 40)

[0064] The rotor support member 40 supports the rotor
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member 64, and guides a helical motion (a vertically mov-
ing motion while turning) of the rotor member 64. More
specifically, the helical motion of the rotor member 64 is
defined by the threadable mounting between the second
thread portion 40c of the rotor support member 40, and
the first thread portion 640c of the rotor member 64.
[0065] The rotor support member 40 is directly or indi-
rectly fixed to the lower base member 2. In the example
described in Fig. 5, the rotor support member 40 is fixed
to the lower base member 2 (more specifically, the valve
main body 20 constructing a part of the lower base mem-
ber 2).

(Guide member 50)

[0066] A description will be given of the guide member
50 with reference to Fig. 5. The guide member 50 is con-
nected to the rotor member 64. The connection between
the guide member 50 and the rotor member 64 may be
achieved by the connection according to firm fixing or
may be achieved by the connection according to fitting.
In the example described in Fig. 5, the convex portion of
the guide member 50 is fitted to the hole portion of the
rotor member 64 (more specifically, the connection mem-
ber 643), and the guide member 50 is pressed against
the rotor member 64 by the first biasing member 56. As
a result, the guide member 50 and the rotor member 64
integrally turn around the rotor rotating shaft, and inte-
grally move vertically.
[0067] In the example described in Fig. 6, the guide
member 50 is provided with four second engagement
portions 51. Further, four second engagement portions
51 of the guide member 50 respectively engage four first
engagement portions 71 which are provided in the per-
manent magnet member 70. However, the number of the
second engagement portions 51 (and the number of the
first engagement portions 71) may be set to one, two,
three or five or more. The material of the guide member
50 is, for example, metal.

(First biasing member 56)

[0068] In the example described in Fig. 5, the electri-
cally operated valve 1A is provided with a first biasing
member 56 (for example, a compression spring) which
biases the permanent magnet member 70 in a direction
toward the end wall 102 of the case. A distance between
the permanent magnet member 70 and the angle sensor
80 is maintained constant on the basis of the biasing
force of the first biasing member 56.
[0069] In the example described in Fig. 5, the first bi-
asing member 56 is arranged between the guide member
50 and the permanent magnet member 70. More specif-
ically, a first receiving portion 50a (for example, a con-
cave portion) supporting one end portion of the first bi-
asing member 56 is provided in an upper surface of the
guide member 50, and a second receiving portion 70a
(for example, a concave portion) supporting the other

end portion of the first biasing member 56 is provided in
a lower surface of the permanent magnet member 70.
[0070] In the example described in Fig. 5, the first bi-
asing member 56 is arranged between the guide member
50 and the permanent magnet member 70, however, the
first biasing member 56 may be arranged between the
permanent magnet member 70 and the rotor member 64.

(Permanent magnet member 70)

[0071] The permanent magnet member 70 includes a
permanent magnet 72, and the permanent magnet 72
includes N poles and S poles in a cross section which is
vertical to the rotor rotating shaft. The number of the N
poles and the number of the S poles in the cross section
which is vertical to the rotor rotating shaft may be respec-
tively set to one in the same manner as the example
described in Fig. 3B. Alternatively, the number of the N
poles and the number of the S poles in the cross section
which is vertical to the rotor rotating shaft may be respec-
tively set to be equal to or more than two. The permanent
magnet 72 is constructed, for example, by a plastic mag-
net.
[0072] In the example described in Fig. 5, the bearing
member 77 is arranged between the permanent magnet
member 70 and the end wall 102 of the case. The bearing
member 77 may be constructed, for example, by a low-
friction material such as polytetrafluoroethylene (PTFE),
or may be constructed by a member which can roll such
as a ball bearing.

(Valve shaft 30)

[0073] The valve shaft 30 is a rod-like member which
supports the valve body 10. The valve body 10 is ar-
ranged in a first end portion 30a of the valve shaft 30,
and a second end portion 30b of the valve shaft 30 is
supported by the rotor member 64. In the example de-
scribed in Fig. 5, a lower surface of the second end portion
30b of the valve shaft 30 is supported by an upper surface
of the rotor member 64 (more specifically, an upper sur-
face of the inner tube 640).
[0074] In the example described in Fig. 5, the valve
shaft 30 is provided with a valve shaft main body 300,
and a contact member 310 (a member coming into con-
tact with the rotor member 64, also called as a push nut)
which is connected to an upper end portion of the valve
shaft main body 300. The valve shaft main body 300 and
the contact member 310 may be connected by pressing
the valve shaft main body 300 into the contact member
310, or may be connected according to the other meth-
ods. Alternatively, the valve shaft main body 300 and the
contact member 310 may be one integrally formed mem-
ber. In the example described in Fig. 5, the second end
portion 30b is constructed by the contact member 310.
[0075] The second end portion 30b (the contact mem-
ber 310) of the valve shaft 30 is supported by a valve
shaft support portion 648 (for example, a concave por-
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tion) of the rotor member 64. The valve shaft 30 is biased
downward by the second biasing member 36. As a result,
in a state in which the valve body 10 is away from the
valve seat 21, the second end portion 30b (the contact
member 310) of the valve shaft 30 is in contact with the
valve shaft support portion 648 of the rotor member 64.
Accordingly, the valve shaft 30 vertically moves together
with the rotor member 64. Further, the second end portion
30b of the valve shaft 30 and the valve shaft support
portion 648 are brought into pressure contact with each
other by the biasing force applied by the second biasing
member 36. As a result, the valve shaft 30 turns together
with the rotor member 64 in a state in which the valve
body 10 is away from the valve seat 21.
[0076] When the rotor member 64 moves further down-
ward while turning after the valve body 10 comes into
contact with the valve seat 21, the second biasing mem-
ber 36 contracts, and the valve body 10 is pressed
against the valve seat 21. Further, the valve shaft 30 (and
the valve body 19) stops rotation around the central axis
AX on the basis of the friction force between the valve
body 10 and the valve seat 21. Therefore, after the valve
body 10 comes into contact with the valve seat 21, the
rotor member 64 turns around the rotor rotating shaft in
a state in which the rotation of the valve shaft 30 stops.
[0077] In the example described in Fig. 5, the move-
ment (the vertical movement and the turning movement
around the central axis AX) of the valve shaft 30 is guided
by an inner peripheral surface of the rotor support mem-
ber 40. In other words, a gap between an outer peripheral
surface of the valve shaft 30 and the inner peripheral
surface of the rotor support member 40 is a small gap.
Further, in the example described in Fig. 5, the thread
portion threadably mounting to the other member is not
provided in the outer surface of the valve shaft 30.

(Second biasing member 36)

[0078] In the example described in Fig. 5, the second
biasing member 36 is arranged between the rotor mem-
ber 64 and the valve shaft 39 (more specifically, a step
portion of the valve shaft 39). Alternatively, the second
biasing member 36 may be arranged between the guide
member 50 and the valve shaft 30.
[0079] The second biasing member 36 has a function
of biasing the valve shaft 30 downward and pressing the
valve body 10 against the valve seat 21 when the valve
body 10 seats on the valve seat 21. In addition, the sec-
ond biasing member 36 has a function of biasing the rotor
member 64 upward, bringing the rotor member 64 and
the valve shaft 30 into pressure contact with each other
and making the movement of the valve shaft 30 follow
the movement of the rotor member 64.

(Lower base member 2)

[0080] In the example described in Fig. 5, the lower
base member 2 is provided with a base main body 110

which includes a first flow path 112 and a second flow
path 114, a valve main body 20 which is installed to the
base main body 110, and a case support member 130
(a can support member) which is installed to the valve
main body 20.
[0081] The valve main body 20 has a valve seat 21,
and defines a valve chamber VS. In the exampled de-
scribed in Fig. 5, the valve main body 20 is threadably
mounted and connected to the base main body 110. Fur-
ther, a first seal member 161 (an O-ring) is arranged be-
tween the valve main body 20 and the base main body
110.
[0082] The case support member 130 supports the
case (the can 100). The case support member 130 and
the case (the can 100) are firmly fixed to each other. In
the example described in Fig. 5, the case support mem-
ber 130 is pinched between a flange portion of the valve
main body 20 and the vase main body 110. Further, a
second seal member 162 (an O-ring) is arranged within
a space which is defined by the case support member
130, the valve main body 20 and the base main body
110. Further, the housing member 4 mentioned above is
connected to the case support member 130, and a third
seal member 163 (an O-ring) is arranged between the
housing member 4 and the case support member 130.

(Second embodiment)

[0083] A description will be given of an electrically op-
erated valve 1B according to a second embodiment with
reference to Figs. 8 and 9. Fig. 8 is a schematically en-
larged cross sectional view of a part of the electrically
operated valve 1B according to the second embodiment.
Fig. 9 is a bottom elevational view of a permanent magnet
member 70.
[0084] The electrically operated valve 1B in the second
embodiment is different in a structure of a guide member
50B from the structure of the guide member 50 according
to the first embodiment. The electrically operated valve
1B according to the second embodiment is the same as
the electrically operated valve 1A according to the first
embodiment in the other points. In the second embodi-
ment, a description will be given mainly of the structure
of the guide member 50B, and a redundant description
of the other structures will be omitted.
[0085] In the second embodiment, the guide member
50B is the second end portion 30b of the valve shaft 30.
In the example described in Fig. 8, the valve shaft 30 and
the guide member 50B are integrally formed, however,
the valve shaft 30 and the guide member 50B may be
separately prepared and be connected to each other.
[0086] The guide member 50B guides the relative
movement of the valve shaft 30 in relation to the perma-
nent magnet member 70. More specifically, the guide
member 50B engages with the permanent magnet mem-
ber 70 so as to be relatively non-rotatable and be rela-
tively movable in the parallel direction to the first direction.
Further, the relative movement of the valve shaft 30 in
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relation to the permanent magnet 70 is guided on the
basis of a sliding movement between the guide member
50B and the permanent magnet member 70.
[0087] In the example described in Fig. 8, the valve
shaft 30 and the rotor member 64 are brought into pres-
sure contact with each other as mentioned later. As a
result, the guide member 50B and the valve shaft 30 are
movable in the parallel direction to the first direction to-
gether with the rotor member 64, and are rotatable
around the rotor rotating shaft together with the rotor
member 64.
[0088] A description will be given in further detail of the
guide member 50B.
[0089] The guide member 50B is inserted into a hole
H provided in the permanent magnet member 70 (the
hole H may be constructed by a through hole, or may be
constructed by a non-through hole). In the example de-
scribed in Figs. 8 and 9, a cross sectional shape of a wall
surface defining the hole H which is vertical to the rotor
rotating shaft is a non-circular shape such as a D-shaped
form. Further, a cross sectional shape of the guide mem-
ber 50B (the second end portion 30b) which is vertical to
the rotor rotating shaft is a non-circular shape such as a
D-shaped form. As a result, the guide member 50B and
the permanent magnet member 70 are relatively movable
in the parallel direction to the first direction and are rela-
tively non-rotatable around the rotor rotating shaft.
[0090] In the example described in Fig. 8, an outer pe-
ripheral surface of the guide member 50B corresponds
to a second engagement portion 51B, and the wall sur-
face defining the hole H of the permanent magnet mem-
ber 70 corresponds to a first engagement portion 71B.
Further, the second engagement portion 51B engages
with the first engagement portion 71B so as to be rela-
tively non-rotatable and be relatively movable in the par-
allel direction to the first direction.
[0091] In the example described in Fig. 8, the electri-
cally operated valve 1B is provided with a case (for ex-
ample, the can 100) which accommodates the rotor
member 64, and a first biasing member 56 (for example,
the spring such as the compression spring) which biases
the permanent magnet member 70 in a direction toward
the end wall 102 of the case. As a result, the permanent
magnet 70 is pressed against the end wall 102 of the
case via the bearing member 77, and a distance between
the permanent magnet member 70 and the angle sensor
80 does not change.
[0092] In the example described in Fig. 8, the first bi-
asing member 56 is arranged between the rotor member
64 and the permanent magnet member 70. More specif-
ically, one end portion of the first biasing member 56 is
supported by the upper surface (the first receiving por-
tion) of the rotor member 64, and the other end portion
of the first biasing member 56 is supported by the second
receiving portion 70a of the permanent magnet member
70.
[0093] In the example described in Fig. 8, the valve
shaft 30 is provided with the valve shaft main body 300,

and the contact member 310 (the member coming into
contact with the rotor member 64) which is connected to
the valve shaft main body 300. The valve shaft main body
300 and the contact member 310 may be connected by
pressing the valve shaft main body 300 into the contact
member 310, or may be connected according to the other
methods. Alternatively, the valve shaft main body 300
and the contact member 310 may be constructed by one
integrally formed member.
[0094] The contact member 310 is supported by the
valve shaft support portion 648 (for example, the concave
portion) of the rotor member 64. The valve shaft 30 is
biased downward by the second biasing member 36. As
a result, the contact member 310 of the valve shaft 30 is
in contact with the valve shaft support portion 648 of the
rotor member 64, in a state in which the valve body 10
is away from the valve seat 21. Therefore, the valve shaft
30 vertically moves together with the rotor member 64.
Further, the contact member 310 of the valve shaft 30
and the valve shaft support portion 648 are brought into
pressure contact with each other on the basis of the bi-
asing force applied by the second biasing member 36.
As a result, the valve shaft 30 turns together with the
rotor member 64 in a state in which the valve body 10 is
away from the valve seat 21.
[0095] When the rotor member 64 moves further down-
ward while turning after the valve body 10 comes into
contact with the valve seat 21, the second biasing mem-
ber 36 contracts, and the valve body 10 is pressed
against the valve seat 21. Further, the valve shaft 30 (and
the valve body 10) stops rotation around the central axis
AX on the basis of the friction force between the valve
body 10 and the valve seat 21. As a result, after the valve
body 10 comes into contact with the valve seat 21, the
rotor member 64 turns around the rotor rotating shaft in
a state in which the rotation of the valve shaft 30 stops.
[0096] The second embodiment achieves the same ef-
fects as those of the first embodiment. In addition, in the
second embodiment, the valve shaft 30 doubles as the
guide member 50B. As a result, it is not necessary to a
dedicated guide member, and the number of the parts is
reduced. Further, the guide mechanism is simplified.
[0097] Further, in the second embodiment, when the
valve body 10 seats on the valve seat 21, the rotation of
the valve shaft 30 around the rotor central axis stops.
Further, the rotation of the permanent magnet member
70 turning together with the valve shaft 30 stops. More
specifically, in the second embodiment, the angle of ro-
tation of the permanent magnet member 70 (the perma-
nent magnet 72) does not change after the valve body
10 seats on the valve seat 21. As mentioned above, in
the second embodiment, the computing device deter-
mines that the valve body 10 seats on the valve seat 21
in the case that the output signal from the angle sensor
80 becomes constant, in other words, in the case that
the rotation of the permanent magnet 72 stops. As a re-
sult, in the second embodiment, it is possible to accu-
rately and simply detect the seating of the valve body 10
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on the valve seat 21. Further, it is possible to accurately
determine the opening degree of the electrically operated
valve 1B by utilizing the angle of rotation of the permanent
magnet 72 when the valve body 10 seats on the valve
seat 21 as a reference (a reference angle of rotation),
and calculating the change of the angle of rotation of the
permanent magnet 72 from the reference angle of rota-
tion. In other words, it is possible to compensate a zero
point of the opening degree of the electrically operated
valve 1B, every time that the valve body 10 seats on the
valve seat 21.
[0098] The present invention is not limited to the em-
bodiments mentioned above. It is possible to freely com-
bine the embodiments mentioned above, or modify any
given constituent elements of each of the embodiments
or omit any given constituent elements in each of the
embodiments, within the scope of the appended claims.

REFERENCE SIGNS LIST

[0099]

1A: electrically operated valve
1B: electrically operated valve
2: lower base member
4: housing member
4a: tubular member
4b: cover member
10: valve body
20: valve main body
21: valve seat
30: valve shaft
30a: first end portion
30b: second end portion
36: second biasing member
40: rotor support member
40c: second thread portion
50: guide member
50B: guide member
50a: first receiving portion
51: second engagement portion
51B: second engagement portion
51c: convex portion
51d: hole portion
51e: convex portion
56: first biasing member
58: stopper
62: stator member
64: rotor member
70: permanent magnet member
70a: second receiving portion
71: first engagement portion
71B: first engagement portion
71c: hole portion
71d: convex portion
71e: convex portion
72: permanent magnet
77: bearing member

77a: upper bearing
77b: lower bearing
80: angle sensor
82: magnetic detection element
90: control board
91: computing device
100: can
102: end wall
104: side wall
110: base main body
112: first flow path
114: second flow path
130: case support member
161: first seal member
162: second seal member
163: third seal member
300: valve shaft main body
310: contact member
620: coil
621: bolt
622: bobbin
630: electric wire
640: inner tube
640c: first thread portion
641: outer tube
643: connection member
646: positioning member
648: valve shaft support portion
AX: central axis
H: hole
SP: accommodation space
VS: valve chamber

Claims

1. An electrically operated valve comprising:

a valve shaft (30);
a valve body (10) which is arranged in a first end
portion (30a) of the valve shaft;
a rotor member (64) which is rotatable around
a rotor rotating shaft and is movable together
with the valve shaft in a parallel direction to a
first direction, the first direction being a direction
which is parallel to the rotor rotating shaft;
a stator member (62) which applies a turning
force to the rotor member;
a permanent magnet member (70) which turns
together with the rotor member;
an angle sensor (80) which is arranged above
the permanent magnet included in the perma-
nent magnet member and detects an angle of
rotation of the permanent magnet; character-
ized in that the valve further comprises:

a guide member (50,50B) which guides a
relative movement of the rotor member or
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the valve shaft in relation to the permanent
magnet member,
wherein the guide member is movable to-
gether with the rotor member in a parallel
direction to the first direction and is rotatable
together with the rotor member, and
wherein a distance between the permanent
magnet and the angle sensor is fixed when
the permanent magnet member turns.

2. The electrically operated valve according to claim 1,
further comprising:

a case which accommodates the rotor member;
and
a first biasing member (56) which biases the per-
manent magnet member in a direction toward
an end wall of the case.

3. The electrically operated valve according to claim 2,
wherein the first biasing member (56) is arranged
between the permanent magnet member and the ro-
tor member, or between the permanent magnet
member and the guide member.

4. The electrically operated valve according to claim 2
or 3, wherein a bearing member (77) is arranged
between the case and the permanent magnet mem-
ber.

5. The electrically operated valve according to any one
of claims 1 to 4, wherein the guide member (50,50B)
has a second engagement portion (51,51B) which
engages with a first engagement portion (71,71B)
provided in the permanent magnet member, and
wherein the second engagement portion engages
with the first engagement portion so as to be rela-
tively non-rotatable and be relatively movable in the
parallel direction to the first direction.

6. The electrically operated valve according to any one
of claims 1 to 5, further comprising a second biasing
member (36) which makes the valve shaft and the
rotor member contact with each other.

7. The electrically operated valve according to any one
of claims 1 to 6, further comprising:

a lower base member (2); and
a rotor support member (40) which is directly or
indirectly fixed to the lower base member,
wherein a first thread portion (640c) of the rotor
member and a second thread portion (40c) of
the rotor support member are threadably mount-
ed each other.

8. The electrically operated valve according to any one
of claims 1 to 7, wherein the guide member is a sec-

ond end portion (30b) of the valve shaft.

Patentansprüche

1. Ein elektrisch betätigtes Ventil, das aufweist:

einen Ventilschaft (30),
einen Ventilkörper (10), der in einem ersten End-
bereich (30a) des Ventilschafts angeordnet ist;
ein Rotorbauteil (64), das um eine Rotor-Dreh-
welle herum drehbar ist und das gemeinsam mit
dem Ventilschaft in einer Richtung bewegbar ist,
die zu einer ersten Richtung parallel ist, wobei
die erste Richtung eine Richtung ist, die zu der
Rotor-Drehwelle parallel ist;
ein Statorbauteil (62), das eine Drehkraft auf das
Rotorbauteil ausübt;
ein Permanentmagnet-Bauteil (70), das sich ge-
meinsam mit dem Rotorbauteil dreht;
einen Winkelsensor (80), der über dem in dem
Permanentmagnet-Bauteil enthaltenen Perma-
nentmagnet angeordnet ist, und der einen Dreh-
winkel des Permanentmagneten detektiert;
gekennzeichnet darin, dass das Ventil weiterhin
aufweist:

ein Führungsbauteil (50, 50B), das eine re-
lative Bewegung des Rotorbauteils oder
des Ventilschafts in Bezug auf das Perma-
mentmagnet-Bauteil führt,
wobei das Führungsbauteil gemeinsam mit
dem Rotorbauteil bewegbar ist, und zwar in
einer parallelen Richtung zu der ersten
Richtung, und gemeinsam mit dem Rotor-
bauteil drehbar ist, und
wobei ein Abstand zwischen dem Perma-
nentmagnet und dem Winkelsensor fixiert
ist, wenn sich das Permanentmagnet-Bau-
teil dreht.

2. Das elektrisch betätigte Ventil gemäß Anspruch 1,
weiter aufweisend:
ein Gehäuse, das das Rotorbauteil aufnimmt, und
ein erstes Beaufschlagungsbauteil (56), das den
Permanentmagneten in eine Richtung auf eine End-
wand des Gehäuses hin beaufschlagt.

3. Das elektrisch betätige Ventil gemäß Anspruch 2,
wobei das erste Beaufschlagungsbauteil (56) zwi-
schen dem Permanentmagnet-Bauteil und dem Ro-
torbauteil angeordnet ist, oder zwischen dem Per-
manentmagnet-Bauteil und dem Führungsbauteil
angeordnet ist.

4. Das elektrisch betätigte Ventil gemäß Anspruch 2
oder 3, wobei ein Lagerbauteil (77) zwischen dem
Gehäuse und dem Permanentmagnet-Bauteil ange-
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ordnet ist.

5. Das elektrisch betätigte Ventil gemäß einem der An-
sprüche 1 bis 4, wobei das Führungsbauteil (50,
50B) einen zweiten Eingriffsbereich (51, 51B) hat,
der in einen ersten Eingriffsbereich (71, 71B) ein-
greift, der in dem Permanentmagnet-Bauteil vorge-
sehen ist, und wobei der zweite Eingriffsbereich in
den ersten Eingriffsbereich so eingreift, dass er re-
lativ nicht drehbar und relativ beweglich in der Rich-
tung ist, die zu parallel zu der ersten Richtung ist.

6. Das elektrisch betätigte Ventil gemäß einem der An-
sprüche 1 bis 5, weiterhin aufweisend ein zweites
Beaufschlagungsbauteil (36), das den Ventilschaft
und das Rotor-Bauteil dazu bringt, miteinander in
Kontakt zu kommen.

7. Das elektrisch betätigte Ventil gemäß einem der An-
sprüche 1 bis 6, weiterhin aufweisend:

ein unteres Basisbauteil (2); und
ein Rotorstützbauteil (40), das direkt oder indi-
rekt an dem unteren Basisbauteil befestigt ist,
wobei ein erster Gewindebereich (640c) des Ro-
torbauteils und ein zweiter Gewindebereich
(40c) des Rotorstützbauteils durch eine
Schraubverbindung aneinander befestigt sind.

8. Das elektrisch betätigte Ventil gemäß einem der An-
sprüche 1 bis 7, wobei das Führungsbauteil ein zwei-
ter Endbereich (30b) des Ventilschafts ist.

Revendications

1. Une vanne à commande électrique comprenant :

une tige de vanne (30);
un corps de vanne (10) qui est arrangé dans un
premier partie de bout (30a) de la tige de vanne;
un élément de rotor (64) qui est rotatif autour
d’un arbre de rotation de rotor et qui est dépla-
çable conjointement avec la tige de vanne dans
une direction parallèle à une première direction,
la première direction étant dans une direction
qui est parallèle à l’arbre de rotation de rotor;
un élément de stator (62) qui applique une force
de rotation à l’élément de rotor;
un élément d’aimant permanent (70) qui tourne
conjointement avec l’élément de rotor;
un capteur d’angle (80) qui est arrangé au-des-
sus d’aimant permanent inclus dans l’élément
d’aimant permanent et qui détecte un angle de
rotation de l’aimant permanent;
caractérisée en ce que la vanne comprend en
outre :

un élément de guidage (50, 50B) qui guide
un mouvement relatif de l’élément de rotor
ou de la tige de valve en relation à l’élément
d’aimant permanent,
dans laquelle l’élément de guidage est dé-
plaçable conjointement avec l’élément de
rotor dans une direction parallèle à la pre-
mière direction et est rotatif conjointement
avec l’élément de rotor, et
dans laquelle une distance entre l’élément
d’aimant permanent et le capteur d’angle
est fixée quand l’élément d’aimant perma-
nent tourne.

2. La vanne à commande électrique selon revendica-
tion 1, comprenant en outre :
une boîte qui loge l’élément de rotor ; et un premier
élément de sollicitation (56) qui sollicite l’élément
d’aimant permanent dans une direction vers un paroi
de bout de la boîte.

3. La vanne à commande électrique selon revendica-
tion 2, dans laquelle le premier élément de sollicita-
tion (56) est arrangé l’élément d’aimant permanent
et l’élément de rotor, ou entre l’élément d’aimant per-
manent et l’élément de guidage.

4. La vanne à commande électrique selon revendica-
tion 2 ou 3, dans laquelle un élément de support (77)
est arrangé entre la boîte et l’élément d’aimant per-
manent.

5. La vanne à commande électrique selon l’une quel-
conque des revendications 1 à 4, dans laquelle l’élé-
ment de guidage (50, 50B) tient une deuxième partie
d’engagement (51, 51B) qui est en prise avec une
première partie d’engagement (71, 71B) pourvue
dans l’élément d’aimant permanent, et
dans laquelle la deuxième partie d’engagement est
en prise avec la première partie d’engagement afin
d’être relativement non-rotative et relativement dé-
plaçable dans une direction parallèle à la première
direction.

6. La vanne à commande électrique selon l’une quel-
conque des revendications 1 à 5, comprenant en
outre un second élément de sollicitation (36) qui cau-
se la tige de vanne et l’élément de rotor d’être en
contact, l’un avec l’autre.

7. La vanne à commande électrique selon l’une quel-
conque des revendications 1 à 6, comprenant en
outre :

un élément de base inférieur (2); et
un élément de support de rotor (40) qui est fixé
directement ou de manière indirecte à l’élément
de base inférieur,
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dans laquelle une première partie de filetage
(640c) de l’élément de rotor et une seconde par-
tie de filetage (40c) de l’élément de support de
rotor sont montées l’un a l’autre par raccord vis-
sé.

8. La vanne à commande électrique selon l’une quel-
conque des revendications 1 à 7, dans laquelle l’élé-
ment de guidage est une seconde partie de bout
(30b) de la tige de vanne.
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