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Description

BACKGROUND

Field of Invention

[0001] The present invention relates to a bulb, and
more particularly to a light emitting diode bulb.

Description of Related Art

[0002] Light emitting diodes (LEDs) have advantages
of small size, low driving voltage, long service life and
environmental protection. Therefore, light emitting diode
bulbs (LED bulbs) have gradually replaced conventional
tungsten bulbs and have been used widely. The LED
bulbs are typically divided into two types, which are semi-
directional LED bulbs and omni-directional LED bulbs.
The difference between the semi-directional LED bulbs
and the omni-directional LED bulbs are light-emitting an-
gles. The light-emitting angles of the semi-directional
LED bulbs are about 100 degrees, and the light-emitting
angles of the omni-directional LED bulbs are about 200
degrees. Therefore, the LED bulbs with different light-
emitting angles can be applied on various occasions ac-
cording to requirements.
[0003] However, some LED bulbs only have one single
light-emitting angle, for example, omni-directional or
semi-directional light-emitting angle. For users, if differ-
ent light-emitting angles are required in one occasion,
the users have to pay doubled price to buy the two types
of the LED bulbs with different functions for replacement.
For manufacturers, methods for manufacturing LED
bulbs having two different functions are different, and the
manufacturers have to separately manufacture the LED
bulbs having the different functions, thus increasing the
production cost. For sellers, the sellers have to sell the
two types of the LED bulbs having the different functions
to meet market requirements, which is disadvantageous
to controlling selling cost. In addition, US patent publica-
tion US2012/212969 discloses a lamp structure, and the
entire length of the adjustable lamp structure is adjusta-
ble. Also, US patent publication US2012/0236580 also
discloses a length-adjustable lamp. However, none of
these two publications have a function of changing omni-
directional light-emitting angle into semi-directional light-
emitting angle, and vice versa. Patent document WO
2012168860 discloses a retrofit lighting device having
control means for adjusting the lighting settings of the
lighting device. A US patent publication US 2006/227558
discloses a lamp using a structure for efficiently radiating
the heat generated by a light source during lighting of the
lamp. However both WO2012168860 and US
2006/227558 are not related to lamps with changeable
light-emitting angle.

SUMMARY

[0004] One aspect of the present invention is to provide
a light emitting diode bulb, in which the position of a light
source module in a lampshade can be changed by chang-
ing the relative location of a first adjusting member and
a second adjusting member. Therefore, the light emitting
diode bulb can be switched into an omni-directional light-
ing mode or a semi-directional lighting mode.
[0005] Another aspect of the present invention is to
provide a light emitting diode bulb, in which heat gener-
ated by light emitting diode modules can be conducted
from a base to a second adjusting member and further
dissipated to the external atmosphere, so as to achieve
a superior heat dissipation efficacy. Moreover, it can pre-
vent users from getting an electric shock or being scalded
by using heat conducting plastics.
[0006] According to the aforementioned aspects, the
present invention provides a light emitting diode bulb.
The light emitting diode bulb includes a lamp housing, a
light source module, a lampshade and a lamp cap. The
lamp housing includes a first adjusting member and a
second adjusting member. The first adjusting member
includes at least one first engaging structure, a first acting
surface and a second acting surface. The first acting sur-
face and second acting surface are respectively located
on an upside and an underside of the first engaging struc-
ture. The second adjusting member can be moved along
the axis in relation to the first adjusting member and be
fixed at a first position or a second position, in which the
second adjusting member includes at least one second
engaging structure corresponding to the at least one first
engaging structure. The second adjusting member in-
cludes an upper opposing surface and a lower opposing
surface. When the second adjusting member is fixed at
the first position, the upper opposing surface is against
the second acting surface. When the second adjusting
member is fixed at the second position, the lower oppos-
ing surface is against the first acting surface. The light
source module is disposed on the second adjusting mem-
ber and is moved along the axis with the second adjusting
member. The lampshade is disposed on a top end of the
lamp housing and covers the light source module. The
lamp cap is disposed on a bottom end of the lamp hous-
ing.
[0007] The light source module includes a base and at
least one light emitting diode module. The base is fixed
on the second adjusting member, in which the base has
a flange. When the second adjusting member is fixed at
the first position, the flange is against the first acting sur-
face. The light emitting diode module is disposed on the
base.
[0008] According to an embodiment of the present in-
vention, each of the first acting surface and the second
acting surface is an inclined plane, and the inclined plane
is inclined downward from a portion of the inclined plane
away from the first engaging structure to a portion of the
inclined plane near the first engaging structure.
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[0009] According to another embodiment of the
present invention, each of the first acting surface and the
second acting surface is a curved surface, and the curved
surface is inclined downward from a portion of the inclined
plane away from the first engaging structure to a portion
of the inclined plane near the first engaging structure.
[0010] According to still another embodiment of the
present invention, the first engaging structure is a recess,
and the second engaging structure is a protruding block.
[0011] According to yet another embodiment of the
present invention, the second adjusting member includes
an extending portion, the first adjusting member is an
annular structure, and the first adjusting member is put
around the extending portion.
[0012] According to still further another embodiment
of the present invention, the first adjusting member in-
cludes a retaining wall. An accommodating space is
formed between the retaining wall and an outer wall of
the first adjusting member, and a bottom of the lamp-
shade is disposed within the accommodating space.
[0013] According to yet further another embodiment of
the present invention, the first engaging structure is dis-
posed on the retaining wall.
[0014] According to yet further another embodiment of
the present invention, the base and the lamp cap are
made of metal.
[0015] According to yet further another embodiment of
the present invention, the first adjusting member and the
second adjusting member are made of heat conducting
plastics.
[0016] It is to be understood that both the foregoing
general description and the following detailed description
are by examples, and are intended to provide further ex-
planation of the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] The invention can be more fully understood by
reading the following detailed description of the embod-
iment, with reference made to the accompanying draw-
ings as follows:

FIG. 1 is a three-dimensional diagram showing a light
emitting diode bulb in accordance with an embodi-
ment of the present invention;

FIG. 2 is a structure-exploded diagram showing a
light emitting diode bulb in accordance with an em-
bodiment of the present invention;

FIG. 3A is a schematic diagram showing a light emit-
ting diode bulb in an omni-directional lighting mode
in accordance with an embodiment of the present
invention;

FIG. 3B is a schematic cross-sectional view of a light
emitting diode bulb in an omni-directional lighting
mode in accordance with an embodiment of the

present invention;

FIG. 4A is a schematic diagram showing a light emit-
ting diode bulb in a semi-directional lighting mode in
accordance with an embodiment of the present in-
vention; and

FIG. 4B is a schematic cross-sectional view of a light
emitting diode bulb in a semi-directional lighting
mode in accordance with an embodiment of the
present invention.

DETAILED DESCRIPTION

[0018] Reference will now be made in detail to the
present embodiments of the invention, examples of
which are illustrated in the accompanying drawings.
Wherever possible, the same reference numbers are
used in the drawings and the description to refer to the
same or like parts.
[0019] Simultaneously refer to FIG. 1 and FIG. 2. FIG.
1 is a three-dimensional diagram showing a light emitting
diode bulb in accordance with an embodiment of the
present invention, and FIG. 2 is a structure-exploded di-
agram showing a light emitting diode bulb in accordance
with an embodiment of the present invention. In the
present embodiment, a light emitting diode bulb 100 in-
cludes a lamp housing 110, a light source module 130,
a lampshade 150, a lamp cap 170 and a driving circuit
(not shown). The lampshade 150 is disposed on a top
end of the lamp housing 110, and the lamp cap 170 is
disposed on a bottom end of the lamp housing 110.
Therefore, the lampshade 150, the lamp housing 110
and the lamp cap 170 are combined to form a shape of
a typical bulb. The driving circuit is disposed in the lamp
housing 110 and electrically connected to the light source
module 130 and the lamp cap 170. Moreover, the lamp
cap 170 is screwed into a light bulb socket to conduct
electric power to the driving circuit to light the light source
module 130.
[0020] Referring to FIG. 1 and FIG. 2 again, the light
emitting diode bulb 100 has an axis S1. The lamp housing
110 includes a first adjusting member 112 and a second
adjusting member 114. The second adjusting member
114 can be moved along the axis S1 in relation to the
first adjusting member 112 and can be fixed at a first
position or a second position. Moreover, the light source
module 130 is disposed on the second adjusting member
114. Therefore, the position of the light source module
130 can be changed by fixing the second adjusting mem-
ber 114 at the first position or the second position, so as
to switch the light emitting diode bulb 100 into an omni-
directional lighting mode or a semi-directional lighting
mode.
[0021] In one embodiment, the first adjusting member
112 is an annular structure, and the second adjusting
member 114 includes an extending portion 114a. There-
fore, the first adjusting member 112 can be put around
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the extending portion 114a. Moreover, the first adjusting
member 112 includes at least one engaging structure
112a disposed on an inner wall of the annular structure,
and the second adjusting member 114 includes at least
one engaging structure 114b disposed on the extending
portion 114a. When the first adjusting member 112 is put
around the extending portion 114a, the engaging struc-
ture 112a and the engaging structure 114b can be aligned
and wedged with each other.
[0022] As shown in FIG. 1 and FIG.2, the first adjusting
member 112 includes a first acting surface 112b and a
second acting surface 112c. The first acting surface 112b
and the second acting surface 112c are respectively lo-
cated on an upside and an underside of the engaging
structure 112a. In one example, the inner wall of the first
adjusting member 112 has a convex wall 112d, and the
engaging structure 112a is a recess recessed into the
convex wall 112d, in which a top surface and a bottom
surface of the convex wall 112d can be respectively de-
fined as the first acting surface 112b and the second act-
ing surface 112c. Correspondingly, the engaging struc-
ture 114b may be a protruding block protruding from the
extending portion 114a, and the engaging structure 114b
includes an upper opposing surface 115a and a lower
opposing surface 115b. Therefore, when the second ad-
justing member 114 is moved in relation to the first ad-
justing member 112, the engaging structure 114b is
moved within the engaging structure 112a along the re-
cessed engaging structure 112a. In addition, the light
source module 130 is disposed on the second adjusting
member 114, so that the light source module 130 can be
moved along the axis S1 with the second adjusting mem-
ber 114.
[0023] In one embodiment, the light source module 130
includes a base 132 and at least one light emitting diode
module 134. The base 132 is fixed on the second adjust-
ing member 114, and the light emitting diode module 134
is disposed on the base 132. Moreover, the base 132
has a flange 132a.
[0024] Simultaneously refer to FIG. 2, FIG. 3A and FIG.
3B. FIG. 3A is a schematic diagram showing a light emit-
ting diode bulb in an omni-directional lighting mode in
accordance with an embodiment of the present invention,
and FIG. 3B is a schematic cross-sectional view of a light
emitting diode bulb in an omni-directional lighting mode
in accordance with an embodiment of the present inven-
tion. As shown in FIG. 3A and FIG. 3B, when the second
adjusting member 114 is fixed at the first position, the
upper opposing surface 115a of the engaging structure
114b is against the second acting surface 112c. Mean-
while, when second adjusting member 114 is fixed at the
first position, the flange 132a of the base 132 can be
against the first acting surface 112b. In other words, when
the second adjusting member 114 is fixed at the first po-
sition, the flange 132a of the base 132 can prevent the
second adjusting member 114 from departing from the
first adjusting member 112.
[0025] In one embodiment, the second acting surface

112c can be an inclined plane or a curved surface, and
the inclined plane (or the curved surface) is inclined
downward from a portion of the inclined plane (or the
curved surface) away from the engaging structurel 12a
to a portion of the inclined plane (or the curved surface)
near the engaging structure 112a. In other words, the
portion of the inclined plane (or the curved surface) away
from the engaging structure 112a is higher than the por-
tion of the inclined plane (or the curved surface) near the
engaging structure 112a. With such design, when the
engaging structure 114b is moved within the engaging
structure 112a to align the upper opposing surface 115a
of the engaging structure 114b to the second acting sur-
face 112c, the second adjusting member 114 can be ro-
tated around the axis S1 to make the upper opposing
surface 115a be closely against the second acting sur-
face 112c, so as to fix the second adjusting member 114
at the first position as shown in FIG. 3A and FIG. 3B.
Meanwhile, the light source module 130 is located near
a bottom edge of the lampshade 150. When the light
emitting diode module 134 emits light, the light passing
through the lampshade 150 can achieve an omni-direc-
tional lighting effect.
[0026] Simultaneously refer to FIG. 2, FIG. 4A and FIG.
4B. FIG. 4A is a schematic diagram showing a light emit-
ting diode bulb in a semi-directional lighting mode in ac-
cordance with an embodiment of the present invention,
and FIG. 4B is a schematic cross-sectional view of a light
emitting diode bulb in a semi-directional lighting mode in
accordance with an embodiment of the present invention.
When the second adjusting member 114 is fixed at the
second position, the lower opposing surface 115b of the
engaging structure 114b is against the first acting surface
112b. Similarly, in one embodiment, the first acting sur-
face 112b can be an inclined plane or a curved surface,
and the inclined plane (or the curved surface) is inclined
downward from a portion of the inclined plane (or the
curved surface) away from the engaging structurel 12a
to a portion of the inclined plane (or the curved surface)
near the engaging structure 112a. In other words, the
portion of the inclined plane (or the curved surface) away
from the engaging structure 112a is higher than the por-
tion of the inclined plane (or the curved surface) near the
engaging structure 112a. With such design, when the
engaging structure 114b is moved within the engaging
structure 112a to align the lower opposing surface 115b
of the engaging structure 114b to the first acting surface
112b, the second adjusting member 114 can be rotated
around the axis S1 to make the lower opposing surface
115b be closely against the first acting surface 112b, so
as to fix the second adjusting member 114 at the second
position as shown in FIG. 4A and FIG. 4B. Meanwhile,
the light source module 130 is located in the middle of
the lampshade 150. When the light emitting diode module
134 emits light, the light passing through the lampshade
150 can achieve a semi-directional lighting effect.
[0027] The operating of switching the light emitting di-
ode bulb 100 from the omni-directional lighting mode (as
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shown in FIG. 3A and FIG. 3B) to the semi-directional
lighting mode (as shown in FIG. 4A and FIG. 4B) is de-
scribed below. Firstly, the second adjusting member 114
is rotated along a direction from the engaging structure
114b to the engaging structure 112a. When the engaging
structure 114b is moved to a position right below the en-
gaging structure 112a, the second adjusting member 114
can be pushed towards the first adjusting member 112
to move the engaging structure 114b along the engaging
structure 112a. When the lower opposing surface 115b
of the engaging structure 114b aligns the first acting sur-
face 112b, the second adjusting member 114 can be ro-
tated to make the lower opposing surface 115b be against
the first acting surface 112b so as to fix the second ad-
justing member 114.
[0028] Similarly, the second adjusting member 114
can be rotated again along the direction from the engag-
ing structure 114b to the engaging structure 112a to
switch the light emitting diode bulb 100 from the semi-
directional lighting mode (as shown in FIG. 4A and FIG.
4B) to the omni-directional lighting mode (as shown in
FIG. 3A and FIG. 3B). When the engaging structure 114b
is moved to a position right above the engaging structure
112a, the second adjusting member 114 can be pulled
away from the first adjusting member 112. Meanwhile,
the engaging structure 114b is moved along the engaging
structure 112a. When the upper opposing surface 115a
of the engaging structure 114b aligns the second acting
surface 112c, the second adjusting member 114 can be
rotated to make the upper opposing surface 115a be
against the second acting surface 112c so as to fix the
second adjusting member 114.
[0029] It is noted that the engaging structure 112a be-
ing a recess, and the engaging structure 114b being a
protruding block are merely used as an example for ex-
planation in the aforementioned embodiment. In some
embodiments, the engaging structure 112a is a protrud-
ing block, and the engaging structure 114b is a recess.
In addition, numbers of the engaging structure 112a and
the engaging structure 114b shown in the present em-
bodiment are merely used as an example for explanation
in the present embodiment. In some embodiments, the
numbers and shapes of the engaging structure 112a and
the engaging structure 114b can be changed according
to design requirements.
[0030] Referring to FIG. 1 and FIG. 2 again, the first
adjusting member 112 includes a retaining wall 112e. In
the present embodiment, the convex wall 112d and the
engaging structure 112a are disposed on the retaining
wall 112e. Moreover, an accommodating space 112f is
formed between the retaining wall 112e and an outer wall
of the first adjusting member 112. Glue can be filled into
the accommodating space 112f to adhere a bottom of
the lampshade 150 within the accommodating space
112f. In some embodiments, the bottom of the lamp-
shade 150 can be fixed within the accommodating space
112f by a wedging manner.
[0031] In other embodiments, the base 132 and the

lamp cap 170 are made of metal. In addition, the first
adjusting member 112 and the second adjusting member
114 are made of heat conducting plastics. Therefore,
heat generated by the light emitting diode modules 134
can be directly conducted from the base 132 to the sec-
ond adjusting member 114 and further dissipated to the
external atmosphere to achieve a superior heat dissipa-
tion efficacy. In one embodiment, the second adjusting
member 114 is a hollow cylinder, in which an internal
space of the hollow cylinder is used to accommodate the
driving circuit and be filled with conductive glue, so as to
increase heat conduction efficiency of the second adjust-
ing member 114.
[0032] According to the aforementioned embodiments
of the present invention, it is known that relative locations
between a first adjusting member and a second adjusting
member can be changed and fixed by using engaging
structures and acting surfaces. Furthermore, a light
source module can be moved with the second adjusting
member to the bottom or the middle of a lampshade to
switch the light emitting diode bulb to various lighting
modes, so that the light emitting diode bulb can be
switched to an omni-directional lighting mode or a semi-
directional lighting mode. Accordingly, there is no need
for users to purchase two types of light emitting diode
bulbs with different light-emitting angles, which is more
convenient for use. Furthermore, for manufacturers and
sellers, manufacturing cost or selling cost can be reduced
by manufacturing or selling single type of light emitting
diode bulbs including two different light-emitting angles.

Claims

1. A light emitting diode bulb (100) which has an axis
(S1) and comprises:

a lamp housing (110) comprising:

a first adjusting member (112), comprising:

at least one first engaging structure
(112a);
a first acting surface (112b); and
a second acting surface (112c), where-
in the first acting surface (112b) and
second acting surface (112c) are re-
spectively located on an upside and an
underside of the first engaging struc-
ture (112a); and

a second adjusting member (114), which
can be moved along the axis (S1) in relation
to the first adjusting member (112) and be
fixed at a first position or a second position,
wherein the second adjusting member
(114) comprises at least one second engag-
ing structure (114b) corresponding to the at

7 8 



EP 2 873 909 B1

6

5

10

15

20

25

30

35

40

45

50

55

least one first engaging structure (112a),
and the second engaging structure (114b)
comprises:

an upper opposing surface (115a),
wherein when the second adjusting
member (114) is fixed at the first posi-
tion, the upper opposing surface (115a)
is against the second acting surface
(112c); and
a lower opposing surface (115b),
wherein when the second adjusting
member (114) is fixed at the second po-
sition, the lower opposing surface
(115b) is against the first acting surface
(112b);

a light source module (130) which is disposed
on the second adjusting member (114) and is
moved along the axis (S1) with the second ad-
justing member (114);
a lampshade (150) which is disposed on a top
end of the lamp housing (110) and covers the
light source module (130); and
a lamp cap (170) disposed on a bottom end of
the lamp housing (110) characterized in that
the light source module (130) further comprises:

a base (132) fixed on the second adjusting
member (114), wherein the base (132) has
a flange (132a), when the second adjusting
member (114) is fixed at the first position,
the flange (132a) is against the first acting
surface (112b), and
at least one light emitting diode module
(134) disposed on the base (132).

2. The light emitting diode bulb of claim 1, wherein each
of the first acting surface (112b) and the second act-
ing surface (112c) is an inclined plane, and the in-
clined plane is inclined downward from a portion of
the inclined plane away from the at least one first
engaging structure (112a) to a portion of the inclined
plane near the at least one first engaging structure
(112a).

3. The light emitting diode bulb of claim 1, wherein each
of the first acting surface (112b) and the second act-
ing surface (112c) is a curved surface, and the
curved surface is inclined downward from a portion
of the inclined plane away from the at least one first
engaging structure (112a) to a portion of the inclined
plane near the at least one first engaging structure
(112a).

4. The light emitting diode bulb of claim 1, wherein the
at least one first engaging structure (112a) is a re-
cess, and the at least one second engaging structure

(114b) is a protruding block.

5. The light emitting diode bulb of claim 1, wherein the
second adjusting member (114) comprises an ex-
tending portion (114a), the first adjusting member
(112) is an annular structure, and the first adjusting
member (112) is put around the extending portion
(114a).

6. The light emitting diode bulb of claim 5, wherein the
first adjusting member (112) comprises a retaining
wall (112e), an accommodating space (112f) is
formed between the retaining wall (112e) and an out-
er wall of the first adjusting member (112), and a
bottom of the lampshade (150) is disposed within
the accommodating space (112f).

7. The light emitting diode bulb of claim 6, wherein the
at least one first engaging structure (112a) is dis-
posed on the retaining wall (112e).

8. The light emitting diode bulb of claim 1, wherein the
base (132) and the lamp cap (170) are made of met-
al.

9. The light emitting diode bulb of claim 1, wherein the
first adjusting member (112) and the second adjust-
ing member (114) are made of heat conducting plas-
tics.

Patentansprüche

1. Leuchtdiodenbirne (100), welche eine Achse (S1)
aufweist und Folgendes umfasst:

ein Lampengehäuse (110) umfassend:

ein erstes Stellglied (112) umfassend:

mindestens eine erste Eingriffsstruktur
(112a);
eine erste Wirkfläche (112b); und
eine zweite Wirkfläche (112c), wobei
die erste Wirkfläche (112b) und die
zweite Wirkfläche (112c) jeweils auf ei-
ner Oberseite und einer Unterseite der
ersten Eingriffsstruktur (112a) liegen;
und

ein zweites Stellglied (114), welches ent-
lang der Achse (S1) in Bezug auf das erste
Stellglied (112) bewegt werden kann und in
einer ersten Position oder einer zweiten Po-
sition befestigt werden kann, wobei das
zweite Stellglied (114) mindestens eine
zweite Eingriffsstruktur (114b) umfasst, die
der mindestens einen ersten Eingriffsstruk-

9 10 



EP 2 873 909 B1

7

5

10

15

20

25

30

35

40

45

50

55

tur (112a) entspricht, und die zweite Ein-
griffsstruktur (114b) Folgendes umfasst:

eine obere gegenüberliegende Fläche
(115a), wobei die obere gegenüberlie-
gende Fläche (115a) an der zweiten
Wirkfläche (112c) anliegt, wenn das
zweite Stellglied (114) in der ersten Po-
sition befestigt ist; und
eine untere gegenüberliegende Fläche
(115b), wobei die untere gegenüberlie-
gende Fläche (115b) an der ersten
Wirkfläche (112b) anliegt, wenn das
zweite Stellglied (114) in der zweiten
Position befestigt ist;

ein Lichtquellenmodul (130), welches auf dem
zweiten Stellglied (114) angeordnet ist und ent-
lang der Achse (S1) mit dem zweiten Stellglied
(114) bewegt wird;
ein Lampenschirm (150), welcher an einem obe-
ren Ende des Lampengehäuses (110) angeord-
net ist und das Lichtquellenmodul (130) ab-
deckt; und
ein Lampensockel (170), welcher an einem un-
teren Ende des Lampengehäuses (110) ange-
ordnet ist;

dadurch gekennzeichnet, dass das Lichtquellen-
modul (130) ferner Folgendes umfasst:

einen Boden (132), der an dem zweiten Stell-
glied (114) befestigt ist, wobei der Boden (132)
einen Flansch (132a) aufweist, wobei der
Flansch (132a) an der ersten Wirkfläche (112b)
anliegt, wenn das zweite Stellglied (114) in der
ersten Position befestigt ist, und
mindestens ein Leuchtdiodenmodul (134), das
auf dem Boden (132) angeordnet ist.

2. Leuchtdiodenbirne nach Anspruch 1, wobei jede der
ersten Wirkfläche (112b) und der zweiten Wirkfläche
(112c) eine geneigte Ebene ist, und die geneigte
Ebene von einem Abschnitt der geneigten Ebene
nach unten von der mindestens einen ersten Ein-
griffsstruktur (112a) weg zu einem Abschnitt der ge-
neigten Ebene in der Nähe der mindestens einen
ersten Eingriffsstruktur (112a) geneigt ist.

3. Leuchtdiodenbirne nach Anspruch 1, wobei jede der
ersten Wirkfläche (112b) und der zweiten Wirkfläche
(112c) eine gekrümmte Fläche ist, und die gekrümm-
te Fläche von einem Abschnitt der geneigten Ebene
nach unten von der mindestens einen ersten Ein-
griffsstruktur (112a) weg zu einem Abschnitt der ge-
neigten Ebene in der Nähe der mindestens einen
ersten Eingriffsstruktur (112a) geneigt ist.

4. Leuchtdiodenbirne nach Anspruch 1, wobei die min-
destens eine erste Eingriffsstruktur (112a) eine Aus-
nehmung ist, und die mindestens eine zweite Ein-
griffsstruktur (114b) ein vorstehender Block ist.

5. Leuchtdiodenbirne nach Anspruch 1, wobei das
zweite Stellglied (114) einen sich erweiternden Ab-
schnitt (114a) umfasst, das erste Stellglied (112) ei-
ne ringförmige Struktur ist, und das erste Stellglied
(112) um den sich erweiternden Abschnitt (114a) ge-
legt wird.

6. Leuchtdiodenbirne nach Anspruch 5, wobei das ers-
te Stellglied (112) eine Stützwand (112e) umfasst,
wobei ein Aufnahmeraum (112f) zwischen der
Stützwand (112e) und einer äußeren Wand des ers-
ten Stellglieds (112) gebildet ist, und eine Unterseite
des Lampenschirms (150) innerhalb des Aufnahme-
raums (112f) angeordnet ist.

7. Leuchtdiodenbirne nach Anspruch 6, wobei die min-
destens eine erste Eingriffsstruktur (112a) auf der
Stützwand (112e) angeordnet ist.

8. Leuchtdiodenbirne nach Anspruch 1, wobei der Bo-
den (132) und der Lampensockel (170) aus Metall
hergestellt sind.

9. Leuchtdiodenbirne nach Anspruch 1, wobei das ers-
te Stellglied (112) und das zweite Stellglied (114)
aus wärmeleitenden Kunststoffen hergestellt sind.

Revendications

1. Ampoule à diode électroluminescente (100) qui pré-
sente un axe (S1) et comprend :

un boîtier de lampe (110), comprenant :

un premier élément de réglage (112),
comprenant :

au moins une première structure d’en-
gagement (112a),
une première surface d’action (112b),
et
une seconde surface d’action (112c),
dans laquelle les première surface
d’action (112b) et seconde surface
d’action (112c) sont situées respective-
ment sur une hauteur et une face infé-
rieure de la première structure d’enga-
gement (112a); et

un second élément de réglage (114), qui
peut être déplacé le long de l’axe (S1) par
rapport au premier élément de réglage
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(112) et être fixé à une première position ou
une seconde position, dans laquelle le se-
cond élément de réglage (114) comprend
au moins une seconde structure d’engage-
ment (114b) correspondant à la au moins
une première structure d’engagement
(112a), et la seconde structure d’engage-
ment (114b) comprend :

une surface supérieure opposée
(115a), dans laquelle lorsque le second
élément de réglage (114) est fixé à la
première position, la surface supérieu-
re opposée (115a) est contre la secon-
de surface d’action (112c), et
une surface inférieure opposée (115b),
dans laquelle lorsque le second élé-
ment de réglage (114) est fixé à la se-
conde position, la surface inférieure op-
posée (115b) est contre la première
surface d’action (112b),

un module de source de lumière (130) qui est
disposé sur le second élément de réglage (114)
et est déplacé le long de l’axe (S1) avec le se-
cond élément de réglage (114),
un abat-jour (150) qui est disposé sur une ex-
trémité supérieure du boîtier de lampe (110) et
recouvre le module de source de lumière (130),
et
un culot de lampe (170) disposé sur une extré-
mité inférieure du boîtier de lampe (110),

caractérisée en ce que le module de source de lu-
mière (130) comprend en outre :

une base (132) fixée sur le second élément de
réglage (114), dans laquelle la base (132) com-
porte une bride (132a), lorsque le second élé-
ment de réglage (114) est fixé à la première po-
sition, la bride (132a) est contre la première sur-
face d’action (112b), et
au moins un module d’éclairage à diodes élec-
troluminescentes (134) disposé sur la base
(132).

2. Ampoule à diode électroluminescente selon la re-
vendication 1, dans laquelle chacune de la première
surface d’action (112b) et la seconde surface d’ac-
tion (112c) est une surface inclinée et la surface in-
clinée est inclinée vers le bas depuis une partie de
la surface inclinée loin de au moins une première
structure d’engagement (112a) à une partie de la
surface inclinée à proximité de la au moins une pre-
mière structure d’engagement (112a).

3. Ampoule à diode électroluminescente selon la re-
vendication 1, dans laquelle chacune de la première

surface d’action (112b) et la seconde surface d’ac-
tion (112c) est une surface courbe, et la surface cour-
be est inclinée vers le bas depuis une partie de la
surface inclinée loin de au moins la première struc-
ture d’engagement (112a) à une partie de la surface
inclinée à proximité de l’au moins une première
structure d’engagement (112a).

4. Ampoule à diode électroluminescente selon la re-
vendication 1, dans laquelle l’au moins une première
structure d’engagement (112a) est un évidement et
au moins une seconde structure d’engagement
(114b) est un bloc en saillie.

5. Ampoule à diode électroluminescente selon la re-
vendication 1, dans laquelle le second élément de
réglage (114) comprend une partie d’extension
(114a), le premier élément de réglage (112) est une
structure annulaire, et le premier élément de réglage
(112) est placé autour de la partie d’extension
(114a).

6. Ampoule à diode électroluminescente selon la re-
vendication 5, dans laquelle le premier élément de
réglage (112) comprend une paroi de retenue
(112e), un espace de logement (112f) est formé en-
tre la paroi de retenue (112e) et une paroi extérieure
du premier élément de réglage (112), et une partie
inférieure de l’abat-jour (150) est disposée dans l’es-
pace de logement (112f).

7. Ampoule à diode électroluminescente selon la re-
vendication 6, dans laquelle l’au moins une première
structure d’engagement (112a) est disposée sur la
paroi de retenue (112e).

8. Ampoule à diode électroluminescente selon la re-
vendication 1, dans laquelle la base (132) et le culot
de lampe (170) sont métalliques.

9. Ampoule à diode électroluminescente selon la re-
vendication 1, dans laquelle le premier élément de
réglage (112) et le second élément de réglage (114)
sont réalisés en matière plastique conductrice de
chaleur.
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