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(54) POSITIONING ASSEMBLY FOR A LABORATORY APPARATUS

(57) The present invention defines a positioning as-
sembly including a base part (110) and a holder part (120)
for holding a device, whereby the assembly further in-
cludes a motor (160) for driving a displacement mecha-
nism (150) mounted to the base part. The base part and
the holder part are arranged parallel to each other and
are connected via a displaceable slide link (140), which
is configured to slide on a first guide rail (111) provided
on the base part and on a second guide rail (122) provided
on the holder part, whereby each guide rail extends in
longitudinal direction (z). The slide link (140) is coupled
to the displacement mechanism (150), which causes dis-
placement of the slide link relative to the base part in
longitudinal direction. Furthermore, the holder part (120)
is moveably coupled to the base part (110) via a coupling
arrangement which has a first element (115) provided on
the base part, a second element (125) provided on the
holder part and a third element provided on the slide link
(140). The first, second and third elements of the coupling
arrangement are configured to engage with each other
such that linear displacement of the slide link (140) rel-
ative to the base part (110) in one direction causes linear
displacement of the holder part (120) relative to the slide
link in the same linear direction.
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Description

FIELD OF THE INVENTION

[0001] The invention relates to a positioning assembly comprising a base and a holder for a device, such as a pipette
or gripper, wherein the holder is attached to the base and is adjustable along a linear translation axis.

BACKGROUND ART

[0002] An example of a laboratory apparatus known in the field of the invention is the Tecan Cavro Omni Robot, as
described in the brochure ’Cavro® Omni Robot’ v2.0, which describes a robotic liquid handing system which comprises
a pipette and which is adjustable along the X-, Y- and Z-axis. To establish adjustability along its Z-axis, a so-called
’standard Z-axis’ or ’universal Z-axis’ positioning assembly may be provided which allows the pipette to be adjustable
in Z-position, e.g., in height.
[0003] DE102006034245 describes a positioning device for positioning pipettes in medical-technical applications which
includes at least one pipetting apparatus with at least one pipette as well as several drive units for positioning a pipette
tip and for moving it over a working area. A sliding carriage is provided which is moveable transversely to the working
area, e.g., in Z-position, and supports the pipette.
[0004] A disadvantage of known positioning assemblies for laboratory apparatuses is that such assemblies require a
relatively large amount of space in relation to the travel range provided for the device. This may cause the overall size
of the positioning assembly, and thereby of the laboratory apparatus, to be relatively large.

SUMMARY OF THE INVENTION

[0005] It would be advantageous to obtain a positioning assembly which is more compact than known positioning
assemblies.
[0006] The present invention defines a positioning assembly including a base part and a holder part for holding a
device, whereby the assembly further includes a motor for driving a displacement mechanism mounted to the base part,
the assembly being configured to adjust a position of the holder part relative to the base part between a retracted position
and an extended position, along a linear displacement axis extending in longitudinal direction. The base part and the
holder part are arranged parallel to each other and are connected via a displaceable slide link, which is configured to
slide on a first guide rail provided on the base part and on a second guide rail provided on the holder part, whereby each
guide rail extends in the longitudinal direction.
[0007] The slide link is coupled to the displacement mechanism, which causes displacement of the slide link relative
to the base part in longitudinal direction. Furthermore, the holder part is moveably coupled to the base part via a coupling
arrangement which has a first element provided on the base part, a second element provided on the holder part and a
third element provided on the slide link. The first, second and third elements of the coupling arrangement are configured
to engage with each other such that linear displacement of the slide link relative to the base part in one direction causes
linear displacement of the holder part relative to the slide link in the same linear direction.
[0008] Due to the parallel arrangement of the base part and holder part, these parts largely overlap each other in
longitudinal direction when the assembly is in retracted position, thus enhancing the compactness of the assembly. At
the same time, the coupling arrangement, which causes the holder part to extend when the slide link is displaced in the
direction of extension, allows a relatively large extent of linear travel.
[0009] The base part and the holder part may be formed by essentially elongate members which have first and second
end regions proximal to corresponding first and second longitudinal ends of the respective part. If we define the first end
as an upper end and the second end as a lower end, then when the assembly is in a retracted position, the slide link is
preferably arranged at an upper region of the base part and at a lower region of the holder part. When the slide link is
displaced to the lower end region of the base part, the coupling arrangement causes the holder part to be displaced in
the same direction relative to the base part until the extended position is reached in which the slide link is arranged at
an upper region of the holder part.
[0010] In a first embodiment of the inventive positioning assembly, the first element of the coupling arrangement is a
first linear drive surface provided on the base part in longitudinal direction, facing in a transverse direction; the second
element of the coupling arrangement is a second linear drive surface provided on the holder part in longitudinal direction,
facing the first linear drive surface; and the third element of the coupling arrangement is formed by at least one drive
wheel provided on the slide link having a rotation axis in a direction perpendicular to the transverse direction and the
longitudinal direction. The at least one drive wheel is arranged such that a circumferential drive surface thereof simul-
taneously engages the first linear drive surface on the base part and the second linear drive surface on the holder part.
[0011] The third element of the coupling element may also be formed by two or more longitudinally spaced drive
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wheels, each wheel having a circumferential drive surface in engagement with the first and second linear drive surfaces.
In one example, the at least one drive wheel is a toothed pinion wheel and the first and second linear drive surfaces
have a corresponding notched profile for meshing engagement with the toothed wheel. The first linear drive surface may
thus be formed by a toothed rack that is arranged parallel to the first guide rail at a transverse edge of the base part and
the second linear drive surface may be formed by a toothed rack that is arranged parallel to the second guide rail, at a
transverse edge of the holder part.
[0012] In an alternative example of the first embodiment, the circumferential drive surface of the at least one drive
wheel and the first and second linear drive surfaces are frictional drive surfaces configured for frictional engagement
with each other. The respective drive surfaces may be made from a polymer material such as polyurethane, which has
a relative high coefficient of friction.
[0013] In a second embodiment of the inventive positioning assembly, the coupling arrangement is executed as a
pulley block system. The first element of the coupling arrangement comprises first and second pulley sheaves arranged
at first and second longitudinal ends of the base part, whereby the pulley sheaves have a rotation axis extending in the
perpendicular direction. The second element of the coupling arrangement is formed by a belt element, first and second
ends of which are fixedly attached to the holder part at opposite longitudinal ends thereof. The third element of the
coupling arrangement comprises third and fourth pulley sheaves provided on the slide link and spaced in longitudinal
direction from each other. Between its first and second ends, the belt element is looped around the third pulley sheave
on the slide link, followed by the first pulley sheave on the base part, followed by the second pulley sheave on the base
part and then around the fourth pulley sheave on the slide link.
[0014] Thus, when the slide link is displaced in longitudinal direction by the displacement mechanism, e.g. from
extended position to retracted position, the belt element moves around the rotatable pulley sheaves causing the holder
part to be pulled towards its retracted position.
[0015] In some examples of the first and second embodiments, the displacement mechanism comprises a lead screw
coupled to an output shaft of the motor. Suitably, the lead screw is rotationally mounted to the base part, with a rotation
axis extending in longitudinal direction, and is arranged parallel to the first guide rail. The slide link is executed with a
mounting portion provided with a threaded bore in which the lead screw engages, such that rotation of the lead screw
causes linear displacement of the slide link. The mounting portion may also be configured as a ball nut, whereby an
arrangement is provided for recirculating balls that run on raceways formed by opposing threads of the lead screw and
threaded bore.
[0016] To enhance compactness in linear direction, the lead screw may be arranged parallel to the motor output shaft,
whereby the shafts are coupled via a toothed belt or chain that engages with a notched circumferential profile on the
lead screw and on the motor output shaft. Alternatively, the motor output shaft and lead screw may be directly coupled
and arranged so as to have a common axis of rotation.
[0017] In other examples of the second embodiment of the invention, where the coupling arrangement is a pulley block
coupling arrangement, the displacement mechanism is partly formed by the belt element and comprises a driven pulley
sheave. One of the first and second pulley sheaves on the base part is coupled to the output shaft of the motor and the
slide link is coupled to the belt element, such that rotation of the driven pulley sheave causes linear displacement of the
slide link. To enhance synchronization between rotation of the motor output shaft and linear displacement of the slide
link (and thus also of the holder part) the belt element is preferably a toothed belt or a chain and at least the first and
second pulley sheaves on the base part are executed with a corresponding notched circumferential profile for meshing
engagement between the belt and the pulley sheaves. It is also possible for the belt element to be executed as a cable
or a wire or a smooth belt that frictionally engages with the outer circumference of the pulley sheaves.
[0018] In all embodiments of the inventive positioning assembly, the motor may be equipped with a rotatory encoder
for tracking the angular position and speed of the output shaft, to enable precise control of the linear position of the slide
link and holder part.
[0019] Alternatively, the assembly may be equipped with a linear encoder for detecting the linear position of the slide
link relative to the base part.
[0020] In a further aspect, the present invention relates to a laboratory apparatus, such as a liquid handling apparatus
that is equipped with one or more positioning assemblies as described above. The base part of each positioning assembly
is fixed to the laboratory apparatus and a device such as a pipette or an analysis cartridge is attached to the holder part
of the assembly.
[0021] It will be appreciated by those skilled in the art that two or more of the above-mentioned embodiments, imple-
mentations, and/or aspects of the invention may be combined in any way deemed useful.
[0022] These and other aspects of the invention are apparent from and will be elucidated with reference to the em-
bodiments described hereinafter and with reference to the accompanying drawings.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0023]

Fig. 1a & 1b show a first embodiment of a positioning assembly according to the invention in a retracted position and
in an extended position respectively, with a device attached to an extendable holder part of the assembly.

Fig. 2a shows a front view of the assembly according to the first embodiment (with no attached device);
Fig. 2b shows a side view of the Fig. 2a assembly;
Fig. 2c shows a top view of the Fig. 2a assembly;
Fig. 2d shows part of a rear view of the Fig. 2a assembly;
Fig. 2e shows a bottom view of the Fig. 2a assembly.
Fig. 3 shows a rear view of a positioning assembly according to a second embodiment of the invention.
Fig. 4a & 4b respectively show a front view and a perspective view of a positioning assembly according to a third

embodiment of the invention.
Fig. 5 shows a front view of a positioning assembly according to a fourth embodiment of the invention.
Fig. 6 shows a perspective view of part of a laboratory apparatus equipped with a positioning assembly ac-

cording to the first embodiment of the invention.

[0024] It should be noted that items which have the same reference numbers in different figures, have the same
structural features and the same functions. Where the function and/or structure of such an item has been explained,
there is no necessity for repeated explanation thereof in the detailed description.

DETAILED DESCRIPTION OF EMBODIMENTS

[0025] Figures 1a and 1b respectively show an example of a positioning assembly 100 according to a first embodiment
of the invention in a fully retracted position and in a fully extended position. The assembly comprises a base part 110
and a holder part 120, which is configured for attachment of a device 130. In the depicted example, the attached device
is a pipetting module and comprises a pipette 135 for extraction and delivery of a liquid. The holder part 110 of the
assembly is adjustable relative to the base part 110 along a linear translation axis that extends in a longitudinal direction
z, to enable the pipette 135 to be inserted into and retracted from e.g. a test tube. The holder part 120 is arranged parallel
to the base part 110, such that in retracted position, the assembly has a compact length L in longitudinal direction z, the
length L being defined between a first longitudinal end 120A of the holder part and a second longitudinal end 110B of
the base part (refer Fig. 1a).
[0026] Between the fully retracted position shown in Fig. 1a and the fully extended position shown in Fig. 1b, the holder
part 120 has a relatively large extent of linear travel T for such a compact assembly. This is realized according to the
invention in that the holder part 120 is connected to the base part 110 via a displaceable slide link 140. The slide link is
displaceable relative to the base part 110, and the holder part 120 is displaceable relative to the slide link 140, whereby
driven displacement of the slide link in one z-direction causes displacement of the holder part relative to the slide link
in the same direction. This will be explained further with reference to Figures 2a - 2e, which show various and more
detailed views of the positioning assembly 100 (with no attached device).
[0027] The assembly 100 includes a displacement mechanism for displacing the slide link 140 relative to the base
part 110 in longitudinal direction z. In this embodiment, the displacement mechanism includes a lead screw 150 that is
driven by a motor 160, such as a stepper motor, whereby the lead screw and motor are mounted to the base part of the
assembly. Suitably, the lead screw 150 is rotationally mounted to the base part via at least one bearing, such that the
rotation axis extends in longitudinal direction z. To enhance the compactness of the assembly in linear direction z, the
lead screw 150 is arranged parallel to an output shaft of the motor 160 and is driven by drive belt 165 (refer Fig. 2c) that
engages with a toothed portion 155 on the lead screw and a toothed portion on the motor output shaft (not visible). In
other embodiments, the motor and the lead screw may have a common rotation axis.
[0028] The slide link 140 is mounted to the lead screw and has a mounting portion 143 with a threaded bore 144 (refer
Fig. 2e) that engages with the lead screw 150, such that driven rotation of the lead screw causes linear translation of
the slide link. The base part 110 further includes a first guide rail 111, which extends in longitudinal direction z and which
fits into a corresponding first slot 141 in the slide link, thereby preventing that the link slide rotates with the lead screw
and ensuring that the slide link 140 is precisely guided in linear direction. The slide link further comprises a second slot
142, parallel to the first slot 141, which engages with a second guide rail 122 provided on the holder part 120 of the
assembly.
[0029] The holder part 110 is additionally coupled to the base part via a coupling arrangement comprising a first
element on the base part, a second element on the holder part and a third element on the slide link, which enables driven
displacement of the slide link 140 on the base part to cause displacement of the holder part 120 relative to the slide link.
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As best seen in Fig. 2d, which shows a rear view of the slide link and a portion of the base part and holder part, the slide
link is further provided with first and second drive wheels in the form of toothed pinion wheels 145. The arrangement of
pinion wheels forms the third element of the coupling arrangement.
[0030] The pinion wheels are spaced from each other in longitudinal direction z and are rotatably mounted to the slide
link 140, whereby a rotation axis of the pinion wheels extends in x-direction, perpendicular to the longitudinal direction
z. The pinion wheels 145 are arranged to engage with a first linear drive surface 115, executed as a toothed rack, which
is provided on the base part 110, parallel to the first guide rail 111 and which faces in transverse direction y. The first
rack 115 forms the first element of the coupling arrangement. At an opposite circumferential side, the pinion wheels
engage with a second linear drive surface, executed as a toothed rack 125, which is provided on the holder part 120,
parallel to the second guide rail 122. The second rack 125 forms the second element of the coupling arrangement.
[0031] Linear displacement of the slide link 140 therefore causes rotation of the pinion wheels 145, due to the meshing
engagement between teeth of the first rack 115 and teeth of the pinion wheels 145. Rotation of the pinion wheels causes
linear displacement of the holder part 120 relative to the slide link, due to the meshing engagement between teeth of
the pinion wheels and teeth of the second rack 125. The slide link 140 may also be equipped with a single drive wheel
or a plurality of linearly spaced drive wheels, depending on the application.
[0032] An advantage of the positive meshing engagement between the pinion wheels and the first and second racks
115, 125 is that the linear motion of the slide link 140, driven by rotation of the lead screw 150, can be accurately
synchronized with the linear motion of the holder part 120, enabling accurate positioning of a device attached to the
holder part. The motor may be equipped with an encoder for tracking the angular position and speed of the output shaft,
to enable precise control of the linear position of the slide link and holder part. Alternatively, the assembly may be
equipped with a linear encoder for detecting the linear position of the slide link relative to the base part.
[0033] In Fig. 2a. and 2d, the assembly 100 is shown in fully extended position. As indicated by the arrows in Fig. 2d
and with reference to the depicted view, when the slide link is caused to move upwards towards the retracted position
(by reversing the rotation direction of the lead screw), the pinon wheels rotate in clockwise direction and the holder part
120 is also displaced upwards. The travel of the slide link itself relative to the base part and the holder part occurs in
opposite directions. When the slide link travels upwards relative to the base part 110, it travels downwards relative to
the holder part 120.
[0034] In the fully extended position, the slide link 140 is thus arranged such that the pinion wheels 145 engage with
the second rack 125, in a first (upper) region thereof, which is proximal to the first longitudinal end 120A of the holder
part 110. The slide link is further arranged such that the pinion wheels engage with the first rack 115 in a second (lower)
region thereof, which is proximal to the second longitudinal end 110B of the base part 110. In the fully retracted position,
as shown in Fig. 1a, the link slide is arranged such that the pinion wheels engage with a second (lower) region of the
second rack 125, proximal to the second end 120B of the holder part 120, and engage with the first rack 125 in a first
(upper) region thereof. As mentioned, the assembly is thus compact in longitudinal direction when in the retracted position
and allows for a relatively large linear extension of the holder part.
[0035] As may be seen from the side view of the assembly shown in Fig. 2b, the assembly is also compact in transverse
direction y, enabling several assemblies to be mounted next to each other on a single apparatus.
[0036] A second embodiment of a positioning assembly according to the invention is shown in Figure 3. Like the first
embodiment, the Fig. 3 assembly 200 comprises a base part 210 to which a motor 160 and lead screw 150 are mounted.
A holder part 220 of the assembly is connected to the base part via slide link 240, which engages with the lead screw
150 and is guided on first and second linear guide rails respectively provided on the base part and holder part as described
for the first embodiment.
[0037] In the second embodiment, the coupling arrangement comprises a friction drive. The slide link 240 is provided
with two drive wheels 245 spaced apart in longitudinal direction z. Opposite circumferential sides of the drive wheels
245 frictionally engage with a first drive surface 215 provided on the base part 210 of the assembly and a second
longitudinal drive surface 225 provided on the holder part 220. The first and second drive surfaces 215, 225 extend in
the direction of linear travel z, and are arranged parallel to each other at opposing longitudinal edges of the base and
holder parts respectively, preferably along the full length of the longitudinal edges. The parallel first and second drive
surfaces may also be arranged such that a gap therebetween is somewhat smaller than the diameter of the drive wheels
245. The drive wheels are thus mounted with a slight preload, to ensure that linear displacement of the slide link 245
via driven rotation of the lead screw 150, causes rotation of the drive wheels 245 due to frictional engagement with the
first longitudinal drive surface 215, leading to linear displacement of the holder part 220 via frictional engagement with
the second longitudinal drive surface 225. A circumferential drive surface of the drive wheels 245 and the parallel first
and second drive surfaces may be made from a material such as polyurethane, which has a relatively high coefficient
of friction.
[0038] A third embodiment of a positioning assembly according to the invention is shown in front view in Fig 4a and
in perspective view in Fig. 4b. Like the first embodiment, the assembly 300 of Fig. 4 comprises a slide link 340 mounted
to a motor-driven lead screw 150 arranged on the base part 310 of the assembly. The slide link 340 is guided in longitudinal
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direction z by a first guide rail 111 provided along the length of the base part 310. Again, the slide link 340 is connected
to the holder part 320 and guided thereon in linear direction by a second guide rail 122 provided along the length of the
holder part.
[0039] In this embodiment, the positioning assembly 300 is provided with a different coupling arrangement between
the base part 310, holder part 320 and slide link 340, for causing the holder part to move in the same linear direction
relative to the slide link 340 when the slide link is displaced in linear direction relative to the base part. The coupling
arrangement comprises a belt 350, a first pulley arrangement provided on the base part 310 and a second pulley
arrangement provided on the slide link 340. The pulley arrangement on the base part consists of a first pulley sheave
351 and a second pulley sheave 352 provided at opposite ends of the base part in longitudinal direction z. The second
pulley arrangement consists of third and fourth pulley sheaves 363, 364 provided on the slide link 340, spaced from
each other in longitudinal direction z. Each of the sheaves 351, 352, 361, 362 has a rotation axis extending in the x-
direction.
[0040] First and second ends of the belt 350 are fixedly attached to the holder part 320, suitably at first and second
ends 320A, 320B thereof. The holder part has a longitudinal guide surface 325 for the belt, which may be formed by a
longitudinal edge of the holder part that faces in transverse direction y towards the base part 310. Starting from the first
end 320A of the holder part, the belt 350 is guided downwards along an upper portion of the guide surface 325, and is
looped under tension around a lower circumferential side of the third pulley sheave 363 on the slide link, around an
upper circumferential side of the first pulley sheave 351 on the base part, then around the lower circumferential side of
the second pulley sheave 352 on the base part and finally around the upper circumferential side of the fourth pulley
sheave 364 on the slide link 340. The belt 350 is then guided along a lower portion of the longitudinal guide surface 325,
before being fixed to the holder part at the second end 320B. The coupling arrangement thus comprises a pulley block
system for causing displacement of the holder part 320 relative to the slide link 340. As will be understood, the belt 350
may be executed as a toothed belt, a chain or a cable/wire.
[0041] With reference to the view depicted in Fig. 4a, where the assembly 300 is shown in fully extended position, the
slide link 340 is arranged at a lower region of the base part 310 and at an upper region of the holder part 320. Displacement
of the slide link 340 towards the retracted position causes displacement of the belt 350 around the rotatable pulley
sheaves, which in turn causes displacement of the holder part 320. If we define a reference point on the belt indicated
by numeral 380 in Fig. 4a, the reference point 380 will shift downwards in longitudinal direction z when the lead screw
150 is rotated so as to cause the link slide 340 to move upwards. This pulls up the second end 320B of the holder part,
effecting retraction of the holder. In fully retracted position, the slide link will be arranged at a lower region of the holder
part 320 and at an upper region of the base part.
[0042] A fourth embodiment of a positioning assembly according to the invention is shown in front view in Fig. 5.
[0043] The positioning assembly 400 is provided with the same pulley block coupling arrangement as described for
the third embodiment, whereby a belt 450 is fixed to opposite ends of the holder part 410 and is looped around an
arrangement of first and second pulley sheaves 451, 452 on the base part 410 and a parallel arrangement of third and
fourth pulley sheaves 463, 464 provided on the slide link 440. In this embodiment, the belt 450 not only forms part of
the coupling arrangement, but also forms part of the displacement mechanism for displacing the slide link in linear
direction z relative to the base part 410.
[0044] The slide link 440 is attached to the belt 450 at a section of the belt that extends in longitudinal direction between
the first and second pulley sheaves 451, 452 on the base part. As before, the slide link is guided on a first guide rail 111
provided on the base part and on a second guide rail 122 provided on the holder part. In this embodiment, the first pully
sheave 451 is driven by a motor 460, which is arranged such that its output shaft has a rotation axis extending in the x-
direction. Preferably, the pulley sheaves 451, 452 and an engaging inner surface of the belt 450 have a toothed profile,
for ensuring good synchronization between rotation of the driven pulley sheave 451 and linear displacement of the slide
link 440.
[0045] A positioning assembly according to the invention is particularly suitable for use in laboratory equipment. An
example of part of a liquid handling apparatus 600 is shown in perspective view in Fig. 6. The apparatus is equipped
with a first positioning assembly 100A according to the first embodiment, whereby a pipetting module 135 is attached
to the holder part of the assembly. A further positioning assembly 100B is provided, whereby a gripping device 630 is
attached to the holder part 110. The gripping device is holding an analysis cartridge in the depicted example. The
positioning assemblies adjust the position of the attached devices in z-direction, as explained above. The base part of
the first assembly 100A is mounted to a first support 610 that extends in y-direction, via a sliding carriage 620, such that
the position of the assembly an attached device 135 is also adjustable in y-direction. The first support 610 is mounted
to the apparatus 600 on a first rail 650 that extends in x-direction, such that the position of the first support in adjustable
in x-direction. The further positioning assembly 100B is similarly mounted to the apparatus 600, so as to enable positioning
of the assembly in x and y directions.
[0046] Examples, embodiments or optional features, whether indicated as non-limiting or not, are not to be understood
as limiting the invention as claimed. It should be noted that the above-mentioned embodiments illustrate rather than limit
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the invention, and that those skilled in the art will be able to design many alternative embodiments without departing
from the scope of the appended claims.
[0047] In the claims, any reference signs placed between parentheses shall not be construed as limiting the claim.
Use of the verb "comprise" and its conjugations does not exclude the presence of elements or steps other than those
stated in a claim. The article "a" or "an" preceding an element does not exclude the presence of a plurality of such
elements. The invention may be implemented by means of hardware comprising several distinct elements, and by means
of a suitably programmed computer. In the device claim enumerating several means, several of these means may be
embodied by one and the same item of hardware. The mere fact that certain measures are recited in mutually different
dependent claims does not indicate that a combination of these measures cannot be used to advantage.

List of references and abbreviations

[0048] The following list of references and abbreviations is provided for facilitating the interpretation of the drawings
and shall not be construed as limiting the claims.

100, 200, 300, 400 positioning assembly
110, 210, 310, 410 base part
110B 2nd longitudinal end of base part
111 1st guide rail on base part
115, 215, 1st linear drive surface on base part
120, 220, 320, 420 holder part
120A, 320A 1st longitudinal end of holder part
120B, 320B 2nd longitudinal end of holder part
122 2nd guide rail on holder part
125, 225 2nd linear drive surface on holder part
130 attached device
135 pipette
140, 240, 340, 440 slide link
141 1st slot in slide link for engagement with 1st guide rail
142 2nd slot in slide link for engagement with 2nd guide rail
143 mounting portion
144 threaded bore of mounting portion (for engagement with lead screw)
145, 245 drive wheel
150 lead screw
155 toothed circumference on lead screw
160, 460 motor
165 toothed belt for coupling output shaft of motor and lead screw
325 guide surface on holder part for belt
350, 450 belt
351, 451 1st pulley sheave
352, 452 2nd pulley sheave
363, 463 3rd pulley sheave
364, 464 4th pulley sheave
380 reference position on belt
600 liquid handling apparatus
610 first support extending in y-direction
620 sliding carriage
630 gripping device
650 first rail extending in x-direction

z longitudinal direction (direction of linear displacement)
y transverse direction
x perpendicular direction (perpendicular to z and y)
L overall length of assembly in fully retracted position
T extent of linear travel between reacted and extended positions
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Claims

1. A positioning assembly (100, 200, 300, 400) including a base part (110, 210, 310, 410) and a holder part (120, 220,
320, 420) for holding a device (130, 630), the assembly further including a motor (160, 460) for driving a displacement
mechanism (150; 350, 351; 450, 451) mounted to the base part, the assembly being configured to adjust a position
of the holder part relative to the base part between a retracted position and an extended position, along a linear
displacement axis extending in longitudinal direction (z), wherein

- the base part comprises a first guide rail (111) extending in the longitudinal direction;
- the holder part comprises a second guide rail (122) extending in the longitudinal direction;
- the base part and the holder part are arranged parallel to each other and are connected via a slide link (140,
240, 340, 440) which is configured to slide on each of the first and second guide rails, whereby:

 the slide link is coupled to the displacement mechanism, which is configured to displace the slide link
relative to the base part in longitudinal direction; and

 the holder part is moveably coupled to the base part via a coupling arrangement which has a first element
(115, 215; 351, 352; 451, 452) provided on the base part, a second element (125, 225, 350, 450) provided
on the holder part and a third element (145, 245; 363, 364; 463, 464) provided on the slide link, the first,
second and third elements of the coupling arrangement being configured to engage with each other such
that linear displacement of the slide link relative to the base part in one direction causes linear displacement
of the holder part relative to the slide link in the same linear direction.

2. The positioning assembly of claim 1, wherein

- the base part (110, 210, 310, 410) has first and second end regions respectively proximal to a first and a
second (110B) longitudinal end of the base part, whereby in retracted position the slide link (140, 240, 340,
440) is arranged at the first end region of the base part and in extended position is arranged at the second end
region of the base part; and
- the holder part (120, 220, 320, 420) has first and second end regions respectively proximal to a first (120A,
320A) and a second (120B, 320B) longitudinal end of the holder part, whereby in retracted position, the slide
link is arranged at the second end region of the holder part and in extended position is arranged at the first end
region of the holder part.

3. The positioning assembly of claim 1 or 2, wherein:

- the first element of the coupling arrangement is a first linear drive surface (115, 215) provided on the base
part (110, 210) in longitudinal direction (z), facing in a transverse direction (y);
- the second element of the coupling arrangement is a second linear drive surface (125, 225) provided on the
holder part (120, 220) in longitudinal direction (z), facing the first linear drive surface; and
- the third element of the coupling arrangement is formed by at least one drive wheel (145, 245) provided on
the slide link having a rotation axis in a direction (x) perpendicular to the transverse direction (y) and the
longitudinal direction (z), arranged such that a circumferential drive surface simultaneously engages the first
linear drive surface on the base part and the second linear drive surface on the holder part.

4. The positioning assembly of claim 3, wherein the at least one drive wheel is a toothed wheel (145) and the first (115)
and second (125) linear drive surfaces have a corresponding notched profile for meshing engagement with the
toothed wheel.

5. The positioning assembly of claim 3 or 4, wherein the third element of the coupling element is formed by two or
more longitudinally spaced drive wheels (145, 245), each wheel having a circumferential drive surface in engagement
with the first and second linear drive surfaces (115, 215; 125, 225).

6. The positioning assembly of claim 3, wherein the circumferential drive surface of the at least one drive wheel (245)
and the first and second linear drive surfaces (215, 225) are frictional drive surfaces configured for frictional en-
gagement with each other.

7. The positioning assembly of claim 1 or 2, wherein:
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- the first element of the coupling arrangement comprises first and second pulley sheaves (351, 352; 451, 452)
arranged at first and second longitudinal end regions of the base part (310, 410), the pulley sheaves having a
rotation axis extending in the perpendicular direction (x);
- the second element of the coupling arrangement is a belt element (350, 450), first and second ends of which
are fixedly attached to the holder part (320, 420);
- the third element of the coupling arrangement comprises third and fourth pulley sheaves (363, 364, 463, 464)
provided on the slide link (340, 440) and spaced in longitudinal direction from each other, whereby between its
first and second ends, the belt element is looped around the third pulley sheave (363, 463) on the slide link,
followed by the first pulley sheave (351, 451) on the base part, followed by the second pulley sheave (352, 452)
on the base part and then around the fourth pulley sheave (364, 464) on the slide link.

8. The positioning assembly of any preceding claim, wherein the displacement mechanism comprises a lead screw
(150) coupled to an output shaft of the motor (160), the lead screw being rotationally mounted to the base part, with
a rotation axis extending in longitudinal direction (z), and wherein the slide link (140, 240, 340) has a mounting
portion (143) provided with a threaded bore (144) in which the lead screw engages, such that rotation of the lead
screw causes linear displacement of the slide link.

9. The positioning assembly of claim 8, wherein the mounting portion (143) acts as ball nut and comprises an arrange-
ment for recirculating balls that run on raceways formed by opposing threads of the lead screw (150) and threaded
bore (144).

10. The positioning assembly of claim 7, wherein

- one of the first and second pulley sheaves (351, 352, 451, 452) is coupled to the output shaft of the motor
(460) and is a driven pulley sheave; and
- the slide link (440) is coupled to the belt element (450), such that rotation of the driven pulley sheave causes
linear displacement of the slide link.

11. The positioning assembly of claim 7 or claim 10, wherein the belt element is formed by one of a belt, a cable or a chain.

12. The positioning assembly of claim 10, wherein the belt element is a toothed belt and the first and second pulley
sheaves on the base part (410) have a corresponding toothed profile.

13. A laboratory apparatus comprising a positioning assembly according to any preceding claim, whereby the base part
of the assembly is fixed to the laboratory apparatus and a device such as a pipette (135) is attached to the holder
part of the assembly.

14. The laboratory apparatus of claim 13, wherein the laboratory apparatus is a liquid handling apparatus.
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