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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit of and priority
to U.S. Provisional Patent Application No. 61/779,873,
filed March 13, 2013..

BACKGROUND

Technical Field

[0002] The present disclosure relates to surgical sta-
pling apparatuses. More particularly, the present disclo-
sure relates to surgical stapling apparatuses including
knife drive lockout mechanisms.

Description of Related Art

[0003] Surgical stapling apparatuses that are config-
ured to staple and, subsequently, sever tissue are well
known in the art. Such stapling apparatuses, typically,
include, a housing and an elongated member that ex-
tends from the housing. In certain instances, a multi use
loading unit (MULU) that includes a reload may be con-
figured to releasably couple to a distal end of the elon-
gated member. Alternatively, the reload may be fixedly
supported at the distal end of the elongated member. In
either of the aforementioned reload configurations, an
anvil and cartridge may be provided on jaws of the reload
and configured to staple tissue. A knife (or other suitable
device) may be utilized to sever the stapled tissue. The
knife may be actuated via one or more actuation devices
operably associated with the surgical stapling apparatus
and translated through the anvil and cartridge to sever
the staple tissue. US 2011/295269 describes a motorized
surgical cutting and fastening device with a disposable
loading unit having a bayonet type coupling.
[0004] While the aforementioned reload configurations
provide numerous advantages, it may be desirable to
prevent inadvertent firing of the knife of the surgical sta-
pler when a staple cartridge is not installed or is spent.

SUMMARY

[0005] As can be appreciated, surgical stapling appa-
ratuses that include knife drive lockout mechanisms may
prove useful in the surgical arena.
[0006] Embodiments of the present disclosure are de-
scribed in detail with reference to the drawing figures
wherein like reference numerals identify similar or iden-
tical elements. As used herein, the term "distal" refers to
the portion that is being described which is further from
a user, while the term "proximal" refers to the portion that
is being described which is closer to a user.
[0007] An aspect of the present disclosure provides a
surgical stapling apparatus (stapler). The stapler in-
cludes a housing and an elongated member that extends

therefrom. The elongated member is configured to oper-
ably support a reload at a distal end thereof. A cartridge
is configured to selectively couple to a first jaw member
of the reload. The cartridge includes fasteners and a plat-
form area, the cartridge defining a knife channel and an
aperture. A second jaw member has an anvil with staple
forming depressions and a drive member is movable from
a retracted to an advanced position to drive the fasteners
towards the anvil, the drive member having a working
end for supporting a knife, the working end being config-
ured to move through the knife channel from a retracted
to an advanced distal position for severing tissue posi-
tioned between the jaw members. The apparatus further
includes a locking mechanism comprising an actuator
rotably disposed in the aperture of the cartridge and an
interlock, the actuator being movable between an initial
pre-fired configuration wherein the actuator rests on the
platform area and is engaged with the interlock to allow
distal movement of the working end, to a final post-fired
configuration wherein the actuator is raised above the
platform area and is disengaged from the interlock to lock
out and prevent distal movement of the working end,
wherein the actuator has a head portion at an upper end,
and a notch at a lower end, the actuator being biased in
a downwardly direction, the actuator having a tip extend-
ing into the knife channel when the actuator is in the first
pre-fired position and the interlock having an upright ex-
tension and being rotatably disposed adjacent the actu-
ator so that the upright extension is engaged with the
notch when the actuator is in the first pre-fired position,
the interlock moving to a position blocking the knife chan-
nel when the actuator moves to the seond post-fired pos-
tion, the working end of the drive member further com-
prising a top flange that contacts the head portion when
the drive member moves from the retracted, pre-fired po-
sition t the advanced, post-fired position thereby moving
the head portion to effect disengagement of the actuator
from the interlock such that the interlock is positioned
inside of the translation path of the working end and the
working end is locked out and unable to move distally..
[0008] Further optional features of the invention are
set out in the dependent claims .
[0009] Paragraph deleted.
[0010] Paragraph deleted.
[0011] Paragraph deleted.
[0012] Paragraph deleted.
[0013] Paragraph deleted.
[0014] Paragraph deleted.
[0015] Paragraph deleted
[0016] Paragraph deleted.
[0017] Paragraph deleted.
[0018] Paragraph deleted.
[0019] Paragraph deleted.
[0020] Paragraph deleted.
[0021] Paragraph deleted.
[0022] Paragraph deleted.
[0023] Paragraph deleted.
[0024] Paragraph deleted.
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[0025] Paragraph deleted.
[0026] Paragraph deleted.
[0027] Paragraph deleted.

BRIEF DESCRIPTION OF THE DRAWING

[0028] Various embodiments of the present disclosure
are described hereinbelow with references to the draw-
ings, wherein:

Fig. 1 is a perspective view of a powered surgical
stapling apparatus;
Fig. 2 is a perspective view of a manual surgical sta-
pling apparatus;
Fig. 3A is a perspective view of a reload of Figs. 1
and 2 including a drive lockout mechanism repre-
senting background art of the instant disclosure;
Fig. 3B is an exploded, perspective view of the reload
of Fig. 3A with the parts separated;
Fig. 4A is a partial, perspective view of a removable
cartridge including a spring clip shown in an extend-
ed configuration;
Fig. 4B is a perspective view of a proximal portion
of the cartridge with the spring clip of Fig. 4A re-
moved;
Fig. 5 is a perspective view of the spring clip of Fig.
4A;
Fig. 6 is a perspective view of an anvil uncoupled to
a corresponding jaw member to illustrate a recess
configured to receive the spring clip therein;
Fig. 7 is a perspective view of a pivot beam that is
configured to releasably engage the spring clip;
Fig. 8 is a partial, perspective view of the anvil and
cartridge with a top portion of the anvil being removed
to illustrate a knife in a pre-fired configuration and
the spring clip and pivot beam in an engaged con-
figuration;
Fig. 9 is a cut-away view taken along line-segment
9-9 in Fig. 8;
Figs. 10-12 are perspective views illustrating a firing
sequence of the knife through the cartridge and anvil;
Fig. 13 is a perspective view of a reload including a
drive lockout mechanism representing background
art of the present disclosure;
Fig. 14 is a perspective view of the reload and a
cartridge depicted in Fig. 13 uncoupled from one an-
other;
Fig. 15 is an exploded, perspective view of the reload
with the parts separated and removed;
Fig. 16 is an exploded, perspective view of the car-
tridge assembly with parts separated;
Fig. 17 is an exploded, bottom view of a sled of the
cartridge with parts separated;
Fig. 18 is a bottom view of the sled of Fig. 17 in an
assembled configuration;
Fig. 19 is an exploded, rear perspective view of the
sled with parts separated;
Fig. 20 is a rear perspective view of the sled of Fig.

19 in an assembled configuration;
Fig. 21 is an enlarged area of detail of Fig. 15 illus-
trating a latch;
Fig. 22 is a perspective view of the latch depicted in
Fig. 21 shown inverted;
Fig. 23 is perspective view of the reload with parts
removed;
Fig. 24 is an enlarged area of detail of Fig. 23;
Fig. 25 is a partial, perspective view of the reload
with parts removed illustrating a pivot assembly;
Fig. 26 is a cross-sectional view taken along line por-
tion 26 in Fig. 25;
Figs. 27 is a partial, cross-sectional view of the car-
tridge illustrating the cartridge being installed to a
corresponding jaw member;
Fig. 28 is a partial, cross-sectional view of the car-
tridge illustrating the cartridge fully installed to the
corresponding jaw member;
Fig. 29 is a partial, cross-sectional view of the car-
tridge illustrating the cartridge being approximated
towards;
Fig. 30 is a partial, cross-sectional view of the car-
tridge illustrating the anvil and cartridge being in a
fully approximated configuration;
Fig. 31 is a partial, cross-sectional view of the car-
tridge illustrating a firing motion of a knife of the re-
load;
Fig. 32 is a partial, cross-sectional view of cartridge
illustrating the knife being retracted back to a pre-
fired configuration;
Fig. 33 is a partial, cross-sectional view of the car-
tridge illustrating the anvil and cartridge in an open
configuration and the knife in the retracted configu-
ration;
Fig. 34 is a partial, cross-sectional view of the car-
tridge illustrating the knife in the retracted configu-
ration and the latch in position for removal of the
reload from a trocar;
Fig. 35 is a partial, cross-sectional view of the car-
tridge illustrating the knife in the retracted configu-
ration and the latch in a locked out configuration;
Fig. 36 is perspective view of a reload with parts re-
moved and including a drive lockout mechanism rep-
resenting background art of the present disclosure;
Fig. 37 is an enlarged area of detail of Fig. 36;
Fig. 38 is an exploded, perspective view of the reload
depicted in Fig. 36;
Fig. 39 is an exploded, perspective view of a car-
tridge assembly with parts separated;
Fig. 40 is an enlarged area of detail of Fig. 38 illus-
trating a latch;
Fig. 41 is a perspective view of the latch depicted in
Fig. 21 shown inverted;
Fig. 42 is a perspective view of the reload with parts
removed illustrating a pivot assembly;
Fig. 43 is a perspective view of the reload with parts
removed including a portion of the pivot assembly to
illustrate a distal end of a knife assembly;
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Fig. 44 is a partial, cross-sectional view of the reload
with the cartridge not installed on a corresponding
jaw member;
Fig. 45 is a partial, cross-sectional view of the car-
tridge installed on a corresponding jaw member;
Fig. 46 is a partial, cross-sectional view of the car-
tridge illustrating a knife being translated there-
through;
Fig. 47 is a partial, cross-sectional view of the car-
tridge illustrating a knife in a retracted configuration
and locked out;
Fig. 48 is a perspective view of a reload with parts
removed and including a drive lockout mechanism
representing background art of the present disclo-
sure;
Fig. 49 is an enlarged area of detail of Fig. 48;
Fig. 50 is a partial, cut-away view of a cartridge
shown in a pre-fired configuration;
Fig. 51 is an exploded, perspective view of the car-
tridge with parts removed;
Fig. 52 is a perspective view of an actuator of the
cartridge depicted in Figs. 50 and 51;
Fig. 53 is a perspective view of the actuator depicted
in Fig. 52 shown inverted;
Fig. 54 is a perspective view of a rotating interlock
of the cartridge;
Fig. 55 is a top elevational view of the cartridge;
Fig. 56 is a cut-away view taken along line section
56-56 shown in Fig. 55;
Fig. 57 is a partial, perspective view of the cartridge
with parts removed illustrating a knife during a firing
sequence;
Fig. 58 is a cut-away view taken along line section
58-58 shown in Fig. 57;
Fig. 59 is a partial, perspective view of the cartridge
with parts removed illustrating the knife in a locked-
out configuration;
Fig. 60 is a perspective view of a reload with parts
removed and including a drive lockout mechanism
according to another embodiment of the present dis-
closure;
Fig. 61 is an enlarged area of detail of Fig. 60;
Fig. 62 is an exploded, perspective view of the car-
tridge assembly of Fig. 60 with parts separated;
Fig. 63 is an enlarged area of detail of Fig. 62;
Fig. 64 is a partial, perspective view of a proximal
end of the cartridge;
Fig. 65 is an exploded, perspective view of the car-
tridge assembly with parts separated;
Fig. 66 is an exploded, perspective view of a jaw
member of the reload with parts separated;
Fig. 67 is an enlarged area of detail of Fig. 65 illus-
trating an actuator of the cartridge;
Fig. 68 is an enlarged area of detail of Fig. 66 illus-
trating a locking assembly with parts separated;
Fig. 69 is a perspective view illustrating a spring clip
and locking lever of the locking assembly coupled to
one another;

Figs. 70A-70C are perspective views illustrating the
locking lever and spring clip in various configura-
tions;
Fig. 71 is a perspective view of the cartridge shown
with a portion of a cover removed;
Fig. 72 is an enlarged area of detail of Fig. 71;
Fig. 73 is a partial, cut-away view of the cartridge
illustrating the knife, actuator and locking assembly
shown in a pre-fired configuration;
Fig. 74 is a partial, top elevational view of the car-
tridge of Fig. 73;
Fig. 75 is a partial, cut-away view of the cartridge
illustrating a firing sequence of the knife with the ac-
tuator and locking assembly shown in a locked out
configuration;
Fig. 76 is a partial, top elevational view of the car-
tridge of Fig. 75;
Fig. 77 is a perspective view of a reload with parts
removed and including a drive lockout mechanism
representing background art of the present disclo-
sure;
Fig. 78 is an enlarged area of detail of Fig. 77;
Fig. 79 is a top elevational view of a cartridge coupled
to a jaw member of Fig. 77;
Fig. 80 is an enlarged area of detail of Fig. 79;
Fig. 81 is an exploded, perspective view the jaw
member with parts separated;
Fig. 82 is a right perspective view of a locking lever;
Fig. 83 is a left perspective view of the locking lever
depicted in Fig. 82;
Fig. 84 is a perspective view of an actuator;
Fig. 85 is an enlarged area of detail of Fig. 81;
Fig. 86 is a partial, cross sectional view of a distal
end of the reload;
Fig. 87 is a perspective view of the jaw member and
cartridge uncoupled from one another;
Fig. 88 is an enlarged area of detail of Fig. 87;
Fig. 89 is a partial, top elevational view of the car-
tridge with parts removed in a pre-fired configuration;
Fig. 90 is a partial, perspective view of the cartridge
with parts removed in the pre-fired configuration;
Fig. 91 is a partial, top elevational view of the car-
tridge with parts removed in a post-fired configura-
tion;
Fig. 92 is a partial, perspective view of the cartridge
with parts removed in the post -fired configuration;
Fig. 93 is a perspective view of a reload with parts
removed and including a drive lockout mechanism
representing background art of the present disclo-
sure;
Fig. 94 is a partial, cross-sectional view taken along
line section 94-94 shown in Fig. 93;
Fig. 95 is an enlarged area of detail of Fig. 94;
Fig. 96 is an exploded, perspective view of the reload
with parts removed and separated;
Fig. 97 is an enlarged area of detail of Fig. 96;
Fig. 98 is a partial, cross-sectional view of jaw mem-
bers of the reload with the cartridge installed;
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Fig. 99 is an enlarged area of detail of Fig. 98;
Fig. 100 is a partial, cross-sectional view of the jaw
members in an approximated and pre-fired configu-
ration;
Fig. 101 is a partial, cross-sectional view of the jaw
members in an approximated configuration and il-
lustrating a knife being translated therethrough;
Fig. 102 is a partial, cross-sectional view of the jaw
members in an approximated and post-fired config-
uration with the knife in a retracted configuration;
Fig. 103 is a partial, cross-sectional view of reload
including a drive lockout mechanism representing
background art of the present disclosure;
Fig. 104 is an exploded view of a pawl of an anvil
with parts separated;
Fig. 105 is a perspective view of a reload with parts
removed and including a drive lockout mechanism
representing background art of the present disclo-
sure;
Fig. 106 is an enlarged area of detail of Fig. 105;
Fig. 107 is a perspective view of a jaw member de-
picted in Fig. 105;
Fig. 108 is an enlarged area of detail of Fig. 107;
Fig. 109 is a proximal end of the jaw member depict-
ed in Fig. 107 with parts separated;
Fig. 110 is an exploded view of a lock out assembly
associated with the reload depicted in Fig. 105 with
parts separated;
Fig. 111 is a partial, top cross sectional view of a jaw
member with the locking member in an unlocked
configuration;
Fig. 112 is a partial, top cross sectional view of a jaw
member with the locking member in a locked config-
uration;
Fig. 113 is a cut-away view taken along line section
113-113 shown in Fig. 112;
Fig. 114 is a partial, front perspective view of a prox-
imal end of a cartridge configured for use with the
reload depicted in Fig. 105;
Fig. 115 is a partial, back perspective view of prox-
imal end of the cartridge depicted in Fig. 114;
Fig. 116 is an exploded view of the cartridge with
parts separated;
Fig. 117 is a cut-away view taken along line section
117-117 shown in Fig. 115;
Fig. 118 is a perspective view of an actuation sled
associated with the cartridge having an actuator cou-
pled thereto;
Fig, 119 is a side, perspective view of the actuator;
Fig. 120 is a front, perspective view of the actuation
sled;
Fig. 121 is a cut-away view taken along line section
121-121 shown in Fig. 118;
Fig. 122 is a top elevational view of the cartridge and
jaw member coupled to one another;
Fig. 123 is an enlarged area of detail of Fig. 122;
Fig. 124 is a partial, top cross-sectional view of the
cartridge and jaw member coupled to one another

with a knife in a pre-fired configuration;
Fig. 125 is a partial, top cross-sectional view of the
cartridge and jaw member coupled to one another
with the knife in a post-fired configuration;
Fig. 126 is a partial, top elevation view of the cartridge
and jaw member coupled to one another with the
locking assembly in a locked out configuration;
Fig. 127 is a cut-away view taken along line section
127-127 shown in Fig. 126;
Fig. 128 is a schematic, elevation view of a knife
assembly of a reload including a drive lockout mech-
anism representing background art of the present
disclosure;
Fig. 129 is a schematic, elevation view of a knife
assembly of a reload in an unlocked configuration;
Fig. 130 is a top, cross-sectional view of the cartridge
illustrating the knife in a locked configuration;
Fig. 131 is a schematic, elevation view of the knife
assembly uncoupled from a locking lever;
Fig. 132 is a perspective view of the locking lever;
Fig. 133 is a perspective view of the knife assembly;
Figs. 134-135 are top, cross-sectional views of a jaw
member and cartridge of a reload including a drive
lockout mechanism representing background art of
the present disclosure with a locking lever in un-
locked and locked configurations;
Fig. 136 is a schematic, plan view of the knife as-
sembly in a locked configuration;
Fig. 137 is a perspective view of the knife assembly;
Fig. 138 is a schematic view of a jaw member and
knife of a reload including a drive lockout mechanism
representing background art of the present disclo-
sure with a locking lever in a locked configuration;
Figs. 139-140 are schematic views of the jaw mem-
ber having a cartridge installed and with the locking
lever in an unlocked and locked configuration, re-
spectively;
Fig. 141 is a partial, perspective view of a reload with
parts removed and including a drive lockout mech-
anism representing background art of the present
disclosure;
Fig. 142 is an enlarged area of detail of Fig. 141;
Fig. 143 is an exploded view with parts separated of
a jaw member of the reload;
Fig. 144 is a perspective view of a cam block and
lockout structure;
Fig. 145 is another perspective view of a cam block
and lockout structure associated with the jaw mem-
ber;
Fig. 146 is a partial, perspective view of the reload
with parts removed illustrating the cam block and
lockout structure without a cartridge installed;
Fig. 147 is a partial, perspective view of the reload
with parts removed illustrating the cam block and
lockout structure with a cartridge installed;
Fig. 148 is partial perspective with of the releasable
reload with parts removed and with the cartridge in-
stalled;
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Fig. 149 is an enlarged area of detail of Fig. 148;
Fig. 150 is a partial, perspective view of a reload with
parts removed and including a drive lockout mech-
anism representing background art of the present
disclosure;
Fig. 151 is an enlarged area of detail of Fig. 150;
Fig. 152 is a perspective view of a cartridge config-
ured for use with the reload depicted in Fig. 150;
Fig. 153 is an enlarged area of detail of Fig. 152;
Fig. 154 is a partial, perspective view of the cartridge
illustrating a knife just after firing thereof;
Fig. 155 is a partial, perspective view of the cartridge
illustrating with the knife being moved to a retracted
configuration;
Fig. 156 is a partial, perspective view of the cartridge
illustrating with the knife in the retracted configura-
tion;
Fig. 157 is a partial, perspective view looking into a
cartridge assembly configured for use with a reload
including a drive lockout mechanism representing
background art of the present disclosure in a pre-
fired configuration; and
Fig. 158 is a is a partial, perspective view looking
into a cartridge assembly configured for use with a
reload including a drive lockout mechanism repre-
senting background art of the present disclosure in
a post-fired configuration.

DETAILED DESCRIPTION

[0029] Detailed embodiments of the present disclosure
are disclosed herein; however, the disclosed embodi-
ments are merely examples of the disclosure, which may
be embodied in various forms. Therefore, specific struc-
tural and functional details disclosed herein are not to be
interpreted as limiting, but merely as a basis for the claims
and as a representative basis for teaching one skilled in
the art to variously employ the present disclosure in vir-
tually any appropriately detailed structure.
[0030] In accordance with the instant disclosure, vari-
ous drive lockout mechanisms are disclosed herein and
are configured for use with reloads that are adapted to
couple to one or more types of surgical stapling appara-
tuses. The various drive lockout mechanisms are config-
ured to prevent misfiring of a knife without a cartridge
installed, or firing with a spent cartridge installed.
[0031] Fig. 1 illustrates a powered surgical stapling ap-
paratus shown generally as 100. Fig. 2 illustrates a man-
ual surgical stapling apparatus shown generally as 200.
The powered apparatus includes one or more motors
and an internal or external power source, whereas the
manual apparatus has a movable handle 136 and a
mechanism for driving the functions of the apparatus.
See U.S. Patent Nos. 5,865,361; 5,782,396; Internation-
al WO 04/032,760; U.S. Patent Publication No.
2010/0276741; and U.S. Patent Application Ser. No.
13/444,228.
[0032] Briefly, the surgical stapling apparatus 100, 200

includes a housing 102 a retractor 136, a firing mecha-
nism 116 (Fig. 2), an elongated member 104 extending
from housing 102, and a reload 106 that is releasably
coupled to a distal end of elongated member 104. Reload
106 includes a proximal shaft portion 109 having a distal
end which a tool assembly including first and second jaw
members 108, 110. First jaw member 108 is configured
to support a cartridge 112 which includes a plurality of
fasteners 117a and a corresponding plurality of pusher
members 117b that are engaged with fasteners 117a
(see Fig. 3B). Cartridge 112 includes one or more reten-
tion slots 119 that extend longitudinally along a tissue
contacting surface 121 of a cartridge housing 123 and
are configured to house fasteners 117a (Fig. 3B). Car-
tridge housing 123 (Fig. 3B) is configured to releasably
couple to first jaw member 108 via one or more suitable
coupling methods. A removable and replaceable car-
tridge assembly is disclosed in U.S. Patent Application
Ser. No. 13/280,880 entitled Multi-Use Loading Unit. In
any of the embodiments disclosed herein, a removable
and replaceable cartridge assembly may be coupled to
a jaw using detents, latches, clips and the like. Second
jaw member 110 is provided with an anvil 111 (as best
seen in Fig. 3B) which defines a plurality of buckets or
depressions 107 (see Fig. 3A) that are configured to re-
ceive corresponding fasteners 117a when fasteners
117a are ejected from cartridge 112.
[0033] Fig. 3B illustrates components that are housed
within shaft 109. A drive member "D" includes a drive
beam 103 having a working end 101 which supports a
knife 10. Working end 101 includes an I-beam configu-
ration having top and bottom flanges 118a, 118b and
includes a distal abutment surface 118c which engages
a central support wedge 113 of actuation sled 115 (see
Fig. 3B). Working end 101 is configured to move through
a knife channel 114 (Fig. 3B) defined in cartridge 112
from a retracted position to an advanced position for sev-
ering stapled tissue positioned between the jaw 108, 110.
Knife blade 105 travels slightly behind actuation sled 115
during a stapling procedure such that an incision is
formed in tissue after the tissue has been stapled.
[0034] A pivot assembly 150 (Fig. 3A) is provided at a
distal end of shaft 109 and couples first and second jaw
members 108, 110 to shaft 109. Pivot assembly 150 in-
cludes lower and top portions 151b, 151a that are oper-
ably coupled to one another and the tool assembly to
facilitate articulation of the tool assembly about an axis
transverse to a longitudinal axis of shaft 104 (Fig. 3B).
[0035] For a more detailed discussion of the construc-
tion and operation of reload 106, reference may be made
to U.S. Patent Nos. 5,865,361 and 7,225,963, the entire
contents of which are incorporated herein by reference.
[0036] In accordance with the instant disclosure, re-
load 106 includes a locking mechanism according to an
embodiment of the instant disclosure. Specifically, and
with reference to Figs. 4A-4B, cartridge housing 123 in-
cludes one or more recesses 125 (Fig. 4B) of suitable
configuration that are configured to receive and/or oper-
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ably house one or more resilient members 126 (see Fig.
5). A single recess 125 which opens onto a top surface
of the cartridge 112 is shown in the illustrated embodi-
ment. Recess 125 is configured to allow flexure of kegs
128a, 128b of the resilient member 126 within the con-
fines of recess 125.
[0037] Continuing with reference to Fig. 5, resilient
member(s) 126 may be formed from any suitable resilient
material including but not limited to plastic, rubber, metal,
etc. In the illustrated embodiment, resilient member is
made from a relatively soft plastic and formed into a
spring-clip 127. Spring-clip 127 is movable from an ex-
tended position (Fig 4a) to a retracted position (Fig. 10)
and includes a generally arcuate configuration and is de-
fined by opposing legs 128a, 128b that form a generally
"U" configuration; this "U" configuration facilitates posi-
tioning spring-clip 127 within recess 125. In accordance
with the instant disclosure, prior to use of cartridge 112,
spring-clip 127 extends a predetermined distance above
tissue contacting surface 121. To this end, one or both
of legs 128a, 128b may include one or more flanges 129
(Figs. 4A and 5) that are configured to releasably engage
a surface 121 of cartridge 112 adjacent proximal end of
the tissue contacting surface of cartridge 112 (Fig. 4A).
In the illustrated embodiment, each of legs 128a, 128b
includes a single flange 129. Moreover, one or both of
legs 128a, 128b may have beveled or angled ends 131a,
131b positioned for engagement with top flange 118a of
the knife 105 when knife 105 is advanced from a retracted
position towards an advanced position. In the illustrated
embodiment, each of sidewalls 128a, 128b includes an-
gled surfaces 131a, 131b that culminate at tips 133a,
133b. Resilient member(s) 126 are configured for inser-
tion through a corresponding recess 130 disposed on
anvil 111 (Figs. 6 and 10). Recess 130 on anvil 111 is in
vertical registration with recess 125 of cartridge 112 to
facilitate insertion of resilient member 126 within recess
130.
[0038] Referring now to Fig. 6, anvil 111 is illustrated
uncoupled from jaw member 110 to illustrate recess 130.
Recess 130 is of suitable configuration to receive spring-
clip 126 therein. Specifically, angled end surfaces 131a,
131b are configured for positioning within recess 130
when a newly inserted (e.g., a pre-fired) cartridge 112 is
coupled to jaw member 108 and jaw members 108, 110
are approximated, see Fig. 9 for example. In the extended
configuration, spring clip 127 prevents movement of the
locking member 132 (Fig. 7) within an internal cavity 134
(see Fig. 9 for example) of jaw member 110 to a blocking
position as will be described in further detail below.
[0039] With reference to Fig. 7, locking member 132
has a generally elongated configuration and includes a
distal end 124 that is operably coupled to a side wall 138
of anvil 111 to facilitate movement of the locking member
132 upwardly and transversely from an outer surface of
anvil 111 towards the center of anvil 111 to a position to
obstruct movement of the working end 101 of drive mem-
ber "D" (Figs. 8 and 10). A cam surface 137 is disposed

at a proximal end 140 of locking member 132 and is con-
figured to engage top flange 118b disposed on a top por-
tion 144 of knife 105 (Figs. 8 and 11-12). Engagement
between cam surface 137 and top flange 118a prevents
knife 105 from moving distally past locking member 132
after the cartridge 112 has been fired as will be described
in further detail below. A sidewall 135 of locking member
132 is configured to contact a top portion 144 of knife
105 as knife 105 is moved from the advanced configu-
ration to the retracted configuration (see Fig. 11 for ex-
ample) to move the locking member 132 from the locking
position (Fig. 12) to a non-blocking position to allow the
knife to move from the retracted position.
[0040] In use, when cartridge 112 is not coupled to jaw
member 108, locking member 132 is in the blocking po-
sition for engaging knife 105 (or component associated
therewith, e.g., top flange 118). That is, cam surface 137
is flush with the plane of translation of knife 105 such that
an end of locking member 132 engages top flange 118b
to prevent knife 105 from traveling distally past locking
member 132 (see Fig. 12). Thus, the locking member
132 prevents firing of apparatus 100, 200 when a car-
tridge 112 has not been inserted into jaw 108.
[0041] When cartridge 112 is coupled to jaw member
108, locking member 132 pivots upwardly as a result of
contact with resilient member 126 (see Figs. 8-9). This
contact allows working end 101 of the drive member "D"
to travel distally past the locking member 132 when knife
105 is fired (Fig. 10). Specifically, this contact raises the
cam surface 137 off the plane of translation of working
end 101 and above top flange 118b, which, in turn, pre-
vents engagement therebetween so as to allow knife 105
to travel distally past locking member 132 when working
end 101 is advanced. Essentially, top flange 118b slides
beneath cam surface(s) 137 as knife 105 is translated
distally.
[0042] Contact between top flange 118b and tips 133a,
133b and/or angled surfaces 131a, 131b as the working
end 101 is advanced causes flanges 129 to disengage
from tissue contacting surface 121 of cartridge 112,
which, in turn, causes tips 133a, 133b and/or angled sur-
faces 131a, 131b to fall beneath the translation plane of
working end 101 (Fig. 10). This allows locking member
132 to return to its initial configuration (Fig. 11) obstruct-
ing distal movement of the working end 101.
[0043] As working end 101 is moved proximally back
to its retracted configuration, top portion 144 contacts a
sidewall 135 (Fig. 8) of locking member 132 to pivot lock-
ing member 132 sideways towards sidewall 138 of anvil
111. Once top portion 144 has been moved proximally
past cam surface(s) 137 of locking member 132, locking
member 132 again returns to its initial configuration. In
its initial configuration, cam surface 137 is flush with the
plane of translation of working end 101 and positioned
to engage top portion 144 of working end 101 (Fig. 12).
[0044] The unique configuration of locking member
132 and resilient member 126 overcomes the aforemen-
tioned drawbacks that are, typically, associated with con-
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ventional surgical stapling apparatus. Specifically, the
locking member 132 prevents firing of the stapling appa-
ratus 100, 200 when a cartridge 112 is not coupled to
jaw 108 or when cartridge 112 has already been fired.
[0045] From the foregoing and with reference to the
various figure drawings, those skilled in the art will ap-
preciate that certain modifications can also be made to
the present disclosure without departing from the scope
of the same. For example, while the surgical stapling ap-
paratuses 100, 200 have been described herein as in-
cluding one locking member 132 and one corresponding
resilient member 126, it is within the purview of the
present disclosure to utilize two or more locking members
132 and corresponding resilient members 126.
[0046] Additionally, while surgical stapling apparatus-
es 100, 200 have been described herein utilizing a reload
106 the drive lockout mechanism described above can
be supported on the tool assembly of any stapler having
a replaceable cartridge.
[0047] In addition, reloads that include other types of
locking mechanisms may also be utilized with surgical
stapling apparatuses 100, 200. The following reloads are
similar in concept and design to reload 106. Accordingly,
only those features unique to the hereinafter described
embodiments of reloads are described in detail.
[0048] With reference to Figs. 13-35, and initially with
reference to Figs. 13-14, a reload 206 includes a locking
mechanism that does not form part of the invention and
is configured for use with surgical stapling apparatuses
100, 200 (Figs. 1 and 2).
[0049] Reload 206 is generally as described above but
the configuration of the locking mechanism has changed
as described below. Reload 206 includes shaft 209 that
supports a tool assembly 207 including jaw members
208, 210, respectively. Jaw member 208 is configured
to releasably engage a cartridge 212 and jaw member
210 is provided with an anvil 211. Jaw members 208,
210 function in a manner as described above with respect
to jaw members 108, 110.
[0050] A pivot assembly 250 is configured to function
in a manner as described above with respect to pivot
assembly 150 and includes top and lower portions 251a,
251b (see Fig. 15 for example). Unlike lower portion
151b, however, lower portion 251b is configured to op-
erably support a pair of latches 232a, 232b that are op-
erable to lock a working end 101 of a drive member "D"
in a retracted configuration. Specifically, lower portion
251b includes a pair of distally extending leg members
253a, 253b (Figs. 15 and 25). Leg members 253a, 253b
are spaced-apart a predetermined distance from one an-
other to receive knife 205 (Fig. 15) so as to allow working
end 101 to move through a firing sequence of surgical
stapling apparatuses 100, 200, as will be described in
greater detail below.
[0051] A shelf 255 (Figs. 24-25) of suitable configura-
tion is provided on lower portion 251b and is positioned
proximally with respect to latches 232a, 232b. Shelf 255
extends across lower portion 251b and is configured to

support finger portions 257a, 257b of latches 232a, 232b,
respectively. A pair of spaced-apart holders 259a, 259b
are provided on lower portion 251b and are positioned
adjacent shelf 255. Holders 259a, 259b extend distally
from lower portion 251b such that a distal face of holders
259a, 259b aligns with a distal edge of shelf 255 (Fig.
26). Holders 259a, 259b are configured to engage finger
portions 257a, 257b to maintain direct contact between
finger portions 257a, 257b and shelf 255. In embodi-
ments, holders 259a, 259b may be replaced with a single
holder that extends along an entire length of the shelf 255.
[0052] Continuing with reference to Fig, 25, leg mem-
ber 253b includes a generally flat medial portion 265b
(Figs. 15 and 25) that defines a cavity 261b of suitable
configuration defined therein that is configured to house
a spring 267, e.g., a compression spring, (Fig. 26). Medial
portion 265b is angled in a direction towards a toe portion
269b of leg member 253b. Toe portion 269b extends dis-
tally from medial portion 265b and includes a generally
flat top surface 271b (Fig. 25) that is elevated a prede-
termined distance above medial portion 265b. Top por-
tion 271b is configured to contact an offset flange portion
273b (Fig. 24) of cartridge 212. A proximal face 272b
(Fig. 26) of toe portion 269b is angled toward medial por-
tion 265b and a sidewall 274b is angled in an outward
direction (Fig. 25) away from top surface 271b. A cavity
263b of suitable configuration is defined in toe portion
269b and is configured to house an optional spring 270,
e.g., a compression spring, (Fig. 26). Spring 270 may be
configured to bias cartridge 212 to the open position.
[0053] A second toe portion 269a extends distally from
a medial portion (not explicitly shown) of leg member
253a and defines a cavity 263a that is configured to
house spring 270 (Fig. 25). Toe portion 269a includes a
generally flat top surface 271a (Fig. 25) that contacts a
corresponding offset flange portion 273a (Fig. 24) of car-
tridge 212. The medial portion of leg member 253a in-
cludes a cavity (not explicitly shown) that is configured
to house a spring 267.
[0054] Referring to Figs. 16-19, actuation sled 215 is
similar to actuation sled 115 and includes a central sup-
port 213. Unlike actuation sled 115, however, actuation
sled 215 includes a blocking member 217. Blocking
member 217 may be monolithically formed with actuation
sled 215 or blocking member 127 may be a separate
component that is coupled to actuation sled 215 via one
or more suitable coupling methods, e.g., press-fit, fric-
tion-fit, adhesive, etc. In the illustrated embodiment, ac-
tuation sled 215 and blocking member 217 are formed
as separate components via an injection molding process
and, subsequently, coupled to one another via a press-
fit. Blocking member 217 includes a generally curvilinear
base portion 219 that complements a corresponding re-
cess 221 provided on a bottom portion of actuation sled
215. A detent 223 is provided on base portion 219 of
actuation sled 215 and abuts a bottom surface 225 of
central wedge 213 when actuation sled 215 is in an as-
sembled configuration (Figs. 18 and 20). Blocking mem-
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ber 217 is configured to contact a pair of distal protuber-
ances 234a, 234b (Figs. 21-22) of latches 232a, 232b
when a loaded cartridge 212 is coupled to jaw member
208 (Fig. 30). In further embodiments, one or more latch-
es may be used.
[0055] Referring now to Figs. 21-22, latches 232a,
232b may be formed via any suitable process and include
proximal ends 236a, 236b and distal ends 238a, 238b,
respectively. Body portions 240a, 240b are provided at
respective proximal ends 236a, 126b and are configured
to contact flange 218b when knife 205 is in a retracted
configuration (Figs. 26-29 and 33-34). This contact be-
tween flange 218b and body portions 240a, 240b main-
tains latches 232a, 232b in an unlatched configuration.
[0056] Lateral extensions 242a, 242b of latches 232a,
232b include generally arcuate shoulder portions 243a,
243b that extend from proximal ends 236a, 236b and
have respective arms 245a, 245b that abut sidewalls
241a, 241b of body portions 240a, 240b. Distal ends of
arms 245a, 245b are received within corresponding ap-
ertures 247a, 247b (Figs. 21-22) defined in body portions
242a, 242b. Finger portions 257a, 257b extend in a gen-
erally orthogonal direction from shoulder portions 243a,
243b and proximally toward shelf 255 for engagement
with corresponding holders 259a, 259b. Arms 245a, 245b
are configured to engage springs 267 provided on leg
members 253a, 253b to bias latches 232a, 232b in a
downwardly direction (Fig. 28).
[0057] Continuing with reference to Figs. 21-22, ex-
tending distally from body portions 240a, 240b are elon-
gated members 248a, 248b from which trailing surfaces
260a, 260b extend in a generally orthogonal direction
and culminate at protuberances 234a, 234b. Protuber-
ances 234a, 234b are configured to selectively engage
a recess 254 that is provided on an underside of jaw
member 208, see Fig. 24 in combination with Fig. 31.
Protuberances 234a, 234b and/or trailing surfaces 260a,
260b are configured to engage flange 218b of working
end 201 of the drive member "D" when protuberances
234a, 234b are engaged with recess 254(Fig. 35 ). Ex-
tending distally from protuberances 234a, 234b are an-
gled leading surfaces 249a, 249b that are configured to
contact flange 218b of knife 205 when knife 205 is moved
proximally back to the retracted configuration. Leading
surfaces 249a, 249b allow flange 218b to slide past pro-
tuberances 234a, 234b to allow the working end 201 to
be move proximally back to the retracted configura-
tion(Fig. 32).
[0058] Operation of surgical stapling apparatuses 100,
200 that utilize reload 206 is described herein. Initially,
jaw members 208, 210 may be in an open configuration
to load cartridge 212 onto jaw member 208 (Figs. 14 and
26-27). In the open configuration, working end 201 is in
a fully retracted configuration and flange 218b contacts
body portions 240a, 240b. Moreover, arm portion 245b
is pressed against springs 267.
[0059] Thereafter, cartridge 212 may be inserted in jaw
member 208. In the loaded configuration, blocking mem-

ber 217 is positioned over recess 254 and in contact with
protuberances 234a, 234b so as not to allow protuber-
ances 234a, 234b to engage recess 254 prior to actuation
sled 215 and/or the drive member "D" being fired (Figs.
28-29).
[0060] Subsequently, reload 206 including jaw mem-
bers 208, 210 may be inserted through a portal, e.g., a
trocar (or other suitable device), and positioned within a
cavity of a patient adjacent tissue of interest. Tissue may
be positioned between jaw members 208, 210 and jaw
members 208, 210 may be approximated towards one
another to grasp tissue for stapling thereof.
[0061] When the working end 201 is advanced to sta-
ple and sever tissue, flange 218b translates distally and
moves out of engagement with body portions 240a, 240b.
However, because blocking member 217 covers recess
254 and contacts with protuberance 234b, the working
end 210 is free to continue to move distally and contact
central cam wedge 213 of actuation sled 215, which, in
turn, moves blocking member 217 out of contact with
protuberances 234a, 234b. Accordingly, protuberances
234a, 234b are allowed to engage recess 254 (Fig. 31)
as a result of bias of spring 267.
[0062] Subsequent to stapling and severing tissue, the
working end 210 may be moved proximally and returned
to its fully retracted configuration. Specifically, flange
218b of knife 205 contacts and slides past leading sur-
faces 249a, 249b so as to allow the working end 210 to
be moved back to its fully retracted continuation (Figs.
32-33). Flange 218b of knife 205 contacts body portions
240a, 240 and protuberances 234a, 234b are prevented
from engaging recess 254. Accordingly, jaw members
208, 210 may be approximated towards one another for
removal through the portal without interference from pro-
tuberances 234a, 234b (Fig. 34). That is, because the
protuberances 234a, 234b are prevented from engaging
recess 254, the likelihood of the protuberances 234a,
234b contacting the portal is reduced, if not eliminated.
Latches 232a, 232b prevent forward movement of knife
205 until surgical stapling apparatuses 100, 200 are load-
ed with unused cartridge assembly.
[0063] In accordance with the instant disclosure, if
flange 218b should come out of contact with body por-
tions 240a, 240b, the biasing force provided springs 267
against arm portions 245a, 245b would cause protuber-
ances 234a, 234b and/or trailing surfaces 260a, 260b to
engage recess 254 and extend a predetermined distance
therethrough to engage flange 218b and, thus, prevent
knife 205 from traveling distally therepast (Fig. 35).
[0064] With reference to Figs. 36-47, a reload 306 in-
cludes a locking mechanism not forming part of the in-
vention and is configured for use with surgical stapling
apparatuses 100, 200 (Figs. 1 and 2).
[0065] With initial reference to Figs. 37 and 42, a lower
portion 351b of pivot 350 includes two spaced-apart up-
right extensions 359a, 359b that are provided adjacent
a shelf 355 to form a holding area for a locking member
343. Specifically, extensions 359a, 359b are positioned
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distally with respect to shelf 355 and extend a predeter-
mined distance above shelf 355 to engage locking mem-
ber 343 to prevent locking member 343 from moving dis-
tally past extensions 359a, 359b. Extensions 359a, 359b
are spaced apart a predetermined distance from one an-
other so as to allow a working end 301 to advance through
a firing sequence of the surgical stapling apparatus 100,
200.
[0066] Continuing with reference to Fig. 42, a leg mem-
ber 353b extends from extension 359b and includes a
generally flat top surface 365b defining a cavity 361b
(see Fig. 45) that is configured to house an optional spring
367, e.g., a compression spring. A claw portion 369b ex-
tends in a generally upright orientation from top surface
365b and is configured to couple to a corresponding
hinge member 344b of latch 332 (Figs. 42 and 44) so as
to allow hinge member 344b to pivot thereabout to facil-
itate sliding of locking member 343 along a notch 360
and/or a distal top surface 364b of drive beam members
303 (Fig. 43). A distal face 372b (Fig. 42) of leg member
353b defines a cavity 363b that is configured to house a
spring 370, e.g., a compression spring, (Figs. 44-45).
Spring 370 includes a predetermined spring constant and
is configured to contact a lateral extension 345b of latch
332 to bias latch 332 in a generally upright configuration.
[0067] Extension 359a is identical to extension 359b
and includes all the aforementioned components de-
scribed with respect to extension 359b. Accordingly, a
detailed description of extension 359a is not provided.
[0068] Referring now to Figs. 40-41, latch 332 is illus-
trated. Unlike latch 232, latch 332 is a single component
having locking member 343 formed at a proximal end
341 and a bifurcated configuration including two (2) gen-
erally elongated members 342a, 342b extending distally
therefrom. Members 342a, 342b are spaced apart a pre-
determined distance from one another to the working end
301 of the drive member "D" to move therebetween dur-
ing a firing sequence of surgical apparatuses 100, 200.
[0069] Hinge members 344a, 344b are provided at a
medial portion of respective members 342a, 342b and
include a generally arcuate configuration. Each of hinge
members 344a, 344b extends a predetermined distance
orthogonally from members 342a, 342b and curve out-
ward therefrom to pivotably engage corresponding claw
portions 369a, 369b to allow latch 332 to pivot as locking
member 343 slides along drive beam members 303.
[0070] A pair of protuberances 334a, 334b are provid-
ed at a distal end of latch 332 and are configured to con-
tact blocking member 317 (Fig. 45) when cartridge 312
is coupled to jaw member 308. Specifically, when protu-
berances 334a, 334b contact blocking member 317, latch
332 pivots about hinge members 344a, 344b which rais-
es locking member 343 a predetermined distance and
out of engagement with notch 360, as will be described
in greater detail below.
[0071] Lateral extensions 345a, 345b are positioned
proximally with respect to protuberances 334a, 334b and,
when coupled to pivot assembly 350, adjacent coil sprigs

370 for contact therewith to urge protuberances 344a,
344b in a generally upward direction. Lateral extension
345b is configured to maintain coil spring 370 within cav-
ity 363b as latch 332 pivots (Figs. 44-45). Likewise, lateral
extension 345a is configured to maintain coil spring 370
within the corresponding cavity (not explicitly shown) as
latch 332 pivots.
[0072] Fig. 43 illustrates a distal end of drive beam
members 303. Unlike drive beam members 103, drive
beam members 303 collectively define notch 360. Spe-
cifically, notch 360 is provided adjacent to where a distal
end of the drive beam members 303 couple to knife 305,
as best seen in Fig. 43. Notch 360 may be formed during
manufacture of drive beam members 303 by suitable
methods including but not limited to etching, stamping,
cutting, etc. Notch 360 includes a generally upright prox-
imal wall 361 that extends from a generally flat medial
portion 362. Wall 361 extends upwardly to meet with a
proximal top surface 364a of drive beam members 303
and is configured to selectively engage locking bar 343
of a latch 332 to lock-out knife 305 so as to prevent mis-
firing of knife 305, as described in greater detail below.
A ramp portion 363 extends distally from medial portion
362 and is provided towards a distal end of notch 360.
Ramp portion 363 may extend at any suitable angle dis-
tally from medial portion 362 and is configured to slidably
engage locking bar 343 when knife 305 is translated prox-
imally and distally. Ramp portion 363 extends distally to
meet a distal top surface 364b of drive beam members
303. Distal top surface 364b is configured to allow locking
bar 343 to slide thereon when knife 305 is moved to a
retracted configuration.
[0073] Operation of surgical stapling apparatuses 100,
200 that utilize reload 306 is described herein. Initially,
jaw members 308, 310 may be in an open configuration
to load cartridge 312 onto jaw member 308 (Fig. 44). In
accordance with the embodiment illustrated in Figs.
36-47, when cartridge 312 is not coupled to jaw member
308 the working end 301 of the drive member "D" is
locked out. Specifically, coil springs 370 contact lateral
extensions 345a, 345b (in Fig. 44, only coil spring 370 is
illustrated contacting extension 345b) to urge protuber-
ances 343a, 343b in the generally upwardly direction,
and locking member 343 in the generally downwardly
direction into notch 360 and into contact with proximal
wall 361. This contact between proximal wall 361 and
locking member 343 maintains the working end 301 in a
locked-out configuration.
[0074] Thereafter, cartridge 312 may be loaded onto
jaw member 308. In the loaded configuration, blocking
member 317 is positioned to contact with protuberances
334a, 334b. This contact between protuberances 334a,
334b and blocking member 317 forces protuberances
334a, 334b in a generally downwardly direction and caus-
es latch 332 to pivot about pivot member 344a, 344b,
which, in turn, causes locking member 343 to pivot in a
generally upwardly direction and out of contact with prox-
imal wall 361, see Fig. 45; with locking member 343 in
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this configuration, knife 305 may be fired.
[0075] When working end 301 is advanced to staple
and sever tissue, blocking member 317 moves distally
with actuation sled 315 and out of contact with protuber-
ances 334a, 334b (Fig. 46). Accordingly, protuberances
334a, 334b as a result of bias of spring 370 are once
again forced in a generally upwardly direction and locking
member 343 in the generally downwardly direction.
[0076] Subsequent to stapling and severing tissue, the
working end 301 may be moved proximally and returned
to its fully retracted configuration. As the working end 301
is being moved proximally, locking member 343 slides a
predetermined distance along proximal top surface 364a
until such time locking member 343 is forced downwardly
into notch 360 and into contact with proximal wall 361.
With locking member 343 engaged with notch 360, knife
305 is locked out and prevented from misfiring.
[0077] With reference to Figs. 48-59, a reload 406 in-
cludes a locking mechanism according to an embodiment
of the instant disclosure and is configured for use with
surgical stapling apparatuses 100, 200 is illustrated.
Loading unit 406 can generally be configured as de-
scribed above.
[0078] Beginning with reference to Figs. 48-51, reload
406 includes a cartridge 412 that is similar to the previ-
ously described cartridge assemblies, e.g., cartridge
112. Unlike cartridge 112, however, one or more re-
cessed platform areas 427a, 427b are provided adjacent
to a proximal end of tissue contacting surface 421 of car-
tridge 412, as best seen in Fig. 51.
[0079] An aperture 420 is defined through platform ar-
ea 427a and is configured to receive a post 433 of an
actuator 432 (Fig. 51). Aperture 420 is configured to allow
rotation of post 433 and a head portion 434 of actuator
432 when head portion 434 is contacted by a top flange
418b disposed on knife 405 (Figs. 48-49). In a pre-fired
configuration (e.g., prior to top flange 418b contacting
head portion 434), head portion 434 rests on platform
area 427a (Fig. 56). In a post-fired configuration (e.g.,
subsequent to top flange 418b contacting head portion
434), head portion 434 is raised a predetermined dis-
tance above platform area 427a (Fig. 58).
[0080] A pair of apertures 425a, 425b of suitable con-
figuration are defined through a bottom interior wall 422
of cartridge housing 423 and are configured to receive a
corresponding rivet 424a, 424b therein (Fig. 51). Aper-
ture 425a is in vertical registration with aperture 420 to
align post 433 with an interlock 450 (see Figs. 51 and 56).
[0081] With reference to Figs. 52-53, actuator 432 is
illustrated. Actuator 432 is rotatable within aperture 420
from an initial configuration wherein head portion 434
rests on platform 427a and post 433 is engaged with
interlock 450 (Fig. 56) to a final configuration wherein
head portion 434 is raised above platform 427a and post
433 is disengaged from interlock 450 (Fig. 58). When
post 433 is engaged with interlock 450, working end 401
is free to move distally (Figs. 50 and 56). Conversely,
when post 433 is disengaged from interlock 450, the

working end 401 is locked out and unable to move distally
(Figs. 58 and 59).
[0082] Continuing with reference to Figs. 52-53, post
433 extends from head portion 434 and includes a gen-
erally elongated, cylindrical configuration. A notch 436 is
provided adjacent a bottom portion of post 433 and is
defined by a generally hemispherical top surface 437 that
is defined by a semi-circular peripheral edge and an in-
terior linear edge 439. Edge 439 meets a wall 447 of
suitable configuration that extends in a generally orthog-
onal direction from top surface 437 to meet an interior
linear edge 443 that meets with a semi-circular peripheral
edge 445. Linear edge 443 and peripheral edge 445 de-
fine a generally hemispherical bottom surface 449. A pair
of beveled side edges 441a, 441b are provided on wall
447 and extend between bottom and top surfaces 449
and 439, respectively, to facilitate rotation of post 433
about interlock 450.
[0083] Head portion 434 includes top and bottom sur-
faces 451a, 451b that are joined by a sidewall 455 ex-
tending in a curvilinear manner around top and bottom
surfaces 451a, 451b to form a generally cone-like con-
figuration (Figs. 52-53). A tip 451 of head portion 434 is
configured to extend at least partially within a knife chan-
nel 414 when actuator 432 and a working end 401 are in
the pre-fired configuration, see Fig. 55 for example. A
protuberance 452 is provided on bottom surface 451a
and is configured to contact an interior edge 453 (Figs.
55 and 59) that extends into knife channel 414. Protu-
berance 452 may include any suitable configuration. In
the illustrated embodiment, for example, protuberance
452 includes a generally rounded configuration, e.g., a
dot-like configuration. The rounded configuration of pro-
tuberance 452 facilitates raising head portion 434 above
platform area 427a when protuberance 452 contacts an
interior edge 453 disposed adjacent platform area 427a
(Fig. 56). In addition, interior edge 453 may be bevel-
ed/slanted (Figs. 56 and 58) or otherwise configured to
facilitate raising head portion 434 above platform 427a
when protuberance contacts interior edge 453.
[0084] A spring 470 (e.g., a coil spring or other suitable
resilient member (Figs. 50-51) is operably coupled to post
433 and is configured to bias actuator 432 in a down-
wardly direction. Specifically, spring 470 is configured to
contact an interior wall 454 that lies beneath tissue con-
tacting surface 421 of cartridge 412 (Figs. 56 and 58).
One or more suitable coupling methods and/or devices
may be utilized to couple spring 470 to post 433. In the
illustrated embodiment, for example, a lock washer 471
is utilized to couple spring 470 to post 433 (Fig. 51). Lock
washer 471 is also utilized to rotatably secure post 433
of actuator 432 within aperture 420.
[0085] Referring to Fig. 54, interlock 450 is illustrated.
Interlock 450 is rotatable within aperture 425a from an
initial configuration wherein interlock 450 is engaged with
sidewall 447 of post 433 (Fig. 56) to a final configuration
wherein interlock 450 is disengaged from sidewall 447
(Fig. 58) and engaged with rivet 425b (Fig. 59). When
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interlock 450 is engaged with sidewall 447, interlock 450
is positioned outside of a translation path of the working
end 401 and the working end 401 is free to move distally
(Figs. 50 and 56). Conversely, when interlock 450 is dis-
engaged from sidewall 447, interlock 450 is positioned
inside of translation path of the working end 401 and the
working end 401 is locked out and unable to move distally
(see Figs. 58 and 59 for example).
[0086] Continuing with reference to Fig. 54, interlock
450 includes a stepped configuration having a proximal
end 426 and a distal end 428. Proximal end 426 includes
a generally rectangular configuration having a relatively
flat top surface 429 that is configured to receive bottom
surface 449 of post 433 thereon (Fig. 50). A bottom sur-
face (not explicitly shown) of interlock 450 is configured
to slide along bottom interior wall 422 as interlock 450
rotates. A sidewall 431c extends from the bottom surface
and meets top surface 429 forming an edge 431d. Side-
wall 431c forms a first step and is configured to contact
rivet 424b when interlock is in the post-fired configuration
(Fig. 59). A generally rectangular upright extension 430
of suitable configuration is provided on top surface 429
and includes interior sidewall portions 431a, 431b that
form second step. Sidewall portion 431a extends in a
straight manner a predetermined distance from a proxi-
mal edge of top surface 429. Sidewall portion 431b ex-
tends at an angle a predetermined distance from a distal
end of sidewall portion 431a. In the pre-fired configura-
tion, sidewall 447 of post 433 is flush with sidewall portion
431a (Fig. 50). As post 433 rotates during a firing se-
quence, the beveled configuration of sidewalls 441a,
441b in conjunction with the angle at which sidewall por-
tion 431b extends facilitates the transition of post 433
and interlock 450 from their pre-fired configuration to their
post-fired configuration.
[0087] A generally circumferential sidewall 460 (Fig.
54) is provided at distal end 428 and includes an aperture
435 of suitable configuration defined therethrough. Ap-
erture 435 is configured to receive rivet 424a therein for
coupling interlock 450 to cartridge housing 423. Rivet
424a is configured to allow rotation of interlock 450 from
the pre-fired configuration to the post-fired configuration
(see Figs. 50-51 and 59).
[0088] A spring 467, e.g., a torsion spring 467, having
a suitable spring coefficient operably couples via one or
more suitable coupling methods and/or devices to the
bottom surface of interlock 450. (Fig. 51). Spring 467 is
configured to bias interlock 450 towards the post-fired
configuration, as best seen in Fig. 59. In the post-fired
configuration, sidewall 431c engages rivet 424b to pre-
vent rotation of interlock 450 past a predetermined point
and lockout the working end 401 (Fig. 59).
[0089] In use, actuator 432 is, initially, in the pre-fired
configuration with tip 451 in the translation path of the
working end 401 (Figs. 50 and 55-56). Thereafter, the
working end 401 may be advanced and flange 442 con-
tacts head portion 434 of actuator 432, which, in turn,
causes post 433 to rotate and protuberance 452 to ride

up along interior edge 453 and onto platform 427a. As
post 433 rotates, sidewall 447 rotates about sidewall
431a and begins to rise above extension 430 as a result
of the upward bias of spring 470.
[0090] Once protuberance 452 is moved into position
on platform 427a, sidewall 447 will be sufficiently raised
so as to disengage sidewall 431a (Figs. 57-79). As a
result thereof, interlock 450 under the bias of spring 467
is forced to rotate until such time that sidewall 431d con-
tacts rivet 424b (Figs. 58-59).
[0091] The working end 401 may be moved back to its
retracted, pre-fired configuration against the biasing
force of spring 467. Specifically, a trailing surface (not
explicitly shown, see trailing surface 118d in Fig. 3B for
example) of the working end 401 contacts sidewall 431c
so as to push interlock 450 proximally and out of engage-
ment with rivet 424b until the working end 401 is moved
therepast and to its retracted, pre-fired configuration. The
trailing surface is desirably a cam surface or angled to
facilitate this. Once the working end 401 is moved back
to its retracted, pre-fired configuration, interlock 450 is
once again forced forward by spring 467 and into contact
with rivet 424b (Fig. 59). With interlock 450 in contact
with rivet 424b, the working end 401 is locked out and
prevented from distal translation.
[0092] With reference to Figs. 60-76, a reload 506 in-
cludes a locking mechanism according to an embodiment
of the instant disclosure and is configured for use with
surgical stapling apparatuses 100, 200 is illustrated.
[0093] With reference initially to Figs. 60-61, reload
506 includes a lockout assembly 530 that is configured
to lock out a working end 501 to prevent misfiring thereof
when a cartridge 512 is not coupled to jaw member 508
or when a spent cartridge 512 is coupled to jaw member
508. An actuator 532 is provided at a proximal end of
cartridge 512 and is configured to selectively disengage
lockout assembly 530 from a lock out configuration to
allow advancement of the working end 501 of the drive
member "D" (Figs. 62-66). The reload can generally be
configured as discussed above.
[0094] Continuing with reference to Figs. 62-65, an ac-
tuator 532 operably couples to actuation sled 515 and is
positioned between wedge members 513b, 513c that are
positioned to the right of a central support wedge 513a.
Actuator 532 is translatable distally between wedge
members 513a, 513b from an initial configuration (see
Figs. 60, 62-64 and 73-74) to a final configuration (see
Figs. 75-76). Actuator 532 is maintained in the initial con-
figuration as a result of contact with a corresponding
pusher 518 of plurality of double pushers 517b that are
configured to eject corresponding fasteners 517a when
contacted by wedge members 513b, 513c (see Fig. 65
in combination with Fig. 73 for example). In the illustrated
embodiment corresponding pusher 518 is positioned first
in the outer row of plurality of pushers 517 (see Figs. 73
and 75 for example). Alternatively, a single, dedicated
pusher (not shown) may be utilized to engage actuator
532; this single dedicated pusher may be configured to
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push a corresponding fastener, or may function to simply
maintain actuator 532 in the initial configuration. Wedge
member 513c is configured to contact pusher 518 and
move pusher 518 in an upwardly direction to deploy cor-
responding one of the surgical fasteners 517a.
[0095] A resilient member 567 (or other suitable de-
vice, e.g. a spring) is configured to contact a proximal
end 532a of actuator 532 to bias a distal end 532b thereof
against pusher 517b (Figs. 60, 63-65). Specifically, re-
silient member 567 is provided on a bottom portion or
cover 561 of cartridge 512 (as best seen in Fig. 65).
Spring 567 includes a generally elongated configuration
and extends distally in a generally inwardly manner at an
angle from cover 561 to bias actuator 532 distally into
contact with pusher 518. Resilient member 567 may in-
clude any suitable spring constant or configuration or
shape. In accordance with the instant disclosure, a suit-
able spring constant will be sufficient so as allow resilient
member 567 to bias actuator 532 against pusher 518 and
translate actuator 532 a predetermined distance past
pusher 518, as will be described in greater detail below.
[0096] Actuator 532 may be formed from any suitable
material including but not limited to metal, plastic, etc. In
the illustrated embodiment, actuator 532 is formed from
metal, e.g., sheet metal, and includes a generally elon-
gated configuration having proximal and distal ends
532a, 532b, respectively (Figs. 65 and 67).
[0097] Distal end 532b includes a leading edge 533
that is configured to engage a corresponding trailing edge
518a (Figs. 65 and 75) of pusher 518. In embodiments,
such as the illustrated embodiment, leading edge 533
includes a generally arcuate configuration (e.g., a
groove) to facilitate contact with trailing edge 518a that
includes a complementary arcuate configuration (e.g., a
tongue) of leading edge 533. Alternatively, leading edge
533 and trailing edge 518a may be relatively flat, or may
have some other shape.
[0098] In the final configuration, e.g., a post-fired con-
figuration, leading edge 533 extends a predetermined
distance past trailing edge 518a. The predetermined dis-
tance that leading edge 533 may extend past trailing edge
518a may range from about .050 inches to about .070
inches. In other words, actuator 532 has been moved
distally by resilient member 567 away from lockout mem-
ber 540.
[0099] A notch 535 is provided on actuator 532 and is
defined by a back wall portion 535a that extends orthog-
onally from a top surface 535b (Fig. 67). Notch 535 is
configured to engage a blocking member 536 extending
downwardly from a top interior wall provided within car-
tridge 512 (Figs. 73 and 75). Blocking member 536 is
configured to contact back wall portion 535a to limit distal
translation of actuator 532 during a firing sequence such
that leading edge 533 extends past trailing edge 518a
within the above specified ranges. Moreover, blocking
member 536 and top surface 535b may serve to guide
actuator 532 as actuator 532 is translated between
wedge members 513b, 513c.

[0100] A generally elongated finger portion 531 of suit-
able configuration is provided at proximal end 532a and
extends proximally therefrom to move lockout assembly
530 into a pre-fired configuration when cartridge 512 is
coupled to jaw member 508, see Figs. 64 and 67. In the
illustrated embodiment, a proximal end 531a of finger
portion 531 extends inwardly from proximal end 532a to
laterally offset the finger portion 531 from proximal end
532a. Alternatively, finger portion 531 may be provided
on an interior sidewall 532c (Fig. 67) of actuator 532.
Finger portion 531 is offset from proximal end 532a to
align and couple with lockout assembly 530 when car-
tridge 512 is coupled to jaw member 508 (see Figs.
63-64).
[0101] With reference to Figs. 60, 62-64, 66 and 68
lockout assembly 530 is illustrated. As noted above, lock-
out assembly 530 is configured to lock out the working
end 501 to prevent misfiring thereof when cartridge 512
is not coupled to jaw member 508 or when a spent car-
tridge 512 is coupled to jaw member 508. With this pur-
pose in mind, lockout assembly 530 is operably posi-
tioned at a proximal end of jaw 508 and located distal of
pivot assembly 550 (Figs. 62-63). Lockout assembly 530
includes three main components, a locking lever 540, a
mounting member 560 and a spring clip 570.
[0102] Continuing with reference to Fig. 68, locking le-
ver 540 includes a base portion 540a of suitable config-
uration that is configured to seat within a recess 542 pro-
vided at a proximal end of jaw member 508, see Figs 64
and 66 for example. A bottom surface of base portion
540a is provided with a generally circumferential protu-
berance (not explicitly shown) that is configured to be
received within a corresponding aperture 544a (as best
seen in Fig. 66) that is provided within recess 542 and
defined through a bottom wall portion of jaw member 508.
In an assembled configuration, the protuberance is con-
figured to allow rotation of locking lever 540 within recess
542 when locking lever 540 is contacted by finger portion
531, see Figs. 62-64.
[0103] A generally arcuate cutout 540b is provided on
base portion 540a and includes a tip 540c configured to
contact a corresponding sidewall 542a that helps define
recess 542 (see
[0104] Figs. 64 and 67). Moreover, a boss 540d of suit-
able configuration extends in a generally orthogonal di-
rection from base portion 540a and is configured to con-
tact finger portion 531. Specifically, when cartridge 512
is coupled to jaw member 508, finger portion 531 of ac-
tuator 532 contacts boss 540d and rotates locking lever
540 until boss 540d contacts a trailing edge 564 of mount-
ing member 560 and tip 540c contacts sidewall 542a of
recess 542 (Fig. 64). Moreover, tip 540c is configured to
contact and slide against a bottom portion 503a of drive
beam members 503 (Fig. 73) after finger portion 531 of
actuator 532 is disengaged from boss 540d, as will be
described in more detail below.
[0105] A protrusion 540e is provided on base portion
540a and is supported by a post 540f that extends from
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base portion 540a (Figs. 68-70). Protrusion 540e in-
cludes a generally circumferential configuration and is
configured to rotatably engage a corresponding opening
562 provided on mounting member 560 for securing lock-
ing lever 540 within recess 542. Post 540f includes a
generally oblong configuration and is configured to be
received between spaced-apart leg portions 571a, 571b
of spring clip 570 (as best seen in Figs. 69-70A) so as to
allow rotation thereof including locking lever 540 within
aperture 544a. Specifically, leg portions 571a, 571b are
configured to bias post 540f and, thus, locking lever 540
into a locked out configuration. More specifically, when
cartridge 512 is coupled to jaw member 508, finger por-
tion 531 contacts boss 540d and urges boss 540d prox-
imally, which, in turn, partially rotates post 540f into con-
tact with and against the biasing force provided by leg
portions 571a, 571b (Fig. 70B). When finger portion 531
moves out of contact with boss 540d, tip 540c is urged
into contact with and slides against bottom portion 503a
of drive beam members 503 until such time that the work-
ing end 501 is moved proximally past tip 540c and back
to the retracted configuration. Once the working end 501
is moved to the retracted configuration, tip 540c of locking
member 540 is moved back to the locked out configura-
tion. The biasing force provided by leg portions 571 a,
571b on post 540f prevents the working end 501 from
moving past tip portion 540c. That is, the biasing force
provided by leg portions 571a, 571b on post 540f is great-
er than the force utilized to fire and/or translate the work-
ing end 501 distally and, therefore, leg portions 571a,
571b do not move apart from one another as a result of
contact between the working end 501 and tip portion 540c
as the working end 501 is moved distally (Fig. 70a).
[0106] Leg portions 571a, 571b meet at a generally
arcuate proximal end 572 of spring clip 570 (Figs. 68-70).
The arcuate configuration of proximal end 572 provides
a suitable spring constant and is configured to allow leg
portions 571a, 571b flex or move a predetermined dis-
tance away from one another when post 540f contacts
leg portions 571a, 571b. An aperture 576 of suitable con-
figuration is provided adjacent proximal end 572 and is
configured to receive therethrough a corresponding pro-
trusion 563 that is provided on a bottom surface of mount-
ing member 560 (Fig. 68).
[0107] Mounting member 560 includes a generally
elongated configuration having opening 562 at a distal
end thereof and protrusion 563 at a proximal end thereof
to mount locking lever 540 to jaw member 508 (Fig. 68).
Specifically, protrusion 540e is positioned within aperture
562 and protrusion 563 is positioned through aperture
576 and through an aperture 544b provided within recess
542 adjacent aperture 544a (see Fig. 66).
[0108] In use, locking lever 540 is, initially, in a locked
out configuration (Figs. 62-63) with tip 540c positioned
across the knife channel 514 to prevent distal translation
of the working end 501. Thereafter, cartridge 512 may
be coupled to jaw member 508. In doing so, finger portion
531 contacts and pushes boss 540d proximally to par-

tially rotate locking lever 540 within recess 542. Locking
lever 540 rotates within recess 542 until boss 540d con-
tacts trailing edge 564 and tip portion 540c contacts side-
wall 542c (Figs. 73-74). At this time, post 540f moves leg
portions 571a, 571b away from one another and is biased
by the force provided therefrom (Fig. 70B). Concomitant-
ly, spring 567 biases actuator 532 distally against pusher
518 (see Fig. 63 in combination with Fig. 74).
[0109] With locking lever 540 and actuator 532 in the
pre-fired configuration, the working end 501 including ac-
tuation sled 515 may be fired to staple and, subsequently,
sever the stapled tissue. When fired, the working end
501 including sled 515 are moved distally and wedge
513c contacts pusher 518 so as to allow actuator 532 to
move a predetermined distance distally in a manner as
described hereinabove. Distal translation of actuator 532
allows locking lever 540 to move back to the locked-out
configuration (Figs. 75-76). Specifically, when the work-
ing end 501 is moved proximally past locking lever 540
to the retracted configuration, locking lever 540 against
the bias of spring clip 570 is moved back to the locked
out configuration. Once in the retracted configuration, the
working end 501 is locked out from translating distally
past tip portion 540c as a result of the biasing force pro-
vided on post 540f by leg portions 571a, 571b.
[0110] With reference to Figs. 77-92, a reload 606 in-
cludes a locking mechanism according to an embodiment
of the instant disclosure and is configured for use with
surgical stapling apparatuses 100, 200 is illustrated.
[0111] With reference initially to Figs. 77-78, reload
606 includes a lockout assembly 630 and an actuator
632 that collectively are configured to lock out the working
end 601 to prevent misfiring thereof subsequent to car-
tridge 612 being coupled to jaw member 608. Actuator
632 is provided at a proximal end of cartridge 612 and is
configured to selectively engage lockout assembly 630
that is provided at a proximal end of jaw member 508
(see Figs. 78-81 for example).
[0112] A notch 603a of suitable configuration is defined
at a distal end of drive beam members 603 adjacent the
working end 601 (Fig. 78). Notch 603a includes a prox-
imal wall 603b that is configured to contact at least a
portion of a locking lever 640 of lockout assembly 632
(see Fig. 92 for example) when locking lever 640 is in
the locked out configuration.
[0113] Continuing with reference to Figs. 78-81 and
85, actuator 632 operably couples to cartridge 612 and
is configured to selectively engage locking lever 640. Ac-
tuator 632 includes a generally elongated configuration
having proximal and distal ends 632a, 632b, respectively.
Distal end 632b includes a protuberance 634 that
projects inwardly and is configured to contact a cam fea-
ture 616 that is disposed on actuation sled 615 adjacent
a top surface of a central cam wedge 613 (Fig. 85). A tab
636 of suitable configuration is provided on a bottom sur-
face 634c of actuator 632 and is configured to movably
seat within a corresponding aperture 622a having a com-
plementary configuration provided at a proximal end of
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cartridge 612 (see Fig. 80 in combination with Fig. 85).
Specifically, tab 636 is configured to move in a generally
sideways or lateral direction when protuberance 634 is
contacted by cam feature 616 as actuation sled 615 is
moved distally.
[0114] A support structure 638 is provided on bottom
surface 632c adjacent proximal end 632a and includes
a beam portion 638a and post portion 638b (Fig. 84).
Beam portion 638a is configured to be received within a
recess 642 that is provided at a proximal end of cartridge
612 (Fig. 84). Beam portion 638a includes a generally
elongated configuration and includes a detent 637 at a
distal end thereof (Fig. 84). Detent 637 is positioned prox-
imally with respect to tab 636 and is received within a
corresponding aperture 632b that is provided at a prox-
imal end of cartridge 612 adjacent aperture 622b (Figs.
78 and 85). Detent 637 is configured to couple actuator
632 to cartridge 612 so as to allow tab 636 to move within
aperture 622a in a manner as described above. Specif-
ically, contact between cam member 616 and protuber-
ance 634 causes actuator 632 to pivot about detent 637,
which, in turn, causes tab 636 to move sideways within
aperture 622a. Post portion 638b extends in a generally
orthogonal direction from bottom surface 632c and is
configured to contact and rotate locking member 640 into
an unlocked configuration when cartridge 612 is coupled
to jaw member 608. Moreover, as actuator 632 pivots
about detent 637, post portion 638b moves out of contact
with locking lever 640 and allows locking lever 640 to
return to the locked out configuration (Figs. 87-88 and
91-92).
[0115] Lockout assembly 640 includes locking lever
640, a spring 670 and a mounting member, e.g., a rivet
660, see Fig. 81 for example. Spring 670 may be any
suitable type of spring including coil, torsion, etc. In the
illustrated embodiment, spring 670 is in the form of a
torsion spring and includes two leg members 671a, 671b
that are wound and joined to one another to form a central
aperture 670a (Fig. 81) of suitable configuration. Central
aperture 670a is aligned with an aperture 641 defined
through locking member 640 and is configured to receive
rivet 660 therethrough to couple locking lever 640 to jaw
member 608. Leg portions 671a, 671b are configured to
bias locking lever 640 in the locked out configuration.
Specifically, one or both of leg portions 671a, 671b (e.g.,
leg portions 671a) is configured to contact a pivot mem-
ber 643 that is provided on locking lever 640 to bias lock-
ing lever 640 in the locked out configuration (see Figs,
78, 88, 90 and 92). A top portion 660b of rivet 660 is
configured to couple spring 670 and locking lever 640 to
one another (Fig. 78).
[0116] With reference to Figs. 82-83, locking lever 640
is illustrated. Locking lever 640 includes a generally rec-
tangular configuration having proximal and distal ends
640a, 640b, respectively. Pivot member 643 extends in
a generally orthogonal direction from a top surface 640c
of locking member 640 and includes proximal and distal
sidewalls 640d, 640e that are joined by a medial sidewall

portion 640f. Proximal sidewall 640d includes a generally
arcuate configuration and is positioned adjacent top por-
tion 660b of rivet 660 to facilitate rotation of locking lever
640 about rivet 660. Distal sidewall 640e is angled to
facilitate contact with post portion 638b of actuator 632
when cartridge 612 is being coupled to jaw member 608.
[0117] Continuing with reference to Figs. 82-83, top
surface 640c extends a predetermined distance from a
bottom surface (not explicitly shown) of locking lever 640
so as to allow post portion 638b of actuator 632 to slide
along top surface 640c and contact distal wall 640e when
cartridge 612 is being coupled to jaw member 608 (Fig.
78). Proximal end 640a includes a proximal wall 640k
having a relatively flat configuration and a rounded inside
corner portion 640g that is configured to slide along a
lower portion of drive beam members 603 as the working
end 601 is translated distally and/or proximally (Fig. 90).
Proximal wall 640k is configured to selectively engage
notch 603a. Corner portion 640g meets an inner sidewall
640i having a proximal and distal sidewall portions 640j,
640h, respectively. Proximal sidewall portion 640j in-
cludes a relatively flat configuration and extends distally
to meet distal sidewall portion 640h which includes a
bowed or concave configuration. This bowed configura-
tion of distal sidewall portion 640h facilitates proximal
translation of the working end 601 past locking lever 640
as the working end 601 is moved back to the retracted
configuration.
[0118] In use, locking lever 640 is, initially, biased in-
wardly to the locked out configuration to prevent distal
translation of the working end 601 (Fig. 87). Specifically,
proximal wall 640k and inner sidewall 640i are positioned
adjacent the working end 601 and distal with respect to
notch 603a so as to be able to engage notch 603a if the
working end 601 is moved a predetermined distance dis-
tally (see Figs. 91-92). That is, locking lever 640 is biased
inwardly against the bottom portion of drive beam mem-
bers 603 so that proximal wall 640k and/or inner sidewall
640i can engage notch 603a as the working end 601 is
moved distally.
[0119] Thereafter, cartridge 612 may be coupled to jaw
member 608. In doing so, post 638b contacts distal side-
wall 640e and pushes pivot member 643 proximally to
partially rotate locking lever 640 out of the locked out
configuration and away from notch 303a (Figs. 79-80 and
88).
[0120] With locking lever 640 in the pre-fired configu-
ration, the working end 601 including actuation sled 615
may be fired to staple and, subsequently, sever the sta-
pled tissue. When fired, the working end 601 including
actuation sled 615 move a predetermined distance dis-
tally such that cam feature 616 contacts protuberance
634 so as to pivot actuator 632 about detent 637, which,
in turn, causes tab 636 to move inwardly within aperture
622a (Figs. 89-90). As a result of thereof, post 638b slides
across distal sidewall 640e and moves out of contact
therewith, which, in turn, causes locking lever 640 to pivot
inwardly about rivet 660 and against the bottom portion
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of drive beam members 603 into the locked out configu-
ration. In accordance with the instant disclosure, at the
time cam feature 616 contacts protuberance 634, notch
603a will be positioned distally of inner sidewall 640i so
as to allow complete translation of the working end 601
through knife channel 614 (see Fig. 90).
[0121] With locking lever 640 in the locked out config-
uration, the working end 601 may be moved proximally
back to the retracted configuration, wherein notch 603a
is again positioned proximally with respect to locking le-
ver 640. Once in the retracted configuration, the working
end 601 is locked out from translating distally past locking
lever 640 while the spent cartridge is attached to jaw
member 608.
[0122] With reference to Figs. 93-104, a reload 706
(for illustrative purposes being shown without a shaft cou-
pled thereto) includes a locking mechanism not forming
part of the invention is configured for use with surgical
stapling apparatuses 100, 200 is illustrated.
[0123] With reference initially to Figs. 93-95, a jaw
member 710 includes an anvil 711 and is coupled to a
jaw member 708 configured to selectively couple to a
cartridge 712. An actuation sled 715 is provided in car-
tridge 712 and includes a central support wedge 713.
When cartridge 712 is coupled to jaw member 708, and
jaw members 708, 710 are in an approximated configu-
ration, central support wedge 713 is configured to contact
a pawl 732 of a lock out assembly 730 that is operably
coupled to jaw member 710 (see Fig. 100).
[0124] Referring to Fig. 96, jaw member 710 includes
a proximal end 710a that is configured to cover a proximal
end 711a of anvil 710. In an assembled configuration,
proximal end 710a extends a predetermined distance
from proximal end 711a of anvil so as to allow pawl 732
to pivot through a knife channel 714 defined through anvil
711. Knife channel 714 extends along a length of anvil
711 and is configured to receive a top flange 718a of
knife 705 so as to allow proximal and distal translation
of the working end 701. Similarly, a bottom flange 718b
of knife 705 is provided through a knife channel (not ex-
plicitly shown) that extends through a bottom surface of
jaw member 708 (see knife channel 614 above for ex-
ample).
[0125] With reference to Fig. 97, lock out assembly 730
is configured to lock out the working end 701 to prevent
misfiring thereof prior to coupling cartridge 712 to jaw
member 708, and subsequent to coupling cartridge 712
and firing knife 708, i.e., when cartridge 712 is spent.
Lock out assembly 730 includes a bracket 731 of suitable
configuration that operably couples to an inner surface
(not explicitly shown) of jaw member 710. In the illustrated
embodiment, a pivot pin 733, rivet or the like may be
utilized to mount bracket 731 to the inner surface of jaw
member 710. Alternatively, bracket may be coupled to
the inner surface of jaw member 710 via welding (e.g.,
laser beam or electron beam welding), ultrasonic weld-
ing, brazing, soldering or other suitable device or method.
Bracket 731 includes a bifurcated configuration having a

closed proximal end 731a and an open distal end 731b
that is defined by two elongated fingers 734a, 734b that
are spaced apart a predetermined distance from one an-
other. Specifically, fingers 734a, 734b are spaced apart
from one another a distance that allows pawl 732 to pivot
unobstructed between fingers 734a, 734b. In embodi-
ments, distal end 731b may be closed.
[0126] With continued reference to Fig. 97, pivot pin
733 extends through a pair of apertures 736 that are de-
fined through fingers 734a, 734, and is coupled to the
inner surface of jaw member 710 via one or more suitable
coupling methods, e.g., laser beam or electron beam
welding. Pivot pin 733 is also positioned through an ap-
erture 738 of suitable configuration that is defined
through pawl 732. Pivot pin 733 is operable to allow pawl
732 to pivot thereabout when pawl 732 is contacted by
central wedge 713. Pivot pin 733 is positioned distally
with respect to resilient member 760 that is provided on
bracket 731.
[0127] Resilient member 760 may be any suitable re-
silient member. In the illustrated embodiment, for exam-
ple, resilient member 760 is formed from a relatively re-
silient strip of plastic material that has been bent to form
a generally "U" shape (Fig. 97). Resilient member 760 is
operable to pivot pawl 732 about pivot pin 733. Accord-
ingly, resilient member 760 includes a base portion 761
that couples via one or more suitable coupling methods,
e.g., laser beam or electron beam welding, to a bottom
surface 731c that extends from proximal end 731a and
along fingers 734a, 734b. Base portion 761 meets an
arcuate medial portion 762 that serves as a living hinge
that meets a flexure portion 763 that couples to pawl 732.
Flexure portion 763 provides an upwards biasing force
that urges pawl 732 through knife channel 714 when car-
tridge 712 is not coupled to jaw member 708 (see Figs.
94-95) and after the working end 701 has been fired (Figs.
100-101) and moved back to the retracted configuration
(see Fig. 102). Moreover, flexure portion 763 flexes about
medial portion 762 when pawl 732 is contacted by central
wedge 713 (Figs. 100-101). Coupling base portion 761
along the bottom surface 731c prevents base portion 761
from moving as pawl 732 pivots about pivot pin 733 and
flexure portion 763 flexes about medial portion 762.
[0128] Continuing with reference to Fig. 97, pawl 732
may be formed from any suitable material including but
not limited to metal, plastic, ceramic, etc. In the illustrated
embodiment, pawl 732 is formed from metal. Pawl 732
includes a generally elongated configuration having
proximal and distal portions 732a, 732b with a generally
arcuate recess 732c therebetween. Proximal portion
732a includes a generally rectangular configuration and
distal portion 732b extends distally from arcuate recess
732c so as to form a distal tip 732d. A bottom surface
732e of pawl 732 is configured to contact central wedge
713 when cartridge 712 is coupled to jaw member 708.
[0129] In use, pawl 732 is, initially, biased upwardly via
flexure portion 762 to the locked out configuration to pre-
vent distal translation of the working end 701 (Figs.
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94-95). Thereafter, cartridge 712 may be coupled to jaw
member 708. In doing so, central wedge 713 contacts
bottom surface 732e of pawl 732 which causes pawl 732
to pivot about pivot pin 733, which, in turn, causes distal
tip 732d, against the biasing force of flexure portion 762,
to move from within knife channel 714 (Figs. 98-100).
[0130] With pawl 732 in the pre-fired configuration, the
working end 701 including actuation sled 715 may be
fired to staple and, subsequently, sever the stapled tis-
sue. When fired, the working end 701 including actuation
sled 715 move distally and, thus, central wedge 713
moves out of contact with bottom surface 732e (Figs.
89-90). As a result of thereof, pawl 732 is biased upwardly
via flexure portion 762 to the lock out configuration.
[0131] With pawl 732 in the locked out configuration,
the working end 701 may be moved proximally back to
the retracted configuration. As the working end 701 is
being moved proximally to the retracted configuration,
top flange 718a contacts distal end 732b then distal tip
732d, which, in turn, causes pawl 732 to pivot downward-
ly about pivot pin 733. Once in the retracted configuration,
the working end 701 is locked out from translating distally
past pawl 732 while the spent cartridge is still attached
to jaw member 708 (see Fig. 102).
[0132] With reference to Figs. 103-104, a pawl 770 and
resilient member 780 may be utilized instead of pawl 732
and resilient member 760. In this embodiment, pivot pin
733 is not utilized. Rather, a generally hemispherical pro-
trusion 771 may extend from either side or both sides of
pawl 770. For illustrative purposes, one protrusion 771
is shown extending from a left sidewall 770a of pawl 770.
[0133] A relatively flat bottom surface 771a is provided
on protrusion 771 and is coupled to a top surface 781a
of resilient member 780, e.g., a leaf spring, adjacent a
proximal portion 781b thereof. Top surface 781a at a dis-
tal portion 781c of resilient member 780 is coupled to an
inner top surface of jaw member 710 and a medial portion
781d is configured to flex when central wedge 713 con-
tacts pawl 770. Pawl 770 is functionally the same as pawl
732; therefore, a detailed description of operation of pawl
770 is not described herein.
[0134] With reference to Figs. 105-127, a reload 806
includes a locking mechanism not forming part of the
invention and is configured for use with surgical stapling
apparatuses 100, 200 is illustrated.
[0135] With reference initially to Figs. 105-113, reload
806 includes a lockout assembly 830 which is similar to
lockout assembly 530. Specifically, lockout assembly
830 is operably positioned at a proximal end of jaw mem-
ber 808 and located distal of the pivot assembly (Figs.
105-108); only a portion of the pivot assembly coupled
to jaw member 808 is illustrated in the Figs. As with lock-
out assembly 530, lockout assembly 830 is configured
to lock out knife 808 (Fig. 106) when a cartridge 812 is
not coupled to jaw member 808 or when a spent cartridge
812 is coupled to jaw member 808. To this end, lockout
assembly 830 includes three main components, a locking
lever 840, a mounting member 860 and a spring clip 870

(Figs. 109-110).
[0136] Continuing with reference to Figs. 109-110,
locking lever 840 includes a base portion 840a of suitable
configuration that is configured to seat within a recess
842 provided at a proximal end of jaw member 808. A
bottom surface of base portion 840a is provided with a
generally circumferential protuberance 840f that is con-
figured to be received within a corresponding aperture
844a that is provided within recess 842 and defined
through a bottom wall portion of jaw member 808. In an
assembled configuration, protuberance 840f is config-
ured to allow rotation of locking lever 840 within recess
842; in this embodiment, however, rotation is a result of
contact with an inwardly extending detent 831 that is pro-
vided on an actuator 832 (see Fig. 119).
[0137] A generally arcuate cutout 840b is provided on
base portion 840a and includes a tip 840c configured to
contact a corresponding sidewall 842a that helps define
recess 842 (see Fig. 109). Unlike locking lever 540, how-
ever, which includes a boss 540d, a latch 840d (Figs.
109-110) of suitable configuration is provided on a pro-
trusion 840e (which extends from base portion 840a) and
is configured to contact detent 831. Specifically, when
cartridge 812 is coupled to jaw member 808, detent 831
of actuator 832 contacts latch 840d and rotates locking
lever 840 until latch 840d contacts a trailing edge 864 of
mounting member 860 and tip 840c contacts sidewall
842a of recess 842 (see Figs. 123-125).
[0138] Protrusion 840e is provided on base portion
840a and is supported by a post 840f that extends from
base portion 840a (Figs. 109-112). Protrusion 840e in-
cludes a generally circumferential configuration and is
configured to rotatably engage a corresponding opening
862 provided on mounting member 860 for securing lock-
ing lever 840 within recess 842. Post 840f includes a
generally oblong configuration and is configured to be
received between spaced-apart leg portions 871a, 871b
of spring clip 870 (as best seen in Figs. 111-112) so as
to allow rotation thereof including locking lever 840 within
aperture 844a. Specifically, leg portions 871a, 871b are
configured to bias post 840f and, thus, locking lever 840
into a locked out configuration. More specifically, when
cartridge 812 is coupled to jaw member 808, detent 831
contacts latch 840d and urges latch 840d proximally,
which, in turn, partially rotates post 840f into contact with
and against the biasing force provided by leg portions
871a, 871b (Fig. 111). In the locked out configuration,
the biasing force provided by leg portions 871a, 871b on
post 840f prevents the working end 801 from moving past
tip portion 840c. That is, the biasing force provided by
leg portions 871a, 871b on post 840f is greater than the
force utilized to fire and/or translate the working end 801
distally and, therefore, leg portions 871a, 871b do not
move apart from one another as a result of contact be-
tween the working end 801 and tip portion 840c as the
working end 801 is moved distally.
[0139] Leg portions 871a, 871b meet at a generally
arcuate proximal end 872 of spring clip 870 (Fig.
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109-112). The arcuate configuration of proximal end 872
provides a suitable spring constant and is configured to
allow leg portions 871a, 871b flex or move a predeter-
mined distance away from one another when post 840f
contacts leg portions 871a, 871b. An aperture 876 (Figs.
109-110) of suitable configuration is provided adjacent
proximal end 872 and is configured to receive there-
through a corresponding protrusion 863 that is provided
on a bottom surface of mounting member 860 (Figs.
109-110).
[0140] Mounting member 860 includes a generally
elongated configuration having opening 862 at a distal
end thereof and protrusion 863 at a proximal end thereof
to mount locking lever 840 to jaw member 808 (Fig. 109).
Specifically, protrusion 840e is positioned within aperture
862 and protrusion 863 is positioned through aperture
876 and through an aperture 844b provided within recess
842 adjacent aperture 844a (see Fig. 109). A slit 865
having a complementary configuration to latch 840d is
provided on mounting member 860 adjacent aperture
862 and is configured to accommodate reception of latch
840d therethrough; alignment of latch 840d with slit 865
enables protrusion 840e to be positioned through aper-
ture 862.
[0141] Turning now to Figs. 114-123, actuator 832 is
provided at a proximal end of cartridge 812 (Fig. 114)
and is configured to selectively disengage lockout as-
sembly 830 from the locked out configuration to allow
firing of the working end 801 (Fig. 123). Actuator 832 may
be formed from any suitable material including but not
limited to metal, plastic, etc. In the illustrated embodi-
ment, actuator 832 is formed from a relatively rigid plastic
material and includes a generally elongated configura-
tion having proximal and distal ends 832a, 832b, respec-
tively (Fig. 115).
[0142] Referring to Figs. 116-119, actuator 832 is po-
sitioned between a central support wedge member 813a
and side wedge member 813b that is positioned to the
right of central support wedge member 813a. Actuator
832 is configured to translate a predetermined distance
distally within cartridge 812 as actuation sled 815 is
moved through cartridge 812 to eject the plurality of fas-
teners (not shown). In accordance therewith, actuator
832 releasably couples to actuation sled 815 via one or
more suitable coupling method. In the illustrated embod-
iment, for example, an indent/detent configuration is uti-
lized to releasably couple actuator 832 and actuation sled
815 to one another. Specifically, an indent 833a of suit-
able configuration is provided on a bottom surface 832c
of actuator 832 and is configured to releasably couple to
a corresponding detent 833b that is provided in between
central support wedge 813a and wedge 813b (see Figs.
119-121).
[0143] Actuator 832 includes a pair of generally elon-
gated sidewalls 834a, 834b that extend a predetermined
length along actuator 832 (Fig. 119). Sidewalls 834a,
834b are spaced apart from one another to receive there-
in a corresponding stop member 835 of suitable config-

uration that is provided an interior sidewall 836 within
cartridge 812, see Fig. 115 in combination with 117. In-
terior sidewall 836 including stop member 835 are posi-
tioned within cartridge 812 so as to allow distal translation
of actuation sled 815 through cartridge 812. Each of side-
walls 834a, 834b includes a respective groove 837a,
837b that is configured to engage corresponding top and
bottom projections 838a, 838b of stop member 835 to
form a dovetail joint, as best seen in Fig. 117. In accord-
ance with the instant disclosure, when actuation sled 815
translates a predetermined distance past interior sidewall
836, distal end 832b of actuator 832 contacts interior
sidewall 836 and grooves 837a, 837b engage top and
bottom projections 838a, 838b to prevent distal transla-
tion of actuator 832 past interior sidewall 836. Moreover,
with grooves 837a, 837b engaged with top and bottom
projections 838a, 838b, actuator 832 is secured and pre-
vented from moving within cartridge 812. It should be
noted that detent 833b is configured to disengage from
indent 833a after such time that actuator 832 is secured
to stop member 835.
[0144] Detent 831 is provided at proximal end 832a
and extends a predetermined distance inwardly there-
from to move latch 840d of lockout assembly 830 into a
pre-fired configuration when cartridge 812 is coupled to
jaw member 808, see Figs. 122-123. Detent 831 may be
angled (as in the instant embodiment) or otherwise con-
figured to facilitate contact with latch 840d (Fig. 123).
When detent 831 moves out of contact with latch 840d,
tip 840c is urged into contact with and slides against a
bottom portion (not explicitly shown) of drive beam mem-
bers 803 (Figs. 124-125 and 127) until such time that the
working end 801 is moved proximally past tip 840c and
back to the retracted configuration (as best seen in Fig.
127). Once the working end 801 is moved to the retracted
configuration, tip 840c of locking member 840 is moved
back to the locked out configuration. The biasing force
provided by leg portions 871a, 871b on post 840f pre-
vents the working end 801 from moving past tip portion
840c. That is, the biasing force provided by leg portions
871a, 871b on post 840f is greater than the force utilized
to fire and/or translate the working end 801 distally and,
therefore, leg portions 871a, 871b do not move apart
from one another as a result of contact between the work-
ing end 801 and tip portion 840c as the working end 801
is moved distally.
[0145] In use, locking lever 840 is, initially, in a locked
out configuration with tip 840c positioned across the knife
channel 814 to prevent distal translation of the working
end 501 (Figs. 106-108 and 112). Thereafter, cartridge
812 may be coupled to jaw member 808. In doing so,
detent 831 contacts and latch 840d proximally to partially
rotate locking lever 840 within recess 842. Locking lever
840 rotates within recess 842 until latch 840d contacts
trailing edge 864 and tip portion 840c contacts sidewall
842a (Figs. 111 and 122-123). At this time, post 840f
moves leg portions 871a, 871b away from one another
and is biased by the force provided therefrom (Fig. 111
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for example).
[0146] With locking lever 840 and actuator 832 in the
pre-fired configuration, the working end 801 including ac-
tuation sled 815 may be fired to staple and, subsequently,
sever the stapled tissue. When fired, the working end
801 including actuation sled 815 and actuator 832 cou-
pled thereto move distally, which results in actuator 832
contacting stop member 835 in a manner as described
hereinabove. Distal translation of actuator 832 causes
detent 831 to disengage from latch 840d and allows lock-
ing lever 840 to move back to the locked-out configuration
(Figs. 126-127). Specifically, when the working end 801
is moved proximally past locking lever 840 to the retract-
ed configuration, locking lever 840 against the bias of
spring clip 870 is moved back to the locked out configu-
ration. Once in the retracted configuration, the working
end 801 is locked out from translating distally past tip
portion 840c as a result of the biasing force provided on
post 840f by leg portions 871a, 871b.
[0147] With reference to Figs. 128-133, a reload 1006
includes a locking mechanism not forming part of the
invention and is configured for use with surgical stapling
apparatuses 100, 200 is illustrated.
[0148] Fig. 130 illustrates a cartridge 1012 installed on
a jaw member 1008 with the working end 1001 in a locked
out configuration. Unlike the previously disclosed knives,
knife 1005 includes a slot 1005a of suitable configuration
that is defined by respective upper and lower interior walls
1005c, 1005d and is positioned adjacent a bottom flange
1018a. Slot 1005a extends horizontally across knife 1005
(Fig. 133) such that knife 1005 can engage and/or dis-
engage from a locking lever 1030 (Fig. 132) and move
from a retracted configuration to an extended configura-
tion. A notch 1005b of suitable configuration is defined
through lower interior wall 1005d and is configured to
selectively engage a corresponding lateral extension
1031 that is provided on locking lever 1030 to lock out
knife 1005 and prevent misfiring thereof (see Figs. 128
and 132-133). Slot 1005a including notch 1005b may be
formed via one or more suitable processes, e.g., etching
or milling process, during a manufacturing process of
knife 1005.
[0149] With reference to Fig. 132, locking lever 1030
is illustrated including a generally elongated configura-
tion including proximal and distal ends 1030a, 1030b,
respectively. An aperture 1032 of suitable configuration
is provided adjacent proximal end 1030a and is config-
ured to couple to a rivet 1009a that is configured along
with an opposing rivet 1009b to couple jaw members
1008 and 1010 to one another (Fig. 130). Locking lever
1030 pivots about rivet 1009a so as to allow lateral ex-
tension 1031 to selectively engage with and disengage
from notch 1005b (see Figs. 128-129). A spring (not
shown) operably couples to locking lever 1030 and is
utilized to bias distal end 1030b of locking lever 1030
downwardly and into contact with a blocking member
1040 (Figs. 128-130).
[0150] Blocking member 1040 is provided at a proximal

end of an actuation sled (not shown) of the cartridge (not
shown) and includes a slanted proximal end 1040a that
is configured to engage the distal end 1030b of the lock-
ing lever 1030 when the cartridge is coupled to the jaw
member. When the proximal end 1040a of the blocking
member 1040 engages the distal end 1030b of the lock-
ing lever 1030, the locking lever 1030 moves downwardly
and the lateral extension 1031 moves out of engagement
with the notch 1005b which allows the working end 1001
to advance through the cartridge.
[0151] In use, locking lever 1030 is, initially, in a locked
out configuration with lateral extension 1031 positioned
within the notch 1005b of the knife 1005 to prevent distal
translation of the working end 1001 (Fig. 128). Thereaf-
ter, the cartridge may be coupled to jaw member which
causes the proximal end 1040a of the blocking member
1040 to engage the distal end 1030b of the locking lever
1030 which moves the lateral extension 1031 of the lock-
ing lever 1030 out of engagement with the notch 1005b
which allows the working end 1001 to advance through
the cartridge (Fig. 129).
[0152] When fired, the working end 1001 engages the
blocking member 1040 of the actuation sled to move the
working end 1001 and blocking members 1040 including
the actuation sled distally through the cartridge. The lock-
ing lever 1030 will move back to upward configuration as
a result of the blocking member 1040 being advanced
through the cartridge. When the working end 1001 is
moved back to the retracted configuration, the working
end 1001 is locked out from advancing as a result of
engagement between the lateral extension 1031 and
notch 1005b of the knife 1005.
[0153] With reference to Figs. 134-137, a reload 1106
includes a locking mechanism not forming part of the
invention and is configured for use with surgical stapling
apparatuses 100, 200 is illustrated. The locking mecha-
nisms utilized by reload 1106 and reload 1006 are sub-
stantially similar to one another. Accordingly only those
features unique to reload 1106 are described in further
detail.
[0154] Unalike knife 1005 that includes a notch 1005b,
a notch 1105b of suitable configuration is defined within
a slot 1105a as opposed to a lower interior wall 1105d
(see Fig. 137 for example). Slot 1105b is configured to
selectively engage a proximal end 1130a that is provided
on a locking lever 1130 to lock out knife 1105 and prevent
misfiring thereof (see Figs. 134-135).
[0155] Locking lever 1130 is configured to move side-
ways as opposed to up and down as with locking lever
1030. Accordingly, locking lever 1130 is biased outwardly
to the right to urge proximal end 1130a into engagement
with notch 1150b to lock out knife 1105 (Fig. 135).
[0156] A blocking member 1140 is provided on an ac-
tuation sled 1115 (shown in phantom) and is configured
to engage a distal end 1130b of locking lever 1130 (Fig.
134). Specifically, a proximal portion 1115a of blocking
member 1140 is angled and configured to selectively en-
gage distal end 1130b to move distal end 1130b inwardly
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to the left such that proximal end 1130a moves out of
engagement of notch 1105b (Fig. 134). Once proximal
end 1130a is moved out of engagement with notch
1105b, knife 1105 may be fired.
[0157] In use, locking lever 1130 is, initially, biased to
a locked out configuration so that knife 1105 cannot be
fired (Fig. 135). Cartridge 1112 may be coupled to jaw
1108. In doing so, proximal portion 1140a of blocking
member 1140 moves into contact with distal end 1130b
of locking lever 1130 and moves proximal end 1130a of
locking lever 1130 out of engagement with notch 1105b
(Fig. 134).
[0158] With proximal end 1130a disengaged from
notch 1105b, knife 1105 may then be fired. As knife 1105
travels distally, it contacts actuation sled 1115, which, in
turn, moves proximal end 1140a of blocking member
1140 out of engagement with distal end 1130b locking
lever 1130 so as to allow distal end 1130b to move back
to the biased configuration and locking lever 1130 back
to the locked out configuration. In the locked out config-
uration, proximal end 1130a is allowed to engage notch
1105b when knife 1105 is in the retracted configuration
(Fig. 135).
[0159] With reference to Figs. 138-140, a reload 1206
includes a locking mechanism not forming part of the
invention and is configured for use with surgical stapling
apparatuses 100, 200 is illustrated.
[0160] A locking lever 1230 is pivotably coupled to a
bottom surface 1208a adjacent a channel 1214 of jaw
member 1208 at a proximal end thereof adjacent the
working end 1201. A pivot pin 1231 is utilized to couple
locking lever 1230 to bottom surface 1208a and is con-
figured to allow locking lever 1230 to pivot thereabout
from an activated (or locked out) configuration (Fig. 138),
wherein the working end 1201 is locked out, to a deacti-
vated configuration wherein the working end 1201 is al-
lowed to move distally through cartridge 1212 (Fig. 140).
A detent or protuberance 1232 of suitable configuration
is provided on a bottom surface of locking lever 1230 and
is configured to contact bottom flange 1218b of the work-
ing end 1201 as the working end 1201 is translated dis-
tally through cartridge 1212. Protuberance 1232 includes
a proximal portion 1234a and a distal portion 1234b that
are configured to cam locking lever 1230 such that the
working end 1201 may move distally past locking lever
1230 and configured to cam locking lever 1230 such that
the working end 1201 may be moved proximally past
locking lever 1230. A spring (not explicitly shown) may
be utilized to bias locking lever 1230 into the activated
configuration. Specifically, the spring, e.g., a torsion
spring, is configured to bias locking lever 1230 such that
a proximal edge 1233 serves as a stop and contacts bot-
tom flange 1218b when the working end 1201 is moved
distally.
[0161] A bottom portion 1212a of cartridge 1212 adja-
cent an actuation sled 1215 (shown in phantom) includes
a removable tab portion 1240 that is configured to urge
locking lever 1230 into the deactivated configuration

when cartridge 1212 is installed (Fig. 139). Tab portion
1240 may be affixed to bottom portion 1212a via any
suitable methods. For example, in the illustrated embod-
iment, tab portion 1240 is perforated and configured to
be removed when contacted by the working end 1201 as
the working end 1201 is translated distally through car-
tridge 1212 (Fig. 140).
[0162] In use, locking lever 1230 is, initially, in the ac-
tivated configuration to lock out the working end 1201 to
prevent misfire thereof (Fig. 138). Thereafter, cartridge
1212 may be installed. In doing so, bottom portion 1212a
including tab portion 1240 is positioned over locking lever
1240 to urge locking lever 1240 into the deactivated con-
figuration (Fig. 139).
[0163] The working end 1201 may then be fired. As
the working end 1201 is translated distally, bottom flange
1218b contacts proximal portion 1234a which causes
protuberance 1232 to move upwards, which, in turn,
breaks off (e.g., removes) tab portion 1240 (Fig. 140)
from the bottom surface 1212a of cartridge 1212. When
tab portion 1240 is removed, locking lever 1230 is urged
back to the activated configuration and into the cartridge
1212 (see Fig. 138). The working end 1201 may then be
moved back to the retracted configuration. Specifically,
bottom portion 1218b contacts distal portion 1234b and
cams locking lever 1230 such that the working end 1201
may slide over protuberance 1232 and back to the re-
tracted configuration. In the retracted configuration, the
working end 1201 is locked out and prevented from mis-
firing.
[0164] With reference to Figs. 141-149, a reload 1306
includes a locking mechanism not forming part of the
invention and is configured for use with surgical stapling
apparatuses 100, 200 is illustrated.
[0165] With reference to Figs. 141-143, initially, reload
1306 includes a pivot assembly 1350 that includes top
and lower portions 1350a, 1350b. Unlike the previously
described pivot assemblies, e.g., pivot assembly 150,
lower portion 1350b of pivot assembly 1350 includes two
leg members 1353a, 1353b that are not identical. Spe-
cifically, leg member 1353a extends distally past leg
member 1353b and includes an aperture 1354 of suitable
configuration that is configured to receive therein a lock-
out structure 1330. In the illustrated embodiment, aper-
ture 1354 includes a generally square configuration that
complements a configuration of lockout structure 1330
(Figs. 143-144). Aperture 1354 is configured so as to
allow locking structure 1330 to move outwardly from an
activated (locked out) configuration (Figs. 142 and 146)
to a deactivated (or non-locked out) configuration (Figs.
147 and 149).
[0166] With continued reference to Figs. 141-143, a
cam block 1340 operably couples to a channel 1341 (Fig.
142) that is provided within jaw member 1308. Cam block
1340 is translatable along channel 1341 and is config-
ured to contact lockout structure 1330 when cartridge
1312 is installed (Figs, 146-147). Cam block 1340 in-
cludes a proximal portion 1340a and a distal portion
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1340b. Distal portion 1340b includes a generally rectan-
gular configuration having a distal wall 1342 that is con-
figured to contact a proximal end of an actuation sled
(not shown) of cartridge 1312 when cartridge 1312 is
installed. This contact between the actuation sled and
distal wall 1342 moves cam block 1340 proximally and
into contact with lockout structure 1330. Specifically, an
outer facing, slanted, sidewall 1343 is provided at prox-
imal portion 1340a and is configured to cam a corre-
sponding inner facing, slanted, sidewall 1331 provided
on lockout structure 1330 (Figs. 144-145).
[0167] In embodiments, cam block 1340 may be con-
figured to selectively couple to the actuation sled via one
or more suitable coupling methods. For example, in an
embodiment an indent/detent configuration may be uti-
lized to couple cam block 1340 to the actuation sled when
the actuation sled is installed. In this particular embodi-
ment, for example, cam block 1340 may include a detent
(not shown) that is configured to couple to a correspond-
ing indent on the actuation sled. Moreover, cam block
1340 may be configured to translate distally when the
actuation sled is contacted by the working end 1301 and
moved distally through cartridge 1312.
[0168] Alternatively, while cam block 1340 has bee de-
scribed herein as being a separate component of the
actuation sled, it is within the purview of the instant dis-
closure to provide cam block 1340 at a proximal end of
the actuation sled. In this particular embodiment, cam
block 1340 may be monolithically formed with the actu-
ation sled; or may be a separate component that is cou-
pled to the actuation sled via one or more coupling meth-
ods, e.g. ultrasonic welding.
[0169] Referring to Figs. 144-145, lockout structure
1330 includes a base portion 1334 and a generally up-
right post portion 1332. Base portion 1334 is configured
so as to allow sidewall 1343 of cam block 1340 to move
beneath lockout structure 1330 and into contact with
sidewall 1331 lockout structure 1330 as cam block 1340
is moved proximally. Sidewall 1331 extends diagonally
across a bottom surface 1334a of base portion 1334 and
is configured so as to allow cam block 1340 to cam lock-
out structure 1330 outwardly (Figs. 146-147) as cam
block 1340 is moved proximally. A top surface 1334b of
base portion 1334 slidably contacts a bottom surface
1352 of leg member 1353b and slides therealong when
lockout structure 1330 is moved outwardly, see Figs.
146-147).
[0170] Post portion 1332 extends orthogonally from
top surface 1334b of base portion 1334 and includes a
generally rectangular configuration (Figs. 144-145). Post
portion 1332 is received through aperture 1354 and in-
cludes a top portion 1336 that extends past a top surface
of leg member 1353a so as to contact a top flange 1318a
of a knife 1305 prior to cartridge 1312 being installed
(Figs. 141-142). Specifically, top portion 1336 includes
a notched corner 1338 of suitable configuration defined
by sidewalls 1338a, 1338b that are disposed at a 90 de-
gree angle with respect to one another and a bottom wall

1338c from which sidewalls 1338a, 1338b extend.
Notched corner 1338 is configured to contact top flange
1318a of knife 1305 to lock out the working end 1301 and
prevent misfiring thereof.
[0171] In embodiments, a leading corner edge 1338c
(shown in phantom in Fig. 144) may be provided and
configured to allow the working end 1301 to move prox-
imally past lockout structure 1330 so that the working
end 1301 may be moved back to the retracted configu-
ration. In this particular embodiment, a top flange 1318a
is configured to contact and slide against leading corner
edge 1338c so as to allow the working end 1301 to be
moved to the retracted configuration.
[0172] A spring 1367, e.g., a coil spring, (Fig. 1367) of
suitable configuration is provided within aperture 1354
and is configured to bias lockout structure 1330 inwardly.
More particularly, spring 1367 is provided within aperture
1354 and contacts an outer sidewall (not explicitly show)
of post portion 1332 to urge lockout structure 1330 in-
wardly. Coil spring 1367 me be coupled to the outer side-
wall of post portion 1332 via any suitable coupling meth-
ods. For example, an annular recess of suitable config-
uration may be provided on the outer wall of post portion
1332 and configured to receive coil spring 1367 therein.
[0173] In use, lockout structure 1330 is, initially, in the
activated configuration to lock out the working end 1301
to prevent misfire thereof (Fig. 142). Thereafter, cartridge
1312 may be installed. As noted above, actuation sled
1315 and cam block 1340 may be configured to couple
to one another when cartridge 1312 is installed. In this
particular embodiment, actuation sled 1315 contacts
cam block 1340 and couples thereto to move cam block
1340 proximally such that sidewall 1343 of cam block
1340 contacts sidewall 1331 of lockout structure 1330 to
move top portion 1336 including notched corner 1338
outwardly and out of contact (and/or out of a path of trans-
lation of the working end 1301) with top flange 1318a of
the working end 1301 (Figs. 148-149).
[0174] The working end 1301 may then be fired. As
the working end 1301 translates distally, it contacts the
actuation sled and moves the actuation sled including
cam block 1340 coupled thereto distally. As a result there-
of, cam block 1340 moves out of contact with lockout
structure 1330 and lockout structure 1330 moves back
to the locked out configuration as a result of the biasing
force against the outer wall of post portion 1332 provided
by spring 1367.
[0175] The working end 1301 may then be moved prox-
imally past lockout structure 1330 and back to the retract-
ed configuration. Once the working end 1301 is moved
back to the retracted configuration, lockout structure
1330 locks out the working end 1301 in a manner as
described above.
[0176] In embodiments where the actuation sled and
cam block 1340 are not configured to couple to one an-
other, e.g., such as when the working end 1301 is not
configured for multiple firing, cam block 1340 may remain
in contact with lockout structure 1330 when the working
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end 1301 is fired. In this particular embodiment, cam
block 1340 maintains lockout structure 1330 in an out-
ward configuration, e.g., a deactivated configuration.
[0177] With reference to Figs. 150-156, and initially
with reference to Figs. 150-151, a reload 1406 includes
a locking mechanism not forming part of the invention
and is configured for use with surgical stapling appara-
tuses 100, 200 is illustrated.
[0178] Unalike the previously described embodiments
of reloads that utilize locking mechanisms that are con-
figured to prevent firing without a cartridge or spent car-
tridge installed, reload 1406 (Fig. 150) utilizes a locking
mechanism that prevents misfiring of the working end
1401 only when a spent cartridge is coupled to a jaw
member 1408. To this end, jaw member 1408 is config-
ured to couple to a cartridge 1412 that includes a latch
1440 and a locking pin 1430 that collectively are config-
ured to prevent misfiring of the working end 1401 when
a spent cartridge 1412 is coupled to jaw member 1408.
[0179] Latch 1440 is provided at a proximal end of car-
tridge 1412 and is coupled thereto via one or more suit-
able coupling methods (Figs. 151-153). In the illustrated
embodiment, for example, latch 1440 includes a gener-
ally elongated configuration having an aperture 1441 of
suitable configuration that is configured to receive there-
through a rivet 1442, pin or the like. Rivet 1442 extends
through a tissue contacting surface 1421 of cartridge
1412 and couples latch 1440 to cartridge 1412 such that
a bottom surface (not explicitly shown) of latch 1440 rests
against a top surface 1421a that lies in the same general
plane as tissue contacting surface 1421 of cartridge
1412. Moreover, rivet 1442 couples latch 1440 to car-
tridge 1412 so as to allow latch 1440 to rotate about rivet
1442 when latch 1440 is contacted by a top flange 1418a
of knife 1405 (Fig. 154).
[0180] A boss 1444 extends a predetermined distance
orthogonally from a top surface 1446 of latch 1440 and
is configured to contact a leading edge 1419a of top
flange 1418a (Figs. 151 and 154). Boss 1444 includes a
generally circumferential configuration which facilitates
contact between leading edge 1419a and boss 1444 as
the working end 1401 is translated distally.
[0181] In an initial configuration, latch 1440 positioned
at least partially over recess 1431 to contact locking pin
1430 and maintain locking pin 1430 in a deactivated con-
figuration (Fig. 151). Moreover, contact between leading
edge 1419a and boss 1444 as the working end 1401
translates distally therepast causes latch 1440 to rotate
about rivet 1442 and move out of contact with locking pin
1430 so that locking pin 1430 may move into the locked
out configuration. (Figs. 154-156).
[0182] Continuing with reference to Figs. 151-153,
locking pin 1430 is provided at a proximal end of cartridge
1412 adjacent latch 1440 and is received within an ap-
erture 1431 that extends through tissue contacting sur-
face 1421 of cartridge 1412. Locking pin 1430 includes
a generally circumferential configuration having a flange
1432 at a bottom end thereof configured to contact an

interior top wall of cartridge 1412. A tip 1434 of locking
pin 1430 includes a distal end 1430a that is chamfered,
beveled, slanted, etc., to slidably contact a trailing edge
1419b of top flange 1418a when the working end 1401
is moved back to the retracted configuration; the cham-
fered configuration of distal end 1430a allows for a
smooth transition of the working end 1401 past locking
pin 1430 (Fig. 155). Moreover, a proximal end 1430b
does not include a chamfer and is configured to contact
leading edge 1419a of the working end 1401 to lock out
the working end 1401 and prevent misfiring thereof.
[0183] Locking pin 1430, e.g., tip 1434, is movable
within aperture 1431 from deactivated configuration (Fig.
151), wherein tip 1434 is flush with the tissue contacting
surface 1421 of cartridge 1412 (Fig. 151) to an activated
(or locked out) configuration, wherein tip 1434 is dis-
posed a predetermined distance above tissue contacting
surface 1421 (Figs. 154 and 156). In the deactivated con-
figuration of locking pin 1434, the working end 1401 in-
cluding top flange 1418a of the knife 1405 is allowed to
translate distally past locking pin 1430.
[0184] A spring 1467 (or other suitable device) opera-
bly couples to locking pin 1430 adjacent flange 1432 and
is configured to upwardly bias locking pin 1430 into the
activated configuration (Figs. 152-153). A protrusion of
suitable configuration (not shown) may be provided on a
bottom surface of locking pin 1430 and configured to cou-
ple to spring 1467 to maintain spring 1467 in contact with
locking pin 1430. Alternatively, spring 1467 may be fix-
edly coupled to locking pin 1430 by one or more suitable
fixation methods, e.g., an adhesive.
[0185] In use, latch 1440 is, initially, positioned over
locking pin 1430 to maintain locking in 1430 in the deac-
tivated configuration (Fig. 151). In the deactivated con-
figuration, the working end 1401 is allowed to move dis-
tally past locking pin 1430 to the engage actuation sled.
[0186] The working end 1401 may then be fired. As
the working end 1401 translates distally, leading edge
1419a contacts boss 1444, which, in turn rotates latch
1440 about rivet 1442 and moves out of contact with lock-
ing pin 1430 so that locking pin 1430 may move into the
locked out configuration. (Figs. 154-156).
[0187] The working end 1401 may then be moved back
to the retracted configuration. As noted above, the cham-
fered configuration of distal end 1430a allows for a
smooth transition of the working end 1401 past locking
pin 1430 (Fig. 155).
[0188] Once in the retracted configuration, a proximal
end 1430b contacts leading edge 1419a of the working
end 1401 to lock out the working end 1401 and prevent
misfiring thereof (Fig. 156).
[0189] With reference to Figs. 157-158, a cartridge as-
sembly 1512 is configured for use with a reload (not ex-
plicitly shown) that includes a locking mechanism not
forming part of the invention and is configured for use
with surgical stapling apparatuses 100, 200 is illustrated.
[0190] One or more mechanical interfaces are provid-
ed on a proximal end of an actuation sled 1515 and are
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configured to selectively engage one or more mechanical
interfaces disposed on a knife (not explicitly shown). In
the illustrated embodiment, for example, a female end
1530 of suitable configuration is provided adjacent a bot-
tom surface 1515a of actuation sled 1515 and is config-
ured to selectively engage a corresponding male end (not
explicitly shown) that is operably coupled to the knife.
Female end 1530 includes a pair of bifurcated posts
1531a, 1531b that extend in a generally orthogonal di-
rection relative to bottom surface 1515a (Figs, 157-158)
and are aligned with the corresponding male end on the
knife. Posts 1531a, 1531b are spaced apart from one
another so that a press or friction fit may be utilized to
selectively couple the knife and actuation sled 1515 to
one another as the knife is translated distally through a
firing sequence. As can be appreciated, actuation sled
1515 may include the male end and the knife may include
female end 1530. Moreover, it is within the purview of
the instant disclosure to utilize other mechanical inter-
faces to selectively couple actuation sled 1515 and the
knife to one another.
[0191] A lockout clip 1540 of suitable configuration is
provided on bottom surface 1515a of actuation sled 1515
and is configured to selectively engage a cover 1561 of
cartridge 1512 (Figs. 157-158) after the knife is fired and
moved back to the retracted configuration. Lockout clip
1540 may be monolithically formed with actuation sled
1515 or may be coupled thereto via one or more suitable
coupling methods, e.g., adhesive, ultrasonic welding,
etc.
[0192] In an embodiment, such as the illustrated em-
bodiment, lockout clip 1540 includes a generally elongat-
ed portion 1541 that is utilized to couple to bottom surface
1515a of actuation sled 1515; this embodiment is partic-
ularly useful when lockout clip 1540 is formed as separate
component from actuation sled 1515 and, subsequently,
coupled thereto. Alternatively, in embodiments, such as
when lockout clip 1540 is monolithically formed with ac-
tuation sled 1515, elongated portion 1541 may be elim-
inated.
[0193] A generally arcuate portion 1542 extends dis-
tally from elongated portion 1541 to form a living hinge
thereabout and includes a lip 1543 that engages cover
1561 (Fig. 158). Alternatively, arcuate portion 1542 in-
cluding lip 1543 may be formed on bottom surface 1515a
during a manufacturing process of actuation sled 1515.
In either instance, arcuate portion 1542 including lip 1543
are configured such that in a pre-installed configuration,
lip 1543 is biased towards elongated portion 1541 and
bottom surface 1515a of actuation sled 1515 so as not
to engage cover 1561 (Fig. 157). In accordance with the
instant disclosure, locking clip 1540 (and operable com-
ponents associated therewith) is/are configured not to
impede distal translation of the knife through cartridge
1512.
[0194] In use, in a pre-installed configuration, actuation
sled 1515 is positioned within cartridge 1521 as shown
in Fig. 157. In this configuration, locking clip 1540 is not

in a locked out configuration and the knife is free to trans-
late distally through a firing sequence.
[0195] The knife may then be fired. As the knife trans-
lates distally, the male end on the knife engages female
end 1530 (Figs. 154-156) on actuation sled 1515. There-
after, the knife including actuation sled 1515 now coupled
thereto may be moved proximally past a proximal edge
1562 of cartridge 1512 to the retracted configuration. In
doing so, lip 1543 is free to flex away from elongated
portion 1542 and bottom surface 1515a of actuation sled
to a locked out configuration. In the locked out configu-
ration, lip 1543 is positioned to engage proximal edge
1562 of cover 1512, which, in turn, prevents distal trans-
lation and, thus, misfiring of the knife (Fig. 158).
[0196] The figures show a replaceable loading unit with
surgical stapling jaws that has a shaft (such as a shaft
109) that can be attached to a surgical stapling appara-
tus. Other configurations are contemplated. For exam-
ple, the replaceable loading unit can itself have a remov-
able and replaceable cartridge assembly. Alternatively,
the jaws of the instrument can be permanently attached
and configured to receive a removable and replaceable
cartridge.
[0197] In any of the embodiments disclosed herein, the
instrument housing 102 can be manually operated or
powered.

Claims

1. A surgical stapling apparatus, comprising:

a first jaw member;
a cartridge (412) configured to selectively cou-
ple to the first jaw member, the cartridge having
fasteners and a platform area (427a, 427b), the
cartridge defining a knife channel (414) and an
aperture (420);
a second jaw member having an anvil with staple
forming depressions;
a drive member movable from a retracted to an
advanced position to drive the fasteners toward
the anvil, the drive member having a working
end (401) for supporting a knife, the working end
being configured to move through the knife
channel (414) from a retracted to an advanced
distal position for severing tissue positioned be-
tween the jaw members ; and
a locking mechanism comprising an actuator
(432) rotatably disposed in the aperture (420) of
the cartridge and an interlock (450), the actuator
being movable between an initial pre-fired con-
figuration wherein the actuator (432) has a post
(433) and a head portion (434) at an upper end,
which rests on a platform area (427a) and is en-
gaged with the interlock (450) to allow distal
movement of the working end (401), to a final
post-fired configuration wherein the actuator is
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raised above the platform area and is disen-
gaged from the interlock to lock out and prevent
distal movement of the working end;
wherein the actuator has a notch (436) at a lower
end, the actuator being biased in a downwardly
direction, the head portion of the actuator having
a tip 451) extending into the knife channel (414)
when the actuator is in the first pre-fired position
and the interlock (450) having an upright exten-
sion (430) and being rotatably disposed adja-
cent the actuator (432) so that the upright ex-
tension is engaged with the notch (436) when
the actuator is in the first pre-fired position, the
interlock moving to a position blocking the knife
channel when the actuator moves to the second
post-fired position; the working end (401) of the
drive member further comprising a top flange
(418b) that contacts the head portion (434) when
the drive member moves from the retracted, pre-
fired position to the advanced, post-fired posi-
tion thereby moving the head portion to effect
disengagement of the actuator from the interlock
such that the interlock is positioned inside of the
translation path of the working end and the work-
ing end is locked out and unable to move distally.

2. The surgical stapling apparatus according to claim
1, wherein the actuator (432) is biased in a downward
direction so that the head portion (434) rises when
contacted by the top flange (418b).

3. The surgical stapling apparatus according to any
preceding claim, wherein the actuator (432) moves
upwardly to the second position so that the notch
(436) is moved away from the upright extension
(430).

4. The surgical stapling apparatus according to any
preceding claim, wherein the actuator (432) has bev-
eled side edges (441a, 441b) to facilitate rotation of
the actuator.

5. The surgical stapling apparatus according to any
preceding claim, wherein the head portion (434) has
a conical shape.

6. The surgical stapling apparatus according to any
preceding claim, wherein a bottom surface (451a) of
head portion (434) has a protuberance (452) for en-
gaging the platform area (427a).

7. The surgical stapling apparatus according to any
preceding claim, wherein the interlock (450) engag-
es a rivet (424b) in the position blocking the knife
channel (414).

8. The surgical stapling apparatus according to any
preceding claim, wherein the interlock (450) is bi-

ased toward the position blocking the channel (414).

9. The surgical stapling apparatus according to any
preceding claim, wherein the interlock (450) has a
trailing surface, the working end (401) of the drive
member engaging the trailing surface when moved
to the retracted position.

10. The surgical stapling apparatus according to any
preceding claim, further comprising one or more mo-
tors.

11. The surgical stapling apparatus according to any
preceding claim, further comprising a manually op-
erated trigger.

Patentansprüche

1. Chirurgisches Klammergerät, umfassend:

- ein ersten Backenglied;
- eine Patrone (412), die konfiguriert ist, um se-
lektiv an das erste Backenglied gekoppelt zu
werden, wobei die Patrone Heftmittel und einen
Plattformbereich (427a, 427b) aufweist, und wo-
bei die Patrone einen Messerkanal (414) und
eine Öffnung (420) definiert;
- ein zweites Backenglied mit einem Amboss
und formgebenden Vertiefungen für die Klam-
mern;
- ein Antriebsglied, beweglich von einer einge-
zogenen zu einer vorgeschobenen Position, um
die Heftmittel zum Amboss zu bringen, wobei
das Antriebsglied ein Arbeitsende (401) zur Auf-
nahme eines Messers umfasst, wobei das Ar-
beitsende konfiguriert ist, um sich durch den
Messerkanal (414) von einer eingezogenen zu
einer vorgeschobenen distalen Position bewe-
gen, um das Gewebe durchzutrennen, welches
zwischen den Backengliedern Positioniert ist;
und
- ein Verriegelungsmechanismus, welcher ei-
nen Stellantrieb (432) umfasst, der drehbar in
der Öffnung (420) der Patrone angeordnet ist,
und eine Verriegelung (450), wobei der Stellan-
trieb von einer ursprünglichen Vor-Feuer-Konfi-
guration, wo der Stellantrieb (432) einen hinte-
ren (433) und einen Kopf-Bereich (434) an ei-
nem oberen Ende aufweist, welcher im Platt-
formbereich (427a) ruht und in die Verriegelung
(450) eingreift, um eine distale Bewegung des
Arbeitsendes (401) zu ermöglichen, bis zu einer
finalen Nach-Feuer-Konfiguration, in welcher
der Stellantrieb über der Plattform erhoben und
aus der Verriegelung ausgeklinkt ist, um ge-
sperrt zu werden und distale Bewegungen des
Arbeitsendes zu verhindern, übergeht.
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worin der Stellantrieb an einem unteren Ende
eine Nut (436) aufweist, wobei der Stellantrieb
nach unten forciert wird, wobei der Kopfab-
schnitt des Stellantriebs eine Spitze (451) auf-
weist, die sich in den Messerkanal (414) er-
streckt, wenn der Stellantrieb in der ersten Vor-
Feuer-Position ist und sich der Verriegelungs-
mechanismus (450) eine aufrechte Verlänge-
rung (430) hat und drehbar angrenzend an den
Stellantrieb (432) disponiert, derart, dass die
aufrechte Verlängerung in die Nut (436) ein-
greift, wenn der Stellantrieb in der ersten Vor-
Feuer-Position ist, und der Verriegelungsme-
chanismus in eine den Messerkanal blockieren-
de Position befördert wird, wenn der Stellantrieb
in die zweite Nach-Feuer-Position übergeht; das
Arbeitsende (401) des Stellantriebs umfasst zu-
sätzlich einen oberen Flansch (418b), welcher
mit dem Kopfabschnitt (434) in Kontakt steht,
wenn der Stellantrieb von der eingezogenen
Vor-Feuer-Position in die vorgeschobene Nach-
Feuer-Position übergeht und dadurch den Kopf-
abschnitt bewegt, um das Lösen des Stellan-
triebs vom Verriegelungsmechanismus zu be-
wirken, derart, dass der Verriegelungsmecha-
nismus innerhalb des Versetzungspfads des Ar-
beitsendes positioniert ist und das Arbeitsende
ausgesperrt und nicht in der Lage ist, sich distal
zu bewegen.

2. Chirurgisches Klammergerät gemäß Anspruch 1,
worin der Stellantrieb (432) nach unten forciert wird,
derart, dass der Kopfabschnitt (434) sich hebt, wenn
er vom oberen Flansch (418b) berührt wird.

3. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin sich der Stellantrieb
(432) nach oben, in die zweite Position bewegt, so-
dass die Nut (436) von der aufrechten Verlängerung
(430) entfernt wird.

4. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin der Stellantrieb (432)
abgeschrägte Seitenkanten (441 a, 441 b) aufweist,
um die Drehung des Stellantriebs zu erleichtern.

5. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin der Kopfabschnitt
(434) konisch geformt ist.

6. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin eine Bodenfläche (451
a) des Kopfabschnitts (434) einen Vorsprung (452)
aufweist, um in den Plattformbereich (427a) einzu-
greifen.

7. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin der Verriegelungsme-

chanismus (450) in der den Messerkanal (414) blo-
ckierenden Position in eine Niete (424b) eingreift.

8. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin der Verriegelungsme-
chanismus (450) in die den Messerkanal (414) blo-
ckierende Position forciert ist.

9. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, worin der Verriegelungsme-
chanismus (450) eine Schleppfläche aufweist und
wo das Arbeitsende (401) des Antriebsglieds in die
Schleppfläche eingreift, wenn es in die eingezogene
Position befördert wird.

10. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, welches zusätzlich einen
oder mehr Motoren umfasst.

11. Chirurgisches Klammergerät gemäß einem der vor-
stehenden Ansprüche, welches zusätzlich einen von
Hand bedienten Auslöser umfasst.

Revendications

1. Appareil d’agrafage chirurgical, comprenant :

un premier élément formant mâchoire ;
une cartouche (412) configurée pour s’accou-
pler de manière sélective au premier élément
formant mâchoire, la cartouche ayant des atta-
ches et une surface de plate-forme (427a,
427b), la cartouche définissant un canal pour
couteau (414) et une ouverture (420) ;
un second élément formant mâchoire ayant une
enclume avec des creux de formation d’agrafe ;
un élément d’entraînement mobile d’une posi-
tion rétractée à une position avancée pour en-
traîner les attaches vers l’enclume, l’élément
d’entraînement ayant une extrémité de travail
(401) pour supporter un couteau, l’extrémité de
travail étant configurée pour se déplacer à tra-
vers le canal pour couteau (414) d’une position
rétractée à une position distale avancée pour
couper du tissu positionné entre les éléments
formant mâchoires ; et
un mécanisme de verrou comprenant un dispo-
sitif d’actionnement (432) disposé en rotation
dans l’ouverture (420) de la cartouche et un ver-
rou (450), le dispositif d’actionnement étant mo-
bile entre une configuration initiale avant tir dans
laquelle le dispositif d’actionnement (432) a un
tenon (433) et une partie formant tête (434) au
niveau d’une extrémité supérieure, qui repose
sur une surface de plate-forme (427a) et qui est
en prise avec le verrou (450) pour permettre un
mouvement distal de l’extrémité de travail (401),
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jusqu’à une configuration finale après tir dans
laquelle le dispositif d’actionnement est élevé
au-dessus de la surface de plate-forme et est
dégagé du verrou pour neutraliser et empêcher
un mouvement distal de l’extrémité de travail ;
dans lequel le dispositif d’actionnement a une
encoche (436) au niveau d’une extrémité infé-
rieure, le dispositif d’actionnement étant sollicité
dans un sens vers le bas, la partie formant tête
du dispositif d’actionnement ayant un embout
(451) s’étendant dans le canal pour couteau
(414) lorsque le dispositif d’actionnement est
dans la première position avant tir et le verrou
(450) ayant une extension verticale (430) et
étant disposé en rotation adjacent au dispositif
d’actionnement (432) de sorte que l’extension
verticale est en prise avec l’encoche (436) lors-
que le dispositif d’actionnement est dans la pre-
mière position avant tir, le verrou se déplaçant
jusqu’à une position bloquant le canal pour cou-
teau lorsque le dispositif d’actionnement se dé-
place jusqu’à la seconde position après tir ; l’ex-
trémité de travail (401) de l’élément d’entraîne-
ment comprenant en outre une bride supérieure
(418b) qui entre en contact avec la partie for-
mant tête (434) lorsque l’élément d’entraîne-
ment se déplace de la position rétractée, avant
tir, jusqu’à la position avancée, après tir, dépla-
çant de ce fait la partie formant tête pour effec-
tuer un dégagement du dispositif d’actionne-
ment du verrou de sorte que le verrou est posi-
tionné à l’intérieur du chemin de translation de
l’extrémité de travail et l’extrémité de travail est
neutralisée et incapable de se déplacer de façon
distale.

2. Appareil d’agrafage chirurgical selon la revendica-
tion 1, dans lequel le dispositif d’actionnement (432)
est sollicité dans un sens vers le bas de sorte que
la partie formant tête (434) s’élève quand elle entre
en contact avec la bride supérieure (418b).

3. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel le
dispositif d’actionnement (432) se déplace vers le
haut jusqu’à la seconde position de sorte que l’en-
coche (436) est éloignée de l’extension verticale
(430).

4. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel le
dispositif d’actionnement (432) a des bords latéraux
en oblique (441a, 441b) pour faciliter la rotation du
dispositif d’actionnement.

5. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel la
partie formant tête (434) a une forme conique.

6. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel
une surface de fond (451a) de la partie formant tête
(434) a une protubérance (452) pour mettre en prise
la surface de plate-forme (427a).

7. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel le
verrou (450) met en prise un rivet (424b) dans la
position bloquant le canal pour couteau (414).

8. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel le
verrou (450) est sollicité vers la position bloquant le
canal (414).

9. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, dans lequel le
verrou (450) a une surface de queue, l’extrémité de
travail (401) de l’élément d’entraînement mettant en
prise la surface de queue lors d’un déplacement jus-
qu’à la position rétractée.

10. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, comprenant
en outre un ou plusieurs moteurs.

11. Appareil d’agrafage chirurgical selon l’une quelcon-
que des revendications précédentes, comprenant
en outre un déclencheur à commande manuelle.
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