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Description

BACKGROUND

[0001] In application virtualization, a host operating
system creates a simulated computer environment or vir-
tual environment on a computing device to execute virtual
applications without installing the virtual applications lo-
cally and without altering the host operating system. The
virtual applications execute locally using the local hard-
ware resources, and may interact with the host operating
system although aspects of the virtual environment may
be hidden from the host operating system (e.g., registry
keys, files, etc.)
[0002] This is possible because the virtual environ-
ment contains the components needed to execute the
virtual applications on the computing device, such as reg-
istry entries, files, environment variables, user interface
elements, and global objects. These components in the
virtual environment are not visible to the host operating
system. Add-on components associated with the virtual
applications, such as shell extensions, plug-ins, etc. also
are not visible to the host operating system, because the
host operating system does not have access to an add-
on component’s registry entries or files. As a result, the
host operating system remains unaware of the add-on
components available in the virtual environment and can-
not use the functionalities provided by the add-on com-
ponents available in the virtual environment.
[0003] From document EP 1 630 670 A2, a virtual ma-
chine environment in a computer system is known.

SUMMARY

[0004] The invention is defined according to the meth-
od of claim 1. Preferred embodiments are disclosed in
the dependent claims.
[0005] This summary is provided to introduce concepts
relating to running add-on components of an application
in virtual environments. These concepts are further de-
scribed below in the detailed description. This summary
is not intended to identify essential features of the claimed
subject matter, nor is it intended for use in determining
the scope of the claimed subject matter.
[0006] In an embodiment, a component proxy included
in an operating system communicates with a virtual en-
vironment that includes one or more virtual applications.
Add-on components are associated with the one or more
virtual applications, and a component server process re-
ceives commands forwarded by the component proxy
and executes the add-on components.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The detailed description is described with ref-
erence to the accompanying figures. In the figures, the
left-most digit(s) of a reference number identifies the fig-
ure in which the reference number first appears. The

same numbers are used throughout the drawings to ref-
erence like features and components.

Fig. 1 illustrates an exemplary system for running
add-on component in a virtual environment in one
embodiment.
Fig. 2 illustrates an exemplary system for running an
add-on component in a virtual environment in anoth-
er embodiment.
Fig. 3 illustrates an exemplary process flow diagram
for running add-on components in virtual environ-
ments.
Fig. 4 illustrates an exemplary computing-based de-
vice.

DETAILED DESCRIPTION

[0008] The following disclosure describes systems and
methods for running add-on components in virtual envi-
ronments. An add-on component can be executed in a
virtual environment by setting up a communication link
between a host operating system (i.e., operating system)
and a server process running in a virtual environment.
The operating system includes a component proxy which
communicates with the add-on component executing in
the server process. The described systems and methods
also allow on-demand access and use of virtualized add-
on components over a network.
[0009] While aspects of described systems and meth-
ods for running add-on components in a virtual environ-
ment can be implemented in any number of different com-
puting systems, environments, and/or configurations, the
embodiments are described in the context of the following
exemplary system architecture(s).
[0010] Fig. 1 shows an exemplary system 100 for run-
ning add-on components in a virtual environment. The
system 100 may be part of, or included in, a standalone
computing device such as a personal computer, or may
be included as part of several computing devices. An
add-on component can be a shell extension, a plug-in,
or any other similar entity which can provide additional
functionality to an existing application. To this end, the
system 100 includes an operating system 102 on a com-
puting device(s) and a virtual environment 104. In an im-
plementation, system 100 can be implemented on a sin-
gle computing device facilitating resource sharing be-
tween one or more virtual environments running on the
computing device. The computing device can be imple-
mented as any of known computing devices, such as a
desktop computing device, a laptop, a mobile computing
device, etc.
[0011] Further, the operating system 102 includes a
component proxy 106 that communicates with the virtual
environment 104. The virtual environment 104 includes
a component server process 108 and one or more virtual
applications, such as virtual application 110. The com-
ponent server process 108 includes one or more add-on
components associated with the virtual applications,

1 2 



EP 2 168 050 B1

3

5

10

15

20

25

30

35

40

45

50

55

such as add-on component 112 associated with the vir-
tual application 110.
[0012] In order to access functionalities provided by
the add-on component 112 residing in the virtual envi-
ronment 104, the component proxy 106 is configured to
communicate with the component server process 108 to
execute the add-on component 112. For this, the com-
ponent proxy 106 may communicate with the component
server process 108 using application program interfaces
(APIs) such as remote procedure call 114.
[0013] In an exemplary operation, a component proxy
106 is registered with the operating system 102 for each
add-on component 112 available in the virtual environ-
ment 104. Registration may be performed, for example,
when the virtual environment 104 is simulated on the
computing device. To access the add-on component 112,
the operating system 102 invokes the corresponding
component proxy 106. If the operating system 102 in-
vokes the component proxy 106 for the first time, the
component proxy 106 launches the component server
process 108 in the virtual environment 104 and commu-
nicates with the component server process 108 using the
remote procedure call 114. The remote procedure call
114 allows a procedure or a command from the compo-
nent proxy 106 to be executed in the virtual environment
(e.g., virtual environment 104) without explicit code de-
tails being provided for this interaction.
[0014] An example embodiment, includes a case
where there are more than one virtual environments run-
ning in the system 100, the component proxy 106 checks
whether the virtual environment (e.g., virtual environment
104) in which the component server process 108 is
launched is the correct virtual environment. For this, the
component proxy 106 determines whether the corre-
sponding add-on component 112 is available in the virtual
environment 104. Once the correct virtual environment
(e.g., virtual environment 104) is identified, the compo-
nent proxy 106 launches the component server process
108 in the identified virtual environment (e.g., virtual en-
vironment 104). In another exemplary embodiment, the
component proxy 106 is registered with enough informa-
tion to directly connect to a server running in the appro-
priate virtual environment. If the server is not running in
the correct virtual environment, the component proxy can
detect this and launch the server. In yet another exem-
plary embodiment, the component proxy 106 is be able
to access a manifest of each virtual environment to de-
termine what components are supported without launch-
ing and communicating with a server inside the virtual
environment.
[0015] The component server process 108 receives
commands forwarded by the component proxy 106 and
executes the add-on component 112 accordingly. The
commands can include instructions for implementing
common interfaces, such as updating the context menus,
share menus, etc. in the virtual environment 104.
[0016] If the operating system 102 had previously in-
voked the component proxy 106 and launched the com-

ponent server process 108, the component server proc-
ess 108 directly forwards all commands to the add-on
component 112 for further processing. For example, the
operating system 102 can be a Windows® operating sys-
tem from the Microsoft® Corporation, and the add-on
component 112 can be a Windows® operating system
shell extension available in the virtual environment 104.
The Windows® operating system interacts with the virtual
environment 104 through a shell extension proxy (e.g.,
component proxy 106) to create a corresponding in-
stance of the shell extension (e.g., add-on component
112) in a server process (e.g., component server process
108). Once the instance of the shell extension is created,
the Windows® operating system accesses the shell ex-
tension by forwarding all commands through the shell
extension proxy (e.g., component proxy 106) to the serv-
er process (e.g., component server process 108), which
in turn forwards the commands to the shell extension.
[0017] It will be understood that similar methods can
be used to run add-on components when there are sev-
eral virtual environments running on a computing device.
Additionally, each virtual environment can have several
virtual applications and add-on components running on
them. Moreover, there can be multiple versions of the
same application and add-on components running on the
computing device in the different virtual environments.
[0018] Fig. 2 shows an exemplary system 200 for run-
ning add-on components in virtual environments in an-
other embodiment. System 200 can be implemented as
a standalone computing device such as a personal com-
puter, or in server-client architecture, including a plurality
of computing devices. An add-on component can be a
shell extension, a plug-in or any similar entity which can
provide additional functionality to an existing application.
To this end, the system 200 includes an operating system
202 on a client device, a virtual environment 204 and a
server component 206. In an example, the virtual envi-
ronment 204 may be simulated by an application hosted
on the server component 206.
[0019] The operating system 202 includes a compo-
nent proxy 208 that communicates with the virtual envi-
ronment 204. The virtual environment 204 includes a
component server process 210, an add-on component
212, and one or more virtualized applications, such as
virtual application 214.
[0020] Furthermore, other add-on components 216
can be hosted on the server component 206, or in the
virtual environment 204. Also, information such as how
the other add-on components 216 interact with an oper-
ating system (e.g., operating system 202) during appli-
cation installation and execution can be hosted on the
server component 206, or in the virtual environment 204.
The server component 206 can also keep a log of registry
settings; files; and other application and operating sys-
tem related variables.
[0021] The operating system 202 accesses the add-
on component 212 in the virtual environment 204 by com-
municating through a remote procedure call 218. For this,
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the operating system 202 can use various engines or
techniques to set up a communication link between the
component proxy 208 and the virtual environment 204.
[0022] As explained with reference to Fig. 1, for each
add-on component 212 that can be executed in the virtual
environment 204, a corresponding component proxy 208
is registered in the operating system 202. To use the
functionalities provided by the add-on component 212,
the operating system 202 invokes the corresponding
component proxy 208. If the operating system 202 in-
vokes the component proxy 208 for the first time, the
component proxy 208 launches the component server
process 210 in the virtual environment 204 and commu-
nicates with it using the remote procedure call 218. Oth-
erwise, the component proxy 208 directly forwards all
commands to the component server process 210 for fur-
ther processing.
[0023] In case there are multiple virtual environments,
the component proxy 208 checks whether the component
server process 210 is launched in the correct virtual en-
vironment, for example virtual environment 204. For this,
the component proxy 208 determines whether the virtual
environment includes the corresponding add-on compo-
nent 212. The component server process 210 executes
the add-on component 212 in the virtual environment 204
and forwards all commands coming from the component
proxy 208 to the add-on component 212.
[0024] In addition, if the add-on component 212 does
not correspond to the component proxy invoked by the
operating system 202, the component proxy 208 can look
for a corresponding add-on component in the other add-
on components 216 on server component 206 and/or in
other virtual environment and systems that system 200
may be connected or networked to.
[0025] It will be understood that the above described
implementations can be extended to run add-on compo-
nents in virtual environments in other scenarios as well.
For example, in a scenario there can be several virtual
environments on a computer network, which can have
several virtual applications and associated add-on com-
ponents running on them. There can be multiple versions
of the same virtual application and add-on component
running on a network in different server devices. Further-
more, there can be instances of the same virtual appli-
cation with different configurations running on the same
computing device.
[0026] In another exemplary scenario, a client device
can access an add-on component associated with a vir-
tual application hosted in a server or client device on a
network implementing server-client architecture. For ex-
ample, the operating system 202 of a client device can
invoke a component proxy corresponding to an add-on
component included in the other add-on components 216
residing on the server component 206 which resides in
a separate computing device. In such a case, the oper-
ating system 202 sets up a communication link with the
virtual environment 204 which looks for the add-on com-
ponent in the server component 206. If the add-on com-

ponent is located in other add-on components 216, the
client device can access the add-on component 216 via
the virtual environment 204 without downloading the add-
on component on the client device itself.
[0027] In another implementation, a client computing
device running a plurality of virtual environments can also
access add-on components from other virtual environ-
ments existing on the network that the client computing
device is connected to, facilitating sharing of add-on com-
ponents.
[0028] Fig. 3 is an exemplary process diagram 300 il-
lustrating an implementation of running add-on compo-
nents in virtual environments. Process diagram 300 is
illustrated as a collection of steps in a logical flow graph
representing a sequence of operations that can be im-
plemented in hardware, software, firmware or a combi-
nation thereof. The order in which the method is de-
scribed is not intended to be construed as a limitation,
and any number of the described method blocks can be
combined in any order to implement the method.
Additionally, individual blocks can be deleted from the
method without departing from the scope of the subject
matter described herein.
[0029] In the context of software, the blocks can rep-
resent computer instructions that, when executed by one
or more processors, perform the recited operations. For
discussion purposes, the process 300 is described with
reference to the system 100 shown in Fig. 1, and the
system 200 shown in Fig. 2.
[0030] At block 302, an operating system invokes a
component proxy corresponding to an add-on compo-
nent to use the functionalities of the add-on component.
For example, the operating system 102 invokes the com-
ponent proxy 106. In another example, the operating sys-
tem 202 invokes the component proxy 208.
[0031] At block 304, the component proxy uses an API
to associate with the virtual environment. For example,
the component proxy 106 can use a RPC 114 to associ-
ate with the virtual environment 104 in system 100; or
component proxy 208 can use RPC 218 to associate with
virtual environment 204.
[0032] At block 306, the component proxy determines
if the associated virtual environment is the correct virtual
environment or not. For this, the component proxy checks
whether the virtual environment includes a correspond-
ing add-on component as requested by the operating
system. If the virtual environment is determined to be the
correct virtual environment (i.e., following the "YES"
branch from block 306), the process flow control moves
on to block 308. Otherwise, (i.e., following the "NO"
branch from block 306), the process flow control moves
to block 304 to set up an association with another virtual
environment until the correct virtual environment is found.
For example, if the add-on component 112 is not detected
in virtual environment 104, the component proxy 106
looks for the add-on component 112 in other virtual en-
vironments. In another implementation, the same proce-
dure to determine the correct virtual environment is fol-
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lowed on system 200.
[0033] At block 308, once the correct virtual environ-
ment is found, the component proxy launches the com-
ponent server process in the correct virtual environment.
For example, the component proxy 106 launches the
component server process 108 in the virtual environment
104 after validating that the add-on component 112 is
hosted in the virtual environment 104. In another imple-
mentation, on system 200 the component proxy 208
launches the component server process 210 in the virtual
environment 204
[0034] For certain implementations, the component
proxy will be registered with enough information to di-
rectly connect to a server running in the appropriate vir-
tual environment. If the server is not running in the correct
virtual environment, the component proxy can detect this
and launch the server. In other implementations, the
component proxy will be able to access a manifest of
each virtual environment to determine what components
are supported by it without launching and communicating
with a server inside the virtual environment.
[0035] At block 310, a communication link is set up
(i.e., established) between the component proxy in the
operating system and the component server process in
the virtual environment so that data and commands can
be transferred between the operating system and the vir-
tual environment. The communication link can be set up
using a RPC or any other known technique. For example,
the operating system 102 can set up a communication
link to exchange data and commands with the virtual en-
vironment 104, subsequent to activation of the compo-
nent server process 210. In another implementation, the
same method to setup a communication link can be used
on system 200.
[0036] At block 312, the component server process
creates an instance of the add-on component corre-
sponding to the component proxy in the virtual environ-
ment. Moreover, more than one instance of an add-on
component can be created on one or more virtual envi-
ronments. For example, the component server process
108 creates an instance of the add-on component 112
in the virtual environment 104 in response to the com-
munication received from the component proxy 106. In
another implementation, the same method as described
for system 100 can be used to create an instance of an
add-on component in system 200.
[0037] At block 314, once the add-on component is
created, the component proxy forwards commands from
the operating system to the component server process,
which in turn forwards the commands to the add-on com-
ponent. Thus the operating system can access the add-
on component and can be extended by the add-on com-
ponent. For example, once the operating system 102 lo-
cates the add-on component 112 in a virtual environment
104, the operating system 102 can use the functionality
provided by the add-on component 112.

Exemplary Computer Environment

[0038] Fig. 4 illustrates an exemplary general compu-
ter environment 400, which can be used to implement
the techniques described herein, and which can be rep-
resentative, in whole or in part, of elements described
herein. For example, the general computer environment
may be used for system 100 of Fig. 1 and system 200 of
Fig. 2, and implement the steps described in process 300
of Fig. 3.
[0039] The computer environment 400 is only one ex-
ample of a computing environment and is not intended
to suggest any limitation as to the scope of use or func-
tionality of the computer and network architectures. Nei-
ther should the computer environment 400 be interpreted
as having any dependency or requirement relating to any
one or combination of components illustrated in the ex-
ample computer environment 400.
[0040] Computer environment 400 includes a general-
purpose computing-based device in the form of a com-
puter 402. Computer 402 can be, for example, a desktop
computer, a handheld computer, a notebook or laptop
computer, a server computer, a game console, and so
on. The components of computer 402 can include, but
are not limited to, one or more processors or processing
units 404, a system memory 406, and a system bus 408
that couples various system components including the
processor 404 to the system memory 406.
[0041] The system bus 408 represents one or more of
any of several types of bus structures, including a mem-
ory bus or memory controller, a peripheral bus, an accel-
erated graphics port, and a processor or local bus using
any of a variety of bus architectures. By way of example,
such architectures can include an Industry Standard Ar-
chitecture (ISA) bus, a Micro Channel Architecture (MCA)
bus, an Enhanced ISA (EISA) bus, a Video Electronics
Standards Association (VESA) local bus, and a Periph-
eral Component Interconnects (PCI) bus also known as
a Mezzanine bus.
[0042] Computer 402 typically includes a variety of
computer readable media. Such media can be any avail-
able media that is accessible by computer 402 and in-
cludes both volatile and non-volatile media, removable
and non-removable media.
[0043] The system memory 406 includes computer
readable media in the form of volatile memory, such as
random access memory (RAM) 410, and/or non-volatile
memory, such as read only memory (ROM) 412. A basic
input/output system
[0044] (BIOS) 414, containing the basic routines that
help to transfer information between elements within
computer 402, such as during start-up, is stored in ROM
412. RAM 410 typically contains data and/or program
modules that are immediately accessible to and/or pres-
ently operated on by the processing unit 404.
[0045] Computer 402 can also include other remova-
ble/non-removable, volatile/non-volatile computer stor-
age media. By way of example, Fig. 4 illustrates a hard
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disk drive 416 for reading from and writing to a non-re-
movable, non-volatile magnetic media (not shown), a
magnetic disk drive 418 for reading from and writing to
a removable, non-volatile magnetic disk 420 (e.g., a "flop-
py disk"), and an optical disk drive 422 for reading from
and/or writing to a removable, non-volatile optical disk
424 such as a CD-ROM, DVD-ROM, or other optical me-
dia. The hard disk drive 416, magnetic disk drive 418,
and optical disk drive 422 are each connected to the sys-
tem bus 408 by one or more data media interfaces 426.
Alternately, the hard disk drive 416, magnetic disk drive
418, and optical disk drive 422 can be connected to the
system bus 408 by one or more interfaces (not shown).
[0046] The disk drives and their associated computer-
readable media provide non-volatile storage of computer
readable instructions, data structures, program modules,
and other data for computer 402. Although the example
illustrates a hard disk 416, a removable magnetic disk
420, and a removable optical disk 424, it is to be appre-
ciated that other types of computer readable media which
can store data that is accessible by a computer, such as
magnetic cassettes or other magnetic storage devices,
flash memory cards, CD-ROM, digital versatile disks
(DVD) or other optical storage, random access memories
(RAM), read only memories (ROM), electrically erasable
programmable read-only memory (EEPROM), and the
like, can also be utilized to implement the exemplary com-
puting system and environment.
[0047] Any number of program modules can be stored
on the hard disk 416, magnetic disk 420, optical disk 424,
ROM 412, and/or RAM 410, including by way of example,
an operating system 427, one or more application pro-
grams 428, other program modules 430, and program
data 432. Each of such operating system 427, one or
more application programs 428, other program modules
430, and program data 432 (or some combination there-
of) can implement all or part of the resident components
that support the distributed file system.
[0048] A user can enter commands and information
into computer 402 via input devices such as a keyboard
434 and a pointing device 436 (e.g., a "mouse"). Other
input devices 438 (not shown specifically) can include a
microphone, joystick, game pad, satellite dish, serial port,
scanner, and/or the like. These and other input devices
are connected to the processing unit 404 via input/output
interfaces 440 that are coupled to the system bus 408,
but can be connected by other interface and bus struc-
tures, such as a parallel port, game port, or a universal
serial bus (use).
[0049] A monitor 442 or other type of display device
can also be connected to the system bus 408 via an in-
terface, such as a video adapter 444. In addition to the
monitor 442, other output peripheral devices can include
components such as speakers (not shown) and a printer
446 which can be connected to computer 402 via the
input/output interfaces 440.
[0050] Computer 402 can operate in a networked en-
vironment using logical connections to one or more re-

mote computers, such as a remote computing-based de-
vice 448. By way of example, the remote computing-
based device 448 can be a personal computer, portable
computer, a server, a router, a network computer, a peer
device or other common network node, and the like. The
remote computing-based device 448 is illustrated as a
portable computer that can include many or all of the
elements and features described herein relative to com-
puter 402.
[0051] Logical connections between computer 402
and the remote computer 448 are depicted as a local
area network (LAN) 440 and a general wide area network
(WAN) 442. Such networking environments are com-
monplace in offices, enterprise-wide computer networks,
intranets, and the Internet.
[0052] When implemented in a LAN networking envi-
ronment, the computer 402 is connected to a local net-
work 440 via a network interface or adapter 444. When
implemented in a WAN networking environment, the
computer 402 typically includes a modem 446 or other
means for establishing communications over the wide
network 442. The modem 446, which can be internal or
external to computer 402, can be connected to the sys-
tem bus 408 via the input/output interfaces 440 or other
appropriate mechanisms. It is to be appreciated that the
illustrated network connections are exemplary and that
other means of establishing communication link(s) be-
tween the computers 402 and 448 can be employed.
[0053] In a networked environment, such as that illus-
trated with computing environment 400, program mod-
ules depicted relative to the computer 402, or portions
thereof, can be stored in a remote memory storage de-
vice. By way of example, remote application programs
reside on a memory device of remote computer 448. For
purposes of illustration, application programs and other
executable program components such as the operating
system are illustrated herein as discrete blocks, although
it is recognized that such programs and components re-
side at various times in different storage components of
the computing-based device 402, and are executed by
the data processor(s) of the computer.
[0054] Various modules and techniques can be de-
scribed herein in the general context of computer-exe-
cutable instructions, such as program modules, executed
by one or more computers or other devices. Generally,
program modules include routines, programs, objects,
components, data structures, etc. that performs particu-
lar tasks or implement particular abstract data types. Typ-
ically, the functionality of the program modules can be
combined or distributed as desired in various embodi-
ments.
[0055] An implementation of these modules and tech-
niques can be stored on or transmitted across some form
of computer readable media. Computer readable media
can be any available media that can be accessed by a
computer. By way of example, and not limitation, com-
puter readable media can comprise computer storage
media and communications media.
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[0056] Computer storage media includes volatile and
non-volatile, removable and non-removable media im-
plemented in any method or technology for storage of
information such as computer readable instructions, data
structures, program modules, or other data. Computer
storage media includes, but is not limited to, RAM, ROM,
EEPROM, flash memory or other memory technology,
CD-ROM, digital versatile disks (DVD) or other optical
storage, magnetic cassettes, magnetic tape, magnetic
disk storage or other magnetic storage devices, or any
other medium which can be used to store the desired
information and which can be accessed by a computer.
[0057] Alternately, portions of the framework can be
implemented in hardware or a combination of hardware,
software, and/or firmware. For example, one or more ap-
plication specific integrated circuits (ASICs) or program-
mable logic devices (PLDs) could be designed or pro-
grammed to implement one or more portions of the frame-
work.

Claims

1. A method (300) of running add-on components (212)
in a virtual environment (204) comprising:

invoking (302), by an operating system (102,
202), a component proxy (106, 208) corre-
sponding to an add-on component (112, 212),
wherein the component proxy (106, 208) is in-
cluded in the operating system, and wherein the
add-on component provides functionalities to an
existing application (214);
associating (304) with the virtual environment
(204), wherein the component proxy (208) plac-
es a remote procedure call (114, 218) to the vir-
tual environment;
determining (306), by the component proxy, if
the virtual environment (104, 204) includes the
corresponding add-on component (112, 212);
if the virtual environment does not include the
corresponding add-on component, then looking,
by the component proxy (106, 208), for the cor-
responding add-on component in other virtual
environments until a virtual environment includ-
ing the corresponding add-on component is
found;
launching (308), by the component proxy, a
component server process (108, 210) in the vir-
tual environment if the virtual environment is de-
termined to include the corresponding add-on
component (112, 212); and
establishing (310) a communication link be-
tween the component proxy in the operating sys-
tem and the component server process in the
virtual environment, so that data and commands
can be transferred between the operating sys-
tem and the virtual environment;

wherein the component server process executes the
add-on component.

2. The method of claim 1,
further comprising creating an instance of the add-
on component (212) corresponding to the compo-
nent proxy (208) in the virtual environment (204).

3. The method of one of claims 1 to 2 further comprising
forwarding commands from the component proxy
(208) to the component server process (210) and to
the add-on component (212).

Patentansprüche

1. Ein Verfahren (300) zum Ausführen einer Add-on
Komponente (212) in einer virtuellen Umgebung
(204), umfassend:

Aufrufen (302), durch ein Betriebssystem (102,
202), eines Komponenten-Proxy (106, 208) ent-
sprechend einer Add-on Komponente (112,
212), wobei der Komponenten-Proxy (106, 208)
im Betriebssystem umfasst ist, und wobei die
Add-on Komponente Funktionen für eine exis-
tierende Anwendung (214) bereitstellt;
Assoziieren (304) mit der virtuellen Umgebung
(204), wobei der Komponenten-Proxy (208) ei-
nen ferngesteuerten Prozeduraufruf (114, 218)
an die virtuelle Umgebung tätigt;
Bestimmen (306), durch den Komponenten-
Proxy, ob die virtuelle Umgebung (104, 204) die
entsprechende Add-on Komponente (112, 212)
umfasst;
wenn die virtuelle Umgebung die entsprechen-
de Add-on Komponente nicht umfasst, Suchen,
durch den Komponenten-Proxy (106, 208),
nach der entsprechenden Add-on Komponente
in anderen virtuellen Umgebungen, bis eine vir-
tuelle Umgebung, die die entsprechende Add-
on Komponente umfasst, gefunden wird;
Starten (308), durch den Komponenten-Proxy,
eines Komponenten-Server-Prozesses (108,
210) in der virtuellen Umgebung, wenn die vir-
tuelle Umgebung als die entsprechende Add-on
Komponente (112, 212) umfassend bestimmt
wird; und
Erstellen (310) einer Kommunikationsverbin-
dung zwischen dem Komponenten-Proxy in
dem Betriebssystem und dem Komponenten-
Server-Prozess in der virtuellen Umgebung, so-
dass Daten und Kommandos zwischen dem Be-
triebssystem und der virtuellen Umgebung
transferiert werden können;

wobei der Komponenten-Server-Prozess die Add-
on Komponente ausführt.
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2. Das Verfahren nach Anspruch 1, weiterhin umfas-
send Erstellen einer Instanz der Add-on Komponen-
te (212) entsprechend dem Komponenten-Proxy
(208) in der virtuellen Umgebung (204).

3. Das Verfahren nach einem der Ansprüche 1 bis 2,
weiterhin umfassend Weiterleiten von Kommandos
von dem Komponenten-Proxy (208) an den Kompo-
nenten-Server-Prozess (210) und an die Add-on
Komponente (212).

Revendications

1. Procédé (300) de fonctionnement de composants
additionnels (212) dans un environnement virtuel
(204), comprenant :

l’invocation (302), par un système d’exploitation
(102, 202), d’un mandataire de composant (106,
208) correspondant à un composant additionnel
(112, 212), dans lequel le mandataire de com-
posant (106, 208) est inclus dans le système
d’exploitation, et dans lequel le composant ad-
ditionnel procure des fonctionnalités à une ap-
plication existante (214) ;
une association (304) à l’environnement virtuel
(204), dans lequel le mandataire de composant
(208) établit un appel de procédure distante
(114, 218) avec l’environnement virtuel ;
la détermination (306), par le mandataire de
composant, du fait que l’environnement virtuel
(104, 204) comprend le composant additionnel
correspondant (112, 212) ;
si l’environnement virtuel ne comprend pas le
composant additionnel correspondant, la re-
cherche, par le mandataire de composant (106,
208), du composant additionnel correspondant
dans d’autres environnements virtuels jusqu’à
ce qu’un environnement virtuel comprenant le
composant additionnel correspondant soit
trouvé ;
le lancement (308), par le mandataire de com-
posant, d’un processus serveur de composant
(108, 210) dans l’environnement virtuel s’il est
déterminé que l’environnement virtuel com-
prend le composant additionnel correspondant
(112, 212) ; et
l’établissement (310) d’une liaison de commu-
nication entre le mandataire de composant dans
le système d’exploitation et le processus ser-
veur de composant dans l’environnement vir-
tuel, de telle sorte que des données et comman-
des puissent être transférées entre le système
d’exploitation et l’environnement virtuel ;

dans lequel le processus serveur de composant exé-
cute le composant additionnel.

2. Procédé selon la revendication 1,
comprenant en outre la création d’une instance du
composant additionnel (212) correspondant au man-
dataire de composant (208) dans l’environnement
virtuel (204).

3. Procédé selon l’une des revendications 1 et 2, com-
prenant en outre le transfert de commandes du man-
dataire de composant (208) au processus serveur
de composant (210) et au composant additionnel
(212).
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