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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an accelerator
pedal device that is applicable to vehicles and the like
adopting the drive-by-wire system, and in particular re-
lates to an accelerator pedal device comprising an active
control mechanism that generates, for danger avoidance
or danger warning, reactive force (that is, push back
force) that counteracts the pedal force of the pedal arm.

2. Description of the Related Art

[0002] As an accelerator pedal device that is applicable
to a computerized throttle system (drive-by-wire system)
in an engine mounted on a vehicle or the like, known is
a type comprising a pedal arm that is formed integrally
with an accelerator pedal and swingably supported by a
housing, a return spring for returning the pedal arm to a
rest position, a hysteresis generation mechanism for gen-
erating hysteresis in the pedal load (pedal force), a po-
sition sensing device for detecting the angular position
of the pedal arm, and so on, and which uses the position
sensing device to detect the applied amount (angular po-
sition) of the accelerator pedal (pedal arm), and controls
the output of the engine based on the detection signal
(for instance, refer to Japanese Patent Laid-Open Pub-
lication No. 2004-155375).
[0003] Meanwhile, with vehicles in recent years, accel-
erator pedal devices comprising an active control mech-
anism are being developed for performing control so as
to push back the accelerator pedal by going against the
flooring operation of the driver when the vehicle ahead
comes near while driving or when it is necessary to warn
or notify other dangers.
[0004] As this kind of accelerator pedal device, known
is a type comprising a pedal arm that is formed integrally
with the accelerator pedal and supported swingably by
a housing (case bracket), a spindle that is supported
swingably by the pedal arm, and a coil-shaped return
spring for returning the pedal arm to the rest position,
and further comprising an active control mechanism (ac-
celerator restraining means) including a rod capable of
coming in contact with an upper end of the pedal arm
that is disposed so as to pass through the return spring,
a slider for retaining a rod and a second spring for biasing
the rod toward the pedal arm side, a lead screw that is
rotatably supported by the housing so as to reciprocably
drive the slider and integrally formed with the gear, and
a motor that is fixed to the house so as to rotatably drive
the worm gear that engages with the gear of the lead
screw (for instance, refer to Japanese Patent Laid-Open
Publication No. 2007-137152).
[0005] Nevertheless, since this kind of active control
mechanism adopts a pathway of the driving force (push

back force) of worm gear → gear and lead screw → slider
and rod, the structure becomes complex and the device
becomes a large size, and this is undesirable because
the responsiveness will be inferior (response speed will
be slow) when danger avoidance or the like is required.
[0006] Moreover, while the pedal arm swings (rotates)
around the spindle, the rod of the accelerator control
mechanism reciprocates linearly. Thus, since the upper
end of the pedal arm describes an arc while the apical
part of the rod describes a linear trajectory, the contact
status upon the apical part of the rod coming in contact
with the upper end of the pedal arm will change according
to the angle of the pedal arm, and there is a problem in
that preferable restraining force (push back force) cannot
be obtained.
[0007] Moreover, if the active control mechanism (ac-
celerator restraining means) described in Japanese Pat-
ent Laid-Open Publication No. 2007-137152 is applied
to the accelerator pedal device described in Japanese
Patent Laid-Open Publication No. 2004-155375, since
the accelerator pedal device of Japanese Patent Laid-
Open Publication No. 2004-155375 is configured by com-
prising a hysteresis generation mechanism, the structure
becomes even more complex and the application as-is
will be difficult. If the hysteresis generation mechanism
and the active control mechanism are combined, it is nec-
essary to ensure the independence of the respective
functions so that one mechanism does not affect the other
mechanism.
[0008] Accordingly, the development of an accelerator
pedal device having a simple structure and able to seek
miniaturization, the hysteresis generation mechanism
and the active control mechanism are able to function
reliably in an independent manner, and capable of active
control superior in responsiveness,
[0009] DE 10 2004 025 829 A1 that discloses the clos-
est prior art in accordance with the preamble of claim 1,
and relates to a pedal unit, a pedal assembly and a motor
vehicle. The
unit has a pedal structure that is moved between normal
and end positions in a movement direction. A motor unit
provided with a stator and a rotor, revolves around a mo-
tor axis, Reset units counteract the movement direction
on the pedal structure, A push unit is attached with the
pedal structure in such a manner that it can transfer a
force on the structure against the operating direction. An
automobile comprises a pedal assembly.

SUMMARY OF THE INVENTION

[0010] The present invention was devised in view of
the foregoing circumstances, and an object thereof is to
provide an accelerator pedal device capable of simplify-
ing the structure, reducing the number of components,
achieving cost reduction, and miniaturizing the overall
device, successively combining the hysteresis genera-
tion mechanism for generating hysteresis in the pedal
force and the active control mechanism for generating
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push back force that counteracts the pedal force of the
accelerator pedal upon danger avoidance or danger
warning, causing both mechanisms to function reliably
in an independent manner, and performing active control
superior in responsiveness.
[0011] In order to achieve the above-mentioned object,
there is provided an accelerator pedal device according
to claim 1. Advantageous embodiments are defined by
the dependent claims.
[0012] Advantageously, an accelerator pedal device
comprises a pedal arm working in conjunction with an
accelerator pedal, a housing for rotatably supporting the
pedal arm around a prescribed pivot axis line between a
rest position and a maximum applied position, a hyster-
esis generation mechanism that comes in contact with
the vicinity of an upper end of the pedal arm to generate
hysteresis in a pedal force of the accelerator pedal, and
an active control mechanism for performing control to
push back the pedal arm toward the rest position under
prescribed conditions between the pivot axis line and the
hysteresis generation mechanism. The active control
mechanism includes a drive source provided in the hous-
ing, and a return lever that is rotated in the same direction
as the direction of the swinging of the pedal arm in con-
junction with the drive source and is detachably engaged
with the vicinity of the upper end of the pedal arm.
[0013] Advantageouly, when the operator (driver) op-
erates the accelerator pedal and swings the pedal arm
between the rest position and the maximum applied po-
sition, obtained is pedal force in which hysteresis is gen-
erated with the hysteresis generation mechanism. In ad-
dition, under prescribed conditions (for instance, when
danger avoidance or danger warning becomes neces-
sary while the vehicle is being driven), the active control
mechanism will operate and generate push back force
of pushing back the pedal arm by counteracting the pedal
force of the operator (driver).
[0014] Advantageouly, the slider is detachably en-
gaged with the pedal arm, and, with the active control
mechanism, the return lever is detachably engaged with
the vicinity of the upper end of the pedal arm. Thus, the
respective mechanisms operate independently on the
pedal arm, and it is possible to prevent one mechanism
from affecting the other mechanism, and obtain the in-
tended hysteresis characteristics in the pedal force. In
addition, even if the hysteresis generation mechanism or
the active control mechanism malfunctions, since the re-
turn lever is detachable from the pedal arm, it is possible
to guarantee that the pedal arm is reliably returned to the
safe side (rest position).
[0015] Moreover, since the active control mechanism
is configured from a drive source (for instance, a torque
motor), and a return lever that is rotated in the same
direction as the direction of the swinging of the pedal arm
in conjunction with the drive source and can be detach-
ably engaged with the vicinity of the upper end of the
pedal arm, it is possible to improve the responsiveness
in cases where active control is required under pre-

scribed conditions while achieving the simplification of
the active control mechanism and the miniaturization of
the device.
[0016] Advantageouly, it is possible to adapt configu-
ration of providing a receptive groove with which the re-
turn lever is detachably engaged, on the upper end of
the pedal arm.
[0017] Advantageouly, since the return lever will enter
into the receptive groove upon engaging with the upper
end of the pedal arm, it is possible to restrain dispersion
in the contact position, and push back force can be stably
applied to the pedal arm.
[0018] Advantageouly, the hysteresis generation
mechanism may adopt a configuration of including a re-
turn spring for generating biasing force that returns the
pedal arm to the rest position, and a slider provided be-
tween the return spring and the upper end of the pedal
arm.
[0019] Advantageouly, during normal operation, bias-
ing force is applied for returning the pedal arm to the rest
position via the slider based on the return spring of the
hysteresis generation mechanism.
[0020] Advantageouly, a configuration may be adopt-
ed there at least either the receptive groove or the return
lever is provided with a friction reduction member.
[0021] Advantageouly, if there is any slippage in the
engagement area of the return lever and the receptive
groove of the pedal arm, the frictional resistance caused
by the sliding can be reduced by interposing a friction
reduction member (for instance, a resin material or a met-
al material with high lubricating performance) between
the two components, whereby the drive source can be
subject to power saving and miniaturization.
[0022] Advantageouly, a configuration may be adopt-
ed where the pedal arm is provided with a control unit for
controlling the drive source.
[0023] Advantageouly, the wiring and the like can be
shortened and the reliability can be improved by integrally
forming the pedal housing and the control unit. Moreover,
it is possible to easily mount an accelerator pedal device
comprising an active control mechanism without requir-
ing any significant change on the vehicle side.
[0024] According to the accelerator pedal device con-
figured as described above, it is possible to obtain an
accelerator pedal device capable of simplifying the struc-
ture, reducing the number of components, achieving cost
reduction, and miniaturizing the overall device, succes-
sively combining the hysteresis generation mechanism
for generating hysteresis in the pedal force and the active
control mechanism for generating push back force that
counteracts the pedal force of the accelerator pedal upon
danger avoidance or danger warning, and improving the
responsiveness of the active control mechanism.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025]
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Fig. 1 is a perspective view showing an embodiment
of the accelerator pedal device according to the
present invention;
Fig. 2 is a side view showing the accelerator pedal
device illustrated in Fig. 1;
Fig. 3 is a perspective view showing the internal
structure of the accelerator pedal device illustrated
in Fig. 1;
Fig. 4 is a side view showing the internal structure
of the accelerator pedal device illustrated in Fig. 1;
and
Fig. 5 is a partially expanded cross section showing
an enlargement of an area of the hysteresis gener-
ation mechanism configuring a part of the accelera-
tor pedal device illustrated in Fig. 1.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0026] Embodiments of the present invention are now
explained with reference to the attached drawings.
[0027] This accelerator pedal device, as shown in Fig.
1 to Fig. 5, comprises a housing 10 that is fixed to a body
of a vehicle, a pedal arm 20 including an accelerator ped-
al 22 and supported swingably around the prescribed
pivot axis line L1 defined by the housing 10, a return
spring 30 that applies biasing force for returning the pedal
arm 20 to the rest position, a hysteresis generation mech-
anism 40 (including a first slider 41, a second slider 42,
a return spring 43 and the like) for applying biasing force
for returning the pedal arm 20 to the rest position and
generating hysteresis in the pedal force (pedal load), a
position sensing device 50 for detecting the position of
rotation angle of the pedal arm 20, an active control
mechanism 60 (including a drive source 61, a return lever
62, a position sensing device 63 and the like) for gener-
ating push back force for pushing back the pedal arm 20
toward the rest position under prescribed conditions, and
a control unit 70 for performing drive control of the drive
source 61.
[0028] The overall housing 10 is formed from a resin
material and, as shown in Fig. 1 and Fig. 2, is formed
from housing hemis 11, 12 that are mutually coupled with
a screw.
[0029] The housing hemi 11 comprises, as shown in
Fig. 3 and Fig. 4, a spindle 11a for swingably supporting
the pedal arm 20 around the pivot axis line L1, a reception
part 11b for receiving one end of the return spring 30, a
concave portion 11c for housing the hysteresis genera-
tion mechanism 40, a rest stopper 11d for stopping the
pedal arm 20 at the rest position, a notch part 11e for
permitting the rotation of the return lever 62, and a sensor
housing unit 11f for housing the position sensing device
63.
[0030] The housing hemi 12 comprises, as shown in
Fig. 1 and Fig. 2, a housing unit 12a for housing the drive
source 61, a full-bore stopper 12b for stopping the pedal
arm 20 at the full-bore position (maximum applied posi-
tion), a sensor housing unit 12c for housing the position

sensing device 50, and a cover part 12d for covering the
control unit 70.
[0031] The overall pedal arm 20 is formed from a resin
material and, as shown in Fig. 3 to Fig. 5, comprises a
cylindrical part 21 that is swingably supported by the spin-
dle 11a of the housing 10, an accelerator pedal 22 that
is formed integrally by extending downward from the cy-
lindrical part 21, an upper end 23 that is formed integrally
by extending upward from the cylindrical part 21, a re-
ception part 24 that is formed in an area between the
cylindrical part 21 and the upper end 23 and which re-
ceives the other end of the return spring 30, and a contact
part 25 that is formed at the lower vicinity of the cylindrical
part 21.
[0032] The cylindrical part 21, as shown in Fig. 4, is
rotatable around the pivot axis line L1 as a result of being
fitted with the spindle 11a of the housing 10.
[0033] The upper end 23 is formed, as shown in Fig.
5, so as to demarcate an engagement part 23a which is
detachably engaged with the first slider 41 of the hyster-
esis generation mechanism 40, a receptive groove 23b
for detachably receiving the apical part 62a of the return
lever 62, and a contact part 23c capable of coming in
contact with the rest stopper 11d of the housing 10.
[0034] The return spring 30, as shown in Fig. 3 and
Fig. 4, is a compression coil spring formed from spring
steel or the like, wherein one end thereof is engaged with
the reception part 11b of the housing 10 and the other
end thereof is engaged with the reception part 24 of the
pedal arm 20 and mounted in a state of being com-
pressed to a prescribed compression allowance, and
thereby applies biasing force for returning the pedal arm
20 to the rest position.
[0035] The hysteresis generation mechanism 40, as
shown in Fig. 3 to Fig. 5, is configured from a first slider
41, a second slider 42, and a return spring 43 housed in
the concave portion 11c of the housing 10, and is formed
to be detachably engaged with the upper end 23 of the
pedal arm 20 so as to generate hysteresis in the pedal
force (pedal load).
[0036] The first slider 41 is formed from resin material
(for instance, highly slidable material such as oil-impreg-
nated polyacetal) and comprises, as shown in Fig. 5, an
inclined surface 41a that slidably contacts a lower side
inner wall surface 11c’of the housing hemi 11 (concave
portion 11c) and which contacts an inclined surface 42a
of the second slider 42, and an engagement surface 41b
to which an engagement part 23a of the upper end 23
(of the pedal arm 20) is able to detachably engage.
[0037] The second slider 42 is formed from resin ma-
terial (for instance, highly slidable material such as oil-
impregnated polyacetal) and comprises, as shown in Fig.
5, an inclined surface 42a that slidably contacts an upper
side inner wall surface 11c’’ of the housing hemi 11 (con-
cave portion 11c) and which contacts the inclined surface
41a of the first slider 41, and a reception surface 42b for
receiving one end of the return spring 43.
[0038] The return spring 43, as shown in Fig. 3 to Fig.
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5, is a compression coil spring formed from spring steel
or the like, wherein one end thereof is engaged with the
reception surface 42b of the second slider 42 and the
other end thereof is engaged with the side wall of (the
concave portion 11c) of the housing 10 and mounted in
a state of being compressed to a prescribed compression
allowance. Consequently, [the return spring 43] exerts a
wedge action of pressing the inclined surface 42a of the
second slider 42 against the inclined surface 41a of the
first slider 41, and pressing the first slider 41 and the
second slider 42 toward the lower side inner wall surface
11c’ and the upper side inner wall surface 11c’’, as well
as applies biasing force for returning the pedal arm 20
to the rest position via the two sliders 42, 41.
[0039] Accordingly, if the pedal arm 20 is applied to-
ward the maximum applied position (full-bore position)
by counteracting the biasing force of the return spring 30
(and the return spring 43), the frictional force (slide re-
sistance) generated from the wedge action of the inclined
surfaces 41a, 42a will increase as a result of the upper
end 23 pressing the first slider 41 toward the left side in
Fig. 4 against the biasing force of the return spring 43,
and the frictional force will increase linearly pursuant to
the increase in the biasing force of the return spring 43.
[0040] Meanwhile, if the pedal arm 20 is returned to-
ward the rest position according to the biasing force of
the return spring 30 (and the return spring 43), the fric-
tional force (slide resistance) generated from the wedge
action of the inclined surfaces 41a, 42a will decrease,
and the frictional force will linearly decrease as a result
of the biasing force of the return spring 43 decreasing
pursuant to the movement of the first slider 41 and the
second slider 42 rightward in Fig. 4 toward the original
position based on the biasing force of the return spring
43. Here, since the frictional force during the return move-
ment will be smaller than the frictional force during the
flooring operation, hysteresis can be generated in the
overall pedal force (pedal load) from the flooring opera-
tion to the return movement.
[0041] Incidentally, if the first slider 41 gets stuck and
stops during the return movement, the pedal arm 20 will
return to its prescribed rest position as a result of the
upper end 23 becoming detached from (the engagement
surface 41b of) the first slider 41 due to the biasing force
of the return spring 30.
[0042] The position sensing device 50 is arranged, as
shown in Fig. 2, in the cylindrical part 21 of the pedal arm
20 and the sensor housing unit 12c of the housing hemi
12 in an area around the pivot axis line L1.
[0043] The position sensing device 50 is, for example,
a non-contact or magnetic sensor, and is configured from
a circular armature formed from a magnetic material and
provided to an area of the cylindrical part 21 of the pedal
arm 20, a pair of circular permanent magnets that are
coupled in the inner peripheral face of the armature, two
stators formed from a magnetic material that are embed-
ded in the housing hemi 12, and two Hall elements ar-
ranged between the two stators, and, as other related

components, is provided with a circuit board mounted
with terminals and various electronic components.
[0044] The position sensing device 50 outputs voltage
signals upon detecting changes in the magnetic flux den-
sity with the Hall elements based on the rotation of the
pedal arm 20, and thereby detects the angular position
of the pedal arm 20.
[0045] The active control mechanism 60 is configured,
as shown in Fig. 1 to Fig. 4, from a drive source 61 housed
in the housing unit 12a of the housing hemi 12, a return
lever 62 that is directly connected to the drive source 61
and detachably engaged with the upper end 23 of the
pedal arm 20 by protruding swingably from the housing
unit 12a, and a position sensing device 63 that is housed
in the sensor housing unit 11f of the housing hemi 11 and
detects the rotation angle of the return lever 62.
[0046] The drive source 61 is a torque motor including
a rotor that rotates around the rotating axis line L2 within
a prescribed angle and which is directly connected to the
return lever 62. Incidentally, without limitation to a torque
motor, a drive source of other configurations may be ap-
plied so as long as it is able to rotate the return lever 62
by counteracting the pedal force of the pedal arm 20.
[0047] The return lever 62, as shown in Fig. 3 to Fig.
5, is directly connected to the axis S of the rotor that
rotates around the rotating axis line L2, and the apical
part 62a thereof is detachably engaged with the receptive
groove 23b of the upper end 23 of the pedal arm 20 by
being inserted therein.
[0048] If the drive source 61 is not applying the driving
force (rotary torque), the return lever 62 rotates so as to
follow the swing of the pedal arm 20; that is, freely rotates
so as to following the movement of the upper end 23
without applying any resistance. Meanwhile, if the drive
source 61 is applying the driving force (rotary torque),
[the return lever 62] applies push back force to the upper
end 23 for pushing back the pedal arm 20 toward the rest
position by resisting the pedal force.
[0049] Here, since the apical part 62a of the return lever
62 enters the receptive groove 23b of the upper end 23
upon engaging with the upper end 23 of the pedal arm
20 as shown in Fig. 4 and Fig. 5, it is possible to restrain
the dispersion of the contact position and stably apply
push back force to the pedal arm 20.
[0050] Moreover, with respect to the positional rela-
tionship of the return lever 62 and the pedal arm 20, as
shown in Fig. 4, the return lever 62 is formed to engage
with the upper end 23 of the pedal arm 20 by rotating in
the same direction as the rotational direction (clockwise
in Fig. 4) of the pedal arm 20 upon returning to the rest
position.
[0051] Specifically, since the return lever 62 applies
push back force by rotating in the same direction as the
rotational direction of the pedal arm 20 to the rest position,
it is possible to position the pivot axis line L1 of the pedal
arm 20 and the rotating axis line L2 of the return lever 62
in close proximity, and this will contribute to the consol-
idation of the structure and the miniaturization of the de-
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vice. Moreover, it is possible to cause the pedal arm 20
to smoothly follow the movement of the return lever 62
so as to smoothly transmit the push back force, and, con-
sequently, stable push back force can be generated.
[0052] Here, since the active control mechanism 60 is
configured from the drive source 61 (torque motor), and
the return lever 62 that is rotatably driven with the drive
source 61 and capable of detachably engaging with the
upper end 23 of the pedal arm 20, the simplification of
the active control mechanism 60 and the miniaturization
of the device are achieved, and it is possible to improve-
ment responsiveness when active control is required un-
der prescribed conditions.
[0053] Moreover, since the return lever 62 rotates while
describing an arc as with the upper end 23 of the pedal
arm 20, the push back force that is applied from the return
lever 62 to the pedal arm 20 becomes approximately con-
stant regardless of the angle of the pedal arm 20, and it
is thereby possible to obtain a preferred restraining force
(push back force).
[0054] The position sensing device 63 is arranged, as
shown in Fig. 1 and Fig. 3, in the sensor housing unit 11f
of the housing hemi 11, and detects the rotation angle of
the drive source 61; that is, the angular position of the
return lever 62 in a state of being coupled with the housing
hemi 12 housing the drive source 61 that directly con-
nects the return lever 62. Incidentally, a contact or non-
contact sensor may be used as the position sensing de-
vice 63.
[0055] The drive source 61 of the active control mech-
anism 60 configured as described above is arranged, as
shown in Fig. 2 and Fig. 4, in an area that is sandwiched
by the hysteresis generation mechanism 40 and the po-
sition sensing device 50.
[0056] According to this configuration, the components
can be consolidated and arranged while maintaining the
respective functions of the hysteresis generation mech-
anism 40, the position sensing device 50, and the active
control mechanism 60, whereby the miniaturization of
the device can be achieved.
[0057] The control unit 70 is used for controlling the
drive of the drive source 61 of the active control mecha-
nism 60 and, as shown in Fig. 1 and Fig. 2, is mounted
inside the cover part 12d of the housing hemi 12.
[0058] As described above, the wiring and the like can
be shortened and the reliability can be improved by inte-
grally forming the control unit 70 and the housing 10.
Moreover, it is possible to easily mount an accelerator
pedal device comprising an active control mechanism 60
without requiring any significant change on the vehicle
side.
[0059] In addition, a friction reduction member (for in-
stance, a resin material or a metal material with high lu-
bricating performance) for reducing the frictional force
may be provided to either the upper end 23 (receptive
groove 23b) of the pedal arm 20 or the return lever 62 in
an engagement area of (the apical part 62a of) the return
lever 62 and the upper end 23.

[0060] Consequently, if there is any slippage in the
contact area between the return lever 62 and (the upper
end 23 of) the pedal arm 20, the frictional resistance
caused by the sliding can be reduced by interposing a
friction reduction member between the two components,
whereby the drive source 61 can be subject to power
saving and miniaturization.
[0061] According to the accelerator pedal device con-
figured as described above, with the hysteresis genera-
tion mechanism 40, the first slider 41 thereof is detach-
ably engaged with (the upper end 23 of) the pedal arm
40 and, with the active control mechanism 60, the return
lever 62 thereof is detachably engaged with (the upper
end 23 of) the pedal arm 20. Thus, the respective mech-
anisms operate independently on the pedal arm 20, and
it is possible to prevent one mechanism from affecting
the other mechanism, and obtain the intended hysteresis
characteristics in the pedal force.
[0062] In addition, even if the hysteresis generation
mechanism 40 or the active control mechanism 60 mal-
functions, since the first slider 41 and the return lever 62
are detachable from the pedal arm 20, it is possible to
guarantee that the pedal arm 20 is reliably returned to
the safe side (rest position).
[0063] Moreover, since the active control mechanism
60 is configured from a drive source 61 (for instance, a
torque motor), and a return lever 62 that is rotatably driv-
en by the drive source 61 and which is detachably en-
gaged with the pedal arm 20, it is possible to improve the
responsiveness in cases where active control is required
under prescribed conditions while achieving the simplifi-
cation of the active control mechanism 60 and the mini-
aturization of the device.
[0064] The operation of the accelerator pedal device
is now explained.
[0065] Foremost, in a rest position where the operator
(driver) is not flooring the accelerator pedal 22, the con-
tact part 23c of the upper end 23 contacts the rest stopper
11d due to the biasing force of the return spring 30, and
the pedal arm 20 is suspended at the rest position shown
in Fig. 4. Here, the upper end 23 of the pedal arm 20 is
in a state of being detachably engaged with the engage-
ment surface 41b of the first slider 41. Moreover, the api-
cal part 62a of the return lever 62 is in an engaged state
that will not apply push back force to the upper end 23.
[0066] If the operator (driver) floors the accelerator
pedal 22 from the foregoing state, the pedal arm 20 ro-
tates counterclockwise in Fig. 4 by counteracting the bi-
asing force of the return spring 30, rotates up to the max-
imum applied position (full-bore position) while increas-
ing the resistance load (push back load) generated with
the hysteresis generation mechanism 40, and the contact
part 25 thereof contacts the full-bore stopper 12b of the
housing 10 (housing hemi 12) and stops. In this flooring
operation, the return lever 62 will follow the movement
of the upper end 23 without applying any kind of load
(push back force).
[0067] Meanwhile, if the operator (driver) loosens the
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pedal force, the pedal arm 20 will move toward the rest
position based on the biasing force of the return spring
30 while applying a resistance load (pedal load) that is
smaller than the resistance load (pedal load) during the
flooring operation to the operator (driver), and the contact
part 23c thereof contacts the rest stopper 11d of the hous-
ing 10 (housing hemi 11) and stops. During this return
movement, the return lever 62 is pushed by the first slider
41 and follows the movement of the upper end 23 without
applying any kind of load (push back force).
[0068] Meanwhile, if danger avoidance or danger
warning is determined (under prescribed conditions) to
be required (this is determined with a separate inter-ve-
hicular distance detection system or the like) in a state
where the operator (driver) is flooring the accelerator
pedal 22, the drive source 61 of the active control mech-
anism 60 is started based on the control signal from the
control unit 70 and the output signal from the position
sensing device 63, the return lever 62 generates the
clockwise rotary torque (push back force) in Fig. 4, and
drive control is performed so that (the upper end 23 of)
the pedal arm 20 is pushed back toward the rest position
by counteracting the pedal force of the operator (driver) .
[0069] Consequently, it is possible to improve the re-
sponsiveness when active control for danger avoidance
or anger warning becomes required.
[0070] Moreover, as a result of directly working the
push back force of the return lever 62 on (upper end 23
of) the pedal arm 20, it is possible to prevent any influence
from being exerted on the hysteresis generation mech-
anism 40, and the intended hysteresis characteristics can
be obtained in the pedal force.
[0071] Furthermore, even if the active control mecha-
nism 60 were to malfunction, since the return lever 62 is
detachable from the upper end 23 of the pedal arm 20,
it is possible to guarantee that the pedal arm 20 is reliably
returned to the safe side (rest position) .
[0072] In addition, even if the hysteresis generation
mechanism 40 and the active control mechanism 60 were
to malfunction, since the return spring 30 is directly ap-
plying the biasing force, it is possible to guarantee that
the pedal arm 20 is reliably returned to the safe side (rest
position).
[0073] Although the foregoing embodiment explained
a case where the active control mechanism 60 is ar-
ranged in an area that is sandwiched between the hys-
teresis generation mechanism 40 and the position sens-
ing device 50, the present invention is not limited thereto,
and other configurations may be adopted.
[0074] Although the foregoing embodiment explained
a case where the rotational direction of the return lever
62 and the rotational direction of the pedal arm 20 are
set to be the same direction, the present invention is not
limited thereto, and the return lever may be configured
to rotate in the opposite direction as the rotational direc-
tion of the pedal arm 20 and apply push back force to the
upper end 23.
[0075] Although the foregoing embodiment explained

a case where the first slider 41 of the hysteresis gener-
ation mechanism 40 and the return lever 62 of the active
control mechanism 60 are detachably engaged with the
upper end 23 of the pedal arm 20, this is not limited to
the vicinity of the upper end 23 including the upper end
23, and it may be any other area so as long as it is possible
to detachably engage with the pedal arm 20.
[0076] In the foregoing embodiment, although a case
was shown where the accelerator pedal 22 is provided
integrally with the pedal arm 20 as the pedal arm 20 that
synchronizes with the accelerator pedal 22, the present
invention is not limited thereto, and the accelerator pedal
may also be configured such that it is swingably support-
ed by the floor surface of a vehicle or the like, and the
pedal arm is synchronized with the accelerator pedal via
a link mechanism or the like.
[0077] Although the foregoing embodiment explained
a case of mounting the control unit 70 integrally with the
housing 10, the present invention is not limited thereto,
and [the control unit 70] may be treated as a separate
body by being separated from the housing 10.
[0078] As described above, since the accelerator ped-
al device of the present invention is capable of simplifying
the structure, reducing the number of components,
achieving cost reduction, and miniaturizing the overall
device, successively combining the hysteresis genera-
tion mechanism for generating hysteresis in the pedal
force and the active control mechanism for generating
push back force that counteracts the pedal force of the
accelerator pedal upon danger avoidance or danger
warning, causing both mechanisms to function reliably
in an independent manner, and performing active control
superior in responsiveness, in addition to being applied
to vehicles and the like, it is also useful in two-wheeled
vehicles and other vehicle.

Claims

1. An accelerator pedal device, comprising:

a pedal arm (20) working in conjunction with an
accelerator pedal (22);
a housing (10) for swingably supporting the ped-
al arm (20) around a prescribed pivot axis line
(L1) between a rest position and a maximum
applied position;
a hysteresis generation mechanism (40) that
comes in contact with the vicinity of an upper
end (23) of the pedal arm (20) to generate hys-
teresis in a pedal force of the accelerator pedal
(22); and
an active control mechanism (60) for performing
control to push back the pedal arm (20) toward
the rest position under prescribed conditions be-
tween the pivot axis line (L1) and the hysteresis
generation mechanism (40),
wherein the active control mechanism (60) in-
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cludes a drive source (61) provided in the hous-
ing (10), and
the active control mechanism (60) further in-
cludes a return lever (62) that is rotatably driven
with the drive source (61) in the same direction
as the direction of the swinging of the pedal arm
(20), wherein the return lever (62) is configured
to apply a push back force to the upper end (23)
for pushing back the pedal arm (20) toward the
rest position by resisting the pedal force and the
return lever (62) is detachably engaged with the
vicinity of the upper end (23) of the pedal arm
(20) and applies the push back force to the pedal
arm (20) directly, characterized in that
the hysteresis generation mechanism (40) com-
prises a first slider (41), a second slider (42) and
a return spring (43), wherein the return spring
(43) is configured to exert a wedge action of
pressing the inclined surface (42a) of the second
slider (42) against the inclined surface (41a) of
the first slider (41), wherein the return spring (43)
is configured to press the first slider (41) and the
second slider (42) toward a lower side inner wall
surface (11c’) and an upper side inner wall sur-
face (11c") of the housing (10), and wherein the
upper end (23) of the pedal arm (20) is formed
with an engagement part (23a) which is detach-
ably engaged with the first slider (41), a recep-
tive groove (23b) for detachably receiving the
apical part (62a) of the return lever (62), and a
contact part (23c) capable of coming in contact
with a rest stopper (11d) of the housing (10).

2. The accelerator pedal device according to claim 1,
wherein the return spring (43) is configured to gen-
erate biasing force that returns the pedal arm (20)
to the rest position, wherein the first slider (41) and
the second slider (42) are provided between the re-
turn spring (43) and the upper end (23) of the pedal
arm (20).

3. The accelerator pedal device according to claim 1
to 2,
wherein at least either the receptive groove (23b) or
the return lever (62) is provided with a friction reduc-
tion member.

4. The accelerator pedal device according to any one
of claims 1 to 3,
wherein the pedal arm (20) is provided with a control
unit (70) for controlling the drive source (61).

Patentansprüche

1. Fahrpedalvorrichtung, aufweisend:

einen Pedalarm (20), der zusammen mit bzw.

in Verbindung mit einem Fahrpedal (22) funkti-
oniert bzw. arbeitet;

. ein Gehäuse (10) zum schwenkbaren bzw.
drehbaren Tragen bzw. Stützen des Peda-
larms (20) um eine festgelegte bzw. be-
stimmte Schwenkachsen- bzw. Drehach-
senlinie (L1) zwischen einer Rast- bzw. Ru-
heposition und einer maximal angewende-
ten Position;

einen Hystereseerzeugungsmechanismus
(40), der in Kontakt mit der Nähe bzw. Umge-
bung von einem oberen Ende (23) von dem Pe-
dalarm (20) kommt, um Hysterese in einer Pe-
dalkraft von dem Fahrpedal (22) zu erzeugen;
und
einen aktiven Steuerungs- bzw. Regelungsme-
chanismus (60) zum Ausführen von Steuerung
bzw. Regelung, um den Pedalarm (20) in Rich-
tung der Rast- bzw. Ruheposition unter festge-
legten bzw. bestimmten Bedingungen zurück-
zudrängen, und zwar zwischen der Schwenk-
achsen- bzw. Drehachsenlinie (L1) und dem
Hystereseerzeugungsmechanismus (40),
wobei der aktive Steuerungs- bzw. Regelungs-
mechanismus (60) eine Antriebsquelle (61) ent-
hält, die in dem Gehäuse (10) zur Verfügung
gestellt wird, und
wobei der aktive Steuerungs- bzw. Regelungs-
mechanismus (60) ferner einen Rückholhebel
(62) enthält, der drehbar mit bzw. vermittels der
Antriebsquelle (61) angetrieben wird, und zwar
in derselben Richtung wie die Richtung des
Schwenkens bzw. Drehens von dem Pedalarm
(20), wobei der Rückholhebel (62) konfiguriert
ist, um eine Rückdrängungskraft auf das obere
Ende (23) anzuwenden, und zwar zum Zurück-
drängen des Pedalarms (20) in Richtung der
Rast- bzw. Ruheposition, durch Widerstehen
der Pedalkraft, und wobei der Rückholhebel (62)
gesondert bzw. lösbar mit der Nähe bzw. Um-
gebung von dem oberen Ende (23) von dem Pe-
dalarm (20) im Eingriff ist und die Rückdrän-
gungskraft direkt auf den Pedalarm (20) anwen-
det, dadurch gekennzeichnet, dass
der Hystereseerzeugungsmechanismus (40) ei-
ne erste Gleiteinrichtung (41), eine zweite Gleit-
einrichtung (42) und eine Rückstellfeder (43)
aufweist, wobei die Rückstellfeder (43) konfigu-
riert ist, um eine Keilwirkung von Drücken bzw.
Pressen der geneigten Oberfläche (42a) von der
zweiten Gleiteinrichtung (42) gegen die geneig-
te Oberfläche (41a) von der ersten Gleiteinrich-
tung (41) auszuüben, wobei die Rückstellfeder
(43) konfiguriert ist, um die erste Gleiteinrich-
tung (41) und die zweite Gleiteinrichtung (42) in
Richtung einer unterseitigen inneren Wando-
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berfläche (11c’) und einer oberseitigen inneren
Wandoberfläche (11c") von dem Gehäuse (10)
zu drücken bzw. zu pressen, und wobei das obe-
re Ende (23) von dem Pedalarm (20) mit einem
Eingriffsteil (23a), welcher gesondert bzw. lös-
bar mit der ersten Gleiteinrichtung (41) im Ein-
griff ist, einer aufnehmenden Nut bzw. Aufnah-
menut (23b) zum gesonderten bzw. lösbaren Er-
halten bzw. Aufnehmen des apikalen Teiles
(62a) von dem Rückholhebel (62) und einem
Kontaktteil (23c) gebildet ist, der imstande ist,
um in Kontakt mit einem Rast- bzw. Ruhean-
schlag (11d) von dem Gehäuse (10) zu kom-
men.

2. Fahrpedalvorrichtung gemäß Anspruch 1,

wobei die Rückstellfeder (43) konfiguriert ist, um
Vorspannkraft zu erzeugen, die den Pedalarm
(20) in die Rast- bzw. Ruheposition zurückführt,
wobei die erste Gleiteinrichtung (41) und die
zweite Gleiteinrichtung (42) zwischen der Rück-
stellfeder (43) und dem oberen Ende (23) von
dem Pedalarm (20) zur Verfügung gestellt wer-
den.

3. Fahrpedalvorrichtung gemäß Anspruch 1 bis 2,

wobei wenigstens entweder die aufnehmende
Nut bzw. Aufnahmenut (23b) oder der Rückhol-
hebel (62) mit einem Reibungsverringerungs-
glied zur Verfügung gestellt wird.

4. Fahrpedalvorrichtung gemäß irgendeinem der An-
sprüche 1 bis 3,

wobei der Pedalarm (20) mit einer Steuerungs-
bzw. Regelungseinheit (70) zum Steuern bzw.
Regeln der Antriebsquelle (61) zur Verfügung
gestellt wird.

Revendications

1. Dispositif à pédale d’accélérateur, comportant :

un bras de pédale (20) coopérant avec une pé-
dale d’accélérateur (22) ;
un boîtier (10) pour supporter le bras de pédale
(20) de manière à pouvoir pivoter autour d’une
ligne d’axe de pivotement (L1) prescrite entre
une position de repos et une position d’enfon-
cement maximal ;
un mécanisme de génération d’hystérésis (40)
qui entre en contact avec les environs d’une ex-
trémité supérieure (23) du bras de pédale (20)
pour générer une hystérésis d’une force de pé-
dale de la pédale d’accélérateur (22) ; et

un mécanisme de commande active (60) entre
la ligne d’axe de pivotement (L) et le mécanisme
de génération d’hystérésis (40) pour comman-
der un retour du bras de pédale (20) vers la po-
sition de repos sous des conditions prescrites,
où le mécanisme de commande active (60) com-
prend une source d’entraînement (61) prévue
dans le boîtier (10) et le mécanisme de com-
mande active (60) comprend en outre un levier
de rappel (62) entraîné en rotation par la source
d’entraînement (61) dans la même direction que
la direction de pivotement du bras de pédale
(20), où le levier de rappel (62) est conçu pour
appliquer une force de retour à l’extrémité su-
périeure (23) pour rappeler le bras de pédale
(20) en direction de la position de repos en ré-
sistant à la force de pédale et le levier de rappel
(62) est en prise détachable avec les environs
de l’extrémité supérieure (23) du bras de pédale
(20) et applique la force de retour directement
au bras de pédale (20),
caractérisé en ce que
le mécanisme de génération d’hystérésis (40)
comporte une première glissière (41), une se-
conde glissière (42) et un ressort de rappel (43),
où le ressort de rappel (43) est conçu pour exer-
cer une action de blocage en pressant la surface
inclinée (42a) de la seconde glissière (42) contre
la surface inclinée (41a) de la première glissière
(41), où le ressort de rappel (43) est conçu pour
presser la première glissière (41) et la seconde
glissière (42) en direction d’une surface de paroi
intérieure d’un côté inférieur (11c’) et d’une sur-
face de paroi intérieure d’un côté supérieur
(11c") du boîtier (10), et où l’extrémité supérieu-
re (23) du bras de pédale (20) est formée d’une
partie de mise en prise (23a) qui est en prise
détachable avec la première glissière (41),
d’une rainure de réception (23b) pour recevoir
de manière détachable la partie apicale (62a)
du levier de rappel (62) et d’une partie de contact
(23c) apte à entrer en contact avec un butoir de
repos (11 d) du boîtier (10).

2. Dispositif à pédale d’accélérateur selon la revendi-
cation 1,
où le ressort de rappel (43) est conçu pour générer
une force de rappel qui ramène le bras de pédale
(20) à la position de repos, où la première glissière
(41) et la seconde glissière (42) sont prévues entre
le ressort de rappel (43) et l’extrémité supérieure (23)
du bras de pédale (20).

3. Dispositif à pédale d’accélérateur selon la revendi-
cation 1 ou 2,
où au moins un élément parmi la rainure de réception
(23b) ou le levier de rappel (62) est équipé d’un or-
gane de réduction de friction.
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4. Dispositif à pédale d’accélérateur selon l’une quel-
conque des revendications 1 à 3,
où le bras de pédale (20) est équipe d’une unité de
commande (70) pour commander la source d’entraî-
nement (61).

17 18 



EP 2 172 358 B1

11



EP 2 172 358 B1

12



EP 2 172 358 B1

13



EP 2 172 358 B1

14



EP 2 172 358 B1

15



EP 2 172 358 B1

16

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2004155375 A [0002] [0007]
• JP 2007137152 A [0004] [0007]

• DE 102004025829 A1 [0009]


	bibliography
	description
	claims
	drawings
	cited references

